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PREFACE 


The  student  desiring  to  familiarize  himself  with  the  theory  and  practice 
of  Radio  Conamunication  should  be  thoroughly  grounded  in  the  ordinary 
laws  of  continuous  and  alternating-current  circuits;  he  should  also  have 
a  clear  physical  conception  of  the  transient  conditions  continally  occurring 
in  such  circuits.  These  elementary  ideas  are  best  obtained  by  consider- 
ing the  electric  current  from  the  electron  view  point,  i.e.,  as  a  compara- 
tively slow  drift  of  innumerable  minute  negative  electric  charges,  which, 
at  the  same  time  they  are  drifting  through  the  substance  of  the  conductor, 
are  executing  haphazard  motions  with  very  high  velocities,  continually 
coUiding  with  each  other  and  with  the  molecules  of  which  the  conductor 
is  composed. 

Due  to  the  extremely  high  frequencies  encountered  in  radio  practice 
it  is  necessary  to  expand  somewhat  one's  ideas  of  resistance,  inductance, 
and  capacity,  the  so-called  constants  of  the  electric  circuit.  As  a  result 
of  the  non-uniformity  of  current  distribution  the  resistance  of  a  conductor 
at  high  frequency  is  generally  much  higher  in  a  radio  circuit  than  it  is  at 
ordinary  engineering  frequencies;  due  to  non-penetration  of  magnetic 
flux  and  hysteretic  lag,  the  apparent  permeability  of  an  iron  core  is  much 
less  at  radio  frequencies  than  at  the  customary  sixty  cycles;  due  to  imper- 
fect polarization  of  dielectrics  the  apparent  specific  inductive  capacity 
of  an  insulator  may  be  much  decreased  at  radio  frequencies  and  the  heat- 
ing due  to  dielectric  losses  may  be  thousands  of  times  as  great  as  is  the  case 
in  ordinary  engineering  practice.  Furthermore,  due  to  the  imavoidable 
internal  capacity,  the  apparent  inductance  of  even  an  air  core  coil  may 
be  expected  to  vary  at  high  frequencies;  in  fact,  a  piece  of  apparatus 
which  is  physically  a  coil,  when  used  at  radio  frequencies,  may,  by  electric 
measurement,  be  found  a  condenser. 

All  of  the  effects  indicated  above  are  treated  in  the  early  chapters  of 
the  text,  not  in  as  comprehensive  manner  as  is  possible,  to  be  sure,  but 

* 

with  sufficient  thoroughness  to  open  the  student's  eyes  to  the  possible 
peculiar  behavior  of  circuits  when  excited  by  the  very  high  frequencies 
of  radio  practice. 

Because  of  its  importance  to  the  radio  art  a  considerable  part  of  the 
text  is  given  over  to  the  theory  and  behavior  of  the  thermionic  three- 
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electrode  tube;  at  the  time  this  material  was  compiled  there  was  no  com- 
prehensive treatment  of  the  subject  anywhere,  but  there  has  recently 
appeared  an  excellent  volume  on  Vacuum  Tubes  (by  H.  J.  Van  der  Bijl) 
which  every  student  of  radio  should  carefully  peruse.  It  is  hoped  that 
the  subject  matter  presented  in  this  text  may  supplement,  rather  than 
duplicate,  that  given  in  the  above  mentioned  volume;  the  actual  behavior 
of  tubes  in  typical  circuits  is  covered  in  this  text  in  a  more  thorough 
manner  than  has  been  attempted  in  other  texts,  and  practically  all  the 
theoretical  deductions  are  substantiated  by  experimental  data,  much 
of  which  has  been  obtained  in  the  author's  laboratory. 

A  chapter  has  been  devoted  to  each  important  phase  of  the  radio  art; 
there  is  also  incorporated  a  short  course  of  elementary  experiments  which 
may  well  be  carried  out  by  electrical  engineering  students  especially  inter- 
ested in  Radio.  For  those  desiring  to  specialize  in  Radio,  the  material 
given  in  the  body  of  the  text  will  furnish  ideas  for  unlimited  further 
experimentation. 

On  certain  parts  of  the  text  very  valuable  assistance  has  been  given 
by  the  author's  former  colleague,  Mr.  A.  Knto,  and  by  Mr.  W.  A.  Curry, 
who  is  at  present  associated  with  him  in  radio  instruction;  due  credit 
is  given  to  them  on  the  title  page  of  the  text. 

J.  H.  M. 

Columbia  IJNiVERsnT, 
Apnl,  1921. 
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CHAPTER  I 
FUNDAMENTAL  IDEAS  AND  LAWS 

Nature  of  Electricity. — Everyone  is  more  or  less  familiar  with  elemen- 
tary experiments  having  to  do  with  electrically  charged  bodies.  Fur, 
if  rubbed  on  a  dry  day,  crackles  and  gives  off  minute  sparks;  a  glass  rod 
rubbed  with  a  cloth  becomes  electrified  and  will  attract  small  bits  of 
paper,  cotton,  etc.;  due  to  wind  friction,  and  other  causes,  clouds  become 
intensely  electrified  and  are  able  to  break  down  the  insulating  strength 
of  the  air  and  produce  sparks  thousands  of  feet  long. 

In  what  way  does  an  electrified  body,  or  electrically  charged  body, 
differ  from  one  in  the  uncharged,  or  neutral,  state?  A  reasonable  answer 
to  this  question  is  found  in  the  modem  conception  of  the  constitution 
of  matter. 

Electrons. — It  has  been  firmly  established  that  every  atom  of  matter 
is  charged  with  minute  particles  ^  of  negative  electricity,  so-called  dedrans. 
An  electron,  when  detached  from  the  atom  of  matter  with  which  it  was 
associated,  shows  none  of  the  properties  of  ordinary  matter.  It  does  not 
react  chemically  with  other  electrons  to  produce  some  new  substance; 
moreover,  all  electrons  are  similar,  no  matter  from  what  type  of  atom 
they  have  been  extracted.  Thus  an  electron  from  the  hydrogen  atom 
acts  precisely  the  same  as  the  electrons  from  atoms  of  oxygen,  iron,  chlorine, 
or  any  other  substance.    It  seems  that  the  electron  is  nothing  but  electricity. 

^It  may  seem  difficult  at  first  to  think  of  electricity  as  made  up  of  separate,  dis- 
crete, quantities  instead  of  a  continuous  distribution  of  electric  charge,  but  it  is  pointed 
<Mit  that  according  to  modem  concept  energy  itself  is  alwajrs  present  as  a  certain  number 
of  ttnil  quarUilies;  that  is,  energy  itself  is  to  be  ''  counted  "  in  terms  of  the  smallest 
possible  quantity,  called  a  "  quantum." 
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It  is  definite  in  amount,  alwa3rs  being  exactly  the  same,  and  is  generally 
believed  to  be  the  smallest  possible  quantity  of  electricity,  i.e.,  electricity 
»  cannot  be  subdivided  into  quantities  smaller  than  the  electron. 

The  constants  of  the  electron  are:  Radius =2XlO~^^cm.;  mass =8.8 
X 10"^*  grams;  charge *=  1.59 X 10"^^  coulomb.^  The  mass  of  the  electron 
depends  upon  the  velocity  with  which  it  is  moving;  the  value  given 
here  holds  good  only  if  the  electron  is  traveling  at  velocities  considerably 
less  than  the  velocity  of  Ught,  say  less  than  lO^cm./sec. 

For  many  years  it  has  been  the  custom  for  physicists  to  speak  of 
positive  electricity  and  negative  electricity;  from  this  standpoint  the 
electron  is  negative  electricity.  All  electrons  are  the  same  kind,  or  polarity, 
hence  it  follows  that  the  electron  is  the  smallest  possible  qtmrUity  of  negative 
electricity. 

Charged  Body. — From  the  electron  viewpoint  a  negatively  charged 
body  is  one  having  more  than  its  normal  number  of  electrons  and  a  posi- 
tively charged  body  is  one  having  less  than  its  normal  number  of  electrons. 

Let  the  circular  shape  in  Fig.  1  represent  an  atom 
of  hydrogen  ;2  the  small  circles  with  the  minus  sign 
in  them  represent  the  electrons  associated  with  the 
normal  hydrogen  atom.  The  normal  atom  is  not 
charged;  it  does  not  exert  any  attractive  or 
repulsive  force  on  the  other  atoms,  due  to  its  elec- 
trical state. 

The  structure  of  the  atom  itself,  whatever  it 

FiQ.  1.  —  Conventional  may  be,  is  always  charged  electrically  positive;   in 

model  of   a   simple,  the  normal  atom  there  are  enough  electrons  to  just 

neutral,  atom.  neutrahze  the  positive  charge  of  the  atom  itself. 

The  normal  atom  acts  like  an  uncharged  body, 
therefore,  not  because  it  has  no  electrical  charge  associated  with  it,  but 
because  it  has  just  as  much  negative  charge  as  it  has  positive  charge,  and 
these  two  charges  neutrahze  one  another  in  so  far  as  action  of  the  atom 
on  other  bodies  is  concerned. 

If  one  electron  is  removed  from  the  atom  by  some  means  or  other 
(represented  in  Fig.  2)  the  balance  between  positive  and  negative  charge 
is  destroyed;  an  excess  of  positive  charge  exists  on  the  atom  and  the  atom 
is  positively  charged.  The  electron  which  has  been  removed  from  the 
atom  constitutes  a  negative  charge.    If  the  electron  is  allowed  to  go  back 

^The  student  who  is  particularly  interested  in  the  theoretical  and  experimental 
work  from  which  these  values  are  obtained  is  referred  to  *'  Conduction  of  Electricity 
through  Gases/'  by  J.  J.  Thomson. 

*  In  recent  years  much  work  has  been  done  in  investigation  of  the  structure  of 
the  atom;  an  interesting  and  elementary  exposition  of  some  of  the  modem  views  is 
given  in  "  The  Nature  of  Matter  and  Electricity/'  by  Comstock  and  Troland. 
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to  the  atom  the  balance  of  charge  is  restored  and  the  atom  is  again  un* 
charged,  or  neutral. 

A  positively  charged  body,  therefore,  is  one  which  has  been  deprived 
of  some  of  its  normal  nimiber  of  electrons;  a  negatively  chained  body  is 
one  which  has  acquired  more  than  its  normal  nimiber  of  electrcms.  Thus 
when  a  piece  of  sealing  wax  is  rubbed  with  diy  flannel  the  wax  becomes 
negatively  charged  and  the  flannel  becomes  positively  charged..  The 
friction  between  the  wax  and  the  flannel  must  have  rubbed  some  of  the 
electrons  off  the  flannel  molecules  and  left  them  on  the  surface  of  the  wax. 

The  extra  electrons  on  the  wax  are  attracted  by  the  deficient  mole- 
cules of  the  flannel  (positive  and  n^ative  charges  attract  each  other)  and 
if  the  flannel  and  wax  are  left  together  after  being  rubbed  they  soon  lose 
tbeir  charges;  the  molecules  of  the  flannel  regain  their  proper  number  at 
electrons. 

Number  of  Electrons  Removable  from  an  Atom. — Although  there  may 
be  a  great  number  of  electrons  associated  with  an  atom  or  molecule  it 
18  generally  not  possible  to  remove  more  than  one;  in  a  body  which  is 
positively  charged  most  of  the  atoms  are 
neutral,  having  their  proper  complement 
of  electrons;  others  have  had  one  electron 
removed.    If  but  few  of  the  atoms  of  a 

body  have  had  an  electron  removed  the    I     Q  1     ^y 

body  has  a  small  chai^;  the  more  highly     \  .  /  mSS 

the  body  is    chai^d   the  more  deficient 
atoms  there  are  on  it. 

Prom  this  viewpoint  it  seems  that  the  yiq,  2.— Ck)nventional  model  of  a 
amount  of  charge  on   a  body  should   be      simple  atom  charged  positively, 
counted;    the  charge    consists    of    discrete      one  of  its  electrons  being  free, 
things.     Instead  of  saying  that  a  body  has 

a  certain  amount  of  negative  electricity  on  it,  we  might  more  reason- 
ably say  that  a  certain  number  of  electrons  have  been  deposited  on  it. 

Electric  Fields. — If  a  light  substance,  such  as  a  pith  ball,  is  touched 
to  a  oharged  body,  it  becomes  charged  with  electricity  of  the  same  polarity 
as  that  on  the  body  itself;  as  like  charges  repel  one  another  the  pith  ball 
will  be  repelled  from  the  charged  body.  By  experimenting  it  may  be 
found  that  the  repulsive  force  between  the  pith  ball  and  the  original  charge 
exists  even  when  there  is  considerable  distance  between  the  two.  The 
space  surroxmding  a  charged  body  is  evidently  \mder  some  kind  of  strain 
which  enables  it  to  act  upon  a  charged  body  with  a  force,  attractive  or 
repulsive,  according  to  the  relative  polarities  of  the  two  charges.  This 
space  surrounding  a  charged  body,  in  which  another  charged  body  is 
acted  upon  by  a  force  tending  to  move  it,  constitutes  an  eUctric  fields 
sometimes  called  an  electrostatic  field. 
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Such  an  electric  field  surrounds  every  charged  body;  it  really  extends 
to  infinity  in  all  directions  from  the  charged  body,  but  as  the  force  becomes 
very  small  as  the  distance  is  increased  it  is  generally  considered  that  the 
electric  field  due  to  a  charge  extends  but  a  short  distance  from  the  charge^ 
For  example,  the  field  due  to  a  piece  of  charged  sealing  wax  is  negligibk 
at  a  point  a  few  feet  distant  from  the  wax,  so  we  say  that  the  field  of  this 
charge  extends  but  a  few  feet  from  the  wax.  On  the  other  hand  the 
electric  field  produced  by  a  large,  highly  charged,  wireless  antenna  may 
extend  several  thousand  feet  from  the  antenna. 

Electric  Fields  Represented  by  Lines. — In  diagrams  the  electric  field 
surrounding  a  charge  is  most  easily  depicted  by  drawing  lines  from  the 
charged  body  into  the  surroimding  space.  The  direction  of  the  lines, 
properly  drawn,  gives  the  direction  of  the  electric  force  and  the  relative 

closeness  of  the  lines  in  various  parts  of  the 
diagram  shows  the  relative  strengths  of  the  field 
at  these  points,  the  closer  the  lines  the  more 
intense  the  field.  A  line  of  force  originating 
on  a  positive  charge  is  properly  shown  end- 
ing on  an  equal  negative  charge.  In  diagrams 
it  is  not  alwasrs  convenient  to  represent  them; 
they  may  be  shown  as  discontinuous.  It  must 
not  be  supposed,  however,  that  the  electric 
force  itself  is  discontinuous;    it  always  con- 

FiG.  3.-Electric  field  around  *^""^  ^"^"^  ^  ^^^^^^^  ^^«®  ^  *  negative 

a  charged,   isolated,  sphere  cnarge. 

represented  by  radial  lines.         Fig.  3  shows  how  lines  may  be  used  to 

represent  the  electric  field;  it  shows  a  posi- 
tively charged  metal  ball  supposedly  far  enough  away  from  other  bodies 
to  be  considered  as  by  itself.  The  lines  of  force  originate  on  the  surface 
of  the  sphere  and  extend  as  radii  in  all  directions.  The  arrow  head  on 
the  lines  indicates  the  direction  in  which  a  positive  charge  would  be  urged 
if  placed  in  that  part  of  the  field. 

The  lines  are  closest  together  at  the  surface  of  the  sphere,  indicating 
that  the  force  is  greatest  at  this  point,  a  fact  easily  proved  experimentally. 
Although  the  lines  are  shown  as  discontinuous,  ending  in  uncharged  space, 
each  Une  really  extends  in  some  direction  until  it  encounters  a  negative 
charge.  In  the  case  of  a  metallic  sphere,  suspended  in  the  air  distant 
from  other  bodies,  the  lines  should  all  be  shown  as  ending  on  the  earth's 
surface  as  suggested  in  Fig.  4.  Fig.  5  represents  the  electric  field  between 
two  parallel  metalUc  plates,  one  of  which  has  been  charged  positively 
and  the  other  negatively.  Moreover,  as  all  the  Unes  originating  on  the 
positive  plate  are  shown  as  ending  on  the  negative  plate,  it  shows  that 
the  two  plates  have  been  given  equal  charges.     The  field  is  properly 
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shown  as  very  intense  between  the  two  plates,  weaker  towards  the  edges, 

and  very  weak  in  the  space  not  directly  hicluded  between  the  two  plates. 

Closed  and  Open  Electric  Systems —In  Fig.  5  most  of  the  electric 

%ld  is  shown  directly  between  the  plates  on  which  the  charges  are  situated; 


Jt    /r  1     Mr     rl     ri  j     Mr     Mr  A    \ 


Fig.  4. 


Fig.  5. 


Fig.  4. — Charged  body  near  the  earth  has  its  electric  field  radial  near  the  body,  all 
lines  of  force,  however,  bending  over  so  that  they  end  on  the  earth. 

Fio.  5. — ^Two  metallic  plates,  close  to  one  another,  one  charged  positively  and  the 
other  n^atively,  have  an  intense  electric  field  between  the  plates,  and  weak  field 
dsewhere. 

such  distribution  of  Unes  indicates  a  nearly  closed  electric  system.  The 
field  illustrated  in  Fig.  4  is  a  comparatively  open  one;  the  distinction 
between  open  and  closed  fields  is  not  a  very  sharp  one,  but  is  nevertheless 
a  very  important  one  for  the  radio  engineer. 


Fig.  6. — The  electric  field  around  a  charged  vertical  wire. 

Fig.  6  represents  a  vertical  wire  antenna,  such  as  Marconi  used  in 
his  early  experiments;  the  electric  field  when  the  antenna  is  charged  has 
the  form  shown.  If  the  antenna  is  bent  over  in  the  form  of  an  inverted 
L|  the  field  has  the  form  shown  in  Fig.  7.    With  the  antenna  in  this  form 
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most  of  the  electric  field  is  evidently  included  directly  between  the  earth's 
surface  and  the  antenna  wire,  so  the  field  is  a  closed  one  as  contrasted 
with  that  of  Fig.  6,  which  is  regarded  as  an  open  field.  The  operating 
characteristics  of  the  two  antenna  shown  are  quite  different,  the  difference 
being  due  to  the  different  distribution  of  the  field  in  the  two  cases. 


FiQ.  7. — ^The  electric  field  aroiind  an  ordinary  antenna. 

Induced  Charges. — Suppose  a  charged  metal  ball  is  brought  close  to 
another  conducting  body,  as  a  metal  rod,  the  rod  being  uncharged.  Experi- 
ment shows  that  as  the  rod  is  brought  into  proximity  of  the  brass  ball 
the  rod  itself  becomes  charged  in  a  pecuUar  way.  If  the  ball  is  positively 
charged  that  end  of  the  rod  nearer  to  it  becomes  charged  negatively  and 
the  farther  end  becomes  positively  charged  as  indicated  in  Fig.  8.  As 
a  whole  the  rod  is  not  charged,  there  being  as  much  negative  charge  as 


Fig.  8. — A  charged  body  inducing  charges  on  a  metal  rod. 

there  is  positive  charge.  These  charges  which  have  been  produced  on 
the  rod  through  the  action  of  the  charged  ball  are  called  induced  charges. 

Charges  induced  on  a  body  are  always  double  in  kind;  as  much  pos- 
itive charge  appears  as  does  negative.  However,  if  in  Fig.  8  a  wire  having 
one  end  connected  to  the  earth  is  touched  to  the  end  of  the  rod  marked 
C,  the  positive  charge  which  has  been  induced  at  this  end  of  the  rod  will 
run  off  to  the  earth,  and  when  the  wire  is  removed  there  will  be  left  of 
the  rod  only  the  negative  charge. 

Bound  and  Free  Charges. — In  the  case  considered  above  the  positive 
charge  runs  off  to  the  earth  because  there  is  no  force  tending  to  hold  it 
on  the  rod,  on  the  contrary  it  is  being  repelled  by  the  positive  chai^ 
on  the  ball.    The  negative  charge  at  fi  is  held  from  running  off  to  earth 
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by  the  attractive  force  of  the  positive  charge  on  the  ball.  The  negative 
chai^  on  the  rod  is  called  a  bound  charge  and  the  positive  chai^  which 
runs  away  if  given  the  opportunity  is  called  a  free  charge. 

An  illustration  of  the  way  in  which  this  method  of  producing  charges 
is  useful  in  radio  circuits  is  shown  in  Fig.  9.  The  charge  on  ball  A  is 
to  produce  a  charge  of  the  opposite  kind  on  the  conductor  F  through 
the  two  condensers  BC  and  DE.  When  A  comes  in  contact  with  B,  this 
becomes  positively  charged.  A  nega-  ^  b  p  p  ^ 

tive  charge  appears  at  C  due  to  the 
inducing  action  of  B,    An  equal 

positive  charge  must  appear  at  D  +'  "  '*'    "" 

and  this  must  induce  a,  negative     ^^  ^  ^^  charged  body  inducing  charges 
charge  on   E.     But   if   a   negative         on  conductor  F,  acting  through  two 
charge  appears  at  E  there  must  be         condensers, 
an  equal  positive  charge  induced 

on  F.  If  now  the  conductor  F  is  connected  to  the  groimd  this  positive 
will  run  off  to  earth  and  there  will  be  left  on  the  conductor  EF  a 
negative  charge.  This  chai^  will,  however,  be  bound  by  the  positive 
charge  on  D;  if  B  is  now  grounded  (connected  to  earth)  its  charge  will 
run  off  and  so  the  negative  charge  on  C  becomes  free.  This  free  charge 
on  C  will  combine  with  the  positive  charge  on  D  and  neutrahze  it,  thus 
leaving  on  the  conductor  EF  a  free  negative  charge. 

Indticed  Charges  from  the  Electron  Viewpoint — As  will  be  explained 
later,  the  electrons  in  a  metaUic  conductor  are  more  or  less  free  to  pass 
from  one  atom  of  the  substance  to  another;  they  are  continually  moving 
around  the  complex  molecular  structure  of  atoms  comprising  the  metal. 
When  the  rod  of  Fig.  8  is  brought  into  the  neighborhood  of  the  charged 
ball  the  electric  field  due  to  the  charge  on  the  ball  acts  on  the  free  elec- 
trons of  "the  rod,  attracting  them.  Hence  the  free  electrons  of  the  rod 
tend  to  congregate  at  that  end  of  the  rod  which  is  nearest  to  the  ball; 
they  constitute  the  negative  charge  at  this  end  of  the  rod. 

But  if  the  rod  was  uncharged  before  coming  into  the  influence  of  thf 
charged  ball  there  must  be  just  enough  electrons  on  it  to  neutrahze  the 
positive  charges  of  the  atoms.  If  more  than  a  proper  portion  of  the  elec- 
trons gather  at  one  end  of  the  rod  there  must  necessarily  be  a  shortage 
of  them  at  the  other  end.  This  shortage  of  electrons  at  the  end  C  of  the 
rod  constitutes  the  positive  charge  at  this  end. 

When  the  end  C  is  groimded,  the  positive  atoms  of  the  rod  cannot 
leave  the  rod  and  go  into  the  earth,  but  electrons  from  the  earth  can  run 
up  into  the  rod  and  they  do  so,  being  attracted  by  the  deficient  atoms  at 
C.  These  electrons  from  the  earth  appear  in  sufficient  quantity  to  make 
the  atoms  at  C  neutral.  When  the  wire  connecting  the  rod  to  the  earth 
is  removed  and  the  charged  ball  is  also  removed  the  rod  has  on  it  a  free 
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negative  charge,  the  quantity  of  charge  being  equal  to  the  number  of 
electrons  which  came  from  the  earth  into  the  rod. 

An  Essential  Difference  between  Positive  and  Negative  Charge. — As 
before  stated,  the  electrons  from  all  substances  are  the  same;  the  elec- 
trons have  none  of  these  quaUties  by  which  we  distinguish  and  classify 
matter.  It  is  possible  to  have  electrons  in  space  entirely  devoid  of  matter; 
a  negative  charge  can  exist  in  a  perfect  vacuum. 

The  question  may  be  raised — How  can  it  be  a  perfect  vacuum  if  there 
are  electrons  present?  By  a  vacuum  we  mean  a  space  in  which  there  is 
no  material  substance,  soUds  which  can  be  bodily  removed,  Uquids  which 
can  be  poured  out,  or  gases  which  can  be  pumped  out.  A  glass  vessel 
which  has  been  evacuated  as  perfectly  as  modem  pumping  methods  can 
accompUsh  may  nevertheless  be  filled  with  miUions  of  electrons. 

From  our  conception  of  the  positive  charge,  however,  it  is  evident  that  a 
positive  charge  must  always  be  associated  with  matter,  in  fact  the  smallest 
positive  charge  is  an  atom  of  matter  from  which  an  electron  has  been 
removed.  If  in  a  glass  bulb  supposedly  evacuated  it  can  be  shown  that 
under  some  circumstances  positive  charges  exist  the  vacuum  is  only 
partial;  to  the  same  extent  that  positive  charges  occur  in  the  supposedly 
vacuous  space,  must  matter  of  some  kind  (generally  gas)  be  present. 

The  Electric  Current. — The  electric  current  is  more  familiar  to  every- 
one than  the  electric  charge.  The  current  manifests  itself  in  various 
ways,  by  generating  heat  and  light,  by  producing  mechanical  forces  such 
as  those  required  to  ring  a  doorbell  or  pull  a  subway  train,  by  producing 
chemical  changes  such  as  occiur  in  the^  production  of  aluminum,  or  electro- 
plating, by  producing  death  if  it  flows  through  a  Uving  oi^anism  with 
sufficient  intensity,  etc. 

Older  conceptions  of  the  electric  current  made  it  a  pecuUar  fluid  of 
some  kind,  others  made  it  consist  of  two  fluids  with  different  properties. 
From  the  electron  standpoint  the  conception  of  the  electric  current  is 
easy  to  comprehend  and  enables  one  to  give  a  fairly  logical  explanation 
of  the  various  actions  of  the  current. 

Nature  of  tiie  Electric  Current.  An  Electron  in  Motion  Constituies 
an  Electric  Current, — The  amoimt  of  electricity  on  one  electron  is  so  small 
that  the  current  produced  by  one  electron  in  motion  would  not  be  detect- 
able by  the  finest  current-measuring  instrument,  even  the  most  sensitive. 
To  produce  currents  of  the  magnitude  occurring  in  every-day  experi- 
ence requires  the  motion  of  electrons  measured  in  biUions  of  biUions  per 
second. 

An  ordinary  incandescent  lamp  requires  a  ciurent  of  about  one  ampere; 
such  a  current  requires  that  about  10^®  electrons  flow  past  any  point  in 
the  circuit  each  second.  This  large  niunber  per  second  might  be  brought 
about  by  a  comparatively  few  electrons  moving  rapidly  or  by  a  great 
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many  moving  more  slowly.  Contrary  to  what  one  would  natmtJly  think 
the  progressive  movement  of  the  electrons  is  very  slow.  To  produce 
a  current  of  one  ampere  in  a  copper  wire  one  miUimeter  in  diameter  re- 
quires that  the  average  velocity  of  the  electrons  be  only  .01  cm.  per 
second. 

Although  the  progressive  motion  of  the  electrons  is  very  slow,  as 
indicated  above,  it  must  not  be  thought  that  the  actual  velocity  of  the 
electrons  is  small.  If  we  assume  the  *'  equi-partition  of  energy  "  idea 
of  thermo-dynamics  and  thus  calculate  the  average  velocity  of  the  electrons 
in  a  copper  wire,  at  ordinary  temperature,  we  obtain  a  result  of  about 
6X10^  cm.  per  second.  That  is,  even  when  no  current  is  flowing  in  the 
yme  the  electrons  have  a  haphazard  motion,  due  to  the  thermal  agita- 
tion of  the  atoms  (or  molecules),  which  give  them,  on  the  average,  a  velocity 
of  about  35  miles  per  second. 

Now  when  current  flows  the  required  progressive  velocity  of  the 
electrons  is  only  a  fraction  of  a  centimeter  per  second;  with  a  ciurent 
so  laige  that  the  copper  wire  is  heated  to  the  melting-point  the  velocity 
of  drift  of  the  electrons  is  less  than  1  cm.  per  second.  Thus  an  accurate 
concept  of  the  electric  current  in  a  conductor  shows  it  to  be  an  inappreciable 
"  drift "  of  the  electrons  which  have,  due  to  temperature  effects,  hetero- 
geneous velocities  miUions  of  times  as  great  as  the  velocity  of  drift. 

The  reason  for  the  slow  progressive  motion  of  the  electrons  is  to  be  seen 
in  the  tremendous  number  of  collisions  they  have  with  the  molecules  of 
the  substance.  A  given  electron,  acted  upon  by  the  potential  gradient 
in  the  wire  carrying  current,  accelerates  very  rapidly  and  would  acquire 
tremendous  velocities  if  it  did  not  continually  collide  with  the  more  massive 
molecules;,  the  mean  free  path  of  the  free  electrons  in  a  copper  wire  is 
so  small  that,  between  successive  coUisions,  the  electron  falls  through  a 
very  small  potential  difference  and  hence  gains  a  velocity  (along  the  con- 
ductor) due  to  the  current,  which  is  extremely  small. 

Suppose  that  we  wanted  to  measure  the  rate  of  flow  of  people  past  a 
given  point  in  a  large  city;  the  imit  of  flow  might  be  100,000  persons  per 
hour.  At  any  time  there  will  be  people  going  in  all  directions,  some 
uptown,  some  downtown,  and  some  crosstown.  In  the  mommg  a  miUion 
people  pass  a  certain  point  where  the  flow  is  to  be  ascertained.  If  200,000 
move  in  the  uptown  direction  and  800,000  move  downtown,  the  net  flow 
is  600,000  people.  If  this  number  of  people  pass  in  one  hour  the  flow  is 
6  units  downtown.  At  noon  time  again  a  million  people  pass  the  same 
place  let  us  suppose;  400,000  move  uptown  400,000  move  downtown  and 
150,000  move  crosstown  west  and  50,000  move  crosstown  east.  The  net 
flow  is  now  100,000  people  west  and  if  this  number  pass  in  one  hour  the 
flow  is  one  unit  west.  Some  of  the  people  would  be  moving  rapidly  and 
others  going  more  slowly  and  some  might,  at  times,  be  standing  still. 
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The  picture  suggested  by  the  above  traffic  analysis  probably  gives 
one  a  reasonable  idea  of  the  motion  of  electrons  in  a  conductor  canying 
current;  it  is  of  course  too  simple,  because  of  the  immense  number  of 
electrons  in  a  conductor  and  the  tremendous  number  of  collisions  occur- 
ring between  the  electrons.  When  a  conductor  is  carrying  no  current 
the  motion  of  the  electrons  resembles  that  of  the  individuals  in  a  stationary 
crowd;  there  is  a  deal  of  agitation  among  the  electrons,  but  they,  on 
the  whole,  show  no  progress  along  the  conductor. 

Electromotive  Force. — Suppose  a  copper  rod,  having  in  itself  the 
heterogeneously  moving  electrons  suggested  above,  is  connected  at  its 
two  ends  to  a  battery  as  shown  in  Fig.  10.  The  end  A  of  the  rod  becomes 
positive  with  respect  to  end  B  and  the  electrons,  instead  of  moving  back- 
wards and  forwards  to  the  same  extent,  progress  slowly  towards  A.  When 
th^  arrive  at  A  they  leave  the  copper  rod,  move  down  the  connecting 
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Battery 
Fig.  10. — Electric  current  caused  by  flow  of  free  electrons. 

wire,  through  the  battery,  through  the  other  connecting  wire,  and  so 
back  to  the  rod.  As  long  as  the  circuit  remains  closed  as  shown  the  elec- 
trons will  continue  to  move  aroimd  the  circuit,  bounding  backward, 
forward,  and  across  the  conductor,  but  on  the  whole  progressing  grad- 
ually around  the  circuit;  this  progression  of  the  electrons  constitutes  the 
electric  current.  The  cause  of  the  flow  is  the  battery;  it  holds  one  end 
of  the  rod  positive  with  respect  to  the  other  and  so  maintains  the  flow 
of  electrons.  The  maintenance  of  this  difference  of  electric  pressure  (or 
difference  of  potential)  across  the  rod  is  due  to  chemical  changes  going 
on  inside  the  battery. 

A  piece  of  apparatus  which  has  the  ability  to  maintain  one  of  its  ter- 
minals at  a  higher  potential  than  the  other,  even  though  current  is  allowed 
to  flow  through  it,  is  said  to  develop  an  electromotive  force.  As  sources 
of  electromotive  force  for  the  production  of  currents  on  a  commercial 
scale  we  have  only  the  ordinary  battery  and  the  electric  generator.  The 
battery  depends  upon  chemical  action  for  maintaining  its  difference  of 
potential  and  the  generator  depends  upon  the  conductors  of  its  armature 
being  driven  through  the  magnetic  field  produced  by  its  field  poles. 
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Electromotive  Force  and  Difference  of  Potential.— It  is  well  to  dis- 
tinguish between  electromotive  force  and  difference  of  potential.  Thus 
two  brass  balls,  one  charged  positively  and  the  other  negatively,  have,  a 
difference  of  potential  between  them  and  they  will,  if  connected  by  a  wire, 
cause  a  momentary  flow  of  current  through  the  connecting  wire;  when 
sufficient  electrons  have  passed  from  the  negatively  charged  ball  to  neu- 
tralize the  positive  charge  on  the  other  the  current  will  cease.  There 
is  no  action  taking  place  which  tends  to  maintain  the  difference  of  potential 
between  the  two  balls;  such  a  combination  does  not  generate  an  electro- 
motive force  (hereafter  abbreviated  e.m.f.)- 

In  the  case  of  the  battery  or  generator,  however,  when  the  two  ter- 
minals are  connected  by  a  wire  a  current  flows  and  continues  to  flow  until 
the  battery  is  worn  out  or  the  generator  is  stopped;  such  devices  develop 
or  generate  an  e.m.f.     These  ideas  are  depicted  in  Fig.  11. 


Oarrent  MiUnt>to»d^ 


Fig.  11. — Illustrating  difference  between  electromotive  force  and  potential  difference. 

Direction  of  Flow  of  Current. — It  has  been  accepted  as  convention 
that  in  a  wire  connecting  the  poles  of  a  battery  the  current  flow  is  from 
the  positive  pole  of  the  battery  to  the  negative.  But  by  reference  to  Fig. 
10  it  is  evident  that  in  the  connecting  wire  the  electrons  flow  from  the 
negative  pole  of  the  battery  to  the  positive.  Hence  it  must  be  remembered 
that  although  we  shall  talk  of  the  current  flowing  from  the  positive  terminal 
to  the  negative  terminal  of  a  battery  or  generator  the  electrons  (which 
really  are  the  current)  are  flowing  in  the  opposite  direction.  In  dealing 
with  currents  through  vacua  the  motion  of  the  electrons  themselves  is 
generally  had  in  mind  and  we  often  say  that  the  electron  current  flows 
from  the  negative  to  the  positive  terminal  of  the  vacuum  tube.  Although 
this  soimds  anomalous  it  is  a  correct  statement  of  the  facts. 

Conductors  and  Insulators. — Roughly  speaking  a  conductor  is  a  body 
which  readily  permits  the  passage  of  an  electric  cmrent  and  an  insulator 
is  a  body  which  offers  a  very  high  resistance  to  the  passage  of  the  ciwrent. 
There  is  no  sharp  distinction  between  conductors  and  insulators,  how- 
ever; a  material  which  for  some  cases  would  be  regarded  as  an  insulator 
would,  in  other  circmnstances,  be  regarded  as  a  conductor.  Also  a  sub- 
stance which  is  a  good  insulator  at  low  temperatures  may  be  a  fair  con- 
ductor at  high  temperatiu'es. 

Glass  is  the  most  striking  illustration  of  this  change  of  character  with 
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change  of  temperature;  at  ordinary  temperature  it  ranks  high  with  the 
very  best  insulators,  but  if  it  is  heated  in  some  way  to  a  red  heat  it  becomes 
a  fair  conductor  and  will  permit  the  passage  of  enough  current  to  melt 
itself. 

Difference  between  Conductors  and  Insulators  from  the  Electroii 
Viewpoint. — ^When  a  conductor  is  carrying  an  electric  current  the  elec- 
trons throughout  the  substance  of  the  conductor  are  moving  gradually 
along  through  the  substance  of  the  conductor.  Now  in  a  soUd  body, 
such  as  a  metaUic  conductor,  the  atoms  or  molecules  comprising  the  sub- 
stance are  practically  fixed  in  position.  They  are  not  actually  stationary 
in  space  at  ordinary  temperature  of  course;  as  a  matter  of  fact  the  atoms 
have  an  irregular  to-and-fro  motion  similar  to  that  of  the  electron.  But 
there  cannot  be  a  progressive  motion  of  the  atoms  as  there  may  be  of  the  elecr 
irons.  The  reason  for  this  is  more  or  less  evident.  Suppose  a  copper  wire 
is  fastened  to  the  terminals  of  a  battery  and  that  ciurrent  is  flowing  as 
indicated  in  Fig.  10.  The  electrons  move  all  the  way  around  the  circuit 
through  the  wire,  connections,  solution  in  the  battery,  etc. 

As  the  atoms  of  copper  are  charged  positively  after  an  electron  has 
left  them  it  might  seem  that  as  the  electrons  move  from  B  to  A  through 
the  wire  the  atoms  would  move  from  A  to  B,  then  into  and  through  the 
battery  and  so  back  to  the  wire.  But  the  atoms  are  the  real  substance 
of  the  wire,  and  hence  if  the  atoms  should  progress  one  way  or  the  other 
it  would  result  in  the  copper  itself  being  carried  from  one  end  of  the  wire 
to  the  other  and  then  through  the  battery.  This  state  of  affairs  is  not 
possible  in  soUd  bodies  like  metals,  it  would  result  in  the  mixing  of  metals 
wherever  a  current  left  one  metal  and  went  into  another. 

In  chemical  solutions,  e.g.,  copper  sulphate  in  water,  the  salt  mole- 
cule breaks  up  into  two  parts,  one  of  which  has  one  electron  more  than 
its  proper  niunber,  the  other  part  lacking  one  electron.  The  two  parts 
of  the  molecule  are  called  ions;  the  metallic  ion  (in  above  case,  copper) 
lacks  one  electron  and  so  is  charged  positively.  If  now  a  current  is  passed 
through  such  a  solution  the  metallic  ion  does  move  through  the  solution 
and  is  carried  from  the  solution  to  one  of  the  wires  by  which  the  current 
is  lead  into  the  solution.  Here  the  copper  itself  is  transported  by  the 
current  and  we  have  the  process  of  electro-plating. 

From  what  has  been  said  it  follows  that  if  the  molecules  of  a  body 
ding  to  the  electrons  so  tightly  that  none  of  them  are  free  to  move  away 
from  the  molecule  there  can  be  no  current  in  such  a  substance.  As  long 
as  the  molecule  keeps  all  its  electrons  it  remains  electrically  neutral,  and 
so  has  no  tendency  to  move  when  in  an  electric  field.  This  is  the  essential 
difference  between  insulators  and  conductors;  in  the  one  the  electrons 
cannot  move  from  the  atom  or  molecule  and  in  the  other  the  electrons 
are  perfectly  free  to  leave  the  atom. 
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DisniptiTe  Strength  of  an  Insulator. — With  the  above  idea  in  mind 
the  possibility  of  break-down  of  an  insulator,  due  to  high  voltage,  becomes 
apparent.  For  low  voltage  the  force  tending  to  move  the  electron  is 
not  sufficient  to  break  it  loose  from  its  atom.  But  it  is  reasonable  to 
believe  that,  if  the  voltage  gradient  is  made  sufficiently  high,  any  atom 
can  be  forced  to  let  go  of  one.  electron,  and  such  is  the  case.  Such  fine 
insulators  as  glass  and  mica  break  down  and  carry  current  when  a  great 
enough  voltage  is  employed. 

Effect  of  Temperature  on  tiie  Disruptive  Strength  of  an  Insulator. — 
Ima^e  a  good  insulator  heated  by  some  outside  source  of  power.  The 
rise  in  temperatiu'e  increases  the  to-and-fro  motion  of  its  molecules  with 
the  result  that  the  collisions  between  the  various  molecules  become  more 
frequent  and  violent  as  the  ten^perature  is  raised.  As  these  collisions 
occur  the  resulting  disturbances  in  the  molecular  structure  tend  to  weaken 
the  hold  of  the  molecule  on  its  electrons.  Hence  if  an  electric  force  is 
impressed  and  maintained  as  an  insulator  is  heated  the  combination  of 
electric  force  and  wealdng  of  the  molecular  holding  power  will  result  in 
some  electrons  leaving  their  molecules;  the  electric  force  then  urges  them 
along  through  the  substance  of  the  insulator  with  the  result  that  a  small 
current  occurs.  This  would  be  interpreted  by  the  man  testing  the  insu- 
lator as  a  weakening  of  the  insulating  power  of  the  substance. 

GreneraUy  the  partial  breakdown  of  an  insulator  as  described  above 
18  rapidly  foDowed  by  the  giving  away  of  the  insulator  completely;  as 
currenty  even  though  small,  flows  through  the  insulator  it  generates  more 
heat  thus  still  further  decreasing  the  disruptive  strength. 

This  effect  of  temperatiue  upon  the  disruptive  strength  of  an  insulator 
is  very  important  to  the  radio  engineer.  A  glass  or  micacondenser,  prop- 
erly designed  to  operate  in  a  radio  circuit  at  15,000  volts  may,  by  improper 
use,  be  broken  down  when  operating  at  only  5000  volts.  Condensers 
heat  up,  when  being  used,  due  to  various  causes;  in  normal  operation 
the  condenser  is  excited  only  a  small  fraction  of  the  time  as  the  sending 
key  is  opened  and  closed.  In  the  intervals  when  the  key  is  open  the 
cause  of  the  heating  is  removed  and  the  condenser  has  a  chance  to  cool 
off;  this  alternate  heating  and  cooling  results  in  a  certain  mean  temper- 
ature at  which  temperatiue  the  condenser  has  sufficient  disruptive  strength 
to  withstand  the  voltage  employed. 

If  now  the  normal  operating  voltage  is  put  on  the  condenser  and 
maintained  continuously,  the  heating  action  is  much  greater  than  when 
the  voltage  is  appUed  intermittently  (normal  operation)  and  in  a  short 
time  the  dielectric  is  Ukely  to  puncture.  Condensers  which  are  designed 
for  operation  at  a  certain  voltage  with  spark  telegraphy  (intermittent 
excitation)  will  nearly  always  fail  if  operated  at  the  same  voltage  for 
undamped  wave  signaling  (continuous  excitation). 
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from  its  nonnal  central  position  to  position  B\  and  then  the  flow  would 
cease  because  the  pump  would  not  be  able  to  further  displace  the  dia- 
phragm. 

The  water  system  corresponds  very  closely  to  the  electrical  circuit 
having  a  condenser  in  series  with  it  and  excited  by  a  continuous  e.m.f.; 
in  'luch  a  circuit  the  current  flows  long  enough  to  chaise  the  condenser 
to  such  an  extent  that  its  back  pressure  (pressure  tending  to  discharge 
the  condenser)  is  just  equal  to  the  impressed  e.m.f.  and  then  the  current 
ceases.  It  is  to  be  remembered,  however,  that  if  the  pressure  is  alternat- 
ing there  will  be  a  flow  in  the  system  all  the  time,  the  current  being  an 
alternating  one. 

In  electric  circuits,  therefore,  it  is  possible  to  send  an  alternating 
current  through  a  circuit  in  which  continuous  current  cannot  flow.    Such 
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Fig.  15. — ^Hydraulic  analogue  of  a  direct  current  circuit  containing  a  condenser. 


use  of  a  condenser  occurs  frequently  in  radio;  the  condenser  so  used  is 
called  a  stopping  or  '^  blocking  "  condenser. 

The  Electric  Generator. — Except  for  very  small  sets  and  emergency 
outfits  the  power  for  a  radio  set  is  obtained  from  a  generator  of  either 
the  continuous  or  alternating-current  type.  The  continuous-current  gen- 
erator is  equipped  with  a  commutator  and  supplies  a  continuous  e.m.f.; 
that  is,  the  e.m.f.  impressed  on  the  connected  circuit  is  always  in  the 
same  direction  and  practically  constant  in  value.  There  are  slight  pul- 
sations in  the  value  of  the  voltage,  perhaps  a  fraction  of  1  per  cent,  at 
the  frequency  of  commutation;  this  frequency  is  in  the  neighborhood 
of  1000  cycles  per  second.  Although  these  pulsations  are  so  small,  they 
have  a  deal  of  importance  in  certain  radio  sets  using  vacuum  tubes  for 
the  generation  of  high-frequency  currents. 

The  alternating-current  generator  (or  simply  aUemator)  has  no  com- 
mutator, but  generally  has  slip  rings  on  which  its  brushes  make  contact. 
The  e.m.f.  fiunished  by  such  a  machine  alternates  in  direction  many  times 
per  second;  for  radio  use  the  generators  ordinarily  employed  give  several 
hundred  complete  reversals  of  voltage  per  second. 
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The  number  of  complete  reversals  per  second  is  called  the  frequency  of 
the  generator;  thus  a  500-cycle  generator  is  one  giving  500  complete 
reversals  of  e.m.f.  per  second. 

Wave  Shape  and  Effective  Values. — ^The  form  of  voltage  wave  gen- 
erated by  a  well-designed  alternator  is  such  that  it  can  be  closely  repre- 
sented by  a  sine  curve  as  shown  in  Fig.  16.  Expressed  in  the  form  of 
an  equation, 


e^EmWitat 


where 


(1) 


6= the  value  of  voltage  at  any  instant  of  time; 
£fii=the  maximum  value  of  the  voltage  generated; 
w  =  2ir/,  /  being  the  frequency  of  the  voltage. 

The  same  imits  are  used  for  measuring  alternating  voltage  and  cur- 
rent 86  are  used  for  continuous  voltage  and  current.    But  as  the  voltage 
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FiQ.  16. — Sine  wave  of  ejni. 


and  current  of  an  alternating  current  circuit  are  continually  changing 
in  value  and  reversing  in  direction,  some  value  intermediate  to  the  maxi- 
mum and  minimum  value  must  be  chosen  as  the  imit.  It  is  shown  in 
all  elementary  texts  on  alternating  currents  that  when  the  ciurent  flows 
according  to  the  law  of  a  sine  curve  the  oMemating  current  mU  produce 
heat  at  the  same  rate  as  one  ampere  continuous  current  if  the  maximum 
vdue  of  the  aUemating  current  is  1.41  amperes. 

To  get  the  value  of  that  continuous  current  which  will  give  the  same 
heating  effect  as  a  certain  alternating  current,  therefore,  we  take  .707 
of  the  maximum  value  of  the  alternating  current.  That  value  of  con- 
tinuous current  which  will  produce  the  same  heating  effect  as  the  alter- 
nating current  in  question  is  called  the  effective  value  of  the  alternating 
current.    It  is  approximately  .7  of  the  maximiun  value. 

In  the  same  way  the  effective  value  of  an  alternating  e.m.f.  (sine 
wave  shape  assumed)  is  .707  of  its  maximum  value.    Thus,  if  a  sine  wave 
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of  voltage  has  a  maximum  value  of  141  volts  its  effective  value  (or  equiva- 
lent continuous  voltage  as  far  as  producing  heating  is  concerned)  is  100 
Volts.  . 

Magnetic  Field. — ^The  action  of  the  magnet  is  familiar  to  everyone. 
If  a  piece  of  iron  is  placed  in  the  vicinity  of  the  magnet  a  force  of  attrac- 
tion ia  set  up  between  the  two  and  the  piece  of  iron  will,  if  free  to  move, 
be  drawn  to  the  magnet. 

All  the  region  surroimding  a  magnet,  in  which  the  magnet  is  able  to 
exert  a  force  on  pieces  of  magnetic  material,  is  said  to  be  filled  with  the 
field  of  the  magnet.  Thus  the  magnetic  field  is  exactly  analogous  to  the 
electric  field  surroimding  an  electrically  charged  body. 

The  magnetic  field  is  represented  by  Unes  in  just  the  same  way  as 
the  electric  field;  the  direction  of  the  lines  indicates  the  way  in  which 
the  north  pole  of  a  compass  would  be  urged  if  placed  at  that  point  of 
the  field,  and  the  proximity  of  the  lines  to  each  other  serves  to  show  the 
relative  intensity  of  the  magnetic  force  at  various  points  of  the  field. 

Magnetic  Field  Set  Up  by  an  Electric  Current — ^The  field  of  the  per- 
manent steel  magnet  is  interesting  historically,  but  it  plays  very  little 
part  in  the  electrical  engineering  of  to-day.  When  an  electric  current 
flows  through  a  conductor  a  magnetic  field  is  set  up  around  that  con- 
ductor; such  a  field  is  frequently  called  an  electro-magnetic  field.  The 
magnetic  fields  used  in  modem  apparatus  are  practically  all  of  this  type. 

The  strength  of  a  magnetic  field  set  up  by  an  electric  current  depends 
upon  the  strength  of  the  current,  in  general*  being  directly  proportional 
to  the  current  strength.  The  direct  proportionality  holds  good  for  mag- 
netic fields  without  iron;  use  of  iron  in  the  magnetic  circuit  makes  the 
relation  between  current  and  strength  of  field  a  complex  one. 

Ampere-Turns. — When  the  magnetic  field  is  produced  by  a  coil  of 
several  turns  its  intensity  is  much  greater  than  if  only  one  tmn  were 
used.  The  magnetizing  effect  of  a  current  depends  not  only  on  the  strength 
of  cmrent,  but  also  on  the  number  of  turns  through  which  the  current 
flows.  In  fact  the  magnetizing  effect  of  a  coil  is  proportional  to  the  prod- 
uct of  the  current  strength  and  the  number  of  tiums  in  the  coil;  this 
product  is  called  the  ara'pere-lums  of  the  coil.  If  a  coil  consists  of  one 
turn  and  is  carrying  a  current  of  one  ampere  it  has  one  ampere-toim;  a 
eoil  of  twenty  turns  carrying  2.7  amperes  has  fifty-four  ampere-turns. 

Direction  of  the  Magnetic  Field  Produced  by  a  Current. — The  direc- 
tion of  magnetic  field  aroimd  a  conductor  carrying  a  current  may  be 
easily  determmed  by  the  appUcation  of  the  following  rule.  Imagine  the 
conductor  grasped  in  the  right  hand,  fingers  aroimd  the  conductor,  with 
the  extended  thxmib  pointing  along  the  conductor  in  the  direction  in  which 
the  current  is  flowing;  the  fingers  then  point  in  the  direction  of  the  mag- 
netic field.    This  is  illustrated  in  Fig.  17;  it  is  to  be  remembered  that 
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this  rule  assumes  the  commonly  accepted  direction  of  flow  of  current;  in 
Fig.  17  the  electrons  are  flowing  in  the  opposite  direction  to  that  marked 
current. 

As  follows  at  once  from  the  rule  given  above  the  direction  of  mag- 
netic field  reverses  when  the  current  reverses.  If  an  alternating  current 
is  passed  through  a  wire  or  coil  the  magnetic  field  produced  will  also  be 
an  alternating  one,  having  the  same  frequency  as  the  current,  and  revera^ 
ing  BimvlUmeously  with  the  current} 


Fig.  17. — ^Direction  of  the  magnetic  field  produced  by  a  current. 

fron  in  the  Magnetic  Field. — In  most  electrical  apparatus  depending 
on  the  magnetic  field  for  its  operation  the  field  is  produced  by  currents 
flowing  in  coils.  But  the  coils  are  usually  fitted  with  iron  cores  so  that 
the  magnetic  circuit  consists  partly  of  iron  and  partly  of  air.  The  reason 
for  the  use  of  iron  in  magnetic  fields  of  electrical  devices  lies  in  its  high 
permeability,  i.e.,  the  relatively  high  flux  density  produced  by  a  given 
coil  in  iron  compared  to  what  it  would  produce  if  only  air  were  used  in 
the  magnetic  circuit. 

The  magnetic  permeability  of  a  substance  is  the  ratio  of  the  flux  den- 
sity produced  in  this  substance  by  a  certain  magnetomotive  force  (mag- 
netizing force)  compared  to  the  flux  density  the  same  magnetomotive 
force  would  produce  in  air. 

For  most  substances  the  permeability  has  a  value  of  unity;  nickel, 
cobalt,  and  iron  are  the  notable  exceptions.  Of  these  three  iron  is  by 
all  means  the  most  important,  not  alone  because  of  its  comparative  cheap- 
ness (and  hence  utiUty  for  electrical  apparatus),  but  because  of  the  high 
vahie  of  the  permeability.  For  good  magnetic  iron  it  may  be  as  high  as 
several  thousand;  that  is,  if  a  given  coil  produces  500  lines  of  flux  with 
a  magnetic  path  of  air  it  will  produce  perhaps  a  million  lines  of  flux  if 
iron  is  used  for  the  whole  magnetic  circuit. 

^  This  statement  is  strictly  accurate  only  for  the  magnetic  field  in  the  immediate 
nei^borhood  of  the  conductor;  for  more  distant  points  the  magnetic  field  reverses 
Bomewfaat  later  than  the  current.    This  idea  is  taken  up  more  in  detail  qu  p%  700. 
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When  the  magnetic  circuit  of  a  device  is  made  up  partly  of  air  and 
partly  of  iron,  the  flux  produced  by  a  given  coil  is  intermediate  to  that 
which  would  be  produced  in  a  complete  iron  path,  and  that  which  would 
be  produced  in  a  complete  air  path.  The  shorter  the  part  of  the  path 
through  air  compared  to  that  through  iron  the  higher  will  be  the  flux 
induced.  The  permeabiUty  of  iron  varies  greatly  with  the  treatment  it 
received  during  manufacture;  also  for  a  given  specimen  it  varies  greatly 
with  the  magnetizing  force  used.  This  point  will  be  taken  up  in  more 
detail  in  the  next  chapter,  \mder  the  head  of  self  induction  and  its  vari- 
ations. 

Units  of  Current,  E.M.F.,  Resistance,  etc. — ^The  unit  of  current  is  the 
ampere;  it  is  that  flow  of  electrons  which  will  deposit  1.118  milli- 
grams of  silver  per  second  from  a  silver  nitrate  solution  in  a  standard 
voltameter. 

The  unit  of  e.m.f.  is  the  volt;  it  is  generally  defined  in  terms  of  the 
voltage  of  a  standard  Weston  cell,  which  gives  an  e.m.f.  of  1.0183  volts. 
The  volt  is  therefore  defined  as  1.0000/1.0183  of  the  voltage  generated 
by  a  standard  Weston  cell. 

The  unit  of  resistance  is  the  ohm;  it  is  really  defined  already  *  when 
the  ampere  and  the  volt  have  been  defined  because  the  three  units  are 
directly  connected  by  Ohm's  law.  However,  it  is  also  defined  as  the 
resistance  of  a  column  of  pure  mercury  weighing  14.4521  grams  at  0^ 
Centigrade  and  having  a  height  of  106.3  cm.,  the  cross-section  being 
uniform. 

The  unit  of  quantity  is  the  coulomb;  it  is  the  quantity  of  electricity 
transported  by  a  current  of  one  ampere  flowing  for  one  second.  Another 
way  of  defining  it  is  in  terms  of  electrons;  it  is  the  amount  of  electricity 
contained  on  6.38X10^^  electrons. 

The  unit  of  work  is  the  joule;  it  is  the  amoimt  of  energy  required  to 
transport  one  coulomb  of  electricity  through  an  opposing  potential  dif- 
ference of  one  volt.  It  is  also  the  amoimt  of  work  done  in  one  second 
by  a  current  of  one  ampere  flowing  against  a  pressure  of  one  volt. 

The  unit  of  power  is  the  watt;  it  is  the  rate  at  which  work  is  done 
by  a  current  of  one  ampere  flowing  against  a  pressing  of  one  volt.  It 
is  therefore  a  rate  of  work  equal  to  one  joule  per  second. 

Resistance  of  a  Conductor. — The  resistance  of  a  circuit  depends  first 
of  all  on  the  kind  of  material  used  in  making  up  the  circuit;  it  depends 
upon  the  length  of  conductor  used  in  making  the  circuit  and  upon  the 
cross-sectional  area  of  the  conductor.  This  relation  may  be  expressed 
by  the  equation, 

R^pl/a, (2) 

^  The  ohm  and  the  ampere  are  really  the  two  fundamental  units  of  the  practical 
system.    See  American  Handbook  for  Electrical  Engineers,  p.  1773. 
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where  p=the  specific  resistanoe  of  the  material  used; 
2=: the  length  of  the  conductor; 
a^the  cross-sectional  area  of  the  conductor. 

When  the  length  of  the  conductor  is  one  cm.  and  the  area  is  one  sq. 
cm.  the  value  of  R  is  the  specific  resistance  per  cm.^,  and  when  the  con- 
ductor has  a  length  of  one  foot  and  an  area  of  one  circular  mil  the  value 
of  JS  is  the  specific  resistance  per  mil-foot.  In  engineering  the  latter 
si)ecification  is  more  frequently  used. 

The  specific  resistance  of  some  of  the  more  conmion  conductors  is 
given  m  the  accompanying  table: 

SPECIFIC  RESISTANCE  OF  COMMON  METAI^,  ALLOYS,  AND  SOLUTIONS 


Subttanoe. 

Compodtion. 

Microhms  per  Cm*, 
at  0*MC. 

Temperature  Coefficient 
Referred  to  0«  C. 

Adyanco 

Copper-nickel 

Pure 
66Cu+34Zn 
Ni+Cr+Fe 
Lamp  filament 
60Cu+40Ni 
Standard 
Electrol3rtic 
18NiH-CuH-Zn 
Cu+Ni 
Pure 
Hard  steel 

Cu+Mn+Ni 

Electrolytic 

Electrolytic 

Hard 

48.8 

2.62 
6.29 
100. 
4000. 
49. 
1.589 
1.66 
33.1 
47.1 
8.85 
45. 
f40. 
170. 
6.93 
1.47 
5.42 

.000018 

Aluiniiiuin 

.00423 

Brass 

.00158 

C^li<)o 

.00034 

Carbon 

-.0003 

CVmfftATitAn    

.00000 

OoDDcr 

.00427 

^""■T*'^^ 

Copper 

.00428 

German  Silver 

la  la  soft 

.00031 
.00000 

Iron 

.00625 

Iron 

.00161 

Mftnffanin 

f .00001 

1.00004 

.00618 

Nkkd 

Sflrer 

.00400 

Tqiuorten 

.0051 

Per  Cent  Solution. 

Ohms  per  Cm.> 

H^904. 

5 
10 
20 
30 
60 
70 
20 
20 
20 
2 
5 
10 
20 

4.80 
2.55 
1.53 
1.35 
1.85 
4.68 
2.01 
1.31 
1.41 

37. 

14.9 
8.2 
5.1 

-.012 

KOH 

.013 
.014 
.016 
.019 
.026 
-.020 

Ha 

-.016 

HNOj 

-.014 

NaQ 

-.023 

.022 
.021 
.022 

Practically  all  solutions  have  a  minimum  resistance  with  a  density  of  solution  between 
20  and  30  per  cent. 
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The  resistance  of  a  metal  varies  with  the  temperature,  in  general  being 
directly  proportional  to  the  absolute  temperature.  This  relation  is 
approximately  expressed  for  all  pure  metals  by  the  equation, 


where 


Rt--Ro(l+at),    .    • (3) 

ft = the  resistance  at  t  degrees  Centigrade; 
/2o=the  resistance  at  0  degrees  Centigrade; 

i=the  temperature  at  which  the  resistance  is  desired; 

a=the  temperature  coefficient  of  resistance. 

The  value  of  a  is  very  nearly  .004  for  all  pure  metals,  for  copper  it 
has  been  decided  to  take  a  as  .00427,  at  0°  C. 

A  statement  which  gives  the  above  rule  in  words  is  as  follows — ^the 
resistance  of  a  pure  metal  increases  approximately  1  per  cent  for  each  2.5° 
rise  in  temperature  above  0°  C. 

The  resistance  of  a  field  coil  of  a  generator  which  has  a  resistance 
of  25  ohms  at  ordinary  temperature  might  have  a  resistance  of  30  ohms 
after  the  machine  had  been  operating  a  few  hours;  the  rise  would  be  due 
to  the  heating  of  the  coil.  A  tungsten  lamp  has  a  resistance  when  hot 
about  twelve  times  as  much  as  the  resistance  it  has  at  room  temperature. 

In  certain  materials  the  resistance  may  show  considerable  departure 
from  the  rule  given  above,  thus  in  carbon  an  increase  in  temperature 
brings  about  a  decrease  in  resistance.  In  a  certain  alloy  of  nickel  and 
copper  there  is  practically  no  change  in  resistance  with  ordinary  temper- 
ature changes. 

There  are  very  strange  resistance  changes  in  certain  substances,  e.g., 
a  large  change  in  resistance  takes  place  in  selenium,  according  to  the  amount 
of  illumination  it  receives;  bismuth  shows  a  large  change  in  resistance, 
as  it  is  introduced  into  a  magnetic  field  and  is  sometimes  used  to  measure 
the  strength  of  magnetic  field  by  the  determination  of  its  resistance. 

The  resistance  of  a  salt  or  acid  solution  such  as  we  have  in  primary 
or  secondary  batteries  depends  among  other  things  upon  the  strength 
of  the  solution.  This  variation  does  not  follow  a  simple  law;  there  is 
a  certain  strength  of  solution  which  gives  minimum  resistance.  For  s\il- 
phuric  acid  solution  such  as  is  used  in  lead  storage  batteries  the  mixture 
which  gives  minimmn  resistance  is  made  up  with  30  per  cent  (by  weight) 
acid. 

The  effect  of  temperature  of  the  resistance  of  electrolytes  is  to  give 
a  decrease  of  resistance  with  an  increase  of  temperature.  The  resistance 
decrease  is  about  2  per  cent  per  degree  Centigrade. 

In  case  a  circuit  is  carrying  an  alternating  current  the  resistance  may 
show  all^sorts  of  variations;  it  may  be  changed  by  bringing  a  piece  of  iron, 
or  another  circuit,  into  its  magnetic  field,  by  varying  the  frequency  or 
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strength  of  current.  These  changes  of  resistance  in  so  far  as  they  have 
importance  in  radio  work  will  be  considered  in  the  next  chapter. 

Induced  Electromotive  Force. — When  current  passes  through  a  coil 
of  wire  it  sets  up  a  magnetic  field  in  the  coil  and  the  strength  of  this  field 
varies  as  the  current  varies.  Now  it  is  a  fundamental  law  of  the  electric 
circuit  that  when  the  strength  of  magnetic  field  through  a  coil  is  varied 
an  e.m./.  is  indiLced  in  the  coil;  this  law,  which  was  discovered  by  Faraday, 
is  called  the  law  of  induced  e.m.f .  The  appUcation  of  this  law  imderlies 
the  design  and  operation  of  nearly  all  electrical  machinery  and  circuits. 

Magnitude  of  Induced  E.M.F. — ^The  magnitude  of  the  induced  voltage 
depends  upon  the  rapidity  with  which  the  magnetic  field  is  changing  and 
upon  the  number  of  tiums  in  the  coil,  it  being  directly  proportional  to 
each  of  these  factors.    It  is  written 


"^        ^^  dt' 


(4) 


in  which 


+ 


/ 


e=the  voltage  induced  at  any  instant  of  time; 
i\r= the  number  of  turns  in  the  coil; 
<6=the  flux  through  the  coil. 

The  minus  sign  is  necessary  because  of  the  relation  between  the  direction 
of  the  induced  e.m.f.  and  the  change  in  magnetic  field,  i.e.,  increase  or 
decrease. 

Direction  of  Induced  E.M.F. — The  change  of  flux  is  of  course  produced 
by  a  change  of  current;  if  the  flux  is  decreasing  it  must  be  that  the  cur- 
rent in  the  coil  is  decreasing.  The  direction  of  the  induced  e.m,f,  is  always 
such  a^s  to  ^prevent  the  change  of  current  which  is  producing  the  induced 
voUage.  Hence  when  the  current  (or 
flux)  is  decreasing,  the  direction  of 
the  induced  e.m.f.  is  such  as  to  pre- 
vent the  decrease  of  current. 

Suppose  a  circuit  arranged  as  shown 
in  Fig.  18;  A  is  the  battery,  B  is  a 
coil,  C  is  a  switch,  across  which  is 
connected  a  resistance  D.  With  the 
switch  closed  current  will  flow  in  the 
direction  of  the  arrow  and  will  be  fixed 
in  magnitude  by  the  voltage  of  the 

battery  and  the  resistance  of  the  coil.  The  resistance  D  will  play  no 
part  in  fixing  the  value  of  the  current,  because  with  the  switch  closed 
this  resistance  is  cut  out  of  the  circuit,  or  short-circuited. 

A  certain  flux  <t>y  will  be  set  up  in  the  coil,  the  value  of  this  flux  being 
fixed  by  the  current.     If  now  the  switch  is  opened  the  cm*rent  must  change 


D 


FiQ.  18. — Opening  the  switch  wiQ  re- 
duce the  current  in  the  circuit. 
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to  some  lower  value  because  of  the  added  resistance  D,  This  lower  cur- 
rent will  produce  a  lower  flux  </>2.  While  the  flux  is  changing  from  ^i 
to  <h  an  e.m.f.  will  be  set  up  in  the  coil  B  and  the  direction  of  the  e.m.f. 
will  be  the  same  as  the  battery  e.m.f.,  i.e.,  it  will  assist  the  battery  e.in.f. 
in  tending  to  maintain  the  current  at  its  original  value. 

In  Fig.  19  the  switch  is  supposed  to  be  closed  until  time  A  and  here 
it  is  opened.  The  flux  will  decrease  from  the  value  AE  to  BF,  the  time 
taken  for  the  change  being  that  shown  on  the  diagram  between  A  and  B, 
The  decreasing  flux  generates  a  voltage  in  the  coil  shown  by  the  curved 
line  AIBj  and  this  is  in  the  same  direction  as  the  battery  voltage,  hence 
the  total  voltage  acting  in  the  circuit  during  the  time  A-B  is  shown  by 
the  curved  line  GJH. 


^\ 


ZCT9  LlB^ 


Total  emf.  acting 
>in  circuit    \ 


Battery  emf. 


Induced  emL  due  to 
decreasing  flux 


Induced  emf.  due  to 
increasing  flux 


¥iQ.  19. — Curves  showing  direction  of  induced  e.m.f.'s  when  current  is  increasing  and 

when  decreasing. 

When  the  switch  is  closed  again  at  time  C  the  flux  increases  from.  ^3 
to  it>i ;  the  induced  voltage  is  now  in  the  opposite  direction  and  is  shoi^m 
by  the  curved  line  CKD;  it  results  in  a  total  circuit  voltage  less  than 
the  battery  voltage,  as  shown  by  the  curved  Une  MNO.  (The  shape 
of  the  induced  voltage  will  not  be  exactly  that  shown  by  the  lines  of 
Fig.  19;  these  curves  are  only  approximate  indications  of  the  actual  form 
of  the  induced  voltage.  The  exact  form  will  depend  upon  the  sparking 
taking  place  at  the  switch,  etc.) 

Summarizing  the  facts  brought  out  by  Fig.  19  and  its  explanation  we 
have  the  proposition  that  when  the  current  in  an  inductive  circuit  is 
decreasing  the  induced  voltage  acts  to  increase  the  total  voltage  of  the 
circuit,  when  the  current  is  increasing  the  induced  voltage  is  in  such  a 
direction  that  the  total  voltage  acting  in  the  circuit  is  decreased. 

niustrating  the  above  ideas  there  is  a  certain  circuit  used  in  radio 
in  which  a  continuous  voltage  of  1200  volts  is  applied  through  a  coil  to 
the  plate  of  a  vacuiun  tube;  as  the  current  in  this  circuit  pulsates,  alter- 
nately  increasing  and  decreasing  from  its  normal  value,  the  induced  volt* 
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a^  in  the  coil  has  a  maximum  value  of  1100  volts.  When  the  ourrent 
is  increasing  this  induced  voltage  acts  in  the  opposite  direction  to  that 
of  the  generator  furnishing  the  1200  volts,  so  that  the  total  voltage  efiFect- 
ive  in  maintaining  current  through  the  resistance  of  the  circuit  is  only 
100  volts.  When  the  current  is  decreasing  the  induced  voltage  assists 
the  generator  voltage  and  the  total  effective  voltage  in  the  circuit  is  2300 
volts.  The  effect  of  induced  voltage  in  this  special  circuit  is  to  produce 
a  pulsating  voltage,  between  100  volts  and  2300  volts,  although  there  is 
in  the  circuit  a  generator  to  supply  the  current  which  furnishes  a  contin- 
uous voltage  of  1200  volts. 

This  voltage  set  up  in  a  coil  by  the  changing  flux  in  the  coil  (the  flux 
being  caused  by  current  in  the  coil  itself)  is  called  the  e.m./.  of  8elf^nitu> 
Hon. 

Coefficient  of  Self-induction. — ^^Instead  of  expressing  the  magnitude 
of  the  induced  voltage  in  a  coil  in  the  form  given  by  Eq.  (4)  we  may  write 

di 
«*-i^, (5) 

in  which 

t=the  current  in  the  coil; 

es'the  instantaneous  value  of  the  induced  voltage,  due  to 

the  changing  current,  i, 
L=ihe  coefficient  of  aelf^ndudion. 

The  coefficient  of  self-induction  of  a  coil  varies  with  the  square  *  of 
the  niunber  of  turns  in  the  coil  and  inversely  as  the  reluctance  of  its  mag* 
netic  circuit. 

If  a  given  air  core  coil  has  an  L  of  two  imits  and  the  niunber  of  turns 
is  doubled,  the  value  of  L  is  increased  four  times  so  it  becomes  eight  units. 
If  the  magnetic  circuit  is  changed  from  air  to  iron,  the  permeabiUty  of 
which  is  1500,  the  L  will  be  further  increased  1600  times  and  so  becomes 
12,000  imits.  This  increase  is  due  to  the  iron  decreasing  the  reluctance 
of  the  magnetic  circuit  1500  times.  If  the  iron  core  does  not  completely 
dose  the  magnetic  circuit,  so  that  part  of  the  magnetic  path  is  still  through 
air,  the  value  of  L  is  not  increased  to  the  extent  stated  above.  For  example, 
if  the  path  through  iron  is  15  inches  and  the  air  part  of  the  path  is  .01  inch 
long,  then  the  value  of  L  is  increased  750  times,  instead  of  1500  times  as 
stated. 

The  great  increase  in  L  produced  by  the  use  of  iron  for  the  magnetic 
circuit  explains  the  almost  imiversal  use  of  iron  cores  (completely  closed 

*  Tb^B  law  holds  good  for  any  shape  of  coil  if  the  magnetic  circuit  is  a  closed  iron 
eore,  hut  for  an  air-oore  coil  the  law  is  approximate  only;  it  is  more  nearly  true  as  the 
turns  of  the  ooil  are  placed  closer  together. 
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when  possible)  in  coils  which  perform  their  fiinction  owing  to  the  value 
of  their  self-induction. 

The  unit  of  self-induction  is  defined  by  Eq.  (5) ;  if  a  rate  of  current 
change  of  one  ampere  per  second  gives  an  induced  voltage  of  one  volt,  the 
coil  has  a  self-induction  of  one  imit.  This  unit  is  called  the  henry;  the 
henry  is,  however,  too  large  a  imit  for  most  of  the  coils  used  in  radio 
work,  so  that  subdivisions  of  the  henry  are  used.  The  milli-henry  is  one 
thousandth  of  a  henry  and  the  micro-henry  is  the  millionth  part  of  a 
henry.  Sometimes  a  still  smaller  unit  is  used,  the  centimeter,  which  is 
the  biUionth  part  of  the  henry.  It  may  seem  strange  that  the  unit  of 
length  is  also  the  imit  of  self-induction,  but  such  is  the  fact;  the  deriva- 
tion of  the  dimensions  of  the  various  imits  is  outside  the  scope  of  this 
text.  The  coils  used  in  "  tuning  "  radio  circuits  vary  from  a  few  micro- 
henries to  several  millihenries,  according  to  the  frequency  of  the  current 
being  used. 

Energy  Stored  in  a  Magnetic  Field. — It  requires  work  to  set  up  a 
magnetic  field  just  the  same  as  it  requires  work  to  set  into  motion  a  heavy- 
body.  The  greater  the  self-induction  of  a  coil  the  greater  is  the  work 
required  to  start  current  flowing  in  the  coil;  similarly  the  greater  the  mass 
of  a  body  the  greater  is  the  work  required  to  start  it  in  motion. 

The  amount  of  work  required  to  give  a  mass  m,  a  velocity  v,  is  measured 
by  i?m^,  as  shown  in  all  texts  on  mechanics. 

The  amount  of  work  required  to  set  up,  in  a  coil  of  self-induction  i, 
the  magnetic  field  caused  by  a  current  /  is. 

Energy,  or  work =JLP (6) 

where  L  is  measured  in  henries  and  /  is  measured  in  amperes  and  the 
energy  is  measured  in  joules. 

The  field  coil  of  a  large  generator  may  have  many  joules  of  energy- 
stored  in  its  magnetic  field;  in  radio  circuits  the  amount  of  energy  in 
the  coils  of  a  transmitting  set  is  variable  because  the  current  is  variable. 
The  maximum  value  of  the  energy  in  the  coils  of  the  ordinary  transmitter 
is  about  one  joule  per  kilowatt  capacity  of  the  set. 

Mutual  Induction. — When  the  flux  through  a  coil  varies  an  e.m.f. 
is  set  up  in  it;  if  the  flux  is  produced  by  current  in  the  coil  itself  the  e.m.f. 
is  spoken  of  as  the  e.m.f.  of  self-induction,  but  if  the  flux  is  due  to  some 
other  coil,  in  proximity  to  the  one  in  which  the  voltage  is  being  induced, 
the  e.m.f.  is  spoken  of  as  the  e.m.f.  of  mutual  induction.  The  voltage 
induced  in  the  second  coil  is  proportional  to  the  rate  of  current  change 
in  the  first  coil  (the  one  producing  the  flux)  and  the  mutual  induction 
of  the  two  coils.     The  relation  is  expressed  in  the  form  of  an  equation 
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where  62  =  voltage  induoed  in  the  second  coil; 
ii  =  current  in  the  first  coil; 
M  =  the  coefficient  of  mvtrwl  induction  of  the  two  coils. 

If  e  and  i  are  measured  in  volts  and  amperes  respectively,  then  M  is 
measured  m  henries,  the  same  unit  as  is  used  for  L.  For  smaller  values 
of  M  the  same  fractional  parts  of  the  henry  are  used  as  are  used  for  L. 
M  depends  for  its  value  upon  the  number  of  turns  in  each  of  the  coils 
and  up>on  their  relative  position;  as  the  number  of  turns  in  either  coil 
is  decreased  the  vtilue  of  M  is  correspondingly  decreased  and  as  the  dis- 
tance between  the  two  coils  is  increased  the  value  of  Af  is  again  decreased. 
Af  may  also  be  decreased  by  properly  orienting  the  two  coils  with  respect 
to  one  another.  Imagine  two  cylindrical  coils,  shown  in  plan  as  rect- 
angles in  Fig.  20;   M  will  have  a  relatively  high  value  for  the  position 
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Fig.  20. — ^Variation  of  mutual  inductance  between  two  coils. 

shown  in  a  and  will  have  a  smEiller  value  for  either  position  h  or  position  c. 
The  scheme  of  rotating  one  of  the  two  coils  to  diminish  M  has  the  advan- 
tage over  the  other  method  that  it  is  compact  and  so  permits  the  design 
of  a  set  to  be  kept  to  smaller  dimensions,  a  very  important  point  if  the 
sets  are  to  be  portable. 

Coefficient  of  Coupling. — If  all  the  flux  produced  by  one  coil  threads 
with  all  the  turns  of  the  other,  the  coils  are  said  to  have  100  per  cent 
coupling;  if  but  a  small  fraction  of  the  flux  produced  by  the  first  coil 
threads  the  turns  of  the  second,  the  coupling  is  weak.  Also  if  all  the 
flux  of  the  first  coil  links  with  but  a  few  turns  of  the  second,  the  coupling 
is  again  weak. 

The  coefficient  of  coupling*  between  the  two  circuits  is  given  by  the 
relation 

1^--^, (7) 

VL1L2 

where  h  =  coefficient  of  coupling,  always  less  than  unity; 
Af= mutual  induction  between  the  two  circuits; 
Li=the  total  self-induction  of  the  first  circuit; 
L2=the  total  self-induction  of  the  second  circuit. 
^  A  more  detailed  discussion  of  coefficient  of  coupling  is  given  on  p.  79. 


28  FUNDAMENTAL  IDEAS  AND  LAWS  [Chap.  I 

M,  Li,  and  L2  must  aU  be  expressed  in  the  same  imits. 

As  examples  of  the  proper  use  of  Eq.  (7)  in  determining  k,  Fig.  21 
is  given;  it  is  to  be  especially  noted  that  if  there  are  two  or  more  coils 
in  series  and  only  one  of  them  is  used  to  couple  the  two  circuits  the  total 
L  of  the  circuit  must  be  used  and  not  the  L  only  of  that  coil  used  for  the 
coupling.  Thus  if  two  circuits  are  coupled  to  a  certain  extent  by  two 
coils  in  a  certain  position  with  respect  to  one  another  and  another  coil 
is  added  in  series  with  one  of  these,  leatdng  the  two  original  coUs  exactly 
as  they  were,  the  coefl&cient  of  coupling  of  the  two  circuits  has  been  lessened. 

Practical  Uses  of  Mutual  Induction. — ^Whenever  energy  is  to  be  trans- 
ferred from  one  circuit  to  another,  insulated  from  the  first,  the  transfer 
must  occur  across  a  mutual  electric  or  magnetic  field,  and  generally  this 
transfer  utilizes  a  mutual  magnetic  field.  That  is,  the  energy  flows  from 
one  circuit  to  the  other  because  of  the  mutual  induction  of  the  two  circuits. 
In  a  radio  transmitting  set  mutual  induction  is  used  between  the  two  coils 
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FiQ.  21. — Examples  of  coefficient,  of  coupling. 

of  the  power  transformer  where  the  coupling  is  about  90  per  cent;  in  the 
high-frequency  oscillation  transformer  the  coupling  is  about  20  per  cent; 
in  the  coupler  of  the  receiving  set  the  antenna  is  coupled  to  the  local  tuned 
circuit  with  a  coupling  of  perhaps  2  to  10  per  cent. 

Effect  of  a  Short-circuited  Coil  on  the  Self-induction  of  a  Neighbor- 
ing Coil, — Suppose  a  coil  A  has  a  certain  self-induction  by  itself;  it  will 
be  foimd  that  if  another  coil  B  is  brought  close  to  -4,  and  in  such  a  position 
that  M  is  not  zero,  the  effective  L  of  coil  A  is  decreased,  if  the  second 
coil  is  connected  to  form  a  closed  circuit  so  that  current  can  flow  in  it. 
The  amount  of  decrease  in  L  depends  upom  the  coupUng  between  the 
two  coils,  upon  the  frequency,  and  upon  the  resistance  in  the  circuit  of 
the  second  coil. 

This  effect  is  likely  to  occur  in  certain  variable  coils  used  in  radio 
circuits;  in  the  type  of  coil  referred  to  the  change  in  the  self-induction 
of  the  coil  is  accomplished  by  using  more  or  less  turns  of  the  coil  by  means 
of  a  sUding  contact  as  indicated  in  Fig.  22.  If  the  sliding  contact  B 
happens  to  make  contact  with  two  adjacent  turns  at  once  (quite  a  nor- 
mal occurrence),  there  is  one  turn  of  the  coil  short-circuited,  and  this  short- 
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circuited  turn  is  quite  dosely  coupled  with  that  part  of  the  coil  which 
is  being  used.  The  effect  of  this  turn  is  to  decrease  very  much  the  effect- 
ive'self-induction  of  the  part  of  the  coil  A-B,  which  is  being  used.  Now 
as  the  slider  is  being  adjusted  it  will,  with  very  Uttle  movement,  make 
contact  with  two  turns  or  with  only  one  turn;  a  signal  may  come  in  very 
strong  at  a  certain  setting  of  the  slider  and  the  sUghtest  movement  of 
the  slider  one  way  or  the  other  will  make  the  signal  disappear.    This  is 
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Fig.  22. — ^Variable  Inductance  with  sliding  contact. 

due  to  the  large  change  in  the  self-induction  of  the  coil  as  the  slider  makes 
the  short-circuited  turn  or  does  not  make  the  double  contact. 

A  short-circuited  turn  in  a  coil  not  only  produces  a  decrease  in  the 
L  of  the  coil,  but  it  tdso  increases  very  materially  the  resistance  of  the 
coil,  and  this  is  detrimental  to  the  proper  operation  of  the  set;  these  two 
points  will  be  taken  up  more  in  detail  on  pp.  85,  et  seq. 

Capacity — Charging  a  Condenser. — Suppose  a  battery  is  connected 
through  a  switch  to  a  condenser  as  indicated  in  Fig.  23.    The  condenser 
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Fia.  23. — Charging  a  condenser. 

C  consists  of  two  metal  plates  a  and  b,  close  together,  but  perfectly  insu- 
lated from  one  another  by  the  layer  of  air  between  them.  When  the 
switch  B  is  closed  the  plate  b  is  made  negative  with  respect  to  a,  by  an 
amoimt  equal  to  the  e.m.f.  of  the  cell,  perhaps  1.5  volts;  that  this  must 
be  so  follows  from  the  fact  that,  when  the  switch  is  closed,  b  is  connected 
to  the  negative  end  of  the  cell  and  a  is  connected  to  the  positive  end  of 
the  cell. 

As  the  two  plates  a  and  b  were  at  the  same  potential  before  the  switch 
was  closed,  and  after  the  switch  is  closed  6  is  1.5  volts  lower  in  potential 
than  a,  the  closing  of  the  switch  must  have  been  foUowed  by  a  flow  of 
electrons  in  the  direction  from  a  to  6.  This  redistribution  of  the  electrons 
in  the  circuit,  which  serves  to  bring  the  condenser  plates  to  the  same  dif- 
ference of  potential  as  are  the  terminals  of  the  cell  to  which  they  are  con- 
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nectedy  is  called  charging  the  condenser,  A  current  flows  during  the  short 
interval  of  time  required  for  the  redistribution  of  the  electrons;  this  cur- 
rent is  called  the  charging  current  of  the  condenser. 

It  is  more  or  less  evident  that  the  condenser  will  take  sufficient  chai^ 
to  bring  its  potential  difference  equal  to  that  of  the  battery;  as  long  as 
the  condenser  is  at  a  lower  potential  difference  than  the  terminals  of  the 
battery,  the  e.m.f.  of  the  battery  causes  more  electrons  to  flow;  if,  by 
any  chance,  so  many  electrons  accumulate  on  the  6  plate  of  the  condenser 
that  potential  difference  of  the  condenser  is  greater  than  that  of  the  battery^ 
the  excess  of  potential  difference  would  so  act  as  to  make  the  condenser 
discharge  itself  until  it  was  at  the  same  potential  difference  as  the  ter- 
minals of  the  battery. 

Capacity  of  a  Condenser. — Suppose  the  amount  of  electron  flow  neces- 
sary to  charge  two  different  condensers  to  a  certain  potential  difference 
is  measured  by  a  ballistic  galvanometer  or  similar  device.  It  will  be 
found  in  general  that  the  different  condensers  require  a  different  amount 
of  charge  to  bring  them  to  the  same  difference  of  potential.  For  example, 
if  two  condensers  are  made  of  the  same-sized  metal  plates,  but  in  one  the 
plates  are  only  half  as  far  apart  as  in  the  other,  it  will  be  found  that  the 
one  with  closer  plates  requires  twice  as  much  charge  as  the  other;  if  two 
condensers  have  the  same  spacing  for  the  plates,  but  one  has  larger  plates 
than  the  other,  again  it  will  be  found  that  one  requires  more  chaise  than 
the  other,  in  this  case  the  one  with  the  larger  plates. 

That  characteristic  of  a  condenser  which  determines  how  many  elec- 
trons it  takes  to  bring  the  condenser  plates  to  a  certain  potential  dif- 
ference is  called  its  capaciiy.  A  condenser  which  requires  one  coulomb 
of  electricity  to  bring  its  plates  to  a  potential  difference  of  one  volt,  has 
a  capacity  of  one  farad.  Such  a  condenser  would  require  immense  plates 
very  close  together;  the  unit  is  altogether  too  large  to  represent  the  ca- 
pacity of  ordinary  condensers.  In  ordinary  engineering  practice,  such  as 
telephone  circuits,  the  microfarad  is  used  as  the  imit  of  capacity.  A  con- 
denser of  one  microfarad  requires  a  charge  of  one  miUionth  of  a  coulomb 
to  charge  it  to  one  volt.  Stated  in  another  way,  a  current  of  one  am()ere 
would  have  to  flow  only  one  millionth  of  a  second  to  charge  the  condenser 
to  one  volt  potential  difference,  or  one  microampere,  floTving  for  one  second 
would  charge  it  to  the  same  extent. 

In  radio  circuits  the  microfarad  is  too  large  a  unit  to  be  conveniently 
used;  a  more  suitable  unit  is  the  milli-microfarad,  which  is  the  thousandth 
part  of  a  microfarad.  Another  unit  is  the  micro-microfarad,  which  is  one 
millionth  of  a  microfarad.  Still  another  unit  is  the  centimeter;  which 
is  one  nine  hundred  thousandth  of  a  microfarad.  The  micro-microfarad 
and  the  centimeter  are  nearly  the  same-sized  units,  the  centimeter  being 
about  1.1  of  a  micro-microfarad. 
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The  capacity  of  a  standard  Leyden  jar  used  in  radio  sets  is  2  milli- 
microfarads.  The  variable  condensers  used  for  tuning  a  receiving  set 
have  a  maximum  capacity  of  one  milli-microfarad  or  less.  Certain  con- 
densers used  with  vacuum-tube  detectors  have  a  capacity  of  100  micro- 
microfarads.  Antennae,  such  as  are  used  on  small  vessels,  have  a  capacity 
of  about  0.5  miUi-microfarad,  while  large  land  stations  designed  for  trans- 
oceanic communication  may  have  antennse  of  as  much  as  10  niiUi-micro- 
farads  capacity. 

^  Specific  Inductive  Capacity.-:— Suppose  a  condenser  made  of  two  metal 
plates  separated  by  |-in.  of  air  and  let  the  quantity  required  to  charge 
it  to  one  volt  be  measured.  Then  let  a  J-in.  glass  plate  be  slipped  in 
between  the  two  plates  of  the  condenser  and  let  the  quantity  be  again 
measured;  it  will  be  found  to  be  about  six  times  as  much  as  when  air 
was  used  to  separate  the  plates.  If  various  other  materials  are  used  as 
dielectric  it  will  be  found  that  they  all  take  more  charge  than  the  air  con- 
denser; in  other  words,  when  such  insulators  as  glass,  mica,  rubber,  etc., 
are  used  for  the  dielectric  instead  of  air,  the  condenser  has  more  capacity, 
its  dimensions  being  the  same  in  each  case.  The  ratio  of  the  capacity 
of  a  condenser  in  which  some  dielectric  other  than  air  is  used,  to  that  it 
would  have  if  air  were  used,  is  called  the  specific  inductive  capacity  of  the 
dielectric.  The  values  of  this  constant  for  some  of  the  more  common 
insulators  are  given  in  the  table  on  page  167. 

Energy  Stored  in  a  Charged  Condenser. — It  takes  work,  or  energy, 
to  charge  a  condenser;  the  amount  of  this  work  depends  upon  the  capacity 
of  the  condenser  and  upon  the  voltage  to  which  it  is  charged.  The  problem 
is  analogous  to  the  "-pumping  up  **  of  a  tire;  the  amount  of  work  done 
in  this  case  is  evidently  proper tiontd  to  the  size  of  the  tire  and  depends 
in  some  way  upon  the  pressure  to  which  the  tire  is  pumped.  Actually 
the  amount  of  work  required  increases  with  the  square  of  the  pressm-e 
to  which  it  is  pumped ;  pumping  a  given  tire  to  100  lbs.  pressure  requires 
four  times  as  much  work  as  is  required  to  pmnp  it  to  60  lbs.  pressure. 

The  energy  used  in  charging  a  condenser,  and  stored  in  the  electric 
field  between  the  plates  of  the  condenser,  is 

Work  =  §C£2, (8) 

where  C= capacity  of  condenser  in  farads; 

£= voltage  to  which  condenser  is  charged,  in  volts,  and  the  work 
is  given  in  joules. 

A  condenser  of  .002  microfarad,  charged  to  15,000  volts  difference 
of  potential,  has  stored  in  its  field  .225  joule  of  energy.  If  the  energy 
stored  in  this  condenser  is  discharged  to  produce  the  oscillatory  currents 
required  in  radio  transmitter,  it  may  be  used  to  supply  about  100  watts 
of  power,  with  a  suitable  chaise  and  discharge  frequency. 
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Suppose  sixteen  such  condensers  are  connected  in  parallel,  so  that  eadi 

is  chained  to  the  same  voltage,  15,000  volts.  There  will  be  stored  in  this 
battery  of  condensers  16 X. 225  joule,  or  3.6  joules.  If  the  condensers 
dischai^e  through  a  spark  gap  which  operates  1000  times  a  second  (a  com- 
mon spark  frequency)  there  will  be  transformed  into  oscillatory  current 
3600  joules  per  second,  that  is,  3600  watts  of  power.  Hence  sixteen  such 
jars,  good  to  operate  at  15,000  volts,  would  be  sufficient  for  generating 
about  3J  kilowatts  of  high-frequency  power. 

Current  Flow  in  a  Continuous  Current  Circuit  Containing  Resistance' 
Only. — If  a  continuous  e.m.f.,  such  as  that  from  a  battery,  is  impressed 
upon  a  circuit  containing  resistance  only,  a  continuous  ciurent  will  flow 
and  its  value  is  given  by  Ohm's  law, 

/=! (9) 

where  7 = current  m  amperes, • 

£= e.m.f.  of  the  battery,  in  volts; 

12= resistance,  in  ohms,  of  the  entire  circuit. 

The  current  will  have  this  value  from  the  instant  the  switch  is  closed, 
and  will  be  as  continuous  (constant  in  magnitude)  as  is  the  e.m.f .  of  the 
battery. 

Current  Flow  in  an  Inductive  Circuit. — If  the  circuit  to  which  the 
battery  is  connected  contains  inductance  as  well  as  resistance,  the  current 
flowing  will  have  the  value  given  by  Eq.  (9)  only  after  the  switch  has  been 
closed  for  some  instants;  it  does  not  rise  to  the  value  predicted  by  this 
equation  for  quite  some  time  after  the  switch  has  been  closed.  The  fact 
that  there  is  inductance  in  the  circuit  as  well  as  resistance  does  not  aflfect 
the  final  value  of  current,  but  it  does  affect  the  current  for  a  short  time 
after  closing  the  switch. 

In  an  inductive  circuit  the  current  cannot  at  once  rise  to  its  steady 
value;  it  takes  an  appreciable  time  to  reach  the  final  value  predicted  by 
Ohm's  law.  The  length  of  time  taken  depends  upon  the  ratio  of  the 
inductance  to  the  resistance  of  the  circuit.  The  value  of  current  is 
expressed  at  any  time  after  closing  the  switch  by  the  equation 

i=|(i-r?) (10) 

in  which  t  =  the  current  in  amperes  at  time  t  after  closing  the  switch; 
£=the  e.m.f.  of  the  battery; 
i2  =  the  total  resistance  in  the  circuit,  including  that  of  the 

battery,  in  ohms. 
L=the  coefficient  of  self-induction  of  the  circuit,  in  henries; 
t=the  number  of  seconds  elapsing  after  the  switch  is  closed; 
c=the  base  of  natural  logarithms  =  2.7 18. 
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This  equation  defines  the  expression  "logarithmic  rise  of  current.'' 
K  a  circuit  has  a  very  large  value  of  inductance  compared  to  its  resistance, 
the  rise  of  current  may  be  so  slow  that  it  can  actually  be  observed  by 
means  of  an  ammeter  in  the  circuit.  This  is  very  easy  to  observe,  for 
example,  in  the  field  circuit  of  a  large  generator,  in  which  the  current  may 
take  several  seconds  before  it  approximates  its  final  value. 

Time  Constant  of  an  Inductive  Circuit. — When  the  time  elapsed  after 
the  switch  is  closed  is  equal  to  the  L/R  of  the  circuit  the  current  has  risen 
to  (1  —  l/e)  of  its  final  value,  or  to  about  63  per  cent  of  its  final  value.  The 
time  taken  for  the  current  to  reach  this  fraction  of  its  final  value  is  called 
the  time  conslarU  of  the  circuit;  in  most  inductive  circuits  it  has  a  value 
only  a  small  fraction  of  a  second,  but  it  may,  in  special  cases,  be  several 
seconds. 

The  Oscillograph. — In  investigating  problems  to-day  the  electrical 
engineer  uses  very  extensively  an  instrument  called  the  oscillograph.  It 
receives  its  name  from  the  fact  that  its  essential  part  consists  of  a  small 
mirror  mounted  on  some  fine  wires,  through  which  wires  a  current  may 
be  i>assed.  The  wires  are  mounted  between  the  poles  of  a  powerful  mag- 
net, and,  due  to  the  force  acting  between  the  magnetic  field  and  the  cur- 
rent in  the  wires,  the  mirror  is  caused  to  oscillate  back  and  forth  as  the 
ciurent  in  the  wires  changes  its  direction.  This  part  of  the  instrument  is 
really  a  small  galvanometer  so  constructed  that  it  can  move  very  quickly  a 
beam  of  light  shining  on  the  mirror  and  which,  reflected  therefrom,  acts  as 
a  pointer  to  indicate  the  motion  of  the  mirror.  By  suitable  devices  the 
motion  of  this  beam  of  Ught  may  be  either  thrown  on  to  a  translucent 
screen  and  so  serve  for  visual  work,  or  it  may  be  thrown  to  a  rapidly  rotat- 
ing fikn  and  so  give  a  permanent  record  of  the  excursions  of  the  mirror. 
These  films,  showing  how  current  varies  with  respect  to  time,  are  called 
oscillograms;  such  records  will  be  frequently  used  in  this  text  to  illus- 
trate phenomena  being  analyzed. 

Such  records  are  extremely  valuable,  as  there  are  many  rapid  changes 
of  current  taking  place  in  circuits  which  can  be  examined  only  in  this 
fashion.  Changes  of  ciurent  which  are  so  rapid  that  they  occupy  only 
one-thousandth  of  a  second  are  truthfully  recorded  by  a  properly  used 
oscillograph;  currents  which  alternate  many  hundred  times  a  second  are 
correctly  shown  by  an  oscillogram.  Not  only  will  the  oscillogram  show 
the  niunber  of  times  a  second  the  current  alternates,  but  it  will  also  show 
how  closely  the  current  approaches  a  sine  wave  in  form  and  similar  effects. 

In  Fig.  24  is  shown  an  oscillogram  of  the  current  rising  in  an  inductive 
circuit;  it  will  be  seen  that  the  current  rises  rapidly  at  first  and  gradually 
approaches  its  steady  value.  If  the  switch  should  be  opened  quickly  in 
such  an  inductive  circuit  a  large  arc  will  form  at  the  point  of  the  switch 
where  the  circuit  is  opened.    The  energy  stored  in  the  magnetic  field 
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haa  to  disappear  when  the  current  dies  to  zero  because  there  can  be  no 
m^netic  field  without  current.'  The  greater  the  self-induction  of  the 
circuit  the  greater  is  the  amount  of  energy  {for  a  given  current)  and  the 
larger  will  be  the  arc  when  opening  the  circuit.  The  decay  of  current 
in  an  inductive  circuit  cannot  be  well  examined  therefore  by  opening 
the  circuit,  but  it  can  be  shown  by  short-circuiting  the  coil  in  which  the 
current  is  flowinz.     In  such  a  case  the  currant  dies  away  on  a  logarithmic 


Fia,  24. — Oscillogram  showing  rise  and  fall  of  current  in  an  inductive  circuit. 

curve  quite  similar  to  the  curve  of  current  rise.     The  equation  of  current 
decay  is  quite  similar  to  that  of  the  current  rise  and  is 


(II) 


where  the  letters  have  the  same  meaning  as  in  Eq.  (10). 

Fig.  24  serves  also  to  show  this  effect,  the  circuit  having  been  arranged 
as  shown  in  Fig.  25.  The  battery  D  was  connected  to  the  inductance' 
C  through  a  low  resistance  E  and  switch  A.  The  oscillograph  was  con- 
nected in  the  circuit  at  the  point  0.  A  second  switch  B  served  to  short- 
circuit  the  coil  so  that  the  decay  of  current  in  it  could  be  shown  as  well 
as  the  rise. 

With  B  open,  A  was  closed  and  so  the  oscillograph  recorded  the  rise 
of  current;  when  the  current  had  reached  its  steady  state  switch  B  was 
closed,  and  the  decay  of  current  in  the  coil  was  recorded.     The  resistance 

'  Thia  statement  of  courfo  ncglcct.i  any  residual  field  left  in  iron  parts  of  the 
magnetic  circuit  when  the  current  hoa  fallen  to  zero. 
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E  was  used  in  the  circuit  to  prevent  the  short-circuiting  of  the  battery 
when  B  was  closed. 

The  curves  of  rise  and  decay  are  just  as  is  predicted  by  Eqs.  (10)  and 
(11) ;  the  two  curves  show  a  sUght  difference  in  the  rate  of  change  of  current, 
but  this  is  to  be  expected,  because  the  resistance  was  somewhat  greater 
for  the  rise  of  current  than  it  was  for  the  decay,  while  the  inductance 
was  the  same  for  both.    The  time  constant  was  greater  for  the  decaying 


X 

A 


E 


ir~"D 


Fig.  25. — Circuit  used  to  obtain  oscillograms  of  growth  and  decay  of  current. 

current  than  for  the  rising  current;  the  rising  current  had  for  its  resistance 
that  of  the  coil,  that  of  the  battery,  and  that  designated  by  E^  while  the 
decaying  current  took  place  through  the  resistance  of  the  coil  only. 

Effect  of  Rising  and  Decaying  Currents  on  Neighboring  Circuits. — As 
the  current  in  the  coil  increases  and  decreases  it  must  induce  electro- 
motive forces  in  any  neighboring  circuits  which  are  so  placed  that  they 
link  with  its  magnetic  field.  If  the  neighboring  circuit  is  closed  current 
will  flow,  in  one  direction  when  the  current  in  the  first  circuit  is  rising 
and  in  the  opposite  direction  when  the  current  in  the  first  circuit  is  falling. 
Hence  when  a  circuit  is  closed  and  current  starts  to  flow  all  neighboring 


Fig.  26. — Circuit  used  to  obtain  oscillogram  of  currents  in  coupled  circuits. 

circuits,  if  closed,  will  have  currents  in  one  direction  and  in  the  opposite 
direction  when  the  circuit  is  opened. 

To  bring  out  this  fact  a  circuit  was  arranged  as  shown  in  Fig.  26;  one 
oscillograph  vibrator  was  introduced  at  C  and  the  other  at  D.  The  cur- 
rents which  flowed  in  each  circuit  diuing  the  opening  and  closing  of  switch 
E  is  shown  in  the  oscillogram  given  in  Fig.  27.  When  the  switch  was 
closed  current  in  coil  B  flowed  in  the  opposite  direction  to  that  in  coil  A) 
when  the  switch  was  opened  the  current  in  B  flowed  in  the  reverse  direc- 
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tion.  The  rather  irregularly-shaped  curve  of  current  at  the  time  of 
opening  the  switch  was  due  to  the  fact  that  an  arc  formed  at  the  point 
of  op^ening  the  circuit  so  that  although  the  switch  was  open  the  circuit 
was  not  open,  the  arc  serving  to  keep  the  circuit  closed.  As  the  resistance 
:)f  the  arc  was  indefinite  and  variable  the  current  naturally  followed  no 
•egular  curve. 

Current  Flow  on  Connecting  a  Condenser  to  a  Source  of  Continuous 
E.M.F. — When  a  condenser  is  connected  to  a  source  of  continuous  e.m.f. 
the  condenser  takes  sufficient  charge  to  bring  its  plates  to  a  difference  of 
potential  equal  to  the  e.m.f.  of  the  source  to  which  it  is  connected.  This 
charging  would  take  place  instantaneously  if  there  were  no  resistance  in 
the  circuit.  But  the  generator  or 
battery  to  which  the  condenser  is  con- 
nected always  has  resistance  and  the 
condenser  itself  has  a  kind  of  resistance 
due  to  the  losses  occurring  in  its  die- 
lectric, all  of  these  resistance  factors 
act  in  such  a  way  that  the  condenser 
takes  an  appreciable  time  to  charge 
itself. 

A  circuit  was  arranged  as   shown  ^'^^  28.-Circuit  med  to  obtain  oscil- 

•c-      oo       A  :  inn       ix    u  ax  logram  of  charge  and  discharge  of  a 

m  Fig.  2S:   A  m  s,  100-volt  battery,         *  ,  *  * 

.  condenser. 

B  and  D  are  switches,  C  is  the  con- 
denser to  be  charged  or  discharged,  0 

is  the  oscillograph  vibrator,  and  i?  is  a  resistance  which  represents  the 
total  resistance  of  the  circuit,  battery,  connections,  condenser,  etc. 
The  equation  which  flows  in  such  a  circuit  is  given  by 

i=|(«'^), (12) 

where  E=the  battery  voltage  in  volts; 

/J=the  total  resistance  of  the  circuit  in  ohms; 
C=the  capacity  of  the  condenser  in  farads. 

If  now  switch  B  is  opened  and  switch  D  is  closed  the  condenser  will 
discharge  and  the  ciurrent  will  be  given  by 

i 1(*"^.    •' (13) 

where  the  letters  have  the  same  meaning  as  they  have  in  Eq.  (12).  This 
current  is  evidently  of  the  same  shape  as  that  taken  by  the  charging 
operation  with  the  exception  that  there  is  a  minus  sign  before  it;    this 
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signifies  that  the  discharge  current  is  of  the  same  form  as  the  charging 
current,  but  it  flows  in  the  opposite  direction. 

Time  Constant  of  a  Condenser  Circuit. — The  quantity  RC  is  called 
the  time  constant  of  the  condenser  circuit ;  it  is  evidently  the  time  taken 
for  the  current  to  fall  from  its  maximum  value  to  37  per  cent  of  this  value; 
another  way  of  defining  the  time  constant  of  a  condenser  circuit  is  in 
terms  of  the  charge  on  the  condenser;  the  time  constant  is  the  time  required 
for  the  condenser  to  accquire  63  per  cent  of  its  final  charge  or,  in  the  case 
of  the  discharging  condenser,  it  is  the  time  required  for  the  condenser 
to  lose  63  per  cent  of  its  charge. 

Fig.  29  shows  an  oscillogram  of  charge  and  discharge  which  was 
taken  from  the  circuit  shown  in  Fig.  28.  Some  extra  resistance  must 
be  necessarily  added  to  the  inherent  resistance  of  the  battery  and  con- 
denser because  the  time  constant  of  such  a  circuit  is  excessively  small, 
too  short  for  the  oscillograph  to  function.  Thus  a  one  microfarad 
condenser  in  series  with  two  ohms  (a  probable  value  for  the  battery) 
would  have  a  time  constant  of  .000  002  second,  that  is,  the  current 
would  rise  instantaneously  upon  closing  the  switch,  to  some  value  (de- 
pending upon  the  voltage  used  in  charging)  and  in  .000  002  second 
would  have  fallen  to  37  per  cent  of  this  value,  and  in  a  correspondingly 
short  time  would  have  dropped  to  practically  zero.  Such  an  instanta- 
neous occurrence  is  too  rapid  even  for  the  oscillograph,  hence  to  increase 
the  time  constant  to  a  value  suitable  for  the  use  of  the  oscillograph  an 
extra  resistance  had  to  be  introduced  in  the  circuit. 

The  effect  of  adding  resistance  in  series  with  a  condenser  to  be  charg^ 
is  shown  by  the  curves  of  Fig.  30;  these  were  calculated  from  Eq.  (12). 
They  show  that  the  initial  current  is  cut  down  as  the  resistance  is  increased, 
in  fact  being  equal  to  E/Rj  and  that  the  duration  of  the  current  increases 
with  the  increase  of  resistance.  The  area  between  the  X  axis  and  any 
of  the  curves  is  the  same;  this  area  represents  the  quantity  of  electricity 
on  the  condenser  and  so  must  be  the  same  for  all  conditions,  because  the 
quantity  of  electricity  on  the  condenser  after  the  charging  process  is  com- 
plete is  the  same  no  matter  what  the  resistance  of  the  circuit  may  be. 

Power  Expended  in  a  Continuous-current  Circuit. — If  a  current  of  / 
amperes  is  caused  to  flow  through  a  circuit  by  an  e.m.f.  ef  E  volts  the 
rate  of  doing  work  in  the  circuit  is 

Watts  =^7, (14) 

If  the  circuit  has  a  resistance  R  we  know  that  E=IR  and  so 

Watts  =  7i2X/=/2ft (15) 


from  which  we  get 

/2      ' 


R=^*-, (16) 
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Eq.  (16)  is  important;  it  is  the  broadest  possible  definition  for  the 
resistance  of  a  circuit.  This  formula  gives  the  resistance  for  any  kind  of 
current  flow,  whether  continuous,  pulsating,  or  alternating.  In  words  it  is 
stated  thus:  the  effective  resistance  of  a  circuit  is  equal  to  the  amount  of 
power  consumed  by  the  circuit  divided  by  the  square  of  the  current  required 
to  supply  this  power. 

In  simple  continuous  current  circuits  Ohm's  law  is  suflScient  to  obtain 
the  resistance  of  the  circuit,  but  there  are  many  cases  especially  in  alter- 
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FiQ.  30. — Condenser  charging  currents  for  different  values  of  series  resistance. 


nating  current  work,  where  Eq.  (16)  affords  the  only  feasible  means  of 
determining  the  resistance  of  the  circuit. 

Power  Consumed  in  a  Circuit  Excited  by  Pulsating  Current. — In  case 
the  voltage  or  current  of  a  circuit,  or  both  of  them,  are  pulsating  the  power 
consumed  in  the  circuit  cannot  be  obtained  by  using  the  product  of  the 
average  voltage  by  the  average  current,  as  might  at  first  seem  correct; 
an  error  would  be  introduced  making  the  power  consumed  too  low,  the 
amount  of  this  error  depending  upon  the  amount  of  fluctuation.  The 
greater  the  amount  of  fluctuation  or  pulsation  of  the  current  or  voltagei 
the  greater  is  the  error  mtroduced. 
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The  power  is  accurately  obtained  only  by  taking  the  product  of  the 
effective  resistance  of  the  circuit  and  the  square  of  the  effective  value  of 
the  current.  The  derivation  of  the  effective  value  of  the  current  may 
be  difficult;  it  can  always  be  carried  out  graphically  if  the  form  of  the 
pulsating  cmrent  is  accurately  given,  but  is  not  easily  calculated  by 
ordinary  arithmetic  imless  the  form  of  the  pulsation  is  very  simple.  Thus 
suppose  that  a  pulsating  current  is  simple  enough  to  be  represented  by 
a  continuous  current,  with  a  sine  wave  alternating  current  superimposed, 
as  shown  in  Fig.  31.  The  actual  pulsating  current  'A  is  sufficiently  well 
represented  by  the  continuous  current  B,  of  ampUtude  /i,  and  a  sine  wave 
current  C,  of  maximum  value  h.  The  effective  value  of  such  a  current 
is  given  by  taking  the  square  root  of  the  sums  of  the  squares  of  the  effect- 
ive values  of  the  two  components.  The  effective  value  of  the  continu- 
ous current  is  the  same  as  its  actual  value,  I\ ;  the  effective  value  of  the 


I 


Fio.  31. — Pulsating  current  equivalent  to  a  continuous  current  with  alternating  current 

superimposed. 


sine  wave  of  cmrent  is  one-half  the  square  root  of  its  maximum  value. 
Hence  the  effective  value  of  the  pulsating  current  is  V/i  2+^/22.  The 
power  used  when  such  a  ciu-rent  flows  through  a  circuit  of  resistance  R  is 

Watts  used  =  /i2/e+§/22/e 

'  If  the  average  value  of  the  current  were  used  in  calculating  the  power 
used,  the  power  represented  by  the  second  term  would  be  completely 
n^ected,  and  so  an  error  would  be  incurred  equal  to  ^h^R.  The  amount 
of  this  error  depends  upon  the  amount  of  pulsation  of  the  current.  In 
such  a  circuit  as  the  primary  circuit  of  spark-coil  transmitting  set  excited 
by  storage  battery  the  error  would  be  very  large,  and  the  power  used  in 
the  circuit  cannot  be  obtained  at  all  accurately  without  knowing  the  form 
of  the  current  flowing  in  the  primary  winding  of  the  coil. 

The  above  statement  is  made  with  the  idea  in  mind  that  in  such  a 
circuit  as  this,  excited  by  storage  battery,  a  direct-current  ammeter  would 
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be  used  in  measuriDg  the  current.  Now  such  an  ammeter  reads  average 
values  and  so  would  read,  when  excited  by  such  a  current  as  sketched 
in  Fig.  31,  only  the  continuous-ciurent  component.  Hence  the  error 
pointed  out  would  occur.  If,  however,  an  alternating  current  ammeter 
were  used  for  reading  the  current,  the  error  would  not  occur,  because  such 
an  ammeter  reads  effedwe  values^  and  not  average  values.  If  the  power 
used  in  a  pulsating-current  circuit  is  to  be  accurately  determined,  there- 
fore, an  alternating-current  ammeter  must  be  used  to  measure  the  current. 

The  above  analysis  of  the  power  used  in  pulsating-current  circuits 
holds  good  only  when  the  resistance  is  constant  throughout  the  cycle 
of  current  variation.  In  many  circuits  this  is  not  so,  the  resistance  being 
a  function  of  the  current  and  so  changing  as  the  ciu-rent  changes.  The 
calculation  of  the  power  used  in  such  a  circuit  is  not  easily  measured  by 
ammeters  and  voltmeters;  either  a  wattmeter  or  the  oscillograph  must  be 
used.  The  wattmeter  is  an  instrument  having  two  windings  in  the  same 
case,  one  corresponding  to  an  ammeter  and  the  other  to  a  voltmeter. 
An  analysis  of  its  action  and  the  way  in  which  it  is  used  will  be  taken 
.up  in  a  subsequent  paragraph  dealing  with  the  power  used  in  an  alter- 
nating-current circuit.  The  oscillograph,  giving  the  form  of  voltage  cun'^e 
and  current  curve,  makes  it  possible  to  calculate  the  power  by  graphical 
methods. 

Current  Flow  in  an  Alternating-current  Circuit  Having  Resistance 
only.  Phase. — If  an  alternating-current  generator  is  connected  to  a  circuit 
having  resistance  only  the  relation  between  current,  resistance,  and  volt- 
age is  given  by  Ohm's  law.  It  is,  of  course,  impossible  to  construct  a 
circuit  "  with  resistance  only  ";  a  circuit  must  have  some  inductance  and 
capacity  no  matter  how  it  is  built,  but  if  the  amoimt  of  inductance  and 
capacity  are  so  small  that  their  influence  upon  the  current  is  negligible 
compared  to  the  influence  of  the  resistance,  the  circuit  may  be  considered 
to  have  nothing  but  resistance  opposing  the  flow  of  ciu-rent.  The  filament 
of  an  incandescent  lamp  is  such  a  circuit.  A  rheos4at  constructed  of  high- 
resistance  wire  may  be  considered  to  have  no  inductance  when  being  used 
in  ordinary  alternating-current  circuits,  such  as  used  for  power  and  light- 
ing, but  such  a  rheostat  would  probably  have  such  an  amount  of  induc- 
tance that  when  used  in  a  circuit  of  radio  frequency  it  would  be  by  no 
means  negligible.  It  follows  that  a  certain  piece  of  apparatus  might  be 
considered  free  from  inductance  for  some  uses,  but  for  other  circuits  the 
inductance  might  be  of  considerable  importance. 

In  a  circuit  having  resistance  only  the  current  and  voltage  have  the 
same  phase  and  are  similar  in  form.  A  current  and  voltage  are  said  to 
be  in  phase  when  they  pass  through  their  corresponding  values  simulta- 
neously. The  easiest  point  from  w  hich  to  judge  the  equality  of  phase  is 
the  zero  value;   if  the  two  curves  pass  through  their  zero  values  at  the 
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same  instant  they  are  in  phase.  In  case  the  current  pasees  through  its 
zero  value  after  the  voltage  has  passed  through  its  zero  value  it  is  said 
to  be  a  lagging  current;  if  it  goes  through  the  zero  value  before  the  voltage 
it  is  said  to  be  a  leading  current. 

In  PHg.  32  are  shown  curves  of  ciurent  and  voltage  with  (a)  current 
and  voltage  in  phase,  (6)  with  current  lagging  behind  the  voltage  by  the 
angle  <f>,  and  (c)  with  the  current  leading  the  voltage  by  the  angle  0. 

The  magnitude  of  the  angle  of  lag  or  lead  may  be  easily  approximated 
when  it  is  remembered  that  the  time  from  one  zero  point  to  the  next  zero 


Fig.  32. — Phase  difference  of  alternating  current  and  voltage. 

point  of  the  same  curve  is  180°;  in  curve  b  the  current  lags  by  about  30° 
and  in  curve  c  the  angle  of  lead  is  about  70°. 

In  case  the  circuit  has  i  esistance  only  the  relation  between  voltage  and 
current  is  expressed  by  Ohm's  law,  whether  instantaneous,  maximum,  or 
effective  values  are  considered.  Thus  the  equation  for  ciurent  flow  in 
this  circuit  is 


^     R' 


(17) 


Power  Used  in  a  Resistance  Circuit. — The  rate  at  which  electrical 
eaetgy  is  changed  into  heat  by  a  current  i  flowing  through  a  resistance 
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R  is  i^B,  S8  has  been  shown  for  contiDuous-curFent  circuitB.     Or,  as  we 
know  that  for  the  circuit  e=iR  we  have, 

Rate  of  heat  development  =  power  used  =  e  i 

The  power  curve  has  the  form  shown  in  Fig.  33;  it  is  at  all  times 
positive,  because  although  both  e  and  i  go  through  negative  vahies  they 
both  reverse  at  the  same  instant;  the  product,  therefore,  is  constantly 
positive.  Ilie  maximum  value  of  this  power  curve  occurs  when  both  e 
and  i  pass  through  their  maximum  values  and  is  therefore  equal  to  Emlm- 


Fto.  33. — Power  curve  for  an  altenutting  current  circuit  containing  reBistance  only. 

If  the  equation  of  current  is  i=  /»  sin  w/  and  the  equation  of  voltage 
is  e  =  Em  sin  at,  the  equation  of  the  power  curve  must  be 

p=EmIm  sin^uf 

=  J£m7„(l-cos2^) (18) 

The  average  value  of  cos  2«(  is  zero,  hence  the  averse  value  of  power 

=  P  =  iE„I„  =  EI (19) 

It  is  seen  therefore  that  the  power  (in  watts)  used  in  an  alternating- 
current  circuit  containing  resistance  only  is  the  product  of  volts  and 
amperes,  as  read  by  alternating  current  voltmeter  and  ammeter. 

Meters  Used  in  Alternating-Current  Circuits. — It  must  be  remembered 
that  the  ordinary  continuous-current  instrument,  ammeter  or  voltmeter, 
will  not  read  at  all  if  tised  in  an  alternating-current  circuit.  Such  instru- 
ments read  the  average  value  of  voltage  or  current  and,  in  an  alternating- 
current  circuit  the  average  values  are  zero.  To  read  correctly  on  an 
alternating-current  circuit  an  instrument  must  give  the  same  reading  on 
a  continuous-current  circuit,  no  matter  which  way  the  continuous  current 
is  flowing  through  it;   everyone  familiar  with  the  ordinary  continuous- 
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current  instrument  knows  that  if  the  connection  of  the  meter  to  the  cii> 
cult  is  reversed  the  reading  will  reverse.  Such  an  instrument,  if  actuated 
by  an  alternating  current,  would  tend  to  oscillate  between  a  certain  direct 
reading  and  the  equal  reversed  reading,  but,  as  the  alternating  current 
reverses  too  rapidly  for  the  needle  of  a  meter  to  follow,  it  is  evident  that 
the  meter  would  read  zero  no  matter  how  much  current  was  flowing 
through  it. 

Various  types  of  meters  are  suitable  for  use  on  an  altemating-cmrent 
circuit,  the  dynamometer  type,  the  soft-iron  vane  type,  the  induction 
type,  the  thermo-couple  type  and  the  hot  wire  type.  The  last  two  tjrpes 
named  are  used  almost  exclusively  for  making  measurements  in  radio 
circuits,  as  it  is  practically  impossible  to  make  the  other  tjrpes  function 
properly  at  the  very  high  frequencies  used  in  radio  work. 

Transient  Current  on  Switching  a  Resistance  Circuit  to  an  A.C.  Line. — 
If  a  resistance  circuit  is  switched  to  an  a.c.  line  the  current  rises  instanta- 


Time  of  eloting  iwitoh 

x^ — ' 

^                          Camnt  rlMt  »t  oaee                              ^ 
^S.                         to  Ito  prop«r  ralo*                               ^r 

PiQ.  34. — Current  on  switching  a  resistance  circuit  to  an  a.c.  line. 

neously  to  the  value  it  should  have,  depending  upon  the  value  of  the  volt- 
age at  the  instant  the  switch  is  closed,  as  shown  in  Fig.  34.  This  condition 
of  affairs  is  expressed  by  stating  that  there  is  "  no  transient  current  "  or 
no  transient  condition,  after  closing  the  switch;  the  current  rises  at  once 
to  the  value  it  would  have  had  (at  the  time  of  closing  the  switch)  in  case 
the  switch  had  been  closed  at  some  previous  time. 

Current  Flow  in  an  A.C.  Circuit  Having  Inductance  and  Resistance. — 
Suppose  that  an  inductance  (without  resistance)  and  a  resistance,  con- 
nected in  series,  are  connected  to  an  a.c.  line  so  that  an  alternating  e.m.f . 
is  impressed,  as  indicated  in  Fig.  35.  Although  the  inductance  must 
really  have  resistance,  it  is  shown  as  resistanceless,  all  the  resistance  of 
the  circuit  being  supposed  concentrated  in  R,  The  current  flowing  in 
such  a  circuit  depends  upon  four  things,  L,  E^  R,  and  the  frequency  of 
the  impressed  e.m.f.  Provided  that  L  and  R  are  constant  throughout 
the  cycle  (do  not  vary  with  the  value  of  the  current)  it  is  a  fundamental 
law  of  electrical  circuits  that  the  current  will  have  the  same  form  as  the 
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impressed  force.    We  may  therefore  assume  that  the  current  is  a  sine 
wave  and  then  find  its  magnitude  and  phase. 

The  impressed  voltage  must  be  equal  to  the  sum  of  the  drops  in  poten- 
tial across  L  and  R. 

I 


DrqpscoLI 


,  •To  Sappljr  of 


D«a»=iR 


Fig.  35. — Resistance  and  inductance  in  series  connected  to  an  a.c.  line. 


Suppose  the  current  to  be  i=/m  sin  (at 
The  drop  across  the  resistance  ==ifi  =  /m  sin  (j)tj\ 
The  drop  across  the  inductance  =  Lrfi7ctt  =  coL/m  cos  (d. 
The  impressed  voltage  must  be 


=  Im{R  sin  oit+(aL  cos  ^0 


(20) 


In  Fig.  36  these  two  component  voltages  are  snown  as  curves;   the 
impressed  voltage  e  mtist  be  equal  at  all  times  to  the  sum  of  the  resistance 


Impressed  Voltage 


FiQ.  86.— Voltage  components  in  an  a.c.  circuit  containing  inductance  and  resistance. 

drop  and  the  inductance  drop,  and  is  so  shown  by  the  curve  marked  e  in 
Fig.  36. 
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A  vector  diagram  representing  the  curves  of  Fig.  36  is  given  in  Fig. 
37 ;  effective  values,  instead  of  maximum  values,  are  shown.  Trom  this 
diagnun  we  have 


/. 


_     E E 


.(21) 


Fio.  37. — Vector  diagram  for  im  a.c.  circuit  containing  inductance  and  reaiBtanoe. 

The  quantity  uL  is  called  the  reactance  of  the  circuit  &nd  the  quantity 
Z  is  called  the  impedance  of  the  circuit.  The  current  lags  behind  the  volt- 
age by  the  angle  ^,  which  is  determined  by  the  relation 

coBifi=-p   or   tan^=-^. 


Fio.  38. — Power  curve  tor  a 


:.  circuit  containing  inductance  and  redstance. 


Power  Used  in  an  Inductive  Circuit. — The  power  used,  at  any  instant, 
in  the  circuit  of  Fig.  35  is  obtaineil  by  iiiultipl^'ing  the  instantaneouB  value 
of  e  by  that  of  i;  it  is  shown  by  Ihe  power  cur\-e  in  Fig.  38.  For  this 
circuit  it  is  evident  tliat  the  power  is  sometimes  negative,  i.e.,  the  circuit, 


48  FUNDAMENTAL  IDEAS  AND  LAWS  [Chap.  I 

instead  of  drawing  power  from  the  line,  is  actually  furnishing  power  t6 
the  line.    Energy  which  has  been  stored  in  the  magnetic  field  of  the  induo- 
tance,  is  flowing  back  into  the  source  of  power  supply. 
The  expression  for  the  power  is, 

p  =  Em  sin  (atXltn  sin  {<at^<f>) 
=  Emim  sin  co/Xsin  (co(— 0) 

The  average  value  of  this  expression  is  given  by  average  value  of  the 
expression 

p^^^co8<l>(l+8in2u)t)      ...     (22) 

So  average  power 

P^EI  co8<t> (23) 

The  power  in  the  circuit  is  equal  to  the  product  of  the  volts  and  amperes 
in  the  circuit  and  the  quantity  cos  0.  For  this  reason  cos  ^  is  called  the 
power  factor  of  the  circuit;  it  may  have  any  value  between  unity  and 
zero.  In  ordinary  power  circuits  it  has  a  value  between  about  0.7  and 
0.95,  very  seldom  being  imity.  In  some  parts  of  efficient  radio  circuits 
the  power  factor  may  be  as  small  as  .005. 

The  power  may  be  expressed  in  terms  of  current  and  resistance  by 
changing  the  form  of  Eq.  (23). 

P^EIcoe<t>^EI         ^ 


V/i2+(coL)2 

=  /X/Vfi2+(c.L)^        A_^=J2fl.     .     (24) 

This  equation  for  the  power  used  m  an  a.c.  circuit  is  really  a  definition 
of  the  effective  resistance  of  the  circuit;  the  resistance  of  the  circuit,  for 
alternating  current,  may  be  entirely  different  from  the  continuous-current 
resistance  of  the  circuit.  There  are  many  effects  which  combine  to  make 
the  a.c.  resistance  sometimes  several  times  as  great  as  the  c.c.  resistance 
(or  the  a.c.  resistance  may  be  negative  even,  while  the  c.c.  resistance  is 
positive)  and  the  only  way^  of  measiuing  this  resistance  is  by  use  of  Eq. 
(24).  The  power  used  in  the  circuit  is  measured  by  a  wattmeter,  the 
current  by  an  ammeter,  and  the  resistance  found  by  the  relation 

Effective  resistance  = —^2~ (25) 

^  If  the  circuit  \b  such  that  a  measur^nent  in  an  alternating  current  Wheatstone 
bridge  is  feasible,  of  course  such  method  also  is  available.  Even  in  the  bridge  deter- 
mination the  idea  expressed  in  Eq.  (24)  is,  however,  involved. 
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Wattmeter. — It  is  generally  not  possible  to  measure  the  power  used 
in  an  a.c.  circuit  by  use  of  Eq.  (23)  because  the  phase  difference  of  the  volt- 
age and  current  is  not  known  and  there  is  no  easy  method  of  measming 
it  directly.  To  get  the  power  used  in  an  a.c.  circuit  it  is  nearly  alwayB 
necessary  to  use  a  wattmeter.  This  is  an  indicating  instrument,  resembling 
an  ammeter  or  voltmeter  externally,  but  differing  from  these  instruments 
in  that  it  has  two  independent  electrical  circuits.  Two  coils  inside  the 
instrument;  one  in  shunt  with  the  circuit,  and  one  in  series  with  it,  react 
on  one  another  to  produce  the  force  which  moves  the  indicating  pointer. 
The  theory  involved  in  its  operation  is  explained  in  practically  any  text 
on  alternating-current  measurements  and  will  not  be  given  here.  The 
scale  of  the  meter  is  calibrated  directly  in  watts  and,  with  a  properly 
calibrated  instrument,  the  reading  of  power  is  accurate  no  matter  what 
the  power  factor  may  be;  for  very  small  power  factors,  and  for  circuits  of 
frequency  much  higher  than  that  for  which  the  meter  is  intended,  a  cor- 
rection may  be  necessary.^ 

The  power  factor  of  an  a.c.  circuit  is  then  determined  from  the  readings 
of  three  instruments,  ammeter,  voltmeter,  and  Wattmeter.  The  power 
factor,  cos  ^,  is  the  quotient  of  the  wattmeter  reading  by  the  product 
of  the  readings  of  the  other  two  instruments.  If  it  is  desired  to  know  the 
angle  ^  itself,  it  is  only  necessary  to  consult  a  table  of  natural  cosines. 

The  effective  resistance  of  the  circuit  is  obtained  by  finding  the  quotient 
of  the  wattmeter  reading  and  the  square  of  the  ammeter  reading.  As 
stated  before,  thia  resistance  will  generally  be  very  different  from  the 
resistance  measured  by  a  continuous-current  test. 

Variation  of  Current  with  Frequency  in  an  Inductive  Circuit. — The 
magnitude  of  the  current  flowing  in  a  circuit  consisting  of  a  resistance 
and  inductance  in  series  evidently  depends  upon  the  frequency  (see  Eq.  21). 

At  zero  frequency  (continuous  current)  this  equation  reduces  to  /= 
E/R.  This  relation  holds  good  only  after  the  switch  has  been  closed  long 
enough  for  the  transient  condition  to  disappear  (see  Fig.  24). 

At  very  high  frequencies  the  resistance  becomes  negligible  compared 
to  the  reactance,  and  so  the  value  of  the  current  is  given,  very  nearly, 
by  the  equation  I  =  E/(aL.  As  the  frequency  varies  between  high  and 
low  values,  voltage  being  held  constant,  the  current  varies  as  shown  in 
Fig.  39;  for  frequencies  sufficiently  high  that  R  is  small  compared  to  coL, 
the  curve  approximates  a  hyperbola, 

'x^'ii (26) 

Transient  Current  in  a  Circuit  Having  Inductance  and  Resistance. — 

After  the  switch  has  been  closed  for  some  time  there  is  always  a  definite 
^  See  Moi^c^^^ft's  Labors toiy  Manual  of  Alternating  Currents,  p.  11. 
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relation  between  the  instantaneous  values  of  the  current  and  voltage; 
for  every  cycle  the  two  go  through  exactly  corresponding  values.    Thus 
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Fia.  39. — Current  variation  with  frequency  in  an  a.c.  circuit  containing  inductance  and 

resistance  in  series. 


Fia.  40,'^Cvarves  of  e  and  i  in  a  circuit  containing  inductance  and  resistance,  for  steady 

state. 

in  Fig.  40,  when  e  has  a  maximum  value  AC,  the  current  has  the  value 
AB,  and  whenever  the  voltage  has  the  value  AC  the  current  will  have 
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the  value  AB.  Now  suppose  the  switch  to  be  closed  when  the  voltage 
has  the  value  AC;  the  current  should  have  the  value  AB,  but  in  an  induc- 
tive circuit  the  current  cannot  rise  instantaneously;  this  was  shown  by 
the  oscillograms  in  Figs.  24  and  25.  The  complete  equation  for  the  cm:- 
rent  in  an  inductive  circuit  must  therefore  include  a  transient  term  as 
weU  as  the  term  for  the  steady  state;  it  is  properly  written 


E 


Rt 


V/i2  +  (coL)2 


sinM-«)+Xe    ^ 


(27) 


m 


Hie  second  part  of  the  current,  Ke   ^ ,  is  determined  in  magnitude 
by  the  value  of  the  current,  in  the  steady  state,  at  the  time  in  the  cycle 
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Fig.  41. — Curves  of  e  and  t  in  a  circuit  containing  inductance  and  resistance  for  transient 

state. 


corresponding  to  the  time  in  the  cycle  that  the  switch  is  closed.  Thus 
in  Fig.  41,  at  the  time  of  closing  the  switch  the  current  should  have  the 
value  AB\   this  fixes  the  value  of  K  in  Eq.  27.     In  Fig.  41  is  plotted 

the  steady  value  of  the  current  t,  the  transient  current  if  €  ^ ,  and  the 
actual  current  for  the  first  cycle  after  closing  the  switch;  this  actual  cur- 
rent is  the  simi  of  the  other  two. 

In  Figs.  42  and  43  are  shown  oscillograms  of  the  current  flowing  in 
an  inductive  circuit  for  the  first  few  cycles  after  the  switch  had  been  closed; 
in  one  the  switch  was  closed  at  the  peak  of  the  voltage  and  in  the  other 
it  was  closed  when  the  voltage  was  very  nearly  zero.  In  Fig.  42  the  effect 
of  the  transient  term  is  plain;  the  current  (steady  value)  has  been  plotted 
in  dotted  lines,  as  has  also  the  transient  term,  the  latter  having  been 
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calculated  from  the  value  of  the  steady  current  at  the  time  the  switch 
was  closed  and  the  L  and  R  of  the  circuit.  It  may  be  seen  that  the  actual 
current  ifi  correctly  given  by  Eq.  (27).  In  Fig.  43  the  switch  was  closed 
at  that  part  of  the  e.m.f.  cycle  which,  in  the  steady  state,  is  the  proper 
time  for  the  current  to  be  zero;  it  is  seen  that  for  this  case  the  transient 
t«rm  reduces  to  zero,  and  the  actual  current  is  represented  ccHnpletely 
by  only  the  first  term  of  Ekj.  (27). 

Circuits  Having  Resistance  and  Iron-core  Inductance. — In  case  the 
L  of  the  circuit,  Fig.  35,  consists  of  an  inductance  having  a  closed  iron 
path  for  its  magnetic  circuit,  the  conclusions  deduced  will  not  be  correct. 
The  value  of  /<  in  this  case  is  not  constant,  but  varies  throughout  the 


FlQ.  43. — OsciUogmm  illustrating  abnencc  of  transient  currant  in  an  inductive  circuit. 

cycle,  and  for  this  reason  the  relation  between  the  current  and  voltage 
is  a  complex  one;  the  current  in  this  case  requires  an  equation  with  an 
infinite  number  of  terms  to  express  it  accurately.  The  current,  instead 
of  being  sinusoidal,  has  a  decided  hump,  as  shown  by  Fig.  44,  which  shows 
the  m^^tizing  current  of  a  closed-core  transformer.  -  I 

Not  only  is  the  steady  value  of  current  in  such  a  circuit  irregular, 
but  the  transient  current  may  show  even  greater  irregularities.  This 
irr^ularity  may  last  for  many  cycles,  depending  upon  the  kind  of  iron 
used  in  the  core  and  upon  its  condition  of  magnetization  at  the  time  the 
switch  is  closed,  aa  well  as  upon  the  part  of  the  cycle  selected  for  the  clos- 
ing of  the  switch.  Thus  in  Fig.  45  is  shown  the  current  in  the  primary 
circuit  of  a  transformer  for  a  few  cycles  after  closing  the  switch;  the  tran- 
sient current  may  be  so  lai^  in  this  case  that  during  the  first  cycle  the 
current  never  reverses  its  direction. 
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The  rise  of  current  in  such  an  inductive  circuit  as  this  is  not  as  simple 
^  that  illustrated  in  Fig.  24;  the  analysis  given  in  explaining  this  figure 
^%umed  constant  L  so  will  not  hold  good  if  L  varies  during  the  rise  of 


FiQ  4S  — Oacflloer&m    abowmg  Uke  tranaient  current  when  ewitctung  an  iron  core 
inductance  to  an  a. c.  line. 

current.  The  actual  form  of  rising  current  in  such  a  circuit,  when  con- 
nected to  a  c.c.  line,  ia  shown  in  Fig.  46;  it  is  quit«  evidently  different 
Iran  tiiat  shown  in  Fig.  24,  whicli  was  for  an  air-KJore  inductance. 


Fia  48  ^Peculiar  srovrtib  of  current  when  an  iron  core  inductance  is  Bwitebtfd  to  a' 
source  of  continuouB  e.m.f.  .    . 

Cunent  Flow  in  *  Condenser. — By  the  definition  of  a  condenser  no, , 
electrons  can  actttaUy  pass  from  one  plate  to  the  other;  they  are  insulated 
from  one  another.     If.  however,  a  condenser  is  connected  to  a  source  of 
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alternating  e.m.f.,  cmrent  will  flow  in  this  drcnit,  as  may  be  seen  by  the 
reading  of  an  a.c.  ammeter  placed  in  series  with  the  condenser. 

Suppose  a  condenser  of  capacity  C  farads  is  connected  to  a  line  the 
ejaa.f.  of  which  is  given  by  the  equation  e— E  sin  co^.  The  condenser  will, 
of  course,  take  enough  chaige  to  bring  the  potential  difference  of  its  plates 
continually  equal  to  that  of  the  line  to  which  it  is  connected.  As  this 
iniipressed  e.m.f.  continually  varies  in  magnitude  and  direction,  elections 
must  be  continually  running  in  and  out  of  the  condenser  to  maintain  its 
plates  at  the  proper  potential  difference.  This  continual  charging  and 
discharging  of  the  condenser  constitutes  the  current  read  by  the  ammeter, 
l^e  electrons,  the  motion  of  which  constitutes  the  ciurent,  do  not  actually 
pass  from  one  plate  of  the  condenser  to  the  other  through  the  dielectric; 


Fig.  47. — Current  and  voltage  lor  a  perfect  condenser  connected  to  an  a.c.  line. 

tiiey:  merely  flow  in  and  out  of  the  condenser.  With  this  idea  in  mind 
it  is  easy  to  see  why  the  changing  cmrrent  of  a  condenser  increases  with 
the  capacity  of  the  condenser,  also  with  the  frequency  of  the  impressed 
e.m.f. 

The  magnitude  of  the  charging  ciurent  is  obtained  as  follows: 

The  charge  g=Ce  and  the  current  t^dg/cft. 


Now  q^CEm  sin  <td, 


i^UiCEmC08U>t. 


(28) 


This  current  is  then  of  the  same  form  as  the  impressed  e.m.f.  (a  cosine 
carve  is  similar  to  a  sine  curve  in  form)  but  leads  it  by  90^  as  shown  in 
Fig.  47;  its  maximum  value,  in  amperes,  is  equal  to  <aCEm- 

In  effective  values  the  relation  between  the  impressed  voltage  and 
the  charging  current  is, 


I^u)CE^2rfCE 


(29) 
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It  is  evident  that,  other  things  being  equal,  the  charging  cmrent  of  a  con- 
denser is  directly  porportional  to  the  frequency  of  the  impressed  ejn.f. 
This  should  be  contrasted  to  the  inductive  circuit  in  which  the  current 
varies  inversely  as  the  frequency,  if  the  resistance  is  small  compared  to 
the  reactance. 

The  relation  between  the  current  and  voltage  may  be  written 

'-^^2^ ^^^ 

The  quantity  ^r-^  is  called  the  reactance  of  the  condenser,  generally 

specified  as  capacity  reactance  to  distinguish  it  from  inductance  reactance 
2ir/L. 

Condenser  and  Resistance  in  Series. — If  a  condenser  and  resistance 
are  connected  in  series  and  a  sine  wave  of  voltage  is  impressed,  a  sinu- 
soidal current  will  flow;  its  magnitude  and  phase  depend  upon  the  A, 
C,  Ey  and  /  of  the  circuit.    Suppose  this  current  to  be  given  by  i  =  /«  sin  at. 

The  resistance  drop  =  /mfl  sin  a)<.  W 

Im 

The  capacity  reactance  drop,  in  magnitude,  is  -7}  cos  <at.  But  as  shown 

before,  the  current  leads  the  voltage  impressed  on  a  condenser;  the  capacity 
drop  is  therefore  properly  written, 

Im 

Capacity  drop  =  — -p^  cos  w^ 

The  impressed  voltage  must  be  the  sum  of  the  drop  over  the  resistance 
and  that  over  the  condenser  and  is  so  shown  in  Fig.  48.  The  current  leads 
the  impressed  voltage  by  the  angle  ^,  the  magnitude  of  which  is  fixed  by 
the  relative  magnitudes  of  the  reactance  and  resistance  drops. 

The  three  curves  of  Fig.  48  are  shown  vectorially  in  Fig.  49,  effective 
values  being  used  instead  of  maximum  values.  From  this  vector  diagram 
we  have 


B2»(7«)2+ 


W' 


or 


^  ^       (31) 


>HM' 


and 


*^*="F"^^ ^^^^ 
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The  current  in  the  drcuit,  as  shown  in  Eq.  31,  evidently  depends  upon 
the  frequency;  its  variation  as  the  frequency  is  changed,  is  shown  in  Fig. 
50.    At  very  high  frequency  the  current  approaches  the  value  E/Ry  the 


Fig.  48. — ^Voltages  and  current  curves  for  circuit  containing  R  and  C,  in  series. 

capacity  reactance  being  negligible,  while  at  zero  frequency,  the  current 

is  zero,  the  condenser  being  equivalent  to  an  open  circuit. 

Transient  Current  in  a  Circuit  Consisting  of  Resistance  and  Condenser 

in  Series. — Li  general  there  will  be  a  transient  current  when  switching 

such  a  circuit  to  an  a.c.  line; 
the  duration  of  the  transient 
term  is  so  short,  howcrver,  on 
all  commercial  circuits  that  an 
oscillogram  shows  the  current 
rising  immediately  to  its  proper 
value,  this  being  fixed  by  the 
time  on  the  e.m.f.  cycle  that  the 
switch  is  closed. 

Current  Flow  in  a  Circuit 
Having  Resistance,  Inductancei 
and  Capacity  in  Series. — The 
current  flowing  in  the  circuit 
shown  in   Fig.  51  will    require 

three   components   of  e.m.f.,  the   resistance   drop  IR,  the   inductance 

drop  2x/L/,  and   the   capacity  drop  --rp^.    The   resistance   drop   is  in 
phase  with  the  current,  the  inductance  drop  is  90°  ahead  of  the   cmrent 
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Fia.  49. — ^Vector  diagram  of  voltages  and 
current  for  circuit  containing  R  and  C 
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Fig.  51. — Circuit  containing  i2,  L,  and  C  in  series. 
Vector  diagram  of  voltages  and  current  for  circuit  containing  A^  L  andt  C  \sl 
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and  the  capacily  drop  is  90^  behind  the  current.    These  three  compo- 
nents of  the  impressed  ejni .  are  shown  vectorially  in  Fig.  52.    The  two 
reactance  drops  evidently  tend  to  neutraUze  one  another. 
The  total  reactance  drop 

=^^^^-2^ ^33) 

The  resultant  required  impressed  voltage  is  seen  to  be 

E^I^R'+[2rfL-^y (34) 

and  the  magnitude  of  the  current  may  be  written 

I'- 1====-|.        (35) 


>p+K^ 


The  phase  difference  between  impressed  voltage  and  current  is  fixed  by 
the  equation         ^  9 

r  1 

R                     ^       1^ 
cos  ^«=-«  or  tan  ^= — ^ — (36) 

The  reactance  of  the  circuit  may  either  be  positive  or  negative,  according 
to  which  component  of  the  reactance  predominates.    If  2rfL  is  greater 

than  ^-^  the  reactance  is  positive  and  the  current  lags,  whereas  if  the 

capacity  reactance  is  the  greater^  that  current  leads  the  impressed  ean.f. 

The  magnitude  of  the  current  will  evidently  depend  upon  the  frequency 
and  will  have  about  the  form  shown  in  Fig.  53.  At  zero  frequency  the 
condenser  offers  infinite  reactance  so  the  current  is  zero;  at  infinitely 
high  frequency  the  inductance  reactance  becomes  so  great  that  again  the 
current  approaches  zero;  at  some  intermediate  frequency  the  inductanoe 
reactance  just  balances  the  capacity  reactance  so  that  the  toUd  reactance 
is  zero.  For  this  frequency  the  current  has  a  maximum  value,  as  shown 
for  frequency  fr  in  Fig.  53.  The  form  of  this  curve  could  have  been  pre- 
dicted by  considering  the  two  ciu^es  given  in  Figs.  38  and  50. 

Resonance. — ^For  such  a  circuit  as  shown  in  Fig.  51  there  will  always 
be  one  frequency  which  will  give  a  total  reactance  zero;  this  will  be  tanue 
no  matter  what  values  of  L  and  C  may  be  chosen.  At  this  frequency 
the  current  will  be  in  phase  with  the  e.m.f.  and  its  magnitude  will  be  a 
maximum,  being  limited  only  by  the  resistance  of  the  circuit,  I^E/R, 

The  frequency  at  which  this  occurs  is  called  the  resonant  frequency 
of  the  circuit;  it  is  at  this  frequency  that  most  radio  circuits  are  operated. 
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Unless  care  is  exercised  when  performing  experiments  on  resonance 
the  condensers  used  in  the  circuit  will  be  spoiled  by  the  puncturing  of 
the  dielectric  at  the  resonant  frequency.  For  any  frequency  whatever 
the  drop  across  the  condenser  is  fixed  by  the  relation, 
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Fio.  53. — Variation  of  current  with  frequency  in  circuit  containing  R^  L,  and  C  in  series. 

« 

If  we  substitute  in  this  equation  the  value  of  the  current,  in  tenns  of 
impressed  voltage  and  resistance  we  get,  at  resonance, 


£«=£ 


2ir/Cfi 


(37) 


As  the  value  of 


may  be  much  greater  than  unity  so  the  voltage 


2wfCR 

across  the  condenser  may  be  many  times  as  great  as  the  impressed  voltage; 
in  a  certain  laboratory  circuit  used  in  preforming  low-frequency  resonance 
tests  the  drop  across  the  condenser  at  resonant  frequency  is  eighteen  times 
as  great  as  the  impressed  voltage.  At  this  frequency  the  drop  across  the  in- 
ductance is  equal  to  that  across  the  condenser,  but  this  excessive  voltage 
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across  the  inductance  coil  will  generally  do  no  harm.  In  radio  circuits 
it  is  possible  to  have  the  drop  across  the  inductance  and  condenser  as 
much  as  400  times  greater  than  the  impressed  voltage. 

Resonant  Frequency. — A  circuit  is  said  to  be  resonant  when  the  react- 
ance is  zero.    Therefore  we  have  for  the  resonant  frequency, 

%tfL=    ^ 


2t/C' 
from  which  we  get  the  value  of  the  resonant  frequency 

/= — \=.      .. (38) 

In  this  equation  L  must  be  in  henries,  C  in  farads,  and  /  will  be  in  cycles 
per  second.  As  the  microfarad  is  the  usual  imit  of  capacity  a  more  con- 
venient form  is 

/=-i%,    .  .  ; (39) 

C  being  in  roicrofarads.  In  determining  this  frequency  the  separate  values 
of  L  and  C. do  not  naatter;  the  product  LC  is  the  quantity  which  fixes 
the  critical  frequency.  This  is  a  circuit  having  L=.24  henry  and  C= 
10  microfarads  will  be  resonant  at  the  same  frequency  as  one  which  has 
L  =  .06  henry  and  C=40  microfarads. 

The  sharpness  of  the  resonance  curve  is  determined  by  the  resistance 
of  the  circuit,  the  less  the  resistance  the  more  sharply  defined  is  the  resonant 
frequency  and  the  larger  is  the  current  at  the  resonant  frequency.  In 
Fig.  54  are  shown  the  resonance  curves  obtained  for  a  circuit  having  L  = 
.15  henry  and  C=28.5  microfarads.  The  one  curve  shows  the  variation 
of  current  with  a  circuit  resistance  of  5.8  ohms  and  the  other  shows  the 
same  thing  after  the  resistance  had  been  increased  to  17.2  ohms. 

In  a  low  resistance  circuit  the  resonance  is  said  to  be  sharp  and  in 
a  high  resistance  circuit  it  is  said  to  be  flat  or  dull. 

Series  Resonance  with  Vaiying  Capacity — Decrement. — If  the  fre- 
quency impressed  on  the  circuit  of  Fig.  51  is  held  constant  and  the  capac- 
ity or  inductance  varied,  resonance  curves  similar  to  those  in  Fig.  53 
will  be  obtained  except  the  variables  will  be  different.  Suppose  such  a 
curve  has  been  obtained,  as  shown  in  Fig.  55.  We  shall  now  show  how 
the  shape  of  the  ciu^e  depends  upon  the  resistance  and  how  to  actually 
calculate  the  value  of  this  resistance  from  the  shape  of  the  curve,  provided 
that  the  value  of  L  is  known. 

The  quantity  which  is  actually  determined  from  the  resonance  curve 
is  the  ratio  ft/2/L,  /  being  the  resonance  frequency  of  the  circuit.    This 
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ratio  is  caOed  the  decrement  of  the  circuity  for  reasons  which  will  be 
apparent  when  the  subject  of  oscillations  is  discussed. 

Referring  to  Fig.  55,  let  Cr  be  the  capacity  which  gives  resonance,  the 
current  for  this  value  of  capacity  being  /,.  Let  Ci  and  C2  be  the  two 
values  of  capacity,  one  greater  than  Cr  and  the  other  less  than  Cry  which 
serve  to  reduce  the  current  to  7,-5-  V2  or  .707  If.  When  the  capacity  has 
the  value  C,  there  is  no  effective  reactance  in  the  circuit,  so  we  have, 

For  C=Cr,     /r'    ^ 
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ForC^C2,    /= 
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V/J2+X22 
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Fig.  54. — ^Effect  of  resistance  on  resonance  curve. 

.    which  can  be  true  only  on  condition  that  X2  =  iJ,  or 


2Tr)L-—^^R 


ForC=Ci, 


2^/C2 


(40) 


/=- 


E 


which  can  be  true  only  if 


y/W+x^ 


^.707  Ir 


Zi  =  ftor  -^2ir/L+2^J=ie.     ......    (41) 
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The  capacity  reactance  is  greater  than  the  inductance  reactance  for  Ci 
and  less  than  the  inductance  reactance  for  C2,  hence  the  reversal  of  the 
signs  in  front  of  the  reactance  terms  in  Eqs.  (40)  and  (41). 

Adding  (40)  and  (41)  we  get 

%iCr^iiC2^^^ ^^^ 

Multiplying  through  by  jr~ry-  we  get. 


1        _  2R 

(ar/)2LCi     {^^^LC2'2KfL 


or 


1      /C2-Ci\_  2R 
{2irf)^L\  C2C1  /"2ii/L' 


(43) 


0-\     C|>     Cj 
Capacfity 

Fig.  55. — ^Variation  of  current  with  capacity  in  a  resonant  circuit. 

Now  if  C2  and  Ci  do  not  differ  from  Cr  very  much  (say  10  per  cent)  we 
may  put  without  appreciable  error 

C2Cl  =  Cr2 (44) 

This  is,  of  coiu^se,  an  approximation,  and  is  more  nearly  true  the  sharper 
the*  resonance  curve.    We  may  now  put, 

1        (C2-Ci\  __  2R_ 

{2irf)^LCr\     Cr     )     2jrfL 

But  (2T/)^=YTr  as  may  be  seen  by  writing  the  equation  for  resonance, 

/ i_ 

Cr  being  the  •value  of  the  capacity  which  gives  resonance. 


(45) 
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So  (45)  becomes, 


C2-C1      2R 


or 


Cr  2KfL 


R     T  C2  -"  Ci 


^fL      2       Cr 


(46) 


As  an  illustration  of  the  application  of  this  formula  suppose  that  the 
resonant  capacity  for  a  certain  circuit  is  32  microfarads  and  that  the  values 
of  C2  and  Ci  are  ^  microfarads  and  30.2  microfarads  respectively.  Then 
for  this  circuit  the  decrement,  generally  designated  by  the  Greek  letter 
5,  is 

R     y  34-30.2 
?/*L'"2       32 


0.187 


The  decrement  may  also  be  calculated  from  a  resonance  curve  plotted 
with  frequencies  as  abcissse  as  given  in  Fig.  56;   we  have  derived  the 
fonnula  when  capaci- 
ty is  used  for  abscisssB 
because  such  is  gen- 
erally the  case  in  ra- 
dio measurements.   If 
however,     frequency, 
18  used  as   absciss®, 
the  frequency  having 
been  varied  in  getting 
the  resonance  curve, 
L  and  C  having  been 
maintained   constant, 
the   derivation   of   6 
from  the  half  energy 
points  of  theresonance 
curve  is  as  follows: 


/.    fr   A 
TMquenoy 

Fia.  56. — ^Variation  of  current  with  frequency  in  a  reeonant 

circuit. 


2T/2L 


2ir/iC 


2ir/2C 


R 


To  elimiiiate  C  from  these  two  equations,  multiply  them  by  2iifiC  and 
2irf2C  respectively  and  get  the  two  equations 

{2rfiyLC  - 1  =  -  R24iC 
(2ir/2)2LC-l  =  fi2jr/2C 
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Put  these  in  the  forms 


Combining 


So 


C{(2>r/i)2L+2T/ii2}=l, 

C{(2^2)2L-2T/2ii}=l. 

iJ(2x/i+2T/2)  =  L{  (2)r/2)2-  (2)rfi)2}. 


Dividing  by  /r,  the  resonant  frequency, 


(47) 


/2-/1 


IC2-C1 


For  a  given  circuit  ^^      is  approximately  equal  to  ^ — 75 — ->     This 

follows  from  the  relation  between  frequency  and  capacity;  to  pro- 
duce a  certain  small  percentage  change  in  the  natural  frequency  of  a  cir- 
cuit it  is  necessary  to  change  the  capacity  of  the  circuit  by  twice  this 
amoimt,  the  frequency  varying  not  with  the  capacity,  but  with  the  square 
root  of  the  capacity. 

Flow  of  Current  in  Parallel  Circuits  and  Relation  of  Line  Current  to 
Branch  Currents. — When  a  circuit  consists  of  two  or  more  branches  in 
parallel  the  line  current  cannot  be  obtained  by  calculating  the  branch 
currents  and  adding  them  arithmetically  as  is  done  in  continuous  current 
circuits,  because  of  the  diflference  in  phase  of  the  various  branch  currents. 
The  line  cxu-rent,  instead  of  being  equal  to  the  arithmetical  sum  of  the 
branch  currents,  may  be  even  smaller  than  either  of  the  branch  currents 

and,  in  fact,  is  so  in 

■>5 1 »•  many  radio  circuits.  It 

is  necessary  to  calculate 
not  only  the  magnitude 
of  the  different  branch 
currents,  but  also  their 
phase;  these  branch 
currents  are  then  added 
vedoriaUy  to  give  the 
line  cxu-rent. 

Suppose    a   circuit 

made  up  as  shown  in 

Fig.  57,  the  current  /i 

being  10  amperes,  in  phase  with  the  line  voltage  and  the  ciurent  h  being  15 

amperes,  leading  the  line  voltage  by  60**;   the  line  current  will  be  the 


,if 


R.>  8107  ohms 


o 


-11  ohms 


42  microfarads 


FiQ.  57. — Parallel  circuits. 
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vector  sum  of  10  and  15  as  shown  in  Fig.  58.  It  proves  to  be  21.8  amperes. 
The  angle  of  the  lead  is  found  by  the  relation  of  the  reactive  and  active 
components  of  the  line  current  (the  active  component  of  a  ciu*rent  is  that 
component  which  is  in  phase  with  the  voltage  and  the  reactive  component 
is  that  which  is  90**  out  of  phase  with  the  voltage).  7i  has  no  reactive 
component  and  so  contributes  10  amperes  to  the  active  component  of  the 
line  current  only;  h  has  a  reactive  component  equal  to  15  sin  60^  or 
13  amperes,  and  an  active  component  of  15  cos  60^  or  7.5  amperes.  The 
total  active  line  current  is  therefore  17.5  amperes  and  the  reactive  com- 
ponent is  13  amperes.  The  angle  of  lead  of  the  line  current  is  then 
tan-i  13/17.5  or  36.6^ 


I^sioamp, 


Iscot60«7.6  amp. 


Flo.  58. — ^Vector  diagram  of  currents  in  the  parallel  circuit  shown  in  Fig.  67. 

K  the  impressed  voltage  is  110  volts  the  impedance  of  the 
branched  circuit  is  equal  to  110/21.8  or  5.95  ohms. 

The  equivalent  resistance  is  Z  cos  ^=5.05  cos  36.6** =3.02  ohms. 

The  equivalent  reactance  is  Z  sin  ^  =  5.05  sin  36.6*^=4.06  ohms. 
The  equivalent  series  condenser  of  the  combined  circuit  is  found  by 

putting  the  reactance  equal  to  o^Fnr    If  the  frequency  of  the  supply  is 

60  cycles  this  gives 

^--^=4.06  ohms,  or  C'=65.4  microfarads. 

Hence  the  branched  circuit  shown  in  Fig.  57  is  exactly  equivalent  to 
the  single  circuit  shown  in  Fig.  59,  for  the  frequency  assumed;  for  a  dif- 
ferent frequency  other  values  of  equivalent  resistance  and  equivalent 
capacity  would  be  obtained.  A  more  detailed  analysis  of  a  branched 
circuit,  using  complex  quantities,  is  given  elsewhere. 
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In  case  the  branched  circuit  is  more  complex  than  that  given  in  Fig. 
57,  such  as  that  given  in  Fig.  60,  the  branched  part  must  first  be  replaced 
by  its  equivalent  single  circuit,  calculated  as  shown  for  Fig.  57;  the  resist- 
ance and  reactance  of  this  equivalent 
circuit  must  then  be  added  to  the 
.^  .        resistance  and   reactance   of  Ri  and 

8.08  oomf 

Li.  By  vectorially  combining  this 
total  resistance  and  reactance  the  im- 
pedance of  the  simple  equivalent  dr- 


I 


i^mtods       ^^^  ^  obtained. 
Fig.  69.-^imple8eriefl  circuit  equivalent     ,  ^^ance  of  a  Circiut  Made  Up 

to  paraUd  circuit  of  Fig.  67.  Of   L,   R,   and   C,   m    Senes,— The 

reactance  of  this  circuit  is  calculated 

by  finding  the  sum  of  the  inductance 

and  capacity  reactance  at  all  the  frequencies  necessary;  the  equivalent 

resistance  of  this  circuit  is  independent  of  frequency  and  equal  at  all 

frequencies  to  the  actual  resistance,  R.    The  several  quantities  are  shown 

in  the  form  of  ciures  in  Fig.  61.    The  reactance,  ^-r^ ,  is  shown  negative; 

the  total  reactance,  X,  is  negative  at  frequencies  lower  than  the  resonant 
value  and  positive  above  this  value.  TTie  impedance  is  positive  foraD 
values  of  frequency,  having  its 
minimum  value  when  the  total 
reactance  X,  is  zero,  then  being 
equal  to  R. 

The  current  leads  the  volt- 
age for.  frequencies  lower  than 

the   resonant   value  and   lags  J  ^^t  ^^t 

behind  the  voltage  for  higher 
frequencies. 

Impedance  of  a  Branched 
Circuit,  Having  L  and  R   in 


Ri 


««Efliilo«ft. 


I =1 


One  Branch   and  C  and  R  in  Fig.  60.— ^ries-Multiple  cirouit. 

flie  Ottier. — The  simplest  way 

of  comprehending  the  impedance  of  this  complex  path.  Fig.  62,  is  to  calcu- 
late for  each  value  of  frequency,  the  magnitude  and  phase  of  the  current 
in  each  branch.  The  active  and  reactive  components  erf  the  two  branch 
currents  are  then  calculated.  The  active  component  of  line  current  is 
found  by  adding  the  two  active  branch  currents  and  the  reactive  com- 
ponent of  the  line  current  is  found  by  adding  the  reactive  branch 
currents.  These  additions  are  to  be  algebraic;  in  the  case  of  the  active 
current  the  algebraic  sum  is  the  arithmetic  siun  but  the  reactive  current 
in  the  line  is  the  difference  of  the  reactive  currents  of  the  branches. 
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In  Fig.  63  is  shown  the  vector  diagram  for  frequency  above  the  reso- 
nant frequency  of  the  circuit;  the  line  current  in  this  case  leads  the  voltage 


Ii 


Fio.  61. — Variation  of  reactance,  resistanoe  and  impedance  with  frequency  in  a  circuit 

containing  L,  R;  and  C  in  series! 

SO  the  equivalent  simple  circuit  would  consist  of  a  condenser  in  series  with 
a  resistance^  the  two  having  such  values  that  when  the  simple  circuit  was 
connected  to  a  Une  voltage  E,  the 
current  flowing  would  be  equal,  in 
magnitude  and  phase,  to  /  of  Fig.  63. 

In  Fig.  64  is  shown  the  condition 
when  impressed  frequency  is  so  ad*  CME^Mint^t 
justed  that  the  reactive  ciurehts  in 
each  branch  neutralize  each  other;  in 
this  case  the  simple  circuit  would  con- 
sist of  a  resistance  only.  The  resistance 
of  the  simple  circuit  would,  in  general, 
be  many  times  as  great  as  the  resist- 
ance in  the  actual  branched  circuit. 

In  Fig.  65  the  frequency  is  supposed  lower  than  the  resonant  frequency, 
the  current  taken  by  the  inductive  branch  being  greater  than  that  taken 


Fig.  62. — Branched  circuit,  having  L 
and  R  in  one  branch  and  C  and  R  in 
the  other. 
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by  the  capacity  branch;  the  equivalent  simple  circuit  for  this  case  would 
consist  of  a  resistance  in  series  with  an  inductance. 

The  above  simple  analysis  shows  that  the  branched  circuit  of  Fig.  62 
may  be  represented  by  a  single  circuit,  but  the  constants  of  this  sim(^ 
circuit  must  be  made  to  vary  as  the  frequency  is  varied. 

The  equivalent  R  may  be  obtained  by  calculating  the  PR  loss  in  each 
branch  and  adding  to  give  the  total  loss  in  the  circuit;   this  total  loss, 


Fig.  63. 


FiQ.  64. 


Fia.  65. 


FiQ.  63. — ^Vector  diagram  for  circuit  of  Fig.  62,  line  current  leading. 

FiQ.  64. — ^Vector  diagram  for  circuit  of  Fig.  62,  line  current  in  phase  with  impressed 

e.m.f. 

Fig.  65. — ^Vector  diagram  for  circuit  of  Fig.  62,  line  current  lagging. 


divided  by  the  square  of  the  line  current  (obtained  vectorially  as 
shown  in  Figs.  63-65),  gives  the  equivalent  resistance  of  the  com- 
bination. 

The  equivalent  inductance  or  capacity  is  obtained  by  calculating  the 
reactive  component  of  the  impressed  e.m.f.;  this  equals  E  sin4>  where  Eis 
the  value  of  the  impressed  voltage  and  <t>  is  the  angle  between  the  impressed 
voltage  and  the  Une  current.  This  value  of  e.m.f.,  E  sin  ^,  is  put  equal  to 
2ir/L^/,  where  U  is  the  equivalent  inductance  and  /  is  the  line 
current. 
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In  case  the  line  current  is  leading  sin  ^  is  negative  and  the  equivalent 
inductance  would  be  negative.     In  this  case  the  reactive  component  of 

the  impressed  voltage,  £  sin  ^,  is  put  equal  to  ^~^>  where  C  is  the 

equivalent  series  capacity  of  the  circuit. 

The  circuit  is  analyzed  exactly  most  easily  by  the  use  of  complex  alge- 
bra, a  method  of  treatment  explained  in  all  standard  texts  on  alternating 
currents. 

Let  Zi  =mipedance  of  branch  1  =  Rl+jc»)L; 
Z2  =  impedance  of  branch  2 = ftc  —  J  -7^ ; 
Z  =  impedance  of  the  joint  path. 

1  1  +  1=    1^^    ^ 


Z    Zi    Z2    Rl+juL  '  .  1  . 

Hence  Z= ^  "^' 


fRL+Rc)+j 


<-i)- 


Rationalize  by  multiplying  nimierator  and  denominator  by 


iRt.+Rc)-j(<^L~y 


Collecting  terms  we  have 


RcRL(Rc+Ri,)+Rci»L)2+Ri,r^H\Rc^<'>L-RL'^-^-^(o>L--^] 

(RL+Rcy+Ul—^y 

Of  this  complex  impedance  the  real  part  is  the  effective  resistance  of 
the  branched  circuit  and  the  imaginary  part  is  the  reactance,  or  wL', 
where  L'  is  the  effective  inductance. 


A 


iy 
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So 

fi'  = 7 T-Tn ....      (48) 


{Rl+Rc)^+{<oL—^\ 


In  case  the  resistance  of  the  inductance  is  large  compared  to  that  of 
the  condenser,  Eqs.  (48)  and  (49)  may  be  simplified  to  the  approximately 
correct  forms 

R' r-^ (50) 

m2/e2|-+(m2-l)2 

L'^-L ^ , (51) 

m2/e2|-+(m2-l)2 

where  72'  =  equivalent  series  resistance ; 

L'= equivalent  series  inductance; 

72  =  total  actual  resistance  in  the  circuit,  that  is,  resistance 
of  the  inductive  branch  plus  that  of  the  capacity 
branch; 

C= actual  capacity  of  the  capacity  branch; 

L= actual  inductance  of  the  inductive -branch; 

m= ratio  of  the  impressed  frequency  to  the  resonant  fre- 
quency of  the  circuit  =  27r/vTC. 

In  case  U  comes  out  a  negative  quantity  it  is  converted  to  its  equiv- 
alent series  capacity  by  the  relation 

C'  =  l/(2x/)2(-L').     . (52) 

An  interesting  condition  obtains  in  a  circuit  having  parallel  resonance. 
Thus  suppose  tJiat  the  values  of  L  and  C  and  the  frequency  of  supply  for 
the  circuit  of  Fig.  66  have  been  so  adjusted  that  for  a  voltage  impressed 
across  A-B  the  circuit  shows  no  reactance;  the  power  factor  is  unity  and 

^  the  circuit  shows  resistance  only. 

W  If  the  supply  voltage  is  impressed  across  any  other  two  points  in  the 

circuit,  the  circuit  will  be  in  resonance  for  these  points  also;  if,  for  example, 
the  voltage  is  impressed  across  points  C-D.  the  circuit  will  show  resistance 
only. 
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The  resistance  will  not  be  the  same  when  measured  between  points 
C-D  as  it  is  for  the  points  A-B.  It  may  be  proved  that  the  resistance 
between  any  two  points  in  the  <^ircuit  is  nearly  proportional  to  the  square 
of  the  reactance  included  between  the  two  points,  in  either  branch.  The 
reactance  in  each  branch  of  the  parallel  circuit  will  be  the  same,  no  matter 
where  the  two  points  are  taken,  but  the  reactance  will  be  inductive  in  one 
branch  and  capacitive  in  the  other. 

Fig.  67  illustrates  another  combination  of  inductance  and  condensers; 
such  a  circuit  is  used  in  one  of  the  common  forms  of  radio  telephone  appa- 
ratus.    The  frequency  of  current  in  the  closed  circuit  is  fixed  by  the  ^eso- 

1  C  C 

nant  period  of  this  circuit,  that  is  /= 7=  where  C=^  \  ^  .     The 

2irvLC  C1+C2 

alternating  ciurront  supply  for  the  circuit  is  furnished  across  the  condenser 


o 
o 


o 
o 
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Fig.  66. 
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B 


Fia.  67. 


Fia.  66. — ^Resonant  multiple  circuit. 
Fig.  67. — ^Resonant  multiple  circuit  used  in  a  radio-telephone  set. 

Ci,  and  the  power  factor  of  this  circuit  (i.e.,  between  points  A  and  B) 
is  unitA';  the  impedance  offered  to  the  supply  circuit  is  resistance  only.  If 
the  point  B  is  moved  around  the  circuit  so  as  to  include  part  of  the  induct- 
ance L  in  either  path,  as  shown  at  B\  the  impedance  between  the  two 
points  A  and  B'  would  still  be  resistance  only. 

It  is  often  desired  in  radio  circuits  to  alter  the  impedance  of  the  cir- 
cuit to  which  the  power  is  supplied.  Thus  in  certain  vacuum-tube  cir- 
cuits a  resonant  circuit  (as  shown  in  Fig.  67)  is  used  as  load  for  the  tube 
output  and,  to  get  the  maximum  output  from  the  tube,  the  circuit  must 
offer  resistance  only  (no  reactance),  and  this  resistance  must  have  a  proper 
value.  Evidently  such  a  circuit  as  that  shown  in  Fig.  67  offers  such  pos- 
sibiHty ;  by  properly  adjusting  the  position  of  B'  the  desired  resistance  will 
be  obtained. 
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Varying  the  value  of  Ci,  however,  ha^  the  disadvantage  of  changing 
also  the  frequency  of  the  circuit.  If  Ci  is  held  constant  and  the  point  B 
is  moved  along  the  inductance,  the  effective  resistance  between  pcnnts 
A  and  B  will  vary  while  the  frequency  is  maintained  practically  constant 
Such  a  coimection  scheme  is  generally  used  in  practice. 

To  illustrate  this  idea  with  experimental  data  a  simple  test  was  per- 
formed.   An  inductance  coil,  having  a  tap  near  its  center,  was  connected 

to  a  condenser  as  shown  in  Fig. 
68  and  resonant  frequency  was 
impressed  across  A-C,  The 
values  of  inductance  and  capac- 
ity were  about  as  shown  in  the 
—  diagram,    the  resistance  of  the 

somicroforads    coil  being  about  10.8  ohms.     A 

watt-meter,  voltmeter,  and  am- 
meter were  used  to  measure  the 
input;  the  frequency  was  held 
constant  at  45  cycles,  which  is 
the  frequency  to  give  resonance 
for  L=.628  heniy  and  C=20 
miclx>farads.  The  effective  re- 
sistance was  calculated  by  divid- 
ing the  wattmeter  reading  by  the  square  of  the  ammeter  reading.  The 
results  obtained  are  tabulated  below: 


S 

8 


FiQ.  68. — ^Experimental  resonant  multiple 
circuit  similar  to  that  of  Fig.  67. 


Volts. 

Amperes. 

Watts. 

Effective 
Resistanee,  Ohms. 

Terminals  C-A 

Terminals  C-B 

Terminals  B-A 

105 
105 
100 

.050 
.145 
.170 

5 

14.8 
16.6- 

2000       '^ 

705 
676 

These  values  of  resistance  are  nearly  proportional  to  the  square  of  the 
value  of  reactance  between  the  respective  terminals;  better  results  can- 
not be  obtained  by  this  method,  because  the  current  taken  by  a  condenser 
exaggerates  the  non-sinusoidal  form  of  the  impressed  voltage  and  so  may 
differ  quite  appreciably  from  the  true  sine  form.  In  parallel  resonance 
the  very  small  minimum  line  current  obtained  is  a  result  of  the  inductive 
and  capacitive  currents  of  the  two  branches  neutralizing  each  other;  if, 
however,  the  two  currents  are  not  of  the  same  form,  it  is  evident  that  ihe 
neutralization  cannot  be  very  complete  and  the  Une  current  at  resonance 
will  not  be  as  small  as  it  should  normally  be. 

A  case  of  this  kind  is  shown  clearly  in  the  oscilligram  of  Fig.  69;  the 
generator  supplying  the  power  was  of  an  ordinary  commercial  type,  having 
however,  a  rather  smaller  air  gap  than  is  usual.    The  inductance  and  ca- 
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pacity  were  coonected  in  parallel  and  the  impressed  frequemy  was  varied 
until  the  line  current  showed  a  minimum  value.  The  form  and  phase  of 
the  currents  in  the  two  branches  of  the  circuit  are  shown  well  on  the  film, 
'  and  it  is  at  once  evident  that  the  great  difference  in  form  of  the  two  cnir- 
rents  would  prevent  the  resonance  phenomena  being  very  marked.  Prob- 
ably 50  per  cent  of  the  current  flowing  in  the  condenser  cireuit  is  of  some 
frequency  much  higher  than  that  for  which  the  circuit  was  resonant  and 
at  least  this  much  ciurent  would  persist  in  the  supply  line  no  matter  how 
carefully  the  circuit  was  adjusted  for  resonance. 


This  question  of  upper  harmonics  is  often  of  much  importance  in  the 
operation  of  radio  apparatus;  more  specific  mention  of  the  occurrences 
will  be  made  when  discussing  certain  types  of  radio  generators. 

It  is  possible  to  move  points  A  and  B'  (Fig.  67)  to  such  a  position  that 
there  is  no  reactance  in  either  path.  In  this  case  we  have  a  maximum 
possible  line  current  (for  a  given  impressed  voltage)  and  the  resistance  of 
the  combination  is  a  minimum.  It  is  equal  to  the  resistance  of  one  path 
divided  by  two,  if  the  two  paths'  have  equal  resistances;  if  not  it  is  equal 
to  the  reciprocal  of  the  sum  of  the  reciprocals  of  the  resistances  in  the 
separate  paths.     In  Figs.  70  and  71  are  some  experimental  curves  showing 
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the  characteristics  of  parallel  reeonance;  they  were  obtained  by  anuneter, 
voltmeter,  and  wattmeter  readings,  frequency  being  varied  and  impressed  - 
voltage  being  held  constant.  The  equivalent  resistance  was  obtained 
directly  by  dividing  the  wattmeter  reading  by  the  squared  value  of  the 
line  ajnmeter  reading;  the  equivalent  inductance  or  capacity  was  found 
after  calculating  the  reactive  component  of  the  inpressed  voltage  and 
knowing  the  line  current  from  the  anuneter  reading.  The  alternator 
used  bad  a  very  pure  sine  wave  of  e.m.f .  compared  to  that  given  by  the 
average  machine. 


Fio.  71. — Effect  of  imcreasing  the  resistance  in  a  parallel  rwonant  circuit;  compare 
with  curves  of  Fig.  70. 

A  rather  extraordinary  effect  is  seen  in  these  curves;  the  equivalent 
aeries  resistance  at  resonance  ia  higher  the  lower  the  actual  resistance  of 
the  circuit.  Thus  in  the  first  caee  where  the  actual  resistance  vrea  6  ohms 
the  equivalent  reeiatance  has  a  mftvimiim  value  of  320  ohms;  in  the  second 
case  where  the  actual  resistance  has  been  increased  to  16  ohms  the  maxi- 
mum value  of  A  is  only  240  ohms.  In  neither  case  is  the  equivalent 
lesiBtaQce  nearly  as  great  as  calculation  by  Eqs.  (48)  and  (49)  would  indi- 
cate; the  reason  for  this  discrepancy  lies  in  the  method  of  measurement 
which  involves  an  error  depending  upon  the  non-sinusoidal  form  of  the 
voltage  impressed  on  the  circuit  as  outlined  above. 
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It  will  be  noticed  from  the  curves  given  in  Figs.  70  and  71  that  the 
effective  inductance  of  a  coil  may  be  increased  by  putting  a  condenser 
in  parallel  with  the  coil;  the  equivalent  resistance  of  the  coil  also  increases 
and  this  increase  rapidly  grows  larger  as  the  amount  of  capacity  shunting 
the  coil  is  increased. 

For  the  frequencies  far  removed  from  the  resonant  frequency  of  the 

circuit  (so  that  (m^— 1)  is  large  compared  to  m^R^Y}^^  8®^  rathjer  simple 

formulse  for  the  equivalent  inductance  and  resistance  of  the  coil;     Formuls 
(50)  and  (51)  in  this  case  reduce  to  the  forms 

^'^w^^^ ^^^^ 

L'=-2^ (53) 

Inspection  of  these  equations  shows  that  the  eflfective  resistance  of 
the  circuit  rises  more  rapidly  than  does  the  eflfective  inductance,  especially 
as  the  resonant  frequency  is  approached. 

A  Peculiar  Case  of  Parallel  Resonance. — A  very  interesting  case  of 
resonance  occurs  if,  with  an  inductance  and  condenser  in  parallel,  the 
resistances  in  each  path  are  properly  adjusted.  Thus  suppose  that  the 
resistance  in  the  two  paths  are  equal  and  also  equal  to 


that  is, 


By  inserting  this  condition  in  Eqs.  (48)  and  (49)  it  will  be  found  that  the 
reactance  of  the  circuit  is  zero  for  all  frequencies  and  thai  the  resistance  is 
constant  for  all  frequencies  and  equal  to  the  resistance  of  each  path. 

Resonant  Frequency  of  Parallel  Circuits. — If  we  define  the  resonant 
frequency  of  a  parallel  circuit  as  that  frequency  which  makes  the  reactance 
of  the  circuit  zero,  thus  making  the  power  factor  of  the  circuit  imity,  we 
find  the  resonant  frequency  by  using  Eq.  (49),  putting  the  numerator 
equal  to  zero.    This  gives  the  equation 

or 

from  which  we  get,  
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In  case  the  resistance  of  the  condenser  arm  is  negligible  a  simpler  form 
is  obtained, 


LC  "L2' 


(55) 


It  is  to  be  noted  that  in  parallel  circuits  the  resistances  in  the  circuit 
affect  to  some  extent  the  resonant  frequency  of  the  circuit,  whereas  in 
the  aeiie6  circuit  the  resonant  frequency  is  independent  of  the  resistance. 

The  condition  for  resonance  in  parallel  circuits  (unity  power  factor) 
will  in  general  not  be  the  frequency  which  gives  minimum  line  current. 
In  case  we  had  defined  resonance  as  that  condition  which  gave  minimum 
line  current,  formuke  somewhat  different  from  Eqs.  (54)  and  (56)  would 
have  been  obtained. 

Coupling  of  Various  Kinds — Coefficient  of  Coiq>ling. — When  two  cir- 
cuits are  so  placed  or  interconnected  that  energy  may  be  transferred  from 
one  to  the  other  th^  are  siedd  to  be  coupled.    There  are  three  types  of 
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Fig.  72. — ^Direct  coupling. 


Fia.  73. — ^Inductive  coupling. 


coupling,  resistance,  inductance,  or  condenser  coupling.  In  the  first  (prac- 
tically never  used)  that  part  of  the  network  which  is  common  to  the  two 
circuits  is  a  resistance;  in  the  second,  part  of  the  magnetic  field  generated 
by  currents  in  the  network  is  conmion  to  both  circuits;  in  the  third,  a 
part  of  the  electro-static  field  set  up  in  the  network  is  conmion  to  both 
circuits.  The  coupling  which  uses  the  magnetic  field  is  called  inductive 
or  magnetic  coupling,  and  that  which  uses  the  electric  field  is  called  capac- 
itive  or  static  coupling.  The  magnetic  coupling  may  be  through  an 
inductance  common  to  both  circuits  called  direct^  or  it  may  be  through 
a  mutual  inductance  in  which  case  it  is  generally  called  inductive  coupling. 

The  three  principal  types  of  coupling  are  shown  in  Figs.  72,  73,  and 
74,  that  of  Fig.  72  being  direct,  that  of  Fig.  73  being  inductive,  and  that 
of  Fig.  74  being  capacitive. 

The  extent  to  which  circuits  are  coupled  is  given  quantitatively  by 
the  coupling  coefficient  or  coefficient  of  coupling.  This  is  defined  as  the 
Totio  of  the  common  reactance  of  the  two  circuits  to  the  square  root  of  the  react- 
onces  (of  mmUar  kind  to  that  giving  the  coupling)  of  the  two  circuits. 


80 


FUNDAMENTAL  IDEAS  AND  LAWS 


IC^AF.  I 


Thus  if  X«»= reactance  common  to  both  circuits; 
Xi  =  reactance  of  circuit  1; 
X2  =  reactance  of  circuit  2: 
A; = coupling  coefficient. 


k= 


(56) 


VX^2 

In  Fig.  72  the  total  reactance  of  circuit  1  is  u{Li+M),  that  of  circuit 
is  u(L2+M),  and  the  conunon  reactance  is  uM.    Therefore 

o>M  M 


jfe= 


V«(Za+itf)«(L2+Af)     V{Li+M){L2+M)' 


(57) 


f 


t 


^ims^ 


■'imr-n 


c« 


Ci  c, 

Fia.  74. — Capacitive  coupling. 


jfc  = 


wM 


In  Fig.  73  the  total  inductance  <^ 
circuit  1  is  indicated  by  La+L^;  part 
of  this^  is  in  inductive  relation  to. 
circuit  2  and  part  is  not.  Similarly 
the  inductance  of  the  second  circuit 
consists  of  two  parts  Le  and  Ldj  one 
part  magnetically  coupled  to  circuit  1 
and  the  other  part  not  so  coupled. 
The  conunon  reactance  is  wAf .  Hence 
for  this  case  we  have, 

^  .     .     (58) 


Vu>(La+L,MLc+U)       V(La+JU)(L.+Ltf)* 


The  inductively  coupled  circuit  of  Fig.  73  can  always  be  considered 
as  a  direct-coupled  circuit  after  the  proper  transformations  have  been 
made.  The  inductance  of  circuit  2  must  be  decreased  in  the  ratio  Lt/Lc 
and  the  capacity  of  circuit  2  must  be  increased  in  the  ratio  Lc/Li,.  Tlis 
transformation  of  the  in- 
ductance and  capacity  of  .,^,1^;,^:^  _ 4^^ 
circuit  2  leaves  the  omHo-  I  0000  1  g  J— ^000000 
tion  constant  (LC)  the  same  "^ 
as  it  was  with  the  original 
values  of  L  and  C. 

The  M  of  the  equivalent 
circuit  is  obtained  by  multi- 
plying the  actual  value  of  M 
by  the  ratio  VLe/Lo-  Let 
us  call  these  new  values  M', 

L'ct  I/'«fi  and  C'2.  The  inductively  coupled  circuit  is  now  replaced  by  the 
direct-coupled  chxjuit  similar  to  that  of  Fig.  72.  For  the  L  of  Fig.  72 
we  use  {La+U)-M'  and  for  the  L2  of  Fig.  72  we  use  {Uc-Vd)-M\ 


O.Siif 


10m/ 
Fig.  75. — Inductively  coupled  circuits. 
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An  actual  inductively  coupled  circuit  is  shown  in  Fig.  75;  the  coefficient 
of  coupling  of  the  two  coils  of  the  transformer  is  80  per  cent,  or 

M = 0.8 VI X 0.1 = 0.253  henry..  - 


In  Fig.  76  the  inductances  of  the  second  circuit  have  been  decreased 
in  the  ratio  0.1/1  and  the  

I '6oo(X>^     r^mmsG^ 


0.1  h 


Ifl 


8m/ 


m/ 


capacity  has  been  increased 
in  the  ratio  1/0.1.  The 
coefficient  of  coupling  must 
remain  as  it  was  for  Fig.  75, 
so  we  decrease  JIf  in  the  ratio 

aHJ-,  giving  it  a  value  of 

0.08  henry. 

The   direct-coupled  cir-  j^^   76.-<:Jircuit  of  Kg.  76  reduced  to  an  equivalent 
cuit,    which    is    the   exact  1:1  ratio  circuit, 

equivalent   of   the    induc- 
tively coupled  circuit  of  Fig.  76,  is  now  given  in  Fig.  77.    The  total  L  of 
circuit  1  is  the  same  as  that  of  Fig.  76,  0.08  henry  being  coupled  100  per 
cent  to  circuit  2;  similarly  the  total  inductance  of  circuit  2  is  the  same  as 
it  is  in  Fig.  76. 

The  coefficient  of  coupling  of  the  circuit  of  Fig.  77  is 

^•^      =0.232, 


Jfe 


V0.2X0.6 


and  for  the  actual  inductively  coupled  circuit  of  Fig.  75  it  is 


^•^^1=--= 0.232, 


0.12  b 


O 
O 

§o.oeh 


8/*/ 


V0.2X6.6 

which  is  just  the  same  as  for  the  substituted  direct  coupled  circuit. 

■nTCTmrL-n.-  ^*  ^  possible  to  replace 

r—  0000000^      I  an  inductively  coupled  cir- 

cuit by  one  directly  coupled 
without  making  the  trans- 
formations explained  above. 
Calling  the  total  inductance 
in  primary  and  secondary 
of  the  inductively  coupled 
^f*f  circuit  La  and  L^  respect- 

FiG.  77. — ^Direct-coupled   circuit  equivalent  to  in-  ively,   and  the  mutual  in- 
ductively coupled  circuit  of  Fig.  76.  ductance  Af,then  the  direct- 
coupled  circuit  is  written 
down  at  once  as  shown  in  Fig.  72  by  making  Za  =  L3— M  and  L2  =  La—M. 
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The  same  values  of  M,  Ci  and  C2  are  used  in  the  direct-ooupled  circuit 
as  in  the  inductively  coupled  circuit.^  The  justification  for  making  the 
change  from  one  type  of  circuit  to  the  other  may  be  seen  upon  writing 
the  equations  for  the  reactive  voltages  of  the  two  circuits  of  Figs.  72  and 
73.    For  Fig.  72  we  have, 

a)Li/i-^+a)M(/i~/2)  =  0, (59 

a)L2/2— &-+«Jlf(/2-/i=0 (60) 

0)02 


and! 


For  the  circuit  shown  in  Fig.  73  we  may  put  La+Lb^Lz  and  Le+L^^  L^; 
the  reactive  voltages  for  these  circuits  then  become, 


and 


a)L3/i-^-«M/2  =  0,       (61) 

«L4/2 — ^-a)Jlf/i  =  0 (62) 

0)02 


Put  Ls^Li+M  and  L4  =  L2+Af  and  these  equations  become 

a)(Li+M)/i-^~coilf/2  =  0, (63) 

and 

a)(L2+M)/2-^-a)M/i  =  0 (64) 

By  collecting  terms  these  may  be  changed  into  the  forms, 

a,Li/i— 4^+a)M(/i-/2)=0, (66) 

and 

a)L2/2-^+a)Jif(/2-/i)=0. (66) 

But  these  equations,  which  are  for  an  inductively  coupled  circuit,  are 
identical  with  Eqs.  (59)  and  (60),  which  are  for  the  directly  ocupled 
circuit. 

The  author  does  not  believe  that  this  method  is  as  satisfactory  a  one 
as  that  using  transformed  L  and  C  in  the  secondary  because  of  certain 
ambiguities  which  may  arise.  As  an  illustration  of  the  cases  in  which 
the  method  works  out  all  right  we  take  Fig.  78.  For  the  Li  of  Fig.  72 
we  must  put  0.2—0.1=0.1  henry  and  for  L2  of  Fig.  72  we  put  0.4—0.1  = 
0.3  henry.  Af ,  Ci  and  C2  remain  as  in  Fig.  78.  The  equivalent  directly 
coupled  circuit  is  given  in  Fig.  79;  it  is  electrically  equivalent  to  Fig.  78, 

^  See  Bulletin  74  of  the  Bureau  of  Standards,  p.  50. 
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Now  suppose  the  circuit  of  Fig.  75  to  be  treated  in  this  maimer;  for 
L\  we  obtained  0.2— 0.253= —0.053  henry.  This  means  that  instead  of 
putting  in  an  inductance  for  the  Li  of  Fig.  72  we  must  put  a  condenser, 
the  capacity  of  which  is  such  that  its  reactance  is  equal,  in  magnitude, 
to  that  given  by  0.053  henry  of  inductance. 


0.4  h 


0.2  h 


o 
o 
o 


0.1  b 


0.8  h 


c5 
I 


5m/ 


§ 


8m/ 


aih 


8m/ 

Fia.  78.'  Fia.79. 

Fig.  78. — ^Inductively  coupled  circuit. 
Fig.  79. — Direct-coupled  circuit  equivalent  to  circuit  of  Fig.  78. 


5/*/ 


For  the  circuit  shown  in  Fig.  74,  we  get  the  coupling  coefficient  from 
Eq.  (56)  in  the  following  manner.^ 

Mutual  capacity  reactance  =  — ^r- 

Capacity  reactance  of  circuit  l  =  -77-H — tt^—ft^ 

0)0 1     a)Cin     oaLa 

in  which 

c L_ 

JL+i.' 

Cl      Cm 


Capacity  reactance  of  circuit  2=—pr-\ 


in  which 


C»  = 


(>>C2      (oCm      <i)C»' 
1 


^1- 


C2      Cm 

Hence  Eq.  (56)  becomes  for  this  case, 

1 


«C 


m 


y/CjC. 


tfljt 


'm 


(67) 


>  For  more  complete  analysis  of  capacitively  coupled  circuits  and  comparison  of 
capacitive  and  inductive  coupling  see  Cohen,  "Electrostatically  coupled  circuits," 
Pioc.  I.  R.  E.,  Vol.  8,  No.  6,  Oct,  1920. 
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A  rather  more  complicated  case  of  static  coupling  is  given  in  Fig.  80; 

in  this  case  the  application  of  Eq. 


(56)  results  in  the  formula 

V(Cl+C3)(C2+C3)' 

in  which 

Cz 


(68) 


C'C 


// 


C'+C 


Fia.  80. — Complex  capacitive  coupling. 


In  certain  radio  receiving  sets 
combined  capacitive  and  inductive 
couplings  are  used,  as  indicated  in  Fig.  81,  in  this  case  the  coeflScient  of 
magnetic  coupling  and  that  of  static  coupling  are  calculated  separately, 
and  the  actual  coeffi- 
cient of  coupling  is  |  5D006 
the  sum  or  difference 
of  these  two,  accord- 
ing as  the  e.m.f.'s 
induced  in  circuit  2 
through  the  two  types 
of  coupling  are  in  phase 
or  180®  out  of  phase 
with  each  other. 

In  another  coupUng 
scheme  (shown  in  Fig. 
82)  a  so-called  Unk  cir- 
cuit, untimed,  is  used  to  connect  the  other  two  circuits.     In  this  case  the 
coupUng  between  circuits  1  and  2  is  obtained  by  calculating  the  coupling 
of  circuits  1  and  3  and  then  that  of  3  and  2. 


Fig.  81. — Combined  capacitive  and  inductive  coupling. 


A;i-a  = 


Mi- 


1-2 


VLi(L2+L3)' 


ft3-2  = 


Mz 


y/U{L2+uy 


Then 


Aji-2  =  A;i-8XA;3-2  = 


Ml,2XJf3-4 


(69) 


1  In  case  it  is  not  evident  just  what  the  mutual  reactance  of  the  two  circuits  is  it 
may  be  obtained  by  calculating  the  voltage  generated  in  circuit  2  when  a  current  of 
one  ampere  is  flowing  in  circuit  1,  or  vice  versa.  This  voltage  is  equal  to  the  mutual 
reactance,  in  ohms. 
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Resonance  in  a  Circuit  to  which  Another  Circuit  is  Magnetically 
Coupled. — In  discussing  this  question  we  shall  calculate  the  effect  of  cir- 
cuit 2  on  the  resistance  and  reactance  of  circuit  1.  The  method  of  analysis 
is  somewhat  more  elementary  than  that  ordinarily  given  (which  depends 


Ci 


o 


Circuit  1  Circuit  3 

Fig.  82. — "  Link-circuit "  coupling. 


Circuit  2 


upon  the  solution  of  simultaneous  differential  equations),  and  perhaps 
leads  to  a  clearer  insight  into  the  mutual  reactions  of  the  two  circuits. 
We  shall  assume  unit  current  flowing  in  the  primary  (circuit  1),  and  get 
the  voltage  E2  induced  in  the  second  circuit  by  this  current.  This  volt- 
age wiU  produce  current  in  the  second  circuit,  which  current  wiU  be  divided 
into  its  active  and  reactive  components  (in  phase  with  E2  and  90°  out 
of  phase  with  E2).  The  active  component  will  be  90°  behind  the  pri- 
mary current  and  will  produce  a  voltage  back  in  the  primary  circuit 
which  will  be  180°  out  of  phase  with 
the  primary  current;  from  this 
voltage  we  calculate  the  effect  of 
the  second  circuit  on  the  resistance 
of  the  first. 

The  resistance  of  a  circuit  may 
be  defined  as  the  counter  voltage  set 
up  in  the  circuit  by  a  currerU  of  one 
ampere  flowing,  this  counter  voUage 
to  be  180°  out  of  phase  vrith  the  cur- 
rent;  in  the  same  way  the  reactance  of  a  circuit  may  be  considered  as  the 
counter  voltage  set  up  in  the  circuit  by  a  current  of  one  ampere,  the  counter 
voltage  to  be  90°  oiU  of  phase  with  the  current. 

In  Fig.  83  suppose  the  current  /i,  is  one  ampere  at  frequency  «/2x. 

Voltage  induced  in  the  secondary 


Fia.  83. — ^Inductively  coupled  circuits, 
neither  circuit  having  a  condenser. 


E2  —  (aMIi  =  (aM. 


(70) 


Current  in  circuit  2, 


E2    <t>M 


/2  =  ^  = 


Z2  Z2 


(71) 
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and  this  current  lags  behind  £2  by  an  angle  B,  defined  by  the  equation 
tan  B  =  «Z/2//fe.    The  active  component  of  h  is  in  phase  with  E2  so  we  put 

h  cos  ^  =  -^— X-^r. 
Z2        Zi2 

The  voltage  induced  in  circuit  1  by  this  current  is 

/2Cos^X«Af=^^«Jlf=(^j  B2 (72) 

As  this  voltage  lags  90"^  behind  the  inducing  current  h  cos  B  and  as  I2  ooe  9 
lags  90®  behind  h  this  voltage  ( ^  j  ^2  is  180®  behind  /i  and  so  is  an  IR 

reaction.    As  we  assumed  unit  current  in  circuit  1  this  voltage  (-^^)  Ri 

is  really  the  increase  in  resistance  of  circuit  2,  in  ohms,  due  to  the  cuirwit 
in  circuit  2.    Hence  the  apparent  resistance  of  circuit  1  is  evidently 

R\^Ri  +  {^J'r2 (73) 

Now  the  reactive  current  in  circuit  2  is  /2  sin  ^,  and  this  current  lags 
90®  behind  B2,  which  itself  lags  90°  behind  I\,  The  voltage  induced  in 
circuit  1  by  this  current  I2  sin  B  will  be  equal  to  <aMl2  sin  d,  and  this 
wiU  lag  90®  behind  the  inducing  current  h  sin  B^  .and  hence  will  lag  270^ 
behind  /i,  that  is  it  leads  I\  by  90®. 

Now  the  reactive  voltage  in  circuit  1  due  to  Li  is  90®  behind  the  cur- 
rent I\.  This  may  seem  incorrect  at  first  glance,  because  it  makes  the 
current  /i  lead  the  reactive  voltage  by  90®,  whereas  we  know  that  an 
inductive  circuit  draws  a  lagging  current.  It  must  be  remembered  that 
the  component  of  the  impressed  voltage  which  overcomes  the  reacting 
voltage  of  the  circuit  must  be  180°  ahead  of  the  reacting  voltage  itself; 
this  makes  the  current  in  an  inductive  circuit  lag  behind  the  impressed 
voUage,  as  it  should. 

It  appears  then  that  the  voltage  induced  in  circuit  1  by  the  current 
/2  sin  ^  is  180®  out  of  phase  with  the  reactive  voltage  in  circuit  1  due  to 
Li  of  circuit  1,  hence  the  total  reactive  voltage  of  circuit  1  will  be  less 
when  circuit  2  is  present  than  when  it  is  not  present. 

The  amount  of  voltage  induced  in  circuit  1  by  72  sin  0  is  (0MI2  sin  $ 


and  this  is  equal  to  (-«-  j  a)I/2. 


So  the  total  reactive  voltage  in  circuit  1  when  a  current  of  one  ampere 
is  fiowing  is 


wLi  — (^)  a)L2  =  wf  Li-f-^j  L2J, 
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and  from  this  we  get  the  equivalent  self  induction  of  circuit  1, 

-'.--.-(f)'-» 


(74) 


It  is  therefore  seen  that  the  effect  of  the  current  in  circuit  2  is  to  increase 
the  resistance  of  circuit  1  by  the  amount  ( -«-  )  R2  and  to  decrease  its  self- 


induction  by  an  amount  ( -j^— )  Z/2. 


Z2/ 


i 


I 


In   such  a  circuit  as  that  shown  in  Fig.  84  we  can  at  once  write  the 

characteristics  of  circuit  1  by  using  EJqs. 


WAT 


lI 

o 
o 


i 


M 


(73)  and  (74). 


R'i  =  Ri+ 


( 


Z2) 


R2 


Ci 


Fig.  84. — Inductively  coupled  cir- 
cuits with  a  condemier  in  the 
primary. 


■'.—(f) 


L2 


E 


T  ^2 


VRf744Mf)^^)-=^J 

laME 


(75) 


^>/RfHMKMfH^ 


(76) 


These  two  equations  may  be  written  in  a  somewhat  more  convenient  form 
by  combining  terms, 


-y[r(«Jtf)H-fii«2  -  «L2 /coLi  -  ^)  1 V  Lz/aiei + «2  (wLi  -  ^  )  1^ 


(77) 


72  = 


E<j)M 


\W 


Jlf)2  +  ftB2-«L2(«Ll— ^yr+ LL2fll  +  /22(«Z/2-^)l 


(78) 


In  case  the  impressed  frequency  is  adjusted  to  give  resonance  in  the 
primary  circuit  (without  the  presence  of  the  secondary)  these  equations 
reduce  to  the  forms 

^^^  ....     (79) 


/i  = 


EuM 


/2  = 


V(«2A/2+ «,  Ri^+c.'^Li^Ri^' 


(80) 
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If  JIf  is  varied  a  maxiiniim  current  will  occur  in  the  secondary  when 

O)  W2  =  RiVR2^+  (a)L2)2  =  R1Z2 (81) 

For  this  value  of  M  the  values  of  the  two  currents  become 

^     RiV2{Z2^+R2Z2) 

72  = ; — (83) 

RiV2(Z2^+R2Z2) 
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Fia.  85. — ^Variation  of  current  with  M  in  circuit  of  Fig.  84,  for  two  values  of  secondaiy 

resistance. 


Fig.  86  shows  a  set  of  experimental  curves  to  illustrate  the  relations  givai 
above;  the  circuits  were  arranged  as  shown  in  Fig.  84  and  the  frequency 
adjusted  for  the  value  which  gave  resonance  in  the  primary  alone;  the 
coupling  was  then  varied  and  the  two  currents  went  through  variations 
as  appear  from  the  curves. 

With  the  same  value  of  frequency  as  used  for  the  curves  of  Fig.  85 
and  that  coupling  which  gave  maximum  secondary  current  (which  value 
of  coupling  does  not  vary  greatly  as  the  secondary  resistance  is  varied, 
so  long  as  the  secondary  resistance  is  small  compared  to  the  secondaiy 
reactance)  a  series  of  readings  was  taken  to  show  the  effect  of  the  secondary 
resistance  on  secondary  current  and  so  on  the  amount  of  power  trans- 
mitted to  the  secondary  circuit.     The  results  are  shown  in  Fig.  86;    it 
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coupling  constant. 
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is  seen  that  the  adjustments  for  maxiinum  power  of  this  circuit  are  not 
very  critical. 

The  resonance  curve  for  such  a  circuit  as  that  shown  in  Fig.  84  difFers 
from  the  curve  of  the  primary  alone  in  that  the  critical  frequency  is  higher 
and  the  resonance  curve  is  not  so  sharp.*  The  resistance  of  circuit  1  is  in-  • 
creased  by  the  amount  given  in  Eq.  (73)  and  the  inductance  is  decreased  by 
the  amount  shown  in  Eq.  (74).  Fig.  87  shows  the  resonance  curve  of  a  cir- 
cuit arranged  like  that  of  Fig.  84;  in  dotted  lines  is  shown  the  resonance 
curve  of  the  primary  without  the  presence  of  the  secondary.    The  same 
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Fig.  88. — Current  vs.  frequency  in  circuit  of  Fig.  84  with  added  secondaiy  resistance. 

voltage  was  appUed  to  the  primary  circuit  in  getting  the  two  sets  of  ciuves, 
hence  the  magnitudes  of  current  for  the  two  curves  give  an  exact  measure 
of  the  eflfect  of  the  secondary  circuit  upon  the  first.  The  calculated  i2' 
and  L'  of  the  primary,  using  first  the  experimental  data  on  the  curve  sheet 
of  Fig.  87  and  then  Eqs.  (73)  and  (74)  agree  within  the  precision  of  the 
experimental  work. 

The  resistance  of  the  secondary  circuit  was  then  increased  by  12  ohms 
and  another  resonance  curve  taken;  the  results  are  shown  in  Fig.  88; 
the  curves  of  Fig.  87  are  shown  in  dotted  lines  for  comparison.  It  is  seen 
that  the  addition  of  resistance  to  the  secondary  circuit  makes  the  sharp- 
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ness  of  resonance  less  and  the  effect  of  the  secondary  in  determining  the 
resonant  frequency  of  the  primary  is  somewhat  less  than  for  the  lower 
resistance  secondary  circuit. 

We  will  next  consider  the  circuit  shown  in  Fig.  89;  the  condenser  is  now 
in  the  secondary  circuit  instead  of  the  primary. 

In  this  circuit  the  resistance  of  the  primary  is  always  increased  by 
the  presence  of  the  secondary,  but  the  effect  upon  the  inductance  depends 
upon  the  frequency  impressed  on  the  primary  circuit.  If  the  fre- 
quency is  such  as  to  satisfy  the  condition  for  resonance  in  the  secondary 

(/=r-7/===  J,  the  apparent  inductance  of  circuit  1  will  be  the  same  as 

the  actual  inductance,  that  is,  the  presence  of  circuit  2  does  not  affect  the 
inductance  of  circuit  1.     With  higher 

frequency  the  appar-     I    ^^^^^j^^^ 
of  circuit  1  is  decreased 


than   resonant 
ent  inductance 


S 


I 


M 


z 


\ 


Fia.  89. — Inductively  coupled  circuit 
with  condenser  in  secondary. 


by  circuit  2  and  with  lower  fre- 
quency the  inductance  of  circuit  1  is 
increased.  In  other  words,  if  h  lags 
behind  E2y  the  effect  on  circuit  1  is 
to  reduce  the  apparent  inductance, 
whereas  if  the   current  in   circuit   2 

leads  the  generated  voltage  in  this  circuit,  the  effect  on  circuit  1  is  to 
cause  an  increase  in  the  apparent  inductance. 

Applying  Eqs.  (73)  and(74)  to  the  circuit  of  Fig.  89  we  get, 

Z2) 


R\^Ri+l-^)  £2. 


(84) 


in  which 


It  is  seen  that  if  -^tt  is  greater  than  L2,  L\    is  greater  than  Li;  if 
L2=-o7>-»  L'i  =  Li:  if  L2  is  greater  than  —^/r  then  V\  is  less  than  L\, 

CirC2  w  C2 

Using  the  constants  given  in  Eqs.  (84)  and  (85)  we  can  write  at  once 

•     E 


/i  = 


>/Rf)'«'j'+H^-(f)'r^--^i'' 


(86) 


«2C2/J 


'  ^A 


Eo)M 


'"Hfr'"M'"-im'--M 


-•2' 


(87) 
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which  may  be  somewhat  sunplified  to  the  forms 

EZ2 


/i= 


4 


«2(3f2- LlL2)+^  +  ftlie2 


C2 


slVw^l^ 


LiR2-^  L2R1 


__RiV' 


(88) 


/2  = 


EuM 
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(02(3f2-LlL2)+^  +  ieiB2 


f+"'l 


I'lfl2  +  I/2/?l 2p~  I 


(89) 
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Fig.  90. — Cxurent  versus  frequency  in  circuit  of  Fig.  89. 

In  Fig.  90  are  shown  curves  of  primary  current  in  such  a  circuit  as 
given  in  Fig.  89;  the  voltage  impressed  on  the  primary  circuit  was  held 
constant  at  100  volts,  and  the  frequency  varied  through  a  suitable  range 
and  current  readings  taken  for  three  values  of  coupUng  between  the  two 
circuits.  The  value  of  primary  current  was  also  taken  with  secondary 
circuit  open,  and  is  shown  in  dotted  line.  From  these  curves  it  is  seen 
that  the  effect  of  the  secondary  circuit  may  be  either  an  increase  or  decrease 
in  the  primary  current,  depending  upon  the  frequency  used.  In  Fig.  91 
are  shown  the  values  of  change  in  primary  resistance  and  reactance  brought 
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about  by  the  action  of  the  current  in  circuit  2;  they  were  determined  hy 
subtracting  from  the  apparent  resistance  and  reactance  of  circuit  1  the 
values  of  these  quantities  when  the  secondaiy  circuit  was  open. 
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Fig.  91. — Change  in  primary  resistance  and  reactance  due  to  presence  of  secondary 

circuit,  for  various  frequencies. 


A  closer  study  of  these  curves  will  be  worth  while  when  analyzing  the 
action  of  certain  oscillating  tube  circuits.  An  oscillating  tube  may  refuse 
to  function  if  the  resistance  of  the  circuit  to  which  it  is  connected  is  too 
high  and  it  will  be  found  that  a  tube  may  be  made  to  stop  oscillating  by 
tuning  to  its  circuit  another  circuit  coupled  to  it.    The  reason  is  to  be 
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found  in  the  extra  value  of  the  resistance  added  to  the  oscillating  circuit 

by  the  second   circuit   when 

this  second  circuit  is  hrou{fid 

into  resonance  with   the    tube 

circuit. 

We  next  consider  the  more 

general  case  of  two  coupled 

circuits,   each   of  which   has 

inductance,      capacity,     and 
F.G.  92.-General  ^jf^inductively  coupled       ^^^^^^^    ^    indicated     in 

Fig.  92.     The  resistance  and 
inductance  of  circuit  1  are  obtained  from  E3qs.  (73)  and  (74),  as  before. 

jB'i  =  i?i+(-«— j  jB2   .    .    . (90) 


(91) 


Then  we  have, 
h 


E 


>/F©HM(^-^)-(f)X^^)I 


(92) 


/2  = 


EuM 


^-^AfMHi'^-M-im^-M 


r,(93) 


in  which 


Z.^yJR,^+{.L,-^^' 


In  Ek|.  (92)  the  resistance  term  of  the  impedance  is  nearly  constant  as 
the  frequency  is  varied.  The  fraction  <aM/Z2  is  evidently  nearly  constant 
as  0)  is  varied  until  «  approaches  such  a  value  that  (a)Z/2—  I/WC2)  is  neariy 
equal  to  zero.  In  this  region  of  frequency  variation  the  resistance  Ri 
varies  greatly  as  frequency  is  varied  and  any  solution  which  we  may  reach 
on  the  basis  of  R\  remaining  constant,  therefore,  will  not  be  accurate  for 
frequencies  in  the  vicinity  of  the  natural  frequency  of  the  secondary  circuit. 
Resonant  Frequencies  in  Coupled  Circuits.— On  the  assumption  that 
jB'i  is  constant  it  is  evident  that  /i  will  be  a  maximum  for  any  frequency 
that  makes  the  reactance  term  of  the  impedance  equal  to  zero.  Hence  we 
write  as  the  condition  for  resonance 
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If  now  we  again  n^Iect  R2  in  comparison  with  (<'^~^T7r)  thus  making 
it  poesible  to  replace  Z2  by  ("^2— -tt),  we  have 

Li — hr--, — ^,    ,Jl2 — hA'-'O.       .    .    .    (96) 


1  ^        (t     J_\«n 


Now  Eq.  (95)  can  be  written, 


LiL2-;;;^,-^;;2C^+^;^^^-M2.0, 


0)* 


which  can  be  changed,  by  multiplying  through  by  y-?-,  to  the  form 

1/2^2      i/lCl      LlCiLf2C2       Lllt2 

If  we  now  put 

1  1  ,   ,         M 

«i=— 7==,  «2=— ^:^^  and  * 


we  ffeti 

a)*(l-Jfc2)-a)2(a)i3+«2^)+a>i2co22-0 (96) 

The  solution  of  this  equation  is  obtained  by  dividing  through  by  (1— fc^), 
properly  completing  the  square  of  the  left-hand  member  and  extracting 
the  square  root,  which  gives 

,     ctfr+a>2^=bV(ctfi^+a>2^)^~4(l-A:2)a)iW 
.  "^^  2(1^*2) 

By  combining  terms  under  the  radical  this  becomes 

o  _  0)1^+0)2^:^:  V(ctfi^  —  <>>2^)^+4fe^a)l^ft?2^ 
"^^  2(l-jfc2)  • 

The  two  solutions  for  w,  which  we  call  «'  and  «'',  are 


«'=V 


<«>l^  +  <«>2^  —  V(c0l2  —  c«>2^)2-|-4/j2^j2^2 


2(1 -F) 

and 


•    •    • 


(97) 


«"  =  V' 


«i*+«2^+v'(wi^^w?)^+4Pwi^2 


2(l-ifc2)  .... 

When  A;  is  large  (approximately  unity)  the  values  of  w'  and  «"  are  nearly 


(98) 


"'  =  %^ 


and 

'  +  «2^ 


(01  a>2 


„...j'^+ 


J, (100) 
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When  k  is  small  the  values  of  w'  and  «"  approach  the  Umits 


U)  = 


C02 


vT^2' 


and 


co''  = 


wi 


vr^' 


(101) 


(102) 


In  Fig.  93  are  shown  the  relations  between  «'  and  «"  and  k;  for  small 
values  of  k  Eqs.  (101)  and  (102)  determine  the  values  and  for  the  larige 
values  of  k  Eqs.  (99)  and  (100)  are  used. 

In  radio  operation  it  is  the  practice  to  tune  the  primary  and  secondary 
circuits^  that  is,  adjustments  are  made  to  make  coi  equal  to  d^.  In  this 
case  Elqs.  (97)  and  (98)  reduce  to  the  veiy  simple  forms 


0)'  = 


CO 


and 


in  which  w  =  coi  =  a>2. 


Vl+k 


„  CO 

CO    = 


Vi^' 


(103) 


(104) 


<i> 


n 


W,-C», 


Value  of  h 
Fia.  93. 


1.0 


Value  of  le 
Fia.  94. 


LO 


Fig.  93. — ^Variation  of  w'  and  w"  with  k  in  coupled  circuits,  primary  and  secondary  not 

tuned. 

Fig.  94. — Variation  of  «'  and  w"  with  h  in  tuned  coupled  circuits. 

The  curves  of  variation  in  co'  and  co''  as  the  coupling  is  varied  for  this 
case  of  tuned  circuits  are  shown  in  Fig.  94.  It  is  seen  that  for  weak  cou- 
pling both  co'  and  co"  approach  co,  the  natural  frequency  of  each  circuit;  how- 
ever, it  has  been  pointed  out  that  the  neglect  of  JR2  in  obtaining  the  sdu- 
tions  of  the  resonant  frequencies  that  the  values  of  co'  and  co"  do  not  hold 
good  when  they  have  values  in  the  vicinity  of  the  natural  frequency  of 
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the  secondary  circuit.  Hence  we  can  now  see  that  jar  weak  couplings  the 
soliUians  for  co'  and  cj"  do  not  ttold  good. 

Referring  to  Eq.  (93)  it  is  seen  that  h  =  h  >,-,  and  hence  in  so  far  as 

the  factor  -^-  is  independent  of  the  frequency  changes,  I2  wiU  have  maxi- 
mum  values  at  the  same  frequencies  as  give  maxima  for  7i.  However,  the 
factor  -^  is  not  independent  of  the  frequency,  and  this  is  especiaQy  so 

in  the  r^on  of  frequency  fixed  by  the  relation  ( a>L2— -rr  j  =0;    for  f re- 


Frequency 
FiQ.  95. — Reeon&nce  curves  for  circuit  of  Fig.  92. 

quencies  less  than  this  the  value  of  -y-  increases  with  the  frequency  and 

for  values  of  frequency  higher,  the  value  of  ^-  decreases  with  an  increase 

Z2 

of  frequency. 

We  can  then  conclude  that,  for  frequencies  in  the  region  of 


«2  = 


VL2C2 


Eqs.  (103)  and  (104),  while  incorrect  for  primary  current  maxima,  are 
still  more  incorrect  for  the  maxima  of  secondary  current.    In  consequence 

of  the  changes  in  the  value  of  -^—  noted  above,  we  may  predict  that  when 

Z2 

«'  and  «''  are  not  in  the  region  of  02  the  calculated  values  of  w'  and  w" 

will  be  more  accurate  for  the  primary  than  for  the  secondary  circuit,  and 

that  the  actual  value  of  co'  of  the  secondary  circuit  will  be  somewhat 
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higher  than  that  for  the  pnmary  and  that  the  actual  value  of  oi"  for  the 
secondary  will  be  somewhat  lower  than  «"  for  the  primary  current. 

The  general  form  of  the  resonance  curve  of  the  circuit  shown  in  Fig. 
92  is  indicated  in  Fig.  95;  the  dotted  curve  shows  the  resonance  for  one 
circuit  by  itself. 

The  value  of  the  coefficient  of  coupling  can  be  calculated  from  the 
spacing  of  the  resonance  peaks  of  the  current  curves;  thus  from  Eqs. 
(103)  and  (104)  we  get  the  relation 

•'2      i_;fc 


CO 


CO 


''2 


1+ifc' 


from  which  there  is  obtained 


jfc= 


co''2-co'2 


co"2+w 


'2- 


(105) 


Fig.  96. — ^Experimental  resonance  curve  for  single  circuit. 

In  case  the  resonance  frequency  of  one  circuit  by  itself  is  known,  and 
assuming  tuned  circuits,  the  equation  for  coupling  value  becomes  more 
simple  in  form,  giving  the  closely  approximate  value 


jfc  = 


co"-co' 


CO 


(106) 


CO  being  the  frequency  of  one  circuit  by  itself. 

In  the  foregoing  discussion  of  resonant  frequencies  formulae  have  been 
derived  using  co  for  frequency;  it  is  of  course  to  be  remembered  that  co  is 
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not  frequency,  but  2jr  times  the  frequency.  The  value  of  «  has  been  used 
rather  than  frequency  itself  to  save  the  repeated  writing  of  the  quantity 
2ir  throt^out  all  the  derivations. 

In  Figs.  96  to  103  are  shown  some  experimental  curves  of  resonance 
in  coupled  circuits  for  different  conditions  as  regards  coupling,  resistances, 
tuning,  etc. ;  Fig.  96  shows  the  resonance  curve  for  a  single  circuit  having 
L= 0.140  henry,  C=28.9  microfarads,  and  JR=4.50  ohms. 

Fig.  97  shows  the  resonance  curves  for  two  coupled  circuits,  each  cir- 
cuit had  the  same  constants  as  those  given  for  Fig.  96;  the  coefficient  of 
coupling  was  0.36.  The  curve  of  primary  current  is  shown  by  the  full 
line  and  that  for  the  secondary  circuit  by  the  dotted  line.    The  two  reso- 


rt 4   086O<*«S7OS«08  8O<A   <  8  90  <  ^   «  s  100<   «   «  8  not  i   0  s  120*  *  > 

Prequenny 

FiQ.  97. — ^Resonance  curve  for  coupled  circuits;   each  circuit  having  constants  as  in 

Fig.  96. 

nant  frequencies  check  with  those  calculated  from  Eqs.  (103)  and  (104) 
within  the  precision  of  the  test. 

In  Figs.  98  and  99  are  shown  curves  of  current  for  the  same  two  cir- 
cuits as  those  used  in  Fig.  97  but  with  different  values  of  coupling,  this 
being  0.18  for  Fig.  98  and  0.07  for  Fig.  99.  It  may  be  seen  that  with 
small  values  of  coupling  the  two  frequencies  merge  into  one  another  and 
Eqs.  (103)  and  (104)  do  not  predict  accurately  the  resonant  frequencies 
of  the  primary  circuit  and  for  reasons  noted  in  the  derivation  of  the  f ormuke ; 
the  predicted  values  of  «'  and  w''  for  the  secondary  circuit  differ  from  the 
actual  values  more  than  do  those  of  the  primary  circuit. 

A  peculiarity  of  all  these  resonance  curves  is  seen  in  the  relative  values 
of  the  primary  and  secondary  currents;   between  the  two  resonant  fre- 
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quencies  the  secondary  circuit  carries  a  greater  current  Uian  the  primary 
but  for  all  other  frequencies  the  primary  carries  a  greater  current.  If 
a  weaker  coupling  than  that  used  in  the  adjustments  for  Fig.  99  had  been 


U=U=.HO      a=C.=  28.9x10""      R,-Ro=4.5Q      E  =  80  volte       K^-^ 


1  I  I  I  I  I  I  I  I  IT 


I  I  I  I  I  I  I  I  I  m 


6860SA«A70*««>80»^*S90<-A«   Slops  ^  «   ^UO*  *   «  •420t  * 

Trequenosr 

Fig.  98. — ^Resonance  curves  for  circuit  as  shown  in  Fig.  97,  A; =0.18. 
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FiQ.  99. — ^Resonance  curves  for  circuit  as  shown  in  Fig.  97,  it  "■0.07. 

used  it  would  have  been  foimd  that  the  primary  current  was  greater  than 
the  secondary  current  for  all  values  of  frequency. 

In  Fig.  100  is  shown  the  result  of  increasing  the  resistance  of  the 
secondaiy  circuit  from  4.5  to  9.7  ohms;  with  this  exception  the  circuits 
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were  exactly  the  same  as  those  used  for  Fig.  97.  By  comparison  of  the 
two  sets  of  curves  it  will  be  seen  that  the  two  resonant  frequencies  are, 
within  the  precision  of  measurements,  the  same  for  the  two  conditions; 
the  value  of  the  current  at  resonance  is,  however,  decreased  in  nearly  the 
proportion  predicted  from  the  value  of  resistance,  calculated  from  Eq. 
(90).  The  decrease  in  current,  it  will  be  noted,  takes  place  in  both  cir- 
cuits although  the  resistance  of  the  secondary  circuit  only  was  increased. 
The  resonance  is  much  less  marked  than  for  the  lower  resistance  used 
in  Fig.  97. 

Fonn  of  Resonance  Curve. — ^The  form  of  the  resonance  peaks  is  deter- 
mined by  the  combined  decrements  of  both  circuits.    For  the  simplest 


/ 


Pig.  100. — Resonance  curves  for  circuit  shown  in  Fig.97  with  added  secondary  resistance. 


case,  that  of  tuned  circuits,  it  will  be  found  that  the  decrements  will  be 
nearly  given  by  the  approximate  formulae: 
For  the  frequency  co' 

5i  +  & 


5^  = 


and  for  the  frequency  w" 


2Vl+k' 


(107) 


iff_  ^i  +  fe 


r= 


2vT^-' 


(108) 


in  which  6i  and  fe  are  the  decrements  of  circuits  1  and  2  when  not  affected 
by  other  circuits. 

The  decrements  6'  and  5'',  calculated  from  the  shape  of  the  curves  of 
Pigs.  97  and  98  by  use  of  EJq.  (47)  check  with  the  values  given  by  Eqs. 
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(107)  and  (108)  fairly  well;  it  is  noticeable  that  in  all  the  curves  given 
the  width  of  the  resonance  curve  is  greater  for  the  higher  frequency  than 
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Fig.  101. — ^Resonance  curves  for  coupled  untuned  circuits. 
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Fig.  102. — Resonance  curves  for  coupled  xintuned  circuits. 

for  the  lower,  indicating  thereby  a  greater  decrement.  With  weak  cou- 
pling the  form  of  the  curves  does  not  permit  the  calculation  of  ^  and  5", 
because  the  two  peaks  merge  into  one. 
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Circuits  not  Tuned. — In  Figs.  101  and  102  are  shown  the  resonance 
curves  for  two  circuits  which  are  not  tuned,  that  is,  wi  is  not  equal 
to  C02.  For  this  condition  the  curves  are  not  as  symmetrical  as  for 
the  tuned  condition,  and  the  currents  in  the  two  circuits  are  no  longer 
nearly  equal  to  each  other  at  the  two  resonant  frequencies.  At  one 
resonant  frequency  the  primary  circuit  carries  more  current  than  the 
secondary  and  at  the  other  frequency  the  reverse  is  true.  The  dif- 
ference in  the  two  currents  is  greater  the  greater  the  difference  in  the 


0     Ja    M    M    .08     JO    J2     .14    .16     .18    .20     22    .24    .26    .26    .80    .32 

GoeflBoient  of  Coupling 


.34    .36 
FiQ.  103. — Secondary  current  vs.  coefficient  of  coupling  in  txined  coupled  circuits. 


natural  peroids  of  the  two  circuits.  For  Fig.  101  the  natural  fre- 
quency of  circuit  2  is  15  per  cent  lower  than  that  of  circuit  1,  and  for 
Fig.  102  circuit  2  has  a  natural  frequency  29  per  cent  lower  than  that 
of  circuit  1. 

Vaiiatioii  of  Coupling  with  Tuned  Circuits. — In  Fig.  103  is  shown 
the  effect  of  varying  the  coupling  between  circuits  1  and  2,  they  being 
tuned  alike.  A  constant  e.m.f.  was  impressed  on  circuit  1  and  the 
coupling  of  the  two  circuits  was  gradually  increased  from  zero  to  the 
maximum  obtainable.  It  might  seem  at  first  sight  that  the  secondary 
current  would  be  greater  the  greater  the  coupUng,  as  would  occur  in 
ordinary  transformer  tests,  but  with  tuned  circuits  as  used  in  radio 
this  is  not  the  case.    I^or  a  given  resistance  of  circuits  there  will  be 


104 


FUNDAMENTAL  IDEAS  AND  LAWS 


[Chap.  I 


a  certain  coupling  which  gives  the  greatest  secondary  current  and  ihe 
lower  the  resistance  of  the  circuits  the  less  this  critical  value  of  coupling 
will  be. 

This  might  be  predicted  from  Eq.  (93)  by  differentiating  I2  with 
respect  to  ikf;  it  will  be  found  that  with  tuned  circuits  having  impressed 
on  the  primary  a  voltage  of  the  same  frequency  as  that  for  which  the  cir- 
cuits are  tuned,  a  certain  value  of  M  will  produce  a  maximum  secondaiy 
current  and  this  value  of  M  will  depend  upon  the  resistances  in  the  two 
circuits.  This  condition  for  maximiun  secondary  current  proves  to  be 
fixed  by  the  relation, 

co2Jlf2=fiifi2 (109) 
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Fig.  104. — Current  vs.  mutual  inductance  in  tuned  coupled  circuits,  with  diffo^ent 

values  of  secondary  resistance. 

The  curves  of  Fig.  104  were  taken  with  the  idea  of  proving  this  relation 
and  also  to  show  the  effect  of  the  secondary  resistance  on  the  sensitive- 
ness of  the  adjustment  for  maximum  secondaiy  current.  If  the  two  cir- 
cuits are  tuned  alike  and  the  frequency  of  the  e.m.f .  impressed  on  the  pri- 
mary is  the  same  as  the  natural  frequency  of  either  circuit  the  values  of 
the  primary  and  secondary  current  may  be  obtained  by  simplifying  Ecjs. 
(92)  and  (93)  and  are  found  to  be 


Ii= 


ER2 


RiR2+<^M^ 


(110) 


cmcmTS  WITH  capacitive  coupling 


105 


and 


/2  = 


EcjM 


RiR2+(a^M^ 


(111) 


The  experimental  curves  given  in  Fig.  104  follow  the  values  predicted 
from  Elqs.  (110)  and  (111)  within  the  precision  of  measurement,  that  is, 
within  less  than  1  per  cent. 

Resonance  in  Circuits  with  Capacitive  Coupling. — The  equations  for 
7i  and  h  are  obtamed  for  this  case  in  a  fashion  exactly  the  same  as  that 
used  for  the  magnetic  coupling,  and  the  conclusions  reached  are  nearly 
the  same.  Using  un,  (*^  and  A:  in  the  same  sense  as  for  the  magneticaUy 
coupled  circuits  we  get  for  the  two  resonant  frequencies  of  the  combi- 
nation 


«'=V' 


wi'^ + wz^ + ^(wiZ  -  wz^)  2 +4A;2«i2w22 


(113) 


«"  =  V 


U)i^+<a2^'-y/i<ai^—(a2^y'{-4k^wi^u)2^ 


(113) 


In  applying  these  formulae  the  values  of  ci^i  and  (02  must  be  calculated  in 
a  somewhat  different  manner  than  was  used  for  the  magnetically  coupled 
circuits.  It  will  be  remembered  that  for  magnetic  coupling  these  two 
frequencies  were  fixed  by  the  L  and  C  of  the  circuit  in  question  and  were 
independent  of  the  constants  of  the  other  circuit  and  of  the  coupling  used. 
Such  is  not  the  case  for 


■'OOOOOO^ 


capacitive  coupling,  how- 
ever. The  frequencies 
(01  and  C02  depend  upon 
the  capacity  used  in  the 
other  circuit  and  upon 
the  coupling  in  the  fol- 
lowing manner. 

In  Mg.  105  the  fre- 
quency wi  is  fixed  by  Li 
and  by  the  capacity  Ci 

m  pawJlel  with  Cz  and  C2  in  series.  Thus  <ai  may  be  varied  by  changing 
either  the  coupUng  condenser  C3,  or  the  capacity  of  the  second  circuit  C2. 
Hence  we  have  the  f  ormuke 


FiQ.  105. — Capacitively  coupled  circuits. 
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and 


(02  = 


M'^^^) 


(115) 


For  the  value  k,  we  have 


fc= 


Cz 


V'(CH-C3)(C2  +  C3) 


(116) 


In  Fig.  106  are  shown  the  resonance  curves  for  a  combination  of  cir- 
cuite  nearly  like  that  shown  in  Fig.  105,  the  coupling  condenser  was  in 
two  parts  as  shown  in  the  sketch  on  the  curve  sheet. 
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FiQ.  106. — Resonance  curves  for  capacitively  coupled  circuits. 

Using  the  values  of  L  and  C  indicated  on  the  curve  sheet  we  have 

103 


0)1  = 


J.206(l8.3+ 


4.55X18 


I) 


=470 


4.55+18 
or  /i  =  74.8  cycles  and  the  same  value  for  /2. 
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From  the  curve  sheet/" = 82.5  and /  =  67.0,  so  we  find  k  from  the  curve 
sheet  to  be  0.208,  by  Eq.  (106).  By  using  the  known  values  of  L  and  Ci, 
C2,  and  C3,  and  Eq.  (116),  we  find  fc  to  be  0.207. 

The  value  of  A;  could  have  been  calculated  without  knowing  the  con- 
stants of  the  circuits,  by  using  Eq.  (105). 


We  have 


82.5^-67.0^_  ™ 
^"82.52+67.02""  •^• 


When  LfiCi  =  Z/2C2,  Eqs.  (114)  and  (115)  reduce  to  the  simple  forms 

co'  =  co\/f+Jfc, (117) 

a)"  =  «\/r^,  (118) 

and  if  further  Ci  =  C2  then  when  C3  is  varied,  thus  varying  the  coupling,  «' 
stays  constant  and  equal  to    ^ 

Characteristics  orCircuits  having  Distributed  Inductance  and  Capac- 
ity.— ^The  analyses  of  circuits  given  so  far  apply  to  those  in  which  the 
inductance  and  capacity  are  concentrated;  another  way  of  specifying  the 
circuits  with  which  we  have  been  dealing  is  to  state  that  the  current,  at 
any  given  instant,  is  exactly  the  same  at  every  point  in  the  circuit.  This 
condition  holds  for  the  majority  of  radio  circuits,  but  there  are  cases  where 
it  evidently  does  not  obtain,  thus  every  antenna  has  zero  current  at  its 
farther  end,  whereas  the  current  entering  it  at  the  base  may  be  many 
amperes.  This  is  the  most  striking  case  of  a  circuit  which  has  a  current 
varying  along  its  length,  but  there  are  others  in  which  the  same  effect 
exists  to  a  lesser  degree.  A  coil,  for  example,  may  have  an  internal  dis- 
tributed capacity  which  appreciably  affects  its  behavior. 

The  change  in  current  at  successive  points  along  an  antenna  is  due 
entirely  to  the  distributed  capacity;  each  unit  length  contributes  its  share 
to  the  total  capacity  and  of  course  requires  its  proportion  of  the  total 
chai^ging  current.  The  current  flowing  in  at  the  base  of  the  antenna 
must  be  sufficient  to  charge  the  whole  length,  while  that  flowing  past  the 
middle  point  of  the  antenna  must  be  sufficient  to.  charge  merely  the  upper 
half  of  the  antenna,  and  so  will  be  considerably  less  than  the  current  at 
the  base  of  the  antenna. 

Every  coil  has  more  or  less  distributed  capacity,  every  piece  of  the 
winding  acting  as  one  plate  of  a  condenser  for  every  other  part  because 
the  various  parts  are  at  different  potentials  and  so  will  have  electric  fields 
set  up  between  them  when  the  coil  is  excited.  But,  if  when  a  coil  is  used, 
it  sets  up  an  electric  field  as  well  as  a  magnetic  field,  it  must  be  considered 
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as  a  combination  of  coil  and  condenser.  This  internal  capacity  varies 
in  magnitude  appreciably  as  the  frequency,  at  which  the  coil  is  used,  is 
varied  and  so  cannot  be  treated  correctly  as  a  concentrated  capacity.  As 
ordinarily  used  a  coil  does  not  show  much  effect  from  this  internal  capacity 
because  the  condenser  to  which  the  coil  is  attached  has  so  much  more 
capacity  that  the  internal  capacity  is  completely  masked;  if,  however, 
the  coil  is  used  for  tuning  a  circuit  and  the  tuning  condenser  used  has  a 
small  capacity  then  the  internal  capacity  may  produce  an  appreciaUe 
efifect  on  the  tuning  quaUties  of  the  circuit.  The  calculation  of  this 
internal  capacity  and  its  efifect  on  the  apparent  inductance  of  a  coil  will 
be  taken  up  in  the  next  chapter. 

Now  the  resistance  and  reactance  of  such  a  circuit  (having  distributed 
capacity  and  inductance)  vary  with  the  frequency  through  a  very  lai^ 
range  of  values;  the  resistance  (as  measured  at  the  base  of  the  antenna) 
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FiQ.  107. — A  circuit  having  distributed  inductance  and  capacity,  similar  to  an  antenna. 


goes  from  very  small  to  very  large  values,  while  the  reactance  change 
from  a  large  inductive  reactance  to  an  equally  large  capacitive  reactance. 
Moreover,  these  changes  occur  periodically  as  the  impressed  frequency  is 
continually  changed. 

To  demonstrate  experimentally  the  peculiar  characteristics  of  a  cir- 
cuit having  distributed  constants,  the  author  built  an  artificial  line  having 
inductance,  capacity,  and  resistance,  as  shown  in  Fig.  107;  this  line 
resembles  somewhat  a  long  antenna,  having  inductances  and  capacities, 
however,  several  times  as  lai^  as  those  of  an  actual  antenna.^ 

A  variable  frequency  was  impressed  on  this  artificial  line  and,  by  means 
of  a  wattmeter,  ammeter,  and  voltmeter  its  resonance  characteristics  were 
determined.  The  impressed  voltage  was  kept  constant  at  20  volts  and 
the  frequency  varied  in  small  steps,  from  12  to  152  cycles  per  second. 
Fig.  108  shows  the  current  which  flowed  from  the  generator  into  the  line 
at  the  various  frequencies,  the  line  being  open  at  its  distant  end.  The 
Une  showed  six  frequencies  in  the  range  used,  at  which  we  can  say  the  line 

>  See  "Some  Experiments  with  Long  Electrical  Conductors,"  by  John  H.  Morecroft, 
Proc.  I.R.E.,  Vol.  5,  No.  6,  Dec.,  1917. 
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was  in  resonance,  meaning  by  the  term  resonance  a  frequency  at  which 
the  power  factor  was  miity,  the  line  offering  resistance  reaction  only. 
Three  of  the  frequencies  correspond  to  what  we  have  called  parallel  reso- 
nance, the  current  being  a  minimum  and  the  other  three  to  series  reso- 
nance giving  large  values  of  current. 

The  resistance  and  reactance  of  the  line  were  calculated  from  the  meto 
readings  and  are  shown  in  Fig.  109.  The  resistance  varies  periodically 
from  a  low  value,  corresponding  to  series  resonance,  to  a  high  value,  cor- 
responding to  parallel  resonance. 

The  reactance  of  the  line  varies  periodically  from  inductive  to  capaci- 
tive  reactance  and  takes  all  values  between  165  ohms  positive  and  165 
ohms  negative.  From  the  results  shown  in  Fig.  109  it  may  be  judged 
how  indefinite  are  the  so-called  constants  of  such  a  circuit. 


CHAPTER    II 

RESISTANCE— INDUCTANCB— CAPACITY 

General  Concept  of  Resistance. — The  elementary  idea  of  resistance, 
obtained  by  a  student  analyzing  continuous  current  circuits,  must  be 
very  greatly  enlarged  and  generalized  when  studying  high  frequency  cir- 
cuits. In  the  continuous-current  circuit,  Ohm's  law  is  in  general  a  sufficient 
definition  for  the  term  resistance,  that  is,  R^E/L  This  definition  pre- 
supposes that  all  of  the  voltage  E  is  used  up  in  overcoming  the  resistance 
reaction  of  the  circuit;  there  must  be  no  reaction  such  as  the  c.e.m.f.  of 
a  motor,  or  c.e.m.f .  such  as  exists  in  a  circuit  in  which  storage  batteries 
are  being  charged,  or  else  the  definition  is  ordinarily  changed  to  the  form 


R 
where 


Efmp^Ee 


^imp'^^the  impressed  voltage; 
Ec—ihe  counter  voltage  of  motor,  batteries,  etc. 

This  restated  definition  must  be  still  more  generalized  when  the  ordi- 
nary alternating  current  circuit  is  considered,  in  fact,  a  new  concept  of 
resistance  must  be  obtained.  It  might  seem  that  Joule's  law  would  serve 
sufficiently  to  define  resistance;  this  law  states  that  the  electrical  power 
liberated  as  heat  in  a  circuit  is  given  by  the  equation 

Heat  generated  =  PRL 

Certainly  this  law  is  a  more  general  definition  of  resistance  than  Ohm's 
law  because  it  automatically  excludes  the  effects  of  counter  e.m.f.'s.,  etc.; 
thus  a  storage*  battery,  being  charged,  might  (if  suitable  precautions  were 
taken)  be  immersed  in  a  calorimeter  while  being  charged  and  the  heat 
produced  be  measured  by  the  rise  in  temperature  of  the  calorimeter 
water.  This  amount  of  heat,  properly  substituted  in  Joule's  law,  will 
determine  the  resistance  of  the  circuit  in  so  far  as  this  resistance  manifests 
itself  in  producing  heat. 

However,  electric  energy  may  be  dissipated  in  forms  other  than  heat; 
thus  radiation  of  electro-magnetic  waves  from  an  antenna  dissipates  energy 
from  the  circuit  as  truly  as  does  the  ordinary  heating  of  the  circuit. 

Ill 
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These  elementary  considerations  force  us  to  adopt  a  new  concept  of 
resistance,  it  being  based  on  the  idea  that  any  transfer  of  enei^  from 
(or  to)  that  part  of  the  circuit,  the  resistance  of  which  is  desired,  must 
be  considered  in  determining  the  resistance.  Thus  the  resistance  betweeo 
two  points  in  a  circuit  a-6,  Fig.  1,  is  defined  by  the  equation, 


72= 


power  transferred  between  points  a  and  b 

P 


(1) 


I 

a 

Direction  of 

I 

Part  of 
circuit  under 
cooilderatioii 

energy  flow 
R  if  positiye 

Directton  of 
^energy  flow 

R  ii  negatiTe 

b 

This  "  power  transferred  "  between  a  and  b  may  be  leadng  the  electrical 
circuit  between  these  two  points  or  it  may  be  entering  the  circuit 
between  these  points.  If  power  is  leaving  the  circuit  between  these  points, 
as  heat  or  otherwise,  the  resistance  is  positive;  if  power  is  entering  the  cir- 
cuit between  these  two  points  the  resistance  is  negative,  and  if  power  is  en- 
tering the  circuit  at  the  same  rate  as  it  is  leaving  then  the  resistance  is  zero. 

From  this  standpoint  any  electrical 
circuit  carrying  current,  after  reach- 
ing the  steady  state  (no  change  in 
the  amplitude  of  the  current)  has 
on  the  whole,  zero  resistance.  Of 
course  we  know  that  the  circuit 
does  actually  have  resistance,  but 
we  may  consider  the  source  of  power 
supply  as  having  as  much  n^ative 
resistance  as  the  rest  of  the  circuit 
has  positive  resistance.  At  the 
generator  (or  other  source  of  power 
supply)  energy  is  entering  the 
circuit  as  fast  as  it  is  dissipated 
in  other  parts  of  the  circuit.  If 
the  circuit,  as  a  whole,  has  positive 
resistance  the  ciurent  must  be  decreasing  in  amplitude;  this  state  oi 
affairs  occurs  in  the  ordinary  damped  oscillatory  discharge  of  a  con- 
denser, whereas  a  circuit  which  takes  an  appreciable  time  to  build  up 
to  its  steady  state  has,  during  the  time  required  to  reach  the  steady  state, 
on  the  whole  a  negative  resistance  because,  considering  the  circuit  as  a 
whole,  energy  is  entering  at  a  rate  faster  than  that  at  which  energy  is 
leaving. 

Various  Factors  Affecting  the  Resistance  of  a  Circuit — Among  the 
factors  contributing  to  the  resistance  of  a  radio  circuit  are  to  be  con- 
sidered (1)  resistance  of  the  conductor  itself;  (2)  resistance  of  neighbor- 
ing closed  ciruits  and  their  proximity;  (3)  magnetic  material  close  enough 
to  the  circuit  to  be  magnetized  by  it;  (4)  losses  in  the  dielectric  of  any 
condenser  in  the  circuit;   (5)  corona  losses  from  parts  of  the  circuit;  (6) 


Fig.  1. — ^If  power  is  leaving  the  circuit  the 
resistance  is  positive  so  that  if  power  is 
entering  the  circuit  its  resistance  must 
be  considered  negative. 
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radiation  of  electrio-magnetic  energy.  All  of  these  factors  vary  with  the 
frequency  of  the  current  in  the  circuit,  some  of  them  with  the  magnetic 
gradient  set  up  b^*-  the  circuit  and  some  with  the  electric  gradient  set  up 
by  the  circuit.  Each  will  be  taken  up  in  turn  and  analyzed  as  much  as 
seems  suitable  for  a  text  of  this  kind. 

Conductor  Resistance. — The  resistance  of  a  conductor,  in  the  form  of 
a  wire,  to  the  flow  oi  continuous  current  is  given  by  the  formula 

R=^ (2) 

a 

in  which  p  ia  the  specific  resistance  of  the  material  composing  the  con- 
ductor. 

I  is  the  length  of  the  conductor; 

a  is  the  cross-«ectional  area  of  the  conductor. 

This  formula  assumes  that  all  parts  of  the  cross-section  of  the  con- 
ductor carry  the  same  proportion  of  the  total  current;  in  other  words 
that  the  current  density  is  uniform  throughout  the  section  of  the  con- 
ductor. This  assumption  is  true  for  continuous  current  or  for  alternating 
current  of  very  low  frequency.  If  the  conductor  is  large  in  cross-section 
or  the  frequency  is  high,  the  inner  sections  of  the  conductor  carry  a  rela- 
tively small  part  of  the  total  current,  the  density  of  current  being  greatest 
at  the  surface  of  the  conductor;  in  fact  for  very  high  frequencies  a  com- 
paratively thin  skin  on  the  surface  of  the  conductor  carries  practically 
all  the  current,  so  much  so  that  if  the  center  part  of  the  conductor  were 
removed,  leaving  nothing  but  a  thin  walled  tube  of  the  same  diameter 
as  the  original  wire,  the  resistance  would  be  practically  the  same.  This 
tendency  of  the  current  to  concentrate  on  the  outer  surface  of  the  wire  at 
high  frequencies  is  called  the  skin  effect,  the  reason  for  the  name  being 
obvious.  If  there  are  no  other  conductors  carrying  current  in  the  vicinity 
of  the  one  in  question  this  distribution  of  current  will  be  synmietrical 
about  the  axis  of  the  wire,  but  if  there  are  other  current-carrying  con- 
ductors in  the  neighborhood  the  distribution  of  current  through  the  cross- 
section  of  the  wire  may  be  irregular,  perhaps  only  the  surface  part  of 
the  conductor  on  one  side  carrying  an  appreciable  current. 

Any  distribution  of  current  other  than  the  regular  distribution  of 
equal  current  density  throughout  the  section  of  the  conductor  will  result 
in  an  increase  in  the  resistance  of  the  conductor;  this  increase  may  be 
so  great  that  the  resistance  for  a  high  frequency  alternating  current  may 
be  many  times  as  much  as  the  resistance  of  the  same  wire  for  continuous 
current. 

A  simple  illustration  of  this  effect  is  given  in  Fig.  2,  showing  three 
10-ohm  resistances  in  parallel.  Suppose  the  resistance  of  this  combi- 
nation is  determined  by  the  power  loss  instead  of  by  the  ordinary  law  for 
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resistances  in  parallel.  Let  3  amperes  flow  through  each  resistance,  giving 
a  line  current  of  9  amperes  and  a  power  loss  of  3  X  (3^X10)  =270  watts. 
Then  the  total  resistance  will  be  obtained  by  the  equation  fi  =  P//2  or 
270/9  =  3.33  ohms,  the  same  as  we  should  get  by  the  law  for  resistances 
in  parallel. 

Now  suppose  that  for  some  reason  or  other  the  current  redistributes 
itself  so  that  the  two  outside  paths  carry  4  amperes  each  and  the  center 

I s^\\\vwwwv— 1  ^^^  carries  1  ampere.     (SuA 


»  amperes^ 


10  ohmi 


V/A^^AAAAAA^ 
10  ohms 


a   redistribution   might    wdl 

occur  if  the  combination  were 

used    in    a    high    frequency 

_jvsAAAAAAAAA/S I  circuit.)      The    line    current 

10  ohmi  '11  •      1.      /\  1 

will  again  be  9  amperes  and 
Fio.2.-A8oUd«5onductoir  of  3.33  ohins  resistance  ^^  loss  wiU  be  (2  X  (42X10)) 
mav  be  considered  as  three  separate  filaments     .  /^      ,^«     -^nx      -^-^.^ 
eal  of  10  oluna  resistance.  +(1X(12X10))=330     watte, 

which,  divided  by  the  square 
of  the  line  current,  gives  a  resistance  of  4.08  ohms,  a  considerable  increase 
over  the  value  for  a  uniform  distribution  of  current  between  the  different 
paths. 

The  paths  shown  in  Fig.  2  might  represent  three  of  the  imaginaiy 
filaments  into  which  a  wire  may  be  supposed  divided,  and  the  calculation 
shows  that  any  distribution  of  current  between  the  filaments  other  than 
uniform  distribution  results  in  an  increase  in  the  resistance  of  the  con- 
ductor; moreover,  the  greater  the  non-uniformity  of  current  density  the 
greater  will  be  the  corresponding  increase  in  resistance. 

Skin  Effect  in  Straight  Wires. — The  non-uniformity  of  current  dis- 
tribution referred  to  above  occurs  in  every  conductor  carrying  alternating 
current,  the  current  density  being  greater  at  the  surface  than  at  the  center 
of  the  wire,  but  this  non-uniformity  is  not  appreciable  unless  the  wire  is 
large  in  diameter,  or  the  frequency  is  high;  the  increase  in  resistance  due 
to  skin  effect  depends  upon  the  product  of.  the  cross-section  and  the  fre- 
quency and  for  copper  wires  the  general  idea  given  by  the  following  table 
is  useful. 


Frequency  multiplied  by  the 

Ratio  of  a.o.  to  o.o 

Crofl»-«ection  in  circular  mils. 

resifltanoe. 

10,000,000 

1.003 

20,000,000 

1.012 

100,000,000 

1.30 

As  an  example  No.  10  wire  has  a  cross-section  of  10,000  circular  mils; 
at  a  frequency  of  2000  cycles  its  a.c.  resistance  is  1.2  per  cent  greater  than 
its  c.c  resistance,  while  at  10,000  cycles  its  resistance  would  have  increased 
over  its  c.c.  value  by  30  per  cent. 
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An  exact  analysis  shows  that  the  ratio  of  a.c.  resistance  to  c.c.  resist- 
ance may  be  expressed  in  terms  of  diameter,  permeability,  frequency,  and 
resistivity;  a'  correct  expression  involves  an  infinite  series  of  terms,  but 
these  series  have  been  smnmed  so  that  accurate  data  are  available  for 
calculating  the  resistance  of  any  round  wire,  the  permeability  and  resis- 
tivity of  which  are  known.  For  copper  wire,  in  which  the  permeability 
is  unity,  tables  have  been  compiled  which  present  the  data  in  convenient 
form.  In  the  curves  of  Figs.  3  and  4  is  shown  the  factor,  m,  by  which 
the  c.c.  resistance  must  be  multiplied  to  give  the  resistance  for  alternating 

current.    Plotted  as  abciss»  are  values  of  rV/,  where  r  is  the  radius  of 
the  wire  in  cm.  and  /  is  the  frequency  of  the  current  being  used. 

It  is  sometimes  useful  to  know  how  a  large  wire  can  be  used  without 
having  its  a.c.  resistance  exceed  its  c.c.  resistance  by  more  than  a  specified 
amount.  The  data  given  in  the  accompanying  table,  compiled  by  L.  W. 
Austen,  may  be  useful  for  this  purpose: 

TABLE  I 

wire  (straifht)  which  can  be  used  without  the  high  frequency  resistance  exceeding  the  c.c. 

resistance  by  more  than  1  per  cent 


DiAMsrams  QnraN  in  MiLLiiivnuks. 

Wave  length 

in  meters. 

Advance. 

Manganin. 

Platinum. 

Copper. 

100 

0:30 

0.29 

0.13 

0.006 

200 

0.46 

0.40 

0.20 

0.045 

300 

0.67 

0.50 

0.27 

0.09 

400 

0.66 

0.60 

0.30 

0.10 

600 

0.83 

0.75 

0.37 

0.15 

800 

0.98 

0.88 

0.42 

0.20 

1000 

1.10 

0.99 

0.50 

0.21 

1200 

1.20 

1.10 

0.57 

0.22 

1500 

1.30 

1.21 

0.63 

0.26 

2000 

1.52 

1.38 

0.73 

0.30 

3000 

1.82 

1.62 

0.80 

0.33 

Frequency  «  3  X 10*  -f-  wave  length 

In  the  case  of  a  wide  flat,  conductor,  such  as  the  earth's  surface,  the 
currents  which  are  set  up  in  the  surface  penetrate  into  the  substance  of 
the  conductor  according  to  the  specific  resistance  of  the  material,  perme- 
ability, and  frequency.  The  relation  between  the  density  of  current  at 
the  surface  and  the  density  at  a  point  distant  x  below  the  surface  is  given 

i=/„r(v^'xsiB(«.-(^x),,  .  . 


(3) 
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Fig.  3. — ^Variation  of  resistance  of  round,  straight,  copper  wire  with  frequency  and 

radius. 
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in  ivhich 

Jo = current  density  at  surface; 
i»  current  density  a  distance  x  cm.  below  the  surface; 
09 = 2t/,  where  /  is  the  frequency  of  current; 
M= permeability  of  the  substance; 
p= specific  resistance  of  the  substance,  abohms  per  cm^. 

Not  only  does  the  density  of  current  decrease  as  the  distance  below 
the  surface  is  increased  but,  as  indicated  by  Eq.  (3),  it  reaches  its  corre- 
sponding values  at  later  time  than  at  the  surface,  this  amount  of  time  lag 
increasing  as  the  depth  below  the  surface  is  increased.  This  really  means 
that  the  current  penetrates  into  the  substance  with  a  wave  motion;  the 
aUenuation- is,  however,  very  high,  so  that  probably  only  a  fraction  of 
a  wave  length  is  actually  set  up  in  the  conductor  with  an  appreciable 
amplitude. 

A  Simple  Analjrsis  of  Skin  Effect — ^Although  an  exact  analysis  of  skin 
effect  in  a  conductor  requires  the  theory  of  wave  propagation,  and  special 
mathematical  series  for  a  solution,  a  very  good  idea  of  its  cause  (and, 
what  is  much  more  important,  its  remedy)  may  be  had  from  the  ordinary 
laws  of  current  flow  in  inductive  circuits.  The  first  thing  to  notice  about 
the  problem  is  the  effect  of  frequency  upon  the  division  of  current  between 
two  paths  in  parallel,  as  shown  in  Fig.  5,  the  two  paths  having  equal 
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FiQ.  5. — ^For  branched  circuits  the  resistance  controls  the  division  of  current  at  low  fre- 
quency whereas  the  reactance  controls  the  division  at  high  frequency. 

resistance  but  unequal  inductance.  The  formula  for  the  ciurent  flow  in 
each  path  is 

I ^ 

At  veiy  low  frequency  the  coL  term  is  negligible,  and  so  we  have  the 
currents  dividing  between  the  two  paths  inversely  as  the  two  resistances, 
that  is,  the  two  currents  will  be  alike.  At  very  high  frequency,  however^ 
the  resistance  term  becomes  relatively  negligible  and  the  current  divides 
inversely  proportional  to  the  inductance  in  the  two  branches.    The  same 
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voltage  is  applied  to  both  paths,  so  the  sum  of  the  resistance  reactkui 
and  the  inductance  reaction  (added  vectorially)  in  each  path  must  be  the 
same.  It  is  from  this  standpoint  that  we  will  investigate  the  skin  ^ect 
in  wires. 

Imagine  a  round  copper  wire  carrying  current  uniformly  throughout 
its  cross-section,  Fig.  6.  The  density  of  magnetic  flux  at  a  point  A  on 
the  surface  of  the  wire  is  given  by  the  formula 

B,  =  |^=:27 

where  /= total  current  in  amperes; ' 

a = radius  of  the  conductor  in  cm. 

At  a  point  B  inside  the  conductor, 
the  amount  of  current  producing  flux 
(for  of  course  there  is  magnetic  flux  inside 
the  conductor)  is  only  that  part  of  the 
total  ciurent  which  flows  inside  the  circle 
inscribed  through  the  point  B.  This 
amount  of  current  is,  for  uniform  cur- 
rent density,  equal  to  IXn^/a^.  The 
magnetic  flux  density  at  B  ib,  therefore, 
Fia.  6. — Croes-flectiQii  of  wire  of  by  Eq.  (4) 
. .    radius  a;  magnetic  fidd  density 

to  be  cialculated  at  points il,  B,           n  ^»2iri       l_.2iri  ^^ 

and  C,  ^       a?       n       a? ^  ^ 

For  a  point  C  outside  the  wire,  distant  r^  from  the  axis  of  the  wire,  the 
flux  density  is  given  hy  the  equation 

Bc=^. (6) 

From  Eqs.  (4)  and  (6),  the  flux  density  throughout  th  ecross-scction  of 
the  wii«  and  m  the  region  surrounding  the  wh«  may  be  calculated;  Fig. 
7  shows  the  result  of  such  a  calculation.  In  the  upper  part  of  the  figure 
the  flux  is  shown  in  the  form  of  circles  concentric  with  the  axis  of  the  wire, 
the  closeness  of  the  circles  representing  the  flux  density,  and  in  the  lower 
part  of  the  figure  is  shown  a  plot  of  the  flux  densities,  ordinates  being 
values  of  flux  density  and  abscissae  being  distance  from  center  of  wire. 

The  total  flux  siurounding  any  point  is  obtained  by  adding  the  flux 
from  a  point  infinitely  distant  from  the  wire,  up  to  the  point  in  question; 
a  curve  showing  the  value  of  this  flux  for  different  points  inside  and  out- 
side the  wire  is  shown  in  Fig.  8.  The  ordinates  of  the  curve  are  obtained 
by  integrating  the  density  curves  of  Fig.  7.  The  flux  0i,  is  the  total  flux 
produced  by  the  current  in  the  wire,  outside  of  the  wire  itself,  wherefis 
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surroundii^  any  point  outeide  the  wire  as,  e.g.,  C  of  Ilg.  6,  there  is  a 
&UX  equal  to  ^.  There  is  a  certain  amount  of  fiux  inside  the  wire 
itself  and  the  flux  surrounding  the  innennoet  filament  is  obtained  by 
adding  to  ^i  this  internal  flux;  it  is  Bhowo  by  ^  in  Fig.  8. 

Now  let  us  consider  the  wire  made  up  of  a  buadle  of  separate  parallel 
filaments,  such  a  wire  as  would  be  obtained  by  using  a  cylindrical 
bundle  of  veiy  fine  wires,  each  insulated  frran  its  neighbor,  except  at  the 


Fia.  7. — Ooseness  of  circuits  linee  ahow  the  density  of  magnetic  field  around  a  non- 
magnetic wire;  in  lower  part  of  figure  magnetic  field  density  is  shown  by  distance 
from  reference  line  to  curve  marked  B. 


ends  of  the  wire  in  questioo,  where  th^  are  all  electrically  connected 
together.  Let  the  resistance  of  each  of  these  filaments  he  R.  If  an 
e.m.f,,  £  sin  ul,  is  impressed  across  the  ends  of  this  composite  wire, 
all  filaments  will  have  the  same  impressed  e.m.f.,  and  it  is  therefore 
evident  that  the  sum  of  the  reactions  in  each  filament  must  add  up 
(veotorially)  to  equal  this  impressed  force. 

The  resistance  drop  in  each  filament  is  IR  and  the  inductance  drop 

is  -^  =  u^  where  ^  is  the  maximum  amount  of  flux  surrounding  the 
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filament  in  question.    Hence  for  two  filaments,  one  at  0  and  the  other  at 
A  (Fig.  6)  we  must  have 

and 

where  7i  and  h  are  the  currents  in  the  two  filaments  considered. 

.  In  these  equations  E^  /,  and  0,  must  have  corresponding  values, 
i.e.,  either  efifective  values  or  maximum  values. 

At  very  high  frequencies  the  resistance  drop  is  negligible  compared 
to  the  flux  reaction  drop,  and  so  we  must  conclude  that,  for  frequencies 
which  make  IR  negligible  compared  to  w<^,  the  fiux  surrounding  all  jUor 
merits  of  the  ydre  must  he  the  same.  Referring  to  Fig.  8  this  statement 
means  that  ^— </>i  =  0,  that  is,  there  is  no  flux  inside  the  wire  itself.    If 


I 


r^  (of  Fig.  6) 


Fig.  8. — Curve  showing  total  flux  outside  any  point  considered  in  Fig.  7. 


there  is  no  internal  flux  the  flux  density  everywhere  inside  the  wire  must 
be  zero,  and  as  the  flux  density  at  any  point  in  the  wire  distant  r  from  Uie 
axis  is  equal  to  .2//r,  where  /  now  signifies  the  current  fiomvg  in  the  wire 
inside  of  a  circle  through  the  point  in  question,  we  must  conclude  that  there 
is  no  current  anywhere  inside  the  wire. 

At  ordinary  frequencies  the  resistance  drop  is  not  negligible  in  com- 
parison with  the  reactance  drop,  so  that  the  sweeping  conclusion  of  the 
previous  paragraph  (no  current  anywhere  inside  the  conductor)  is  not  true, 
but  it  is  evident  that,  as  the  frequency  increases  more  and  more  the  dif- 
ference between  </>2  and  <^i  of  Fig.  8  must  continually  decrease. 

If  instead  of  a  copper  wire  an  iron  wire  had  been  assmned,  the  internal 
flux  density  would  have  been  very  much  increased  so  that  Figs.  7  and  8 
would  have  more  nearly  the  appearance  of  Figs.  9  and  10.  The  value 
of  the  internal  flux  (02  — <^i)  would  be  very  much  increased,  so  that  the 
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frequency  at  which  the  IR  drop  becomes  negligible  compared  to  the  o)<f> 
drop  is  much  less  than  for  copper  wire. 

Offsetting  this  effect  to  some  extent,  however,  is  the  fact  that  the 
resistance  of  the  iron  is  greater  than  that  of  copper;  the  result  is  that 
iron,  while  it  has  a  greater  skin  effect  than  copper,  does  not  have  as  much 
greater  effect  as  the  increased  value  of  m  would  indicate. 

The  change  in  current  density  throughout  the  cross-section  of  wire 
due  to  the  effect  of  the  internal  flux,  is  indicated  (for  a  certain  wire)  in 


Fio.  9. — Strength  of  magnetic  field  in  and  around  a  wire  of  magnetic  material. 


Fig.  11,  the  three  curves  showing  how,  as  the  frequency  is  increased, 
the  current  shifts  more  and  more  to  the  outer  skin  of  the  conductor.  The 
current  density  at  the  surface  of  the  conductors  has  been  assumed  the 
same  for  the  three  frequencies. 

It  is  evident  from  the  forgoing  discussion  that  a  substance  having 
high  specific  resistance  and  low  permeabiUty  will  have  the  least  skin  effect; 
this  is  shown  in  Table  I  on  p.  1 15.  The  wires  used  for  resistance  in  making 
tests  and  measurements  in  high-frequency  circuits  should  be  made  of 
small  wires  of  the  high-resistance  alloys,  practically  all  of  which  have  unity 
permeability. 
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EUmination  of  Skia  Effect — One  obvious  remedy  for  skin  effect  is 
to  so  construct  the  conductor  that  there  is  no  internal  flux,  or  rather  that 
the  internal  flux  is  negligible  compared  to  the  external  flux,  which  of  oouise 
produces  no  skin  effect,  as  it  affects  all  filaments  of  the  wire  equally.    A 


FiQ.  10. — ^Total  flux  outside  any  point  considered  in  Fig.  9. 

conductor  with  no  internal  flux  is  impossible,  but  such  a  condition  may 
be  approximated  by  using  a  tubular  conductor;  such  a  construction  is 
used  for  high-frequency  ammeters  designed  to  carry  comparatively  large 
currents  (say  25  amperes  or  more).    The  current  to  be  measured  is  carried 
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i- 


r  wire. 
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Fig.  11.— <!h]rrent  density  in  a  solid,  round,  conductor  at  three  different  frequencies. 

from  the  connectors  of  the  anmieter  to  two  circular  disks,  and  these  disks 
are  connected  by  a  set  of  very  thin  high-resistance  strips,  the  whole  arrange- 
ment having  the  appearance  of  a  barrel,  the  thin  strips  taking  the  place 
of  the  barrel  staves.  Such  a  construction  is  shown  in  Fig.  12,  this  showing 
the  construction  of  a  40-ampere,  so-called  '^  hot-wire  "  meter.    As  the 
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radial  thickness  of  these  strips  is  only  about  .004  cm.,  there  is  practically 
no  internal  croea-eection  to  the  conductor;  it  is  all  "  skin." 

In  the  scheme  ordinarily  employed  for  reducing  skin  eGFect  the  required 
cross-section  of  conductor  (which  depends  upon  the  amount  of  current  to 
be  carried),  is  made  up  of  a  great  many  small  wires,  each  completely 
insulated  from  all  the  rest;  a  common  form  of  this  cable  used  for  winding 
radio  coils  consists  of  48  No,  38  enameled  wires  properly  woven  together. 
In  eliminating  skin  effect  by  this  construction  it  is  not  su£Gcient  to  merely 


Fio.  12. — A  hot  wire  funmeter  showing  how  the  skin  effect  is  mimmiied  by  apedal 
arrangement  of  veiy  thin  strips  of  high-resistance  metal. 

subdivide  the  conductor  into  small  well-insulated  strands;  these  strands 
must  be  so  woven  or  twisted  together  that  each  straTid  is  as  much  on  the 
outer  sitrface  o/  Ihe  civile  aa  every  other  one. 

If  48  No.  38  insulated  wires  are  laid  loosely  tc^ther,  parallel  to  one 
another,  it  will  be  found  that  the  increase  in  resistance  due  to  skin  effect 
is  nearly  as  much  as  though  a  solid  wire  (of  the  same  cross-section  as  that 
of  the  cable]  were  used.  (The  stranded  cable  would  be  somewhat  better 
than  the  solid  wire,  because  of  its  somewhat  greater  useful  outer  surface.) 
It  is  therefore  important  in  getting  the  stranded  wire  (sometimes  called 
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litzendraJU)  to  see  that  not  only  is  it  made  up  of  a  great  number  of  weD- 
insulated  strands,  but  also  that  these  strands  are  properly  interwoven. 
A  real  braiding  process  will  accomplish  the  result  but  a  suitably  twisted 
cable  is  nearly  as  good.  A  properly  twisted  cable  must  be  made  up  <rf 
several  component  twisted  cables  to  be  free  from  marked  skin  efifect.  For 
48  No.  38  cable,  e.g.,  three  separately  twisted  cables,  each  of  16  wires,  may 
be  twisted  together  and  the  resulting  cable  will  be  nearly  as  good  as  braided 
cable. 

It  is  imp)ortant  to  note  just  what  effect  is  to  be  obtained  in  making 
these  high-frequency  radio  cables;  the  cable  must  be  so  constructed  that 
each  strand  has,  per  unit  length  (say  per  meter)  the  same  flux  siurounding 
it,  when  each  strand  is  carrying  the  same  current.  When  the  strand  is  in 
the  center  of  the  cable  it  has  more  flux  surrounding  it  than  when  it  is  on 
the  periphery,  hence  each  strand  must  occupy  corresponding  positions  in 
the  cross-section  of  the  cable  for  equal  distances,  in  order  that  it  may  have 
the  same  surrounding  flux  per  unit  length  as  all  the  other  strands. 

Even  in  suitably  woven  cable  there  is  still  some  skin  effect  due  to  the 
fimte  size  of  the  strands  themselves,  each  strand  in  itself  having  an  appred- 
able  skin  efifect  at  very  high  frequencies. 

It  is  important  in  purchasing  radio  cable  of  the  kind  just  described  to 
make  tests  for  the  continuous-current  resistance.  In  making  this  test  the 
enamel  must  be  removed  carefully  from  each  strand,  at  both  ends  of  the 
piece  to  be  tested,  and  the  strands  be  well  soldered  together.  The  cc 
resistance  should  be  calculated  from  the  total  cross-section  of  copper  in 
the  cable  and  the  measured  value  should  approach  this  very  closely.  In 
making  cable  a  strand  may  break  and  the  operator  insert  another  and  con- 
tinue the  process  of  weaving  the  cable.  But  such  a  broken  strand  is 
evidently  of  no  use  in  carrying  current,  because  one  break  opens  that 
strand  completely,  the  strand  being  insulated  from  its  neighbors. 

Specifications  for  radio  cable  should  therefore  state  not  only  the  siie 
and  number  of  wires  to  be  used,  quality  of  enamel,  method  of  twisting, 
etc.,  but  should  also  call  for  a  cc.  resistance  within  a  certain  percentage 
of  the  theoretical  value.  The  longer  the  pieces  of  cable  called  for,  the 
more  likely  are  breaks  to  occur,  for  this  reason  the  cable  is  generally 
obtained  in  lengths  of  a  few  hundred  feet  only.  If  two  pieces  of  radio 
cable  are  to  be  joined,  the  greatest  of  care  must  be  exercised  in  making 
the  joint;  if  only  half  the  strands  are  soldered  together  (quite  likely  unless 
each  individual  wire  is  separated  from  the  rest  and  properly  cleaned  before 
attempting  to  solder  the  joint)  then  the  resistance  of  the  whole  cable  is 
twice  as  much  as  it  should  be. 

Skin  Effect  in  Coils. — With  the  foregoing  analysis  of  skin  effect  in 
mind  it  is  at  once  evident  that  the  redistribution  of  current  throughout 
the  cVoss-section  of  a  conductor  will  be  greater  if  the  conductor  is  used 
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in  making  a  coil  than  if  it  is  used  in  the  fonn  of  a  straight  wire.  The  dis- 
tribution of  magnetic  flux  inside  a  single  layer  solenoid  is  somewhat  as 
shown  on  Fig.  13;  the  flux  density  is  high  just  inside  the  solenoid  and 
practically  «ero  at  the  outer  surface  of  the  coil.  Assuming  that  this  density 
decreases  to  zero  from  the  inner  surface  of  the  winding  to  the  outer  (nearly 


Jlux  density -B 
Fio  13. — ^Approximate  flux  distribution  inside  a  short  solenoid. 


the  case  for  ordinary  coils)  it  is  evident  that  the  outer  filaments  of 
the  wire  are  linked  with  much  more  flux,  than  are  the  inner  filaments. 
Thus  an  imaginary  filament  on  the  outside  of  the  wire  as  at  5,  Fig.  13, 
will  be  linked  with  a  flux  in  excess  of  that  linked  with  filament  a  by  an 
amount  equal  to  B/2Xd  (where  B  is  the  flux  density  at  the  inner  surface 
of  the  winding  and  d  is  the 
radial  depth  of  the  wind- 
ing) per  luiit  length  of  the 
wire.  It  is  apparent  that 
the  current  will  tend  to 
crowd  into  that  part  of  the 
wire  which  is  on  the  inside 
of  the  coil,  the  inductance 
reaction  being  less  for  the 
filaments  on  the  inner  side 
of  the  winding  than  for 
those  on  the  outer  side. 

But  besides  this  ten- 
dency of  the  current  to 
redistribute    itself,    there 

is  also  the  tendency  to  redistribution  about  the  axis  of  the  wire,  and  also 
each  conductor  exerts  a  certain  effect  on  its  neighbor — these  all  combine 
to  produce  a  current  distribution  about  as  indicated  in  Fig.  14,  the  density 
of  current  being  indicated  by  the  proximity  of  the  dots. 

In  constructing  variable  resistances  for  use  in  making  radio  measure- 


FiG.  14. — Distribution  of  current  in  the  conductors  of 
a  short  solenoid;  density  of  shading  corresponds  to 
current  density. 
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ments,  skin  effect  must  be  carefully  considered.  The  most  convenient  form 
of  variable  rheostat  is  a  cylindrical  one  with  a  sliding  contact,  the  almost 
universal  form  of  laboratory  rheostat  for  ordinary  c.c.  and  a.c.  measure- 
ments. But  this  type  of  winding  is  not  satisfactory  for  high-frequen€?y 
currents  because  of  the  extra  skin  effect  caused  by  solenoidal  winding  and 
also  because  the  amoimt  of  self-induction  in  such  a'rheostat  is  too  great  to 
be  neglected  in  radio  circuits.  Radio  cable  cannot  be  used  with  sliding 
contact  rheostats  for  evident  reasons:  solid  wire  must  therefore  be  used 
and  still  the  skin  effect  and  self-induction  be  reduced  to  a  minimum.  This 
is  done  by  winding  on  a  porcelain  tube  a  bifilar  high-resistance  solid  nvire; 
the  two  wires  making  the  bifilar  construction  are  wound  aroimd  the  cylinder 
in  opposite  directions,  the  two  wires  crossing  each  other  twice  per  turn. 
Such  a  winding  has  a  self-induction  practically  zero,  and  hence  has  a 
minimum  skin  effect. 

The  increase  in  resistance  of  coils,  due  to  skin  effect,  is  a  very  difficult 
problem  to  analyze  mathematically;  only  the  simplest  cases  have  been 
considered,  and  even  then  assumptions  have  been  made  which  make  the 
validity  of  the  equations  obtained  doubtful. 

An  experimental  investigation  of  the  skin  effect  in  coils  was  carried 
out  by  the  author,  measurements  being  made  on  a  Wheatstone  bridge,  and 
the  results  are  given  herewith;  they  serve  to  indicate  how  much  increase 
in  resistance  from  skin  effect  may  be  expected  with  coils  similar  in  form. 
The  single  layer  coils  were  wound  on  dry  wood  reels  with  double  cotton- 
covered  wire,  the  wires  being  laid  as  closely  together  as  possible.  The 
length  of  the  winding  was  10  cm.  and  the  approximate  diameter  (the  cross- 
section  was  actually  octagonal)  was  10.5  cm.  The  datum  is  given  in  the 
accompanying  table,  both  self-induction  and  resistance  being  given,  the 
results  being  probably  accurate  to  within  1  per  cent  imless  otherwise  stated. 

There  are  two  effects  which  must  be  kept  in  mind  when  interpreting 
these  results;  there  is  an  actual  increase  in  resistance  due  to  redistribution 
of  current  in  the  conductor  of  which  the  coil  is  made,  and  there  is  an 
increase  in  the  measured  value  of  resistance  due  to  the  effect  of  internal 
capacity,  explained  in  the  previous  chapter  when  analyzing  resonance  in 
parallel  circuits. 

Every  coil  has  internal  capacity  due  to  one  part  of  the  winding  being 
equivalent  to  one  plate  of  the  condenser,  acting  with  eveiy  other  part  to 
form  a  condenser.  It  was  shown  that  the  apparent  resistance  of  an  induo- 
tance,  shimted  with  a  condenser,  increases  as  the  frequency  is  increased, 
in  accordance  with  Eq.  (48).  Although  this  equation  is  not  directly 
applicable  to  these  coils  (the  capacity  of  which  changes  with  frequency 
changes)  it  indicates  that  the  measured  value  of  resistance  may  be  expected 
to  increase  entirely  aside  from  any  skin  effect  which  may  be  present.  But 
this  effect  of  capacity  which  gives  an  apparent  increase  in  resistance  pro- 
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duces  at  the  same  time  an  increase  in  the  apparent  inductance  of  the  cail^ 
so  that  in  the  results  of  the  table  any  increase  resistance  which  occurs 
without  a  corresponding  increase  in  inductance,  is  due  to  redistribution 
of  current  in  the  conductor  of  the  coil  (i.e.,  real  skin  effect) ;  for  frequencies 
high  enough  to  produce  an  increase  in  the  apparent  inductance  the  skin 
effect  is  not  alone  in  producing  the  increase  in  resistance,  the  inter- 
nal capacity  contributing  its  effect  also  in  increasing  the  apparent 
resistance. 

It  will  be  noticed  that  for  the  larger  wires  the  inductance  actually 
decreases  as  the  frequency  increases,  for  the  lower  values  of  frequency. 

Illustrating  this  effect  we  take  the  data  for  coil  No.  1  made  of  No. 
11  wire.  In  the  range  of  frequencies  used  the  inductance  decreased  with 
increase  of  frequency,  whereas  the  resistance  increased  from  .050  ohm 
to  .803  ohm.  The  radius  of  this  wire  is  .114  cm.  and  so  the  factor,  ry/f 
for  2X10^  cycles,  is  51.  Ileferring  to  Fig.  3  the  factor*  m  is  foimd  to  be 
4.2.  If,  therefore,  the  wire  had  been  used  in  the  form  of  a  straight  con- 
ductor, we  might  have  expected  an  increase  in  resistance  from  .050  ohm, 
the  c.c.  resistance  to  4.2 X. 05  =  .21  ohm.  Actually  it  changes  from  .05 
ohm  to  .80  ohm,  thus  showing  how  the  skin  effect  is  augmented  when  the 
wire  is  used  in  the  form  of  a  coil.  The  superiority  of  the  radio  cable, 
either  42/36s  or  48/38s  is  at  once  evident  from  the  results  given  in  the 
table. 

If  the  coil  used  has  more  than  one  layer,  the  magnetic  field  density  is 

much  greater  than  it  is  for  a  single  layer  coil,  hence  we  should  expect  a 

much  greater  skin  effect  for  multi-layer  coils  than  for  single-layer  coils  and 

the  experimental  results  of  Table  III  which  were  obtained  with  ten  layer 

coils,  prove  the  point.    Thus  the  single  layer  coil  of  No.  18  wire  showed  an 

2 18  . 

increase  in  resistance  of -^7^  =  3.6  times  as  the  frequency  varied  from  zero 

.01 

to  100,000  cycles.    This  same  wire  woimd  in  a  10-layer  coil  showed  an 

84 
increase  through  the  same  range  of  frequency  of  ^^=48  times  so  that  the 

resistance  increase  is  13  times  greater  when  used  in  a  10-layer  coil  than 
when  used  in  a  single-layer  coil. 

It  miist  be  noticed  also  that  this  great  increase  in  resistance  is  not 
due  to  the  internal  capacity  of  the  coil.  These  multilayer  coils  were 
built  on  wooden  reels  in  a  special  way  first  described  by  the  author;  the 
construction  was  such  that  a  considerable  air  space  (in  this  case  .16  cm.) 
was  used  between  consecutive  layers,  this  construction  giving  such  a  low 
internal  capacity  that,  up  to  the  highest  frequency  used  the  inductance 
of  the  coil  showed  but  slight  increase.  These  multilayer  coils  were  octag- 
onal in  form  and  had  10  layers  each,  wound  back  and  forth.  Each  layer 
was  2.6  cm.,  long  separated  from  the  next  layer  by  .16  cm.  air.      The 
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inner  diameter  was  approximately  10.5  cm.  and  the  outside  diameter 
varied  with  the  size  of  wire  used,  being  greater  for  the  larger  wires. 

TABLE  III 


CoU 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

G&se .  wire 

13 

18 

20 

22 

24 

26 

28 

30 

32 

34 

48/380 

Number  Turxtt 

. .  .  . 

100 

197 

239 

300 

343 

410 

586 

719 

859 

898 

250 

Frequency  in 

Kilocyclefl 

o 

R 

.12 

1.74 

'3.30 

6.7 

11.5 

21.3 

49 

96 

172 

300 

5.1 

R 

.48 

2.48 

3.40 

6.8 

11.7 

21.6 

60 

96.5 

173 

300 

6.2 

1.2 

L 

1.46 

5.21 

8.10 

12.6 

16.7 

23.7 

48 

72 

102 

117 

9.2 

« 

R  L 

.33 

.48 

.42 

.64 

.70 

.91 

1.0 

13 

1.7 

2.6 

.56 

R 

3.85 

6.27 

7.80 

11.4 

16.2 

27 

64 

122 

210 

345 

6.7 

10.5 

L 

1.42 

5.18 

8.10 

12.6 

16.8 

24  0 

48 

73 

104 

120 

9.3 

R/L 

2.7 

1.2 

.96 

.91 

.96 

1.1 

1.3 

1.7 

2.0 

2.9 

.72 

R 

6.50 

10.2 

11  3 

15.4 

20.2 

32.0 

71 

126 

225 

370 

7.2 

15.4 

L 

1.30 

5  20 

8.12 

12.7 

16.9 

24.0 

49 

74 

105 

124 

9.3 

R  L 

4.0 

1.9 

1.4 

1.2 

1.2 

1.3 

1.5 

1.7 

2.1 

3.0 

.77 

R 

7.40 

21.0 

22.3 

26.7 

28.5 

42 

97 

194 

360 

600 

8.5 

25 

L 

1.37 

5.20 

8.14 

12.8 

17.1 

24.5 

51 

78 

116. 

138 

9.3 

R  L 

5.4 

4.0 

2.7 

2.0 

1.7 

1.7 

1.9 

2.5  . 

3.1 

4.3 

.91 

R 

10. 0 

48.0 

63.5 

78 

82 

100 

200 

465 

1080 

1450 

15 

50 

L 

1.37. 

5.22 

8.17 

13.2 

17.7 

25.3 

55 

87 

131 

150 

9.5 

R/L 

7.9 

9.1 

7.8 

5.9 

4.6 

4.0 

3.6 

5.3 

8.2 

9.7 

1.6 

R 

14.1 

73.0 

94 

155 

133 

172 

19 

75 

L 

1.37 

5.23 

8.22 

13.6 

18.6 

27.5 

9.7 

R/L 

10.3 

14.0 

11.4 

11.4 

7.2 

6.2 

2.0 

R 

16.6 

84 

142 

267 

268 

415 

37 

100 

L 

1.38 

5.27 

8.55 

14.3 

20.3 

30.6 

10.4 

R  L 

12.0 

15.9 

16.6 

18.7 

13.2 

13.6 

3.6 

R 

18.8 

104 

190 

362 

462 

61 

125 

L 

1.37 

6.32 

9.07 

15.1 

21.0 

10.8 

R  L 

13.7 

19.5 

21 

24 

22 

5.6 

R 

20.5 

124 

260 

550 

840 

115 

150 

L 

1.38 

5.66 

9.30 

15.7 

22.0 

11.4 

t 

R  L 

14.9 

32.3 

28 

35 

38 

10 

The  great  increase  in  resistance  of  coil  No.  16  for  example  is  really- 
due  to  a  redistribution  of  current  throughout  the  cross-section  of  the  con- 
ductor. Although  the  resistance  increases  217  times  in  the  frequency 
range  used  the  inductance  is  lower  at  the  highest  frequency  than  at  the 
lowest.  There  are  cases  shown  in  which  the  increase  in  apparent  resist- 
ance increases  very  rapidly  for  the  higher  frequencies,  even  with  small- 
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sized  wire.  Thus  the  lO-layer  coil  wound  with  No.  26  wire  increased  its 
resistance  from  21.3  ohms  to  415  ohms,  but  at  the  same  time  the  induc- 
tance increased  from  23.7  XIO""^  henries  to  30.6X10""^  henries.  Hence 
for  this  coil  the  internal  capacity  was  making  itself  felt  so  that  the  actual 
increase  in  apparent  resistance  must  be  regarded  as  due  to  the  combined 
effect  of  redistributed  current  and  internal  capacity. 

Three  of  the  coils  were  woimd  with  radio  cable;  in  two  of  them  there 
were  used  48  No.  38  enameled  strands  in  the  cable — three  twisted  cables, 
each  having  16  strands,  were  twisted  together  to  make  the  cable.  The 
soUd  wire  most  nearly  approaching  this  cable  in  crossHsection  was  No. 
22.  In  the  single-layer  coils  the  solid  wire  increased  its  resistance  by 
220  per  cent,  and  this  radio  cable  coil  increased  by  72  per  cent,  only  one- 
third  as  much  increase  as  for  the  solid  wire  over  the  same  range  of  fre- 
quency. In  the  multilayer  coil  the  solid  wire  increased  its  resistance  from 
6.7  ohms  to  267  ohms,  an  increase  of  40  times  as  the  frequency  was  varied 
from  zero  to  100,000  cycles  whereas  the  multilayer  coil  woimd  with  the 
radio  cable  increased  (in  the  same  range  of  frequency)  from  5.1  ohms 
to  37  ohms,  an  increase  of  only  7.2  times,  that  is,  the  stranded  wire  coil 
showed  a  resistance  increase  due  to  skin  effect  only  one-sixth  as  great  as 
the  nearest  size  solid  wire.  In  this  resistance  increase  there  is  some  effect 
due  to  the  internal  capacity  of  the  coil,  and  if  this  effect  (which  is  approxi- 
mately the  same  in  amount  for  both  coils)  were  taken  into  consideration 
the  superiority  of  the  radio  cable  over  the  solid  wire  would  be  even  more 
striking. 

From  the  results  presented  in  Tables  II  and  III  there  was  calculated 
for  each  coil  the  "  ohms  resistance  per  millihenry  "  and  the  results  are 
presented  in  the  form  of  curves  in  Figs.  15  and  16.  The  most  interesting 
conclusion  to  be  drawn  from  these  curves  is  the  idea  that  the  higher  the 
frequency  the  smaller  the  wire  should  be  to  keep  the  ratio  of  resistance 
to  reactance  low.  Thus  in  the  single-layer  coil  it  is  evident  that  below 
40  kilocycles  No.  16  wire  is  better  than  No.  20  (such  factors  as  cost,  bulk, 
current-carrying  capacity,  etc.,  not  considered)  but  above  this  frequency 
No.  20  wire  is  better  than  No.  16. 

For  the  multilayer  coils  this  feature  is  shown  to  a  much  greater  d^ree 
and  at  lower  frequencies;  thus  at  1200  cycles  No.  34  wire  has  about  8 
times  as  many  ohms  per  milliheniy  as  No.  12,  but  at  15  kilocycles  the 
No.  12  wire  has  more  resistance  per  millihenry  than  has  the  No.  34  wire. 

The  multilayer  coil  of  radio  cable  is  indicative  of  what  a  good  coil 
should  be;  its  reactance  at  75  kilocycles  is  220  times  as  much  as  its  resist* 
ance  and  this  ratio  holds  over  a  wide  range  of  frequency.  Other  coils 
have  been  built  by  the  author^  using  better  stranded  wire,  more  of  it, 
keeping  the  radial  depth  of  conductor  low,  which  showed  a  reactance 
450  times  as  great  as  the  resistance  at  50  kilocycles.    The  ideas  to  be  k^ 
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in  mind  in  building  good  radio  coils  are  to  use  carefully  stranded  and 
insulated  cable,  keep  the  radial  depth  of  conductor  small,  keep  the  coil 
as  compact  as  possible  and  at  the  same  time  to  keep  the  internal  capacity 
low,  and  avoid  dielectric  losses. 

In  Fig.  17  is  shown  the  construction  of  a  coil  which  has  about  10  milli- 
henries inductance  and  7  ohms  resistance  at  50,000  cycles;  sufficient  ^ 
space  was  used  between  layers  to  keep  the  internal  capacity  to  about 
120  micro-microfarads.    This  coil  operated  satisfactorily  when  carrying 


Frequouor  In  10  *  Ofole*  pec  tjxsonA 
Fio.  IS. — Variatioa  of  reeistaoce  with  frequeacy  in  eingle  layer  Bolenoida  of  varioua  wires. 

4  ami>erefl  with  12,000  volts  across  its  terminals.  If  it  were  used  in  a  good 
insulating  oil  it  would  probably  be  satisfactory  when  carrying  200-300 
kiloTolt  amperes,  although  in  this  case  its  internal  capacity  would  be  more 
than  doubled. 

To  illustrate  in  as  striking  a  manner  as  possible  the  skin  effect  which 
may  be  present  in  poorly  designed  coils  tests  were  made  on  two  coils 
made  of  copper  strip,  wound  edgewise.  The  first  coil  had  29i  turns  of 
strip  1)  in.  wide  and  ^  in.  thick;  the  spacing  between  successive  turns 
was  nearly  ^  in. ;  its  inside  diameter  was  14}  in.  and  outside  diameter  was 
17}  in.    Its  reflistance  for  continuous  current  was  .013  ohm  and  at  150 
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kilocycles  it  had  3.44  ohms  resistance,  an  increase  of  285  times.  The 
second  coil  had  34^  turns  of  strip  1  in.  wide  and  ^  in.  thick,  spacing 
between  turns  was  nearly  i^  in.  The  c.c.  resistance  was  .020  ohm  and  at 
150  kilocycles  it  was  7.86  ohms,  an  increase  of  393  times.  These  two 
examples  bring  out  forcibly  the  fact  that  the  radial  depth  of  the  conductor 
in  a  coil  intended  for  radio  circuits  must  be  kept  small.  Further  data  on 
these  two  coils  are  given  in  Table  V,  p.  (147). 


^~ 

y 

7 

32 

"1 

/ 

• 

/ 

y22 

30 

/ 

y 

/ 

/ 

28 

// 

20 

ii 

f 

) 

26 

r 

i 

f 

1 

)h 

ly^ 

'*"  1 

oi 

s 

vf 

/ 

24 

^ 

J 

f 

// 

i 

f 

22 

y 

' 

\     i 

/ 

'H 

y 

/ 

/ 

^ 

§20 

J 

/ 

^ 

'^ 

/ 

> 

/^ 

S  18 
g 

^16 

( 

v 

> 

^ 

/ 

A 

:^ 

/ 

f 
> 

^ 

i 

r 

/ 

9 

r ) 

/ 

/ 

12 

>— 

— 

1" 

> 

^ 

r 

// 

r 

- 

^ 

'A 

y 

/ 

^ 

f^ 

y 

A\ 

^ 

v 

i\ 

^ 

-^ 

^ 

12 

1 

/\ 

^ 

4 

A 

r 

r 

10 

/ 

J 

/ 

/ 

r-^ 

^ 

y 

/ 

y 

/ 

/ 

0 

"26 

/ 
^ 

8 

/ 

> 

^ 

/I 

A 

/ 

• 

< 

/ 

^ 

T 

/ 

A 

r 

/ 

/ 

^ 

/ 

r 

/ 

f  - 

/ 

X 

I 

^ 

48 

38 

8 

6 

_> 

V 

y 

/ 

r 

J 

f— 

^ 

y 

^ 

A 

^  - 

y 

r 

/ 

y 

/ 

r 

/ 

^  < 

>: 

1^ 

^ 

. 

_rf 

-^ 

' 

4 

/ 

r 

/ 

/ 

r 

/ 

^ 

^ 

>^ 

,> 

Y^' 

2 

r 

i 

r 

i 

f 

3 

^ 

^ 

>■" 

J 

^^ 

^ 

^' 

-r* 

.-4 

,— J 

— 

3-t- 

""' 

h— 

( 

) 

J 

I 

t 

* 

> 

• 

4 

« 

} 

\ 

I 

i 

9 

> 

i 

i 

1 

' 

i 

1 

1 

0 

1 

1 

1 

2 

I 

3 

1 

4 

1 

5 

Erequency  in  10  ^cycles  per  second 

Fig.  16. — ^Variation  of  resistance  with  frequency  of  multilayer  coils;  short  coils  of  ten 

layers  each,  air  space  between  layers. 

Efifect  of  Neighboring  Circuits  on  the  Resistance  of  a  Coil — Tuning 
These  Circuits. — It  has  been  shown  in  the  previous  chapter  that  the 
resistance  of  a  circuit  is  always  increased  by  the  presence  of  neighboring 
circuits  in  which  induced  currents  flow.  The  power  for  supplying  the 
losses  in  these  circuits  must  be  furnished  by  the  coil  inducing  the  current 
and  so  this  effects  an  apparent  increase  in  the  resistance  of  this  coil;  the 
amount  of  this  increase  is  given  by  Eq.  (73),  page  86.  This  increase  in 
resistance  evidently  depends  upon  the  tuning  of  this  second  circuit.    If  in 
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Eq.  (73)  the  reactance  of  the  second  circuit  is  put  fequal  to  zero  the  apparent 
increase  in  the  resistance  of  the  first  circuit  may  be  very  great;  the  curves 
illustrating  this  effect  were  shown  in  Fig.  91,  Chapter  1, 

As  an  instance  of  the  losses  occurring;  in  neighboring  cireuits  it  is  inter- 
esting to  note  Uiat  one  of  the  terniinal  posts  of  the  coil  pictured  in  Fig. 


17  was  fastened  on  a  piece  of  hard  rubber,  and  this  rubber  block  was 
fastened  to  the  wood-end  piece  of  the  coil  with  small  iron  screws.  When 
operating  this  coil  with  four  amperes  at  50  kilocycles  flowing  in  the  wind- 
ing the  heat  generated  in  those  screws  was  such  that  they  burned  them- 
selves free  from  the  wood  after  the  coil  bad  been  in  the  circuit  but  a 
short  time. 
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Resistance  of  Iron-core  Coils. — It  was  at  first  thought  impossible  to 
use  iron-core  coils  for  the  high  frequencies  employed  in  radio  circuits,  but 
such  is  not  actually  the  case,  although  the  gain  in  using  iron  is  not  so  s^eat 
for  radio  frequencies  as  it  is  for  ordinaiy  low  frequencies.  The  difficulty 
in  making  efficient  iron-core  coils  for  high-frequency  circuits  is  a  two- 
fold one,  the  apparent  permeability  of  the  iron  is  much  less  than  it  should 
be,  and  the  losses  in  the  iron  core  greatly  increase  the  effective  resistance 
of  the  coil.  Both  of  these  imdesirable  effects  are  due  to  the  same  cause; 
the  increase  in  resistance  due  to  iron  loss  is  mostly  caused  by  eddy  currents 
in  the  iron  laminse,  and  these  same  eddy  currents  serve  to  keep  the  mag- 
netic flux  from  penetrating  and  so  make  only  the  outer  parts  of  the  laminas 

useful   as  flux 


Ma^netixim:  current 
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There  is  also  some  iron 
loss  due  to  hysteresis, 
but  this  is  small  com- 
pared to  the  eddy-cur- 
rent loss. 

The  paths  of  the  eddy 
currents  in  the  l^^^inip 
of  an  iron  core  are  indi- 
cated in  Fig.  18,  the  lam- 
insB  being  shown  much 
thicker,  of  course,  than 


Fia.  18. — Eddy  currents  occurring  in  a  laminated  iron    they  really  are.     The  di- 

^^*  rection  of  the  eddy  cur- 

rents, it  is  to  be  noticed, 
is  opposite  to  that  of  the  current  in  the  winding  hence  at  any  point  A  in  the 
center  of  a  laminse,  the  magnetomotive  force  acting  is  really  that  produced 
by  the  winding  diminished  by  a  certain  amount  due  to  these  eddy  currents. 
At  low  frequencies  the  back  m.m.f.  of  these  eddy  currents  is  n^li^ible 
compared  to  that  of  the  main  magnetizing  coU,  so  that  the  flux  density 
in  the  lamina  is  nearly  constant  throughout  its  cross-section  and  is  about 
the  same  as  it  would  be  were  no  eddy  current  present.  At  higher  fre- 
quencies, however,  the  eddy-current  effect  becomes  increasingly  greater, 
so  that  at  radio  frequencies  the  full  value  of  magnetic  flux  exists  only 
on  the  outer  surface  of  the  iron ;  in  the  inner  parts  the  flux  density  decreaaes 
and  it  may  be  practically  zero  at  a  depth  only  a  small  fraction  of  a  milli- 
meter from  the  surface  of  the  iron. 

The  strength  of  the  eddy  currents  decreases  with  the  thickness  of  the 
laminations;  the  plates  used  for  the  cores  of  radio  coils  should  be  only 
a  few  himdredths  of  a  millimeter  thick.  To  get  the  benefit  of  lamination 
it  is  essential  that  the  plates  be  well  insulated  from  one  another,  either  by 
a  fine  quality  of  varnish  or  thin  paper,  or  both.    The  burred  edges  of 
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the  plates,  caused  by  imperfect  fit  of  the  punch  and  die  used  in  making 
the  plates,  is  especially  bad  in  causing  eddy  currents. 

The  flux  density  in  the  steel  plates  has  about  the  distribution  shown 
foy  Fig.  19,  the  penetration  of  magnetic  flux  into  an  iron  sheet  decreases 
as  frequency  increases,  increases  with  the  specific  resistance  of  the  iron, 
etc.,  in  fact  follows  the  same  distribution  law  as  the  penetration  of  cur- 
rent itself  into  a  conducting  medium  given  in  Eq.  (3).  Because  of  this 
lack  of  penetration  the  apparent  permeabiUty  of  the  iron  decreases  as 
the  frequency  increases,  resulting  in  a  decrease  in  the  self-induction  as 
the  frequency  increases.  The  curves  given  in  Fig.  20  show  how  the 
resistance  and  inductance  of  a  laminated  iron-core  coil  change  as  fre- 
quency changes.  It  will  be  noted  that  the  increase  in  resistance  is  practi- 
cally all  due  to  eddy-current  losses;  the  hysteresis  loss  is  nearly  negligible. 

Flux  density  at 

•urflAoe  of  lamina 
^ i ^ 


Ibfiilaflon^J 


Flux  density  at 
center  of  lamina 


F1ku[  uenflty 

Fig.  19. — ^Flux  density  variation  throughout  the  section  of  a  lamination  of  an  iron  core; 
the  higher  the  frequency  the  greater  is  the  variation  in  flux  density. 

It  is*  evident  that  iron  of  the  quaUty  used  in  this  coil  must  be  used  in 
laminations  less  than  .0075  cm.  (the  thickness  of  those  in  the  test  coil) 
to  maintain  a  low  resistance  at  high  frequency.  The  decrease  in  induct- 
ance of  this  coil  is  comparatively  small  in  the  range  of  frequencies  used. 

In  Fig.  21  are  shown  the  variations  in  L  and  R  of  another  toroidal 
coil,  using  thicker  laminations.  Even  for  the  comparatively  low  frequen- 
cies used  in  this  test  the  decrease  in  inductance  is  very  pronounced. 

Iron  dust,  suitably  prepared,  makes  veiy  excellent  material  for  the 
cores  of  coils  intended  for  high-frequency  use,  having  veiy  low  eddy- 
current  loss.  It  has,  in  common  with  all  iron  cores,  the  disadvantage 
of  a  permeability  varying  with  magnetic  density.  A  dust-core  coil  (toroid) 
was  tested  to  show  this  effect  and  gave  the  results  shown  in  Fig.  22;  the 
measurements  were  carried  out  at  a  frequency  of  2000  cycles..  In  Fig. 
23  are  shown  the  characteristics  of  this  same  coil  measured  at  various 
frequencies.  The  ratio  of  reactance  to  resistance  brings  out  very  well 
the  fact  that  a  coil  is  always  most  efficient  at  some  certain  frequency. 

It  is  to  be  noticed  for  aU  these  iron-core  coils  that,  at  radio  frequency, 
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the  resistance  of  the  copper  wire  is  negligible  compared  to  the  resistance 
caused  by  iron  losses,  hence  it  is  of  Uttle  use  to  employ  for  the  winding 
a  wire  as  large  as  those  used  in  winding  the  coils  whose  characteristics 
are  shown  in  the  foregoing  figures.  A  very  fine  wire  may  be  profitably 
used  for  the  windings  then  a  large  number  of  turns  (hence  hi^  L)  may  be 
put  on  a  very  small  core — ^using  an  iron-dust  toroidal  core,  the  outer  diam- 
eter of  the  toroid  being  5  cm.  and  the  core  itself  being  slightly  over  1  cm. 


0       5       10      15     20     25     30      35     40     45     60     65      60     65     70 

Frequency  in  Kilocycles 

Fig.  20. — Characteristics  of  a  toroidal  shaped  coil  having  laminated  iron  core. 

in  diameter,  winding  with  fine  wire,  it  is  possible  to  make  a  coil  with  an 
inductance  of  about  0.25  henry,  and  having  low  enough  internal  capacity 
to  be  efficient  at  60,000  cycles.  Such  coils  are  very  convenient  for  the 
plate  circuit  of  ampUfying  tubes,  as  they  are  very  compact,  and  are  not 
subject  to  outside  disturbances,  a  toroid  having  practically  zero  mutual 
induction  with  any  other  circuit. 

Resistance  of  Spark  and  Arc. — In  radio  circuits  there  is  frequently 
used  an  arc,  or  a  spark  gap;  the  resistance  of  which  affects  the  operation 
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of  the  set  and  must  be  considered  when  getting  decrement,  losses,  etc.  The 
resistance  of  a  spark  gap  varies  with  many  factors,  principally  the  length 
of  gap  and  magnitude  of  current  through  the  gap.  Within  the  ordinary 
range  of  currents  used  in  radio  circuits  the  resistance  of  an  arc  or  spark, 
for  constant  length  of  gap,   varies  inversely  with  the  current  to  some 
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Fig.  21. — Characteristits  of  a  toroidal  shaped  coil  having  laminated  iron  core,  lamina- 
tions being  much  thicker  than  those  of  Fig.  20. 


power  higher  than  the  first,  in  such  a  way  that  the  IR  drop  actually 
decreases  with  an  increase  of  current.  Other  factors  affecting  the  resist- 
ance of  the  gap  are  the  nature  of  the  gas  through  which  the  arc  or  spark 
is  passing  and  the  material  of  which  the  gap  terminals  are  made.  Silver 
and  copper  electrodes  give  a  higher  resistance  gap  than  such  metals  as 
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Fio.  22. — ^Variation  of  inductance  and  resistance  of  a  coil  having  iron  dust  core,  showing 

increasing  ptoneability  with  increasing  current. 
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zinc,  magnesium,  etc.;  hydrogen  and  illuminating  gas  give  a  higher  reeist- 
ance  than  air. 

Experiments  indicate  that  for  such  currenta  and  gape  as  are  used  in 
radio  aeta  the  resistance  (effective)  of  a  spark  gap  is  not  more  than  1  ohm, 
and  is  generally  only  a  few  hundredths  of  1  ohm.  This  value  of  resistance 
is  obtained  from  the  heating  effect,  and  so  gives  a  kind  of  average  value 
of  the  resistance  durii^  the  cycle.  For  low  frequencies  the  resistance 
of  an  arc  or  spark  varies  a  great  deal  throughout  a  cycle  of  current,  and 
it  probably  does  (even  if  to  a  less  extent)  at  radio  frequencies. 

In  Fig.  24  is  shown  the  oscillogram  giving  the  form  of  voltage  across 
an  arc  and  the  current  through  the  arc;  if  the  resistance  is  defined  as  the 
ratio  of  volta  to  amperes  it  is  evident  that  the  resistance  varies  through 
widely  differing  values  during  the  cycle. 


Fia.  24. — A  sine  wave  of  e.m.f .  impreeaed  acroaa  an  arc  in  series  with  an  !ton  care  induct- 
anoe  gave  voltage  and  current  forms  as  shown. 

In  most  radio  circuits  the  resistance  which  assumes  importance  is  that 
offered  to  alternating  currents,  rather  than  the  continuous-current  resist- 
ance. Nearly  all  circuits  offer  a  greater  resistance  to  the  flow  of  alter- 
nating current  than  they  do  to  continuous  current,  but  the  are  is  an  excep- 
tion to  this  rule.  The  relation  of  current  and  potential  difference  in  a 
certain  arc  is  shown  in  Figs.  25  and  26 ;  from  the  curves  it  is  evident  that 
incieasii^  current  requires  less  and  less  potential  difference  across  the 
a«.  The  resistance  of  the  arc  for  continuous  current  varies  from  50 
ohms  to  2  ohms,  according  to  conditions.  Now  the  (dtemaiing  current 
nsUiance  mttst  be  determined  by  the  raiio  of  Ike  voltage  change  to  the  currerU 
^ng?,  i.e.,  R=dv/di,  and  from  these  curves  it  is  evident  that  when  do 
is  positive  di  is  negative,  so  that  the  alternating-current  resistance  of 
tlie  arc  is  negative.    This  negative  resistance  for  alternating  currents  is 


140 


RESISTANCE— INDUCTANCE— CAPACITY 


[Chap.  U 


characteristic  of  nearly  all  circuits  in  which  gas  of  some  kind  takes  part 
in  the  conduction  of  the  current;  in  some  special  cases  even  a  pure  electron 
stream  may  have  a  negative  resistance  for  an  alternating  current,  as  will 
be  explained  when  discussing  vacuum  tubes. 

The  magnitude  of  this  alternating  current  arc  resistance  varies  sonae- 
what  with  frequency,  it  becoming  less  as  the  frequency  increases. 
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FiQ.  25. — Resistance  of  small  arc,  in  air. 


Resistance  of  an  Antenna. — An  antenna  is  a  circuit  consisting  of  a 
capacity,  inductance,  and  resistance  in  series,  the  resistance  being  fixed 
in  value  by  many  efifects,  among  them  the  radiation  of  power  from  the 
antenna  in  the  form  of  electro-magnetic  waves.  The  surface  of  the  earth 
generally  forms  one  plate  of  the  condenser  and  the  over-head  wire  system 
the  other,  Fig.  27.    When  current  circulates  in  the  antenna,  losses  occur 
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in  the  network  of  wires  and  in  the  earth  due  to  actual  heat  loss  produced 
by  the  conduction  currents;  losses  occur  due  to  induced  currents  in  guy 
wires,  etc.;  losses  occur  in  the  earth's  surface  and  any  other  dielectrics  in 
the  field  of  the  condenser  such  as  trees,  etc.,  and  power  is  radiated.    That 
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Fig.  26. — ^Resistance-of  small  arc  in  flluminating  gas,  showing  also  the  effect  of  a  trans- 
verse magnetic  field. 


resistance  caused  by  radiation  is  the  only  useful  resistance;  the  other  fac- 
tors increase  the  resistance  of  the  antenna  but  perform  no  useful  function. 
Thej  resistance  of  an  antenna  varies  with  the  frequency  about  as  indi- 
cated in  Fig.  28.  With  very  high  frequencies  the  resistance  is  high;  it 
decreases  to  a  Tninimiim  at  a  frequency  about  twice  that  of  the  natural 
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oscillation  of  the  antenna  (without  any  added  inductance)  and  then  rises 
gradually,  the  amount  of  this  rise  being  determined  principally  by  didec- 
tric  losses  in  objects  located  in  the  electrostatic  field  of  the  antenna. 
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Fig.  27. — Antenna  with  loading  inductance. 

For  small  land  antennse  the  minimimi  on  the  curve  may  be  20-30 
ohms,  for  aeroplane  antennse  perhaps  5-10  ohms;  for  ships'  antenna 
3-6  ohms,  and  for  the  large  antenme  used  for  long  distance  conmiunicar 
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FiQ.  28. — Typical  resistance  curve  for  an  antenna,  showing  variation  with  frequeni^. 

tion  the  minimum  value  may  be  1-2  ohms.    The  more  complete  discus- 
sion of  antennse  and  their  characteristics  wiU  be  given  in  Chapter  IX. 

Resistance  due  to  dielectric  loss  and  corona  loss  will  be  treated  in  the 
section  dealing  with  capacity. 
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Coefficient  <rf  Self-indisctioii.  Units. — The  ordinaiy  unit  of  self- 
induction,  the  henry,  is  much  too  great  to  serve  for  radio  work;  instead 
there  are  used  the  milliheniy  (10"^  henry)  the  microhenry  (10"*  henry) 
and  infrequently  the  centimeter  (10~^  heniy).  The  microheiuy  is  most 
commonly  used. 

The  fiindamental  viewpoint  from  which  to  consider  the  self-induction 
of  a  circuit  is  that  of  the  amount  of  energy  stored  in  the  magnetic  field 
of  the  circuit.    This  energy  is  given  by  the  well-known  formula,  Ekiergy 

^  LP/2,  where  the  energy  is  measured  in  joules,  the  current  in  amperes 
and  L  is  the  coefficient  of  self-induction  in  henries.  From  this  equa- 
tion we  can  get  the  definition  that  the  coefficient  of  seU-induction  of  a 

circuit  in  henries,  is  numerically  equal  to  twice  the  number  of  joxiles 

stored  in  the  magnetic  field  when  the  current  in  the  circuit  is  one  ampere. 

Hence  any  conditions  which  affect  the  magnetic  energy  in  a  circuit,  the 

current  staying  fixed,  must  affect  the  coefficient  of  self-induction. 

A  piece  of  iron  introduced  inio  the  magnetic  field  decreases  the  reluc- 
tance of  the  magnetic  path,  increases  the  flux  and  hence  the  magnetic 

energy,  and  therefore  increases  the  L  of  the 

circuit.     If  a  neighboring  closed  circuit  is  so 

placed  that  current  is  caused  to  flow  in  it  by 

an  alternating  current  in  the  coil  in  question, 

this  induced  current  wiU  be  nearly  in  phase 

opposition  to  the  ciurent  in  the  first  circuit. 

Flux  which  is  produced  by  A  (Fig.  29)  and 

which  threads  circuit  B  is  opposed  by  the 

m.m.f.  of  the  ciurent  induced  in  B,  and 

hence   the  reluctance  of  this  part  of   the 

magnetic  path  of  coil  A  is  increased.    This    ^    ^    ..^       , 

A^^^  xu      ii  J       J    u  •  Fig.  29. — ^When  the  current  in 

decreases    the   flux    produced    by  a   given       ^^^  ^  ^  ^^^  ^^^^^ 

current  m  il  and  so  proportionately  decreases  ^iU  flow  in  circuit  B,  aflfect- 
the  L  of  coil  A.  It  is  evident  that  the  ing  thereby  the  resistance 
closer  circuit  B  is  placed  to  cireuit  A,  the  a^d  inductance  of  circuit  A. 
more  effect  will  its  counter  m.m.f .  have  on  the 

amount  of  flux  produced  by  A,  and  hence  the  more  effect  it  will  have  in 
decreasing  the  L  of  coil  A. 

If  by  any  means  the.  current  in  £  is  made  to   lead  the  induced 
voltage  of  coil  2  by  90°  (as  may  be  nearly  done  by  putting  a  suitable 
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condenser  In  series  with  the  circuit)  then  the  m.m.f.  produced  by  B 
occurs  in  such  phase  as  to  help  the  m.m.f.  of  coil  A  and  hence  produce 
an  increase  in  the  magnetic  en^i^  of  A  for  a  given  current,  thus  the 
presence  of  coil  B  actually  increases  the  effective  self-induction  of  coil  A. 
These  effects  were  analyzed  in  the  previous  chapter  and  are  calculable 
from  Eqs.  (85),  etc.,  pages  91  et  seq. 

It  is  evident,  therefore,  that  the  L  of  a  circuit  may  vaiy  with  frequency, 
current  amplitude,  current  distribution,  etc.,  and  that  its  changes  can 
best  be  predicted  by  examining  in  each  ca^  the  distribution  and  density 
of  the  magnetic  field  produced  by  one  ampere  of  current  in  the  circuit; 
the  value  of  L  (in  henries)  of  the  circuit  is  equal  to  twice  the  number 
of  joules  of  eneigy  stored  in  this  field.  The  derivation  of  the  amount  of 
the  magnetic  energy  is  difficult  and  tedious  except  in  the  most  simple 
cases;  it  will  not  be  attempted  here,  but  the  formulae  themselves  for  the 
circuits  most  generally  used  in  radio  work  will  be  given  in  comparatively 
simple  form,  the  accuracy  being  for  most  cases  better  than  1  per.  cent 
For  exact  formulae  the  student  should  consult  the  various  publications  on 
the  subject,  notably  those  of  the  Bureau  of  Standards. 

Self-inductioii  of  a  Single  Straight  Vertical  Wire  Distance  from  all 
Other  Conductors — 

L^2l(log~f\,em (7) 


where  !=length  of  wire  in  cm.; 

r=radius  of  wire  in  cm.; 
L  =  coefficient  of  self-induction  in  cm.; 
%  =  logarithm  to  the  base  €,  as  it  is  for  all  the  suo- 
ceeding  formute. 

"Eq.  (7)  assiunes  the  material  of  the  wire  to  have  a  permeabiUty  of 
imity.  For  uniform  ciurent  distribution,  and  permeabiUty  differing  from 
imity, 

L-2Z(%|^-1+J)cm (8) 

where  M  =  the  value  of  the  permeability. 

For  a  Single  Horizontal  Wire — 

L=2l(log^+^  cm (9) 

where,  i= length  in  cm.; 

r=radiu8  of  wire  in  cm.; 

A = height  of  wire,  above  earth,  in  cm. 
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For  a  Single  Ciicular  Turn  oi  Round  Wire. — 


where, 


='itrR\(] 


^^^ 


^=^«lli+8F^j  ^  T+2& 


— 1.75    cm., 


.     (10) 


/?= radius  of  turn,  to  center  of  conductor,  in  cm.; 
r= radius  of  cross-section  of  conductor. 


For  a  Single  Layer  Solenoid,  Closely  Wound. — 


where 


L=4ir^R^ni^lK  cm., (11) 

R = radius  of  coil,  to  center  of  wire,  in  cm. ;    n 
ni  =  niunber  of  turns  of  wire  per  cm.  length; 

I = length  of  winding  in  cm. 
£= summation  of  a  certain  series,  which  series  depends 
upon  the  form  of  the  coil.    These  series  l^ave  been 
smnmed  by  H.  Nagaoka  and  are  given  in  Table 

op 

IV.    The  value  of  iiC  is  given  in  terms  of  -r-,  i.e., 
the  ratio  of  the  coil  diameter  to  the  coil  length. 


TABLE  IV 

* 

Diameter 
Length 

K 

Diameter 
Length 

K 

.00 

1.000 

.95 

.700 

.05 

.979 

1  00 

.688 

.10 

.959 

1.10 

.667 

.15 

.939 

1.20 

.648 

.20 

.920 

1.40 

.611 

.25 

.902 

1.60 

.580 

.30 

.884 

1.80 

.651 

.35 

.867 

2.00 

.526 

.40 

.850 

2.50 

.472 

.45 

.834 

3.00 

.429 

.50 

.818 

3.50 

.394 

.55 

.803 

4.00 

.365 

.60 

.789 

4.50 

.341 

.65 

.775 

5.00 

.320 

.70 

.761 

6.00 

.285 

.75 

.748 

7.00 

.258 

.80 

.735 

8.00 

.237 

.85 

.723 

9.00 

.219 

.90 

.711 

10.00 

.203 

146 


KESISTANCB-INDUCTANCB— CAPACITY 


[Chap.  II 


The  values  of  K  given  in  the  table  assume  a  current  distributioD 
uniform  throughout  the  conductor,  and  so  give  too  large  a  value  of  L, 
if,  due  to  skin  effect,  the  current  concentrates  in  the  inner  side  of  the 
winding.  The  decrease  in  induction  due  to  this  effect  is  shown  in  TaUe 
V,  in  which  are  tabulated  the  experimentally  determined  inductances 
and  resistances  of  the  two  edgewise-woimd  ribbon  coils  referred  to  on 
p.  132,  and  pictured  in  Fig.  30.  It  may  be  foimd  by  calculation  from  the 
figures  given  that  at  high  frequencies  the  current  is  oractically  concoi- 
trated  in  the  inner  side  of  the  coil. 


Coll*l   Di«14lC'*     D,=17X"Tunii-fc  89J 


Coil  ^2   Di*14K       D,«16KTunit 
Fig.  30. — Short  solenoid  made  of  edgewise-wound  copper  ribbon. 


Best  Form  of  Solenoid. — It  may  be  seen  from  a  few  calculations, 
using  Eq.  (11),  that  a  given  amount  of  wire,  to  be  woimd  into  a  single 
layer  solenoid,  should  have  a  certain  form  if  the  maximum  inductance  is 
to  be  obtained.  This  occurs  when  the  diameter  is  2.45  times  the  coil  length. 
The  variation  of  L  with  departure  from  this  form  is  not  great,  however; 
thus  if  the  ratio  is  made  as  low  as  1.5  or  as  high  as  4.5  the  decrease  in  L 
(for  fixed  length  of  wire),  is  only  3  per  cent. 

Two  layer  solenoids,  one  layer  wound  directly  on  the  other,  are  not 
feasible  for  radio  work,  as  the  internal  capacity  is  so  high.  They  are 
sometimes  used,  the  turns  being  arranged  in  a  so-called  '^  banked  ''  wind- 
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ing.    Multilayer  ooil  are,  however,  preferable,  but  they  must  be  built  in 
such  a  way  as  to  keep  the  internal  capacity  low,  as  described  on  p.  133. 

TABLE  V 
Resistancb  and  Imductanob  of  Edovwisb-wound  Ribbon  Coils 

Con  No.  1 


Frequency  in  10* 
cvdes 

.043 

.088 

.128 

.248 

XiR 

.450 

.730 

1.250 

3.50 

L  in  10~*  henry. . . . 

489 

485 

482 

476 

472 

470 

466 

464 

460 

/JinlO-»ohm 

13 

15 

19 

26 

31 

36 

46 

72 

176 

Frequency  in  10* 
cycles 

7.00 

16.4 

25.2 

50.0 

75.0 

100 

125 

150 

^j  ■»*•■*»'  •• 

L  in  10~»  heniy. . . . 

458 

455 

452 

451 

454 

457 

456 

460 

/JinlO-'ohm 

295 

725 

945 

1345 

1775 

2205 

2745 

3440 

Cofl  No.  2 


Frequency  in  10* 
cyck 


L  in  10-«  henry 

Hinia-*ohm 


.043 

.100 

.150 

.200 

.300 

.400 

.600 

1.000 

1.60 

613 

608 

604 

602 

598 

595 

592 

585 

585 

23 

25 

26 

30 

40 

45 

49 

70 

100 

2.44 


583 
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Frequency  in  10* 
cycles 


Lin  10-*  henry.. . 


R  in  10-*  ohm. 


3.50 

6.46 

15.3 

21.5 

50 

75 

100 

125 

581 

578 

574 

572 

570 

568 

568 

570 

245 

495 

1095 

1345 

2640 

2940 

3730 

5280 

150 


572 


7860 


Inductances  of  a  Flat  Spiral,  of  Ribbon  Conductors,  Wound  Flatwise, 
Toms  Close  Together. — 

SR 


L=4xfin2[(l+?gt^)  %  ^_^_^    --16*2 


-Cl  +  ^,C2 


1  cm.  .     (12) 


where 


iZ^smean  radius  of  coil  (see  Fig.  31); 

n= total  number  of  turns; 

6= width  of  strip = axial  length  of  coil; 

d= radial  depth  of  coil = outside  radius— inside  radius; 
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Ci  and  C2  are  constants  depending  on  the  shape  of  the  spiral  for  thdr 
values.    They  are  given  in  Table  VI. 

TABLE  VI 
Constants  Ci  and  Ci  for  EJq.  (12) 


Ratio  ^ 
0 

Ci 

C, 

.00 

.500 

.125 

.05 

.549 

.127 

.10 

.592 

.133 

.15 

.631 

.142 

.20 

.665 

.155 

T 


Spiral 


Fig.  31. — Spiral  coil  of  ribbon  wound  flat  wise. 


Eq.  (12)  gives  incorrect  values  if  the  turns  are  not  close  together;  the 
values  obtained  from  the  equation  must  be  increased  as  much  as  5  per 
cent  for  the  spacing  used  in  ordinary  transmitting  coils  in  spiral  form. 
Fig.  32  shows  how  the  value  of  L  for  a  given  spiral  varies  with  the  number 
of  turns  used. 

It  is  interesting  to  note  that  the  same  length  of  wire  will  give  about 
the  same  inductance  whether  wound  into  a  flat  spiral  or  a  single-layer  sole- 
noid, provided  that  the  mean  radius  of  the  spiral  has  the  same  value  as 
the  radius  of  the  solenoid. 
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where 


Coil  of  Rectangular  Cross-sedion.    (Fig.  33.) — 

<    -     .        L^2nH  log  ~  cm 

ill 


(13) 


* 
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Number  of  turni,  counted  (hHo  intide 
Fig.  32 — Inductance  of  a  spiral  similar  to  that^liown  in  Fig.  31. 


■I > 


Toroid 


FiQ.  33. — ^Toroidal  ooil  of  rectangular  cross-section. 

n= total  number  of  turns; 
{ = axial  length  of  coil ; 
R2= outer  radius; 
/2i  =  inner  radius. 
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where 


Coil  of  Circular  Cross-section  (Toms).    (Fig.  34.)— 
L=4im2(iB- ViJ2-r2)  cm., 

n=:  total  number  of  turns; 

i2=mean  radius  of  ring; 

r»  radius  of  crossHsection  of  winding. 


(14) 


The  great  advantage  of  a  toroidal  coil  is  that  it  has  practically  no 
external  magnetic  field  and  so  gives  but  little  mutual  induction  with  other 
circuits.  Also  a  toroidal  coil  will,  for  similar  easons,  not  be  affected  by 
mutual  induction  from  other  circuits  or  sources.  Used  as  a  tuning  coil 
in  a  receiving  set  it  will  not  pick  up  any  strays  or  other  disturbing  fields 
unless  they  be  of  excessively  short  wave  length. 


Torus 
Fig.  34. — Toroidal  coil  of  circular  cross-section. 


Single  Layer  Square  Coil.  (Fig.  35.) — 

L=8an2r  log  J+.726+.223^1  -San  [A+B]  cm.,      .    .    (15) 

« 
in  which  a = side  of  square,  measured  to  center  of  wire; 

n=niunber  of  turns; 
D= pitch  of  winding,  center  to  center; 
b=axial  length  of  coil  =  (n— 1)Z). 

A  and  B  are  constants  depending  upon  number  of  turns,  pitch,  etc., 
and.  are  given  in  Tables  VII  and  VIII,  d  being  the  diameter  of  the  wire 
used.  Coils  wound  with  rectangular  conductor  have  slightly  different  con- 
stants than  those  given  here. 
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TABLE  Vn 


TABLE  Vm 


d 

D 

A 

d 

D 

A 

1.00 

+  .657 

.18 

1.16 

.90 

.452 

.16 

1.28 

.80 

.334 

.70 

.200 

.14 

1.41 

.60 

+  .046 

.12 

1.56 

.60 

-.136 

.10 

1.75 

.40 

.356 

.08 

1.97 

.35 

.443 

.06 

2.26 

.30 

.647 

.04 

2.66 

.25 

.830 

.02 

3.36 

.20 

1.05 

Number  of 

B 

Tunit,n 

1 

.000 

2 

.114 

3 

.166 

4 

.197 

6 

.233 

8 

.253 

10 

.266 

20 

.297 

40 

.315 

60 

.322 

100 

.328 

Fia.  35. — Single  layer  square  coil,  such  as  is  used  for  a  coil  antenna. 


Flat  Square  Coil.    (Fig.  36.)— 

For  this  case  Eq.  (15)  is  applicable  providing  a  is  taken  as  Oo— (n— 1)I> 

where        oo^sideof  square,  outside  wire; 
n=number  of  turns; 
D  s  distance  between  turns,  center  to  center. 

The  value  of  b  is  obtained  from  the  depth  of  the  winding,  i.e.,  it  is 
equal  to  (n— 1)D. 
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Multilayer  Coils  of  Rectangular  Cross-section.^    (Fig.  37.) — 


where 


L^J^^J^F'F-  cm., 


6+1.5<+/2 

i2=mean  radius  of  coil  in  cm.; 
n=total  number  of  tiuns  in  coil; 
6= axial  length  of  coil; 
i= radial  depth  of  winding. 


(16) 


Fig.  36 


Fig.  37. 


Fig.  36. — Flat  square  coil,  used  as  coil  antenna  for  short  wave  lengths. 

Fig.  37. — Multilayer  coil  of  rectangular  cross-section;  the  cross-hatched  area  shows  the 

cross-section  of  the  winding. 


F'  and  F"  are  correction  factors 


F'  = 


106+13<+2g 
106+10.7<+1.4iJ' 


f"  =  1.15  log,.  (lOO 


t 


UR+lt 


)■ 


26+3< 


For  accurate  results  with  this  lormula  the  distance  between  wires 
must  be  small  compared  to  the  diameter  of  the  wire. 

A  multilayer  coil  of  very  ingenious  construction  is  being  made  at  pres- 
ent, using  a  so-called  honeycomb  construction.    A  picture  of  such  a  coil 

^  An  excellent  article  on  the  design  of  multilayer  coils  was  published  in  Univ.  of 
California  Publications  in  Engineering  Vol.  147,  by  F.  E.  Pemot. 
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is  Bbown  in  Fig.  3S.  The  coil  is  self-eupportii^,  in  tbis  respect  being 
superior  to  the  multilayer  coils  described  on  p.  133  and  although  ito  internal 
capacity  is  greater  than  that  of  tbe  type  shown  in  Fig.  17,  it  is  still  suffi- 
cieDtly  low  to  make  it  an  excellent  coil  for  radio  circuits,  especially  those 


Fio,  38. — "Honey  comb"  construction  of  multilayer  coil. 

caHing  for  many  miUihenries  of  inductance.    The  constants  of  one  of 
these  coils  is  shown  in  Table  IX. 

TABLE  IX 

CoifflTANTS   OF   A   HONETCOUR    COH. 


Fnquuurr  In  10' 

Ainohrut 

LinlO-'henH» 

Ruot&aiM  mvidsd 

0 

9.39 

26.5 

12.4 

17.75 

238 

53 

23.8 

17.85 

250 

79-5 

63.0 

18.70 

176 

106 

102.0 

20.25 

120 

The  dimensions  of  this  coil  were  internal  diamet6r=5  cm.,  external 
diameter=10  cm,,  cross-section  of  winding  2.5  cm.  by  2.6  cm. 

Variable  Inductaiices.^It  is  many  times  desirable  to  have  a  continu- 
oudy  variable  inductance  for  tuning  a  circuit;  two  such  types  have  been 
used,  one  a  long  solenoid  with  a  sliding  contact  and  the  other  a  pair  of 
coils  connected  in  series,  one  rotatable  inside  the  other,  an  inductance  of 
this  type  being  generally  styled  a  variometer, 

Tlie  solenoid  with  sliding  contact  is  not  good,  because  the  sliding 
contact  frequently  lies  on  two  turns  at  the  same  time,  thus  producing  a 
short-circuited  turn,  decreasing  vciy  appreciably  the  self-induction  from 
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its  proper  value  for  the  position  of  the  contact,  and,  due  to  the  curreot 
in  the  short-circuited  turn,  increasing  the  effective  resist^ce  of  the  coil. 
Also  there  is  not  much  useful  variation  of  inductance  obtainable  by  this 
method;  for  long  solenoids  the  value  of  L  increases  with  the  first  power 
of  the  length  only  and  the  coil  cannot  be  used  effectively  with  the  con- 
tact set  to  connect  in  only  a  small  portion  of  the  coil  because  of  the  losses 
occurring  in  the  long  unused  portion.  This  part  of  the  coil  (generally 
called  a ''  dead  end  ")  is  excited  like  the  secondary  of  a  step-up  auto  trans- 
former; the  charging  current  circulating  in  the  dead  end  produces  losses 
and  so  increases  the  effective  resistance  of  that  part  of  the  coil  which  is 


15     20     30     lo     60     60     70     80     90    100    110    120    ISO   140   150   160    170    180 

Settinff  of  rotating  con,  in  degree* 

Fig.  39. — Calibration  curve  of  a  variable  inductance  commonly  known  as  a  variometer. 

used.  Long  solenoids  intended  to  be  used  in  steps  should  be  divided  up 
into  a  number  of  completely  insulated  sections,  these  being  connected 
in  series  as  required. 

The  variometer  tjrpe  of  inductance  is  very  convenient  and  useful,  it 
being  continuously  variable;  the  caUbration  curve  of  such  an  inductance 
is  shown  in  Fig.  39,  from  which  the  probable  range  in  inductance  can  be 
seen.  If  the  ends  of  the  stationary  coil  and  rotating  coil  are  brought  out 
to  separate  terminals,  the  combination  forms  a  very  convenient  scheme  of 
magnetically  coupling  two  independent  circuits,  a  so-called  "  coupler." 

A  rather  convenient  scheme  (even  though  ineflBcient)  for  making  a  con- 
tinuously variable  inductance  out  of  a  short  solenoid,  is  to  fix  a  copper 
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disk  on  a  shaft  inside  the  solenoid,  so  that  the  axis  of  the  disk  may  be 
made  parallel  or  not  to  that  of  the  coil.  The  eddy  currents  in  the  disk, 
with  paraUel  axes,  will  very  materially  reduce  the  inductance  of  the  sol^ 
noid. 

The  effect  of  such  a  solid  disk  placed  inside  a  short  solenoid  is  given 
in  Table  X.  The  coil  was  a  single  layer  solenoid  12  cm.  in  diameter  and 
of  2  cm.  axial  length;  the  various  disks  were  11  cm.  diameter  and  were 
placed  inside  the  coil,  centrally,  with  the  plane  of  the  disk  perpendicular 
to  the  axis  of  the  coil.    It  is  evident  that  a  copper  disk  very  materially 


TABLE  X 
Effect  of  Metal  Disk  Inside  Solenoid 


Frequency  in 

Coil  alone 

^-in.  Copper 
Disk 

^in.  Braas 

^n.  BrMt 

A-ln.  Tinned 
Iron 

Kilocycles 

L 

10-  « 

henry 

R 

ohms 

L 

R 

L 

R 

L 

R 

L 

R 

1 

1.060 

3.03 

.807 

3.49 

.895 

3.77 

1.025 

3.53 

1.055 

3.25 

5.35 

1.052 

3.20 

.762 

4.18 

.785 

5.13 

.870 

6.40 

.970 

6.40 

50 

1.058 

3.35 

.751 

.5.79 

.756 

8.13 

.783 

12.6 

.865 

18.6 

149 

1.092 

5.08 

.760 

9.17 

.765 

13.5 

.792 

17.8 

.861 

44.3 

affects  the  inductance  without  prohibitive  increase  in'  resistance.  By 
having  the  plane  of  the  disk  rotatable  this  scheme  of  varying  the  induc- 
tance of  a  coil  may  be  useful,  e.g.,  in  heterodyne  reception,  where  but 
slight  changes  in  inductance  are  desired  (to  change  signal  note),  and  an 
increase  in  resistance  of  the  coil  is  not  of  serious  consequence. 

The  best  adjustable  inductance  is  a  multilayer  coil,  with  each  layer 
(or  every  other  one  after  the  first  four  perhaps)  separate  from  the  others, 
equipped  with  the  proper  switch  to  connect  in  the  circuit  as  many  layers 
as  desired. 

Mutual  Induction. — The  coefficient  of  mutual  induction  of  two  coils 
may  be  expressed  in  terms  of  energy  in  the  same  way  as  is  self-induction. 
If  two  coils,  so  situated  with  respect  to  one  another  that  part  of  the  mag- 
netic field  of  each  is  Unked  with  the  other,  are  connected  electrically  in 
series  in  such  a  way  that  their  m.m.f  .'s  add,  the  total  energy  associated 
with  the  magnetic  field  of  the  circuit  is  ^P(Li+L2+2M)  and  if  the  elec- 
trical connection  is  reversed,  it  is  iP{Li+L2—2M).  Any  change  in  the 
circuit  which  changes  that  portion  of  the  magnetic  energy  due  to  M  has 
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I. 


a  corresponding  eflfect  on  the  value  of  Af .  The  value  of  M  may  also  be 
considered  as  fixed  by  the  voltage  induced  in  one  coil  by  current  in  the 
other  as  given  in  Eq.  (6). 

The  M  of  the  two  coils  is  determined  by  their  relative  position;    it 

may  be  changed,  however,  even  if  the  rela- 
tive position  of  the  two  coils  stajrs  fixed,  if 
a  third  circuit  is  brought  into  the  mutual 
field  of  the  two  coils.  Thus  two  equal 
coaxial  coils,  placed  with  their  ends  dose 
together  may  have  a  value  of  M  about  .7  as 
lai^e  as  Li,  but  if  a  copper  sheet  is  inserted 
between  the  two  coils  the  value  of  M  may 

Fig.  40.-Cro88^ction  through  ^  brought  nearly  to  zero, 
two  single  turns  placed  co-        The  values  of  M   for   a   few   ordinary 
axially.  arrangements  are  given  below,  the  formulas 

being  approximations  as  were  those  for  L, 

the  values  obtained  from  the  formulse  being  accurate  to  bettej*  than  1  per 

cent  in  most  of  the  cases. 


i 


Two  Single  Turns,  Coaxial.    (Fig.  40.)— 


M=4^Vfl^{%^:^^ 


16       1024 


15    „  ,    35    « 


-|2+4«-^aH 


\ 


247 


16      2048      '  6(128)' 


«=Wflk' 


a3 


] 
-]1 


cm.    .    (17) 


When  the  circles  have  nearly  the  same  radii  and  the  distance  between 
coils  is  small  compared  to  the  radius,  the  simpler  form  may  be  used. 


M^A^Rxilog 


8Ri 


■) 


2    cm.. 


(18) 


in  which  i?i  =  radius  of  smaller  circle. 


Experimental  results  showing  how  M  varies  for  the  case  shown  in 
Fig.  40  are  shown  in  Fig.  41.  The  coils  used  were  not  actually  single 
txims,  but  the  cross-section  of  the  winding  was  so  small  compared  with 
the  radius  of  the  coil  that  they  approximated  single  turns  geometric^y. 

Mutual  Induction  of  Two  Coaxial,  Circular  Coils  of  Rectangular 
Cross-section.  (Fig.  42.) — An  approximate  formula  for  this  case  (error 
for  most  practical  cases  less  than  1  per  cent)  is 

M^NiN2Mocm.,       (19) 
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where  Mq  is  the  mutual  induction  between  the  central  turns  of  the  two 
coik  (by  B>i.  (17)).  The  curves  of  Figa.  43  and  44  show  the  experimentally 
determined  values  of  M  for  two  typical  cases. 


Scparalion  in  cm. 

Flo.  41. — Variation  in  mutual  inductance  of  two  coaxial  coils  with  BCparation;  the  two 
ooils  approximated  single  tums. 

Mutual  Induction  of  Two  Coaxial  Solenoids. — The  fonnulte  to  cover 
the  various  cases  which  may  arise  in  this 
class  are  long;  the  reader  is  referred  to  the 
Bureau  of  Standards  Bulletin  No.  74  for  dis- 
cussion of  the  case.  In  Fig.  45  are  shown,  how- 
ever, three  curves  for  coils  of  different  dimen- 
sions; from  these  curves  M  for  other-shaped 
coils  can  be  approximated. 

Mutual  Induction  of   Two    Overhead   Par-  eeDimitunw 

allel  Wires,   Grounded,   at   Same  Height  ficom        p,a,  42.— Two  ooaxial 
Ground. —  multilayer  coIIb. 

Jf-i^C^)™ (20) 

where  d= separation  of  the  two  wires; 

h — height  of  wires  above  ground  (same  unite  as  d) ; 
I=Iength  of  one  wire  in  cm. 
Self-induction  of  a  Two-wire  Antenna,  Made  up  of  Two  Parallel 
Wires  at  Same  Heigjbt  from  Ground. — 

1'-^,       (21) 

L' =  inductance  of  the  antenna; 
L"  self-induction  of  one  wire  by  Eq.  (9); 
JIf  ^mutual  induction  of  the  two  wires  by  Eq.  (20). 
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Mutual  Ihduction  between  Two  Concentric  CoilSi  as  One  Rotates. 

(Fig.  46.) — This  combination  of  coils  is  frequently  used  in  radio  work, 
either  to  make  a  variable  self-inductance  or  to  couple  two  circuits  together. 
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Fig.  43. — ^Variation  of  mutual  inductance  of  two  multilayer  circular,  coaxial,  coHs; 

6Q>aration  measured  between  nearest  sides. 


The  exact  expression  for  M  has  not  been  calculated,  but  an  experimentally 
determined  value  of  M  for  a  certain  combination  is  shown  in  Fig*  46. 
In  case  the  two  coils  are  connected  in  series  the  self-induction  of  the  com- 
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.6      3 


Separation  in  inchei 

Fig.  44. — Variation  in  mutual  Induction  of  two  multilayer  circular,  coaxial,  telescoping 

coils. 

bination  is  Li+I/2=fc2Jlf.  In  such  variable  inductances  it  is  feasible  to 
get  a  maximum  value  of  L  about  12  times  as  large  as  the  Tninimnm  value 
of  L.    This  range  is  determined  by  the  manner  in  which  the  coils  are 
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fitted  into  one  another.  When  both  coils  are  wound  in  straight  cylin- 
drical form  (short  solenoids)  the  range  in  L  will  not  be  as  great  as  when 
both  coils  are  wound  on  spherical  surfaces,  making  a  closer  fit  possible. 
A  typical  cahbration  of  such  an  inductance  is  given  in  Fig.  39,  the  form 
of  the  coils  being  shown  on  the  curve  sheet. 

Mutual  Induction  between  Two  Coaxial  Spirals. — A  tedious  <^dcu- 
lation  is  necessary  to  calculate  the  value  of  M  for  two  flat  spirals  arranged 
coaxially  but  an  idea  of  what  may  be  expected  is  indicated  in  the  expai- 
mentally  determined  curves  of  Fig.  47. 


22 

^ 

r 

M  M  1  M 

X^ 

1 

20 

L 

ol 

12 

ti 

rn 

1- 

81 

m 

Icr 

[>h 

mi 

ici 

\ 

^ 

/" 

T 

13.1 

— 

^^" 

X 

X  ^^ 

„, 

^ 

t 

J 

r^ 

-- 

k.. 

— 

1 1 

1 

C   tis 

/ 

A 

^ 

^ 

JJ   ^^ 

/ 

^ 

2 

1" 

JS  12 

,i 

.^ 

*^ 

' 

/ 

> 

^ 

J 

/ 

X 

^ 

's 

^^ 

^ 

» 

^ 

^ 

/ 

y 

^ 

^ 

r- 

|io 

i 

/ 

A 

f 

/ 

/ 

> 

- 

^ 

», 

^^ 

l« 

/ 

/ 

jr 

y 

^ 

"t 

Sepantion   | 

/ 

f— 

J 

/ 

A 

r 

^ 

r^ 

- 

-« 

1    6 

J 

r 

jt 

/ 

X 

^ 

-H 

■^ 

/ 

y 

r 

^ 

f^ 

^ 

> 

^ 

^ 

Se 

pa 

rai 

io 

[1- 

'urv< 

1 

■ 

\&\    1 

S    4 

r 

^ 

^ 

^ 

^ 

2 

■i^oor 

y 

^ 

^ 

^ 
^ 

3 

•2'oor 

2 

• 

< 

P 

X 

^ 

4J 

-3.00' 

{ 

< 

6- 

■3,76r 

0 

^_ 

_^ 

^^^ 

^^ 

^^ 

^^^ 

^^ 

^^^ 

^^^ 

^^^ 

^^tm 

^^^ 

^1^ 

,^ 

^^ 

,„_ 

,^^ 

^^ 

^^ 

1 

0123456789      10     11     12 

Number  of  turns 

Fig.  47. — Mutual  induction  of  the  two  flat  spiral  coils  of  an  oscillation  transformer. 


Two  ribbon-wound  spirals  of  the  dimensions  given  on  the  curve  sheet 
were  used;  the  number  of  turns  in  one  spiral  was  fixed  at  12,  while  the 
sliding  contact  on  the  other  was  used  to  vary  its  number  of  turns  as  indi- 
cated on  the  curve  sheet— the  value  of  M  was  measured  for  various  sepa- 
rations of  the  two  spirals.  The  results  shown  in  Fig.  41  indicate  the 
higher  values  of  M  obtainable  when  the  radial  depth  of  the  winding  oi 
the  spiral  is  smaller. 
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CAPACITY 

General  Idea  of  Capacity. — The  electrostatic  capacity  of  a  body  may 
may  be  thought  of  either  in  terms  of  the  quantity  of  electricity  stored 
for  a  given  potential  difference  between  the  two  surfaces  constituting  the 
condenser  or  in  terms  of  the  energy  in  the  electrostatic  field,  the  value 
of  this  capacity,  in  farads,  being  equal  to  twice  the  energy  of  the  field, 
measured  in  joules,  when  the  potential  difference  is  one  volt. 

There  may  be  still  another  idea  of  capacity  when  looking  at  a  circuit 
from  the  standpoint  of  electrical  reactions,  just  as  there  is  for  inductance 
and  resistance.  When  a  current  flows  in  a  circuit  the  circuit  will  generate 
coimter  forces  called  reacting  forces  or  reactions.  If  the  current  flowing 
is  one  ampere  the  amount  of  reacting  force  set  up  in  phase  opposition  to 
the  ciirrent,  in  volts,  is  the  resistance  of  the  circuit  in  ohms — the  reacting 
force  set  up  in  phase  with  the  current  is  the  negative  resistance  of  the  cir- 
cuit, the  reacting  force  set  up  90^  behind  the  current  is  the  inductance 
reaction  in  volts,  and  the  reacting  force  set  up  90^  ahead  of  the  current 
is  the  capacity  reaction.    The  capacity  and  inductance  are  calculated  from 

their  respective  reactions,  ^-^  and  27r/L,  /  being  known.    The  reactions 

may  be  caused  by  ordinary  coils,  condensers,  and  wires,  but  it  must  be 
remembered  that  in  special  cases  a  circuit  may  give  capacity  reaction  when 
there  are  no  condensers,  and  it  may  give  inductance  reaction  when  there 
are  no  coils  present.  Thus  an  overexcited  synchronous  motor  is  electrically 
equivalent  to  a  condenser;  a  timed  electrostatic  telephone  when  excited 
at  certain  frequencies  develops  (due  to  its  motion)  an  inductance  reaction 
and  there  are  no  coils  used  in  the  telephone. 

It  must  also  be  remembered  that  the  capacity  of  a  body  in  general 
changes  with  the  frequency.  Not  only  does  the  viscous  action  of  the 
dielectric  decrease  the  effective  specific  inductive  capacity  constant  as 
the  frequency  is  increased,  but  in  many  circuits,  the  capacity  of  which 
is  imder  consideration,  the  potential  distribution  changes  with  frequency, 
and  as  the  electrostatic  energy  (hence  capacity)  depends  upon  the  potential 
distribution,  the  capacity  may  be  expected  to  change  with  frequency. 

The  formuke  given  herewith  are  good  only  for  stationary  charges;  if 
the  circuit  considered  is  electrically  long,  the  values  obtained  from  these 
formuke  are  not  correct  except  at  very  low  frequencies.  The  capacity 
calculated  from  these  formuke  is  in  centimeters;  to  change  to  micro- 
micro-farads  {mif)  the  values  obtained  must  be  divided  by  0.9  and  to  get 
milli-micro-farads  the  values  must  be  divided  by  900.  Where  the  abbrevi- 
ation log  is  used  the  natural  logarithm  (to  base  e)  is  intended. 


162  RESISTANCE— INDUCTANCE— CAPACITY  [Chap,  n 

Capacity  of  a  Conductingi  Isolatedi  Sphere  in  Air.-^ 

C=r  cm., (22) 

where  r = radius  of  sphere  in  cm. 

Capacity  of  Two  Flati  Circular  Parallel  Plates  in  Air. — 


^     4d 


1+1(^16^+^^  .    .    (23) 


r=radiiis  of  plates  in  cm.; 
<=thickne8s  of  plates  in  cm.; 
d= separation  of  plates  in  cm. 

Capacity  of  Two  Flat  Plates  (approximate  Formula). — 


^=S«- <2*) 


/?= specific  inductive  capacity  of  dielectric; 
il  =  area  of  one  side  of  one  plate  in  sq.  cm.; 
d= separation  of  plates  in  cm. 

Single  Vertical  Wirei  Proximity  to  Earth  Neglected. — 

C=— ^cm., (25) 

2%^ 

•  Z= length  in  cm.; 

r=radiusincm. 

In  several  experiments  with  the  lower  end  of  the  wire  close  to  the 
earth,  the  measured  capacity  exceeded  that  calculated  from  the  formula 
by  about  10  per  cent. 

Single  Horizontal  Wire,  Earth  for  Other  Plate.— 

C ^Tcm (26) 

2lOQ- 

r 

Z= length  of  wire  in  cm.; 

A = height  of  wire  above  earth; 

r= radius  of  wire,  same  units  as  used  for  A. 

This  fonnula  assumes  the  charge  in  the  wire  distributes  itself  uniformly 
over  the  periphery.    Actually  the  lower  side  of  the  wire  has  a  slightly 
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greater  density  of  char^  than  the  upper  side,  resulting  in  a  formula  in 
hyperbolic  functions. 


2  cosh 


-i^ 


(27) 


When  h/T=5  Formula  (27)  gives  a  result  15  per  cent  greater  than  does 
(26).  For  greater  values  of  h/r  the  discrepancy  between  the  two  is  less. 
In  general  whenever  two  wires  are  so  close  together  that  the  separation 
is  not  more  than  5  times  their  diameter,  hyperbolic  functions  are  required 
for  precise  results,  rather  than  the  ordinary  logarithmic  formula,  for  either 
the  inductance  or  capacity.  la  practice  the  ratio  of  h/r  is  much  greater 
than  5  except  for  one  or  two  cases,  such  as  the  wires  of  a  telephone  cable,  etc. 
Mutual  Capaci^  of  Two  Horizontal  Wiies,  Such  as  Two  WlreB  of 
an  Antenna. — 

where  i= length  of  one  wire; 

A— height  of  each  wire; 
r^radius  of  wire; 
d— distance  between  wires. 

The  mutual  capacity  is  not  the  same  as  the  capacity  of  the  two  wires 
retarded  as  the  two  plates  of  a  condenser,  one  charged  positively  while 
the  other  is  charged  nega- 
tively. It  really  represents 
a  decrease  in  the  capacity 
of  one  of  the  wires  with  re- 
spect to  earth  caused  by  the 
presence  of  the  field  of  the 
other.    In  Fig.  48  this  point 

is  illuBtrated;     the   normal  I 

field  of  wire  a    to  earth   is  Barth 

shown  by  the  full  lines  and    Fio.  48.— Diagram  illuBtnttiDg  the  "overlapping" 
that  of  wire  6  is  shown  by  «'  ^^  e'w't™'  ^'^  *»*  two  antenna  wirea. 

dotted  lines,  and  it  is  evi- 
dent that  the  two  fields  overlap.     The  total  capacity  of  these  two  wires, 
to  earth,  is  diminiflhed  to  some  extent  by  this  overlapping  of  the  two 
individual  fields,  and  a  measure  of  the  decrease  in  capacity  is  given  by 
the  value  of  M  from  Eq.  (28). 
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Capadly  of  Two  Horizontal  Overhead  Wires  with  Respect  to  Each 
Other. — This  is  the  case  of  using  the  two  wires  of  Fig.  48,  one  as  one  side 
of  a  condenser  and  the  other  one  for  the  other  side  of  the  condenser. 

C=— ^cm, (29) 

4log- 

where  I = len^h  of  one  wire  in  cm. ; 

d=separatiDn  of  the  two  wires; 
r=radius  of  the  wire  in  same  unit  as  d. 

This  formula  supposes  the  distance  between  the  wires  is  small  compared  to 
the  height  above  the  earth;  for  wires  close  to  the  earth,  compared  to  their 
separation,  this  formula  gives  values  of  C  too  low. 

Capacity  of  Two-wire  Antenna. — This  is  the  case  of  the  two  wires  of 
Fig.  48  being  connected  together  and  their  capacity  with  respect  to  earth 
being  determined.  It  is  equal  to  twice  the  capacity  of  one  wire  with 
respect  to  ground  (Eq.  (26))  diminished  by  the  mutual  capacity  of  the  two 
wires  (Eq.  (28)). 

In  case  the  two  wires  are  far  apart  the  value  of  capacity  is  twice  that 
of  one  wire,  and  as  the  wires  approach  each  other  the  capacity  decreases, 
until  when  the  two  wires  touch,  their  combined  capacity  is  not  greatly 
in  excess  of  that  of  a  single  wire. 

It  is  interesting  to  note  that  the  self-induction  of  a  pair  of  wires  (the 
two  wires  of  an  antenna,  for  example)  increases  as  the  wires  approach, 
whereas  the  capacity  of  the  pair  diminishes.  In  fact  the  variation  is 
nearly  reciprocal,  so  that  the  product  of  L  and  C  of  the  pair  is  independent 
of  the  spacing  of  the  two  wires. 

The  foregoing  formulae  for  capacity  of  wires  with  respect  to  earth  are 
not  very  accurate,  not  being  corrected  for  end  effects,  etc.  It  does  not 
seem  worth  while  to  use  more  elaborate  formuke,  however,  because  the 
presence-  of  foreign  bodies  in  the  electrostatic  fields  of  antennae,  such  as 
trees,  masts,  stays,  etc.,  influences  the  value  of  capacity  to  a  lai^  extent. 
Also  the  height  of  a  wire  is  ambiguous;  this  height  is  really  to  be  measured 
to  conducting  earth  (wet)  and  the  height  of  the  wires  above  wet  earth 
m^  not  be  easy  to  determine. 

Recently  Austin^  has  given  an  empirical  formula  for  the  capacity 
of  an  antenna,  the  formula  apparently  being  fairly  accurate  (say  within 
10  per  cent)  for  any  ordinary  form  of  antenna.     It  is 

C=(36VJ+7.97^)cm (29a) 

A  =area  of  the  antenna  in  sq.  meters; 
A  =  mean  height  of  the  antenna,  in  meters. 
1  Louis  W.  Austin,  Calculation  of  antenna  capacity,  Proc.  I.  R.  £.,  Vol.  8,  No«  2. 
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In  case  the  length  of  the  antenna  is  more  than  eight  times  the 
breadth  a  slight  additional  correction  is  necessary,  this  increase  being 

equal  to ,  ^.i^  X 1  5.  per  cent. 

In  calculating  A,  the  length  of  the  antenna  is  multiplied  by  its 
breadth,  the  area  thus  obtained  being  of  course  much  greater  than  the 
actual  surface  of  the  antenna  wires.  With  the  ordinary  antenna  a  spac- 
ing of  one  meter  between  wires  will  give  a  capacity  about  90  per  cent  of 
that  which  would  be  obtained  if  sufficient  wires  were  used  to  completely 
fill  the  space  occupied  by  the  antenna,  so  that  neighboring  wires  touched 
each  other. 


Capacity  of  a  Multiplate  Coiidenser.— ^ 


-/* 


C* — ^j-j — ^  cm.     ._^    cJ.    V  •    •    (30) 

il =area  of  one  side  of  one  plate  in  sq.  cm.; 
n = total  nmnber  of  plates ; 
d= separation  of  plates  in  cm.; 
Jf= specific  inductive  capacity  of  dielectric. 

Various  Forms  of  Variable  Condenser. — It  is  in  general  more  con- 
venient to  make  a  condenser  continuously  variable  than  to  make  an 
inductance  of  that  kind,  hence  the  tuning  of  a  radio  circuit  is  generally 
accomplished  by  using  fixed  steps  of  inductances  and  a  continuously  vari- 
able condenser.  These  variable  condensers  are  made  with  either  sUding 
plates,  one  set  of  plates  moving  in  groves  in  insulating  blocks,  or  with 
rotating  plates,  one  set  of  plates  being  mounted  on  a  shaft. 

If  the  sliding  plates  are  rectangular  (and  move  parallel  to  one  side) 
or  the  rotating  plates  are  circular  (with  shaft  on  which  they  rotate  in  the 
center),  then  the  amoimt  of  capacity  in  the  condenser  will  vary  directly 
with  the  amount  of  movement  (sliding  or  rotation)  of  the  moving  plates 
and  the  calibration  curve  will  be  a  straight  line.  This  straight  line  will 
not  pass  through  the  zero-zero  point,  because  even  with  zero  scale  setting 
there  is  still  an  appreciable  capacity  in  the  condenser. 

It  is  many  times  convenient  to  have  the  capacity  vary  with  the  setting 
to  some  other  power  than  the  first;  thus  if  it  is  used  in  a  wave  meter 
(see  Chapter  X)  it  is  convenient  to  have  the  capacity  vary  as  the  square  of 
the  setting  and  the  wave  length  scale  will  then  be  a  straight  line.  For 
other  piuposes  it  is  convenient  to  have  a  logarithmically  varying  capacity 
so  that  a  scale  division  everywhere  represents  the  same  percentage  change 
t)in  capacity.  Both  of  these  variations  of  capacity  are  obtainable  in  rotat- 
r'ing  plate  condensers  by  properly  shaping  the  rotating  plates  and  suitably 
placing  the  shaft  in  which  they  turn. 
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Two  lypical  calibration  curves  are  shown  in  Fig.  49,  for  semicircular 
plates  with  central  shaft,  and  for  specially  formed  plates,  with  displaced 
shaft.  In  the  first  the  capacity  varies  directly  as  the  angle  of  the  movabk 
plates  and  in  the  second  the  scale  reading  is  proportional  to  the  logarithm 
of  the  capacity. 

Losses  Occurring  in  Condensers. — ^When  a  condenser  is  used  in  a  higji- 
frequency  circuit  there  are  various  losses  which  occur,  all  of  which  are 
detrimental  and  to  be  avoided  if  possible.  The  losses  may  be  due  to 
actual  leakage  from  one  plate  to  the  other  through  or  around  the  didec- 
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Setting  of  rotating  plate,  in  detrt'ecs 
Fig.  49. — Calibration  curves  of  typical  condensers  used  in  radio  apparatus. 

trie,  to  dielectric  hysteresis,  to  PR  loss  in  the  conducting  plates  of  the 
condensers,  and  due  to  corona  losses  from  the  edges  of  the  plates.  When 
a  condenser  is  used  in  a  receiving  circuit  (low  voltage)  only  the  first  three 
sources  of  loss  exist. 

For  an  air  condenser  constructed  with  rugged  plates  of  n^ligible 
resistance  all  of  the  losses  in  the  condenser  properly  are  neghgible  except 
at  voltages  high  enough  to  give  corona  loss.  However,  the  supports, 
terminals,  etc.,  of  the  air  condenser  must  be  mounted  on  very  good  insu- 
lators, otherwise  an  appreciable  resistance  may  be  incurred  due  to  the 
dielectric  hysteresis  and  leakage  at  these  points.  Quartz  or  high-grade 
porcelain  should  be  used  at  these  points. 
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CondeDsera  using  glass,  paper,  rubber,  or  mica  for  the  dielectric  have 
some  dielectric  losses,  although  this  loss  in  a  well-constructed  mica  con- 
denser (air  and  moisture  excluded)  seems  to  be  very  small;  the  dielectric 
losses  in  paper  and  some  grades  of  glass  are  high.  Dry  oil  is  in  general  a 
very  good  dielectric  with  very  low  losses;  the  oil  has  an  added  advantage 
over  a  solid  dielectric,  in  that  a  disruptive  breakdown  does  not  spoil  the 
condenser,  the  oil  repairing  itself  with  no  deleterious  effects  unless  sufficient 
arcing  occur3  in  the  oU  to  produce  considerable  carbonization.  A  good 
grade  of  mineral  oil  is  generally  used,  but  the  author  has  found  castor 
oil  to  be  exceUent,  having  a  high  dielectric  strength,  low  losses,  and  having 
such  a  high  specific  inductive  capacity  as  to  give  about  twice  as  much 
capacity  as  the  same  amount  of  mineral  oil.  The  value  of  K  for  various 
dielectrics  is  shown  in  Table  XI. 

TABLE  XI 

Specific  Inductivb  Capacity  of  Materials  Used  More  Generally  in  Radio 

Condensers  (Measurements  at  Low  Frequency) 


Material 

Ebonite 

Ebonite 

Glass,  density; 

2.5-4.5... 
Glass,  density; 

2.5-4.5... 
Gutta  percha . 

Mica 

ParafiSn  wax. . 


Valu»  of  K 


2.6^3.5 

1 .9  at  about  4X10^  cycles. 

5-10 

2.7  at  about  5X10^  cycles. 

4.678.0 

2.(K2.5 


Material 


Porcelain 

Quartz 

Resin 

Shellac 

Castor  oil 

Olive  oil ., 

Petroleum  oil .  . 
VaseUne 


Value  of  K 


4.38 

4.50 

2.50 

3.0-^.7 

4.7 

3.1 

2.1 

2.2 


Fonnica,  bakelite,  bakelite-dilecto,  and  such  compounds  have  a  value  of  K  of  about 
5,  generally  lying  between  5  and  6. 

It  must  be  remembered  when  using  solid  dielectric  condensers  that 
practically  aU  such  materials  as  glass,  rubber,  paper,  wax,  etc.,  very  rapidly 
lose  their  insulating  properties  as  the  temperature  increases.  In  fact  the 
operation  of  most  soUd  dielectric  condensers  becomes  unstable  above  a 
certain  voltage;  above  this  critical  voltage  the  condenser  will  soon  break 
down  if  left  connected  to  the  circuit.  This  is  due  to  the  cumulative  effect 
of  the  losses  in  causing  temperature  rise,  the  higher  the  temperature  the 
higher  the  losses  become,  thus  again  increasing  the  temperature.  Some 
special  paper  condensers  passed  a  pimcture  test  of  4000  volts  successfully, 
but  upon  being  connected  to  a  2000  volts  60-cycle  line  every  one  out  of 
the  twelve  tested  broke  down  in  less  than  twenty  minutes.  The  same 
experience  was  had  to  an  even  more  marked  d^ree  with  a  lot  of  mica 
condensers. 
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It  must  also  be  remembered  that  a  condenser  passing  a  voltage  t^ 
successfully  when  tested  in  a  60-cycle  line  may  break  down  after  a  few 
minutes'  operation  on  a  high-frequency  circuit  with  a  voltage  only  a  small 
fraction  of  the  60-cycle  voltage  which  it  withstood  successfully.  In 
certain  parts  of  a  vacuiun  tube  the  glass  (as  dielectric)  is  subjected  to 
high-potential  gradients  at  high  frequency  and  it  shows  losses  nxany 
times  as  great  as  might  be  expected  from  low-frequency  tests. 

EiVen  quartz,  which  is  one  of  the  best  dielectrics,  shows  this  effect; 
a  certain  piece  required  46,000  volts  to  puncture  when  the  voltage  was 
continuous,  whereas  it  broke  down  at  18,000  volts  (effective)  after  being 
connected  to  a  500-cycle  line  for  a  few  minutes. 

Equivalent  Series  or  Shunt  Resistance  of  a  Condenser. — All  of  the 
losses  in  a  condenser  can  be  grouped  together  and  represented  by  a  certain 
hypothetical  series  resistance;  the  value  of  this  resistance  will,  in  general, 
be  different  for  different  frequencies.    Thus  in  Fig.  50  let  a  represent  a 


llelMW^^^ 


Bqaivalent 
leries  retittance 


Perfect 
dielectric 


"Perfect    ^ 
dielectric 


(a) 


BquivAlent 
diunt 


(6) 


(<-•) 


PiO.  60. — ^A  condenser  with  imperfect  dielectric  may  be  represented  by  one  having  per- 
fect dielectric  in  series  with,  or  shimted  by,  a  suitable  resistance. 


condenser  which  is  drawing  a  current  of  2  amperes  at  a  certain  frequency, 
and  has  a  total  power  loss  due  to  all  causes  of  7.5  watts.  Then  this 
faulty  condenser  can  be  weU  enough  represented  by  a  perfect  condenser 
b  (of  the  same  capacity  as  a)  having  no  losses,  but  having  in  series  with 
itself  a  non-inductive  resistance  i2,  such  that  the  charging  current  of  con- 
denser 6,  flowing  through  this  resistance,  will  dissipate  the  same  amount  of 
power  as  is  lost  in  the  faulty  condenser  a.    For  the  c^ise  cited  above  we 

7  5 
shall  have  iJ=-p-=l^  ohms.    The  faulty   condenser  might  also  be 

replaced  by  a  perfect  condenser  and  a  suitable  leak,  or  shunt,  resistance. 
If  the  voltage  in  the  condenser  is  £,  the  loss  in  a  shimt  resistance  is  ^/r, 
so  in  c.  Fig.  50,  is  shown  this  arrangement  and  for  the  case  cited,  if  the 
voltage  is  5000  volts  the  proper  shunt  resistance  is  obtained  by  putting 
50002  50002 


7.5  or  r= 


7.5 


= 3.34  X10«  ohms. 
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These  simple  calculations  hold  only  for  condenser  of  low  power  factor, 
say  0.02  or  less,  but  as  all  good  radio  condensers  have  a  lower  power  factor 
than  this  the  method  outlined  above  is  accurate  enough.  The  relation 
between  the  equivalent  series  resistance  and  equivalent  shunt  resistance 
is  obtained  from  the  relations  (which,  it  must  be  remembered,  hold  good 
for  low  power  factor  condensers  only) 


r 


or 


r= 


0) 


^C^R 


(31) 


R  being  the  series  resistance  and  r  the  shimt  resistance. 

For  most  dielectrics  the  equivalent  series  resistance  varies  inversely 
with  the  frequency,  indicating  a  constant  energy  loss  per  cycle. 

Characteristics  of  Ordinary  Power  Condensers. — Tests  made  by 
L.  W.  Austin  on  various  condensers  used  for  the  transmitting  circuits  of 
radio  sets  gave  results  as  shown  in  Table  XII.  The  tests  were  made  at 
14,500  volts  and  300,000  cycles  with  damped  wave  excitation  of  120  sparks 
per  second. 

TABLE  Xn 


Kind  of  Condenser 

Power  Factor 

Capacity  in  10 -• 
farads 

Equivalent  series 
resistance  in  ohms 

ConiDressed  air 

.001 
.003 
.004 
.005 
.006 
.016 
.023 
.024 

6.8 
6.0 
6.4 
4.2 
6.5 
6.1 
4.1 
6.8 

.14 

Leyden  jar  in  oil  (glass) 

Composition  Murdoch 

Glass  olates  in  oil 

.28 
.41 
.58 

Moflcicki  condensw . ........ 

.57 

Leyden  jar  in  air 

1.4 

Moldfld  micanitpr 

2.0 

PaDer 

2.2 

In  the  case  of  the  compressed-air  condenser  it  is  probable  that  practi- 
cally all  of  the  loss  was  attributable  to  dielectric  losses  in  the  insulated 
lead-in  wire.  At  the  voltages  used  it  seems  that  the  ordinary  Leyden 
jar  used  in  radio  sets  has  considerable  corona  or  leakage  loss,  because 
immersion  in  oil  cut  the  losses  to  about  20  per  cent  of  the  value  in  air. 
Mica  condensers  were  not  tested  at  this  time,  but  recent  tests  give  them 
an  efficiency  rating  nearly  equal  to  the  compressed  air. 

Test  made  by  E.  F.  W,  Alexanderson,  using  a  high-frequency  alternator 
for  soiwce  of  power,  shows  power  factors  greatly  in  excess  of  the  values 
given  by  Austin's  results.  Some  of  the  values  obtained  by  Alexanderson 
are  given  in  the  accompanying  table;   the  frequency  used  varied  from 
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20  kilocycles  to  90  kilocycles,  and  the  potential  gradient  from  5000  volts 
per  cm.  to  20,000  volts  per  cm.  The  power  factor  for  most  of  the 
dielectrics  tested  increased  somewhat  with  frequency  increase,  the  amount 
of  increase  begin  small  for  the  better  dielectrics;  thus  the  power  factor 
for  mica  was  constant  within  the  range  of  frequency  used,  while  glass 
increased  from  .013  to  .016.  All  of  the  samples  showed  an  increase  of 
power  factor  with  increased  potential  gradients,  a  slow  increase  at  first, 
then  more  rapidly  until  rupture  occurred;  glass,  e.g.,  increased  its  power 
factor  from  .013  to  .015  with  a  change  in  potential  gradient  from  5000 
to  12,000  volts  per  cm.,  and  when  the  gradient  was  further  increased  to 
19,000  volts  per  cm.  the  power  factor  rose  to  .054. 

For  a  gradient  of  10,000  volts  per  cm.  and  frequency  of  50,000  cycles 
the  results  obtained  were  as  follows: 


Material  Power  Factor  Watts  loas  per  cm.  cube 


Built-up  mica .  019  .  15 

Glass .014  .26 

Paper .021  .26 

Varmshed  cambric .031  .35 


The  mica  used  was  built  up  from  small  mica  sheets  and  some  binding 
cement;  it  seems  likely  that  the  losses  in  the  cement  and  possible  small 
air  cavities  caused  more  loss  than  did  the  mica  itself;  the  small  temperature 
rise  in  a  good  mica  condenser  built  especially  for  radio  work  would  indicate 
that  a  comparatively  small  part  of  the  loss  found  by  Alexanderson  was 
due  to  losses  in  the  mica  itself,  unless  a  poor  grade  had  been  used.  He 
found  some  samples  of  built-up  mica  with  a  power  factor  as  high  as  .07; 
it  would  seen  likely  that  a  lot  of  air  was  trapped  in  this  sample.  Some 
recent  tests  have  indicated  a  power  factor  in  mica  as  low  as  .0003. 

It  will  be  noticed  that  there  is  a  considerable  difference  between  Austin's 
results  and  those  of  Alexanderson;  e.g.,  glass  gave  power  factors  of  .005 
and  .014,  in  the  different  measurements.  The  difference  is  probably 
attributable  to  the  different  quality  of  glass  used  and  also  to  the  fact  that 
different  methods  of  experimentation  were  used;  in  one  case  the  material 
was  subjected  to  the  loss  continuously  and  in  the  other  for  only  a  small 
fraction  of  the  time.  Alexanderson  used  continuous  wave  excitation  and 
Austen  a  120-cycle  spark;  the  resulting  temperatiu^  rise  was  undoubtedly 
different  in  the  two  tests. 

Most  of  the  sohd  dielectrics  using  bakelite  for  base  have  a  power  factor 
(at  radio  frequencies)  of  about  4  per  cent.  Some  show  a  power  factor, 
increasing  with  age  of  the  material,  the  power  factor  of  some  of  them 
increases  with  increase  in  frequency  and  in  Others  a  decrease  of  power 
factor  occurs. 
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"Phase  Diflference  of  a  Condenser. — In  a  good  condenser  the  angle  of 
current  lead,  </>,  is  very  nearly  90°;  the  power  factor  of  the  condenser  is 
the  cosine  of  this  angle,  <t>,  or  it  may  be  put  equal  to  sin  ^,  where  ^ = 90° — 0. 
This  angle  ^  is  called  the  phase  difference  of  the  condenser,  and  it  is  evi- 
dent that  if  ^  is  only  1°  or  2°  that  the  power  factor  of  the  condenser, 
COB  0  =  sin  ^=^,  hence,  the  power  used  in  a  condenser  is  readily  given 
in  terms  of  ^. 

Power  used 

=  E7cos<^=^7^=«CEV (32) 

The  power  factor  of  the  condenser 

^  Itesistance  ^  ^^^  .^. 

Reactance 

The  phase  difference  of  a  condenser  to  be  used  for  radio  work  should  never 
exceed  2°;  a  greater  value  indicates  excessive  dielectric  loss. 

Phase  Difference  Caused  by  Dielectric  loss  is  Constant  for  a  Given 
Material. — The  dielectric  loss  in  most  dielectrics  varies  with  the  square 
of  the  potential  gradient  in  the  dielectric,  other  quantities  being  fixed; 
this  merely  states  the  fact  that  the  power  factor  of  the  condenser  is  inde- 
pendent of  the  voltage.  Such  has  been  found  to  be  true  for  most  materials, 
for  voltages  well  below  the  rupturing  strength  of  the  dielectric.  If  then 
we  have  a  condenser  (of  certain  capacity),  made  with  a  certain  dielectric, 
it  will  produce  a  certain  loss,  no  matter  how  much  or  how  little  of  the 
dielectric  we  use.  Thus  if  we  double  the  thickness  of  the  dielectric 
(cutting  the  gradient  in  half)  we  must  increase  the  area  of  the  dielectric 
by  two,  thus  using  foiu*  times  the  volume  of  the  dielectric  as  before.  With 
the  gradient  cut  in  two  the  dielectric  loss  per  unit  volume  is  cut  to  one- 
fourth,  but  as  we  have  four  times  the  volume  the  total  loss  is  the  same. 

It  seems  then  that  the  eflSciency  of  a  condenser  cannot  be  improved 
by  using  more  or  less  dielectric;  a  better  dielectric  must  be  substituted 
if  the  phase  difference,  ^,  is  to  be  reduced.  Fig.  51  serves  well  to  iUus- 
trate  this  point,  the  curves  showing  the  experimentally  determined  resist- 
ance and  capacity  of  a  variable  condenser  having  ebonite  for  the  dielectric. 
The  condenser  showed  the  product  iEC  =  14X10"®  everywhere  through- 
out the  scale;  the  test  was  performed  at  25,000  cycles,  giving  a  value 
for  ^=.0022.  In  this  condenser,  therefore,  the  current  leads  the  voltage 
by  an  angle  of  89.874**. 

Internal  Capacity  of  a  Two-layer  Solenoid. — A  certain  single-layer  Qole- 
noid  had  an  inductance  of  1000  fj^nh  at  600  meters;  another  solenoid  was 
at  hand  which  had  the  same  dimensions  as  the  first,  but  it  had  two  layers  of 
wire  instead  of  one,  giving  it  twice  as  many  turns.  Tested  at  1000  cycles 
it  showed  an  inductance  slightly  more  than  four  times  as  great  as  the  single- 
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layer  solenoid,  as  it  should,  but  when  tested  at  500,000  cycles  it  acted  like 
a  condenser,  not  like  an  inductance;  in  fact  it  ceased  to  act  like  an  induc- 
tance for  frequencies  above  200,000  cycles.  This  peculiar  behavior  was 
caused  by  the  internal  capacity  of  the  coil;  this  internal  capacity  may 
be  represented  to  a  certain  degree  of  approximation,  as  a  condenser 
connected  in  parallel  with  the  terminals  of  the  coil.  It  is  then  evident 
that  above  a  certain  frequency  the  current  taken  to  charge  the  condenso* 
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FiQ.  51. — ^Variation  of  equivalent  series  resistance  of  a  radio  condenser  having  ebooite 

dielectric. 


will  be  greater  than  the  current  through  the  coil  itself,  making  the  com- 
bination circuit  act  like  a  condenser,  of  capacity  varying  with  the  frequency. 
The  calculation  of  the  internal  capacity  of  a  coil  is  most  conveniently 
carried  out  by  calculating  the  electrostatic  energy  stored  in  the  coil  for 
a  given  voltage;  the  value  of  C  is  then  at  once  obtained.  The  capacity 
of  the  two-layer  solenoid  referred  to  above  will  first  be  calculated.  Fig. 
52  depicts  the  arrangement  of  the  electrostatic  and  magnetic  fields  of  the 
coil  when  current  is  flowing  through  it;  when  the  impressed  e.m.f.  is 
continuous,  the  difference  in  potential  between  the  two  layers  varies 
directly  as  the  distance  from  the  end  where  the  two  layers  connect  together, 
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being  zero  at  this  point.  When  the  impressed  e.m.f .  is  altematiiig,  this 
potential  difference  between  the  two  layers  is  no  longer  a  strai^t  line 
variation  but  varies  more  rapidly  in  the  center  of  ihe  coil;  the  exact  form 
of  this  potential  difference  curve  varies  with  the  frequency  and  with  the 
shape  of  the  coil. 


-^ 


uuz 


Fia.  52. — Magaetic  and  electric  fields  in  nn  ordinarj  two-layer  solenoid. 

It  ifl  noticed  that  the  capacity  of  the  coil  is  essentially  that  of  two 
concentric  c>  iinders,  the  separation  of  these  two  cylinders  being  determined 
l^  the  average  separation  of  the  wire  on  the  two  layers  of  the  coil,  being 
perhaps  four  timea  the  thickness  of  insulation  of  the  wire,  for  wire  and 
insulation  with  relative  proportions  as  shown  in  Fig.  53;  this  is  about 
the  right  scale  for  No.  24  double  cotton-covered  wire.    With  such  wire 


Fio.  S3. — Electric  Beld  between  neighboring  conductors  of  a  two  layer  solenoid. 

then  we  can  calculate  the  capacity  by  replacing  the  actual  coil  by  two 
conducting  cylinders  having  the  same  diameter  and  lei^th  as  the  coU, 
and  separated  by  a  distance  equal  to  four  times  the  thickness  of  insular 
tions  of  the  wire.  As  the  separation  of  the  cylinders  is  so  small  compared 
to  the  diameter,  the  capacity  may  be  calculated  by  using  the  formula  for 
flat  plates.    Hence  we  get 

„    2irrlK    rlK  .„.. 
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where    r=mean  radius  of  coU  in  cm.; 
Z=length  of  coil  in  cm.; 
(= thickness  of  insulation  in  cm.; 
-K= specific  inductive  capacity  of  dielectric. 
If  the  coil  is  impregnated  with  shellac, 

Eq.  (34)  gives  the  capacity  for  static  charges,  the  two  cylinders  being 
insulated  from  one  another;  in  the  coil,  however,  the  two  cylindrical 
surfaces  are  actually  connected  together  at  one  end.  The  problem  then 
resolves  itself  in  one  of  determining  the  equivalent  capacity  of  two 
cylinders  having  a  potential  difference  of  zero  at  one  end  and  E  volts  at 
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FiQ.  54. — ^Variation  in  potential  difference  between  the  layers  of  a  two  layer  solenoid, 

at  low  frequency. 

the  other.    The  diagram  in  Fig.  54  gives  the  elements  of  the  problem; 

rK 

two  plates,  capacity  per  imit  length  =-^  with  potential  difference  as 

represented  by  the  e  curve  in  the  upper  part  of  Fig.  64.    The  energy 
stored  in  an  element  of  length  of  the  condenser  is, 


rK  e^        rKE^  I 


(-r)^ 


dx. 


The  total  work  stored  in  the  electrostatic  field, 

rKE^  n 


W= 


16t 


-m 


2        vKE^l 


Now  we  define  capacity  in  a  problem  like  this  by  putting  the  total 
energy  stored  in  the  field  equal  to  — ^  where  C  is  the  capacity  we  desire 
to  calculate. 


o   C'E^    rKE^l      ^,    rKl 
80—7;—=    .^.    or  C  = 


4St 


24^ 


(35) 


By  comparison  with  Eq.  (34)  we  see  that  the  equivalent  capacity  of 
such  a  coil,  assiuning  uniform  change  in  the  potential  gradient  from  one 


INTERNAL  CAPACITY  OF  COILS 


175 


end  to  the  other,  is  equal  to  one-third  of  the  static  capacity  of  the  two 
surfaces. 

The  actual  distribution  of  potential  differences  between  the  two  layers 
is  more  nearly  as  shown  in  the  curve  of  Fig.  55;  such  a  distribution  will 
result  in  C  being  somewhat  smaller  than  the  value  obtained  in  Eq.  (35). 

Internal  Capacity  of  a  Multiple-layer  Coil. — A  multilayer  coil  con- 
structed with  an  air  space  between  each  layer  may  have  a  comparatively 
small  internal  capacity  in  spite  of  the  fact  that  it  has  10  or  20  layers  of 
winding;  a  short  analysis  shows  that  the  internal  capacity,  as  a  matter 
of  fact,  decreases  with  an  increase  in  the  number  of  layers.    If  the  capacity 


Curve  of  potential  dtffbEence 
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FiQ.  55. — ^Potential  difference  between  the  two  layers  of  a  two  layer  solenoid  at  high 

frequencies. 


between  two  adjacent  layers  of  the  coil  is  C  then  the  internal  capacity 
of  a  coil  having  N  layers  is  nearly  C/Nj  as  will  be  shown. 

The  electrostatic  field  in  such  a  coil  has  a  distribution  about  as  shown 
in  Fig.  56,  which  represents  a  cross-section  through  the  winding  of  an  air- 
spaced  coil,  having  8  layers.  The  cross-section  is  shown  through  one  side 
of  the  coil  only,  the  other  side  of  the  coil  would  be  similar. 

If  a  voltage  of  E  volts  is  impressed  across  the  terminals  of  the  coil, 
the  voltage  between  adjacent  layers  (at  the  ends  where  the  two  layers 
'are  not  connected)  is  JS?-^iV/2. 

Let  the  normal  geometrical  capacity  between  two  adjacent  layers  be 
C,  this  is  the  capacity  between  two  cylinders,  insulated  from  one  another, 
of  same  dimensions  as  the  layers  of  wire,  and  spaced  by  the  space  between 
the  two  layers  of  wire.  If  the  potential  gradient  between  two  adjacent 
layers  is  assumed  to  vary  uniformly  from  a  maximmn  at  one  end  to  zero 
at  the  other  (where  the  two  layers  connect  together)  as  iUustrated  in  Fig. 
54  the  enei^  between  two  adjacent  layers  is  found  by  integration  to  be 

As  there  are  N—1  spaces  between  layers  where  this  much  energy 


3i\P* 


2E^C 


is  stored  the  total  energy  stored  is  (AT—  1)  — ^ 
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Now  if  we  consider  a  condenser  made  up  of  two  cylinders  having  the 
same  dimensions  and  spacing  as  the  inner  and  outer  layers  of  the  coil,  its 

capacity  would  be  equal  to  ^ — y  the  thickness  of  dielectric  being  (iV— 1) 


Axtfe  of  the  oc/R 


FiQ.  56. — Electric  field  distribution  in  a  multilayer  coil. 

a 

times  as  thick  between  the  innermost  and  outermost  layers  as  it  is  between 
two  adjacent  layers.    The  stored  energy  in  such  a  condenser  would  be 


( 


C_\Sf 


But  from  the  previous  paragraph  the  stored  energy  in  the  coil  is  actu- 


aUy 


.,      .2E^C_/N-1Y2E^/   C    \ 

{jy   i^g^z  -\^  ^  j    3  \n-i)' 


INTERNAL  CAPACITY  OF  COILS  177 

from  which  it  follows  that  the  equivalent  internal  capacity  of  a  multilayer 

4  /iV— 1\2 
coil  is  equal  to  «  (    ^    j  X  the  capacity  between  the  inner  and  outer 

layers,  that  is 


tm- « 


C'=CoX 

where   Co «  capacity  from  inside  to  outside  layer. 

This  capacity  calculation  neglects  the  ''edge  effect V  which  may 
increase  the  actual  capacity  over  that  given  by  Eq.  (36)  by  as  much  as 
100  per  cent,  depending  upon  the  shape  of  coil. 

In  calculating  the  separation  of  the  inner  and  outer  layers  the  thick- 
ness of  wire  in  the  intermediate  layers  must  not  be  included;  thus  if  the 
space  between  the  surfaces  of  the  wires  of  two  adjacent  layers  is  0.5  mm. 
and  there  are  ten  layers,  the  space  between  the  inner  and  outer  layers  is 
4.5  mm. 

To  keep  the  capacity  low  it  is  very  necessary  to  keep  the  adjacent 
layers  separated  by  an  appreciable  air  space;  if  this  space  is  too  small 
the  internal  capacity  is  high,  and  the  coil  cannot  be  used  at  as  high  a 
frequency  as  it  is  possible  with  a  coil  of  equal  inductance  having  a  low 
internal  capacity.  If  paper,  oiled  cloth,  wax,  shellac,  or  similar  dielectric 
is  used  to  separate  the  different  layers  there  will  be  an  appreciable  dielec- 
tric loss  in  this  material  (thereby  decreasing  the  efficiency  of  the  coil) 
and  the  internal  capacity  will  be  increased  by  .a  factor  equal  to  the  specific 
inductive  capacity  of  the  material  used.  Thie  bad  effects  of  the  dielectric 
used  between  layers  increase  as  the  amount  of  external  tuning  capacity 
is  decreased. 

It  might  seem  from  the  previous  reasoning  that  a  large  air  space  would 
be  advisable,  but  such  is  not  the  case;  as  the  air  space  is  increased  the 
value  of  inductance  for  a  given  amount  of  wire  is  decreased,  the  ratio  of 
L  to  R  being  greater  the  more  compact  the  coU.  Just  what  air  space  is 
best  the  author  has  not  determined,  but  with  a  coU  made  of  well-stranded 
radio-cable  an  air  space  equal  to  the  diameter  of  the  cable  has  seemed 
suitable. 

Natural  Period  of  Multilayer  Coils. — It  is  possible  to  calculate  the 
natural  period  of  the  air-spaced  coils  with  a  fair  degree  of  precision,  per- 
haps within  10  per  cent.  The  capacity  to  be  used  in  making  the  cal- 
culation is  considerably  greater  than  the  value  given  in  Eq.  (36)  because 
of  the  edge  effects  and  a  redistribution  of  potential  in  the  coil.  For 
some  coils  having,  a  square  cross-section  of  winding,  outer  radius  about 
30  per  cent  greater  than  the  inner  radius,  the  natural  period  could  be 
determined  by  using  for  L  its  low-frequency  value  and  for  C  just  twice 
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the  value  calculated  from  Eq.  (36).    As  examples  of  how  well  the  pre- 
diction may  be  made  the  data  for  two  coils  are  given  herewith. 


Inner  radius 

Outer  radius 

Axial  length  of  coil 

Number  of  layers 

Number  of  turns  (total) .... 
Air  space  between  layers. . . . 
Calculated  capacity,  Ek].  (36) 
Low  frequency  inductance .  .  . 
Calculated  natural  frequency 
Measured  natural  frequency . 


CoU  No.  1. 

CoU  No.  2. 

4.7  cm. 

4.7 

5.5  cm. 

6.3 

2.5  cm. 

2.5 

10 

18 

736 

740 

.060  cm. 

.033  cm. 

14.2X10-" 

16.2X10-" 

66.2XlO-» 

72.2X10-« 

1.09X10» 

1. 11X10* 

1.16X10» 

1.05X10* 

The  natural  peripd  of  a  multilayer  coil  does  not  increase  rapidly  with 
increase  in  inductance.  Thus  if  the  number  of  layers  in  such  a  coil  is 
doubled,  the  inductance  is  increased  nearly  four  times,  but,  as  the  capacity 
has  been  decreased  to  only  Ijtalf  its  previous  value,  the  natural  period  has 
been  increased  only  about  40  per  cent. 


CHAPTER  III 
GENERAL  VIEW  OF  RADIO  COMMUNICATION 

Wave  Motion. — Since  the  transmission  of  intelligence  by  radio  is 
brought  about  by  sending  out  so-called  electromagnetic  waves,  and  since 
the  transmission  of  these  waves  is  somewhat  similar  to  that  of  other  kinds 
of  waves,  such  as  light,  soimd,  heat,  water,  etc.,  we  will  first  discuss  wave- 
motion  in  a  simple  manner  and  then  apply  this  to  electromagnetic  wave- 
motion. 

In  wave-motion  a  stress  is  transmitted  from  one  point  to  another  in  an 
clastic  mediiun  without  any  permanent  displacement  of  the  medium  itself 
in  the  direction  in  which  the  stress  is  transmitted.  Thus,  if  a  pebble  be 
dropped  in  a  still  pond  at  A,  an  up-and-down  motion  of  the  water  will 
be  set  up  at  il,  which  will  be  transmitted  to  a  point  at  B,  without  any 
motion  of  the  water  itself  in  the  direction  A-By  as  evidenced  by  the  fact 
that  a  float  placed  between  A  and  B  will  not  be  displaced  toward  B.^ 

In  the  case  of  water  waves  the  pebble  dropped  at  A,  Fig.  1,  will  dis- 
place the  water  directly  imder  A  to  the  right  and  left  (in  fact  in  all  direc- 

Pebble  dropped  iMrt 


Surface  of  water 


Fig.  1. — Cross-section  through  surface  of  water,  immediately  after  pebble  has  been 

dropped  at  A. 

tions)  towards  B  and  C,  and  will  produce  the  bulges  at  B  and  C  known 
as  "  crests."  These  bulges  are  due  to  the  fact  that  the  water  displaced  from 
A  tends  to  raise  the  level  all  aroimd  A,  but,  on  accoimt  of  inertia,  this 
cannot  be  done  quickly  enough,  with  the  result  that  the  level  is  raised 
most  at  B  and  C,  and  hence  the  "  crests." 

Considering  the  disturbances  to  the  right  of  A  alone,  the  particles  of 
water  in  the  space  EBD  will,  because  of  gravitational  forces,  seek  the 
average  level  of  the  water,  and,  in  so  doing,  the  bulge  EBD  will  be  made  to 

*  If  a  wave  is  so  high  as  to  "  break,"  i.e.,  an  impure  wave,  this  statement  is  not 
quite  true. 
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disappear,  and  a  depression  will  be  created  thereat  due  to  the  fact  that, 
on  account  of  inertia,  the  particles  move  beyond  the  average  "  level  posi- 
tion." Not  only  is  this  the  case,  but  the  particles  to  the  ri^t  of  D  will, 
one  after  the  other,  be  urged,  as  if  elastically  tied  together,  to  perform 
motions  similar  to  those  of  the  particles  within  EBD,  so  that  a  crest  wiD 
presently  appear  to  the  right  of  D  at  the  same  time  that  a  depression  or 
"  trough  "  is  created  in  the  region  EBD.  The  result  is  that  a  "  trough  " 
and  a  "  crest "  of  a  wave  will  appear  to  move  in  all  directions,  away  from 
the  center  of  disturbance  at  A,  and  with  a  definite  velocity. 

It  must  be  imderstood  that  the  motion  of  the  particles  is  limited  to 
a  small  region  aroimd  their  positions  of  equilibriimi,  and  that  the  wave 
is  propagated  by  imparting  this  motion  to  one  particle  after  the  other, 
while  each  particle,  after  the  disturbance  has  passed,  remains  in  practically 
the  same  position  as  it  originally  occupied. 

An  exact  analysis  of  the  motions  of  the  particles  is  extremely  complex 
and  will  not  be  attempted  here,  but  we  will  give  .certain  weU-known  ele- 
mentary facts  regarding  it  because  of  the  analogy  between  certain  points 
regarding  water  waves  and  electromagnetic  waves. 

Theory  indicates  and  experiment  corroborates  that  the  water  particles 
within  the  path  of  a  wave  execute  motions  which  are  in  the  simplest  cases 
circular.  Taking  this  case  of  circular  motion  of  the  particles  and  con- 
sidering Fig.  2,  at  C  a  particle  of  water  will  just  be  passing  through  the 


V3        F 
Fig.  2. — Motion  of  the  water  associated  with  a  wave. 

imdistiirbed  level  and  moving  with  a  velocity  Fi  in  a  downward  direction, 
while  at  B  another  particle  will  be  moving  with  a  velocity  F2  in  a  horizontal 
direction.  Thus,  at  every  point  within  the  volimie  of  the  water  involved 
in  the  wave  propagation  each  and  every  particle  will  be  executing  a  cir- 
cular motion  in  a  clockwise  direction,  and  the  formation  of  a  crest  or 
trough  is  the  result  of  various  particles  being,  at  any  time,  at  dififerent 
stages  of  their  circular  motions.  Thus  where  the  particles  are  moving 
horizontally  in  the  same  direction  as  that  in  which  the  wave  is  being  prop- 
agated we  obtain  a  crest,  since  a  large  niunber  of  particles  are  then  at 
or  near  the  top  of  the  circle;  where  the  particles  are  moving  horizon- 
tally, but  in  a  direction  opposite  to  that  of  the  propagation  of  the  wave  a 
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trough  is  obtained,  since  a  large  number  of  particles  are  then  at  or  near 
the  bottom  of  the  circles  representing  their  respective  motions. 

Consider  now  the  question  of  energy  of  a  particle  at  i5;  it  has  a  velocity 
in  the  direction  of  the  propagation  of  the  wave,  and,  furthermore,  it  is 
displaced  vertically  upward  with  respect  to  the  undisturbed  level  of  the 
water;  such  a  particle  has  kinetic  energy  in  the  direction  of  the  wave  prop- 
agation plus  potential  energy  with  respect  to  the  average  level.  As  the 
particle  rotates  the  vertical  displacement  from  the  average  level  becomes 
less  and  less  and  so  does  the  component  of  its  velocity  in  the  direction  of 
propagation  of  the  wave;  so  that  when  it  occupies  the  position  Bi,  its 
potential  energy  has  become  zero  and  so  has  the  kinetic  energy  in  the 
direction  of  the  wave  propagation.  As  it  moves  still  further  it  suffers 
a  negative  displacement  and  its  velocity  acquires  a  component  parallel 
to  direction  of  propagation  of  the  wave  but  opposite  thereto,  so  that  by 
the  time  it  has  reached  the  point  B2  its  potential  and  kinetic  energy  are 
equal  and  opposite  in  sense  to  those  which  it  had  while  at  the  point  B. 

It  may  be  shown  that  the  potential  energy  of  a  particle  at  any  point 
is  exactly  equal  to  the  kinetic  energy  in  the  direction  of  propagation  of 
the  wave,  provided  that  the  wave  is  not  changing  shape.  Because  of 
this  there  must  be  a  fixed  relation  between  the  displacement  of  a  particle 
above  or  below  the  undisturbed  level  of  the  water  and  the  component  of 
the  velocity  of  the  same  particle  parallel  to  the  direction  of  propagation 
of  the  wave. 

Again,  the  total  energy  of  a  particle  of  water  (potential  and  kinetic 
in  the  direction  of  propagation  of  the  wave)  is  continually  changing  as 
the  wave  pn^esses,  the  particle  in  question  passing  its  energy  along  to 
the  particle  adjacent  to  it,  in  the  direction  of  the  wave  propagation;  this 
transfer  of  energy  from  one  particle 
to  another  is  the  imderlying  principle 
of  all  wave  motion  in  water. 

Electromagnetic    Waves,  —  These     g 
are  due  to  a  distiirbance  of  an  electro-     S 
magnetic  nature  and  are  such   that     | 
they  produce  at  points  all  around  the 
center  of  distm-bance  a  var3ring  mag- 
netic field  and  a  vaiying  electric  field. 
Hius,  if  a  wire,  such  as  AB  (Fig.  3)     £ 
in  space,  has  an  alternating  current 
flowing  through  it  for  a  short  interval 
of  time  it  will  set  up  an  alternating  Fio.  3. — ^Electric  and  magnetic  fields  set 
magnetic  field  and  an  alternating  elec-  "P  ^^  ^  ^y  wire  A-B, 

trie  field  all  around  itself,  which  fields, 
starting  from  the  vicinity  of  the  conductor,  will  travel  away  from  it  with 
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the  velocity  of  light.  In  so  far  as  to  set  up  a  magnetic  field  or  an  dectrie 
field  requires  energy,  it  follows  that  a  certain  amount  of  energy  must 
be  detached  from  that  available  in  the  conductor  in  order  that  the  electro- 
magnetic disturbance  be  created  at  all.  Thus  energy  is  said  to  be  ''  radi- 
ated/' and  the  phenomenon  itself  is  known  as  ''  electromagnetic  radiatioD  " 
or  simply  "  radiation." 

The  electric  and  magnetic  fields  of  radiation,  at  any  one  point,  are  in 
space  quadrature,  but  they  are  at  all  times  in  time  phase  with  each  other. 
And  not  only  is  this  the  case,  but  there  is  a  fixed  relation  between  the 
values  of  the  electric  and  magnetic  fields  at  any  instant;  this  relation  is 
based  upon  the  fact  that,  in  order  for  the  wave  of  electromagnetic  db- 
turbance  to  exist  in  space  the  energy,  per  unit  volume  of  the  medium, 
possessed  by  the  electric  field,  must  be  equal  to  that  possessed  by  the 
magnetic  field.    Thus  the  total  amoimt  of  energy  at  any  one  point  and 
instant  is  equal  to  twice  that  possessed  by  either  field.    The  value  of  thi^ 
energy  is  changing  as  the  intensity  of  the  two  fields  changes,  and,  as  a 
matter  of  fact,  the  energy  is  being  transferred  from  one  point  to  the  next 
by  the  elastic  properties  of  the  medium  in  which  the  disturbance  travek. 
(The  discussion  of  electromagnetic  waves  here  given  uses  the  idea  of  a 
medium  as  a  carrier  of  the  disturbance;  to  make  this  medium  fill  the  role 
it  is  supposed  to  play  in  modem  electron  theory  it  inust  be  considered  as 
the  superimposed  electric  fields  of  all  the  electric  charges  in  the  universe.) 
The  reader  will  note  that  this  is  analogous  to  the  case  of  water  waves, 
where,  at  any  point,  the  potential  energy  per  unit  volume  is  equal  to  the 
kinetic  energy  in  the  direction  of  propagation  of  the  wave,  and  the  total 
amoimt  of  energy  is  transferred  from  point  to  point  within  the  mediimi, 
thus  bringing  about  the  conditions  of  wave  motion. 

In  the  case  of  water  waves  or  electromagnetic  waves  if,  at  any  pmint, 
some  of  the  energy  in  one  of  the  two  forms  (potential  and  kinetic  for  water, 
and  electric  and  magnetic  for  electromagnetic  waves)  be  withdrawn  from 
the  space  wherein  the  wave  exists,  part  of  the  energy  in  the  other  form 
will  be  immediately  transformed  into  the  former,  with  the  result  that 
equality  of  the  two  forms  of  energy  will  still  apply,  but  the  crests  and 
troughs  of  the  water  waves  will  not  be  as  high  as  before,  nor  will  the 
amplitude  of  the  electric  and  magnetic  field  intensities  be  as  large  as 
before. 

It  mtist  be  noted  that  this  phenomenon  is  different  from  that  of  the 
creation  of  the  ordinary  magnetic  or  electric  field  aroimd  the  conductor, 
which  field  never  reaches  far  from  the  conductor  (with  appreciable  inten- 
sity), and  does  not  represent  energy  permanently  removed  from  the  con- 
ductor, since  the  variation  of  this  field  induces  electromotive  forces  in 
the  conductor,  and  thus  an  exchange  of  energy  is  kept  up  between  the  con- 
ductor and  the  field.    This  field  is  known  as  "  induction  field  "  to  dis- 
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languish  it  from  the  "  radiation  field/'  wherein  we  are  more  vitally  inter- 
ested. 

In  the  case  of  the  "  radiation  field  "  at  any  point  such  as  P,  Pig.  3, 
the  magnetic  field  would  act  along  PD  and  the  electric  field  along  the 
line  PC  at  right  angles  to  PD,  while  the  disturbance  would  travel  in  the 
direction  of  the  arrow  at  right  angles  to  both  PC  and  PD.  Both  fields 
change  in  value  and  in  direction  in  accordance  with  the  variations  of  the 
current  in  the  conductor  producing  the  disturbance;  if  this  is  harmonic 
the  two  fields  will  change  harmonically.  At  some  other  point  such  as 
Pi  the  disturbance  will  arrive  a  little  later  than  at  P  with  the  result  that 
the  fields  at  P  and  Pi  are  out  of  phase,  the  phase  difference  depending 
upon  the  frequency  and  the  velocity  of  propagation. 

Considering  one  of  the  two  fields,  say  the  magnetic,  and  plotting  the 
instantaneous  value  of  the  field  against  distance  from  the  conductor  of 
Fig.  3  we  would  obtain  a  curve  such  as  il  in  Fig.  4,  which  applies  to  any 
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FiQ.  4. — Illustrating  one  "wave  length." 

pcirticiilar  instant  of  time.  A  little  later  the  plot  of  the  field  would  be 
given  by  the  curve  5  in  so  far  as  the  intensity  at  every  point  in  space 
will  by  then  have  varied  so  as  to  make  the  new  curve  possible.  The  wave 
has  thus  been  shifted  in  the  direction  of  the  arrow  by  the  amount  C.  If 
we  plot  a  number  of  such  curves  we  would  find  that  the  wave  has  shifted 
the  distance  X,  by  the  time  the  magnetic  field  has  completed  a  cycle.  We 
thus  have  that  if: 

X  =  wave  length  in  cms. ; 

t;= velocity  of  propagation  of  wave  m  cms./sec; 

/= frequency  of  the  field  in  cycles/sec; 


Time  for  one  cycle =^ 


and 


or 


(1) 


which  is  the  fundamental  relation  for  any  wave  propagation. 
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Velocity  of  PropBgatioa. — For  electromagnetic  waves  this  is  equal, 
as  already  stated,  to  the  velocity  of  light  when  the  wave  is  b^ 
propagated  through  air,  but  in  general,  for  any  medium,  we  have  the 
following: 

V = velocity  of  Ught  in  vacuum ; 

v=velocity  of  propagation  of  wave  in  any  homc^^eous  medium; 
;i=: magnetic  permeability  of  the  medium; 
fc=speci£c  inductive  capacity  (inductivity  of  medium). 

"^ » 

since  for  lur  ;«=  1  and  k=  1,  v=V. 

This  formula  neglects  any  possible  effect  on  the  velocity  of  propagatioii, 
of  any  losses  occurring  in  the  medium,  due  to  conduction,  hystereas  or 
dielectric  losses,  etc. 

As  shown  by  Eq.  (2)  the  velocity  of  propagation  is  dependent  only 
upon  the  nature  of  the  medimn  through  which  the  wave  is  moving  (its 
magnetic  and  electric  constants),  and  is  not  effected  by  the  wave  length 
or  by  the  frequency.    Thus,  in  considering  the  conductor  AB  of  Kg.  5, 
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Fia.  5. — Energy  radiated  from  an  antenna  ia  subject  to  the  same  laws  of  refleetioa, 
refraction,  and  absorption  as  ordintuy  light. 

as  the  source  of  an  electromagnetic  wave,  this  wave  would  spread  out  in 
.the  direction  of  C  with  the  velocity  of  light,  but  in  passing  through  the 
mountain  to  the  left  the  velocity  would  be  lower.  If  instead  of  a  mountain 
we  should  have  a  sheet  of  metal  for  which  the  value  of  ft  is  infinitely  large, 
then: 

that  is,  the  wave  would  stop  completely; '  the  energy  of  the  wave  would 
i  This  conclusion  is  not  strictiy  accurate ;  the  velocity  in  such  a  caae  would  be  tauA 
less  than  the  velocity  of  hght,  but  would  not  be  zero.    The  discrepancy  aiiaes  from 
the  very  elementary  viewpoint  from  which  w&ve  motion  is  here  considered. 
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be  partly  absorbed  by  the  metal  in  the  production  of  electric  currents 
therein  and  partly  reflected  back.  Not  only  would  the  wave  travel  in 
the  direction  C  and  D,  but  in  every  other  direction,  up  into  the  air  in 
the  direction  of  F  and  Jj  and  into  the  water  and  earth  in  the  direction  of 
L  and  G. 

Afi  the  wave  travels  outward  some  cf  the  energy  is  absorbed  by  the 
medium  if  this  be  other  than  air;  even  in  air  there  is  some  absorption  of 
energy,  especially  in  daylight,  due  to  ionization  making  it  partially  con- 
ducting; and,  in  other  materials,  losses  are  produced  by  the  varying  electric 
and  magnetic  fields  which  absorb  energy  from  the  wave  itself.  The  result 
of  this  is,  of  course,  that  a  distance  is  soon  reached  where  practically 
no  more  energy  is  available  and  the  disturbance  ceases  to  be  communi- 
cated  (in  measurable  intensity)  any  further.  The  distance  over  which 
a  certain  amount  of  energy  will  travel  through  air,  even  in  dayUght,  before 
being  absorbed  is,  of  course,  much  greater  than  through  solid  matter  or 
even  liquid,  due  to  the  fact  that  the  losses  (eddy  currents,  magnetic  hys- 
teresis, dielectric  hysteresis,  etc.)  are  greater  than  in  air. 

In  cases  where  a  wave  travels  in  the  direction  of  C  (Fig.  5)  throng 
the  air  there  are  parts  of  the  wave  which  are  close  to  the  water  (or  earth, 
as  the  case  may  be) ;  it  follows  (from  Eq.  (2))  that  these  parts  cannot  travel 
as  fast  as  the  rest  and,  therefore,  lag  behind,  and  the  surface  boimding 
the  advancing  wave  in  the  air  is  distorted,  the  parte  nearer  the  water 
reaching  a  given  distance  from  the  transmitting  station  later  than  some 
other  part  of  the  wave  which  is  more  distant  from  the  absorbing  medium 
(earth,  or  sea).  This  makes  the  wave  front  ''  lean  over  "  as  the  wave 
advances. 

Various  Tjrpes  of  Waves. — ^While  the  discussion  given  above  has  been 
of  a  pm^ly  theoretical  nature,  the  reader  will  understand  that  in  radio 
communication  it  is  by  means  of  electromagnetic  waves  that  the  trans- 
mission of  intelligence  is  eflfected,  and  that  these  waves  are  produced  by 
sending  suitable  currente  through  one  or  more  suitably  arranged  wires 
forming  what  is  known  as  the  "  antenna,"  or  "  radiating  sj^tem."  Thus, 
an  operator  at  the  transmitting  station  will,  on  depressing  a  key,  send 
through  the  radiating  system  a  current  which  will  start  an  electromagnetic 
disturbance  and  cause  an  electromagnetic  wave  to  be  "  radiated."  Such 
a  wave  will  travel  in  air  with  the  velocity  of  light  and  produce  all  around 
the  radiating  system  an  alternating  electric  field  and  an  alternating  mag- 
netic field  which  may  be  made,  at  a  suitable  receiving  station,  to  actuate 
suitable  instrumente  for  the  detection  of  such  a  wave;  and  in  this  manner 
the  pressing  of  the  key  at  the  transmitting  station  will  be  signaled  to  the 
receiving  station.  The  details  of  a  transmitting  and  receiving  set  are 
given  later  on  in  this  chapter  and  further  discussed  in  other  chapters. 

Various  types  of  electromagnetic  waves  may  be  sent  out  by  a  radiating 
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system,  depending  upon  the  kind  of  current  used  to  produce  the  waves. 
Thus,  two  systems  of  radio  transmission  are  at  present  in  use,  which  are 
distinguished  by  two  different  kinds  of  waves.  These  are  known  as 
"  Undamped  wave  '*  and  "  Damped  wave  "  sj^tems.  In  the  former  the 
current  which  is  made  to  flow  through  the  antenna  when  the  operator 
presses  his  key  is  an  alternating  current  of  constant  amplitude  (undamped), 
so  that  the  waves  produced  are  such  that  at  any  point  in  space  the  maxi- 
mum value  of  the  intensity  of  the  electric  field  and  of  the  magnetic  field 
is  constant  as  long  as  the  wave  is  passing. 

In  the  "  Damped  wave  "  system,  on  the  other  hand,  the  current  sent 
into  the  antenna  at  the  pressing  of  the  key  may  be  represented  by  the 
graph  of  Fig.  6,  from  which  it  may  be  seen  that  the  waves  are  sent  out  in 
"  trains,"  each  train  consisting  of  a  number  of  waves  of  diminishing  ampli- 
tude; so  that  at  any  point  in  space  the  maximum  value  of  the  intensity 
of  the  electric  and  magnetic  fields  will  not  be  constant  but  will  be  damped. 
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FiQ.  6. — Type  of  antenna  current  in  a  spark  station. 


The  frequency  used  in  radio  transmission  either  for  the  undamped  or 
for  the  damped  waves  is  very  high,  because  more  power  is  radiated  by 
an  anteima  at  high  than  at  low  frequencies.  If  the  currents  used  for  radio 
transmission  were  passed  through  the  coil  of  a  telephone  receiver,  no  audible 
soimd  would  be  produced,  because  the  diaphragm  could  not  vibrate  at 
such  a  high  frequency  and,  even  if  it  did  vibrate,  the  himian  ear  would  be 
imable  to  detect  any  sound.  Such  frequencies  are  said  to  be  beyond 
the  limit  of  audibility  and  are  known  as  **  radio-frequencies,"  while  the 
frequencies  which  may  be  "  heard  "  are  known  as  "  audio-frequencies." 
There  is  no  distinct  line  of  demarkation  between  these  two  frequencies, 
but  it  may  be  stated  in  a  broad  manner  that  the  audio-frequency  range 
is  between  40  and  10,000  cycles  per  second  while  the  radio-frequency 
range  is  between  10,000  and  3,000,000  cycles  per  second  or  over. 

In  view  of  the  fact  that  in  radio-transmission  the  frequency  is  a  large 
number  it  is  more  customary  to  speak  of  the  wave-length  of  a  wave  rather 
than  of  its  frequency.  The  wave-length  is  generally  expressed  in  meters, 
Eq.  (1)  of  p.  183  states 
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If  t'  is  in  meters  per  sec.  and/in  cycles  per  sec.,  then  X  is  in  meters. 

Since  t;  =  3XlO®  meters  per  second  the  wave-length  for  10,000  and 
3,000,000  cycles  per  sec.  may  easily  be  foimd  to  be 

X  =x  ^^5! = 30,000  meters 

and  X=^;-p^r^  =  100  meters. 

Thus  the  wave-length  range  for  radio-transmission  is  30,000  to  100  meters. 
The  wave-lengths  which  have  been  foimd  most  suitable  for  various 
kinds  of  work  at  present  are  as  follows: 

10,000  to  20,000  meters  for  trans-oceanic  communication; 
1000  to  10,000  meters  for  distances  between  300  and  1000  miles; 
450  to  1000  meters  for  distances  between  50  and  300  miles; 
Less  than  450  meters  for  short  distances. 

Spark  Telegraphy. — In  the  past  the  production  of  high-frequency 
currents  required  for  radio-transmission  has  been  largely  accomplished 
by  utilizing  the  high-frequency  oscillatory  discharge  of  a  condenser  associ- 
ated with  a  suitable  radiating  circuit.  As  the  energy  initially  stored  in 
the  condenser  is  dissipated  in  the  primary  circuit  and  associated  circuits, 
the  condenser  must  again  be  charged  and  the  cycle  repeated.  In  order 
that  the  condenser  may  be  charged  to  the  high  potentials  required  for 
large  energy  storage,  and  to  permit  its  discharge  in  a  suitable  closed  cir- 
cuit of  low  resistance,  that  circuit  must  contain  an  element  whose  resistance 
is  very  high  dining  the  charging  period,  but  whose  resistance  decreases 
instantaneously  when  the  condenser  discharges  and  remains  at  a  very  low 
value  during  the  period  of  discharge.  This  requirement  is  fulfilled  by 
the  ordinary  spark  gap,  the  resistance  of  the  gap  being  very  high  before 
breakdown  occiu^,  but  decreasing  to  a  very  small  value  when  the  gap  has 
broken  down  imder  the  increasing  potential  impressed  across  its  terminals. 
The  spark  gap  and  spark  are  thus  essential  to  transmitters  generating 
high-frequency  oscillations  by  means  of  condenser  discharges,  and  this 
system  is  therefore  designated  as  "  spark  telegraphy."  The  connections 
of  such  a  transmitter  are  indicated  in  Fig.  7. 

The  detailed  action  of  this  transmitter  is  discussed  in  Chapter  V,  and 
is  therefore  omitted  here.  By  operating  the  switch,  or  key,  in  the  alter- 
iMitor  circuit,  the  radiated  energy  may  be  interrupted,  and  if  this  is  done 
in  accordance  with  a  prearranged  code,  signals  may  be  transmitted  to 
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the  distant  receiving  station.  For  low-powered  stations  a  storage  battery 
^nd  small  induction  coil  take  the  place  of  the  alternator  and  transformer. 

Spark  telegraphy  is  distinguished  by  the  fact  that  the  high-frequency 
oscillations  are  damped,  successive  oscillations  decreasing  in  amplitude 
to  zero.  The  series  of  oscillations  occmring  with  each  discharge  con- 
stitute a  train  of  waves,  and  the  number  of  such  trains  produced  per 
second  is  known  as  the  group,  or  wave-train,  frequency,  which  in  practice 
may  be  from  100  to  1000  per  second. 

Continuous  Wave  Telegraphy. — ^Transmission  of  signals  by  means  of 
undamped  high-frequency  oscillations  possesses  several  advantage,  and 
this  system  is  rapidly  superseding  the  spark  system  for  large  stations  of 
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Fig.  7. — ^Typical  connection  scheme  of  a  spark  transmitting  station. 


high  power,  long  range,  and  utilizing  the  lower  radio  frequencies.    Chief 
among  the  advantages  obtained  are: 

1.  A  given  amoimt  of  power  in  the  form  of  a  continuous  wave  signal 

will  in  general  give  a  louder  response  in  the  telephone  receiver 
than  would  the  same  amount  of  power  in  the  form  of  spark 
signal  (due  to  the  characteristics  of  the  receiving  circuits). 

2.  Due  to  the  scheme  of  reception  the  interference  between  stations 

is  much  less  for  continuous  waves  than  for  spark  waves. 
8.  To  radiate  a  given  amoimt  of  power  requires  less  voltage  on 
the  antennse  (hence  cheaper  antenns  construction)  for  con- 
tinuous waves  than  for  spark  waves,  due  to  the  fact  that  in 
one  case  energy  is  being  continuously  radiated,  and  in  the 
other  case  for  a  small  fraction  of  the  time  only. 

Undamped  oscillations  may  be  generated  by  the  high-frequency  alter- 
nator (Alexanderson  and  Goldschmidt  types),  the  Poulsen  arc,  a  scheme 
utilizing  saturated  iron  cores,  or  the  oscillating  vacuum  tube;  all  act  to 
send  through  the  antenna  circuit  an  imdamped  high-frequency  current. 
This  current  may  be  varied  by  means  of  a  key,  which  may  interrupt  the 
supply  to  the  antennse,  or  change  the  frequency   of   the   oscillations 


Antenna 
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sli^tly  by  varying  the  inductance  of  the  circuit.     Both  methods  are 
not  equally  applicable  to  all  means  of  generation.     (See  Chapter  VII.) 

Radiotelephony. — ^The  war  very  greatly  stimulated  the  development 
of  the  radio  telephone  because  of  the  necessity  which  arose  of  providing 
a  rapid  and  direct  comipunication  between  aeroplanes  and  the  groimd  at 
all  times,  vessels  of  a  group  of  submarine  chasers,  etc.  This  need  could 
be  fulfilled  satisfactorily  only  by  the  radio  telephone,  and  its  development 
on  a  practical  basis  was  accordingly  greatly  accelerated.  This  refers  par- 
ticularly to  small  power  sets  of  low  range.  In  1917  radiophone  messages 
had  been  successfully  transmitted  to  land  stations  at  Honolulu  and  Pans 
from  Arlington,  U.  S.  A.,  and  in  1919  successful  radiophone  communica- 
tion was  established  between  Washington  and  steamships  while  the  latter 
were  still  several  hundred  miles  at  sea, 
and  also  between  groimd  stations  and  | — 2^ 
flying  aeroplanes  many  miles  distant. 

To  transmit  radiophone  messages 
between  distant  stations  requires  the 
same  equipment  utilized  in  continuous 

wave  t^egraphy,  i.e.,  a  generator  of  un-        U\  iJSSJ^S^  5?MSd^te* 
damped  oscillations  and  associated   an-       JP^    the  high  ftequency  power 
tenna,    plus  a    "modulating"    element      (y)     HUrh ftcqpency cen«r»toc 
whose  fimction  it  is  to  vary  the  amplitude 
of  this  high-frequency  current  in  accord-     a&ound 

ance  with  the  soimd  waves  of  the  voice,  ^v^    «     tii  ^   *•  •i.ivl      « 

T?;     o  I.         *u    ^     J  *  1  -J        11       ^^'   8-— Illu«<iratmg    possibility   of 

Fig.  8  shows  the  fundamental  idea  clearly;      varying  the  ampUtude  of  the  high 

the    amplitude    of    the    high-frequency       frequency  current  in  an  antenna, 

current    flowing  in   the    antenna    (and      by  the  voice  waves. 

therefore   the  power  radiated)  is  varied 

in  accordance  with  variations  in  the  transmitter  resistance,  which  in  turn 

is  dependent  on  the  soxmd  vibrations,  as  sent  out  by  the  speaker,  impinging 

on  its  diaphragm. 

The  problems  of  radiotelephony  are  those  met  in  connection  with  the 
generation  of  xmdamped  high-frequency  alternating  currents  and  the 
modulation  of  their  amplitude  in  accordance  with  speech  waves. 

Recemng  Station. — ^The  receiving  station  consists  of  an  antenna  and 
associated  equipment,  which  may  be  timed  so  as  to  absorb  a  maximum 
Waount  of  the  energy  of  the  incident  electromagnetic  waves  radiated  by 
the  transmitting  station. 

Coupled  to  the  antenna  is  a  secondary  circuit,  also  timed  to  the  incom- 
ing wave  length,  and  to  which  is  connected  the  rectifier  and  phones  required 
to  make  the  incoming  signal  audible  to  the  receiving  operator.  The  com- 
plete connections  of  a  receiving  station,  consisting  of  the  foregoing  elements, 
are  shown  in  Fig.  9. 
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Fig.  9. — Typical  receiving  station  circuit,   for 
reception  of  spark  signals. 


As  previously  mentioned,  by  tuning  the  antenna  and  secondary  cir- 
cuits to  the  frequency  of  the  received  oscillations,  using  the  variable  con- 
denser or  inductance,  or  both,  as  required,  a  maximum  amount  of  the 
power  transmitted  by  the  incident  electromagnetic  waves,  will  be  trans- 
ferred to  the  receiving  circuits.  Under  these  conditions  a  maxinnim 
current  flows  in  the  secondary  circuit  and  hence  a  maximum  voltage  will 
exist  across  the  terminals  of  the  inductance  (L2). 

The  detecting  circuit,  consisting  of  the  rectifier  and  phones,  and  con- 
nected across  the  coil,  will  thus  have  a  maximimi  flow  of  current  through 

it.  The  rectifier  so  acts  as  to 
permit  current  to  flow  in  only 
one  direction,  having  a  much 
higher  resistance  in  one  direc- 
tion than  in  the  other.  For 
(me  group  of  waves,  a  uni- 
directional pulse  of  ciurent  is 
thus  sent  through  the  phones. 
Therefore,  as  the  wave  trains 
strike  the  antennse,  pulses  of 
current  flow  throu^  the 
phones,  the  diaphragm  of  which  is  thus  impulsed  at  group  frequency. 
These  pulses,  following  one  another  with  the  same  rapidity  as  the 
sparks  occur  at  the  transmitting  station,  give  in  the  telephone  a  musical 
note,  the  duration  of  which  depends  upon  how  long  the  operator  at  the 
transmitting  station  holds  down  his  sending  key. 

The  receiving  circuit  described  above  will  receive  only  damped  wave 
signals  or  radiotelephone  messages.  For  undamped  wave  signal  reception 
a  special  receiver  is  necessary,  as  the  pulse  eflfect  obtained  with  damped 
waves  is  absent,  and  radio  frequencies  are  too  high  to  be  able  to  move 
the  phone  diaphragm,  due  to  its  inertia.  Even  if  ah  appreciable  move- 
ment of  the  diaphragm  were  obtained,  no  signaling  could  be  accomplished, 
as  the  radio  frequencies  used  are  above  audibiUty. 

The  reception  of  undamped  wave  signals  is  at  the  present  time  most 
successfully  accomplished  by  producing  "  beats  "  of  audible  frequency, 
as  is  done  by  the  "  heterodyne  "  receiver,  embodying  a  local  high-frequency 
generator  combined  with  a  rectifying  device.  The  dual  functions  of  this 
receiver  are  admirably  fulfilled  by  the  vacuum  tube  and  its  associated 
circuits  as  illustrated  in  Fig.  127,  p.  514.  Various  »*rangements,  as 
described  in  Chapter  VIII,  have  been  used  to  mechanically  break 
up  the  steady,  high-frequency  oscillations  into  groups  occurring  at 
audio  frequency,  the  most  prominent  of  these  devices  being  the 
Goldschmidt  tone  wheel.  Due  to  its  greater  selectivity,  simplicity, 
and  sensitiveness,   the  heterodyne  receiver  using  a  vacuum    tube  as 
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the  generating  and  detecting  element  is  rapidly  superseding  these  earlier 
forms. 

Selection  cf  the  Desired  Signal. — Since  a  number  of  other  transmitting 
stations,  within  range,  may  be  sending,  simultaneously  with  the  station 
the  signals  of  which  it  is  desired  to  receive,  the  receiving  circuit  must 
possess  the  ability  to  "  time  out ''  these  other  signals  which  are  reaching 
the  station,  and  "  select ''  that  signal  sent  by  the  transmitting  station 
with  which  it  is  desired  to  commimicate.  Without  this  means  of  selecting 
a  desired  signal  to  the  exclusion  of  others  which  would  be  received  at  the 
same  time,  the  operator  would  hear  only  a  confusion  of  dots  and  dashes 
sent  by  all  the  different  stations. 

It  has  already  been  shown  in  Chapter  I  how  the  current  in  a  circuit 
containing  inductance,  capacity,  and  resistance,  is  made  a  maximimi, 
when  the  natural  frequency  of  the  circuit  is  adjusted  to  coincide  with 
the  frequency  of  the  impressed  e.m.f.  This  eflfect  is  graphically  indicated 
by  the  resonance  curve  plotted  in  Fig.  53,  Chapter  I.  The  adjustment  of 
the  antenna  circuit  to  the  frequency  of  the  incoming  oscillations,  repre- 
sents an  analogous  operation,  and  is  called  "  timing  "  the  antenna  cir- 
cuit. Thus,  by  timing  to  the  frequency  of  the  signals  which  it  is  desired 
to  receive,  the  current  due  to  this  signal  is  made  the  maximum,  while 
the  currents  flowing  in  the  antenna  due  to  signals  sent  out  from  other 
stations,  which  have  a  frequency  diflferent  than  that  of  the  signal  being 
received,  are  relatively  much  weaker. 

The  secondary  circuit,  being  also  "  tuned  "  to  the  frequency  of  the 
signal  desired,  will  still  further  diminish  those  currents  due  to  the  inter- 
fering transmitting  stations,  while  the  current  of  signal  frequency  will  be 
a  maximum.  This,  as  pointed  out  previously,  results  in  a  maximum 
voltage  being  impressed  on  the  detector-phone  circuit,  resulting  in  maxi- 
mum rectified  current  in  that  circuit,  and  maximum  strength  of  the  signal 
which  it  is  desired  to  receive. 

Interference. — ^The  confusing  and  clouding  of  the  desired  signal  due 
to  signals  simultaneously  received  from  undesired  stations  within  whose 
range  the  receiving  station  is  operating,  is  called  "  interference,"  and,  as 
pointed  out,  this  "  interference "  is  eliminated  in  practice  by  careful 
tuning  of  the  several  circuits.  Several  factors  determine  the  extent  of 
this  interference  and  the  completeness  with  which  it  may  be  tuned  out. 

First.  The  amount  by  which  the  radio  frequency  of  the  desired  signal 
differs  from  the  radio  frequencies  at  which  the  interfering  stations  are 
sending.  If  they  are  widely  different,  tuning  will  effectively  eliminate 
the  interfering  signals.  Where  the  frequencies  are  nearly  the  same  or 
are  the  same,  it  is  impossible  to  tune  them  out  completely  and  differenti- 
ation must  then  be  accomplished  by  means  of  the  characteristics  mentioned 
below;  viz.,  relative  loudness  or  pitch  of  the  signal  note. 
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Second.  The  relative  strength  of  the  desired  signal  and  signals  received 
from  interfering  stations.  When  the  interfering  station  is  relatively 
close  to  the  receiving  station,  thus  producing  heavy  interference,  the 
reception  of  the  desired  signal  may  be  extremely  difficult,  even  thoug}i 
the  frequency  of  the  interfering  station  may  differ  to  a  considerable  extent 
from  that  for  which  the  circuit  is  timed. 

Third.  The  pitch  of  the  signal  note  heard  in  the  phones,  as  deter- 
mined by  the  group  frequency  of  the  several  transmitters  in  op^^tion. 
If  the  pitch  note  of  the  desired  signal  is  distinctive,  as  compared  to  the 
notes  of  the  interfering  stations,  then  the  signals  may  be  read  "  through 
the  interference  "  and  the  message  obtained.  This  would  be  the  only 
feature  whereby  the  signal  could  be  distinguished  if  the  radio  frequencies 
of  the  several  stations  agreed  closely  and  the  interfering  stations  were 
relatively  close  to  the  receiving  station. 

Simultaneous  Sending  and  Receiving. — In  the  development  of  radio- 
telephony  one  of  the  problems  to  be  met  was  the  elimination  of  the  necessity 
of  any  action  on  the  part  of  the  subscriber,  required  to  change  over  from 
sending  to  receiving  and  vice  versa.  A  simple  method  of  duplex  oper- 
ation, as  described  by  E.  F.  W.  Alexanderson,*  is  included  at  this  point 
to  show  the  possibiUty  of  using  radio  communication  in  exactly  the  same 
way  ordinary  telephone  communication  is  carried  on. 

The  arrangement  utilizes  separate  sending  and  receiving  antennsB, 
located  sufficiently  far  apart,  and  having  natural  frequencies  differing 
from  one  another  a  sufficient  amoxmt,  to  make  the  operation  stable.  The 
general  arrangement  is  indicated  in  Fig.  10,  wherein  it  will  be  noted  that 
the  radio  system  has  the  same  relation  to  the  subscriber  as  the  toll  line 
in  wire  telephoney. 

A  radio  telephone  cmrent  set  up  in  the  receiving  antenna,  due  to 
excitation  from  the  distant  transmitter,  is  transformed  into  a  cmrent  flow- 
ing in  the  closed  circuit  between  the  subscriber's  instrument  and  the  trans- 
mitting station.  The  same  path  is  followed  by  a  telephone  current  origi- 
nating in  the  local  subscriber's  station.  Therefore  the  current  set  up  in 
the  local  receiving  station,  due  to  a  signal  from  the  distant  transmitting 
station,  will  be  retransmitted  by  the  local  sending  station  in  the  same 
way  as  the  ciurent  set  up  by  the  local  subscriber  station,*^and  consequentiy, 
both  sides  of  the  conversation  are  transmitted  by  each  station  and  could 
be  overheard  by  a  third  party  timed  to  either  of  the  two  wave,  lengths  used. 

If  the  amplification  of  the  received  signal  were  made  too  great,  so 
that  the  telephone  current  set  up  by  the  speaker  came  back  to  him  in 
intensified  form,  a  ciunulative  reflective  action  would  be  created,  which 
would  result  in  self-exciting  inarticulate  oscillations  being  set  up.    Any 

^E.  F.  W.  Alexanderson,  ''Simultaneous  Sending  and  Reoeiving/'  ProoeedingB  of 
Uie  Institute  of  Radio  Engineersi  August,  1919. 
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trouble  from  this  source  may  be  effectively  eliminated,  however,  by  keep- 
ing  the  amplification  within  a  certain  critical  value,  whereby  the  retrans- 
mission becomes  effectively  damped. 

Static,  StrajTSf  or  X's. — ^In  addition  to  the  interference  which  may  be 
produced  by  the  operation  of  other  transmitting  stations  as  described 
above,  natural  electrical  disturbances  occurring  in  the  atmosphere  also 
cause  serious  interference  in  the  reception  of  signals.  These  disturbances 
set  up  electromagnetic  waves,  which,  upon  striking  the  receiving  antennse, 
set  up  troublesome,  interfering  sounds  in  the  phones,  to  whi(di  the  name 
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FiQ.  10. — Modem  scheme  for  two-way  radio  telephone  communication. 


static,  strays,  or  X's  have  been  variously  applied.    These  strays  hiave  beei; 
arbitrarily  placed  by  De  Groot  ^  in  the  following  classes: 

(a)  Loud  and  sudden  clicks.  These  do  not  interfere  seriously 
when  no  other  interference  effects  are  present,  and  have  been 
shown  to  originate  in  nearby  or  distant  lightning  discharges. 

Q))  A  constant  hissing  noise  in  the  receivers,  giving  the  impression 
of  a  softly  falling  rain,  of  the  noise  of  water  nmning  through 
tubes.  This  type  occurs  occasionally  when  there  are  dark, 
low-lying  electrically  charged  clouds  near  the  antenns,  and 
is  apparently  caused  by  intermittent,  imidirectional  currents 
in  the  antennae.    Charges  of  electricity  come  upon  the  antennae 

»  "On  Uie  Nature  and  Elimination  of  Strays."     Proc.  I.  R.  E.,  April,  1917. 
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from  the  atmosphere  through  direct  physical  contact,  and 
thence  discharge  to  ground,  producing  a  current, 
(c)  This  type  produces  a  continuous  rattling  noise  in  the  telephone, 
something  like  the  tumbling  down  of  a  brick  wall,  and  are 
usually  present  to  a  greater  or  less  extent.  In  the  trofHcs, 
where  interference  from  static  is  especially  severe,  this  type 
predominates,  and  is  always  present.  It  is  frequently  so 
severe  as  to  prevent  entirely  the  reception  of  signals.  Strays 
are  most  prominent  at  ni^t,  but  are  not  so  troublesome  at 
that  time,  due  to  the  great  increase  of  signal  strength. 


Their  intensity  and  character  is  a  fimction  of  the  time  of  day,  the 
son  of  the  year  and  the  location  of  the  station;  thus,  in  the  tropics,  De 
Groot  found  the  most  imfavorable  time  was  that  of  the  trade  wind.  In 
general,  the  worst  trouble  is  experienced  when  the  sun's  altitude  is  hi^iest. 
Their  intensity  is  probably  dependent  somewhat  on  the  dr3me88  of  the 
air  and  wind  conditions,  increasing  dryness  and  high-wind  velocities 
increasing  interference  due  to  this  cause. 

Elimination  of  Strays. — It  has  been  described  how  interference,  due 
to  simultaneous  operation  of  other  transmitting  stations  within  range, 
may  be  minimized  or  eliminated  by  selective  tuning,  provided  the  wave 
lengths  are  not  too  closely  in  agreement,  and  the  signals  received  from 
the  interfering  station  are  not  too  strong.  This  means  also  fails  if  their  de- 
crements are  high.  It  may  be  noted  that  very  powerful  or  strongly  damped 
waves  act  like  an  impact  excitation  of  the  receiving  circuits,  which  are 
set  into  oscillation  at  their  own  natural  frequency.  This  response  is 
secmred  regardless  of  the  wave  length  of  the  incoming  highly  damped 
oscillation;  for  this  reason  the  circuit  is  not  selective  to  these  waves. 
Stray  waves  are  always  highly  damped,  and  may  be  very  much  stronger 
than  the  incoming  signal  waves.  Therefore,  their  elimination  cannot  be 
satisfactorily  accomplished  by  selective  timing,  but  some  other  arrange- 
ment must  be  used  which  results  in  their  neutralization. 

A  neutralization  scheme,  suggested  by  De  Groot,  is  shown  in  Pig.  11; 
many  similar  arrangements  have  been  recommended. 

Antennse  No  1  and  No.  2  are  similar,  but  the  former  is  tuned  to  the 
radio  frequency  of  the  incoming  signal,  while  No.  2  is  practically  imtuned 
because  the  detector  D2  is  inserted  directly  in  the  circuit;  the  circuit  is 
made  nearly  aperiodic  and  signals  from  distant  stations  are  impossible 
of  reception  by  th\B  antenna.  The  reception  of  static  signals  is  just  as 
strong,  however,  as  are  obtained  with  the  timed  antenna. 

The  receiving  circuits  of  both  antennse  are  coupled  together  and  to 
a  third  circuit  containing  the  phones  and  condenser  (this  condenser  is 
used  for  tuning  the  phone  circuit  to  the  audio-frequency),  this  coupling 
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being  arranged  so  that  the  static  currents  tend  to  neutralize  one  another, 
leaving  only  the  received  signal  current  to  act  on  the  third  circuit. 

A  later  arrangement,  as  developed  by  R.  A.  Weygant,*  is  based  on 
the  inventor's  belief  that  static  disturbances  of  the  third  type  specified 
above  are  propagated  in  a  direction  perpendicular  to  the  earth's  surface, 
whereas  the  signal  waves  are  transmitted  parallel  to  the  earth's  surface 
(horizontally).  Two  loop  aerials  were  used  in  the  experimental  work, 
located  about  5000  feet  apart,  the  plane  of  the  loops  being  vertical.  The 
waves  due  to  static  cut  both  loops  in  phase,  whereas  the  signal  waves, 
traveling  horizontally,  induced  e.m.f.'s  in  the  two  loops,  which  were  out 
of  phase  by  an  amount  depending  on  the  separation  between  the  two 
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Fig.  11. — One  of  the  early  attempts  to  eliminate  "strays." 

loops  expressed  as  a  fraction  of  the  signal  wave  length.  By  coupling 
the  two  circuits  to  a  third  receiving  circuit,  the  static  effects  are  elimi- 
nated, while  the  signal  currents  combined  vectorially  to  give  a  resultant 
which,  in  turn,  is  rectified  by  means  of  a  vacuimi-tube  detector. 

A.  H.  Taylor  reports  very  successful  results  in  the  elimination  of  static 
by  suitably  balancing  the  signals  received  by  an  under-water  (or  buried) 
sin^e-wire  antenna  with  that  received  from  an  overhead  antenna,  gener- 
ally of  the  coil  type.  His  results  would  indicate  that,  using  his  scheme, 
transatlantic  radio  conmumication  is  assured  under  any  condition  of  static 
to  be  expected. 

Probably  one  of  the  most  promising  lines  of  development  in  the  elimi- 
nation of  static  interference  has  to  do  with  a  vacuum  tube  detector  which, 
even  with  the  heaviest  static,  can  give  but  limited  response  in  the  telephone 

*Roy  A.  Weygant,  "Reception  through  Static  and  Interference/'  Proceedings  of 
the  Institute  of  Radio  Engineers,  June,  1919. 
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receiver;  if  this  response  is  not  more  than  two  or  three  times  as  loud  as 
the  signal  a  good  operator  can  read  the  signal  right  through  the  interier- 
ing  noises. 

Attenuation  of  Propagated  Waves. — The  electromagnetic  waves  set 
up  by  the  transmitter  are  propagated  in  all  directions  through  the  e&ar 
at  a  velocity  corresponding  to  that  of  light,  as  discussed  in  the  earlier 
portions  of  this  chapter.  As  the  distance  from  the  transmitter  increases 
their  amplitude  or  intensity  decreases,  due  to  the  wave  spreading  out  in 
ever-widening  circles  and  energy  absorption  by  the  different  media  throu^ 
or  over  which  the  wave  may  be  propagated.  This  decrease  in  intensity, 
expressed  in  terms  of  the  initial  intensity  at  the  source,  is  called  the  attenu- 
ation of  the  wave. 

Many  investigations  have  been  made  to  determine  the  attenuatian 
of  these  waves,  Song  the  more  important  of  which  may  be  mentioned 
those  carried  out  by  L.  W.  Austin  ^  in  1909-1910,  using  the  station  at 
Brant  Rock,  Mass.,  as  the  receiver  and  the  transmitting  sets  on  U.  S. 
cruisers  for  sending.  His  results  cover  one  special  case  only,  namely, 
transmission  during  daylight  ov^  sea  water.  The  variation  of  currents 
flowing  in  the  receiving  antennse  is  indicated  in  Fig.  12.  The  dotted 
curve  is  plotted  to  show  what  the  results  would  be  if  no  absorption  of 
energy  had  occurred,  in  which  case  the  received  current  would  have  been 
nearly  inversely  proportional  to  the  distance  from  the  source.^ 

Through  the  points,  obtained  from  the  experiments,  the  full-line  curve 
was  drawn,  as  shown  by  Fig.  12,  the  equation  of  which  as  deduced  by 
Austin,  is  as  follows  l  l  _     d 

TAT     "^^r       —  0.0016-7= 

where  A  is  a  constant; 

It  is  the  effective  current  in  the  transmitter  antenna; 
Ir  is  the  effective  current  in  the  receiver  antenna; 
ht  is  the  height  of  the  transmitting  antennse; 
hr  is  the  height  of  the  receiving  antennse; 
d  is  the  distance  between  the  two  stations; 
X  is  the  wave  length  of  transmission. 
All  lengths  are  expressed  in  kilometers. 
For  the  ranges  covered  by  Austin's  investigation,  namely: 

/,=7.0  to  30.0  amperes 
kf  and  A«= 12  to  40  meters 

X=300  to  3750  meters 
d=up  to  1500  kilometers 
the  constant  A  was  found  to  be  equal  to  4.25. 

» L.W.  Austin:  Bull.  Bureau  of  Standards,  vol.  7,  p.  315, 1911  and  vol.  11,  p.  60, 1914. 

*  More  recent  tests  by  Vallauri  on  the  strength  of  signals  received  at  L^^om  from 
Annapolis  indicate  that  the  attenuation  is  much  less  than  Austin's  formula  predicts 
Vallauri's  measurements  gave  a  field  strength  at  his  receiving  station  about  ten  times  as 
great  as  the  value  calculated  from  Austin's  formula. 
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The  receiving  antenna  resistance  was  25  ohms. 

Day  and  Ni|^t  Variation  in  Signal  Strengtfi. — ^The  foregoing  inves- 
tigation considered  day  conditions.  At  night,  due  to  variations  in  atmos- 
pheric conditions,  affecting  the  conductivity  of  the  upper  strata,  the 
energy  losses  in  transmission  are  decreased,  and  the  attenuation  of  the 
wave  is  correspondingly  diminished.  In  practice  it  is  generally  found 
that  transmission  is  very  much  more  effective  at  night  than  in  the  day- 
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Fia.  12. — Calculated  and  experimental  values  of  current  in  receiving  antenna,  as  dis- 
tance from  transmitter  is  increased. 

time,  the  range  of  transmission  being  sometimes  increased  two  and  one- 
half  times  or  more.  The  transmission,  however,  is  very  much  more 
uncertain,  the  range  sometimes  being  only  slightly  greater  than  in  the 
dajTtime. 

The  electromagnetic  waves  are  generally  belived  to  be  propagated 
throt^h  the  layer  of  atmosphere  immediately  adjacent  to  the  earth's  sm> 
face,  this  layer  being  considered  about  30  to  40  miles  thick.    Above  this. 
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the  atmosphere,  due  to  this  low  density,  and  the  ionizing  action  of  the 
sun's  rays,  rapidly  increases  in  conductivity,  and  forms  a  boimding  plane, 
of  high  conductivity,  for  the  layer  of  atmosphere  adjacent  to  the  earth, 
whose  resistance  is  comparatively  high. 

During  the  day,  however,  this  layer  adjacent  to  the  earth  is  also  ioniied 
to  a  small  extent,  increasing  its  conductivity  and  decreasing  the  eflBciency 
of  transmission  of  the  electromagnetic  waves,  which  is  a  maximum  for 
a  dielectric  possessing  zero  conductivity.  With  the  removal  of  the  sun 
and  its  ionizing  effects  on  this  transmitting  layer  of  atmosphere^  this 
efficiency  is  increased  and  thus  also  the  range  of  transmission.  During 
daylight  the  refracting  effects  of  the  upper  ionized  portion  of  the  trans- 
mitting layer  cause  the  waves  to  bend  over,  so  that  when  they  reach  the 
receiving  antennse  they  may  be  bent  at  such  an  angle  as  to  have  very 
little  effect  on  the  aerial.  This  effect  is  diminished  at  night,  when  the 
ionization  of  this  transmitting  belt  is  largely  reduced,  as  already  described. 

Another  interesting  fact  concerned  with  the  diurnal  variation  in  trans- 
mission is  the  fact  first  recorded  by  Marconi  in  his  early  transatlantic 
experiments.  When  the  line  of  sunrise  or  sunset  is  between  the  two 
stations  transmission  is  almost  impossible,  according  to  Marconi's  results. 
It  seems  as  though  the  twilight  line  acts  as  either  a  reflector  or  absorber 
of  the  radio  waves. 

Seasonal  Variation  in  Signal  Strengtfi. — ^The  strength  of  received 
signals  varies  also  with  the  seasons,  and  in  1912,  an  investigation  of  this 
effect  was  made  by  L.  W.  Austin,^  signals  being  received  at  Washington, 
D.  C,  from  the  radio  stations  in  the  Philadelphia  and  Norfolk  Navy  Yards. 
The  results  obtained  are  shown  in  Fig.  13. 

The  reason  for  this  seasonal  variation  of  signal  strength  is  ordinarily 
considered  as  being  due  to  the  absorption  of  the  waves  by  vegetation, 
thus  causing  a  marked  decrease  in  intensity  during  the  smnmer  months. 
This  seems  to  be  a  reasonable  conclusion,  in  view  of  the  fact  that  trees 
have  been  successfully  used  as  antennae,  thus  demonstrating  their  energy- 
absorbing  qualities.  It  was  foimd  that  rainfall  had  no  appreciable  effect 
of  the  signal  intensity. 

Amount  of  Power  Sent  Out  and  Received. — Hertz  showed  that  the 
electric  and  magnetic  forces  in  the  radiated  wave  varied  inversely  as  the 
distance  from  a  small  Hertzian  oscillator.  The  same  relation  is  true  for 
an  ordinary  groimded  antennae  if  the  distance  assumed  does  not  exceed  a 
few  hundred  miles.^  The  energy  thus  decreases  inversely  as  the  square 
of  the  distance,  while  the  amplitude  varies  inversely  as  the  distance. 
(See  dotted  curve  shown  in  Fig.  12.) 

^L.  W.  Austin  '' Seasonal  Variation  in  the  Strength  of  Radiotelegraphic  Signals.'' 
Proc.  Institute  of  Radio  Engineers,  June,  1915. 
*See  Chapter  IX,  page  707. 
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Duddell  and  Taylor  ^  were  the  first  to  investigate  the  decrease  of  field 
as  the  distance  from  the  transmitter  increases,  and  a  few  of  their  results 
are  given  in  the  following  table;  the  transmission  was  over  land,  but 
it  is  likely  that  for  such  short  distances  as  were  used  in  their  tests,  the 
values  indicate  accurately  what  might  be  expected  over  water  also. 


II I II  ^  II I II'  1 1  It  II  U J  I  m 

Fig.  13. — ^Variation  of  radio  transmission  occurring  with  seasonal  frequency.' 

CURRENT  IN  THE  RECEIVING  ANTENNA  WHEN  THE  DISTANCE 
BETWEEN  THE  TUNED  TRANSMITTER  AND  RECEIVER  IS  VARIED. 
HEIGHT  OF  RECEIVING  ANTENNA,  66  FT.  HEIGHT  OF  TRANS- 
MITTING ANTENNA,  42  FT. 


Distance  in  Feet  between 
Antenna. 

CUBBBNTS   IN    ANTBMNJB. 

Transmitter 
Amperes  (eff). 

Receiver  Micro- 
Amperes  (eff). 

Approximate  Wave 
Length. 

100 
200 

300 
400 
1260 
2420 
8700 
4600 
6220 

0.501 
0.607 
0.668 
0.641 
0.641 
0.606 
0.517 
0.568 
0.563 

12320 
6436 
4648 
3108 
716 
283.5 
105 
96.5 
69.6 

400  ft. 

*  "Wirdeas  Telegraph  Measurements,''  by  W.  Duddell  and  J.  E.  Taylor,  Journal 
Inst.  Elec.  Eng.  Lond.,  1906,  vol.  36,  p.  321.  The  receiving  antenna  had  an  effective 
resistance  of  about  60  ohms.  Later  tests  over  water  showed  that  for  distance  up  to  60 
miles  or  more  the  current  in  the  receiving  antenna  varied  inversely  as  the  distance. 
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From  these  figures  it  is  readily  seen  how  small  the  received  power  is 
compared  to  the  power  input  to  the  transmitting  antenna  circuit. 

The  experiments  of  Austin,  previously  described,  resulted  in  the 
empiric  formula  given  on  page  196,  which  holds  approximately  for  dis- 
tances up  to  1000  miles.  For  the  smallest  distance  considered,  viz.,  22 
miles  between  the  stations,  using  a  1000-meter  wave,  the  following  values 
were  noted: 


Sending  Station. 

Receiving 
Station. 

Wave 
Length 
Meters. 

AxrrmHHM  Cubaknt. 

Miles 
between 
StaUons. 

Sending 

Station 

Amperes. 

Reeervuc 
Station 
Miero- 

AmpereSw 

22 
22 
22 
22 

U.  S.  S.  Birmingham 
U.  S.  S.  Salem 
U.  S.  S.  Birmingham 
U.  S.  S.  Salem 

Brant  Rock 
Brant  Rock 
Brant  Rock 
Brant  Rock 

1000 
1000 
3750 
3750 

33 
27 
27 
24 

10,500 

11,000 

3,200 

4,100 

A  mathematical  anal3rsis  of  the  Austin  formula  expressing  the  relar- 
tion  between  the  transmitting  and  receiving  antennae  ciurents  shows  that 
in  so  far  as  transmission  alone  is  considered  imder  given  conditions,  there 
exists  a  best  value  of  wave  length  to  be  used  for  any  given  distance  betwe^i 
the  stations.    This  best  wave  length  is: 


X  = 


_  (.0015)2(P 
4        ^ 


where  d  is  the  distance  between  the  stations  in  kilometers. 

The  following  table  gives  the  best  wave  lengths  for  Various  values  of 
d  as  derived  from  the  above  formula:  * 


din  kilometers. 
Xin  meters 


700 

1000 

1500 

2000 

3000 

4000 

MXIO 

275 

562 

1260 

2250 

5070 

9000 

14,050 

For  a  distance  of  22  miles,  wave  lengths  of  1000  and  3760  meters  were 
far  greater  than  the  best  value  for  this  distance,  as  indicated  by  the  very 
much  diminished  antenna  currents  at  the  receiver  when  the  wave  length 
was  increased  from  1000  to  3750  meters. 

*^  Freak  ''  Transmission. — ^The  ideas  presented  in  this  and  following 
chapter  regarding  the  power  used  in  radio  conmiunication  represoit 
average  conditions.  It  may  be  that  conmiimication  between  two  stations 
normally  perfect,  is  cut  off  completely  for  several  horn^,  as  thou^  a 
screen  of  some  kind  had  been  put  between  the  two  stations.    It  often 

^  It  is  to  be  noted,  however,  that  these  values  do  not  check  very  well  with  those 
given  on  page  187,  which  are  more  nearly  the  actual  values  used  in  practice. 
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happens  that  a  station  on  an  island  cannot  communicate  with  a  ship  near 
the  opposite  shore,  but  that  if  the  ship  moves  away  perhaps  100  miles, 
the  intervening  land  of  the  island  offers  no  appreciable  obstruction.  This 
18  indicated  in  Fig.  14.    Illustrating  another  kind  of  freak  transmission 


XB 


CommuDlcattDD  from  ftation  to  ship  at  A 
tknpo«<ble;  with  ship  at  B,  100  miles  firom  At 
oommunicaAion  if  good 


Fia  14. — ^A  peculiar  efiFect  often  observed  in  radio  communication,  giving  rise  to  the  idea 

of  radio  ^'ahadowB.'^ 

there  is  apparently  substantial  evidence  that  a  low-power  station  (10  kw.) 
may  sometimes  give  perfectly  good  signals  to  a  ship  8000  miles  away. 
Such  freak  transmission  is  more  likely  to  occur  with  short  waves  than 
with  long  ones. 

It  is  to  be  noted,  when  discussing  the  amount  of  power  required  for 
radio  transmission,  that,  due  to  absorption,  reflection,  and  refraction  of 
the  electromagnetic  waves,  the  question  is  almost  as  indeterminate  as — 
how  far  can  a  man  shout? — over  a  quiet  lake  in  the  evening  a  man's  voice 
may  "carry"  two  or  three  miles;  the  same  voice  would  carry  about  500 
feet  on  a  city  street,  and  in  a  busy  shipyard  the  shout  would  be  heard 
probably  not  more  than  100  feet.  Atmospheric  disturbances  make  the 
rang^  of  a  radio  station  almost  as  indeterminate, 


CHAPTER  IV 

LAWS  OF  OSCILLATING  CIRCniTS 

Discharge  of  a  Condenser  tbrouj^  an  Inductance  and  Resistance  in 
Series* — Practically  all  radio  sets  which  send  out  damped  (or  discon- 
.tinuous)  waves  genehite  the  high-frequency  currents  required  by  charg- 
ing up  a  condenser  from  a  suitable  source  of  power,  then  letting  this  con- 
denser discharge  throu^  an  inductance  in  series  with  a  spark  gap.  In 
general  the  osciDatory  power  so  generated  is  transferred  by  coupling  of 
some  kind  to  another  circuit  from  which  it  is  radiated.    The  investigation 

of  the  form  of  oscillatory  current  in  these 

3^- s  coupled  circuits  will  be  taken  up  later  in 

+  §[  this  chapter,  we  shall  first  investigate  the 


,c  Lg|  discharge   of    a   condenser   in   the    single 

P  Q,   circuit. 

■^ -^         In  Fig.  1  is  shown  the  circuit;  the  con- 

Fia.  1.— The  charged  condenser  C  denser  C  charged  to  voltage  £  is  to  be 
will  discharge  through  L  and  R  connected  to  the  circuit  consisting  of  L  and 
when  switch  S  is  closed.  R  in  series  when  the  switch  S  is  closed. 

The  switch  is  not  used  in  the  actual  radio 
circuit,  a  spark  gap  performing  its  function,  but  the  resistance  of  the 
spark  gap  somewhat  complicates  the  analysis  so  that  its  action  is  de- 
ferred until  a  later  paragraph. 

It  will  be  supposed  at  first. that  the  condenser  has  no  leakage;  the 
equation  of  reactions  of  the  circuit  after  the  switch  is  closed  is, 

V  being  the  voltage  across  the  condenser  at  any  instant.    Then 

»  dH  ,  ^di  .  dv    ^ 

But  we  know  that  i^C-jz 

(U 

dfi        di    % 
so  we  have  ^d^^^'d&c'^^* 

df^^LdTLC    "• ^^^ 

202 


or 
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The  solution  of  a  differential  equation  of  this  kind  is  obtained  by  an 

''  intelligent  guess."    It  is  evident  that  t  must  be  a  function  of  t  and 

furthermore  that  this  function  must  be  of  such  a  form  that  the  second 

R 
derivative  of  the  function  plus  the  first  derivative  multiplied  by  j  plus 

the  function  itself  multiplied  by  ^  must  add  up  to  zero.    By  trial  we 
find  that  if  the  cmrent  is  of  the  form 

£q.  (1)  wiD  probably  be  satisfied.    Using  this  function  we  have 

and 

cPi 

Subetitutiiig  these  values  in  Eq.  (1),  we  get 

A€'^(m'+j-tn+^\''0 (la) 

As  no  useful  solution  is  obtained  by  putting  A'^O,  we  use  the  condition 

There  are  two  roots  to  this  equation  either  of  which  will  satisfy  it.  As 
Eq.  (1)  involves  the  second  derivative  of  i  we  know  there  must  be  two 
independent  solutions  for  i  and  these  two  values  of  m  which  we  call  mi 
and  in2,  permit  the  two  required  solutions  being  written.  The  complete 
solution  of  Eq.  (1)  is  the  simi  of  the  two  particular  solutions,  so  we  write 
as  the  complete  solution 

t  =  Al<'«»'+il2€"«, (2) 

where 

R 


"^^^21 


=\4P"IC^""=*=^ 


So  we  have 

t  =  €--'(i4l€^  +  i42€-^) (3) 

As  initial  conditions  we  have,  at  the  instant  the  switch  is  closed  (t=0), 

1=0,  so  from  (3) 

0=ili+il2 (4) 

Also  if 


i=0,fii=0,8o(|)^_^=-f, 
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which  when  substituted  in  Eq.  (3)  after  differentiation  gives 

-J=03-a)Ai-03+a)A2 (5) 

Solving  (4)  and  (5)  for  Ai  and  A2  we  get 


2/3L '      '  2PL' 

which  values  substituted  in  Eq.  (3)  give 


in  which 


i ^^"-'(^-^"'"),        (6) 

a=^and^  =  ^a2-^. 


The  quantity  a  is  always  real,  which  means  that  the  amplitude  of  the 
current  continually  decreases  with  increase  of  time.  The  quantity 
(e^— €~^),  which  determines  the  form  of  the  current,  while  it  is  decaying, 
depends  for  its  value  on  the  quantity  j9;  this  may  be  either  real  or  imag- 
inary, according  as  o^  is  greater  or  less  than  -^.  The  form  of  the  current 
will  be  analyzed  for  the  three  conditions — 


1 
Casb  1.    o?>jj^. 

In  this  case  )3  is  a  real  quantity  so  we  have 

*=-^*-'(^4-)=-^'-'«^^-  •  •  •  (7) 

The  negative  sign  indicates  that  the  effect  of  the  current  is  to  decrease 
E,  i.e.,  to  release  the  charge  on  the  condenser — ^as  to  whether  or  not  cur- 
rent is  actually  positive  or  negative  depends  upon  the  polarity  of  chaige 
on  the  condenser  assumed  positive. 

The  form  of  ciurent  in  this  case  is  shown  in  Kg.  2;  the  lines  property 
marked  give  the  two  terms  €  "«*  and  sinh  fit.  The  figure  is  drawn  to  scale 
for  i?=100  volts,  C  =  10m/,  L  =  .20  henry,  and  12  =  500  ohms.  By  cal- 
culation we  find  a  =1250  and  /3  =  1030. 

The  maximum  ciurent  is  reached  at  a  time  calculated  from  putting 
the  first  derivative  of  Eq.  7  equal  to  zero. 
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This  results  in  the  equation 


or 


e^^s  — 


.     1   ,^    a+/J 


(8) 
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Fig.  2. — Calculated  discharge  current  when  the  R  of  Fig.  1  is  too  high  for  oscillatory  dis- 
charge. 


Fig  3  shows  two  oscillograms  of  a  condenser  discharge  current  for  the 
case  just  analyzed.  > 


Case  2.    c?^ 


LC 


In  this  case  we  have  j9=0.    We  write  the  current  in  the  form, 


t  = 


E 


2L 


-(=^)' 


the  value  of  the  expression  in  the  parenthesis  being  indeterminate.    We 
evaluate  it  by  differentiation  and  get, 


1^) 


-<^^^m.r-- 


0'O 
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Hence  in  this  case  the  equation  for  the  discharge  current  is, 


(9) 


The  graph  of  such  a  discharge  ciurent  is  shown  in  ¥ig.  4  for  £=100 
voHs,  C=10h/",  L  =  .20  henry,  and  R  =  282.3  ohms. 

The  time  at  which  maximum  current  occurs  is  obtained  as  outlined 
,for  the  previous  case  and  yields  the  condition  that, 

'-; »») 

For  the  conditions  given  this  time  is  .001416  second  after  closing  the  switch. 


Fig.  3. — OscUlograms  of  discharges  HimitBi-  to  Pig.  2. 

Ilg.  5  shows  an  oscillogram  of  such  a  critically  damped  circuit;  the 
time  scale  on  the  lower  part  of  the  film  permits  the  validity  of  Eq.  (10) 
to  be  checked. 


In  this  case  0  becomes  the  square  root  of  a  negative  quantity,  and  we 
write  it 


-.^■=nR2 
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Fia.  6. — ChKdUogram  of  current  for  conditions  assumed  in  Fig.  4. 
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Then  from  Eq.  (6) 


E 


2ju)L 


€ ■■  <»'(e'«*  —  e  "•'«')  =  — 


i- ) 


E 


= 5?€~*'  sinVo/ 


(11) 


The  current  in  this  ease  is  oscillatory,  its  frequency  being  fixed  by 

the  value  of  w;   the  term  €"**  represents  the  decay  of  the  current,  and 

E 
the  theoretical  maximum  value  of  the  current  is  given  by  — y. 
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Fig.  6. — ^Value  of  R  of  Fig.  1  reduced  sufficiently  to  permit  the  ordinary  oscillatory  dis- 
charge, giving  a  "damped  sine  wave," 


In  Fig.  6  are  plotted,  in  dotted  lines,  each  of  the  terms  of  Eq.  (11)  for 
a  circuit  of  E=100  volts,  C  =  10  nf,  L  =  .20  henry,  and  ft =60  ohms. 


We  have 


R 


50 


2L    2X.20 


=  125 


CO 


=>/S^=V:^-^25^=^^^- 


But  w  =  2t/,  hence 


/=  ^—=110.5  cycles  per  second. 


The  actual  equation  for  the  current  is  then, 

100 


695  X. 2 


c- 125^(2x110.5  0. 
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Fig.  8. — Oscillatory  circuit 
in  which  the  condenser  is 
"leaky." 


This  curve  is  shown  in  the  full  lines  of  Fig.  6.  It  is  generally  called  a 
**  damped  sine  wave,"  the  term  €~**'  giving  the  damping.  In  Fig.  7  is 
shown  the  oscillogram  of  a  damped  sine  wave  showing  how  the  actual 
cmrent  is  of  the  form  indicated  by  Eq.  (11)  for  two  values  of  resistance. 
Effect  of  Condenser  Leakage. — In  case  the  condenser  has  appreciable 

leakage  the  solution  takes  a  sli^tly  different 
form.  The  circuit  is  now  as  shown  in  Fig-  8; 
the  energy  stored  in  the  condenser  when  the 
switch  is  closed  is  partially  consumed  in  the 
series  resistance  R,  partially  consumed  in  the 
leak  resistance  r,  and  the  rest  transformed 
into  magnetic  energy  in  the  coil;  then  th^ 
magnetic  energy  in  the  coil  is  transformed 
back  to  electrostatic  energy  in  the  recharg^ 
condenser,  but  during  the  transformation  more  of  the  energy  is  wasted 
in  R  and  r. 

The  differential  equation  of  the  circuit  becomes 

L^,+Ri+v=0 
cU 

^  (Pi  .  ^di  .  dv 

We  have  ie=C -j.^  and  ic=t+tV  where  ig^vg,  g  being  equal  to  -. 

di  di 

Now,  in  magnitude,  v  =  L-^+Ri,  so  that  ig=gL-^+gRL 

Substituting  then  -jf^A  and  using  the  value  of  t,  just  obtained,  we  get 

LcJ+(i?C+ffL)^+(l+gfi)t=0,      ....    (12) 


'^(41^-0. 


, .  ,  ,         .         dH    /R     g\di    l\ 

which  may  be  wntten  _^+(^j+^j^-+(^- 

This  equation  is  similar  in  form  to  (1)  and  its  solution  is  of  exactly 
the  same  form.    For  this  case,  however,  we  have 


(13) 


and 


^-m--%'-h <») 
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The  three  cases  considered  in  the  previous  section  occur  also  for  this 
circuit;   the  conclusions  reached  are  the  same,  except  where  previously 

^  determined  the  damping,  we  now  have  the  quantity  (97  +^)- 

The  conditions  for  oscillations  or  no  oscillations  is  affected  by  the  con- 
denser leakage  in  a  manner  not  to  be  expected;  with  no  leakage  the  non- 
oscillatory  condition  is  reached  when 

R        1 


2L    VlC 
and  for  the  leaky  condenser  the  criterion  is 


\2L    2C)     VLC' 


\2L    2C) 


That  is,  a  circuit  which  has  sufficient  series  resistance  to  be  critically 
damped  may  become  oscillatory  if  sufficient  leakage  is  introduced  across 
the  condenser. 

For  the  circuit  considered  in  the  previous  section  the  non-oscillatory 
condition  was  reached  when  R  was  adjusted  for  282.3  ohms;  we  then 
had  a =707.  If  we  now  shunt  the  condenser  by  a  leak  resistance  of  1000 
ohms  we  have 

282^3     10_«^ 
"    2X. 2^103    ^^' 

that  is,  greater  than  before,  but  we  now  have  an  oscillatory  circuit  because 

is  less  than     , Thus  we  have  the  unexpected  phenomenon 

of  increased  damping  changing  a  non-oscillatory  circuit  to  an  oscillatory 
one.  Fig.  9  shows  the  three  currents  for  the  circuit  with  leaky  condenser, 
as  in  Fig.  8. 

The  frequency  of  the  free  oscillation  is  lowered  by  the  series  resistance 
of  the  circuit,  but  it  is  raised  by  the  effect  of  shunt  resistance  imtil  this 

shunt  resistance  reaches  the  value  such  that  j  =  j^-     If  the  shunt,  or  leak 

resistance,  is  made  still  less  the  frequency  will  again  decrease;  from  this 
it  is  seen  that  the  effect  of  a  leak  resistance  (with  no  series  resistance) 
is  to  increase  the  damping  and  increase  the  period,  just  as  is  the  case  for 
a  series  resistance  above,  but  that  when  both  are  present  the  damping 
is  increased  by  an  amount  depending  on  the  sum  of  the  series  resistance 
and  leak  resistance,  but  that  the  effect  of  these  two  on  the  period  is  sub- 
tractive,  and  that  a  certain  relation  between  them  suffices  for  complete 
neutralization,  so  that  the  natural  period  is  the  same  as  it  would  be  if 
the  circuit  had  no  dissipative  reactions  at  all. 
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Frequency — ^Wave  Length. — In  the  previous  paragraph  the  frequency 
of  an  oscillatory  discharge  was  shown  to  be  fixed  by  the  damping,  induct- 
ance, and  capacity.  The  effect  of  the  damping  constants  in  the  fre- 
quency is,  in  ordinary  radio  circuits,  so  small  that  it  can  be  neglected  with- 
out appreciable  error,  so  that  this  formula  for  frequency  of  an  oscillatory 
circuit  becomes 


or 


Vlc' 
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27rVTC' 
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Fig.  9. — Calculated  currents  for  circuit  depicted  in  Fig.  8. 


In  the  formula  /  is  in  cycles  per  second,  L  in  henries,  and  C  in  farads. 
Now  in  radio  circuits  the  values  of  L  and  C  are  more  generally  measured 
in  micro-units  and  the  formula  becomes, 


/=-- 


W 


2WLC' 


.     (16) 


where  L  is  in  microhenries  and  C  in  microfarads. 

It  is  more  customary  to  use  the  term  wave  length  in  radio  literature, 
instead  of  frequency.  When  an  antenna  is  excited  by  an  oscillatory  cur- 
rent of  frequency  /  it  sends  out  over  the  earth's  surface  electromagnetic 
waves  which  travel  out  from  the  antenna  with  the  velocity  of  light,  i.e., 
3X10^  meters  per  second.  In  a  wave  phenomenon  the  frequency  and 
wave  length  (always  designated  in  radio  by  the  symbol  X)  are  connected 
b^  the  formula 

A=T^, (17) 
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where  V  is  the  velocity  of  travel  of  the  waves.    We  therefore  find  for  the 
value  of  wave  length  of  these  electromagnetic  radiations 

^^F^3X10«X2.VIC^^33^^^      ....     (18) 

In  this  formula  X  is  given  in  meters,  L  in  microhenries,  and  C  in  microfarads. 
Relation  of  Cuirent  and  Voltage  in  Oscillatory  Circuits. — The  equa- 
tion for  the  discharge  of  condenser  for  the  ordinary  condition  (Case  3, 
p.  208,  Eq.  11)  is 

1= r^       sm  (at 

in  which  «=or» 

and  we  have  said  that  in  the  ordinary  radio  circuit  <a  is  approximately 

equal  to  ^--. 

Equation  (11)  therefore  becomes, 

i=_£^r^Bin^..     .....     (19) 

The  maximum  current  occurs  one-quarter  of  a  cycle  after  closing  the 

switch,  nearly;  the  effect  of  the  damping  term  €  ^^  is  to  make  the  cmrent 
a  maximum  shortly  before  the  quarter  cycle  interval.  The  value  of  this 
current,  neglecting  the  small  effect  of  the  damping  for  one  quarter  cycle, 


is  equal  to  ^a/j- 


Now  this  could  have  been  predicted  from  the  consideration  of  energy 
in  the  circuit;  before  the  switch  is  closed  all  the  energy  is  in  the  condenser 

and  is  equal  to  — s^.     One   quarter  cycle   after  closing  the  switch  the 

voltage  across  the  condenser  is  zero,  so  that  all  the  energy  must  be  in 
the  coil,  hence  we  may  put 

2  2  ' 

as  we  had  before. 

In  an  oscillatory  circuit  there  is  a  certain  amount  of  energy  oscillating 
back  and  forth  from  coil  to  condenser,  and  being  wasled  during  the  trans- 
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fer.  The  frequency  of  transfer  will  be  the  same  no  matter  what  the 
relative  value  of  L  and  C,  so  long  as  their  product  is  constant.  It  k 
sometimes  desired  to  establish  resonance  in  a  circuit  and  keep  the  voltage 
low;  in  such  a  case  a  low  value  of  L  and  correspondingly  high  value  of 
C  should  be  chosen.  In  radio-receiving  circuits,  however,  it  is  generally 
desired  to  obtain  as  high  a  voltage  as  possible;  this  is  done  by  using  as 
low  a  value  of  C  as  possible  (sometimes  as  low  as  100.  micro-microfarads) 
and  a  correspondingly  high  value  of  L. 

Damping  and  Decrement. — In  Eq.  (19)  the  factor  €  ^^  represents  a 

fi 
logarithmic  decrease  in  the  amplitude  of  the  current;  the  value  of  xr 

is  called  the  damping  coefficient  of  the  circuit.  For  the  average  radio 
circuit  this  coefficient  is  of  the  order  of  1000  to  10,000,  being  greater  the 
shorter  the  wave  length  of  the  set.  The  damping  coefficient  multiplied 
by  the  time  of  one  cycle  is  called  the  logarithmic  decrement  or  merely  the 
decrement  of  the  circuit. 

If  we  write  the  values  of  successive  maxima  of  current  (maxima  in  the 
same  direction)  we  shall  have  from  Eq.  (19),  calling  T  the  period  of  oscil- 
lation, 

From  these  we  get 

i2       i3       '4 

where  5  is  the  decrement  of  the  circuit.    As  7=^  it  is  evident  that 

An  ordinary  radio  set  has  a  decrement  about  0.1;  the  large  stations  may 
have  a  decrement  as  low  as  .02,  while  the  upper  limit  for  a  transmitting 
station  is  0.2,  this  being  fixed  legally  as  the  maximum  decrement  a  spark 
station  is  allowed.  As  is  evident  from  Eq.  (20),  the  decrement  of  a  cir- 
cuit depends  directly  upon  the  resistance  of  the  circuit,  this  resistance 
being  interpreted  in  the  broadest  sense  as  suggested  on  page  112.  In 
transmitting  stations  the  ground  resistance  of  the  antenna  is  likely  to 
be  very  important  in  its  effect  on  the  decrement.    The  decrement  meas- 
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tired  from  the  upper  curve  of  the  fihn  of  Fig.  7  was  .150,  while  that  cal- 
culated from  the  constants  of  the  circuit  was  .152. 

In  a  continuous  wave  transmitting  station  the  somrce  of  )iigh-f requency 
power  maintains  a  constant  amplitude  to  the  successive  cycles  and  the 
station  is  luud  to  have  a  zero  decrement;  in  certain  receiving  circuits 
using  a  vacuum  tube  for  receiver,  the  effective  resistance  of  the  circuit 
made  to  approach  zero  as  nearly  as  desired;  thus  making  the  decrement 
of  the  receiving  set  approach  zero.  As  explained  in  Chapter  I,  pp.  62-66, 
the  decrement  is  the  important  factor  in  determining  the  selectivity  of 
a  receiving  circuit,  as  it  determines  the  sharpness  of  resonance. 

Decrement  Determined  by  Energy  Waste  per  Cycle. — The  decrement 
may  be  defined  as  the  ratio  of  the  energy  dissipation  per  cycle  to  the  energy 
transferred  during  the  same  interval  of  time.  Neglecting  the  small  change 
in  value  of  maximum  current  during  one  cycle  we  have: 

Energy  dissipated  pOT  cycle—  -157-, 

where  I  is  the  maximum  value  of  current. 

Suppose  we  consider  the  cycle  to  begin  when  /  has  maximum  positive 

LP 
value  and  all  the  energy  is  in  th^  coil,  this  energy  being  equal  to  —^. 

Now  during  one  cycle  this  energy  flows  from  the  ooil  to  the  condenser, 
back  to  the  coil  (when  /  goes  through  its  values  of  opposite  polarity) 
back  to  the  condenser  and  then  back  to  the  coil.  The  energy  makes 
two  complete  transfers  through  the  circuit  so  that  the  amount  of  energy 
transfer  during  one  cycle  is 

RP 

Hence  Energy  dissipated  ^^  ^R  ^^ 

'  Energy  transferred     LP    2fL 

If  the  above  analysis  were  carried  through  rigorously  (taking  accoimt  of 
decrease  of  I  during  the  cycle),  it  would  be  found  that  the  above  relation 
for  b  is  correct. 

Currenti  Voltage,  and  Energy  in  a  Damped  Wave. — ^During  the  decay 
(tf  a  wave  train  the  corre^xmding  maximum  values  of  electrostatic  energy  of 
the  condenser  and  electro-magnetic  energy  of  the  coil  remain  practically 
equal;  the  voltage  across  the  condenser  goes  through  the  same  changes  as 
does  the  current  through  the  inductance.  Using  the  relation  between  the 
voltage  across  the  condenser  and  the  current  in  the  circuit 


ec 


216  LAWS  OP  OSCILLATING  CIRCUITS  [Chj 

we  get  from  Eq.  (U)  the  ai^proximaie  relation 
.    ,  ec=Et-'^  cosul. 

At  any  instant,  therefore,  the  ener^  In  the  condenfier  ia 


^.^..-r^  COS?  wt 


And  we  have  for  the  energy  in  the  coU, 


-Mr 


,(fi^.ad. 


If  we  substitute  for/o  its  v^ue  determined  above  (fi-y/T-j  add  then  add 
we  get 

wc+tPt=«.=^-^. (21) 


Fia.  lO.-'-Coiivaitioiml  energy  cum  repreeentation  in  aa  cwoOltttory  circuit 

'  From  the  equati<m  we  -see  -that  the  or^pnal  energy  Btored  in  the  con- 

denaer,  — =-,  undei^oes  a  logarithmic  decay,'  with  damping  coefficient 

twice  that  of  the  current. 

The  curves  of  current,  voltage,  and  energy  are  plotted  in  Fig.  10;  the 
total  energy  is  obtained  by  adding  the  corresponding  instantaneous  values 
of  the  magnetic  and  electric  energy.  In  reality  the  current  and  voltage 
are  not  exactly  90°  out  of  phase,  due  to  the  effect  of  the  resistance  of  the 
circuit  so  that  the  addition  of  the  two  components  of  energy  does  not  give 
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the  smooth  exponential  curve  shown  in  Fig.  10,  but  a  wavy  exponential 
curve  as  indicated  in  Fig.  11.    Here  a  decrement  of  0.3  has  been  assmued, 

^ving  a  power  factor  of  —  =  .0955 ;  the  phase  difference  of  E  and  7  is  there- 
fore S4.5°.  The  energy  for  the  electric  and  magnetic  fields  no  longer  adds 
to  ffye  the  smooth  energy  curve  of  Fig.  10,  but  indicates  that  the  disdpa-' 
tion  of  energy  from  the  system  is  more  rapid  at  certun  parta  of  the  cycle 
than  at  others.  When  all  the  disdpated  enei^  appears  in  the  form 
of  beat  in  the  series  resistance  (as  supposed  for  Fig.  11),  the  maximum 
rate  of  dis^pation  corresponds  with  the  time  of  maximum  current  as  it 
should;  when  the  current  is  zero  there  is  no  energy  being  dissipated. 


Via.  11. — Actual  energy  curve  for  an  ordinary  oscillatory  circuit. 

In  case  the  condenser  used  in  the  oscillatory  circuit  is  a  leaky  one, 
with  leak  conductance,  g;-  the  energy  dissipated  while  an  oscillatory  car- 
rent  is  flowing  is  used  up  partly  iir  the  series  reHistance  of  the  circuit 
and  partly  in  the  conductance  across  the  circuit.  The  rate  of  energy  dis- 
aipaUon  in  the  series  resistance  is  v'R  and  the  rate  of  energy  dissipation 
in  the  leak  is  e,'g.  It  will  be  noticed-  that  these  two  power  losses  do  not 
have  their  maxima  at  the  same  instant;  "when  e^  is  a  maximum  i  is  prac- 
tically zero.  "  -    - 

If  the  series  resistance  and  shunt  resistance  are  properly  proportioned 
the  power  dissipated  in  each  will  be  the  same;  the  proper  ratio  is  obtained 
by  putting 

IiR=Wg  =  ^. 


218  LAWS  OF  OSCILLATING  CIRCUITS  IChaf.  IY 

Now  we  have,  P  » ia^C^E^^ 

and  so, 


r  ' 


from  which 


The  relation  may  also  be  expressed 

r  C 

or  we  may  also  put  it  in  the  form, 

R_g^ 

Such  a  proportionality  ^  in  the  series  and  shimt  resistances  of  the  cir- 
cuit will  result  in  a  power  consumption  in  the  oscillating  circuit  which 
does  not  fluctuate  throughout  the  cycle  as  it  does  when  the  relation  ia 
not  maintained.  Hence  the  energy  decay  in  the  circuit  is  not  a  wavy 
line  as  given  in  Fig.  11,  but  a  smooth  logarithmic  curve  as  given  in  Fig.  10. 

It  is  interesting  to  note  that  this  proportionality  of  series  and  diunt 
resistances  is  the  same  as  is  required  to  make  the  natural  period  of  oscil- 
lation the  same  as  if  no  dissipatiye  reactions  were  present  in  the  circuit. 
The  natural  period  of  such  a  circuit  was  given  in  Eq.  (14) ;  it  is  seen  that  if 

R    _g 
then 


2tVTC' 


Oscillatory  Discharge  through  a  Spark  Gap. — If  the  oscillating  cir- 
cuit contains  a  spark  gap  the  current  is  not  of  the  form  indicated  by  Eq. 
(11),  because  of  the  influence  of  the  gap;  as  pointed  out  on  page  139  the 
resistance  of  a  given  spark  gap  is  not  constant  but  depends  upon  the  cur- 
rent flowing  through  it.  The  resistance  of  the  gap  is  smadler  the  higher 
the  amplitude  of  current  through  it,  as  is  more  or  less  evident  from  the 
appearance  of  a  spark.  The  greater  the  current  throu^  the  gap  the 
larger  is  the  cross-section  of  the  hot,  ionized  gas  conducting  the  current, 
and  the  more  intensely  is  it  ionized,  both  of  these  effects  lowering  the 
gap  resistance. 

^  The  same  proportionality  has  a  peculiar  significance  when  applied  to  long  ood- 
ductors,  such  as  telephone  lines.  It  was  first  pointed  out  by  O.  Heaviside  that  such 
relation  between  the  various  constants  of  a  line  gives  so-called  ''distortionkss"  tnuift- 
mission  of  speech  waves. 


( 
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When  a  charged  condenser  discharges  throng  the  circuit  represented 
in  Fig.  12,  the  equation  of  discharge  is 

L^+(R+R^)i+v^O, (22) 

where  Rg  is  the  resistance  of  the  spark  gap.  If  Rg  can  be  written  as  a 
simple  function  of  the  current  this  equation  can  be  solved,  but  it  is  quite 
likely  that  tbo  function  is  an  intricate  one,  depending  not  only  on  the 
magnitude  of  current,  but  on  the  frequency  of  the  oscillations. 

The  value  of  R,  undoubtedly  varies  a  great  deal  throughout  the  cycle, 
but  these  variations  can  have  much  less  effect  on  the  magnitude  and  shape 
of  the  ciurent  than  might  be  supposed.  The  resistance  reaction  is  the  only 
reaction  limiting  the  value  of  the  current  of  fundamental  frequency 

approximately 7=)  ^^^  ^^Y  upper  harmonics  which  the  cyclically 

varying  resistance  might  tend  to  produce  in  the  circuit  would  be  opposed 
by  a  reactance  several  hundred  times  as  great  as  the  resistance,  because 
the  inductance  and  capacity  reactions  balance  only  for  the  fimdamental 
frequency.  Hence  the  cyclical  charge  in  resistance  may  be  neglected 
in  so  far  as  it  affects  the  solution  of  the  oscillatory  current  defined  by 
Eq.  (22). 

By  means  of  a  Braun  tube  oscillograph  photographs  have  been  taken 
of  the  oscillations  in  such  a  circuit 
as  that  of  Fig.  12,  and  the  commonly 
accepted  interpretation  of  these  pho- 
tographs is  that  the  decay  of  current  c  R^^park  gap 
is  linear  with  respect  to  time  instead 
of  exponential,  as  given  in  Eq.  (11). 

On    the    assumption    that   the  re-  Fig.  12.— Oscillatory  circuit  in  which  a 

sistance  of  the  circuit  did  not  affect  spark  gap  is  used, 

the  frequency  and  using  the  experi- 
mental data  given  by  Zenneck,  J.  S.  Stone  has  shown  that  if  the  gap 
resistance  is  written 

2BL 
itff — 


A -Be 


A  and  B  being  constants,  and  the  other  resistance  in  the  circuit  is  negligible 
the  solution  of  Eq.  (22)  becomes, 

where  /2o= initial  resistance  of  spark  gap.    Although  not  so  stated  in 
Stone's  paper,  this  value  7?o  must  be  approximately  this  resistance  at  the 
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first  current  maximum.  The  other  symbols  havfe  their  ordmary  meaiiings. 
The  solution  is  really  of  little  importance  in  radio  work,  becatuse  in  no 
case  is  the  spark  gap  the  controlling  factor  in  a  radiating  circuit.  Such 
iBL  circuit  would  use  up  practically  all  of  its  stored  energy  in  heatinf 
the  spark  gap,  so  it  is  practice  to  remove  the  high-frequency  power  from 
the  spark-gap  circuit  as  quickly  as  possible  and  let  it  racHate  from  a  cir- 
cuit which  has  no  ^p.  '  Even  when  the  energy  is  in  the  spark^^gap  circuit 
the  resistance  of  the  gap  is  small' conlpared  to  tHe  resistcmce  introdued 
irUo  this  circuit  by  tfie  coupled  antenna  circuit  as  itidictited  by  Eq.  84,  p;  9L 

The  current  of  Eq:  (23)  is*ditferent  from  that'xrf  Eq.  (11)  m  that  the 
succe^ive  raaxiraa  have  a  coni^tant  difference;  whereas  those  of  Eq.  (11) 
tave  a  constant  ratio.  Thus*  the  lirieai"  dampuig  gives  ^  wave  train  (group 
of  oscillations)  which  hj^  a  definite  end,  whereas  the  logarithmic  decre- 
ment never  actuajily  yjeduces  the  current  to, aero. 

Number  of  Waves  in  a  Train. — When  an  oscillatory  current  is  expre^- 
bleby  Eq.'  (Jl)itf  i^  evident  that- there^  must' be  an  infinite  number  of  cycles 
per  discharge  of  the  condenser  (or  per  \Vav^  train);  the  dam^ng  factor 

RL  L«fe  ^',-  'a*'**  * 

e  2^  makes  the  current  approach  ?Qro  value,  but  theoretically  it  never 
reaches  the  zero  value.  It  is  customary,  in  radio  practice  to  say  that  a 
wave  train  has  ended  when  the  cmrent  amplitude  has  fallen  to  1  per  cent 
of  its  initial  amplitude;  thi^  me^  o{  course  t|ukt  the  ^nei^  remaining 
in  the  circuit  is  only  (1  per  cent)^  =?  .0001  of  its  initial  value., 
The  successive  maxima  of  cmrent  are  re}at^  by  the^uation 

and  if 

4^=100,      ' 

we  have  logelOO^(n-J)5, , 

or 


«        1 


*  « • 


n=^-^.      .    .     .     :    .    .    .     .     (24) 

.4  6+  05 
Thus  if  the  decrement  of  an  antenna  is  .05  there  will  be  -^ — ^ — =93 

CQn^)lete  cycles  before  the  energy  has  been  sufficiently  dissipated  to  reduce 

the  current  to  1  per  cent  of  its  initial  value.  '        

In  the  case  of  a  linearly  damped  wave  train  the  number  of  waves  is 
very  few,  principaUy  because  if  the  gap  resistance  is  so  large  that  the  rest 
of  the  circuit  resistance  is  negligible  (a  necessary  assumption  for  lijiear 
decrement)  the  decrement  is  of  such  a  high  value  that  the  wave  train 
cannot  have  more  than  perhaps  five  to  tfen  cycles  before!  it  is- completely 
finished.  ^ 
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It  is  interesting  to  note  that  at  the  end  of  a  logarithmically  decaying 
wave  train  the  condenser  in  the  circuit  is  completely  discharged,  while 
the  circuit  with  linear  decrement  may  leave  a  considerable  charge  in  the 
condenser  at  the  end  .of.  ^  wave  train.  When  thje  resistance  of ,  the  spark 
gap.  becomes  too  higb»  towards,  the  end  of  the  train  when  the  currenjt  is 
smally  the  gap  opens  (probably  at  a  time  when  the  current  is  zero),  leaving 
the  condenser  charged  to  some  appreciable  voltage. 

Efifective  Value  of  Current  in  a  Damped  Wave  Train. — ^The  effective 
value  of  a  damped  sine  wave  may  be  obtained  by  integration  of  the  heat- 
ing effect  of  the  current 

/*-4  I    (/o€-«'  sin  a)^<U. 

Evidently  the  value  of  this  integral  will  vary  with  the  length  of  time  over 
which  tKe  integration  iis  extelided;  iihd  is^to  thi^  extent  indeterminate. in 
value.  As  in  practice  one  wave  train  follows  another  in  rapid  succession' 
we  ar^"^  really  interested  in  an  mtepral  of  the  form; 


where  N  is  the  hUmber  (Jf  discharges  pir  second. 

This  inay  be  integrfct^d  by  fttaridard  methods^-  which  jieid  the  soixir 
tioh, '™ 


. . ' » 


I^=Nio'^: 


W^-    • 


Now  we  have  w=^2ir/' 


♦  (^ 


and 
so 


• 

r^ 


«-#, 


"f  ,  ' 


O  ^  ,' 


So 


c^^F^     (/«>2+(2ir/)2     j_|_/«\» 


^1    is,  for  the  most  radio  ^circuits,  neghgible .  compared  to 

unity.    If  we.  writein  pl^ce  oi  the,  theoretical  value  of  current  /o^,  its 

C  1 '        '  '■       '" "  .  '  ,-  . 

equal,  S' yr,  ind  put -:: — ^7^5  ■  1*  ^'^  gP*  *i*ic  expression, 

. ..,    NE'C_NE»C 
'..Z  4fsL  _.-W'     ' 
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or 


->s 


(25) 


We  could  have  obtained  the  same  result  by  noticing  that  all  the  eneigr 
stored  in  the  condenser  is  transformed  in  heat  or  radiation  by  the 
latory  current.    So  we  can  put 


N 


or 


IrrE 


,  JNC 


as  before. 

The  value  of  /  is  what  a  hot-wire  meter  in  the  circuit  would  indicate; 
the  maximum  instantaneous  value  of  the  current  directly  after  the  dis- 
charge starts  may  be  a  hundred  times  as  great  as  the  value  given  by 
Eq.  (25). 

Effect  of  Neighboring  Circuits  on  Frequency  and  Damping. — ^If  another 
closed  circuit  of  inductance  and  resistance  is  so  situated  that  currents 
are  induced  in  it  by  the  oscillatory  current  of  the  first  circuit,  the  dampinf^ 
of  the  first  circuit  is  increased  and  the  frequency  is  increased  because  of 
the  decrease  in  inductance.  The  changes  in  L  and  R  due  to  the  extra 
circuit  are  calculable  from  Eqs.  (73)  and  (74)  of  Chap.  I;  the  effect  on  the 

decrement  is  increased  not  only  by  the  increase 
in  R,  but  also  by  the  decrease  in  L. 

In  spite  of  these  effects  it  is  sometimes  the 
practice  to  intentionally  short  circuit  part  of  the 
coils  in  a  transmitting  set.  Thus  in  Fig.  13  is 
shown  a  diagram  of  such  a  scheme;  the  induct^ 
ance  is  made  in  three  sections,  connected  elec- 
trically, and  also  magnetically.  When  beins 
used  for  short  wave  lengths  (high  frequency) 
only  one  section  of  the  inductance,  Li  is  con- 
nected in  series  with  the  condenser,  the  othetB 
being  used  when  longer  wave  lengths  are  desired. 
Now  with  the  connection  as  shown,  the  inductance 
acts  like  an  autotransformer,  generating  very 
high  voltages  at  the  open  end  of  the  coil.  This 
high  voltage  may  cause  excessive  losses  due  to 
both  corona  and  dielectric  losses  in  the  itianlAflrig 
supports.  Also  the  voltage  generated  at  the  free 
end  may  be  high  enou^  to  break  down  the 
coil  insulation.  To  obviate  these  difficulties  the  parts  L2  and  Lz  are 
short  circuited,  as  shown  by  the  dotted  line,  thus  increasing  the  decre- 
ment of  the  LiC  circuit,  as  noted  above.    The  decrement  may  in  certain 


Fig.  13. — ^In  many  radio 
sets  part  of  the  multi- 
sectional  transmitting 
inductance  LvLr-Lt  is 
short  circuited  when 
but  one  part  (e.g,y  Li)  is 
being  actually  used  for 
transmitting. 
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cases  he  even  less  with  L2  and  Ls  short  circuited^  than  it  would  be  if 
they  were  not  short  circuited. 

Effect  of  a  Neighboring  Tuned  Circuit  on  an  Oscillatory  Discharge. — 
When  an  oscillatory  discharge  takes  place  in  a  circuit  to  which  is  coupled, 
either  by  mutual  capacity  or  mutual  inductance,  another  circuit  consist- 
ing of  inductance  and  capacity,  the  form  of  the  ciurent  is  no  longer  a 
simple  logarithmic  decay,  but  is  much  more  complicated,  the  exact  form 
depending  upon  the  coefficient  of  coupling  between  the  two  circuits,  the 
relation  between  the  natiural  frequencies  of  the  two  circuits,  the  resistances 
of  each,  and  the  type  of  spark  gap  used  in  the  discharge  circuit. 

Before  anyone  takes  up  the  study  of  the  coupled  circuits  he  should 
make  himself  a  simple  piece  of  apparatus,  which  offers  the  same  peculiar- 
ities to  motion  as  coupled 
circuits  do  to  current.  This 
apparatus  is  shown  in  Fig. 
14;  it  consists  of  a  board 
about  10  cm.  by  30  cm.  with 
two  upright  posts  about  30 
cm.  high  fastened  at  the 
ends.  Across  the  tops  of 
the  two  posts  is  fastened  a 
string  and  from  this  string 
are  suspended  two  pendu- 
lums, A  and  B,  the  lengths 

of  which  are  r«»dily  adjustable  and  which  can  be  slid  along  the  sup- 
porting string  so  that  their  points  of  support,  a  and  b,  can  be  separated 
or  brought  together. 

This  simple  piece  of  apparatus  is  the  mechanical  analogue  of  two  reso- 
nant electrical  circuits;  each  of  the  pendulimis  has  a  natural  period  of  its 
own  and  as  it  swings  it  tends  to  make  the  other  pendulum  oscillate  also. 
Suppose  that  bob  A  is  pulled  to  one  side,  bob  B  being  stationary; 
as  A  swings  sidewise  it,  of  course,  pulls  its  point  of  support,  a,  sidewise 
and  thus  pulls  point  b  sidewise  with  it.  This  motion  of  point  b  will  gradu- 
ally set  bob  B  into  motion,  as  the  amplitude  of  motion  of  B  increases 
that  of  A  decreases  and  after  perhaps  twenty  or  thirty  complete  vibra- 
tions of  A  its  motion  will  have  been  reduced  to  practicaUy  zero  and  that 
of  B  will  have  increased  to  a  maximimi,  practically  the  same  as  the  original 
amplitude  of  A.  This  remark  holds  good  only  if  the  lengths  and  weights 
ci  the  two  penduliuns  are  the  same. 

Qtsalitative  Analysis  of  the  Pendulum  Experiment— The  natural  fre- 
quency of  a  pendulum  is  fixed  by  its  length  and  the  gravitational  force; 
hence  to  change  the  nattutd  period  of  a  pendulum  it  is  only  necessary 
to  change  its  length;  the  mass  of  the  bob  itself  has  no  appreciable  effect 


Fig.  14. — Ck>upled  pendulum  modeL 
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cm  the  natural  frequency.  It  must  be  noted,  however,  that  the  mass  of 
the  bob  does  have  a  considerable  effect  on  the  amplihide  of  vibraHan  for 
a  given  energy  in  the  oscillation,  in  fact  for  a  given  energy  the  amplitude 
of  vibration  varies  inversely  as  the  square  root  of  the  mass  of  the  bob. 

The  damping,  therefore  the  decrement,  of  a  swinging  pendulum  is 
fixed  by  the  ratio  of  the  frictional  forces  (set  up  by  the  motion)  to  the 
mass  of  the  bob;  an  aluminum  bob  will  have  considerable  greater  decre- 
ment than  a  lead  bob,  the  two  being  the  same  diameter.  Of  two  bobs 
of  the  same  material  the  smaller  will  have  the  higher  damping  because 
the  mass  varies  as  the  cube  of  the  diameter  and  the  air  friction  in  the  bob 
approximately  as  the  square  of  the  diameter;  the  air  friction  on  the  string 
will  be  the  same  for  both.  Hence  a  small  bob,  or  one  of  less  dense  material, 
will  have  greater  damping  than  a  large  heavy  one. 

The  coupling  of  the  two  pendulums  depends,  for  a  given  length  of 
pendulum,  on  the  distance  apart  of  the  points  of  support,  a  and  b,  and 
on  the  tightness  of  the  supporting  string.  The  farther  apart  the  points 
of  attachment  a  and  6,  and  the  tighter  the  string  the  less  the  coupling 
of  the  two  pendulums.  For  a  given  tension  of  the  supporting  str^lg,  and 
a  given  separation  of  the  points  of  attachment,  the  coupling  increases  as 
the  lengths  of  the  pendulums  are  decreased. 

The  decrement  of  these  pendulums  is  much  less  than  the  decrement 
of  a  radio  circuit;  if  it  is  desired  to  give  the  pendulums  a  greater  damping 
the  bobs  may  be  made  to  swing  in  a  pan  of  water,  or  other  liquid,  or  an 
air  damping  vane  may  be  fastened  to  the  pendulum  string;  the  closer 
the  vane  is  placed  to  the  bob  the  grater  will  be  its  damping  effect. 

By  watching  the  motion  of  the  bobs  under  various  conditions  the  fol- 
lowing approximate  deductions  may  be  drawn: 

1.  For  all  conditions  the  motion  of  either  bob  is  a  complex  harmonic 
motion,  the  amplitude  var3dng  periodically  from  a  maximum  to  a  miminum, 
the  average  value  of  the  amplitude  gradually  decreasing. 

2.  The  maximum  variation  in  amplitude  occurs  in  case  the  two  pendu- 
liuns  have  the  same  natural  frequency,  the  minimum  amplitude  of  each 
pendulum  for  this  case  being  practically  zero. 

3.  If  the  two  pendulums  have  the  same  mass  the  maximum  amplitude 
of  each  is  nearly  the  same,  if  not  of  th^  same  mass,  the  lighter  bob  has 
the  greater  maximum  ampUtude. 

4.  The  period  of  osciDation  for  each  pendulum  (time  between  succes- 
sive passages  through  zero  displacement,  in  the  same  direction)  i^  prac- 
tically constant  with  similar  pendulums,  the  same  as  the  natural  period  of 
either  pendulum)  at  all  times  except  when  the  amplitude  is  going  throu^ 
its  minimum  values;  at  this  time  a  sudden  reversal  of  phase  takes  place  in 
the  motion  so  that  the  motion  gains  (or  loses)  nearly  one  half  a  .cycle  at 
this  time. 
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5.  During  the  time  a  pendulum  is  gaining  amplitude  its  motion  lags 
nearly  90^  behind  that  of  the  other  pendulum;  when  it8  amplitude  is 
decreasing  its  motion  is  slightly  more  than  90^  ahead  of  that  of  the  other 
pendulum. 

6.  The  amplitude  of  the  first  pendulum  (the  one  originally  displaced 
to  start  oiscillations)  varies  from  a  maximum  to  a  minimum,  the  value  of 
this  minimum  depending  upon  the  relative  lengths  of  the  pendulums; 
for  equal  lengths  the  minimum  is  practically  zero,  but  the  minimum 
increases  in  value  as  the  ratio  of  lengths  departs  from  imity  value.  For 
all  conditions,  however,  the  amplitude  of  the  second  pendulum  varies 
from  maximum  to  zero. 

7.  The  time  between  successive  maxima  and  minima  of  ampUtude 
depends  entirely  on  the  coupling;  the  tighter  the  coupling  the  more 
rapidly  the  successsive  maxima  follow  one  another. 

8.  Beats  (periodic  variations  in  amplitude)  always  occiu*  unless  the 
coupling  is  weak  and  damping  is  high.  In  fact  practically  the  only  way 
to  prevent  beats  isvto  make  the  damping  so  high  that  for  the  coupling 
in  question  the  time  between  beats  (as  determined  for  low  value  of  damp- 
ing) is  suflScient  to  allow  nearly  complete  dissipation  of  the  energy  origi- 
nally put  into  the  first  pendulum. . 

.  9.  If  after  the  first  pendulum  has  given  its  energy  to  the  second  pen- 
dulum (first  minimum  amplitude  of  the  first  pendulum)  it  is  in  some  way 
disconnected  from  the  second  by  cutting  its  string  (or  merely  by  holding 
the  first  bob  so  that  it  cannot  move),  the  second  pendulum  will  oscillate 
at  its  own  natural  frequency,  and  with  its  own  decrement,  imtil  all  the 
energy  originally  in  the  first  pendulum  has  been  dissipated  by  the  losses 
in  the  second.  This  condition  illustrates  the  operation  of  a  so-caUed 
"quenched  spark"  transmitting  set. 

Aiudysi3  of  the  Motion  of  Coupled  Pendulums. — ^The  peculiar  motion 
of  each  of  the  oscillating  pendulums  discussed  in  the  previous  paragraph 
can  be  produced  synthetically,  more  easily  than  would  be  supposed.  If 
we  let  vi  and  V2  be  the  actual  velocities  of  the  two  bobs,  both  of  changing 
phase  and  amplitude  we  may  write, 

ri=Fic-«'sin2irf<+y2€-«*sin2ir/'%      .    .    •    .    (26) 

V2=Fi€-««sin2irfi+F2€-««'sin(2irr<+x),      .    .    (27) 

where  f  and  /'  are  lower  and  higher  respectively  than  the  natural  period 
of  each  penduliun  and  Vi  and  V2  are  maximum  velocities  of  these  two 
component  velocities,  and  ai  and  0^2  are  the  damping  factors  of  the  coupled 
system  for  the  two  frequencies/'  and /".  In  Fig.  15  are  shown  the  graphs 
of  Eqs.  (26)  and  (27),  when  applied  to  pendulums  of  equal  length;  the 
resultant  vi  and  V2  will  be  recognized  at  once  as  the  form  of  the  velocity 
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of  the  two  coupled  pendulums,  vi  corresponding  to  the  pebdulum  origi- 
nally displaced  to  start  vibrations;  the  reversal  of  phase  at  the  times  (tf 
minimum  amplitude  is  well  shown  in  the  curves.  In  these  curves  the 
damping  has  been  neglected;  for  the  ordinary  pendulum  the  damping 
is  very  small  for  so  short  a  time  as  shown  in  F^.  15. 

After  having  clearly  in  mind  the  phenomena  which  occur  in  the  pair 
of  coupled  pendulums  we  will  analyze  mathematically  the  currents  in 
two  coupled  electrical  circuits  and  shall  find  solutions  exactly  similar 
to  Eqs.  (26)  and  (27). 


Fia.  16. — Full  line  curves  show  actual  motion  of  the  two  bobs  of  Fig.  14  for  ti^t  ooup- 
ling;  the  dashed  linea  represent  the  two  sinusoidal  oomponents  of  the  actual  oomplei 
motion. 

Analysis  of  Oscillations  in  Coupled  Circuits. — When  the  switch  S, 
(Fig.  16) ,  is  closed  currents  flow  in  each  circuit  and  the  equation  of  reactions 
for  each  circuit  is  given  by 

LiD^qi+MD^q2+RiDqi+^=ti, (28) 

LsD»q2+MIPqi  +  RsDqi+^~0, (29) 

where  the  letters  have  the  meaning  shown  in  Fig.  16,  M  beang  the  mutual 
induction  between  Li  and  Lz  and  qi  and  qs  being  the  chaises  on  con- 
densers Ci  and  C2  respectively. 
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Sy  differentiating  (28)  twice 

CiLiD*qt+CiMD*q2+CiRiD»qi+D'qi''0.  .    . 

Similarly  for  circuit  (2) 

C2L2D'33+CaMD»3i+C2flaD»32+I>32-0,  .    .    . 
C2L2l>*32+C2MI>*gi+C3ft2Z)'92+i)*«a-0.      .    . 

Multiply  (31)  by  C2L2  and  (33)  by  CiM  and  subtract 
CiC2(LiLa  -M')D*qi+CiC2LaRiD»qi 

+C2L2D'qi-CiC2MRaD'q2-CiMIPqa''0.    .    (34) 


.  (30) 

.  (31) 

.  (32) 

.  (33) 


A/WW 


AMAH 


Fio.  16. — ^When  the  switch  is  closed  Ci  will  discharge  through  Li  and  A;  current  will  also 
be  set  up  in  circuit  2,  the  actual  current  in  the  two  circuits  being  similar  to  the 
motion  oi  the  pendulum  bobs  of  Fig.  14. 


Multiply  (30)  by  C2R2  and  add  to  (34). 
CiC2{LiL2  'M^)D^qi+CiC2{L2Ri+LiR2)D^qi 

+(C2L2+CiC2RiR2)D^qi-CiMD^q2+C2R2Dqi-'0. 
Add  (28)  to  (35)  and  get 

CiC2{LiL2-M^)D^qi+CiC2{L2Ri+LiR2)D^qi 

+(CiLi+C2L2+CiC2RiR2)D^qi+(CiRi+C2R2)Dqi+qi^0. 


(35) 


(36) 


By  a  similar  procedure  an  identical  equation  can  be  obtained  for  92* 
The  exact  solution  of  Eq.  (36)  is  not  generally  attempted  in  texts  on 

Radio;  it  is  lengthy  and  the  exact  solution^^  differs  but  little  from  the 

approximate  solution  given  below. 

Determination  of  the  Two  Frequencies  of  Oscillation. — In  using  Eq. 

(36)  to  obtain  the  frequencies  of  oscillation  the  solution  is  much  simplified 

by  TnAlring  an  assumption  which  is  justified  in  all  ordinary  radio  circuits, 

1  For  the  exact  solution  the  student  is  referred  to  an  excellent  article  by  F.  E.  Pemot 
in  VoL  1,  Nq.  8,  Univerrity  of  California  Publications  in  Engineering. 
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i.e.,  the  resistance  of  the  circuit  has  a  negligible  effect  on  the  frequency 
of  oscillation.  We  may  therefore  neglect  the  resistance  terms  in  Eq.  (36J 
in  solving  for  the  periods  of  oscillation;  by  doing  this  we  get  the  compara- 
tively simple  equation, 

By  substituting 

1.2       ^^  2        1  2        1 


L1L2  LiCi  L2C2 

tnifl  becomes  '^^  - 

'  (l-k^)D^qi+Vo>i^+o)2^)D^qi+o)i^o)2^qi=0.      ...     (38) 

A  similar  analysis  for  52  would  yield 

(l^k^)D^q2+{coi^+w2^)D^q2+o>i^w2^q2=0  ...     (39) 

The  solutions  of  (38)  and  (39)  are,  by  inspection,  of  trigonometric 
form,  so  we  put 

qi  =  Ai  COS  {o)t-f-<j>), (40) 

q2=A2  cos  {o)i+<t>') (41) 

» 
By  differentiating  these  equations  and  inserting  the  values  of  the 

proper  derivatives  in  Eqs.  (38)  and  (39)  we  obtain  the  two  values  of  «. 

w  =v 2(rq^5) .  •  •  (42) 

and  

Wl2+  0)2*  -  V(G)ig+  M2'')2  -40)?6)22(1  -1^  .      . 

2(l_fc2)  .     .       .      (U) 


«.>'=v 


If  we  now  suppose  the  two  circuits  of  Fig.  16  to  be  timed  alike,  i.e., 
LiCi  =  L2C2,  we  can  simplify  Eqs.  (42)  and  (43)  very  much.  By  intro- 
ducing the  condition  that  (i>i  =  co2=co  we  get, 


and 


G)^^=    ,- (44) 

Vl-k 


i^' 7=^= (45) 

VT+k 


And  it  is  to  be  noticed  at  this  point  of  the  analysis  that  these  two 
frequencies  are  exactly  the  same  as  those  given  in  Eqs.  (103)  and  (104) 
of  Chapter  I  for  coupled  circuits  excited  by  an  alternating  e.m.f .  of  vari- 
able frequency.    Indeed  from  the  similarity  of  procediure  we  may  conclude 
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that  a  complex  circuit  having  sufficiently  low  resistance,  if  left  free  to 
oscillate  after  being  excited  in  some  way  or  other,  vriU  osdUcUe  at  those 
frequencies  for  which  the  system  h(is  zero  reactance  when  excited  by  an  alter^ 
noting  e.m.f 

If,  therefore,  the  natural  periods  of  an  electric  circuit  are  desired  it  is 
only  necessary  to  excite  the  circuit  by  an  alternating  e.m.f.  of  variable 
frequency  and  note  those  frequencies  for  which  the  power  factor  of  the 
fifyBtem  is  imity.  When  left  free  to  vibrate,  the  circuit  will,  in  general, 
oscillate  at  all  these  frequencies  simultaneously,  the  energy  dividing 
between  the  various  frequencies. 

This  general  theorem  in  resonance  is  a  very  useful  one.  Suppose  three 
circuits  as  pictured  in  Fig.  17  all  coupled  together  in  any  complex  way 
possible;  knowing  all  the  constants  of  the  circuits  it 
would  be  possible  to  set  up  the  differential  equations 
and,  after  some  laborious  transformations,  it  would 
be  possible  to  so  combine  them  as  to  eliminate  all  but 
one  variable.  The  resulting  equation  would,  however, 
be  difficult  to  solve,  because  schemes  have  not  yet 
been  evolved  for  solving  an  equation  of  the  sixth 
degree. 

But  if  an  alternating  e.m.f.  is  introduced  into  the 
complex  iietwork,  and  the  frequency  of  this  e.m.f . 
be  varied  through  as  wide  a  range  as  necessary,  there 
will  be  found  three  frequencies  for  which  the  network 
diows  resistance  only,  the  reactance  being  zero. 
These  are  the  three  free  periods  at  which  network  will  oscillate  if  excited 
and  left  to  itself. 

The  point  where  the  power  is  introduced  when  detenmning  the  three 
resonant  frequencies  by  impressing  an  e.m.f.  is  of  no  importance;  it  will 
be  found  that  the  same  frequencies  will  result  in  imity  power  factor  if  the 
alternator  is  introduced  in  any  line  of  the  whole  network,  care  being 
taken  that  the  alternator  impedance  does  not  appreciably  alter  the  con- 
stants of  the  circuit. 

It  must  be  borne  in  mind  that  the  previous  remarks  hold  good  only 
for  circuits  having  low  damping  factors;  the  argument  depends  upon  the 
assimiption  that  this  resistance  does  not  appreciably  affect  the  frequency 
of  oscillation.  The  assumption  is  always  warranted  because  the  radio 
engmeer  is  seldom  interested  in  inefficient  circuits,  i.e.,  circuits  having  a 
low  ratio  of  reactance  to  resistance. 

We  therefore  write  the  solution  of  (38)  and  (39), 


l^Q,  17. 
case 


—  General 
of     three 


coupled  circuits. 


m 

ji=Ai  cos  (w"<+«/>'0+Bi  cos  (w'<+«/>')- 
52=^*2  COS  (o)"<+^")+B2  COS  (w't+^O- 


(46) 
(47) 
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By  dififerentiation  of  (46)  and  (47),  we  get  the  two  currents, 

ii  =  Aica"  sin  (G)"^+</»'0+Sica'  sin  (w'f+^O 

=  /"isin(G>''^+«'0+/'i8in(G>'«+^0, («) 

and 

12= A2CD''sin  (cD'7+^'0+^2O)'sin  (cd'«+<^0 
=  /"2  8in(G>"e+^")+/'2  8in(o)7+^0 (49) 

Tlie  constants  of  Eqs.  (48)  and  (49)  must  be  chosen  correctly  to  satisfy 
the  initial  conditions  of  the  problem. 

It  will  be  noticed  that  these  solutions  give  alternating  curraits  of 
constant  amplitude,  evidently  an  impossible  condition  for  the  circuit  of 
Fig.  16.  The  currents  must  rapidly  die  away  as  the  energy  originally 
stored  in  the  condenser  Ci  is  used  up  in  the  resistances  of  the  two  circuita. 
Tlie  reason  no  damping  term  appears  in  the  expressions  for  ii  and  t2  ^ 
the  neglect  of  the  resistance  terms  of  Eq.  (36)  in  passing  to  Eq.  (37).  Of 
course,  a  circuit  having  no  resistance  has  no  damping. 

Before  proceeding  to  further  analysis  of  the  currents  in  the  two  cir- 
cuits it  is  well  to  siunmarize  the  results  so  far  obtained.  When  the  swiiA 
in  circuU  1  is  dosed  complex  shaped  aUemating  cwrrenia  begin  to  flow  in 
both  circuits  1  and  2;  these  complex  currents  are  exactly  represented  by  two 
currents  of  frequencies  fixed  by  «"  and  o)',  in  each  circuit.  We  have  tiiere- 
f ore  to  determine  the  relative  amplitude  and  phases  of  four  currents  I'l 
and  /'2  of  frequency  fixed  by  «'  (/'i  in  circuit  1  and  /'2  in  circuit  2), 
and  r\  and  /"2  of  frequency  fixed  by  «''  (/"i  in  circuit  1  and  /"2  in 
circuit  2). 

Relative  Amplitude  and  Phases  of  Currents  in  the  Two  Circuits. — ^An 
analysis  of  the  phase  and  magnitude  relations  of  the  four  currents  /'i, 
I" If  /'2,  /''2  was  carried  out  by  Chaffee  and  the  deductions  verified  by 
an  ingenious  experiment;  the  results  given  below  are  taken  from  his 
paper.^ 

By  using  Eqs.  (46)  and  (47)  in  combination  with  Eq.  (28)  (n^^tr 
ing  the  resistance  term  in  the  latter)  we  get, 


^''Ami^tude  Rdatioiui  in  Coupled  Circuits/'  E.  Leon  Chaffee,  Pn>o.  I.  R.  E.,  Vol 
4,  No.  3,  June,  1916. 
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from  which 


A2_       0/'^-0)l2 

1 

B2_<i)i*  — 
57  fc^'2 


0/3     ET 

2    \La' 


r;2_,  a>'^'-o)i»  /n  ,^. 

'^r^^^ <») 

Eq.  (50)  gives  the  ratio  of  amplitudes  of  the  short  waves  in  the  two 
circuits  and  (51)  that  of  the  long  waves.  As  (a"  is  greater  than  a>i  (see 
Eq.  (42)),  it  is  evident  that  I" 2  and  V'l  are  in  opposite  phase;  when  one 
is  positive  the  other  is  negative.  The  long  waves  /'2  and  I'l  are  in  the 
same  phase,  however,  as  their  ratio  is  positive,  a>i  being  greater  than  w' 
for  all  conditions  of  coupling. 

In  the  oscillation  transformer  of  a  transmitting  set,  therefore,  the 
effective  flux  for  the  short  waves  is  much  less  than  it  is  for  the  long  waves; 
of  course,  this  might  be  surmised,  because  the  short  wave  in  each  circuit 
oould  only  occur  if  the  effective  Li  and  La  were  each  diminished  by  the 
action  of  the  other,  which  means  currents  in  the  two  coils  nearly  180® 
out  of  phase.  The  long  waves,  by  a  similar  argument,  must  occur  because 
the  mutual  action' of  Li  and  L2  increases  the  effective  inductance  of  each; 
this  could  only  occur  if  the  long  wave  currents  in  the  two  coils  Li  and  La 
are  in  phase,  i.e.,  they  magnetize  their  mutual  field  in  the  same  direction. 

To  express  the  amplitude  relation  of  the  two  ciurents  in  each  circuit 
it  is  more  convenient  to  express  the  relations  of  Eqs.  (42)  and  (43)  in  terms 

of  wave  lengths.    Using  the  relation  \— for  each  frequency  involved 

(F  being  velocity  of  propagation  of  the  electromagnetic  waves),  we  get. 


(52) 


y/^  J^i^+  ^2^  ~  V(Xi2  -X22)2  +  4A2X|2X2^^ 

V^J^iHX2^  +  ^(>^i^->^2^)^+^^^^I^^        .     .     (53) 

As  Eqs.  (42)  and  (43)  were  simplified  by  supposing  the  two  circuits 
tuned  alike,  i.e.,  Xi  =  X'2= X  we  may  write,  for  this  condition,  Eqs.  (52)  and 
(53)  in  the  abbreviated  forms 

X"  =  XVT3i (54) 

V=xVI+fc (55) 
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Eqs.  (50)  and  (51)  may  also  be  written  in  terms  of  wave  length  and 


they  become, 


nil-     ^     \W     Ih. 
I'T  k        \L2 

111  w  "^  [£ 


(56) 


(57) 


I'l     -_.  /'2 


To  determine  the  ratio  -jjj-  and  -=77-  we  set  down  the  initial  conditions 

i  1         i  2 

of  the  circuit.    When  <=0  (time  of  closing  switch)  gi=Qo,  92=0,  ti=0, 
and  12=0.    Using  these  values  in  Eqs.  (46),  (47),  (48)  and  (49),  we  gpt, 

Qo=Aicos^"+Bicos</.' (58) 

0=il2cos^"+52cos*'.    .    .• (59) 

0=ili«"sin«"+Si«'sin^'=/"i8in</."+/'isin«'.      .  (fiO) 

0=.l2«"8in«"+B2«'Mn«'=/"2sin«"+/'2sin«',      .  (61) 

To  satisfy  these  conditions  we  must  have  ^'=^"=0.    Then  we  find 
as  il2=  —B2,  and  I"2=A2(o"  and  7'2  =  B2«',  that 

7^_    «'_     (x7/  ,.„, 

/"2~ "«"~  "7F\-   •   • ^^' 

Dividing  (50)  by  (51) 
Multiplying  by  (62)  and  get. 

For  convenience  in  using  the  relations  of  Eqs.  (62)  and  (63),  the  valuec 

X"  X' 

Qf  —  and  r-  have  been  calculated  by  ChaflFee  and  are  reproduced  in  Rg. 

Xi  Xi 

18.    In  this  figure  are  shown  the  variations  in  r-  and  r-  as  r^,  is  varied. 

Ai  Ai  Ai 

this  ratio  being  varied  by  varying  X2  by  a  variation  in  condenser  Cj. 
This  keeps  A;  constant  as  the  ratio  r-  is  varied. 


ri-^ o>i^ ^0)'^  u>''^    Tvn        7tH (®) 
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To  get  the  magnitudes  of  the  four  currents,  we  solve  for  Ai,  Bi,  and 

A2,  B2-    Prom  (58) 

Qo^Ai+Bi 

From  (60)  /'i  =  Bi«'  and  r\ = Ai«", 

from  which 
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r 
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Value  of  ^y\, 

Fia.  18. — Variation  in  iatio«  of  X"/X,  and  TIT,  as  the  ratio  of  Xi  /X«  is  varied,  for 

different  values  of  coupling. 

I^rom  this  equation,  by  using  (63), 


Ai«"    «i*-«'2  IJ^ 


or 


Bi=Ai 


«"2  -Ml2  CO'2 


,2_/./2    ,.,"2- 


Substituting  this  value  of  £1  in  above  equations  for  Qo  gives 

,2  -(0'2  «"« 


And  as  Bi=Qo  — -^x,  we  have 

7"2 


''«"2_„'2„j2' 


(64) 


(65) 


FnHn  (61) 


A2  = 


CO 


// 
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and  by  using  (50)  then  subetituting  for  Ii"  its  equal  <>)"Ai,  we  get 

then  using  (64) 
then  from  (59), 

B2-Q0-A2-Q0  fc„,2(„»2  _„.2)        Vi;-       •       •       •       («^ 

Substituting  the  values  of  Eqs.  (64-67)  in  (48)  and  (49),  we  gpt, 

ii^o)iQo{F"i8\na)"t+F\^no)'t) (68) 

and 


t2  =  «iQoJ^(F"2  sin  u)''t+F'2  sin  «'0,  .     .     .    . 


(69) 


in  which  the  F  coefficients  are  factors  depending  on  the  condition  of  tun- 
ing, must  conveniently  expressed  in  terms  of  X",  X'  and  \i.    They  are 


4#(S  J© 

..-MM:!! 

l#(m(e 


'I 

The  values  of  theae  /^  factors  are  plotted  in  Figs.  19-22,  which  serve  to 
show  how  the  four  different  currents  vary  as  C2,  the  condenser  in  circuit 
2,  is  varied,  other  things  remaining  constant.  An  examination  of  these 
curves  shows  that  with  weak  coupling  and  timed  circuits  the  variation 
in  amplitude  (due  to  beats)  is  from  maximmn  to  zero  as  the  values  of  F"i 

and  F\  are  equal  in  magnitude  as  are  those  of  F"2  and  F'2.    For  tighter 

X2 
couplings  the  ratio  of  r-  must  be  diflferent  than  unity  to  make  F"\-F'\ 
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or  F"2 = F'i2.  '  Furthermore  with  other  coupling  than  very  looae  no  ratio  of 
r-  can  be  found  which  will  make  both  F'\^F\  and  F"2-=F'2  so  that, 
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Fig.  19. — ^Values  of  the  F  coefficients  for  10%  coupling. 
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Fia.  20. — ^Values  of  the  F  coefficients  for  30%  coupling. 

except  for  very  weak  coupling  the  beats  are  not  complete  in  both  circuits, 
i.e.,  the  minimum  ampUtude  is  not  zero.    It  may  be  made  zefo  in  circuit  1 
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for  any  value  of  coupling  by  the  proper  amount  of  de-tuning,  but  the  values 
of  F"2  and  F'2  are  such  as  to  preclude  the  possibiUty  of  zero  amplitude  beats 
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Fia.  21. — ^Values  of  the  F  coefficients  for  50%  coupling. 
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for  any  except  the  weakest  coupling,  no  matter  how  much  X2  and  Xi  are 
made  to  differ. 

A  critical  examination  of  the  foregoing  analysis  shows  that  maximum 
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current  occurs  in  the  second  circuit  when  the  ratio  of  ~  is  slightly  greater 

Al 

than  unity.  This  might  have  an  important  bearing  on  the  use  of  a  wave 
meter;  this  instrument  is  a  coil  and  variable  condenser  which  has  an 
ammeter  (or  other  device)  for  indicating  resonance  with  the  circuit,  being 
tested.  A  precise  analysis  shows  that  maximum  current  will  occur  in 
this  wave  meter  when  its  natural  period  is  somewhat  longer  than  that 
of  the  circuit  being  tested;  as  maximum  current  in  the  wave  meter  is 
ordinarily  taken  to  signify  resonance  with  the  circuit  tested  it  is  evident 
that  an  appreciable  error  mi^t  be  incurred. 

It  appears,  however,  that  with  a  coupling  between  wave  meter  and 

^  the  circuit  tested  as  high  as  10  per  cent  tiie  error  in  wave  meter  reading 

is  less  than  1  per  cent  and  as  the  wave  meter  coupling  is,  in  practice, 

seldom  more  than  1  per  cent  or  2  per  cent,  the  error  is  probably  well  within 

the  precision  of  measurement. 

The  previous  analysis  of  amplitudes,  resulting  in  Eqs.  (68)  and  (69) 
for  the  ciirrents  in  the  two  circuits,  was  carried  out  without  considering 
the  resistance  terms  in  the  original  equations,  (28)  and  (29).  The  consid- 
eration of  damping  would  have  greatly  complicated  the  derivations,  and 
the  damping  factors  can  be  introduced  now  without  invalidating  the  pre- 
vious work. 

The  damping  factor  of  the  high-frequency  wave  is  the  same  for  the 
high-frequency  current  in  both  circuits  and  similarly  for  the  low-frequency 
wave.  If  we  call  the  damping  factors  o^'  and  a',  it  is  possible  to  derive 
the  relations  ^ 

a"  being  for  the  high-frequency  currents  and  a'  for  the  low-frequency 
currents. 

It  is  to  be  noticed  that  if  Eqs.  (70)  and  (71)  are  changed  to  give  decre- 
ments (the  two  circuits  being  tuned),  they  assume  the  forms 


Vl-fc\ 


2     / 

aod 

Vl  +  k\    2     /' 
t  A.  Oberbeck,  Wied.  Ann.  der  Physik,  1895,  Vol.  56,  p.  623. 
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where  Si  and  ti  are  the  decrementfi  of  the  primaiy  and  secondary  ciicuitG, 
respectively.  These  solutions  are  approximate  and  good  only  when  the 
decremeotfl  are  low. 

The  complete  solutions  then  become, 

ii  =  wiQo(f"i<-''''sm  w"(+P'it--''Mn«'fl (78) 

ia=a)iQoJ^CF"at-*^''Binw"(+f'Be— ''Binw'O.    .     .    (73) 

Acnial  Shapes  of  Currents  in  Coupled  Circuits. — In  F%b.  23-26  are 
shown  oscillograms  of  currenta  in  each  of  two  coupled  drcuita,  the  cii> 


Fta.  23. — Cumota  in  coupled  tuned  circuits  with  42.4%  eoi^iUiig. 

cults  being  practically  identical.  For  each  L  — .0395  henry  and  C-^SS.S 
microfarads.  The  coefficients  of  coupling  were  .424,  .282,  .114,  and 
.0707,  respectively,  for  the  several  curvra.  The  films  do  not  quite  bear 
out  the  preceding  theory  on  imiplitudes,  as  the  values  of  ^i'  and  Pi" 
are  evidently  not  near  enough  in  amplitude  to  neutralize  each  other  for 
even  the  minimum  coupling,  7.07  per  cent.  It  is  quite  Hkely  that  the 
rather  high  decrement  of  the  circuit  had  an  appreciable  efiFect  on  Uw 
various  amplitude  factors,  not  acccnmted  for  in  the  previous  aaalyaia 

FTequeo^  <tf  flie  Actual  Conq)lez  Current — By  inspection  of  the  fihna 
shown  in  Figs.  23-26  it  is  seen  that  the  time  between  successive  sero  points 
in  the  current  wave  is  practically  constant  (indicating  constant  frequency); 
in  fact,  careful  measurement  shows  the  frequency  constant  (for  Fig.  26), 
within  about  1  per  cent,  except  at  the  pointe  of  minimum  amplitude,  where 
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liiB  time  between  succeasive  zero  points  changes  very  much.  Just  what 
changes  take  place  in  the  magnitude  and  phase  of  the  current  at  tihia 
tizne  depends  altc^tbei  upon  iba  relative  amplitudes  of  the  two  oomponent 
cuzrentB. 


^  FiQ  2S  — Curremts  in  coupled  timed  drcuite  with  11.4%  coupling 

a- 

'^  In  Vigfi.  27,  28,  and  29  are  shown  three  poaaible  conditions  at  tiiis 

T-  time  of  TTiliiimiiTTi  amiditude  of  the  actual  current.    In  Fig.  27  we  have 

■  shown  the  condition  for  Fi"-.5  F'l,  in  Rg.  28  for  F"i  =  .9  f'l  and  in 
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Fig.  29  for  P"i  =  1.25  F\.  For  all  three  figures  we  have  m"=I.20»', 
which  means  a  value  of  coupEng  of  the  two  circuits  of  about  20  per  cent. 
It  might  seem  that  as  the  frequency  (time  between  successive  zero 
points)  of  this  "  beating  "  current  is  constant,  that  a  third  circuit,  coutded 
to  the  circuit  carrying  this  complex  current,  would  respond  most  strongly 
if  tuned  to  this  frequency.  As  a  matter  of  fact  but  little  response  wiO 
be  had  in  this  third  circuit  if  tuned  to  this  actual  frequency^  if  tuned  to 
either  of  the  component  currents  of  this  actual  complex  current,  however, 
'  -a  strong  response  will  be  obtained. 

Thus  suppose  the  two  circuits  of  1%.  16  are  each  adjusted  for  a  natnnl 
period  of  100  cycles,  and  th^  are  coufded  20  per  cent.    Then  the  two 


Fta  26. — CiUTBDta  in  coupled  tuited  oiicuitB  with  7.07%  ooupling. 

frequencies  generated,  when  the  condenser  in  circuit  I  discharges,  will  be 
(by  Eqa.  (44)  and  (45)) 

=  =  111.7  cycles; 


— ,  -  91.2  cycles. 

Vl+0.2  ■' 

Tite  oedllatory  current  in  each  of  the  circuits  wiD  have  a  period  <A 
.01  second  (except  at  the  minimum  amplitude  points)  but  if  a  third  cir- 
cuit loosely  coupled  to  either  of  the  others  is  tuned  to  a  natural  period 
of  .01  second  the  current  induced  in  it  will  be  much  smaller  than  if  it 
(the  third  circuit)  is  tuned  to  a  natural  frequency  of  either  111.7  or  91A 
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smaller  than  low-frequency. 
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The  ma^tude  of  current  in  this  third  circuit,  as  its  natural  frequency 
is  changed  by  changing  the  value  of  its  condenser,  will  be  about  as  indi- 
cated in  Fig.  30.  The  reason  for  this  weak  response  to  the  100-cycle 
tuning  is  the  reversal  of  the  phase  in  the  exciting  current  at  the  minimum 
amplitude  points;  what  current  is  built  up  in  circuit  3  dming  time  t—h, 
Fig.  31y  isi  destroyed,  or  neutralized  by  the  action  during  time  ii—fe,  be<»use 
of  the  phase  reversal  in  the  inducing  current  at  time  h. 
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Fig.  29. — Form  of  current  at  minimum  amplitude,  high-frequency  current  greater  than 

low-frequency. 

Vector  Representation  of  Current  in  Coupled  Circuits. — Such  a  func- 
tion as  that  given  in  Eq.  (72)  can  be  represented  vectorially  but,  of  course, 
the  vector  diagram  is  not  of  the  ordinary  type.  If  we  let  the  instantane- 
ous value  of  the  current  be  represented  by  the  projection  on  the  y  axis 
of  the  resTiltant  vector  obtained  by  adding  F*\C^'^  and  F\C^^  the 
construction  will  be  as  shown  in  Fig.  32.  When  ^=0  the  two  vectors  co- 
incide in  position;  with  increase  in  time  the  F"i  vector  advances  its  phase 
over  that  of  F^,  so  after  F\  has  advanced  90°,  as  shown  at  OA  the  vector 
F"i,  has  moved  to  position  OB,  The  resultant  of  these  two  vectors  0/2, 
gives,  by  its  projection  in  the  OY  axis,  OD^  the  instantaneous  value  of 
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the  actual  current  ii.    As  the  two  vectors  OA  and  OB  rotate  their  mag- 
nitudes must  continually  diminish  to  keep  them  equal  to  f'le"*^'  and 


F'\€  .  The  loci  of  the  terminals  of  the  vectoi-s  are  logarithmic  spirals 
about  the  point  0.  The  logarithm  of  the  ratio  of  the  values  of  ;a  vector, 
in  two  successive  passages  through  the  sam^  phase  gives  thc^  (decrement 
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Fig.  30. — Amplitude  of  current  in  a  third  circiiit  coupled  very  looeely  to  dth^  of  the 

two  coupled  oscillating  circuits.  /     / 


of  the  current  represented  by  that  vector;  thus  we  have  log. 


OM 
ON 


r  the 


Ic^arithmic  decrement  of  the  current  /"i. 

The  imusual  motion  of  this  resultant  vector  as  the  two  component  vec- 
toiB  pass  through  phase  opposition  is  indicated  in  Fig.  33.    Vector  OA,  the 
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fio.  81. — ^At  minimuni  amplitude  points  the  actual  current  in  either  of  the  two  oscil- 
lating circuits  reverses  its  phase.  \ 

one  with  less  angular  velocity,  is  shown  stationary  and  the '  vector  OB 
is  shown  in  several  successive  positions  around  its  phase  opposition  posi- 
tion; OB  is  slightly  greater  in  magnitude  than  OA.  With  OB  in  the 
position  indicated  by  OB\y  the  resultant  of  OA  and  OBi  is  shown  by  OR\y 
etc.  It  may  be  seen  that  this  resultant  vector  moves  through  the  angle 
RiORs,  which  is  more  than  180°,  while  the  vector  OB  has  moved  about 

The  case  of  OB  being  smaUer  than  OA  is  given  in  Fig.  34;   in  this 
case  when  OB  goes  through  its  opposition  phase  the  resultant  vector, 
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Fig.  32. — ^For  damped  sine  waves  the  terminals  of  the  ejni.  vectois  must  lie  on  log- 
arithmic spirals. 


Fig.  33. — Resultant  vector  when  high-frequency  current  has  the  greater  ami^itiide. 
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instead  of  speeding  up  as  it  did  in  Fig.  33,  slows  down  and  goes  through 
the  successive  values  ORi,  OR2,  ORz,  etc.,  for  the  correspondingly  marked 


FiQ.  34. — Resultant  vector  when  low-frequenoy  current  has  the  greater  ampUtude. 


Fio.  35. — Resultant  vector  when  both  currents  have  the  same  amplitude. 


positions  of  OB.  If  the  two  vectors  OB  and  OA  happen  to  have  equal 
magnitudes  as  they  go  through  phase  opposition  the  successive  positions 
and  values  of  the  resultant  vector  are  as  shown  in  Fig.  35;  for  this  con- 
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dition  when  the  two  vectors  are  180^  out  of  phase  the  resultant  \'ector 
is  zero.^ 

It  is  quite  possible  so  to  adjust  the  timing  of  the  two  circuits  that 
the  vector  OB  is  greater  than  OA  at  the  start  of  the  oscillations;  then 
as  the  oscillations  continue,  OB,  having  greater  damping  than  OA,  will 
become  equal  to  OA  and^hen  smaller.  Hence  in  three. succeWve  beats 
it  is  possible  to  have  the  resultant  vector  OR  go  through  phase  c^ianges  aa 
deiHcted  in  ^gs.  33, 34  and  35,vrespectively,  as  the  amplitudes  of  the  actual 
ciurent  go^  through  its  mininium  values.  Ilie  effects  of  these  peculiar 
angular 'velocities  of  the  resultant  vector,  in  combination  with  its  changes 
in  ^3ltgnitude,  accoimt  for  the  peculiar  form  of  the  actual  current  during 
thfe  one  or  two  cycles  of  minimum  amplitude.  It  is  seen  in  Figs,  27  and 
29  that  the  180^  phase  shift  which  occurs  at  the  point  of  minimum  ampli- 
tude may  be  produced  by  either  a  gain  of  180*^  or^a  loss  of  180°  at  this 
time.  Fig.  ^^shows  a  loss  and  Fig.  29  a  gaiin  of  nearly  180°  during  the 
time  shown  in  those  curves. 

Frequency  of  Beats. — The  beats  are  not  we^Kpronounced  unless  the 
two  circuits  are  tuned-  to  the  same  natural  frequency;  in  this  case  all  of 
the  energy  surges  back  and  forth  from  one  circuit  to  the  other.  With 
untimed  circuits  only  a  part  of  the  energy  is  exchanged  between  the  t^ro, 
most  of  it  remaining  in  the  primary  circuit;  in  this  case  the  beats  are  not 
so  pronounced  as  for  the  tuned  circuits,  because  it  is  really  the  to-and-fro 
flow  of  the  energy  which  gives  the  beats 

In  the  case  of  tun^d  circuits  the  two  frequencies  are  given  by  Eqs. 
(44)  and  (45),       y'  \ 

o?^^  =  a?(     . )  and  a>'  =  a>(  — 7=). 

V/l-A:/  Wl  +  kJ 

Hence  \  ' 

w"-a)'  =  a>(— r^=r j- )  r^ cufe (74) 

This  holds,  of  course,  for  low  values  of  k  only. 

As  the  number.of  beats  per  second  is  equal  to  the  difference  in  frequency 
per  second  of  the  two  component  frequencies,  we  must  have  the  number 
of  beats  per  second  which  are  given  by  the  relation  N—fk. 

We  have  shown  "previously  that  the  frequency  of  the  complex  current 
for  tuned  circuits  (except  at  the  minimum  amplitude  point)  is  /.  The 
niunber  of  cycles  of  cmrent  per  beat  is  therefore  obtained  from  Eq.  (74) 
by  writing, 

N=r-r=fk, 

where  N^  beats  per  second.    From  this,  we  get 

if-\ C76) 


ACTION  OF  QUENCHING  SPARK  GAP  2*7 

This  equation  is  useful  in  determining  the  coupling  of  a  pair  of  circuits 
from  the  shape  of  the  complex  wave  of  current.  Thus  if  there  is  one  beat 
for  five  cycles  of  current  the  coupling  must  be  20  per  cent. 

Form  of  Secondary  Current  if  Primary  Circuit  is  Opened  at  the  Rig^t 
Time. — ^The  two  circuits  of  Fig.  16  are  used  in  practically  every  radio 
spark  transmitting  set;  the  condenser  C2  is,  in  the  actual  sets,  the  capacity 
of  the  antenna  and  part  of  the  resistance,  122  is  the  radiation  resistance  of 
the  antenna.  From  the  foregoing  analysis  of  the  current  in  circuit  2  it 
is  evident  that  two  wave  lengths,  X^'  and  X',  would  be  radiated  from  the 
antenna;  this  is  undesirable  both  from  the  standpoint  of  efficiency  and 
interference,  this  latter  factor  being  so  important  that  government  license 
will  be  granted  only  to  those  stations  in  which  such  precautions  have  been 
taken  that  practically  all  their  power  is  radiated  in  one  wave. 

As  previously  stated,  all  the  energy  (to  be  transformed  into  oscillatory 
power)  is  originally  stored  in  condenser  Ci;  when  the  switch  S  is  closed 
this  electric  energy  starts  siu'ging  back  and  forth  from  Li  to  Ci  and  also 
starts  to  flow  over  to  circuit  2.    If  the  two  circuits  are  properly  tuned 

all  of  the  energy  will  have  been  transferred  to  circuit  2  in  -^rr  cycles; 

unless  prevented  from  doing  so  the  energy  then  starts  to  flow  back  to 
circuit  1.  Suppose,  however,  that  circuit  1  is  opened  by  some  device  or 
other,  at  that  instant  when  all  of  its  energy  has  been  transferred  to  cir- 
cuit 2;  the  retransfer  of  the  energy  to  circuit  1  is  made  impossible  because 
no  current  can  flow  in  circuit  1  if  it  is  open. 

Such  an  action  is  accomplished  by  a  "  quenched  "  spark  gap  to  be 
described  in  detail  in  Chapter  V.  The  forms  of  current  in  the  primary 
and  secondary  circuit  for  this  case  are  as  indicated  in  Fig.  36;  the  curves 
are  drawn  for  a  coupling  of  20  per  cent.  The  number  of  cycles  per  beat 
for  such  a  coupling  is  five;  hence  the  time  A-B  during  which  energy  is 
being  transferred  to  the  secondary  (being  one-half  the  time  of  a  beat) 
will  be  2i  cycles.  At  time  B  the  primary  circuit  is  opened  and  from  this 
time  on  the  secondary  drcxiit  oscillates  just  as  if  the  primary  circuit  was 
not  present;  in  fact,  electrically,  circuit  1  is  not  present,  it  being  open  at 
the  spark  gap  after  time  A-B. 

The  form  of  the  cxurrent  in  the  secondary  circuit  during  time  A-B 
v.iU  approximate  that  given  by  Eq.  (73);  this  equation  is  not  strictly 
applicable  because  of  the  variable  resistance  (spark  gap)  in  circuit  1. 
However,  the  resistance  of  the  spark  gap  is  probably  negligible  compared 
to  the  resistance  due  to  the  coupling  of  circuit  2  to  circuit  1,  so  that  Eq. 
(73)  closely  represents  the  form  of  cmrent  during  time  A-B.  After  time 
B  circuit  1  is  disconnected  (by  the  opening  of  the  spark  gap)  and  the 
equation  of  secondary  current  is  fixed  by  Eq.  (11),  the  frequency  and 
damping  of  the  current  being  fixed  by  the  secondary  constants  only. 
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The  proper  value  of  jB  to  put  in  Eq.  (11)  is  very  nearly  equal  to 


Wfe' 


en  +a»^ 


where  E  is  the  voltage  of  condenser  Ci  when  discharge  be^m, 

ai  =  rt7^>  «2  =  rty-,  and  <'= time  A-jB. 

With  the  conditions  as  represented  in  Fig.  36  the  ciurrent  in  circuit 
2  (except  for  the  first  one  or  two  alternations)  is  of  frequency  /,  the  nat- 
ural frequency  of  circuit  2,  and  the  power  is  practically  all  radiated  at 
this  one  frequency. 


PrimaiT  cumeaiift 


Secondary  current 


FiQ.  36. — Forms  of  primary  and  secondary  currents  if  primary  circuit  is  opened  at  the 

first  minimum. 


Possibility  of  No  Beats  without  a  Quenching  Gap. — ^If  the  damping 
of  the  circuits  is  high  and  coupling  is  loose  the  beating  phenomena  will 
be  absent,  even  if  the  spark  gap  in  the  primary  does  not  offer  any  quench- 
ing action.  This  is  illustrated  by  Fig.  37,  in  which  oscillograms  of  pri- 
mary and  secondary  current  are  shown  for  the  circuit  of  Fig.  16,  there 
being  no  spark  gap  at  all  in  the  primary  circuit.  The  two  circuits  were 
tuned  alike,  the  coupling  was  weak.  A; =.07,  and  the  decrement  of  eadi 
drcxiit  was  high,  di'=d2='.30. 

This  method  of  getting  a  current  in  the  secondary  of  essentially  single 
frequency  is  of  no  use  to  the  radio  engineer,  because  it  really  means  that 
most  of  the  energy  originally  stored  in  Ci  is  dissipated  as  heat  in  the 
primary  circuit;  but  little  power  is  supplied  to  the  secondary  circuit 
where  it  is  needed  to  carry  out  the  useful  function  of  radiation. 
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Oscillatory  Dischaige  in  One  Circuit  and  NoQ-OsdUatory  Discharge 
in  the  Otiier. — Under  exceptional  conditions  it  is  possible  with  coupled 
drcuite  to  have  a  non-osciliatory  discbarge  in  one  circuit  and  an  oscilla- 
tory dischai^  in  the  other.  If  the  primary  circuit  has  a  high  decrement 
and  the  secondary  circuit  a  comparatively  low  decrement  then  when  the 
primary  condenser  discharges  there  may  be  a  single,  unidirectional  pulse 
in  the  primary  during  which  some  of  the  primary  energy  is  transferred 
to  the  secondary  and  some  of  it  used  as  heat  in  the  primary.  Such  a 
Bch^ne  is  frequently  used  m  small  radio  sets,  and  goes  by  the  name  of 
"  impulse  excitation."    The  primary  circuit  has  generally  a  high  decre- 


Fra.  37. — Forms  of  currente  b  ooupled  tuned  circuits  when  the  coupling  is  weak  and 
damping  is  high. 

ment,  having  a  large  condenser  and  only  one  or  two  turns  in  its  induct- 
R 

Bpark  gap  is  taken  into  account.  In  addition  to  the  h^h  primary  decre- 
ment, the  gaps  used  in  this  method  of  generating  oscillations  are  of  the 
quenching  type  so  that  when  they  are  functioning  properly  but  one  pulse 
exJBts  in. the  primary  and  the  secondary  is  left  free  to  oscillate  at  ite  own 
period  and  ite  own  decrement. 

OsctHatoiy  Circuit  Excited  by  Continuous  Voltage. — In  case  a  circuit 
of  L,  C,  and  R,  in  series  is  connected  to  a  source  of  continuous  voltage 
S,  Vig.  38,  the  equation  of  reactions  is 

E=L^^+m+-l (76) 

By  difTerentiating  once  this  equation  becomes  the  same  as  Bq.  (1),  and 
BO  ita  solution  must  be  the  same.     The  same  three  cases  are  to  be  con- 
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sidered  here  as  they  were  for  Eq.  (1) ;  the  more  important  one  of  the  solu- 
tions being  that  of  Eq.  (11).  The  initial  and  final  conditions  of  the  problems 
are  different  than  those  considered  previously.  Evidently  at  i=0,  Pc=0 
and  at  (=00,  rc=£;  these  conditions  affect  the  equation  of  voltage  across 
the  condenser  terminals,  which  becomes  approximately, 


rc=£(l- 


Rt 


i 


€  ^^  cos  ->~  I 

y/LC) 


(77) 


R 


hsmsLr-^ 


Fig.  38. — Oscillatory  circuit  con- 
nected to  a  source  of  continuous- 
current  power. 


This  equation  brings  out  the  interesting  fact  that  the  maximum  volt- 
age across  the  condenser  in  such  a  circuit  as  that  given  in  Fig.  38  is  nearly 

double  that  of  the  source  of  e.m.f.  to 
which  the  circuit  is  connected.  This 
is  illustrated  by  the  film  shown  in 
Fig.  39;  the  voltage  of  the  c.c.  line  to 
which  the  circuit  was  connected 
was  105  volts,  whereas  the  maximum 
potential  difference  across  the  conden- 
ser was  190  volts.  It  is  evident  from 
this  oscillogram  that  if  the  dielectric 
strength  of  a  condenser  is  to  be  tested 
by  connecting  it  to  a  source  of  continuous  e.m.f.,  a  resistance  should  be 
used  in  series  with  the  condenser  of  sufficient  magnitude  to  make  the 
circuit  aperiodic.  If  this  is  not  done  the  maximiun  voltage  across  the 
condenser  is  not  E,  the  voltage  of  the  line  used  for  testing,  but  is  equal 

to  jE(1+€  2)j  where  b  is  the  decrement  of  the  circuit. 

Oscillatory  Circuit  Excited  by  Energy  Stored  in  Inductance. — In 
certain  radio-testing  circuits  oscillations  are  produced  not  by  the  energy 
stored  in  a  condenser  but  by  the  energy  in  the  magnetic  field  of  the  induct- 
ance. The  circuit  is  indicated  in  Fig.  40;  in  the  actual  testing  set  the 
battery  circuit  is  made  and  broken  many  times  a  second,  perhaps  1000, 
the  function  of  the  switch  being  performed  by  the  contact  points  of  a 
small  buzzer.  When  the  switch  S  is  closed  the  condenser  C  charges  at 
once  to  battery  voltage  and  the  current  through  L  and  R  rises  on  a  log- 
arithmic curve — Eq.  (10),  p.  32,  to  a  value  E/R,  the  magnetic  energy  in  the 

LiE^ 
coil  being  ^o^.    When  the  switch  is  opened  this  magnetic  energy  is 

emptied  into  the  condenser  C,  and  then  the  energy  surges  back  into  L 
as  described  in  the  first  paragraph  of  this  chapter. 

At  the  end  of  the  first  quarter  of  a  cycle  of  the  oscillation  all  the  energy 
from  the  coil  is  in  the  condenser;  it  is  then  charged  to  such  a  potential 
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difference  J5'  that  we  have  (if  the  decrement  of  the  circuit  is  3o  low  that 
the  damping  for  one-quarter  of  a  cycle  may  be  neglected), 


CB'2    CE^  .  LE^ 


^2^"      \2^2Ry' 


or 


E' 


=  Eyll  + 


CR^' 


(78) 


The  cycle  of  events  in  such  a  circuit  as  shown  in  Fig.  40  is  shown  in 
the  film  of  Fig.  41 ;  of  course,  all  the  constants  of  the  circuit  used  in  getting 
this  film  are  much  greater  than  those  used  in  the  so-called  "  buzzer  wave- 
generator  "  used  in  radio,  but  the  form  of  voltages  and  ciurents  are  neariy 
the  same  as  those  occurring  in  the  radio  circuit. 

Oscillating  Circuits  Excited  by  being  Connected  to  a  Line  of  Alter- 
nating e.mi. — If  a  circuit  of  L,  JB,  and  C,  in  series,  Fig.  42,  is  suddenly 

switched  to  an  alternating  current 
line,  the  current  must  be  zero,  no 
matter  at  what  point  the  e.m.f.  wave 
the  switch  is  closed;  in  general, 
the  condenser  of  the  circuit  will  not 
be  charged.  Now  in  the  steady 
state  the  current  must  have  a  certain 
value  for  any  given  value  of  e.m.f. 
as  fixed  by  Eqs.  (35)  and  (36)  of 
Chapter  I.  Also  the  condenser  must 
have  a  definite  charge  for  this  value 
of  impressed  e.m.f.  It  is  evident, 
therefore,  that  in  general  the  initial  conditions,  when  the  switch  is  closed, 
wiQ  not  satisfy  the  conditions  required  by  the  steady  state. 

For  this  reason  the  current  for  the  first  few  cycles  after  switching  the 
circuit  to  the  line  will  be  of  irregular  form;  the  circuit  requires  time  to 
"  settle  down  "  to  the  steady  state.  Mathematically  this  is  accomplii^ed 
by  adding  to  the  equation  for  the  steady  current  a  suitable  damped 
oscillation,  the  magnitude  of  which  depends  upon  the  time  the  switch  k 
closed  and  the  frequency  of  which  is  fixed  by  the  L  and  C  of  the  circuit. 

The  actual  (Current  after  closing  the  switch  is  therefore  the  sima  of 
the  steady  value  of  current  and  a  damped  oscillation  at  the  natural  period 
of  the  circuit,  the  two  sufficing  to  satisfy  the  required  initial  conditions 

on  closing  the  switch. 

If  the  impressed  voltage  is  e—Emnptj  the  circuit  having  constants, 

/  R\^      1 
L,  C  and  R  and  [kt)  ^jn  *be  solution  is, 

1  =  A€-«''  sin  (0)0+    ,  -^  v^ —  rri:  sin  (pt  -«),    .     .     (79) 


Fia.  40. — Oscillatory  circuit  to  be  ex- 
cited by  stored  magnetic  energy. 
This  circuit  is  the  same  as  used  for 
**  buzzer  excitation ''  of  radio  circuits. 


V«^+(p^^-^) 
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in  which 


R 


nm5 


^ 


Fig.  42. — Oscillatory  circuit  to 
be  connected  to  source  of 
alternating-current  power. 


a=rtT  fti^d  ^—\\Yr^  approximately, 

and  if  is  the  time  counted  from  the  start  of  the  supposititious  transient 

oscillatory  current;  it  is  sometimes  written  {t+M)  where  61  is  the  time 

between  the  start  of  the  supposititious  transient  term  and  the  closing  of 

the  switch — this  increment  of  time  is  indicated  in  Fig.  44. 

A  and  if  are  to  be  suitably  determined  to  satisfy  the  initial  condition 

that  t=0  and  t^«=0.    This  condition,  t;c=0,  supposes  the  condenser  to  be 

uncharged  at  the  time  of  switching   the 

circuit  to  the  line;  if  it  is  charged   to  a 

certain    potential    difference   F,  then    the 

initial  conditions  are  t=0,  Vc=V. 

Let  us  suppose  the  steady  state  of  the 

circuit  is  as  represented  in  Fig.  43,  and 

further  let  us  suppose  that  the  switch  is 

closed  at  the  phase  indicated  by  6,    In  the 

steady  stat^  the  current  should  be  /'  and 

the  voltage  across  the  condenser  should  be 

V,    Actually  the  current  at  the  time  of  closing  the  switch  is  zero,  and 

we  also  suppose  an  uncharged  condenser,  so  that  Ve=0.    We  must  then 

determine  t'  and  A  of  Eq.  (79)  that  these  initial  conditions  are  satisfied. 

The  equation  for  voltage  across  the  condenser,  due  to  the  transient 

term  only,  we  write, 

Vc=  Eq€-<^  (^o&  W y      .     .     .     .     .     .     .     (80) 

and  hence,  the  current  due  to  the  transient  term  is,  ; 

i=C  ^=  -oiCEot-^  sin  «:'-aC£o€-"''  cos  wif. 
at 

We  here  make  the  same  assumption  we  have  previously  made  for 
similar  circuits,  that  a  is  negligible  compared  to  u>,  and  so  we  get, 

i=  ^wCEo€-<^miu)t' (81) 

» 

Using  the  condition  that  the  voltage  across  the  condenser  niust  be 
zero  at  the  time  of  closing  the  switch,  we  have 

Vc+  F'  =  0  or  -  7'  =  €-^Eo  cos  iU'o, 

in  which  Vo  is  the  value  of  i'  when  the  switch  is  closed. 

Then  ' 

7' 


Eo=  — :: 


€"**''•  cos  (i>i'o 


(82) 


Uso, 
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t^V't-^'  an  cofo 


255 


/'=- 


.— arf'« 


COS  (atfo 


Mr 


tan  oiifo™  — 


^iiCV^' 


(83) 


Pia.  43. — ^Proper  "steady  state"  values  of  voltages  and  current  of  circuit  of  Fig.  42, 

at  time  of  closing  switch. 

In  case  the  damping  of  the  circuit  is  small  this  equation  may  be  written 

tan  w<'o=  ^Y'yC' 

From  this  equation  we  get  tan  c^^'o  and  so  may  find  the  value  of  cos  (o^q. 
Knowing  (ofo  and  a>  we  get  fo  and  so  can  calculate  €"***'•  and  then  substi- 
tuting in  (82),  we  get  Eq;  evidently  A=^  -ojCJ^o,  which  can  now  be 
substituted  in  Eq.  (79). 
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In  Fig.  44  are  reproduced  in  dotted  lines  the  current  and  voltage 
curves  of  Fig.  43  and  in  dashed  lines  the  transient  current  and  condenser 
voltage  determined  from  Eqs.  (83)  and  (82)  and  (81).    The  addition  of 
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the  steady  value  of  ciurent  and  the  transient  current  gives  the  full  fine 
curve  which  is  the  actual  current  in  the  circuit  after  closing  the  switch. 
In  Fig.  45  is  shown  an  oscillogram  of  the  transient  current  after  switch- 
ing such  a  circuit  as  the  one  used  in  plotting  the  curves  of  Fig.  44.    From 
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Figp.  44  and  45  it  may  be  seen  that  on  switching  a  circuit,  of  L,  R,  and  C, 
in  aeries,  to  an  alternating  current  hhe  the  condenser  might  be  Bubjected 
to  much  higher  voltages  than  occur  in  the  steady  state,  nearly  twice  as 
much  if  the  damping  is  low. 


Fia.  45. — Os<nllof;r&m  of  tranaient  current  eoirespoDdisg  to  condition  shown  in  Fig.  44. 

Periodic  Disturbances  in  a  Resonant  Circuit — In  eveiy  radio  spark 
set  there  is  a  circuit  the  equivalent  of  that  shown  in  Fig.  46;  in  place  of 
the  switch  shown  there  is  a  spark  gap  which  performs  the  same  function. 
An  alternator  supplies  power  to  a  condenser  C,  through  a  transformer  T; 
once  every  cycle  (or  alterna- 
tion) the  condenser  is  short 
circuited  for  a  very  short  time, 
in  an  actual  set  by  the  spark 
gap  breaking  down,  in  the  set 
from  which  the  following  os- 
cillograms were  taken,  by  a 
Fra.46. — Elementary  circuit  illustrating  the  action  suitable  revolving  switch.  The 
occurring  in  every  spark  set  when  the  apart  time  of  switch  closure  was 
adjusted  for  maximum  volt- 
agi  in  the  secondary  circuit 
and  took  place  at  the  avne  phase  of  each  cycle.  The  voltage  across 
the  condenser  and  current  in  the  secondary  of  the  transformer  for 
this   case  have  been  worked  out  theoretically,  but    they   are   rather 


pip  breaks  down. 
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unwieldy,  as  one  might  suppose  after  an  eiementaiy  consideration  d  tht 
problem.' 

For  each  closure  of  the  switch  5,  a  transient  term  is  introduced  into 
the  circuit,  and  as  the  damping  is  not  sufficient  to  eliminate  one  transient 
before  another  b  introduced,  the  actual  current  and  voltage  consist  qf  tit 
Bt«ady  values  with  a  whole  series  of  transients  superimposed.     Tbe^j^ 


one  closure  per  cycle  the  circuit  is  a  re<;tifyinK  one;  if  the  voltage  scmn 
the  condenser  at  the  time  of  short  circuit  b  £  it  is  evident  that  each  cycle 
<  Fulton  Cuttinu,  "The  theory  and  deeigiiii  of  Radio  Telegraphic  Trandonoen," 
Proc.  I-  R-  E..  Vol.  4,  No.  2,  April,  1916.  This  article  serves  to  show  how  oomplicaUd 
nil  exact  treattriful  niny  becomn;  in  Chapter  V,  p.  307-S,  are  shown  some  curves  whidi 
(ire  calrvilaled  from  simpler  formulip,  which  ciirveflreprettent  quite  accurately  the  form  of 
disturbance  in  the  ordinary  spark  transmitting  set. 
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't.he  secoodary  of  the  transformer  carries  more  in  one  direction  than  it 
«loes  ia  the  other  a  quantity  of  electricity  equal  to  CE. 

OscfUating  Circuit  Excited  by  Pulse. — It  often  occurs  in  radio  work 
*^t    an  oscillatory  circuit  ie  excited  by  a  unidirectional  pulse  of  some 


Vi     49  ^^iBulaT  to  Fig.  47  but  with  eecondary  circuit  having  a  natural  frequency  [ess 
"**  than  that  of  the  alternator. 

eh&ne  or  other;  thus  it  is  quite  likely  that  atmospheric  disturbances  in 
itubo  temving  circuits  are  due  to  some  sort  of  highly  damped  oacillation 
or  a  series  of  short  pulses.    The  effect  of  a  pulse  on  a  resonant  circuit 
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will  depend  upon  two  factors,  the  ratio  of  the  duration  of  the  puke  to 
the  natural  period  of  the  circuit,  and  the  intensity  or  amplitude  of  the 
pulse.  Also  to  a  minor  extent  the  exact  form  of  the  pulse  will  determine 
the  amount  of  disturbance  produced. 

The  simplest  kind  of  a  pulse  to  consider  mathematically  is  a  "square '' 
pulse,  one  in  which  the  voltage  rises  suddenly  from  zero  to  a  certain  vahie, 
holds  this  value  for  a  short  time  and  then  again  drops  suddenly  to  zero. 
If  such  a  pulse  of  voltage  is  introduced  into  a  circuit  consistent  of  L,  C, 
and  R,  in  series  the  shape  of  the  current  can  be  obtained  by  properly  ccvn- 
bining  the  solutions  of  Eqs.  (76)  and  (1).  Eq.  (76)  gives  the  conditionfl 
when  the  voltage  is  applied  to  the  circuit  and  Eq.  (77)  gives  the  voltage 
on  the  condenser  at  any  time  to  after  the  voltage  has  been  applied.  Wlben 
the.  pulse  of  voltage  ends,  Eq.  (1)  applies,  the  voltage  on  the  discharging 
condenser  being  that  determined  from  Eq.  (77). 

Thus  in  Fig.  60  is  shown  at  a  the  pulse  of  e.m.f.  introduced  into  the 
oscillating  circuit,  in  6  is  shown  in  full  lines  the  condenser  voltage  curiae, 
determined  from  Eq.  (77)  and  in  the  dotted  line  the  current  produced 
in  the  circuit  by  the  introduction  of  voltage  E. 

Coimting  ^=0  at  the  beginning  of  the  pulse,  we  have 

* 

E 

i^-j^'^^sinU,  (84) 

and 

Ve=  E(l  - €-«'  cos  U)t),  (85) 

1  R 

in  which  w  =  -y=anda=^^,  the  solution  being  approximate  as  a  has 

been  considered  small  compared  to  cu. 

If  the  pulse  has  a  duration,  T,  at  the  end  of  the  pulse  the  voltage  in 

the  condenser  is 

Ve=E(l-€-<'^coau)T) (86) 

Now  at  the  end  of  the  pulse  the  solution  of  Eq.  (1)  is  available  if  we 
substitute  the  proper  initial  conditions.  The  circuit  solved  in  Eq.  (1) 
was  one  in  which  the  initial  conditions  were  a  charged  condenser  and  the 
zero  current.    By  inspection  of  Eqs.  (86)  and  (84)  it  is  evident  that  if 

we  make  T=-  the  current  at  the  end  of  the  pulse  is  zero  (sin  «r=0) 

and  the  voltage  in  the  condenser  is  t;c=^(l+€~**^,  as  cos  u)T=  —1. 

The  equation  for  current  from  the  end  of  the  pulse  (for  length  of  pulse 
=t/w)  is  therefore, 

F  -i 
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where  t!  is  reckoned  after  the  end  of  the  pulse.    This  current  is  shown  in 
curve  c,  Rg.  50.     At  time  i' = 5—,  sin  w^'  =  1  and  the  value  of  current  is 
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Fig.  50. — ^Effect  of  introducing  a  rectangular  pulse  of  e.m.f.  into  an  oscillatory  circuit. 

This  is  the  maximum  current  obtainable  from  a  rectangular  pulse,  of 
amplitude  E,  no  matter  what  its  duration  may  be.  Any  duration  either 
more  or  less  than  t/w  will  give  less  value  to  I^mx. 

A  more  fundamental  way  of  looking  at  the  problem  is  to  consider  a 
voltage  ol  +E  impressed  on  the  circuit  at  the  beginning  of  the  pulse,  and 
that  this  voltage  is  maintained;  at  the  end  of  the  pulse  a  voltage  of  -E 
is  impressed  on  the  circuit  and  maintained.  Each  of  the  impressed  volt- 
ages will  produce  a  current,  and  the  actual  current  at  any  time  is  the  siun 
of  the  two. 
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The  current  after  the  second  volt^e  (-E)  is  impressed 

1=  +-y«  "  Sin  (at j-t  "^  Bin  to(  , 

in  which  1  is  the  time  after  the  i+E)  voltage  is  impressed  and  f  is  the 
time  after  the  second  voltage  {—E)is  impressed.  If  the  interval  between 
the  application  of  these  two  voltages  is  T'o,  then  the  cuireDt  after  tiiw 
7*0  has  passed  is 

»■=  -~{ «--'  sin  W  -t—C+ro  ain  w(('+  To) |. 


Fia.  51. — OscQlogram  of  oecill&tory  euirent  produced  hy  short  pulae  of  ejni. 

If  the  dajnping  is  comparatively  small,  the  maximum  current  wiQ 
occur  when  sin  wl',  and  sin  u{('+  To)  are  simultaneously  equal  to  unitT 
and  of  opposite  s^n.  Moreover,  it  is  evident  that,  because  of  the  damp- 
ing factors,  this  maximum  current  will  have  its  greatest  value  when  tbB 
above  conditions  occur  for  the  smallest  possible  value  of  tU'.  Inspection 
shows  this  to  be  when  (i)('=*/2  and  w7'o=*;  this  means  that  the  length 
of  the  pidse  (time  between  applying  -\-E  and  —  £}  should  be  equal  to 
one-half  the  natural  period  of  the  circuit  and  the  maximum  current  occun 
one-quarter  of  a  period  after  the  end  of  the  pulse.     Putting  To  =  7/i 
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(TbeingtheiiatUTal  period  of  the  circuit),  the  equation  for  current  beccHoes 

and  if  we  now  suppose  u)f'=T/2  and  write  the  dampii^in  terms  of  dei^e- 
ment,  we  get 


Fia.  62. — Similftr  to  Fig.  51  but  with  longer  pulae. 

An  oscillographic  mvestigation  of  impulse  excitation  was  carried  out 
by  the  author'^  and  some  of  the  filnia  obtained  are  shown  in  Figs.  51,  52, 
and  53.  The  upper  record  of  the  films  shows  the  shape  and  length  of 
pulae  of  e.m,f.  introduced  into  the  oscillatory  circuit  and  the  lower  curve 
shows  the  current  set  up  in  the  circuit  by  the  pulse.  A  complete  set  of 
films  was  taken  varying  the  length  of  pulse  from  less  than  0.2  of  the  natural 
period  of  the  circuit  to  several  times  the  period.  The  amplitude  of  the 
first  and  second  alternations  were  measured  and  their  values  plotted  in 
terms  of  the  ratio  of  pulse  length  to  natural  period  of  the  circuit;  the 
>  Proc.  I.  R.  E.,  Vol.  8,  No.  1,  February,  1920. 
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results  are  given  in  Fig.  54  and  it  is  seen  that  the  results  are  in  accod 
with  the  prediction  of  Eq.  (87). 


In  case  a  series  of  irregularly  timed  pulses  are  impressed  on  an  oscil- 
latory circuit  the  resulting  current  will  be  of  rather  complex  form ;  Fi^ 
55  and  56  show  bow  such  irregular  pulses  excite  an  oscillatory  circuit. 


Bauo  of  puiae  lengui  to  luturai  penoa  oi  circuit 
Fig.  54. — Variation, in  amplitude  of  oBcillatoiy  current  with  length  ot  pube. 

It  is  evident  (Fig.  55)  that  pulses  properly  timed  may  practical]}''  neo- 
trahze  one  another  as  in  this  case  the  circuit  was  nearly  dead  after  the 
last  pulse. 
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FiQ.  65. — Iireipilftr  current  produced  by  eeriee  of  pulsea. 


FiQ.  56. — Irregular  current  produced  by  series  of  pulsee. 
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^- 


Antennir 


Infinite  Impedance 
circuit 


'To  detecting 
circuit 


>2iyy/Z 


*Wjr^U^///A  Ground 
Fig.  67. — Showing  the  use  of  a  parallel  resonant 


Impulse   Excitation    of  a 
Parallel  Resonant  Circuit — ^A 

condenser  and  coil  in  parallel 
act  like  a  circuit  of  very  high 
resistance  for  an  e.in.f.  of  the 
same  frequency  as  that  nat- 
ural to  the  circuit.  The  value 
of  the  resistance  is  predicted 
by  Eq.  (48),  Chapter  I,  and 
curves  are  shown  in  Chapter 
I,  Figs.  70  and  71;  because 
of  this  characteristic  the  cir- 
cuit is  often  called  an  "  infinite 
impedance  "  circuit.  The  Eq. 
(48)    was  derived    from    the 


circuit  for  weeding  out  undesired  signals  from  an     ,       ,        ,    .         ^    xu        •       -x 

«    1-  11  1   •      x  •    *x        11  J  steady  state   of    the  cut;uit 

antenna.    Such  a  parallel  circuit  is  often  called  ^  ^*ivt«v, 

an  ''infinite  impedance.^' 

and  so  predicts  nothing  re- 
garding the  behavior  of  the 
circuit  for  other  than  steady 
alternating  voltages;  even  in 
this  case  the  equations  are 
goodonlyif  thee.m.f.has  been 
applied  sufficient  time  for  the 
transient  terms  to  disappear. 

Because  of  the  "  infinite 
impedance "  characteristic 
the  circuit  is  often  used  to 
eliminate  from  a  circuit  some 
imdesired  frequency;  thus 
in  Fig.  57  the  h-C  parallel 
circuit  is  so  adjusted  that 
its  natural  period  is  the  same 
as  that  of  some  undesired 
frequency  which  is  impressed 
on  the  antenna.  Now  it  is  to 
be  remembered  that  the  L-C 
circuit  offers  "infinite  imped- 
ance "  only  for  the  steady 
stat^  and  it  is  mt^resting  to  ^^-  f^^Action  of  an  approximately  rectanguUr 

,      ,,       .         J  rr       J       pulseofe.m.f.  impressed  across  (a)  parallel  circiut- 

note  the    impedance  offered       ^^^  -^  (j)  g^ow  the  separate  currente,  the  toUl 

by  it  to  a  pulse  of  e.m.f.  current  being  that  shown  at  (c). 


PULSE  EXCITATION  OF  PARALLEL  RESONANCE 


267 


If  the  pulse  is  a  square  one,  such  as  used  in  Figs.  50-63,  the  current 
Rowing  in  the  supply  line  (the  impedance  of  the  circuit  other  than  that 
of  the  "  infinite  impedance  "  being  neglected)  will  be  about  as  shown  in 
Fig.  58.  The  e.m.f .  pulse  form 
is  shown  in  ciurve  a;  the  full 
line  curve  of  b  shows  the 
current  flowing  through  the 
condenser  and  the  dotted  line 
that  through  the  coil;  in  c  is 
shown  the  actual  current  in 
the  line,  that  is,  the  current 
which  the  **  infinite  imped- 
ance ''  circuit  lets  through. 
These  curves,  as  mentioned 
before,  are  drawn  on  the  as- 
sumption that  the  impedance 

of  the  rest  of  the  circuit  is 

negligible. 

It  would  seem  likely  that 

if  the  circuit  does  have  such 

a  very  high   impedance  for  a 

certain  frequency  then  it  will 

offer  a  high  impedance  to  a 

pulse,  if  this  pulse  is  in  the 

form  of  one  alternation  of  a 

sine  wave   of   the    same   fre- 
quency as  that  natural  to  the 

circuit.      Fig.    59   shows  the 

analysis  of  this  case;  a  shows 

the  form  of  pulse  e  =  E  micd 

(holding  only  between  <d=0 

and  «^=x);    the  curves  of  6 

indicate  the  ciurents  through  each  branch,  and  curve  c  shows  the  current 

passed  by  the  combined  circuit.    As  the  resistance  in  the  parallel  path 

IB  made. to  approach  zero  this  line  current  approaches  a  true  rectangular 

form,  i.e.,  current  of  constant  magnitude  and  equal  to  2ir/CJB,  where  /  is 

the  frequency  of  the  e.m.f .  of  which  the  pulse  is  the  alternation. 
Analyzed  mathematically,  we  have 


Fig.  59. — Effect  of  impressing  a  sinusoidal  pulse 
of  e.m.f.  across  a  parallel  circuit. 
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this  being  derived  as  a  special  case  of  Eq.  (79). 

For  a  good  coU,  i.e.,  one  having  a  high  value  for-^,    we  have  as  an 
approximate  value, 

et/   fi      .     ,     1  ,,    1   _?rv 

tz,  =  iS I  7— =:r«  sin  wi =- cos  a»H — ^€  l  i. 

\{(aLy  wL  caL        / 

Adding  to  this  the  condenser  current  we  get  for  the  ciurent  passed  by 
this  parallel  combination, 

If  now  the  constants  of  the  circuit  are  such  that  (oC^^^r*  then 

Oscillatory  Circuit  Excited  by  a  Damped  Sine  Wave. — ^Let  us  con- 
sider a  circuit  made  of  L,  R,  and  C  in  series  as  e.g.,  the  ordinary  antenna, 
to  be  excited  by  a  damped  sine  wave  of  voltage  such  as  is  induced  many 


Fig.  60. — Form  of  voltage  induced  in  a  receiving  antenna  by  the  passage  of  one  wave 

train  as  emitted  from  the  ordinary  spark  transmitter. 

times  each  second  in  an  antenna  by  a  signal  from  a  distant  spark  station. 
The  voltage  caused  in  an  antenna  by  every  discharge  in  the  transmitting 
circuit  is  not  exactly  representable  by  a  damped  sine  wave,  because  for 
the  first  few  cycles  its  amplitude  is  increasing  instead  of  decreasing;  this 
is  indicated  in  Fig.  60,  which  shows  about  the  form  of  voltage  actually 
induced  in  an  antenna.  The  part  A-B  is  relatively  short  (2J  cycles  for 
20  per  cent  coupling  in  the  transmitting  station)  and  the  part  B-C  is 
really  a  damped  sine  wave  represented  by  Ee"'^  sin  pt. 

The  form  of  current  induced  in  the  antenna  is  determined  in  the  usual 
way  by  putting  the  simi  of  its  reactions  equal  to  the  impressed  force. 

L^+Ri+v^Ef^cospt,       (89) 

V  being  the  voltage  across  the  condenser. 
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Writing  the  impressed  force  as  a  cosine  function  indicates  that  we  are 
going  to  consider  the  case  of  maximum  voltage  si  t—0;  such  is  the  case 
when  the  circuit  we  are  considering  is  acted  upon  by  the  oscillatory  cur- 
rent set  up  in  a  neighboring  circuit  by  the  discharge  of  a  condenser.  Eq. 
(89)  may  be  written  in  the  form, 

^^+2c^+(^+ct^)v^^,'^  COB pt,       ....    (90) 

by  using  the  relations 

i^C-^y  a^^ry,  and  or^+ot^^ 


dV       2U '         LC 

Differentiating  (89)  twice  with  respect  to  time  and  eliminating  the 
ri^t-hand  niunber  by  multiplying  (90)  by  (p^  -A:^),  its  first  derived  equa- 
tion by  2k^  and  adding  both  the  resulting  equations  to  the  second  derived 
equation,  we  obtain 

^+2(fc+a)g+[(p2+A:2)+(a,2+^)+4^]g 

+[2a(p2+fc2)+2fc(a,2+a2)]*+[(p2+fc2)(^2+^)]^«0.     .     (91) 

This  equation  is  in  standard  form  for  integration,  the  value  of  v  being 

of  the  form 

v=Vit'^  sin  (p<+a)  +  72c-«*  sin  («^+«).    ...     (92) 

From  this  equation  we  get 

i=/i€-*<sin(p<+^)+/2€-«<sin(c^+«0.    •     •    .     (93) 

This  solution  shows  that  the  current  flowing  in  the  circuit  is  made  up 
of  two  components,  one  of  the  same  frequency  as  the  impressed  force  and 
one  of  the  natiu^al  frequency  of  the  circuit. 

This  might  have  been  simnised  from  an  elementary  analysis  of  the 
problem.  Suppose  the  damping  of  the  impressed  force  is  zero,  then 
Eq.  (79)  page  262,  would  give  the  correct  solution  and  this  has  two  terms, 
one  of  the  frequency  of  the  impressed  force  (which  is  the  solution  for  the 
steady  state)  and  the  transient  term  which  dies  away  at  a  rate  fixed  by  the 
decrement  of  the  circuit. 

The  relative  amplitudes  of  the  two  ciurents,  I\  and  72,  will  evidently 

depend  in  some  way  upon  the  relative  values  of  the  damping  factors.  A; 

and  a,  also  upon  the  relative  values  of  the  frequencies  fixed  by  j>  and  w. 

dv  dr^v 

By  getting  the  values  of  v,  -^,  and  -^^  from  (92)  and  substituting  them  in 

(90),  we  find  the  value  of  Vi  to  be 

V,  =  E   ,  ^'+"'  ...    (94) 
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and 

tan  6  = ci  r    \\       - 

2p(a  -k) 

Now  by  substituting  in  Eq.  (92)  the  initial  conditions  that  when  f=0 

v=0,  then  differentiating  (92)  and  in  this  equation  putting  -n^O  when 

^=0  we  get  the  value  of  V2  in  terms  of  Vi.    Substituting  the  value  of 
Vi  from  (94),  we  get, 


(.^+c^)Vp-+(a-fe)-  ^      ...      95) 

«V[a)2  -p2^(a  -fc)2]2+4p2(a  -.fe)2 

and 

+An  ^— ^  a>2-p2  +  (^_fe)2 

From  the  values  of  Vi  and  V2  we  find  at  once  /i  and  /2  by  using  the 
relations  Ii^pCVi  and  l2  =  u>CV2: 

/l  =  B  y  =.  .  .  .  (96) 

LV[a,2-p2  +  (^^^)2]2+4p2(^_fc)2 

l2^E-==:^^S===.    ...     (97) 

The  values  of  ^  and  <^' — Eq.  (93) — ^are  determined  from  the  valii^ 
of  B  and  0  given  above,  by  increasing  each  of  them  by  7r/2. 

The  exact  form  of  current  in  the  circuit  is  now  fixed  by  the  values  of 
7i,  I2,  k,  a,  p  and  w.  It  will  be  evident  that  if  both  damping  factors  are 
low  and  nearly  equal,  and  the  two  frequencies,  fixed  by  p  and  w,  are  neariy 
equal,  the  conditions  are  the  same  as  those  for  the  secondary  ciinent  in 
coupled  circuits  as  illustrated  in  Fig.  26  of  this  Chapter.    If  p=w  there 

can  be  no  beats;  for  all  values  of  damping,  the  current,  with  frequency  ^ 

iujcreases  in  value  from  zero  to  a  certain  maximum  and  then  decreases 
again. 

An  analysis  due  to  Bjerknes  ^  shows  that  this  current  can  be  repre- 
sented by  the  equation 

i=inCM  cos  {nU+ tidy (98) 

in  which  m=^^  ^  and  ^  is  the  phase  of  the  impressed  ejni.  at  time 

>  V.  Bjerknes,  "Electrical  Resonance,"  Wied.  Ann.,  1896,  Vol.  55. 
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If  we  let  »"    9 — >  «=■— 9— I  ^  =  ~2^f  ^^^^ 

in  which  Pi  =  t-^(t-^+ii"*-2coent); 

p,  =  t-2-(n«aw  -n  C06  ni  -i»  Bin  2n() ; 
Pg  -  .-^-{bf^  -fc  COB  2n/+n  Bin  2ni) . 
In  certain  cases  the  form  oi  M  ia  simpler  than  indicated  in  Eq.  (99). 
If  p  =  ti)  and  i=i 

\f-     

If  p=u  and  ft^i 


^"^St^- d"") 


If  p^w  and  fcsa 


Fio.  61. — Two  poesible  forma  of  <;urTent  in  the  antenna  exdted  by  the  wave  tninii  from 
a  spark  transmitter. 

In  case  neither  the  damping  factora  nor  frequencies  are  the  same  the 
general  form  given  in  Eq.  (99)  must  be  used. 

In  Fig.  61  are  shown  the  forms  of  current  in  the  oscillatory  circuit 
for  the  cases  given  in  E^  (100)  and  (102) 


J 
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Resonance  Curve  of  an  Osdllatoiy  Circuit  Excited  by  Danced  Sine 
Waves. — In  Chapter  I  we  analyzed  the  action  of  an  oscillatory  circuit 
(L,  C,  and  R  in  series)  when  excited  by  an  alternating  e.m.f.  of  constant 
amplitude  and  showed  that  the  form  of  the  cm've  obtained  when  either 
Cf  L,  or  /  was  varied  (E  being  held  constant  in  amplitude),  enables  us 
to  determine  the  decrement  of  the  circuit.  The  form  of  the  resonance 
curve  for  the  steady  state  depends  only  upon  the  relation  between  the 
impedance  of  the  circuit  and  the  frequency  of  the  impressed  force- 
When  such  a  circmt  is  excited  by  a  damped  sine  wave  the  reading 
of  the  indicating  device  for  showing  resonance  will  depend  on  both  of 
the  terms  in  Eq.  (93).  If  a  hot-wire  ammeter  is  used  to  show  resonance 
it  is  evident  that  its  reading  will  depend  upon  the  average  integral  of  the 
square  of  each  of  the  currents  /i  and  h*  Bjierknes  and  others  have 
analyzed  the  value  of  this  integral  and  by  somewhat  lengthy  deductions 
have  obtained  the  relation, 

J^  k+a 1 

^       16L2    ka    (p-«)2-(fc+a)2    •    •     •    •     ^^^^ 

At  resonance  (o) = p)  this  reduces  to, 

From  (103)  and  (104) 

P  (fc+a)» 


Ir^    (p-a))2+(fc+a)2' 
so 

P    "  {k  +ay' 

From  this  we  get 


fc+a=  (p  -<^)\j2,j2* 


If  we  now  introduce  the  decrements,  instead  of  damping  factora,  we^ 
have,  putting  k^nSi  and  a=]h2, 


n5i+/fe  =  2ir(w  'f)\Y^^^^' 


f 
If  now  n  is  nearly  equal  to  /,  so  we  may  put  without  much  error -=1 

we  get, 

«i+«2=2r(^==^^^^3 (106) 
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If  then  we  have  plotted  a  curve  showing  the  variation  of  the  current 
in  the  oecUlatory  circuit  as  its  natural  frequency  is  varied  we  can  calculate 
the  sum  of  the  decrements  of  the  circuit  and  exciting  voltage;  if  one  of 
them  is  known  the  other  may  then  be  obtained.  The  curve  between 
(current)^  and/  will  have  the  shape  indicated  in  Fig.  62;  when/=n,  /  has 
its  maximum  value  Ir,  and  it  decreases  as/  departs  from  n.  The  amount 
of  decrease  in  /  for  a  given  difference  between  n  and  /  is  the  same  whether 

/  is  greater  or  less  than  n,  provided  the  value  of  j  does  not  differ  materiaUy 

from  imity. 


Fig.  62. — Resonance  curve  of  a  circuit  excited  by  damped  sine  wave. 


If  we  then  read  the  two  values  of/  (call  them/3  and/i,  /2 being  greater 
than  n  and  fi  being  less  than  n),  so  chosen  that  the  current  is  reduced  to 
1 


V2 


of  its  resonance  value  we  shall  have 


and  also 


«i+52  =  2t 


/2-n 


n 


Adding  these  two  values,  we  get 


*   ,  * h-h ^2-/1 

n  /, 


(106) 
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In  this  equation  fr  is  that  frequency  of  the  circuit  which  gives  greatest 
current;  this  frequency  we  know  to  be  practicaUy  the  same  as  the  fre- 
quency of  the  impressed  force  which  we  have  been  calling  n. 

As  the  frequency  of  a  circuit  varies  with  the  square  root  of  the  capadty 
in  the  circuit,  we  may  write  Eq.  (106)  in  terms  of  the  amount  of  capacity 
used  in  getting  the  resonance  curve.  If  Cr  is  the  value  used  to  get  the 
maximum  current  and  C2  and  C\  correspond  to  /2  and/i  of  Eq.  (106)  then 
we  have,  very  nearly, 

«i+82=|^^ ^^*^ 

This  is  the  equation  generally  used  when  using  a  wave  meter  for  getting 
the  decrement  of  a  transmitting  set;  although  approximations  have  been 
made  in  deducing  it,  the  errors  incurred  are  small  if  the  simi  of  the  two 
decrements  is  small  (say  less  than  0.25),  which  is  always  the  case  in  prac- 
tical radio  sets. 


CHAPTER  V 
SPASK  TELEGRAPHY 

^lartE  TransmlsBion  and  Equipmeot. — The  transmiaBioii  of  tntelli- 
gence  by  means  of  electromagnetic  and  electroBtatic  energy  radiation  from 
an  open  oscillator,  produced  by  the  high-frequency  oscillatory  dlschai^ 
of  a  condenfler  in  an  associated  circuit,  is  called  apark  telegraphy.  The 
fundamental  circuits  of  such  a  transmitter  have  already  been  discussed 
(Chapter  III),  and  the  action  and  inherent  necessity  of  the  apark  to  this 
form  of  transmission  indicated.  Thus  the  reason  for  the  term  "  spark  " 
tel^raphy. 

In  the  diagram  of  connections  (Fig.  1)  and  description  of  the  trans- 
mitter, a  certain  conventional  and  more  or  less  standard  arrangement 


of  equipment  has  been  aaamned.  Commercial  transmitters  may  differ 
from  this  arrangement  in  several  details,  for  instance,  in  the  method 
of  enei^  supply,  form  of  spark  gap  used,  and  the  kind  of  coupling  employed 
between  the  closed  and  open  (radiating)  oscillatory  circuits. 

An  examination  of  the  set  shows  it  to  consist  of  three  main  circuits: 
(1)  a  low-voltage,  low-frequency  circuit  which  includes  the  alternator 
(A),  the  key  (K),  the  low-tension  winding  of  the  step-up  power  trans- 
former (P),  and  a  variable  reactance  (V.R.),  which  is  abo  called  a  reac- 
tance r^ulator  or  choke  coil;  (2)  a  high  voltage,  high-  and  low-frequency 
circuit,  including  the  high-tendon  winding  of  the  step-up  power  trans- 
former (S),  the  capacity  (Ci);  the  inductances  (Li)  and  (L'l)  and  the 
radio-frequency  choke  coils  (H),  the  spark  gap  G  being  shimted  across 
tiie  circuit  as  shown  in  the  diagram;  that  part  of  this  circuit  comprising 
276 
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Li,  L'l,  Ci,  and  the  gap,  in  series  is  called  the  closed  osciUaitng  drcuii; 
(3)  a  third  circmt,  known  as  the  open  {radialing)  oscillcUory  circuit,  of 
high  frequency  only,  containing  the  following  equipment:  Inductance  Z/s, 
coupled  inductively  with  Li,  and  forming  with  Li  the  oscillation  trans- 
former; a  tuning  inductance  Lz,  the  antenna  or  aerial  (represented  in 
the  diagram  by  a  fictitious  lumped  capacity  C2)  the  hot-wire  ammeter 
Ai,  and  the  short  wave  condenser  Cz  equipped  with  short-circuiting  switch. 

The  detailed  action  and  function  of  the  above  equipment,  represent- 
ing all  the  essential  elements  of  a  spark  transmitter,  will  now  be  discussed. 

The  Alternator. — ^The  function  of  the  alternator  is  to  supply  electrical 
energy  to  the  set,  it  itself  usually  being  driven  by  a  direct-current  motor. 

Where  a  supply  of  electrical  energy  is  not  available  it  may  be  drivm 
by  a  gas,  steam,  or  oil  engine.  When  motor  driven,  a  storage  battery 
is  sometimes  connected  across  the  supply  mains,  to  steady  the  voltage 
impressed  on  the  motor  and  to  act  as  a  reserve  in  case  of  interruption 
to  the  source  of  supply. 

The  construction  and  characteristics  of  the  alternator  are  discussed 
below  (page  287). 

The  Switch  K,  called  the  key,  is  used  to  control  manually  the  energy 
supply  to  the  step-up  transformer.  If  this  energy  is  interrupted  in  accord- 
ance with  a  prearranged  or  conventional  plan  (i.e.,  the  International  Morse 
Code),  then  the  radiated  energy  will  vary  in  the  same  manner,  and  thus 
signals  may  be  transmitted.  (See  Chapter  III.)  The  diagram  indicates 
the  key  as  making  and  breaking  the  main  circuit  ciurent.  On  the  hi^er 
powered  sets  it  becomes  impracticable  manually  to  open  the  main  circuit 
directly,  due  to  the  large  currents  involved  requiring  a  long  break  and 
heavy  set  of  contacts.  The  key,  therefore,  is  usually  arranged  to  operate 
in  an  auxiliary  circmt,  connected  to  actuate  one  or  more  relays,  ndioee 
contacts,  in  turn,  make  and  break  the  main  circuit. 

The  Step-up  Transformer. — Consisting  of  hi^  and  low-tenidon  wind* 
ings  S  and  P,  raises  the  potential  of  the  energy  supply  from  pertiaps 
120  to  10,000-20,000  volts.  This  increase  in  the  voltage  is  required  for  the 
proper  operation  of  the  spark  gap. 

For  the  lower  powered  sets,  i.e.,  sets  having  less  than  1  kw.  rating, 
the  alternator  and  step-up  transformer  may  be  replaced  by  a  storage 
battery  and  high-tension  induction  coil.  The  Umitation  and  operation 
of  the  induction  coil  is  considered  in  detail  below  (see  page  282). 

The  capacity  Ci  forms  the  reservoir  for  energy  storage  as  the  voltage 
impressed  across  the  inductance  (Li-f-L'i)  and  Ci  approaches  its  maximum 
value.  That  the  impressed  voltage  is  practically  all  consumed  across  Uie 
condenser,  and  the  condenser  thus  charged  to  this  voltage,  can  be  seen  at 
once  if  the  reactance  of  (Li+L'i)  and  Ci  are  considered  at  the  frequency 
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of  the  supply.    Thus,  assuming  Li+L'i  =  60mA,  Ci  =  .002m/,  frequency 
=  500  cycles,  we  have, 

XL=2T/L  =  2irX600X60X10-«  =  .157  ohm, 

1  10* 

Since  the  same  current  flows  through  both  (Li+L\)  and  Ci  on  charge, 
it  is  apparent  that  the  drop  across  the  inductance  is  negligible,  and  that. 
the  charging  voltage  is  practically  impressed  directly  across  Ci.  Forms 
of  hi^  potential  condensers  and  their  construction  are  described  below 
(page  297). 

The  inductance  Li  is  essential  to  the  closed  circuit,  since  high  fre- 
quency oscillations  are  to  be  produced  when  the  condenser  Ci  discharges.. 
In  addition  to  its  function  of  energy  storage,  Li  forms  the  means  of  coup- 
ling the  closed  and  open  (radiative)  circuits;  in  conjunction  with  La  it 
is  known  as  an  oscillation  or  Tesla  high-frequency  transformer.  The 
variable  inductance  L\  is  not  essential  to  the  operation  of  the  set,  and 
is  seldom  used  in  practice. 

The  function  (rf  the  spark  gap  O  has  already  been  briefly  considered 
(Chapter  III).  Essentially,  its  action  is  that  of  a  trigger  which  permits 
the  stored-up  energy  of  the  charged  condenser  Ci  to  be  discharged  in 
the  form  of  high-frequency  oscillations,  when  the  potential  between  its 
electrodes  has  reached  a  certain  critical  value.  The  several  forms  of 
spark  gaps  used  on  modem  transmitters,  and  their  action,  are  considered 
later. 

The  secondary  winding  L2  of  the  oscillation  transformer  forms  the 
seat  of  induced  high-frequency  electromotive  force  and  is  the  means 
of  energy  transfer  from  the  closed  oscillating  circuit.  To  control  this 
energy  transfer  and  to  secrnre  proper  operating  conditions  the  position 
of  this  coil  is  varied  with  respect  to  Li,  i.e.,  the  coupling  between  the 
two  circuits  is  adjusted  to  give  the  best  results. 

When  adjusting  for  the  transmission  of  long  wave  lengths,  it  becomes 
undesirable  to  tune  the  open  oscillating  (radiating)  circuit  by  increasing 
L2,  as  this  may  increase  the  coupling  to  greater  than  the  desired  value; 
excessive  coupling  possesses  several  disadvantages  as  outlined  below. 

Function  of  the  Tuning  Inductance  L3. — ^To  time  the  circuit,  without 
increasing  the  coupling  the  tuning  inductance  L3  is  inserted;  note  that 
coefiKcient  oi  coupling  between  the  two  circuits  is  decreased  if  L3  is  increased 
and  L2  is  unchanged.  This  inductance  has  no  inductive  relationship 
with  either  Li,  or  La,  and  is  cut  into  the  circuit  only  when  adjusting  the 
set  to  transmit  at  the  longer  wave  lengths.  The  insertion  of  a  capacity 
in  multiple  with  C2,  or  across  La,  would  produce  a  similar  effect. 
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Antenna. — ^The  aerial  or  antenna  represents  primarily  a  condenser 
of  large  physical  dimensions,  and  forms  the  radiating  element  of  the  set 
(see  Chapter  IX).  A  capacity  of  small  dimensions,  such  as  is  used  in 
the  closed  oscillating  circmt,  possesses  no  appreciable  ability  to  throw 
off  or  radiate,  electromagnetic  energy  even  though  the  frequency  of  oscil- 
lation be  extremely  high.  For  this  reason  the  radiating  capacity  is  made 
of  large  physical  dimensions,  and  as  such  is  called  the  aerial  or  antenna. 

Function  of  the  Short-wave  Condenser  Cs* — ^The  functions  of  Cz  is 
to  permit  tuning  the  open  circuit  with  the  closed  circuit,  when  the  wave 
length  to  be  transmitted  is  very  short.  It  is  therefore  called  the  short- 
wave condenser  and  is  connected  in  series  with  the  antenna,  the  total 
capacity  of  the  circuit,  and  the  wave-length,  being  thus  decreased.  In 
the  absence  of  this  condenser  it  would  be  necessary  to  tune  by  decreasing 
La  (Ls  being  cut  out  of  circmt  at  some  intermediate  wave4ength),  in 
which  case  the  energy  transferred  from  the  closed  to  the  open  circuit 
may  be  too  small  for  satisfactory  transmission,  the  coupling  having  been 
made  too  weak. 

Protective  Equipment — ^In  addition  to  the  above  apparatus,  the  set 
is  equipped  with  certain  protective  devices.  High  resistances  or  con- 
densers are  connected  across  the  field  and  armature  terminals  of  the 
alternator  and  its  driving  motor,  to  prevent  the  flow  of  high-frequency 
ciurents  in  these  highly  inductive  circuits.  These  high-frequency  cur- 
rents may  be  caused  to  flow  by  direct  inductive  effects  from  the  closed 
and  open  oscillating  circmts,  particularly  if  the  space  is  restricted,  as 
on  shipboard,  and  the  several  circuits  are  close  together.  High-Frequency 
ciurent  flowing  or  tending  to  flow  through  a  high  inductance  means  a 
high-potential  drop  across  the  winding,  this  potential  usually  being  con- 
centrated ("  piled  up  ")  at  the  end  turns  of  the  winding.  This  potential 
may  be  sufficient  to  puncture  the  winding  insulation,  and  to  prevent  this 
the  coil  is  shunted  by  resistance  or  capacity,  throu^  which  the  hi^i- 
frequency  current  can  easily  flow,  without  any  abnormal  potentials  being 
produced.  Also  this  resistance  or  capacity  usually  has  its  neutral  pKunt 
connected  to  groimd,  to  prevent  excessive  potential  stresses  with  respect 
to  ground.  The  connection  of  a  protective  resistance  (R')  and  condenser 
(C)  is  indicated  in  the  diagram  (Fig.  1). 

Since  the  breakdown  of  the  gap  virtually  short  circuits  the  high  tension 
side  of  the  step-up  transformer,  some  means  must  be  introduced  to  pire- 
vent  the  abnormal  current  flow  which  would  otherwise  occiu"  under  this 
condition.  If  this  is  not  done,  the  transformer  and  alternator  may  be 
damaged,  and  the  arc  across  the  gap  become  a  sustained  condition,  j»i&- 
venting  the  recharging  of  the  capacity  Ci,  with  resultant  decrease  of  the 
high-frequency  energy.  Three  means  may  be  used,  all  three  involving 
the  insertion  of  reactance  in  the  low  voltage  supply  circuit:    (a)  Hi^ 
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reactance  (high  impedance)  in  the  alternator;  (6)  an  iron-cored  induct- 
ance in  the  supply  leads  to  the  tranirformer;  (c)  high  leakage  reactance 
in  the  step-up  transformer. 

The  action  of  this  added  reactance  is  to  rapidly  decrease  the  voltage 
as  the  current  flow  increfeuses,  as  the  gap  breaks  down.  In  addition  to 
the  above,  a  more  or  less  resonant  adjustment  of  the  circuit  constants 
may  be  used  to  seciure  an  equivalent  result.  The  action  of  this  arrange- 
ment is  discussed  in  detail  on  pages  310  et  seq. 

To    prevent  any  appreciable  high-frequency  current  from  flowing 
through  the  high-tension  winding  of  the  transformer,  thus  setting  up 
high  potentials  with  liability  of  puncture  to  the  winding,  high-frequency 
reactance  coils  H  are  inserted   between  the  gap  and  the  transformer. 
These  coils  have  a  very  low  impedance  to  the  flow  of  current  of  alter- 
nator frequency,  but  present  a  very  high  impedance  to  the  high-frequency 
discharge  current,  which  is  thus  forced  to  follow  the  gap  circuit.    These 
coUs  may  be  simply  a  helix  of  copper  wire  wound  on  a  porcelain  or  bake- 
lite  spool,  and  are  designed  to  possess  a  high  ''  turn  insulation."    They 
can  thus  safely  withstand  potential  strains  which  would  cause  puncture 
to  the  transformer  winding  if  permitted  to  occur  at  this  point.    Another 
advantage  is  that  the  hi^-frequency  current  is  forced  to  flow  in  the  low- 
resistance  gap  circuit.  Instead 'of  through  the  higher-resistance  by-path 
presented  by  the  transformer  winding.    The  damping  is  thus  decreased, 
and   the  operating  efficiency  of  the  set  increased.     (The  damping  is 
decreased  by  the  decrease  of  closed  circuit  PR  losses.)    With  modem 
transmitters,  where  the  end  turns  of  the  high-tension  winding  have  been 
specially  insulated  to  withstand  the  high  potentials,  these  high-frequency 
choke  coils  are  usually  omitted. 

Conductive  and  Capadtive  Coupling* — ^The  above  description  of  the 
spark  transmitter  has  considered  an  oscillation  transformer,  with  two 
windings,  conductively  independent,  but  coupled  electro-magneticaDy,  as 
the  means  of  transferring  energy  from  the  closed  to  the  open  oscillating 
circuit.  This  is  the  form  in  common  use  to-day,  and  is  known  as  inductive 
coupling.  Under  certain  conditions,  where  space  is  at  a  premium,  mich 
as  military  field  sets  and  aeroplane  eqmpment,  it  becomes  desirable  to 
concentrate  the  oscillation  tn^isformer  into  one  winding,  the  connections 
tl&en  being  made  as  shown  in  Fig.  2  (A). 

Such  coupling,  which  is  known  as  direct  or  conductive  coupling,  is 
equivalent  as  a  means  of  energy  transfer,  to  the  inductive  type.  It,  how- 
ever, is  not  so  flexible  in  its  coupling  adjustment  as  the  latter,  and  requires 
two  movable  contacts  for  the  open  circuit  terminals,  if  very  loose  coupling 
is  desired  (Fig.  2  (£)).  In  any  case  the  adjustment  is  more  difficult  than 
^th  the  two-coil  transformer,  wherein  the  coupling  is  easily  adjusted 
by  movement  of  the  one  coil  (open  circuit)  relative  to  the  other  (closed 
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circmt  coil).  Direct  coupling  has  the  advantages  of  reduced  space  require- 
ments, simplicity  and  increased  efficiency;  it  avoids  also  tlie  necessity 
of  insulating  the  two  windings  from  each  other.  This  latter  point  is 
important  only  when  very  tight  coupling  is  desired,  as  under  normal 
coupling  conditions  the  space  between  the  two  coils  is  such  that  the 
insulation  is  ample,  imless  very  high  voltages  are  involved. 


t     Fio.  2. — Two  schemes  for  using  conductive  coupling  in  a  park  transnuttv . 

Capacitive  coupling,  instead  of  the  inductive  form,  could  also  be  used, 
but  is  very  rarely  adopted  in  practice,  due  to  the  greater  adjustm^it 
facility  and  simplicity  of  the  latter  form.  Capacitive  coupling  is  shown 
in  Pig.  3. 


s.*^ 


Fig.  3. — ^A  capacitively  coupled  transmitter. 

Forms  of  Excitation. — ^All  of  the  above  methods  involve  what  is  known 
as  indirect  excitation,  that  is,  energy  is  stored  in  the  closed-circuit  con- 
denser, and  a  portion  then  transferred  from  this  circuit  to.  the  open  or 
radiating  circmt,  when  the  high-frequency  oscillatory  discharge  occurs. 
The  antenna,  however,  possesses  distributed  capacity  and  inductance  and 
the  earlier  forms  of  transmitters  stored  the  energy  in  this  antenna  capacity 
directly,  the  antennse  circuit  being  thus  synonymous  with  the  closed  cir- 
qiit  of  the  modern  transmitter.  This  method  is  known  as  direct  excita- 
tion, and  possesses  advantages  as  regards  economy  in  first  cost,  less  space 
requirements,  and  greater  simplicity.  The  connections  are  shown  in 
Fig.  4. 
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This  arrangement  may  be  used  particularly  for  very  small  power  sets, 
using  a  storage  battery  and  induction  coil  as  the  source  of  high  potential 
energy.  It  will  be  noted  that  the  capacity  of  the  aerial  is  charged  by 
the  induction  coil,  and  when  the  gap  breaks  down,  a  hi^-frequency  dis- 
charge is  produced  exactly  as  in  the  case  of  the  closed  circuit.  A  portion 
of  the  high-frequency  energy  will  be  radiated,  and  by  its  proper  control 
signals  may  be  transmitted  as  with  the  indirectly  excited  transmitters. 

The  circuit  possesses  the  fundamental  disadvantage  that  the  gap 
resistance  is  in  the  radiating  circuit.  The  radiated  energy  will  thus  have 
a  high  decrement  and  cause  interference  to  any  station  which  may  be^ 
within  its  sending  radius, 
unless  the  station  be  timed 
to  a  wave  length,  remote 
from  that  of  the  transmitter 
considered.  The  efficiency 
of  such  a  radiator  is  low, 
most  of  the  energy  being 
dissipated  as  heat  in  the 
spark  resistance  and  as 
other  circuit  losses.    Also 

the  capacity  of  the  antenna  Yiq,  4.— The  earliest  type  of  radio  transmitter,  using 
is  snail  compared  to  the  direct  excitation,  the  spark  gap  being  in  the 
capacity  which  may  be  antenna  circuit. 
placed  in  the  closed  cir- 
cuit when  indirect  excitation  is  used  thus  the  current  through  the  spark 
gap  is  much  smaller  than  it  would  be  if  the  gap  were  in  a  high  capacity 
circuit.  The  resistance  of  the  gap  is  higher  the  smaller  the  current  through 
it,  hence  the  high  damping  effect  of  the  gap  when  placed  in  the  antenna 
circuit.  The  decrement  of  the  radiated  energy  is  still  further  increased 
by  the  increased  length  of  gap  required  as  well  as  by  excessive  leakage 
losses,  corona,  etc.,  which  may  occur  at  these  increased  voltages.  The 
decrement  may  be  reduced  by  inserting  a  low  resistance  inductance  L 
in  the  aerial  circmt  as  shown  in  Fig.  4,  and  as  shown  by  the  formula  for 
decrement  given  on  page  214.  The  oscillations  will  thus  decay  more 
slowly,  giving  a  more  sustained  eflfect  to  the  radiated  energy;  but  the 
amount  of  energy  radiated  is  less. 

It  may  not  be  possible,  however,  to  insert  this  inductance,  if  it  is 
desired  to  transmit  at  certain  short  wave  lengths.  For  these  reasons  the 
direct  excitation  method  is  not  used  on  medium-  or  high-powered  trans- 
mitters, and  is  found  only  on  very  small  or  emergency  sets,  when  low 
first  cost  or  space  restriction  may  be  the  primary  consideration. 

Means  of  Energy  Supply. — ^Modern  spark  transmitters  may  be  equipped 
with  one  of  two  forms  of  energy  supply  to  the  closed  circuit: 
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(a)  The  storage  battery  and  induction  coil. 

(6)  The  alternator  and  step-up  power  transformer. 

The  Storage  Battery  and  Induction  CoiL — Sets  utilizing  the  storage 
battery  and  induction  coil  are  usually  of  an  emergency  or  portable  nature, 
and  of  relatively  low  power.  (Not  over  1  kw.)  The  connections  of 
such  a  set  have  already  been  indicated  in  fig.  4.  The  direct  excitatkHi 
used  in  the  figure,  however,  is  rarely  emplo3^,  conductive  coujding 
between  the  closed  and  radiating  circuit  usually  being  employed. 

The  induction  coil  is  simply  an  *'  open-core  "  transformer,  possessing 
a  primary  winding  woimd  with  a  few  tiurns  of  heavy  wire,  and  a  secondary 
winding  consisting  of  a  large  number  of  tiu-ns  of  fine  wire.  Closing  the 
key  completes  the  primary  circuit  and  connects  the  primary  winding 
directly  across  the  battery.  Current  will  thus  flow  throu^  the  winding, 
magnetizing  the  iron  core.  When  the  magnetization  has  reached  a  certain 
critical  value,  the  armature  A,  fig.  4,  is  drawn  toward  the  core,  opening 
the  circuit  at  the  contact  C  This  sudden  opening  of  the  primary  causes 
the  flux  set  up  in  the  core,  which  links  both  secondary  and  primary  wind- 
ings, to  collapse  or  decrease  at  a  very  high  speed.  In  collapsing  the  flux 
cuts  the  secondary  winding  and  a  very  high  electromotive  force  is  thus 
induced  in  this  winding.  This  e.m.f.,  impresses  on  the  antenna  circuit, 
chaiges  the  antenna  up  to  that  potential,  at  which  the  gap  breaks  down, 
whereupon  a  high  frequency  oscillatory  discharge  occurs,  as  already 
described  in  the  first  pages  of  Chapter  IV. 

The  decrease  of  flux  in  the  core  reduces  the  attraction  on  the  armature 
Ay  which  is  drawn  back  to  its  initial  position  by  the  spring  5,  thus  closing 
the  primary  circuit  again,  whereupon  the  cycle  of  events  just  described 
is  repeated.  The  frequency  with  which  the  armature  makes  and  breaks 
the  primary  circuit  determines  the  frequency  of  the  high  voltage  pulses 
impressed  on  the  closed  circuit,  and  thus  also  determines  the  group  or 
spark  frequency  of  the  set.  This  frequency  may  range  from  30  to  100 
"  makes  "  and  "  breaks ''  per  second  on  modem  interrupters  of  this  type, 
known  as  the  "  hammer  break  "  type.  The  constants  of  the  armature 
system  (the  inertia  of  the  armature  and  the  spring  tension)  determine 
this  frequency,  which  may  therefore  be  adjusted  within  the  limits  indi- 
cated above  to  give  a  required  group  frequency.  This  is  usually  acc(Mn- 
plished  by  adjustment  of  the  spring  tension  and  initial  position  of  the 
armature. 

Requirements  of  Interrupter  Action. — Since  the  fimction  of  the  induo- 
tion  coil  is  to  charge  a  capacity  to  certain  high  potential  in  a  very  short 
interval  of  time  (the  duration  of  the  hi^  e.m.f.  in  the  secondary  is  very 
short),  the  following  requirements  must  be  fulfilled. 

(a)  The  primary  must  be  broken  cleanly  and  quickly,  so  that  the  pri- 
mary ciurent  and  thus  the  flux  surroimding  both  windings,  decreases 
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very  rapidly,  and  (b)  the  time  constant  of  the  secondary  or  high-tension 
circuit  must  be  sufficiently  low.  In  considering  the  above  requirements, 
it  is  desirable  to  analyze  somewhat  carefully  the  actions  which  occiur  in 
the  induction  coil  at  ''  make  "  and  **  break." 

Action  of  Shunting  Condenser. — ^If  we  assume  the  operating  key 
closed,  we  have  the  condition  of  a  constant  e.m.f.  impressed  on  an  inductive 
circuit.  Therefore  the  ciurent  in  the  primary  increases,  as  already 
described  (page  32),  and  as  indicated  in  ciurve  a,  Fig.  5.    The  flux  through 


FiQ.  5. — Currents  and  voltagee  in  the  circuits  of  a  spark  coil  having  a  vibrating  contact. 

the  core  and  linking  both  windings  follows  a  nearly  similar  variation,  as 
shown  in  curve  b.  We  therefore  have  voltages  induced  in  both  windings 
of  the  coil;  in  the  case  of  the  primary  this  voltage  represents  the  c.e.m.f. 
of  self-induction;  in  the  case  of  the  secondary,  it  is  simply  an  induced 

ejii.f .  and  is  equal  to  N,  -^,  Nt  being  the  nimiber  of  secondary  turns. 

The  secondary  induced  e.m.f .  is  indicated  by  curve  c. 

At  the  instant  the  contact  closes  the  primary  circuit  the  changing  flux 
in  the  core  must  be  just  sufficient  to  balance  the  impressed,  or  battery, 

voltage.    We  may  therefore  write  for  this  instant,  -Tr  =  — j^ — ,  E  being 

the  impressed  voltage  and  Np  being  the  number  of  turns  in  the  primaiy 
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winding.     If  there  were  no  magnetic  leakage  between  the  piimaiy  and 

secondary  coils  the  induced  secondary  voltage  would  be  equal  to  ^rA  ^ 

10"   as 

N 
which  may  evidently  be  written  E  ^.    Hence  at  the  instant  of  "  make  " 

ihe  induced  secondaiy  voltage  is  comparatively  low,  practically  negligiUe 
compared  to  the  voltage  obtained  at  tiie  break. 

When  the  primary  circuit  is  interrupted  at  the  contacts  of  the  vibrator, 
a  high  e.m.f.  will  be  induced  in  each  winding,  the  relative  value  of  the 
primary  and  secondary  e.m.f.  being  determined  by  the  turn  ratio.  The 
coimter  e.m.f .  of  self-induction  will  tend  to  maintain  a  ciurent  in  the  pri- 
mary across  the  gap  between  the  vibrator  contacts,  and  if  permitted  to 
do  so,  this  current  will  flow  as  an  arc  across  this  gap,  injming  the  contacts 
and.  preventing  the  very  rapid  decrease  of  flux  desirable.  To  prevent 
this  action,  a  large  capacity  is  shimted  across  the  vibrator  contacts  as 
shown  in  Fig.  4.  The  counter  e.m.f.  of  the  primary  now  charges  this 
condenser,  which,  since  its  capacity  is  relatively  large,^  does  not  rise  to 
very  high  potentials,  and  thus  limits  the  potential  across  the  contacts, 
which  cannot  exceed  that  of  the  condenser.  Sparking  or  arcing  at  the 
contacts  is  thus  avoided. 

As  the  condenser  becomes  charged,  and  the  energy  of  the  magnetic 
field  is  discharged,  a  point  will  be  reached  where  the  potential  of  the  con- 
denser is  greater  than  that  of  the  coil.  The  condenser  will  then  discharge 
into  the  coil,  but  the  current  will  oppose  the  original  flow  of  current 
and  therefore  increase  the  rate  of  decay  of  current  in  the  circuit.  In 
effect  the  primary  circuit  is  an  oscillating  circuit,  althou^  the  first  oscil- 
lation only  is  of  importance,  due  to  the  very  high  damping.  The  effect 
of  the  shunting  condenser  is  thus  (a)  to  prevent  arcing  and  sparidng 
at  the  contacts  of  the  vibrator,  resulting  in  a  cleaner  break,  higher  induced 
e.m.f.'s  in  the  secondary  winding,  and  decreased  injury  to  contacts;  (b)  an 
opposing  discharge  current  flows  into  the  primary  winding,  which  increases 
the  rate  of  decay  of  flux,  thus  also  increasing  the  e.m.f.  induced  in  the 
secondary.  For  these  reasons  a  shimting  condenser  is  always  used  in 
connection  with  the  induction  coil,  being  usually  assembled  in  the  base 
of  the  induction  coil  case. 

Duration  of  High  Potential  Induced  in  Secondaiy  Circuit — ^The  period 
of  time  diuing  which  the  high  voltage  is  available  at  the  secondary  ter- 
minals is  extremely  small.  This  may  be  seen  from  the  following:  if 
the  primary  circuit  has  no  condenser,  the  decay  depends  primarily  on  the 
quickness  and  cleanness  with  which  the  vibrator  opens  its  contacts.    The 

^  The  condenser  should  be  only  just  large  enough  to  suppress  arcing  at  the  contacts; 
if  the  value  of  the  capacity  is  greater  than  this  required  amount  the  secondary  induced 
voltage  will  be  lower  than  if  a  proper  condenser  is  used. 
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resistance  then  inserted  in  the  circuit  is  very  high  and  the  time  constant 
(  =  P  )  is  therefore  very  small.  The  collapse  of  the  flux  is  then  correspond- 
ingly rapid  if  we  neglect  the  effect  on  this  flux  of  whatever  current  may  be 
present  in  the  secondary  circuit  during  this  time. 

If  a  condenser  shunts  the  contacts,  the  time  is  fixed  by  the  natural 
period  of  this  circuit;  thus  if  we  assimie  Cp«  1/^,  L„»  .01  henry,  the  time 
of  the  first  alternation  of  secondary  voltage  is  given  by  the  equation 

,     2yVLC     2irXl0--^xVi0lxI     2irXlO-3X.l     oi^v.ia4         i     ^ 
<  =  — s —  = s = s =3.14X10"*sec.^ 


If  a  spark  does  not  take  place,  other  alternations  of  voltage  will  follow 
this  one,  but  will  be  successively  smaller  in  amplitude  and  hence  would 
evidently  not  produce  a  spark  if  the  first  alternation  did  not. 

Action  in  tiie  Secondaxy  Circuit — ^In  the  secondary  circuit,  the  e.m.f. 
induced  must  overcome  the  reactions  of  the  winding  resii^jtance  anci  the 
condenser,  or 

N.^^I.R.+v, .    .    .    (1) 

This  circuit  is  equivalent  to  the  circuit  considered  on  page  37,  where 
the  charging  of  condenser  through  resistance  was  discussed.  The 
induced  voltage  may  be  considered  as  acting  on  the  capacity  through  i2«. 

The  time  consti^t  of  this  circuit  is  C«/2«  and  since  Nt--^  has  such  a 

short  duration,  it  is  essential  that  C«/2«  be  small,  if  the  capacity  is  to  be 
charged  to  the  maximum  possible  potential.  Since  C«  is  fixed  by  the  wave 
length  and  energy  requirement  of  the  set,  Rt  must  be  made  as  low  as  pos- 
sible. For  this  reason  induction  coils  intended  for  radio  service  have  their 
secondaries  wound  with  wire  several  sizes  larger  than  would  ordinarily 
be  used,  as  for  instance,  in  a  coil  intended  for  gas-engine  ignition.  It 
must  be  borne  in  mind  that  the  actual  electrical  efficiency  of  the  coil 
intended  for  radio  work  may  be  of  importance,  and  when  this  is  so,  it  is 
evident  that  the  PR  loss  in  the  secondary  winding  must  be  kept  as  low  as 
possible.  This  is  another  reason  for  keeping  the  resistance  of  the  second- 
ary winding  low. 

The  action  which  occurs  in  the  secondary  circuit  at  the  instant  of 

^  Thk  elementary  analysis  is  based  on  the  assumption  that  the  secondary  circuit 
has  no  effect  on  the  time  constant  of  the  primary  circuit;  if  a  odndenser  is  connected 
across  the  secondary  terminals  (or  the  internal  capacity  of  the  sedondary  winding  has 
an  appreciable  effect)  this  assimiption  is  hardly  warranted. 
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(oimaiy  "  break  "  is  indicated  to  a  larger  time  scale  in  Fig.  6  '  where  (a) 
indicates  the  conditions  with  the  spark  gap  disconnected  from  the  second- 
ary circuit  while  (b)  shows  the  operation  when  both  the  condenser  and 
gap  are  across  the  hif^-tension  winding  as  in  normal  operation. 

The  duration  of  the  tndn  of  high-frequency  oscillatioiis,  assuming  a 
decrement  of  0.2  (which  ia  not  excesrave  for  this  type  of  circuit),  and  a 
frequency  of  1,000,000,  is  calculated  as  follows: 
4.6+i_4.6+0.2    -. 


*---<-— 03- 


and  the  duration  ii 


r  =  24X 


i,)Joo,o( 


0,000 
-24X10-' seconds. 


CMtdtUiMM  irtien  sap  doM  Cooditlani  wIwd  fap 

not  break  dou'A  breaki  ditwn 

Ra.  6. — Action  of  a  spark  coil  connected  to  an  oecillatory  circuit. 

This  time  would  be  indicated  by  practically  a  straight  vertical  line 
on  the  scale  of  Fig.  5.  Conditions  as  indicated  in  F^.  6  (a)  would  also 
apply  to  the  primary  circuit  if  a  suitable  condenser  is  used  across  the 
contactfi. 

Types  of  Interrupters. — As  has  been  mentioned,  the  induction  eofl  is 
used  chiefly  on  sets  of  low  power,  usually  representing  emergency  equip- 
ment.   On  these  the  principal  type  of  interrupter  used  is  the  "  h«innii*r 

'  In  calculating  the  time  scale  for  diagram  6  (o),  it  has  been  aaaumed  that  the 
■econdary  winding  has  an  inductance  of  25  henries,  and  that  the  condenser  used  in 
the  secondary  circuit  has  a  capacity  of  .002  raicrofarad. 
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break  **  interrupter  as  mentioned  previously.  This  type  of  break,  however, 
is  limited  in  its  ability  to  interrupt  large  currents,  and  in  the  frequency  of 
interruption  to  which  it  can  be  adjusted.  The  turbine  break,  which  opens 
the  primary  circuit  by  periodically  interrupting  a  jet  of  merciuy  which 
completes  the  circuit,  may  be  used  when  larger  currents  and  power  are 
involved.  The  frequency  of  interruption,  is  also  under  ready  control,  and 
can  be  varied  from  30  to  1200  breaks  per  second,  by  adjusting  the  speed 
of  the  rotating  member,  which  is  usually  driven  by  a  small  motor. 

The  electrolytic  type,  and  various  types  of  motor  (commutator)  inter- 
rupters have  also  been  used.  The  student  is  referred  to  Fleming's  "  Prin- 
ciples of  Electric  Wave  Telegraphy  and  Telephony  '*  for  more  detailed 
information  on  these  types,  which  are  relatively  little  used  on  modem 
spark  transmitters. 

The  foregoing  interrupters  are  not  capable  of  properly  "  making  " 
and  "  breaking  "  large  currents  many  times  per  second  (500  or  1000)  and 
for  this  reason  the  induction  coil  is  at  present  limited  in  application  to 
small  power  sets. 

Alternator  and  Step-up  Transformer. — ^The  use  of  an  alternator  and 
step-up  transformer  is  practically  universal,  with  the  exception  of  very 
small  sets,  which  may  economically  and  conveniently  be  supplied  by  a 
storage  battery  and  induction  coil  as  described  above.  Alternators  for 
radio  service  are  usually  motor  driven,  where  electrical  power  is  available. 
If  no  electrical  source  of  power  is  provided,  a  gas,  oil  engine,  or  small 
steam  tiurbine  may  be  used  as  the  prime  mover. 

Alternator  Construction. — The  general  construction  of  such  an  alter- 
nator does  not  differ  radically  from  that  of  the  ordinary  machine  of  power 
engineering,  and  will  be  in  accordance  with  one  of  the  following  construc- 
tional arrangements: 

(a)  Fixed  Field  and  Rotating  Armature; 
Q>)  Rotating  Field  and  Fixed  Armature; 
(c)  Inductor  Type. 

The  first  two  arrangements  have  been  widely  used  in  the  past,  while 
the  third  type  is  more  recent.  It  possesses  the  advantage  that  all  windings 
are  fixed  in  position  and  thus  liability  of  damage  to  insulation  is  reduced 
and  greater  mechanical  strength  and  ruggedness  is  obtained. 

Alternator  Action. — ^The  action  of  all  three  arrangements  is  to  induce 
in  the  armatmre  winding  an  alternating  e.m.f.  Types  a  and  6  secure 
this  result  by  varying  the  position  of  the  field  windings  relative  to  the 
armature  winding,  thus  causing  a  periodic  change  in  the  flux  linking  a 
given  coil  and  inducing  therein  an  alternating  e.m.f.  This  action  is 
indicated  in  Fig.  7. 

In  the  inductor  type  the  relative  position  of  the  armature  and  field 
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windings  is  fixed,  but  a  revolving  rotor  periodically  varies  the  reluctance 
of  the  flux  path,  and  thus  the  flux  linking  a  given  winding  in  the  armature, 
periodically  increases  and  decreases  as  indicated  in  Fig.  8.  The  rotor 
carries  no  windings,  the  projections  (pole  teeth)  on  its  peri^diay  acting 
to  cause  the  required  periodic  variation  of  flux. 


Potition  of  coDductor 
Fig.  7. — Induction  of  e.mi.  in  the  conductor  of  a  revolving  armature  alternator. 

Frequency  of  Generated  E.M  J". — In  the  case  of  the  first  two  t3rpes  the 
flux  of  adjacent  poles  is  always  in  the  opposite  directions:  Thus  a  con- 
ductor passing  through  the  flux  emanating  from  the  N  pole  will  have 
induced  in  it  an  e.m.f .  of  one  direction  or  polarity,  and  in  passing  throu^ 
the  S  pole  flux,  will  have  the  direction  of  e.m.f.  reversed,  i.e.,  a  complete 
cycle  of  alternating  e.m.f .  is  induced  in  the  conductor  as  it  passes  a  pair 
of  poles. 

Armature  Windlnff  ESeld  Windinc 


Fig.  8. — ^Action  of  an  inductor  alternator. 


In  the  case  of  the  inductor  type,  the  direction  of  the  flux  relative  to 
the  armature  winding  is  always  the  same,  but  this  flux  varies  periodically 
with  time  as  the  reluctance  of  its  path  increases  and  decreases.    When 

the  flux  is  increasing  the  induced  e.m.f.  (^^-^  jt)  ^^  have  a  certain 

polarity.  When  the  rate  of  change  of  flux  reverses,  that  is,  becomes  a 
decrease,  the  induced  e.m.f.  reverses  and  an  alternating  e.m.f.  is  thus 
developed. 
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For  classes  (a)  and  (6)  the  frequency,  i.e.,  the  number  of  complete 
cycles  per  second,  is  equal  to  the  nimiber  of  pairs  of  poles  (in  passing  one 
pair  of  poles  the  induced  e.m.f.  passes  from  0  to  +  maximum  to  0  to 
—maximum  and  back  to  0)  times  the  revolutions  per  second,  or 

/=pXr.p.s (2) 

Thus  a  4-pole  machine,  when  driven  at  1800  r.p.m.,  will  give  a  fre- 
quency of  60  cycles  per  second. 

In  the  inductor  type,  a  complete  cycle  is  obtained  when  the  rotor 
moves  through  the  angle  of  the  pole  pitch  (pole  pitch = distance  from  a 
point  on  one  field  projection  on  rotor  to  the  corresponding  point  on  the 
adjacent  projection). 

Thus,  if  the  rotor  makes  one  complete  revolution,  the  cycles  generated 
are  equal  to  the  nimiber  of  teeth  or  projections  on  the  rotor.  The  cycles 
per  second  are  thus  equal  to 

/«nX(r.p.s.), (2a) 

where  n^the  number  of  pole  teeth,  or  slots  on  the  rotor 

Radio  alternators  differ  from  alternators  used  for  power  engineering, 
in  two  important  characteristics:  (a)  frequency,  (b)  internal  reactance. 
The  frequency  of  the  alternator  determines  the  spark  or  group  frequency 
of  the  set  (neglecting  the  application  of  the  non-synchronous  gap  discussed 
below),  which  in  turn  determines  the  munber  of  times  the  receiver  dia- 
phragm is  impulsed  per  second  at  the  receiver  station,  or  the  pitch  of  the 
note,  heard  in  the  phones  by  the  receiving  operator.  Modern  receiver 
diaphragms  normally  have  a  natural  frequency  of  about  1000  cycles  per 
second,  and  the  human  ear  is  most  sensitive  at  about  this  frequency;  it 
is  therefore  desirable  to  use  this  frequency  of  wave  trains,  if  the  maximum 
audibility  of  the  received  signal  is  to  be  obtained.  (When  the  signal 
frequency  corresponds  to  the  natiural  frequency  of  the  telephone  diaphragm 
maximimi  signal  strength  for  a  given  impressed  e.m.f.  results.)  Thus 
modem  radio  alternators  are  constructed  to  give  very  much  higher  fre- 
quencies than  are  used  in  power  engineering  practice,  a  usual  value  being 
500  cycles,  giving  a  group  frequency  of  1000,  when  the  gap  is  adjusted 
to  break  down  once  every  half  cycle. 

This  high  frequency  requires  a  large  number  of  poles,  or  excessively 
hi^  speeds,  for  its  generation.  Thus  a  four-pole  machine  would  have  to 
be  run  at  250  r.p.s.  or  15,000  r.p.m.,  to  give  500  cycles  per  second.  This 
hi^  speed  would  involve  difficult  and  expensive  construction  and  there- 
fore the  munber  of  field  poles  is  increased  to  obtain  the  desired  frequency 
at  a  Iqwer  speed.  To  secure  the  required  number  of  poles  around  the 
periphery  of  the  armature,  without  making  the  latter  excessively  large, 


290 


SPARK  TELEGRAPHY 


[Chap.  V 


requires  special  construction.    Thus,  assuming  an  alternator  driven  at 
1500  r.p.m.,  or  25  r.p.s.,  we  have, 

/=500=nX25,  where  n=No.  of  pairs  of  poles 

n=20 

Thus,  20  pairs,  or  40  poles,  would  be  required  for  the  field.    To  mini- 
mize the  space  required,  field  coils  are  placed  only  on  alternate  poles  (A'), 

the  remaining  poles  (S) 


thus  being  consequent 
poles.  This  construc- 
tion is    illustrated    in 

Armatiioe  ^^*  ^• 

Fia.  9.— The  ordinary  smaU  radio  alternator  has  a  field  With  the  inductor 
coil  on  every  other  pole  only,  half  the  poles  heing  con-  type,  very  much  hi^^* 
sequent  poles.  speeds  are  permissible, 

as  all  windings  are 
fixed  in  position,  and  the  rotor  can  be  specially  designed  and  constructed 
for  high-speed  operation.  Such  construction  is  illustrated  by  the 
Alexanderson  high-frequency  alternator  described  in  Chapter  VII.  With 
the  inductor  type  it  is  not  diflScult  to  seciue  the  necessary  frequency 
by  increasing  the  niunber  of  pole  teeth,  keeping  the  speed  within  reason- 
able values.  Thus  for  the  case  considered  above,  20  teeth,  each  tooth 
and  its  associated  slot  being  equivalent  to  a  pair  of  poles,  wotdd  be 
formed  on  the  rim  of  the  rotor. 

Driving  Motor. — ^The  driving  motor  for  any  type  of  radio  alternator 
should  have  a  practically  constant  speed-load  characteristic  over  the  load 
range  in  which  it  is  to  operate.  This  requirement  is  fulfilled  sufficiently 
well  by  the  modem  shunt  motor,  although  differential  compound  wound 
motors  are  also  used  to  secure  the  desired  constancy  in  speed.  Poly- 
phase synchronous  or  induction  motors  may  also  be  used  where  a.c.  power 
only  is  available. 

Internal  Impedance  of  Radio  Alternators. — ^The  second  characteristic 
which  differentiates  the  alternator  used  for  commercial  power  purposes 
and  the  radio  alternator,  is  the  internal  or  armatiue  impedance.  The 
radio  alternator  operates  always  for  a  small  part  of  its  cycle,  under  short- 
circuit  conditions.  It  has  already  been  indicalted  (ps^  278)  that  the  exces- 
sive cmrent  which  would  flow  in  the  alternator  and  transformer  windings 
throughout  the  interval  during  which  the  gap  is  carrying  current  and 
hence  has  very  low  resistance,  may  be  minimized  by  high  reactance  in 
the  transformer,  artificial  inductance  in  the  transformer  supply  leads 
(choke  coils),  or  high  impedance  in  the  armature  of  the  alternator.  The 
last  named  method  ia  that  usually  employed,  and  modem  pi^ctice  indi- 
cates that  the  high  impedance  alternator  is  the  best  solution  of  the  proUem. 
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Choke  coils  or  reactance  regulators  represent  additional  equipment  and 
complication,  and  are  therefore  relatively  little  used. 

A  hi^  armature  impedance  means  essentially  a  high  armature  reao- 
ance,  the  resistance  usually  being  quite  small  compared  to  the  reactance. 
The  reactance  of  the  armature  is  made 
up  of  two  components  ; 

(a)  leakage  reactance; 
(6)  armature  reaction. 

Hie  leak^e  reactance  is  caused  by 
the  flux  surrounding  the  winding  con- 
ductors, this  so-called  leakage  flux  having 
no  effect  on  the  main  field  flux.  It  is 
essentially  a  local  flux,  as  indicated  in 
Fig.  10.  FiQ.  10.— Conventkiiuil  diagrftm    of 

This   flux  induces  a  C.e.m.f.  of  self-      leakage  flux  around  an  armature 
induction  in  the  armature  winding,  and     conductor, 
represents  the  inherent  reactance  of  ihe 

armature  circuit.  The  voltage  required  to  send  a  current  /  through 
the  armature  at  standstill  is  therefore, 

B- /Z,  where  Z=  V^^=KX^;i^, 

the  measurementfi  being  made  as  for  any  inductive  circuit.  They  must 
be  repeated  with  the  armature  slote  in  several  different  positions  with 
respect  to  the  field  poles,  and  the  results  averaged,  since  the  reluctance 
of  the  leakage  Sux  path  is  affected  by  the  position  of  the  field  poles. 

Armature  reaction  is  the  name  given  to  the  distorting  and  deni^;net- 
izing  effect  of  the  armature  magnetomotive  force  on  the  main  field.  (It 
is  evident  that  since  the  armature  is  made  up  of  turns  of  wire  carrying 
current  wound  on  an  iron  core,  that  the  armature  represents  a  certain 
number  of  ampere  turns,  and  thus  also  a  m.m.f.)  This  effect  is  separate 
from  the  lealu^  flux  (which  does  not  necesBarily  react  on  the  main  field), 
and  is  indicated  in  Fig.  11.^ 

The  first  reactance  causes  a  real  reactive  voltage  which  must  be  over- 
come by  the  generated  e,m.f.  in  the  circuit.  The  second  reaction  may 
be  considered  as  an  apparent  reactance  inserted  into  the  circuit,  the 
induced  e.m.f.  being  assumed  constant.  Actually  the  induced  e.m.f.  does 
not  remain  constant,  but  increases  on  leading  load  and  decreases  on  lagging 
load.    The  relation  between  terminal  volt^e,  armature  current,  armature 

'In  Fig.  11  the  vectore blowing  annature ra.m.f .  are  merely indicationa  of  the  aver- 
age effect  or  tile  armature  m.m.f.;  actually  the  armature  reaction  of  a  Bmgle-phase 
alleniator  (all  radio  attemators  are  single  phase)  is  variabli'  in  magnitude  and  direc- 
tiOD.    For  an  elementary  analysis  aec  Morecroft,  "Cbntinuous  and  Alternating  Current 
-  Machinery,"  p.  244  et  seq. 
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constants,  and  armature  reaction  is  indicated  in  Figs.  12  and  13,  whidi 
have  been  drawn  for  a  conunercial  alternator  and  a  machine  intended 
for  radio  service  mider  normal  load  and  sustained  short-circuit  conditions.^ 
On  the  former  mach^le  the  short-circuit  current  (sustained  value)  may  be 
2.5  to  3  times  the  normal  value,  while  with  the  radio  alternator,  the  short- 
circuit  current  is  only  slightly  larger  than  the  normal  value.  Thus  the  cur- 
rent carried  in  the  low-tension  circuit  does  not  increase  to  excessive  value 
when  the  gap  break-down  short-circuits  the  transformer,  and  thus  abnormal 
strains  and  resultant  damage  of  equipment  are  prevented.    In  other  wards 


Bactoi^O  (lead) 


Fig.  11. — ^Various  directions  of  the  annature  magneto  motive  force,  for  loads  of 

charaeteristics. 


on  modern  alternators  designed  for  radio  service  it  does  not  require  an 
excessive  current  in  the  armature  to  make  the  armature  ampere  turns 
practically  equal  to  those  of  the  main  field.  This  means  that  the  effective 
or  net  ampere  turns  are  small,  and  the  net  flux  is  small;  thus  only  a  smaD 
e.m.f.  is  induced  in  the  alternator  winding,  and  the  short-circuit  current 
is  correspondingly  small. 

The  Power  Ttansformer. — ^The  function  of  the  power  transformer  in 
a  transmitting  set  has  already  been  outlined  on  page  276.  The  choice 
and  design  of  such  a  transformer  are  of  great  importance,  in  so  far  as  the 
set  may  work  very  poorly  or  faU  altogether  imless  the  transformer  has  the 
proper  characteristics. 

^  It  must  be  noted  that  the  short-circuit  condition,  i.e.,  broken  down  spark  gap* 
on  the  radio  alternator  exists  for  such  a  small  fraction  of  the  cycle,  that  condusioBs 
reached  from  the  short-circuit  diagram  in  Fig.  13  are  not  directly  applicable.  An 
exact  treatment  would  require  the  analysis  of  successive  short-circuit  transiento. 
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COMMERCIAL  ALTERNATOR 

(a)  Normal  Load  Condftioiit 
(6)  Short  circuit         ^ 


Fig.  12. — ^Regulation  diagram  for  ordinary  alternator* 


Armature 
mmf. 


(a) 


Total  Held 
mmf. 


(6) 


Totadfle 
mmf. 


RADIO  ALTERNATOR 

(a)  Normal  Load  Condftiona 
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FfOL  13. — ^Regulation  diagram  for  radio  alternator  showing  greater  effect  of  armature 

leakage  and  magnetomotive  force. 
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In  order  that  the  following  discussion  be  more  fully  understood  Fig. 
1  of  page  275  is  here  reprinted,  as  Fig.  14. 

The  main  requisites  of  a  power  transformer  are: 

1st.  That  it  shall  charge  the  condenser  Ci  to  the  voltage  necessary 
to  store  therein  an  amount  of  energy  such  that,  when  the  gap  G  breaks 
down  and  the  condenser  discharges  through  the  gap  and  the  primary  U 
of  the  oscillation  transformer,  the  antenna  will  receive  the  required  amount 
of  energy. 

2d.  That  when  the  gap  G  breaks  down,  and  thereby  practically  short- 
circuits  the  high-tension  side  of  the  transformer,  the  current  flowing  therein, 
and  also  through  the  gap,  will  be  as  small  as  possible.  The  first  of  these 
requisites  will  be  illustrated  by  means  of  a  nimierical  example. 

An 


iteMt, 

T 


CJ^T- 


FiG.  14. — Spark  transmitter  circuit. 

Assimie  the  following: 

Antenna  to  be  supplied  with  200  watts. 

Efficiency  of  transformation  from  Ci  to  antenna =30  per  cent.^ 

Capacity  of  Ci= 0.012  micro-farads. 

Frequency  of  alternator =500  cycles  per  second. 

Number  of  sparks  per  second =2X500  =  1000. 

Then: 

200 
Power  to  be  supplied  to  condenser  Ci=pr-^=670  watts.    The  voltagp 


0.3 


to  which  the  condenser  must  be  charged  is  obtained  from  the  formula: 


CF2 


N  =  W, 


(3) 


where 


C  =  capacity  of  condenser  in  farads; 
F= voltage  to  which  condenser  is  charged; 
iV  =  munber  of  sparks  per  second; 
W = power  in  watts. 

^  This  figure  is,  of  course,  low;  it  has  been  reported  that  a  spark  set  lOay  have  an 
efficiency  as  high  as  60  per  cent,  measured  by  ratio  of  antenna  hi^-frequency  power 
to  motor  input;   an  average  figure  is  probably  40  per  cent. 
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Whence: 


^=W=\0.012XW-^^^ 


The  above  simply  means  that  the  transformer  must  be  able  to  charge 
the  condenser  to  10,500  volts  once  for  every  half  cycle,  and  that  at  this 
voltage  the  gap  shall  break  down. 

The  transformer  must  be  very  well  insulated,  for  the  first  few  turns 
at  any  rate,  not  only  because  it  itself  must  develop  a  high  voltage,  as 
shown  above,  but  also  because,  after  the  gap  has  quenched,^  radio- fre- 
quency e.m.f.'s  are  induced  by  the  antenna  circuit  into  the  primary  of 
the  oscillation  transformer  and  are  therefore  inpressed  upon  the  secondary 
winding  of  the  power  transformer.  These  high-frequency  cm.f.'s  pro- 
duce high-frequency  cmrents,  which  flow,  by  condenser  action,  from  turn 
to  turn  and  layer  to  layer  through  the  high-tension  side  of  the  power 
transformer  and  even  through  the  low-tension  side;  unless  the  insulation 
has  low  dielectric  loss  and  unless  it  is  especially  heavy  near  the  end  turns 
of  the  high-tension  side,  where  the  dielectric  currents  are  largest,  it  is  likely 
eventually  to  break  down. 

The  second  requisite  of  the  power  transformer  is  of  importance  because 
if,  when  the  gap  breaks  down,  the  current  through  the  power  transformer 
and  the  gap  should  be  large,  not  only  would  there  be  a  large  imnecessary 
waste  of  power  but,  in  addition,  the  large  current  would  maintain  an ''  arc  '' 
through  the  gap  and  thus  keep  this  ''  closed,''  a  condition  which,  as  is 
pointed  out  on  pt^  310,  should  be  decidedly  avoided.  In  order  to  meet 
the  above  the  circuit  consisting  of  the  alternator,  the  reactance  V.R.  (see 
Fig.  14),  the  power  transformer,  the  inductances  H-H,  the  condenser  Ci, 
and  the  inductances  Li  and  L\  are  arranged  so  that,  when  the  gap  is 
open,  the  impedance  of  this  circuit  at  the  alternator  frequency  will  be  low, 
and,  when  the  gap  breaks  down,  the  impedance  of  the  circuit  of  the  alter- 
nator V.R,f  the  power  transformer  H-H,  and  the  closed  gap  will  be  very 
much  higher.  Thus,  when  the  gap  is  open  the  flow  of  current  will  not 
be  impeded,  while  when  the  gap  breaks  down  the  cmrent  from  the  alter- 
nator will  be  very  much  reduced.  A  simple. way  of  obtaining  this  result 
is  by  adjusting  the  circuit  of  A,  V.R.,  PS,  H-H,  Ci,  Li,  L\  to  have  a 
natural  frequency  equal  ^  to  that  of  the  alternator;  so  that,  when  the  con- 
denser Ci  and  the  inductances  Li  and  L\  are,  by  the  breaking  down  of 
the  gap,  separated  from  the  power  transformer,  the  current  in  this  will  be 
only  a  smaU  fraction  of  that  flowing  when  the  gap  is  open.  In  other  words, 
the  entire  circuit  from  the  alternator  to  and  including  Li  must  resonate 

^  See  p.  314  for  discussion  of  quenching. 

'  In  practice,  this  circuit  is  adjusted  to  a  natural  frequency  somewhat  lower  than 
that  of  the  alternator,  as  is  pointed  out  on  p.  303. 
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at  the  alternator  frequency.  This  requires  that  the  capacity  0%  and  the 
various  inductances,  including  the  inductance  of  the  alternator  and  of  Uie 
transformer,  be  properly  chosen. 

The  values  of  Ci,  Li,  and  L\  have  to  be  adjusted  to  give  the  correct 
wave  length,  and  this  makes  them  comparatively  small;  hence  in  onkr 
that  the  entire  circuit,  from  the  alternator  to  Li,  may  resonate  at  the 
alternator  frequency  the  inductances  to  the  left  of  the  gap  (see  Hg.  14) 
must  be  high. 

To  illustrate,  assume: 
Ci = 0.012 = microfarad ; 
X = wave  length  =  600  meters; 
/= alternator  frequency =500  cycles  per  second; 
L= total  inductance  from  the  alternator  to  and  including  Li, 
expressed  in  terms  of  high-tension  side  of  transformer^  in 
henries; 
Li+I/'i= inductance  of  Li  and  L\  in  microhenries. 
From  formula  (15)  page  212, 


2kVLC 
Therefore,  for  resonance  at  500  cycles  per  second, 

^"4t2X5002X0,012X10-«"^-*'^^°™^ 
Again,  from  formula  (18),  page  213, 

X = 1885\/0.012(Li+L'i) 
or 

5002 

^^+^^'°1885^X0.012=^-^  microhenries. 

Thus,  while  the  inductance  of  Li  and  L\  must  be  8.5  microhenries,  the 
inductance  of  the  entire  circuit  may  be  8.5  henries  or  one  million  times 
as  large;  hence,  practically  all  of  the  inductance  necessary  to  bring  about 
resonance  at  the  alternator  frequency  must  be  in  the  alternator,  V.R^ 
the  power  transformer  and  the  choke  coils  H-H. 

Up  to  a  few  years  ago  it  was  common  practice  to  design  the  trans- 
former with  the  highest  possible  inductance  or,  in  other  words,  with  a  very 
large  amount  of  magnetic  leakage,  so  that  the  most  of  the  required  induct- 
ance was  in  the  transformer  and  comparatively  little  in  the  alternator 
and  the  choke  coils;  such  a  transformer  was  called  a  ''  resonance  traos- 
former,"  in  so  far  as  its  inductance  alone  was  nearly  capable  of  bringing 
about  resonance  at  the  alternator  frequency.  A  transformer  of  this  type 
was  generally  made  with  an  open  magnetic  circuit,  a  so-called  "open- 
core  transformer."  The  tendency  of  late  is  to  design  the  transformer 
with  little  leakage  (closed  magnetic  circuit)  and  hence  little  inductance, 
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and  place  the  required  inductance  outside  of  the  transformer  in  series 
with  its  low-tension  side,  as  at  V.R.  (Fig.  14)  or  in  the  alternator  armature. 
Some  of  the  power  transformers  for  the  smaller  sets  are  constructed  so  that 
the  leakage,  and  therefore  the  inductance  of  the  transformer,  may  be 
regulated;  thus,  in  Fig.  15  by  moving  the  magnetic  shunt  Af,  which  is 
pivoted  at  D,  the  air  gap  A  may  be  varied,  and  in  this  manner  more  or  less 
flux  may  be  caused  to  leak  away  from  the  secondary  coil  S  and  into  the 
shunt  M.  This  arrangement  is  satisfactory  for  small  power  transformers, 
but  not  so  for  large  transformers,  espe- 
cially in  view  of  the  noise  due  to  the  vibra- 
tions of  the  shunt  M,  which  is  difficult  to 
overcome. 

It  is  standard  practice  at  present  for 
any  but  the  smallest-size  sets  to  con- 
struct the  alternator  with  high  induct- 
ance, the  transformer  with  a  closed  core 
and  hence  with  low  inductance,  and  to 
make  up  the  needed  additional  induct- 
ance in  the  form  of  a  coil  F./2.,  inserted 
in  the  primary  of  the  transformer. 

It  has  already  been  pointed  out  that 
the  insulation  of  the  power  transformer 
must  be  of  the  best,*  not  only  because 
of  the  low-frequency  high  voltage  but 
also  because  of  the  trouble  experienced 
due  to  high-frequency  currents  finding 
their  way  into  the  transformer.  If  the  choke  coils  H-H  are  used  (see 
Rg.  14)  they  should  reduce  to  a  minimum  the  high-frequency  currents 
Sowing  in  the  transformer;  if  the  choke  coils  are  not  used,  and  this 
is  very  conunon  in  order  to  simplify  the  equipment,  then  the  insulation 
of  the  transformer  secondary  must  be  augmented  in  order  to  take  care 
of  the  voltages  due  to  the  high-frequency  currents. 

Condensers. — ^The  Audio  Frequency  Circuit  of  the  Transmitting  Set — 
The  condensers  used  in  a  transmitting  set  are  known  as  "power  con- 
densers," to  distinguish  them  from  those  used  in  a  receiving  set,  which  are 
known  as  "  receiving  condensers."  A  power  condenser  must,  as  its  very 
name  implies,  be  capable  of  handling  large  amoimts  of  power  without 
serious  deterioration  or  breaking  down. 

The  requisites  of  a  power  condenser  are: 

1st.  That  the  insulation  between  plates  shall  be  such  as  to  prevent 
its  being  punctured  by  the  high  voltage  used. 

^  In  American  practice  the  transformer  is  generally  an  open-core  tvansformer,  air 
cooled;  in  European  practice  an  oil-cooled  transformer  is  generally  used,  this  type  being 
undoubtedly  superior  to  the  air-cooled  type. 


Fio.  15. — Small  radio  transformers 
are  frequently  fitted  with  an 
adjustable  magnetic  shunt. 
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2d.  That  the  losses  shaU  be  small  (see  page  166,  Chapter  II).  Tlie 
dielectrics  generaDy  used  in  power  condensers  are:  air,  glass,  oil  and 
mica.  Of  these  air  has  the  minimum  specific  inductive  capacity,  and 
it  causes  practically  no  losses,  while  the  other  dielectrics  have  a  mudi 
h^er  specific  inductive  capacity  but  suffer  more  or  less  energy  Ices.  As 
regards  breakdown  voltage  air  is  at  a  disadvantage  as  compared  with  the 
other  dielectrics,  but  at  pressures  higher  than  atmospheric  the  break- 
down voltage  for  air  is  very  high  and  it  increases  in  nearly  direct  prc^r- 
tion  to  the  absolute  pressure.  A  comparison  of  the  characteristics  of 
these  dielectrics  is  given  in  Chapter  II,  page  169. 

It  wiQ  be  seen  from  the  characteristics  of  the  various  dielectrics  that 
if  a  condenser  of  a  certain  capacity  is  to  be  designed,  the  air  condenser 
would  have  the  largest  dimensions  and  the  mica  condenser  the  smallest 
However,  the  losses  in  the  ah*  condenser  would  be  very  small,  while  those 
in  a  poorly  constructed  mica  condenser  might  be  so  high  as  to  make  its 
use  prohibitive.  Glass  condensers  in  the  form  of  Leyden  jars  have  met 
with  much  favor  in  the  radio  field  and  they  are  being  extensively  used. 
Each  jar  has  a  capacity  of  about  0.002  /jf^  and  is  capable  of  withstuiding 
a  voltage  of  about  15,000;  for  any  particular  desired  voltage  and  capadty 
th^  jars  are  grouped  in  series  multiple,  so  that  the  combination  will  have 
the  required  capacity  and  breakdown  voltage.  Condensers  with  ^ass  as 
the  dielectric  are  also  made  with  flat  pieces  of  glass  covered  with  tin  fdl, 
the  spat;e  requirements  of  such  condensers  being  much  smaller  than  for 
the  Leyden  jars.  They  do  not  stand  continued  use,  however,  as  well 
as  the  Leyden  jars,  because  of  the  greater  amoimt  of  heating  due  to  smaller 
cooling  surface. 

Oil  condensers  are  not  very  much  used  in  general  practice,  but  their 
use  is  very  commendable  in  places  where  there  is  no  possibility  of  spilling 
the  oD.  It  n^ust  be  borne  m  mind,  that  although  the  dielectric  properties 
of  oil  are  unfavorably  affected  by  a  flash  through  it,  so  that  oil  condensers 
cannot  be  expected  to  give  as  good  service  after  the  oil  has  once 
been  flashed,  they  are  still  serviceable  after  a  breakdown,  whereas 
a  solid  dielectric  condenser,  such  as  mica  or  glass,  is  completely 
spoiled. 

The  mica  condenser  is  a  very  desirable  one,  and  is  apparently  going 
to  largely  supplant  the  Leyden  jar  for  ship  sets  and  similar  installatioos. 
It  is  compact,  and,  if  properly  constructed,  has  a  loss  so  small  as  to  be 
hardly  measurable.  The  impregnation  of  the  condenser  with  suitable  wax 
mxist  be  done  suflBciently  well  to  drive  out  all  air  completely,  as  the  trapped 
air  bubbles,  suffering  corona  loss,  are  the  source  of  local  heating  and 
thus  weaken  the  dielectric  strength  of  the  mica.  It  must  be  noted  that 
these  condensers  are  made  to  be  used  at  the  rated  voltage  and  frequency 
for  inlermiUent  service  only  and  that  even  a  good  mica  condenser  if  used 
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continuoiisly  at  the  rated  voltage  and  frequency  will  have  its  wax  mdted 
after  an  hour  or  so. 

Compressed-air  condensers  are  very  suitable  where  very  high  voltages 
axid  low  losses  are  required;  the  structure  of  the  condenser,  i.e.,  the  metal 
plates  and  their  insulating  supports,  is  placed  in  a  steel  container  capable 
of  safely  withstanding  a  pressure  up  to  a  dozen  atmospheres  or  more  and 
dry  compressed  air  is  piunped  in  until  the  required  pressure  is  obtained. 
It  may  be  easily  seen  that  an  air  compressor  and  gauge  are  necessary 
auxiliaries  of  such  condensers,  and  that  their  use  cannot  be  considered, 
except  for  very  large  land  installations,  or  for  laboratories. 

On  the  whole  the  Leyden  jar  with  its  simplicity  of  construction  and 
large  heat-radiating  surface  affording  cool  operation  is  a  favorite  type 
of  transmitting  condenser  and  would  be  even  more  widely  used  were  it 
not  for  its  large  space  requirements  and  liabDity  of  breakage. 

Transmitting  condensers  are  very  seldom  constructed  so  that  their 
capacity  may  be  continuously  varied  in  view  of  the  insulation  difficulties 
resulting  from  the  high  voltages  dealt  with. 

The  value  of  the  capacity  of  the  condenser  used  in  the  closed  circuit 
of  a  spark  transmitter  is  fixed  by  the  voltage,  the  spark  frequency,  and 
the  power  set.  This  point  has  already  been  discussed  on  page  295,  from 
the  point  of  view  of  the  high-tension  transformer;  and  it  will  be  more 
fully  emphasized  here  from  the  point  of  view  of  the  condenser.  Rewriting 
formula  (3): 

^-N  =  W, (3) 

where 

C = capacity  of  condenser  in  farads; 

F«  voltage  to  which  condenser  is  charged; 

iV= number  of  sparks  per  second; 

Tr= electrical  power,  in  watts,  given  to  condenser. 

We  inmiediately  note  that  the  power  varies  directly  with  N,  C  and  V^. 
The  value  of  iV  is  more  or  less  fixed,  because  it  represents  the  "  tone  "  of 
the  set  and  the  best  tone  is  supposed  to  be  that  due  to  iV=  1000  per  second. 
Therefore,  if  a  certain  amoimt  of  power  must  be  imparted  to  the  con- 
denser a  suitable  choice  must  be  made  of  C  and  V,  With  a  very  high 
voltage  the  dielectric  and  leakage  losses  are  likely  to  be  high,  and  the  dif- 
ficulties of  insulating  the  various  parts  of  the  set  are  such  as  to  make  it 
impractical,  and  a  limit  in  this  direction  is  soon  reached  after  which,  if 
more  power  is  required,  the  condenser  capacity  must  be  increased. 
Voltages  of  lOO/XH)  might  be  used  in  large  land  installations,  but  in  small 
land  and  in  ship  installations  the  range  is  10,000  to  20,000  volts. 

It  may  be  easily  seen  that  in  large  power  installations  the  condenser 
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must  have  a  very  large  capacity,  even  though  a  high  voltage  is  used. 
For  instance,  assume: 

Tr=60,000  watts; 

F= 100,000; 

N=  1000  per  second. 

Since  this  capacity  affects  the  wave  length  it  is  plain  that  even  thou^ 
a  small  inductance,  be  used  in  the  closed  circuit,  the  wave  length  will  be 
large;  and  this  is  one  reason  why  the  wave  length  of  high-power  instal- 
lations is  large;  there  are  other  reasons  which  are  taken  up  on  page  196. 
In  the  example  given,  even  if  the  inductance  in  the  closed  circuit  were 
200  lih  (which  is  comparatively  small)  the  wave  length  would  be : 

1885V200X0.01  =  2660  meters. 


Again,  from  the  formula: 


we  obtain  the  other: 


^'R^W^N^,  ........    (4) 


r,         "      -•      2 

where 

7= the  current  in  the  antenna; 

72'=  effective  resistance  of  antenna; 

17= efficiency  of  transformation  from  condenser  to  antenna. 
Hence, 


-w 


-f. (5) 


or  the  antenna  current  varies  with  the  square  root  of  the  capacity. 

To  show  this  a  test  was  made  on  a  transmitter  with  the  apparatus 
connected  as  shown  in  curve  sheet  Fig.  16,  where  the  ammeter  measures 
the  high-frequency  current  in  the  closed  circuit.  Of  course  the  current 
in  the  antenna,  which  is  here  not  shown,  would  be  directly  proportional 
to  the  current  in  the  closed  circuit.  In  this  test  the  gap  length  was  kept 
constant,  the  value  of  the  capacity  was  varied  and  the  voltage  of  the 
alternator  was  regulated  imtil,  for  every  case,  a  spark  occurred  for  each 
alternation  (as  could  be  approximately  determined  by  the  pitch  of  the 
spark  note);  this  meant  that  the  voltage  to  which  the  condenser  was 
being  charged  was  the  same,  and,  furthermore,  that  the  condenser  was 
being  charged  and  discharged  once  for  every  alternation.  Under  Uiese 
conditions  the  high-frequency  current  should  be  proportional  to  VC,  and 
the  square  of  the  cmrent  proportional  to  C.    The  curve  obtaiQed  shows 
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this  to  be  approximately  the  case,  except  that  an  intercept  ii^  noted  at 
the  point  corresponding  to  two  jars  due  to  the  fact  that  for  such  a  low 
capacity  the  gap  could  not  be  kept  from  arcing,  which,  in  turn,  prevented 
the  periodic  and  regular  charging  and  discharging  of  the  condenser. 

Design  of  Audio  Circuit — ^We  may  now  discuss  n^ore  fully  the  choice 
of  the  various  parts  of  the  so-called  *'  audio  circuit/'  which  comprises  the 
alternator,  the  variable  reactance,  the  step-up  transformer,  tbe  choke 
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-Variation  of  the  high-frequency  oscillatory  current  with  the  amount  of 

capacity  used. 


coils,  and  the  condenser.  This  circuit  may  be  simplified  by  noting  that  a 
transformer  may  be  treated  approximately  as  a  simple  circuit  consisting  of 
an  inductance  and  a  resistance  entirely  transferred  to  the  high-  or  to  the 
low-tension  side;  fiurthermore,  any  impedance  in  the  secondary  circuit  may 
be  transferred  to  the  primary  by  multiplying  by  a  suitable  factor.  On 
this  basis  the  audio  circuit  may  be  simplified  to  that  of  Fig.  17, 


where 


A  =  alternator  armature,  having  both  resistance  and  inductance: 
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Rt  —resistance  of  both  transformer  coils  transferred  to  low-ten- 
sion side; 

Lt  =  leakage  inductance  of  both  transformer  coils  transferred  to 
low-tension  side; 

/2p= resistance  of  protective  choke  coils  transferred  to  low- tension 
side; 

Lp= inductance  of  protective  choke  coils  transferred  to  low-ten- 
sion side; 
C= condenser  capacity  transferred  to  low-tension  side; 

/29= resistance  of  variable  reactance  coil  in  low-tension  side; 
L«= inductance  of  variable  reactance  coil  in  low-tension  s?de. 

The  circuit  of  Fig.  17  may  be  still  further  simplified  to  that  of  Fig.  18, 
where 

A = alternator  wUhoiU  inductance  or  resistance; 

A = resistance  of  entire  circuit,  including  alternator  armature,  trans- 
former coils,  protective  choke  coils,  variable  reactance  coik, 
on  basis  of  low-tension  side; 

L= inductance  of  entire  circuit  (ditto); 

C= capacity  of  condenser  transferred  to  low-tension  side. 

It    has    already    been  stated  that  this  circuit  should  be  adjusted 

R^  L  R  L^  ^  ^^^  **  ^"^  have  a 

yVWWSJJilL AVW\^vfl!®/^  natural  frequency  about 

equal    to    that    of    the 
alternator;    it  has  also 
.  .  I  been    shown    how    the 

^^3  — I — ^   capacity    of    the    con- 

denser  may    be    calcu- 
lated if  the  voltage  to 
be  used  and  the  power 
U'        Rp  required  are  known;  it 

Fig.  17. — ^An  approximate  simplification  of  the  low-fre-  follows  then  that,  know- 
quency  circuit  of  a  radio  transmitter.  ing     the     capacity,     the 

value  of  the  total  in- 
ductance L  in  the  circuit  of  Fig.  18  may  be  easily  calculated  bam 
formula: 


-^WSi^^f^M^ 


2jrVLC 


and  this  inductance  may  then  be  apportioned  between  the  alternator,  the 
variable  reactance,  the  transformer,  and  the  choke  coils.  An  example  of 
this  calculation  has  already  been  given  on  page  296,  where  the  compu- 
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tations  have  been  based  on  the  high-tension  side  of  the  transformer.    The 
same  computations  will  be  repeated  on  the  basis  of  the  low-tension  side. 

Assume  that  the  transformer  ratio  is  1  :  80;  then,  any  inductance  or 
resistance  in  the  high-tension  side  may  be  transferred  to  the  low-tension 
side  by  dividing  by  80^,  or  6400,  while  a 
cax>acity  in  the  high-tension  side  may  be 
transferred  to  the  low-tension  side  by  mul- 
tiplying by  6400. 

In  our  case: 

Capacity  of  condenser  in  high-tension 
side =0.012  m/.  Hence,  equivalent  low- 
tension  capacity =0.012X6400  =  77.0  m/". 

If  the  audio-circuit  must  resonate  at  500 
cycles  per  second, 
Total  equivalent  low  tiension  inductance 


5002X4ir2X77.0Xl0-« 


.00133  henry. 
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Fig.  18. — Simplest  possible  rep- 
resentation of  the  low  frequen- 
cy circuit,  not  quite  equivalent 
to  the  actual  circuit. 


This  value  of  inductance  should  be  ^^^  of  that  foimd  on  page  296, 

i.e.,  8.5  henries;  thus: 

8.5 


6400 


.00133  henry. 


Of  this  inductance  probably  the  largest  part  is,  in  a  modern  set,  found  in 
the  alternator,  while  the  transformer  has  comparatively  little  inductance, 
and  the  balance  is  made  up  by  the  choke  coils  in  the  high-tension  side  and 
the  variable  reactance  V.R.  in  the  low-tension  side. 

In  order  to  show  the  manner  in  which  the  whole  audio  circuit  may  be 
made  to  resonate  the  curves  of  Fig.  19  are  here  given  as  being  representa- 
tive of  an  actual  set.  In  obtaining  these  c\u*ves  the  field  current  and 
speed  of  the  alternator  were  kept  constant,  while  the  capacity  in  the  high- 
tension  side  of  the  transformer  was  changed  with  the  circuit  connections 
as  shown  in  Fig.  20.  Under  these  conditions,  as  the  capacity,  and,  there- 
fore, the  natural  frequency  of  the  circuit,  was  varied,  the  current  in  the 
primary  of  the  power  transformer  as  well  as  the  voltage  across  it  varied 
and  reached  a  maximimx  at  the  point  corresponding  to  resonance  condi- 
tions. A  capacity  of  about  5.5  Leyden  jars  is  seen  to  have  produced 
resonance.  In  an  actual  set  the  adjustment  of  the  capacity,  or  of  the 
inductance,  is  made  about  20  per  cent  to  30  per  cent  larger  than  neces- 
sary to  give  resonance  at  audio  frequency,  thus  making  the  natm*al  fre- 
quency of  the  circuit  somewhat  lower  than  the  alternator  frequency. 
This  point  will  be  more  fully  emphasized  further  on.     In  the  case 
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represented  by  the  curves  of  Fig.  19  the  set  was  actually  operated  wiUi 
8  Leyden  jars  across  the  secondary. 

It  now  remains  to  investigate,  as  far  as  the  conditions  will  allow,  the 
transient  phenomena  taking  place  in  the  audio  circuit  as  the  condenaer 
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Naraber  of  Leyden  Jail  connected  in  multiple  acrow  tbe  tecondaiy  of  toe  tnuufonner 

Fig.  19. — ^Variation  of  alternator  voltage  and  primary  current  of  a  2  k.  w.  spark  trans- 
mitter as  the  capacity  in  the  secondary  of  the  transformer  was  varied;  field  cm^ 
rent  of  alternator  and  speed  held  constant.  Gap  set  too  long  to  permit  sparidog 
at  voltage  of  test. 

is  charged  and  discharged;  we  especially  mean  to  refer  to  the  variation 
of  the  condenser  current  and  voltage  as  the  alternator  e.m.f.  is  impressed 
upon  the  audio  circuit  and,  thereafter,  as  the  gap  breaks  down.  As  shown 
in  Fig.  18,  we  are  dealing  with  an  oscillatory  circuit,  having  the  resistance, 
inductance,  and  capacity  R,  L,  and  C,  respectively,  upon  which  there  is 
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impressed  a  harmonic  e.m.f.    The  equation  for  the  instantaneous  value 
of  current  for  such  a  circuit  (Eq.  (79))  was  derived  in  Chapter  IV,  page 

252,  and  is 

E  M. 

i=  y=:sin  (p^-^)+A6"*2L  sin  cd^,      .    .    (6) 

in  which  p=s angular  velocity  of  impressed  force; 

a>= angular  velocity  of  natural  oscillations  of  the  circuit; 

^= phase  difference  of  E  and  /  in  the  steady  state; 

-4  =a  constant  to  be  determined; 

^ = time  of  duration  of  the  transient  term. 
In  deriving  this  equation  (page  254)  it  was  shown  how  to  solve  for  A  and  t!f 
these  depending  for  their  value  on  the  time  the  voltage  is  introduced  into 
the  circuit.  In  a  radio  set  there  is  no  switch  actually  used,  but  the  equiv- 
alent effect  is  caused  by  the  operation  of  the  spark  gap;  when  the  gap  is 
sparking  its  resistance  is  so  low  that  the  secondary  of  the  power  trans- 


^ 


Pig.  20. — Circuit  used  in  getting  curves  of  Fig.  19. 

former  is  short-circuited  and  this  is  the  condition  for  comparatively  small 
current  in  the  armature  circuit.  When  the  gap  opens  (ceases  to  carry 
current)  the  effect  of  the  condenser  of  the  closed  oscillating  circuit  is  to 
so  neutralize  the  inductance  of  the  transformer  and  armature  that  the 
current  rises  to  comparatively  large  values.  We  may  get  a  fair  idea  of 
the  behavior  of  the  actual  radio  circuit,  therefore,  by  supposing  that  Eq. 
(6)  holds  good,  the  voltage,  E  sin  p^,  being  introduced  into  the  circuit  at 
ihe  instant  when  the  gap  opens.  As  mentioned  when  analyzing  the  action 
of  this  circuit  before  (page  258)  the  general  solution  is  difficult,  but  we  can 
g^t  fairly  easy  solutions  if  we  assmne  that  the  condenser  is  completely 
discharged  at  every  oscillation  and  that  the  gap  opens  when,  the  voltage 
of  the  generator  is  zero;  this  latter  condition  may  be  approximately  satis- 
fied by  suitable  adjustment  of  the  set. 

Assuming  that  the  low-frequency  circuit  is  resonant  to  the  alternator 
voltage,  that  the  gap  opens  when  generator  voltage  is  zero,  and  that  the 
condenser  is  discharged,  Eq.  (6)  becomes 

E  E  ^^  E  ^ 

t=-«8inpt— «6"2ir8in«<as— 8inp/(l-€"2L).    .     .    .     (7) 
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From  this  we  find  the  voltage  across  the  condenser;  it  is 

which  when  ( yr)    is  small  compared  to  (p)^  gives 

This  equation  shows  that  the  condenser  voltage  rapidly  changes  its 
phase  during  the  first  few  alternations,  the  sin  pi  term  predominating 

at  first,  the  cos  pt  term  being  zero;  as  soon  as  c  ^^  departs  appreciably 
from  imity  the  cos  pt  begins  to  predominate  and  this  continually  increases 

with  increasing  time  due  to  the  increasing  value  of  (1  -«  ^^).     Thus  in 

the   steady   state    («  ^l^q)    Eq.    (8)    reduces   to   the    familiar  form 

The  curves  of  Fig.  21  show  the  form  of  current  and  voltage  acrosB 
the  condenser  for  a  typical  circuit,  the  values  of  the  various  constants 
being  noted  on  the  curve  sheet.  It  will  be  noticed  that  the  condenser 
voltage  reaches  its  maximum  values  at  approximately  the  times  when 
the  impressed  voltage  is  zero,  and  hence  the  spark  gap  will  break  down 
at  about  this  time;  the  resulting  oscillatory  current  in  the  closed  oscil- 
lating circuit  at  once  discharges  the  condenser  the  spark  gap  opens  and 
the  voltage  of  the  alternator,  passing  through  its  zero  value  is  again 
impressed  on  the  circuit  to  produce  the  next  transient.  It  is  to  be  seen 
that  if  events  follow  the  order  given  here  the  assmned  condition  {e-o 
when  gap  opens)  is  satisfied. 

It  is  foimd  in  practice  that  the  condition  of  resonance  assumed  in  this 
analysis  tends  to  produce  irregular  sparking,  giving  the  signal  a  ragged 
note,  so  actually  the  natural  frequency  of  the  circuit  is  made  about  20 
per  cent  lower  than  the  frequency  of  the  alternator.  On  the  assumption 
that  the  spark  gap  again  opens  when  the  generator  voltage  is  passing 
through  zero  the  curves  of  Fig.  22  have  been  constructed  for  the  same  cir- 
cuit as  used  for  Fig.  21  with  the  exception  that  the  capacity  has  been 
increased  from  20/^  to  SO^f ,  this  giving  about  the  same  amoimt  of  de-tuning 
as  is  used  in  practice. 

For  this  case  the  form  of  current  and  condenser  voltage  are  obtained 
by  the  use  of  Formulae  (80)-(83)  of  Chapter  IV.  Supposing  that  the 
gap  opens  the  circuit  at  the  instant  the  circuit  voltage  (that  produced 
by  the  alternator)  is  zero  and  increasing,  it  is  foimd  that  for  the  steady 
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state  the  current  should  be  -23.5  amperes  and  the  voltage  across  the 
condenser  should  be  —92  volts.  To  satisfy  the  condition  that  the  actual 
current  must  be  zero  as  well  as  the  drop  across  the  condenser  a  transient 
term  must  be  added  to  the  steady  state  solution;  by  the  process  outlined 
in  Chapter  IV  this  transient  is  foimd  to  be  satisfied  by  charging  the  con- 
denser to  -385  volts  and  starting  this  transient  term  .000756  second 
before  the  alternator  voltage  goes  through  its  zero  value — ^this  transient 
term  has  the  natural  frequency  of  the  circuit  (given  practically  correct 
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Fio.  21. — ^Tranaent  current  in  audio  circuit  of  a  spark  transmitter,  circuit  tuned  to 

alternator  frequency. 

by  putting  w=  /  7^=^)  *^^  *  damping  fixed  by  the  R  and  L  of  the  circuit. 

The  actual  ciurent  is  obtained  by  taking  the  sum  of  the  steady  term  and 
transient  term  and  is 

150 


i= 


^2h(3000X.0056-3^^) 


sin  (3000 1  -70°.7) 


2(«  +.000766) 


+28.2  «      2X0056    ain  {2440(f+. 000756)} 
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Similarly  the  equation  for  voltage  drop  across  the  condenser  b  found 
to  be  represented  by  the  equation 

^^X^^  =sin(3000^-70°.7-|) 


y.= 


3000X30^2^+(3000X.0056-g^) 


2(l+.00075«) 

-385  r    *x«>»«    cos  {2440(t+. 000756) I 
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Fig.  22. — ^Transieiit  current  in  audio  circuit  of  a  spark  transmitter,  circuit  frequency 

being  about  40  per  cent  lower  than  alternator  frequency. 

It  may  be  seen  from  Fig.  22  that  the  voltage  across  the  condei^er 
is  rising  more  rapidly,  at  times  /=t,  than  was  the  case  for  the  resonant 
condition  depicted  in  Fig.  21;  it  is  quite  likely  this  more  rapid  rise  in 
condenser  voltage,  by  causing  the  spark  to  take  place  at  a  more  definite 
time,  accoimts  for  the  more  regular  behavior  of  the  spark  when  the  ci^ 
cuit  is  detuned  as  supposed  in  Fig.  22,  than  when  the  circuit  is  resonant. 

In  Figs.  21  and  22  the  forms  of  current  and  condenser  voltage  have 
been  shown  for  nearly  two  cycles;  actually  if  a  spark  occurs  at  the  time 
indicated  by  the  letter  A  on  the  condenser  voltage  curve  (which  is  the 
time  the  spark  should  actually  occur)  the  condenser  voltage  drops  to  lero 
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and  it,  as  well  as  the  current,  goes  through  the  same  changes  from  t  to  2ir 
as  it  did  from  0°  to  t.  The  actual  forms  of  the  condenser  voltage  for  the 
circuits  analyzed  in  Figs.  21  and  22  are  shown  in  Figs.  48  and  49  of  Chap- 
ter IVy  page  259).  It  will  be  seen  that  the  above  analysis  does  give  fairly 
accurate  results. 

Types  of  Spark  Gaps. — ^The  construction  of  the  several  commercial 
types  of  spark  gaps  in  use  at  the  present  time  may  be  conveniently  sul> 
divided  into  the  following  classes: 

(a)  Open  gap. 

synchronous 


Q})  Rotating  gap 
(c)  Quenched  gap 


nonsynchronous 
self-cooled 
fan-cooled. 


«^==O00fl[IDDD==|ti» 


The  Open  Gup  and  Operating  Conditions. — ^Fig.  23  below  illustrates 
one  form  of  the  open  gap.  This  type  is  also  know  as  a  plain  spark  dis- 
charger. 

In  considering  the  requirements  which  such  a  gap  must  fulfill,  it  is 
desirable  to  review  briefly  that  part  which  it  plays  in  the  production  of 
hi^-frequency  oscillations.  It  will  be 
recalled  that  a  high  voltage  is  impressed 
on  the  gap  and  condenser-inductance 
circuit  connected  in  parallel,  and  at  a 
certain  critical  voltage,  the  insulation  of 
the  dielectric,  usually  air,  between  the  yiq.  23.— SmaU  open  spark  gap 
terminals,  breaks  down,  and  permits  a  having  cooling  vanes  on  the  spark 
high-frequency  oscillatory  discharge  knobs, 
to  take  place.  The  gap  must  there- 
fore possess  high  dielectric  strength  or  resistance  to  pimcture,  pre- 
vious to  breakdown  so  that  the  condenser  may  be  charged  to  a  high  poten- 
tial difiference,  as  otherwise  the  high-frequency  energy  is  reduced,  and  the 
efliciency  of  the  transmitter  is  lowered,  due  to  the  breakdown  occurring 
at  too  low  a  voltage. 

After  the  gap  has  broken  down  it  must  possess  a  very  low  resistance, 
otherwise  the  damping  of  the  oscillations  will  be  excessive,  and  the  trans- 
mitter ineflScient,  most  of  the  energy  being  dissipated  as  PR  loss  in  the 
gap.  The  gap  must  be  conducting  only  during  the  interval  of  the  passage 
of  a  wave-train.  If  we  assume  a  300-meter  wave  and  a  decrement  of  .2, 
the  duration  of  the  train  is  .000024  second.  The  time  during  which  the 
gap  is  conducting  is  thus  very  small.  If  we  consider  1000  wave-trains 
per  second,  the  period  between  trains  is  .001  -.000024 =.000976  second, 
and  in  this  period  the  gap  must  recover  its  insulating  properties.  These 
figures  indicate  the  short  time  intervals  involved  in  the  functioning  of 
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the  gap,  and  special  precautions  must  be  taken  to  insure  satisfactoiy 
operation. 

Open  Gap— Requiremente  for  Satisfactory  Operatioii.— Ftr«^. — ^The  gap 
electrodes  and  dielectric  between  them  should  remain  cool.  This  will 
assist  to  prevent  arcing  and  permit  the  gap  to  return  quickly  to  its  ooo- 
dition  of  high  dielectric  strength.  It  will  be  recalled  that  a  cumulathne 
ionization  (ionization  by  impact)  causes  the  gap  suddenly  to  become  & 
conducting  medium,  and  that  an  extremely  rapid  de-ionization  causes 
the  dielectric  between  the  electrode  to  become  a  good  insulator  again. 
If  the  dielectric  is  hot,  this  de-ionization  is  hindered  and  delayed,  and  the 
gap  may  be  conducting  after  the  high-frequency  discharge  has  passed. 
Under  this  condition  an  arc  current  will  flow,  that  is,  arcing  occurs  and 
the  voltage  across  the  gap  will  be  imable  to  increase.  No  energy,  or  at 
best,  very  little  energy,  will  thus  be  stored  in  the  condenser.  Also  the 
gap  electrodes  will  be  rapidly  eaten  away  imder  the  arcing  conditioi^. 
requiring  frequent  cleaning  and  adjustment. 

For  these  reasons  cooling  flanges  are  usually  provided,  or  a  blast  of 
air  may  be  blown  through  one  electrode.  In  this  latter  case  the  electrode 
may  be  supported  on  a  hollow  shaft,  through  which  the  cooling  air  is 
blown,  leaving  the  electrode  through  perforations  in  the  sparking  surface. 

The  air  blast  also  assists  the  gap  to  return  to  its  high  resistance  c<hi- 
dition  by  blowing  away  the  ionized  air. 

Second. — ^The  electrodes  should  be  constructed  of  non-arcing  metaL 
such  as  zinc  or  magnesium,  in  preference  to  copper,  which  represents  an 
arcing  metal. 

Open  Gap — Operation  and  Adjustment — ^This  gap  is  intended  only 
for  the  smaller,  low-powered  sets,  due  to  the  difficulty  of  preventing  arc- 
ing and  irregular  discharges  (partial  discharges).  The  amoimt  of  energy 
radiated  is  small,  and  the  signal  note  received  may  not  possess  a  clear 
tone,  due  to  the  irregular  timing  of  the  wave  trains  sent  out.  On  the  low- 
powered  set,  the  charging  voltage  is  rather  low,  in  the  neighborhood  of 
2000  volts,  and  the  gap  separation  is  very  small  (about  .02  inch).  It  is 
therefore  important  that  the  gap  separation  be  easily  adjustable  and  that 
means  be  provided  for  rigidly  holding  the  electrodes  in  position  when  once 
set.  The  electrodes  are  usually  very  heavy  and  maseive  to  assist  in  con- 
ducting away  the  heat,  and  are  provided  with  large  sparking  surfaces, 
so  their  replacement  is  not  required  at  frequent  intervals.  It  should  be 
noted,  however,  that  the  replacement  of  defective  electrodes  should  not 
be  made  difficult,  but  the  gap  designed  with  their  removal  and  renewal 
in  mind. 

With  the  small  separation  mentioned  above,  it  is  also  important  to 
have  the  gap  faces  properly  aligned.  If  this  is  not  done,  the  spark  will 
always  jump  at  the  same  point,  and  the  electrodes  wfll  be  consumed 
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more  rapidly  at  this  point.  It  is  desirable  that  the  wear  on  the  gap  faces 
be  unifonn,  as  in  this  way  the  most  effective  use  of  the  electrodes  will  be 
secured.  In  addition  to  alignment^  it  is  essential  that  the  faces  be  clean 
and  polished.  If  they  are  neglected,  oxide,  dust,  and  dirt,  etc.,  will  collect, 
and  form  an  imeven  surface.  The  spark  will  jump  wherever  the  surfaces 
may  be  closest  together,  and  thus  for  this  condition  also  the  sparks  occur 
at  a  particular  spot  on  the  electrode.  Since  the  oxide  or  dirt  is  not  metal^ 
it  will  not  conduct  the  heat  away  as  rapidly  as  required.  A  hot  spot  will 
thus  be  formed,  causing  arcing  to  take  place,  and  operation  to  be  inefficient 
and  unsatisfactory. 

The  following  table  indicates  approximate  minimum  discharge  volt- 
ages required  for  sphere  gaps  of  2.5  cm.  and  1.0  cm.  radius  in  air  at 
atmospheric  pressiure: 


TABTiE  I 

• 

MnaifUM  DiflCBABOB,  Volts. 

Minimum  Dischabob.  Volts; 

Gap  Length 
in  Cm. 

Qsp  Length 
in  Cm. 

V 

R  -2.5  Cm. 

fi-lCm. 

R  -2.6  Cm. 

fi-lCm. 

1 

.1 

6,000 

6,000 

.1.0 

83,000 

31,000 

.2 

8,500 

8,000 

1.1 

36,500 

33,500 

.3 

12,000 

11,000 

1.2 

38,400 

^,200 

.4 

15,000 

14,000 

1.3 

41,000 

37,000 

•  .6 

19,000 

17,600 

1.4 

43,600 

38,600 

.6 

21,500 

20,000 

1.6 

46,000 

40,000 

.7 

25,000 

23,000 

2.0 

56,000 

44,000 

.8 

27,600 

27,000 

3.0 

74,000 

60,000 

.9 

30,000 

29,000 

• 

Open-gap  Limitations. — ^As  previously  mentioned  the  open  gap  is 
inherently  limited  in  application  to  small  power  sets,  due  to  the  impos- 
fflbility  of  preventing  arcing,  and  also  the  small  number  of  breakdowns 
permissible  per  second  (group  frequency)  without  causiag  excessive  arc- 
ing. It  will  be  recalled  that  the  high-frequency  power  equals  ^NCE^, 
wherein  N  is  the  group  frequency,  and  thus  the  low-group  frequency  to 
which  the  open  gap  is  limited  causes  a  corresponding  decrease  in  the 
Wgh-frequency  power,  which  may  be  generated  by  the  set. 

Synchronous  Rotating  Gap— Construction  and  Operation. — ^The  con- 
struction of  the  synchronous  rotating  gap  is  indicated  in  Fig.  24,  where 
the  rotating  electrode  shown  is  simply  a  toothed  wheel,  rigidly  fastened 
to  the  alternator  shaft.  The  spark  jumps  from  one  fixed  electrode  to  the 
disk,  through  the  disk  and  thence  back  through  the  second  gap  to  the 
other  electrode. 

The  position  of  the  disk  on  the  shaft  is  adjusted  permanently  so  that 
the  teeth  line  up  with  the  fixed  electrodes  at  the  time  of  maximum  values 
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(positive  and  negative)  of  the  voltage  wave,  and  the  gap  sepm-atioD 
adjusted  so,  that  the  breakdown  voltage  is  slightly  below  the  maximiim 
voltage.  Under  these  conditions  the  gap  breaks  down  once  during  eadi 
half  cycle,  and  assuming  a  600-cycle  supply,  the  group  frequency  is  evi- 
dently 1000.  The  number  of  teeth  on  the  disk  is  determined  by  the  number 
of  alternator  field. poles.  For  instance,  if  the  alternator  be  equipped 
with  24  poles,  the  disk  would  have  24  teeth,  and  24  breakdowns  wouW 
occur  per  revolution.  This  would  correspond  to  an  alternator  speed  of 
2600  r.p.m.  if  a  group  frequency  of  1000  were  desired. 

Clearly,  the  number  of  breakdowns  per  revolution  may  be  oontroHed 
by  substituting  disks  with  different  tooth  spacing.    Thus,  we  could  omit 

BouliveoCatobla  thni  twioe  fhe 


RanawaCIe  •tocU  anlTorml/ 
QMMd,  OM  for  eadk  pole  oa 
Vbm  ftlternstor 

Fio.  24. — ^Arrangement  of  parts  of  a  83mchronous  rotating  gap;  instead  of  using  a  metal 
disk  for  the  rotating  member  this  is  sometimes  made  of  a  disk  of  bfdcelite  or  simihr 
material,  the  rotating  studs  being  then  all  connected  together  by  a  metal  strip. 

alternate  teeth,  and  cut  the  group  frequency  in  half,  etc.  The  tone  of 
a  signal  may  thus  be  altered  easily  and  quickly,  in  case  this  is  found 
desirable  due  to  interference  effects  present.  The  quality  of  the  note 
may  be  made  quite  distinctive  by  introducing  regular  irregularities  in 
the  arrangement  of  teeth  as,  e.g.,  omitting  every  third  tooth. 

The  action  of  the  gap,  assuming  one  breakdown  to  occur  every  half 
cycle  is  indicated  conventionally  in  Fig.  25.  Actually  the  condenser  voltage 
is  not  a  sine  wave,  but  has  the  pecuhar  form  shown  in  Figs.  21  and  22. 

Synchronous  Gap  Application. — ^The  synchronous  gap  possesses  a  low 
operating  resistance,  due  to  the  electrodes  being  close  together  at  the  iinae 
of  discbarge,  and  automatically  recovers  its  insulating  propertieg  between 
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discharges  due  to  the  electrodes  being  widely  separated  during  this  interval 
Arcing  is  prevented  by  the  separation  of  the  electrodes  increasing  as  the 
wave  train  passes,  and  also  by  the  fanning  and  cooling  action  of  the  rapidly 
taoving  electrodes.  Partial  discharges  cannot  occur,  as  the  gap  separation 
may  be  adjusted  for  breakdown  near  the  voltage  maximum.  This  form 
of  gap  will  successfully  handle  large  amoimts  of  power  and  high  spark 
frequendesi  and  is  at  present  widely  used  on  commercial  spark  trans- 
mitters of  large  capacity. 

Non-synchronous  Gap — Operation  and  Applkation* — ^The  non-syn- 
chronous gap  is  essentiaUy  similar  to  the  sjnachronous  rotary  gap  described 
above,  with  the  exception  that  the  moving  electrode  disk  is  not  attached 
to  the  alternator  shaft,  but  is  driven  by  an  independent  motor.    If  the 
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FiQ.  25. — Conventional  representation  of  audio  and  radio  frequency  currents;  actually 
the  voltage  across  the  condenser  does  not  have  the  sinusoidal  shape  given  here  but 
has  the  form  given  in  Figs.  21  and  22. 

motor  runs  at  exactly  synchronous  speed,  and  the  phase  relation  is  correct, 
the  operation  will  be  equivalent  to  the  synchronous  type. 

This,  however,  is  an  unusual  condition,  and  one  which  would  be  dif- 
ficult to  maintain  for  any  length  of  time.  Normally  the  disk  is  run  at 
speeds  greater  than  synchronous,  the  gap  separation  being  adjusted  for 
some  voltage  somewhat  less  than  the  peak  value.  The  action  imder  these 
conditions  is  shown  conventionally  in  Fig.  26. 

It  will  be  noted  that  several  breakdowns  may  occiur  dining  each  half 
cycle  and  that  the  voltage  at  which  breakdown  occurs  is  not  of  a  definite 
nor  constant  value.  Thus  the  wave-trains  do  not  occm*  at  regular  intervals, 
nor  is  the  energy  of  the  several  discharges  the  same.  The  received  signal 
is  therefore  of  a  higher  pitch,  and  of  a  different  musical  quality  than  that 
produced  by  the  synchronous  type.  It  finds  its  greatest  application  for 
those  installations  where  commercial  frequencies  only  are  available  as  a 
supidy.    A  60-cycle  service  may  thus  be  used  to  supply  a  transmitter 
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radiating,  by  means  of  the  non-fi3mchronous  gap,  in  the.neighbortKKxl  of 
1000  groups  per  second.  The  power  radiated  is  thus  greatly  increased  and 
the  tone  high  enough  to  make  the  ear  and  telephone  both  more  efficient 
than  they  would  be  with  a  60-cycIe  note;  the  result  is  a  material  increase 
in  the  range  of  a  station. 

Quenched  Gap. — ^The  property  which  a  gap  possesses  of  returning 
very  quickly  to  its  im^ionized  condition  is  termed  "  quenching."  In 
the  rotating  gaps,  quenching  is  obtained  principally  by  the  air  blast  wfaidi 
occiu^  at  the  sparking  contacts,  and  also  to  some  extent  perhaps  by  the 
high  velocity  of  the  moving  electrodes,  thus  preventing  arcing  and  pa-- 
mitting  the  voltage  to  build  up  again  across  the  condenser,  as  already 
noted.  Rapid  quenching  also  possesses  additional  advantages  as  dis- 
cussed on  page  247. 


Condenser 
VoltM(e 


Fig.  26.— Conventio.iel  illustration  of  the  action  of  a  transmitter  set  having  a  noo* 

synchronous  rotating  gap. 

In  place  of  a  mechanical  quenching  action,  as  illustrated  by  the  rotary 
gaps,  an  electrical  quenching  type  is  also  widely  used,  which  is  known 
as  the  "  quenched  gap."  In  this  type,  the  retm-n  of  the  gap  to  a  oon- 
ditioil  of  high  dielectric  strength  is  obtained  through  very  rapid  de-i(xii- 
zation  of  the  gap  between  the  electrodes.  The  construction  of  a  typical 
gap  is  shown  in  Fig.  27.  The  following  description  of  its  action  will 
explain  the  peculiar  cellular  form  of  construction  illustrated. 

Quenched  Gap — ^Requirements  for  Rapid  De-ionization. — For  the  gap 
to  operate  satisfactorily,  that  is,  return  to  its  un-ionized  condition  in  an 
extremely  short  time,  the  following  conditions  must  be  fulfilled. 

1.  The  spark  must  take  place  in  a  space  in  which  no  oxide  is  formed. 
This  is  because  the  oxide  will  deposit  on  the  sparking  surface  of  the  gap 
and  soon  short-circuit  it. 

2.  The  metal  surfaces  must  be  kept  cool  and  the  electrodes  must  there- 
fore be  good  heat  conductors.  Silver  or  copper  are  the  metals  which  best 
fulfill  this  requirement.  Usually  silver-plated  copper  electrodes  are 
employed. 
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3.  No  part  of  the  gas  which  forms  the  gap  dielectric  must  be  far  from 
a  cool  metal  surface,  that  is,  a  very  short  gap  only  may  be  used. 

Quenched  Gap — Constnictioii. — The  above  requiremeats  are  satisfied 
in  the  commercial  form  of  gap  as  follows: 

1.  The  spark  takes  place  in  an  air-tight  chamber.  The  several  elements 
or  sections  of  the  gap  are  separated  from  one  another  by  the  insulating 
gaskets  as  shown  (Rg.  28A)  and  the  whole  clamped  tightly  together.  When 
the  gap  is  first  operated,  the  air,  which  is  initially  between  the  gap  faces, 
becomes  separated  into  its  elements,  mainly  oxj^n  and  nitrogen,  the 


Fio.  27  — Photograph  of  a  commercial  type  of  quenched  gap;  throe  disks  clamped 
together  by  insulating  screws  make  up  a  unit,  there  being  two  gaps  in  series  per 
unit. 

oxygen  combining  with  the  copper  electrodes  to  form  copper  oxide,  thus 
leaving  an  atmosphere  of  essentially  pure  nitrogen  between  the  gap  faces. 
The  black  oxide  of  copper  disappears  after  the  gap  has  been  in  operation 
a  short  while,  the  gap  faces  being  found  bright  and  clean  if  the  gap  is 
disassembled  for  inspection.  (The  exact  reason  for  the  disappearance 
of  this  oxide  is  not  apparent — it  is  probably  absorbed  into  the  material 
of  the  separating  gasket,  under  conditions  present  when  the  gap  is  in 
operation.) 

2.  In  addition  to  using  good  heat-conducting  materials,  such  as  silver 
and  copper,  for  the  electrodes,  the  efficient  cooling  of  the  gap  is  assisted 
by  means  of  cooling  vanes  or  fins,  which  radiate  the  heat  produced  during 
the  operation  of  the  gap.     These  fins  are  clearly  indicated  in  the  diagram 
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(Fig.  27).  There  has  been  recently  developed  a  sta^ered  form  of  gap 
construction,  which  permits  air  circulation  on  both  sides  of  each  eletnent. 
This  construction,  whereby  cooling  is  accomplished  by  increased  tBdi- 
Bting  surface,  represents  what  is  known  as  the  self-cooled  type.  It  is 
sometimes  necessary,  with  the  hi^er-powered  seta,  to  supply  a  small 
motor  driven  fan  to  cool  the  gap  satisfactorily.'  This  form  may  be  (rf 
the  type  illustrated  in  F^.  28,  where  the  gap  is  supported  in  a  trou^  of 
insulating  material,  the  cooling  air  blast  provided  by  the  motor-driven 


Fig.  2S. — Another  type  of  quenched  g&p  in  which  each  copper  disk  is  assembled  sep- 
arately; the  small  blower  forces  oool  air  around  the  cooling  vanee  to  prevent  over- 
heating, 
fan,  coming  up  through  the  trough,  and  thus  effectually  cooling  the  gap. 
The  cross-sectional  detail  of  this  gap  is  indicated  in  Fig.  28^1. 

3.  The  requirement  that  no  particle  of  gas  in  the  gap  shall  be  remote 
from  a  metal  surface  is  satisfied  by  subdividing  the  gap  into  sections, 
the  number  of  sections  increasing  as  the  "  break-down  "  voltage  value 
is  increased.  Each  gap  provides  somewhat  less  than  .01  inch  separation, 
with  a  breakdown  voltage  of  approximately  1200  volts.  Thus  no  particle 
of  gas  in  the  gap  is  more  than  .005  inch  away  from  the  metal,  and  the  gap 
is  rapidly  de-ionized.  This  rapid  de-ionization  is  due  principally  to  the 
loss  of  electrons  by  diffusion,  although  recombination  of  electrons  and 
positive  ions  is  also  a  factor.  By  loss  of  electrons  by  diffusion  is  meant 
'  Most  modem  gaps  receive  their  supply  of  cooling  air  from  a  fan  mounted  aa  the 
dteniatar  shaft,  thus  diqtensing  with  the  eictra  motor  requited  for  blower. 
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the  removal  of  electrons  from  the  gas  to  the  face  of  the  gap,  due  to  the 
attraction  of  the  induced  positive  charges  on  the  gap  faces.     As  the  most 
distant  electron  has  only  a  short  distance  (.005  inch)  to  go  bef<^re  anivipg 
at  the  gap  face  and  the  attracting  charge,  the 
time  required  is  extremely  small. 

Quenched  Gap — ^^^lication. — The  quenched 
gap  is  used  on  spark  tranamitters  of  all  powers, 

from  the  very  small  sets  used  in  military  field  nciurtecc 

work   and   aeroplanes,  up   to   the   500-600  h.p. 

(Input)  equipment  at   the  Nauen  Station  (Tele-  '  Eienwnt 

funken  System).     Quietness  in  operation,  small  cinuica 

space    requirements,    simplicity,    and   desirable  »      »«.      ^  .      . 

operating     characteristics    (see    page   324)    are      sketch  of  part  of  the  gap 
the    particular    advantages    of    this    type    of     shown  in  Fig.  28. 
gap- 

The  Chaffee  Gap* — Constructioa. — The  construction  of  this  gap  is 
quite  aimilftr  to  that  of  the  quenched  gap  described  above.  The  electrodes 
consist  of  a  copper  anode  and  an  aluminum  cathode,  the  spark  occurring 
between  them  in  an  air-tight  chamber  containing  an  atmosphere  of  moist 
hydrv^^n.  One  electrode  is  mounted  on  a  fleidble  diaphragm  to  permit 
adjustment  of  the  gap  length,  while  the  other  is  held  fixed  in  a  bakelite 
mounting  as  indicated.  As  with  the  quench  gap,  it  is  highly  important 
that  the  electrodes  and  gap  faces  be  kept  cool,  hence  the  large  radiating 
fins  with  which  each  electrode  is  equipped. 

Operation  of  the  Chaffee  Gap. — This  gap  is  supphed  from  a  d.c.  source 
through  resistances  and  b^-frequency  choke  coils  as  shown  in  Fig.  29, 

, and    is    connected    in 

~      shunt  with  the  oscillat- 
ing circuit  CiLi.  Nor- 
mally the  gap  separa- 
tion is  2  or  3  nun.  and 
under  these  conditions 
the  gap  acts  as  a  recti- 
fier, permitting  current 
FiQ.  29.— Circuit  used  with  Chaffee  type  of  quenched  gap,  pulses  to    flow  in  one 
by  which  the  high-frequency  current  ia  maintained  by  direction      only      e  e 
impulse  excitation.  ,  .,  ■''         ,'' 

from  the  copper  to  the 

aluminum  electrode. 
One  of  these  impulses  sets  the  secondary  circuit  into  oscillation,  the 
letro-action  of  which  sets  off  successive  primary  impulses  at  the  proper 
time  tar  maintaining  the  oscillations  in  the  secondary.  These  secondary 
oscillations  are   not   constant  in   amplitude,  but   grow  to   a   maximum 

1  This  is  only  one  of  aeveTol  gapa  of  this  general  type  which  have  been  developed  in 
Wcent  years.    Tungsten  is  quite  a  favorite  metal  for  making  the  terminals 
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amplitude  in  one  or  two  cycles,  and  decay  thereafter  more  or 
quickly.  Normally  the  current  consists  of  distinct  groups  of  trains  of 
waves  separated  by  a  few  cycles  only;  under  certain  conditions  (hi^ 
secondary  resistance)  the  trains  join,  and  the  current  then  is  a  high- 
frequency  oscillation,  the  amplitude  of  which  periodically  rises  and  falls. 

This  gap  has  not  been  extensively  employed  up  to  the  present  tiine, 
as  the  power  limitations  do  not  permit  its  appUcation  to  the  higgler 
powered  stations.  Thus  one  gap  is  capable  of  200  watts  input.  It  is 
to  be  noted  that  several  gaps  may  be  connected  in  series,  the  power  rating 
increasing  as  the  square  of  the  number  of  gaps  used. 

Oscillation  Transformer. — ^As  previously  noted,  the  fimction  of  the 
oscillation  transformer  is  to  transfer  the  high-frequency  power  from  the 


Fig.  30. — For  small  portable  sets  the  oscillation  transformer  is  sometimeB  made  with 

only  one  coil  as  shown  here. 


closed  circuit  to  the  open  or  antenna  circuit;  it  is,  in  other  words,  a  trans- 
former of  high-frequency  currents  or  oscillations.  Because  of  these  it  is 
important  that  it  be  constructed  without  iron  core  or  other  masses  of 
any  metal  whatever,  for  the  hystereas  and  eddy  current  losses  would  be 
so  large  as  to  make  the  transformer  efficiency  very  low. 

Two  general  types  of  oscillation  transformer  are  available,  i.e.,  (a) 
the  two-coil  type,  (6)  the  single-coil  type.  As  the  names  imply,  the  two- 
coil  type  is  made  up  of  two  separate  and  distinct  coils  more  or  less  sepa- 
rated from  each  other,  while  the  single-coil  type  consists  of  a  single  oofl 
connected  as  shown  at  YQWT  in  Fig.  30. 

In  the  figure  above,  WT  represents  the  part  of  the  oscillation  trans- 
former in  the  closed  circuit,  while  QT  is  the  part  used  in  the  open  circuit. 
It  will  be  seen  that  here  we  have  what  is  known  in  general  electrical 
engineering  as  an  "  auto-transformer,"  which,  in  turn,  is  a  modification 
of  the  simple  transformer.  The  practical  construction  of  the  oscillation 
transformer  varies  widely  with  diflferent  makes.  In  every  case  means 
must  be  provided  for  changing  the  number  of  turns  in  the  closed  circuit 
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and  in  the  open  circuit  and  also  (in  the  case  of  the  two-coil  transformer) 
for  changing  the  position  of  one  coil  relative  to  the  other.    Aa  regards 
the   former  of  these    two   requirement  two         ^  Copim 
general    methods  are  used:   one  consists  of      rHl"^"' 
using  a  chp  as  shown   in   Fig.  31,  and  shift-      JM,l 
ing  this  by  hand  until  the   required  number     [  f^V  sprinc  Clip 
of  turns  ia  obtained;   and  the   other  consists     \ry 
of  a  roller  contact  which  is  rotated  by  means        1 1 
of  a  suitable  handle   so  as  to  make  contact 

with  different  turns  as  shown  in  Fig.  32.  ^"^  31-F<>'  '^^  »•"««- 

rm.       V        •         I  11.  ••■  r  -I       tioD  &t  any  aeBired  point  on 

The  changmg  of  the  position  of  one  coU      ^j^^  ^jj^j   ^  oadllaiion 
relative  to  the  other  may  be  accomplished  by      tnuwfonnOT  a  apring  dip  of 
any  one  of  several  methods,  two  of  which  are      this  form  ia  useful, 
represented  by  Figs.  33  and  34,   which   are 

self-explanatory.  These  figures  also  show  the  general  construction  of  the 
various  types  of  transformers;  in  all  cases  either  ribbon  or  braided  copper 
is  used,  and  is  supported  in  various  ways  as  shown  by  the  illustrations. 


Pto.  32. — An  adjustable  transmitting  coil  is  eometimes  made  with  a  roUJng  contact;  on 
the  opposite  end  of  the  arm  is  placed  a  roller  of  some  insulation  material  to  avoid 
having  a  short  circuited  half-turn  which  would  occur  if  both  roUers  were  conductors. 

The  variation  of  the  coefficient  of  coupling  between  the  closed  and 
open  drcuita  is  accompli^ed,  in  the  case  of  the  two-coil  transformer,  by 
changing  the  position  of  the  two  coils  relative  to  each  other  and  also 
changing  the  inductances  outside  of  the  transformer  coils;  in  the  case  of' 
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the  single-coil  type,  the  coefficient  of  coupling  is  changed  by  changing  the 
number  of  turns  WT  (Fig.  30),  which  are  common  to  both  circuitfl^  and 


FiQi  33. — A  type  of  osdllfttioi)  tranafoimer  in  which  one  coil  felesoopes  with  the  otltf 
to  vary  coupling. 


Fia.  34. — An  oecQlation  trtuisformer  made  of  flat  epirals;  variation  of  couidiii(  >> 
obtained  by  sbding  one  of  the  coila  back  and  forth  on  the  central  shaft 

also  by  changing  the  position  of  the  point  Q  on  the  loading  inductance 
in  the  antenna  circuit. 
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It  must  be  remembered  that,  in  the  case  of  the  two  coil  type : 

where 

A: = coefficient  of  coupling; 
Jlf= mutual  inductance  between  the  two  coils  of  the  oscillation 

transformer; 
Li= total  inductance  in  the  closed  circuit; 
1/2= total  inductance  in  the  open  circuit, 
and  in  the  case  of  the  single  coil  type, 

where 

L= inductance  common  to  both  circuits, 
k,  Li,  L2  have  the  same  significance  as  above. 

The  Radio-frequency  Circuits. — ^This  consists  of  the  closed  and  open 
oscillatory  circuits,  coupled  together  through  the  oscillation  transformer. 
The  whole  of  the  radio-frequency  cir- 
cuit for  a  two-coU  oscillation  trans- 
former is  shown  in  Fig.  35.  The 
closed  and  open  circuits  are  tuned  to 
the  same  frequency. 

The  theory  applying  to  the  above 
is  that  which  has  been  discussed 
in  connection  with  two  iaductively 
couple  oscillatory  circuits  (see  Chapter 
IV,  pages  226-246).  The  main  point 
to  be  considered  is  that  when  the  two 
circuits  are  closely  coupled  there  are  produced  in  each  two  currents  of 
frequencies  differing  from  the  natural  frequency  of  the  two  circuits;  when 
the  natural  frequencies  of  the  circuits  are  the  same,  then  the  frequency 
and  wave-length  of  the  component  currents  are  given  by  (see  Ch^ter 
IV,  pages  229-231) 


Spark  O 
Gap    Q 


FiQ.  35. — The  two  coupled  radio  fre- 
quency circuits  of  a  spark  transmitter. 
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r= 


vnib' 


where 


^     Vi+k' 


x"=xvr^. 


X'=xVl+jfc, 


/and  X= natural  frequency  and  wave-length  of  either  circuit; 
f  and  X'= frequency  and  wave-length  of  one  of  the  component  cur- 
rents; 
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/"  and  X"= frequency  and  wave-length  of  the  other  component  cur- 
rents; 
fc= coefficient  of  coupling. 

The  relative  amplitudes  of  the  two  currents  have  been  discussed  in 
Chapter  IV,  pages  230-237;  generally  the  higher-frequency  current  has  the 
greater  amplitude.  Futhermore  the  higher-frequency  currents  of  the 
primary  and  secondary  are  about  180^  apart,  while  the  lower-frequency 
ciurents  of  the  primary  and  secondary  are  about  in  phase.  The  effect 
of  all  this  is  to  produce  ciurent  ''  beats  "  in  the  primaiy  and  secondary 
with  a  frequency  equal  to  the  difference  of  the  frequencies  of  the  com- 
ponent currents;  again,  while  the  resultant  current  in  the  primary  is  paas- 
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CURVES  OF  CURRENT  IN  COILS  OF  AN  OSCILUTION  TRANSFORMER 
FOR  A  N0N.QUENCHINQ  GAP  AND  ZERO  DECREMENT 

Fig.  36. — Currents  in  the  two  circuits  of  Fig.  35,  no  damping  assumed. 

ing  through  the  small  amplitude  values  of  the  ''  beat  cycle/'  the  secondary 
current  is  passing  through  the  high  amplitude  values  of  the  "  beat  cycle," 
and  vice  versa.  This  is  illustrated  by  the  curves  of  Fig.  36,  where  the 
dotted  line  cmrves  represent  the  resultant  primary  and  secondary  currents; 
it  will  be  noted  that  the  primary  resultant  current  starts  with  a  h^i 
amplitude  at  Q  and  decreases  to  a  low  amplitude  at  /2,  while  the  seccmdaiy 
resultant  current  does  just  the  opposite.  In  plotting  the  curves  it  has 
been  assvuned  that  neither  circuit  suffers  any  losses,  and  the  result  is  that 
the  decrement  of  the  component  ciurents  is  zero,  while  the  resultant  cinr- 
rents  would  also  periodically  repeat  themselves  through  the  "  beat  cyde  " 
without  any  decay.  This  of  course  is  not  true  of  an  actual  case,  where, 
on  accoimt  of  the  losses  in  both  circuits,  the  decrement  would  have  a 
definite  value,  and  the  resultant  currents  would  "  decay  "  somewhat  as 
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shown  in  Fig.  37,  which  represents  the  component  and  the  resultant  pri- 
mary and  secondary  currents  for  circuits  with  decrements.  Anqther 
assumption  made  is  that  the  gap  used  is  such  (open-spark  gap)  that  it 
remains  closed  for  considerable  time  after  its  breaking  down,  so  that  the 
currents  may  flow  through  the  closed  circuit. 

The  phenomenon  of  the  "  beats  ''  takes  place  most  pronotmcedly  when 
the  coupling  between  the  primary  and  secondary  of  the  osciDation  trans- 
former is  closest.  For  loose  coupling  the  two  circuits  oscDlate  at  very 
nearly  a  single  frequency  equal  to  their  natiuul  frequency,  but  when  thk 

CURVES  OF  CURRENT  IN  COILS  OF  AN  OSCILUTION 
TRANSFORMER  FOR  A  NON-QUENCHING  GAP 
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Fig.  37. — Currents  in  the  two  circuits  of  Fig.  35,  high  damping  assumed. 


is  the  case  the  secondary  current  is  generally  low.  On  the  other  hand, 
when  the  coupling  is  very  close,  although  the  current  in  the  antenna  is 
large,  yet  since  it  is  made  up  of  two  component  cmrents  of  two  widely 
Afferent  frequencies  the  antenna  will  radiate  energy  at  these  two  different 
frequencies;  this  is  very  objectionable  because  the  total  available  energy 
is  subdivided,  and  hence  the  range  of  transmission  diminished,  and  also 
because  it  would  interfere  with  other  stations.  As  a  matter  of  fact,  the 
law  in  the  United  States  requires  that  the  energy  of  no  other  frequency 
shall  exceed  10  per  cent  of  that  of  the  frequency  on  which  the  station  is 
transmitting. 
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As  outlined  above,  we  find  that  when  an  open  spark  gap  is  used,  which 
remains  closed  for  some  time  after  its  brecJdng  down  and  thus  permits 
a  current  to  be  maintained  in  the  closed  circuit,  we  are  confronted  by 
either  one  of  two  evils,  i.  e.,  low  current  in  antenna  at  a  single  frequency 
for  loose  coupling,  and  large  antenna  current  of  two  frequencies  for  close 
coupling;  besides,  for  both  loose  and  close  coupling,  energy  is  wasted  in 
the  primary,  since  the  latter  has  a  current  flowing  in  it  for  a  longer  time 
than  necessary,  which  produces  unnecessary  losses,  and  subtracts  from 
the  energy  which  might  otherwise  be  given  to  the  antenna. 

In  order  to  overcome  these  difficulties  advantage  is  taken  of  the  fact 
that,  as  has  already  been  pointed  out,  and  as  shown  in  Fig.  37,  the  pri- 
mary and  secondary  currents  (for  close  coupling  and  an  open  spark 

CURVES  OF  RESULTANT  CURRENT  IN  COILS  OF  AN 
OSCILUTION  TRANSFORMER  FOR  A  QUENCHED  GAP 
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Decrement  and  wave  length  for  this  current 
are  fixed  by  the  antenna  circuit  only 

FiQ.  38. — Currents  in  the  two  circmts  of  Fig.  35  if  the  gap  used  in  the  closed  circuit  is 

of  the  quenching  type. 

gap)  pass  through  beat  cycles,  and  that  the  amplitude  of  the  primary 
current  has  minimum  values  at  the  same  time  that  the  amplitude  of 
the  secondary  current  has  maximum  values.  It  is  plain  that  if  the 
primary  current  were  automatically  interrupted  when  passing  through 
its  miniynnpn  amplitude  values,  the  secondary  circuit  would  then  go  on 
oscillating  at  its  own  frequency  and  damping.  This,  of  course,  would 
be  made  possible  by  the  fact  that  the  primary  current  would  be  inter- 
rupted when  the  secondary  current  amplitude  values  are  a  maximum 
and  hence  when  almost  the  entire  energy  is  in  the  secondary.  Accord- 
ing to  this  plan  the  current  would  be  interrupted  in  the  primary  at 
the  completion  of  the  first  one-quarter  of  a  "  beat-cycle  "  as  shown  at 
A  in  Fig.  38.  To  interrupt  the  primary  current  several  methods  may 
be  used,  the  simplest  of  which  is  by  replacing  the  ordinary  open  gap 
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by  the  so-called  "  quenched  gap.**  The  construction  of  this  already  has 
been  described  on  page  316.  ItB  characteristic  is  that  it  **  opens  "  when 
the  current  in  the  primary  of  the  oscillation  transformer  passes  through 
its  low  values,  probably  because  the  comparatively  few  ions,  which  are 
formed  between  the  sparking  surfaces  during  the  time  of  low  current 
amplitude,  recombine  very  quickly,  thus  making  it  impossible  to  maintain 
low  currents  through  the  gas  between  the  sparking  surfaces.  Such  a  gap 
is  said  to  "  quench  "  the  spark  formed  upon  the  discharge  of  the  condenser. 
A  quench  gap  may  be  and  is  generally  operated  with  a  close  coupling  of 
the  oscillation  transformer,  because  the  closer  the  coupling  the  greater 
the  amount  of  energy  transferred  to  the  antenna  circuit;  but  if  the  coupling 
shoiild  be  made  extremely  close  then  it  is  possible  that  the  gap  may  refuse 
to  quench,  because  of  the  very  short  time  during  which  the  closed  circuit 
has  its  low  amplitude  current;  this  may  not  be  sufficient  to  permit  the 
gap  to  quench.  A  critical  coupling,  therefore,  exists  at  which  the  gap 
quenches  best;  this  coupling  is  quite  close  and  far  closer  than  could  be 
used  with  an  ordinary  open  gap;  the  secondary  current  as  indicated  by  an 
ammeter,  is  a  maximum  for  the  critical  coupling.  Of  course  if  the  gap 
is  quenching  properly  the  secondary  cmrent  should  have  a  frequency 
equal  to  its  natural  frequency,  and,  since  no  current  flows  in  the 
primary,  the  efficiency  is  higher  and  the  decrement  lower  than  for  the 
"  open  gap." 

The  adjustment  of  a  transmitting  set  as  regards  the  coupling  of  the 
closed  and  open  circuits,  the  gap,  and  the  timing  of  the  two  circuits  is 
best  determined  by  obtaining  the  "energy 
distribution  curve."  Such  a  ciu^e  is 
obtained  in  the  following  manner:  a 
search  coil  of  one  or  two  tiu'ns  is  intro- 
duced in  the  antenna  circuit  as  shown 
at  S,  Fig.  39,  and  a  wave-meter  circuit, 
consisting  of  I4,  C4  and  a  hot-wire  meter 
A  is  loosely  coupled  to  S.  With  the 
transmitter  in  operation  the  capacity  C4 
is  set  at  different  values,  and  the  reading 
of  A  is  obtained;  thus,  as  the  natural 
wave-length  of  the  circuit  of  C4  -L*  -A 
is  varied,  the  ammeter  reading  varies. 
A  curve  plotted  with  values  of  the  natm-al  wave-lengths  of  circuit 
C4-I14— A  against  squares  of  ammeter  readings  is  known  as  "energy- 
distribution  curve,"  and  shows  the  relative  amounts  of  energy  radiated 
by  the  antenna  at  each  wave-length.  Another  way  to  look  at  it  is  that, 
since  the  circuit  C4-I14-A  is  nothing  but  a  receiving  circuit  loosely 
coupled  to  the  transmitting  antenna,  it  follows  that  the  energy  distribution 
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FiQ.  39. — ^Use  of  wave-meter  for 
getting  wave-length  of  antenna 
circuit. 
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curve"  also  represents  the  energy  reaching  the  receiving  circuit  when  it 
ia  adjusted  to  different  natural  wave-lengths.  Whichever  way  one  chooses 
to  look  upon  the  "  energy  distribution  curve,"  it  is  plain  that  it  is  of  great 
importance  in  the  study  and  adjustment  of  a  transmitting  set.  Two 
typical  seta  of  such  curves  are  ^veo  in  Figs.  40  and  41  and  a  study  of  these 
will  bear  out  some  of  the  points  brought  out  in  the  previous  di8cuBai<». 
In  these  curves  the  ordinates  represent  squares  of  currento,  and  they  were 
in  one  case  read  on  a  so-called  "  Wattmeter  "  '  and  in  the  other  on  a 
thenuo-galvanometer. 


Wavo-lengUi  In  meters 
Fig.  40.— a  set  of  resonance  came  for  a  spark  traaamitter  having  a  noa-quenching  pv; 
even  when  the  txtupliug  b  as  low  as  6  pei  cent  two  distinct  waves  are  emitted  fnm 
the  antenna. 

Fig.  40  shows  curves  for  an  open  gap  and  for  different  amounts  of 
coupling,  curve  (1)  being  for  the  closest  and  curve  (8)  for  the  loosest 
coupling.  It  will  be  seen  that  for  any  but  the  loosest  coupling  there  are 
two  maxima  in  the  radiation  of  the  antenna  at  two  different  wave-lengths 
more  or  less  separated  from  each  other;  thus,  for  curve  1,  the  two  wave- 
lengths are  732  and  415  meters,  while  for  curve  7  they  are  616  and  588 
meters.    On  the  other  hand,  for  curve  8  maximum  energy  is  radiated  at 

'  Wattmeter  ia  the  name  often  given,  in  radio  measurements,  to  a  hoUwire  ammeta 
the  scale  of  wiiich  is  calibrated  to  indicate  the  power  expended  in  the  reeistanoe  of  the 
inatnunent  itself. 
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the  one  wave-length  of  602  meters,  i.e.,  the  natural  wave-Jength  of  the  closed 
and  open  circuits.  Again,  by  referring  to  the  table  inserted  in  Fig.  40  we 
note  that  the  antenna  current  was  a  minimum  for  curve  (8)  (1.25  amperes) 
and  a  mftTrimiiTn  for  curve  (1)  (1.57  amperes).  Or,  as  already  pointed  out. 
the  loose  coupling  produces  an  antenna  current  which,  though  smaller 
tluui  for  close  coupling,  radiates  maximum  energy,  at  a  single  frequency 
or  wave-length. 


II 


WmTe-leoKth  In  meMn 
^o.  41. — Reaonuice  curves  of  a  spark  transmitter  using  a  quenching  gap;  the  gap 
would  not  properly  quench  if  the  coupling  exceeded  20  per  cent.    For  curves  1,  2 
and  3  partial  quenching  is  indicated  by  the  presence  of  three  "humps"  on  the 


la  Fig.  41  are  shown  some  energy  distribution  curves  for  a  set  having 
a  quenched  gap,  the  values  of  coupling  used  being  noted  on  the  curve  sheet. 
It  will  be  seen  that  the  radiation  for  any  but  the  weakest  coupling  was 
impure,  i.e.,  took  place  at  more  than  one  frequency.  Ab  the  coupling 
is  increased,  in  a  quenched  gap  transmitting  set,  from  very  low  values 
the  antenna  current,  as  read  on  the  ammeter,  will  increase  with  the  increas- 
ing coupling;  for  a  certain  coupling  the  antenna  current  reaches  a  maxi- 
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mum  and  then  decreases  sharply  for  a  further  small  increase  in  cooidin^ 
The  value  of  coupling  just  less  than  that  at  which  the  antenna  currrat 
decreases  is  the  proper  one  to  use;  it  is  the  maximum  value  which  can 
be  used  and  still  maintain  the  quenching  action  of  the  set. 

Adjusting  the  Spark  Tnmsmitter. — ^In  adjusting  the  transmitter 
shown  in  Fig.  1,  to  radiate  at  a  certain  wave-length  and  energy  output, 
the  following  schedule  of  procediu-e  should  be  followed.  (Fig.  1  is  repro- 
duced here  as  Fig.  42  for  convenience  in  following  the  directions  given.) 

1.  With  the  antenna  circuit  open,  the  closed  oscillating  circuit  is 
adjusted  to  the  wave-length  desired,  by  varying  the  value  of  inductance 
Li.^  The  primary  capacity  is  usually  fixed  in  value  and  is  not  readily 
changed,  whereas  the  inductance  Li,  forming  also  the  primary  of  the 
oscillation  transformer,  is  always  of  the  variable  type,  its  constructioD 
being    as  previously  described  (page  320).    The  wave-length  at  which 
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Fig.  42. — Spark  transmitter  circmt. 


the  circuit  will  oscillate  may  be  marked  on  the  inductance  Li,  different 
values  of  Li  corresponding  to  different  wave  lengths,  since  Ci  is  fixed  and 

X  meten  =  1885V  LiCi, 

Li  and  Ci  being  given  in  micro-units. 

This  calibration  is  usually  made  by  the  manufacturer  before  the  set 
is  delivered.  In  certain  emergency  or  special  conditions,  however,  this 
may  not  have  been  done,  in  which  case  a  wave-meter  is  loosely  coujded 
to  Li,  and  Li  adjusted,  until  the  wave-meter  indicates  a  maximum  deflec- 
tion for  the  wave-length,  at  which  the  set  is  to  transmit. 

The  student  is  referred  to  Chapter  X  for  a  detailed  treatment  of  the 
wave-meter.  For  the  present  discussion  it  will  suflBce  to  say  that  it  b 
simply  a  calibrated  oscillating  circuit,  the  wave-length  of  which  is  known 
for  any  and  every  position  of  a  variable  condenser  element,  the  other 
element  consisting  of  a  fixed  inductance.    An  indicating  device,  e.g.,  hot- 

^  In  the  discussion  Li  stands  for  the  total  inductance  in  the  closed  oscillating  drcuitf 
i.e.,  the  sum  of  the  inductances  of  Li  and  L\  of  the  diagram;  as  previously  noted,  the 
extra  inductance  in  the  closed  oscillating  circuit,  L'l,  is  very  seldom  used. 
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wire  ammeter,  completes  the  instrument,  the  connections  of  which  are 
shown  in  Fig.  43. 

The  ammeter  deflection  is  a  maximmn,  when  the  wave-meter  circuit 
is  in  tune  or  in  resonance  with  the  closed  circuit  of  the  transmitter.  Since 
L  is  constant,  and  X  =  1885VTc  =  iiLVIC,  we  have  X^K'VCy  and  the 
condenser  scale  may  be  calibrated  directly  in  wave-lengths.  When  the 
ammeter  reading  is  a  maximmn,  the  wave-length  of  the  set  is  the  same 
as  the  wave-length  of  the  wave-meter,  and  is  thus  readily  obtained  from 
the  calibrated  condenser  scale. 

2.  After  the  closed  circuit  has  been  adjusted  to  the  desired  wave-length, 
the  antenna  circuit  is  closed  and  loosely  coupled  to  the  closed  circuit. 
The  antenna  inductance  L2  (or  La  if  in  circuit)  is  then  varied  imtil  maxi- 
mum current  is  indicated  on  the  antenna 
ammeter,  imder  which  condition  the  two 
circuits  are  in  resonance.    This  adjust- 
ment may  be  checked,  by  coupling  the 
wave-meter  loosely  to  the  loading  coil, 
if  in  circuit,  and  noting  the  wave-length 
at    which    maximum  deflection  of   the 
wave-meter  ammeter  is  obtamed.    This  ^^-  43.— Simple  wave  meter  circuit. 

should  be  the  same  as  the  wave-length  for 

which  the  closed  circuit  was  adjusted.  It  is  important  to  note,  that  the 
wave-meter  should  not  be  coupled  to  the  oscillation  transformer  secondary 
when  making  this  check,  but  to  some  coil  remote  from  L2.  If  no  loading 
coil  is  used,  a  small  search  coil,  consisting  of  a  tiwn  or  two  of  wire,  should 
be  inserted  in  the  circuit,  remote  from  the  oscillation  transformer,  and  the 
wave-meter  coupled  to  this  coil. 

This  procedm^  is  required  because  of  the  relations  of  the  flux,  which 
surrounds  both  windings  of  the  oscillation  transformer,  when  both  wind- 
ings are  carrying  cmrent,  and  imder  which  condition,  double-frequency 
current  flows  in  each  circuit.  It  was  shown  (see  page  231)  that  the 
lower-frequency  cmrents  in  each  winding  are  practically  in  phase,  while 
the  higher-frequency  ciwrents  are  practically  180°  out  of  phase.  The  flux 
relations  of  the  oscillation  transformer,  assuming  a  flat  spiral  construc- 
tion, are  thus  as  illustrated  in  Fig.  44. 

It  is  apparent  that  a  wave-meter  placed  between  the  two  coils,  as 
indicated  in  Fig.  44,  will  indicate  resonance  at  the  higher-frequency  value, 
while  if  placed  in  the  axial  position  will  show  resonance  at  the  lower- 
frequency  value.  Intermediate  positions  will  result  in  a  combination 
of  effects  of  the  two  fluxes,  and  the  indications  would  therefore  be  inac- 
curate and  confusing.  It  is  thus  always  advisable  to  couple  the  wave- 
meter  to  a  single  remote  coil  in  the  antenna  circuit.  The  disturbing 
effects  of  the  oscillation  transformer  fluxes  in  the  wave-meter  indication. 
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exist  to  some  extent  even  with  loose  coupling  and  both  circuits  correct^' 
tuned.  However,  a  wave-meter  coupled  to  the  loading  coil  or  search  coil 
would  give  true  indications  under  any  condition.    When  the  antenna  is 


Fia.  44 — CroBS-wction  through  &n  oecillAtioii  tratuformer  ehowing  the  diatributkn  (rf 
flux  due  to  the  high-  and  low-frequency  currents.  With  wave-meter  coil  on  the  axis 
low-frequency  reeouanoe  is  obtained,  Whereaa  with  coil  between  the  two  parts  of 
the  transformer  high-frequency  resonance  is  obtained. 

carrying  much  current,  no  search  coil  at  all  is  required;  if  the  coil  of  the 

wave-meter  is  placed  near  the  earth  lead  suiBcient  coupling  will  be  obtained. 

It  is  interesting  to  note  the  variation  of  antenna  ciurent  when  La 

or  Z«  is  varied.    Fig  45^1  indicates  the  characteristics  obtuned  when  !« 


r 

A 

1' 

/ !  \ 

1. 

/  '    \ 

5 

-     /      1        \ 

s 

/        1   (»)     ^ 

'' 

Fia.  46. — Tuning  the  antenna  to  the  closed  circuit  by  coil  Lt  will  give  a  different  farm  of 
resonance  curve  than  that  obtained  by  varying  La. 

alone  is  varied,  while  Fig.  455  indicates  the  resulte  obtained  when  la 
only  is  varied. 

The  difference  is  due  to  the  fact  that  in  Fig.  45A,  the  e.m.f.  induced 
in  the  antenna  circiiit  is  not  varied,  but  remains  constant.  Thus,  aa  the 
lesonant  condition  is  reached,  the  current  becomes  a  maximum,  and 


ADJUSTMENT  OF  SPARK  TRANSMITTER  331 

therefore  decreases  nearly  symmetrically,  as  the  turns  in  Ls  are  continu- 
ally increased.  In  Fig.  45B,  however,  the  induced  ejn.f.  is  not  of  con- 
stant value,  but  will  increase  as  the  turns  increase,  somewhat  in  the  man- 
ner indicated  by  the  dotted  line.  The  current  curve  is  thus  unsynmietrical, 
but  will  have  the  same  kind  of  symmetry  as  the  curve  of  Fig.  45  A  if  proper 
regard  is  had  to  the  change  in  induced  voltage. 

3.  The  set,  after  adjustment  of  the  closed  and  open  circuits  as  out- 
lined above,  is  in  condition  for  sending  at  the  given  wave-length.  The 
coupling  should  then  be  adjusted  so  that  the  energy  radiated  at  this  wave- 
length will  be  a  maximmn.  This  will  not  be  at  the  highest  value  of 
coupling  obtainable,  nor  will  the  anteima  current  be  a  miLYimiiTn  neces- 
sarily for  this  condition.  Maximmn  antenna  current  indicates  a  maximum 
energy  radiation,  but  the  distribution  of  this  energy,  as  discussed  on  page 
326,  is  of  more  importance  than  the  total  radiation,  and  if  the  ooupling 
is  too  close,  the  radiated  energy  may  be  distributed  over  a  large  range  of 
wave-lengths.  Thus  the  efficiency  of  the  set,  as  measured  by  the  energy 
reaching  the  receiving  station,  which  is  tuned  to  the  wave-length  for  which 
the  transmitter  is  adjusted,  may  be  very  much  reduced.  This  is  a  very 
important  point  and  one  often  overlooked;  namely,  that  the  criterion  for 
beet  operation,  is  maximum  energy  radiation  at  the  wave4engih  far  which 
the  aet  is  adjusted  and  not  maximum  antenna  current. 

Characteristics  of  the  Spark  Ttansmitter  —  Energy  Distribution 
Curves. — ^The  energy  distribution  curves  of  a  transmitter  under  different 
coupling  values  are  shown  in  Fig.  46.  The  manner  in  which  these  curves 
are  determined  is  described  in  detail  in  Chapter  X,  page  798.  Briefly 
stated,  a  wave  meter  is  loosely  coupled  to  the  antenna,  remote  from  the 
oscillation  transformer,  and  the  deflections  of  the  hot-wire  ammeter  (7^) 
noted  as  the  variable  condenser,  is  adjusted  to  the  different  values  of 
wave-length.  The  energy  received  by  the  wave-meter  is  proportional 
to  the  deflection  of  the  hot-wire  meter  (if  a  hot-wire  ampere  meter  is 
used  as  is  generally  the  case)  which  is  thus  iadicative  of  the  energy  radi- 
ated by  the  transmitter  at  the  corresponding  wave-length.  The  curve 
plotted  from  the  data  thus  obtained  is  caUed  the  "  energy  distribution  " 
curve  and  is  of  the  greatest  importance  in  determining  the  characteristics 
and  action  of  the  transmitter. 

The  form  of  the  energy  distribution  ciurve  will  be  determined  by  the 
coupling  used,  which  in  twcn  will  be  dependent  on  the  foUowing  factors: 
First. — ^The  total  amount  of  energy  to  be  radiated.  If  the  receiving 
station  is  at  a  considerable  distance,  more  energy  will  be  required  and 
vice  versa.  This,  however,  is  a  minor  factor,  as  the  energy  control  is 
primarily  obtained  by  spark  gap  adjustment. 

Second. — ^The  desired  distribution  of  the  energy  radiated  over  the  dif- 
ferent wave-lengths  as  illustrated  by  the  ciurves  (Fig.  46). 
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Under  certain  conditions,  as,  for  instance,  the  sending  out  of  disties 
signals,  etc.,  a  broad  distribution  of  the  energy  radiated  is  of  prime  iInpo^ 
tance  and  close  coupling  would  be  used.  A  large  niunber  of  stations,  aD 
of  which  may  be  timed  to  different  wave-lengths,  would  thus  be  reached. 
This  condition  is  shown  by  curve  C-C,  Fig.  46. 

Under  normal  operating  conditions,  however,  the  distribution  of  the 
radiated  energy  is  of  greater  importance,  and  the  coupling  is  adjusted  so 
as  to  cause  a  minimum  of  interference  with  other  stations,  within  range, 
for  whom  the  message  is  not  intended.  Under  this  condition^the  majdmum 
energy  is  radiated  at  the  wave-length  for  which  the  receiving  set  is  tuned 


500 


550 


600  650 

Wave  Length  in  Meters 


Fio.  46. — Energy  distribution  curve  of  a  sparic  transmitter  for  three  degrees  of  coupling. 

(as  indicated  by  curve  B)  and  thus  a  maximum  strength  of  signal 
would  be  obtained  at  the  receiving  station,  although  the  coupling  used 
would  probably  be  considerably  less  than  that  used  in  curve  C, 

Adjustment  of  Power  Input  to  the  Transmitter. — ^The  above  deserip- 
tion  has  considered  the  adjustment  of  the  set  for  desired  power  output 
conditions.    Power  input  adjustments  wUl  now  be  considered. 

Since  the  high-frequency  power  input  is  equal  to  \C\E^N,  this  powa 
may  be  controlled  by  varying  the  quantities  Ci,  E,  Mid  N. 

Normally,  the  group  frequency  {N)  will  not  be  varied,  as  the  operating 
eflBciency  of  the  set  will  probably  be  considerably  decreased  for  speecfc 
other  than  noted.  Also,  as  mentioned  previously,  the  characteristics 
of  the  phones  at  the  receiving  station  are  usually  such  as  to  mak 
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them  most  sensitive  to  a  group  frequency  of 'about  1000  cycles  per  second, 
and  it  is  therefore  undesirable  to  deviate  from  this  value  to  any  consider- 
ate extent. 

In  practical  installations^  the  closed-circuit  capacity  (Ci)  is  usually 
fixed  in  value,  and  could  not  be  varied  to  secure  a  change  in  the  power 
input. 

The  voltage  to  which  Ci  is  charged,  £,  is  readily  controlled,  however, 
by  adjusting  the  separation  of  the  spark  gap  in  the  proper  manner.  This, 
therefore,  forms  the  means  whereby  the  power  input  may  be  controlled, 
and  although  limited  in  range,  as  discussed  below,  is  widely  used  in 
practice. 

In  case  a  quenched  gap  is  used  the  power  input  is  controlled  by  using 
the  proper  mmiber  of  gaps  in  series,  many  for  high  power  and  perhaps 
only  one  or  two  for  short-range  sending.  It  must  be  remembered  that 
as  the  gap  length  is  changed,  or  the  number  of  sections  of  a  quenched  gap 
varied,  the  voltage  of  the  alternator  must  be  correspondingly  altered  to 
prevent  arcing  and  irregular  discharges. 

Care  of  a  Spark  Gap.^ — ^As  previously  mentioned,  the  power 
input  to  the  closed  circmt  condenser  is  immediately  decreased  if  arcing 
occurs  across  the  spark  gap.  To  prevent  this  condition  it  is  essential 
that  the  gap  faces  be  clean  and  smooth.  The  electrode  faces  should  ther^ 
fore  be  periodically  cleaned  and  polished  with  sandpaper  or  emery  cloth, 
the  necessity  and  frequency  of  this  cleaning  being  determined  by  the 
time  which  the  gap  is  in  service.  The  alignment  and  separation  of  the 
electrodes  must  also  be  very  carefully  adjusted,  if  the  maximiun  eflBciency 
of  the  set  is  to  be  obtained  and  a  pure  note  radiated. 

If  this  is  neglected  one  or  more  partial  discharges  may  occur  per  alter- 
nation, and  a  constant  group  frequency  will  not  be  obtained,  nor  will 
successive  trains  possess  equal  energy.  The  action  is  similar  to  that  of 
the  non-synchronous  rotary  gap,  but  the  group  frequency  may  be  more 
erratic,  since  it  depends  on  the  complex  arc  conditions  existing  in  the  gap, 
whereas  in  the  former,  the  group  frequency  is  partially  controlled  and 
fixed  by  the  rotating  element.  These  partial  discharges,  which  may  occur 
considerably  below  the  peak  value  of  the  charging  potential  and  at  indefi- 
nite intervals,  produce  a  non-musical  note  in  the  phones  at  the  receiving 
station,  which  varies  in  intensity  and  pitch,  and  is  disagreeable  and  fatigu- 
ing to  the  operator.  It  is  also  more  difficult  to  hear  the  signal  through 
interference  than  if  the  transmitter  gap  were  properly  adjusted  and  energy 
radiated  at  a  single-group  frequency.  The  above  refers  also  to  the  syn- 
chronous rotary  gap  and  quench  gap  if  the  separation  of  the  electrodes 
is  too  small. 

^  The  following  remarks  apply  only  to  open  gape — ^A  quenched  gap  should  never  be 
opened  for  inspection  until  it  actually  fails  (by  short-circuiting)  as  can  be  detected  by 
iSedng  how  long  a  spark  will  jump  across  the  gap  section  outside. 
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Improper  adjustment  of  the  gap  (except  the  quenched  type)  is  readily 
detected  by  observing  the  character  of  the  spark.  If  the  separation  is 
too  small,  the  discharge  will  be  yellowish  in  color  and  emit  a  roaring  sounds 
which  is  characteristic  of  the  arc,  whereas  under  proper  conditions,  the 
discharge  is  white,  with  a  snappy  crackling  sound. 

Too  great  a  separation  of  the  electrodes  results  in  uncertain  operation 
due  to  the  gap  not  breaking  down  regularly  once  every  alternation,  but 
every  other  alternation  or  once  every  third  or  fourth  alternation  perhaps; 
that  is,  there  occiub  a  resonant  rise  of  voltage  with  corresponding  enerigy 
storage  before  the  breakdown  voltage  value  is  reached.  (See  Figs.  21 
and  22,  pp.  307,  308.)  The  condenser  and  step-up  transformer  may  be 
severely  stressed  under  these  conditions  and  their  failure  may  occur  unless 
designed  specifically  for  these  operating  conditions.  A  hot-wire  ammeter, 
suitably  insulated,  and  inserted  in  the  closed  circuit,  forms  an  effective  aid 
in  securing  proper  adjustment  of  the  gap,  for  the  high-frequency  iK>wer 
(and  current)  in  the  closed  circuit  is  then  a  maxiihum,  as  shown  by  the 
ammeter  indication. 

Proper  Motor  Speed. — ^The  proper  motor  speed  will  evidently  depend 
on  the  rated  frequency  of  the  connected  alternator  and  the  pairs  of  poles, 
since 

^      — AA       ^  cycles  per  second) 

eox/ 

r.p.m.= — 

V 

Thus,  assuming  a  500-cycle  alternator  with  20  pairs  of  poles,  we  have, 

r.pjn.  =  — ^r —  =  1500  r.p.m. 
as  the  motor  speed. 

The  speed  of  the  driving  motor  must  be  strictly  constant  if  a  musical 
note  of  constant  pitch  is  to  be  heard  in  the  phones  at  the  receiving  station, 
and  as  previously  mentioned,  the  modern  shimt-woimd  or  differentially 
woimd  motor  satisfactorily  fulfills  this  requirement.  It  is  evident  that 
by  smtably  adjusting  the  driving  motor  speed  (by  means  of  the  motor 
field  rheostat)  a  limited  control  of  the  group  frequency  of  the  set  is  possible. 
Thus  by  driving  the  above  alternator  at  1200  r.p.m.,  the  group  frequency 
may  be  made  800  instead  of  1000.  Similarly  1800  r.p.m.  will  give  a  group 
frequency  of  1200.  There  is  no  particular  advantage  in  this,  however, 
as  the  telephones  usually  have  maximum  sensitivity  for  a  group  frequency 
of  about  1000  cycles  per  second,  and  the  operation  of  the  spark  gap  will 
be  erratic  at  other  than  rated  frequency,  as  explained  on  pagp  308. 

Capacity  and  Inductance  of  the  Closed  and  Open  Circuits. — ^The  proper 
capacity  to  be  connected  into  the  closed  circuit  will  depend  on  the  amoimt 
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of  the  high-frequency  power  which  it  is  intended  to  generate,  the  charging 
voltage  to  be  employed,  and  the  group  frequency,  since 

'when 

Ci  =  closed  circuit  capacity  in  farads; 

£= potential  in  volts  to  which  condenser  is  charged; 
iV= group  frequency  in  wave-trains  per  second. 

Thiis,  if  we  assume 

F=2ikw.=2500  watts; 

^=15,000  volts; 

J\r=1000  (alternator  frequency =500) 

we  have, 

2500=  iXCi  (1.5X10^)^X1000 

Ci  =  .022  microfarad. 

The  closed-circmt  inductance,  which  also  acts  as  the  primary  of  the 
oscillation  transformer,  will  be  determined  by  the  above  value  of  Cx  and 
the  maximum  wave  length  at  which  the  set  is  expected  to  radiate. 

Since:  Xm««=1886VLiCi. 

Where 

Li= closed  circuit  inductance  in  microhenries; 

Ci  =  closed  circuit  capacity  in  microfarads, 

we  have,  assuming  Xmu.  — 1000  meters 

1000=  1885VLiX. 022 
Li  =  12.8  microhenries. 

For  proper  operation  the  open  (antenna)  circuit  constants  L2  and  C2 
must  satisfy  the  relation 

LiCi  =  L2C2, 

where  Li  and  Ci  are  the  same  as  indicated  above; 

C2= total  eflfective  capacity  of  antenna  circmt; 
1/2= total  effective  inductance  of  antenna  circuit. 

Usually,  C2  will  be  considerably  less  than  Ci  due  to  the  difficulty  and 
expense  of  building  large  capacity  antennse  and  thus  L2  usually  exceeds 
Li  in  value.    If  we  assiune  an  antenna   capacity  of  .0024  microfarad,^ 

then 

022 
^  =  r^cA  X  12.8 =117  microhenries. 
.0024 

^Represents  approxiinately  an  "  L  "  antenna,  length  of  top =200  feet,  height =98 
feet,  number  of  wires =6. 
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All  of  this  inductance  would  not  be  contained  in  the  secondary  winding 
of  the  oscillation  transformer,  a  large  part  of  it  would  be  supplied  by  the 
loading  inductance,  while  a  relatively  small  portion  would  be  found  in  the 
antenna  itself.  In  the  antenna  referred  to  above,  the  inductance  would 
be,  perhaps,  20  microhenries. 

Thus,  the  closed  and  open  circuits  are  timed  to  the  same  wave4engtli, 
and  if  the  coupling  between  them  has  been  properly  adjusted  (see  above), 
a  maximum  amount  of  energy  will  be  radiated  at  1000  meters  and  the 
efficiency  of  operation  will  be  a  maximum  for  the  given  conditions.  The 
procedure  to  be  followed  in  adjusting  for  a  different  wave-length  or  chang- 
ing the  energy  radiated  by  the  set  has  already  been  described. 

Elements  of  the  Receiving  Station — ^Visual  Detection. — ^The  general 
connections  and  action  of  a  receiving  set  have  already  been  discussed 
(see  page  190).  Primarily,  it  constitutes  a  circuit  which  absorbs  a  portion 
of  the  electrostatic  and  electromagnetic  energy  which  reaches  it  from  the 
transmitter,  combined  with  certam  devices  to  make  this  absorbed  eneigy 
produce  maximiun  visible  or  audible  eflfects,  so  that  its  reception  may  be 
evidenced  and  intelligence  thus  transmitted. 

The  antenna  circuit  represents  the  energy  absorbing  element  of  the 
receiving  set.  The  waves  of  electromagnetic  and  electrostatic  energy 
sent  out  by  the  transmitter,  induce  an  e.m.f.  in  the  antenna  circuit,  the 
natural  frequency  of  which  is  the  same  as  that  of  the  transmitter.  'If  the 
antenna  were  connected  directly  to  groimd  as  indicated  in  Fig.  47-4,  the 
circmt  would  be  complete  and  a  current  would  be  caused  to  flow  as  long 
as  energy  is  radiated  by  the  transmitter.  If  a  sensitive  hot-wire  ammet^ 
were  inserted  as  shown,  then  this  energy  reception  would  be  made  visible, 
and  thus  a  message  might  be  transmitted  between  the  two  stations,  if  the 
radiated  energy  is  interrupted  in  accordance  with  a  prearranged  code. 

This  arrangement  represents  the  simplest  possible  form  of  receiver, 
but  is  never  used,  due  to  the  impracticability  of  the  sensitive  ammeter 
which  would  be  required.  The  antenna  would  probably  not  be  tuned 
to  the  frequency  of  the  e.m.f.  induced  in  it,  and  the  resultant  current 
would  be  extremely  small,  requiring  a  very  sensitive  instrument  for  its 
detection. 

It  is  obvious  that  this  current  could  be  materially  increased  by  so 
adjusting  this  circuit  that  its  natiu^  frequency  is  made  the  same  as  the 
frequency  of  the  e.m.f .  induced  in  it,  i.e.,  the  radio  frequency  of  the  received 
signal.  This  would  be  most  easily  accomplished  by  inserting  a  variable 
inductance  in  the  circmt,  provided  the  natural  frequency  of  the  antenna 
is  above  that  of  the  incoming  energy.  (A  variable  condenser  would  be 
inserted  if  the  received  energy  has  a  frequency  above  that  of  the  antenna.) 
However,  the  current  is  very  small  even  with  the  circuit  adjusted  to 
resonance,  and  the  hot-wire  ammeter  would  of  necessity  be  of  a  very  deli- 
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cate  construction,  making  it  impractical  to  use.  Such,  an  instrument 
would  possess  considerable  resistance,  which  would  still  further  limit  the 
current  flowing  when  the  circuit  is  adjusted  to  resonance.  In  addition, 
its  indications  are  inherently  sluggish,  and  would  require  such  a  slow  speed 
in  sending,  as  to  make  its  application  for  receiving  purposes  completely 
impractical.  The  addition  of  a  variable  inductance  or  capacity  for  tuning 
the  antenna  circuit  is  indicated  in  Fig.  475. 

Audible  Detection. — ^In  place  of  the  above  scheme  of  detection,  which 
may  be  termed  the  visual  method,  a  detector  is  used  which  causes  the 
incoming  energy  to  produce  audible  effects.  Thus  we  might  substitute 
a  telephone  receiver  in  the  antenna  circuit  in  place  of  the  ammeter.  The 
receiver  is  described  in  detail  below.  (See  page  341.)  Briefly,  it  consists 
of  a  soft  iron  diaphragm  actuated  by  current  flowing  through  a  winding 
placed  on  a  permanent  ''U  ''  magnet,  the  poles  of  which  are  placed  closely 


(A) 
Fig.  47 — Simple  schemes  for  receiving  radio  signals. 


adjacent  to  the  diaphragm.  An  alternation  of  current  of  a  certain  polarity 
thus  increases  the  pull  on  the  diaphragm,  whereas  the  reverse  alternation 
will  decrease  thp  pull.  The  diaphragm  is  thus  moved  inward  and  out-, 
ward,  setting  up  vibrations  in  the  air  which  are  heard  as  sound  by  the 
observer. 

The  placing  of  such  a  receiver  in  the  antenna  circuit  would,  however, 
produce  no  soimd  in  the  phones  even  though  high-frequency  current  were 
flowing  in  the  antenna.  This  is  due  to  the  fact  that  the  mechanical 
inertia  of  the  diaphragm  will  not  permit  it  to  follow  the  extremely  rapid 
reversals  of  the  radio  frequency  current.  This  reversal  would  occur  at 
the  rate  of  1,000,000  times  per  second  for  a  300-meter  wave  signal.  Also, 
even  though  it  were  possible  for  the  diaphragm  to  respond  to  this  current, 
no  soimd  would  be  heard,  as  the  frequency  would  be  far  above  the  limit 
of  audible  frequencies  (about  20,000  cycles).  The  conditions  are  indicated 
in  the  following  curves  (Fig.  48).  The  receiver  would  also  add  thousands 
of  ohms  impedance  to  the  antenna  circuit,  so  that  only  negligible  high- 
frequency  current  could  flow. 
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Application  of  the  Rectifier. — If  we  place  in  the  antenna  circuity  in 
addition  to  the  phones,  some  device  possessing  unilateral  conductivity, 
that  is,  a  greater  resistance  to  ciirrent  flow  in  one  direction  than  in  the 
other,  we  would  obtain  a  net  or  ciunulative  effect  for  each  wave-train, 
since  the  effect  on  the  diaphragm  in  the  one  direction  would  then  exceed 
the  effect  in  the  reverse  direction.  Thus  the  diaphrs^m  would  be  given 
a  resultant  deflection,  springing  back  to  its  initial  position  only  after  the 
wave-train  had  passed.  Thus,  if  1000  wave-trains  strike  the  antenna  per 
second  (group  frequency  of  transmitter  =1000),  the  diaphragm  would  be 
impulsed  1000  times  per  second,  and  the  observer  would  hear  a  1000-cycle 
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Fig.  48. — Ck)nyentional  diagram  of  current  in  antenna  of  receiving  station;  even  if 
such  high-frequency  currents  could  flow  through  the  telephone  the  diaphragm  ooukl 
not  move  so  rapidly. 


note  whenever  the  transmitter  radiated  energy.  These  conditions  are 
graphically  shown  in  Fig.  49.  The  ampUtude  variation  of  the  e.m J.  for 
this  figure  should  be  carefully  noted.  The  first  cycle  is  of  maximum  ampli- 
tude in  only  one  circuit  of  both  sending  and  receiving  stations,  namely, 
the  closed  circuit  of  the  transmitter.  In  all  other  circuits,  time  is  required 
to  build  up  the  oscillations  to  their  full  ampUtude,  due  to  the  electrical 
storage  of  energy  which  takes  place  during  this  period,  just  as  in  setting  a 
mechanical  system  into  oscillation,  maximum  ampUtude  is  not  obtained  on 
the  first  impulse.  (Unless  the  system  starts  with  origin£d  distortion,  as 
e.g.,  a  pendulum  held  to  one  side  and  then  released,  which  condition  cor- 
responds to  that  existing  in  the  closed  circuit  of  the  transmitting  set.) 

The  complete  receiving  circuit  with  the  asymmetrical  resistance,  com- 
monly known  as  a  "  detector,"  is  indicated  in  Fig.  60.  (The  term 
"  detector  "  is  not  strictly  appUcable,  for  it  does  not  detect,  but  enables 
the  receivers  to  detect,  or  make  evident  to  the  senses,  the  energy  that  is 
suppUed  to  the  telephone  receivers.)      Due  to   the  high  resistance  of 
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the  phones,  and  the  asymmetrical  character  of  the  rectifier  resistance  this 
circiiit  is  not  selective,  and  it  would  be  difficult  to  receive  except  imder 
the  unusual  condition  that  only  energy  from  the  sending  station  desired 
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Fig.  49. — ^When  a  rectifier  is  used  the  antenna  current  is  assymetrical;  more  flowing  in 
one  direction  than  in  the  other;  such  a  current  will  give  the  telephone  diaphragm 
one  impulse  per  wave-train. 


is  reaching  the  antenna.    Also  the  magnitude  of  the  current  flowing  even 
imder  the  best  conditions  is  very  small.    For  these  reasons  it  is  desirable 
and  advantageous  to  connect  the  detecting  apparatus  in  a  separate  cir- 
cuit coupled  inductively  to  the  antenna  by  means  of  coils 
Lif  1/2,  Fig.  51,  the  two  forming  what  is  known  as  the 
receiving  coupler. 

Inductively  Coupled  Receiver.-r-With  this  connection, 
the  primary  or  antenna  circuit  may  be  tuned  accurately  to 
the  frequency  of  the  incoming  energy,  and  since  all  high 
resistances  have  been  removed,  the  antenna  current  will 
attain  a  maximum  value  very  much  greater  than  possi- 
ble with  the  preceding  arrangements.  Therefore  the 
e.m.f .  induced  in  the  secondary  and  the  resulting  current 
flow  will  be  maximum  and  the  signal  strongest,  although 
it  will  still  be  relatively  weak  due  to  the  high  resistances 
in  the  second  circuit,  which  diminishes  the  resultant 
current.  This  circuit  possesses  some  selectivity  due 
to  the  adjustment  of  natural  frequency  possible  in  the  low 
resistance  antenna  circuit.  To  enable  the  circuit  to  be  tuned  over 
wide  ranges  of  wave-length,  and  additional  inductance  L',  known 
as  a  "loading"  inductance,  is  inserted  as  shown  for  very  long  wave- 


Fio.  60. — ^A  pos- 
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and  rectifying 
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lengths,  while  the  condenser  Ci  may  be  cut  into  circuit  if  it  becomes 
necessary  to  tune  for  very  short  wave-lengths.  This  condenser  is  there- 
fore known  as  a  "  shortening  "  or  "  short-wave  "  condenser. 

To  increase  the  selectivity  and  sensitivity  of  the  set,  a  tuning  conden- 
ser C2  is  placed  across  the  coil  L2,  giving 
the  final  circuit  illustrated  in  Fig.  52, 
which  represents  the  arrangement  most 
generally  used. 

Neglecting  for  the  moment  the 
detector  and  phones  connected  in  shunt 
across  the  condenser,  it  is  readily  seen 
that  we  may  tune  the  secondary  circuit 
to  resonance  with  the  primary  circuit, 
and  thus  secure  a  maximum  current 

Pig.  51.-A  receiving  scheme  using  two  ^^^^  "^  ^^^  ^^^^*  ^^2.  ^  L2  is  gener- 


circuits,  the  secondary  being  untuned. 


ally  used  for  rough  tuning,  while  a 
finer  adjustment  may  be  secured  by 
adjusting  C2.  Since  the  e.m.f .  set  up  in  the  circuit  L2C2  increases  with 
the  number  of  turns  in  L2,  it  is  desirable  to  have  this  inductance  as 
high  as  possible  without,  however,  making  the  coupling  so  close  as  to 
diminish  seriously  the  selectivity  of  the  set.  Similarly,  the  condenser 
required  for  any  wave-length  adjust-  -_ 
ment  should  be  relatively  small.  -^ 
Under  these  conditions  the  radio-fre- 
quency voltage  across  the  terminals  of 
L2  and  C2  (for  a  given  amount  of 
received  energy)  will  be  a  maximiun, 
and  this  radio  frequency  voltage  will, 
in  tmn,  cause  a  maximiun  imsym- 
metrical  ciurent  to  flow  in  the  detector- 
telephone  circuit,  and  therefore  maxi- 
mum signal  strength  will  be  obtained.  Yiq.  62.— The  ordinary  receiving  circuit 
The  action  of  the  phones  and  detector  using  two  tuned  circuits,  telephone  in 
on  this  connection  is  exactly  similar      series   with  rectifier  being  shunted 

to  then-  action  in  the  circuit  illustrated      »<^  ^^^  .*T^8  condenser  of  the 
'    '^^'      An  secondary  circuit, 

m  Fig.  49.  "^ 

If  the  resistances  involved  in  the  primary  and  secondary  circuits  <rf 
the  set  are  small,  then  this  receiving  circuit  possesses  considerable  selectiv- 
ity. Undesired  signals  may  be  tuned  out  and  the  eflSciency  and  operat- 
ing characteristics  of  the  set  are  very  much  better  than  those  of  the  pre- 
vious circuits  discussed. 

The  Telephone  Receiver. — ^The  construction  of  the  telephone 
receiver  usually  employed  for  the  reception   of  radio   signals,  known 
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as    the    "  watch-case "  type,   is  ehowo  in  the   accompanying  sketch. 
(Fig.  53.) 

It  consists  essentially,  of  a  permanent  magnet  M,  with  pole  pieces  N 
and  S,  upon  which  are  wound  coils  consisting  of  many  turns  of  fine 
wire,  through  which  the  audio  frequency  pulses  of  current  pass.  A  dia- 
phragm D  is  placed  closely  adjacent  to  the  faces  of  the  pole  pieces  as 
shown.  When  no  signal  ia  being  received,  this  diaphragm  is  under  a 
constant  puU  or  attraction  exerted  on  it  by  the  permanent  mf^et  M, 


Fia.  53. — Eeseotial  elementa  of  the  ordinary  watch-csae  telephone  receiTei. 


This  steady  pull,  which  we  may  call  P,  is  proportional  to  the  square  of 
the  flux  Sowing  throt^  it  and  the  permanent  magnet,  i.e., 


P=K<l>i', (9) 

where  4i,  is  the  steady  flux  value. 

When  a  current  of    proper  polarity  flows  through  the  windii^,  tha 
flux  will  be  increased  proportionately  (neglecting  saturation  effects)    or 

A*-.K'i, (10) 


wherein  t  represents  current  in  the  winding. 
Therefore  the  total  flux  is: 

01  =  0.4- A* 

-'<t>,+K'i :._ 

and  the  total  pull  under  this  condition  becomes 

= K<h''+2KK',t>.i+KK'^. 


(11) 


(12) 


The  total  pull  thus  consists  of  three  components,  one  of  which  is  con- 
stant (X0>^)  and  thus  has  no  effect  on  the  diaphragm  vibrational  ampli- 
tude, while  another  is  proportional  to  the  current  variation  squared 
{KK'^v').    This  term  represents  a  distortional  component  of  double  fre- 
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quency  and  it  is  therefore  designedly  made  relatively  small.  The  remiun- 
ing  component  of  pull  is  proportional  to  the  cmrent  variation  {2KK'<^ 
and  this  component  is  therefore  made  as  large  as  possible,  as  the  amplitude 
of  the  diaphragm  vibrations  will  then  be  porportional  to  the  amplitude 
of  the  current  variation  (i);  it  will  also  be  directly  proportional  to  the 
flux  due  to  the  permanent  magnet,  (<^«).  Thus,  to  make  the  vibratioos 
of  the  diaphragm  a  tnaximimi  for  a  given  current  variation,  X^  is 
designedly  made  large  compared  to  KK'iy  which  means  that  the  flux  (^) 
produced  by  the  permanent  magnet  is  much  greater  than  the  flux  pro- 
duced by  the  current  in  the  winding  (A<^).  Under  these  conditions, 
distortional  effects  are  minimized  and  maximum  ampUtude  of  diaphragm 
vibration  and  signal  strength  (sound)  for  a  given  signal  current  (t)  secured. 
The  d.c.  resistance  of  a  receiver  such  as  described  above  would  be 
about  2000  ohms,  as  many  as  10,000  or  more  turns  of  fine  wire  (about 
No.  40  A.  W.  G.  or  smaller)  being  employed  to  make  up  the  winding. 
The  impedance  to  an  alternating  current  will,  of  course,  be  greater  than 
this,  depending  on  the  frequency  of  the  current  and  the  effective  resistanoe 
of  the  circuit.  At  400  cycles  a  certain  receiver  of  this  type  had  an  impe- 
dance of  2900  ohms ;  at  800  cycles  an  impedance  of  3900  ohms,  and  at 
1000  cycles  an  impedance  of  4400  ohms. 

The  Baldwin  Receiver. — ^Another  tjrpe   of  receiver  more   recently 
developed,  known  as  the  Baldwin  receiver,  possesses  the  advantage  that 

the  diaphragm  is  not  initially 
stressed,  and  thus  may  be  more 
responsive  and  sensitive  to  the 
pull  exerted  on  it  by  the  flux 
(A0)  caused  by  the  signal  current 
(z).  The  construction  is  indi- 
cated below  (Fig.  54). 

It  is  evident  that  when  no 
signal  is  being  received,  the  arma- 
ture being  balanced  in  its  neutral 
position  (the  flux  traversing  the 
gaps  a  and  h  in  the  same  direction  and  being  equal  in  value)  no  pull  is 
exerted  on  the  mica  diaphragm.  If  a  signal  pulsation  of  current  passes 
through  the  receiver  winding,  however,  it  produces  a  flux,  which,  combin- 
ing with  the  permanent  flux,  results  in  an  asymmetrical  distribution  of 
the  flux,  causing  a  force  to  be  exerted  on  the  armature  and  thus  on  the 
diaphragm.^ 

Other  advantages  claimed  for  this  type  of  receiver  in  addition  to  the 
one  mentioned  above,  are: 

» The  student  is  referred  to  E.  I.  Bucher,  *\  Practical  Wireless  Telegraphy/'  page  168, 
for  more  detailed  description. 
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Fio.  54 — Essential  elements  of  the  Baldwin 
balanced-armatiire  telephone  receiver. 
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(1)  The  magnetic  circuit  is  of  low  reluctances  and  thus  small  signal 
currents  will  produce  relatively  greater  fluxes  and  greater  forces. 

(2)  The  armature  is  similar  in  its  mounting  to  a  lever,  with  a  force 
actmg  at  each  end.  The  diaphragm,  being  rigidly  attached  to  one  end, 
thtis  has  an  increased  deflection  for  a  given  magnetizing  force,  and  thus 
the  signal  strength  is  intensified. 

It  is  to  be  noted  that  this  device  is  not  truly  ballmced  (when  no  signal 
is  beiiig  received)  in  the  case  of  detectors  where  the  initial  current  is  not 
zero,  as  in  the  vacuum  tube  and  crystal  equipped  with  polarizing  battery. 
The  pull  due  to  this  current,  however,  is  extremely  light,  compared  to 
the  heavy  pull  exerted  by  the  permanent  magnet  in  the  usual  type  of 
construction,  and  the  diaphragm  may  be  considered  as  essentially 
unstressed. 

Characteristics  of  Crystal  Rectifiers. — ^From  the  previously  mentioned 
fxmction  of  the  rectifier  as  utiUzed  in  the  reception  of  radio  signals,  it 
will  he  seen  that  the  essential  characteristic  which  it  must  possess  is  that 
of  luiilateral  conductivity.  This  means  that  the  rectifier  possesses  a 
high  conductivity  for  current  of  a  given  polarity,  and  relatively  low  con- 
ductivity for  current  of  opposite  polarity.  Due  to  this  property,  a  train 
of  high-frequency  e.m.f.  waves  impressed  on  the  circuit  containing  the 
phones  and  detector  (in  series)  will  result  in  a  net  force  being  exerted  on 
the  diaphragm,  the  resultant  deflection  producing  a  cUck  in  the  phones. 
With  the  detector  omitted,  the  net  effect  is  not  obtained  and  no  click 
results,  the  diaphragm  being  imable  to  follow  the  high-frequency  current 
alternations  due  to  its  mechanical  inertia.  These  effects  have  been  previ« 
ously  indicated  by  the  curves  shown  in  Fig.  48  and  49. 

The  unilateral  conductivity  possessed  by  various  crystals  is  shown 
by  the  following  curves  (Figs.  65  to  58,  inclusive).  These  curves  indi- 
cate the  relatively  large  currents  obtained  when  e.m.f.  of  various  values 
and  of  a  given  polarity  are  impressed  across  the  rectifier  circmt  and  the 
comparatively  small  (practically  negligible)  currents  obtained  when  the 
e.m.f. 's  are  reversed.  These  curves  represent  the  "  d.c.  characteristic  " 
of  the  crystals  in  contradistinction  to  the  "  a.c.  characteristic "  dis- 
cussed below,  and -are  obtained  by  means  of  the  experimental  circuit  indi- 
cated in  Fig.  60  (Insert  A). 

Fig.  55  illustrates  the  characteristics  obtained  for  a  carborundiun 
(silicon  carbide)  crystal.  The  curve  is  interesting  as  it  illustrates  the 
function  of  the  local  battery,  sometimes  used  in  series  with  the  detector 
and  phones,  and  known  as  a  "  polarizing  "  battery.  The  connection  of 
this  battery  in  the  detector  circmt  is  illustrated  below  (Fig.  59). 

It  is  evident  that  with  any  detector  the  greatest  asymmetrical  effect 
(and  thus  maximimi  signal  strength)  will  be  obtained,  if  we  adjust  the 
crystal  to  operate  at  the  point  of  maximum  change  of  curvature.    In  the 
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case  of  the  curve  considered, 
this  does  not  occur  at  the 
zero  voltage  value  but  at 
+1.25  vdtB  appfroxunatdy. 
Therefore  the  local  battery 
potentiometer  would  be  ad- 
justed to  impress  an  initial 
voltage  of  +1.25  volts  on 
the  crystal.  Under  these 
conditions  the  signal  votta^ 
impressed  on  the  potentkm- 
eter,  detector,  and  phooeB 
in  series,  would  vary  the 
current  above  and  below  the 
initial  value  (indicated  by  t 
in  Fig.  55)  and  a  masdrnmii 
asymmetrical    current    thus 

Fig.  55. — Characteristio  curves  of  a  carborundum  secured, 
rectifying  crystal,  using  a  fine  steel  point   for         The  ''  d.C.  characterifltic  " 

making  contact.    The  maximum  rectifying  action  jg  ^Iso  indicated  on  the  figlTO 

occurs  when  a  polarizing  voltage  of  about  1.2  ^  _     .  ^^4.:*.^«—  .^:«* 

^.u.  Jo  „a^  for  a  poor  rectifymg  pomt, 
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this  adjustment,  the  asymmet- 
rical effect  of  the  crystal  is  prac- 
tically niXy  and  the  resistance  of 
a  uniformly  high  value. 

Fig.  56  illustrates  the  charac- 
teristics taken  for  a  Cerusite 
crystal  (trade  designation) ,  imder 
conditions  of  good  and  poor  ad- 
justment. The  asymmetrical 
conductivity  obtained  with  the 
good  rectifying  point  is  more 
pronoimced  for  this  crystal  than 
for  the  carboruhdiun  crystal  of 
Fig.  55,  and  no  polarizing  battery 
would  be  required,  as  a  sharp 
"break,"  or  high  rate  of  change  of 
curvature,  is  obtainedat  zero  volt- 
age. The  resistance  is  imiformly 
very  high  on  the  poor  rectifying 
point,  and  is  practicaDy  constant  fjq.  so.— Characteristic  curves  of  a  "Cen»- 
in  value  for  all  e.m.f.  values.  site"  rectifying  crystal. 
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Pig.  57  illustrates  the  d.c.  characteristics  for  two  different  points 
on  a  detector  known  as  a  Lenzite  crystal,  which  show  the  same  general 
form  as  the  corresponding  cxurves  in  the  previous  figures.  No  polarizing 
battery  would  be  required  if  the  crystal  is  operated  on  the  good  rectifying 
point.  The  unilatenJ  conductivity  of  the  crystal  is  indicated  to  some 
extent  even  for  the  poor 
pc»nt,  and  some  detection 
may  be  secured  on  this  con- 
dition, if  very  strong  signals 
are  being  received. 

Fig.  58  illustrates  char- 
acteristics obtained  with  a 
combination  of  two  cystals, 
zineite  (red  oxide  of  zinc) 
and      chalcop3rrite     (iron- 
copper     sulphide),     which 
differs  from  the  preceding 
cases    in    which    a   sharp 
metallic  point  is  placed  in 
li^t  contact  with  the  crys- 
tal.     The  curves   indicate 
that  a  polarizing  e.m.f .  may 
be  desirable,  and  also  show 
that  considerable  rectifica- 
tion will  be  secured  even  if 
operating  on  a  poor  point. 
This  would  make  the  com- 
bination desirable   for  use 
where  adjustments  may  be 
frequent,  due  to  vibrations 

or  similar  disturbances,  which  may  be  present,  as  in  the  case  of  portable 
receiving  equipment  and  stations  on  shipboard. 

The  asymmetrical  effect  of  the  detectors  described  above,  when  an 
alternating  potential  is  impressed  across  the  circmt  in  which  they  are 
connected  is  indicated  by  the  curves  (using  a  zincite-chalcopyxite)  shown 
in  Fig.  60.  The  experimental  circuit  used  is  shown  in  Fig.  60  (Insert  B). 
Both  the  d.c.  and  a.c.  characteristics  are  indicated,  the  former  being  plotted 
between  the  d.c.  voltage  and  corresponding  current  as  heretofore,  while 
the  latter  is  plotted  between  the  effective  a.c.  voltage  and  the  d.c. 
component  of  the  rectified  alten^ting  current,  as  read  by  the  same  d.c. 
ammeter  used  in  obtaining  the  "  d.c.  characteristic."  The  instantaneous 
values  of  the  current  flowing  in  the  detector  circmt  when  a  sine  wave  e.m.f . 
is  impressed,  have  been  plotted  in  Fig.  61,  wherein  the  corresponding 
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voltage  values  are  also  indicated.    It  should  be  noticed  that  the  negiatire 
alternations  of  the  current  are  practically  negligible  in  amplitude,  while 

the  positive  alternations  aire  noi 
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of  sine -wave  form  but  consider- 
ably more  peaked,  due  to  the 
variation  in  detector  resistance, 
which  decreases  as  the  curreni 
increases. 

This  current  may  be  graphi- 
cally resolved  into  its  d.c.  and 
a.c.  components  as  shown  in  the 
figure.  The  clatter  component 
will  not  affect  the  d.c.  anuneter 
the  deflection  of  which  is  pro- 
portional to  the  magnitude  of 
the  d.c.  component  only,  the 
value  of  which  it  indicates.  Thus, 
for  an  effective  a.c.  voltage  ol 
1.41  volts  Fig.  60  (maximum 
value  equal  to  2  volts  as  shown 
in  Fig.  61)  the  reading  of   the 

Fig.  58.-Characteri8tic  curves  of  a  "Perikon"  ^^^er  is  2  milUamperes,  which 
rectifier,  utilizing  the  contact  between  aincite  ^  ^^^  magmtude  of  the  d.c 
and  chalcopyrite.  component  as  indicated  in  Fig. 

61.     Thus  the   curve  obtained 

from  the   a.c.    test  indicates  the    d.c.  component  plotted   to   various 

corresponding  a.c.  voltages  as  indicated  by  the  curve  in  Fig.  60. 

The  insert  curve  in  Fig.  60  illus- 
trates the  a.c.  and  d.c.  characteristics 

to  a  magnified  scale  in  the  region  of  the 

zero  voltage  point.    It  is  interesting 

and  important  to  observe  that  this  d.c. 

characteristic     indicates    satisfactory 

rectification,  for  very  small   voltage 

values,  such  as  would  exbt  across  the 

detector-phone  circuit  imder  normal 

conditions,although  the  more  extended 

curve  (main  curve  of  Fig.  60)  would 

seem  to  indicate  that  for  small  voltage 

variations,  a  polarizing  e.m.f.  of  about 

+.25  volt  would  be  desirable.    These  data  demonstrate  the  fact  that  if  the 

characteristic  curves  are  to  be  considered  reUable,  and  truly  indicative  of 

what  the  rectifier  will   do  in  its   application  to  radio  signal   reception, 


Fig.  59. — Scheme  of  using  such  a  crystal 
as  carborundum  ifi  a  receiving  circuit 
The  best  rectifying  action  is  obtained 
by  suitable  adjustment  of  the  poten- 
tiometer on  the  polarinng  battoy. 
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i.-t    is    desirable    to    iBveBtigate    them    for    low    values    of    impressed 
"voltages  and  not  carry  them  out  to  voltage  values  as  large  aa  2  volte. 
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fia.  60 — Comparison  of  d.o.  and  a.c.  characteristics  of  a  Perikon  detector.  The  a.c. 
characteristic  waa  obtained  by  meaauring  the  current  through  the  rectifier  with 
d.c.  ammeter  when  an  alternating  e.mi.  was  impressed.  The  insert  shows  the  really 
important  action,  as  it  is  seldom  that  more  than  a  small  fraction  of  a  volt  is  Bet  up 
acroes  the  rectifier  when  it  is  used  in  a  receiving  circuit. 

a  magnitude  practically  never  encountered  in  normal  radio  reception. 
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Desirable  Characteristics  of  Crystal  Rectifiers. — Crystal  detectan  or 
rectifiers  should  possess  the  following  qualities: 

1.  They  should  be  mechanically  rugged  and-  well  constructed.  Thb 
means  that  they  should  be  able  to  hold  their  adjustment  and  not  be  easily 
disturbed.  These  are  especially  desirable  characteristics  in  field  or  mariiM 
sets,  where  jarring  or  vibration  is  likely  to  be  present. 

2.  The  crystals  should  be  sensitive,  that  is,  should  possess  good  recti- 
fying properties,  if  their  setting  is  properly  adjusted.  Too  great  a  sen- 
sibility is  not  desirable  as  satisfactory  adjustment  is  usually  obtained  with 
difficulty^    Also  it  may  be  difficult  to  retain  the  sensitive  adjustment 


Rectified 
Current 

A.  C  Component  o 

(MmiamperM) 


Fig.  61. — ^Analjrsis  of  the  current  throu^  a  rectifying  crsrstal. 

3.  The  crystal  should  be  easily  adjusted.  It  is  a  distinct  disadvanta^ 
if  any  marked  difficulty  is  found  in  adjusting  the  setting  for  good  receptioDi 
as  valuable  time  may  be  lost  in  this  way  if  a  signid  is  coming  in  and  tb^ 
detector  not  operating  properly. 

4.  The  crystal  should  possess  self-protecting  characteristics  to  p^ 
vent  itself  from  being  "  burned  out  "  and  the  setting  destroyed,  if  abnoT" 
nudly  powerful  energy  radiations  are  received,  such  as  static  and  other 
atmospheric  disturbances. 

A  complete  explanation  for  the  asymmetrical  conductivity  of  two  di^ 
similar  crystals  in  contact,  or  a  crystal  in  contact  with  a  metal  point  has 
not  jret  been  advanced.  It  may  be  due,  in  part,  to  the  thermo-electnc 
effects  produced  by  the  heating  of  the  fimction  when  the  detector » 
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canying'  current.^    The  rectif3ang  properties  have  also  been  >  considered 
due  to  electrolytic  action,  which  occurs  at  the  surface  of  the 


as 


crystal.^ 

work ''  for  electron  evaporation  from  the  two  crystals;  if  the  "  surface 
works''  are  different,  the  contact  point  must  offer  asymmetrical  resistance.^ 
Application  of  the  Bridging  Condenser. — It  wUl  be  recalled  that  th^ 
teleph<Hie  receiver  possesses  considerable  impedance  for  a  1000-cycle  alter- 
nating ciurrent.  It  might  seem  that  it 
would  be  impossible  to  send  a  radio 
frequency  current  through  the  phone 
circuit,  and  this  would  be  the  case  were 


it  not  for  the  distributed  capacity  which  yio.  62.— Use  of  a  "bridgmg"  con- 
is  associated  with  the  windings  in  the        denser  in  parallel  with  receiver. 
phone,    and    the  phone    cords.      This 

capacity  is  in  shimt  with  the  telephone  windings,  and  is  represented 
by  the  fictitious  condenser,  C,  in  Fig.  62. 

The  ciurent  may  then  be  considered  to  divide  in  the  circuit  as  shown 
in  fig.  63,  the  radio  frequency  component  passing  through  the  distributed 


Detector 
Carrent 


Phofie 
Correikt 


^anttnff 
Capacity 
Carrent 


Fig.  63. — Currents  in  the  branched  circuit  shown  in  Fig.  62. 

capacity,  which  has  a  relatively  low  impedance  to  high-frequency  current, 

while  the  audio  frequency  component  flows  through  the  phone  windings. 

Normally,  however,  the  distributed  capacity  of  the  phone  cords,  etc., 

is  only  a  few  micro-microfarads  in  value  and  is  not  large  enough  to  supply 

*  W.  H.  Eccles,  Proc.  Phys.  Soc.,  London,  Vol.  25,  p.  273,  June,  1913. 

« R.  H.  Goddard,  Physical  Review,  Vol.  34,  1912. 

'  It  is  to  be  noted  that  any  explanation  must  be  able  to  take  care  of  the  fact  that 
certain  crystals  rectify  in  one  direction  for  low  voltages,  and  in  the  opposite  directioa 
for  higher  voltages,  not  rectifying  at  all  for  some  intermediate  yoltage. 
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a  low  impedance  by-path  for  the  high-frequency  component.  It  is  there- 
fore usual  to  connect  additional  capacity  across  the  phones,  as  shown  in 
Fig.  62,  condenser  C.  This  additional  capacity  is  known  as  a  bridging 
condenser,  and  may  have  a  value  of  approximately  5000  mif,  A  low 
impedance  path  for  the  high-frequency  component  is  thus  suppHed,  thos 
permitting  a  larger  fraction  of  the  high-frequency  signal  voltage  to  act 
across  the  rectifying  cr3rstal  and  hence  increasing  its  rectifying  efficiency. 
This,  in  turn,  increases  the  ampUtTide  of  the  audio-frequency  component 
flowing  through  the  phones  and  the  strength  of  the  received  signal  is  theie- 
by  increased. 

The  bridging  condenser  is  sometimes  considered  as  a  capacity  wfaidi 
receives  a  ctmiulative  charge  during  the  passage  of  a  wave-train,  due  to 
the  asymmetrical  conductivity  of  the  rectifier,  comparatively  little  cur- 
rent passing  through  the  phones.  When  the  wave-train  has  passed  this 
condenser  discharges  through  the  phones,  since  it  cannot  discharge  bade 
through  the  detector,  due  to  high  resistance  in  this  circuit.  This  unidirec- 
tional discharge  passes  through  the  phone  winding  as  a  current  pulse  equiv- 
alent to  the  d.c.  component  previously  described.  Thus  one  click  is 
produced  in  the  phones  per  wave-train,  and  the  observer  hears  a  note  of 
audio  frequency  pitch  as  previously  described. 

Vacuum  Tube  Detector. — ^The  crystal  rectifier  is  being  rapidly  super- 
seded by  the  three-electrode  vacuum  tube  due  to  the  latter's  greater  sen- 
sitivity, reliability,  and  ease  of  adjustment.  The  action  of  the  tube  is 
discussed  in  detail  in  Chapter  VI.  to  which  the  reader  is  referred  for  a  full 
explanation  of  its  rectifying  action.  One  advantage  of  the  tube  over  the 
crystal  lies  in  the  fact  that  its  rectifying  ability  is  measured  by  the  accuracy 
of  its  design  and  construction,  while  that  of  the  crystal  is  an  inherent 
property  of  the  substance,  and  cannot  be  altered  or  improved.  With  the 
latter,  the  '/  best ''  point  of  operation  is  determined  experimentally  and 
may  or  may  not  represent  the  best  performance  of  which  the  cr3rsta] 
is  capable.  On  the  other  hand,  the  tube  may  be  accurately  and  definitely 
adjusted  for  best  operation,  which  as  already  stated,  exceeds  that  of  the 
best  crystal  rectifiers.  The  more  general  use  of  the  tube  has  been  some- 
what retarded  by  its  higher  first  cost,  and  various  patent  situations  involved 
in  its  manufacture  and  distribution. 

With  the  ending  of  the  war,  however,  the  tube  is  being  more  and  m<»re 
extensively  used  and  will  probably  be  the  only  detector  ultimately  in  use. 

Adjustment  of  Receiving  Set. — ^The  receiving  circuit  for  a  spark  set 
has  already  been  studied  on  page  340,  and  it  now  remains  to  discuss  the 
characteristics  of  such  a  circuit  and  the  adjustments  necessary  to  seciue 
the  best  results.  Before  doing  this,  however,  we  must  define  two 
quantities,  upon  which  the  comparison  of  receiving  systems  is  based, 
i.e.:   **  audibility  "  and  "  selectivity." 
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**  Audibility  '*  may  be  defined  as  the  ratio  of  the  audio  current  flow- 
iog  through  the  telephone  receivers  to  that  which  is  necessary  to  make 
the  signals  just  audible.  To  speak  of  a  receiving  circuit  having  an  audi- 
bility of,  say,  20,  means  that  the  current  in  the  receiving  circuit  is  twenty 
times  that  which  is  just  necessary  to  produce  a  just  audible  signal. 

The  audibility  thus  defined  is  directly  proportional  to  the  current  in 
the  receiving  antenna  and,  for  weak  couplings,  say  less  than  5  per  cent, 
inversely  to  the  coupling  coefficient 'between  the  receiving  antenna  cir- 
cuit and  the  receiving  closed  circuit.  Again  for  short  distances  the  receiv- 
ing antenna  current  may  be  shown  to  vary  as  follows: 

'-"'-m- •  •  <") 

^irhere 

/,» receiving  antenna  current; 

Jt^"  transmitting  antenna  ciurent; 

ft,  and  A«= height  of  receiving  and  transmitting  antenna,  respectively; 

£= effective  resistance  of  the  receiving  antenna,  including  the 

resistance  due  to  the  closed  circuit  being  coupled  to  it; 

cl= distance  between  the  two  antennse. 

From  the  above  it  follows  that,  if  the  coupUng  between  antenna  and 

closed  timed  circuit  is  very  loose  (generally  the  case  in  practice) 

«°'¥°'flxdJk' (**> 

where 

o= audibility;^ 

ft = coupling  coefficient  between  receiving  antenna  circuit  and  the 

receiving  closed  circuit. 

"  Selectivity  "  of  a  receiving  system  may  be  defined  as  the  ratio  of  the 

natural  wave-length  of  the  transmitting  and  receiving  antenna  circuits 

to  the  difference  between  this  wave-length  and  the  length  of  some  other 

wave  which  (of  same  field  intensity  as  signal  wave)  will  give  a  response 

just  audible.    Thus,  if: 

Xb= natural  wave-length  of  the  two  antenna  circuits; 

Xa^i  length  of  wave  (of  same  field  intensity  as  signal  wave)  which 

wt31  give  a  just  audible  response  in  the  telephone  receivers. 

5= selectivity, 

Theai:  «=T-^ -    •    (15) 

An  — Aa 

It  win  be  seen  that  selectivity  is  a  measure  of  how  little  the  reception 

^  This  formula  is  approximate  only;  actually  the  audibility  does  not  vary  inversely 
with  R  because  the  detector  efficiency  is  involved  in  the  magnitude  of  R,  For  a  theo- 
retical discussion  of  the  best  coupling  for  detectors  of  different  types  the  reader  is  referred 
to  Chapter  XV  of  Pierce's  **  Electric  Oscillations  and  Electric  Waves." 
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of  signals  from  a  certain  transmitting  station  will  be  interfered  with  by 
the  presence  of  electromagnetic  waves  of  a  different  wave-length  emanating 
f  rokn  other  stations.    Thus  if  Xa  ="  Xn,  a  condition  impossible  to  realize,  then, 

0 

or  the  selectivity  is  infinitely  large,  and  no  interference  will  be  registered 
at  the  receiving  station. 

It  may  be  shown  that  when  the  transmitting  and  receiving  systems  are 
tmied,  selectivity  is  affected  by  the  siun  of  the  decrements  of  the  trans- 
mitting and  receiving  systems  ^  and  also  by  the  audibility  of  the  receiving 
circuit  (in  so  far  as  this  is  affected  by  A;),  approximately  as  shown  by  the 
following  formula: 

^'^^^^bA' <i«> 

where,  9= a  constant; 

8t  and  Predecrements  of  transmitting  and  receiving  circuitSi  respectively; 
a = audibility. 

Practically  no  selectivity  can  be  obtained  with  the  transmitting  and 
receiving  systems  out  of  time. 

When  making  the  adjustments  of  a  receiving  set  the  aim  should  be 
to  obtain  the  maximiun  selectivity  compatible  with  a  reasonable  audi- 
bility; but  it  must  be  borne  in  mind  that  these  two  quantities  are  inversely 
proportional  to  each  other  and  that  a  high  audibility  means  a  low  selectivity 
and  vice  versa,  as  shown  by  the  formula  above. 

We  may  now  discuss  the  characteristics  of  the  various  types  <rf 
receivers,  of  which  there  are,  in  general,  three: 

1st.  Those  in  which  the  detecting  circuit  is  conductively  coupled  to 
the  receiving  antenna  circuit  as  shown  in  Fig.  64. 

2d.  Those  in  which  the  detecting  circuit  is  inductively  coupled  to  the 
receiving  antenna  circuit,  as  shown  in  Fig.  65. 

3d.  Those  in  which  the  detecting  circuit  is  statically  connected  to  the 
receiving  antenna  circuit,  as  shown  in  Fig.  66. 

In  all  receiving  systems  the  receiving  antenna  circuit  is  supposed 
to  be  tuned  to  the  wave-length  of  the  incoming  oscillations,  so  that  the 
e.m.f.  impressed  upon  the  receiving  antenna  due  to  the  electro^nagnetic 
waves  produce  the  maximiun  ciurent. 

First  Type  of  Receiver. — In  this  type,  since  the  energy  of  the  signals 
received  in  the  antenna  is  appUed  directly  to  the  detector  circuit  without 
loss  on  any  intermediary  circuit,  it  is  plain  that  comparatively  loud  signals 
will  be  obtained,  provided,  of  coiu'se,  that  the  inductance  to  which  the 
detector  circuit  is  connected  is  of  any  reasonable  value,  so  as  to  produce 

» See  Chapter  IV,  pp.  272-274. 
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FiQ.  64. — Single-circuit  receiving  83r8tem. 


&  reasonable  drop  across  the  detector  circuit;  it  has  been  shown  (Fig.  60) 
that  the  rectification  given  by  the  crystal  is  porportional  to  the  square 
of  the  impressed  voltage,  hence  if  the  inductance  used  in  the  antenna  for 
tuning  is  low,  the  drop  across  this  inductance  will  probably  be  low,  so 
that  a  poor  signal  will  be  obtained.  The  signal  given  by  the  connection 
-will  probably  be  loud  and  be-  ^^_^ 

cause  of  the  very  loudness  of  >^t [  r^ 

the  signals,  the  system  must,  as 
already  pointed  out,  be  lacking 
in  selectivity.  Of  course,  the 
selectivity  may  be  improved  by 
making  the  decrements  of  the 
transmitting  and  receiving  an- 
tenna circuits  low;  seeEq.  (16). 
Second  Type  of  Receiver. — 
Tliis  may  be  used  either  with 
or  without  a  timing  condenser 

in  the  detector  circuit.  We  will  consider  the  two  cases  separately, 
(a)  Wiihovi  a  tuning  condenser  in  the  detector  circuit.  In  this  case  the  audi- 
bility of  the  signals  may  be  changed  by  changing  the  coupling  between 
H  and  K  (Fig.  66);  it  is  superior  to  the  first  type  because  the  selec- 
tivity may  be  greatly  increased  without  decreasing  the  audibiUty.  This 
18  done  by  using  a  weak  coupling  between  H  and  K,  thus  increasing  selec- 

I  Z3  tivity;    the  signal  is  main- 

tained at  a  loud  intensity 
by  winding  K  with  many 
turns  of  wire  compared  to 
the  winding  of  H,  thus 
obtaining  perhaps  much 
greater  voltage  across  the 
terminals  of  K  than  exists 
across  H.     By  thus  using 

Fio.  65.— Two  circuit  inductively  coupled  receiving  '^     inductance     for     K, 

systema.  getting  larger  voltage,  the 

eflSciency  of  rectification  of 
the  crystal  is  increased  sufficiently  to  permit  the  weaJk  coupling  required 
for  selectivity.  (6)  With  a  tuning  condenser  in  the  detector  circuit.  An 
increase  in  selectivity  results  from  this  when,  as  is  always  the  case,  the 
detector  circuit  is  timed  to  the  receiving  antenna  circuit,  which  is,  in  timi, 
tuned  to  the  transmitting  antenna.  For  this  case  it  has  been  found  that 
the  selectivity  is  affected  most  by  the  decrements  of  the  detector  circuit 
and  j>t  the  transmitting  antenna,  and  very  little  by  the  decrement  of  the 
receiving  antenna.     This  result  makes  it  possible  to  obtain  great  selec- 
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tivity  even  when  the  decrement  of  the  receiving  antenna  is  high,  by  Uflin^ 
a  low  decrement  detector  circuit.  On  the  other  hand,  if  the  receiving  an- 
tenna has  a  low  decrement,  then  the  use  of  a  tuned  detector  circuit  has 
but  little  advantage,  and  it  would  show  practically  no  increase  in  selee- 
tivity  over  the  case  where  no  condenser  is  used  in  the  detector  circuit. 

^  Third   Type   of  Re- 


Whan  wlBff  th*  atatto 
•oapUaff .  eolb  Li  Mid  Lfl 
M«  AdJttSUd  to  flv«  BO 

mmaal  indaeUon 


ceiver. — ^This  is  similar 
to  the  case  of  the  induc- 
tively coupled  type,  ex- 
cept, of  course,  that  the 
coupling  is  changed  by 
changing  the  two  con- 
densers Ci  and  Ca,  Fig. 
66.  Increasing  tbe  ca- 
pacity of  these  two  coo- 
^  densers   increases   the 

Fig.  66.— Electrically,  or  capacitively,  coupled  receiving  coupling  and  hence  the 

system.  audlbUity,  while  the  se- 

lectivity is  at  the  same 
timer  educed.  Since  the  coupling  condensers  form,  together  with  dosed 
drcuit,  Zj2  -C,  a  circuit  which  is  in  multiple  with  the  antenna  tuning 
inductance,  it  is  plain  that  the  total  equivalent  inductance  or  capacity  of 
this  multiple  circuit  must  be  changed  somewhat  by  any  change  in  the 
coupling  condensers,  thus  aflfecting  the  tuning  of  the  antenna  circuit.* 

Of  the  three  types  of  receivers  described  above  the  second  (inductivdy 
coupled    type)   is   most 

H- 


^ 


widely  used,  while  the 
statically  coupled  receiv- 
ers were  largely  used  in 
the  U.  S.  Navy.  The 
first  type  is  never  used 
except  when  first  picking 
up  signals,  when  the 
operator  may,  if  the 
apparatus  will  allow  it, 
place  his  detecting  cir- 
cuit directly  across  the 
antenna  tuning  induct- 
ance; and  later  he  will  change  over  to  the  inductively  coupled  or  to  die 
staticcdly  coupled  type,  whichever  the  case  may  be. 

We  will  now  give  the  various  steps  through  which  an  operator  should 

^  For  a  theoretical  treatment  of  the  selectivity  of  the  electrically  coupled  receiver 
see  article  by  Louis  Cohen,  "Electrostatically  coupled  drcuits,'/  Proc.  I.  R.  E.,  Oct,  1920. 


FiQ.  67. — Ordinary  type  of  reoeiving  dreoii. 
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pass  when  receiving  signals,  in  the  case  of  an  inductively  coupled  receiver. 
The  circuit  of  this  receiver  is  again  reproduced  in  Fig.  67  for  the  sake  of 
convenience.    To  begin  with  the  operator  has  his  set  in  the  so-called  '^stand- 
by"  position,  i.e.,  with  close  coupling  between  H  and  K  and  with  the 
switch  S  open,  so  as  to  make  the  detecting  circuit  aperiodic;   in  this  con- 
dition  the   operator  manipulates  the  inductance  H  and  the  capacity 
C\   and  picks  up  practically  all  signals  which  reach  the  antenna  with 
sufficient  intensity.    When  he  wants  to  read  a  particular  signal  he  goes 
through  the  following  manipulations:     (a)  with    S    open,^    adjust    H 
and  Ci    until  required  signal  is  loudest  and  then  the  coupling  of  H  and 
K  is  decreased  to  as  low  a  value  as  possible,  still  maintaining  a  fair  inten- 
sity of  signal  strength;    (6)  switch  S  is  closed  and  C2  is  adjusted  until 
required  signal  is  loudest,     (c)  Coupling  between  H  and  K  is  decreased 
and  at  the  same  time  Hy  C\  and  C2  are  sUghtly  adjusted  until,  for  any 
particular  coupling,  the  signal  is  loudest.    This  operation  is  repeated  imtil 
the  Intimate  signal  becomes  quite  weak,  yet  audible,  and  all  the  other 
interfering  signals  have  been  weeded  out.    When  going  through  this  last 
step  the  interfering  signals  will,  of  course,  get  weaker  and  weaker  as  the 
coupling  is  decreased  from  its  maximum  value,  but  the  audibility  may 
at  first  increase  and  then  decrease.    The  reason  for  this  latter  is  that 
the  antenna  and  the  closed  circuit  of  the  receiver  form  two  tuned  coupled 
circuits  upon  the  primary  of  which  (the  antenna)  there  is  impressed  an 
e.m.f .  of  the  same  frequency  as  the  natxu^  frequency  of  the  coupled  cir- 
cuits; the  curves  of  pages  103  and  104,  Chapter  I,  show  that,  under  these 
conditions,  the  current  in  the  secondary  (the  detector  circuit)  has  a  maxi- 
mum value  for  a  certain  critical  coupUng  and  that  for  closer  or  weaker 
coupling  than  this  the  current  becomes  smaller.^ 

In  case  the  wave-length  being  received  is  appreciably  longer  than  the 
natural  wave-length  of  the  antenna  the  shortening  condenser  C\  will  be 
short-circuited  by  a  suitably  placed  switch,  and  the  adjustment  of  the 
antenna  circuit  timing  wiU  be  accomplished  by  varying  H  only. 

Some  additional  interesting  points  regarding  the  effect  of  the  decrease 
in  the  resistance  of  the  entire  receiving  system  upon  the  audibility  and 
selectivity  may  be  deduced  by  further  considering  formulas  (13)  and  (16). 

""^RMk (13) 

Formula  (13)  shows  that  the  less  the  value  of  R  (resistance  of  receiving 

^  In  case  no  switch,  8,  is  provided,  condenser  C%  may  be  set  at  its  Tninimiim  value; 
this  is  practically  equivalent  to  opening  switch  S, 

'  The  curves  given  on  pp.  103-104  were  obtained  while  an  e.m.f .  of  constant  ampli- 
tude was  impressed  on  the  primary  circuit.  In  the  circuit  of  Fig.  67  a  damped  e.m.f, 
18  impressed  as  the  primary :  if  the  damping  is  high  these  curves  are  not  quite  applicable 
to  tl^  case. 
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system)  the  greater  the  audibility,  and  in  this  respect  the  effective 
ance  of  the  entire  receiving  system  should  be  kept  as  low  as  poesible.^ 
Again  from  Formula  (16);  i.e. : 


s=5X^^xJ, 


(16) 


it  may  be  seen  that,  since  the  resistance  of  the  receiving  system  affects 
the  decrement  6r  in  direct  proportion,  any  decrease  of  R  will  decrease  i, 
and  increase  S  provided,  of  course,  that  a  is  kept  constant  by  suitably 
changing  k.  However,  since  no  matter  what  is  done  to  R  the  vahie  of  k 
(transmitter  decrement)  cannot  be  changed  by  the  receiving  openioe, 
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FiQ.  68. — Showing  arrangement  of  a  buxxer  circuit  loosely  coupled  to  the  antenna,  for 
the  testing  of  the  crystal  rectifier.  With  the  buxxer  in  operation  the  <tn»jwinfi 
oscillates  at  its  natural  frequency  and  so  acts  on  the  receiving  circuit  as  would  a 
signal.  Care  must  be  taken  to  prevent  induction  from  the  buzzer  circuit  getting 
into  the  X-Cs  circuit  directly  as  in  this  case  the  test  is  valueless;  the  buzzer  will 
then  be  heard  in  the  phones  even  though  thacrsrstal  is  short-circuited. 

it  follows  that,  when  6r  is  made  very  small,  there  is  hardly  any  gain  in 
selectivity  obtainable  by  making  it  smaller,  because,  even  if  dr  were  zero, 
there  would  still  remain  5i  to  be  reckoned  with  in  connection  with  the 
value  of  the  selectivity.  The  conclusion  to  be  derived  from  the  above 
is  that  it  is  uneconomical  to  try  to  make  the  receiving  system  of  extremdy 

^  In  addition  to  this  condition  the  resistance  introduced  into  the  circuit  by  te 
detector  and  phones  should  be  just  equal  to  the  resistance  of  the  entire  circuit,  exduBm 
of  the  detector  and  phones. 
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low  resistanoe  unless  the  decrement  of  the  transmitting  set  is  also  made 
correspondingly  small. 

Another  point  to  be  noted  is  that  in  most  receivers  provision  is  made 
for  adjustment  of  the  crystal  detector  so  as  to  make  sure  of  a  sensitive 
spot  thereon.  This  is  done  by  arranging  the  receiving  circuit  somewhat 
as  shown  in  Fig.  68,  where  a  buzzer  is  used  to  excite  by  impulse  (and  by 
ineans  of  coils  M  and  N)  the  antenna  circuit,  so  as  to  produce  therein 
currents  of  a  frequency  equal  to  the  natural  frequency  of  the  antenna  cir- 
cuit; the  currents  in  the  latter  are  transferred  by  means  of  H  -K  to  the 
detector  circuit, 'and  the  detector  may  thereby  be  adjusted  for  a  sensitive 
point. 

Wave-lengtbs  and  Ranges  in  Spark  Telegraphy. — ^The  wave-lengChs 
used  in  spark  telegraphy  vary  from  about  50  to  about  6000  meters.  He 
range  imder  200  is  allotted  to  amateurs;  200  to  600  is  generally  used  for 
aeroplane  sets;  450  to  800  for  ship  sets,  900  to  1500  for  moderate-d^ 
land  stations,  and  over  1500  for  the  largest  land  stations.  The  laws  of 
the  United  States  specify  the  following  wave4engths: 

High-power  stations over  1600  meters. 

Navy 600  to  1600  meters. 

Ship  stations 300, '450,  600  meters. 

Amateurs below  200  meters. 

The  power  used  is  }  to  }  kw.  for  amateur  and  aeroplane  sets,  1  to  10  kw. 
for  ship  sets,  5  to  20  kw.  for  moderate  size  land  stations  and  up  to  100  kw. 
or  more  for  the  largest  land  stations. 

The  range  covered  may  be  approximately  determined  by  means  of 
the  Austin  formula  given  below,  which  applies  to  daylight  transmission: 

/,=4.25X^^'X6     Vx (17)1 

where 

7r=the  current  in  receiving  antenna  in  amperes; 

Is=  the  current  in  transmitting  antenna  in  amperes; 
hi  and  ^ = effective  heights  of  transmitting  and  receiving  antennas,  respect- 
ively, in  kilometers; 

X = wave  length  in  kilometers; 

d'^  distance  between  the  two  antennas  in  kilometers. 

In  the  above  formula  the  effective  resistance  of  the  entire  receiving  sjrstem 

^  See  Chapter  IX  for  further  disouasion  of  transmitting  f ormulse.  Papers  discussing 
this  formula  are  given  by  Austin  in  Bulletin  of  Bureau  of  Standards,  Vol.  7,  No.  3, 1911, 
and  Vol.  II,  No.  1,  1914,  also  by  libby  in  Proc.  I.  R.  E.,  Vol.  6,  No.  1,  Feb.,  1917. 
Recent  tests  by  Vallauri  throw  doubt  on  the  validity  of  this  equation,  he  having  obtained 
currents  about  ten  times  as  large  as  those  predicted  from  this  formula. 
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is  ajssumed  to  be  25  ohms.  In  view  of  the  fact  that  the  distance  (d)  occur 
as  an  exponent  it  is  difficult,  more  particularly  for  large  distances,  to  sdve 
the  above  equation  directly  for  d.  The  following  may,  however,  be  doaic 
Knowing  Ai,  h2,  /«  and  X,  plot  a  curve  showing  the  relation  between  d  and 
/r.  The  value  of  d,  obtained  from  the  curve,  corresponding  to  an  /, 
which  will  give  the  minimum  audibility    (this  depends  on  the  type  of 
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Fig.  69. — Calculated  value  of  ciurent  in  the  antenna  of  the  receiving  station  as  distanee 

is  varied,  the  conditions  being  as  stated  in  the  diagram. 

detector  used)  is  the  maximiim  range.    An  example  has  been  woriced 
out  below,  where: 

^1=^2= 0.025  km. 


and 


7f= 5  amperes 
X=0.6  km. 


Substituting  different  values  of  d  in  this  last  equation  we  obtain  the  cor- 
responding values  of  Ir  and  are,  therefore,  able  to  plot  the  curve  of  Fig.  69. 


SMALL  SPARK  TRANSMITTER 


Via.  70.— Side  view  of  a  small  spark  set  taade  by  the  Wirelen  Improvement  Co, 
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With  an  ordinary  crystal  detector  and  a  receiving  system  of  25  cdiDua 
current  of  7  micro-amperes  in  the  receiving  antenna  is  sufficient  to  ffn 
unit  audibility.  Looking  up  the  curve  we  find  that  the  distance  com- 
sponding  to  7  micro-amperes  is  610  km.'s. 

If  strays   and   interference  should    be   present  perhaps    28   micro- 


Fio,  71, — fVout  view  of  the  set  shown  in  Fig.  70, 

amperes  mi^t  be  required  in  the  receiving  ant«nna  in  order  to  insure 
reliable  communication,  in  which  case  the  distance  would  be  310  km.'s. 

Thus,  for  daylight  transmission,  under  poor  atmospheric  conditions, 
the  range  would  be  about  300  km.'s,  and  imder  very  favorable  atmoepbeiic 
conditions  the  range  would  be  about  600  km.'s. 

From  the  point  of  view  of  the  transmitter  in  the  problem  coo- 
sidcred  above,  the  high-frequency  power  in  the  antenna  for  a  current  of 
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Fio.  72. — Geoenl  view  of  the  spArk  tnuumittar  used  at  the  U.  S.  Oovenuneat  lUtion 
at  Aldington  for  bToftdcaating  time  signAla  and  weather  reports. 


Pio.  73. — Showing  the  oonatruction  of  the  synchronoug  rotatii^  gap  of  the  Arlington 

trausmitter. 
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5  amperes  in  the  antenna  and  assuming  the  total  resistance  of  the  antenna 
to  be  S  ohms,  would  be  given  by: 

High^requency  power=8X5^  =  200  watts. 

Assimiing  efficiency  of  the  transmitting  set  from  alternator  to  antenna 
=25  per  cent. 


Fia.  74. — Circuit  diagram  of  the  Arlington  transmitter.     (Proc.  I.R.E.) 
It  must  be  noted,  in  connection  with  the  above,  that  if  we  n^ect  the 

_  0.001M 

factor  e     vX  ,  in  Eq.  (17) 

d=4.25X^', (18) 

then,  if  everything  else  be  kept  constant  the  distance  would  vary  directly 
with  the  transmitting  antenna  current  (/,);  but  the  power  required  from 
the  alternator  varies  with  the  square  of  the  current,  hence  to  double  the 
transmitting  distance  the  power  put  into  the  antenna  must  be  quad* 

rupled;  and,  if  the  factor  t  "^^  be  considered,  the  power  must  be  more 
than  quadrupled  to  double  the  range  of  transmission.  Hence,  the  neceadty 
for  great  range  of  transmission  of  increasing  the  antenna  heights  (mote 
especially  the  transmitting  antenna)  to  very  great  values. 

Amusement  of  Apparatus  of  a  Spark  Set— The  various  parts  required 
for  a  transmitting  set  are  generally  assembled  in  compact  form;  in  the 
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case  of  a  low-powered  outfit  practically  all  of  the  apparatus,  with  the  excep- 
tion of  the  hand  key  for  sending,  may  be  mounted  directly  on  a  panel.  A 
neat  design  for  a  50Q-watt,  quenched-spark  transmitter  is  shown  in  Figs.  70 
and  71 ;  the  legends  on  the  cuts  makes  them  self-explanatory.  The  larger 
land  stations  of  course  require  large  switch  boards  and  auxiliary  appa- 
ratus, in  fact  the  outfit  really  comprises  a  complete  isolated  power  plant 
equipment. 

In  Fig.  72  is  shown  the  arrangement  of  apparatus  of  the  Arlington 
spark  set,  used  for  sending  out  time  signals;  Fig.  73  gives  a  closer  view 
of  the  rotating  sychronous  spark  gap  and  Fig.  74  gives  a  complete  cir- 
cuit diagram  of  this  station. 
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€HAPTER  VI 
VACUUM  TUBES  AND  THEIR  OPERATION  IN  TYPICAL  CIRCUTTS  i 

Constitution  of  a  Conductofi  Possibility  of  Electron  Emission. — As 

outlined  in  Chapter  I,  a  conductor  is  made  of  atoms  (or  molecules)  with 
some  of  the  electrons  free  from  atoms,  moving  back  and  forth,  from  one 
atom  to  another.  Unless  the  conductor  is  at  absolute  zero  temperature 
its  atoms  are  constantly  in  a  state  of  agitation,  having  non-coordinated 
motions  in  all  directions.  The  free  electrons  share  the  motion  of  the  atoms, 
and  due  to  their  comparatively  small  mass  (about  1/200,000  that  of  the 
tungsten  atom)  their  average  velocity  is  very  much  greater  ilma  that  of 
the  atoms. 

Now  the  atoms  of  a  metal  tend  to  separate  from  each  other  at  hi^ 
temperatures  or,  we  may  say,  the  metal  tends  to  evaporate  just  as  water 
evaporates  at  ordinary  temperatures.  We  must  imagine  the  surface  ten- 
sion of  a  metal  great  enough  to  prevent  appreciable  evaporation  at  ordinary 
temperature;  the  velocity  of  motion  of  the  atoms  is  not  sufficient  to  carry 
them  through  this  surface  tension.  With  very  high  temperatures,  how- 
ever, those  atoms  having  the  highest  velocity  break  through  the  surface 
tension  and  so  start  the  process  of  vaporization,  which  becomes  more  and 
more  rapid  as  the  temperature  rises.  To  accomplish  actually  the  vapor- 
ization of  the  ordinary  metal  requires  that  the  heating  be  done  in  vacuum, 
otherwise  oxidation  occurs  instead.  The  number  of  atoms  evaporated 
from  a  given  surface  depends  upon  the  temperature  and  the  lat^it  heat 
of  evaporation  of  the  metal  being  tested. 

Now  it  seems  quite  likely  that  if,  when  the  atoms  acquire  a  high  velocity, 
they  are  able  to  break  through  the  surface  tension  of  the  metal  the  electrons 
can  do  the  same  thing,  hence  we  get  the  idea  of  dectrans  evaporaiing.* 
This  evaporation  oif  the  electrons  will  take  place  at  lower  temperature 
than  that  of  the  atoms  of  the  metal  itself  because  of  the  higher  average 
velocity  of  the  electrons. 

Theoretical  Prediction  of  the  Number  of  Electrons  Emitted  from  t 
Hot  Body. — ^The  niunber  of  atoms  (or  molecules)  of  an  ordinary  liquid 

^  Since  this  material  went  to  press  there  has*  been  published  an  excellent  text  oo 
Vacuum  Tubes  by  H.  J.  Van  der  Bijl. — McGraw-Hill  Co. 

*  See  O.  W.  Richardson's  book  on  "  The  Emission  of  EHectricity  from  Hot  Bodies." 
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which  evaporate  was  known  to  vary  with  the  latent  heat  of  evaporation 
of  the  substance  and  temperature  according  to  the  equation, 


where 


N = number  of  atoms  evaporating  per  i^econd  per  sq.  cm.  of  surface ; 
r= absolute  temperature,  ordinarily  called  degrees  Kelvin; 
a = latent  heat  of  evaporation ; 
A— A  constant. 

Richardson  was  the  first  to  draw  an  analog  between  the  evaporation  of 
atoms  and  possible  evaporation  of  electrons  from  a  hot  metal.  Reason- 
ing from  the  above  equation  he  came  to  the  conclusion  that  the  number 
of  electrons  evaporating  per  second  (cxurent)  could  be  expressed  by  the 
equation 

i^aVre"^^,        (1) 

in  which 

is  current  of  emission  per  sq.  cm.  of  hot  surface; 
.  r= absolute  temperatm^  of  hot  metal; 
b= latent  heat  of  evaporation  of  electrons  =  105,000; 
a— a  constant. 

As  this  predicted  current  was  due  to  the  thermal  activity  of  the  emit- 
ting surface  Richardson  suggested  the  term  thermionic  currentf  a  name 
which  is  at  present  used  to  some  extent;  the  term  electron  current  is  also 
used,  but  this  is  really  not  distinctive,  because  all  currents,  arising  from 
whatsoever  cause,  are  due  to  the  flow  of  electrons. 

The  emission  of  electrons  predicted  by  Eq.  (1)  would  give  currents 
from  a  heated  tungsten  filament  about  as  shown  in  Fig.  1 ;  it  is  evident 
that  very  lai^  currents  might  be  expected  from  a  tungsten  filament  at 
temperatures  well  within  the  safe  operating  region.^  Of  course,  ordi- 
narily there  is  no  current  of  such  magnitude  due  to  emitted  electrons; 
although  the  nmnber  of  electrons  indicated  in  Fig.  1  is  really  emitted, 
they  at  once  re-enter  the  surface  so  that  on  the  whole  there  are  no  electrons 
leaving  the  hot  surface.  As  soon  as  an  electron  leaves  the  filament  it 
(the  filament)  is  left  charged  positively  and  so  attracts  the  emitted  elec- 
tron; thus  there  are  as  many  electrons  falling  back  into  the  filament  as 
are  expelled  by  the  internal  thermal  agitation. 

*The  melting-point  for  tungsten  is  3270°  C;  reckoning  the  safe  operating  temper- 
ature as  that  which  gives  the  filament  2000  hours'-  life^  the  safe  temperature  increases 
somewhat  with  the  diameter  of  the  filament,  being  perhaps  2200°  C.  for  a  filament 
i)l  cm.  diameter  and  2300°  C.  for  one  .04  cm.  diameter. 
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Suppose,  however,  that  there  is,  close  to  the  heated  filament,  a 
lively  charged  metal  plate;    an  expelled  electron  will  have  two  forces 
acting  on  it,  one  tending  to  make  it  fall  back  into  the  filament,  and  tte 
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Fig.  1. — ^Theoretical  values  of  current  due  to  electron  emission  from  a  pure  tungsten 

filament. 


other  pulling  it  toward  the  positively  charged  plate.  Which  force  has 
the  preponderating  effect  will  depend,  of  course,  upon  the  value  of  the 
positive  plate  potential;  if  this  is  made  sufficiently  high,  all  of  the  dectrons 
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emitted  from  the  hot  surface  will  be  drawn  to  the  plate,  none  of  them 
re-entering  the  hot  emitting  surface. 

The  value  of  the  current  under  this  condition  is  called  the  saturaiian 
current;  this  value  of  current  measured  for  different  filament  temper- 
atures should  satisfy  Richardson's  equation  because  all  of  the  electrons 
emitted  go  over  to  the  plate. 

As  early  as  1902  Richardson  published  experimental  results  confirm- 
ing his  theory.  Many  other  experimenters  published  results  seemingly 
contradicting  the  relations  given  in  Eq.  (1),  and  for  several  years  Richard- 
son's theory  was  the  subject  of  dispute. 

It  seems  that  very  minor  changes  in  the  amount  of  gas  in  the  tube 

used,  or  the  condition  of  the  surface  of  the  hot  metal,  completely  nullified 

tlie  results  obtained,  and  such  has  been  found  to  be  the  case.    H.  A.  Wilsonp 

found,  e.g.,  that  the  emission  from  a  hot  platinmn  filament  might  be 

reduced  to  1/250,000  of  its  normal  amoimt  by  first  heating  the  filament 

in  oxygen,  or  boiling  it  in  nitric  acid;   also  he  found  that  the  presence 

of  a  slight  amount  of  hydrogen  aroimd  the  heated  filament  completely 

destroyed  the  effects  of  the  oxygen  and  nitric  acid.    On  the  other  hand 

it  is  foimd  that  the  electron  emission  from  tungsten  b  very  much  increased 

by  such  an  impurity  as  thorium;    if  a  small  percentage  of  thorium  is 

present  in  a  tungsten  filament  the  emission  is  many  times  as  great  as 

though  piu-e  tungsten  were  used. 

As  a  result  of  Wilson's  experiment  it  was  evident  that  the  condition 
of  the  hot  surface  was  of  utmost  importance  in  determining  the  emission; 
the  layer  of  oxygen-fiUed  platinmn  on  the  surface  practically  prevented 
emission.  Yet  a  year  afterward  Wehnelt  showed  that  if  a  platinum 
filament  was  coated  with  lime  (calcium  oxide)  the  emission  of  elec- 
trons at  a  given  temperature  was  vastly  greater  than  from  the  platinum 
itself. 

Langmuir's  experiments,  performed  with  tungsten  filaments  in  ex- 
tremely high  vacmmi,  proved  without  doubt  the  truth  of  Richardson's 
prediction  and  indicated  that  the  various  experimenters  whose  tests  had 
showed  the  opposite  had  not  been  careful  enough  in  the  manipulation 
of  their  experiments  and  in  the  interpretation  of  the  results.  He  foimd 
that  the  higher  the  vacuiun  the  more  consistently  did  experiment  and 
theory  agree,  whereas  others  had  concluded  that  gas  was  absolutely  essen- 
tial if  the  thermionic  cmrent  was  to  be  obtained.  In  one  of  Langmuir's 
tests  he  showed  that  the  presence  of  only  .000001  mm.  pressure  of  oxygen 
was  sufficient  practically  to  stop  the  emission  of  electrons  from  a  hot  tung- 
sten filament.  It  seems  then  that  the  condition  of  the  surface  of  the  hot 
electrode  affects  the  emission  of  electrons  much  as  the  evaporation  of 
water  is  prevented  by  covering  the  surface  with  a  thin  layer  of  oil  or 
similar  substance. 
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:  Electrons  near  Qie  Surface  of  a  Hot  Hetal. — In  Fig 

ler  crude  fashion,  the  manner  in  which  the  electrons  an 

the  surface  of  a  hot  body,  the  three  figures  being  foi 

,     _      .    •    . .     temperaturesofper 

'.'  -.. '  "  ■;        haps  2100°,  2300° 

•■:';   .  ■ '.     ■•      and  2500°  absolute 

*.'•    .".'.>  ■;  '•:      temperature.       Ii 


i:^J1i^^^:^^^ 


In  (b)  more  electrons  are  em 
ised  so  that  more  of  them  move 
llii^  back.  In  (c)  is  shown  a 
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have  on  the  average  a  low  velocity,  practically  none  having  a  velocity 
greater  than  Vi;  at  temperature  T2,  many  more  electrons  come  off  and 
on  the  average  they  have  a  higher  velocity;  the  same  effect,  but  more  of 
it,  is  shown  for  the  highest  temperature  Ta. 

Some  idea  of  the  velocity  with  which  these  electrons  leave  the  siurface 
of  the  tungsten  can  be  easily  obtained.  From  certain  experiments  we 
know  that  an  electron  must  fall  freely  through  a  potential  difference  of 
about  4  volts,  before  it  gains  sufficient  energy  to  break  through  th^  **  sur- 
face tension  •"  or  "  surface  constraint  "  of  the  mptal.  If  we  use  the  jrela- 
tion  that,  in  any  accelerating  system,  ,    • 

Potential  energy  lost  =  kinetic  energy  gained,  , 

we  put  Ve^inw'^ 

in  which  ' 

F= potential  difference  through  which  electron   has  fallen  (e.s. 
imits); 

e  =  charge  of  electricity  on  one  electron; 
m = mass  of  electron ;  1 

t;= final  velocity  of  electron,  assimiing  it  to  start  from  rest.;    j    , 

6  6  •      '      '      '      '      I 

Transposing  we  get  v^^2V—  and  —  has  been  determine^  many  tibies, 

m        tn 

its  value  being  6.3X10^*7^ 

Hence  if  an  electron  falls  through  one  volt  difference  of  potential 
(1  volt=yixr  ^-s-  unit)  the  above  relation  gives  v  approximately  6^10^ 
cm./sec. 

As  the  surface  constraint  of  tungsten  is  about  4  volts  we  6e^  tliat  an 
electron,  to  break  through,  must  have  a  velocity  of  about  1 X 10^  cm./sec. 

If  a  cold  metal  plate,  electrically  connected  to  the  filament  outside 
the  tube,  is  in  the  same  vacuiun  tube  as  the  hot  filament,  and  close  Jo  it, 
some  of  the  high-speed  electrons  may  have  sufficient  velocity  to  carry  them 
from  the  hot  filament  to  the  cold  plate;  they  then  flow  along  in  the  cir- 
cuit connecting  the  plate  to  the  filament.  This  thermionic  plate  current 
can  exist  even  though  the  plate  is  at  the  same  potential  as  .the  lowest 
potential  point  in  the  filament.  Such  an  effect  is  shown  in  Fig.  4;  the 
amount  of  the  plate  current  recorded  was  due  to  electrons  emitted  from 
the  filament  with  such  a  high  velocity  that  their  inertia  carried  them 
across  the  .2  cm.  space  separating  the  plate  from  the  filament. 

It  will  be  noticed  how  the  nimiber  reaching  the  plate  increases  rapidly 
with  the  value  of  filament  current,  due  to  the  two  effects  mentioned 
above,  greater  emission  and  higher  velocity  of  emission.  The  total  emis- 
sion of  electrons  from  the  filament  for  various  filament  currents  is  noted 
on  the  curve  sheet  of  Fig.  4;   above  a  filament  current  of  1.36  amperes 
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this  total  emission  could  not  be  accurately  measured,  for  reasons  to  be 
taken  up  later.  The  filament  used  in  getting  the  curve  of  Fig.  4  was  only 
about  3  cm.  long  and  of  approximately  the  same  diameter  as  that  of  a 
100-watt  tungsten  lamp,  yet  it  will  be  found  by  calculation  from  the  vahies 
given  on  the  curve  sheet  that  at  1.3  amperes  in  the  filament  the  emisBion 
was  about  4X10^^  electrons  per  second,  and  of  this  number  there  weie 
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Fig.  4. — Electron  current  from  a  hot  filament  to  an  adjacent  cold  plate,  at  the  same 
potential  as  the  lowest  potential  of  the  filament.  Current  due  to  velocity  of 
emission  of  the  electrons. 


4X10^^  which  had  sufficient  velocity  to  carry  them  away  from  the  fila- 
ment an  appreciable  fraction  of  a  centimeter. 

From  the  previous  anal3rsis  of  electron  emission  from  a  hot  body  it 
will  be  reaUzed  that  the  condition  close  to  the  siirface  of  a  hot  filament 
resembles  very  much  the  atmosphere  surrounding  the  earth,  a  depth  of 
earth  atmosphere  of  one  kilometer  corresponding  to  a  depth  of  "  electron 
atmosphere  "  of  about  0.01  millimeter.  Just  as  the  earth's  atmosphere 
becomes  less  dense  with  increase  of  distance  from  the  surface,  does  the 
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density  of  electrons  decrease  with  increase  of  distance  from  the  filament; 
the  upi>er  part  of  the  earth's  atmosphere  contains  the  more  rapidly  mov- 
ing atoms  of  gas  just  as  is  the  case  of  the  highnspeed  electrons  getting 
farther  away  from  the  filament  than  those  emitted  with  lower  velocity. 

'Power  Required  to  Produce  Emission. — From  what  has  been  said 
it  is  evident  that  the  power  required  (for  heating  the  filament)  per  ampere 
of  emission  varies  greatly  with  the  temperature  of  the  emitting  surface; 
thxks  with  a  red-hot  timgsten  filament  the  emission  is  inappreciable, 
althou^  the  power  required  for  maintaining  the  filament  red-hot  is 
comparatively  large. 

As  the  tungsten  approaches  a  white  heat  the  emission  increases  much 
more  rapidly  than  does  the  required  power  for  heating  the  filament.  By 
changing  the  filament  temperature  from  2100°  Kelvin  *  to  2400°  Kelvin 
the  emission  is  increased  about  23  times,  whereas  the  required  power  to 
heat  the  filament  has  increased  only  about  75  per  cent.  It  is  therefore 
advisable  to  run  the  emitting  surface  at  the  maximimi  safe  temperature, 
consistent  with  reasonable  life  of  the  filament.  Dushman  ^  has  given  the 
following  values  as  representative  of  reasonable  operation  of  a  tungsten 
filament,  the  life  of  the  filament  being  fixed  as  2000  hours: 


Diameter  of  ^lament 
in  Cm. 

Safe  Temperature 
Degrees  KeMn. 

EmiMion  in  Amperes 
per  Cm.  Lengths. 

Power  Required  for 

Heating  Filament,  in 

Watts  per  Cm. 

.0125 
.0175 
.0250 
.0376 

2475 
2500 
2560 
2575 

.03 
.05 
.10 
.20 

3.1 
4.6 

7.2 
11.3 

From  what  experimental  data  the  author  has  been  able  to  obtain  him- 
self  it  seems  as  though  these  figures  are  rather  optimistic;  when  operated 
at  the  temperatures  given  in  the  above  table  it  seems  as  though  the  life 
of  the  filament  is  considerably  less  than  the  life  of  2000  hours  estimated 
by  Dushman. 

Two-electrode  Vacuum  Tube. — ^The  property  of  hot  bodies  in  vacuo 
permitting  passage  of  electrons  to  a  cold  electrode  in  the  same  vessel  was 
or^inally  called  the  Edison  effect;  it  was  noticed  in  incandescent  lamps 
as  early  as  1884.  In  1896  Fleming  gave  the  results  of  a  series  of  experi- 
ments in  thermionic  currents  through  vacuo,  but  it  is  evident  in  the  Ught 
of  our  present  knowledge  that  a  large  part  of  the  current  measured  by 
him  was  due  to  conduction  by  the  ionized  gas  in  the  tube  he  was  using. 
He  foimd  some  characteristics  which  were  really  due  to  the  electron  emis- 

» 2100^  Kelvin =2100°  C.  absolute. 

•  See  article  by  Dushman  in  General  Electric  Review,  March,  1915. 
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Bion,  notably  the  unilat€ral  (one  direction  only)  conductivity  of  the  appa- 
ratus, the  non-linear  relation  between  the  plate  potential  (with  respect  to 
the  filament)  and  the  plate  current,  and  the  fact  that  a  large  separatioo 
of  plate  and  filament  tended  to  reduce  the  amount  of  plate  current  obtain- 
able. He  found,  however,  that  the  plate  current  was  unstable  and  that 
the  better  the  vacuum  the  less  the  plate  current  became;  both  of  these 
effects  show  that  ionized  gas  was  largely  responsible  for  carrying  the  plate 
current.  The  unilateral  conductivity  of  a  vacuum  tube  having  two  elec- 
trodes, one  hot  and  the  other  cold,  was  utilized  by  Fleming  for  the  detec- 
tion of  dfunped  h^-frequency  waves  and  was  patented  by  him  in  1905. 
This  patent  was  a  very  important  one  in  the  field  of  radio  telegraphy ;  it 
goes  by  Uie  name  of  the  "  Fleming  valve  "  patent.    A  cut  showing  a 


Fio.  fi.— One  type  of  Fleming  valve,  used  on  eftrly  Marconi  leoeiving  sets  as  detectw. 

Fleming  valve  is  given  in  Fig.  5.  More  recent  devices  which  function 
because  of  the  unilateral  conductivity  between  hot  and  cold  electrodes 
in  a  vacuum  are  the  mercury  rectifier,  the  tungar  rectifier  and  the 
kenotron. 

The  mercury  rectifier  uses  a  hot  spot  on  a  pool  of  mercury  as  the  source 
of  its  electrons,  the  necessary  temperature  of  the  hot  spot  being  maintained 
by  heat  caused  by  the  plate  current  itself;  ionized  mercury  vapor  serves 
as  the  carrier  of  the  current  which  can  pass  one  way  only. 

The  "  iungar  "  rectifier  operates  in  a  manner  different  from  that  of 
the  mercury  rectifier,  in  that  a  hot  tungsten  filament  serves  as  the  source 
of  electrons,  this  filament  requiring  an  auxiliary  source  of  power  for  main- 
taining its  requisite  temperature.    The  tube  is  filled  with  an  inert  gas 
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(generally  about  2  lbs.  absolute  of  argon),  and  this  gas  is  ionized  by  the 
electrons  from  the  hot  filament;  the  carrier  of  the  plate  current  is  in  this 
case  also  ionized  gas  for  the  main  part,  the  number  of  electrons  emitted 
from  the  hot  filament  being  sufficient  to  carry  perhaps  1/500  of  the  cur- 
rent to  the  plate. 

The  kenotron  is  a  rectifying  tube  which  really  operates  as  a  thermionic 
valve;  the  tube  is  exhausted  as  thoroughly  as  possible,  so  much  so  that 
whatever  gas  may  be  present  plays  an  imimportant  role  in  the  fimctioning 
of  the  device.  The  plate  current  is  never  greater  than  that  actually 
emitted  by  the  hot  filament.  These  rectifying  tubes  are  made  in  large 
sizes,  sufficient  to  rectify  several  kilowatts  of  power;  the  vacuiun  in  these 
is  so  high  that  no  appreciable  current  is  carried  in  the  reversed  direction 
(electrons  from  plate  to  filament)  even  if  100,000  volts  is  impressed. 

In  small  sizes  they  have  . 

been  used  as  voltage  regulators    • y  ^  I        ^  « 

for  self -excited  generators,  the 
sp^d  of  which  is  variable.  By 
having  a  differential  wind- 
ing on  the  field  poles,  which  is 
supplied  with  current  through 
a  regulator  tube,  and  connect- 
ing the  filament  of  this  regula- 
tor tube  across  a  low-voltage 
winding  on  the  armature,  a 
small  generator  may  be  made 
to  maintain  practically  con- 
stant voltage  over  a  wide 
range  of  speed  variation.  The 
scheme  of  connection  is  shown 

in  Fig.  6,  and  the  reasons  for  the  tube  maintaining  such  constant  voltage 
over  such  a  wide  speed  range  will  appear  from  an  examination  of  the 
characteristics  curves  of  such  a  tube. 

Characteristic  Curves  of  a  Two-electrode  Vacuum  Tube — ^Value  of 
Satuiation  Current — If  the  filament  current  of  a  kenotron  is  maintained 
constant  and  plate  voltage  varied,  readings  being  taken  of  plate  voltage 
(with  respect  to  the  filament)  and  plate  current,  curves  will  be  obtained 
having  the  shape  shown  in  Fig.  7;  here  three  curves  are  shown  for  three 
different  filament  currents  as  noted  on-  the  curve  sheet.  The  tube  from 
which  these  curves  were  obtained  is  shown  in  Fig.  8;  the  plate  is  a  cylinder 
about  .5  cm.  by  1.5  cm.  and  the  filament  is  a  helix  inside  this  cylindrical 
plate. 

Curve  1,  Fig.  7,  shows  the  variation  of  plate  current  for  a  filament  ciu*- 


R«gulator  tube 

Fig.  6. — ^Use  of  a  two-electrode  tube  as  a  voltage 
regulator  for  a  variable  speed  generator. 
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rent  of  1.15  amperes;  it  is  evident  that  as  the  plate  voltage  is  increased 
from  zero  the  plate  current  rises  more  rapidly  than  the  first  power  of  the 
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Fig.  7. — ^Variation  of  plate  current  with  plate  voltage  (for  various  filament  cunents) 

in  a  small  kenotron. 

voltage  until  about  10  volts  is  impressed;   for  higher  voltage  a  smaller 
increase  in  plate  current  is  obtained  and  above  30  volts  no  further  increase 
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in  plate  current  is  obtained,  even  if  the  plate  voltage  is  increased  to  300 
volts.  It  is  evident  that  a  plate  voltage  of  30  is  sufficiently  high  to  attract 
to  the  plate  oil  the  eledrons  which  the  JUamerU  emita,  at  the  temperature 
reached  with  a  filament  current,  //,  of  1.15  amperes.  This  value  of  plate 
current,  which  is  limited  only  by  the  emitting  power  of  the  filament,  is 
called  aaiuration  current  of  the  tube. 

Saturation  current  evidently  will  be  detennined  in  magnitude  by  the 
temperature  and  area  of  the  filament  surface;  also  for  higher  filament 
temperatures  (higher 
emission)  it  will  require 
higher  plate  voltage  to 
obtain  saturation  cur- 
rent; thus  when  //  is 
raised  to  1.25  amperea 
saturation  current  is 
increased  from  5  milli- 
amperes,  its  value  for 
//=  1-15  amperes,  to 
about  Ifi.Smilliamperes, 
and  whereas  in  the  first 
case  30  volts  on  the 
plate  was  sufficient  to 
obtain  saturation  cur- 
rent, in  the  second  case 
even  50  volts  was  not 
quite  sufficient  to  reach 
saturation. 

When  //  was  in-  p,o.  g.— Showing  the  kenotron  from  which  the  curvMof 
creased  to  1.40  amperes,  Fig.  7  were  obtained, 

the    emission    was    so 

great  that  a  plate  voltage  of  60  was  not  nearly  enough  to  obtwn 
saturation  current  and  the  value  of  saturation  current  is  going 
to  be  very  h^h,  judging  from  the  shape  of  the  curve.  Its  value 
was  actually  determined  in  another  teat  and  found  to  be  140  milli- 
amperes. 

Considering  curve  3  of  F%.  7,  it  is  apparent  that  for  any  plate  voltage 
shown  on  the  curve  sheet,  the  ntunber  of  electrons  arriving  at  the  plate 
is  only  a  small  fraction  of  the  number  emitted  by  the  hot  filament;  e.g., 
irith  a  plate  potential  of  20  volts  the  current  to  the  plate  was  only  10.8 
milliamperes,  whereas  the  total  emission  of  electrons  from  the  filament 
is  sufficient  to  give  a  plate  current  of  140  milliamperes.  It  is  therefore 
evident  that  to  obtain  at  the  plate  all  the  electrons  emitted  from  the  fila- 
ment a  certain  minimum  voltage  must  be  impressed  on  the  plate.     The 
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reason  for  this  is  given  by  an  analysis  of  the  electron  distribution  between 

the  hot  filament  and  cold  plate. 

Space  Charge. — In  Fig.  9  is  shown  in  very  elemen- 
tary fashion  the  distribution  of  electrons  between  the 
plate  and  filament;  we  will  consider  the  electric  forces 
acting  on  two  of  the  electrons  a  and  b.  Electron  a  is 
urged  to  the  plate  by  two  forces,  the  attraction  from 
the  plate  and  the  repulsion  from  all  the  electrons  between 
it  and  the  filament;  it  will  imdoubtedly  go  to  the  iJate. 
But  electron  b,  although  attracted  by  the  plate,  is  re- 
Fia  9  —  Elemen-  P®^®^  '^y  ^^  ^^®  electrons  between  the  plate  and  itself; 
tary  representa-  whether  it  will  move  toward  the  plate*  or  re-enter  the 
tion  of  the  distri-  filament  depends  upon  the  relation  between  these  two 
bution  of  dec-  forces.  It  is  evident  that  close  to  the  surface  of  the 
^°h  ^^  filament  the  effect  of  all  the  electrons  in  the  space  be- 
and  cold  plate  of  ^ween  the  filament  and  the  plate  (constituting  the  space 
a  kenotron.  charge)  will  practically  neutralize  any  effect  of  the  plate, 

unless  the  plate  voUage  is  high  enough  to  give  a  force  oj 
attraction  greater  than  the  repulsive  force  exerted  by  the  space  charge. 

There  is  another  way  of  looking  at  the  problem;  to  bring  the  plate  to 
a  certain  potential  with  respect  to  the  filament  re- 
quires a  certain  quantity  of  electricity,  determined 
by  the  electrostatic  capacity  of  the  condenser 
formed  by  the  plate  and  filament.  Suppose  this 
quantity  of  "  positive  "  electricity  is  q,  there  will 
be  then  4xg  lines  of  electrostatic  force  leaving 
the  plate,  in  the  direction  of  the  filament.  These 
lines  of  force  must  end  on  q  charges  of  negative 
electricity;  but  if  the  space  charge  is  suflSciently 
large  to  furnish  the  requisite  q  the  lines  of  force 
from  the  plate  never  penetrate  to  the  fila- 
ment. 

An  attempt  to  picture  this  is  made  in  Fig.  10; 
for  the  picture  as  drawn  electron  a  experiences  no 
force  at  all  from  the  plate,  and  so  does  just  the 
same  as  it  would  if  the  plate  were  not  there,  i.e.,  goes 
back  into  the  filament.  But  if  the  plate  is  brought 
to  a  higher  positive  potential,  by  putting  more 
charge  on  it,  more  lines  of  force  will  emanate  from 
the  plate  and  so  some  may  end  on  electron  a  and 
so  attract  it  to  the  plate.  It  must  be  remembered 
that  the  above  picture  of  what  happens  is  very 
crude  and  artificial;  the  Unes  of  force  really  have  no  entity  and  a  is 
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Fia.  10.— If  there  we 
sufficient  electrons  be- 
tween the  plate  and 
filament,  the  lines  of 
force  from  the  pUte 
do  not  penetrate  as 
far  as  the  filament, 
thus  leaving  some 
electrons  near  the  fila- 
ment free  from  attrac- 
tion to  the  plate. 
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attracted,  to  some  extent,  by  the  plate  for  the  condition  shown  in  Fig.  10, 
but  the  attraction  is  negligibly  small. 

It  has  been  shown  by  Child  ^  that  when  the  emission  of  the  electrons 
from  the  filament  is  much  greater  than  that  required  by  the  plate  current, 
the  plate  current  may  be  expected  to  vary  according  to  the  relation 

i-K^> .    .    .     (2) 

in  which 

jB= potential  of  plate  with  respect  to  filament; 
x= distance  between  filament  and  plate. 

When  E  is  measiu'ed  in  volts  and  x  in  centimeters  this  becomes, 

1=2.33X10"^  — 5-  amperes  per  sq.  cm.  of  plate.       .    .    (3) 

If  the  plate  is  cylindrical  in  form  with  the  hot  filament  placed  in  its 
axis  this  relation  becomes, 

i  =  14.65  X 10"^  X  —  amperes  per  cm.  length  of  cylinder,     .    (4) 

r 

where  r= internal  radius  of  cylinder. 

The  diameter  of  the  filament  is  supposed  small  compared  to  the 
diameter  of  the  cylinder  in  getting  this  formula. 

If  we  have  an  equation  in  the  form  x  =  t/°  we  have  also  log  x=a  log  y, 
so  tiiat  if  the  data  for  the  curve  x = y"  are  plotted  on  logarithmic  coordinate 
paper  the  curve  should  become  a  straight  line,  the  slope  of  which  gives  the 
value  of  the  exponent  a.  Curve  3  of  Fig.  7  was  transposed  to  logarithmic 
paper  and  is  shown  in  Fig.  11 ;  it  is  seen  that  the  exponent  itself  is  variable, 
having  a  value  about  2  for  low  plate  voltages  and  rapidly  decreasing  for 
the  higher  values. 

It  could  not  be  expected  that  the  experimental  results  would  agree 
with  theory,  because  tfie  voUage  between  the  plate  and  filament  is  different 
in  different  parts  of  the  filament. 

This  point  must  be  borne  in  mmd  in  interpreting  all  experunental  results 
on  vacuum  tubes;  practically  all  theoretical  conclusions  are  reached  from 
the  premise  of  uniform  poterUial  gradient  between  the  plate  and  all 
parts  of  the  surface  emitting  the  electrons.  For  the  lower  plate  voltages 
this  assumption  is  not  even  approximately  true.  The  tube  used  in  getting 
the  results  shown  in  Fig.  7  had  an  IR  drop  in  the  filament  of  6  volts  so 
that  the  potential  relations  in  the  tube  may  be  about  as  shown  in  Fig.  12. 
The  voltage  diflference  is  20  at  the  negative  end  of  the  filament  and  only 

» Physical  Review,  Vol.  32,  p.  498. 
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14  at  the  positive  end,  having  values  between  14  and  20  at  the  intermedi- 
ate points. 

For  such  tubes  we  cannot  expect  to  get  theoretically  correct  results 
for  the  performance  under  any  conditions;  especially  when  the  character- 
istic varies  with  the  plate  voltage  to  a  power  higher  than  the  first  (as  the 
3/2  or  square)  the  departiu'e  of  experiment  from  theory  must  be  expected. 
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Fio.  11. — Curve  3  of  Fig.  7  transposed  to  logarithmic  coordinates. 


The  author  built  a  tube  as  shown  in  Fig.  13  in  which  the  spiral  tungsten 
filament  A  used  for  heating  was  entirely  enclosed  in  a  tungsten  thimble 
JB;  this  thimble  constituted  the  hot  surface  from  which  the  electrons  were 
emitted.  Such  a  construction  gives  a  uniform  potential  gradient  between 
the  emitting  surface  B  and  the  cylindrical  plate  C  and  so  permits  experi- 
mentation under  the  conditions  assumed  in  theory.  With  this  construc- 
tion it  is  not  possible  to  get  the  timgsten  thimble  as  hot  as  the  filament 
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different  parts  of  the  filament; 
the  drop  at  one  end  of  the 
filament  is  14  volts  and  at 
the  other  end  is  20  volts. 


and  so  the  emission  is  rather  low,  unless  an 

oxide  coating  is  used  on  the  thimble.    Such 

a  construction  permits  the  use  of  a  high- 
voltage  filament  and,  a  much  more  impor- 
tant  point,  the  electron  current  from  the  hot 

stirface  is  not  direcUy  limited  by  the  carrying 

capacity  of  the  filament.    As  will  be  explained  l-ZI 

later    this  •  feature    becomes   important   in 

high-power  tubes;  in  these  tubes  the  electron 

current  to  the  plate  may  be  as  high  as  12  to 

15  i>er  cent  of  the  filament  current,  so  that 

the  filament  current  is  12  to  15  per  cent  greater 

at  one  end  of  the  filament  than  it  is  at  the  other 

end. 

It  is  shown  in  the  next  paragraph  that 

a  tungsten   filament  does  not  give  appreci-  ^^  i2._Varialion  of  potential 

able  emission  until  it  is  very  hot,  so' that  we      ^^p  between  the  plate  and 

may  have  conditions  as  shown  in  Fig.  14;  the 

arrows  indicate  the  direction  of  electron  flow. 

With  a  plate  current  of  0.5  ampere  the  tube 

in  question  has  a  current  of  3.3  amperes  at 

one  end  and  3.8  amperes  at  the  other 
end,  as  indicated  in  the  diagram.  End 
B  of  the  filament  is  at  a  much  lower 
temperature  than  end  A,  and  is  contrib- 
uting but  little  of  the  plate  current,  as 
the  emission  is  too  low.  End  A,  on  the 
other  hand,  is  furnishing  most  of  the 
plate  current  and  is  also  being  operated 
at  much  too  high  a  temperature.  With 
a  tube  as  shown  in  Fig.  13,  the  filament 
proper  suffers  no  loss  of  electrons,  so  has 
the  same  current  throughout  its  length. 
Variation  of  Emission  with  Filament 
Current — Curves  ShowingSpace  Charge 
Effects. — ^The  variation  of  emission  with 
filament  temperature  is  indicated  in 
Eq.  (1),  but  the  experimenter  generally 
has  no  means  of  measuring  the  tem- 
PiG.  13.-Showing  one  sdieme  for  get-  perature  of  the  filament;  the  curves 
ting  a  miipotential  surface  emitting     .  •     t-i*      i  p     i.       i.       xi.  •    • 

electn>n8;  the  electrons  come  off  from  ^^?^  "^  ,^'^'  ^^  show  how  the  emission 
the  thimble  B,  which  is  heated  by  varies  with  filament  current;  m  these 
the  filament  A.  ciu:ves  is  also  shown  the  eflFect  of  space 
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charge  limiting  the  plate  current.  It  is  evident  that  the  filament  used 
in  this  tube  gives  practically  no  emission  with  currents  less  than  1.0 
ampere.  With  a  plate  voltage  of  100  the  plate  current  rose  rapidly  with 
increase  in  filament  current  reaching  135  milliamperes  at  a  filameat 
current  of  1.40  amperes. 

When  the  plate  voltage  was  dropped  to  50  and  the  same  variation  of 
filament  current  carried  out  the  plate  current  reached  a  value  of  only  48 
milliamperes  at  //=1.40  amperes.    With  plate  voltages  of  20  and  5  the 

maximum  plate  currents  were  10.6  milli- 
amperes and  1  milliampere  respectively. 
Now  with  //=  1.40  the  emission  is  135 
milliamperes  as  shown  in  curve  1;  with 
the  plate  at  a  positive  potential  of  5 
volts  (with  respect  to  negative  end  of 
filament)  only  1  milliampere  was  ob- 
tained, that  iS|  only  1/135  of  the  elec- 
trons emitted  by  the  filament  reached 
the  plate,  the  rest  re-entering  this  fila- 
ment dtie  to  the  space  charge  overcoming 
ihe  comparatively  weak  field  from  the  plaie. 
Speaking  in  terms  of  the  idea  de- 
picted in  Fig.  10  we  can  say  that  the 
lines  of  force  from  the  plate  penetrated 
but  a  short  way  into  the  electron  atmos- 
phere; the  great  mass  of  the  emitted 
FiQ.  14.— -The  emisdon  of  dectrona  electrons  which,  it  must  be  remembered, 
from  various  parte  of  the  same  fila-  stay  very  close  to  the  filament,  never 
ment  differs  very  much;  because  feel  the  tractive  effect  of  the  positive 
of  the  current  to  the  plate,  the  pj^^^  rj^^g^  f^^  having  exceptionafly 
filament   current   (hence  filament  ,  .  ,  .         ,        i     •.       /j        x       xi_  - 

temperature)  is   much  gi«iter  at  ^f  .  ^^*^^^  7^"^'^^  j^""^,  ^,    "^ 
one  end  of  the  filament  than  at  velocity  of   emission   and    smtable    cd- 

the  other.  lisions  with  the  other  electrons  in  the 

electron  atmosphere)  reach  the  outer 
regions  of  the  atmosphere  and  so  get  attracted  to  the  plate. 

Even  for  the  lower  values  of  filament  current  (Fig.  15)  the  four  vahies 
of  plate  voltage  do  not  give  the  same  plate  current  as  might  be  expected. 
This  is  due  to  the  fact  that  the  IR  drop  in  the  filament  is  appreciable; 
in  the  special  tube  pictured  in  Fig.  13  all  curves  coincide  in  the  lower  parts. 

In  comparing  the  curves  of  Fig.  15  with  those  of  Fig.  7  it  is  to  be 
noticed  that  although  they  have  the  same  general  shape  they  have  entirely 
different  meanings.  In  Fig.  7  the  flat  parts  of  the  curves  indicate  that 
saturation  current  has  been  obtained  and  in  the  lower  curved  portions 
the  space  charge  is  limiting  the  current;  in  Fig.  15  the  lower  curved  por- 
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tions  indicate  that  saturation  current  is  flow- 
ing and  the  upper  flat  parts  indicate  that 
space  charge  is  limiting  the  plate  current. 

The  Three-electrode  Tube.^— The  three- 
electrode  tube  differs  from  the  two-electrode 
tube  just  analyzed  in  that  a  third  electrode 
(called  the  gridj  because  of  its  ordinary  form) 
is  employed  to  control  the  plate  current.  In 
its  normal  form  the  grid  is  a  metal  mesh  of 
some  kind  interposed  between  the  plate  and 
filament;  the  electrons  passing  from  the  fila- 
ment to  the  plate  have  to  go  through  the 
holes  in  the  grid  mesh  and  their  passage  to 
the  plate  is  controlled  to  any  desired  extent 
by  the  potential  of  the  grid  with  respect  to 
the  filament.  In  this  form  of  tube  therefore 
the  plate  current  is  controlled  by  three  factors, 
the  filament  current,  the  grid  potential  and 
the  plate  potential. 

The  control  electrode,  or  grid,  in  the  ordi- 
nary form  of  tube  as  invented  by  Deforest,  is 
inside  the  tube,  directly  in  the  path  of  the 
electrons  traveling  from  filament  to  plate.  It 
is  possible,  however,  to  use  a  control  electrode 
outside  the  tube,  although  it  seems  as  though 
this  kind  of  control  offers  more  diflSculties 

^  Ecdes  has  suggested  the  name  ''  triode  ^*  for  the 
three-electrode  tube  functioning  by  grid  control  of  an 
electron  stream. 
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Fig.  15. — Variation  of  plate  current  in  a  kenotron  as  filament  current  is  varied;  for 

any  one  curve  the  plate  voltage  was  held  constant. 
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than  the  mternal  grid.  In  one  type  of  outside  grid  tube  -tried  by  the 
author  the  control  worked  for  a  few  seconds  and  then  the  accumulaticm 
of  electro^^il  on  the  inside  walls  of  the  tube  made  it  stop  functionlDg. 
The  inner  walls  of  the  glass  must  be  made  partially  conducting  to 
prevent  this  accumulation  of  charge. 

The  inside  control  electrode  need  not  be  placed  between  the  filament 
and  plate;  it  will  work  to  some  extent  even  if  it  is  on  the  side  of  the  fila- 
ment opposite  to  that  on  which  the  plate  is  situated.    Its  action  in  sudi 

a  tube  is  not  as  efficient  in  controlling  the 
plate  current  as  in  the  normal  placem^it; 
in  the  analyses  to  follow  it  will  be  sup- 
posed that  the  gird  is  inside  the  tube  be- 
tween the  filament  and  plate  and  the 
curves  given  to  illustrate  the  text  will  be 
records  obtained  from  such  tubes. 

Potential  Distribution  in  the  Three- 
electrode  Tube. — The  three-electrode  tube 
fimctions  because  of  the  effect  of  the  grid 
on  the  potential  distribution  between  the 
filament  and  plate;  it  is  therefore  neces- 
sary to  have  a  clear  idea  of  this  potentiaL 
In  Fig.  16  is  shown  by  the  dotted  line 
(a)  this  potential  distribution  between 
two  metal  plates,  one  marked  F  to  repre- 
sent the  filament,  the  other  marked  P  to 
Fig.  16.-TW0  metal  plates,  one  E,  ^P^^sent  the  plate.  The  filament  is  sup- 
volta  higher  potential  than  the  POsed  at  zero  potential  and  the  plate  at 
other,  have  a  uniform  potential  positive  potential  Ep.  With  a  imifonn 
gradient  between  them,  the  po-  field  distribution  as  shown  in  the  upper 
t^ntial  being  about  aa  shown  by  p^rt  of  the  figure  the  potential  between 

dotted  line  a;  if  plate  F  is  covered     ,   .  j    ^i  x    r  n        a         *e        i 

with  an  electron  atmosphere  the  P^^^,  ^^^  ^^f*  ^^"«  ^^  unifonnly. 
potential  is  changed  to  the  form  ^^  ^^^  actual  tube  such  a  uniform  po- 
shown  by  line  6.  tential  gradient  does    not .  obtain;  owing 

to  the  comparatively  small  surface  of  the 
filament  the  potential  falls  more  rapidly  near  the  filament  than  near 
the  plate. 

If  we  now  suppose  an  electron  atmosphere  to  cover  the  smf ace  of  F 
the  potential  distribution  is  changed  to  some  such  form  as  indicated  by 
the  full  line  (6)  in  Fig.  16.  The  potential  gradient  becomes  mudi 
lower  in  the  vicinity  of  F  because  most  of  the  field  of  P  ends  on  electrons 
in  the  vicinity  of  F  and  so  never  reaches  F;  in  fact  if  the  emission  is  much 
greater  than  the  plate  current  (practically  always  the  case  with  three- 
electrode  tubes  in  normal  operation)  the  potential  gradient  very  close 
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to  the  surface  of  F,  due  to  the  positively  charged  plate  P  ifl  essentially 
zero.  In  Fig.  17  is  represented  a  filament  F,  plate  P,  and  grid  0  (shown 
in  cross-section  by  the  small  circles)  in  the  lower  part  of  the  figure  is  shown 
by  the  line  marked  (a)  the  potential  distribution  between  P  and  F  with- 
out any  action  from  0,  the  curved  form  of  this  line  is  caused  by  the  electron 
atmosphere  around  F.  It  must  be  remembered  that  most  of  the  electrons 
emitted  are  very  close  to  F  and  re-enter  F  without  having  moved  very 
far  toward  G.  The  potential  gradient  in  which  the  great  majority  of 
the  electrons  lie  (close  to  F)  is  very 
smally  hence  they  experience  but 
little  tractive  effort  from  P. 

If  now  G  is  made  positive  the 
potential  distribution  is  changed  to 
the  line  marked  b  in  Fig.  17.  The 
pK>tential  gradient  between  G  and 
F  has  been  much  increased  so  that 
many  of  the  electrons  which  pre- 
viously fell  back  into  the  filament 
will  now  move  toward  G.  Refer- 
ring to  the  upper  part  of  Fig.  17, 
electron  a,  which,  without  positive 
grid,  would  have  fallen  back  into 
the  filament,  now  moves  toward  G, 
and  so  is  found  in  some  such  posi- 
tion as  a'.  In  this  position  it  ex- 
periences two  attractions,  one  from 
G  and  one  from  P.  Because  of  the 
relatively     higher     potential    and  Fig.  17. — In  a  three-electrode  tube  the  po- 


0 


r® 


H- 


t«ntial  distribution  between  the  filament 
and  plate  may  be  as  shown  by  either  6,  a, 
or  Cf  according  to  the  potential  of  the 
grid. 


larger  surface  of  P  most  of  the 
electrons  which  arrive  at  this  posi- 
tion wiD  move  to  the  plate,  instead 
of  going  to  G  as  might  be  supposed. 
There  may  arrive  at  position  a',  however,  an  electron  which  has 
some  velocity  in  the  direction  of  G;  the  result  of  this  velocity 
and  the  two  attractions  from  G  and  P  may  result  in  its  going  to  G 
instead  of  P.  Other  electrons  moving  from  F  toward  G  may  find 
themselves  in  such  a  position  (with  respect  to  the  grid  wires)  as 
shown  by  b';  these  electrons  will  almost  surely  go  to  the  grid  instead 
of  to  the  plate. 

We  may  therefore  conclude  that  the  interposition  of  a  positively 

charged  grid  between  the  filament  and  plate  will  partially  neutraUze  the 

'  eflfect  of  the  space  charge;  more  of  the  electrons  emitted  from  the  filament 

will  move  away  from  it,  some  of  them  going  to  the  grid  and  some  going 
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to  the  plate.  A  positive  grid  then  increases  the  plate  current,  plate  poten- 
tial remaining  fixed. 

A  negatively  charged  grid  will  result  in  a  potential  distribution  some- 
what as  shown  by  curve  c  of  Fig.  17;  if  the  grid  is  as  negative  as  shown 
by  the  curve  the  plate  current  will  be  reduced  to  practically  zero,  because 
none  of  the  electrons  (except  a  very  few  which  are  emitted  with  exception- 
ally high  velocity)  can  move  against  the  negative  potential  gradient 
between  F  and  G.  It  must  be  noticed  of  course  that  the  potential  curve 
on  such  a  line  as  indicated  by  M  -N  (Fig.  17)  will  be  different  from  that 
on  such  a  line  as  Af'  -iV';  the  grid  potential  will  not  be  so  effective  on 
the  line  Af'  —  A^'  as  on  a  line  lying  closer  to  one  of  the  grid  wires. 

It  will  be  appreciated  at  once  that  this  effect  of  the  grid  in  controlling 
the  flow  of  electrons  to  the  plate  will  depend  on  various  features  jof  con- 
struction of  the  tube.*  The  grid  will  exercise  the  most  control  when  its 
wires  are  very  fine  and  close  together,  and  when  it  completely  surrounds 
the  filament.  Unless  the  grid  is  considerably  larger  (in  length  and  breadth) 
than  the  space  occupied  by  the  filament  many  of  the  electrons  wiU  go  from 
the  filament  around  the  grid  and  thus  arrive  at  the  plate  without  having 
been  subjected  completely  .to  the  controlling  action  of  the  grid. 

This  idea  is  illustrated  in  Fig.  17-4 ;  the  construction  shown  in  a  will 
permit  the  grid  to  exert  a  much  greater  control  over  the  electron  stream 
than  will  the  construction  shown  in  6. 

^  The  question  of  the  shielding  action  of  a  grid  is  taken  up  in  Maxwell's  "  £3ectricity 
and  Magnetism/'  Vol.  1;  the  case  woriced  out  is  for  a  flat  plate  and  flat  filament,  of 
infinite  extent.  In  an  article  in  Proc.  I.R.E.,  Vol.  8,  No.l,  J.  M.  Miller  shows  haw 
closely  Maxwell's  theory  applies  to  the  construction  of  an  ordinary  tube. 

In  an  article  published  in  Vol.  15,  No.  4,  of  The  Physical  Review,  R.  W.  King  shows 
how  the  value  of  the  controlling  effect  of  the  grid  depends  upon  the  parameters  of  the 
tube.  The  theoretical  voltage  amplification  factor  of  the  tube  /!«  (see  p.  417  for  sig- 
nificance of  this  constant)  is  shown  to  be  expressible  as 

2wan 

Mo= T^ 


2irr7i 

in  which 

a » distance  between  grid  and  plate; 
n  =  number  of  grid  wires  per  cm.; 
r= radius  of  the  grid  wire. 

In  the  derivation  of  the  above  formula  the  grid,  hot  filament  surface,  and  plate  have  all 
been  assumed  as  infinite  parallel  planes;  although  actual  tubes  depart  very  far  from 
this  requirement  experimentally  determined  values  of  mo  for  several  tubes  of  widely 
different  construction  check  with  the  calculated  value  quite  well. 

The  interesting  point  in  both  Miller's  and  King's  analyses  is  that  the  distance  between 
the  grid  and  filament  plays  no  part  in  determining  the  value  of  /*«;  the  cloeenesp  of  thr 
grid  to  the  plate  is  apparently  the  controlling  factor. 
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It  is  possible  to  build  a  hydraulic  model  of  a  three-electrode  tube  which 

illiistrates  very  well  the  general  ideas  involved  in  the  tube  action.    A 

jar    (Fig.  18)    (such  as  glass 

storage-battery  container)  has 

placed    in   the   lower  part  a 

pil>e  Af  closed  at  its  two  ends, 

which  is  full  of   small  holes 

on  its  lower  side  and  is  con- 
nected to  an  air  supply  of  very 

low  pressure.     A  rubber  sheet 

(such  as  the  rubber  used  by 

dentists)   is  fastened  to   the 

side  of  this  pipe  A  and  also  to 

a  rod  C  in  the  upper  part  of  <»  ^ 

the  jar,  horizontal  and  parallel  ^«-  17A.— The  oonBtructioii  shown  in  a  wfll  give 

to  A       To    makP    the  model       *^®  «"^  ^  """^  greater  controlling  action  than 

to  A.      10  maKe  tne  mooei      ^^^  ^^^  ,^  ^.  ^^^  ^^^  completely  the  grid 

BUnple    only  one-half    of    the       encloses  the  filament  and  the  finer  its  structure 
three-electrode  tube  is  repre-      the  greater  will  be  its  controlling  action, 
sented;  a  metal  sheet  E  fast- 
ened to  A  makes  all  the  air  bubbles  which  escape  move  to  the  left  (in  Fig. 
18)  and  so  run  up  on  the  under  side  of  the  rubber  sheet  and  escape  past 
C.     This  stream  of  bubbles  represents  the  electron  stream  from  a  fila- 


FiG.  18. — Hydraulic  model  of  the  three-electrode  tube. 
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Fig.  19. — ^Hydraulic  model  of  the  three-electrode  tube. 


■ 

I 


ment,  A  being  the  filament  and  C  the  plate,  C  being  at  higher  levd 

than  A^  as  mu^t 
be  the  pK>tential 
of  the  plate  with 
respect  to  that 
of  the  filament 
A  stick  D  has 
several  parallel 
wooden  pins|f ast- 
ened  to  it  and 
the  lower  ends 
of  these  pins  are 
fastened  (by 
tacks)  to  therub- 
ber  sheet  close 
to  pipe  A,  as 
shown.  Wh«i 
D  is  moved  up 
and  down,  the 
lower  ends  of  its 
pins  lift  up  and 

down  those  parts  of  the  rubber  sheets  to  which  they  are  attached;  in 
Fig.  19  is  shown  a  sketch  of  the  rubber  sheet  with  the  bar  D  lifted,  and 
in  Fig.  20  is  shown 
the  form  of  the 
rubber  sheet  when 
the  bar  D  is  de- 
pressed. If  the 
pressure  of  the  air 
in  the  pipe  A  is 
properly  adjusted 
the  flow  of  air 
bubbles  up  the  un- 
der side  of  the  rub- 
ber sheet  resembles 
(more  closely  than 
any  analogy  the 
author  has  seen) 
the  flow  of  elec- 
trons in  a  three- 
electrode  tube. 

The  action  of  the  bar  D  with  its  attached  pins,  producing  small  hiHa 
and  valleys  in  the  rubber  sheet,  illustrates  well  the  action  of  the  grid. 


FiQ.  20. — Hydraulic  model  of  the  three-electrode  tube. 
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The  d^ression  of  the  pins,  making  it  more  diflScult  for  the  air  to  pass  up 
along  the  sheet,  illustrates  a  negative  grid,  and  when  the  pins  are  lifted  up 
the  increased  flow  of  air  corresponds  to  the  increased  plate  current  with 
positive  grid.i 

The  effect  of  the  space  charge  is  not  simulated  very  well  by  the  model; 
the  accumulation  of  air  between  the  "  grid  "  (row  of  pins,  d,  d,  d)  acts  to 
prevent  other  bubbles  of  air  coming  through  the  small  holes  in  the  "  fila- 
ment "  (pipe  A)  but  this  action  is  not  strictly  analogous  to  the  mutual 
repulsion  of  the  electrons  in  the  actual  space  charge  effect. 

Fields  of  Use  of  Three-electrode  Tube. — ^Detector,  Amplifier,  Gener- 
ator or  Converter. — ^The  three-electrode  tube  was  first  used  as  a  detector 
of  radio  signals  from  spark  stations;  it  was  much  more  sensitive  than  its 
competitors,  the  magnetic  detector,  Fleming  valve,  etc.,  and  so  rapidly 
displaced  these  as  a  detector.  In  its  original  form  as  manufactured  by 
Deforest  a  potential  of  about  30  volts  was  used  on  the  plate;  the  normal 
plate  current  was  a  few  hxmdred  microamperes.  Although  these  original 
tubes  were  rather  erratic  in  their  behavior,  and  not  uniform  in  their 
characteristics  (one  tube  not  being  like  another)  by  careful  adjustment 
of  filament  ciurent  and  plate  voltage,  they  were  nearly  as  good  detectors 
as  the  later  types. 

As  the  grid  potential  of  a  three-electrode  tube  controls  the  plate  cur- 
rent (the  power  for  which  is  supplied  by  a  local  battery)  it  is  evidently 
appUcable  as  a  relay,  the  signal  voltage  controUing  the  delivery  from  the 
local  power  supply.  When  properly  adjusted  the  grid  circuit  takes  an 
extremely  small  power  to  operate,  so  that  compared  to  the  amount  of 
power  used  in  the  grid  circuit  the  amount  controlled  in  the  plate  circuit 
may  be  thousands  of  times  as  great. 

If  the  grid  circuit  is  adjusted  to  take  no  power  itself  the  power  ampli- 
fication is  infinite;  it  must  be  remembered,  however,  that  to  operate  the 
grid  circuit  certain  coils,  condensers,  and  resistances  are  required;  taking 
the  losses  in  these  necessary  associated  circuits  into  accoimt  the  power 
ampUfication  is  not  infinite,  but  it  is  very  large  even  then.  Thus  a  certain 
tube  used  in  telephone  circuits  as  an  amplifying  repeater  has  a  power 
amplification  of  about  one  thousand  times. 

If  an  alternating  potential  difference  is  impressed  on  the  grid  of  a  tube 
the  plate  current  periodically  increases  and  decreases.  This  pulsating  cur- 
rent in  the  plate  circuit  may  be  made  to  produce  fluctuations  in  the  grid 
potential  by  means  of  a  suitable  transformer,  the  primary  of  which  is  con- 
nected in  the  plate  circuit  and  the  secondary  connected  between  the  fila- 

1  By  haying  the  pins,  d,  d,  etc.,  in  the  form  of  tubes  open  at  their  lower  ends  and 
having  corresponding  holes  in  the  rubber  sheet,  some  of  the  air  bubbles  will  run  up  these 
tubes  when  handle  D  is  lifted,  thus  imitating  the  action  of  the  positive  grid  attracting 
some  of  the  electrons,  causing  grid  current. 
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ment  and  grid.  If  a  suitable  condenser  is  connected  across  either  the 
primary  or  secondary  winding  to  give  a  natural  period  to  the  circuit,  the 
fluctuations  in  the  plate  current  will  be  maintained  by  their  action  on 
the  grid  potential. 

With  this  arrangement  then  the  plate  current  fluctuates  between  cer- 
tain maximum  and  minimum  values,  the  voltage  of  the  grid  alternates, 
and  in  the  condenser  (no  matter  which  circuit  it  is  connected  with)  an 
alternating  current  flows.  The  device  thus  becomes  a  generator  of  alter- 
nating-current power;  it  might  perhaps  be  more  properly  called  a  con- 
verter for  changing  continuous-current  power  into  alternating-current 
power.  The  frequency  of  the  alternating  current  is  fixed  by  the  L  and 
C  of  the  oscillatory  circuit,  and  the  amount  of  power  available  depends 
on  the  average  value  of  the  plate  ciurent  and  the  voltage  of  the  battery 
or  generator  supplying  the  current. 

Small-power  tubes  using,  a  plate  potential  of  300  volts  and  plate  cur- 
rent of  40  milliamperes,  giving  about  4  watts  of  high-frequency  power, 
were  used  extensively  by  the  armies  for  radio  signalmg.  Some  oC  tlie 
larger-power  tubes,  used  for  higher-power  sets,  can  generate  200  ustts 
or  more  per  tube;  the  generator  furnishing  the  plate  current  im] 
about  1500  volts  on  the  plate  and  the  electron  current  is  about  0^ 

Various  Types  of  Tubes. — ^According  to  the  purposes  for  whidi  ikt^ 
are  to  be  used  several  different  types  of  tubes  have  been  evolved.  TAcb 
designed  for  detecting  high-frequency  currents  need  to  have  a  power  wi- 
put  of  only  a  very  small  fraction  of  a  watt;  they  are  generally  fitted  mUh 
small  filaments,  because  but  little  emission  is  required  and  the  yotbn^ 
used  in  the  plate  circuit  is  low.  Typical  tubes  use  a  filament  current  of 
1.0  ampere  at  4  volts  and  use  a  plate  battery  of  20  volts.  Tub^  used  for 
amplifiers  are  more  generally  higher-plate  voltage,  perhaps  100  or  150  volte; 
the  size  of  filament  is  about  the  same  as  used  for  a  detector  tube.  Tubes 
used  for  generating  power  are  designed  for  higher-plate  voltage,  from 
300  to  2500  volts;  as  the  amount  of  power  available  depends  upon  the 
value  of  plate  ciurent  and  this  in  turn  upon  the  emission,  the  filam^it  is 
much  larger  than  in  the  amplifier  and  detector  tubes.  A  4-watt  tube 
(output)  might  require  a  filament  current  of  1.5  amperes  at  10  vidts;  a 
200-watt  tube  might  require  3.7  amperes  at  20  volts.  Later  a  tabulated 
list  of  ratings  for  various  tubes  will  be  given. 

The  grids  used  vary  from  a  very  fine  mesh  of  the  finest  tungsten  wire 
obtainable  (wound  40  per  cm.)  to  a  lattice  work  of  comparatively  coarse 
wire  spaced  about  3  per  cm.  The  grid  may  be  flat  or  cylindrical  acctnding 
to  the  form  of  tube. 

The  plates  used  are  of  various  forms;  they  vary  from  a  short  zig-zag 
shaped  tungsten  wire  perhaps  5  cm.  long,  or  a  small  thimble  about  0.5 
cm.  in  diameter  and  0.5  cm.  long  to  two  heavy  plates  about  5  cm.  square. 


VARIOUS  FORMS  OF  THREE-ELECTRODE  TUBES  389 

The  material  used  for  the  grids  and  plates  is  generally  nickel  or  txmgsten, 
or  molybdenum;  the  tubes  designed  for  generating  much  power  are  likely 
to  have  all  metal  parts,  filament,  grid,  and  plate  of  tungsten. 

In  Fig.  21  are  shown  some  of  the  more  common  tubes;  A  and  B  are 
power  tubes  of  50-  and  250-watt  ratings,  respectively;  C  and  D  are  Bmall- 
power  tubes  designed  for  an  alternating-current  output  of  about  4  watts, 
E,  F  and  G  serve  as  either  detectors  or  amplifiers;  H'lSB.  Deforest  audion 
of  the  original  type,  /  is  a  cylindncal  tube  made  for  amateur  use;  J  is 
a  modem  Marconi  tube;  K  and  L  are  two  amplifying  bulbs,  the  latter 
having  extremely  fine  grid  and  very'  small  plate  (a  nearty  inviable  zig- 
sag  wire);  Af  is  a  special  power  tube  with  ^id  brought  out  at  tip  of  the 


Via.  21. — Various  ^rpes  of  tubee  used  in  getting  tbe  ezperimeatal  data  given  in  tiiis 
chapter. 

bulb.  The  former  tubes  are  all  of  American  manufacture ;  at  JV^  is  shown 
an  English  power  tube,  at  0  a  special  French  amplifier  bulb  and  at  P  a 
email  English  detector  and  amplifier  tube.  At  Q  is  shown  a  special  type 
of  tube  called  a  dynatron,  explained  on  page  534. 

In  most  of  tbe  smaller  tubes  the  glass  bulb  is  fitted  with  a  brass  collar 
by  which  they  are  held  in  a  suitable  socket;  the  socket  is  equipped  with 
four  flexible  contacts  which  press  against  four  pins  projecting  from  the 
base  of  the  bulb.    These  four  pins  connect  to  the  filament,  grid,  and  plate. ' 

Limits  of  Operation  of  a  Tube. — There  are  in  general  two  limiting 
factors  in  the  use  of  a  vacuum  tube — overheating  and  consequent  collapse 
of  the  parts  or  of  the  bulb  itself,  and  ionization  of  the  residual  gas  in  ' 
Uie  tube.     It  is  impossible  to  completely  evacixate  a  tube  so  that  some 
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gas  is  always  present;  if  too  high  a  plate  potential  is  impressed  or  too 
high  a  filament  current  (with  fairly  high  plate  voltage)  is  used  this  resid- 
ual gas  will  ionize  and  thereby  change  the  operating  characteristics  of 
the  tube  by  an  amount  depending  upon  the  amount  of  gas  present. 

With  a  tungsten  filament  tube  the  evacuation  process  is  carried  ool 
more  thoroughly  than  with  the  oxide  coated  filament  so  that  destructive 
ionization  is  not  likely.  The  limit  of  the  tungsten  tubes  (aside  from  the 
prescribed  limit  for  filament  current)  is  the  safe  heating  of  the  plate  and 
grid,  generally  the  plate,  because  the  grid  circuit  is  so  adjusted  that  the 
grid  takes  but  Uttle  ciurent.  This  heating  is  due  to  the  power,  used  in 
accelerating  the  electrons  as  they  move  from  the  filament  to  the  plate, 
being  given  up  when  the  electrons  are  stopped  by  hitting  the  plate;  the 
phenomenon  is  called  electron  bombardment.  The  amount  of  poijeer  so 
used  on  the  plate  is  equal  to  the  product  of  the  plate  voltage  and  the  plate 
current;  if  this  product  varies  cyclically  (as  it  actually  does  when  the  tube 
is  being  used  for  power  converter),  its  average  value  must  be  taken  in 
calculating  the  amoimt  of  power  used  in  bombarding  the  plate.^ 

The  safe  power  to  be  usecf  in  bombarding  the  gird  is  much  less  than 
that  for  the  plate,  for  two  reasons;  the  surface  of  the  grid  is  generally 
much  smaller  than  that  of  the  plate,  and  the  possibility  of  heat  radiation 
from  the  grid  is  less  than  that  of  the  plate. 

The  large  tube  shown  at  A^  Fig.  21,  has  a  rating,  for  example,  of  250 
•  watts  plate  and  25  watts  grid.  Thus  a  plate  current  of  0.25  ampere 
(steady  value)  would  be  permissible  with  a  plate  voltage  of  1000  volts, 
and  with  this  amoimt  of  power  used  in  the  tube  the  plate  becomes  quite 
a  bright-red  color.  The  two  tubes  shown  at  B  and  D  have  a  safe  plate 
capacity  of  12  watts;  with  a  plate  voltage  of  300  (their  rated  value)  the 
average  plate  current  should  not  exceed  40  milliamperes. 

The  other  tubes  shown  at  E,  F,  G,  H  and  /,  etc.,  are  never  so  operated 
that  heating  is  the  limiting  factor;  they  are  designed  to  be  used  in  certain 
circuits,  and  if  the  filament  current  or  plate  voltage  are  far  from  their 
rated  values  it  is  likely  that  the  tubes  will  not  function  eflSciently. 

Effect  of  Gas  in  a  Vacuum  Tube. — ^Ionization. — ^The  modem  vacuum 
tube  is  a  true  electron  relay;  it  fimctions  entirely  by  means  of  the  stream 
of  electrons  emitted  from  the  filament,  and  these  electrons  in  motion 
constitute  the  only  current  in  the  tube.  This  ideal  is  not  quite  realised 
by  any  vacuum  tube,  but  it  is  so  nearly  approached  that  whatever  other 
current  may  exist  is  so  small  as  to  make  its  effect  negligible  when  consider- 
ing the  action  of  the  tube. 

The  earlier  types  of  vacuum  tubes  (Fleming  valves  and  Deforest 
audions)  were  not  at  all  well  evacuated  in  the  light  of  modem  practice; 

^  A  bombardment  equivalent  to  10  watts  per  sq.  cm.  of  plate  will  bring  its  temperature 
to  about  1300*  C;  such  a  temperature  gives  the  plates  a  fairly  bright-red  color. 
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there  was  a  deal  of  gas  left  in  the  bulb  at  the  completion  of  the  evacuation 
process  and  this  gas  made  the  tubes  very  erratic  and  imdependable  in 
their  behavior.*  Not  only  would  various  bulbs,  supposedly  similar,  have 
very  different  characteristics,  but  any  one  bulb  would  not  act  consistently, 
and  many  tricks  had  to  be  employed  to  make  the  bulbs  perform  to  the 
best  advantage. 

An  exact  study  of  the  effect  of  ^  in  a  vacuiun  tube  cannot  be  given 
here;  only  those  points  which  bear  directly  on  the  operation  of  the  tube 
in  radio  practice  wiQ  be  outlined.  The  student  is  referred  to  some  such 
book  as  Thomson's  "  Conduction  of  Electricity  through  Gases  "  for  a 
deeper  analysis  than  will  be  attempted  here. 

A  cold  electrode  in  a  vacuum  tube,  unless  subjected  to  considerable 
electron  bombardment,  will  not  give  off  electrons  in  appreciable  quan- 
tities; thus  in  a  two-electrode  tube  if  the  plate  is  made  negative  with 
respect  to  the  filament  no  current  will  flow,  because  if  the  plate  is  made 
negative  any  current  which  flows  from  plate  to  filament  must  be  caused 
by  electrons  leaving  the  cold  plate.  Experiment  demonstrates  the  truth 
of  this  statement;  if  other  possible  carriers  of  current  are  eliminated  (such 
as  actual  leaks  inside  or  outside  the  tube,  or  gas  inside  the  tube)  the  amount 
of  current  which  will  flow  is  too  small  to  be  measured.  We  may  safely 
conclude  that  when  a  cold  electrode  (either  grid  or  plate)  of  a  tube  shows 
current  in  such  direction  as  to  indicate  electrons  flowing  from  it,  inside 
the  tube,  the  tube  has  in  it  gas  which  is  serving  as  a  conductor  of  current.^ 
This  statement  neglects  the  possibility  of  secondary  emission  of  electrons 
due  to  excessive  bombardment  by  electrons  coming  from  the  filament; 
this  effect  will  be  treated  in  a  later  paragraph. 

Ordinarily  a  gas  is  a  good  insulator  and  will  not  carry  current,  but 
when  under  rather  low  pressure  it  may  be  made  to  carry  very  large  cm*- 
rent  if  by  some  means  it  becomes  ionized.  By  this  term  is  meant  the 
breaking  up  of  the  normal  gas  atom  into  two  parts,  a  free  electron  and 
positively  charged  nucleus;  this  breaking  up  of  a  gas  atom  corresponds 
to  the  "  break-down  '*  of  any  ordinary  insulator  when  it  is  subjected  to 
too  high  a  potential  gradient. 

In  a  Geissler  tube  the  gas  becomes  ionized  (showing  the  well-known 
blue  glow)  only  when  rather  high  potentials  are  used,  generally  several 
thousand  volts.    Now  in  the  vacuum  tube  used  for  radio  such  high  voltage 

*It  is  quite  evident,  however,  that  Fleming  appreciated  the  necessity  of  a  high 
vacuum  to  make  the  tubes  constant  in  behavior;  the  superiority  of  present  evacuation 
IS  due  not  so  much  to  any  conception  of  its  importance,  perhaps,  as  to  the  better  pumps 
now  available. 

*  It  must  be  remembered  that  even  with  the  highest  vacuimi  obtainable  there  is 
still  a  tremendous  number  of  gas  molecules  in  the  evacuated  space;  it  is  likely  that 
in  bluest  vacuimi  tubes  used  to-day  (10"*  nmi.  of  mercury)  there  are  of  the  order  of 
10»  gas  molecules  per  cubic  centimeter. 
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is  practically  never  used;  ionization  of  the  gas  in  the  tube  may  occur  with 
voltages  as  low  as  thirty  or  forty.  This  is  due  to  the  fact  that  the  hot 
filament  furnishes  the  electrons  which  by  their  motion  (caused  by  the 
positive  plate  potential)  serve  to  start  the  ionization  of  the  gas  atoms. 
In  a  Geissler  tube  no  such  means  is  at  hand  for  starting  the  ionization, 
hence  the  comparatively  high  voltage  required  to  show  the  eflfect. 

The  role  played  by  the  electrons  emitted  from  the  filament  in  pro- 
ducing ionization  is  easily  shown  by  a  simple  test.  If  a  tube  which  is 
known  to  be  faulty  is  subjected  to  normal  plate  potential  with  cold  fila- 
ment, no  plate  current  will  flow  and  the  tube  will  show  no  signs  of  ionixa- 
tion.  Now  if  the  filament  current  is  gradually  increased  emission  of 
electrons  will  commence  and  a  sUght  plate  current  will  flow;  at  a  certain 
filapient  temperature,  depending  upon  how  much  gas  there  is  in  the  tube, 
the  familiar  blue  haze  will  appear  in  the  bulb,  accompanied  generally  by 
a  very  large  increase  in  the  plate  current,  thus  showing  that  the  filament 
must  be  emitting  a  certain  minimum  number  of  electrons  before  appreci- 
able ionization  of  the  gas  occurs. 

If  but  a  small  amoimt  of  gas  is  present  the  pale  blue  glow  may  be  so 
weak  as  to  be  invisible,  but  the  presence  of  Appreciable  quantity  of  gas 
is  always  shown  by  erratic  changes  in  the  plate  current. 

Some  oxide-coated  power  tubes  show  a  bright  fluorescence  on  the 
plate  when  being  used,  generally  in  the  form  of  a  pattern  of  the  grid. 
It  is  easy  to  mistake  this  effect  for  ionization  because  of  the  blue  color 
from  the  fluorescing  plate;  if  the  plate  is  hidden  from  the  eye  (by  the  hand 
or  a  piece  of  cardboard)  it  will  be  seen  that  there  is  no  blue  glow  in  the 
space  inside  the  tube.  The  intensity  of  the  effect  of  fluorescence  depends 
upon  the  condition  of  the  surface  of  the  plate,  which  is  generally  covered 
with  more  or  less  oxide. 

Danger  to  a  Tube  from  Ionization. — When  a  tube  ionizes  the  con- 
sequences resulting  depend  upon  the  type  of  tube  being  used  and  upon 
how  quickly  the  condition  is  removed.  In  the  case  of  a  detecting  tube, 
or  amplifying  tube,  the  state  of  ionization  will  generally  stop  the  function- 
ing of  the  tube,  its  characteristics  being  entirely  different  when  the  tube 
is  filled  with  a  semi-conductor  (the  ionized  gas)  than  those  of  a  normal 
electron  tube.  If  either  the  plate  voltage  or  filament  cmrent  is  reduced 
the  ionization  will  disappear  and  the  tube  may  operate  as  well  (or  possibly 
better)  than  it  did  before  ionizing. 

In  the  case  of  a  power  tube  the  situation  is  different;  unless  either 
the  filament  current  or  plate  potential  is  immediately  reduced  the  tube 
may  be  completely  spoiled.  Ionization  practically  never  occiu^  in  a  tung- 
sten tube  because  of  the  high  degree  of  vacumn  ordinarily  used;  the  oxide 
filament  tube  is  much  more  likely  to  suffer  from  it.  In  these  tubes  there 
is  always  a  lot  of  gas  in  the  metal  parts  of  the  tube,  filament,  grid,  and 
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plate;  now  when  ionization  starts  the  electrons  of  the  ionized  gas  travel 
to  the  plate,  it  being  positive,  but  the  positive  nuclei  travel  to  the  filament 
and  subject  it  to  a  bombardment. 

This  bombardment  results  in  extra  heating  of  the  filament,  generally 
in  one  spot,  which  extra  heating  tends  to  aggravate  itself  and  bimi  the 
filament  out  at  this  point.  The  hotter  the  filament  the  greater  the  electron 
emission,  and  also  gas  is  likely  to  be  emitted  from  the  filament  at  this 
hot  spot;  where  the  gas  and  electron  emission  both  increase  the  ionization 
increases,  increasing  the  bombardment  of  the  filament  at  this  spot,  and 
thus  by  the  cmnulative  action  burning  it  out.  At  the  time  the  filament 
bums  out  it  releases  a  lot  of  gas  which,  becoming  ionized,  may  permit 
the  passage  of  such  a»large  current  from  the  plate  as  to  result  in  a  miniature 
"  explosion  "  inside  the  tube,  completely  wrecking  the  parts  and  break- 
ing the  bulb. 

When  a  power  bulb  with  oxide  filament  once  ionizes  it  is  practically 
valueless  ^  imtil  re-exhausted;  the  ionization  itself  will  probably  result  in 
the  emission  of  extra  gas  from  the  bombarded  parts,  so  that  the  tube  has 
more  gas  in  it  after  ionization  than  before. 

Evacuation  of  a  Vacuum  Tube. — Because  of  the  deleterious  elBfects  of 
gas  the  electron  tube  must  be  very  carefully  freed  from  any  appreciable 
quantity  of  it.  With  modem  pumps  the  getting  out  of  the  gas  from  the 
space  inside  the  bulb  is  very  simple  and  rapid  but  this  is  not  sufficient. 
Metals,  oxides,  and  glass  absorb  a  deal  of  gas  which  gradually  comes  out; 
so  that  a  tube  pumped  "  clean  "  will  soon  show  gas  because  of  its  emission 
from  the  parts  of  the  tube.  This  emission  is  very  slow  at  ordinary  temper- 
atures, so  that  a  tube  might  be  pumped  a  long  time  without  getting  suffi- 
cient gas  from  the  parts  to  prevent  further  emission.  If,  however,  the 
glass  and  metal  parts  are  heated,  the  gas  is  expelled  from  them  very 
rapidly,  and  this  is  the  scheme  used  in  evaciiating  tubes;  the  whole  tube 
is  subjected  to  a  "  baking  "  process  while  connected  to  the  pumps. 

This  heating  should  be  carried  much  higher  than  any  temperature  at 
which  the  tube  may  operate;  thus  if  in  practice  the  plates  and  filament 
operate  at  dull-red  heat  they  should  be  run  for  several  minutes  at  a  bright- 
red  heat  during  evacuation.  This  overheating  of  the  parts  is  regularly 
done  with  timgsten  tubes  but  it  cannot  be  carried  out  to  the  same  degree 
with  the  oxide-coated  filaments.  The  coated  filament  is  easily  spoiled 
if  subjected  to  too  high  a  temperature,  and  this  limits  the  possibility  of 
complete  evacuation.  For  this  reason,  as  previously  mentioned,  the  oxide- 
coated  power  tubes  are  much  more  subject  to  destmctive  ionization  during 
operation  than  are  the  tungsten  tubes. 

*  It  may  be  used,  however,  for  generating  a  small  amount  of  power,  providing  the 
plate  voltage  is  kept  sufficiently  low;  thus  a  300-volt  tube  which 'has  ionized  badly  may 
sometimes  be  used  by  reducing  the  plate  voltage  to  perhaps  250. 
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Detection  of  Gas  in  a  Three-electrode  Tube. — ^In  Fig.  22  is  shown  a 
set  of  curves  from  a  detector  tube,  illustrating  the  effect  of  filament  tem- 
perature on  the  tendency  of  the  tube  to  ionize.    With  .40  ampere  and 
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Fig.  22. — Plate  current  of  a  tube  containing  gas,  showing  eflPect  of  ionization. 

.45  ampere  in  the  filament  the  tube  would  not  ionize  (at  least  not  to  such 
an  extent  as  to  show  itself);  with  .50  ampere  ionization  started  wi^ 
the  plate  voltage  at  40  and  the  current  at  once  jumped  to  ten  times 
its  value.    This  increase  was  due  to  two  distinct  actions;  first,  the  pres- 
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ence  of  the  ionized  gas  reduced  the  limiting  action  of  the  space  charge  to 
practicaUy  zero,  thus  permitting  the  plate  current  to  increase  at  once  to 
tlie  value  fixed  by  the  emission  from  the  filament;   second,  the  ionized 
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Fig.  23. — Disappearance  of  gas  from  a  tube;   curves  were  taken  in  the  order  1-2-3; 
ionization  showed  on  the  first  curve,  to  a  lesser  extent  in  the  second  and  not  at  all 
in  the  third. 

gas  acts  as  a  conductor,  giving  a  current  in  addition  to  that  afforded  by  the 
emission  from  the  filament.  With  higher  filament  currents  the  ioniza- 
tion set  in  at  lower  voltages  as  indicated  on  the  curve  sheet. 
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In  Fig.  23  are  shown  three  curves  from  the  same  tube,  one  taken  after 
the  other.  Curve  1  was  taken  first ;  ionization  set  in  with  a  plate  potential 
of  40  volts,  causing  a  large  increase  in  plate  current,  Which  value  was 
maintained  for  one  minute.  The  plate  voltage  was  then  reduced  to  xero 
and  again  increased,  and  with  same  filament  current  as  before;  ioniza* 
tion  set  in  at  60  volts,  indicating  that  during  the  muntenance  of  the  ioniza- 
tion current  previously,  some  of  the  gas  had  been  occluded  in  the  glass 
walls  of  the  tube  or  elsewhere.  This  idea  is  substantiated  by  the  faet  that 
when  ionization  did  set  in  (somewhat  above  60  volts)  the  current  jumped 


Volu  OD  plate 
Fio.  24. — In  thia  tube  the  effect  of  the  gas  present  was  to  bo  alter  the  emittiDg 
properties  of  the  filament  that  the  Batvirstion  current  was  appreciably  iliffetvnt 
with   increasing  and    decreasing  plst«  volt^es,  showing  probably  change    in 
etnisBivity  of  the  filament. 

to  only  1000  microamperes,  whereas  previously  it  had  gone  to  1200  micro- 
amperes. In  a  short  time  the  ionization  ceased,  as  indicated  by  dis- 
appearance of  the  blue  haze  and  decrease  in  plate  current  to  an  even 
lower  value  at  56  volts  than  it  had  at  60  volts  before  ionizing.  Upon 
again  increasing  the  voltage  the  current  followed  the  values  shon-n. 
Upon  dropping  the  plate  voltage  once  more  to  zero  and  going  through 
tiie  same  range  as  before  the  plate  current  varied  as  shown  by  curve  3, 
no  ionization  at  all  occurred.  This  action  is  quite  typical  of  tungsten 
filament  tubes;  they  tend  to  clean  themselves  of  any  gas  present  in  the  bulb. 
In  Fig.  24  is  shown  a  peculiarity  of  a  tube  having  a  small  amount  of 
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gas  present;  a  kind  of  "  hysteresis  "  cycle  occurs,  the  current  not  going 
through  the  same  values  for  decreasing  plate  voltage  as  for  increasing 
plate  voltage.  At  voltages  higher  than  fifteen  this  tube  showed  a  drooping 
current-voltage  curve,  which  means  that  its  a.c.  resistance  (for  limited 
values  of  impressed  alternating  e.m.f.)  is  negative;  as  long  as  it  held  this 
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FiQ.  25. — ^A  small  amount  of  gas  in  a  three-electrode  tube  may  produce  more  or  less 

regular  ''humps"  in  the  plate  current  curve. 

characteristic,  this  tube  might  be  used  as  a  two-electrode  tube  for  pro- 
ducing oscillations,  its  operation  being  the  same  as  that  of  a  Dudell  sing- 
ing arc. 

The  normal  variation  between  plate  current  and  grid  voltage  in  a 
three-electrode  tul^  gives  smooth' curves,  but  if  gas  is  present  abnormal 
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shapes  may  be  obtained.    Fig.  25  shows  an  effect  of  this  kind  and  for 

of  the  plate  voltages  used  a  "  hump  "  occurs  in  the  plate  current  curve. 
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FiQ.  25A. — Showing  the  effect  of  a  small  amount  of  gas  in  producing  a  weH-d^ned 

"hump"  in  the  plate  current  curve. 

The  position  of  this  hump  shifts  to  different  grid  voltage  for  the  different 
plate  voltages  used  in  the  test. 
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In  Fig.  25A  b  shown  a  more  striking  example  of  this  same  peculiarity. 
1*he  curve  ia  for  a  well-pmnped  modem  tube  using  tungsten  filament; 


Grid  potentlBl  Cto  nccative  end  of  HlanKDl*)  Id  toIIi 

Fig.  26. — Even  in  iba  very  high  vacuum  tubes  the  grid  ahowa  a  ravened  current  when 
its  potential  is  n^^tive;  these  (mrvea  are  for  a  type  P  pliotron  Itaving  a  high  degree 
of  evacuation. 

it  is  seen  that  for  plate  voltage  of  100  the  reversed  grid  current  is 
much  less  than  it  is  for  a  plate  voltage  of  200;  this  is  due  to  the  lower 
plate  current  at  the  lower  plate  voltage  producing  less  intense  ionization 

>  It  must  be  remembered  that  when  the  grid  is  subjected  to  very  kigh  frequency  varia- 
tunta  in  its  potential  it  is  quite  Likely  that  the  plate  current  does  not  vary  in  the  manner 
indicated  t^  the  curve  obtained  in  direct  current  teat,  such  as  that  given  in  Fig.  25A. 
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of  the  gas  present.  As  the  grid  potential  was  increased  (in  the  neg^- 
tive  direction)  the  grid  current  decreased  instead  of  increasing  as  migh* 
be  expected.  This  is  due  to  the  decrease  of  plate  current  with  the  loww 
grid  potentials. 

A  tube  having  considerable  gas  in  it  may  be  made  extremely  senaitrre 
as  a  detector  if  adjusted  with  a  plate  or  grid  voltage  nearly  sufficient  Xf 
produce  ionization;  the  slight  increase  in  grid  potential  due  to  the  incom- 
ing signal  may  then  cause  ionization  to  occur  with  a  resultant  great  increaft 
in  the  plate  current.  Such  tubes  are  not  reUable  enough  to  be  of  any 
great  practical  importance,  however;  the  modem  high-vacuum  tube  if 
properly  connected  in  cascade  with  the  others,  may  produce  the  samt 
amoimt  of  amplification  and  at  the  same  time  have  the  necessary  reli- 
ability of  action. 

Tungsten  Filaments  and  Oxide-coated  Filament — As  noted  in  thf 
first  paragraph  of  this  chapter,  a  pure  metal  such  as  tungsten  must  operate" 
at  a  very  high  temperature  before  an  appreciable  emission  of  electron? 
takes  place;  to  get  the  amount  of  emission  required  for  a  power  tube 
the  tungsten  must  be  at  a  dazzling  white  heat.  In  first  operating  tubei^ 
of  this  type  the  experimenter  will  get  an  incorrect  idea  of  their  behavior 
unless  meters  are  used,  and  the  filament  is  nm  right  up  to  its  rated  current. 

Tubes  using  a  Wehnelt  cathode,  or  oxide-coated  filament,  on  the  other 
hand,  must  not  be  operated  at  a  high  temperatiu^  or  they  will  be  spoiled. 
These  filaments  are  made  of  thin  platinum  strip,  coated  with  a  mixture 
of  various  oxides  (barium,  strontium,  and  calcium)  together  with  a  suit- 
able cement;  in  order  to  make  the  oxide  coating  adhere  more  tenaciously 
the  platinum  strip  is  generally  twisted  about  itself.  These  filaments 
should  never  be  operated  at  a  temperature  higher  than  that  required  to 
give  a  bright  cherry-red  color;  the  detector  and  amplifier  bulbs  generally 
operate  satisfactorily  at  a  much  lower  temperature  than  this. 

To  get  the  same  emission  from  a  tungsten  filament  as  from  an  oxide- 
coated  filament  requires  about  twice  the  amoimt  of  power;  where  the  cost 
or  difficulty  of  obtaining  power  is  of  prime  importance,  therefore,  the 
oxide-coated  tube  is  superior.  For  detector  and  amplifier  tubes  used  in 
army  field  work  for  "  standby  "  service,  being  in  continued  use,  this  ques- 
tion of  power  supply  is  of  more  importance  almost  than  any  other;  the 
power  for  heating  the  filaments  must  be  transported  generally  in  the 
form  of  portable  storage  batteries  and  that  tube  requiring  the  fewest 
renewals  of  batteries  is  the  best,  even  though  some  of  its  other  character- 
istics may  not  be  as  good. 

Power  tubes,  on  the  other  hand,  use  a  considerable  amount  of  power 
in  their  plate  circmts,  as  much  or  more  than  that  used  for  heating  the 
filament  so  that  the  filament  power  does  not  have  the  same  relative  impor- 
tance as  it  does  for  the  detector  and  amplifier  bulbs  in  which  the  filament 
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t,  whereas  the  plate  circuit  requires 
sumption  of  the  tube  is  concerned, 
if  the  oxide  tube  does  not  offer  such 
the  author  that  the  oxide  filament  is 
fint  for  power  tubes.  The.,  vacuum 
ver  as  good,  or  as  permanent,  as  that 
nts,  and  this  fact  leads  to  their  very 
onizes  and  this  ionization  (if  Uiere 
'  spoils  their  operation  as  generators. 

ionisses,  due  to  excessive  potential 
kToltage  is  removed,  the  tube  acta  as 
the  result  of  the  ionization  frequently 
impletely  spoiled  iube. 
her  hand,  even  if  ionization  occurs, 
)late  voltage  is  held  up  to  its  normal 

hot  tungsten  filament  is  to  use  up, 
ing  the  ionization.  In  such  a  tube 
nore  the  tube  is  used, 
^-electrode  Tubes. — The  so-called 
■ee-electrode  tube  show  how  the  plate 
rid  potential  is  varied  over  a  sufficient 
I  vary  from  its  maximum  operating 
ig  constant  while  the  series  of  points 
le  same  curves  are  taken  for  several 

nes  used  showing  the  variation  of 
potential  is  varied  from  zero  to  its 
itial  remaining  constant,  a  series  of 
rid  potentials. 

ul,  set  of  curves  show  how  the  plate 
>tential  is  varied,  the  plate  potential 
g  the  curve,  in  the  same  way  it  does 
;tecting  or  generating  circuit.  When 
ways  has  an  impedance  of  some  kind 
le  value  of  the  voltage  used  in  the 
5  as  the  grid  potential  is  varied,  by 
evident  that  as  the  grid  potential 
he  plate  circuit,  the  plate  potential 
plate  circuit  voltage  minus  the  drop 
3  varies  with  the  grid  potential, 
which  most  readily  permits  the  pre- 
A  resistance  should  be  put  in  the 
d  when  the  tube  is  actually  operating; 
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a  plate  circuit  voltage  should  be  used  such  that  when  the  grid  is  set  at 
the  same  potential  as  its  average  potential  under  operating  conditions 
the  plate  current  is  the  same  as  its  average  operating  value.  The  plate- 
circuit  voltage  is  frequently  called  the  "  B  "  battery  voltage. 

It  has  become  customary  in  speaking  of  grid  potential  to  refer  the  grid 
lo  the  negative  end  of  the  filament;  unless  otherwise  stated  all  the  curves 
shown  in  this  text  are  so  given.  In  case  the  characteristics  are  desired 
when  the  grid  id  connected  to  the  positive  end  of  the  filament  it  is  only 
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FiQ.  27. — An  old  Deforest  audion,  after  being  well  evacuated  and  baked,  showed  just 

as  regular  characteristics  as  the  modem  tube. 


necessary  to  move  the  "  zero  grid  potential "  along,  on  the  curve  sheets 
as  given,  by  an  amount  equal  to  the  IR  drop  in  the  filament. 

In  Fig.  27  is  shown  a  set  of  plate-current  curves  from  an  old  Deforest 
audion,  after  it  had  been  re-evacuated  to  take  off  all  possible  gas.  The 
plate  circuit  had  no  added  resistance  except  that  of  the  B  battery,  which 
was  so  low  that  the  variation  in  plate  current  did  not  appreciably  affect 
the  plate  potential.  On  the  curve  sheet  is  shown  the  locus  of  the  "  free 
grid  potential,''  i.e.,  the  potential  at  which  the  grid  set  itself  when  its 
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external  terminal  was  completely  insulated.    This  point  will  be  taken  up 
more  in  detail  later. 

For  the  tube  used  in  getting  the  curves  of  Fig.  27  it  will  be  noticed 
that  the  grid  voltage  was  more  effective  (in  controlling  the  plate  current) 
than  the  plate  voltage  in  the  ratio  of  about  two  to  one.  Thus  to 
get  1  milUampere  of  plate  current  it  is  necessary  to  use  either  (Ep— 20, 
Ei,=  13),  (£,=30,  E,=5.6),  (£p=40,  Eg^l),  (£,=50,  £,r=--3.4), 
Ep = 60,  -By  =  - 7.2)  or  (£, = 70,  E^  =  - 12) .  Using  the  two  extreme  values, 
we  see  that  a  decrease  in  plate  potential  of  (70 -20)  =  50  volts  is  neu- 
tralized (in  so  far  as  it  affects  plate  current)  if  the  grid  potential  is 
increased  from   — 12  volts  to  + 13  volts,  or  a  change  of  25  volts. 

In  Fig.  28  is  shown  a  set  of  curves  from  a  tube  designed  for  amplifying 
purposes;  free  grid  potentials  in  this  tube  follow  about  the  same  changes 
aa  for  the  tube  used  in  Fig.  27.  The  much  greater  control  of  the  grid 
of  the  tube  is  seen  from  the  values  of  plate  voltage  and  grid  voltage  for 
a  current  of  .001  ampere.  This  is  obtained  with  either  (£,=160,  Eg^.2), 
or  (^,=70,  E^=2.6)  so  that  an  increase  in  grid  potential  of  2.4  volts 
offsets  a  decrease  in  plate  potential  of  90  volts;  the  effectiveness  of  the 
grid  is  thus  thirty-eight  times  as  great  as  that  of  the  plate. 

In  Fig.  29  is  shown  a  set  of  curves  for  a  tube  having  the  plate  and  grid 
very  close  to  the  filament,  the  grid  being  comparatively  coarse  compared 
to  that  of  the  tube  of  Fig.  28.  In  Fig.  29  the  grid  potentials  are  referred 
to  the  positive  end  of  the  filament;  as  the  filament  IR  drop  was  about  3 
volts  it  is  seen  that  if  the  grid  were  connected  to  the  negative  end  of  the 
filament  the  grid  current  would  be  practically  zero.  This  tube  is  generally 
used  as  a  detector  with  the  grid  normally  somewhat  positive. 

It  will  be  noticed  that  the  grid  current  (for  a  given  grid  potential) 
decreases  as  the  plate  potential  is  increased.  When  the  grid  and  plate  are 
positive  by  about  the  same  amount  (curves  D  and  D'  with  grid  3  volts 
positive)  each  takes  about  the  same  thermionic  current;  the  greater  area 
of  the  plate  compensates  for  the  greater  proximity  of  the  grid  and  filament. 
Fig.  30  shows  the  effect  of  filament  ciurent  on  the  static  characteristics 
of  a  large  power  tube  (G.  E.  pliotron  type  P-10,  the  10  signifying  the 
number  of  grid  wires  per  inch).  The  grid  currents  with  negative  grid 
potentials  are  too  small  to  be  plotted  on  the  curve  sheet.  The  filament 
ciurents  were  measured  at  that  end  carrying  the  smaller  current. 

As  was  pointed  out  in  Fig.  14,  the  current  in  a  filament  varies  through- 
out its  length  when  it  is  delivering  electrons  to  the  plate,  the  amount  of 
variation  depending  directly  on  the  value  of  the  plate  current.  In  Fig. 
31  is  shown  a  set  of  curves  to  iUustrate  this  point;  a  constant  voltage 
of  32  was  impressed  on  the  filament,  the  grid  was  held  at  a  positive  poten- 
tial of  +100  volts  and  the  plate  voltage  varied  from  zero  to  200  volts. 
This  set  of  curves  serves  not  only  to  show  the  pecuUar  changes  in  filament 
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current,  but  also  how,  as  the  plate  voltage  increases,  the  grid  current  is 
reduced.  The  siun  of  the  grid  current  and  plate  current  gives,  for  all 
values  of  plate  voltage,  the  difference  between  the  two  filament  currents. 
The  resistance  of  the  filament  of,  a  vacuum  tube  under  such  conditions  is 
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Grid  potential 

-Plate  current  curves  for  a  tube  intended  as  a  voltage  amplifier. 


not  a  simple  function  of  volts  and  amperes;  it  involves  all  the  theory 
of  a  long,  leaky,  telegraph  Une. 

The  safe  filament  current  for  these  large  power  tubes  is  always  rated 
in  terms  of  the  maximum  current,  that  is,  the  end  of  the  filament  where 
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FiQ.  29. — Characteristic  curves  for  an  ordinary  detector  tube,  for  a  wide  range  of  plate 
voltages.  For  the  lowest  plate  voltage  the  grid  current  and  plate  current  are  about 
equal. 
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the  plate  current  and.  battery  heating  current  combine  to  give  a  current 
greater  than  normal  battery  current. 

In  Fig.  32  are  shown  curves  for  the  same  tube  as  used  for  Fig.  30;  the 
filament  current  (larger  value)  was  held  at  3.60  amperes  and  various 
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Plate  voltage 
Fig.  31. — Showing  the  e£fect  of  the  plate  voltage  upon  the  filament  current  of  a  power 
tube,  the  voltage  impressed  on  the  filament  being  constant.    The  change  in  grid 
current  produced  by  increasing  plate  potential  is  also  shown. 

voltages  were  impressed  on  the  plate.  With  low  plate  voltage  it  is  seen 
that  when  the  grid  becomes  positive  the  plate  current  undergoes  a  rapid 
decrease.  This  combination  of  high  positive  grid  voltage  and  low  plate 
voltage  occurs  when  the  tube  is  used  for  generating  power  and  results 
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in  peculiar-shaped  plate  current  instead  of  a  sinusoidal  variation  as  is 
generally  assumed. 

In  Fig.  33  are  shown  the  characteristic  curves  for  a  G.  E.  P-20  (20  grid 
wires  per  inch)  pliotron  obtained  by  holding  the  grid  potential  constant 
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FiQ.  32. — Static  characteristics  of  a  Type  P  pliotron  for  various  plate  voltagBB,  filament 

current  being  constant. 


while  varying  the  plate  voltage.  For  all  these  curves  the  grid  ciurrents 
were  only  a  few  microamperes.  In  this  tube  it  is  evident  that  1  vdt 
on  the  grid  has  the  same  effect  on  plate  current  as  11  volts  on  the  {date. 

In  Fig.  34  are  shown  similar  curves  for  a  P-10  pUotron,  values  having 
been  obtained  for  low  plate  voltage  and  high  positive  grid  voltages  and  in 
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Fio.  33. — Static  characteristics  of  a  Type  P  tube  for  various  fi^ed  grid  potentials  and 
variable  plate  voltage.  The  curve  in  the  upper  part  of  the  diagram  shows  the 
limit  of  operation  of  the  tube. 
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Fig.  35  are  showD  aome  typical  curves  for  a  finer-mesh  grid  (P-30).    In 
this  tube  the  grid  voltage  is  twenty-two  times  as  effective  as  the  fAate 
voltage  in  determining  plate  current.     It  will  be  noticed  how   quickly 
the  grid    current   rises    as   ti» 
plate    potential    decreaaee    be- 
yond a  certain  limit. 

Potential  of  the  Free  Grid 
of  a  Three-electrode  Tube- 
When  the  grid  of  a  vacuum 
tube  is  entirely  disconnected 
from  other  circuits  it  is  said 
to  be  "  free,"  meaning  that  it 
is  free  to  assume  any  potential 
circumstances  may  demand. 
Actually  a  grid  is  never  really 
free,  because  there  is  a1wa>'s 
some  leakage  from  the  grid  to 
the  plate  and  filament  even  in 
tubes  with  extremely  high 
vacuum.  If  the  value  of  this 
leak  resistance  is  perhaps  50 
megohms  the  grid  may  be  reck- 
oned as  free,  although  in  many 
tubes  a  much  greater  resistance 
exists  and  the  grids  are  oorre- 
spondingly  more  "  free." 

It  is   almost   an   axiom  in 

vacuum-tube   operation  that  a 

grid  should  never  be  left  free. 

Consistent    operation    of    the 

0    100  100  ^j^<;j™  "«  ™  *»  tube  is  almost  impossible  unless 

_■,„..,    ^    ,.  ,    *     „„  ,^.    the  resistance  between  the  grid 

Fio.  84.— Stnular  to  the  curvea  of  Fig.  33,  this         .  .,  .  .      ,  ,  «   -^        T 

tube  having  a  grid  with  ««i™er  meeh.  ""^  filament  is  of  defimte  value, 

and  sufficiently  low;  it  addom 
exceeds  one  megohm  in  ordinary  detecting  or  amplifying  sets. 

In  Fig.  36  is  shown  a  connection  in  which  a  free  grid  is  used;  tube  I 
is  repeating  inta  tube  2,  the  fluctuations  of  plate  voltage  of  1  being 
impressed  on  the  grid  of  2.  The  grid  of  2  cannot  be  connected  direcUy 
to  the  plate  of  1  because  this  plate  is  at  comparatively  high  poative 
potential,  due  to  ite  fi  battery.  By  putting  an  insulating  condenser  C 
between  the  plate  of  1  and  grid  of  2  the  fiuctxiations  of  plate  voltage  repeat 
through  the  condenser  into  the  grid,  but  the  grid  is  insulated  from  the 
h^h  positive  continuous  e.m.f.  of  the  plate  of  1. 
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Now  such  a. grid  is  free;  the  insulation  of  condenser  C  will  be  hun- 
dreds of  megohms,  so  that  the  grid  is  free  to  assume  any  potential  what- 
ever.   Because  of  the  irr^ular  action  of  a  tube  so  connected  a  high  resist- 
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Fio.  35. — Similar  to  the  curves  of  Fig.  33,  this  tube  having  a  grid  with  finer  mesh. 

ance  leak  of  one  megohm  or  less  (as  indicated  by  the  dotted  line  connec- 
tion) is  always  used,  to  keep  the  grid,  normally,  at  a  suitable  potential. 
Some  of  the  effects  produced  by  a  free  grid  will  be  indicated  by  the 
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accompanying  curves.    In  Fig.  37  is  shown  how  the  potential  of  a  free 
grid  may  be  expected  to  change  as  the  plate  voltage  is  increased  from 

Tube  1 

lee' 

A  LT 


Tube  2 
"Fiee"ffrid 


# 


^TITITb  hattery 


Fig.  36. — A  circuit  illustrating  the  meaning  of  the  term  "free  grid/'  the  grid  of  the 
second  tube  is  electrically  free  to  assume  any  potential  that  circumstanoes  may 
demand. 
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Fig.  37. — ^Variations  in  free  grid  potential  for  various  plate  voltages  and  filament 
rents;  measurements  by  a  highly  insulated  sensitive  static  voltmet^*. 

zero,  for  various  filament  temperatures.    The  higher  the  plate  voltage 
the  closer  the  grid  potential  approaches  zero  potential,  i.e.,  that  of  the 
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ne^tive  end  of  the  filament.  With  zero  plate  voltage  the  grid  goes  neg- 
ative as  much  as  2  volts,  due  undoubtedly  to  the  acciunulation  of  electrons 
which  have  left  the  filament  with  enough  initial  velocity  to  carry  them 
as  far  as  the  grid. 

In  Fig.  38  are  shown  the  free  grid  potentials  of  ten  different  tubes 
all  of  them  having  some  gas  (although  not  enough  to  produce  visible 
ionization  with  the  plate  potentials  used).  In  getting  these  curves  the 
filament  current  was  brought  to  its  normal  value  with  plate  at  the  desired 
voltage,  the  grid  being  connected  to  the  negative  end  of  the  filament. 
The  grid  was  then  disconnected  from  everything  and  the  plate  current 
noted;  by  then  connecting  the  grid  to  a  suitable  potentiometer  and  vary- 
ing its  potential  the  same  value  of  plate  current  was  obtained.  A  volt- 
meter connected  across  the  potentiometer  served  to  show  this  grid  poten- 
tial which,  as  it  gave  the  same  plate  current,  must  be  that  of  the  free  grid. 

The  potential  of  the  free  grid  depends  entirely  on  the  order  in  which 
the  successive  adjustments  are  carried  out,  thus  if  the  grid  is  left  free, 
filament  current  brought  to  normal  and  then  plate  potential  brought  to 
normal  an  entirely  different  value  for  free  grid  potential  may  be  obtained 
than  would  be  if  the  plate  were  first  put  at  its  proper  potential  and  then 
the  filament  current  brought  to  normal. 

In  Fig.  39  is  shown  the  curve  obtained  (with  free  grid)  by  holding 
the  plate  at  150  volts,  increasing  the  filament  current  from  a  low  value 
to  a  high  value  and  then  decreasing  the  filament  current  through  the  same 
range.  A  peculiar  loop  is  obtained  explained  by  the  fact  that  as  the  plate 
potential  was  appUed  before  there  was  a  liberal  supply  of  electrons  in  the 
vicinity  of  the  grid  the  grid  went  positive.  This  positive  grid  gave  com- 
paratively large  values  of  plate  current  from  A  up  to  the  point  B  on  the 
curve  sheet;  here  the  grid  suddenly  lost  most  of  its  positive  charge  due 
to  bombardment  by  many  electrons,  and  became  nearly  zero  in  potential 
with  a  consequent  decrease  in  the  plate  current.  From  C  to  D  and  back 
to  O  the  grid  had  nearly  the  same  potential  for  increasing  as  for  decreasing 
filament  current,  but  from  C  to  E  the  grid  potential  was  much  lower  than 
it  was  for  the  corresponding  values  of  filament  current,  when  increasing 
values  were  being  taken.  At  E  the  grid  suddenly  increases  its  potential 
a  small  amoimt  and  for  the  remainder  of  the  cycle  it  has  about  the  same 
potential  as  it  had  for  increasing  filament  current;  other  tubes  showed 
exactly  the  same  effect. 

In  Fig.  40  are  shown  the  potentials  of  the  free  grid  of  a  telephone 
amplifying  tube.  For  low  values  of  filament  current  the  free  grid  assmnes 
a  potential  about  half  that  of  the  plate,  then  as  the  filament  current  is 
increased  the  grid  potential  decreases  gradually  until  a  critical  value  of 
filament  current  is  reached.  At  this  critical  filament  current  (i.e.,  critical 
supply  of  electrons)  the  grid  potential  suddenly  falls  to  a  comparatively 
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low  value,  which  value  decreases  somewhat  as  the  filament  current  is 
still  further  increased.  It  will  be  noticed  that  for  this  tube  the  free  grid 
is  always  positive,  whereas  for  the  ten  tubes  tested  for  Fig.  38  most  of 
the  grid  potentials  were  negative. 

Relations  between  Cturents  and  Potentials  in  a  Three-electrode 
Tube. — ^From  experimental  results  already  presented  it  is  evident  that 
the  grid  current  and  plate  current  of  a  three-electrode  tube  vary  with 
either  filament  current,  plate  voltage,  or  grid  voltage.  It  is  also  evident 
that  the  grid  current  is  neghgibly  small  compared  to  the  plate  current, 
and  that  the  plate  current  is  not  affected  directly  by  the  grid  current 
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Fia.  39. — ^A  peculiar  cycle  obtainable  from  a  tube  having  a  free  grid;  as  the  filament 
current  was  increased  and  then  decreased  the  plate  current  went  around  the  loop  as 
indicated  by  the  arrow  heads;  plate  potential  was  kept  constant. 

except  under  unusual  conditions,  as,  e.g.,  curve  A  of  Fig.  32.  Unless 
we  are  specifically  interested  in  the  losses  in  the  grid  circuit  the  grid  current 
may  be  neglected.  Furthermore,  unless  the  conditions  are  such  that 
saturation  current  is  reached  (plate  current  using  all  the  electrons  emitted 
from  the  filament)  the  filament  current  does  not  affect  the  plate  current 
to  a  great  extent.  We  shall  therefore  examine  in  this  section,  the  rela- 
tions between  plate  current  and  grid  and  plate  potentials,  n^lecting 
grid  currents  and  the  effect  of  too  small  a  filament  current. 
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Fio.  40. — Showing  the  peculiar  variations  in  free  grid  potential  as  filament  current  wis 
increased;  for  this  special  tube  the  free  grid  assumed  positive  potential  under 
all  conditions. 
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We  have  seen  that  the  plate  current  depends  upon  both  plate  voltage 
&nd  grid  voltage,  to  some  power  higher  than  the  first,  and  that  the  grid 
potential  is  much  more  effective  in  controlling  the  current  than  is  the 
plate  potential.    We  may  therefore  write, 


Ip^AiEp+uoEg)', 


(5) 


where 


A 
E, 

MO 
X 


plate  current  in  amperes; 

a,  constant  depending  upon  type  of  tube; 

potential  of  plate  to  negative  end  of  filament; 

potential  of  grid  to  negative  end  of  filament; 

relative  effectiveness  factor  of  Eg] 

sm  imknown  exponent,  possibly  variable. 


Langmuir  has  given  this  equation  with  the  value  of  a;  as  1.6;  Van  der 
Bijl  has  given  the  equation  with  the  value  of  x  as  2.0,  having  also  an 
added  quantity  inside  the  parenthesis,  a  small  constant  in  which  are  taker 
care  of  such  factors  as  velocity  of  emission  of  electrons,  contact  difference 
of  potential  of  the  electrodes,  etc. 

The  quantity  /lo  is  the  theoretical  voltage  amplifying  power  of  the 
tube;  it  is  ordinarily  taken  as  a  constant,  its  value  depending  solely  upon 
the  geometry  of  the  tube.  Many  tests  show  this  to  be  true  for  the  ordinary 
use  of  the  tube;  it  may  be  that  with  very  low  plate  voltage  and  high  grid 
voltage  /io  changes  some- 
what, but  in  the  ordinary 
working  range  of  Eg  and 
E,  it  is  practically  con- 
stant. As  previously  stated, 
it  varies  in  different  types 
of  tubes  from  2  to  200  or 
more. 

When  many  detertnina- 
tions  of  no  ftre  to  be  made, 
it  is  worth  while  to  arrange 
some  apparatus  as  shown 

in  Fig.  41,  a  scheme  due  to  Yiq.  41.— An  arrangement  of  apparatus  for  rapidly 
J.  M.  Miller.     The    resist-       determining  the  voltage  amplification  factor  of  a 

ance   ife   is   preferably  10      tube. 

ohms  and  iii  is  a  decade 

resistance  box  having  units,  10-ohm,  100-ohm,  and  1000-ohm  units;  the 

1000-ohm  imits  are  used  very  seldom,  but  few  tubes  having  high  enough 

values  of  no  to  require  them. 

An  ammeter  Ai  serves  to  read  the  filament  current,  and  milliam- 
meter  A2  serves  for  plate  current.    This  meter  should  have  two  or  three 
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scales,  so  that  for  various  types  of  tubes  to  be  tested  the  plate  current 
will  give  indications  well  up  on  the  scale.  The  filament  batteiy  should 
be  perhaps  6  volts  and  Eb  and  Ec  should  have  voltages  suitable  for  the 
tubes  to  be  tested. 

With  S  open  Eb,  Ec,  and  //  are  put  at  their  proper  values  and  the 
reading  of  A2  is  noted.  Then  S  is  closed,  permitting  current  /  to  flow 
aroimd  the  circuit  E,  Ri,  R2,  E,  the  reading  of  A2  will  in  general  chaD^e; 
by  properly  adjusting  iJi,  however,  it  will  be  foimd  that  the  reading  of 
A2  (which  is  the  plate  ciurent)  does  not  change  when  switch  S  is  cloeed 
The  ratio  of  iJi  to  /fe  for  this  adjustment  gives  mo. 

By  examination  of  Fig.  41  it  will  be  seen  that  depressing  key  S  raises 
the  voltage  impressed  on  the  plate  by  an  amount  IRu  &nd  depresses  the 
voltage  of  the  grid  by  an  amount  IR2'  From  inspection  of  Eq.  (5)  it 
is  evident  that  if  Ip  does  not  change  when  S  is  closed, 

(AEp+^Eg)  =0, 

where  AEp  and  AEg  are  the  changes  in  Ei  and  Eg  due  to  closing  switch  5. 
We  therefore  have  the  relation 

IR\'\-noIR2  =0, 
or 

'^=1 ^«> 

With  this  scheme  it  is  possible  to  investigate  the  dependence  of  po  on  Eg, 
Ep,  and  //  very  quickly. 

The  value  of  R\  should  not  be  so  high  that  the  drop  through  it,  due 
to  the  plate  current,  is  an  appreciable  fraction  of  Eb,  otherwise  the  plate 
potential  will  not  be  E^,  but  something  less,  and  must  be  calculated. 

The  value  of  the  exponent  x  should  theoretically  be  a  constant,  but 
in  the  actual  tube  it  is  constant  only  for  a  limited  range  of  voltages.  The 
voltage  between  the  plate  and  filament  is  different  for  the  different  parts 
of  the  filament,  and  the  velocity  of  emission  of  the  electrons  may  not  be 
negligible  when  the  plate  and  grid  voltages  are  low. 

If  the  grid  is  held  at  zero  voltage  the  relation  between  Ip  and  Ep  is 
Ip-AEp',  The  determination  of  the  exponent  x  is  most  easily  carried 
out  by  plotting  the  various  values  of  Ip  and  Ep  on  logarithmic  cross- 
section  paper;  if  x  is  a  constant  the  graph  is  a  straight  line  with  slope 
equal  to  x.  If  the  graph  is  not  a  straight  line  the  value  of  x  varies,  but 
it  may  be  determined  for  any  value  of  Ep  by  measuring  the  slope  of  the 
graph. 

Figs.  42  and  43  give  the  variations  between  plate  current  and  plate 
voltage  for  two  amplifying  and  detecting  bulbs  designed  for  40  volts  on 
the  plate  and  an  IR  drop  in  the  filament  of  about  3.5  volts.     The  two 
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curves  were  transposed  to  logarithmic  paper,  giving  the  graphs  shown 

in  Fig.  44,  the  straight  dotted  Une  shows  the  slope  the  two  ciirves  would 

have  if  the  plate  current  varied 

with    the   square   of  the   plate 

voltage.     From  the  logarithmic 

graphs   the  values    of    x    were 

measured    and    transferred    to 

Figs.  42  and    43    to  give   the 

curves  of  x  there  shown. 

In  Fig.  46  is  shown  the  log- 
arithmic graph  for  a  high  power 
pliotron,  the  rated  plate  voltage 
being  1000-2000  volts;  it  is 
seen  that  for  high  plate  voltages 
the  plate  current  varies  as  the 
square  of  the  plate  voltage. 
For  the  lower  plate  voltages  the 
IR  drop  in  the  filament  (about 
20  volts)  and  the  velocity  of 
emission  of  the  electrons  tend 
to  give  an  exponent  other  than 
2;  however,  if  the  grid  is  held 


202468    10    24682024683024684084 

Plato  volts 

Pia.  42. — ^Variation  of  plate  current  in  a  tungsten  filament  tube  as  ^p  is  varied  and 
grid  potential  held  constant;  values  of  the  exponent  of  Eq.  (5),  p.  417. 
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at  —10  volts,  the  plate  current  follows  the  square    law  very  cloedy 
throughout  the  range  of  the  graph.    A  greater  negative  potential  makes 
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FiQ.  43. — Curves  similar  to  those  of  Fig.  42,  the  tube  used  having  an  oxide-coated 

filament. 


the  plate  current  vary  with  higher  power  of  plate  voltage  for  the  lower 

values  of  plate  potential;  this  is  to  be  expected  from  inspection  of  Eq.  (5). 

Different  tubes  of  the  same  type  will  not  follow  exactly  the  same  law 

of  plate  current  variation,  due  probably  to  small  differences  in  the  struc^ 
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tiire.  In  Rg.  46  are  shown  the  results  of  tests  on  twenty-four  tubes  all 
liaving  the  same  rating;  twelve  had  oxide  coated  filaments  with  a  filament 
IR  drop  of  2.6  volts  and  the  other  twelve  had  tungsten  filaments  with 
an  IR  drop  of  3.6  volts.  The  curves  for  the  individual  tubes  ran  in  gen- 
eral, parallel  to  the  boundaries  of  the  cross-sectioned  areas,  as  indicated 
on  this  curve  sheet 

1000 


8     10 
Plate  volts 

Fig.  44. — ^The  curves  of  Figs.  42  and  43  transposed  to  logarithmic  coordinates;  this 
graph  shows  that  the  exponent  for  Eq.  (5)  is  neither  1.5  nor  2,  but  is  a  variable  for 
both  tubes. 


Resistance  of  the  Circuits  of  a  Three-electrode  Tube  and  its  Vari^ 
ations. — ^There  are  three  circuits  to  be  considered  in  getting  the  character- 
istics of  three-electrode  tubes,  the  filament,  the  grid  to  filament  circuit, 
and  the  plate  to  filament  circuit.  The  grid  to  filament  is  called  the  inpvJt 
circuit  of  the  tube,  and  the  plate  to  filament  is  called  the  output  circuit 
of  the  tube. 


422 


VACUUM  TUBES  AND  THEIR  OPERATION 


[Chap.  VI 


In  the  ordinary  small  detecting  and  amplifying  tube  the  filament 
current  is  practically  independent  of  any  changes  in  the  grid  and  plate 
circuits.  In  large  power  tubes,  however,  this  is  not  so,  the  resistance 
of  the  filament  varying  a  good  deal  as  either  the  grid  or  plate  potential 
is  varied,  this  variation  being  shown  by  impressing  constant  voltage  on 
the  filament  and  then  impressing  various  potentials  on  the  grid  and  plate. 
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Fia.  45. — ^Logarithmic  plot  of  the  plate  ciurent  curve  for  a  high-voltage  power  tube; 
with  a  certain  constant  negative  grid  potential  the  plate  current  of  this  tube  varies 
with  the  square  of  the  plate  voltage. 


The  accompan3dng  changes  in  grid  and  plate  current  cause  a  non-unifonn 
current  to  flow  through  the  conductor,  imder  which  condition  the  filam^it 
has  a  difTerent  resistance  than  it  has  when  the  current  is  the  same  every- 
where through  its  length. 

The  resistances  of  the  input    and  output  circuits  vary  throughoat 
extreme  ranges,  and  they  arc  different  for  alternating  current  than  for 


FORM  OF  PLATE  CURRENT  CURVE  423 

continuous  current;  we  shall  first  consider  the  output  circuit.  The  ratio 
of  plate  voltage  to  plate  current  is  generally  called  the  outpiU  impedance. 
As  there  can  be  no  appreciable  lag  in  the  motion  of  the  electrons  behind 
the  impressed  electric  field,  it  might  seem  more  appropriate  to  speak  of 
output  resistance  instead  of  output  impedance.  But  it  is  to  be  remembered 
that  the  plate  current  is  influenced  by  the  grid  as  well  as  by  the  plate, 


Fia.  46, — Li^ariUimic  plots  of  24  typical  detector  tubes,  12  with  tungatea  filamenlB 
and  12  with  oxide'Hxmted  filaments.  The  curves  for  the  individual  tubes  lay  inside 
the  areas  as  noted. 

and  it  may  well  be  that  variation  of  plate  current  is  not  in  phase  with 
the  variation  of  plate  potential.  From  this  viewpoint  the  plate  filament 
circuit  has  impedance,  not  merely  resistance. 

If,  however,  we  maintain  the  grid  at  zero  potential  (or  any  other  fixed 
potential)  the  plate  current  will  vary  with  plate  voltage  only  and  we  may 
speak  of  plate  circuit  resistance.    With  constant  grid  potential  and  vary- 
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ing  plate  potential  the  values  of  plate  current  determine  this  resistance 

of  the  plate  circuit,  Rn,  for  continuous  currents.    Such  a  curve  for  a  tim^ 

ten  filament  detecting  tube  is  shown  in  Fig.  47;  on  the  same  curve  sheet 

is  shown  a  curve  of  im)  for  this  tube,  from  which  it  may  be  seen  that  the 

value   of  ^0  is  practically  constant, 

except  for  very  low  plate  voltages. 

The  value  of  R^p  continually  increases 

as  Ep  is  diminished. 

The  value  of  the  alternating  cur- 
rent resistance,  Rp,  is  determined  i^ 
.dE^ 
dip 
ing  maifitained  at  zero ;  we  may  write 

Ip~aE,' 

dEp  1  _ 

or  -rr  "  — „  ,_■  =  Rr 

.    dip    oi£/  '      ^ 

But  the  continuous  current  resist- 
ance is 

From  these  we  get  the  relation, 

R,  =  ^ (7) 

Fig.  47.— Curves  of «  and  R»  of  a  small         In  pig.  45  are  shown  the  curves 

tun^nfilamenttube;thevalueotJi^  ^f  ^    ^„j  ^^^  f^^  ^^  oxide-filament 

la  obtained  by  finding  the  quotient  of  ,.,  .       ,    ,         .,  ■»-.-. 

fi,by/,inaoontin^ua^!ummtt«8t.      amphfying  tube;    the  pomts  mdicat 

ed  by  circles  on  the  Rp  curve  were 

obtained  by  the  alternating  current  measurement  and  those  indicated 

by  crosses  were  obtained  by  dividing  the  points  cm  the  Bo,  curve  by  the 

proper  value  of  x.    On  the  same  curve  sheet  is  shown  the  value  of  « 

for  this  tube;  it  is  nearly  constant  in  the  working  range  of  the  tube  (Ep 

between  20  and  40  volts)  and   falls  off  with  the  lower  plate  voltages, 

whereas  the  curve  of  Fig.  47  showed  an  increasing  im  with  lower  plate 

voltages. 

The  value  of  Rp  is  found  eitperimentally  by  the  scheme  outlined  io 
Fig.  49,  originated  by  J.  M.  Miller;  the  same  arrangement  serves  to 
measure  //o  by  alternating-current  test  providing  the  phone  resistaDce 
is  negligible  compared  to  the  tube  resistance.  Fig.  50  shows  a  curve  of 
in,  obtained  by  the  method;   it  shows  >io  to  be  independent  of  filament 
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Fig.  4S. — CoiTes  of  /lo,  Bp,  and  Rt^  of  an  oxide-coated  detector  tube;  the  curve  of 
Kp  can  be  obtained  by  dividing  values  of  Rop  by  the  corresponding  value  of  x  oi 
Eq.  (5).    Such  values  are  indicated  on  curve  of  i^p  by  X. 
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current.    With  S2  open  and  Si  closed  the  ratio  of  ri  to  ^2  is  varied  until 
no  signal  is  heard  in  the  telephone  and  we  then  have 


r2 

n 


(S: 


In  measuring  Rp,  ri  and  r2  are  fixed  at  some  convenient  value  (say 
equal  to  each  other),  and  with  S2  closed  R  is  varied  until  no  signal  is  heard 
in  the  phone  when  Si  is  closed.    With  this  adjustment  we  have 


R. 


-"{>-') 


(9) 


'///////// 


Flowing  through  the  potentiometer  there  is  a  current  i,  which  gives 

a  drop  between  grid  and  fila- 
ment =  It\  =  E9,  If  the  alter- 
nating voltage  Ef  is  impressed 
on  the  grid  of  a  vacuum  tube 
it  will  produce  an  alternating 
current  in  the  plate  circuit, 
/p.  Of  course  the  actual  [date- 
circuit  current  is  not  alter- 
nating,   it    is    pulsating;    this 

pulsating  current  may  be   re- 

FiG.  49.-An  arrangement  of  apparatus  for  con-  g^j^^ j   j^^    ^    g^^^^       current 

veniently  measuring  the  aio  of  a  tube  as  well  as    ^^  ,  u         4^ 

the  alternating  current  resistance  of  the  output   ^^^    ^^^    ^     alternating     cur- 

circuit.  re'^^  -^  p-      Th®  current   I%p  e 

produced  by  the  steady  values 
of  Eg  and  Ep  and  the  alternating  current  Ip  is  caused  by  the  variations 
in  Eg. 

The  magnitude  of  this  current  Ip  can  be  calculated  by  remembering 
that  a  voltage  Eg  in  the  grid  circuit  is  equivalent  to  a  voltage  lioEg  in 
the  plate  circuit.    This  voltage,  /lio^^,  will  cause  an  alternating  current 

to  flow  in  the  plate  circuit  which  is  equal  to  -h^Vd-     This  current  flowing 

tip-T  ti 


through  the  resistance  R  must  give  a  drop  equal  to 


Rp-\'R 


and  if  there  is 


no  signal  heard  in  closing  S\  this  drop  must  equal  that  across  r^  which  is 
equal  to  -£^p  -^  when  a  balance  is  obtained.     We  therefore  have. 
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Solving  this  equation  for  Rp  we  get  the  relation  given  in  Eq.  (9)  above. 
In  case  the  resistance  R  does  not  permit  a  balance  to  be  obtained,  it 


r2 


being  too  small,  the  ratio  of  —  can  be  suitably  altered. 

ri 

The  relation  between  Ip  and  Eg  is  not  a  linear  one  and  it  is  therefore 
evident  that  Rp  must  vary  throughout  the  cycle  of  change  in  Eg,  The 
v^alue  of  Rp  is  therefore  represented  correctly  only  by  a  constant  (the 
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Fio.  50. — Value  of  /io  of  a  small  amplifying. tube,  obtained  by  the  scheme  outlined  in 
Fig.  49;  this  shows  juo  to  be  nearly  independent  of  the  filament  current. 


value  of  which  we  call  Rp)  and  a  series  of  harmonic  terms;  these  harmonic 
terms  become  more  pronounced  as  Eg  is  varied  through  wider  ranges. 

In  the  measurement  of  Rp  by  the  method  outlined  above  it  will  be 
foimd  that  complete  silence  cannot  be  obtained  at  the  balance  point;  the 
note  heard  in  the  telephone  is  complex  and  only  the  fundamental  note 
can  be  balanced.  A  balance  will  generally  be  most  easily  obtained  if 
comparatively  low  values  of  Eg  are  used,  say  not  more  than  0.1  volt; 
moreover  it  will  be  foimd  that  the  value  obtained  for  Rp  varies  with  Eg 
becoming  greater  for  high  values,  as  explained  on  p.  499. 
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The  resistance  of  the  input  circuit  (grid-filament)  for  continuous 
current  is  practically  infinite  for  all  values  of  negative  voltage;  the  cur- 
rent taken  by  the  grid  of  the  average  tube  when  the  grid  is  at  lower  poten- 
tial than  any  part  of  the  filament  is  of  the  order  of  one  microampere  or 
less.  With  a  positive  grid  the  current  to  the  grid  varies  approximately 
as  the  square  of  the  grid  potential.  When  the  grid  and  plate  are  at  the 
same  positive  potential,  the  two  currents  are  of  the  same  order  of  magni- 
tude (see  Figs.  35,  32,  and  29),  so  that  the  grid-filament  resistance  R, 

-^— /^ 

JBp  power  sapply 


7////////J 


'/////////i 


!mm> 


Fia.  51. — A  suitable  bridge  arrangement  for  making  high-frequency  measuiemente 
with  the  two  lower  arms  open  the  condensers  Ca  and  C^  serve  to  balance  out  qiurioas 
capacities  in  arms  R\  and  Ri. 


is  about  the  same  as  the  plate-filament  resistance  i2p.  It  goes  throu^ 
the  same  kind  of  changes  with  respect  to  filament  current,  grid  voltage, 
etc.,  as  does  Rp,  It  is  to  be  noted  from  the  curve  sheets,  however,  that 
whereas  an  increase  of  Eg  decreases  Rp  and  increase  in  Ep  causes  an  increase 
in  Rg. 

To  measure  the  alternating  current  input  re^stance,  a  scheme  such 
as  that  illustrated  in  Fig.  49  is  not  directly  applicable;  for  any  ordinary 
scheme  of  measurement  a  transformer  will  be  required  to  decrease  the 
grid  circuit  resistance  to  a  value  readily  measured. 

The  author  has  used  a  bridge  for  measuring  the  characteristics  of  the 
input  circuit  of  various  tubes,  the  measurement  being  made  at  60,000 
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cycles.  The  scheme  used  is  illustrated  in  Fig.  51;  the  same  setting  of 
the  bridge  permitted  the  measurement  of  both  capacity  and  resistance 
of  the  tube  input  circuit.  The  50,000-cycle  power  was  supplied  to  the 
bridge  by  wire  A,  the  other  side  being  grounded.  The  condensers  Ca 
and  Cft  are  adjusted  to  balance  the  bridge  when  the  (3)  and  (4)  arms  are 
open,  to  neutralize  any  spurious  capacity  in  the  bridge  ratio  arms  and 
are  left  set  after  once  being  balanced  (unless  ratio  is  changed).  Suitable 
high-resistance  leaks  are  shunted  across  Ci  and  €2^  these  resistances  being 
free  from  appreciable  distributed  capacity.  Certain  precautions  have 
to  be  observed  in  using  such  a  bridge  as  noted  in  an  article  by  the  author 
in  the  Proc.  I.R.E.^ 
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FiQ.  52. — ^Variation  of  input  circuit  conductance  with  filament  current. 


With  suitable  values  of  C2  and  R\  the  bridge  is  balanced  with  S  open, 
the  values  of  C2  and  Ba  being  recorded.  When  &  is  closed  the  balance 
is  destroyed,  due  to  the  capacity  and  conductance  of  the  tube  input  cir- 
cuit; by  properly  decreasing  C2  and  increasing  Ba  the  balance  may  be 
again  obtained.  The  total  capacity  and  conductance  in  the  (4)  arm 
must  now  be  the  same  as  when  S  was  open,  so  that  the  capacity  of  the 
input  circuit  is  at  once  obtained  as  the  difference  in  the  two  settings  of 
C2;  from  the  two  values  of  Ba  the  conductance  of  the  input  circuit  can 
be  readily  calculated. 

> "  Some  notes  on  vacuum  tables,"  Proc.  I.R.E.,  Vol.  8,  No.  3,  June,  1920. 
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In  Figs.  52-55  are  shown  the  variation  in  the  input  circuit  of  a  anall 
detecting  tube  rated  at  1.1  amperes  filament  current  and  20-40  volts  in 
the  plate.  Unless  the  tube  is  defective  the  conductaqce  is  practically 
2ero  until  about  0.8  ampere  is  used  for  heating  the  filament.  It  then 
rises  rapidly  until  with  normal  filament  current  the  conductance  is  about 
12  micromhos,  showing  an  input  resistance  of  about  80,000  ohms.  The 
values  of  Ep  and  Eg  used  are  noted  on  the  curve  sheet. 

In  Fig.  63  is  shown  the  variation  of  the  input  conductance  as  plate 
voltage  was  varied;    this  decrease  in  conductance  with  increasing  plate 
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Fia.  53. — Variation  of  input  circuit  conductance  with  plate  voltage. 


potential  could  have  been  predicted  from  inspection  of  curves  such  as 
given  in  Fig.  29.  In  Fig.  54  is  shown  the  variation  in  input  conductance 
as  the  grid  is  made  more  negative,  and  in  Fig.  55  is  shown  the  eflfect  ci 
the  magnitude  of  the  alternating  voltage  impressed  on  the  grid  for  testing. 
It  is  evident  from  the  four  curves  given  above  (which  are  all  for  the 
same  tube)  that  if  the  input  resistance  of  a  tube  is  to  be  kept  high  the  grid 
must  at  all  times  be  negative  (with  respect  to  the  negative  end  of  the 
filament).  For  the  tube  the  characteristics  of  which  are  given  above, 
the  grid  should  normally  be  negative  about  0.5  volt  more  than  the  maxi- 
mum value  of  the  voltage  to  be  impressed  on  the  input  circuit.    Tbs 
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resistance  of  the  input  circuit,  as  one  component  of  the  impedance  of  the 
input  circuit,  is  of  great  importance  if  the  tube  is  to  be  used  as  detector 
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FiQ.  55. — Variation  of  input  circuit  conductance  with  amplitude  of  voltage  impressed 

on  the  input  circuit. 

or  amplifier;  if  the  tube  is  to  be  used  as  detector  the  input  circuit  resist- 
ance may  very  seriously  aflfect  the  selectivity  of  the  receiving  circuit, 
because  of  its  damping  effect  on  the  signal. 
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Capacity  of  the  Input  Circuit  of  a  Three-electrode  Tube. — It  would 
seem  as  though  the  capacity  (electrostatic)  of  a  vacuum  tube  is  so  small 
as  to  be  negligible,  but  such  is  far  from  the  truth; .  the  internal  capacity 
of  a  tube  may  have  very  great  efifect  on  its  operation,  especially  at  high 
frequencies.  There  are  three  capacities  to  be  considered,  filament  to 
grid,  grid  to  plate,  and  grid  to  plate  and  filament  when  connected  together. 
Part  of  the  internal  capacity  is  in  the  actual  working  parts  of  the  tube, 
(filament,  grid,  and  plate)  but  a  lot  of  it  is  in  the  "  lead  in  "  wires,  where 
they  come  close  together  in  the  seal.  The  base  into  which  the  tube  fits 
also  has  an  appreciable  capacity. 

In  the  accompanying  table  are  shown  the  values  of  capacities  for  several 
types  of  tubes  at  present  used,  the  tubes  having  the  following  ratings: 


No. 

FiUtment 

Plate 

PUte 

Type  of 

Intended 

Current. 

Voltage 

Current. 

Filament. 

Serrioe. 

1 

1.1 

20-40 

6X10-* 

Oxide 

Detector  and 
Amplifier 

2 

1.1 

20-40 

4X10-* 

Tungsten 

Detector  and 
Amplifier 

3 

1.30 

130 

7X10-* 

Oxide 

Amplifier 

4 

1.75 

350 

5XlO-« 

Tungsten 

Power 

5 

1.35 

300 

4X10-* 

Oxide 

Power 

6 

6.5 

500 

15X10-* 

Tungsten 

Power 

7 

3-6 

1000 

25X10-* 

Tungsten 

Power 

The  capacity  of  these  tubes  was  measured  in  the  bridge  shown  in  Fig. 
51,  at  50  kilocycles  and  the  results  were  as  follows,  the  capacities  being 
in  10"^^  farads: 


Grid  to  filament,  plate  free 

Grid  to  plate,  filament  free 

Grid  to  plate  and  filament  these 
being  connected  together 


No.  1. 

No.  2. 

No.  3. 

No.  4. 

No.  6. 

No.  6. 

10.4 
14.4 

17.0 

6.4 
4.4 

7.2 

6.8 
7.6 

12.4 

5.6 
3.0 

7.2 

7.6 

8.4 

11.2 

8.0 
8.0 

10.2 

No.  7. 

556 
220 

696 


It  will  be  noticed  that  the  capacity  of  grid  to  plate  and  filament  is 
not  equal  to  the  sum  of  the  other  two  capacities;  this  is  due  to  the  "  ove^ 
lapping  "  of  the  fields  of  the  grid-filament  condenser  and  the  grid-plat^ 
condenser.  In  Fig.  56  is  shown  a  possible  arrangement  of  the  "  seal-in  " 
wires;  the  capacity  from  G,  to  P  and  F  in  parallel,  involves,  besides  the 
capacity  inside  the  tube,  the  capacity  of  the  wires,  a,  6,  c,  and  d.  Such 
an  arrangement  will  not  give  a  capacity  from  d  to  a,  b,  and  c,  equal  to  the 
sum  of  the  capacity  from  dto  c  and  b,  and  that  from  d  to  a. 
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Now  when  a  tube  is  being  used,  for  whatever  purpose,  the  plate  and 
filament  are  connected  together  through  the  B  battery  and  whatever 
external  impedance  is  introduced  in  the  plate  circuit,  and  the  input  cir- 
cuit is  from  grid  to  filament;  it  is  therefore  evident  that  the  capacity 
of  the  input  circuit  is  that  between  the  grid  as  one  plate  of  the  condenser 

and  the  plate  and  fila-  caaaaa/VW  7 

ment  connected  together  V^ j S:> 

as  the  other  plate  of  the 
condenser. 

From  the  values  given 
in  the  above  table  the 


input     circuit     capacity  Fio.  56. — Possible  arrangement  of  the  wires  of  a  three- 
of  the   average    tube    is  electrode  tube  where  they  go  through  the  press. 

small  enough  to  be  neg- 
lected, and  it  very  frequently  has  been,  judging  from  the  values  of  capac- 
ities used  in  certain  amplifying  sets.  But  the  values  of  capacity  of  the 
input  <!ircuit  previously  given  are  what  the  author  has  called  the 
"  geometrical  capacity  "  of  the  input  cu-cuit;  the  actual  capacity  is  very 
different  from  the  values  given. 

In  practically  all  circuits  involving  the  use  of  a  vacuum  tube  it  is 
required  to  have  an  impedance  of  some  sort  in  the  plate  circuit;    this 

impedance  may  be  a  resist- 
f^  ance,  a  choke  coil,  or  the 
primary  winding  of  a  trans- 
former, and  the  value  of  this 
impedance  is  generally  of  the 
same  magnitude  as  the  a.c. 
resistance  of  the  plate  circuit 
of  the  tube,  Rp,  or  somewhat 
greater. 

When  such  an  impedance 
is  used  in  series  with  the  B 
Fig.  57. — Forms  of  plate  current  and  plate  potential  battery  the  voltage   on  the 
when  a  sine  wave  of  voltogc  fa  imp««8ed  between      ,^^    ^     ^^^^   ^^^^    ^^^ 
the  gnd  and  filament.    When  the  resistance  m  the   ^  '^ 

plate  circuit  is  very  high  the  fluctuation  in  plate  grid  voltage  ^,is  vaned  and 
potential  is  nearly  mo  times  as  great  as  the  volt-  the  amount  of  fluctuation  in 
age  impressed  on  the  grid.  Ep  is  generally  much  greater 

than  Eg,  If  an  impedance 
is  used  in  the  plate  circuit,  which  is  very  high  compared  to  the  tube 
resistance,  the  fluctuation  of  Ep  is  nearly  equal  to  fioEg,  It  is  always 
somewhat  less  than  this  value,  and  we  put  it  equal  to  ^jtEg  where  ft  lies 
between  zero  and  no,  depending  on  the  plate  circuit  impedance. 

Let  us  suppose  a  resistance,  £,  used  in  the  plate  circuit;   it  is  at  once 
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evident  that  as  Eg  increases,  increasing  thereby  7p,  Ep  must  fall  because 
of  the  increased  value  of  IpR,  The  forms  of  Eg,  Ip  and  Ep  are  then  as 
shown  in  Fig.  57;  when  the  grid  voltage  rises  (with  respect  to  the  filament) 
the  plate  voltage  voltage  falls,  and  the  actual  plate  voltage  is  represented 
by{Eop—tpR)={Eop—fjiEg  sin  pi),  where  Eg&n  pt  is  the  voltage  impressed 
between  the  grid  and  filament,  ip  is  the  instantaneous  value  of  Ip  sin  pt,  the 
resulting  fluctuation  in  plate  current,  and  Eop  is  the  value  of  the  plate 
voltage  when  Eg  is  zero. 

We  have  then  to  consider  the  charging  current  taken  by  the  grid 

fp when  acted  upon  by  an  alter- 

^  I  \    nating  voltage    Eg,  the   cod- 

gAA/VW^-AAAAaJ^ TV ^^^^^   ^^-''   *^^^     chaiigpd 

C^^  (^^i)J^  (g)        1  by  voltage   Eg  and  the    cod- 

_J!_*aaaa^^  denser  C,^/.  in  paraUel,  being 

vvvvvvvvYVW  charged  to  a  voltage  (m+D 

Fig.  68.— The  circuit  impressing  the  voltage  Eg  to  ^9>  ^S  shown  in  Fig.  58.     The 

the  input  circuit  must  furnish  enough  current  to  factor    (/i+l)  occurs    because 

charge  the  condenser  Co-jr  to  a  voltage  Eg  and  when    the    grid  voltage    rises 

the  condenser  Cq-p  to  a  voltage  0*H-1)  Eg.  ^^  respect  to  the  filament, 

an  amoimt  Eg,  the  plate  volt- 
age falls,  with  respect  to  the  filament,  by  an  amount  Eg]  it  therefore  falb 
with  respect  to  the  grid,  an  amount  {yi+\)Eg. 

The  amount  of  charging  ciurent,  therefore,  which  must  be  furnished 
by  the  input  circuit  is  given  by 

/  =2t/£,(C<^f+0i+1)C(,.p), 
from  which  the  effective  capacity  of  the  input  circuit  is  found  to  be 

Cuiimt=CG-F+(M+l)C'(?-p (10) 

Thus  the  effective  capacity  of  the  input  circuit  is  not  only  much  greater 
than  the  geometrical  capacity,  but  it  varies  with  any  factors  which  affect 
n,  the  voltage  amplification  factor  of  the  tube  and  circuit. 

Due  to  the  mutual  capacity  of  the  grid-filament  condenser  and  grid- 
plate  condenser,  and  also  to  the  fact  that  the  two  voltages  Ep  and  £# 
are  not  exactly  180®  apart,  the  capacity  of  the  input  circuit  of  a  tube 
will  actually  be  somewhat  less  than  that  predicted  from  Eq.  (10). 

This  mutual  capacity  of  the  two  condensers  brings  in  another  very 
interesting  phenomenon:  the  field  of  the  grid-plate  condenser  may  so 
react  on  the  grid-filament  condenser  as  to  give  a  voltage  in  this  condenser 
in  phase  with  the  impressed  e.m.f.  of  this  condenser  (i.e.,  the  e.mi. 
impressed  on  the  input  circuit)  so  as  to  give  the  input  circuit  a  negative 
conductance.    Such  an  effect  would  result  in  the  plate  circuit  reacting 
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1  the  input  circuit  to  augment  any  voltage  impressed  on  the  input  cir- 
lit. 

Using  the  bridge  scheme  illustrated  in  Fig.  51,  the  capacities  and  con- 
actances  of  the  input  circuits  of  several  of  the  tubes  tabulated  on  p.  432 
ere  measured  at  50,000  cycles.    In  Fig.  59  are  shown  the  capacity  and 
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FiQ.  59. — Capacity  and  conductance  of  tube  Til  as  the  resistance  in  the  plate  circuit 
is  varied;  the  m  of  the  tube  is  shown  also,  so  that  the  dependence  of  capacity  upon 
/I  may  be  noted. 

conductance  of  tube  No.  1  with  normal  conditions  of  plate  voltage,  filament 
current,  etc.,  as  the  external  plate  circuit  resistance  was  varied;  on  the 
same  curve  sheet  is  shown  the  value  of  the  voltage  amplification  factor 
of  the  tube  for  the  various  plate  circuit  resistances.  It  is  seen  that  the 
capacity  of  the  grid  to-ground  circuit  (same  as  input   circuit,  because 
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the  filament  is  generally  grounded)  increases  from  ITmmT  (micro-micio- 
farads)  to  71  iiirf  as  the  plate  circuit  resistance  was  increased  from  aero 
to  80  kilohms. 
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Fio.  60. — Capacity  and  conductance  of  the  input  circuit  of  detector  tube  VTT,  as  the 
plate  circuit  reactance  is  varied.  Note  that  the  input  conductance  is  positire 
throughout  a  certain  range  of  the  reactance. 


As  the  capacity  Cq-f  of  this  tube  was  10.4,  and  the  capacity  Cq-t 
was  14.4  /xm/»  and  the  value  of  /x  is  4.65  for  72=80  kilohms,  it  might  be 
expected  that  the  input  capacity  would  be  equal  to  (10.4+ (4.65+ 1)14.4) 
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=91.6  iiyif.    The  discrepancy  between  the  measured  and  predicted  values 
is  undoubtedly  due,  in  part,  to  the  mutual  capacity  of  Co-f  and  Ca^p. 

The  conductance  of  the  input  circuit  was  positive  for  all  values  of  plate 
circuit  resistance  and  gradually  increased  as  R  was  increased. 

In  Fig.  60  are  shown  the  capacity  and  conductance  for  the  same  tube, 
the  plate  circuit  impedance  being  an  inductance  with  a  reactance-resist- 
ance ratio  between  25  and  50.  In  this  case  the  increase  in  capacity  is 
greater  than  when  an  equal  amoimt  of  resistance  was  used  in  the  plate 
circuit.  Th\is,  with  a  reactance  in  the  plate  circuit  of  50  kilohms  the 
input  circuit  has  a  capacity  of  82  nijfi  whereas  a  resistance  of  50  kilohms 
gave  an  input  capacity  of  only  65  utrf.  This  difference  in  behavior  of 
reactance  and  resistance  is  due  to  the  fact  that  the  n  of  the  circuit  is 
greater  in  one  case  than  in  the  other,  as  will  be  explained  later. 

That  any  capacity  present  between  the  grid  and  plate,  and  which 
is  not  in  the  field  of  the  grid-filament  condenser,  is  increased  by  the  factor 
(m+I)  was  proved  by  actually  connecting  a  capacity  of  20  mif  across 
the  plate-grid  terminals  of  the  tube  and  noting  the  increase  in  the  effective 
capacity  of  the  input  circuit,  the  m  of  the  circuit  being  4.2.  The  capacity 
of  the  input  circuit  increased  by  102  ntjf,  whereas  calculation  would 
make  it  increase  by  (4.2+1)  X20;  or  104  ni4* 

The  conductance  of  the  input  circuit  of  the  tube  was  negative  through- 
out  a  certain  range  of  plate  circuit  reactance,  thus  indicating  transfer 
of  power  from  the  plate  circuit 
back  to  the  grid  circuit,  with  no 
other  coupUng  between  the  grid 
and  plate  circuits  than  what  ex- 
isted in  the  tube  itself.  This 
curve  shows  that  the  three  elec- 
trode tube  is  not  inherently  a 
"  one-way  repeater,"  as  has  been 
commonly  supposed;  the  output 
circuit  does  control  the  input 
circuit  to  an  appreciable  extent, 
sufficient  in  fact  to  maintain  the 
tube  in  operation  as  a  generator 
of  alternating-current  power  when 
it  is  connected  to  the  proper  cir- 
cuit.    If  the  grid  circuit  and  plate 

circuit  are  each  timed  to  the  same  frequency,  as  indicated  in  Fig.  61, 
the  tuning  condensers  are  sufficiently  small  (and  the  coils  fairly  efficient), 
the  coupUng  of  the  two  circuits  inside  the  tube  may  be  sufficient  to 
maintain  the  tube  in  the  oscillating  state,  alternating  ciurents  Sowing 
in  circuits  L2C2  and  LiC\. 


§ 


^ 


^ 


L, 


Ci 


Fig.  61. — In  such  a  circuit  as  this,  with  effi- 
cient coils  used  in  both  circuits,  with  suit- 
able values  of  the  capacities  the  tube  will 
maintain  itself  in  an  oscillatory  state,  due 
to  the  negative  conductance  as  shown  in 
Fig.  60. 
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In  Figs.  62-66  are  shown  the  characteristic  curves  of  some  of  thp 
other  tubes  tested.  It  is  seen  that  the  same  general  shape  holds  for  aO 
three  electrode  tubes,  the  difference  being  one  of  degree  only.  The 
capacity  of  the  grid-^ound  circuit  of  the  ordinary  tube,  when  it  is  oper- 
ating with  the  normal  amount  of  resistance  (or  reactance)  in  the  plate 
circuit,  is  from  five  to  ten  times  as  much  as  the  geometrical  capacity  cf 
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Fig.  62. — ^Variation  in  conductance  and  capacity  of  the  input  circuit  of  a  telephaoe 

repeater  tube  as  plate  circuit  resistance  is  varied. 


the  circuity  and  the  amount  of  this  increase  is  controlled  principally  by 
the  capacity  between  the  grid  and  plate. 

As  has  been  pointed  out  the  characteristics  of  the  input  circuit  of  a 
tube  depend  upon  the  relative  phases  of  the  input  voltage  and  the  voltage 
variation  between  the  plate  and  filament.  As  this  phase  relation  will 
evidently  depend  upon  the  kind  and  amount  of  reactance  in  the  external 
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)rtion  of  the  plate  circuit  we  may  expect  the  input  characteristics  to 
iry  with  the  input  frequency  because  this  will  determine  the  reactance, 
,her  things  being  constant.    This  effect  has  been  investigated  theoretic- 


10 


20 


80 


40 


60 


00 


Plate  ohrottlt  reaotanoe  In  10  ohmt 


^■^ 

^~ 

^^ 

^^ 

""■ 

"" 

'^'" 

„^ 

y 

IflD 

4 

.^ 

MMr 

'1 

A 

X 

ISO 

c 

ir« 

eA 

A 

»ap 

AOl 

ty 

ri 

It 

>flr 

'ouW 

J 

/ 

l»V 

»i 

B 

-(*™j 

iiuj 

ttanc« 

fSt 

id 

Afhro^d 

J 

/ 

110 

/ 

&XV 

/ 

llOO 

/ 

J 

/ 

00 

/ 

/ 

80 

i 

f 

70^ 

/ 

— 

y 

8 

f 

c 

^ 

/ 

60| 

y 

f~~ 

"1 

A 

/ 

4 

/ 

iA 

> 

/ 

/^ 

'^ 

rubeNo 

l9 

80^ 

X 

1/ 

u 

1 

fi 

m 

1 

f 
11*1 

B4kl| 

f 

Er 

•-, 

|2K 

E 

!> 

"a 

^ 

^ 

-i~ 

100 

^^ 

■ 

'^■•-^ 

• 

H 

r^ 

^ 

^ 

-10 

~1.W 

-80 

"^ 

>^ 

^ 

-80 

^ 

-*, 

^ 

,B 

-40 

-60 

Fig.  63. — Curves  similar  to  those  of  Fig.  62,  the  plate  circuit  having  a  variable  react- 
ance instead  of  resistance. 


ally  by  Ballantine,^  who  shows  that  for  resistive  plate  circuit  the  effective 
input  capacity  decreases  with  an  increase  in  frequency  and  the  input 
conductance  increases  with  an  increase  in  frequency.  For  reactive  plate 
circuit  the  effect  of  frequency  may  be  to  either  decrease  or  increase  the 

» Stuart  Ballantine,  "The  Thermionic  Amplifier/'  Physical  Review,  Vol.  XV,  No.  6. 
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input  circuit  constants,  depending   upon  the  amoimt  of  the  Feactanoe 
used. 

Operation  of  Three-electrode  Tube  as  Detector  of  Damped-waie 
Signals.  Grid  Condenser.  Leak  Resistance.  Normal  Grid  Poten- 
tial.— Any  detector  of  high-frequency  currents  must  in  some  way  cause 
low-frequency  pulsations  of  ciurent  through  the  telephones  when  the 
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-Variation  in  conductance  and  capacity  of  the  input  circuit  of  a  smaO  ponnr 
tube  (VTt)  as  plate  circuit  reBistance  is  varied. 


device  itself  is  actuated  by  high-frequency  currents.  The  frequency  of 
the  low-frequency  pulsations  is  fixed  by  the  number  of  damped-wave 
trains  arriving  at  the  antenna  per  second  in  case  of  reception  of  a  signal 
from  a  spark  station,  and  is  fixed  by  local  conditions  when  receiving  from 
a  continuous  wave  station.  The  case  we  shall  consider  in  this  section 
is  for  spark  signals  only;  damp)ed-wave  trains  of  the  form  shown  in  Fig. 
67  are  to  be  detected  by  the  three-electrode  tube.    The  time  between 
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we  trains  A  may  be  from  .006  to  .0005  second;  the  duration  of  a  wave 
edn  B  may  be  from  .00001  to  .001  second,  and  the  time  of  one  cycle, 
,  may  be  from  .0000001  to  .00003  second. 

The  function  of  the  detector  is  to  produce  in  the  telephone,  fluctuation 
'  current,  of  frequency  fixed  by  the  time  Ay  as  large  as  possible  with  a 
ven  amplitude  of  signal  voltage.    The  scheme  of  connections  used  when 
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Fig.  65. — Curves  similar  to  those  of  Fig.  64,  the  plate  circuit  having  a  variable  reactance 

instead  of  resistance. 


no  condenser  is  inserted  in  series  with  the  grid  of  the  tube  is  shown  in 
Fig.  68;  the  groimd  terminal  of  the  input  circuit  is  generally  connected 
to  the  negative  end  of  the  filament  or  to  some  point  in  the  circuit  at  a 
lower  potential  than  the  negative  end  of  the  filament.  This  is  possible 
by  either  of  the  two  schemes  sketched  in  Fig.  69;  in  (a)  a  resistance  R 
is  inserted  in  the  negative  filament  wire  and  the  potential  of  point  A  is 
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th\i8  lower  in  potential  than  the  negative  end  of  the  filament  by  an  amomit 
IfR,  generally  one  volt  or  less,  whereas  in  (6)  a  battery  C  is  inserted  in 
series  with  the  input  circuit  to  properly  lower  the  grid  potential.  In 
case  a  careful  adjustment  of  this  potential  is  desired  (generally  not  neces- 
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Fig.  66. — ^Variation  of  conductance  and  capacity  of  the  input  circuit  of  a  large  power 

tube  as  plate  circuit  reactance  is  varied. 


sary)  the  grid  may  be  connected  to  battery  C  through  a  suitaUe  potenti- 
ometer connection. 

The  reason  for  maintaining  the  grid  at  a  negative  potential  is  evident 
in  looking  at  the  input  circuit  conductance  curves  previously  given;  suj>- 
pose  the  conductance  of  the  grid  circuit  is  10~^  mhos,  and  the  sign^  being 
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received  is  600  meters,  the  tuning  condenser  Ci  (Pig.  68)  being  set  at 
200  iJ4Jif,    A  conductance  of  10~^  mhos  is  equivalent  to  a  shimt  resistance 
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Fig.  67.— <!)onventional  representation  of  part  of  a  damped  wave  signal. 

of  10^  ohms'aroimd  condenser  Cu  and  this  is  approximately  eqmvalent 
(by  Ek|.  (30)  Chapter  II)  to  a  resistance  of  25.4  ohms  in  series  with  Ci. 
But  such  a  large  resistance  would  materi- 
ally interfere  with  the  selectivity  of  the 
receiving  circuit,  in  fact  would  make  it 
practically  useless  if  there  was  much  in- 
terference; the  resistance  of  the  receiving 
circuit  itself  would  be  only  a  few  ohms, 
perhaps  five. 

The  characteristics  of  the  tube  being 
as  shown  in  Fig.  70,  the  normal  grid  po- 
tential  being  Eotj  the   question   is   how 
much  wiU  the  telephone  current  (Fig.  68)  ^^   68.-Connectk>n  iiche^  for 
change  during  the  time  one  of  the  wave      ^ging  a  three-electrode  tube  as 
trains  of  Fig.    67  is  actuating  the  grid.      detector,  without  use  of  a  con- 
By  actually  plotting  the  values  of  plate      denser  in  series  with  the  grid, 
current  for  each  grid  potential  we  get  the 

curve  of  plate  current  shown  by  ip  in  Fig.  70,  while  the  grid  potential 
is  imdergoing  the  changes  indicated  by  the  curve  e,.    The  increase  in 

the  average  value  of  the  plate  cur- 
rent is  indicated  by  the  dotted  line 
in  Fig.  70,  and  this  average  increase, 
during  the  tune  the  grid  is  being 
excited  by  a  wave  train,  is  what 
determines  the  response  of  the  tele- 
phone diaphragm.  Such  a  use  of  the 
static  characteristic  of  the  tube  is 
permissible  only  if  the  receiving  circuit 

Fig.  69.— Two  schemes  for  maintaining  is  SO  arranged  that,  as   the   signal  is 
the  average  potential  lower  than  the  received,  the  plate  pK)tential  does  not 
lowest  potential  point  of  the  filament,  appreciably  vary;  this  condition  im- 
plies an  external  plate  circuit  of  im- 
pedance which,  compared  to  the  internal  plate  resistance,  is  negligible 
ifor  the  frequency  of  the  signal. 
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The  author  arranged  a  tube  circuit  so  that  its  input  voltage  and  pl&tf 
current  could  be  recorded  on  an  osciUogram,  when  a  damped  sine  wavp 
of  about  100  cycles  (having  the  general  form  of  an  actual  wave  train  froci 
a  highly  damped  spark  station)  was  impressed  on  the  input  circuit;  some 
of  the  films  obtained  are  presented  herewith.  In  Fig.  71  are  shown  the 
input  voltage,  plate  current  and  telephone  current  when  the  grid  was 
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Fia.  70. — Analysis  of  the  action  of  the  three-electrode  tube  as  detector  of  damped  wt?e 
signals;  assuming  a  certain  variation  in  grid  potential  the  resulting  fluctuation  in 
plate  current  can  be  plotted  from  the  plate  current,  grid  potential  curve  of  the  tube 

made  normally  2.6  volts  negative  with  respect  to  the  filament.  A  laiige 
capacity  condenser  was  shunted  aroimd  the  coil  representing  the  tde- 
phone  of  an  ordinary  receiving  set  so  that  the  "  high-frequency  "  ciUTent 
was  not  forced  to  flow  through  this  coil.  This  condenser  charged  up 
during  the  first  part  of  the  wave  train  more  rapidly  than  it  dischargied 
through  the  coil,  so  that  its  charge  increased.    Then  as  the  wave  train 
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was  reduced  to  zero  by  damping,  the  fluctuations  in  plate  current  ceased 
and  the  condenser  continued  to  discharge  through  the  coil;  this  actioc 
caused  the  current  through  the  coil  to  lag  somewhat  behind  the  wa^e 
train  impressed  on  the  grid,  as  is  evident  from  the  film. 

The  signal  used  in  getting  this  film,  as  well  as  those  to  follow,  was  mudb 
stronger  than  an  actual  radio  signal;  the  change  in  ''  telephone  "  current 
in  Fig.  71  is  about  5  milliamperes,  whereas  actually  a  fairly  strong  radio 
signal  does  not  produce  a  change  in  the  telephone  current  of  more  than 
a  few  microamperes.    Figs.  70  and  71  show  the  rectifying  action  of  a  tube 

brought  about  by  the 
increase  in  plate  cur- 
rent being  greater  than 
the  decrease;  the  grid 
was  put  as  such  a 
n^ative  potential  that 
the  tube  was  operatii^ 
well  down  on  its  char- 
acteristic about  as  in- 
dicated at  Ay  Fig.  72. 
The  grid  potential 
was  then  made  positive 
sufficiently  to  rectify 
by  giving  a  greater  de- 
crease then  increase  in 
Grid     0    potential  P^^^  Current;  Figs.  73, 

Fig.  72. — Form  of  the  plate  current,  grid  potential  curve  '^>  *^^  •  ^  show  the 
of  the  tube  used  in  getting  the  fihns  of  Figs.  71,  73, 74,  75.  forms  of  potentials  and 

currents  when  putting 
sufficient  positives  potentials  on  the  grid  to  bring  it  to  points  B,  C  and  D 
(Fig.  72)  respectively.  It  is  to  be  noted  in  the  film  shown  in  Fig.  75 
that  at  the  highest  positive  grid  potentials  the  plate  current  had  actually 
decreased;  the  amoimt  of  current  taken  by  the  grid  was  sufficient  to 
bring  about  a  decrease  in  plate  current.  In  each  film  the  zero  lines  of 
potential  and  currents  are  shown. 

An  elementary  analysis  shows  the  efficiency  of  a  tube  for  the  purpose 
of  detector,  (i.e.,  its  rectifying  power)  depends  largely  upon  the  radius 
of  ciuratiu:^  of  the  plate-current  grid-potential  characteristic.    We  put 

/p=/(^.) 

With  no  signal  I  op  ^KEog)  and  when  the  signal  voltage  A^,  is  impressed 

on  the  grid 
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Then  we  have  as  an  approximation 

If  A/p  is  periodic  the  average  value  of  the  first  term  LEg  -rrr  is  zero  so 

dhg 

tliat  the  average  value  of  A/p  becomes  equal  to  the  average  value  of 
J     ,„  2-    Now,  if  AEg  is  a  sine  function  of  time  of  the  form,  E  sin  pt, 
we  have  for  the  average  value  of  the  change  in  plate  current 

'^^   .....  .s     E^dPl 

4  dE,^' 


^^^=Mf2^lE^^^^P^(pO-^^^2'     •    •     .     (12) 


The  increment  in  plate  current  therefore  varies  with  the  square  of  the 
signal  strength,  a  defect  practically  all  rectif3ring  devices  have.     At  a 

point  of  inflection  of  the  Ip—Eg  curve,  -r^f  =0  and  the  rectifying  power 

is  lost.    The  increment  in  plate  current  will  be  negative  or  positive  accord- 

dl  2 
ing  to  the  sign  of  -rp^t  as  illustrated  in  the  foregomg  fihns. 

It  might  seem  that  the  best  point  to  operate  on  the  plate  current 
curve  is  where  the  radius  of  curvature  is  greatest,  but  this  is  not  quite  so. 
If  z  =  radius  of  curvature. 


dE,^ 
so  that 


dE, 


.-i-^ (13) 


It  is  evident  that  if  the  radius  of  curvature  is  not  changing  rapidly  the 

value  of  jet  has  importance  in  determining  the  rectifying   power,  the 
a£jg 

greater  the  slope  the  greater  is  the  rectifying  action. 

As  shown  in  Figs.  71  and  74  there  are  two  points  where  the  detecting 
power  is  about  the  same,  one  with  negative  grid  and  one  with  positive 
grid  (-4  and  C  of  Fig.  72).  The  negative  grid  is  to  be  preferred  to  the 
positive,  because  of  the  high  conductance  of  the  input  circuit  with  a  posi- 
tive grid,  and  consequent  excessive  damping  of  the  receiving  circuit  as 
explained  on  p.  443. 

The  curve  of  Fig.  70  is  obtained  by  maintaining  plate  voltage  constant; 
if  there  is  a  high  resistance  or  reactance  in  series  with  the  B  battery,  the 
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value  of  ;j^2  throughout  the  whole  extent  of  the  curve  as  shown  by  the 


effect  is  to  straighten  out  the  characteristic  curve,  and  so  decrease  the 

dE} 

dotted  line  curve  in  Fig.  72.  The  reactance  of  a  pair  of  phones,  for  radio 
frequency  current  may  be  very  high,  hence  the  effect  Just  mentioned 
might  exist;  to  eliminate  it  a  condenser  should  be  used  in  shunt  with  the 
phones,  thus  furnishing  a  low  impedance  path  for  the  high-frequency 
current  and  so  maintaining  the  plate  voltage  essentially  constant  as  the 
grid  potential  fluctuates.  In  Figs.  71, 73,  74,  and  76,  a  condenser  "  by-pass  " 
around  the  phones  was  used,  its  impedance  for  the  frequency  used  was 
very  much  lower  than  that  of  the  phones,  so  that  practically  all  of  the 
high-frequency  pulsations  took  place  through  the  condenser,  the  telephone 
current  changing  only  as  the  average  value  of  the  plate  current  decreased. 

Effect  of  Grid  Condenser. — The  average  three-electrode  tube  will 
give  better  rectifying  action  if  the  curva- 
ture of  the  1 9—  Eg  curve  is  used  instead  of 
that  of  the  Ip—Et  curve.  The  use  of  a 
suitable  condenser  in  series  with  the  grid 
enables  us  to  utilize  the  curvature  of  the 
grid  current  curve;  the  ordinary  connec- 
tion is  shown  in  Fig.  76,  the  resistance  R 
being  about  one  megohm  for  the  average 
tube.    It  is  called  the  "leak"  resistance  F'«;  ?'T^^°''^\''^,.**T" 

....        ..  .„   ,  ,   .      ,     1      .,  electrode  tube  for  detection  by 

and  Its  function  wiU  be  explamed  shortly.      ^  ^^  ^  condenser  in  series  with 

The  potential  of  the  grid  (when  no  signal      the  grid. 

is  coming  in)   depends  upon  the  value  of 

the  leak  resistance,  the  form  of  the  Ig-  Eg  curve,  and  upon  the  potential 

of  the  point  to  which  the  ground  end  of  fl  is  connected. 

The  form  of  the  Ig—  Eg  curve  for  two  typical  detecting  tubes  is  shown 
in  Figs.  77  and  78;  the  curves  are  shown  for  comparatively  large  change 
in  the  grid  potential,  much  larger  than  ever  occurs  when  the  tube  is  being 
used.  Such  tubes  as  those  used  in  getting  the  curves  of  Figs.  77  and  78 
would  give  a  readable  signal  in  the  telephones  with  a  change  of  grid  poten- 
tial of  perhaps  0.03  volt.  As  would  natiu-ally  be  supposed,  the  free  grid 
potential  is  that  for  which  the  grid  current  becomes  zero  in  the  graphs; 
when  free  the  grid  potential  will  decrease  to  such  a  potential  that  no  more 
electrons  tend  to  accmnulate  on  it. 

When  using  such  tubes  in  the  connection  scheme  shown  in  Fig.  76  the 
first  point  to  be  examined  is  the  potential  at  which  the  grid  will  set  itself 
when  no  signal  is  being  impressed  on  the  grid.  It  is  conunon  practice  to 
connect  the  end  of  resistance  R  to  the  positive  end  of  the  filament,  and 
we  will  so  assume  it  in  finding  the  normal  grid  potential.  In  Fig.  79  is 
shown  the  grid  current  (with  enlarged  scale  for  Ig) ;   it  is  supposed  that 
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the  IR  drop  in  the  filament  is  2  volts.  The  straight  line  AB  is  drawn 
through  the  point  Eg  =^+2  and  at  an  angle  such  that  cot  <t>^R.  The 
point  C,  where  this  line  intersects  the  Ig—Eg  curve,  fixes  the  normal 
grid  potential  Eog.  This  follows  from  the  fact  that  whatever  current 
flows  to  the  grid  must  return  to  the  filament  (positive  end)  through  the 
resistance  R  and  so  cause  in  this  a  drop  of  IgR;  furthermore  this  drop, 
added  to  the  normal  grid  potential  Eog,  must  give  a  voltage  equal  to 
+2  volts,  the  potential  of  the  positive  end  of  the  filament. 
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Fig.  77. — Plate  current  and  grid  current  curves  for  a  YTX  detector  tube. 


If  the  leak  resistance  is  10^  ohms  cot  </>  must  be  10^  when  the  scales 
of  potentials  and  currents  are  in  corresponding  units  as,  e.g.,  volts  and 
amperes.  As  the  scale  of  current  in  Fig.  79  is  10^  smaller  than  that  of 
potential,  the  angle  </>  in  this  diagram  is  so  drawn  that  cot  <^  =  10.  K 
a  leak  resistance  of  only  5X10^  ohms  were  used,  the  normal  value  of  grid 
potential  Eog  would  be  as  shown  at  C,  obtained  by  making  cot  <^  =5. 

When  an  alternating  e.m.f.  is  now  impressed  on  this  input  circuit, 
the  grid  will  start  to  fluctuate  about  its  normal  value  of  potential,  £«»; 
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its  potential  will  be  increased  and  decreased  from  the  value  Eog  equally 
for  the  first  cycle.  Due  to  the  form  of  the  /(,—  Eg  curve,  however,  the 
increase  in  current,  when  the  impressed  e.m.f.  is  positive  is  greater  than 
tlie  decrease  in  current  when  the  impressed  e.m.f.  goes  negative,  and  this 
rectifying  action  tends  to  increase  the  number  of  electrons  accimiulated 
on  that  side  to  the  condenser  C  (Fig.  76),  which  is  connected  to  the  grid. 
But  this  accumulation  of  electrons  must  depress  the  potential  of  the  grid 


-rt.a    +1.4    41.6 


-t4         -»2  0         +.2 

Grid  potential 

Fia.  78. — Ciirves  similar  to  those  of  Fig.  77  for  a  supposedly  identical  tube. 


below  its  normal  value,  and  so  cause  a  decrease  in  the  plate  current.  The 
amount  of  this  decrease  in  plate  current  for  a  given  alternating  e.m.f. 
impressed  on  the  input  circuit,  is  a  measure  of  the  efficiency  of  the  tube 
as  a  detector,  so  we  shall  investigate  this  point  more  fully. 

Before  starting  this  analysis  it  is  well  to  point  out  that  whereas  a  tube 
may  detect  by  either  an  increase  or  decrease  in  plate  current  when  no 
grid  condenser  is  used,  with  the  grid  condenser  a  signal  always  produces 
a  decrease  in  plate  current,  never  an  increase. 

At  the  end  of  the  wave  train  the  grid  condenser  C  (Fig.  76)  will  be 
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charged  (negatively  on  the  side  connected  to  the  grid)  and  this  charge 
must  leak  oflf  before  the  next  wave  train  arrives,  otherwise  the  tube  wiD 
not  respond  to  a  signal  as  well  as  it  should.    The  time  taken   for  the 
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FiQ.  79. — A  diagram  for  determining  the  normal  grid  potential  of  a  tube  9Qnnected 

Fig.  76;  the  leak  resistance  is  supposed  connected  to  the  positive  end  of  the  filament 
and  the  IR  drop  in  the  filament  is  assumed  as  2  volts. 

charge  to  leak  ofif  from  C  depends  upon  the  magnitude  of  C  and 
the  leak  resistance  R,  in  fact,  can  be  calculated  directly  from 
these  two  quantities.       In  a  time  equal  to   fiC,   63   per  cent  of   the 

charge  will  have  leaked    off; 


Ao- 


B 


BO- 


C 


if  the  tube  is  to  operate  eflS- 
ciently  as  a  detector  therefore 
the  product  RC  must  be  small 
compared  to  the  time  between 
the  successive  wave  trains  of 
the  signal. 

On  the  other  hand,  C  must 
be  as  large  as  feasible   and 

Fig.  80. — A  circuit  equivalent  to  the  input  circuit  R  also  must  be  large,  Other^ 
of  a  detector  tube;  C'  represents  the  effective  "^^^g^  ^  lanre  fraction  of  the 
capacity  of  the  Input  circuit  and  l/rrepr^ts  ^j^^,  voltage  wiU  be  uaed  up 
the  conductance  of  the  mput  cu-cmt.    These   .  T®    u      *  • 

quantities  for  different  tubes  were  shown  in  |^  ^»  ^"^  thus  be  of  no  service 
Figs.  59-^.  in    producing  sound   in    the 

telephones.  The  input  cir- 
cuit of  Fig.  76  may  be  represented  as  in  Fig.  80;  C  is  the  external  con- 
denser used  in  series  with  the  grid,  C  is  the  capacity  of  grid-to-ground 
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inside  the  tube  and  r  is  the  leakage  inside  the  tube  itself.     The  values 

of  C  a,nd  -  (tube  conductance)  for  various  tubes  were  given  in  Figs.  59- 

66;  the  impedance  between  D  and  J5,  Fig.  80,  is  therefore  calculable 
when  R  is  given.  Designating  this  impedance  by  Zt^  we  then  find  that  the 
voltage  impressed  on  the  grid  of  the  tube  is  equal  to  the  input  voltage 

(across  points  A-B^  Fig.  80)  multiplied  by  the  fraction rr    the 

.     .  .     .     .  v.       wC/ 

addition  and  division  being  carried  out  vectoriaJly. 

In  addition  to  the  features  just  analyzed  we  must  remember  that  the 
impedance  between  points  A-B  is  to  be  kept  high  as  this  input  circuit 
is  connected  directly  across  the  tuning  condenser  of  the  receiving  set. 
With  the  detecting  tubes  commonly  used  (characteristics  about  like  tube 
No.  1,  page  432)  it  seems  that  C  =  5  X  lO-^^  and  R  =  10^  give  the  best  results. 
For  tubes  having  smaller  internal  capacity  lower  values  of  C  and  higher 
values  of  R  are  better  suited;  thus  the  detecting  tube  shown  at  J,  Fig. 
21,  is  generally  used  with  C  =4X10-^0  and  /?=4X10^. 

Analysis  of  Detector  Action  with  Grid  Condenser. — Let  the  voltage 
between  the  grid  and  the  negative  end  of  the  filament  (which  we  call 
zero  potentiied)  be  a,  then 

IogR-\'Eog=(l  ....  ...        (14) 

where  log  and  Eog  are  the  normal  values  of  grid  current  and  potential 

respectively,  when  no  signal  is  being  impressed. 

When  a  signal  is  impressed  on  the  input  circuit,  the  grid  is  acted  upon 

by  a  voltage  E  sin  pt;   the  grid  current  will  pulsate  in  value  about  its 

normal  value,  but  owing  to  the  form  of  the  Ig—Eg  curve  the  increase  in 

grid  current  is  greater  than  the  decrease,  so  that  there  is  an  average  increase 

E^  cPI 
in  the  grid  current  which  is  equal  to  -j-  -r^^  as  was  previously  proved  for 

the  plate  current — see  Eq.  (12)  This  increase  in  grid  current  must  pass 
through  the  r^sistaqce  R,  so  that  the  equation  for  grid  potential  when 
the  signal  is  being  impressed  is, 

E^  d?I 

rgR+-J-       trr   2   R-\-E'g=a.         ......         (15) 

Also  we  have  E'g,  being  the  new  average  value  of  grid  potential  when 

signal  is  being  impressed  on  the  grid,  and  I'g  corresponding  to  E'g  (see 
Fig.  81), 

J'    ^  J     AT?    ._-? 

i    g  —  log        LXEjg     ,j^    , 

80  that  from  Eqs.  (14)  and  (15),  we  may  get  the  relation, 


( 


dl  \        E^  d^I 

Iog^^Eg;r^\R  +  -T-  ^f^  R+  E' g—  Eog  —  logR  =0. 
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By  combining  terms,  we  get 

logR  —  AEff 


<^I'E+^^R.^E,-I^R 


dE 


4  d£«2 


=0. 


or 

So  that 


-.('«t)-f.^- 


.„     E^  JEl_ 


(16) 


R^  dE, 


I 


a 
S 

9 

•a 

5 


Io» 

/ 

i; 

--~yf 

"^^      1 

• 

^^^           1               1 

^^00^ 

""""^ 

»<-AE^ 

Grid  potential 


Fig.  81. — Change  in  grid  potential  due  to  the  increased  drop  in  the  leak  resistance  when 

a  signal  is  impressed  on  the  tube. 


If  R  is  small  compared  to  -j^,  this  simplifies  to 


AEa-—r 


4     dL 


(17) 


dEg 


The  decrease  in  plate  current  caused  by  this  drop  in  grid  potential 
depends  upon  the  shape  of  the  Ip—  Eg  ciure,  or  -j^,    Tiie  real  measure  of 

CLtdg 

the  detecting  eflSciency.  of  a  tube  is  therefore, 

dHg 


Ah^AE.^;^=^=r- 


dh    E^  dEc^  dL 


dEg     4     dig  dEg' 
dEg 


(18) 
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It  must  be  remembered  that  E  is  not  the  voltage  impressed  upon  the 
input  circuit  (i.e.^  the  signal  voltage)  but  something  less  due  to  the  drop 
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Fig,  82. — Characteristic  curves  of  two  detector  tubes.  Using  Eq.  (18)  it  is  found  that  to 
change  the  average  plate  ciurent  by  one  microampere  requires  a  signal  voltage  of 
.059  volt  for  tube  A  and  .052  volt  for  tube  B,  Without  grid  condensers  the  tubes 
require  about  three  times  as  much  grid  voltage  for  the  same  change  in  plate  current. 

in  the  grid  condenser.    The  solution  in  Eq.  (18)  supposes  the  signal  has 
persisted  long  enough  for  the  steady  state  to  be  reached ;  if  a  damped  sine 
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wave  is  impressed,  the  detection  eflSciency  will  depend  upon  the  decre- 
ment, size  of  grid  condenser,  etc.,  as  analyzed  on  p.  461.    The  solution 

JO  J 

obtained  in  (18)  also  neglects  the  difference  in  value  of  -77t|  at   the  twr» 
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Fio.  83. — Even  with  very  low  plate  voltage  and  filarrojit  current  some  tubes  detect 
very  well;  witli  half  normal  filament  current  and  a  plat«  potential  cf  only  1  or 
2  volts  this  oxide  coated  tab«  requires  only  about  .3  volt  signal  to  give  one  micro- 
ampere change  in  plate  current. 

In  Fig.  82  are  shown  the  pjid  and  plate  currents  of  two  detecting  tubes 
such  as  were  used  by  the  Signal  Corps.  If  no  grid  condenser  were  used 
with  these  tubes  we  find  (usuig  Eq.  (12))  tliat  to  produce  an  increase 
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of  1  microampere  in  the  average  value  of  the  plate  current  requires  an 
alternating  voltage  of  0.15  volt  on  the  grid  for  tube  A  and  0.19  volt  for 
-tube  B,  These  values  were  cafculated  on  the  assumption  that  the  nor- 
xnal  grid  potential  is  zero,  which  means  that  the  input  circuit  is  connected 
"to  the  negative  end  of  the  filament. 

If  the  grid  condenser  were  used  with  these  tubes,  having  leak  resist- 
ances of  1  megohm,  these  leaks  l)eing  connected  to  the  positive  end  of 
the  filaments,  the  normal  grid  potentials  would  be  as  indicated  by  the 
large  circles  on  the  Ig—  Eg  curves  of  Fig.  82.     L  sing  Eq.  (18)  we  find  that, 
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Fig.  84. — With  low  plate  voltages  it  makes  a  great  deal  of  difference  whether  the  grid 
is  connected  to  the  positive  or  negative  end  of  the  filament;  plate  current  indicated 
by  circles  and  grid  current  by  crosses. 
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to  produce  a  decrease  in  the*  plate  current  of  1  microampere  for  tube 
A  requires  an  alternating  voltiigo  on  the  grid  of  0.059  volt  and  for 
tube  B  it  requires  0.052  volt.  Both  of  those  tubes  would  therefore  be 
much  better  detectors  with  grid  condensers  than  without  them,  and  such 
was  found  true  experimentally. 

An  oxide-coated  filament  tube  designed  for  1.1  ampere  in  the  filament 
and  20  volts  on  the  plate  served  quite  well  as  a  detector  with  only  0.6 
ampere  filament  current  and  1  to  3  volts  on  the  plate.  With  the  posi- 
tive end  of  the  filament  forming  the  common  connection  (instead  of  nega- 
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tive  end)  curves  of  Ig  and  Ip  were  obtained  as  in  Fig.  83.  With  no  ^j\  I 
condenser  and  £=2.6  volts,  the  detecting  action  was  much  better  thsa 
might  be  expected  with  filament  current  and  plate  voltage  so  far  away 
from  their  rated  values.  By  Eq.  (12)  for  curves  A  an  input  voltage  of 
0.28  is  required  to  give  a  charge  of  1  microampere  in  the  average  valoe 
of  the  plate  current  and  for  curves  B  a  voltage  of  0.34  was  required. 

In  Fig.  84  is  shown  the  great  di£Ference  in  the  form  and  magnitude 
of  Ig  and  Ip  when  the  junction  of  grid-filament  circuit  is  changed  from  ihe 
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Fig.  85. — Peculiar  characteristics   of  an  old  Deforest  audion  detector;   such  a  tube 
detects  in  very  erratic  fashion,  probably  due  to  the  considerable  amount  of  gas  left 
in  the  tube. 


negative  end  of  the  filament  to  the  positive  end;  the  diflFerence  is  very 
much  exaggerated  here  because  of  the  low  value  of  the  voltage  of  the 
battery  in  the  plate  circuit. 

In  Fig.  85  are  shown  the  characteristics  of  an  old  Deforest  detecting 
bulb,  the  filament  being  at  the  rated  value  for  this  type  of  bulb.  It  will 
be  readily  appreciated  that  such  a  tube  would  act  peculiarly  as  diflferent 
adjustments  were  made.  Thus  with  a  plate  voltage  between  30  and 
50  the  tube  would  not  detect,  with  or  without  grid  condenser.     With 
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20  volts  in  the  plate  the  tube  gave  very  good  detection  with  or  without 
S^d  condenser;  with  t«n  volta  on  the  plate  the  tube  gave  fair  detection 
'^th  grid  condenser  and  none  at  all  without  grid  condenser. 

Effect  of  Frequency  aad  Decrement  of  Signal. — The  previous  analyses 
Itave  not  taken  into  account  the  amount  of  electricity  available  for  charg- 
ing condenser  C;  only  relative  reactances,  etc.,  have  been  considered. 
But  it  is  evident  that  if  the  condenser  is  to  be  chai^d  the  grid  current 
must  supply  the  electrons  required,  and  it  maybe  that  the  current  is  not 
sufficiently  large  to  do  this,  in  the  short  time  the  signal  is  impressed. 

Sup[>o8e  the  signal  voltage  has  the  form  shown  in  F^.  86;  it  reaches 
its  maximum  in  three  cy- 
cles  and  then  rapidly  de- 
crciises.  If  possible  the 
erid  condenser  C  should  be 
charged  up  to  a  potential 
fixed     by    the     maximum 

value  of  this  signal.  To  p,a.  8e._i„  amdyeing  the  effect  of  the  decrement  of 
make  the  problem  amiple  t^e  sigaal  on  the  detecting  action  we  anume  the 
we  will  suppose  the  ampli*  firet  three  cycles  of  a  wave-train  have  the  same 
tude  of  the  voltage  to  have  amplitude,  the  maximum  value  of  the  signal  voltage, 
its  maximum  value  during 

the  first  three  cycles  and  examine  the  possibility  of  the  condenser  C 
having  reached  the  value  of  potential  fixed  by  Eq.  (16). 

If  the  condeiKer  is  to  have  its  potential  changed  by  AE^  the  required 
quantity  of  electricity  is  (AEgXC).    The  current  available  for  chai^ng 

-  A^ll 

'  dE,"^ 

available  a  quantity  of  electricity  q  =  -   .  ■  jtri-    Now  if  -u  is  negligible 


compared 

re  get  from  Eq.  (16) 

iE,. 

E'  d'r, 
■  4  diV 

,dE, 

'  di; 

So,  as  ?  = 

as,  we 

may  put 

„  P  <PI, 
''TdE? 

,  dE,    3TE'  iFI, 
'  dl,-    i     dE,' 

from  which  we  conclude  that  the  largest  condenser  which  can  be  used,  and 
still  be  fully  charged,  is  fixed  by  the  relation  C  =  3T  -r^. 

If  -jTr  =  5X10-*  (which  is  about  the  value  obtained  from  Fig.  78,  when 
E^is  -0.6  volt)  and  Tis2X10-8  (which  is  the  period  of  a  600-meter  wave), 
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the  TTiaximum  value  of  capacity  should  be  10X10-'*  farads.  But  euch  a 
low  value  for  C  would  result  in  a  very  small  fraction  of  the  signal  voltage 
being  inipressed  on  the  grid,  so  that  a  much  larger  condenser  must  be  used 

and  the  value  of  -j—  nr.uet  be  made  larger. 

By  using  a  lower  value  for  the  leak  resistance,  R,  the  normal  grid 
potential  Eg^  may  be  made  higher,  which  will  result  in  a  higher  value  of 

~;  in  Fig.TSwhenEo^-O,  ^  =  15XlO-«.  If  the  decrement  of  the  sig- 
nal is  low,  we  may  allow  more  than  three  cycles  for  the  condenser  to  charge 
without  greatly  decreasing  AE„  because  the  amphtude  of  signal  voltage 
will  still  be  nearly  its  maximum  value. 


FlO.  88. — By  incieafling  the  value  of  the  grid  leak  the  form  of  the  plat«  current  curve 
may  be  changed;  in  this  film  all  conditione  were  the  same  as  those  of  Fig.  87  except 
the  value  of  the  grid  leak  resistance  had  been  approximately  trebled. 

From  the  foregoing  discussion  it  is  evident  that  the  predetermination 
of  the  best  value  for  C  is  somewhat  involved;  moreover  it  will  be  found 
experimentally  that  C  may  be  varied  over  a  wide  range  without  appreci- 
ably changing  the  efficiency  of  the  tube  as  a  detector,  probably  due  to 
compensation  among  the  different  effects  just  mentioned.  A  large  C 
will  not  chai^  completely,  e.g.,  but  it  will  permit  a  greater  fraction  erf 
the  input  voltage  to  act  on  the  grid  than  would  a  smaller  one  which  would 
charge  more  completely. 

The  action  of  the  tube  as  detector  with  grid  condenser  is  well  shown 
in  Fig.  87,  a  film  taken  by  the  author  in  1914.  In  the  upper  part  of  the 
figure  is  shown  the  input  voltage;  the  second  curve  shows  the  plate  cmv 
rent,  having  pulsations  of  the  same  frequency  as  the  signal  voltage,  but 
having  also  a  large  average  decrease  due  to  the  grid  condenser  becomii^ 
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charged;  the  "  telephones  "  (in  this  case  a  coil  of  high  inductance) 
shunted  by  a  large  capacity  so  that  the  "  high-frequency  "  fluctuaiicHa 
in  plate  current  did  not  pass  through  them,  but  the  low^requency  chani^e 
m  plate  current  did  pass  through  them,  givmg  a  current  of  the  form 
shown. 

By  increasing  the  value  of  the  leak  resistance  about  three  times  the 
time  required  for  the  grid  condenser  to  discharge  was  increased  and  so 
the  plate  current  was  held  at  its  lowered  value  for  a  longer  interval  ot 
time;  the  currents  then  had  the  forms  shown  in  Fig.  88. 


(«) 


Voftage  impressed  on  grid 


Zero 


]?r5®i[r*^j?**^y*L 


(b) 


Zero 


Free  firrid  potentl&l  (c) 


Fig.  89. — ^This  diagram  shows  in  (6)  a  correct  representation  of  the  grid  potential 
signal    (a)  is  impressed  and  in   (c)  an  incorrect  representation.     The 
potential  of  the  grid  will  not  be  further  depressed  imless  during  the  previous  C3rcle 
the  grid  is  forced  to  a  potential  higher  than  its  '^free"  potential 


It  is  to  be  noted  that  the  mean  potential  of  the  grid  can  be  no  longer 
depressed  when  the  fluctuations  in  grid  potential  due  to  the  signal  do 
not  carry  it  to  a  potential  more  positive  than  its  free  potential.  Unless 
its  potential  exceeds  the  free  potential  it  will  not  attract  any  excess  elec- 
trons (i.e.,  more  than  it  attracts  when  no  signal  is  coming  in)  and  henoe 
cannot  depress  the  average  potential  of  the  grid.  In  this  respect  many 
writers  have  shown  the  action  of  the  three-electrode  tube  incorrectly; 
in  Fig.  89  curve  (a)  shows  the  voltage  impressed  on  the  grid  due  to  the 
signal  and  in  (6)  is  shown  correctly  the  resulting  grid  potential,  the  aver- 
age potential  being  shown  by  the  dotted  line.    After  the  third  cycle  the 
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signal  voltage  is  not  of  sii£Scient  magnitude  to  carry  the  grid  potential 
iiigher  than  its  free  value;  after  this  time,  therefore,  the  average  grid 
potential  must  rise  due  to  the  accmnulated  charge  escaping  through  the 
lea.k  resiistance. 

In  curve  (c)  is  shown  the  grid  potential  as  frequently  given  in  texts; 
ttie  average  potential  is  shown  as  decreasing  further  even  when,  during 
fixe  previous  cycle,  the  grid  potential  did  not  rise  as  high  as  its  "  free  " 
value;  this  illustration  is  incorrect. 

The  term  "  accumulative  amplification ''  has  been  used  in  describing 
"tbe  action  of  a  tube  with  grid  condenser,  but  it  is  to  be  noticed  that  there 
is  no  true  amplification;  the  grid  potential  is  in  no  case  depressed  by 
aji  amoimt  in  excess  of  the  amplitude  of  the  signal  e.m.f,^  as  it  is  when  real 
amplification  is  used. 

Measurement  of  Detecting  Efficiency  of  a  Three-electrode  Tube. — 
It  is  possible  to  experimentally  determine  the  detection  coefficient  of  a 
tube  by  such  a  scheme  as  that  originated  by  Van  der  Bijl;^  in  his  treat- 
ment it  is  shown  that  the  strength  of  signal  given  by  the  telephone  varies 
as  the  fo\ui.h  power  of  the  voltage  impressed  on  the  grid.  This  foDows 
at  once  also  from  Eq.  (12),  page  450,  in  which  it  is  shown  that  the  incre- 
ment of  plate  current  varies  with  the  square  of  the  voltage  impressed 
on  the  grid;  as  the  amoxmt  of  noise  given  oflf  from  the  telephone  varies 
with  the  square  of  the  current  through  it,  it  is  evident  that  the  noise 
varies  with  the  fourth  power  of  the  grid  voltage. 

Using  a  receiver  which  required  3X10~^2  watts  input  to  produce  the 
"  least  audible  signal "  Van  der  Bijl  found  that  the  ordinary  detector 
tube  (without  a  condenser  in  series  with  the  grid,  depending  only  on 
shape  of  plate  current  curve  for  rectification)  required  a  signal  voltage 
of  0.025.  Unless  some  very  radical  change  is  made  in  either  telephone 
receiver  or  detecting  tube,  it  may  be  assimied  that,  for  a  readable  signal, 
it  is  necessary  to  impress  on  the  grid  of  a  detector  a  voltage  (high  frequency) 
of  between  .01  volt  and  .05  volt. 

Requirements  for  a  Good  Detecting  Tube. — Besides  the  necessary 
mechanical  featm*es  of  ruggedness,  ease  of  dupUcation,  long  life,  etc., 
there  are  certain  electrical  featiu'es  which  should  be  embodied  in  a  good 
detecting  tube.  The  present  forms  of  detecting  tubes  use  altogether 
too  much  power  in  heating  the  filament,  and  more  voltage  in  the  plate 
than  shoidd  be  required.  The  excessive  power  used  in  the  filament  has 
two  disadvantages;  the  filament  battery  required  is  much  larger  than 
necessary  and  there  is  altogether  too  much  emission  from  the  filament. 
A  power  consumption  in  the  filament  of  less  than  one  watt  is  feasible, 
and  the  emission  should  not  be  more  than  about  100  microamperes,  the 

*  H.  J.  Van  der  Bijl,  "  On  the  Detecting  Efficiency  of  the  Thermionic  Detector," 
Proc.  I.R.E.,  Dec.,  1919. 
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plate  voltage  being  ten  or  less.  Such  a  tube  would  probably  have  an 
alternating-current  resistance  in  the  plate  circuit  of  perhaps  10^  ohms,  ao 
the  telephones  could  not  be  efficiently  introduced  directly  in  the  plate 
circuit;  a  step-down  transformer  or  another  low  impedance  tube  wouM 
be  required  to  supply  the  telephones. 

The  advantages  of  using  a  tube  with  comparatively  low  emission  bom 
the  filament  come  from  its  limitation  on  the  strength  of  disturbanoes 
which  may  occur.  Atmospheric  disturbances  constitute  the  present  limit- 
ing condition  of  radio;  irregular  cracks  and  hisses  are  produced  in  the 
phones,  perhaps  hundreds  of  times  louder  than  the  signal  and  so  make 
the  signal  unreadable.     If  these  distiurbances  can  be  limited  in  strength. 


Grid  poteatial  Grid  poteDtial 

Fig.  90. — ^A  detector  tube  having  the  characteristic  shown  in  (6)  is  preferable  to  the  one 
shown  in  (a)  because  of  the  lesser  effect  of  static  interference  in  one  than  in  the 
other. 


SO  that  they  are  not  more  than  five  or  ten  times  the  signal  strength,  a 
good  operator  will  read  right  through  them;  with  the  present  tiibes  these 
disturbances  may  be  thousands  of  times  as  strong  as  the  signal.  Graph 
(a)  of  Fig.  90  illustrates  the  present  detector  tube;  normal  plate  current 
may  be  500-1000  microamperes  and  the  total  emission  may  be  5000 
microamperes.  A  strong  signal  (such  as  an  atmospheric  pulse)  may 
decrease  the  plate  current  to  zero  or  increase  it  to  5000  microamperes, 
whereas  the  signal  is  probably  not  changing  it  by  more  than  one  or  two 
microamperes.  The  effect  of  strong  disturbing  noises  such  as  static  is 
to  deafen  the  operator's  ear  for  the  weaker  signal. 

If  the  tube  used  for  detector  has  the  characteristic  shown  in  grafdi 
h  of  Fig.  90,  the  effect  of  stronger  pulses  of  e.m.f.  impressed  on  the  grkl 
is  much  less;  the  saturation  cmrrent  of  the  tube  does  not  permit  a  large 
increase  of  plate  ciurent,  no  matter  how  high  a  positive  potential  may 
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be  impressed  on  the  grid  and  the  reduction  of  the  plate  current  to  zero 
by  fit  n^ative  potential  in  the  grid  cannot  produce  as  great  a  disturbing 
noise  as  for  the  other  tube,  because  the  normal  plate  current  for  tube 
(fe)  is  only  1/20 'as  much  as  it  is  for  tube  (a). 

A  tube  having  the  characteristic  shown  in  (6)  would  probably  not 
be  as  efficient  a  detector  as  tube  (a),  but  this  defect  woidd  be  remedied 
by  a  suitable  amplification.  Another  advantage  of  tube  (6)  would  be 
its  comparatively  smaU  internal  capacity,  because  its  parts  could  be  much 
smaller  than  the  present  detecting  tube;  the  featul^  above  would  make 
tbe  smaller  tube  preferable,  because  the  capacity  of  the  input  circuit 
of  a  tube  is  a  serious  factor  in  the  design  of  amplifiers,  especiaUy  those 
used  for  amplifying  high-frequency  currents. 

The  Three-electrode  Tube  as  a  Source  of  Attemating  Current  Gen- 
eral Field  of  Application. — A  three-electrode  tube,  if  connected  to  a  cir- 
cuit having  a  natural  period  of  oscillation,  will,  if  certain  conditions  are 
satisfied,  generate  alternating-current 
power  of  the  frequency  fixed  by  the  L 
and  C  of  the  circuio  to  which  it  is  con- 
nected. The  action  is  nearly  analogous 
to  that  of  a  violin  bow;  although  the 
force  and  velocity  of  the  bow  are  essen- 
tially constant  the  peculiar  friction 
between  the  bow  and  string  enables 
the  string  to  absorb  more  power  from 
the  bow  when  string  and  bow  are  mov-  ^ 
ing  in  the  same  direction  than  is  given 
back  to  the  bow  by  the  string  when  the 
motions  of  bow  and  string  are  in  oppo- 
site direction.     If  the   frictional   force 
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Velocity 


violin  string  and  bow,  as  a  function 
of  their  relative  velocities,  the  great- 
er the  difference  in  their  velocities 
the  less  is  the  frictional  force  be- 
tween them.  Putting  resin  on  the 
bow  changes  curve  a  to  curve  b. 


between  string   and  bow  is  plotted  as  ^Q-  ^1- — Frictional  force  between  a 

a  fimction   of  the  relative  velocity  of 

the  two,  the  graph  will  have  the  form 

given  in  Fig.  91;  curve  (a)  is  for  the 

bow  without  resin  and  curve  (6)  shows 

the  change  in  this  friction  after  resin 

has  been  put  on  the  bow. 

The  muscles  of  the  arm  actuating  the  bow  constitute  a  source  of  con- 
tinuous power;  it  is  obviously  impossible  for  an  arm  muscle  to  supply 
(directly)  power  to  a  string  vibrating  1000  times  a  second.  The  arm 
supplies  energy  to  the  bow  at  an  essentially  constant  rate,  the  reactions 
between  the  bow  and  string  serve  to  utilize  this  power  to  maintain  the 
string  in  a  state  of  rapid  vibration. 

The  system  which  drives  the  balance  wheel  of  a  watch  is  also  some- 
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what  analogous;  the  mainspring  furnishes  power  by  a  continuous  fon*, 
but  the  escapement  system  serves  to  feed  energy  into  the  moving  balance 
wheel  in  such  a  way  as  to  maintain  it  in  a  state  of  oscillation,  the  period 
being  fixed  by  the  mass  of  the  wheel  and  stiffness  of  the  hairspring. 

It  is  to  be  noted  that  neither  the  balance  wheel  nor  violin  string  wiD 
vibrate  if  the  damping  of  the  oscillating  member  is  too  high;  if  too  much 
friction  occurs  in  the  bearings  of  the  balance  wheel  the  watch  will  stop. 
The  same  effect  exists  in  the  oscillating  tube  circuits  to  be  described  later. 

The  eflSciency  of  the  three-electrode  tube  as  a  generator  of  aHernating 
current  power  is  normally  rather  low;  in  small  tubes  such  as  iised  for  aero- 
plane telephony  the  circuits  are  generally  arranged  to  give  an  efficiency  ^ 
of  about  26  per  cent,  and  in  the  larger  tubes  to  get  an  output  of  150  watts 
requires  an  input  of  about  300  watts.  In  a  later  section  of  this  Chapter 
the  efficiency  of  a  tube  is  discussed  and  analyzed  in  detail.  In  spite  of 
its  rather  low  efficiency  it  will  probably  be  always  used  when  a  small 
amoimt  of  power  is  desired  at  a  frequency  of  100  kilocycles  or  more, 
because  there  is  no  other  simple  method  of  generating  power  at  these 
frequencies.  The  Poulsen  arc  is  at  present  a  better  method  of  generating 
high-frequency  power  when  many  kilowatts  of  power  are  required  and  the 
frequency  is  not  too  high,  say  not  over  400  kilocycles.  For  frequencies 
greater  than  this  the  vacuum  tube  has  no  competitor  as  a  generator,  and 
for  small  amoimts  of  power  the  frequency  of  which  is  preferably  variable, 
the  vacuum  tube  is  probably  better  than  any  other  device,  no  matter 
what  this  frequency  may  be. 

There  are  two  general  fields  in  which  the  oscillating  vacuxun  tube 
is  used  in  radio,  as  a  source  of  high-frequency  power  for  a  continuous- 
wave  transmitting  station,  and  as  a  necessary  part  of  any  station  receiving 
continuous-wave  signals,  by  means  of  the  heterodyne  or  "  beat "  method. 

It  has  been  used  as  a  source  of  power  for  transmitting  up  to  several 
kilowatts  of  high-frequency  output,  but  its  appUcation  in  such  instal- 
lations at  present  is  of  doubtful  utility;  unless  the  frequency  desired  is 
above  the  possible  limits  of  a  high-frequency  alternator,  it  seems  Hiat 
a  machine  is  preferable  because  of  the  high  expenses  for  tubes  and  their 
short  life  compared  to  that  of  a  machine.  It  seems  quite  likely,  however, 
that  new  developments  in  high-power  vacuiun  tubes  will  soon  make 
them  superior  to  any  other  type  of  high-frequency  apparatus. 

When  used  as  part  of  a  continuous-wave  receiving  set  the  oscillating 
tube  is  required  to  generate  but  a  very  small  fraction  of  a  watt  and  the 
smallest  type  of  detecting  tube  will  suffice. 

For  general  laboratory  use  the  small  oscillating  vacuum  tube  should 

*  In  speaking  of  the  efficiency  of  an  electron  tube  the  "input"  does  not  ordinarily 
include  the  power  necessary  for  heating  the  filament;  it  is  the  power  supplied  in  the 
plate  circuit  only. 
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prove  of  great  service,  as  a  source  of  a  few  watts  of  alternating-current 
power  for  bridge  measurements  of  frequency  adjustable  to  any  degree 
desired;  as  a  source  of  complex  alternating-current  forms,  from  which 
exact  octaves  are  obtainable;  in  combination  with  a  suitable  sound 
generator,  such  as  piezo  electric  crystal  or  imtimed  telephone  receiver, 
it  is  invaluable  in  a  laboratory  for  measurements  on  sotmd. 

Elementary  Analysis  of  the  Operation  of  a  Three-electrode  Tube 
or  Generator  of  Alternating-current  Power. — The  three-electrode  tube 
may  be  used  as  a  self-exciting  device  or  the  power  required  to  excite  its 
grid  circuit  may  come  from  some  other  source.  This  scheme  is  often 
used  when  it  is  desired  to  get  maxirnxmi  possible  power  from  several 
tubes,  operating  in  parallel.  Their  input  circuits  (grid-filament)  are  all 
connected  in  parallel  and  excited  from  some  other,  self-exciting,  vacuum- 
tube  circuit,  the  power  capacity  of  which  may  be  small  compared  to  that 
of  the  tubes  excited. 

The  operation  of  the  separately  excited  tube  is  extremely  simple;  if 
an  alternating  voltage  is  appUed  on  the  input  circuit,  the  plate  current, 
which  is  fixed  by  Eq.  (5), 
must  rise  and  fall  as  this  grid  o- 
potential  alternately  increas- 
es and  decreases.  The  sim- 
plest circuit  to  be  considered 
for  using  the  alternating- 
current  power  generated  m 
the  plate  circuit  is  that 
shown  in  Fig.  92;  a  choke 
coil  L  is  put  in  series  with 
the  machine  ilf ,  furnishing 
the  plate  circuit  voltage,  the 
valiie  of  L  being  large  enough 

so  that  its  reactence  is  large  ^^  92.-Circuit  diagram  of  a  tube  to  be  used  for 
compared  to  the  alternating  generating  alternating-current  power;  the  output 
current  resistance  Rf  of  the       circuit  indicated  in  dotted  lines  is  shunted  around 

plate-filament  circuit.  Shunt-  the  choke  coil  L. 
ing  this  choke  coil  is  the  out- 
put circuit  or  load  circuit  of  the  tube;  it  consists  of  a  condenser  C,  having 
a  reactance,  the  magnitude  of  which  is  small  compared  to  Rp^  in  series 
with  a  resistance  R  of  about  the  same  value  as  Rp,  A  condenser  Ci 
shimts  the  machine  M  to  make  the  reactance  of  this  part  of  the  circuit 
ne^igible  compared  to  R, 

With  the  conditions  named  Qarge  L,  C,  and  Ci),  the  external  impe- 
dance of  the  plate  circuit  will  consist  of  R  only.  As  the  voltage  of  the  grid 
goes  alternately  positive  and  negative  the  plate  current  will  fluctuate 
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about  its  normal  value,  hpy  and  the  plate  voltage  will  also  Qodxtsi/t 
about  its  normal  value,  Eop-  The  actual  plate  current  may  be  cocsidcn^l 
as  made  up  of  the  constant  value  hp  which  flows  through  L,  and  doe 
not  appreciably  vary  as  Eg  ia  varied,  and  an  alternating  compoDent  /> 
which  flows  in  the  plate  circuit  by  the  path  C,  fi,  Ci.  The  plate  vohsp 
similarly  will  be  considered  as  made  up  of  a  constant  term  Eop  on  whidi 
is  superimposed  the  alternating  voltage  \Bp;  at  any  instant  the  actua: 
plate  voltage  will   be  equal  to  Eb—ipR,  where  ip  is  the   instantaneous 


Fio.  93. — Theoretical  curves  of  voltages  and  currents  in  a  tube;   actually  the  plite 

voltage  does  not  go  through  such  wide  variations. 


value  of  Ip.  As  the  magnitude  of  Eg  is  increased  the  maximum  value 
of  Ip  increases  until  it  is  practically  equal  to  hp.  Under  this  conditioD. 
the  actual  current  through  the  plate  will  fluctuate  between  2  1 99  and  jwo 
and  the  value  of  plate  voltage  will  fluctuate  between  2Eb  and  zero  if 
R  is  chosen  of  proper  value.  (Actually  this  amount  of  current  and  volt- 
age fluctuation  is  not  reached;  the  values  named  are  Umiting  values.' 
The  characteristic  curves  are  shown  in  Fig.  93. 

If  the  excitation  is  still  further  increased  and  the  circuit  L,  C,  R,  i? 
properly  adjusted,  the  forms  of  Ep  and  Ip  may  be  made  to  differ  very 
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materially  from  the  sinusoidal  forms  here  shown.    It  is,  however,  dif-  . 

ficult  to  write  the  theory  of  the  various  circuits  for  any  but  sinusoidal 
functions,  and  we  shall  assume  that  Ip  and  Ep  are  such,  unless  specific 
mention  is  made  to  the  contrary.  We  shall  call  the  oscillations  normal 
w^hen  Ip  is  sinusoidal  or  approximately  so,  that  is  for  (/p)nutt=or</pp. 

Ou^ut,  Efficiency  and  Internal  Losses,  for  Normal  Oscillation. — 
The  efifect  of  the  load  resistance  R  on  the  output  of  a  tube  could  be  pre- 
dicted by  noticing  that  the  alternating  current  Ip  really  flows  through 
R  and  the  tube  resistance,  Rp,  in  series;  as  R  is  decreased  Ip  increases, 
just  as  the  load  current  from  any  alternator  increases  when  the  resistance 
of  its  load  circuit  is  decreased.  The  voltage  Eg  impressed  on  the  grid 
circuit  generates  in  the  plate  circuit  an  alternating  current  through  Rp 
and  R  in  series. 

If  sufficient  excitation  is  supplied  to  the  grid  circuit  to  force  the  actual 
plate  current  to  vary  between  zero  and  2/op,  the  maximum  value  of  the 
alternating  current,  Imy  though  R  and  Rp  (in  series)  is  lop.  The  alternating 
current  power  delivered  to  the  external  circuit  is 

Emo  being  the  maximum  value  of  the  voltage  impressed  on  the  grid. 
If  now  R  =  Rp,  we  have, 

^-'—ii- •"  •  (20) 

The  generated  voltage,  noEgj  is  used  up  in  overcoming  the  two  drops 
IpRp  and  IpRy  so  we  have. 

ImpRp+ImpR  =/ioEmg, 

and  if  Rp  =  R, 

2ImpR=fM)Efnj. 

But  the  maximum  possible  value  of  the  drop  across  fi  is  Eop;  we  there- 
fore have  tiQEmg=2Eop.    Hence  from  Eq.  (20),  we  get, 

P   ^^^op  _Eop      Eop.  J    p.     Eop  J    „     Eoplpp  .^-. 

"•      8jB   ■'2ie      2/2^  "•^^^"2fl^^""~2~"*     *     '     ^^^^ 

But  the  input  to  the  plate  circuit  is  Eoplop,  the  value  of  which  we  assume, 
is  independent  of  the  magnitude  of  the  external  resistance  R,  It  there- 
fore follows  that  a  separately  excited  tube  having  simtsoidal  variations  in 
the  plate  current  has  a  maximum  efficiency  of  60  per  cent,  and  thai  this  occurs 
for  the  same  condition  as  gives  maximum  output,  i.e.,  R  =  Rp. 

This  theoretical  limit  of  efficiency  is  never  reached,  because  the  plate 
current  cannot  be  made  to  execute  harmonic  changes  and  still  be  forced 
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to  zero  value.  The  reason  for  this  is  the  variation  in  ^o  when  the  plale 
voltage  becomes  very  small  and  the  grid  voltage  large  (in  positive  value) ; 
neither  does  /aq  hold  constant  when  the  plate  voltage  is  very  high  and  with 
a  high  negative  potential  on  the  grid. 

Of  course  the  efficiency  factor  of  50  per  cent  neglects  the  losses  in  the 
grid,  or  exciting  circuit,  which  really  should  be  charged  up  to  the  tube, 
and  also  the  power  required  to  heat  the  filament.  These  two  factocs 
very  materially  reduce  the  possible  eflficiency  of  the  tube  as  a  generator. 

As  mentioned  above,  this  limiting  figure  of  50  per  cent  for  efficiency 
holds  only  for  sinusoidal  plate  current;  it  is  possible  to  so  operate  the  tube 
that  the  plate  current  is  much  distorted  and  at  the  same  time  the  eflB- 
ciency  is  increased  to  perhaps  85  per  cent  or  more.  This  case  will  be  takes 
up  later  in  this  chapter. 

A  large-power  tube  was  connected  as  indicated  in  Fig.  92  and  the 
effect  of  variation  in  R  was  noted.  The  grid  excitation  E^  was  kept 
sufficiently  low  so  that  the  tube  was  not  being  worked  near  its  limTtrng 
output  for  any  value  of  R  used. 

The  results  are  given  in  Fig.  94,  and  serve  well  to  show  how  the  power 
output  varies  with  the  resistance  of  the  load  circuit;  the  ma^^tude  of 
the  alternating  current  generated  by  the  tube  is  also  shown  on  the 
curve  sheet.  It  is  apparent  that  this  tube  should  be  used  ^ith 
a  load  circuit  resistance  close  to  1000  ohms  if  maximum  power  is  to  be 
obtained. 

The  effect  of  continued  operation  on  the  characteristics  of  the  tube 
is  shown  by  the  dotted  cm^e;  it  shows  the  output  (for  exactly  the  same 
conditions  as  were  used  for  the  solid  cm^e)  after  the  tube  had  been  oper- 
ating for  twenty  minutes.  The  temperature  of  the  filament  depends  not 
only  on  the  filament  current,  but  also  on  the  temperature  of  the  plates; 
the  hotter  the  plates  the  higher  will  be  the  filament  temperature  for  a 
given  filament  current,  and  of  course  the  more  will  be  the  emission  of 
electrons. 

For  the  lower  values  of  R  Qess  than  500  ohms)  it  will  be  noticed  that 
the  alternating  current  exceeds  0.707  of  the  current  supplied  by  the  machine 
in  the  plate  circuit;  with  sinusoidal  current  in  the  load  circuit  this  coit- 
dition  could  not  occur;  it  must  therefore  be  that  the  current  in  the  load 
circuit  was  distorted  in  form  when  the  lower  values  of  load  circuit  resist- 
ance were  used. 

The  curves  do  not  show  faithfully  the  characteristics  of  the  tube  as 
a  generator  for  the  higher  values  of  the  load  circuit  resistance  because 
the  choke  coil  used  in  the  plate  current  circuit  had  an  impedance  of  only 
8000  ohms,  so  that  the  supply  current  was  far  from  constant  for  the  hi|^ier 
values  of  R.  This  supply  circuit  acted  as  a  partial  short  circuit  for  the 
load  circuit,  more  so  as  iZ  incre^ised  in  value. 
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Heating  of  ttie  Plates  of  a  Tube. — The  safe  limit  of  operation  of  a 
pwDwer  tube  is  fixed  by  the  allowable  heating  of  the  plates;  with  no  oscil- 
lations taking  place  (no  excitation  of  input  circuit)  the  total  power  delivered 
by  the  plate  circuit  battery  or  generator  must  be  used  in  heating  the 
plate,  the  resistance  of  the  choke  coil  L  (Fig.  92)  being  negligible.  When 
the  tube  is  oscillating  to  the  extent  indicated  by  the  curves  of  Fig.  93,' 
one-half  the  input  Eblop  is  delivered  to  the  output  circuit  /E,  hence  ordy 
one-half  of  Eblop  is  used  in  heating  the  plates,  whereas  if  the  excitation  is 
removed  the  heating  of  the  plates  is  given  by  Eblop*    If,  therefore,  a  tube  is 


8000 
Besistanoe  of  load  oircult 


aooo 


4000 


Fig.  94. — ^Variation  in  output  of  a  power  tube  as  the  resistance  in  the  load  circuit  is 
varied  grid  excitation  remaining  constant;  circuit  connected  as  shown  in  Fig.  92. 

rated  as  250  watts  on  the  plate,  the  product  Ebhp  must  not  exceed  250 
when  the  tube  is  not  oscillating,  but  if  the  tube  is  generating  alternating- 
current  power,  and  conditions  are  adjusted  for  maximiun  output  (sinu- 
soidal variations  of  Ip  assiuned)  the  input,  Ebhp,  may  be  safely  increased 
to  practically  double  the  rating,  or  600  watts. 

Another  way  of  obtaining  the  amoimt  of  power  used  on  the  plate  is 
to  write  the  expression  for  E'pVp  from  Fig.  92  (where  E'p  and  Fp  are 
the  voltage  between  plate  and  filament,  and  current  through  tube,  respect- 
ively) and  find  its  average  value.     It  is 

1   C^ 
Power  expended  on  dates  =^  I    E'pFpdt,    Now  as  Ep  and  Ip  are  180° 

out  of  phase  (high-plate  voltage  occurring  at  the  same  instant  as  low-plate 
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» 

current  occurs),  we  have  for  the  power  used  on  the  plates  (where  E'^aai 
Vp  are  fluctuating  as  much  as  shown  in  Fig.  93), 

Power      ^ji  I     {Et+Eb  sin  pt){Iop+Iap  sin  {pi+T))(U 
^EJop-ji  C(EJop  sin2  pt)dt 

^EJop-^Ci^-^^^)^^  (21) 

If  the  circuit  is  not  adjusted  to  give  maximum  output  the  proporticm  of 
the  input  power  which  is  used  in  heating  the  plates  is  increased,  so  the 
input  power  must  be  reduced  if  safe  rating  of  the  plates  is  not  to  be 
exceeded.  The  input  can  in  general  be  cut  down  by  decreasing  either 
the  filament  ciu-rent  or  plate  voltage,  or  by  introducing  a  suitable  battery 
or  other  device  into  the  grid  circuit  so  as  to  lower  its  normal  potential 

Phase  Relations  of  Voltages  and  Current  in  a  Vacuum-tube  Gener- 
aton — ^We  have  previously  mentioned  the  fact  that  there  is  no  appreci- 
able lag  or  lead  of  the  electron  ciurent  in  a  vacuum  tube  with  r^ud 
to  the  electric  field  causing  the  current  to  flow;  this  is  true  for  the  highest 
frequencies  ever  generated  by  vacuum-tube  circuits.  As  the  electric  fieW 
is  produced  by  both  the  plate  and  grid  acting  together  we  have  the  funda- 
mental fact  expressed  by  Eq.  (6),  which  holds  for  the  instantaneous 
value  of  the  current  as  well  as  for  the  steady  state.  If  then  c,  designates 
the  instantaneous  value  of  the  alternating  component  of  the  plate  voltage* 
Cgy  the  same  for  the  grid  voltage  and  ip  is  the  instantaneous  value  of  the 
alternating  component  of  the  plate  current  (grid  current  to  be  needed 
in  this  discussion)  we  have, 

ip^A{ep+iiQ^g) (22) 

This  equation  holds  true  only  if  the  value  of  (ep+/ioea)  is  sufficiently 
low  to  produce  sinusoidal  values  of  ip]  imder  this  condition  it  is  evident 
that  the  constant.  A,  is  the  reciprocal  of  the  alternating-current  plate 
circuit  resistance,  which  we  have  previously  called  Rp.  The  value  of  this 
Rp  will  depend  upon  the  constant  values  of  plate  and  grid  potentials, 
Eop  and  Eog,  increasing  with  a  decrease  of  either  of  them. 

If  the  external  impedance  in  the  plate  circuit  is  i2,  as  in  Fig.  92, 
Cp=— tj,i?,  the  minus  sign  arising  from  the  condition  that  plate  current 
greater  than  normal  (/'p>/op,  or  ip  positive)  causes  a  plate  voltage  less 
than  normal  {E'p<Eop  or  Cp  negative).    Using  this  relation  in  Eq.  22  and 

substituting  -^  for  ^,  we  get, 

ipRp^—ipR+HoCg, (23) 


PHASE  RELATIONS  IN  AN  OSCILLATING  TUBE 


475 


from  which  we  get, 


or  in  eflfective  values 


.  Rp+R 

Cg^tp  , 

MO 


Eg^Ip-' 


Rp+R 


MO 


(24) 


In  this  case  the  grid  voltage  and  plate  current  are  exactly  in  phase 
with  one  another  and  the  required  value  of  grid  excitation,  for  a  certain 
magnitude  of  Ip,  is  at  once  calculable  from  Eq.  (24).  The  plate  voltage 
ep  is  equal  to  —ipR  and  so  is  exactly  180®  out  of  phase  with  the  grid,  or 
exciting  voltage.  The  vector  diagram  is  shown  in  Fig.  95;  it  will  be 
noticed  that  mo^^  must  be  greater  than  Ep  by  an  amoimt  equal  to  IpRp. 


^-'^-^p 


FiQ.  95. 


Fia.  96. 


Fig.  95.- 
Fia.  96.- 


-Phase  relations  of  voltages  in  the  tube  circuit  of  Fig.  92,  the  load  circuit 

being  resistive  only. 

-Phase  relations  of  voltages  in  the  tube  circuit  of  Fig.  92,  the  load  circuit 
having  resistance  and  inductive  reactance. 


In  case  an  inductive  reactance  is  used  in  the  plate  circuit,  we  have 
the  relation  ep'='^ip{R+jpL)  and  this  relation  used  in  Eq.  (22)  gives 


or  in  eflfective  values 


(R^+R)+jpL 
^^"^^  MO 


(25) 


The  vector  construction  for  this  case  is  shown  in  Fig.  96;  the  various 

phase  relations  will  evidently  depend  upon  the  ratio  ^  and  upon  the  rela- 

tion  between  Rp  and  R.  In  case  the  reactance-resistance  ratio  of  the 
coil  used  in  the  plate  circuit  is  high  (an  eflScient  coil)  the  voltage  Ep  will 
lag  behind  the  plate  current  Ip  by  practically  90°,  but  the  grid  voltage 
cannot  lead  the  plate  current  by  such  a  large  angle;  even  if  the  resistance 
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of  the  coil  in  the  plate  circuit  is  negligible  the  angle  of  lead  of  Eg  with 

pL 


respect  to  /p  is  fixed  by  the  angle  whose  tangent  is 


Rp' 


In   case   the   reactance   in  the   plate  circuit  is  lai^   and   negative 

(which  would  be  the  case  in 
Fig.  92  if  C  is  decreased  so  that 
its  reactance  is  appreciable)  the 
phase  relations  are  as  shown  in 
Fig.  97;  the  plate  current  now 

leads  the  exciting  voltage  Eg 

and  lags  behind  the  plate  volt- 
age Epf  by  some  ai^e  between 
90°  and  180^ 

The  grid  voltage    required 

to  produce  a  certain  current, 

Fia.  97. — Phase  relations  of  voltages  in  the  Ip,  through   the    condenser  f , 

tube  circuit  of  Fig.  92,  the  load  circuit  hav-  shunting  the  choke  coil  in  the 

ing  resistance  and  capacitive  reactance.  pj^^  ^^^^^^    jg    gj^^^^  ^  ^ 

equation, 


MO 


(26) 


If  there  is  power  used  in  the  circuit  through  which  Ip  flows,  it  must 
be  taken  care  of  by  a  suitable  resistance  in  series  with  C;  B}q.  (26)  must 
then  have  its  resistance  term  increased  by  the  value  of  the  equivalent 
series  resistance. 

In  Figs.  98,  99,  and  100  are  shown  oscillographic  proofs  of  the  f<He- 
going  statements;  the  voltages  and  currents  are  not  pure  sine  wa\*es 
and  so  do  not  obey  exactly  the  relations  just  obtained  on  the  assumption 
that  all  currents  and  voltages  were  sine  waves.  The  distortion  in  /^  is 
explained  by  the  fact  that  Rp  varies  through  the  cycle;  its  average  value 
for  the  conditions  existing  when  the  films  of  Figs.  98,  99,  and  100  were 
obtained  was  about  2500  ohms. 

Effect  of  Phase  Relations  on  the  Possible  Power  Ou^ut  of  a  Ttibe 
Generator. — From  the  foregoing  analysis  it  is  evident  that  a  tube  gene^ 
ator  can  act  on  its  output  circuit  with  a  voltage  Ep,  the  maximum  value 
of  which  is  somewhat  less  than  the  normal  plate  voltage  Eop;  also  that  h 
can  supply  to  the  output  circuit  an  alternating  cturent  Ip,  the  maximum 
value  of  which  is  somewhat  less  than  the  normal  plate  current  /«p.  U 
/  and  E  represent  the  effective  values  of  voltage  and  current  which  the 
tube  furnishes  to  its  output  circuit,  it  is  evident  that  the  maximum  power 
output  will  occur  when  the  load  circuit  is  such  as  to  bring  /  and  E  in  phase 
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and  that  the  output  ia  then  equal  to  EI,  which  is  also  equal  (in  the  limiting 
case  of  nuudmum  output)  to  ^E,fl op. 

Now  if  the  load  circuit  is  Buch  that  E  and  I  are  in  phase,  it  is  evident 
that  its  impeduice  must  be  resistance  only,  furthennore  the  value  of  thia 
resistance  must  be  equal  to  E/I,  which  is  also  the  alternating-current 
resistance  of  the  plate  circuit  of  the  tube.  The  truth  of  this  statement 
was  shown  in  F^.  94. 

For  such  a  circuit  as  that  given  in  Fig.  92,  the  magnitude  of  current 
/p  must  be  directly  proportional  to  E„  as  indicated  by  Eq.  (25).     Due 


Fta.  (^.— OsciUt^ram  of  grid  voltage,  plate  voltage,  and  pbte  current,  comeponding 
to  conditions  of  Fig.  95. 

to  the  Don-sinusoidal  currents  and  voltages,  however,  this  relation  does 
not  hold  good,  except  for  low  values  of  grid  excitation;  the  alternating 
current  does  not  change  as  rapidly  as  indicated  by  Eq.  (25).  In  Fig. 
101  are  shown  curves  of  load  circuit  power  and  current  as  functions  of 
E,,  the  resistance  of  the  load  circuit  having  been  adjusted  equal  to  the 
tube  resistance  at  low  excitation.  The  output  increases  with  the  square 
of  the  grid  voltage  for  very  low  grid  voltages  only  and  for  the  h^her  values 
of  excitation  the  output  is  increasing  at  b,  rate  lower  even  than  the  first 
power  of  the  grid  voltage. 
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There  ia  shown  also  in  Fig.  101  the  value  of  the  current  taken  l^  the 
grid;  aslongasthegrid  was  not  forced  positive  with  respect  to  the  filammt 
the  reading  of  the  continuous  current  ammeter  in  the  grid  circuit  was  teto, 
but  when  the  value  of  dtemating  voltage  impressed  on  the  gird  exceeded 
1 

small  portion  of  the  cycle  and  bo  took  current.    The  variation  of  the  readin; 
of  the  grid  ammeter  is  shown  by  the  curve  marked  I,;  it  was  zero  until 


Pia.  99. — OBcillogram  of  plat«  voltage,  grid  voltage,  and  plate  current,  correspondiw 
to  conditionB  of  Fig.  06. 

Ef  reached  a  value  of  80  volts  (effective)  which  is  approximately  equal 
to  70  per  cent  of  the  voltage,  E„,  and  for  higher  voltages  rose  to  a  value 
of  several  milliamperes.  This  is  the  average  value  of  the  grid  current, 
because  a  continuous  current  ammeter  reads  average  values;  the  giid 
current  flows  for  only  a  email  fraction  of  the  cycle,  so  tha.t  the  actual 
maximum  value  of  /,  is  probably  ten  times  as  large  as  the  value  given 
on  the  cur^'C  sheet.  An  accurate  analysis  of  these  voltages  and  cunents 
will  be  given  in  a  later  section  of  this  chapter. 

General  Analysis  tA  the  Conditions  Necessary  for  SeU-excitatkm.— 
From  the  analysis  given  so  far  it  is  evident  that  if  a  vacuum  tube  is  gnng 
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to  operate  efficiently  as  a  generator  of  alternating  current  power,  it  is 
necessary  to  have  in  the  plate  circuit  a  load  having  a  resistance  equal  to 
that  of  the  tube;  it  is  also  necessary  to  have  such  reactions  occurring 
in  the  circuit  to  which  the  tube  is  connected  that  when  the  plate  current 
imdei^oee  sintisoidal  variations  the  plate  potential  and  grid  potential 
Loth  undergo  siniisoidal  variations  of  potential  in  opposite  phases,  and 
that  the  relative  magnitudes  of  these  two  potential  variations  be  properly 
adjusted  for  the  tube  being  used.    The  fundamental  requirements  of  the 


Fia.  100.— OBciUogram  of  plate  voltage,  grkl  voltage,  and  plate  current  oorreaponding 
to  conditioDS  of  Fig.  97. 

problem  can  be  readily  specified.  In  Fig.  102  are  shown  the  filament, 
plate,  and  grid  terminals  1,  2,  and  3;  the  filament  battery  and  plate  cir- 
cuit battery  (or  machine)  are  omitted,  as  they  do  not  enter  directly  into 
the  determination  of  the  conditions  foraelf-excitation  of  the  tube. 

If  the  normal  plate  voltage  and  plate  current  are  E^  and  /,„  respect- 
ively, we  know  that  the  tul>e  can,  when  operating  properly,  generate  an 
amountofpower  somewhat  less  than  IE„I„:  let  us  call  this  available  power 
P.  If  this  power  is  supplied  to  a  circuit  of  L,  C  and  R,  in  series,  it  will 
produce  a  current  fixed  in  magnitude  by  the  relation  P  =  PR.  This 
current,  /,  will  produce  an  alternating  voltage  between  the  terminals  of 
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L,  the  effective  value  of  which  is  equal  to  /wL,  where  u)  is  nearly  equal 
1 


to 


Vlc 


When  generating  the  amount  of  power  P  the  potential  of  point  2  must 
be  fluctuating  in  voltage  (with  respect  to  the  filament)  by  an  amount 
approximately  equal  to  E^p.  The  potential  of  point  3  must  be  fluctuating, 
with  respect  to  the  filament,  by  an  amoimt  Emg,  such  that  fioEmw  is  about 
equal  to  2Eapt  as  shown  in  Fig.  95. 
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Value  of  E0(effecUve'^ 

Fia.  101. — ^Variation  of  output  current  and  power  as  the  exciting  voltage  on  the  grid  is 
increased;  the  circuit  was  arranged  as  shown  in  Fig.  92.  Variations  of  /*  and  the 
average  grid  current  are  also  shown. 

It  is  then  evident  (referring  to  Fig.  102),  that  if  we  connect  the  filament 
to  point  4  of  the  coil,  we  must  connect  points  2  and  3  to  points  in  the  coil, 
{(m  opposite  sides  of  point  4,  such  as  5  and  6)  such  that  the  maximiun  value 
of  voltage  between  4-6  is  equal  to  E^^  and  the  maximmn  voltage  between 

2 
points  4-6  is  equal  to  — Eop. 

MO 

Tf  the  resistance  drop  in  the  coil  is  negligible  compared  to  the  react- 
ance drop,  we  must  have  (neglecting  the  effect  of  mutual  induction  between 
Iai-5  and  LtA-e)} 


V2/a)L4-5  =  E, 


op. 


(27) 


V  2/a;L4_o  = —  E, 


MO 


op. 


(28) 
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The  current  flowing  through  the  coil  L 
between  points  4  and  5  is  really  the  com- 
bination of  the  actual  pulsating  plate 
current  and  the  current  /  which  is  flow- 
ing in  the  oscillatory  circuit.  If  /  is  large 
compared  to  the  alternating  component 
of  the  plate  ciurent  /p,  the  error  made  in 
assuming  the  drop  between  points  4  and 
5  as  due  to  /  only  is  small.  In  a  typical 
radio  circuit  /  was  0.50  ampere  and  the 
effective  value  of  7p  (alternating  com- 
IK>nent  of  plate  current)  was  only  0.03 
ampere.  It  will  be  noticed,  however,  that 
if  the  resistance  of  the  oscillating  circuit  is 
large  /  decreases  in  value  so  that  the 
assumption  is  no  longer  justified. 

If  we  now  use  the  approximate  relation, 


/vwww 


Fio.  102. — Diagram  to  ahow  the 
conditions  required  for  self  exci- 
tation; an  oscillatory  circuit,  of 
suitably  low  resistance,  must  be 
connected  to  plate,  filament,  and 
grid  about  as  indicated.  (Fila- 
ment and  plate  circuit  batteries 
not  shown.) 


Eopip 


andP-P«, 


we  get  from  (27) 


E. 


Of* 


or  u>U^=-yP^  =  V2RR„ 

\    lop 

on  the  assumption  that  /2op»2/2p.^ 

If  we  now  make  the  assumption  that  «  =  —-/~^  (which  would  be  nearly 

true  if  the  input  and  output  circuits  of  the  tube  had  negUgible  capacities) 
we  find, 

U^^\/2RRj,LC. (29) 

And  for  the  proper  grid  excitation,  we  should  have, 


L4-6=~V2fl/?pLC. 


MO 


(30) 


As  an  illustration  of  how  these  approximate  relations  are  applied  to 
an  actual  circuit,  we  suppose  a  set  designed  to  generate  a  frequency  of 

'  In  case  Rp  is  greater  than  this  L^^  must  be  correspondingly  increased;   thus  if 
Rp—Rop  then  we  must  have 

i»iLi^  — y/ RRp, 

As  previously  mentioned  Rp  varies  with  the  amount  of  excitation  on  the  grid;    a 
curve  showing  the  variation  in  Rp  is  given  in  Fig.  115,  p.  499. 
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600,000  cycles  per  second  (500-meter  wave),  the  capacity  C  being  .0004 

yj.    The  total  resistance  of  the  oscillating  circuit  is  10  ohms,  the  /lo  of 

tiie  tube  to  be  used  is  4  and  Rp  is  3000  ohms.    Using  the  relation  X  =  1885 

y/TC,  we  find 

LC  =  .0705, 

and  therefore  L  =  176/xA. 

Then  we  find,  L4_6=65aiA  and  for  L4-6,  we  find  32/z/i.     If  the  tube  can 
supply  4  watts  of  power,  the  current  in  this  oscillating  circuit  would  be 

fr^  =0.632  ampere. 


'op*oj» 


E 
If  Rp  =3000,  we  have  -y^ =6000,  and  also  we  have  EopI<^  =8.     From  these 

lop 

two  equations,  we  find  that  £©^=220  and  /c^  =  .037.     From  the  above 
values,  we  have 

WL4-6/  =  (2^  X 10^)  X  (65  X  10-«)  X  .632  =  153, 

this  being  the  effective  value  of  the  voltage  impressed  on  the  plate.    But 

this  is  equal  to  E^p-^  V^,  as  we  have  already  assumed  necessary  for  gen- 

E  I 
erating  a  power  equal  to  — ^ ' 

This  elementary  analysis  serves  for  an  approximate  solution  of  the 
circuit;  the  filament  would  be  connected  to  point  4,  somewhat  lower  than 
the  middle  of  the  coil  and  points  5  and  6  should  be  adjustable  by  multi- 
point switches.  Normally  there  should  be  &5fih  between  points  4  and  5 
for  the  plate  connection,  and  32  fJi  between  points  4  and  6  for  the  grid 
connection. 

The  foregoing  calculations  have  been  made  on  the  assumption  that 
the  alternating-current  output  of  the  tube  was  50  per  cent  of  the  input 
Actually  on  a  small  tube  like  this  25  per  cent  eflSciency  would  be  mwe 
likely  than  50  per  cent;  this  would  decrease  the  value  of  /  and  so  require 
an  increase  in  the  required  values  of  L4-6  and  L4-6' 

As  the  alternating  component  of  the  plate  current  Ip  is  practically 
90^  out  of  phase  with  the  power  circuit  current  /,  the  required  phase  dif- 
ference of  180*^  between  Ep  and  Eg  will  not  be  obtained  if  /^  is  appreciable 

compared  to  /.    This  shift  in  phase  of  Ep  as  the  ratio  y  increases,  very 

materially  reduces  the  possible  output  of  the  tube. 

If  it  should  happen  that  R  and  Rp  are  so  high  that  the  L4-6  required 
is  more  than  about  two-thirds  of  the  whole  coil  L,  the  conditions  reqxiired 
by  Eqs.  (27)  and  (28)  could  not  be  satisfied  by  this  circuit,  so  it  would  not 
oscillate. 
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The  case  has  many  featiires  in  common  with  a  shunt-woimd, 
self-excited  generator.  In  such  a  machine  maximmn  output  is  reached 
when  the  external  resistance  is  equal  to  the  internal  resistance  of  the 
machine  (if  the  generated  e.m.f.  is  kept  constant);  also  if  there  is  too 
much  resistance  in  the  shimt  field  circuit  of  the  machine,  it  will  not  excite 
itself,  or  "  build  up,"  as  it  is  called.  This  corresponds  somewhat  to  a 
tube  circuit  having  too  high  a  resistance  in  the  oscillating  circuit. 

The  Oscillating  Tube  as  a  Detector  of  Undamped  Waves. — From 
the  explanation  of  the  action  of  the  three-electrode  tube  as  a  detector  of 
high-frequency  currents,  given  on  page  440  et  seq.,  it  is  evident  that  the 
amphtude  of  the  high-frequency  current  must  vary  with  audible  fre- 
quency if  an  audible  reponse  is  to  be  given  by  the  telephone.  In  contin- 
uous-wave telegraphy  the  signal  received  by  the  antenna  does  not  have 
variations  in  ampUtude;  a  dot,  e.  g.,  might  consist  of  5000  cycles  of  a 
50,000-cycle  current,  the  ampUtude  of  the  current  being  constant  for  the 
duration  of  the  5000  cycles. 

If  the  input  circuit  of  the  detecting  tube  is  continually  excited  by  a 
locally  generated  frequency  of  49,000  cycles,  when  the  signal  comes  in 
the  input  circuit  is  excited  by  both  49,000  cycles  and  50,000  cycles,  the 
result  being  a  high-frequency  excitation  the  ampUtude  of  which  varies 
1000  times  a  second.  This  high-frequency,  variable  ampUtude,  input 
voltage  wiU  give  a  1000-cycle  note  in  the  telephones,  connected  in  series 
with  the  plate  circuit  of  the  tube.  In  case  the  locaUy  generated,  high- 
frequency  current  is  produced  by  the  detecting  tube  itself,  it  is  caUed 
aviodyne  reception,  in  case  some  device  other  than  the  detecting  tube  is 
used  for  impressing  the  local  high-frequency  current  on  the  grid  the  scheme 
is  called  heterodyne  reception. 

The  excitation  of  the  input  circuit  when  no  signal  is  arriving  is  due  to 
the  voltage  E'mg  sin  wf,  and  when  the  signal,  Em^  sin  pt,  is  being  received 
the  actual  excitation  of  the  grid  circuit  is  {E'm^  sin  tat+Emg  sin  p<)  as 
indicated  in  Fig.  103. 

Detection  with  no  Grid  Condenser. — We  have  previously  shown  that 
if  the  grid  is  actuated  by  a  voltage  E'mo  sin  (d  and  if  the  plate  current 
varies  as  the  square  of  the  grid  potential,  the  increase  in  plate  current  is 

given  by  \  (average  value  of  O^X;^-^|.    Hence  when  the  excitation  is 

such  as  given  by  curve  Fig.  103,  the  increase  in  plate  current  is, 

A7,=average  value  of  (-g'».«i" '■><+g>^«i"  PO^  rf^ 

=  ]  ~4^ H — T~  +average  value  of  EmoE^mg  sin  uit  sin  pt  \  jpl- 
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The  first  two  t«nns  give  the  increase  in  the  plate  current  which  is  con- 
stant, as  long  as  the  excitation  is  applied;  their  effect  would  produce  an 
increase  in  the  value  of  the  plate  current  as  read  by  a  continuous-current 
ammeter  in  the  plate  circuit,  but  they  would  not  produce  a  readable  sig- 
nal in  the  phones,  giving  only  a  slight  click  in  the  phones  when  the  excita- 
tion is  put  on  the  grid  and  another  when  it  is  taken  off. 

Whatever  audible  signal  is  obtained  must  come  from  the  third  term; 
this  may  be  written  in  the  expanded  form 

(PI 
iE^E'„ff{coa  (w-p)(-cos  (w-hp)O  jgi- 

The  average  value  of  both  these  cosine  terms  is  zero,  but  cos  (w— p)/ 
may  fluctuate  so  slowly  as  to  produce  an  audible  signal  in  the  phones,  and 

'•'WVWWWW 


Actual  excitation  of  grid 

Fig.  103. — Conventional  diagram  of  a  continuous  wave  signal  voltage  E^,  a  locally 
generated  voltage  of  slightly  different  frequency,  and  the  sum  of  the  two,  which  is 
the  voltage  acting  on  the  grid. 

it  is  this  term  which  is  useful  in  continuous-wave  detection.    The  strength 
of  signal  is  then  measured  by  this  term. 

A/p(of  audible  frequency)  =— ^— — ^cos  {o—pjl-jwi  .     -  (31) 

The  frequency  of  this  fluctuation  in  the  plate  current,  which  is  the 
note  heard  in  the  phones,  is  adjustable  by  the  operator,  as  he  can  maike 
the  value  of  o)  anything  he  may  desire.  The  ear  and  phone  are  both  most 
sensitive  at  a  frequency  of  about  800  cycles  per  second,  so  o)  is  generally 

adjusted  to  give  ^^  =800,  or  ^^  =800. 

It  is  to  be  noticed  that  whereas  the  response  of  the  tube  detector  is 
proportional  to  the  square  of  the  signal  strength  for  damped  wave  signals 
Eq.  (12),  it  is  proportional  to  the  first  power  of  this  signal  strength  when 
used  for  continuous-wave  receiver.    This  fact  makes  the  tube  a  better 
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Crystal  detector 

actuated  by  tingle 

frequency 


detector  of  signals  for  undamped,  than  for  damped,  waves,  its  sensitive- 
ness not  decreasing  with  the  strength  of  signal  so  rapidly  for  one  as  it  does 
for  the  other.  Eq.  (31)  shows  also  that  the  response  to  a  given  signal 
varies  with  E'g,  the  amplitude  of  the  local  oscillations,  so  long  as  the  vari- 

ation  of  E\  does  not  change  the  value  of  j^. 

This  increase  in  response  with  the  strength  of  the  local  oscillations 
is  similar  in  character  to  the  increase  in  response  of  a  telephone  receiver 
due  to  the  use  of  the  perma- 
nent magnet.  It  is  not  a 
characteristic  peculiar  to  a 
vacuiun  tube,  but  holds  for 
any  detecting  device  in  which 
the  response  varies  with  square 
of  the  impressed  force  (when 
a  single  frequency  is  im- 
pressed). A  crystal  rectifier 
has  a  nearly  parabolic  rela- 
tion   between    the    current  stuength  of  signal 

through  it  and  the  impressed  Fig.  104. — Rectifying  action  of  a  crystal  actuated 
voltage  (see   Fig.  60,  p.  347)  by  a  single  frequency, 

and  the  curve  of  response  as 

a  function  of  the  signal  strength  is  as  shown  in  Fig.  104,  when  it  is  used 
to  detect  spark  signals.  If,  however,  the  crystal  is  used  to  detect  con- 
tinuous-wave, signals  by  use  of  an  auxiliary  source  of  continuous  wave 

excitation    (Fig.   105),   its  response 


I 


Ufififtj 


To  contmuoui 
wave  generator 


-nmr^ — , 


f 

ii 

a 


Crystal 


Telephone 


f oUows  the  same  law  as  obtained 
for  the  vacuum-tube  receiver,  given 
in  Eq.  (31);  its  response  will  be 
proportional  to  the  first  power  of  the 
voltage  of  the  received  signal,  not  as 
the  square.  This  is  indicated  in 
Fig.  106. 

The    crystal    rectifier   will   also 

act  like  the  vacuum  tube   in  that 

,     ^  the  response  of  the  rectifier,  for  a 

Pig.  105. — A  possible  scheme  for  hearing     .  •       i    _l       .-xu        m 

continuous-IZ*  rignab  with  a  crystal  «?^«°   «^^  ^t'^^f^^'   ^lU  vary  as 
detector.  ^"®  "^  power  of  the  locally  generat- 

ed e.m.f .  imtil  the  value  of  this  e.m.f . 
is  such  that  the  region  of  parabolic  rectification  is  exceeded.  The  re- 
ponse  of  the  crystal,  for  given  signal  voltage,  as  the  value  of  E\  is  varied 
is  about  as  shown  in  Fig.  107;  the  response  is  proportional  to  E%  for 
a  certain  range,  then  ceases  to  increase  with  E%  and  if  E\  is  still  further 
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Response  of  crystal 

detector  used  for 

beat  reception 


Strengrtli  of  Signal 


increased  the  response  falls  and  may  reach  practically  zero  for  exceesiyelj 
large  values  of  E'g. 

This  same  characteristic  holds  for  the  vacuimi  tube  used  as  a  beet 

receiver,  the  static  charac- 
teristic of  a  tube  being  ae 
indicated  in  Fig.  108;  if 
the  ampUtude  oS  the  lo- 
cally generated  ejnS.  is 
OC,  the  response  (for  given 
i  y^  signal   strength)    wiD   be 

about  twice  as  strong  as 
if  E'ff  had  the  amplitude 
OB  only,  whereas  a  vafaie 
of  E'p  equal  to  OD  would 
result  in  a  signal  periiaps 

less    than    for    Wg^OB. 

If  E'g  is  increased  to  the 
Fio.  106.— Rectifying  action  of  a  crystal  used  as  indi-  value  OE  the  response  to 

cated  in  Fig.  105.  the  signal  will  be  practi- 

cally zero. 
Detection  with  Grid  Condenser. — In  case  a  condenser  is  used  in  aeries 
with  the  grid  of  the  tube  being  used  as  a  beat  receiver  Eq.  (18)  must  be 
used  in  predictmg  the 
detection  efficiency.  The 
question  is  somewhat 
more  involved  than  for 
the  tube  with  no  grid  con- 
denser, because  the  nor- 
mal grid  potential  (aver- 
age value  with  no  signal 
coming  in)  varies  with 
the  value  of  E't,  the 
potential  decreasing  as 
E'g  is  increased  in  value. 
As  all  three  of  the  deriv- 
atives used  in  Eq.  (18) 
vary  as  the  normal  grid 
potential  is  varied  an 
exact  expression  for  the 
detection   factor  must  be 

rather  complex.  As  the  tube  is  used  in  practice  the  most  sensitive  con- 
dition is  easily  foimd  as  will  be  described  in  a  succeeding  paragraph,  deal- 
ing with  the  self-excited,  oscillating  tube  as  detector. 


Value  of  Eg 


FiQ.  107. — Roctifjring  action  of  a  crystal  detector  as  a 
function  of  the  amplitude  of  the  locally  im| 
voltage,  the  signal  voltage  being  of  constant 
plitude. 
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Analysis  of  Some  of  tiie  More  Commonly  Employed  Circuits  for  the 
Self-ezcited  Vacuum-tube  Oscillator. — The  first  circuit  to  be  analyzed 
is  one  having  a  tuned  plate  circuit,  the  grid  being  excited  by  magnetic 
<M>iipling  with  this  tuned  circuit;  the  connections  are  as  indicated  in 
Fig.  109.  The  actual  plate  current  is  lop+ip,  actual  plate  voltage  Eop+ep, 
and  actual  grid  voltage  Eot+eg.  We  suppose  that  {Eap+fH>Eof)  is  of  such 
ct  vidue  that  lop  is  about  one-half  of  the  saturation  cxurent  of  the  tube 

as  shown  in  Fig.  110; 
when  the  tube  is  in  the 
oscillating  state  the  value 
of  {E,+tioEg)  fluctuates 
between  0  and  OE,  and 
the  plate  ciurent  fluc- 
tuates between  the  values 
CF  and  DE.  Through 
this  range  of  fluctuation 
in  the  plate  ciurent,  the 
relation  between  /,  and 
(Ep+fjioEo)  is  nearly 
linear  so  that 

ip-A(€p+iuoe,),    .    (32) 

A  being  a  constant. 
This  relation  is  not  true 

of  co\u*se  for  the  extreme 

^        ^Orid^toDtJd  ^  values  of  t„  the  propor- 

Fia.  108.— Tbe  response  of  a  tube  used  for  receiving  con-  tionrfity  factor  decreas- 
tinuous-wave  sig^ials  will  vary  with  the  strength  of  the  ing  as  the  value  of  ip 
local  oscillations,  the  same  as  the  crystal;  a  local  oscil-  approaches  the  values 
lation  of  amplitude  OC  would  give  (for  a  fixed  incoming  f^p  ^^^  j^j^ 
signal)  response  about  twice  as  great  as  if  the  ampli-  rp,  .  *  .f  *  *11  cH-  f 
tude  were  OB,  but  an  ampUtude  OE  would  give  but  ,  /  .  ^^^  IS  mustrat- 
very  little  response.  ^  ^  Fig-  111>  U^  which 

a  sine  wave  of  (ep+zio^^) 
is  shown  and  below  it  in  full  line  the  alternating  plate  current  ip]  the 
dotted  additions  to  this  curve  serve  to  show  how  ip  differs  from  a  sine 
wave.  The  curve  ip  shown  in  Fig.  Ill  is  S3rmmetrical  about  the  zero 
axis,  a  condition  rarely  obtained  in  an  actual  tube  circuit.  It  occiuis  only 
if  the  plate-ciurent  curve  shown  in  Fig.  110  is  synmietrical  about  the 
point  A.  This  supposes  that  the  upper  part  of  the  curve  (caused  by 
saturation)  is  of  the  same  form  as  the  lower  part  of  the  curve  (caused  by 
effect  of  space  charge)  and  also  that  (Eap+fioEog)  has  been  properly  adjusted 
to  bring  point  A  to  the  middle  part  of  the  curve. 

For  such  a  special  state  of  affairs  two  effects  exist  which  are  practi- 
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cally  never  foimd  in  practice;  the  value  of  plate  current,  as  read  by 
a  continuous-current  ammeter,  does  not  change  when  oscillations  begb 
and  the  alternating  component  of  the  plate  current  contains  no  even 
harmonics.  Generally  the  plate  current  does  change  when  oscinatiapa 
are  started  and  the  plate  current  has  very  pronounced  even  harmonks. 
On  the  basis  of  Eq.  (32),  we  can  write  at  onee, 

Rpip^ep+iioet (33) 

From  the  notation  given  in  Fig.  109 

tF  =  ti+t2, (a*; 

t'l  being  the  alternating  component  of  current  through  Li. 

Also 

dt'i 


6p  =  —  Ii/Jl""  1*1 


di' 


and 


e-  =  — Af 


'ff 


dt'i 
di 


(35; 


(36) 


To  make  Eq.  (36)  true  the  grid  circuit  must  be  so  adjusted  that  no 
current  flows  in  it  as  the  voltage,  6,,  goes  through  its  cycle  of  values: 

this  requires  that  at  no  time  throu^out  the 
cycle  must  the  grid  be  positive  with  respect 
to  the  filament,  and  that  the  capacity  of 
the  grid-filament  circuit  is  ne^%ible.  The 
first  condition  can  be  brought  about  by 
using  a  proper  value  of  Ee  (Fig.  109),  but 
the  second  condition  cannot  be  brou^ 
about  by  any  adjustment  of  the  tube  cir- 
cuit. In  some  cases  this  capacity  is  of  ex- 
treme importance;  for  very  high-frequency 
circuits  it  may  be  one  of  the  limiting  fac- 
tors of  operation.  It  must  be  borne  in 
mind  that  the  capacity  to  be  considered  is 

Fig.  109.--A  commonly  employed  ^^^  *^®  geometrical  capacity  of  the  tube, 
circuit  for  producing  oscilla-  but  the  effective  capocUy  as  explained  on 
Uons;  the  frequency  is  fixed  by  page  432  et  seq.  (An  oscillating  tube 
the  constants  of  i^e  plate  circuit  furaishes  maximum  power  when  the  ex- 
and  the  value  of  Af  IS  the  cntical   .         ,        .^.  •     ^t.      i  ^      •       'x  •  i 

factor  for  production  or  non-  *^"^  resi^ce  m  the  plate  cn-cmt  IS  equal 
production  of  oscillations.  to  /?„  so  in  calculating  the  probable  eifect 

of  the  grid-filament   capacity  of'  an  oscfl- 

lating  circuit  the  proper  value  of  /u  to  use  in  Eq.  (10),  p.  434,  is  fio/2,) 
We  have  also 
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(Ep  +  Ao  EJ,) 


0B=  Eap-^Mo^og 

■ 

0F=  Emp^fio^mg 


Fig.  110. — A  sinusoidal  variation  in  grid  potential  will  produce  a  sinusoidal  variation 
in  plate  current  only  if  the  fluctuation  in  plate  current  occurs  over  a  limited  range. 
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which  by  using  (35)  becomes 


i2=CRr.^+CLi^' 


dt 


dfi 


(37) 


By  combining  the  forgoing  equations  to  eliminate  e,,  e„  i,,  and  12,  we  get. 

Such  a  differential  equation  is  satisfied  by  writing  n  as  an  exponential 
function,  the  form  of  the  fimction  (trigonometric,  hyperbolic,  etc.), 
depending  upon  the  relative  values  of  the  various  constants  in  Eq.  (38). 


^•^^ 


Fig.  111. — Due  to  the  upper  and  lower  curves  of  the  plate  current  curve  of  Fig.  110 
the  actual  alternating  component  of  the  plate  current  is  flat  topped  (sin^-wmTe 
shape  shown  by  dotted  lines). 

The  roots  of  Eq.  (38)  are  real  if  we  have,^ 

[i2L+^(Li+MoM)]'-^(l+^)>0.      ...     (39) 

For  this  condition,  the  current  ii  must  be  non-oscillatory,  the  circuit  is 

aperiodic.     If   ^^+?^~  (Li+AioM)>0,   the  exponential   function  is   a 

decreasing  one  and  in  case  some  distiu'bance  occurs  in  the  circuit  the  dis- 
turbance soon  disappears  and  the  circuit  resumes  its  normal  condition. 

This  can  evidently  occur  if  Jlf  is  positive  and  also  if  Af  is  negative  provided 

1 

its  value  is  less  than  — (Li+CRlRp). 

MO 

If  Rl+^ij^  (Li-t-MoA^)  <0,  any  disturbance  set  up  in  the  system  tends 
^  For  an  analysis  of  an  equation  of  this  kind  see  the  first  few  pages  of  Chapter  IV. 
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t;o  increase  itself;  this  occurs  if  ilf  is  negative  and  its  value  such  that 
JM  >  —  (Li + CRlRp)  .    The  plate  current  then  tends  to  increase  or  decrease 

MO 

(according  to  the  sense  of  this  distiu*bance)  and  does  so  as  long  as  the 
characteristic  curve  (Fig.  110)  is  straight. 

In  the  case  the  constants  of  Eq.  (38)  -are  such  as  to  make  its  roots 
imaginary^  we  have, 

[i2L+^(Li+MoM)]'-^(l+^)<0.    ...    (40) 

The  current  h  must  then  be  of  the  form, 

ii^A^8m{wt+e), (41) 

in  which,  we  must  have 


and 


«"2fc#(^+t)-h+4(^^+^^ 


(43) 


The  exponential  in  Eq.   (41)  is  decreasing  if  i2L+77D"(^i+MoM)>0, 

L  lip 

which  is  true  for  all  positive  values  of  ilf ,  or  if  Af  is  negative,  but  its  value 
is  such  that  M<—{Li+CRlRp). 

MO 

For  such  conditions  any  shock  on  the  circuit  will  produce  oscillations, 
of  frequency  as  determined  from  Eq.  (43),  but  the  oscillations  will  die 
away  because  of  the  negative  value  of  a. 

The  last,  and  most  important,  case  to  consider  is  given  by 

Rr^+Jn-iLi+fioMXO, 

that  is,  when  M  is  negative  and  its  absolute  value  is  such  that, 

M>^{Li-^CRlRp) (44) 

For  this  condition  any  disturbance  to  the  circuit  will  start  oscilla- 
tions, and  these  oscillations  wiU  increase  in  magnitude  until  the  straight 
part  of  the  curve  in  Fig.  110  is  exceeded. 

The  eflfect  of  making  the  plate  current  fluctuate  through  such  large 
values  is  to  make  Rp  variable  throughout  the  cycle,  resulting  also  in  an 
increase  in  the  average  value  of  Rp]  the  oscillations  will  therefore  increase 
in  amplitude,  after  once  being  started,  imtil  the  value  of  Rp  is  increased 
to  such  an  extent  that  the  inequality  given  in  Eq.  (44)  is  changed  to  an 


492  VACUUM  TUBES  AND  THEIR  OPERATION  HChaf.  YI 

equality.  When  this  condition  is  brought  about  the  value  of  a  becomcE 
zero,  and  the  exponential  in  Eq.  (41)  reduces  to  unity,  giving  neither 
increase  or  decrease  in  the  amplitude  of  the  ciu-rent. 

From  the  foregoing  it  is  evident  that  if  the  circuit  of  Fig.  109  is  to 
produce  oscillations,  M  must  be  somewhat  greater  than  its  critical  walrte 
given  by  the  relation 

-M=—{Li+CRlRp) {45} 

MO 

If  M  exceeds  (in  absolute  value)  this  value  oscillation  will  start;  if 
oscillations  are  already  present  and  M  is  made  slightly  less  than  this  value 
(in  absolute  magnitude),  the  oscillations  will  stop,  hence  the  use  of  the 
term  critical  value. 

The  frequency  of  the  oscillations  is  obtained  from  Eq.  (43)  and  is. 


and  if  Jlf  is  adjusted  to  its  critical  value, 


(47) 


which  in  the  average  radio  circuit  is  practically  the  same  as, 

/= \= (48) 

If  the  coupling  between  the  grid  and  plate  circuits  is  made  tighter  than 
required  for  the  limiting  value,  the  frequency  is  somewhat  decreased. 

If  we  suppose  Eq.  (48)  to  give  the  frequency  the  critical  value  of  M 
may  be  written  in  the  form, 

-M^^(\+^^^=^J^+RLRp\.    .    .    .     (49) 

M0\  (wLl)2/       M0\(wC)2  / 

From  this  relation  it  is  evident  that  if  a  circuit  is  oscillating  with  a  vahie 
of  M  equal  to  the  critical  value  any  decrease  in  the  frequency,  accomplished 
by  varying  either  Li  or  C,  must  be  accompanied  by  an  increase  in  the 
coupling,  otherwise  the  oscillations  will  cease. 

Prediction  of  Oscillatory  Condition  by  Putting  Total,  Resistance 
Equal  to  Zero. — The  condition  for  oscillations  in  any  circuit  can  be 
expressed  by  putting  the  total  resistance  of  the  circuit  equal  to  zero.  In 
Fig.  109  the  external  plate  circuit  has  a  resistance  Ra-b  and  this  is  in  series 
with  the  effective  tube  resistance  R'p.  This  R'p  is  the  relation  between 
Cp  and  I'p,  when  the  values  of  ip  are  determined  not  only  by  e^  but  by  the  8imul' 
taneously  acting  Cg)  as  e^  may  be  180°  out  of  phase  with  Cp  and  of  such  value 


CIRCUITS  USED  FOR  SELF-EXCITATION  493 

tlx&t  /io6^>«j»,  it  is  possible  to  have  ip  180*^  out  of  phase  with  6p,  so  that  R\ 
TTxsLy  be  negative,  whereas  Rp  is  always  positive.^  We  have  then  as  the 
ooodition,  for  self-sustained  oscillations 

Ra^b+R'p^O (50) 

From  Eq.  (50),  Chapter  I,  we  find  that  at  resonance, 

Ra-b'^-q  g^ (51) 

Now  €p  =  o)Mii,  Cp=a)Liu,  and  ip^-n-  (ep+/io6^). 

tip 

gt  ^^_ ^^\}} ^ RpL\ _  .    . 

itp 

Hence  using  Eq.  (50),  the  critical  value  of  M  may  be  obtained  from  the 

relation, 

RpLi     .Li   I  .    . 

U+^^-CWr^ (53) 

If  we  use  the  approximate  relation  C  =-27  >  Eq.  (53)  yields  the  solution, 

-''-^('+1^) <"> 

which  is  the  same  as  obtained  in  Eq.  (49). 

Phases  of  Voltages  and  Currents  in  the  Steady  State. — When  the 
value  of  M ,  being  increased  from  zero,  slightly  exceeds  the  critical  value 
as  determined  by  Eq.  (45),  osciUations  start  and  build  up  to  a  certain 
steady  value;  how  quickly  they  reach  the  steady  state  depends  upon  how 
much  M  exceeds  its  critical  value,  when  the  oscillations  start  and  on  the 
value  of  Rl-  The  steady  state  is  reached  when  Rp  has  sufficiently  increased 
(in  average  value)  to  reduce  (45)  to  an  equaUty. 

When  /2l+^^(Li+moM)  =0, 

'This  difference  between  Rp  and  R'p  may  be  indicated  by  writing  Rp  =—^  and 

6tp 

_.     dcp 

R  p^-p-'t  for  the  latter  case  it  must  be  remembered  that  as  Cp  changes  e^  undergoes 
alp 

de 
simultaneous  changes  which  nmy  result  in  the  total  derivative  —7-  being  negative  whereas 

dtp 

the  partial  derivative  —r  is  always  positive. 
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Eq.  (38)  reduces  to  the  form, 

The  solution  of  this  is  u  =  Iian  <d,'m  which 


14^' 


Rp 

The  grid  voltage  c^  =  —  M  -i-  =  —  caMIi  cos  cat. 
But  as  ilf  is  negative,  this  may  be  written, 

e,  =  (aMIi8in  Icot+^h       (56) 

which  makes  the  grid  volt^e  lead  the  current  /i  by  90^. 
The  plate  voltage 

ep  =  — fiLt'i— Li  -jr  =— /Jl/i  sin  «<— wLi/i  cos  «t 


in  which  tan  <l>  '^ 


=  -/iVft^2+(«Li)2  sin  («*+♦), 
'Rl' 


In  practically  all  radio  coils  ->,—  is  so  large  that  <>  may  be  put  equal  to 
90*^  without  much  error,  so  that, 

ep:^''IiVRJi+{u)Li)^^{o:t+v/2).     .     ...     (57) 

From  (56)  and  (57)  it  is  evident  that  Cp  and  eg  are  practically  180^ 
out  of  phase,  a  condition  we  have  previously  shown  necessary  for  oscillation. 
The  plate  current  is  fixed  by  the  condition, 

ep  =  -/2Lti-(Li+M(xM)  -^. 
As  ep  =  Rpipy  we  have, 

Rl.      Li+^ioM  dii        Rl  j  „.      ,    Li+noM     • 

=  — ^i-V«i.2+«2(Li+/«o3f)2  sin  M+*), 
in  which 
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As  M  is  negative  and  moM  is  greater  in  absolute  value  than  Li,  the  angle. 

^is  nearly— s. 
Then 


ip  =  -4^V'fix,2+cu2(Li+MoM)2  sin  (««-T/2) 
it. 


Rn 


VRiF+o)HLi+fjioM)^  sin  (w<+t/2). 


(58) 


Value  of  M 


It  is  therefore  evident  that  the  plate  current  leads  the  current  in  Li 
by  practically  90*^. 

Amplitude  of  Oscillation  in  the  Steady  State. — The  greatest  current 
is  obtained  in  the  oscillating  circuit  with  the  least  coupling  that  can  be 
used  to  maintain  oscillations.  The 
lower  the  value  of  M  the  greater  must 
/i  be  to  maintain  the  required  grid 
excitation  and  h  will  vary  with  M 
about  as  shown  by  the  full  line  curve 
in  Fig.  112;  if  the  value  of  Af  is 
decreased  beyond  the  critical  value  os- 
cillations will  generally  cease  entirely. 
In  certain  tubes  it  is  possible,  how- 
ever, to  get  maximum  current  with 
somewhat  greater  coupling  than  that 
at   which    oscillations   start;    in   that 

case    the    ciu*ve    between   M  and  /i  «      ,^^     «^     . 

u       xu     e^         •   J*     X  J   u     xi.     J  XX  J   Fig.  112. — Showing  possible  relatioiis 

has  the  form  mdicated  by  the  dotted  ^e^^^ ^p^, J^ ^Uatory cur- 
Ime.  The  form  depends  upon  the  rent  and  value  of  M  in  Fig.  109;  the 
static  characteristic;  in  Fig.  113  are 
shown  two  possible  curves.  The  full- 
line  ciurve  corresponds  with  the  full- 
line  curve  of  Fig.  112,  and  the  dotted  curve  of  113  corresponds  to  the  dotted 
curve  in  Fig.  112. 

If  the  value  lap  (no  oscillations)  is  so  adjusted  that  it  is  equal  to  one- 
half  the  saturation  current,  then  the  maximum  possible  value  of  ip  is  lop. 
But  from  Eq.  (58)  we  have  the  maximum  value  of  ip  given  by  the  relation 

Imp = ^VR^^+c^Li+fjLoM)^ 
tip 

Imp  and  I^i  being  the  maximum  possible  values  of  the  effective  values  of 
ip  and  n,  and  this  value  of  Imp  must  be  equal  to  lop.    So  we  put, 

lop  =  ^-^^/RL^  +  i^\Lx+IM,M)^, 

itp 


dotted  line  curve  shows  the  ordinary 
condition.  (See  Figs.  178  and  179 
of  this  chapter.) 


1 


496 


or 


VACUUM  TUBES  AND  THEIR  OPERATION 


[Cbap.  VI 


/ml 


looR 


op^vp 


and  by  substituting  the  condition 

{Li+miM)^-CRpRL 


and  ftff?iinriing 


""Vzic- 


/«1= 


op 


1 


Ri 


which  for  the  average  tube  is  practically  the  same  as. 


Iml 


'Rl^C 


(59) 


Ep+f^oEg 


For  this  condition 
conclude  that  increasing  C 
must  result  in  a  decrease 
in  Iiy  but  in  tr3dng  out  this 
relation  experimentally  we 
often  find  that  /i  may  be 
increased  by  increasing  C. 
There  must  be  in  the  circuit 
some  other  limitation  which 
must  also  be  considered  in 
using  the  relation  of  Eq. 
(59).  Indeed  this  is  at  once 
evident,  because  Eq.  (59) 
would  lead  to  a  value  c^  Ii, 
approaching  infinity  as  C  is 


Fig.  113.-A  tube  having  a  plate  current  curve  as  ^^^  ^  approach  aero, 
shown  by  the  full  line  will  behave  as  indicated         t»  •  •        +k 

for  the  fuU  line  of  Fig.  112;  similarly  for  the         ^^  exammmg  the  poesi. 

dotted  lines.  ble  values  of  e,  we  find  the 

other  limiting  factor;  it  is 
evident  that  the  maximum  value  of  ep  is  E^pf  so  that  we  have  as  another 
limiting  condition  on  the  amplitude  of  the  oscillating  current, 

This  follows  from  Eq.  (57),  putting  the  maximum  value  of  e,  equal  to 
Eop.    We  then  have, 

1.. .  ^- 


*op 


\^^+io>Li)^' 
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^^hich  for  critical  value  of  M  and  assuming 


"=\z;!i 


gives,  Imi  - 


Eop 


w 


+Ri 


and  as  the  value  of  Rl^  is  ordinarily  small  compared  to  -r^,  we  have  as 
another  limitation  on  the  value  of  the  oscillating  current, 

/«.i=£«^^ (^) 

Ecp.  (59)  and  (60)  then  constitute  two  limits  on  the  possible  amplitude 
of  /i ;  whichever  gives  the  lower  value  will  determine  the  maximmn  value 
of  /i.  The  best  condition  makes  the  two  limits  the  same  which  occurs 
when 

JS?op     1    Li 


T    -R    r (61) 

lop        ItL    v^ 

The  sjrmbols  I^^  and  Eop  have  been  used  to  indicate  the  limiting  values 
of  ip  and  ep,  so  that  Eq,  (61)  is  properly  written,  using  effective  values  of 
voltage  and  current. 

maximum  value  Ep_  I    Li  .^\ 

maximum  value  Ip~^ Rl  C ^    ^ 


But  from  Eq.  (50),  Chapter  /, 


Rl  C'^' 


the  external  resistance  of  the  plate  circuit,  and 

maximum  value  of  Ep 
maximum  value  of  /,' 

is  really  fip,  the  internal  resistance  of  the  tube. 

The  foregoing  analysis  therefore  yields  the  same  result  as  obtained  on 
page  471,  namely,  for  maximum  output  the  external  resistance  of  the  tube 
circuit  should  be  equal  to  the  tube  resistance  itself. 

By  comparing  Eqs.  (62)  and  (61),  it  is  seen  that  the  resistance  of  the 

E 
tube  for  maximum  output  is  equal  to  -f^,  which  we  previously  called  Bop, 

lop 

the  continuous-ciurrent  resistance  of  the  tube.  We  also  showed  that  ftp, 
the  alternating-current  resistance,  was  generally  about  one-half  the  con- 
tinuous-current resistance  Rop  (Eq.  (7)  and  Fig.  48).  This  apparent  dis- 
crepancy arises  from  the  fact  that  Rp  is  really  a  variable  quantity,  depend- 
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ing  for  its  value  upon  the  amount  of  change  in  the  plate  current.     The 

discussion  of  Rp  on  page  471  et  seq.  and  the  measurements  recorded  in 

Fig.  94  had  to  do  with  Rp  for  very  small  variations  in  plate  current,  axid 

in  such  a  case  Rop  is  about  twice  ss 

great  as  Rp. 

For  the  conditions  obtaining  wfaoi 

Eqs.   (61)   and   (62)   are   applicatiie, 

the  plate  current  is  supposed  to  varj 

from  zero  to  2  lop,  and  furthermore 

the  relation  between  /,and  {Ep-t-sioE^ 

is  supposed  to  be  linear;    for   sucfa 

E 
conditions  Rp  «  R^p  =  y 

ence  in  Rp  with  weak  excitation  and 
strong  excitation  is  indicated  in  F%. 
114;  the  full-line  curve  represents 
the  actual  relation  between  /,  and  Ep, 

Fig.  114.— If  the /?p  of  a  tube  is  to  be  when  there  is  no  resistance  in  aeries 
constant  the  relation  between  Ip  and  with  the  plate  circuit  and  the  dotted 
(Ep-\'fAoEg)  must  be  a  straight  line  as  curve  shows  the  assumed  relation  on 
indicated  in  the  dotted  graph;  actuaUy  ^^^  ^asis  of  Eq.  (33).  The  dotted 
the  sohd  line  curve  gives  the  plate  ,.  .        r      r>   /  i.       •  j.    a\ 

current,  hence  it  is  evident  that  R,  ^^  «^«  P^^s  for  R,  (at  point  A) 

A£«       Ea 


*0p 

r   ' 
op 


The  differ- 


must  vary  with  the  magnitude  of  fluc- 
tuation of  (Ep+fXoEg), 


A/,"  / 


top 

I 


whereas  the  full  line  curve  gives  for  Rp  at  the  point  A  a  value  of  -r-~ 

Alp 

about  half  as  great  as  -y^. 


op 


Of  course,  it  is  not  possible  to  excite  a  tube  to  the  limits  set  by  Eqs. 
(59)  and  (61),  so  Rp  actuaUy  never  increases  to  the  value 

R  =^- 

"'P  T       t 

lop 

as  the  intensity  of  the  oscillations  varies;  the  value  of  Rp  for  the  ordinary 
tube  will  imdergo  changes  about  as  shown  in  Fig.  115. 

Stability  of  Oscillations. — In  the  average  circuit  the  value  of  the 
oscillating  ciurrent  is  greatest  when  the  coupling  is  as  weak  as  can  be 
permitted  and  still  maintain  oscillations.  For  this  condition,  however, 
the  stability  of  the  circuit  is  very  poor;  the  slightest  decrease  in  either 
//  or  Et  is  likely  to  stop  the  oscillations.  Also  for  this  condition  it  is 
necessary  to  readjust  the  coupling  for  'every  change  in  the  oscfllating 
circuit;  if  either  Rl,  Li,  or  C  is  increased  the  oscillation  will  cease.    To 
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make  this  circuit  stable  it  is  necessary  to  have  the  coupling  at  a  setting 
considerably  in  excess  of  its  critical  value,  perhaps  twice  as  much.    This 
of  course  will  diminish  some- 
what the  magnitude  of   the 
oscillating   current,   but    the 
increased    reliability    of    the 
generating  action  of  the  tube 
generally  compensates  for  this. 
It   many    times    happens 
that    the    critical    value    of 
coupling  for  starting  oscilla- 
tions is  greatly  different  from 
the  critical  value  to  stop  oscil- 
lations;   m   a    certain    CU-CUit  intensity  of  o«:illatloii. 
this  critical  value  of  coupling  p,Q.  115.— The  resistance  of  the  plate  circuit  of 
for    starting   the    oscillations       a  tube  varies  with  the  fluctuation  of  (Ep+fAoEg) 
was    17   per  cent,   whereas  it       about  as  shown  here;  intense  oscillations  require 

could  then  be  decreased  to  12      ^*^  fluctuations  in  {Ep-i-^oEg),  ' 
per  cent  before  the  oscillations 

ceased.  This  is  due  to  the  variable  value  of  Rp,  as  brought  out  in  a  pre- 
vious paragraph;  when  the  oscillations  start  their  amplitude  is  neces- 
sarily smaU  and  Rp  is  determined 
by  the  slope  at  the  value  of  /p,  as 
shown  in  Fig.  116  at  A.  After  the 
osciUations  are  started,  the  plate 
current  fluctuates  between  0  and  5C, 
and  the  average  resistance  between 
these  limits  is  less  than  the  value  of 
Rp  a,t  A.  The  plate  current  for  such 
oscillations  would  be  very  complex 
and  so  the  behavior  of  the  circuit 
could  not  be  predicted  from  the 
analyses  previously  given,  which 
have  assumed  sine  waves  of  ciurrent. 
«_,,.,     «Ti^  L  .„  Starting    and  Stopping    Oscilla* 

Fio.  116. — When  a  tube  starts  to  oscillate  ^.  ,.7  o^. 

its  resistance  is  fixed  by  the  slope  of  tions.-It  is  sometmies  necessary  to 
the  Ip-Ep  curve,  and  this  resistance  give  a  circuit  some  sort  of  a  shock  to 
may  be  very  different  from  the  value  start  oscillations ;  if  normal  filament 
when  intense  oscillations  are  occurring,  current  and   plate  voltage   are   im- 
pressed and  then  the  coupling  gradu- 
ally increased,  it  will  be  found  that  M  may  greatly  exceed  its  critical  value 
without  causing  the  tube  to  oscillate.  If,  however,  the  plate  circuit  is  opened 
and  then  closed,  thus  giving  a  pulse  to  the  circuit,  oscillations  will  start. 
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In  case  a  tube  is  used  for  generating  power  in  a  transmitting  station, 
the  oscillations  must  be  continually  started  and  stopped,  as  the  signak 
are  sent  out  by  the  key.  The  vacuum-tube  generator  permits  this  oper- 
ation to  be  carried  out  readily;   a  small  hand  key  properly  introduced 

in  the  grid  circuit  may  control  kilowatto 
of  power  with  imperceptible  sparking. 
Probably  the  most  convenient  scheoae 
for  "  keying "  a  tube  generator  is  that 
shown  in  Fig.  117;  with  the  key  open 
the  grid  is  forced  to  such  a  negative  po- 
tential by  the  battery  Ee  (which  can  be 
small  dry  cells)  that  the  circuit  stops 
oscillating  and  when  the  key  is  closed 
the  coil  L2  is  connected  to  ground  which 
is  its  normal  connection  for  oscillatioiL 
Of  coiu'se  when  the  key  is  closed,  the 
battery  Ec  is  short-circuited  throu^  the 
resistance  72,  but  this  will  do  them  no 
harm  if  /2  is  chosen  sufficiently  high. 
With  a  battery  Ee  of  200  volts  a  resistance 
Fio.  IIT.-This  diagram  shows  a  ^  ^f  20,000  ohms  will  be  suitable  for  a 
convementmethodof  "keying"  a  ^  r*  «/>     i-  ^         1       .        n      ^/w^r.       t^ 

tube  circuit;  if  the  proper  values  ^yP^  ^"^O  photron  havmg  E,  =  1000  vdte. 
of  ft  and  ^e  are  chosen  a  small  Condenser  Cg  shunts  the  contact  pomts 
hand  key  may  control  kilowatts  of  the  key;  this  condenser  must  be  of 
of  power  with  imperceptible  sufficiently  small  capacity,  otherwise  the 
*P"^^^*  set  wiD  continue  to  oscillate  for  an  appre- 

ciable time  after  the  key  is  opened,  and 
the  starting  of  the  osciUations  will  not  occur  as  soon  as  the  key  is 
depressed;  about  0.1  microfarad  seems  satisfactory  when  R  is  20,000 
ohms. 

Effects  of  Oscillation  on  the  Grid  and  Plate  Currents. — In  such  a 
circuit  as  that  shown  in  Fig.  109,  the  grid  current  is  very  nearly  zero 
tmtil  oscillations  start;  when  the  tube  is  oscillating  the  grid  becomes 
positive  during  part  of  the  cycle  and  so  takes  cm-rent.  The  value  of  the 
grid  cm-rent  is  larger  than  would  be  at  first  supposed,  because,  ahhougfa 
the  grid  potential  does  not  reach  high  positive  values,  the  plate  potential 
is  low  at  the  time  the  grid  is  positive. 

In  a  small  power  tube  designed  for  £^=300  and  £or  =  -04  ampere  the 
average  value  of  Ig  when  the  tube  is  adjusted  for  maximum  value  of 
power  output  is  about  .003  ampere.  The  maximmn  value  of  the  grid 
current,  when  its  average  value  is  .003,  is  probably  from  .02  to  .05  ampere. 
In  a  large  power  tube,  excited  for  maximum  power  output,  /f  may  be 
considerably  greater  than  the  values  given  above. 
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If  the  plate  current  lop  has  been  adjusted  equal  to  half  the  saturation 
current,  for  the  values  of  //  and  Eop  used,  a  continuous-cxurent  anuneter 
will  indicate  no  change  in  the  value  of  the  plate  current  when  oscillations 
start.  In  general;  however,  there  will  be  a  change;  when  oscillations 
start  the  average  plate  ciu^rent  will  generally  increase  if  the  circuit  is 
such  that  no  condenser  is  used  in  series  with  the  grid  and  will  decrease 
if  such  a  condenser  is  used.  Conditions  may  occiu^  in  which  this  general 
statement  is  not  true. 

Adjustments  to  Give  Maximum  Output  of  Tube.— With  a  circuit 
arranged  as  in  Fig.  109,  there  are  two  adjustments  to  carry  out  before 
the  tube  will  give  its  maximum  out- 
put; the  grid  must  have  the  proper 
excitation  and  the  plate  circuit  resist- 
ance must  equal  the  tube  resistance. 
The  circuit  of  Fig.  109  is  reproduced, 
with  slight  modification,  in  Fig.  118. 
The  oscillating  circuit  Li,  Sl,  C,  is 
many  times  an  antenna,  with  loading 
cofl,  so  it  is  evident  that  Rl  itself 
is  not  adjustable,  yet  the  resistance 
between  points  A  and  0  must  be  made 
equal  to  the  tube  resistance. 


^^\^\^'T^' 


K 


■n 


The   plate    circuit    inductance   is  Pig.  118.— To  make  the  circuit  shown  in 


made  with  taps  as  indicated  in  Fig. 
118;  point  B  is  adjusted  to  give  the 
right  frequency  to  the  oscillating 
circuit,  and  then  point  A  is  adjusted 
to  give  the  plate   circuit  the   right 


Fig.  109  useful,  the  inductance  in  the 
oscillatory  circuit  must  be  fitted  with 
two  sets  of  taps  as  indicated  here;  the 
mutual  induction  between  the  two 
coils  L%  and  Lp  must  also  be  adjust- 
able. 


resistance.    Neglecting  the  effect  of 

the  plate  current  compared  to  the  oscOlating  current  (an  ordinary  radio 

set  makes  Jp  equal  to  about  1/20  of  /),  we  have, 


Ro—A  ™Rl 


\Ri:) " 


^w    V 


Rl        RlLiC 


E. 


If  Ro-A  is  to  be  equal  to  Rp  =  -f^  (for  conditions  of  maximum  power) 

lop 

we  so  adjust  tap  A  that 


E, 


op 


LJ 


op 


RlLiC 


or 


IEopRlLi 

^  ^op 


(63) 


This  required  value  of  Lp  may  be  either  great-er  or  less  than  L\. 
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In  a  certain  radio  circuit  Rl  =3  ohms,  C  =4X  10"^^  farads,  Li  =  ISOfik, 
Eop= ZOO  volts,  /op  =  .03  ampere.  Using  EJq.  (63),  the  required  value  of 
Lp  proves  to  be  42/i/i.  The  tap  A  would  therefore  be  made  between  0 
and  tap  B. 

The  current  in  the  oscillating  circuit  can  be  calculated  from  the  rdatkffi 
/  -  <A)CEj  where  E  is  the  effective  voltage  across  OB,  which  is   equal  to 

--pXj^.*    Using  these  relations  and  also  remembering  that  ^  =  \/r7^ 
we  get, 

j_Eop      JLlC  lEppIgp  f^. 

^-irV"2"=\/^ftr ("^ 

Substituting  the  values  above  gives  a  value  for  /  of  1.23  amperes. 
Actually  1.05  amperes  was  the  maximum  obtainable  from  the  circuit. 

The  resistance  Rt  was  then  increased  to  50  ohms,  and  it  was  found 
experimentally  that  tap  A  was  outside  of  tap  B  for  maximum  output 
By  calculation,  Eq.  (63),  we  find  the  proper  value  for  L,  =  171  /ift,  TTie 
oscillatory  current,  from  Eq.  (64),  should  be  0.31  ampere,  whereas  only 
0.26  was  actually  obtained. 

After  the  right  position  for  tap  A  has  been  found  the  coupling  between 
L2  and  Li,  is  reduced  until  the  critical  value  of  ilf  is  nearly  reached,  and 
then  a  slight  readjustment  of  tap  A  may  be  necessary.  It  will  be  found 
that  varying  M  and  the  position  of  tap  A  will  have  only  minor  effects 
on  the  frequency  being  generated  by  the  tube. 

The  value  of  L2  should  be  kept  as  low  as  possible;  if  it  should  happen 
that  the  natural  period  of.  I/2»  combined  with  the  capacity  of  the  input 
circuit  of  the  tube  is  about  the  same  as  the  period  of  the  LiC  circuit, 
trouble  may  be  experienced  in  making  the  tube  oscillate  because  of  the 
unexpected  phase  of  the  voltage  impressed  on  the  grid;  the  voltage  changes 
its  phase  nearly  180°  as  the  natiu'al  frequency  of  the  LiC  circuit  is  made 
to  pass  through  the  natural  frequency  of  the  ^id  circuit. 

Oscillations  at  Other  than  the  Desired  Frequency. — It  may  happen 
that  if  the  grid  circuit  has  its  natiu^al  frequency  in  the  neighborhood 
of  the  frequency  of  the  LiC  circuit  the  tube  will  generate  power  of  the 
frequency  of  the  grid  circuit,  instead  of  that  of  the  LiC  circuit. 

* 

>  This  relation  is  approximate  only,  because  of  the  mutual  induction  between  the 

inductance  between  points  0-A  (Fig.  118)  and  that  between  points  A-B.    If  the  coil 

is  short,  so  that  the  turns  are  all  close  together,  the  effect  of  this  mutual  induction  wiH 

be  considerable  and  the  relation  given  above  is  more  accurately  written  ^^y=X— where 

N\  =  number  of  turns  between  points  0-B 
and 

N2  -  number  of  turns  between  points  0-A . 
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To  remedy  this  trouble  the  grid  circuit  is  sometimes  timed  to  the 
same  frequency  as  the  LiC  circuit.  Another  method  of  ensiu'ing  the 
desired  frequency  of  oscillations  is  to  couple  the  grid,  not  to  the  plate 
coil,  but  to  a  coil  in  the  LiC  circuit,  which  is  so  placed  that  no  current 
flo-wB  in  it  unless  the  main  circuit  is  oscillating.  This  idea  is  depicted 
in  Fig.  119.  Coil  Li  will  carry  no  current  imless  the  main  circuit, 
including  Li  and  C,  is  oscillating. 

The  difficulty  occiu's  principally  when  the  resistance  of  the  main 
oscillating  circuit  is  high  so  that  the  current  /  is  relatively  small;  to  suf- 
ficiently excite  the  grid  in  this  case  requires  a 
comparatively  large  value  of  L2,  which  of  course 
lowers  the  natural  period  of  the  grid  circuit. 

Oscillating  Current  Comparable  in  Value  witfa 
Plate  Current — When  the  resistance  of  the 
osciUating  circuit  gets  very  High  the  oscillating 
current  /  may  decrease  to  such  an  extent  that 
it  is  of  about  the  same  value  as  Ip  or  even  less. 
In  this  case  it  is  not  easy  to  produce  oscillations, 
because  the  e.m.f .  for  the  excitation  on  the  grid 

tends  t^  get  the  wrong  phase.  The  scheme  of  ^^  ^^^  ^^^  p^^^  ^^. 
Fig.  119  may  not  work  because  Li,  which  must  rfous  oeciUationa  it  is  ad- 
be  small  compared  to  Lp  (because  of  the  high 
value  of  Rl),  may  not  induce  a  sufficient  voltage 
in  L2,  so  resort  must  be  had  to  coupling  L2  with 
Lp.  Now  the  oscillatory  current  in  Lp  is  ordi- 
narily 90**  out  of  phase  (nearly)  with  /,,  and 
such  condition  results  in  a  correct  phase  for  the 
voltage  Eg.  But  if  now  Ip  is  comparable  with  /, 
the  actual  cmrent  in  Lp  (which  produces  the 

magnetic  field  affecting  L2)  tends  to  come  into  phase  with  Ip,  that  is, 
shift  its  phase  90°  from  its  normal  value.  But  such  a  shift  in  phase 
will  result  in  such  a  phase  for  Eg  that  oscillations  cannot  be  main- 
tained; in  fact  a  comparatively  small  shift  wiU  materially  cut  down  this 
possible  power  output  of  the  tube. 

For  a  condition  of  this  sort  it  is  better  uO  use  separate  excitation  for 
the  tube,  instead  of  trying  to  make  it  self-exciting.  Another  tube  cir- 
cuit, having  a  low  resistance,  is  self-excited  at  the  desired  frequency,  and 
from  this  circuit  a  smtable  voltage  may  be  obtained  (either  directly  or 
magnetically)  for  excitation  of  the  tube  furnishing  power  to  the  high 
resistance  circuit. 

Coupling  between  Grid  and  Plate  Circuit  by  Capacity. — In  the  fore- 
going discussions  of  a  self-excited  tube  the  voltage  for  excitation  of  the 
grid  has  been  obtained  by  a  magnetic  coupling  with  the  oscillating  circuit. 


visable  to  couple  the  grid 
circuit  to  some  part  of 
the  main  oscillatory  cir- 
cuit through  which  the 
plate  current  does  not 
flow;  the  grid  is  then  not 
excited  unless  the  main 
circuit  is  oscillating. 
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but  it  is  of  course  possible  to  use  electrostatic  coupling,  or  even  a  com- 
bination of  both.  Such  a  circuit  is  shown  in  Fig.  120;  in  order  to  make 
the  discussion  more  general  only  a  part  of  the  inductance  in  the  oscillating 
circuit  is  included  in  the  plate  circuit.  The  extra  inductance  L2,  in  com- 
bination with  C2  and  R,  represents  an  antenna,  thus  making  the  circuit 


!.,§  M 


miiu/ 


FiQ.  120. 


Flo.  121. 


Fig.  120. — ^Another  oecillatoiy  circuit  in  which  the  grid  is  excited  by  inductive  coupling 
between  Li  and  L%  as  well  as  by  the  capacitive  coupling  produced  by  Ci. 

Fig.  121. — Showing  how  the  circuit  of  Fig.  120  is  applied  to  an  actual  radio  circuit. 

the  direct  equivalent  of  the  actual  circuit  shown  in  Fig.   12L    From 
Fig.  120  using  directions  of  current  shown  in  the  diagram,  we  have, 


t«=n+i2+t8. 


(65) 


Also  we  know  that  6c,  and  6c,  are  fixed  by  the  relation  —  C2  — ^*i2,  and 

— Ci  -1^-  =  t3.    By  the  use  of  these  relations,  and  deriving  Eq.  (65),  we  get 
the  equations. 


cPii 


(Pis  ,  iz 


We  can  write 


(L.-M)^  =  (L3-itO^+g 


(68) 


Rpip-ep+fioeg;  ep-  —  Li-n~M-n-:  6.  =  — I«-r-— Af 


cU 


dt' 


Using  these  conditions,  and  Eq.  (65),  we  get. 


Rp(ii+i2+iz)MLi+,ioM)^+(,ioLz+M)^'0.    .    .   (69) 


4       .-^/' 
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Eqs.  (67),  (68)  and  (69)  permit  the  precise  determination  of  n,  t2,  and 
13,  but  it  is  evident  that  the  solution  would  be  tedious  and  the  solution 
can  be  easily  guessed.  If  oscillations  occur  at  all  they  will  be  sinusoidal 
and  as  they  are  all  supplied  with  power  from  the  same  source  (the  plate 
circuit)  we  can  write, 

ii  =/i  sin  orf,  12^12  sin  (w<+^),  is  -/a  sin  (w^+^a). 

By  deriving  these  expressions  and  substituting  in  Eqs.  (67),  (68)  and  (69), 
and  for  each  equation  thus  obtained,  equating  the  coefficents  of  cos  (d  and 
sin  ooiy  we  find 

/2,(/i+l2COS^+/3Cos08)— w(jMoL3+M)l3sin<te"0.  .    . 
Rjf{l2  sin  ^4-/3  sin  *8)+«(i'i+MoiW)/i+a)Guo-L3+-M)/3  cos  08  «0. 


wLJi+w-Jf Is  cos  <h ■  (^-^2— -TT )'f2  COS  ih+hR  sin  02. 
cuM J3  sin  02  =  ( a)L2— 7-77- 1/2  sin  02— /2-R  cos  0a.  .    . 


(70) 
(71) 

(72) 


«(Li-M)/i  =  {a,(L3-ilf)-^ 


Is  cos  08. 


a)(L3-M) 


a)CiJ 


h  sin  03  «0. 


(73) 

(74) 
(76) 


Eq.  (75)  shows  that  unless  w(L3— Af)—  -p7-=0,  sin  08  must  be  equal 

to  zero,  which  means  that  es  and  ia  are  either  in  phase  or  180^  out  of  phase. 

In  case  <a{Lz^M) — ^  =0,  we  have  resonance  in  the  Lz^Ci  circuit. 

Using  Eqs.  (74)  and  (75)  to  get  values  of  sin  03  and  cos  03,  then  using 
Eqs.  (70)  and  (71)  to  get  values  of  sin  02  and  cos  02  and  putting  these 
values  in  Eqs.  (72)  and  (73),  we  get  the  two  equations 


"^^Ja,(L8-M)-    ^ 


«Ci 


R 


R, 


; a,(L,+MoM)+«»  (Li-Jf)(MoL3+M)V    Q^ 


and 


"(^-^)-;;;fe  J 


(76) 


«Z/2  — 


1 


R 


OiC2 


ft,   U 


«(Li-M) 


«(Li+/ioM) 


a{U-M)- 


(0C2 


+  0) 


a(Li-3f)(wL3+Jlf) 


wiU-M)- 


uCi 


=0. 


(77) 


506  VACUUM  TUBES  AND  THEIR  OPERATION  IChap.  M 

The  frequency  might  be  calculated  from  Eq.  (76),  and  this  frequency 
carried  into  Eq.  (77)  woxild  permit  the  calculation  of  the  critical  coufding 
for  oscillations.  From  inspection  of  Fig.  Ill  it  is  evident  there  wiQ  be 
two  possible  frequencies  and  of  course  each  of  these  must  be  used  in 
solving  Eq.  (77).  This  general  solution  is  lengthy,  so  we  will  investi- 
gate only  two  of  the  naore  important  cases. 

In  case  Ci^O  and  1/2=0,  the  circuit  degenerates  into  that  of  Fig. 
109  and  so  our  general  Eqs.  (76)  and  (77)  should  reduce  to  the  sim[^ 
forms  obtained  for  this  case.    Eq.  (76),  becomes  (if  we  put  Ci  =1*2  =0) 

R 
which  we  previously  obtained,  and  if  -^p  is  small  enough  to  be  negligible, 

lift 


'*->&• 


and  if  this  value  of  cj  is  substituted  in  Ek[.  (77),  in  addition  to  the  condition 
that  Ci  =L2  =0,  we  find  as  the  condition  for  oscillation, 

fi+ pV(Li+/ioM)  =0, 

which  we  have  already  obtained  from  the  circuit  of  Fig.  109. 
In  case  ilf  =0  and  L2  =0,  Eq.  (76)  becomes. 


("^"i) 


Li         1         t^/r    i<»y^tM)LsLi  1 


C2        T  1  ^p{  T  1 


R 
and  if  again  -5-  is  negligibly  small,  we  find, 


«C2+ ^-^i-=0 (78) 


a)Li  J         1 


a)C] 


This  is  evidently  the  condition  for  zero  reactive  current  in  the  three 
branched  plate  circuit,  one  branch  having  Li,  another  having  C2,  and  the 
third  having  Lz  and  Ci  in  series.    EJq.  (78)  may  be  put  into  the  form 

;Ji-[LiC2+(L3+Li)Ci]^+LiC2L3Ci=0.      ...    (79) 

If  we  put  {LiC2+{Lz+Li)Ci]  =a,  and  L1C2Z/3C1  =6  we  can  write  the  two 
positive  roots  of  this  equation, 


i-Vl-V?-'-- 
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Of  these  two  roots  for  w  one  is  greater  than  \JY~r  ^^^  ^^®  other  is  less 

tliaii  ^  fTT'    We  shall  show  that  the  only  possible  oscillation  is  the  lower 

one  of  the  two. 

K  we  substitute  ilf  =0  and  L2  =0  in  EJq.  (77),  we  find  that  the  critical 
conditions  for  maintaining  oscillations  as  given  by, 

R+ .     ^     , r  /l+    """^^   \-0,   ...    (80) 


the  condition  for  osciUation  making  the  left-hand  member  less  than  zero. 
The  condition  for  oscillations  is  then  determined  by  the  inequality 


0)1/3  — 


{RR/:!2+iMiU)+Li+RRJC%<Q.     .    .    .    (81) 


This  can  evidently  be  satisfied  only  by  having 

0I/3 — Jr<0, (82) 

which  shows  that  the  circuit  cannot  sustain  oscillations  at  a  frequency 
which  makes  wZ/s  greater  than  —pz-.  This  bears  out  the  prediction  ma(}e 
above  that  of  the  two  roots  of  Eq.  (79),  only  that  oiie  having  a  value  le^ 

nr .  ! 

than  xJ-f-TT  IS  a  possible  frequency  for  the  oscillations  because  the  coii- 
ditional  inequality  (82)  may  be  written, 


"^^yJuci 


(83) 


Eq.  (81)  also  seryes  to  further  limit  Ci,  because  from  it  we  get  the 
relation, 

C,  ->  J- Li+RpRC2 ,j^. 

'''^i,2LiL3{Mo+l)+RpRC2{Li+L3y     '    •    '    ^    ^^^ 

So  we  have  Ci  fixed  by  the  double  condition, 

1.^.1  Li+R,RC2 


>Ci>^ 


«2L3  '       0)2  LlL3{M0+l)  +  RpRC2{Ll  +  L3y 

The  relation  given  in  (84)  shows  that  if  juoL3>Li  (which  will  generally 
be  the  case),  ^^  is  positive,  so  that  as  the  resistance  of  the  oscillating 
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circuit  is  increased,  the  value  of  Ci  miist  also  be  increased  to  maintain  the 
oscillations.  By  similar  reasoning,  we  see  that  Ci  must  be  increased  m 
the  frequency  of  the  oscillations  is  diminished. 

If  we  consider  both  magnetic  and  static  coupling  as  given  in  Ilg.  120, 
we  can  much  simplify  the  general  equations  obtained — (76)  and  (77) — by 

R 
supposing  L2  absent  and  p-  negligibly  small.    Eq.  (76)  then  beoomes, 


"^^"i+H";;;k)-r^ 


-M) 


a)(La-M)- 


0,   .    .    .    (85) 


and  Eq.  (77)  becomes, 


cuCi 


/24 


(mo+1)«(LiL8-M2)- 


<i)C2 


RpC2 


a){Li+Ls 


-^-ik] 


=0. 


.    (86) 


U 


-^hA/v— 


The  capacity  coupling  serves  to  increase  the  magnetic  coupling  if  M 
is  n^ative  and  if  a){Lz^M) — 7r<0.    Even  if  Af  is  positive  the  con- 
dition for  oscillations  may  be  still  maintained  by 
using  sufficient  capacity  coupling. 

It  is  to  be  noted  that  even  if  no  actual  con- 
denser Ci  is  used  in  t^e  circuit,  there  k  always 
such  a  capacity  present  in  the  tube  itself,  due  to 
capacity  between  the  actual  grid  and  plate,  as  well 
as  that  of  the  lead-in  wires  connecting  to  tbeoL 
At  very  high  frequencies  this  internal  tube  capacity 
may  very  seriously  affect  the  behavior  of  the  tube; 
in  certain  tubes  of  foreign  manuf acting  the  kad-in 
^b  wires  of  the  plate  and  grid  are  kept  as  far  bom 

iG.  122.— This  circuit  is  each  other  as  the  structure  of  the  tube  permits 
similar  to  that  of  Fig.  with  the  idea  of  minimizing  this  internal  capacity. 
120,  but  simplified  by  (See  tube  (0)  of  Fig.  21,  page  389.) 

ehmmatmg  the  dummy        Another  circuit  which  may  be  used  is  shown 
antenna  circuit.  '-*'*'^  •*  •— ^ 

m  Fig.  122.    For  this  case,  we  have, 


«,  =  -I/i 


dii     TtM'dt2 


'^9 


-u 


(U 
di2 


M 


dt' 


cU 


and  as 


Rpip=€p+noet, 
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we  have  the  relation 

Rp{h+i2)+{Li+fioM)^+(jioL2+M)^^0.      .    .    (87) 

When  the  reactance  across  the  machine  or  battery  furnishing  the  plate 
voltage  is  negligible  (it  dhould  always  be  made  so  by  shimting  with  a  large 
capacity,  if  necessary),  we  have 

and  as  t2  -  — C  -jj-, 

we  can  write  (88)  in  the  form, 

^L^-M),^^iL,-M)^+R^+p,   .    .    .    (89) 

From  this  ii  might  be  eliminated  and  so  enable  a  solution  of  t2  to  be 

obtained.    Instead  of  this  formal  procedm^,  we  guess  at  the  solution  and 

put, 

ti »  /i  sin  0)^  and  iz  - h  sin  (a><+0). 

Using  these  two  values  and  substituting  in  Eq.  (89),  we  get, 
a^-^(;ioL2+M)(Li-M)-a,(Li-M)[c.(L2-M)-^l 


-/22-pL2-M)-^l''=0,    .    (90) 


and 

/2p/e(Li-Jlf)+a)(Li-M)(/xoL2+M)r(a,L2-M)-^l 

+(Li+MoM)rfi2+L(L2-M)--^Vl=0.    .    (91) 

R 
If  ih  (90)  we  neglect  the  terms  -^  and  72^,  we  get  for  the  natural  period 

tip 

of  the  circuit, 

a>"  -, (92) 

And  using  this  value  of  «  in  EJq.  (91),  which  determines  the  critical  con- 
dition for  oscillation, 

R[R,iL^-M)+R(L^+^)]<^^-^^l-l^-y^|^^^  (93) 

This  conditional  inequaUty  requires, 

i;ioI/2  >  I/l + (mo  —  1)  Af . 
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If  we  suppose  there  is  no  magnetic  coupling  M  =0  and  the  frequency 

of  oscillation  becomes, 

1 


V{Lr+L2)C' 


(94)    1 


and  the  condition  for  oscillation 

R{R,+R)< 


Li(juoL2— Li) 
(Li+L2)C   • 


(95) 


pc  "i  !«-' 

Mihli 1 


Fig.  123.— This  is  the 
circuit  generally  used 
when  an  oscillating 
tube  is  used  to  re- 
ceive a  continuous- 
wave  signal;  the  os- 
cillatory circuit  is 
here  associated  with 
the  grid. 


Oscillating  Circuit  in  the  Grid  Circuit — When  a 
three-electrode  tube  is  used  as  detector  for  con- 
tinuous waves,  it  is  necessary  to  have  an  addi- 
tional tube  for  producing  the  local  oscillations  or 
else  to  use  the  detecting  tube  itself  to  generate  the 
local  osciUations.  While  any  arrangement  which 
makes  the  tube  oscillate  will  serve  for  the  purpose, 
the  one  which  is  probably  used  more  frequently 
than  any  other  is  shown  in  Fig.  123;  the  tuned 
circuit  is  now  associated  with  the  grid,  being 
coupled  to  the  plate  circuit  by  a  coil  in  the  plate 
circuit,  Li.  This  coil  is  generally  called  the  "  tick- 
ler "  coil. 

If  we  make  the  same  asstunption  as  has  been 
made  for  all  the  other  circuits  so  far  considered 
namely,  the  grid  takes  no  ciu'rent,  then  ^  »i  and 
the  equations  of  the  circuits  are. 


ep  =  — Jlf 


di*i 


<U 


u 


dip 


and 
Also 


«« =  —  L2 


d/2 


dl 


Ri,-M^^. 


or 


Now 


Rpip  =ep+fioeg  =  —  {M+fjLoL2)  -^—noRi2—  (Li+moM)  -^ 
Rpip+fMiRi2+(fM>L2+M)  ^+(Li+MoM)  ^=0.     . 


(96) 


-L2 


^     *^    ^    /Zi2=ec  and  t  =  — C 


dt 


M 


dt 


dec 
dt' 


By  deriving  above  equation  and  substituting  value  of  i,  then  eliminating 
ip  between  the  resulting  equation  and  Eq.  (96)  we  get  (substituting  the 
symbol  i  for  both  i  and  i2,  which  are  the  same) 
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Guessing  the  solution  to  be  z  =  /  sin  w^  substituting  the  proper  derivatives 
in  Eq.  (97),  we  get  for  the  period  of  )DsciUation, 


CO 


1 

_! 


^L.+L.|)' 


(98) 


ivhich  is  practically  the  same  as 


VCL2 
For  the  limiting  condition  of  oscillations,  we  find, 


R+~Il,-\-^oM-^--I\'0 (99) 


Elq.  (99)  can  be  written  in  the  form, 

R 
from  which,  using  (98)  and  neglecting  terms  involving  d">w^  K^t, 

^^<.W(MoL2+M)  ^^^ 

tip 

and  this  can  be  satisfied  only  if  M  is  negative  and  its  absolute  value,  is 
greater  than  moJ^-  Th®  condition  imposed  by  (100)  will  be  satisfied  if 
M  is  negative  and  its  absolute  value  lies  between  the  two  roots  of  Eq. 
(100).    So  the  absolute  value  of  Af  is  limited  by  the  relation. 

The  condition  is  evidently  different  from  that  existing  when  the  oscillating 
circuit  was  in  series  with  the  plate.  In  that  case  if  M  exceeded  its  critical 
■  value  the  value  of  the  osciUating  current  was  reduced,  but  there  was  no 
upper  limit  for  the  permissible  value  of  M,  With  the  oscillating  circuit 
in  series  with  the  grid,  however,  the  oscillations  will  cease  if  the  absolute 
value  of  M  exceeds  a  certain  critical  value. 

Circuits  of  Very  High  Frequency.^ — Vacuum-tube  circuits  will  gener- 
ate any  frequency  between  one  per  second  or  less  to  many  millions  per 
second;   the  low  frequencies  require  very  high  values  of  L  and  C,  but 

^  Many  other  circuits  than  the  few  here  analyzed  have  been  designed  and  used.  The 
reader  is  referred  to  an  article  by  L.  A.  Hazeltine  in  Proc.  I.R.E.,  April,  1918,  one  by 
W.  C.  White  in  G.  E.  Review  for  September,  1916,  and  one  by  G.  C.  Southworth  in  the 
Radio  Review  for  September,  1920.  Southworth  has  been  able  to  obtain  frequencies 
as  high  as  3  X 10*  cycles  per  second. 
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•c, 


i-^vUftfiflflfi^^ 


^lEi 


are  comparativdy  easy  to  produce.    To  get  the  very  high  frequencicB, 

it  is  necessary  to  consider  carefully  all  the  capacity 
in  the  circuit,  especially  that  in  the  tube. 

The   circuit   shown   in  Fig.  124  will  generate 

perhaps  as  high  as  10^  cycles  per  second,  if  the 

internal  capacity  of  the  tube  is  low.    The  oecil- 

Li  jj  I    I  -  ■=-       lating  circuit  is  indicated  by  the  arrow,  and  miKt 

"""^^^^^^ll^  |a  be  made  with  very  short  leads;  the  condensers  Ci 

and  C2  should  each  be  several  miUi-microfarads, 
and  the  values  of  Li  And  L  have  to  be  properly 
FiQ.  124.-A  circuit  used  g^lected  for  maximum  osciUating  current, 
for  generating  very  high  u-  u  r  x      tj, 

frequency;  the  oecilla-        These  very  high-frequency  currents  often  occur 

tory  circuit  is  indicated  when  neither  expected  nor  wanted.    Thus  in  the 
by  the  arrow.  connection  scheme  shown  in  Fig.  125,  the  circuit 

in  which  oscillations  are  desired  is  made  up  oi  jU, 

Lp,  Rf  and  C,  the  ciurent  being  indicated  by  ammeter  Ai.    If  C  is  too 

large,  the  conditions  for  oscillations  in  the  main  oscillatory  circuit  may 

not  be  satisfied,  but  the  adjustment  may  serve  to 

maintain  oscillations  in  the  circuit  indicated  by  the 

arrow.    That  the  tube  is  oscillating  is  known  by 

indication  of  the  continuous-current  ammeter  in  the 

plate  circuit,  but  ammeter  Ai  shows  nothing.     If, 

however,    a   hot-wire   meter    of   low  resistance  be 

inserted  m  the  grid  lead,  as  shown  at  ^2,  it  will  be 

foxmd  that  a  comparatively  large  ciurent  is  being 

generated  in  the  local  path. 

A  similar  condition  may  occur  in  the  circuit  of 

Fig.  126;  the  main  oscillating  circuit  L-C  may  show 

no  current  at  all,  but  oscillations  of  very  high  fre- 
quency may  be  flowing  through  Lg  and  Lp  as  indicated 

by  the  arrow,  the  dotted  condenser  really  being  the 

internal  capacity  of  the  tube.^ 

Elimination  of    Undesired    Frequencies. — These 

xmdesired    high-frequency   currents    are    sometimes 

troublesome,  but    may,  in    general,  be    eliminated 

by  suitable  precautions.     Thus  in   a   circuit  used 

with  a  Type  P  pliotron   the   arrangement   of   ap- 
paratus   was    nearly    as    shown    in    Fig.    122;    in 

series  ¥dth  R  and  (7  was  another  inductance,  the 


Fia.  125. — In  a  circuit 
such  as  this  the  os- 
cillatory circuit  is 
made  up  of  Rf  LfJ^ 
and  C  in  series;  the 
circuit  is  very  likdy^ 
however,  to  set  up 
spurious  high-fre- 
quency osdllatioDs  in 
the  circuit  including 
grid,  plate,  and  C  as 
indicated  by  the 
row. 


^The  circuit  shown  in  Fig.  126,  without  the  main  oscillating  circuit,  (L-C-A)  is 
frequently  used  to  produce  oscillations  of  high  frequency  in  a  receiving  set.  The  vahies 
of  Lf  and  Lp  must  be  adjustable  for  different  frequencies.  A  very  complete  discussioQ 
of  this  circuit  is  given  by  A.  S.  Blatterman  in  Vol.  1,  No.  13,  of  the  Radio  Review. 
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actual  connection  being  as  shown  on  the  curve  sheet  given  in  Fig.  178, 
p.  (570). 

With  Lp,  of  this  figure,  below  a  critical  value,  the  main  circuit,  L^-Lp- 
C—L-R,  will  not  oscillate;  it  is  quite  likely,  however,  that  when  the  main 
circuit  is  not  oscillating,  high-frequency  currents  will  be  generated  in  the 
circuit  made  up  of  Lg  and  Lp  in  series  with  the  internal  capacity  of  the 
tube.  Thus,  with  Lg  =200  fJi,  Lp  =400  fih,  L=8000  mA,  C-.002  m/",  the 
ammeter  /  (Fig.  178)  gave  no  indication,  but  the  meter  Ip  showed  that 
the  tube  was  oscillating  violently.  Test  with  wave-meter  showed  the 
circuit,  L^Lp-tube-capacity,  to  be  generating  a 
complex  current  of  fxmdamental  wave-length  equal 
to  800  meters;  this  is  about  the  natiu*al  frequency 
pf  the  circuit. 

The  desired  wave-length,  of  about  6000  meters, 
was  not  started  until  Lp  was  adjusted  in  excess  of 
1200  ijJi;  the  frequency  changed  suddenly  from  one 
value  to  the  other,  as  Lp  was  varied  through  its 
critical  value.  There  is  a  tendency  in  such  a  cir- 
cuit, however,  to  maintain  the  existing  oscillation; 
thus  if  Lp  was  increased,  the  high-frequency  oscil- 
lation persisted  xmtil  Lp  exceeded  1200  fJi,  As  Lp 
was  decreased,  however,  the  high-frequency  oscil- 
lation did  not  start  xmtil  Lp  was  made  less  than 
1000  mA,  so  that  with  Lp-llOO  M,  either  900  meter 
or  6000  meter  oscillations  might  exist,  depending 
upon  whether  Lp  had  been  decreased  from  a  high 
value  to  1100  fih,  or  had  been  brought  up  to  the 
value  from  something  lower. 

An  interesting  condition  was  found  in  this  test: 
if  the  condenser  across  machine  Eb  was  taken  out  the  high-frequency 
oscillations  was  very  persistent,  whereas  the  6000-meter  oscillation 
would  not  start,  no  matter  what  value  Lp  might  have.  Evidently  for 
the  lower  frequency  the  machine  offered  a  high-inductive  reactance  and 
resistance,  whereas  for  the  high-frequency  ciu^rent  it  acted  Uke  a  con- 
denser of  low  impedance. 

The  xmdesired  high-frequency  current  for  the  circuit  above  described 
was  completely  eliminated  by  introducing  a  suitable  resistance  directly 
in  series  with  the  grid,  as  indicated  at  A  in  Fig.  178;  100  ohms  sufficed 
to  diminish  their  amplitude  considerably  and  2000  ohms  at  this  point 
resulted  in  such  high  losses  for  the  800-meter  wave  that  it  could  not 
sustain  itself.  This  high  resistance  had  a  negligible  effect  on  the  6000- 
meter  oscillation,  because  of  the  comparatively  small  charging  current 
flowing  to  the  grid  at  this  frequency. 


Fig.  126. — In  a  circuit  of 
this  kind  (often  called 
a  Meissner  circuit) 
spurious  oscillations 
may  be  set  up  in  the 
circuit  indicated  by 
the  arrow,  the  main 
oscillatory  circuit  re- 
maining unexcited. 
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Constancy  of  Frequency  of  an  Oscillating  Tube. — The  foregoing 
formulae  for  frequency  of  oscillation  of  a  tube  circuit  have  all  been  derived 
on  the  assumption  that  the  grid  current  was  zero,  and  do  not  invoh-e 
any  characteristics  of  the  tube,  except  /lo  and  Rp,  It  is  a  fact,  however, 
that  there  is  an  appreciable  capacity  between  the  grid  and  filament  of 
a  tube,  and  that  the  value  of  this  capacity  varies  with  any  factor  which 
aCFects  the  fi  (not  /lo)  ^  of  the  tube  and  circuit,  as  shown  on  page  432  ei 
seq.  This  grid-filament  capacity  is  always  shimted  across  a  part,  of  the 
oscillating  circuit  and  so  must  have  an  effect  on  the  frequency  of  oscil- 
lation of  the  circuit. 

It  is  therefore  evident  that  any  factor  which  influences  either  tube 
resistance  or  grid-filament  capacity  must  also  effect,  to  some  extent,  the 
frequency  of  oscillation,  and  such  is  found  to  be  the  case.  A  change  in 
either  of  the  filament  current  or  plate  voltage  will  produce  variations  in 

frequency   the  variation,  some-         

times  amounting  to  1  per  cent  y^ 

or  2  per  cent,  without  excessive  Os. 

change  in  either  //  or  Eh> 

The  Oscillating  Tube  as  De- 
tector of  Continuous  Waves — 
Autodyne. — The  circuit  given  in 
Fig.  123  is  generally  used  for 
exciting  a  tube  used  as  autodyne  ^^7?7r. 

receiver;  with  no  grid  condenser,  Fio.  127. — ^This  is  the  arrangement  generally 


used  when  an  oscillating  tube  is  to  act  as 
detector  for  continuous-wave  signals.  The 
frequency  of  the  local  oscillations  is  fixed 
by  the  values  of  In  and  C,  the  tickler  coil,  U 
serving  to  make  the  tube  oscillate. 


as  shown  in  Fig.  127,  the  detect- 
ing eflSciency  of  the  tube  is  in- 
dicated by  Eq.  (31).  The  an- 
tenna circuit  LsCa  is  timed  to 
incoming  signals  and  the  circuit 

L2C  is  tuned  to  a  frequency  diflfering  from  this  signal  frequency  by 
about  800  cycles  per  second,  so  as  to  give  a  beat  note  for  which  both  the 
ear  and  ordinary  telephone  receiver  are  sensitive. 

From  Eq.  (31)  it  seems  that  the  more  violently  the  tube  is  oscillating, 
thereby  making  E'g  as  large  as  possible,  the  more  sensitive  will  the  tube 

act  as  detector,  and  so  it  does  as  long  as  j^  |  remains  constant.    This 
— I  is  really  a  measure  of  the  assymetry  of  the  change  in  plate  ciu^ 


term 


dei^ 


rent  when  Eg  is  positive  and  when  it  is  negative;  in  other  words,  it  measures 

»  Changing  the  plate-circuit  inpedance  changes  the  effective  value  of  the  tube  capftdty 
(and  hence  its  effect  on  the  frequency  of  oscillation),  because  the  /x  of  the  tube  and 
circuit  has  been  changed;  the  yjo  of  the  tube,  however,  has  not  been  altered  by  changing 
the  plate-circuit  impedance. 
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the  excess  of  the  mcrease  of  plate  current  for  positive  Eg  over  the  decrease 

for  negative  Eg,    So  long  as  the  relation  between  Ip  and  Eg  is  parabolic 

dp 
the  value  of  -r-^  is  constant,  but  for  this  condition  the  tube  re^istahce  Rp 

is  also  constant.    We  have  previously  shown,  however,  that  to  make  a  tube 

oscillate,  the  coupling  (of  whatever  kind  is  used)  must  be  increased  beyond 

a  certain  critical  value,  and  that  after  this  value  is  past  the  oscidations 

start  and  automatically  increase  in  amplitude,  imtil  the  plate  resistance  Rp 

is  sufficiently  increased  to  restore  a  certain  balance  which  was  destroyed 

by  increasing  Af.    This  change  of  resistance  was  analyzed  in  discussing 

Fig.  114.    The  plate  current  in  an  autodyne  receiver  will  fluctuate  over 

the  straight  part  of  the  full-line  curve  of  this  figure  if  the  value  of  M 

(between  L\  and  L2  of  Fig.  127)  is  kept  sufficiently  low:  if  it  is  increased 

much  beyond  its  critical  value  the  fluctuation  in  plate  current  will  extend 

over  the  upper  and  lower  bends  of  the  curves.  ' 

The  tube  will  act  best  as  a  detector  of  continuous-wave  signals  fbr  tiiat 

coupling  of  L\  and  L2  (Fig.  127)  which  results  in  the  greatest  product 

(Pi 
of  E'g-r-l.    This  product  will  generally  be  a  maximum  for  the  weakest 

coupling  which  will  maintain  the  tube  in  the  oscillating  state;  such  is 
nearly  always  foxmd  to  be  the  case  in  practice.  If  the  coupling  between 
Z/2  and  Lz  is  held  constant  and  the  coupling  between  L2  and  Li  is!  dimin- 
ished, the  signal  strength  will  be  a  maximmn  for  the  weakest  possible 
coupling.  In  carrying  out  this  test  it  is  necessary  continually  to  change 
C  to  keep  the  beat  note  of  constant  pitch,  because  of  the  effect  of  Li  on 
the  value  of  the  effective  self-induction  of  L2. 

Three  possible  conditions  of  the  adjustment  of  a  beat  receiver  ar^  shown 
in  Fig.  128.  In  (a)  the  coupling  is  so  adjusted  (tight)  that  the  gric^  poten- 
tial, with  no  incoming  signal,  fluctuates  between  A  and  B;  the  plate  cur- 
rent fluctuates  with  a  frequency  nearly  the  same  as  that  of  the'  signal, 
between  the  values  AG  and  BH,  its  average  value  being  01.  This  cur- 
rent 01  flows  through  the  phones  and  the  high-frequency  alternating 
component  of  the  plate  current  is  carried  by  the  condenser  shimting  the 
phones.  In  case  no  actual  condenser  is  used  to  shunt  the  phohes  this 
current  will  utilize  the  capacity  of  the  phone  cords  or  the  distributed 
capacity  of  the  windings  to  by-pass  the  high  inductance  circuit  of  the  wind- 
mgs  themselves. 

When  the  signal  voltage  Eg  is  superimposed  on  the  grid  it  alternately 
increases  and  decreases  the  ampUtude  of  the  grid  fluctuations  of  poten- 
tial; the  value  of  grid  potential  now  fluctuates  with  variable  ampUtude, 
the  ampUtude  being  fixed  by  the  Umiting  values  EF  and  DC,  the  fre- 
quency of  these  cycles  of  variation  of  ampUtude  being  equal  to  the 
difference  in  frequency  of  Eg  and  E\. 
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Fio.  128. — This  diagram  ahowe  the  effect  of  the  strength  of  the  local  oadDatkins  on  the 
Bignal  strength;  the  audio  frequency  current  through  the  phones,  which  gjveelltt 
audible  aignai,  is  indicated  by  the  wavy  dashed  line  in  each  diagram.  In  (a)  thi 
local  oscillations  are  too  violent  to  give  a  good  signal,  in  {b)  the  signal  ia  aoinevhal 
improved  and  in  (c)  it  is  best.  It  is  doubtful  if  the  local  oscillation  could  be  cot 
down  as  much  as  indicated  in  (c)  without  stopping  the  oscillations  altogether. 
For  all  three  diagrams  the  ampUtude  of  the  high-frequency  aignaJ  voltagB  ittht 
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The  plate  current  will  now  be  of  the  form  shown  in  the  right-hand 
part  of  the  diagram,  and  the  average  value  of  this  high-frequency  plate 
current  will  be  as  shown  by  the  dashed  line  shown  at  K,  L,  Af,  etc.,  and 
it  is  this  pulsating  current  which,  flowing  through  the  telephone  receivers, 
g;ives  the  signal. 

In  diagram  (b)  of  Fig.  128  is  shown  the  effect  on  the  signal  strength 
of  reducing  somewhat  the  amplitude  of  the  locally  generated  oscillations 
E\,  which  occurs  as  a  result  of  decreasing  the  coupling  between  Li  and 
Z/2  in  Fig.  127  (dotted  Une  of  Fig.  112).  Although  E\  is  less  than  in 
diagrcun  (a),  the  value  of  the  signal  current  (shown  again  by  the 
dashed  line)  is  greater  for  (b)  than  it  is  for  (a). 

In  diagram  (c)  of  Fig.  128  is  shown  the  result  of  still  further  decreasing 
the  value  of  the  local  oscillation  E\;  it  is  likely  that  M  could  not  be  suf- 


TubeA 


TiibeB 


AntemiA 


Fia.  129. — In  order  to  control  easily  the  strength  of  the  local  oscillations  impressed  on 
the  detecting  tube  it  is  best  to  have  a  separate,  oscillator  and  couple  this  properly 
to  the  detector,  Tube  A,  In  this  diagram  Tube  B  is  the  oscillator;  it  is  coupled 
to  the  detector  by  the  two  coils  La  and  L.4 

ficiently  reduced  to  make  the  tube  oscillate  in  this  fashion  without  stopping 
the  oscillations  altogether.  The  signal  current  is,  however,  greater  for 
this  condition  than  for  either  of  the  two  other  values  of  E'q  shown  at 
(a)  and  (6). 

Use  of  a  Separate  Tube  for  Generating  tiie  Local  Oscillation?.— In 
order  to  use  the  vacuiun  tube  as  detector  most  eflSciently  it  is  necessary 
to  have  the  amplitude  of  the  voltage  E'g  under  control,  and  this  can  best 
be  done  by  using  a  separate  tube  for  generating  the  voltage  Eg,  in  addition 
to  the  detecting  tube.  The  scheme  of  connection  is  then  as  shown  in 
Fig.  129.  The  local  oscillations  are  generated  in  tube  S,  their  frequency 
being  fixed  approximately  by  L4,  Ls,  and  Ci,  and  intensity  by  the  coupling 
between  Ls  and  Le.  This  coupling  should  be  considerably  greater  than 
the  critical  value,  so  that  as  conditions  in  the  circuit  are  changed  the 
oscillations  of  tube  B  are  not  stopped. 
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The  value  of  E'g  impressed  on  the  grid  of  the  detecting  tube  A  can 
be  controlled  by  varying  the  mutual  inductance  between  Lz  and  I4, 
either  by  moving  the  coils  with  respect  to  one  another  or  by  changiii^ 
the  value  of  either  of  them.  The  value  of  M  should  be  so  adjusted  that 
the  condition  obtained  is  that  shown  in  Fig.  128,  diagram  (c). 

The  antenna  circuit  and  L2C2  circuit  are  each  tuned  for  the  frequenej 
of  the  incoming  signal,  and  the  coupling  between  Li  and  L2  is  adjust 
as  near  the  critical  value  as  possible.  We  have  shown  that  the  ^ect 
of  the  coupling  between  L2  and  Li  is  to  decrease  the  resistance  of  the 
L2C2  circuit,  and  this  resistance  may  be  made  to  approach  zero,  if  the 
coupling  is  suitably  adjusted.  Further,  the  L2C2  circuit  can  be  exactly 
tuned  for  the  incoming  signal,  so  that  the  reactance  is  zero  also,  b^ooe 

the  impedance  of  the  L^Ct 
.  circuit  may  be  made  to 
approach  very  dose  to  zero, 
80  that  the  current  caused 
to  flow  by  a  weak  signal 
may  be  perhaps  a  hundrei 
or  more  times  greater  than 
it  would  be  if  the  coupUng 
Li  — 112  were  not  used,^ 

The  impedance  of  the 
L2C2  circuit,  as  a  function 
of  the  impressed  frequen- 
cy, has  the  form  shown  in 

Fig.  130;  it  is  evident  from 

FiQ.  130.— By  properly  adjusting  the  coupling  of  coil3  ^j^jg  curve  that  not  <Mily 

Ln  and  Lt  of  Fig.  129  (keeping  the  coupling  too  low  •     .  i^       •       v     f   t?;      100 

.    to  produce  oecillations  in  L,-C,)  the  resistance  of  ^  ^^^  ^^^^^  ?-.          •      1 

the  iircuit  L,-C,  may  be  made  to  approach  zero.  ^^^     to     amplify     signal 

This  curve  shows  how  the  impedance  of  the  Ls— Ct  strength,    but    also    that 

circuit  will  then  vary  with  frequency  of  impressed  this  amplification    is  veiy 

"*«^-  selective.      With    a   low 

resistance  coil  for  L2  an<l 
a  well-insulated  condenser,  and  the  grid  circuit  of  the  tube  adjusted 
to  absorb  but  httle  power,  the  selectivity  is  extremely  sharp. 

Effect  of  Condenser  in  Series  witii  ike  Grid  on  ibe  Critical  Coupliiig.'' 
In  the  foregoing  analyses  of  the  conditions  required  for  self-excitatioo 
of  tubes  no  mention  was  made  of  the  effect  of  a  condenser  in  series  with 
the  grid,  as  aflfecting  the  possibility  of  oscillation.  In  some  common 
oscillating  circuits  it  is  necessary  to  use  a  grid  condenser  to  insulate  the 
grid  from  a  high  positive  potential;  such  a  one  is  shown  in  Fig.  131. 

1  An  experimental  investigation  of  the  magnification  obtainable  in  such  drcuits  wu 
carried  out  by  E.  11.  Armstrong  and  reported  in  Proc.  I.R£.,  Vol.  6,  No.  2,  April,  1917 
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The  oscillating  circuit  is  made  up  of  L  with  Ci  and  C2  in  series,  and 
'the  tube  is  connected  to  it  as  shown.  The  excitation  for  the  grid  is  sup- 
plied by  the  drop  of  potential  between  the  points  A-C  and  the  plate  volt- 
age is  fixed  by  the  drop  across  condenser  C2.  The  scheme  of  connection 
results  in  the  coil  L  being  at  plate  potential,  i.e.,  it  is  positive  with  respect 
to  the  filament  by  an  amoimt  equal  to  -B^;  if  the  grid  were  connected 
directly  to  point  C,  the  tube  would  at 
once  bum  out,  due  to  excessive  plate 
and  grid  currents. 

The  grid  is  therefore  insulated  (in  so 
far  as  continuous  voltage  is  concerned) 
by  the  condenser  C3;  a  suitable  leak 
resistance  R  serves  to  hold  the  grid  at  a 
proper  average  potential.  The  excitation 
impressed  on  the  grid  is  now  not  equal 
to  the  potential  drop  between  points 
-4-C,  but  somewhat  less  than  this  due 
to  the  drop  across  the  condenser  C3; 
moreover,  due  to  the  absence  of  the 
leak  path  across  C3  and  the  presence  of 
such  a  leak  across  the  grid-filament  cir- 
cuit, the  phase  of  the  voltage  impressed 
on  the  grid  is  not  the  same  as  that  of  the 
voltage  across  condenser  Ci. 

The  effect  of  the  drop  across  C3  is  to  require  a  higher  drop  across 
A-C  than  would  otherwise  be  required;  if  it  should  happen  that  the 
capacity  of  Cz  is  equal  to  the  capacity  of  the  input  circuit  of  the  tube, 
then  Ci  must  be  made  only  one-half  as  large  as  it  would  otherwise  have 
to  be. 

Effect  of  Oscillations  on  tiie  Magnitude  of  tiie  Plate  Current.— If 
an  oscillatory  circuit  has  a  condenser  in  series  with  the  grid,  the  average 
value  of  the  plate  current  will  always  decrease  when  oscillations  begin; 
this  is  due  to  acciunulation  of  electrons  on  the  grid  forcing  its  average 
potential  more  negative  when  oscillations  start,  causing  an  accompan3dng 
decrease  in  the  plate  ciurrent.  This  effect  is  shown  by  the  decrease  in 
the  reading  of  a  continuous-current  meter  in  series  with  the  plate. 

When  the  oscillating  circuit  is  such  that  no  grid  condenser  is  required, 
and  none  is  used,  the  reading  of  the  continuous  current  meter  in  the  plate 
circuit  will  generally  increase  when  oscillations  start,  the  increase  being 
more  the  greater  the  excitation  of  the  grid.  This  statement  is  not  univer- 
sally true;  it  is  possible  to  so  adjust  the  conditions  that  when  oscillations 
start  the  average  value  of  the  plate  current  stays  the  same,  or  even 
decreases.    This  effect  can  be  noted  if,  with  all  other  conditions  constant, 


Fig.  131. — ^In  a  circuit  of  this  kind  it 
is  necessary  to  use  a  condenser  C* 
to  insulate  the  grid  from  the  high 
continuous  voltage  impressed  on 
coil  L  by  machine  Eb» 
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the  filament  current  is  varied  throughout  a  sufficient  range  of  values; 
with  high  filament  current,  the  plate  current  will  increase  when  oedlb- 
tions  start,  and  with  low  filament  current  it  will  decrease.  The  caae  k 
similar  to  the  action  of  the  tube  as  a  detector,  without  grid  condemn 
as  described  in  p.  444;  it  is  there  shown  that  the  effect  of  an  incoming 
signal  may  be  to  either  increase  or  decrease  the  average  value  of  the  xdate 
current. 

Criterions  of  tiie  Oscillating  Condition  of  a  Detecting  Tube. — In  the 
case  of  a  power  tube  the  oscillatory  condition  is  indicated  by  the  meten 
used  either  in  the  grid  circuit,  plate  circuit,  or  oscillating  circuit.  In  the 
case  of  a  small  tube  used  for  the  detection  of  continuous-wave  siginals 
there  are  generally  no  meters  in  the  circuit  to  indicate  oscillations;  it  is, 
however,  extremely  important  that  the  operator  should  know  at  all  timeB 
whether  or  not  his  tube  circuit  is  oscillating,  because  if  it  is  not  oscillatang 
h^  cannot  possibly  hear  the  signal  for  which  he  is  listening.  The  only 
method  of  testing  for  oscillations  in  the  ordinary  continuous-wave  detecting 
set  is  to  properly  interpret  the  noises  in  the  telephone  receivers;  to  an 
experienced  operator  they  serve  as  well  as  do  the  meters  on  a  power  set. 

When  no  condenser  is  used  in  series  with  the  grid  it  is  very  easy  to 
tell  when  the  tube  is  oscillating  and  when  not;  when  grid  condenser  is 
used  the  determination  is  not  so  easy.  There  are  two  methods  of  testing 
for  oscillations;  firsts  by  making  the  coupling  of  the  tickler  coil  (or  other 
type  of  coupling)  so  weak  that  the  circuit  is  not  generating  06cillati(H» 
and  then  gradually  increasing  the  coupling  paot  the  critical  vahie,  listen- 
ing for  the  characteristic  noise  which  occurs  when  the  critical  coufdii^ 
is  exceeded  and,  second^  by  properly  interpreting  the  noises  heard  in  the 
receivers  when  the  grid  terminal  is  grounded  by  putting  the  thumb  or 
one  finger,  on  the  negative  end  of  the  filament  circuit  and  touching  the 
grid  terminal  with  another  finger.  These  two  schemes  may  be  called  the 
coupling  test  and  finger  test. 

As  has  been  noted  above  when  a  tube  circuit  starts  to  oscillate  the  plate 
ciurent  practically  always  changes  its  average  value,  generally  increas- 
ing when  no  grid  condenser  is  used.  The  change  in  the  plate  curroit 
is  not  extremely  rapid  because,  with  the  critical  value  of  coupling,  it  takes 
many  cycles  before  the  steady  state  is  reached;  the  result  of  the  slow 
change  in  plate  current  is  to  produce  a  peculiarly  soft  quality  of  click 
in  the  receiver.^  This  noise  resembles,  perhaps  more  than  anything  dse, 
the  "  plucking  "  of  a  loose  violin  string  and,  when  once  noted,  is  very 
easy  to  recognize. 

In  the  case  of  no  grid  condenser  this  coupling  test  is  very  reliable 

^  When  listening  for  this  noise  the  coupling  must  not  be  increased  too  slowly;  with 
a  very  slow  increase  in  the  couphng  the  noise  is  so  soft  that  it  may  not  be  heard  at  all 
When  first  listening  for  this  noise  the  tickler  coupling  should  be  changed  quite  rapkUy. 
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and  easy  to  make.  If  grid  condenser  is  used  the  distinctness  of  this  pluck- 
ing sound  is  by  no  means  as  pronoxmced  as  is  the  case  for  no  grid  con- 
denser; for  some  values  of  capacity  and  leak  resistance  it  is  almost  impos- 
sible to  hear  it  at  all,  even  though  the  critical  coupling  is  known  and 
especial  care  is  used  in  listening. 

In  the  case  of  no  grid  condenser  the  finger  test  gives  very  distinct 
indication  of  the  oscillating  condition;  with  the  moistened  thumb  placed 
on  a  filament  connection  (binding  post)  a  finger  is  touched  to  the  grid 
connection  of  the  tube,  thus  grounding  the  grid  to  an  extent  sufiicient 
to  stop  oscillations.^  The  cessation  of  oscillations  is  accompanied  by 
a  sharp  cUck  in  the  receivers  and  when  the  finger  is  removed  from  the  grid 
connection  the  starting  of  oscillations,  with  accompanying  change  in  plate 
current,  is  indicated  by  another  cUck,  generally  less  distinct  than  the  first. 
For  coupling  of  the  tickler  coil  considerably  in  excess  of  the  critical  value, 
the  two  cUcks  (starting  and  stopping  oscillations)  are  of  about  the  same 
intensity. 

With  grid  condenser  and  leak  the  finger  test  does  not  give  reliable 
results,  except  to  the  experienced  operator;  even  ¥dth  no  oscillations 
two  cUcks  are  heard  when  the  finger  is  touched  to  the  grid  connection  and 
when  it  is  removed  therefrom.  With  the  tube  not  oscillating  the  grid  is 
practically  always  positive,  with  respect  to  the  potential  of  the  negative  end 
of  the  filament;  when  the  grid  is  groimded  by  the  finger,  thus  suddenly 
bringing  it  to  the  same  potential  as  the  filament,  a  sudden  change  occurs  in 
the  plate  ciurent  with  resultant  chck  in  the  receiver;  when  the  finger  is 
removed  the  grid  at  once  resumes  its  normal  positive  potential  and  so 
again  gives  a  change  in  plate  current  and  click  in  the  phones.  As  has 
been  previously  noted,  when  grid  condenser  is  used  the  grid  leak  resist- 
ance is  best  connected  by  the  positive  end  of  the  filament;  such  has 
been  assumed  in  statements  just  made. 

The  same  two  clicks  are  observed  if  the  tube  is  oscillating,  and  there  is 
not  much  difference  between  the  clicks  in  the  two  cases.  This  is  especially 
true  if  the  grid  condenser  is  small  and  electron  supply  in  the  vicinity  of 
the  grid  plentiful;  if,  for  example,  with  an  ordinary  detecting  tube  the 
grid  condenser  is  100  tiyf  (a  commonly  used  value)  and  filament  temper- 
ature normal,  even  a  good  operator  may  not  distinguish  any  difference 
in  the  cUcks  for  the  oscillatory  and  non-oscillatory  condition. 

If,  however,  the  grid  condenser  is  much  larger,  say  5000  mmT  or  larger, 
there  is  a  marked  difference  to  be  noticed;  with  oscillations  the  two  cUcks 
have  nearly  the  same  intensity,  but  with  no  oscillations  the  click  heard 
upon  removing  the  finger  from  the  grid  connection  is  much  softer  than 

*  On  most  receiving  sets  it  will  be  found  that,  even  though  the  grid  connection 
directly  at  the  tube  is  not  accessible,  some  screw  or  binding  post  connected  to  the  grid, 
is  available. 
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the  one  heard  when  making  contact  with  the  grid.  When  the  tube  is 
not  oscillating  it  takes  an  appreciable  time  to  charge  the  grid  condeDser 
to  its  normal  potential  and  the  accompanying  change  in  plate  current 
is  slow,  thus  giving  a  weak  sound;  the  larger  the  grid  condenser  and  the 
lower  the  filament  temperature,  the  longer  will  this  charging  time  be  and 
correspondingly  weaker  is  the  click  in  the  receivers. 

The  tests  for  the  oscillating  condition  can  then  be  summarized  as 
follows: 

Coupling  Test — No  Grid  Condenser. — Distinct  sound  (plucking  string) 
when  critical  coupling  is  exceeded. 

With  Grid  Condenser, — The  cUck  occurring  when  critical  coufding  is 
exceeded  is  not  distinct  unless  the  grid  condenser  is  lai^  (several  mHIi- 
microfarads)  and  the  filament  temperature  subnormal. 

Finger  Test — No  Grid  Condenser, — Two  distinct  clicks  when  tube 
is  oscillating  and  none  at  all  when  tube  is  not  oscillating. 

With  Grid  Condenser, — Two  distinct  clicks  of  nearly  equal  intensity 
if  tube  is  oscillating;  if  tube  is  not  oscillating  the  click  upon  touching  the 
grid  connection  is  more  pronounced  than  that  when  releasing  the  grid, 
the  distinction  being  more  pronounced  with  larger  grid  condensers. 

Peculiarities  of  Adjustment  of  Oscillating  Detectors. — When  first 
working  with  oscillating  detectors  certain  apparent  discrepancies  will  be 
encountered.  Thus  if  the  tuned  grid  circuit  uses  one  of  the  coils  of  a  loose 
coupler  and  the  other  coil  of  the  coupler,  or  a  section  of  it,  is  used  for  the 
tickler  coil,  it  may  be  found  that  when  the  coils  are  separated,  oscillations 
occm*,  no  matter  which  way  the  tickler  coil  is  connected  in  the  plale  circuiL 
It  may  also  be  found  that  oscillations  occur  when  the  coils  are  quite  widdy 
separated  and  that  as  the  coils  are  brought  nearer  t<^ther  the  oscilla- 
tions cease,  an  apparent  contradiction  to  the  analysis  previously  given. 

With  the  coils  arranged  as  shown  in  Fig.  132,  it  is  apparent  that  the 
magnetic  coupling  of  Li  and  L2  is  weak,  but  it  may  well  be  that  the  two 

coils  of  the  coupler 
^®*'^**  '  ^  —  ^^^^^  permit  enough  ejec- 

To  plate    trostatic  coupling  of 

the   plate  and  grid 

Tickler  coil       circuits  to   producc 

J     ^  oscillations,  and  this 

Fig.  132.— If  an  ordinary  coupler  is  used  in  making  teste  for  ®y®^  '^  t^®   connec- 
oscillations  some  peculiar  resulte  may  be  obtained.  tion    of     Li    is    re- 

versed. Now  if  the 
sense  of  the  magnetic  coupling  of  Li  and  L2  is  incorrect  for  producing 
oscillations,  the  electrostatic  coupling  of  the  two  circuits  will  be  neutral- 
ized as  the  two  coils  are  brought  closer  t<^ther,  and  when  they  get 
close  enough,  the  coupling  due   to  both   effects  will   be  less  than  the 
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critical  value  and  so  oscillations  will  stop.    In  case  the  tickler  coil  con- 
sists of  only  a  few  concentrated  turns  this  effect  will  not  be  noticed. 

When  the  coupling  of  plate  and  grid  circuits  is  accomplished  by  rotating 
one  coil  inside  the  other,  it  will  often  be  found  that  setting  the  coils  at 
right  angles  to  one  another,  which  of  course  makes  Af  =0,  will  not  stop 
oscillations  and  that  the  coils  must  be  rotated  considerably  past  the  90^ 
point  before  the  oscillations  stop.  This  is  because  of  the  electrostatic 
coupling  introduced  by  the  proximity  of  the  two  coils;  enough  reversed 
magnetic  coupling  must  be  introduced  so  that  the  total  coupling,  induc- 
tive plus  capacitive,  is  less  than  the  critical  value  for  the  circuit.  This 
eflfect  is  mentioned,  and  analyzed  on  p.  504. 

Peculiar  Noises  Occurring  in  an  Oscillating  Detector  Circuit. — If 
the  oscillating  detector  circuit  has  no  condenser  in  series  with  the  grid 
its  behavior  is  very  regular,  but  if  a  grid  condenser  is  used  all  sorts  of 
queer  noises  may  be  heard  in  the  phones,  imless  the  adjustment  is  care- 
fully carried  out.  The  noise  may  vary  from  a  series  of  regular  "  clicks," 
separated  from  each  other  by  several  seconds,  to  a  high  shrill  signal;  on 
carrying  out  further  adjustments,  the  note  may  become  so  high  as  to  be 
inaudible,  so  that  the  operator  has  no  convenient  way  of  telling  that  the 
action  of  the  tube  is  irregular  and  that  readjustment  is  required. 

The  condition  practically  always  occurs  as  a  result  of  too  tight  coupling 
of  the  tickler  coil,  too  high  a  resistance  for  the  grid  leak,  or  a  combination 
of  both.  The  noise  is  due  to  the  starting  and  stopping  of  osciUaiionSy  the 
musical  pitch  having  nothing  to  do  with  the  frequency  of  oscillation,  but 
being  fixed  by  the  rapidity  with  which 
one  group  of  oscillations  follows  the 
next. 

The  oscillations  start,  thus  charging 
the  grid  condenser  and  reducing  the 
mean  potential  of  the  grid  and  so 
changing  the  Rp  of  the  tube;  but  the 
condition  for  oscillation  for  the  circuit 
given  in  Eq.  (101)  depends  upon  Rp, 
and  it  is  evident  from  inspection  of 
this  equation  that  if  Up  increases,  the     o  o  c 

«  fi    -mr  *       t     e  •ii    1*         •  Plate  voltage. 

value  of  M  reqmred  for  oscillation  is  „     ,oo     t^,  n  *•        i.  -^ 

1      -r      -r^.       ^«r.    .       ,  »      ^^^'  ^^S. — When  oscillations  start, 

mcreased.    In   Fig.  133  is  shown  the 

relation  between  Ep  and  Ip,  for  two 

values  of  Eog\    the    curve  OA  is  for 

Eoc  =0,  and  the  curve  DB  is  for  Eog  at 

some  negative   value.      The  slope  of 

this  curve  serves  as  a  measure  of  Rp,  the  value  of  Rp  being  actually 

given  by  the  cotangent  of  the  slope,  when  the  scales  for  Ep  and  Ip  are 


in 

a  circuit  using  a  condenser  in  series 
with  the  grid,  the  plate-current  curve 
may  change  from  OA  to  DBy  due  to 
the  decrease  in  average  potential  of 
the  grid,  when  oscillations  start. 
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the  same;  if  not  the  same,  the  value  of  Rp  obtained  by  measurement 
in  the  curve  must  be  multiplied  by  the  ratio  of  the  "  volts  per  inch " 
of  this  graph  to  the  "  amperes  per  inch." 

Let  us  suppose  that  when  oscillations  start  the  nprmal  potential  of 
the  grid  is  zero,  the  plate  voltage  being  given  by  OC,  Fig.  133;  the  vahie 
of  Rp  is  then  tan  0,  and  M  is  adjusted  to  such  a  value  that  oscillatioiK 
start.  The  grid  is  then  forced  negative  so  that  the  Ep—I,  curve  chan^ 
from  OA  to  DB,  thus  increasing  the  value  of  jRp  to  tan  <t>',  and  so  increaft- 
ing  the  coupling  requirement,  as  given  by  Elq.  (101),  that  the  value  of 
M  is  not  sufficient  to  maintain  oscillations,  the  circuit  then  stops  oscil- 
lating. 

During  the  oscillations,  however,  the  grid  condenser  has  become 
charged,  and  before  oscillations  can  again  start  the  charge  must  leak  off 
sufficiently  to  bring  the  plate  current  from  CB  to  CA^  Fig.  133.  The 
time  required  is  fixed  by  the  magnitude  of  the  charge  on  the  condenser 
and  the  time  constant  of  the  grid-condenser,  grid-leak  circuit.  The  adjust- 
ment might  be  such,  for  example,  that  90  per  cent  of  the  charge  in  the 

condenser  must  leak  off  before  oscillations  again  start.    If  (1  — c'*'^)  is 

t 
to  be  0.90,  we  must  have  -^=2.3;  if  then  C=^500fifjifaj[id  /2=  2  megohms, 

we   have  ^  =  2.3  X 5  X 10-^® X  2  X  10<*  =  .0023   second.    The  starting  and 

stopping  of  oscillations  in  the  circuit  would  then  occur  about  500  times 
a  second  and  a  musical  note  of  500  vibrations  a  second  would  be  heard 
in  the  telephone  receivers. 

If  the  leak  resistance  is  greater  in  value,  or  the  condenser  of  greater 
capacity,  the  note  will  be  of  lower  pitch,  and  it  will  be  higher  if  either 
the  leak  resistance  or  capacity  is  decreased.  When  the  terminals  <rf  the 
vacuum  tube  are  well  insulated  from  one  another  and  no  external  grid 
leak  resistance  is  used  it  is  possible  to  so  adjust  a  tube  circuit  that  the 
interval  between  successive  groups  of  oscillations  is  a  minute  or  more, 
thus  producing  a  series  of  cUcks  in  the  telephone  receivers  separated  from 
each  other  by  that  interval  of  time. 

The  pitch  of  these  disturbing  noises  may  be  practically  always  sent 
beyond  the  audible  limit  by  Ughtly  touching  the  grid  coimection  and 
filament  connection  of  the  oscillating  tube;  if  the  finger  and  thumb  making 
the  connection  are  pressed  down  too  tightly  the  leak  resistance  will  be 
lowered  to  such  an  extent  that  the  tube  will  stop  oscillating  altogether. 
The  pitch  of  the  note  may  be  varied  by  changing  either  the  plate  vdtage 
or  filament  current,  both  of  these  having  influence  on  Rp  and  thus  on  the 
critical  value  of  the  coupling  M;  they  also  effect  to  some  extent  the  grid 
leak  resistance. 
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The  squealing  noise  will  nearly  alwa3rs  be  produced  if,  after  the  proper 
value  of  M  has  been  obtained  for  a  certain  setting  of  the  tuning  condenser 
C  (Fig.  123)  the  capacity  of  this  condenser  is  much  decreased.  Decreasing 
C  increases  <a  and  so,  according  to  Eq.  (101),  makes  a  lower  value  of  M 
permissible;  with  the  ordinary  detecting-tube  circuit,  having  grid  con- 
denser, it  is  practically  alwayB  necessary  to  use  the  lowest  value  of  M 
compatible  ¥dth  the  requirements  of  Elq.  (101)  if  steady  oscillations  are 
to  be  produced.  A  value  of  M  much  greater  than  this  will  not  only  cut 
down  the  sensitiveness  of  the  tube  as  a  detector,  but  is  always  likely  to 
produce  noises. 

Use  of  Regeneratiye  Circuit  for  Spark  Reception. — A  tube  circuit 
arranged  with  "  tickler  "  or  other  form  of  coupling  for  the  detection  of 
continuous-wave  signals  is  also  adapted  for  the  reception  of  spark,  or 
damped- wave,  signals;  with  the  antenna  circuit  and  the  local  circuit  (L2— C 
of  Fig.  127)  timed  accurately  to  the  incoming  signal  the  tickler  coupling 
can  be  increased  to  a  value  slightly  less  than  that  required  for  producing 
oscillations.  The  increase  in  intensity  of  the  signal  by  using  a  suitable 
value  of  coupling  can  be  increased  thousands  of  times  over  the  value  it 
would  have  if  no  tickler  coupling  were  used. 

It  has  been  shown  that  the  effect  of  the  coupling  is  to  reduce  the 
resistance  of  the  L2— C  circuit  to  a  very  low  value  (Fig.  130)  so  that  a  • 
certain  e.m.f.  impressed  on  this  circuit,  from  the  antenna  circuit,  will 
produce  a  current  perhaps  100  times  as  great  as  would  normally  be  the 
case.  The  change  in  the  plate  current  (which  gives  the  signal  in  the 
phones)  is  proportional  to  the  square  of  the  voltage  impressed  on  the  grid, 
as -given  in  Eq.  (18),  and  so  will  increase  greatly  as  the  resistance  of  the 
1/2—0  circuit  is  made  to  approach  zero  by  suitable  tickler  coupling.  If 
e.g.,  the  actual  resistance  of  L2— C  is  10  ohms  and  by  means  of  tickler 
coupling  the  effective  resistance  is  reduced  to  0.1  ohm,  the  ciurent  in 
L2—C  is  increased  100  times,  the  voltage  impressed  on  the  grid 
is  increased  100  times,  and  the  signal  current,  A/p,  is  increased 
10*  times. 

The  effect  on  the  signal  strength  as  the  mutual  inductance  between 
Li  and  L2  (Fig.  127)  varies  is  shown  in  Fig.  134;  as  Af  is  increased  the 
signal  intensity  rapidly  increases,  retaining  its  normal  musical  quaUty; 
until  such  a  coupling  is  reached,  0-4,  that  oscillations  start.  The  resulting 
noise  in  the  telephone  when  the  tube  is  oscillating,  is  of  "  scratchy  " 
quality  being  caused  by  a  kind  of  beat  phenomenon  between  continuous 
waves  locally  generated  and  the  incoming  damped  waves;  as  the  phase 
relations  between  the  successive  wave  trains  and  the  continuous  oscilla- 
tions of  the  tube  are  of  haphazard  values,  and  as  the  amplitude  of  the 
spark  signals  is  variable  throughout  each  wave-train,  the  resulting  vari- 
ation in  amplitude  of  the  plate  current  is  of  very  irregular  character,  thus 
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producing  the  scratchy  note  for  coupUngs  indicated  by  the  dotted  line 
m  Fig.  134. 

Regenerative  Circtiit  for  Short-wave  Spark  Reception. — For  short-wave 
reception,  say  less  than  400  meters,  probably  the  most  satisfactory  type 
of  circuit  is  one  which  uses  no  other  coupling  between  the  grid  and  plate 
circuits  than  that  due  to  the  capacity  coupling  in  the  tube  itself.  In 
this  scheme  the  "  tickler  "  coil  of  Fig.  127  is  replaced  by  a  small  vari- 
ometer, not  coupled  to  the  Z/2— C  circuit  at  all;  the  required  amount  of 
inductance  in  this  variometer  varies  with  the  wave-length,  type  of  tube, 

etc.,  but  is  generally  less  than  1  milli- 
henry. It  is  best  to  add  in  the  L2—C 
circuit  another  variometer  about  the 
same  as  that  used  in  the  plate  circuit, 
thus  making  it  possible  to  tune  the  closed 
circuit  with  very  small  value  of  C 

The  L2— C  circuit  is  carefully  timed 
to  the  incoming  signal  and  the  regenera- 
tive action  is  brought  to  its  maximum 
permissible  value  by  suitably  adjusting 
the  variometer  in  the  plate  circuit.  As 
the  plate  inductance  is  increased,  a  slight 
iDcreaiing  M  further  adjustment  of  the  closed  tuned 

Fio.  134.— If  the  tickler  coil  is  used  circuit  is  generally  required  in  OTder  to 
when  reserving  spark  signals  (of  get  maximum  sensitiveness, 
sufficiently  low   decrement)    the        Behavior  of  a  Regenerative  Receifer 
signal  will  increase  very  rapidly  Regarding  Sound  of  Signal,  etc.— There 

as   tickler  is   increased  until  this  .    .         ..  , 

passes  its  critical  value;  the  tube  ^  "^^^^  mterestmg  phenomena  coo- 
starts  to  oscillate  and  then  the  nected  with  the  adjustments  of  this  re- 
signal,  although  very  loud,  loses  generative  circuit  other  than  those  already 
its  characteristic  musical  note  and  mentioned.  When  M  is  made  jusi  great 
becomes  "  mushy"  in  quaUty.  ^^^^^^  ^  produce  oscillations  (slightly 

greater  than  OA ,  Fig.  134)  the  detecting 
efficiency  of  the  circuit  is  greatly  increased,  so  much  so  that  spark  signab 
so  weak  as  to  be  entirely  inaudible  with  tickler  coupling  just  less  than 
the  critical  value  become  quite  loud  when  oscillations  start.  In  this 
case  the  listening  operator  gets  no  clue  to  the  identity  of  the  sending 
station  from  the  spark  note  because  the  signal  is  inaudible  until  the 
tube  is  oscillating,  and  then  the  distinctive  spark  note  is  not  present. 

If  such  a  weak  signal  is  coming  in  and  the  closed  circuit  is  properly  tuned 
to  it  (with  tickler  coupling  about  equal  to  its  critical  value),  a  peculiar 
effect  is  produced  by  the  adjustment  of  the  antenna  circuit.  With  this 
circuit  much  detuned  of  course  the  signal  is  inaudible;  as  the  antenna 
loading  coil,  or  similar  adjustment,  is  increased  the  signal  becomes  audible 
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with  a  scratchy  quahty  (tube  supposedly  oscillating) ;  as  this  adjustment 
is  continued  the  signal  increases  in  intensity  imtil  at  a  certain  value  of 
loading  it  disappears  completely;  on  continuing  the  adjustment,  however, 
the  signal  reappears  at  a  certain  point  and  gradually  decreases  as  the 
adjustment  is  further  carried  out.  Upon  investigation  it  will  be  found 
that  this  narrow  region  where  the  signal  is  inaudible  is  caused  by  the 
cessation  of  oscillations  in  the  tube  circuit  The  antenna  circuit  introduces 
a  resistance  effect  into  the  oscillating  tube  circuit  which  varies  with  the 
relative  tuning  of  the  two,  being  a  maximmn  when  the  antenna  and 
closed  circuit  are  tuned  alike;  hence  a  tickler  coupling  which  is  just 
sufficient  to  cause  oscillations  with  an  antenna  somewhat  mistuned  is 
insufficient  for  the  tuned  condition.  A  quantitative  idea  of  this  change 
of  resistance  of  the  oscillating  circuit,  due  to  variation  in  antenna  tuning . 
is  given  in  Fig.  91,  Chapter  I,  p.  93. 

For  the  best  reception  of  the  signal  the  adjustment  of  the  antenna 
should  be  set  at  the  midpoint  of  the  silent  region  and  the  tickler  coupling 
increased  just  sufficient  to  produce  oscillations  for  the  condition. 

In  case  a  continuous-wave  signal  is  being  received,  the  following  effect  of 
the  antenna  tuning  on  the  reactance  of  the  oscillating  circuit  may  be  noted. 
With  antenna  and  closed  circuit  normally  adjusted,  a  certain  note  is  heard 
in  the  telephone;  this  note  may  be  observed  to  vary  over  a  considerable 
range  as  the  tuning  of  the  antenna  is  changed,  the  variation  in  note  being 
caused  by  the  change  in  the  effective  inductance  in  the  closed  oscillating 
circuit  by  the  reaction  6f  the  antenna.  The  amount  of  change  in  note 
obtainable  depends  upon  the  coupling  between  antenna  and  closed  cir- 
cuit; 'some  idea  of  its  magnitude  may  be  had  by  inspection  of  Fig.  91, 
Chapter  I,  p.  93. 

Eqs.  (84)  and  (85),  p.  91,  permit  quantitative  prediction  of  the  amoimt 
of  changq  in  resistance  and  reactance  of  the  oscillating  circuit,  as  affected 
by  the  antenna  circuit. 

Operation  of  Power  Tubes  in  Parallel  for  Greater  Power  Ou^ut — 
Vacuum-tube  generators  or  converters  operate  very  well  in  parallel, 
remaining  synchronized  automatically;  ^   the  proper  division  of  the  load 

*  An  interesting  demonstration  of  the  inherent  tendency  of  tube  circuits  to  syn- 
chronize with  each  other  is  easily  obtained.  If  a  small  power  tube  is  set  into  oscillation 
in  the  laboratory  aAd  an  autodyne  detector  circuit  in  the  same  room  is  used  for  listen- 
ing, it  will  be  found  that  as  the  beat  note  is  decreased  from  high  value  there  will  be 
a  certain  lowest  audible  note  obtainable.  Thus  perhaps  the  detector  adjustment  is 
such  as  to  give  a  beat  note  of  200;  upon  attempting  to  bring  this  detector  more  nearly 
into  synchronism  with  the  power  tube,  lowering  the  beat  note,  this  note  will  completely 
disappear,  and  it  will  seem  as  though  the  autodyne  had  stopped  oscillating,  but  it  will 
be  found  that  the  beat  note  has  disappeared  because  the  detector  tube  has  puUed  into 
synchronism  with  the  power  tube.  The  closer  the  two  circuits  are  together  the  higher 
will  be  the  lowest  beat  note  obtainable. 
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may  be  most  easily  accomplished  by  variation  of  the  filament  curreote. 
All  filaments  may  be  lighted  in  parallel  from  the  same  source,  but  eadi 
lament  should  have  its  own  rheostat;  it  is  also  best  to  have  an  ammeter 
in  series  with  each  plate  and  grid.  A  suitable  connection  scheme  is  shown 
in  Fig.  135;  the  same  scheme  of  connection  can  be  used  for  any  number 
of  tubes. 


Fio.  135. — Connection  of  several  power  tubes  for  parallel  operation. 

The  adjustments  of  the  circuit  must  of  course  be  changed  as  more 
tubes  are  put  into  operation,  because  the  effective  resistance  of  the  load 
must  equal  the  plate  circuit  resistance  of  the  battery  of  tubes  for  maxi- 
miun  output,  and  the  combined  tube-circuit  resistance  varies  inverse^ 
as  the  number  in  operation. 

The  volti^  required  for  the  filament  of  the  ordinary  power  tube  is 
about  twenty;  it  is  limited  by  the  fact  that  too  much  power  must  not 


Fig.  136. — ^It  is  impossible  to  work  tubes  in  parallel,  with  their  filaments  in 
because  of  the  greatly  different  filament  currents  resulting  in  the  different  tubes. 

be  used  in  the  filament  circuit,  yet  the  filament  current  must  be  fairly 
large  because  the  plate  current  must  not  be  more  than  about  15  per  cent 
of  the  filament  current,  and  this  plate  current  must  be  a  ccMisideraUe 
fraction  of  an  ampere  unless  excessively  high  voltages  are  used. 

As  the  ordinary  electrical  power  supply  is  110  volts,  it  mi^t  seem 
that  if  tubes  are  to  operate  in  a  group  several  filaments  mi^t  be  con- 
nected in  series,  thus  saving  in  power  assimiption;  thus  five  2Q-volt 
filaments  might  be  operated  on  a  1 10-volt  line  and  still  leave  enough  vdt- 
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ciently  if  it  is  lighted  from  a 
small  alternating-current  trans- 
former as  shown  here. 


age  for  a  control  rheostat.     But  such  a  connection  of  fiUxments  is  impos- 
stbU.     The  filament  current  of  each  tube  would  differ  from  that  of  the 
next  one  in  series  by  an  amount  equal  to  the  plate  current  of  that  tube 
as  shown  in  Fig.  136.    If  each  plate  current 
is  0.3  ampere,  the  currents  in  the  filament 
circuit  would  be  as  shown,  but  such  a  con- 
dition is  impos^ble  because  a  filament  which 
will  safely  carry  4.0  amperes  (tube  A)  would 
have    practically  no  electron   emission  with 
current  less  than  3.40  amperes,  so  that  tubes 
C  and  D  of  the  series  would  be  dead  in  so 
far    as   electron  current  is   concerned;   the 
plate  current  of  each  of  these  tubes  would 
be   zero  instead  of  0.3  ampere  as  shown. 
When  oscillations  start,  the  maximum  value  **"^ 
of  plate  current  of  tube  A  would  be  about 

0.8  ampere,  thus  rendering  even  tube  B  more  ^«-  137.--The  filament  of  a 

,        .     ^     , .  power  tube  is  used  paost  em- 

or  less  meffective. 

If  alternating  current  is  avaQable  for 
lighting  the  filaments  it  may  be  used  very 
advantageously;    the  voltage   of   the  power 

supply  may  be  reduced  by  a  transformer  to  any  value  de^red  for 
the  filament;  the  plate  circuit,  instead  of  connecting  to  either  end 
of  the  filament  connects  to  the  center  point  of  the  secondary  of  the 

transformer  as  indi- 
cated in  Fig.  137. 
This  increases  the 
life  of  the  filament 
because  each  end  of 
the  filament,  in  turn, 
carries  the  larger 
current  instead  of 
one  eAd  being  con- 
tinously  loaded  more 
than  the  other,  as  is 

«.««*!-       r        •*  *•/:     *  u     4      J  D  the  case  when   con- 

FiG.  138.— A  scheme  for  usmg  two  rectifier  tubes  A  and  B  . 

in  connection  with  transformer  /,  to  get  a  high,  continuous-  tmuous     current     IS 
voltage  supply  for  the  plate  circuit  of  oscillator  tube  C.        used  for  lighting  the 

filament. 
Attemating^^current  Supply  for  Plate  Voltage. — It  is  often  diflScult  to 
get  high-voltage  continuous-current  power  for  the  plate  circuit  of  a  high- 
voltage  tube;   it  is  possible  to  use  a  rectified  alternating-current  supply 
where  a  high-voltage  machine  is  not  available.    In  Fig.  138  is  shown  a 
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scheme  for  using  two  kenotrons  (rectifiers),  A  and  B,  connected  to  a  hi|J>- 
voltage  winding  in  such  a  way  that  the  plate  of  the  three-electrode  gener- 
ator C  receives  unidirectional  pulses  which  serve  in  place  of  a  continuous- 
current  supply.  By  the  use  of  suitable  condensers,  D,  and  choke  cafla, 
Ef  the  power  suppUed  to  the  plate  of  C  may  be  made  as  imiform  (free  from 
pulsation)  as  may  be  desired. 

The  four  transformer  coils  shown,  F  the  primary,  G  and  H  low-volt- 
age secondaries  and  /,  high-voltage  secondary  will  all  be  wound  <ni  the 
same  core;  the  low-voltage  winding  H  must  be  protected  from  the  otho* 
windings  and  core  by  high-voltage  insulation  because  it  assumes  a  high 
positive  potential  as  soon  as  operation  of  the  set  begins.  If  the  vcita^ 
desired  in  the  plate  of  tube  C  is  2500  volts  the  winding  /  should  have  a 
voltage  rating  of  5000  or  6000  volts  (effective). 

0=Eh  tin  ctft. 
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Fig.  139. — Illustrating  the  action  of  the  rectifier  tubes,  in  connection  with  condensen 
D-D  (Fig.  138)  to  give  the  variable  unidirectional  voltage  a-b-c-d. 

Instead  of  using  several  condensers  and  choke  coils  to  smooth  out  the 
pulses  of  e.m.f .  supplied  to  the  plate  of  the  power  tube  a  sin^e  condenser, 
of  sufiGicient  capacity,  might  be  used  without  choke  coils  The  required 
size  of  the  condenser  can  be  readily  calcylated  if  we  assume  the  permissible 
variation  in  voltage  applied  to  the  plate. 

Let  us  suppose  the  voltage  furnished  by  one  half  of  transformer  / 
is  given  by  the  equation  e  =  £«  sin  cct  and  is  shown  in  Fig.  139  at  curve  1 ; 
this  voltage  is  operative  in  one  rectifier  circuit  and  the  voltage  operative 
in  the  other  rectifier  circuit  is  shown  at  curve  2.  The  average  voltage 
impressed  on  the  plate  of  the  power  tube  is  shown  by  the  dotted  line  F#, 
and  the  actual  voltage  is  shown  by  the  broken  line  a-b-c-d.  At  time  h 
the  condenser  D  (Fig.  138)  begins  to  charge  because  the  voltage  operating 
in  rectifier  A  circuit  becomes  larger  than  the  potential  difference  of  the 
condenser  plates.  Neglecting  the  voltage  required  to  cause  saturaticm 
current  to  flow  in  the  rectifier  (which  will  generally  be  small  compared 
to  the  voltage  Vo  and  Em)  we  suppose  the  charging  current  of  the  condenser, 
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through  rectifier  Ai  to  rise  at  once  to  its  maximum  possible  value,  i.e., 
saturation  current  of  the  rectifier,  /«.  The  condenser  continues  to  charge 
at  a  uniform  rate  imtil  some  time  fe,  when  the  voltage  across  the  condenser, 
which  has  been  rising,  becomes  equal  to  the  voltage  of  curve  1;  at  this 
time  the  current  through  the  rectifier  suddenly  drops  to  zero. 

From  this  time  rectifier  A  is  idle  until  one  complete  cycle  later  than 
time  <i,  when  the  operation  is  repeated. 

From  time  fe  to  fe  the  condenser  is  discharging  through  the  plate  cir- 
cuit of  the  power  tube  the  voltage  falling  as  indicated  by  the  line  6-c. 
At  time  fe  rectifier  B  comes  into  play  and  the  condenser  voltage  is  again 
raised  along  the  line  c-d  and  from  time  U  imtil  rectifier  A  again  begins  its 
charging  cycle  the  condenser  voltage  again  falls. 

The  amount  of  potential  drop  from  6  to  c  is  evidently  fixed  by  the 
amount  of  current  taken  by  the  power  tube  and  the  capacity  of  the  con- 
denser used.  If  we  call  the  time  from  h  to  fa,  which  is  the  time  the  con- 
denser is  charging,  $,  and  if  the  average  current  taken  by  the  plate  cir- 
cuit of  the  power  tube  is  Iq,  it  is  evident  that 

/oXT  =  /.X^ord-^T. 

With  a  given  rectifier  (fixing  /,)  it  is  evident  that  $  is  determined  at  once 
from  the  current,  /o,  required  for  the  power  tube.  If  V  is  the  maximum 
condenser  voltage,  at  time  fa,  and  F"  is  the  minimum  condenser  voltage 
at  time  fa  it  is  seen  that 


/ox(^)|=C(7'-y"), 


in  which  T  is  the  period  of  the  impressed  e.m.f.  If  the  specified  permis- 
sible fluctuation  in  condenser  voltage  is  given  this  equation  gives  the 
required  capacity  of  the  condenser.  If  the  fluctuation  is  expressed  as  a 
fractional  part  of  the  average  voltage  7o,  that  is 

^~    2Fo    ' 

we  have,  2FoV"7"J2  =^ -^^F^^^^^- 

From  this  relation  we  get  as  the  required  capacity  of  the  condenser,  after 
using  the  value  of  0  given  above 

/o 


C  = 


4afV 
in  which  /  ia  the  frequency  of  the  alternating  voltage. 


;('-t:)'  ■ "»^' 
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From  this  equation  the  advantage  of  a  high-frequency  power  supply 
is  at  once  evident.  As  an  example  suppose  the  two  rectifiers  have  an 
emission  of  current  of  0.8  ampere,  the  frequency  of  power  supfdy  is  off) 
cyles,  allowable  variation  of  plate  voltage  of  power  tube  to  be  ±6  per 
cent,  required  average  plate  voltage  2000  volts  and  required  plate  curreiit 
of  0.2  ampere.  The  condenser  required  is,  from  Eq.  (102),  0.75  micro- 
farad. 

The  required  value  of  0  is 

0:8^2~8""^*^  • 

By  reference  to  Fig.  139  it  is  evident  that  Em  is  approximately  given  by 

Vo 

- — r;  in  the  above  example  4>-78.8^  so 
sm  0 

B,,=??^= 2050  volts. 

Actually  this  voltage  would  be  considerably  too  low;  we  have  ne^tected 
the  drop  of  voltage  in  the  rectifiers  which  would  probably  be  20O  xcits 
which  makes  the  required  value  of  Em  about  2250  volts.  As  this  ventage 
is  that  of  one-half  of  the  secondary  of  transformer  winding  /  (Fig.  138,) 
it  is  evident  that  the  winding  should  give  a  maximum  voltage  of  4500  volts. 
If  we  consider  the  reactance  and  resistance  of  winding  /  other  slight 
corrections  would  be  required  making  it  advisable  perhaps  to  specify  a 
voltage  of  5000  (maximum)  for  this  transformer. 

It  may  sometimes  be  worth  while  to  consider  the  proper  values  of 
ratio  of  Vo  to  Em  from  the  standpoint  of  overall  efficiency.  Thus  the 
power  used  in  heating  filaments  A  and  B  (Fig.  138)  is  expended  throughout 
the  cycle,  whereas  we  have  assumed  the  emission  current  to  be  used  but 
a  small  fraction  of  the  cycle.  In  the  problem  worked  out  above  it  might 
pay  to  cut  down  the  amoimt  of  power  used  in  heating  the  filament,  thus 
cutting  down  /«,  making  6  lai^r.  Before  this  point  could  be  treated 
anal3rtically  it  would  be  necessary  to  know  the  relation  between  emissioD 
ciurent  and  required  filament  power.  At  present,  with  tungsten  filaments 
it  requires  from  50  to  100  watts  per  ampere  of  emission,  if  the  filament 
is  operated  at  such  a  temperature  that  its  life  may  be  1000  hours  or  more. 

For  average  conditions  a  value  of  ^  of  ;r  seems  right. 

Use  of  a  Separate  Exciter  for  a  Group  of  Tubes. — It  is  not  always 
possible  to  get  as  much  power  from  a  self-excited  tube  as  from  a  separately 
excited  one,  and  the  adjustment  for  such  a  condition  is  critical;  if  it  is 
used,  the  tube  may  stop  oscillating  when  a  slight  drop  in  plate  voltage 
or  filament  current  occiu^.    This  is  a  dangerous  condition,  because  unless 
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the  operator  notices  at  once  that  the  tube  is  not  oscillating  the  plates 
will  rapidly  become  overheated  and  the  tube  perhaps  spoiled.  To  avoid 
this  contingency  a  separate  exciting  tube  may  be  used,  this  tube  furnish- 
ing only  enough  power  to  operate  its  own  circuit  and  supply  the  losses 
in  the  grid  circuits  of  the  group  of  power  tubes.  Such  a  scheme  is  shown 
in  Fig.  140;  the  exciter  tube  A  is  adjusted  with  tight  coupling  between 
Lr2  and  Li,  so  that  it  oscillates  under  any  condition  which  may  occur,  and 
the  ix)wer  tubes  Af,  JV,  etc.,  are  each  excited  by  a  common  connection 
to  tube  A,  By  adjustment  of  the  condensers  C\ — Ca,  etc.,  the  output  of 
each  p>ower  tube  may  be  controlled,  this  control  being  in  addition  to  that 


www\/inj55]P- 


LoodCIfcnit 

Fig.  140. — ^Wben  many  tubes  are  to  operate  in  parallel  it  is  generally  best  to  excite  them 
from  a  separate  tube  A,  self -oscillating,  controlling  the  amount  of  excitation  by 
condensers  Ci— Ct,  etc. 

afforded  by  the  filament  current.  The  frequency  of  the  exciter  circuit 
must  of  coiu-se  be  that  required  for  resonance  in  the  load  circuit  of  these 
power  tubes. 

In  case  the  individual  control  of  the  excitation  is  not  desired  a  common 
adjustable  condenser  may  be  inserted  in  the  exciter  lead  where  indicated 
by  the  dotted  lines  at  X;  this  condenser  should  have  a  reactance  about 
equal  to  the  impedance  of  the  combined  input  circuits  of  the  power  tubes. 

Although  the  lai^est  tubes  made  to-day  permit  a  power  consumption 
in  the  plates  of  not  more  than  250  watts,  thereby  limiting  the  power  out- 
put to  about  twice  this  amount,  it  seems  likely  that  tubes  of  much  greater 
capacity  will  soon  be  obtainable;-  water-cooled  plates  are  an  obvious 
necessity  and  a  steel  tube,  instead  of  glass,  with  continuous  pumping 
by  a  mercury-vapor  pump  during  use,  seem  to  be  likely  developments. 

Another  scheme  for  using  an  exciter  tube  for  maintaining  the  power 
tube  in  oscillation  is  shown  in  Fig.  141.     In  this  case  the  exciter  tube 
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is  not  a  self-exciting  unit,  but  operates  in  conjunction  with  the  powtr 
tube;  the  frequency  of  output  is  determined  entirely  by  the  L— C  circm; 
of  the  power  tube. 

The  amount  of  excitation  furnished  to  the  grid  of  the  exdter  tube 
depends  upon  the  relative  magnitudes  of  C2  and  Cz;  ordinarily  Cs  shouU 
be  many  times  as  great  as  C2.  The  value  of  the  resistance  R  may  varr 
widely,  a  suitable  value  being  equal  to  the  resistance  of  the  plate-filament 
circuit  of  the  exciter  tube. 

This  arrangement  is  a  very  useful  one  if  it  is  desired  to  vary  the  fre- 
quency of  the  output  circuit  over  a  wide  range;  in  a  typical  case  the  fre- 
quency of  the  output  circuit  was  varied  (by  changing  L  and  C)  from  5iX» 
to  300,000  cycles  per  second  without  changing  the  adjustment  of  tbr 

.0, 


Power  tube 

Fio.  141. — A  scheme  for  using  an  untuned  exciter  tube;  this  scheme  is  a  good  ore  if  the 
set  is  to  oedliate  with  very  wide  variations  in  the  values  of  L  and  C. 

exciter  tube  and  a  wider  range  could  have  been  covered  without  any 
other  adjustments  than  those  of  L  and  C,  had  it  been  so  desired. 

Special  Fonns  of  Tubes — ^Dynatron — ^Pliodynatron. — In  a  special  form 
of  three-electrode  tube,  first  advocated  by  A.  W.  Hull  and  called  by  him 
the  dynatron  (see  Fig.  21,  p.  389,  for  picture  of  djrnatron),  the  phenom- 
enon of  secondary  emission  is  utilized.  If  an  electron  traveling  at 
high  speed  collides  with  a  metallic  surface,  the  giving  up  of  its  energ>' 
at  the  surface  is  likely  to  "  jar  "  other  electrons  out  of  the  metal  at  the 
point  where  the  collision  occurs;  the  emission  of  the  electrons  from  this 
surface,  caused  by  the  coUiding  electron,  is  called  secondary  emission. 
The  number  of  electrons  emitted  depends  upon  the  speed  of  the  colliding 
electron;  it  may  be  none  at  all  and  may  be  as  much  as  a  dozen  or  more. 

Ordinarily  these  electrons  due  to.  secondary  emission  will  at  once 
re-enter  the  surface  from  which  they  have  been  emitted,  but,  if  there 
happens  to  be  in  the  vicinity  of  the  surface  an  electrode  of  higher  poten- 
tial, these  secondarily  emitted  electrons  will  not  re-enter  the  surface  from 
which  they  came  but  wDl  go  to  the  higher  potential  electrode,  thus  causing 
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Fig.  142. — Connection 
of  a  thre^-electrode 
tube  to  get  the 
characteristics  of  the 
dynatron. 


electron    current  away  from    the  surface  to  which  the   first  electron  is 
traveling. 

The  number  of  electrons  taking  part  in  this  reversed  current  depends 
upon  the  number  caused  by  the  secondary  emission 
and  upon  the  potential  of  the  siu*f ace  attracting  them. 
Supp>ose  the  arrangement  of  electrodes  as  given  in 
Fig.  142;  the  grid  is  at  higher  potential  than  the 
plate  and  so  attracts  most  of  the  electrons  caused  by 
the  normal  thermal  emission  from  filament  F.  How- 
ever, some  of  these  electrons  will  go  through  the 
interstices  of  G  and  impinge  on  P,  causing  secondary 
emission  where  they  strike.  As  G  is  at  higher  po- 
tential than  P,  the  electrons  due  to  secondary  emis- 
sion are  likely  to  go  to  G  instead  of  re-entering  P. 

If  the  potential  of  G  is  held  constant  (contact  B 
remaining  fixed)  and  the  potential  of  P  is  gradually 
increased  from    zero   by   moving   contact  A  to   the   right,  the  various 
happenings  wiU  be  about  as  shown  in  Fig.  143.     Curve  0—A  shows  the 

electron  current  to  P 
due  to  emission  from  F] 
curve  0-B  shows  the 
amoimt  of  secondary 
emission  from  P,  due  to 
electrons  of  current  OA ; 
curve  C  shows  the  frac- 
tional part  of  the  second- 
ary emission  which  is  at- 
tracted to  G;  curve  0-D 
shows  the  electron  cur- 
rent away  from  P  due 
to  secondary  emission, 
and  curve  OEFGH 
shows  the  actual  electron 
current  to  P,  all  of  these 
curves  being  plotted  for 
increasing  plate  poten- 
tial. 

The     peculiarity    of 

Fig.  143. — Curves  of  various  currents  occurring  in  the  that  part   of   the   curve 

operation  of  the  dynatron.  j j.^^^  ^  to  G  is  the  basis 

of  action  of  the  dyna- 
tron; an  increasing  plate  potential  results  in  a  decrease  in  plate 
current,  in  other  words,   an  alternating-current   test   of   the   resistance 
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of  the  plate-filament  circuit  in  this  region  of  operation   would   show 
a  negative  resistance. 

The  dynatron  has  thus  practically  the  same  characteristics  as  sa 
ordinary  three-electrode  tube  with  the  regenerative  connection  of  phv' 

and  grid  circuits,  and  it  may  be  used  for  simikr 
purposes. 

The  current  curve  of  Fig.  143,  between  points  E 
and  G,  can  be  expressed  by  the  equation. 


i=to — 
r 


(108 


where 


Fig.  144. — Connection 
of     three  -  electrode 


i=  plate  current; 

io  =  value  of  plate  current  obtained  bj 
projecting  the  "curve  GFE  back 
to  t;  =0  as  shown  in  Fig.  143; 
r=  internal  resistance  of  the  tube, 
detenmned  from  the  slope  of 
the  GFE  curve. 
tube^in"d?Sirot  .Transposmg  the  terms  of  Eq.  (103)  we  have 

t^=r(io— 0 

If  the  voltage  of  the  battery  B  (Fig.  144)  is  E  and  the  drop  across  the 
resistance  RiaV,  then 

E  =  7-ht;  =  /2i+r(io-i)  =(i2-r)i+rio=^^y^ 

Then 

dV      R 


+rio. 


dE    R-r 


(IW) 


As  /2-T  may  be  made  small,  it  is  evident  that  a  small  increase  in  £,  the 
voltage  used  in  the  plate  circuit,  may  result  in  a  much  larger  change  in 
the  voltage  drop  across  72.  It  has  been  possible  to  regulate  the  tube  so 
that  an  increase  of  one  volt  in  E  has  resulted  in»a  change  of  the  potentiiJ 
difference  across  R  of  100  volts,  thus  giving  a  voltage  amplification  of 
100  times. 

The  dynatron  may  be  used  as  regenerative  detector,  oscillating  detector 
of  continuous  waves,  or  as  a  generator  of  alternating-current  power  just 
as  can  the  ordinary  three-electrode  tube;  it  is  not  evident,  however,  thai 
it  has  any  advantage  over  the  three-electrode  tube  as  ordinarily  iised. 

It  is  possible  to  add  a  fourth  electrode  to  a  dynatron  and  thus  make 
it  act  as  a  normal  three-electrode  tube  in  addition  to  the  effects  obtained 
from  secondary  emission.  A  possible  connection  of  such  a  tube  (caDed 
ihe  pliodynairon)  is  shown  in  Fig.  145.  By  suitably  adjusting  the  two 
e.m.f.'s  OB  and  OA,  the  circuit  may  be  made  to  oscillate  at  a  frequoK^ 
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FiQ.  145. — Connections  of  the  pliodynatron. 
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Fig.  146. — Dynatron  characteristics  in  an  ordinary  telephone  repeater  tube. 
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determined  by  Z/3— C3;  so  adjusted  it  acts  as  an  amplifying  receiver 
for  continuous  waves;  with  slightly  different  voltage  OB  it  may  be  made 
to  act  as  an  efficient  detector  of  damped  waves. 

The  special  forms  of  plate  current  curve  for  the  dynatron  given  in 
Fig.  143,  may  be  duplicated  to  some  extent  by  any  three-electrode  tube; 
in  Figs.  146, 147,  and  148  are  shown  the  ciu'ves  of  grid  current  of  an  ordi- 
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FiQ.  147. — D3matroD  characteristics  in  an  ordinary  telephone  repeater  tube. 


nary  telephone  amplifying  tube  operated  outside  its  normal  range.  This 
tube  normally  operates  with  a  negative  grid,  but  by  carrying  the  grid 
through  sufficiently  high  positive  potentials  the  form  of  its  current  is  made 
to  resemble  that  of  the  dynatron  very  closely.  The  tube  was  not  pumped 
to  as  high  a  vacuiun  as  are  the  dynatron  and  pliotron,  so  that  there  was 
more  gas  present  in  this  tube,  but  the  regularity  of  the  curves  and  the 
fact  that  they  could  be  duplicated  as  many  times  as  desired  shows  that 
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however  much  gas  there  was  present,  it  was  playing  a  minor  role  in  the 
action  of  the  tube. 

Detailed  Study  of  the  Three-electrode  Tube  as  a  Power  Converter. — 
The  foregoing  analyses  of  the  conditions  for  oscillation  of  a  three-electrode 
tube  have  all  been  based  on  the  assiunption  that  the  plate  ciu*rent  in  the 
oscillatory  condition  could  be  sufficiently  well  represented  by  a  constant 
current  with  a  sine-wave  current  superimposed,  and  on  this  basis  we 
have  shown  that  the  theoretical  TnAYimnm  output  of  the  tube  was  one- 
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half  of  the  input;  the  fact  was  also  mentioned  that  the  conditions  demanded 
for  this  efficiency  of  50  per  cent  could  not  be  reaUzed,  so  that  we  were 
forced  to  conclude  that  the  maximum  efficiency  of  a  tube  generator  was 
about  40  per  cent. 

The  author  with  the  assistance  of  Mr.  H.  Trap  Friis  *  carried  out  a 
detailed  study  of  the  tube  generator  for  both  separate  and  self-excitation, 
and  it  was  foimd  that  the  efficiency  might  become  very  much  higher 
when  the  proper  adjustments  were  made;  part  of  the  results  of  this  study 

1  Proceedings  of  A.I.E.E.,  Vol.  38,  No.  10,  Oct.,  1919. 
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will  be  given  here,  as  they  show  exactly  how  a  tube  functions.  The 
tion  used  in  this  analysis  is  somewhat  different  from  that  used  so  far 
because  the  previous  symbols  are  not  appUcable.  The  plate  current  can- 
not be  represented  by  lop+Imp  sin  co^,  as  has  been  previously  assumed; 
it  consists  of  a  series  of  pulses  so  that  an  infinite  series  of  sine  terms  would 
be  required  to  represent  the  alternating  component.  The  plate  voitase 
also  does  not  have  exactly  a  sinusoidal  variation.  We  therefore  represent 
the  instantaneous  value  of  the  adiud  plate  voltage  by  epy  grid  voha^e 
by  eg,  plate  current  by  ip,  grid  current  by  ig,  etc.,  instead  of  representing 
each  by  a  constant  plus  a  sine  term. 

Oscillograms  were  taken  to  show  the  various  quantities  entering  into 
the  operation  of  the  tube  and  circuit,  the  frequency  of  the  altematmg 
current  being  between  100  and  200  cycles;  later  the  circmt  constantB 
were  diminished  sufficiently  to  raise  the  frequency  to  100,000  cycles,  to 

show    that   the 
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PiUuneiit 


A^VV:p|l|hr 
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suits     obtained     at 
the  lower  frequency 
(which   allowed    ae- 
ciu*ate  06cillogn4)hie 
records    to    be    ob- 
tained)   were    valid 
at  radio  frequencies. 
The    first   effect 
studied      was      the 
change    in   form  of 
Bp   and    iy    as    the 
excitation     of     the 
grid  was  increased, 
using   a    separatdy 
excited     circuit    as 
indicated  in  Fig.  149. 
The  reactance  of  Ci  was  62  ohms  and  of  Li  was  8700  ohms;  the  value 
of  R  was  1000  ohms  and  the  resistance  of  Li  was  190  ohms.    The  mo  of 
Hie  tube  used  was  3.9. 

With  comparatively  low  values  of  Ee  and  Eg  a  record  was  taken  of 
€$,  Cvy  and  ip,  and  is  given  in  Fig.  150;  it  is  seen  that  the  fluctuations  in 
tp  and  ip  were  nearly  sinusoidal  so  that  the  results  of  the  previous  analyw 
would  hold  good  for  this  condition.  Upon  increasing  6f  to  six  timeB 
its  value  the  forms  of  Cp  and  ip  are  made  to  differ  widely  from  sine  fomis, 
however,  as  shown  in  Fig.  151. 

An  interesting  point  is  shown  by  the  film;  the  value  of  R  used  wm 
1000  ohms  and  this  is  the  value  which  gives,  for  this  tube,  maximum  out- 
put for  low  values  of  Eg,  as  shown  in  Fig.  94.    This  value  1000  ohms 


Fig.  149. — Connection  of  power  tube  for  study  of  its 

characteristics. 
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nust  therefore  be  the  tube  resistance  fl,  for  the  low  value  of  E,.  But 
irith  large  excitation  used  in  Fig.  151  the  plate  current  evidently  fluctuated 
is  much  OB  possible  (from  zero  to  saturation  current)  and  the  fluctuation 
n  «p  is  less  than  half  of  Et,  indicating  that  R  should  be  more  than  doubled 
J  maximiim  output  is  to  be  obtained  from  the  tube.  This  it  will  be  remem- 
l>ered  has  been  predicted  as  necessary  when  ip  fluctuates  between  zero  and 
saturation  current,  and  ep  fluctuates  between  the  limiting  values  of  zero  and 
2  E,p.  With  a  resistance  load  of  the  kind  shown  m  Fig.  149  it  is  evident 
Lhat  such  a  wide  variation  in  the  value  of  ^  is  impossible;  the  load  cir- 


Fio.  ISO. — Neariy  sinusoida]  v&riationB  in  «p  and  ip  for  low  grid  excitation.    £»— 900 
/t.='.25,  £(-120,  £,°50,  Frequency-140,  A°1000,  C=18.4  microfarada. 

cuit  must  contain  inductance  and  capacity  to  cause  e,  to  fluctuate  so 
widely.    This  point  is  taken  up  later  on  in  this  section. 

If  J£  is  still  further  reduced  the  distortion  in  e^  and  if  will  appear  with 
much  lower  values  of  E,;  in  Fig.  152  is  shown  a  record  for  a  value  of 
E,  tit  100  volts  with  R  only  100  ohms.  The  fluctuation  in  e,  is  now 
hardly  noticeable  although  ip  fluctuates,  with  distorted  form,  from  zero 
to  saturation  current  as  before.  The  current  taken  by  the  grid  in  Figs. 
150  and  152  was  zero;  in  Fig.  151  the  grid  swings  positive  300  volts  bo 
we  might  expect  a  large  grid  current,  but  it  is  shown  to  be  small.  This 
is  due  to  the  fact  that  the  plate  is  at  rather  high  potential  (650  volts) 
during  the  time  the  grid  is  positive,  so  that  but  few  electrons  go  to  the 
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Fig.  151  ehows  also  the  fluctuation  of  h;  in  spite  of  the  lai^e  induc:- 
imce  Li  (which  waa  10  henries)  there  is  considerable  variation  in  /».   This 

must  of  course  always  be  the  case;  the  value  ol  L\--~  must  at  any  instin 

be  equal  to  the  difference  between  £»  and  e^. 


Fia.  151. — Distortions    occuiriDg  with    hi^er   grid   exdtatioDs.    Bp^VO,  It'^ 
£(  =  120.  E,=300,/=l«),  fl-1000,  C~l8.4^f. 

In  Fig.  153  are  shown  the  curves  of  e,,  t»,  and  e,  for  two  values  d 
R,  all  other  conditions  being  the  same;  it  may  be  seen  that  the  amounl 
of  distortion  in  i,  is  reduced  as  the  value  of  R  is  increased.  In  plting 
these  two  films  the  value  of  Li  was  kept  constant,  with  the  result  th>v 
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FiQ    152. — Witn  low  load  circuit  restat&nce  disiortions  ixicur  for  even  low  grid  excitation. 
£ft-900,  h  =  .3i,Ec-l20.  £',-100,/=140,  fl-100,C-18.W- 


Fio.  163. — ShowioK  effect  of  load  resistance  on  forms  of  ToItaRe  and  current,  other  oon- 
ditions  constant.  For  both  films  Es=900,  Ej  =  120,  E,=  100  nnd/=140.  For 
leftrJiand  film  /ft=.205,  *=1000.     For  other  /j  =  .272.  /?  =  2nin. 
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a  larger  percentage  of  the  generated  alternating  current  of  the  tube  went 
through  this,  path,  with  the  higher  value  of  R,  instead  of  through  the  load 
circuit,  Ci— iZ. 

Attempts  were  then  made  to  see  what  adjustments  of  the  tube  aikd 
associated  circuits  gave  best  efficiency;  the  importance  of  high  efficiency 
will  be  at  once  appreciated  when  it  is  mentioned  that  a  given  tube  (the 
one  used  in  these  tests)  has  an  output  of  about  200  watts  in  normal  oper- 
ation whereas  if  the  efficiency  could  be  raised  to  90  per  cent,  the  safe 
output  would  increase  to  2250  watts. 

The  tests  csuried  out  involved  an  adjustment  with  separate  excitation 
to  find  the  conditions  for  maximum  output  and  then  transferring  the  grid 
connection  to  a  proper  point  of  the  circuit  to  get  self-excitation,  recording 
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Fio.  154. — Connection  of  the  power  tube  to  a  tuned  output  circuit,  showing  where  oecO- 
lograph  vibrators  were  introduced  and  directions  of  current  assumed  as  positrre 
(above  zero  line  in  oscillograms). 

for  each  condition  the  forms  and  phases  of  currents  and  e-m.f.'s.  The 
tests  were  run  at  low  frequency  so  that  oscillograph  records  might  be 
obtained;  the  results  obtained  were  duplicated  later  in  a  hi^  frequency 

run. 

Tig.  154  shows  the  circuit  used;  simpler  ones  may  be  used,  but  the 
laboratory  apparatus  at  hand  was  best  suited  to  this  one.  The  diagram 
also  shows  where  the  oscillograph  vibrators  were  introduced  and  the 
direction  of  currents  assumed  as  positive;  if,  on  a  film,  a  ciurent  is  shown 
below  its  zero  line,  it  was  flowing  in  the  opposite  direction  to  that  shown 
in  the  diagram.  If  the  frequency  of  the  exciting  voltage,  B#,  is  chosen 
the  same  as  the  resonant  frequency  of  the  load  circuit 
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the  impedance  of  this 
circuit  between  the  two 
points  M  and  N,  where 
the  tube  is  attached,  will 
be  resistive  only,  ita 
zxis^nitude  being   equal 

The  quantities  to  be 
cxinsidered  are  shown 
conventionally  in  their 
proper  phases  in  Fig. 
155 ;  the  current  U ,  which 
flows  in  the  resonant 
load  circuit,  may  be 
several  times  as  lai^  as 
the  current  i,  furnished 
by  the  tube.  The  two 
important  things  in  this 
diagram  are  shown  in 
the  lower  part  of  the 
figure,  namely.the  curves 
of  epip  and  of  e^i.  These 
ciirves  pve  the  power 
loss  on  the  plate  and  the 
power  supphed  by  the 
tube  to  the  load  circuit, 
respectively.  It  is  at 
ODce  evident  that 

Energy  loss  on  plate 
per  cycle  =  |     e^if/M  — 

Area  A. 

llner^  supplied  to 

load  circuit  =>  I     epidt  = 

Area  C— Area  B. 

It  is  evidently  desu^ble 

to  make  the  latter  as 

laige  as  possible  and  the  Time*" 

former  as  small   as  pos-  pia.  1S5.— Showing  the  important  vamblee  to  be  studied 

BiHe,  if  the  tube  circuit  ic  determining  tube  efBciency. 


fhV 


546 


VACtJUM  TUBES  AND  THEIR  OPERATION 


[Ctti 


is  to  operate  efficiently.  Any  ordinary  scheme  of  analysis,  usini;  tbe 
relation  given  in  Eq.  (5),  p.  417,  must  fail  because  the  relation  does  dM 
hold  good  for  those  values  of  e,  and  e,,  which  are  the  most  important 
ones  in  the  cycle  of  operation,  namely,  low  ep  with  positive  e*,  aiKl 
very  high  values  of  e^  with  large  negative  e*. 

Tiie  ordinary  so-called  static  characteristica  of  the  tube  used  are  gtven 
in  Fig.  156;   they  are  not  of  much  service  in  predicting  the  behavior  of 
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the  tube  when  the  output  is  forced  as  high  as  possible.  They  did  bring 
out  the  fact,  however,  that  the  filament  ammeter,  if  a  continuous-current 
instrument,  docs  not  read  correctly  the  filament  current  when  the  tube 
is  generating  alternating-current  power.  The  ammeter*  indicated  3.65 
aint^cres  when  got  ting  the  curves  of  Fig.  156  and  the  total  emission  for  such 
a  current  is  evi<iently  about  0.5  ampere.     Now  when  the  tube  was  osciUat- 
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ing,  the  filament  ammeter  reading  3.65  amperes,  the  total  emission  was 
about  0.8  ampere,  showing  that  the  filament  temperature  was  much  hotter 
tliao  when  not  oscillating.  Holding  the  voltage  across  the  filament  constant 
(approximately  the  condition  when  the  tube  is  oscillating)  the  set  of  curves 


E  5    Plate  Volta^ 


Fia.  167. — This  set  of  curves  shows  how  the  filament  current  changed  as  the  plate 
voltage  was  increased;  even  with  3.75  amperes  in  that  end  of  the  filament  canying 
the  larger  current  the  emission  was  only  .5  ampere,  whereas  when  oscillating  this 
same  tube  gave  an  emission  of  .8  ampere  with  an  indicated  filament  current  of  only 
3.65  amperes. 

given  in  Fig.  157  were  obtained.  The  grid  was  held  at  a  positive  potential 
of  100  volts  and  the  plate  voltage  suitably  varied.  The  electron  current 
to  the  plate  increases  the  filament  current  at  one  end  and  decreases  it 
at  the  other;  the  relative  values  of  increase  and  decrease  will  be  deter- 
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mined  largely  by  the  resistance  used  in  series  with  the  filament  battery. 
It  can  be  seen  that  even  with  the  lai^r  filament  current  as  great  as  3.75 
amperes  the  emission  was  only  0.5  ampere. 

From  some  preliminary  oscUlograph  records  we  knew  that  in  oper- 
ation the  total  emission  was  about  0.8  ampere  when  the  filament  ammeter 
read  3.65  amperes.    A  brief  test  showed  that  the  filament  current  required 


200 
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240  280 
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Fio.  150. — Grid  and  plate  currents  for  various  fixed  grid  potentials  and  variable  plate 
voltage,  filament  current  at  4.0  amperes;  these  curves  were  obtained  by  extrar 
polation  in  Fig.  158.  The  numbers  noted  on  the  individual  curves  signify  the  grid 
potential  (positive)  the  lower  set  of  ciuves  being  grid  current  and  upper  set  plate 
current. 

to  give  this  much  emission  was  4.00  amperes,  but  this  seemed  like  an 
excessive  current  at  which  to  carry  out  a  test,  so  we  got  the  characteristics 
required  from  extrapolation.  In  Fig.  158  are  shown  a  set  of  curves  show- 
ing the  variation  of  plate  and  grid  currents  for  various  filament  currents 
and  grid  and  plate  potentials,  they  being  extrapolated  for  the  higher 
filament  currents.  From  this  set  of  curves  the  results  given  in  Fig.  159 
were  obtained;  as  these  are  important  curves  they  were  verified  for  cor- 
rectness of  form  by  actually  getting  them  for  a  lower  filament  current. 
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These  are  given  in  Fig.  160  and  are  of  just  the  same  form  as  those  of  Fir- 
159. 

It  is  well  to  point  out  here  that  even  if  we  had  been  able  to  get  th? 
curves  of  Fig.  159  with  a  filament  current  of  4.00  amperes  they  would  noc 
have  given  the  proper  values  of  ip  and  ig  for  the  tube  in  operation.  While 
getting  these  static  characteristics  the  plate  and  grid  get  very  hot,  much 
hotter  than  when  the  tube  is  in  operation  as  a  generator.  The  emissiof: 
from  the  filament  is  fixed  by  the  filament  temperature,  and  this  in  torn 
is  fixed  by  the  filament  current  and  the  temperature  of  the  plate;  if  this 
is  hotter  when  getting  the  static  characteristics  than  when  the  tube  i> 
generating^  the  values  of  ip  and  ig  obtained  would  probably  be  too  lai^. 


160  200  240  280  320  260   VoOs 

Eft, Plate  Volta;,'0 

Fia.  160. — As  the  curves  of  Fig.  159  are  important,  and  they  were  obtained  by 

polatiOn,  they  were  verified  for  correctness  of  fonn  by  picking  off  from  Fig.  158  a 
similar  set  of  curves  for  a  filament  current  of  3.65  amperes;  evidently  these  curves 
are  of  the  same  form  as  those  of  Fig.  159. 

The  curves  of  Fig.  159,  in  connection  with  Fig.  155  enable  us  to  at 
once  give  the  minimum  potential  to  which  the  plate  should  drop  and  the 
maximum  positive  potential  for  the  grid.     In  order  to  make  the  area  A 

IT 

(Fig.  155)  small  the  plate  potential,  at  time  -,  should  be  as  low  as  possible. 

This  minimum  will  be  controlled,  however,  by  the  other  requirement 
that  the  area  C  should  be  large.  If,  during  the  time  when  €p  is  low,  ip 
does  not  have  its  maximum  possible  value  (saturation  current)  then  the 
positive  alternation  of  i  will  not  be  as  large  as  it  should  be  and  if  this  is 
not  large  the  power  input  to  the  load  circuit,  determined  principally  by 
the  area  of  C,  will  be  lower  than  its  proper  value. 
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FiQ.  161. — In  this  figure  various  forms  of  plate  current  have  been  assumed  and  (plate 
voltage  remaining  fixed  in  shape)  the  resulting  efficiencies  calculated. 
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As  the  average  value  of  i  must  be  zero,  if  its  positive  loop  is  to  be  ir 
large  as  possible,  and  the  area  of  il  to  be  kept  as  small  as  possible,  tfar 
conditions  should  evidently  be  so  adjusted  that,  at  minimum  plate  pKXen- 
tial,  saturation  current  should  flow,  and  this  flow  should  last  for  a  sbor 
time  only.    During  the  rest  of  the  cycle  the  plate  current  should  be  lero. 

Fig.  161  shows  the  calculated  losses  on  the  plate  and  input  to  tie 
load  circuit  for  four  different  forms  of  plate  current,  the  plate  vcdUf^ 
having  the  same  form  for  each.  It  will  be  seen  that  both  the  losses  and 
the  output  of  the  tube  are  greatest  for  the  sinusoidal  plate  current,  but 
the  efficiency  for  this  condition  is  only  39  per  cent;  as  the  form  of  plate 
current  approaches  a  short  pulse  the  efficiency  increases,  being  77  per 
cent  for  the  form  shown  in  curve  (d).  The  trapezoidal  form  shown  at 
(c)  resembles  very  closely  the  form  we  used;  the  test  actually  gave  about 
60  per  cent  efficiency. 

All  four  curves  are  drawn  with  the  maximimi  plate  current  the  same, 
supposedly  the  saturation  current  for  the  filament  current  used;  by  carry- 
ing out  other  constructions  it  will  be  evident  that  any  other  conditicHi 
would  result  in  poorer  operation. 

By  now  referring  to  Pigs.  155  and  159  it  may  be  seen  that  for  the  tube 
we  were  using  the  plate  potential  should  not  fall  lower  than  200  vohs, 
that  at  this  time  the  grid  should  have  a  positive  potential  of  150  volts. 
With  greater  or  less  grid  potential,  the  plate  potential  being  200  volta, 
the  plate  current  would  be  less  than  saturation  value;    with  less  plate 

potential  the  current  (at  time  -,  Fig.  155),  would  be  less  than  saturatioD 

value,  and  with  greater  voltage  than  200  volts  the  loss  on  the  plate  would 
be  greater  than  necessary. 

It  is  to  be  noted  that  the  efficiency  will  increase  for  all  the  cases  given 
in  Fig.  161,  if  the  value  of  the  power  supply,  Eb,  is  increased,  providing 
that  conditions  are  suitably  changed  to  have  the  same  minimum  plate 
voltage  as  given  in  Fig.  161.  This  is  shown  by  Fig.  162;  the  two  cases 
given  suppose  the  same  form  of  plate  current  and  same  minimum  value 
of  plate  voltage,  but  in  the  second  the  voltage  Et  is  about  twice  as  large 
as  in  the  first  case.  It  is  seen  that  the  loss  on  the  plate  is  increased  only 
25  per  cent  whereas  the  input  to  the  load  circuit  has  been  more  than 
doubled.  The  higher  the  value  of  Ej,  the  higher  is  the  efficiency,  the  limit 
being  fixed  by  the  safe  voltage  for  the  tube. 

In  the  tube  we  used  the  efficiency  did  not  rise  as  hi^  as  mi^t  be 
expected,  due  to  the  fact  that  it  took  excessively  high  negative  potential 
on  the  grid  to  bring  the  plate  current  to  zero.  The  oscillograms  showed 
this  effect  so  a  static  characteristic  curve  was  taken  to  investigate  this 
point;  it  is  shown  in  Fig.  163.  If  Eq.  (5)  were  vaUd  for  this  tube,  a  neg- 
ative potential  of  260  volts  would  have  brought  the  plate  current  to  lero, 
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EflSciency=70%  Efficiency -79% 

Aasuming  a  fixed  form  of  plate  current,  and  fixed  minimum  of  plate  potential,  it  is  seeo 
that  the  efficiency  rises  as  the  voltage  used  in  the  plate  circuit  (Ei,)  is  increased. 
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whereas  it  took  about  1000  volts;  although  the  plate  current  is  smaD 
with  a  grid  negative  more  than  300  volts  this  small  current  has  a  marked 
effect  on  loss  of  power  on  the  plate,  because  of  the  very  high  plate  volta^ 
during  that  part  of  the  cycle  when  this  small  current  is  flowing  to  the 
plate. 

Experimental  Proof  of  Foregoing  Theory. — ^To  test  the  validity  of 
the  ideas  presented  above  a  series  of  runs  were  made  with  the  tube,  using 
the  circuit  given  in  Fig.  164  and  the  results  therefrom  are  shown  in  Table 
I.  The  frequency  was  kept  at  the  resonant  value  for  the  output  circuit 
and  each  time  a  set  of  readings  was  taken  the  value  of  R  was  changed 
properly  to  maintain  the  ciurent  in  the  oscillating  circuit  constant.    This 
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FiQ.  163. — The  tube  used  in  the  tests  did  not  have  a  constant  value  for  m«;  theoreticallj 
a  negative  potential  of  260  volts  should  have  reduced  the  plate  current  to  tero. 
This  tube  would  have  required  about  1000  volts  (negative)  on  the  grid  to  completelj 
cut  off  the  plate  current. 


was  necessary  in  order  to  keep  the  form  of  the  volt^ige  Cp  constant  as  the 
values  of  Ec  and  Eg  were  varied.  While  it  was  not  thus  pointed  out 
in  discussing  the  current  forms  of  Figs.  161  and  162,  the  values  of  £< 
and  Eg  are  the  factors  which  bring  about  the  change  of  current  form  as 
the  form  of  ^  is  maintained  constant.  The  form  of  current  shown  in 
(a)  Fig.  161  was  obtained  with  relatively  low  Ec  and  Eg,  the  value  of 
each  of  these  being  increased  for  the  succeeding  diagrams  of  the  figure. 

In  Fig.  164  are  shown  the  efficiency  curves  for  the  various  nms  of 
Table  I  and  on  the  ciu^e  sheet  are  given  the  calculated  values  of  the 
maximum  positive  grid  potential  for  that  condition  in  each  run  which 
gave  maximum  efficiency,  as  indicated  at  a,  6,  c,  d,  etc.  For  the  com- 
paratively low  value  of  current  in  the  oscillating  circuit  which  obtained 
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TABLE  I 

fi& -1000  volts.     Ci-2Mf.     Ct-3.9lMF.     ^^-140.     Li -9.8H.     J/-3.65Amp. 


Run. 

Be 

volts. 

Eg 

effective 
volts. 

Input 
watts. 

It 

effective 
amps. 

R 
ohms. 

Output 
Bit* 

watts. 

Output 
'*  Input 
% 

E 

120 

220 

334 

0.98 

149 

143 

42.8 

160 

220 

298 

1.00 

149 

149 

50.0 

180 

220 

214 

1.02 

119 

124 

51.5 

210 

220 

186 

1.00 

89 

89 

47.8 

250 

220 

119 

0.96 

42 

39 

32.8 

150 

260 

302 

1  00 

149 

149 

49.3 

180 

260 

273 

1.03 

149 

158 

58.0 

210 

260 

241 

0.99 

149 

149 

60.5 

240 

260 

197 

0.99 

119 

117 

59.5 

270 

260 

161 

0.96 

89 

82 

51.0 

150 

300 

302 

1.00 

149 

149 

49.3 

180 

300 

283 

1.02 

149 

155 

54.8 

210 

300 

261 

1.02 

149 

155 

60.0 

240 

300 

246 

1.00 

149 

149 

60.8 

270 

300 

212 

0.98 

134 

129 

60.8 

A 

180 

340 

291 

1.01 

149 

152 

52.3 

210 

340 

278 

1.03 

149 

158 

56.8 

240 

340 

265 

1.04 

149 

161 

60.8 

270 

340 

244 

1.01 

149 

152 

62.4 

•  B 

300 

340 

229 

0.99 

149 

146 

63.8 

330 

340 

186 

0.99 

119 

117 

63.0 

270 

400 

260 

1.02 

149 

155 

59.7 

300 

400 

250 

1.03 

149 

158 

66.3 

330 

400 

235 

1.02 

149 

155 

66.0 

360 

400 

222 

1.00 

149 

149 

67.3 

390 

400 

197 

0.96 

134 

124 

63.0 

420 

400 

150 

1.02 

89 

93 

61.8 

C 

450 

400 

126 

0.98 

74 

71 

56.3 

D 

410 

460 

228 

1.02 

149 

155 

68.0 

420 

500 

245 

1.05 

149 

164 

67.0 

450 

500 

237 

1.04 

149 

161 

68.0 

480 

500 

222 

1.01 

149 

152 

68.6 

510 

500 

195 

1.04 

119 

129 

66.2 

540 

500 

176 

1.02 

104 

108 

61.5 

570 

500 

157 

1.04 

89 

96 

61.2 
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during  these  tests  the  form  of  plate  voltage  is  somewhat  different  from 
a  sine  wave,  and  the  variation  of  best  grid  potential  may  have  been  due 
to  this  cause.  The  increase  in  efficiency  with  increase  of  Eg  and  Ee  k 
as  would  be  expected  from  the  analysis  given  for  Fig.  161. 
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Fio.  164.— Efficiency  curves  plotted  from  Table  I;  the  values  of  positive  grid  potential 
for  maximum  efficiency  in  each  run  is  calculated  and  recorded.  This  agrees  wefl 
with  the  predicted  ''beet  grid  potential." 

A  series  of  runs  was  then  carried  out  (results  given  in  Table  II)  to  study 
the  effect  of  varying  the  value  of  the  minimum  plate  voltage,  other  con- 
ditions remaining  the  same;  this  was  accomplished  by  var3ring  R,  thus 
cutting  down  the  value  of  the  oscillating  current  and  hence  the  variatioD 
of  voltage  across  the  condenser  Ci,  Fig.  154.    The  variation  of  potentiAl 

TABLE  II 

J?6 -1000  volte.     Ci»2iiF.    Ct^ZMp^P.    ^^-138.     Li«9.8H.    1/ -3.65  Amp. 


Run. 

min. 
volts. 

Be 
volts. 

Eg 

effective 
volts 

Input 
watts. 

effective 
ftmpe. 

R 
ohms. 

Output 
watts. 

Otttpvt 
'"  Inpst 

% 

A 
B 

30 
100 
160 
250 
490 

270 
270 
270 
270 
270 

300 
300 
300 
300 
300 

134 
179 
204 
217 
255 

1.12 
1.10 
1.02 
0.91 
0  60 

37 

85 

117 

149 

297 

46.5 
103 
122 
123 
107 

34.7 
57.5 

59.8 
56.8 
42.0 
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across  this  condenser,  it  will  be  noticed,  is  what  controls  the  fluctuation 
of  plate  voltage. 

The  value  of  miniiTntiTn  plate  voltage  can  be  calculated  by  subtracting 
from  Eb  the  resistance  drop  through  Li  (which  was  very  small  for  most 
of  our  tests)  and  from  this  subtracting  the  maximum  value  of  the  alter- 
nftting  potential  drop  across  Ci.  These  calculations  were  made  and  the 
resiilts  are  shown  in  the  curve  of  Fig.  165;  the  results  verify,  better  than 
mi^t  be  expected,  the 
conclusions  reached  from 
theory.  With  the  excep- 
tion of  the  first  value  of 
ep  (min.)  the  calculated 
values  agreed   with  the 

values  measured  from  the 

films;  the  value  of  30  was 

obtained    by     measure- 
ment of  the  film,  the  cal- 

ciilated  value  not  agree- 
ing very  well. 

For    various   of   the 

runs  given  in  Table    I 

oscillograms  were  taken; 

for  the  conditions  of  run 

A  the  curves  of  e,,  e^,  and 

ij,  are  given  in  Fig.  166. 

From  this   film,   as  for 

the  succeeding  ones,  the 
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first  thing  to  be  noticed  ^^'  166.— Prom  the  results  given  in  Table  n  the  effi- 

•     xu  J.   xu         -J        ix  dency  curve  shows  that  maximum  eflSciency  occurs 

IS  that  the  gnd  voltage      ,       .  .  ,  .       *    *•  i    *  irm     u   ^u 

f  7^         'or  nunmium  plate  potential  of  160  volts  the  proper 

and  plate  voltage  are  just  value  predicted  from  Fig.  159. 
180*^  out  of  phase,  show- 
ing that  the  load  circuit  was  resistive  only.  The  maximum  positive 
potential  of  the  grid  measures  on  the  film  296  volts  and  the  correspond- 
ing value  of  plate  potential  measures  220  volts.  By  reference  to  the  curves 
of  Fig.  159  it  may  be  seen  that  for  these  respective  voltages  a  large  part 
of  the  electron  current  is  drawn  to  the  grid,  resulting  in  the  peculiar 
double  humped  curve  of  plate  current.  The  maximum  negative  grid 
potential  was  650  volts,  but  even  this  was  not  sufficient  to  make  the  plate 
current  zero.  Its  values  follow,  as  exactly  can  be  measured,  the  values 
given  by  the  curve  of  Fig.  163. 

For  run  J3  a  set  of  oscillograms  was  taken  to  show  all  of  the  quantities 
involved  in  the  operation  of  the  tube;  it  required  five  oscillograph  records 
to  get  all  the  quantities  wanted.    These  five  films  were  combined  to  make 
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the  record  ehowD  in  Fig.  167;  in  fitting  the  varioua  films  blether  care 
was  taken  to  see  that  they  had  their  proper  respective  phases.  The 
white  line  drawn  vertically  through  all  the  records  gives  a  line  of  equi- 
phase. 

This  set  of  curves  gives  the  complete  story  of  the  circuit  and  tube 
The  plate  current  is  very  nearly  the  form  shown  in  Fig.  162,  and  the  plate 
potential  is  nearly  of  the  form  shown  in  condition  (a)  of  the  same  figure. 
The 
oun 
The 


L 


FiQ.  166. — Oscillogmm  for  cxinditiona  of  Ron  il— l^Ue  I;  eridenUly  tlie  minimuffl 
plate  potential  is  too  low. 

viously  given,  due  to  the  fact  that  it  has  been  assumed  that  h  was  coo- 
stant  whereas  it  actually  had  consideral^e  fluctuation,  as  shown  in  the 
record.  If  the  coil  used  for  L\  had  more  inductance  this  variation  in 
/.  would  be  diminished;  we  had  only  10  henries  with  a  resistance  of  189 
ohms,  the  coil  being  air  core.  In  practice  an  iron  core  coil  <rf  greater 
inductance  would  be  used,  but  we  did  not  want  to  introduce  any  other 
sources  of  distortion  than  the  tube  itself. 

The  form  of  current  in  condenser  Cx  differs  from  that  in  condenser 
Ca  because  of  the  effect  of  t  which  will  practically  all  flow  throu^  Cj 
for  the  circuit  as  arranged. 

The  grid  current  has  just  the  form  and  magnitude  predictable  frmn 
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T^ig.  159;  the  amount  of  current  taken  by  the  grid  in  this  test  and  the 
■values  of  El  and  E,  used  caused  a  loss  of  power  on  the  grid  (due  to 
Iximbardinent)  of  about  10  watts. 


Pio.  167.— OBcillogram  of  all  the  ourrenta  and  voltages  for  Run  B— Table  I;  the  white 
line  repreeents  the  game  phase  on  all  films.  The  calculated  efficiency  from  tin  e^ 
and  egi  areas  agrees  well  with  the  calculated  efBciency. 

The  two  filament  ciim-nta,  i/  and  i'j,  have  forms  which  might  be  pre- 
dicted from  curves  similar  to  those  given  in  Fig.  157;  in  that  end  of  the 
filament  carrying  the  larger  current  the  continuous  current  ammeter 
measuring  the  current  indicated  only  3.65  amperes,  whereas  the  current 
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actually  went  as  hi^  u 
3.99  amperes  when  the 
plate  was  taking  ita 
maximum  current.  Tlie 
exact  amount  ol  emis- 
sion from  the  filament 
when  the  tube  is  actii^ 
as  a  generator  canned 
be  predicted  from  the 
static  characteristic; 
the  temperature  distri- 
bution in  the  filament 
which  exists  in  the  os- 
cillating condition  of 
the  tube  cannot  be 
dupUcated  in  a  static 
test,  and  it  is  this  tem- 
perature distributioo 
which  determines  the 
total  emission. 

The  drop  across  the 
condenser  C2  was  taken 
to  see  whether  or  not 
it  had  the  right  magni- 
tude and  phase  to  serve 
for  excitation  of  the 
grid  when  the  tube  was 
run  self-exciting;  the 
value  of  C2  had  been 
adjusted  with  this  point 
in  mind. 

The  scheme  <rf  get- 
ting the  efficiency  indi- 
cated in  Figs.  161  and 
162  was  tried  on  this 
record  of  6p,  i„  and  t, 
the  power  curves  of  e^if 
and  Bpi  being  shown  in 
Fig.  167;  the  value  ob- 
TinM  tained,    59    per    cent, 

Fig.  168. — Form  of  plate  current  curve  predicted  from  agrees  within  the  pre- 
Fig.  159;  it  agrees  well  with  the  form  actually  obtained  vision  of  the  test  with 
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that  measured   by  the 
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meters  in  the  test.  The  value  of  63.8  per  cent  given  in  Table  I  was  the 
value  obtained  when  the  oscillograph  circuits  were  not  connected,  the 
closing  of  the  circuits  changed  the  conditions  enough  to  drop  the  efficiency 
to  59.5  per  cent. 

Fig.  168  shows  the  form  of  ip  which  is  predicted  from  Fig.  169  after  the 
forms  and  magnitudes  of  Cp  and  eg  have  been  assumed;  this  form  of  ip 
is  very  close  to  the  actual  form  given  in  the  oscillc^q'am  of  Fig.  167. 

The  result  of  our  tests  and  analysis  have  then  shown  that  the  efficiency 
of  a  tube  as  a  converter  can  be  accurately  predicted  from  the  three  sets 
of  curves  given  in  Figs.  156,  159,  and  163  after  we  have  determined,  from 
the  curves  of  Fig.  159,  what  the  best  minimum  plate  potential  is  and 
also  what  the  maximum  positive  potential  of  the  grid  should  be. 


^ 


s 


O 


c, 


FiQ.  169. — ^Arrangement  of  the  tube  circuit  for  self -excitation;  the  machine  Ee  main- 
tains the  grid  at  the  proper  average  potential. 


To  get  a  fair  efficiency  (60  per  cent  or  better)  the  value  of  h  should 
not  be  greater  than  25  per  cent  of  the  saturation  current  of  the  tube; 
with  the  efficiency  known  and  the  safe  radiation  of  power  from  the  plate 
being  known  the  proper  value  of  Eb  is  fixed. 

Setf-excited  Tube. — Using  the  circuit  and  constants  used  in  getting 
the  records  of  Fig.  167  an  attempt  was  made  to  run  the  tube  self-exciting 
by  changing  the  connections  slightly  as  shown  in  Fig.  169.  The  choke 
coil  L2  serves  to  prevent  the  grid  from  being  short-circuited  to  the  filament 
(for  the  a.c.  excitation)  through  the  machine  Ec.  The  voltage  for  exci- 
tation was  obtained  from  the  drop  across  the  condenser  C2,  the  insulating 
condenser  C3  being  necessary  to  prevent  short-circuiting  the  machine 
Et.  With  this  connection  the  grid  does  not  get  quite  as  much  excita- 
tion as  shown  by  the  curve  ect  in  Fig.  167,  because  an  appreciable  part 
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of  this  voltage  is  used  in  overcoming  the  reactance  drop  in  C3.  (In  this 
calculation  the  capacity  of  the  grid  circuit  of  the  tube  itself  must  be  con- 
sidered; in  some  of  the  Type  P  tubes  this  capacity  is  as  high  as  500  «i/. 
when  the  load  circuit  has  its  proper  impedance  for  maximum  output- 
see  p.  442.) 

The  circuit  of  Fig.  169  refused  to  act  as  it  did  for  the  separate  excita- 
tion, giving  a  small  output  at  a  low  efficiency;  a  more  careful  exami- 
nation of  the  record  in  Fig.  167  gave  the  reason.  The  alternating  com- 
ponents of  eg  and  e^  must  be  exactly  180"*  out  of  phase  if  the  maximum 
output  and  efficiency  are  to  obtain,  as  becomes  at  once  evident  if  the 
construction  of  Fig.  161  be  carried  out  for  any  other  than  the  180*^  leUr 

tion.  Measurement 
of  the  fihn  of  Pig. 
167  shows  cc,  to  be 
33^  out  of  the  180° 
phase  with  e^  and 
that  much  phase  dis- 
placement is  suffi- 
cient to  com|deteiy 
upset  the  conclusioos 
so  far  reached.  It 
was  therefore  neces- 
sary to  change  the 
relative   phase  (rf  u 
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Fig.  170. — ^A  possible  arrangement  of  self-excitation,  in  which  "*    .      V^^^ 

the  phase  of  the  voltage  impressed  on  the  grid  is  adjustable,      scneme    IS     conven- 
tionally indicated  in 

Fig.  170;  a  rotating  field  is  produced  by  proper  connection  to  the  load 

circuit  and  a  rotatable  coil  placed  in  this  rotating  field  serves  for  the 

grid  excitation.    We  had  a  simpler  scheme  at  hand  so  did  not  try  this 

one. 

The  difference  in  phase  in  the  voltages  across  C\  and  C2  c<Mnes  from 
the  effect  of  the  current  i,  present  in  Ci  to  a  greater  extent  than  in  fa- 
By  making  the  effect  of  this  current  small  its  disturbing  effect  may  be 
reduced,  and  this  can  be  done  by  increasing  the  values  of  C\  and  C2,  and 
decreasing  the  value  of  /?,  the  value  of  L  being  properly  reduced  to  main- 
tain the  same  resonant  frequency.  The  increase  in  capacity  will  increase 
the  value  of  the  oscillatory  current  ti,  and  as  i  remains  constant  its  effect 
on  the  relative  phases  of  6cx  and  ec,  becomes  proportionately  less  as  the 
capacity  is  increased. 

The  arrangement  of  apparatus  remaining  as  in  Fig  154,  the  constants 
were  readjusted  for  efficient  operation  and  a  set  of  readings  were  obtained 
as  follows:   ^6  =  900  volts,  £?e=230  volts,  £^  =  310  volts,  Frequency  =  143. 
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Pia.  17 1. ^-Conditions  occurring  in  the  self-excited  tube;  the  plate  current  did  not 
drop  to  sero  as  it  should  do,  because  there  was  not  enough  negative  potential  on 
the  grid. 
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PiQ.  172.^In  this  cftse  of  the  s^-exciting  tube  the  plate  volt&ge  did  not  fall  BuSdoitly 
low  to  give  beet  efficiency;  it  measures  on  the  film  300  volts  where  aa  Fig.  165«ho>l 
the  proper  minimum,  plate  potential  to  be  160  volts. 
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Li  =9.8  henries,  76  =  0.321  ampere,  Ci=9.2  microfarads,  Ca  =  19.4  micro- 
I  farads.  The  resistance  of  the  load  circuit  was  7.S0  ohms  and  the  OBcil- 
I  latory  current  produced  was  4.30  amperes,  giving  an  alternating  current 
output  of  143  watte.  The  input  to  the  tube  circuit  is  obtained  from  the 
product  £»/»  after  certain  losses,  not  chargeable  to  the  tube  circuit,  have 
been  deducted. 

The  condensers  C\  and  Ci  each  consisted  of  two  condensers  connected 
in  series  because  of  the  high  potentials  occurring  in  the  circuit.  In  order 
to  make  the  two  individual  condensers  divide  the  voltage  Ei,  equally  it 
is  necessary  that  their  insuktion  resistances  be  aUke,  a  condition  seldom 


Fig.  173.— Separately  excited  tube— £»- 1040,  /ft=.I70,    £j-270,  E,-300,  fi-37. 
Input=106  watU.    Output -50,  Efficiency-47%. 

encountered.  That  condenser  having  the  higher  resistance  (the  better 
one)  will  take  practically  all  of  the  Et  voltage  as  well  as  its  share  of  the 
alternating  voltage  of  the  circuit,  resulting  in  its  probable  breakdown. 
To  prevent  this  occurrence  leak  resistances  were  used  across  each  of  the 
condensers  making  up  Ci  and  Ca,  the  leaks  each  being  21,000  ohms,  makii^ 
the  leak  resistance  of  Ci  and  C2  each  42,000  ohms.  Subtracting  the  PR 
losses  in  these  leaks  as  well  as  the  PR  losses  in  the  choke  coil  Li,  gives 
the  input  to  the  tube  circuit  229  watts;  the  efficiency  was  thus  62.7  per 
cent. 

Oscillograms  taken  of  the  currents  in  this  circuit  are  given  in  Fig.  171. 
It  is  evident  that  the  values  of  Eg  and  Ec  might  well  have  been  greater, 
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resulting  in  a  higher  efficiency  because  of  the  resultant  smaller  tniniiuiui 
plate  current.  Although  the  plate  current  is  small  the  plate  voltage  '» 
large  and  so  results  in  a  high  unnecessary  lose  on  the  plate. 

The  phase  of  fie,  is  now  practically  coincident  with  that  of  E0,  and  ii 
should  therefore  serve  as  a  source  of  excitation.  The  circuit  did  not  pv<; 
as  much  power,  however,  when  made  self-exciting,  aa  it  should,  bo  the 
constants  were  changed  slightly  to  get  more  power.  As  finally  teet^:-: 
the  self-exciting  circuit  had  the  constants  and  performance  given  henr 
with:  £»-1000  volts,  7»-0.335  ampere,  Ci=7.36  microfarads,  02  =  13.5 
microfarads,  L'0.201  henry,  Li=9.8  hemies,  ^2=9.0  henries,  £<  — 23U 


Fig.  174.— Conditions  u  given  in  Run  B,  Table  n. 

vtAis,  B=8.0  ohms.  The  current  produced  in  the  oscillating  circuit  11;^* 
4.40  amperes,  resulting  in  an  efficiency  of  57  per  cent. 

Fig.  172  shows  the  currents  and  voltages  in  this  self-exciting  circuit, 
and  it  is  at  once  evident  why  such  a  comparatively  low  efficient  wa.« 
obtained;  the  minimum  plate  voltage,  instead  of  being  200  vdte,  as  it 
should  for  this  tube,  was  300  volts.  For  this  figure  the  curve  of  plate 
current  included  also  the  alternating  component  of  the  grid  current,  bmce 
the  absence  of  the  depression  at  the  peak  value. 

The  current  through  the  plate-current  vibrator  reversed  during  part 
<rf  the  cycle,  due  tci  the  fact  that  this  vibrator  carried  in  addition  to  the 
plate  and  grid  currents,  an  alternating  current  which  resulted  from  the 
voltage  across  the  condenser  d  acting  through  the  reactance  of  coil  Lt  and 
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condenaer  Ca,  Fig.  169.  This  curreDt  is  shown  as  ii  in  Fig.  172;  when 
the  plate  ciirrent  is  corrected  by  this  small  amount  it  is  seen  that  the  plate 
current  does  not  reverse,  as  we  know  it  cannot  with  the  conditions  aa 
they  existed  in  this  test. 

Action  of  tiie  Tube  at  High  Frequency. — It  was  desired  to  show  that 
the  action  of  the  tube  was  just  the  same  at  high  frequency  as  at  the  low 
frequencies  used,  so  a  circuit  was  arranged  similar  to  that  of  Fig.  169, 
with  smaller  values  of  capacity  and  inductance.  The  choke  coils  Li 
and  La  used  in  the  previous  tests  would  act  as  condensers  of  comparatively 
low  reactance  at  the  high  frequency  to  be  used   so  they  also  had  to  be 


Fra.  175r-Ccmditione  aa  pvfo  in  Rim  B,  Table  I. 

The  constants  of  the  circuit  used  were:  B»  =  1000  v<^tB,  /» 
•=0.285  ampere,  Ci  =  .0144  farad,  C2=.&2Si  microfarad,  frequency 
-=98,500,  Li=.023  henry,  L2=-.016  henry,  K=240  volts,  B-6.16  ohms 
(hi^-frequency  determination).  There  were  no  leaks  used  with  the  con- 
densers in  this  circuit,  so  that  the  product  EJt,  after  subtracting  the 
PR  loss  on  the  choke  coil  Li,  gives  the  input.  It  is  found  to  be  284 
watts,  and  as  the  output  to  the  load  circuit  was  160  watts  the  efficiency 
was  56.2  per  cent,  which  is  in  fair  agreement  with  the  results  obtuned 
at  166  Q^cles. 

Figs.  173-177  are  shown  some  special  oscillograms  of  the  plate  current, 
plate  voltage,  and  grid  voltf^,  all  for  the  separately  excited  tube  with 
the  circuit  shown  in  Fig.  154;  the  conditions  of  the  circuit  were  as  noted 
in  Tables  I  and  II. 
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The  conditions  obtaining  when  Fig.  177  was  taken  show  the  best 
adjustments  for  efficiency  which  we  were  able  to  get  with  the  Type  P 
tube;  the  high  efficiency  was  obtained  without  unduly  decreaedng  the 
output.  If  this  form  of  plate  current  could  be  maintained  and  the  value 
of  Ei  be  increased  to  3000  volts  the  calculated  efficiency  becomes  85 
per  cent;  this  is  probably  as  good  as  could  be  done  with  sine  wave 
shapes  of  ep  and  e„  but  it  seems  as  though,  by  suitably  defomiing  both 
of  them,  giving  them  both  flat  tops,  the  efficiency  could  be  considenfaly 
increased  over  this  value. 


Fto.  176. — Conditions  as  given  in  Run  C,  TaUe  I. 

Tests  similar  to  those  described  in  this  paper  were  carried  out  using 
a  much  smaller  tube,  that  styled  by  the  U.  S.  A.  Signal  Corps  type  VT-2. 
The  results  obtained  with  the  large  tube  were  duplicated  ^most  exactly 
in  so  far  as  efficiency  was  concerned.  It  was  found  possible  to  so  adjust 
the  values  of  £c  and  Ec  that  the  tube  gave  an  output  of  6.3  watts  with 
an  efficiency  of  70  per  cent,  the  voltage  used  in  the  plate  circuit  being 
the  rated  value,  namely  300  volts.  It  was  found  possible  to  get  over 
7  watts  output  with  the  plate  loss  considerably  lower  than  its  safe  rated 
value;  if  the  plate  voltage  had  been  increased  to  perhaps  400  volts  the 
tube  output  miglit  have  Iwon  raised  to  10  watte  while  still  having  the 
plate  loss  within  its  safe  value. 

These  tests  were  all  carried  out  with  a  separately  excited  tube;  with 
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the  tube  self-excited  the  efficiency  was  not  obtained  higher  than  61  per 
oent,  with  a  plate  voltage  of  300.  This  run  gave  an  output  of  5.6  watts 
output  with  a  current  h  of  0.305  ampere;  the  frequency  was  400,000 
cycles,  the  value  of  R  was  53  ohms,  the  oscillating  current  0.325  ampere, 
Ci  and  Cj  being  1360  and  770  micro-micro-farads,  respectively.  The 
value  of  Ee  was  40  volts. 

With  the  conditions  of  a  self-excited  circuit  adjusted  for  the  best 
conditions  as  previously  outlined  difficulty  may  be  encountered  in  start- 
ing the  circuit  to  oscillate,  a  shock  of  some  kind  being  generally  required 
to  start  oscillations.    Because  of  this  possible  difficulty  it  may  be  the  best 


Fia.  177.— B«Bt  conditioDB  for  high  efficiency.    £»  =  1040,  /»=-.286,  Ec~ilO,  £,-=460, 
fi=149,  Input-227w8tte,  Output  =  155,  Efficiency =68%. 

practice  to  run  these  tubes  separately  excited,  using  one  tube  (so  adjusted 
that  it  oscillates  readily)  for  exciting  others  as  indicated  in  Figs.  140-141, 
pp.  533-534.  It  may  well  be  that  with  a  higher  resistance  in  the  oscil- 
lating circuit  more  output  can  be  obtained  from  two  tubes  if  one  only 
is  used  as  a  generator,  the  other  being  used  as  exciter  only.  Certainly 
if  more  than  two  tubes  are  to  be  used  it  will  be  well  to  use  one  as  exciter 
for  supplying  the  grid  voltage  for  the  others. 

Chaiacteristics  of  the  Circuit  of  Fig.  122. — Using  the  circuit  shown  in 
Fig.  122,  a  series  of  rung  was  made  to  investigate  the  effect  of  changing 
ibs  constants  of  the  circuit  and  some  of  the  results  are  shown  in  Figs.  178 
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and  179;  the  legends  and  diagnuns  on  the  curve  sheets  make  them  aelf- 
explanatory.  For  these  tests  three  pliotrons  (type  P-30)  were  operated 
Id  parallel,  all  grids  being  connected  together  as  also  were  the  plates;  tlie 
plate  current  recorded  on  the  curve  sheets  is  that  of  one  tube. 

It  may  be  seen,  from  Fig.  178,  curve  3,  for  example,  that  for  efficieiit 
coils  and  condensers  of  the  type  used  here  it  is  possible  to  get  as  much 
as  16,000  volt  amperes  from  one  tube,  with  only  800  volts  on  the  jArU 
and  normal  filament  current.     The  behavior  of  the  tubes,  as  i 


Value  ol  Lp  In  10   henrlM 
Fio.  178. — Amount  of  high-frequency  power  obtainable  from  three  Type  P  j^troos  in 
parallel  and  efiect  of  changes  in  L,. 

stabihty,  conditions  for  maximum  output,  etc.,  agree  fairly  well  with  the 
theoretical  predictions. 

Characteristics  <tf  the  Three-electrode  Tube  as  an  Amplifier. — Aa  the 
voltage  impressed  on  the  input  circuit  of  a  tube  causes  a  change  in  the 
plate  current  which  may  be  flowing  through  an  inductance  or  resistance 
in  the  external  plate  circuit,  and  as  it  is  evident  that  the  drop  across  this 
external  circuit  may  be  many  times  greater  than  the  e.m.f,  impressed  ca 
the  grid,  the  device  may  be  used  as  a  voltage  amplifier.  The  ami^ified 
voltage  in  the  output  circuit  will  have  very  nearly  the  same  form  as  the 
input  voltf^,  sufficiently  so  that  the  currents  due  to  speech  may  be 
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amplified  many  times  (1000-10,000)  and  the  reproduction  of  the  voice 
be  aknost  perfect.  The  circuits  used  in  amplifiers  and  arrangement  oi 
apparatus  are  taken  up  in  a  later  chapter;  in  this  section  we  shall  con- 
sider only  the  amplifying  characteristics  of  the  tube  itself. 

As  noted  before  a  voltage  of  Emg  sin  <at  introduced  in  the  input  circuit 
of  a  tube  is  equivalent  to  a  voltage  of  iJLoEmt  sin  <at  introduced  into  the  plate 
circuit,  this  voltage  causes  an  alternating  current  to  flow  in  the  plate  cir- 
cuity the  magnitude  and  phase  of  which  depend  upon  the  external  impe- 
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Fig.  170. — Showing  the  effect  of  varying  the  plate  circuit  inductance  with  fixed  value 
of  Lq.  Region  of  oscillation  indicated  by  solid  lines;  outside  these  limits  tubes 
refused  to  oscillate. 


dance  in  the  plate  circuit  and  the  resistance  of  the  tube  itself.     If  we  call 
the  alternating  component  of  the  plate  current  /p  we  have  the  relation, 


^'  .Rp+K 


(105) 


in  which  R  is  the  external  resistance  of  the  plate  circuit.  The  drop  across 
R  (which  is  the  only  available  part  of  the  amphfied  voltage,  the  rest  being 
used  up  inside  the  tube  itself)  is  IpR  and  this  is  evidently  given  by 


IpR  =  Ep  =  Egno 


R 


Rp+R' 
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From  this  we  get  the  actual  voltage  amplification  due  to  the  tube,  wfaidi 
is  designated  as  M) 


M=ACo 


R 


Rj,-\-R 


(106) 


This  factor  fx  will  be  constant  (independent  of  the  magnitude  of  the 
input  voltage  Eg)  only  for  such  value  of  Eg  as  give  constant  R^,  This 
can  be  seen  at  once  from  the  static  characteristic  of  a  tube,  showing  the 
relation  between  plate  current  and  grid  potential,  this  curve  to  be  taken 
with  the  proper  value  of  ft  in  the  plate  circuit;  throughout  that  part  of  thk 
curve  which  gives  uniform  slope  the  factor  n  is  constant  and  the  ampli- 


Valueof  {ep+fi^eg) 


Fio.  180. — ^Two  tubes  having  different  piste-current  characteristics  as  indicated  in 
M  and  H  will  give  amplified  currents  having  more  or  less  distortion,  N  giving  idor 
distortion  than  M. 

fication  is  distortionless,  a  very  necessary  feature  of  an  amplifier  used 
for  speech  amplification,  but  of  little  importance  for  ordinary  agnal 
amplification. 

This  point  is  indicated  in  Fig.  180;  two  different  tubes  (or  different 
arrangements  of  the  same  tube)  might  have  characteristics  as  shown  at  Jtf 
and  N  and  the  form  of  the  plate  current  produced  for  a  sine  wave  of  volt- 
age impressed  on  the  grid  as  shown  by  curves  m  and  n  in  the  same  figure. 

With  curve  N  the  value  of   ttt  is  greater  the   more   positive  the  grid 

becomes,  resulting  in  a  lower  Rp;  from  Eq.  (106)  it  may  be  seen  that  for 
a  given  value  of  R  the  factor  fx  becomes  greater  the  smaller  Rp.  A  sine 
wave  of  voltage  impressed  on  the  grid,  therefore  does  not  produce  a  sine 
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wav«  of  current  in  the  plate  circuit  and  so  will  not  produce  a  sine  wave 
of  voltage  across  a  resistance  in  the  plate  circuit. 
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From  Eq.  (106)  it  is  evident  that  if  the  amplifying  power  of  a  tube 
is  to  be  eflBciently  used  the  value  of  R  must  be  at  least  as  large  as  Rp  and 
shoxild  really  be  much  larger.     In  Fig.  181  is  shown  the  measured  ampli- 
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fication  constant  of  the  Signal  Corps  VT-1  tube  taken  under  varioiK 
conditions.  It  is  seen  that  the  factor  n  increases  as  R  increases,  for  all 
conditions. 

Curve  1  was  taken  with  a  constant  "B"  battery  voltage;  undff 
this  condition  the  plate  voltage  decreased  as  R  was  increased  due  to 
the  resistance  drop  in  R,  But  a  decreased  plate  voltage  resulted  in  an 
increase  in  Rp,  so  that  for  this  condition  as  R  was  increased,  it  approached 
Rp  very  slowly  due  to  the  increase  in  Rp  with  increase  in  R. 


■^■^ 

i^M« 

■^^■" 

^^^" 

^^^™ 

^^" 

M^ 

^^* 

^^^ 

J 

■^^ 

V 

oljaff 

)A 

Uk 

iifrinlffi 

Old 

er 

of 

T; 

rpC 

C 

t 

by 

ret 

ut 

&QI 

« 

C 

in 

•- 

^P 

:0 

j- 

u 

Oi 

v< 

It 

"  1 

t 

tc 

*- 

l.( 

v< 

•It 

iO 

« 







^  ^  ^ 



_ 

_ 

- - 

>^a 

_ 

1 

•«« 

^.^ 

^.^ 

_^ 

.^ 

._ 

_ 

.„ 

wmm. 

•_• 

•  «>< 

>•. 

.^^ 

._ 

-   T 

i^ 

^M^B 

-^.* 

_s 

j^ 

^ 

r- 

* 

ao 

1 

■— 

^ 

^ 

'^ 

-^ 

.^^ 

^ 

— 

-^ 

r" 

) 

^ 

■^ 

"^ 

" 

.^ 

s 

**' 

- 

- 

- 

^ 

n 

^f* 

^ 

- 

^ 

— ' 

^ 

3 

-- 

■"*■ 

• 
• 

x^ 

,.-1 

•^ 

- 

^ 

-^ 

-^ 

■^ 

90 

>^ 

^ 

< 

^ 

^ 

y 

A 

^ 

F 

M- 

ai 

cu 

•ve 

1 

• 

> 

y 

^ 

^ 

F!l 

an 

en 

;ci 

irr 

tut 

=: 

JW 

> 

r 

/ 

y^ 

Pli 

te 

vo 

ita( 

^ 

^ 

H) 

y 

1 

z 

^ 

■^ 

10 

J 

A 

y 

'F 

2j 

7^ 

/ 

^ 

2 

/ 

/ 

^— ' 

i 

V 

z 

'1^ 

0 

' 

"  1 

2 

0 

4 

0 

6 

0 

a 

9 

l( 

)0 

2 

0 

4 

0 

•  0 

D 

8 

0 

2( 

90 

2 

0 

4 

0 

0 

0 

8 

0 

3( 

»0 

% 

1 

T^tornfti  Besistanoe  tn  lO'Qhms 

Fko.  182. — Showing  effect  on  the  amplifying  power  of  a  tube  of  holding  the  grid  at 
different  average  potentials,  making  the  grid  more  negative  increases  the  tube 
resistance,  hence  requiring  a  higher  external  resistance  to  get  the  same  amount  ol 
amplification. 


Curve  2,  compared  to  curve  1,  shows  the  effect  on  m  of  increasing  the 
"  B  "  battery  voltage  sufficiently  to  (Compensate  for  the  IR  drop  in  the 
plate  circuit,  thus  maintaining  the  plate  voltage  constant;  it  is  seen  that 
the  increase  of  m  with  R  is  much  more  rapid.  Curve  3  shows  the  effect 
of  maintaining  the  plate  potential  at  30  volts  instead  of  20  volts.  The 
alternating-current  resistance  of  the  plate  circuit  of  the  tube  Rp  was 
measured  for  curves  2  and  3  and  is  indicated  in  the  curves;  it  is  seen  for 
each  of  them  that  when  iZ  =  i2p,  m  =iMo  as  it  should  from  Eq.  (106). 
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In  using  a  tube  as  an  amplifier  it  is  customary  to  maintain  the  grid 
such  a  negative  potential  that,  for  any  probable  input  voltage,  the  grid 
^^rill  not  become  positive;  maintaining  a  negative  grid  increases  the  value 
of  Rpy  so  that  for  a  given  J?,  m  is  decreased.  This  effect  is  shown  in  Fig. 
182,  which  gives  the  behavior  of  a  tube  having  a  higher  value  of  no  than 
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Fio.  183. — ^Variation  in  amplifying  power  with  different  grid  potentials  and  different 

plate  circuit  voltages. 


is  customary.  Fig  183  shows  the  variation  of  the  amplification  factor 
as  both  plate  circuit  voltage,  £&,  and  grid  potential,  £c,  were  varied. 
It  is  evident  that  this  tube  could  be  used  effectively  for  only  small  values 
of  input  voltage. 

If  the  plate  current  of  a  tube  is  expressed  by  the  relation, 
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Fig.  184. — The  quality  of  amplification  (distortionless  or  not)  is  shown  by  a  test  of  thi 
kind.  The  tube  used  requires  an  external  resistance  in  series  with  the  plate  of  at 
least  150,000  ohms  to  givo  distortionless  amplification. 
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we  get  after  expansion, 

i,  ^  AiEp'\'noEcY+2Aiio{E^+lioEc)E^  sin  U 

+fMy*  — ^  ccw  {2<d+T)  -\ 2~^  • 

The  first  term  gives  the  steady  value  of  plate  current  with  no  input  volt- 
age, the  second  the  true  amplification  ciurent,  the  third  a  double-frequency 
distortion  current,  and  the  fourth  a  steady  increase  in  the  value  of  ip, 
while  Emt  sin  o)^  is  acting.  The  third  term  has  the  same  coefficient  as 
the  fourth  and  the  fourth  term  will  register  on  a  direct  current  ammeter 
in  the  plate  circuit.  Hence  the  quaUty  of  amplification  of  a  tube  (distor- 
tionless or  not)  may  be  judged  by  the  indication  of  the  plate  ammeter 
as  the  input  voltage  is  impressed.  Fig.  184  shows  this  effect  and  also 
the  efifect  of  added  resistance  in  the  plate  circuit  in  decreasing  the  distor- 
tion. With  150,000  ohms  added  in  the  plate  circuit,  this  tube  would 
give  essentially  distortionless  amplification  for  input  voltage  as  high  as 
5  volts. 

In  case  a  reactance  is  used  in  the  plate  circuit,  for  repeating,  instead 
of  resistance,  it  will  be  found  that  the  value  of  m  is  greater  than  for  a 
corresponding  value  of  resistance.  Thus  if  an  inductive  reactance  (of 
negligible  resistance)  is  used  in  the  plate  circuit,  the  value  of  the  react- 
ance being  equal  to  the  tube  resistance,  a  value  of  /a  is  obtained  equal  to 
0.7  fio  instead  of  0.5  /io  as  was  obtained  for  resistance.  This  follows  at 
once  by  considering  the  voltage  relations  in  a  tube  circuit,  as  given  in 
Fig.  96,  p.  475. 


CHAPTER  VII 

CONTTOUOUS-WAVE  TELEGRAPHY 

Advantage  of  Continuous^wave  Tel^;raphy. — Continuous-wave  tekf- 
raphy  possesses  several  distinct  advantages  over  damped-wave  systeois 
which  may  be  summarized  as  follows: 

1.  Greater  Selectivity. — This  advantage  is  due  primarily  to  the  fact 
that  eneiigy  radiated  by  a  spark  transmitter  is  sent  out  in  damped-wave 
trains.  These  wave-trains,  striking  the  receiving  antenna,  induce  tberan 
an  electromotive  force,  and  if  the  circuit  is  tuned  to  the  incooiing  wavC; 
maximiun  current  and  signal  strength  are  obtained.  However,  even  if  the 
circuit  is  somewhat  de-tuned,  the  damped-wave  train  will  excite  the  circuit 
to  a  considerable  extent,  causing  it  to  oscillate  at  its  own  frequency,  as  weQ 
as  at  the  frequency  of  the  signal  wave.^  In  other  words  the  aelectivitj 
of  reception  of  a  spark  signal  is  fixed,  not  only  by  the  decrement  of  the 
receiving  circuit,  but  also  by  the  decrement  of  the  wave-train  itself,  whieh, 
of  course,  is  that  of  the  transmitting  station;  thus  more  or  less  inter- 
ference always  exists  between  spark  stations,  if  the  wave-'lengtbs  are 
close  to  one  another. 

If  we  consider  the  effect  of  continuous  waves  at  the  receiving  station, 
the  conditions  will  be  soinewhat  different.  The  incoming  eneigy  forces 
the  receiving  circuit  to  oscillate  at  its  own  signal  frequency,  accept  at 
the  beginning,  when  the  forced  and  natiu*al  oscillations  are  coexistent 
for  a  few  cycles.  Therefore  if  this  circuit  is  not  tuned  to  resonance  with 
the  incoming  signal  and  does  not  possess  abnormal  resistance  values 
(which  would  flatten  out  its  resonance  curve),  the  ciurent  flowing  wflU 
be  very  small  and  the  signal  strength  extremely  weak,  under  all  c(Miditioo8 
of  adjustment  except  that  of  resonance.  Thus  the  selectivity  is  good,  and 
the  station  will  receive  no  messages  except  those  for  which  it  is  tuned. 

2.  Increased  Range  of  Transmission. — This  follows  from  the  &ict 
that  with  continuous-wave  transmission,  the  energy  is  radiated  at  and 
concentrated  into,  essentially  one  wave-length,  instead  of  being  Sfxead 
over  a  number  of  wave-lengths,  as  indicated  by  the  energy  distrilnitioQ 
curves  discussed  in  Chapter  V,  p.  326.  The  greater  the  amoimt  of  eneru 
we  cam  thus  concentrate  into  one  wave-length,  the  fmther  will  be  the 
distance  penetration  or  propagation  of  this  energy,  and  stations  may  be 

» See  Chapter  IV,  p.  268. 
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reached  at  much  greater  distances  from  the  sending  station  than  with 
the  spark  transmitter.^*  Also,  for  the  same  range,  less  power  is  reqxiired 
than  with  the  spark  transmitter,  and  the  transmission  efficiency  thus 
improved. 

3.  Antenna  Voltages  Decreased. — Since  the  enei^  is  radiated  in  a 
continuous  stream,  when  a  signal  is  being  sent,  and  not  in  groups,  it  follows 
that  for  a  given  power  in  the  antenna  the  amplitude  of  the  oscillations 
need  not  be  so  great.  For  example,  if  we  assume  1000  sparks  per  second, 
a  decrement  of  .1,  and  a  300-meter  wave,  the  time  per  second  during  which 
energy  is  radiated  ^  is: 

lOOOx^  X  10-<^  =  .046  second 
.1 

« 4.6  per  cent  of  the  total  time; 

whereas  with  continuous-wave  transmission  the  time  would  be  100  per  cent. 
It  is  therefore  obvious  that  if  much. power  is  to  be  radiated  by  the  damped 
wave-transmitter,  comparatively  high  oscillation  amplitudes  must  be 
used,  that  is,  the  energy  associated  with  a  group  of  waves,  for  a  given 
amount  of  energy  radiated  per  second,  must  be  high,  since  energy  is 
radiated  only  diuing  a  small  fraction  of  the  time.  Thus  a  given  antenna 
will  have  a  greater  possible  energy  radiation  on  continuous  waves,  since 
the  energy  niay  be  radiated  continuously;  an  advantage  of  thus  decreas- 
ing the  required  ampUtude  of  oscillation  for  a  given  radiation  is  the  reduc- 
ticm  in  required  voltage,  thus  decreasing  the  construction  difficulties 
encountered  in  extremely  high-voltage  apparatus  and  antenme  (due  to 
corona  losses,  insulation  requirements,  etc.)- 

4.  Adjustment  of  Signal  Note. — With  damped  wave-transmission  this 
characteristic  is  a  fixed  quantity  which  cannot  be  adjusted  by  the  receiving 
operator,  and  is  determined  entirely  by  the  transmitter  group  frequency. 
With  the  undamped-wave  receivers  described  below,  this  can  be  varied, 
over  wide  limits,  to  a  value  most  suitable  to  the  operator  for  distinguishing 
from  strays.  The  adjustability  of  the  note  of  the  received  signal  also 
serves  to  a  remarkable  degree  to  eliminate  interference  from  other  stations; 
because  of  this  feature  another  signal,  differing  in  frequency  from  the  true 
signal  by  perhaps  1  per  cent,  is  actually  inaudible. 

Summary. — The  above  advantages  combine  to  give  to  a  continuous- 
wave  transmitter  a  wonderful  degree  of  selectivity  and  efficiency  of  trans- 

1  The  statement  is  true  primarily  because  of  the  greater  sensibility  of  the  receiving 
circuit  adjusted  for  continuous-wave  reception.  The  attenuation  which  occurs  as  a 
wave  travels  over  the  surface  of  the  earth  is  probably  the  same  for  continuous,  as  for 
damped,  waves. 

'  On  the  assumption  that  radiation  ceases  when  the  current  in  the  antenna  has 
dropped  to  1  per  cent  of  its  original  value. 
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mission;  very  much  higher  than  could  be  obtained  with  the  damped- 
wave  type.  In  addition  may  be  mentioned  the  very  important  par 
which  continuous  waves  have  played  in  the  development  of  radio  tekpboi^ 
(see  Chapter  VIII),  for  which  it  is  essential.  Because  of  these  advanta^ 
it  is  probable  that,  continuous-wave  telegraphy  will  ultimately  supersede 
and  replace  entirely  the  damped-wave  systems;  in  the  lai^^  stadocs. 
this  change  already  has  been  made  or  is  being  made  at  the  present  time. 

Hie^-frequency  Undamped-wave  Generators. — Continuous  higM^ 
quency  oscillations  may  be  produced  by  any  one  of  the  several  scfaeoies 
described  below.  All  of  these  have  been  commercially  devel(^)ed  and 
apfdied,  and  are  listed  in  the  order*  of  their  importance  (this  relative  ntai^ 
being  for  high-power  stations  only)  at  the  present  date  (1920).  It  b 
probable  that  the  first  three  means  of  generation  will  find  iDcreaaiif 
development  in  the  future,  while  the  fourth  and  fifth  will  be  superseded 
by  one  form  of  the  first  three  methods.  The  development  and  impor- 
tance of  vacuiun  tubes  as  generators  of  high-frequency  oscillations  has 
been  very  rapid  within  recent  years,  and  it  is  likely  that  this  source  of 
high-frequency  power  will  ultimately  replace  all  others. 

The  several  means  of  high-frequency  power  generation  are  as  follows: 

(1)  Poulsen  Arc; 

(2)  Alexanderson  Alternator; 

(3)  Goldschmidt  Alternator; 

(4)  Iron  in  saturated  cores; 

(5)  Marconi  Series  of  Spark  Gape; 

(6)  Oscillating  Tubes. 

Poulsen  Arc. — A  great  deal  of  work  has  recently  been  done  in  an  effort 
to  determine  with  exactness  the  action  and  theory  of  this  type  of  generator, 
the  best  presentation  being  that  of  P.  O.  Pedersen  ^  to  which  the  reader 
is  referred.  In  the  discussion  which  follows,  we  have  referred  laigdy 
to  his  paper  and  to  certain  earUer  theory  as  developed  by  Barkhausen, 
to  which  Pedersen  also  makes  reference.  Much  of  the  laboratory  work 
done  in  the  past  is  not  appUcable  to  the  modem  arc  generator,  due  to  the 
wide  divergence  of  the  test  arc  and  the  generator  as  designed  and  con- 
structed for  commercial  service. 

Elementary  Theory. — ^Instability  of  the  Arc. — Consider  the  ordinary 
arc  circuit  indicated  in  Fig.  1  with  the  resistance  R  omitted  for  the  present. 
The  conduction  of  current  through  the  arc  is  simply  a  case  of  conducticHi 
through  an  ionized  gas,  in  this  case  vaporized  carbon  or  copper  at  a  veir 
high  temperature.  Initially,  this  arc  stream  of  ionized  gas  is  not  present, 
so  that  to  start  the  ciurent  flow  in  the  above  circuit,  it  is  necessary  to  bring 
the  two  electrodes  in  contact.  The  intense  heat  developed  by  the  current 
»  "On  the  Poulsen  Arc  and  Its  Theory,"  Proc.  I.RJE.,  Vol.  6,  p.  255,  1917. 
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passing  through  the  point  of  contact  vaporizes  some  of  the  electrode 
material,  and  as  the  electrodes  are  separated  a  vapor  stream  or  arc  of 
ionized  gas  is  produced  which  forms  a  conducting  path  for  the  current. 
The  ionization  is  assisted  by  the  high  temperature  of  the  arc  and  the 
bombardment  of  the  negative  electrode  (cathode)  r 

by  the  positive  ions  this  dissociating  the  electrode      |     f  WW\^ 
into  i>ositive  ions  and  electrons,  the  latter  then  being  ^ 

attracted  to  the  positive  electrode  (anode).  ^    ^  ^*  Ei,._Afo 

As  is  the  case  for  pratically  all  gaseous  con- 
ductors, the  resistance  of  the  arc  decreases  as  the 
current  increases.  This  will  be  apparent  when  it  ^^-  V~^?  ordinary 
is  recalled  that  the  resistance  of  the  arc  depends  on  biliainff  "  ta  ce  *n 
its  state  of  ionization  which,  in  turn,  depends  on  genes  with  it,  or  else 
the  heating  or  vaporizing  forces  which  act  on  the  it  is  inoperative. 
electrodes,  caused  by  the  current  flowing  through 
the  circuit.  Stated  briefly,  the  more  current  we  pass,  the  more  ionized 
vapor  we  have,  and  the  more  ionized  vapor,  the  "  fatter  "  the  arc  and' the 
lower  the  resistance.  If  the  resistance  decreases  fast  enough,  the  IR 
drop  will  decrease,  even  if  the  current  increases,  and  this  i^  always  the 

case  in  the  actual  arc.  The  current 
and  voltage  relations  of  such  a  con- 
ductor would  appear  as  shown  in  the 
curve  of  Fig.  2,  known  as  the  "  static 
characteristic  "  of  the  arc;  this  name 
arises  from  the  fact  that  it  is  obtained 
from  a  series  of  fixed  (static)  current 
values  together  with  the  corresponding 
voltages. 

Thus,    if   an    arc    were    connected 
i^ '- directly    across    a    constant-potential 

Fig.  2.-Ralation  of  current  and  volt-  ^^PP^^  ^  short-circuit  condition  might 
age  across  an  ordinary  arc.  be  unmediately  attained,  the  voltage 

impressed  always  being  above  the  value 
required  for  equilibrimn  and  the  current  thus  continually  increasing  to 
make  IR  =  E.  Since  R  is  very  small  for  a  large  current,  the  condition 
would  be  equivalent  to  a  short-circuit.  On  the  other  hand,  if  the  volt- 
age impressed  corresponded  to  a,  Fig.  2,  and  the  ciurrent  started  to 
decrease  below  the  value  6,  then  the  arc  current  would  continually 
decrease  until  the  arc  was  extinguished. 

Stabilizing  Effect  of  Resistance. — The  above  phenomenon  represents 
an  unstable  condition,  in  which  the  IR  drop  decreases  automatically  with 
increase  in  current.  A  stable  circuit  is  one  in  which  the  IR  drop  increases 
with  current,  and  to  stabilize  the  arc  it  is  necessary  to  add  additional 
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resistance  R  in  the  circuit,  as  indicated  in  Fig.  1.  This  resistance  is  tie 
familiar  "  ballast "  resistance  used  on  all  arc  lamps,  and  the  oonditkoE 
now  existing  in  the  circuit  are  shown  in  Fig.  3,  an  inspection  of  whkli 

will  indicate  how  the  circuit  h» 
been  stabilized. 

Considering  ciuire  A,  the  openr 
tion  is  stable  for  all  current 
greater  than  /,  and  is  unstable  for 
currents  below  this  value.  Tboa, 
on  the  stable  portion  of  the  curve, 
a  decrease  of  voltage  results  in  a 
decrease  of  ciurent,  and  thus  a 
decreased  IR  drop  across  the  re- 
sistance. The  voltage  across  the 
arc  therefore  rises,  and  initial  oqd- 

„  ^  csu  •  *u  « J  »»  _  •  .  ditions  are  restored.  The  current 
Fig.  3. — Showing  the  "dropB    occurring  in       ,  ,  ^    h  j  i 

the  arc  equipped  with  ballast  resistance;  value  may  be  controUed  by  vaiymg 
sufficient  series  resistance  must  be  used  the  terminal  vdtagp,  as  shown  by 
to  make  the  resistance  drop  across  both  the  two  current  values  a  and  b  on 
resistance  and  arc  in  series  increase  with  the  characteristic  curve  A,  m  hj 
the  current.  changing  the  amount   of    ballad 

resistance  used,  as  shown  by  the 
current  values  a  and  a'  for  two  different  characteristics  A  and  B  for 
the  same  terminal  voltage.  If  impressed  voltage  is  reduced  to  the 
minimum  value  (E'  for  curve  B)  then  the  arc  may  operate  or  may  go 
out.    This  point  is  therefore  called  the  point  of  "  indifferent "  stability. 

The  function  of  the  ballast  resistance  is 
thus  to  stabilize  the  operation  of  the  arc 
for  slow  changes  of  voltage.  Commercial 
arc  generators  have  this  resistance  short- 
circuited  when  operating  steadily,  to  in- 
crease the  efficiency,  the  inductance  and 
inherent  resistance  of  the  circuit  being  Fio.  4.— If  a  circuit  of  L  and  C  k 
sufficient  to  stabilize  the  circuit.  series  is  shunted  around  an  air 

Effect  of  Inductance— Choke  Coils-— If     supplied  from  a  oontinuouB-«irw 

,.,.,.  «j.  J  •    xu         rent  generator  through    choke 

a  veiy  high  mductance   is  inserted  m  the      ^^  ^,^  ^  alternating  c«m«it 
circuit  as  shown  at  U  (Fig.  4)  very  quick      wiU  flow  in  the  circuit  mmde  up 
changes  of  generator  current  are  minimized      of  L,  C,  A,  and  arc  in  aeries, 
and  prevented  to  a  large  extent.    Thus  if 

a  sudden  increase  of  generator  voltage  occurred,  the  current  would  tend 
to  increase,  and  would  increase  slightly,  setting  up  a  coimter  e.m.f.  of  sdf- 
induction  at  L\  which  would  minimize  the  variation  of  current.  It  h 
important  to  note  that  the  inductance,  in  order  to  be  effective,  requires 


THE  OSCILLATING  ARC  583 

sfc  variation  in  the  current  flowing  through  it,  and  the  arc  supply  is  there- 
fore not  strictly  a  constant-current  source.  This  variation  may  be  made 
^sxtremely  small,  however,  by  using  large  inductance  values. 

A  Simple  Explanation  of  the  Operation  of  the  Oscillating  Arc — If  a 
€X>ndenser,  in  series  with  an  inductance,  is  connected  to  a  source  of  electric 
^nei^,  of  voltage  E,  the  current  which  flows  after  closing  the  switch  is 
an  oscillatory  one,^  its  frequency  being  fixed  by  the  natural  period  of  the 
oscillatory  circuit  and  its  magnitude  depending  upon  the  voltage  E, 
and  the  ratio  C/L.  This  oscillatory  current  dies  away  due  to  the  damping, 
and  the  condenser  is  finally  charged  to  a  potential  difference  £,  and  there 
18  no  current  in  the  circuit. 

Suppose  an  arc,  connected  as  in  Fig.  4,  is  burning  steadily  (switch  in 
the  oscillatory  circuit  being  open),  with  a  difference  of  voltage  across  the 
two  electrodes  equal  to  E.  When  the  switch  is  closed  the  current  flowing 
in  the  L,  C,  R  circuit  is  given  by  ^ 


'\L 


Now  by  inspection  of  Fig.  4  it  is  evident  that  this  current  must  be 
robbed  from  the  arc,  because  the  value  of  U  is  always  chosen  large  enough 
to  prevent  rapid  variations  of  current  from  the  generator.  Hence  when 
the  current  i  starts  to  flow  the  arc  current  starts  to  decrease,  being  always 
equal  to  /q— i.  But  we  have  seen  that  it  is  a  characteristic  of  the  arc  that 
when  its  current  decreases  the  voltage  across  it  increases;  hence  Eq.  (1) 
does  not  correctly  represent  the  current  into  the  condenser,  unless  E  is 
made  to  depend  on  i  for  its  value.  Actually  the  current  is  greater  than 
indicated  by  Eq.  (1),  because  of  the  increase  in  E  during  the  time  i  is 
flowing  in  the  direction  indicated  in  Fig.  4. 

The  increase  in  E  during  the  first  alternation  is  not  great,  because 
the  amount  of  current  taken  by  the  condenser  is  only  a  small  fraction  of 
the  arc  current.  Thus  if  the  arc  is  burning  with  50  volts  across  the  gap  and 
10  amperes  is  flowing,  the  decrease  in  current  upon  first  closing  the  switch 
(Fig.  4)  wiU_  probably  be  less  than  10  per  cent  of  the  arc  current.    The 

value  of  ^-^  used  in  the  oscillating  circuit  should  not  be  less  than  about 

50;  it  normal  value  is  perhaps  200.  This  value  substituted  in  Eq.  (1) 
shows  that  during  the  first  alternation  of  the  oscillatory  state  the  maxi- 
mum value  of  condenser  current  will  be  less  than  1  ampere.  The  con- 
denser will  charge  up  to  a  voltage  about  twice  that  of  the  arc  ^  and  then 
start  to  discharge;    the  current  during  discharge  adds  to  the  current 

*  For  analysis  of  this  action  see  Chapter  IV,  p.  249. 

*  Eq.  (11),  p.  208. 

» See  Chapter  IV,  p.  261. 
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through  the  arc  and  thus  gives  it  greater  than  normal  value.  This  resohi 
in  a  decrease  in  voltage  across  the  arc,  thus  tending  to  facilitate  the  cfe- 
charge  of  the  condenser,  thus  producing  a  greater  discharge  current  than 
would  have  occurred  if  the  arc  voltage  had  held  constant. 

It  will  thus  be  seen  that  the  voltage-current  characteristic  oi  the  ait 
tends  to  give  a  greater  current  in  the  condenser  during  both  the  cfaarp 
and  discharge  periods,  than  would  occur  if  the  arc  voltage  were  independeot 
of  the  ciurent  through  the  arc. 

Now  the  current  flowing  into  the  oscillatory  circuit  is  supplied  when 
the  arc  voltage  is  higher  than  normal  and  the  current  flows  out  <rf  the 
oscillatory  circuit  (against  the  influence  of  the  arc  voltage)  when  the  ait 
voltage  is  less  than  normal.    As  energy  is  being  supplied  to  the  osciUatory 


Curves  A  &  B  Are  not  to  nme  icale 


Fig.  5. — A  simple  explanation  of  the  oscillating  arc  can  be  obtained  from  these  corvei; 
cmnres  A  show  the  start  of  oscillations  and  curves  B  give  the  conditions  when  the 
oscillations  have  reached  the  steady  state. 


circuit  during  the  charge  and  extracted  during  the  discharge,  from  the 
conditions  just  cited  it  is  evident  that  m>ore  energy  is  supplied  to  the  oseH- 
lalory  circuit  from  the  arc  supply  circuit  during  the  charge  than  is  given  up 
to  the  arc  during  the  discharge.  Unless  too  great  a  resistance  is  present 
in  the  oscillatory  circuit  this  action  results  in  a  building  up  of  the  current 
in  the  oscillatory  circuit,  and  this  building  up  will  increase  until  the  maxi- 
mum value  of  the  oscillatory  ciurent  is  practically  equal  to  the  generator 
current,  Jo. 

This  action  is  shown  by  curves  A  of  Fig.  (6);  the  curves  of  which 
are  nearly  self-explanatory;  the  current  in  the  oscillatory  circuit  is  reck- 
oned positive  when  it  is  flowing  in  the  direction  indicated  in  Fig.  4. 
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The  lower  curve  of  Fig.  5  is  the  product  of  the  current  i  and  the  voltage 
acting  on  the  oecillatoiy  circuit.  Area  A  gives  the  energy  supplied  to 
the  OBcillatory  circuit  by  the  arc  during  the  first  alternation,  and  area 
B  gives  the  energy  supplied  by  the  oscillatory  circuit  to  the  arc  during 
the  second  alternation.  The  difference,  4-5,  gives  the  energy  supplied 
to  the  osdUatory  circuit  during  the  complete  cycle,  and  if  this  is  greaJUr 
than  the  PR  loss  in  the  osdUcUory  circuit  during  the  cycle  the  osciU 
Uxtory  current  wiU  continue  to  increase  until  some  other  factor  controls  the 
ijtciion. 

The  excess  of  area  A  over  area  B  depends  upon  the  arc  characteristic, 
being  greater  as  the  characteristic  curve  (Fig.  2)  becomes  steeper;  as  to 
iTvhether  or  not  the  excess  is  sufficient  to  build  up  oscillations  depends 
upK>n  the  resistance  of  the  oscillatory  circuit.  These  two  factors  control 
completely  the  operation  of  the  arc;  it  must  be  remembered,  however, 
that  the  relation  between  arc  voltage  and  arc  current  used  in  plotting 
Fig.  5  must  be  determined  from  the  oscillatory  state  because  the  static 
characteristic  gives  too  great  a  difference  in  areas  A  and  B,  The  vari- 
ation between  the  static  characteristic  and  dynamic  characteristic  increases 
with  frequency,  in  such  a  way  that  at  high  frequency  (say  500,000  cycles 
per  second)  the  difference  between  areas  A  and  B  is  not  sufficient  to  pro- 
duce much  oscillatory  power. 

A  simple  arrangement  of  apparatus  which  has  nearly  the  same  action 
as  the  arc  is  shown  in  Fig.  6.  A  source  of  e.m.f .  is  connected  to  a  resist- 
ance R  which  is  fitted  with  a  sliding 
contact,  B.  Between  the  lower  point  of 
the  resistance  R  and  the  contact  B  is 
connected  an  oscillatory  circuit  consisting 
of  L  and  C  in  series. 

Suppose  that,  with  B  in  the  middle  of 
R,  switch  S  is  closed;  current  wiU  im- 
mediately start  to  flow  as  indicated  by  i,  «     ^     .    .     ,    .     .^    , . , 

,        ,  .  XY      -iLT  ^  .Fig.  6. — ^A  simple  circuit  which  may 

chargmg  condenser  C.    Now  asC  starts      bemade  to  operate  thesameas 

to  chaige  contact  B  is  moved  up  on  R,      an  oscillating  arc. 
thereby  increasing  the  voltage  impressed 

on  the  Ir-C  circuit.  The  motion  of  £  is  so  regulated  that  it  reaches  B'  in 
an  interval  just  equal  to  one-quarter  of  the  natural  period  of  L-C;  it 
then  starts  to  move  down  on  R  and  reaches  point  5"  in  an  interval 
equal  to  one-half  of  the  natural  period  of  L-C,  Thereafter  the  contact 
oscillates  between  B'  and  -B",  making  a  complete  cycle  in  a  time  equal 
to  the  natural  period  of  L-C. 

Such  an  arrangement  will  result  in  the  building  up  of  a  large  oscillating 
current  in  the  L-C  circuit,  the  magnitude  being  limited  only  by  the  volt- 
age E  and  the  resistance  of  the  oscillatory  circuit. 
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Types  of  Oscillation. — ^The  types  of  oscillation  which  may  be 
ated  have  been  arbitrarily  designated  on  the  basis  of  the  mimmuin  arc 
current  value  as  follows: 

Type     I.  Minimum  current  is  greater  than  zero. 
Type   II.  Minimum  current  is  equal  to  zero. 
Type  III.  Type  II  with  immediate  re-ignition,  resulting  in  pro- 
duction of  trains  of  damped  oscillntions. 

Type  I  Oscillations. — In  this  type  of  oscillation  the  operation  is 
essentially  as  given  above  in  the  simple  explanation  of  arc  action.  Tbe 
amoimt  of  altemating-ciurent  power  generated  is  not  as  great*  as  the 
device  is  capable  of  delivering,  and  the  efficiency  of.  conversion  is  com- 
paratively low,  probably  less  than  40  per  cent.  The  action  of  the  arc 
with  this  type  of  oscillation  is  very  steady,  however. 

Type  n  Oscillations. — With  type  II  oscillations  the  arc  current 
goes  to  zero,  as  a  minimum  value  for  an  appreciable  part  of  the  cycle. 
In  this  case  the  maximum  value  of  the  radio  frequency  current  is  some- 
what greater  than  the  value  of  the  essentially  constant  direct  cvurent 
flowing  through  the  arc,  or 


IacV2>I 


de. 


Under  this  condition  the  arc  is  extinguished  and  no  current  flows 
across  it  for  a  small  interval  of  the  time  of  each  chaiging  alternation. 
During  this  internal  the  steady  direct  current  flows  into  the  condensn*, 
however,  chai^g  it  to  the  same  polarity  and  potential  as  at  the  beginning 
of  the  preceding  discharge  cycle.  The  time  required  to  charge  the  con- 
denser and  amount  of  charge  depend  largely  on  the  state  of  ioniaation 
of  the  arc.  If  the  ignition  voltage  is  low,  the  amoimt  of  this  charge  will 
be  decreased,  and  the  amplitude  of  the  radio  frequency  oscillatioQ  wiO 
be  correspondingly  decreased.  This  is  the  case  if  the  arc  is  not  deioniied 
rapidly  enough,  or  if  the  electrode  separation  is  made  too  small. 

The  ciu^es  of  ciurent  and  voltage  for  this  case  would  be  (according 
to  accepted  authorities)  approximately  as  shown  in  Fig  7.^  During  the 
interval  from  a  to  b  constant  current  (from  d.c.  supply)  is  flowing  in  the 
oscillatory  circuit  and  thus  the  drop  across  the  L  of  the  oscillatory  circuit 
is  zero.    Therefore  E^te  =  Ee  and  since  the  condenser  current  is  constant, 

-3-^ »  K,  or  voltage  curve  must  be  a  straight  line  during  this  interval. 

These  characteristics  hold  only  if  the  arc  is  comparatively  long,  much 
longer  than  is  normally  used  in  the  commercial  arc,  to  which  they  are 
therefore  not  applicable.    The  greater  distance  between  electrodes  entaik 

1  Zenneck,  "Wireless  Telegraphy,"  pp.  234-236. 
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a  decreased  eflSciency  due  primarily  to  the  higher  voltage  required  to  keep 
the  arc  ignited.  The  arc  is  also  more  apt  to  blow  out.  The  greater  igni- 
tion voltage  required  causes  a  corresponding  increase  in  the  time  of  charg- 
ing, which  is  not  conducive  to  a  constant-frequency  generation.  It  should 
be  noted  that  the  arc  separation  cannot  be  made  too  small,  however,  as 
with  this  condition  the  arc  current  tends  to  remain  constant  in  value 
and  (the  static  characteristic  being  very  flat  in  this  region)  but  little  vari- 
ation of  the  voltage  across  the 


Arc 
Current 


Arc  Carreat«I^|.^JhOenemtoc  Currmt 


OenerAtor 
/Current 


arc  occurs.  Thus  the  periodic 
charge  and  discharge  of  the 
shunting  condenser  does  not 
take  place  with  much  vigor. 
The  arc  therefore  requires  a 
certain  minimum  length  to  be 
active. 

Type  m  Oscillations.— 
The  third  form  of  oscillation 
represents  an  abnormal  oper- 
ating condition,  such  as  may 
exist  with  the  gap  too  short. 
The  maximum  ampUtudeof  the 
radio  frequency  current  in  this  Fia.  7. — Action  of  the  arc  when  the  arc  current  re- 
case  also  is  greater  than    the    mains  «ero  for  an  appreciable  fraction  of  a  cycle. 

steady  d.c.  current  and  as  a 

consequence  the  arc  current  goes  to  zero.  The  arc,  however,  due  to  its 
ionized  condition,  aiid  the  high  voltage  across  it  at  that  instant,  inmiediately 
reignites,  and  the  condenser  current  flows  through  the  arc  without  interrup- 
tion (practically).  The  voltage  across  the  arc  thus  has  no  opportunity  to 
rise,  and  comparatively  small  charging  potential  is  impressed  on  the 
condenser  by  the  supply  circuit.  The  discharge  is  therefore  similar  to 
the  discharge  which  occurs  in  the  closed  circuit  of  a  spark  transmitter, 
the  oscillations  decreasing  until  the  energy  initially  stored  has  been  dis- 
sipated in  the  circuit.  As  the  ciurent  decreases,  the  voltage  (a.c.)  also 
decreases,  imtil  it  reaches  a  value  when  it  is  no  longer  able  to  reignite 
the  arc.  The  arc  is  then  extinguished  and  the  supply  circuit  again  feeds 
into  the  condenser  circuit,  charging  the  condenser  imtil  the  ignition  volt- 
age is  reached,  whereupon  discharge  occurs  and  the  above  events  are 
repeated. 

The  result  is  a  series  of  damped  high-frequency  wave-trains,  exactly 
similar  to  those  produced  by  the  spark  transmitter,  but  the  group  frequency 
is  very  much  greater,  since  the  interval  between  trains  is  determined  by  the 
time  required  for  the  supply  potential  to  charge  the  condenser  up  to  the 
ignition  voltage  value,  which  time  is  very  short. 
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The  characteristics  of  this  type  of  oscillation  are  indicated  in  F%. 
8.^  During  the  interval  between  two  groups  of  oscillations  the  vi^tap 
across  the  arc  is  shown  as  imiformly  increasing  from  a  small  to  a  faig^ 
value,  but  as  the  arc  is  extinguished  during  this  interval,  it  is  evident 
that  this  can  only  occur  if  the  d.c.  supply  current  is  decreasing  more  and 
more  rapidly  during  this  interval.  While  this  is  not  apparent  in  Zenned^i 
figure,  it  is  evident  that  such  must  be  the  case  if  the  explanation  is  tx>  lioU 
good. 

Normal  Poulsen  Arc. — It  is  important  to  note  that  the  three  daflHs 
of  oscillations  described  above  do  not  in  any  case  exactly  apply  to  the 
operation  of  the  modem  Poulsen  arc.    Present  generators,  of  all  capacitia 


Arc  Ciirreiit"Iip|.^^Oeiieretor  Current 


Fig.  8. — Supposed  action  of  an  oecillatoiy  arc,  the  length  of  which  is  much  kas  than 

normal. 


up  to  1000  kw.  (input)  utilize  what  has  been  designated  as  the  '*  normal 
Poulsen  arc."  In  this  arc  the  ratio  of  direct  current  in  the  supfdy  drciiit 
to  the  radio  frequency  current  (effective  value)  is  always  equal  to  the 
V2,  or: 

where  lae  is  the  effective  value  of  the  current  in  the  oscillatory  circuit. 

The  normal  arc  therefore  represents  the  division  limit  between  oscil- 
lations of  type  I  and  type  II,  its  characteristics  being  somewhat  similar 
to  those  of  type  I,  as  shown  in  Fig.  9.^ 

Professor  Pedersen  in  his  paper  previously  referred  to  emphaaiieB 
the  importance  of  the  extinction  voltage  on  the  characteristics  of  the  nor- 
mal arc.  As  the  arc  current  approaches  the  zero  value,  the  arc  voltaic 
suddenly  rises,  as  shown  in  the  above  figure.  The  arc  must  be  aUe  to 
develop  this  voltage  if  operation  is  to  be  efficient.    Previous  theory  fass 

» Zenneck,  "Wireless  Telegraphy,"  p.  237. 
*  Ibid.,  p.  236. 
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neglected  this  portion  of  the  characteristic,  principally  because  investi- 
gators worked  with  comparatively  long  arcs,  for  which  the  preceding 
explanation  (Fig.  7)  is  adequate,  as  the  extinction  voltage  in  this  case 
is  very  small  compared  to  the  ignition  value. 

It  seems  to  the  author  that  none  of  these  curves  (Figs.  7,  8  and  9) 
represents  the  conditions  as  well  as  that  given  in  Fig.  5.  It  is  to  be  noticed 
thBrt  if  the  action  shown  in  Fig.  5  is  continued  for  many  cycles  the  difference 
betw^een  the  arc  voltage  during  charging  of  the  oscillatory  circuit  condenser 
and  that  during  discharge  continually  increases;  this  is  indicated  by 
curves  B  of  Fig.  5,  which 
represents  the  condition 
p>erhaps  100  cycles  after 
the  oscillations  start. 

It  is  to  be   noted  that 

liere  the  current  has  reached 

a  steady  value  (fixed   am- 
plitude) and  that  the  arc 

voltage    pulsates    between 

p)erhaps    25    volte    and  a 

very  high  value,  that  corre- 

Bp>onding  to  practically  zero 

current  in  Fig.  2.     Fig.  5 

brings  out    a    relation  sel-  Fia.  9.— Voltage  and  currents  for  the  "normal"  arc. 

dom  mentioned  by  writers, 

that  the  reading  of  a  continuous-current  voltmeter  across  the  arc  is  about 
50  volte  before  oscillations  begin  but  immediately  jumps  to  300  or  mor^ 
when  oscillations  start;  in  fact  the  reading  may  be  as  much  as  perhaps 
500  volte  if  a  suflSciently  high-voltage  power  supply  is  used.  A  c.c.  volt- 
meter reads  average  values,  hence  the  change  in  reading  from  50  volte 
to  300  volte  indicates  that  the  maximmn  voltage  across  the  arc  may  be 
1000  or  more;  as  the  duration  of  this  high  voltage  is  only  a  small  frac- 
tion of  a  cycle  its.  value  may  be  three  or  four  times  the  average  value, 
i.e.,  the  reading  of  the  continuous-current  voltmeter  across  the  arc. 

Practical  Construction  of  the  Arc  Generator  or  Converter. — To  increase 
the  power,  efficiency,  and  constancy  of  frequency  of  the  arc  generator,  sev- 
eral special  devices  are  employed.  These  devices  are  the  result  of  extended 
investigations  carried  out  by  V.  Poulsen,  and  their  appUcation  has  been 
primarily  responsible  for  the  rapid  development  and  commercial  success 
of  this  type  of  generator.  Previous  to  this  time  many  investigators  had 
utilized  the  fundamental  arc  circuit,  but  had  not  succeeded  in  obtaining 
sufficient  high-frequency  energy  to  permit  the  operation  being  considered 
a  practical  success.  Poulsen's  investigations  offered  the  first  solution 
and  demonstrated  that  the  simple  arrangement  of  Fig.  4  would  give 


590  CX)NTINUOUS-WAVE  TELEGRAPHY  IQhaf.  VH 

undamped  oscillations  at  constant  radio  frequencies  and  sufficient  enerQr 
for  the  purposes  of  radio  telegraphy  and  telephony  if  modified  as  folkmr 

1.  The  arc  is  caused  to  take  place  in  hydrogen  or  a  gas  ridi  in  hydrogeo. 

2.  The  positive  electrode  is  kept  as  cool  as  possiUe,  and  therefore  m 
constructed  of  some  material  having  a  high  heat  conductivity,  usually  cop- 
per, cooled  by  circulating  water.  The  negative  electrode  is  of  carbon  and  k 
rotated  slowly  on  its  axis  while  the  arc  is  in  operation,  to  improve  tbe 
regularity  of  the  oscillations. 

3.  The  arc  is  acted  upon  by  a  transverse  magnetic  field,  which  asBute 
in  the  rapid  deionization  (scavenging)  of  the  gases  in  the  arc.    The  electro 

magnets   supplying  this    magnetic 
field  are  sometimes  connected  direct- 
ly in  the  supply  circuit  as  indicated 
in  Fig.  10. 
R'       JL  Y  S*-  The  strength  of  this  field 


the  characteristics  of  the  arc  to  a 
Fig.  lO.-The  ordinary  Poulaen  arc  burns  in  considerable  extent,  and  if  not  of 
a  hydrogen  vapor,  in  a  transverse  mag-  . ,    '  ^        i        •     ie  •  ^ 

netic  field  and  has  a  water-cooled  anodte.  ^^^  ^"^*  ^^"^'  mefficiency  and 
Resistance  R'  is  cut  out  when  the  arc  is  inconstancy  of  oscillation  reflolt 
oscfllating.  As  expressed  by  Professor  Pedersen: 

"  The  arc  should  bum  in  the  weak- 
est field  in  which  it  works  normally,  only  igniting  cmce  a  period,  azid 
always  on  the  electrode  edges.  Both  stronger  and  weaker  fields  require 
excessive  supply  voltage.  This  is  therefore  the  most  suitaUe  fidd 
intensity — the  one  giving  the  highest  efficiency  and  the  most  constaDt 
behavior  of  the  arc." 

If  the  field  is  made  too  strong,  the  increase  in  resistance,  due  to  the 
stretching  out  of  the  arc  as  it  is  being  extinguished,  causes  the  extinction 
voltage  (the  potential  across  the  arc  at  the  instant  the  arc  current  has 
fallen  to  zero)  to  reach  excessive  values.  This  excessive  voltage  may 
cause  a  reignition  of  the  arc  across  a  shorter  path  andinterfere  with  the 
constancy  of  the  oscillations. 

If  the  field  is  too  weak,  the  conditions  for  successive  arcs  (in  succeasive 
cycles)  are  not  constant,  due  to  the  fact  that  ignition  does  not  take  place 
from  the  same  point  of  each  electrode,  but  from  the  points  where  the  preced- 
ing arc  existed  at  the  instant  of  being  extinguished.  The  arc  length  thus 
grows  successively  longer  and  longer  until  the  arc  can  no  longer  ignite 
across  the  longer  distance.^  Ignition  then  takes  place  between  the  eko- 
trode  tips  again  and  the  process  is  repeated.  This  also  causes  a  variar 
tion  in  the  frequency  as  the  conditions  for  successive  arcs  are  not  constant 
(arc  resistance,  chai^ng  period,  etc.).    Since  the  proper  action  ot  the 

*  The  reader  is  referred  to  the  photographs  in  Pederaen's  paper  for  evidence  of  the 
correctness  of  these  statements. 
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field  consists  in  blowing  out  the  arc  and  allowing  a  new  arc  to  form  at  the 
b^inmng  of  the  next  period,  it  is  evident  that  its  intensity  will  depend 
on  the  frequency  to  be  generated.  Pedersen  has  found  the  proper  field 
intensity  to  be  approximately  proportional  to  the  frequency.  Thus  with 
an  arc  drawing  about  20  amperes  from  the  supply  line,  and  an  oscillatory 
circuit  with  a  ratio  of  y/h/C  about  300,  Pedersen  found  the  most  suitable 
field  strength  to  be  given  by  the  relation  (H +400)  X =5000,  in  which  H 
is  in  gausses  and  X  in  kilometers.  With  a  hydrogen  atmosphere  it  seemed 
that  a  field  about  one-fifth  as  large  as  this  was  proper. 

Action  of  the  Gaseous  Atmosphere. — ^The  hydrogen  or  coal  gas  in 
which  the  arc  usually  operates  assists  in  cooling  the  electrodes,  and  thus 
when  the  arc  current  falls  to  zero,  the  cooling  action  of  the  gas  promotes 
a  rapid  increase  in  the  arc  resistance  (deionization).  It  also  affects  the 
static  characteristic,  making  it  steeper  than  in  air,  as  shown  in  Fig.  26, 
page  141. 

The  reason  for  the  hydrogen  atmosphere  thus  steepening  the  curve 
is  not  known,  but  the  effect  of  this  increase  in  slope  upon  the  arc  operation 
is  evidently  to  cause  the  arc  voltage  variation  (which  in  turn  acts  to 
chai^  the  condenser)  to  be  more  sensitive  and  of  greater  amplitude  for 
a  given  arc  current  variation.  The  radio  frequency  energy  input  is  thus 
increased. 

The  foregoing  features  of  construction  are  embodied  in  all  modem 
arc  generators.  Fig.  11  illustrates  a  500  kw.  arc  (input  rating),  which 
is  much  less  than  the  maximum  capacity  to  which  generators  of  this 
type  have  been  built  up  to  the  present  time. 

Generators  of  1000  kw.  capacity  are  of  the  same  general  construction, 
but  somewhat  smaller  in  size.  The  arc  chamber  is  equipped  with  a  water- 
cooled  jacket  to  assist  in  cooling  the  chamber,  while  the  copper  anode 
has  circulating  water  suppUed  to  it  by  means  of  flexible  pipe  connections. 
The  negative  electrode  is  usually  of  carbon,  although  graphite  is  being 
largely  used  for  the  higher  capacity  arcs.  The  anode,  as  shown  in  the 
figure,  is  equipped  with  handwheels  to  permit  the  accurate  adjustment 
of  the  gap  length.  The  smaller  wheels  shown  are  used  for  clamping  the 
electrode  into  its  proper  position.  The  enormous  size  of  magnetic  circuit 
apparently  required  for  these  large  capacity  generators  is  indicated  in 
Fig.  11  as  well  as  in  Fig.  12,  which  shows  the  generator  with  the  electrodes 
and  arc  chambers  removed;  the  circuit  shown  in  the  latter  figure  is  for 
a  500  kw.  arc,  the  upper  pole  piece  having  been  removed. 

Arc  generators  are  most  eflSciently  used  at  the  longer  wave-lengths 
and  are  therefore  usually  operated  at  3000  meters  or  above,  6000  meters 
being  the  wave-length  generally  used.  In  some  cases  the  wave-length 
is  as  high  as  18,000  meters.  The  capacities  range  from  100  kw.  or  less 
up  to  1000  kw.;   350  kw.  arcs  are  generally  used  for  high-power  land 
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stations.    Small-capacity  arcs,  with  a  capacity  of  20-30  kw.,  have  been 
in  successful  use  on  board  ship.    The  usual  wave-length  is  4000  met^s, 


Fia.  Il.^A  600  kw.  Poutsen  arc  converter;  over  the  operator's  head  is  the  BAode  tcf- 
dudaI  and  on  the  right  ia  shown  the  pipe  for  cairyiog  off  the  exhsost  paea  from 
the  arc  chamber.     <Ptoc.  I.  R.  E.  Vol.  7..  No.  S). 


Tia.  12. — Magnetic  field  structure  for  a  600  kw.  converter;  the  proper  fonn  of  pole 
piece  has  been  Hubject  of  congiderable  study.     (Proc.  1.  R.  E.  Vol.  7.,  No.  S.) 

and  the  sets  have  a  transmission  range  of  perhaps  2000  mOes  in  the  day- 
time.   Just    recently  small  arcs  (2  kw.  input)  have  been  constructed, 
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which  when  fed  from  a  600-volt  line  seem  to  operate  satisfactorily  for 
wave-lengths  as  short  as  800  meters. 

High-frequency  Alternator. — The  generation  of  high-frequency  cur- 
rents by  means  of  machines  similar  in  their  principles  of  construction 
to  the  huge  alternators  which  supply  the  modern  central-station  loads, 
has  doubtless  occurred  to  the  student.  The  extremely  high  frequencies 
reqmred,  however,  necessitate  machines  of  special  design  which  require 
a  high  grade  of  engineering  skill  in  their  construction.  Alternators  for 
supplying  loads  of  commercial  frequency  may  be  any  one  of  the  three 
following  types: 

I.  The  armature  is  the  rotating  element,  the  d.c.  field  being  stationary. 
This  arrangement  is  similar  to  that  employed  on  all  d.c.  generators  but 
is  rarely  used  on  alternators,  particularly  the  large  sizes. 

II.  The  field  rotates  with  respect  to  the  armature,  which  is  fixed  in 
position.  This  construction  possesses  several  advantages  over  type  I, 
particularly  due  to  the  lesser  insulation  requirements  of  the  field  winding 
and  its  greater  simpUcity  as  compared  to  the  armature  winding.  This 
construction  is  imiversal  on  all  modem  alternators. 

III.  Both  the  field  and  armature  windings  are  stationary  in  space, 
the  flux  linking  the  armature  winding  being  periodically  varied  by  means 
of  an  inductor,  revolving  in  the  air  gap.  This  inductor  is  essentially  a 
disk  whose  periphery  has  been  divided  into  sections,  alternate  sections 
possessing  a  high  magnetic  reluctance,  while  the  intermediate  sections, 
which  are  made  of  steel,  possess  a  relatively  low  reluctance.  This  type 
is  practically  imused  in  the  low-frequency  machines  of  commercial  engineer- 
ing, but  possesses  several  inherent  advantages  which  make  it  the  most 
satisfactory  of  the  alternators  designed  for  high-frequency  generation. 
Since  both  windings  are  fixed,  in  position,  their  proper  insulation  is  much 
simplified.  Very  serious  difficulty  is  encoimtered  when  it  is  attempted 
to  place  an  insulated  winding  on  the  revolving  member  (rotor),  due  to  the 
high  peripheral  speeds  and  consequently  high  centrifugal  stresses  involved. 

Design  of  the  High-frequency  Alternator. — That  a  special  construction 
and  design  is  required  may  be  seen  from  the  following:  If  we  consider 
a  machine  of  the  inductor  type  having  a  maximum  permissible  speed  of 
20,000  r.p.m.  and  a  required  frequency  of  100,000  cycles  per  second,  the 
rotor  diameter  being  assumed  30  centimeters,  the  distance  through  which 
a  point  on  the  rotor  moves  in  generating  one  cycle  is 

20,000 


X 


X30X 


^  -  =0.31  cm. 


100,000 

Therefore,  in  this  small  space  we  must  have  a  section  of  high  reluctance 
(for  instance,  bronze)  and  a  section  of  low  reluctance  (steel)  ^o  that  a 
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complete  cycle  of  flux  variation  from  minimum  to  maximum  and  b«k  to 
minimum  occurs  while  the  inductor  moves  through  this  space.  SpecuJ 
precautions  in  design  and  materials  used  must  be  observed  if  the  hysteieab 
and  eddy  current  losses  are  to  be  minimized,  as  these  become  very  lar^ 
at  the  h^er  frequencies. 

Coiistrocti<m. — The  construction  of  the  Alexanderson  high^requeocy 
altemators  (first  su^eeted  by  R.  A.  Feseenden),  is  indicated  in 
Fig.  13. 

The  pole  pieces  BB  are  threaded  into  the  yoke  A  as  indicated,  the 
air  gaps  being  thus  accurately  adjustable.    The  pole  tips  NS  ak  fioelr 
n... .,_)  ™i™  laminated  to  reduce  eddy  current  aod 

hysteresis  losses  and  are  slotted  to 
receive  the  armature  winding.  The 
field  windings  WW  are  installed  *f 
shown,  and  with  a  steady  direct  cur- 
rent Sowing  throu^  them,  set  up  a 
fiux  as  indicated  by  the  dotted  line. 
It  is  evident  that  the  reluctance  of  this 
^  circuit  will  vary  as  the  inductor  R  ro- 

tates between  the  two  faces  of  the  air 
gap.    This  inductor  ia  properly  de- 
signed for  the  high  stresses  which  exist 
when  it  is  operated  at  its  rated  speed 
of  20,000  r.p.m.     The  rim  vdodty 
under    this    condition    is    about   3O0 
meters  per  second  and  the  centrifu^ 
force  at  the  periphery  is  68,000  times 
the  weight  of  metal  there. 
A  developed  view  of  the  winding  and  rotor  is  shown  in  Fig.    14.    If 
we  consider  the  loop  formed  by  conductors  6-7,  the  flux  linking  it  wfll 
be  a  maximimi    with    the    inductor   in   the    position    shown.     Ab    the 
inductor  moves  to  the  right,  the  tooth  e  is  replaced  with  a  non^nagnetic 
insert  and  the  flux  decreases  to  a  minimum  value.     Then  as  the  inductor 
continues  to  move  to  the  right  the  tooth  d  enters  the  loop  &-7  and  the 
Bnx  iRcreases  again  to  a  maximum.    The  variation  of  Sux  and  correspcHid- 

ing  induced  voltage  I  E  =-^1  is  indicated  on  the  figure.     It  will  be  noted 

that .  a  complete  cycle  is  generated  while  the  rotor  travels  a  dis- 
tance represented  by  the  tooth  pitch  (distance  of  a  point  •»  > 
tooth  to  similar  point  on  adjacent  tooth).  The  frequency  is  thus 
equal  to  the  number  of  inductor  teeth  multiplied  by  the  revolution 
per  second. 

The  effective  number  of  poles  for  this  type  of  machine  is  evidently 
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twice  the  number  of  inductor  teeth  or  spokes.    Thus  to  generate  100,000 
cycles  we  would  require 

iV  =—  =  T^-kp^TT  =300  spokes  on  the  inductor 
rps     20,000 

60 

An  examination  of  the  winding  indicates  that  loopxB  2-3,  10-11,  etc., 
pass  through  the  same  flux  variations  as  loop  &-7,  and  as  these  loops 
are  all  connected  in  series  the  voltage  will  add  up  around  the  periphery. 
The  same  analysis  holds  for  loops  1-4,  4-5,  5-8,  etc.  The  windings  are 
biougkt  out  to  separate  terminals  and  may  thus  be  connected  in  series 


FiQ.  14. — ^Developed  view  of  the  winding  and  rotor  of  the  machine  shown  in  Fig.  13. 

or  parallel,  whichever  may  be  most  suitable  for  the  conditions  involved. 
It  should  be  remembered  that  two  similar  windings  are  placed  in  the 
pole  tip  on  the  near  side  of  the  air  gap,  which  are  not  shown  in  the  figure. 
Thus  the  operator  has  four  or  more  separate  windings  which  he  may  con- 
nect in  any  arrangement  most  desirable  for  his  conditions.  On  the  alter- 
nator at  the  New  Brunswick  station,  each  coil  has  its  terminals  brought 
out,  there  being  64  such  coils. 

On  the  normal  inductor  generator,  the  number  of  armature  slots  is 
always  equal  to  the  effective  mrniber  of  poles.  In  the  Alexanderson 
inachine  the  number  of  armature  slots  may  be  two-thirds  the  number  of 
poles.  This  is  a  distinct  advantage,  as  more  space  and  more  thorough 
insulation  is  thus  permitted  for  the  winding.  Thus  in  the  figure,  we  have 
between  the  lines  xx,  twelve  armature  slots  and  nine  inductor  spokes. 
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which  represent  eighteen  effective  poles,  or  the  armature  slots  are  tvo- 
thirds  the  effective  poles. 


The  greater  the  flux  variation  l-^l  the  greater  will  be  the  generated 

voltage.  By  decreasing  the  air  gap  the  effect  of  the  inductor  on  the  flux 
becomes  more  pronounced  and  thus  the  generated  voltages  increaee. 
On  a  certain  machine,  with  a  minimum  permissible  air  gap  of  .004  indi 
(for  each  of  the  two  gaps),  the  voltage  generated  was  nearly  300  v(dt& 
With  the  air  gaps  increased  to  .015  inch  each,  the  voltage  decreased  to 
150.  (Eccles.)  Similarly,  the  output  capacity  increases  as  the  air  gap  'm 
decreased  and  vice  versa. 

The  highest  frequency  for  which  these  machines  have  been  constructed 
at  the  present  time  (1920)  is  200,000  cycles  per  second  with  a  cf^iacity 
of  about  1  kw.  Machines  of  50  kw.  and  greater  have  been  constructed, 
the  frequency,  however,  being  lower  for  these  higher  capacity  machines, 
usually  about  50,000  cycles.  A  2-kw.,  100,000-cycle  generator  is  indicated 
in  Fig.  15,  showing  the  driving  motor,  normally  operating  at  2000  r.pja., 
connected  through  special  1  :  10  gears  to  drive  the  alternator  shaft  at 
20,000  r.p.m.  This  general  arrangement  is  followed  on  all  alternators  of 
this  type,  the  gear  ratio  decreasing  as  the  capacity  increases.  On  some 
machines  the  driving  motor  is  connected  to  the  lownspeed  gear  shaft  by 
means  of  a  chain  connection.  A  view  of  one  armature  of  a  2-kw.,  100,00&* 
cycle  machine  is  shown  in  Fig.  15-4. 

As  might  well  be  supposed,  the  high-speed  machines  are  not  as  rdiaUe 
in  operation  or  as  easy  to  maintain  as  a  low-frequency  machine  of  the  same 
power.  The  bearings  of  the  machine  shown  in  Fig.  15  are  flexibly  fasteaed 
to  the  bed  plate  of  the  machine  so  that  as  the  armature  shaft  eiqiaiidB 
each  bearing  will  move  away  from  the  rotor  disk  equally,  thus  maintain- 
ing the  two  air  gaps  equal.  Forced  oil  feed  must  be  used  foF  the  bearings 
and  for  the  larger  machines,  pipes  carrying  cooling  water  are  libonlly 
distributed  throughout  the  structure  of  the  machine. 

The  high  peripheral  speed  of  the  disk  results  in  a  very  rapid  circulatioo 
of  air  through  the  two  air  gaps,  causing  considerable  noise  and  power 
consiunption.  The  small  machine  shown  in  Fig.  15  requires  about  7  h.pu 
to  turn  the  disk  at  rated  speed,  the  machine  not  being  loaded. 

These   high-frequency  inductor   alternators   require  suitable   tuning 
condensers  to  neutralize  their  internal  reactance  before  they  can  ddiver 
appreciable  power;    a  small  200,000-cycle  machine  will  scarcely  deflect, 
a  voltmeter  across  its  terminals  unless  a  proper  condenser  is  connected 
across  the  armature  terminals. 

Connection  to  the  Antenna. — The  armature  winding  may  be  directly 
connected  to  the  antenna  as  shown  in  Fig.  16a,  or  it  may  be  inductively 
coupled  as  shown  in  Fig.  166,  by  using  an  oscillation  transformer.    In 
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ither  caae  tiie  antenna  circuit  muBt  be  tuned  to  the  frequency  of  the 
Itemator  if  mftTimiim  output  is  to  be  obtained.    If  the  2-kw.  100,000- 

High  frequency  _   .    , 

generatofy  /o  Unving 

20^000  rpjT).  ^  ^ear        motor  2.000  rp.m, 

nockin. 
bearinq. 


OH  pipes  for  bearings 

Fio.  16.— View  of  a  small  100,000  cycle  AlexuiderBon  atternatoi. 


Fia.  ISA. — A  view  of  a  section  of  one  annature  of  the  machine  in  Fig.  16. 

cycle  macUne  is  considered,  its  reactance  at  this  frequency  with  normal 
wr-gap,  may  be  taken  as  5.4  ohms  or 
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Thus  the  antenna  capacity  (Fig.  16a)  must  be  such  that 

3000  =  1885  VlC  =  ISSSVsMC 


or  C=0.3  microfarad.  It  is  evident  that  the  direct  connected  scheoK 
(16a)  could  not  be  used  unless  a  suitable  loading  inductance  (L')  were 
added,  as  antennse  are  not  built  with  such  a  high  capacity.  The  arrange- 
ment utilizing  an  oscillation  transformer  (Fig.  16b)  would  most  probablj 
be  used  in  any  case.  The  maximxmi  continuous  load  of  this  nuudune 
is  30  amperes  at  70  volts,  or  the  equivalent  antenna  circuit  resistanee 

70 
as  measured  at  the  terminals  of  the  generator  must  thus  be  —  =2.3  ohm&. 

Application. — At  this  time  the  Alexanderson  alternator  is  raindtr 
increasing  in  importance  and  application,  particularly  the  lower-frequency 


3- 


(«) 


machines  (20,000-50,000 
cycles)  of  large  capacity. 
The  inherent  disadvan- 
tages of  this  type  of  gen- 
erator due  to  the  high 
speeds  and  complications 
attendant  thereto,  such 
as  lubrication,  etc.,  ap- 
parently prevent  it  from 

representing  a  practical 
Fig.  16. — ^Two  schemes  for  connecting  a  high-frequency  -  °  . 

generator  to  an  antenna;  that  shown  in  (b)  is  gener-  J^®^^  ^*   generation  on 
ally  used.  board  ship,  or  for  small- 

power  installations  or 
portable  field  service.  For  high-power  land  stations,  however,  engaged 
in  transoceanic  and  transcontinental  service,  it  will  probably  be  increas- 
ingly successfid  in  application  and  performance.  It  is  also  adaptable  to 
the  requirements  of  radio  telephony.  (See  Chapter  VIII.)  The  most 
successful  station  utilizing  this  type  of  generator  is  located  at  New 
Brunswick,  N.  J.,  where  a  200-kw.  set  is  installed.  This  equipment  is 
shown  in  Fig.  17.  For  a  further  description  of  this  machine  and  station 
the  reader  is  referred  to  a  paper  by  E.  F.  W.  Alexanderson.^ 

One  of  the  chief  difficulties  in  the  operation  of  a  high-frequency  alter- 
nator is  the  accurate  control  of  its  speed.  An  almost  imperceptible 
change  in  alternator  speed  will  result  in  thie  pitch  of  the  signal  note  at  the 
receiving  station  changing  several  octaves.  That  the  Alexanderson^ 
generators  are  controlled  in  speed  to  better  than  0.1  per  cent  can  be  told 
at  once  by  noting  the  constancy  of  pitch  of  the  signal  received  from  the 


»  "  Transatlantic  Radio  Communication,"  Proc.  A.  I.  E.  E.,  Oct.,1919. 
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New  Brunswick  station.    Ad  ingenious  arrajigement  of  relays  operate  on 
the  drivii^  motor  so  as  to  make  ite  speed  eseentiaUy  cooBtant. 

Tbe  Goldschmidt  Ahemator. — Theory. — This  generator,  first  brougnt 
out  in  commercial  form  by  Dr.  R.  Goldschmidt,  is  based  on  principles 
vrhicli  are  radically  different  from  thoee  involved  in  the  Alexandersoa 
machixie.    These  are: 

1.  The  magnetic  field  produced 
by  axk  alternating  current  of  fre- 
quency n,  may  be  considered  as 
consisting  of  two  component  fields, 
the  tnagnitude  of  each  of  these 
fields  being  one-half  the  magnitude 
of  the  resultaat  total  field  and  con- 
sidered as  rotating  in  opposite  direc- 
tions at  frequency  n. 

This  is  simply  the  theory  of  con- 
jugate vectors  and  is  illustrated  in 
Fig.  18.  Fig.  ISA  represents  the 
normal  derivation  of  a  sine  curve 
from  a  rotating  vector  while  Fig. 
ISfi  utilizes  the  principles  of  con- 
jugate vectors;  the  horizontal 
components  of  0'  and  <t>"  neutraUze 
one  another,  while  the  resultant 
vertical  component  is  at  all  times 
as  indicated  by  the  sine  curve  to 
the  right.  Similarly,  the  current 
I  could  be  represented  in  the  same 
manner.  The  construction  illus- 
trates graphically  the  principle 
stated  above. 

2.  If  a  coil  (rotOT)  is  revolved 
in  this  alternating  nu^netic  field 
at  synchronous  speed,  it  is  appar- 
ent from  the  foregoing  that  the  •».    ,_  ,,-       ,...-. 

^  1 .     ^  -    1  r,     ^'^- 17.  Views  of  the  high-powered  Alexan- 

component  fields  will  mduce  e.m.f.'8  deraon  generator  inBtaUed  at  New  Bruna- 
of  different  frequencies,  since  they  wick;  over  the  olt^nator  {in  the  lower 
are  rotating  in  opposite  directions.  view)  may  be  seen  the  oecillation  trana- 
If  we  assume  the  coil  to  revolve  formers  which  connect  the  generator  to 
in    a    counter-clockwise   direction, 

ftux  tp'  will  rotate  with  it,  thus  cutting  no  conductors  and  generating  no 
e.in.f.  in  the  coil.  The  other  component  <j>"  is  moving  against  tbe  rota- 
tion of  the  coil.    Thus  the  frequency  will  be  twice  what  it  would  be  if 
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the  coil  were  standing  still.    Reviewing  the  above,  two  frequencies  mar 
be  considered  as  being  generated  in  the  coil,  viz., 

fi=N—Nr  (produced  by  </>') 

/i  ^N+Nr  (produced  by  «") 

since  Nr=N, 

this  becomes  /i  =0 

f2=2N 


<P        I 

18>A-Normal  ConfltrucUoii 


I 
I 
I 


d>  -  ^+<t>" 


18-B  Construction 

by  means  of  Conjugate 

Vectors 


FiQ.  18. — A  stationary,  pulsating,  magnetic  field  may  be  represented  by  two  rotating 
fields  each  constant  in  strength,  rotating  in  opposite  directions.  Each  rotaUBg 
field  has  one  half  the  strength  of  the  stationary  pulsating  field. 

In  these  expressions  N  is  the  frequency  of  the  alternating  field,  while 
Nr  is  the  rotational  speed  of  the  coil  expressed  in  cycles  per  second.  There- 
fore, if  the  terminals  of  the  rotating  coil  are  connected  together,  a  current 
will  flow  in  the  circuit  whose  frequency  is  2N,  and  a  doubling  of  the  initial 
frequency  N  has  been  obtained.  It  is  evident  that  this  double-frequency 
current  could  be  led  to  a  second  fixed  coil,  with  a  revolving  coil  placed 
in  the  influence  of  its  magnetic  field  and  a  further  doubling  of  frequency 
would  result.  (If  the  coil  is  rotated  at  a  frequency  2N.)  If  the  speed 
of  rotation  is  iVr  as  for  the  first  case,  the  frequencies  would  be 

fi^N-Nr=2N'-N=N 

f2^N+Nr=2N+N=3N 
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A  practical  example  of  these  effects  is  found  in  the  double-frequency 
coiniK>nent  which  appears  in  the  d.c.  field  circuit  of  a  single-phase  alter- 
nator when  the  machine  is  carrjring  load.  This  is  illustrated  by  the  ondo- 
graph  record  shown  in  Fig.  19,  in  which  the  60-cycle  armature  e.m.f .  and 
the  12(>cycle  (2N)  em.f.  induced  in  a  search  coil  on  the  pole  are  both 
shown.     The  field  winding  revolves  at  synchronous  speed  in  an  alternating 


Fig.  19. — Ondograph  record  from  a  single-pbase  alternator;  curve  By  obtained  from  a 
search  coil  on  the  pole  face  shows  a  frequency  twice  as  great  as  that  generated  in 
the  armature. 

field  produced  by  the  current  in  the  armature  winding.    We  thus  have,  as 
for  the  first  case  cited  above. 

fi=N-Nr=0 

It  has  abeady  been  indicated  how  additional  increases  in  frequency 
might  be  obtained  by  using  a  number  of  machines  (consisting  of  a  fixed 
and  movable  coil)  connected  in  cascade.  However,  instead  of  having 
the  rotor  currents  excite  a  distant  stator,  it  is  more  practical  and  econom- 
ical to  have  it  react  back  on  its  own  stator.  The  fimdamental  connections 
would  then  be  as  shown  in  Fig.  20. 

Cofmections  for  Increasing  Frequencies  in  the  One  Machine. — The 
source  of  power,  A,  suppUes  current  of  frequency  N  to  the  stator 
winding  S  and  the  rotor  winding  R  rotates  in  this  field  at  synchronous 

(NX120   \ 
in  r.p.m.  = ---= — ^— ).    There  will  thus  be  induced  in  72  an 
no.  of  poles/ 

ejn.f.  of  frequency  N—N=0  and  an  e.m.f.  of  frequency  N+N=2N. 
If  the  terminals  are  joined  by  a  low-impedance  path,  a  c\u*rent  of  this 
frequency  will  flow  in  the  rotor  circuit.     Associated  with  this  current  is 
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Higher  Freqiiencyi 
Choke  coil 


a  magnetic  field  whose  frequency  is  2N.  Recalling  that  we  may  represoR 
this  field  by  two  oppositely  rotating  fields,  whose  frequency  is  2  AT,  it  £ 
evident  that  one  component  (the  one  revolving  in  the  same  direction  Zi 
the  rotor)  will  cut  the  stator  at  a  frequency  2N+N  =3N,  while  the  other 
component  will  cut  it  at  a  frequency  2N—  N  ^  N,  corresponding  ejnX's 
being  induced  in  the  stator  circuit.    If  the  terminals  of  the  stator  ooil 

be  joined  by  a  suitable  circtiit,  cur- 
rents of  these  frequencies  will  flow. 
Furthermore,  the  field  set  up  by  the 
triple-frequenc}''  current  will  iDduce 
in  the  rotor  e.m.f/s  of  frequency 
3N-'N^2N  and  3JV+JV=4JV,  and 
currents  of  these  frequencies  will  flow 
in  the  rotor  circuit.  In  turn,  the 
current  of  frequency  =4  iV,  will  in- 
duce in  the  stator  ejn.f.'s  of  frequeacj 

Fig.  20.— Conventional  diagram  of  ro-  fN-N  =3iV and4  JV+  N  =5iV.  Thus, 
tor  coil  R,  and  tuned  stator  circuit  if  we  assiune  an  initial  supply  frequency 
S-C,  supplied  with  magnetixing  cur-  to  the  stator  of  10,000,  we  have  traos- 
rent  through  choke  ooil.  formed  it  by  meansof  so-called  "etec- 

trical  reflections ''  outlined  above,  into 
a  frequency  of  5N  =60,000,  which  may  be  employed  for  radio-tdegraph 
and  radio-phone  transmission. 

These  several  e.m.f.'s  may  be  tabulated  as  follows: 


Stator 
N 
SiVand  N 
SNanddN 


Rotor 
2ArandO 
4iVand2iV 


If,  instead  of  supplying  alternating  current  to  the  stator  winding, 
we  employ  direct  current,  the  results  are,  similarly: 


Stator 
0 
2ArandO 
4Arand2iV 


Rotor 
N 
SiVand  N 


This  is  the  usual  arrangement  for  conunercial  machines,  the  source 
of  supply  being  a  storage  battery  or  d.c.  generator. 

Application  of  Tuned  Circuits. — In  discussing  the  reflection  of  frequen- 
cies we  have  indicated  the  coil  circuits  as  being  completed  in  the  rotor 
by  a  short-circuiting  resistance  while  the  stator  circuit  is  completed  by 
a  condenser.  Since  the  coils  themselves  possess  considerable  impedance 
at  the  high  frequencies  involved,  this  must  be  compensated  for  by  suitable 
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^ 


Ci 


"C, 


L. 


C'.: 


Choke  coil 


-=-B 


J 


capacities,  so  that  the  circuit  may  be  in  resonance  for  the  frequency  of 
the  induced  e.m.f.,  i.e., 

By  thus  empIo3ang  timed  circuits,  the  magnitude  of  the  ciurent  flow  pro- 
diiced  will  be  a  maximiun  and  is  limited  only  by  the  effective  resistance 
of  the  circuit.  This  ef- 
fective resistance  includes 
the  losses  due  to  hystere- 
sis  and  eddy  currents  as 
well  as  dielectric  losses. 

Since  e.m.f.'s  of  sev- 
eral frequencies  are  con- 
cerned, circuits  must  be 
available  which  are  tuned 
to  each  of  these  frequen- 
cies. Fig.  21  indicates 
the  arrangement  em- 
ployed by  Goldschmidt, 
for  a  quadrupling  of  the 
Kenerated  frequency  di-  ^^'  ^^* — ^^  order  to  get  currents  of  appreciable  amplj- 
rect  current  beirnr  sud-      ^^^^  ^^  ^®  various  frequencies  generated  in  a  "re- 

6       F        flection"  type  machine  the  rotor  and  stator  must  be 
plied  to  the  stator.  supplied  with  suitably  tuned  circuits,  one  for  each 

The  rotor  R  revolves      frequency  generated, 
at  the  required  speed  in 

the  d.c.  field  produced  by  the  stator  winding  S,  supplied  by  means  of 
the  storage  battery  B.  There  is  thus  induced  in  72  an  e.m.f.  of  fre- 
quency Nf  the  value  of  which  is  given  by 


N^ 


NpXRPM 


120 


where  iVp=the  number  of  poles. 


This  e.m.f.  will  cause  a  current  of  corresponding  frequency  to  flow  in  the 
circuit  R,  Ci,  Li,  C'l,  the  values  of  the  capacities  and  Li  being  adjusted 
so  that  the  circuit  is  tuned  to  this  frequency.  Ci  compensates  for  the 
inductance  of  the  rotor,  while  Li  and  C'l  compensate  each  other,  and  the 
drop  across  them  is  thus  very  small.  This  current  induces  an  e.m.f.  of 
frequencies  2  N  and  0  in  the  stator  circuit  S,  C2,  L2,  C'2,  in  which  the  values 
of  C2,  L2  and  C'2  are  adjusted  to  resonance  for  the  frequency  2N,  C2 
compensates  for  the  inductance  of  the  stator  winding,  while  L2  and  C'2 
compensate  each  other,  and  therefore  practically  no  drop  exists  across 
this  portion  of  the  circuit.  The  double-frequency  ciurent  induces  an 
e jn.f .  of  frequencies  3  N  and  N  in  the  rotor,  and  triple-frequency  current 
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flows  in  the  circuit  R,  Ci,  C3,  which  Ls  tuned  to  resonance  for  this  frequ^M^. 
Practically  no  current  of  frequency  N  will  pass  through  C3,  since  I/i,  C'l, 
represents  almost  a  short  circuit  path  across  Cz  for  this  frequency. 

The  triple-frequency  current  flowing  in  the  rotor  circuit  R,  Ci,  Cz, 
induces  in  the  stator  e.m.f  .'s  of  frequencies  4Ar  and  2N,  and  currents  of  cor- 
responding frequencies  flow  in  the  circuits  S,  C2,  Ca  and  S,  C2,  L2 ,  C'%, 
respectively,  each  of  which  are  tuned  to  resonance.  The  condenser  Ca 
represents  the  antenna  through  which  we  thus  have  a  current  flowing 
whose  frequency  is  four  times  the  frequency  {N)  of  the  current  initially 
generated.  If  it  were  desired  to  utilize  the  triple-frequency  current,  the 
antenna  would  be  connected  to  the  rotor  in  place  of  C3,  while  L2  and  C'2 
could  be  omitted  from  the  stator  circuit.  By  suitably  arranging  other 
circuits  higher  frequencies  could  be  obtained  but  such  an  arrangement  is 
not  employed  to  any  extent  conmiercially,  as  the  quadruple-frequency 
machine  is  more  eflScient  and  fulfills  all  requirements. 

For  the  complete  Goldschmidt  machine  as  described  in  the  preceding 
discussion,  we  may  tabulate  the  generated  frequencies,  as  before — 

Stator  Rotor 

0  N 

2ArandO  SiVandJV 
4iVand2iV 

An  exact  analysis  of.  all  the  actions  in  this  machine  is  complicated 
and  would  be  out  of  place  here.  The  amplitudes  of  the  various  frequencies, 
it  must  be  pointed  out,  however,  are  not  the  same;  for  all  e.m.f.^  of  zero 
frequency  the  amplitude  is  zero,  while  the  other  amplitudes  depend  for 
their  values  upon  the  tightness  of  the  magnetic  coupling  betwewi  the  rotor 
and  stator  circuits. 

A  fairly  good  idea  of  this  reflecting  action  may  be  obtained  by  exami- 
nation of  the  cut  in  Fig.  22  which  shows  the  stator  and  rotor  currents 
of  a  single-phase  induction  motor  excited  by  a  60-cycle  supply  and  running 
near  synchronous  speed.  The  rotor  current  evidently  shows  the  two 
frequencies  (/+/0  and  (/  — /')>  /  being  the  impressed  frequency  and  /' 
the  frequency  of  rotation.  The  rotor  circuit  and  stator  circuit  were 
not  tuned,  otherwise  more  frequencies  might  have  been  accentuated, 
and  the  stator  ciu*rent  would,  for  example,  show  /  +2f'  and  /  —  2|f' 
frequencies. 

In  Fig.  22  is  shown  the  effect  of  running  the  rotor  at  practically 
synchronous  speed.  Here  the  amplitude  of  the  differential  frequency 
(/—/')  is  so  small  that  the  film  does  not  show  it,  although  it  can  be  seen 
from  the  film  that  the  rotor  frequency  is  slightly  more  than  twice  the 
stator  frequency. 
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Fia.'22. — Rotor  and  etator  e.m.f.'s  of  a  einide-phase  inductioD  motor.  He  rotor  e.m.f. 
may  be  Bcparated  into  its  two  components  as  shown  by  the  daahed  line.  One  fre- 
quency is  equal  to  that  impressed  on  the  stator  plus  the  frequency  of  rotatiou 
and  the  other  frequency  is  the  difference  of  the  two. 


a.  23.— ^When  the  rotor  was  run  at  practically  Hynchronoua  speed  the  amplitude  of 
the  diETerentiol  frequency  was  practically  zero,  leaving  in  the  rotor  only  the  additive 
frequency. 
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Constructioii. — If  we  assume  a  required  frequency  of  40,000  cydes 
per  second,  and  a  frequency  transformation  ratio  of  4,  the  initial  f requevy 
generated  is  10,000.    From  the  general  equation  for  frequency* 


/= 


No.  of  poles  Xr.p,m. 
120 


it  is  readily  seen  that  a  large  niunber  of  poles  will  be  necessary, 
ing  a  maximum  desirable  speed  of  3000  r.p.m.,  we  have 


Amm- 


No.  of  poles  = 


120X10,000 
3000 


=400. 


Considering  a  maximum  safe  peripheral  speed  of  200  meters  per  secoDd 
we  obtain  1.25  meters  as  the  maximiun  diameter  permissible  for  the  rotor. 
This  gives  a  circumference  of  400  cm.,  and  thus  the  space  available  per 
pole  is  1  cm.  The  windings  ai*e  therefore  laid  out  similar  to  the  armature 
winding  of  the  Alexanderson  maclune,  and  consist  on  both  rotor  and 
stator  (the  windings  are  identical)  of  the  simple  zig-zag  winding  shown 
in  Fig.  24.    The  windings  are  split  up  into  sections  which  can  be  connected 
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Fio.  24. — Developed  winding  of  a  Goldschmidt  alternator. 

in  series  or  parallel  arrangement  to  secure  the  most  suitable  voltage  for 
the  resistance  of  the  antenna  used.  The  conductor  is  made  up  of  a  number 
of  very  fine  strands,  about  No.  40  A.  W.  G.,  each  insulated  individually 
to  reduce  skin  effect. 

To  reduce  the  iron  losses,  the  rotor  and  stator  are  constructed  of  vciy 
thin  laminations  of  high-resistance  iron.  These  laminations  are  .05  milli- 
meter in  thickness  and  are  separated  by  paper  about  .03  millimeter  thidL 
When  the  assembled  material  is  compressed  the  volume  of  paper  is  more 
than  one-third  the  total  volume.  To  further  decrease  the  iron  loeees. 
the  iron  is  worked  at  low  densities. 

It  is  evident  from  the  foregoing  discussion  on  the  action  of  this  machine, 
that  the  air  gap  must  be  made  as  small  as  possible  so  that  the  magnetic 
leakage  between  the  two  windings  shall  be  a  minimum,  since  the  induced 
voltages  decrease  for  each  succeeding  reflection,  this  decrease  being  fixed 
by  the  amount  of  magnetic  leakage  and  the  losses.  Excessive  magnetic 
leakage  also  tends  to  prevent  neutraUzation  of  the  intermediate  currents 
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and  thus  additional  losses  are  caused  which  may  be  minimized  by  reducing 
the  gap. 

On  the  largest  machines  we  thus  find  extremely  small  air  gaps,  being 
about  .08  cm.  on  a  100  kw.  machine  (normal  rating).  The  rotor  of 
this  machine  weighs  about  5  tons  and  is  1.25  meters  in  diameter,  which 
indicates  the  extreme  precision  and  care  required  for  the  proper  construc- 
tion of  this  type  of  generator.  Trouble  may  be  experienced  if  the  rotor 
expands  under  the  effects  of  temperature  rise  produced  by  continuous 
operation.  This  will  cause  an  increasing  output  (ahnost  inversely  pro- 
portional to  the  gap  length)  as  the  gap  decreases  until  the  rotor  suddenly 
makes  contact  with  the  stator  and  jams  tight,  resulting  in  the  destruction 
of  the  machine. 

It  is  also  important  that  the  rotor  and  stator  slots  be  strictly  parallel 
to  the  shaft  and  to  each  other.  That  is,  there  should  be  no  skewing,  as 
otherwise  the  e.m.f.'s  induced  throughout  the  length  of  one  conductor  of 
the  winding  will  not  be  in  the  same  phase,  and  a  decreased  voltage  (and 
thus  a  decreased  output)  results.  A  divergence  of  1  millimeter  in  1  meter 
length  would  cause  a  decrease  of  20  per  cent  in  the  total  output. 

Typical  Installation. — The  largest  alternators  of  this  type  have  a 
maximiun  output  of  200  kw.  with  a  normal  output  of  100  kw.,  one  of 
which  is  located  at  Hanover,  Germany,  the  other  at  Tuckerton,  N.  J. 
These  machines  are  of  the  foiu'-reflection  type,  with  direct-current  supply 
to  the  stator  and  having  400  poles.  For  an  output  frequency  of  50,000, 
which  means  an  initial  frequency  of  12,500,  the  motor  drives  the  generator 
at  3750  r.p.m.  This  motor  is  rated  at  4000  r.p.m.,  250  h.p.,  220  volts, 
and  is  supplied  from  two  direct-current  generators  in  Ward  Leonard  con- 
nection, to  secure  the  necessary  fiexibOity  of  speed  control  and  ease  of 
starting.  The  generator  is  directly  connected  to  this  motor  by  means 
of  a  flexible  coupling. 

The  antenna  at  the  Hanover  Station  consists  of  a  double-cone  system, 
the  aerial  wires  being  supported  by  a  single  steel  tower  250  meters  high. 
The  aerial  system  is  made  up  of  36  bronze  cables  of  8  mm.  diameter,  the 
outer  ends  of  these  cables  being  attached  through  insulators  to  poles 
12  meters  high  which  are  arranged  in  a  circle  aroimd  the  tower,  the  radius 
of  this  circle  being  about  450  meters.  The  tower  is  insulated  at  the  base 
and  half  way  up  by  means  of  heavy  glass  insulators  and  in  addition  is 
supported  by  steel  guy  wires,  sectioned  by  insulators. 

Ftequency  Transformation. — The  design  and  construction  of  such 
alternators  as  described  above,  which  provide  at  their  terminals,  e.m.f.'s 
of  frequency  sufficiently  high  to  be  used  directly  for  radio-transmission, 
requires  the  highest  type  of  engineering  skill  if  the  many  complex  problems 
involved  in  their  construction  are  to  be  solved  successfully.  Alternators  of 
somewhat  lower  frequency,  however,  say  10,000  cycles  per  second,  can  be 
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built  with  comparative  ease  with  consequent  reduction  in  initial  cost, 
and  increased  reliability  of  operation.  Therefore  instead  of  using  the 
high-frequency  alternator  directly  suppl3dng  the  antenna  circuit,  we  may 
substitute  a  lower-frequency  machine,  and  step-up  the  frequency  to  the 
required  value  by  means  of  a  frequency  changer  or  transformer.  ESicieDt 
frequency  transformation  thus  presents  a  means  for  suppl3ring  undamped 
radio-frequency  current,  and  the  action  of  some  of  the  various  frequency 
changers  which  have  been  proposed  for  this  purpose  are  therefore  of 
interest. 

Types  of  Frequency  Changers. — Frequency  changers  may  be  static, 
constructed  similarly  to  the  ordinary  modem  power  transformer,  or  may 
contain  a  revolving  element.  In  the  latter  type,  utilizing  one  rotor 
winding  and  one  stator  winding,  the  frequency  is  raised  by  electrical 
reflections,  four,  five,  or  even  higher  transformations  being  accomplished. 
This  type  is  illustrated  by  the  Goldschmidt  machine  as  described  above, 
which  may  thus  be  considered  as  a  generator  and  frequency  changer  in 
one,  as  it  generates  a  current  of  frequency  N,  and  this  initial  frequency  is 
then  transformed  to  some  higher  frequency  at  the  output  terminals. 

The  simplest  type  of  frequency  changer  utilizing  a  rotating  elenoent 
is  illustrated  by  the  large-capacity  frequency  changers  used  for  the  inter- 
change of  power  between  systems  of  different  frequencies  as  for  instance, 
a  25  and  a  62^  cycles  system.  The  machine  consists  of  two  rotors  and 
two  stators,  the  rotors  being  mounted  on  a  common  shaft,  the  one  el^nent 
operating  as  a  synchronous  motor  and  the  other  as  an  alternator,  and 
vice  versa,  depending  on  the  direction  of  energy  flow.  By  means  of  appa- 
ratus of  this  type  it  is  thus  possible  to  transform  a  conunercial  frequency 
supply  of  25  cycles  to  a  frequency  of  10,000,  or  less,  which  may  be  further 
transformed  by  one  of  the  static  transformers  described  below. 

Many  forms  of  the  static  type  of  frequency  changer  have  been  sug- 
gested, differing  mainly  in  the  manner  of  their  connections,  and  the  number 
of  frequency  transformations.  Thus  there  are  frequency  doublers  and 
triplers,  which  may  be  fiu*ther  connected  in  cascade,  resulting  in  additional 
increase  of  frequency.  Fundamentally,  nearly  all  of  them  operate  on 
the  same  phenomenon,  namely,  the  asymmetrical  variation  of  flux  with 
magnetizing  force  in  saturated  iron  cores.  The  explanations  to  be  given 
below  will  consider  only  this  feature  of  the  circuit  although  a  rigid  analysis 
would  undoubtedly  require  an  investigation  of  the  variation  in  resistance 
throughout  the  cycle,  as  well  as  these  peculiar  flux  changes. 

Joly  Frequency  Triplet. — In  the  Joly  frequency  tripler  illustrated  in 
Fig.  25.  The  primaries  are  joined  in  series,  and  the  tinms  and  core  dimen- 
sions in  the  two  transformers  are  so  proportioned  that  B  is  satmated  at 
about  one-half  the  current  value  required  to  saturate  A.  Thus,  if  we 
assume  a  sine  wave  of  voltage  E  supplied  by  the  alternator,  we  can  plot 
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this  voltage  and  the  total  flux  4>,  which  must  be  developed  in  the  two 

transformers   to  develop  the 

required  e.e.m.f.,  as  shown  in 

Fig.  2GA. 

Since  the  total  fiux  ^  is 

a  maximiun  when  the  primary 

current  is  a  maximum,   the 

component  fluxes,  which  exist 

in  each  transformer,  and  which 

add  up  to  give  this  total  flux, 

must  each  be  a  maximum  at 

this   instant.     Since  B  satur-  ^°-  26.— Use  of  two  saturated  arcs  to  triple  the 

ates    at    about   one-half  the  frequency. 

current  value  required  for  il,       • 

we  can  plot  the  component  fluxes  as  ishown  in  Fig.  26B.     The  pri- 
mary current,  which  has  not  been  indicated,  is  approximately  sinusoidal 

in  form.  The  two  fluxes  4>a  and  <^d, 
by  their  variation  cause  e.m.f/s  Ea2 
and  £&2  to  be  induced  in  their 
respective  secondary  windings,  the 
wave  form  of  these  e.m.f.'s  being 
indicated  in  Fig.  26C. 

The  two  secondary  windings^  are 
so  connected  together  that  the  volt- 
age across  the  load  circuit  (L— C, 
Fig.  25)  is  obtained  by  taking  the 
difference  of  Ea2  and  Eb2]  in  Fig. 
26D  this  Une  voltage  {Ea2 — -Bw)  is 
shown  and  it  is  evident  that  the 
ejn.f.  is  principally  a  triple-fre- 
quency one.  The  load  circuit, 
which  includes  the  radiating  antenna 
and  its  loading  coil  (if  any),  must 
be  tuned  to  this  triple-frequency 
e.m.f.,  if  an  appreciable  output  is  to 
be  obtained. 

Frequency  Doubler. — An  arrange- 
ment for  doubling  the  frequency  first 
suggested  by  Epstein  in  1902  and  sub- 

FiQ.  26.— Analysis  of  action  of  the  ar-  sequently  developed  by  Joly  and  Val- 
rangement  of  Fig.  25.  louri,  is  indicated  in  Fig,  27.     Both 

transformers  are  identical,  and  each 
is  equipped  with  a  tertiary  circuit,  suppUed  from  the  storage  battery  B, 
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The  steady  current  flowing  through  these  windings  is  adjusted  to 
the  transformer  fluxes  just  to  the  point  where  saturation  occurs,  i.e.,  tx 
the  knee  of  the  curve  as  indicated  in  ciu^e  A ,  Fig.  27.  If  the  two  primaries^ 
in  series,  are  connected  to  an  a.c.  supply,  it  may  readily  be  seen  boni 
the  figures,  that  on  a  positive  half  cycle  the  flux  in  Ti  (wherein  the  m.mf. 
of  the  primary  winding  assists  the  d.c.  windmg),  will  change  very  littk, 
while  the  flux  in  T2  will  decrease  considerably,  since  the  primary  nuni. 
opposes  the  m.m.f.  of  the  d.c.  winding.  On  the  negative  half  cycle,  the 
reverse  is  true.  These  conditions  are  indicated  in  Fig.  28,  A  and  B.  It 
should  be  noted  that  an  asymmetrical  variation  of  flux  thus  occurs  in  each 
transformer,  the  flux  of  one  transformer  having  a  large  variation  during 
one  alternation  while  the  flux  of  the  other  transformer  changes  only  sli^itly 
and  on  the  next  alternation,  these  conditions  are  reversed.    These  fluxes 
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Fig.  27. — ^Use  of  two  saturated  cores  for  frequency  doubling. 


exist  in  separate  cores  and  do  not  combine  to  form  a  double  frequency 
flux.  The  e.m.f.'s  which  they  induce  in  their  respective  secondary  wind- 
ings are  indicated  in  Fig.  28C,  and  since  the  secondaries  have  been  connected 
reversed  with  respect  to  each  other,  the  difference  of  the  voltages  must 
be  taken  to  obtain  their  resultant.    This  is  indicated  in  Fig.  28D. 

This  method  for  obtaining  a  doubling  of  the  initial  frequency  has 
found  some  commercial  appUcation  to  hi^-frequency  work,  having  been 
developed  by  Count  von  Arco  for  the  Telefunken  Company,  and  known 
as  the  Joly-Arc  System.  It  is  employed  at  the  U.  S.  Radio  Static  at 
Sayville,  Long  Island,  for  doubling  an  initial  frequency  of  15,000.^ 

Plohl's  Frequency  Doublet. — An  interesting  circuit,  applying  these 
principles,  as  suggested  by  Plohl,  is  indicated  in  Fig.  29.  The  action  of 
this  circuit  will  be  evident  from  the  connections  and  the  curves  shown 

» Bucher.  "Practical  Wireless  Telegraphy,"  p.  273. 
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Fig.  30.  Essentially,  the  chokers  Ri  and  R2  act  as  magnetic  valves, 
each  absorbing  the  impressed  e.m.f.  ahnost  completely  on  alternating 
Iialf  cycles,  while  offering  very  Uttle  impedance,  due  to  saturation  effects, 
during  the  other  half  cycle.  Thus  a  flux  will  alternately  be  produced 
by  Pi  and  P2  and  since  they 
are  woimd  in  reverse  relation- 
ship, this  flux  will  always  be  in 
t^he  same  direction,  through  the 
core  of  T  as  shown  in  Fig. 
30C.  A  double-frequency  volt- 
age is  thus  induced  in  the 
secondary  winding,  as  indicated 
in  Fig.  30D. 

Taylor's  Frequency  Tripler. 
—An  arrangement  for  triplmg 
the  initial  frequency  of  a  three- 
phase  supply,  as  developed  by 
A.  M.  Taylor,  is  indicated  in 
Fig.  31. 

The  three   chokers  fli,  ^2, 

and  £3  are  saturated  early  in 

the  cycle,  at   a   relatively  low 

value  of  current,  while  the  core 

of  the   transformer  T  remains 

unsaturated  at  all  times.    Con- 
sidering one   of  the  elements, 

for  instance    that    between   a 

and  b,    and   assuming   a  sine 

wave  of  voltage,  the   voltage 

and  flux  conditions  which  must 

exist  are  as  indicated  in  Fig. 

32A.     (Fig.  31A  indicates  the 

circuit  detail   under  analysis.) 

As  the  primary  current  increas- 
es,  a  point  is   reached  where  I  I  ^ 

the  choker  becomes  saturated.   Fig.  28.— Analysis  of  the  action  of  the  arrange- 
When  this  occurs,  the  imped-      "^^""^  ^^  ^*8-  ^'    '^^^  ^^  *«  ^  «^^^  ^ 
r    xi^         •       "x    J  is  shown  in  reversed  phase. 

ance  of   the    curcmt  decreases 

materially,  and  the  primary  ciu*Fent  increases  rapidly,  as  indicated  by  the 
current  curve  (Fig.  32B).  This  causes  very  little  change  in  the  choker  flux, 
which  has  already  reached  satiu*ation,  but  does  cause  a  variation  in  the 
transformer  flux.  The  transformer  flux,  although  varying  proportion- 
ately to  the  primary  current  /,  does  not  reach  large  amplitudes,  since 
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Fia.  29. — ^Another  type  of  frequency  doubler. 

most  of  the  flux  required  to  produce 
the  proper  sme  wave  of  coupler 
e.m.f.  is  already  existent  in  the  core 
of  the  choker.  The  choker  and  trans- 
former flux  must  add  to  give  a  result- 
ant equal  to  the  sine  wave  of  flux 
shown  in  Fig.  32Aj  based  on  the 
assumed  sine  voltage.  The  trans- 
former flux  will  induce  in  the  second- 
ary a  voltage  the  form  of  w^ch  is 
shown  in  32C.  A  similar  e.m.f.  wave 
will  be  induced  by  each  of  the  other 
two  phases  in  exactly  the  same  way 
as  outlined  above. 

The  voltages  e^  and  Sm  will 
differ  in  phase  from  da  by  120** 
and  240*^  (electrical  degrees),  respect- 
ively, as  the  primary  supply  volt- 
ages £a»,  Ebe,  Eca  differ  in  phase 
from  one  another  by  this  amount. 
These  three  induced  voltages  e«», 
Cbc,  eca,  exist  simultaneously  in  the 
secondary  winding  of  T  and  thus  add 
up^  to  give  the  resultant  triple-fre- 
quency voltage  indicated  in  32D. 
It  would  be  possible  to  employ  nine 

Fig.  30.--Curve9  showing  action  of  appa-  chokers,   and   a   nine-phaae    supply, 
ratus  shown  in  Fig.  29.  to   produce  a  nine-fold  transfomuh 
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tion,  if  this  were  desirable.  In  this  case  a  sine-wave  alternator  could 
not  be  used,  due  to  interference  effects  in  the  high-frequency  circuits,  and 
a  machine  of  special  design  would  be  required. 

Losses  of  Static  Frequency  Changers. — The  above  methods  of 
frequency  transformation  which  utilize  static  transformers  possess  the 
disadvantage  of  excessive  iron  losses,  even  though  special  precautions 
are  taken  in  the  construction  of  the  iron  cores,  as  at  the  higher  frequencies 
these  losses  are  very  large;  dielectric  losses  in  the  insulation  may  also 
be  excessive.  Probably  the  most  practical  would  be  the  Joly  arrange- 
ment for  doubling  the  frequency,  using  two  of  these  doubters  in  cascade 
to  quadruple  the  frequency,  and  making  the  delivered  energy  thus  suit* 
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FiQ.  31. — ^A  frequency  tripler,  working  from  a  three  phase  supply. 


able  to  the  requirements  of  radio  telegraphy  and  telephony.  With  every 
arrangement  it  is  highly  important  that  the  secondary  circuit  be  timed 
to  the  desired  upper  harmonic,  as  otherwise  the  higher-frequency  current 
will  be  relatively  small  and  current  of  fimdamental  frequency  will  prob- 
ably predominate. 

The  ''  Wabbling  Neutral "  as  a  Means  of  Tripling  the  Alternator 
Frequency. — It  is  a  well-known  fact  that  the  line  currents  of  a  3-phase 
system  are  120°  out  of  phase  and  their  algebraic  sum  is  equal  to  zero. 
Their  third  harmonics  differ  therefore  by  3  X 120*^,  or  360°,  i.e.,  a  complete 
period,  and  are  in  phase  with  each  other.  Since,  in  all  cases,  the  instan- 
taneous (algebraic)  sum  of  the  alternator  currents  must  be  zero,^  it  is 
evidently  impossible  for  the  line  currents  to  contain  third  harmonics.  If 
we  impress  a  sine  wave  of  voltage  on  three  Y-connected  transformers 

1  Deltarcoimected  load  assumed,  or  if  Y-connected,  the  neutral  point  of  the  load  is 
supposed  ungrounded. 
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(their  secondaries  being 
open-circuited,  and  hence 
not  shown  in  Fig.  33  as 
they  can  have  no  effect 
when  open),  the  third  har- 
monic component,  which 
normally  predominates  in 
the  exciting  current  of  an 
iron-core  transformer,  is 
suppressed,  and  the  mag- 
netizing ciurent  is  a  sine 
wave. 

The  line  voltages  are 
sine  waves,  but  the  voltage 
to  neutral  must  contain  a 
strong  jkhird  harmonic,  due 
to  the  suppression  of  the 
third  harmonic  comt)onent 
in  the  exciting  curreiit, 
which  must  be  present  if 
the  c.e.m.f.  is  to  be  a  sine 
wave.  Therefore,  the  wave 
of  magnetization  cannot  be 
of  sine  form,  but  will  be 
flat  topped  (somewhat  as 
indicated  in  Fig.  34,  curves 
1,  2,  and  3)  due  to  the  satu- 
ration of  the  iron.  The  in- 
duced e.m.f.'s  will  thus 
have  the  wave  form  indi- 
cated, and  may  be  resolved 
into  their  fundamental  and 


Fig.  32. — Curves  of  flux  and  e.m.f.  explaining  the 
action  of  the  apparatus  shown  in  Fig.  31- 


ToXtnoea 
Altern&toK 


FiQ.  33. — The  "wabbling  neutral"  scheme  of  tripling  frequency;  the  center  point rf 3 
K-connected  iron  core  coils  is  connected  to  the  antenna  and  the  center  poiot  d 
3  K-connected  air  core  coils  is  connected  to  ground.     The  three-phase  power 
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third  harmonic  components  as  shown  in  curves  4,  5,  and  6.  It  will  be 
noted  that  the  third  harmonic  components  in  all  three  phases  are  in 
phase.     Thus   the  potential  of  point  0,  Fig.  33,  will  fluctuate  at  triple 

frequency  as  shown  in  curve  7  of 
Fig.  34.  This  triple  frequency 
e.m.f .  may  be  impressed  on  an  an- 
tenna circuit  as  shown  in  Fig.  33. 
The  voltages  indicated  in  the 
above  curves  exist  across  the 
transformer  windings,  and  add  up 
to  give  a  sine  wave  of  c.e.m.f.  at 
the  line  terminals.  This  is  shown 
in  curve  8,  wherein  the  third  har- 
monic potentials  neutraUze  one 
another,  only  the  fimdamental 
components  combining.  This 
curve  is  evidently  a  sine  wave, 
which  is  as  it  shoidd  be,  if  it  is  to 
neutraUze  the  impressed  voltage, 
which  has  been  assimied  as  a  sine 
wave. 


FiQ.  34. — Curves  of  flux  and  e.m.f.  to  analyze  the  action  of  the  wabbling  neutral;  in 
curves  8  the  voltage  fonns  eo— i  and  eo—i  are  shown  without  their  third  harmonies, 
these  being  shown  separately  in  the  X  axis. 

In  Fig.  35  is  shown  an  oscillograph  record  of  this  scheme  of  frequency 
conversion;  three  transformer  primaries  (secondaries  open)  were  connected 
b  Y  to  a  three-phase  power  line  and  another  Y  tjonnection  was  made 
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with  three  air-core  coils.  The  two  neutrals  were  then  connected  tognhv 
and  the  resulting  current  in  the  connection  was  nearly  a  pure  sine  wit? 
of  triple  frequency. 

Appllcatton  of  Rectifier  Elements  to  Frequency  Changers. — Anotfacr 
type  of  frequency  changer  is  that  utilizing  a  rectifying  element  in  the  pri- 
mary circuit.  The  action  is  due  fundamentally  to  the  fact  that  the  fla 
in  the  iron  core  is  always  set  up  in  the  same  direction,  regardless  of  rerenal 
of  the  supply  current.  Fig.  36  indicates  a  typical  connection,  vhile 
37  indicates  the  voltage  and  flux  relations  obtained. 


Tia.  36. — Oscillogram  showing  the  third  harmooic  obtainable  from  the  earcuU  d 
Fig.  33. 

Fig.  38  indicates  an  arrangement  utilized  by  Zenneck  and  otbm. 
This  operates  exactly  similar  to  the  arrangement  of  F^.  36,  but  makes 
use  of  four  valves  to  secure  unidirectional  current  through  the  one  priouiy 
winding.  Current  b  permitted  to  flow  only  in  the  direction  indicated 
by  the  arrows  in  the  valve  elements;  an  inspection  of  the  figure  win  indi- 
cate their  operation.  Fig.  37  is  also  applicable  to  the  operation  ttf  this 
circuit. 

Marconi  Multi-^p  Generator. — By  properly  timing  the  discbaree 
periods  of  related  spark  circuits,  each  circuit  acting  inductively  <hi  i 
common  secondary  circuit,  undamped  high-frequency  osciUations  may 
be  obtained  in  the  secondary  circuit.  This  principle  has  been  utDiKd 
l^  Marconi  in  the  construction  of  a  multi-gap  generator,  the  coonectiou 
of  which  are  indicated  in  Fig,  39. 
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The  synchronous  gaps  Di,  D2,  Ihy  etc.,  are  all  rigidly  keyed  to  the  same 
shaft,  but  are  displaced  properly  with  respect  to  one 
another  so  that  the  discharge  in  the  several  circuits 
occurs  at  different  intervals.  The  result  is  graphically 
illustrated  by  the  curves  shown  in  Fig.  40.  It  is  essential, 
if  efficient  operation  is  to  be  obtained,  that  the  several 
circuits  are  discharged  in  proper  sequence  and  at  exactly 
the  right  instant,  so  that  the  component  oscillations 
acting  on  the  common  antenna  circuit  will  produce  a 
constant  amplitude  high-frequency  current  as  shown. 
This  is  accomplished  by  the  proper  displacement  of 
the  several  disk  discharges  on  the  shaft  and  is  also 
insured  by  means  of  an  auxiliary  disk  reseipbling  a  toothed 
wheel,  which  acts  as  a  '^  trigger  '^  to  cau^  the  main  dis- 
charge to  occiu*  at  exactly  the  proper  instant.  This  is 
not  shown  in  the  diagram. 

It  is  evident  that  the  speed  of  rotation  of  the  discharger  disks  is  fixed 
by  the  radio  frequency  generated  and  for  this  reason  the  generator  is 

particularly  adapted  to  long  wave-lengths. 
If  we  assiune  a  generator  with  ten  disks, 
each  having  40  studs^  and  the  shaft 
revolved  at  50  r.p.s.  the  interval  between 
two  condenser  discharges  is 


Fio.  86.— A  fre- 
quency doubler 
using  iron  core 
and  rectifiers. 


1  ..  1 


Xt7^  = 


1 


^X 

60^40'^  10    20,000 


;c^  second. 


The  radio  frequency  is,  therefore,  as 
Buming  the  discharges  to  occur  at  one- 
cycle  intervals,  equal  to  20,000  and  the 
wave-length  15,000  meters.  Similarly  if 
the  successive  discharges  occur  at  inter- 
vals of  every  other  cycle,  the  frequency 
may  be  40,000,  corresponding  to  a  wave- 
length of  7500  meters. 

This  generator  is  not  used  to  any 
great  extent,  and  a  very  brief  treatment 
only,  which  is  not  complete,  has  there- 
fore been  given. 

Oscillating  Tubes. — Within  the  last  few 

years  many  improvements  in  the  design 

and  construction  of  vacuum  tubes  have 

been  made  and  their  applications  are  continually  growing  more  varied  and 

important.    At  the  present  time,  however,  the  power  obtainable  from  oscil- 


FiQ.  37. — ^Voltage  and  flux  relations 
for  the  circuit  of  Fig.  36. 
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lating  tube  circuits,  as  described  in  Chapter  VI,  is  comparatively  smaL 
Their  greatest  field  of  use  has  therefore  been  confined  to  the  reception  d 
undamped  wave  signals  (see  p.  483),  and  to  small  power  transmittisc 

sets  (of  perhaps  1  kw.  high-frequency  outi>ut),s(icfa 
as  might  be  employed  for  military  service  in  iht 
field,  or  any  other  service  where  light  wei^  aod 
small  space  requirements  are  primary  coosiden- 
tions. 

To  secure  the  large  amount  of  power  required 
for  long-distance  transmission,  it  is  necesBary  at 
the  present  time  to  connect  a  number  cl  the 
tubes  in  parallel,  and  adjust  the  several  cireuh^ 
so  that  they  operate  properly.     The    limitatioD 
in  output  of  one  tube  is  due  primarily  to  the 
Fig.  38.— By  using  four  inabiUty  of  the  tube  to  radiate  the  large  amount 
rectifiers    the    double  ^f  ^eat  which  is  necessarily  generated  within  the 
mav^  ^'  lAoed  b       ^^'^  itself.    As  improvements  in  design  and  coo- 
single  coil.  struction  occur,  imder  the  extensive  developmaits 

which  are  now  being  carried  on,  it  may  be  expected 
that  the  rating  of  tubes  will  continually  increase,  so  that  eventually  this 
device  may  replace  the  present  forms  of  imdamped  wave  generatoi:^ 
Oscillating  tubes  possess  several  advantages  over  all  other  high-f requaicy 
generators,  principally :  ease  of  adjustment  and  reliabiUty  of  operatioo, 


Cbol|£ 
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Fio.  39. — Marconi's  "multi-gap''  scheme  for  generating  undamped  waves  from  a 

of  spark  discharges. 

small  space  requirements,  simplicity  of  construction  and  relatively  hi|di 
efficiency. 

Some  progress  along  the  lines  indicated  above  may  already  be  recorded 
Large  tubes  have  been  constructed  having  an  inpiU  rating  of  500  watt8 
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Bmd  greater,  while  in  Eni^and  a  Bteel  tube  equipped  with  a  water-cooled 
P>late  and  rated  at  5  kw.  has  been  developed.'  The  plate  voltage  of  these 
lugh^power  tubes  is  in  the  neighborhood  of  SOOO  to  10000  volte,  the  plate 
current  having  a  normal  value  of  perhaps  0.25  ampere.  The  plates  become 
very  hot,  while  the  tube  is  in  service,  in  some  cases  approaching  incandes- 
cence, and  special  metals  are  there- 
fore required  in  ita  construction, 
t^ungsten  usually  being  used.  x^ 

In  rating  the  tube  hy  its  enei^ 
input,  as  has  been  done  above,  the 
filament  circiiit  supply  has  not  been 
included.  It  should  be  noted  that  i«, 
the  external  oscillating  circuit  con- 
nected to  the  tube  must  take '  its 
proper  share  of  this  input  enei^, 
or  too  much  energy  will  be  required  *' 
to  be  dissipated  from  the  tube,  with 
resultant  danger  of  overheating  the 
tube  elements.  If  for  any  reason  j, 
the  tube  stops  oscillating  under 
conditions  of  full  energy  supply, 
the  plate  voltage  should  be  im- 
mediately decreased  to  prevent  any 
damage  to  the  tube. 

Probable  Efflcieucies  of  above      * 
^iparatus. — Poulaen  Arc. — Assum- 
ing sine  waves,  a  theoretical  effi- 
ciency of  50  per  cent  is  possible,  but 

probably  an  actual  arc  does  not  Fia. -W.-Spark  di8chw«e  operation  of  the 
give  greater  than  40  per  cent.     For  circuit  of  Fig.  39. 

instance,  the  cooling  water  of  a 

certain  25  kw.  arc  carried  away  14  kw.  of  heat.  For  arc  oscillations 
of  the  third  class  (p.  687)  efficiencies  much  greater  than  50  per  cent  are 
conceivable,  but  as  this  type  of  oscillation  is  seldom  used,  we  assume  the 
efficiency  of  the  normal  arc  less  than  50  per  cent. 

Alexcmderson  AUernalor. — No  data  are  obtainable  regarding  the 
efficiency  of  the  lai^  Alexanderaon  alternators,  but  it  seems  likely  that 
it  is  not  better  than  50  per  cent.  Examination  of  the  construction  of 
a  modem  machine  shows  the  likelihood  of  high  iron  losses  and  the  care 
taken  to  provide  adequate  cooling^  faciUties  substantiates  this  idea. 
1  Sinoe  writing  the  above  the  author  leams  that  tubes  with  an  output  of  about 
100  kw.  have  been  put  ioto  operation. 

■See  AlexBodersoD,  "Tnuisatkntic    Radio    ConununicatioD."    Proceedingi  A.  I. 
E.  E.,  Oct-.  1919. 
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In  the  smaller  sets,  the  efficiency  may  be  extremely  low:  a  200,000-cydf 
machine,  for  example,  having  a  maximmn  output  of  500  watts,  requires 
10  h.p.  driving  motor.    A  large  part  of  the  motor  output  is  apparenth 
used  in  windage  losses  caused  by  the  high  rotative  speeds. 

GoJdschmidt  Alternator. — Although  one  would  judge  that  tlie  cfr 
ciency  of  this  type  of  machine  could  not  be  very  high,  the  great  care  taken 
in  the  construction  of  both  the  magnetic  and  electric  circuits  evideotlj 
keeps  the  losses  as  small  as  possible.  It  is  stated  by  Eccles  ^  that  i 
12i-kw.  machine  of  this  type  (one  of  the  first  to  be  built)  had  an  effi- 
ciency of  80  per  cent. 

Static  Frequency  Changers. — It  is  estimated  by  the  inventor  of  one 
of  these  schemes  using  iron  cores  that  a  28-kw.  transformer  will  have 
an  efficiency  of  about  86  per  cent.^  It  seems  that  these  devices  uae 
about  1  lb.  of  iron  per  kw.  of  output  and  an  attempt  to  calculate  the 
probable  eddy  current  and  hysteresis  losses  gives  a  value  of  perfaape 
1  kw.  per  poimd  of  core  used,  which  would  indicate  an  efficiency  in  the 
neighborhood  of  50  per  cent.  It  must  be  pointed  out,  however,  that 
attempts  to  calculate  the  core  loss  from  the  ordinary  formulae  are  probafaiy 
inaccurate,  because  of  the  peculiar  magnetic  cycles  to  which  the  iron  is 
subjected. 

Marconi  MuUi-gap  Generator, — This  method  is  essentially  a  ccMnfai- 
nation  of  several  spark  transmitters,  and  so  should  have  about  the  same 
efficiency  as  a  spark  transmitter.  This  will  vary  with  the  conditioD 
of  the  gap,  its  quenching  action,  etc.,  but  probably  reaches  a  value  of 
70  per  cent  in  the  larger  installations.  For  a  small  transmitter,  an 
efficiency  of  transformation  from  low  to  high  frequency  of  40  per  cent 
is  more  likely. 

Oscillating  Tube, — The  efficiency  of  an  oscillating  tube  varies  a  great 
deal  with  the  adjustments  of  the  circuit,  and  may  have  any  value  between 
25  per  cent  and  95  per  cent,  neglecting  the  amoimt  of  power  used  fw 
heating  the  filament.  This  point  is  discussed  in  detail  in  Chapter  VI, 
p.  539  et  seq. 

Methods  of  Signaling  with  Continuous-wave  Ttan8initter8.~The 
generators  described  above  will  supply  a  continuous-power  input  to  the 
antenna  circuit  and  with  no  changes  in  the  antenna  or  supply  drcoit, 
a  continuous  xmdamped  high-frequency  ciurent  will  flow  through  the 
antenna.  The  power  radiation  from  the  transmitter  is  therefore  constant 
in  magnitude  and  frequency.  Three  methods  may  be  utilized  for  vary- 
ing this  radiated  energy  in  accordance  with  a  prearranged  code,  and  thus 
transmit  intelligence  to  the  distant  receiving  station.  The  three  methods 
of  sending  may  be  stated  as  follows: 

1  See  Eccles,  *' Wireless  Telegraphy  and  Telephony,"  p.  230. 
'  « Ibid.,  p.  235. 
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1.  The  total  interruption  of  energy  radiation  during  a  "space."  This 
is  known  as  the  "  cut-in  "  method. 

2.  Continuous  radiation  of  energy  throughout  the  sending  of  a  message, 
the  space  and  signal  differing  only  in  the  wave-lengths  at  which  the  energy 
is  transmitted.    This  is  called  the  "  compensated  *'  method. 

af.  The  total  interruption  of  energy  radiation  during  a  space  period, 
with  the  radiation  rapidly  interrupted  by  means  of  a  chopper  or  inter- 
rupter during  the  signal  period.  This  is  known  as  the  "  modulated  " 
method  of  sending,  and  possesses  advantages  under  certain  emergency 
conditions  as  described  later. 

The  high-frequency  current  flowing  in  the  transmitter  antenna  for 
each  of  three  methods  of  sending  is  indicated  in  Fig.  41. 


I 

Cut  In 
Jlethod 


II 
Compensated 

Method 


111 

Modulated 

Method 


Fig.  41. — Methods  of  transmitting  signals  from  continous  wave  stations. 


Signaling  Devices. — For  transmitting  by  means  of  the  above  methods 
one  of  the  following  devices  may  be  used,  depending  on  the  type  of  gener- 
ator used. 

I.  Chopper  or  buzzer  (choice  will  depend  on  the  amount  of  cur- 
rent to  be  interrupted.) 
II.  Wave-length  changing  switch. 

III.  Switching  to  dummy  antenna. 

IV.  Control  of  excitation  of  machine. 

The  application  of  these  devices  to  the  several  types  of  high-frequency 
generators,  previously  described,  will  now  be  considered. 

Methods  of  Sending  Applicable  to  the  Poulsen  Arc  Generator. — This 
generator  depends  for  its  operation  on  an  uninterrupted  supply  to  the 
arc  and  the  antenna  circuit  (which  is  the  sole  natural-frequency  circuit 
of  the  transmitter).    Therefore  the  means  indicated  \mder  II  and  III 
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only  can  be  applied,  namely,  changing  the  wave-length  or  switchini;  to 
a  dummy  antenna.    A  change  in  wave-length  may  be  secured  by  sidqiihv 

connecting  the  transmittiiig  key  90 


MftfoetkaUy 

Operated 

Key 


as  to  short-circuit  one  or 
turns  of  the  antenna  inductance 
when  a  signal  is  being  transmitted, 
as  indicated  in  Fig.  42,  and  to  cut 
in  these  turns  during  the  space  in- 
terval. 

This  arrangement  is  practicaflj 
universal  on  present  arc  installa- 
tions. On  the  higher  power  sets, 
the  key  does  not  directly  short 
circuit  the  inductance,  but  operates 
an  auxiliary  relay,  which  in  tun) 
Fig.  42.-The  ordinary  method  of  Bignaling  actuates  the  solenoid-operated  COD- 
with  a  Poulsen  arc:   by  short-circuiting   ,      .         ...  .,      ,«,  .     .  .     . 

a  small  part  of  the  loading  coU  the  wave  ^^^  **  ^^  f  ^-  ^his  IS  required 
length  radiated  is  changed  slightly  and  a^®  ^  ^^  heavy  current  wUA 
with  a  suitable  receiving  circuit  the  signal  must  be  broken,  and  rapid  gignftliny 
becomes  audible.  would  be  impossible  with  the  heavy 

and  massive  key  required  if  it  wtrt 
attempted  to  operate  it  manually.  Sometimes,  instead  of  short-circuiting 
a  turn  of  the  antenna  load  coil,  an  independent  circuit  of  one  at  two 
turns,  connected  to  the  antenna  load 
coil  by  mutual  induction,  is  short-circuit- 
ed by  the  relay  key. 

The  connections  for  utilizing  a  dummy 
antenna  are  shown  in  Fig.  43.  In  this 
case  the  key  simply  acts  to  transfer  the 
arc  circuit  to  the  radiating  antenna  when 
it  is  desired  to  send  a  signal.  At  other 
times  the  arc  suppUes  the  dummy  antenna 
and  no  energy  is  radiated.  The  energy 
radiation  would  thus  be  as  shown  in 
Method  I,  Fig.  41. 

This  method  is  relatively  Uttle  used, 
but  illustrates  the  application  of  switch- 
ing to  a  dummy  antenna  to  secure 
"  cut-in  "  radiation.  The  constants  of 
the  dummy  circuit  should   be  identical 

with  the  constants  of  the  radiating  antenna  circuit,  so  that  the  conct 
tions  at  the  arc  are  constant. 

Referring  to  Fig.  42,  we  may  place  an  interrupter  or  cheaper  at  Jf. 


Fig.  43. — Another  scheme  whkfa  hm 
been  tried  with  the  Poulsen  art  ii 
to  switch  the  arc  to  a  dunmiy  an- 
tenna. 
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and  thus  secure  a  combination  of  methods  II  and  III.    The  antenna 
current  would  then  have  the  form  indicated  in  Fig.  44. 

Methods  of  Sending  Applicable  to  the  High-frequency  Alternator. — 
With  this  generator  the  frequency  is  fixed  by  the  speed  of  the  machine. 
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FiQ.  44. — ^A  possible  type  of  radiation  from  a  Poulsen  arc  using  the  circuit  of  Fig.  42, 

with  an  interrupter  of  some  kind  at  X, 

Therefore,  transmission  by  Method  II  cannot  be  used  (a  variation  in 
antenna  inductance  simply  causing  a  decrease  in  the  ampUtude  of  the 
antenna  current),  but  Methods  I,  and  III,  are  appUcable,  the  former 
usually  being  used. 

Signaling  is  most  easily  accomplished,  however,  by  control  of  the  exci- 
tation, which  may  simply  involve  a  key  in  the  generator  field  circuit  as 
indicated  in  Fig.  45.  A  resistance,  may,  with 
advantage,  be  inserted  in  the  field  circuit,  to 

decrease  the  time  constant  ( ^)  of  the  circuit 

and  minimize  any  tendency  toward  sluggish- 
ness which  may  prevent  the  signals  from  being 
clean  cut  and  distinct,  and  thus  Umiting  the 
sending  speed. 

A  method  has  i^o  been  developed  to  con- 
trol the  radiated  energy  by  means  of  a  shunt- 
ing circuit  across  the  alternator  terminals,  the 
impedance  of  this  circuit  being  controlled  by  the  p^^  45.— The  simplest  pos- 
sending  key.    The  connections  are  indicated  in      gibie  transmitting  scheme 
Fig.  46.     When  the  key  is  raised  (contacts      using    a    high-frequency 
closed)  the  cxu-rent  flowing  through  L2  saturates      alternator, 
the  iron  cores  a  a,  and  the  reactance  of  Li 

decreases  accordingly.  This  effectively  spoils  the  tuning  of  the  alter- 
nator load  circuit  and  hence  brings  the  alternator  output  to  practically 
zero. 

When  the  core  is  saturated,  the  impedance  of  the  shunt  circuit  is  so 
low  as  to  amount  almost  to  a  short  circuit  on  the  alternator,  under  which 
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conditioD  the  alternator  voltage  is  very  small  and  is  able  to  send  but  vcfy 
little  current  through  the  antenna  circuit.  Therefore  the  radiated  enogf 
will  decrease  to  a  very  small  value,  essentially  zero.    When  the  key  is 


depressed  (open  position),  the  iron 


no  longer  saturated  and  the  impe- 
dance of  Li  increases  to  a  fai^ 
value.  The  alternator  current  will 
then  flow  through  the  antouu 
circuit  in  preference  to  the  shunt 
circuit,  and  energy  will  be  radi- 
ated. 

At  the  New  Brunswick  statkn 
this    variable,    iron-cored    impe- 
dance is  connected   in    a    tuned 
circuit   (tuned  when  the    key  h 
open)    which    is   coupled    to   the 
Fio.  46. — A  method  of  sending  by  Keaerator  antenna  and    alternator  as  shown 
which  employs  a  magnetically  controlled  in    Fig,    47.      When    the    key   is 
BhortHjircuit  on  the  machine.  closed,  the  local  circuit  ia  detuned 

and  the  energy  input  into  this 
circuit  becomes  very  small,  the  major  portion  of  the  energy  thus  bang 
diverted  to  the  antenna  circuit.  The  transformer  indicated  in  the  figure 
is  an  integral  part  of  the  alternator  and  is  shown  supported  in  two  sec- 
tions above  and  on  either  side  of  the  alternator  in  Fig.  17,  p.  599. 

For  either  scheme  of 
control,  the  energy  ra- 
diation is  essentially  as 
shown  in  Fig.  41-1.  The 
use  of  a  chopper  or  buz- 
zer in  the  exciter  circuit 
may  not  be  entirely 
satisfactory,  due  to  the 
inability  of  the  machine 
voltage  to  follow  accu- 
rately the  rapid  varia- 
tions of  field  current  pro- 
duced. There  is  no  p,^  47._in  the  application  of  the  »cheme  indicated  in 
doubt,  however,  that  Fig.  46  it  is  found  advisable  to  use  the  circuit  uimb*- 
satisfactory  results  could  ment  shown  above, 
be  obtained  by  inserting 

the  interrupter  in  the  key  circuit  of  Fig.  47.    Radiation  in  this  case 
would  be  nearly  as  indicated  in  Fig.  41-III. 

Methods  of  Sending  Applicable  to  the  Goldschmidt  Alternator. — As 
with  the  Alexanderson  alternator,  the  generated  frequency  for  this  n 
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is  fixed  by  its  speed,  and  therefore  wave-changing  methods  are  not  appli- 
cable. Signaling  is  accomplished  by  means  of  the  "  cut-in  "  method 
using  field  excitation  control,  the  connections  are  indicated  in  Fig.  48. 
In  addition  to  opening  and  closing  the  exciter  circuit,  the  key  also  simulta- 
neously cuts  out  or  in  a  p)ortion  of  the  driving  motor  field  resistance.  Thus, 
any  tendency  of  the  alternator  to  suffer  a  drop  in  speed,  when  the  exciter 
key  is  closed,  and  the  Drinng  ooidfcsimidt 

load  appUed,  is  com-  ^  ^*^25^ 

, — nmws 


D.C.  Supply 


Hiifh 
tor 

CboktCoOL 


PrMuenoy 


RheotUt 


u 


pensated  for  by  the 
cutting  in  of  a  certain 
anioimt  of  motor  field 
resistance,  which  will 
tend  to  raise  the 
speed.  In  addition, 
the  heavy  weight  and 
inertia  of  the  rotating 

element  effectually  aid  Fiq.  48.— Scheme  of  sending  signals  with  the  Goldschmidt 
in     maintaining    con-         alternator  using  a  motor  speed  control  in  addition. 
Stan  t  speed,  and  \mder 

operating  conditions  the  variation  in  wave-length  is  claimed  to  be  less  than 
one-tenth  of  1  per  cent. 

The  above  discussion  describes  the  only  method  which  has  yet  been 
used  for  controlling  the  output  of  this  alternator.  Switching  to  a  dummy 
antenna,  or  some  form  of  shunt  circuit,  as  described  for  the  Alexanderson 
machine,  woidd  also  be  applicable,  but  the  present  method  seems  to  be 
completely  satisfactory. 

Methods  of  Sending  which  May  be  Used  when  Frequency  Trans- 
formers are  Used. — Since  these  transformers  must  be  associated  with 
some  form  of  high-frequency  alternator,  whose  frequency  is  rigidly  fixed 
by  its  speed,  the  same  methods  as  described  above  for  the  Alexanderson 
and  Goldschmidt  machines  will  apply.  On  low-power  sets  the  key  may  be 
connected  to  open  the  supply  circuit  directly,  while  on  large-power  sets 
the  circuit  may  be  opened  indirectly  by  auxiliary  relays  actuated  by  the 
sending  key.  The  antenna  current  would  then  be  as  shown  in  Fig.  41-1. 
The  key  may  also  have  associated  with  it  some  form  of  interrupter  or 
chopper,  resulting  in  current  variation  as  shown  in  Fig.  41-III. 

For  the  larger  installations,  the  energy  would  be  controlled  by  means 
of  the  exciter  supply  due  to  the  smaller  power  involved.  Cut-in  send- 
ing would  be  the  most  feasible,  although  switching  to  a  dummy  antenna 
or  connecting  a  variable  impedance  across  the  alternator  terminals  as 
in  the  case  of  the  Alexanderson  machine  could  also  be  used. 

Energy  Radiation  Control  when  Marconi  Generator  is  Used. — For  a 
generator  of  this  type,  switching  to  a  dummy  antenna  would  be  a  satis- 
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factory  means  of  varying  the  radiated  energy,  the  "  cut-in  "  method  of 
sending  thus  being  used.  Some  form  of  absorbing  circuit  across  the 
generator  terminals  might  also  be  used  to  give  similar  results.  The  key 
might  be  placed  in  the  common  generator  lead  at  point  Xy  Fig.  39,  p.  618, 
or  point  7,  opening  the  supply  or  antenna  circuit  respectively.  An  inter- 
rupter element  may  be  associated  with  either  of  these  three  means,  giving 
the  "  modulated  "  method  of  sending  as  shown  in  Fig.  41-III.  It  would 
be  imdesirable  to  employ  a  wave-changing  scheme,  as  this  would  require 
circuit  variations  in  each  of  the  four  primary  circuits  involved,  with 
resultant  complexity  of  connections,  etc.  On  larger  installations,  it  would 
be  preferable  to  place  the  key  in  the  exciter  circuit  of  the  d.c.  generatore, 
in  preference  to  the  point  X.  This  would  probably  be  the  most  satis- 
factory means  of  control  for  the  same  reasons  as  stated  above  in  connec- 
tion with  high-frequency  alternator  installations. 

Control  of  Radiated  Energy  when  the  Oscillating-tube  GenentoT 
is  Used. — ^The  radiation  of  energy  from  an  antenna  supplied  from  an 
oscillating-tube  generator  may  be  in  accordance  with  any  one  of  the 
three  methods  indicated  in  Fig.  41.  The  method  employed  for  snuJl 
sets  is  usually  a  direct  opening  of  the  antenna  circuit  by  means  of  the 
key,  which  may  or  may  not  be  associated  with  an  interrupter  (usuaDj 
a  buzzer  for  small  field  sets)  to  obtain  the  modulated  method  of  sending. 

The  wave-length  change  may  be 
obtained  by  short  circuiting  a  por- 
tion of  the  antenna  circuit  induct- 
ance. Since  the  power  generated 
by  these  circuits  is  as  yet  com- 
paratively small,  there  is  no  neces- 
sity for  auxiliary  rday  equipment 
to  be  associated  with  the  key. 
The  most  feasible  control  scheme, 
however,  is  one  which  controls  the 
''grid  potential ''  of  the  oscillating 
tube;  by  making  this  sufficiently 
negative  the  tube  stops  generating 
power  as  described  in  Chapter  VI, 
and  illustrated  in  Fig.  117,  p.  500. 
r^     M^     K  *     u     u     *u         Fig.  49  shows  the  diagram  of 

Fio.  49.— An    arrangement   whereby  the  ^  „      ^ 

output  of  this  smaU  tube  transmitter  can  connections  for  a  smaU  oscillating 
be  controlled  by  either  one  of  three  tube  set,  which  utilizes  three  d  the 
methods.  above-named  methods  of  sending. 

The    oscillating    circuit    involved 

were  described  in  Chapter  VI,  p.  513,  and  the  student  is  referred  there 

for  a  discussion  of  their  action. 
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Referring  to  the  diagram  and  assuming  the  switch  S  thrown  upward, 
i.e.,  open,  it  will  be  noted  that  the  antenna  circuit  will  be  completed  by 
the  closing  of  the  key  K,  Therefore,  if  the  key  is  open,  the  antenna 
circuit  is  open,  the  tube  does  not  oscillate,  and  no  energy  is  radiated. 
When  the  key  is  closed,  completing  the  antenna  circuit,  oscillations  will 
start  and  be  maintained,  if  the  proper  conditions  have  been  fulfilled. 
Thus  energy  will  be  radiated  as  long  as  the  key  is  held  closed  and  will 
cease  when  the  key  is  opened.  Therefore  with  the  switch  S  in  the  "  up  " 
position,  transmission  is  on  the  ''  cut-in  '^  method. 

If  the  switch  S  is  thrown  to  the  right  so  as  to  make  contact  with  ter- 
minal a,  then  transmission  will  be  by  the  **  compensated  ''  method.  This 
may  be  seen  from  the  following:  with  the  key  open,  the  antenna  circuit 
is  completed  to  ground  through  L«;  the  tube  will  therefore  oscillate 
and  the  antenna  radiate  energy  at  a  wave-length  determined  by  the  con- 
stants of  the  circuit,  including  Lx',  the  wave-length  of  the  energy  radiated 
while  a  signal  is  being  sent  is  therefore  less  than  the  wave-length  of  the 
energy  radiated  during  a  space  interval.  Transmission  is  thus  in  accord- 
ance with  Pig.  41-11. 

Throwing  the  switch  S  to  the  left  so  as  to  make  contact  with  terminal 
b,  will  permit  sending  on  the  ''  modulated  "  method.  With  the  key  open, 
the  antenna  circuit  includes  the  buzzer  winding  and  so  the  set  will  not 
oscillate.  When  the  key  is  closed,  two  results  are  produced:  First,  the 
buzzer  circuit  is  completed  through  the  filament  battery  and  the  buzzer  will 
vibrate  as  long  as  the  key  is  down ;  second,  the  vibrating  buzzer  armature 
alternately  mi^es  and  breaks  the  antenna  circuit;  therefore,  when  it  com- 
pletes the  circuit,  oscillations  occur  and  energy  is  radiated,  while  during  the 
break  no  oscillations  are  possible.  The  energy  radiated  is  thus  as  shown 
in  Fig.  41-III.  It  should  be  noted  that  when  the  buzzer  armatiure  is  in  the 
open  position,  the  antenna  circuit  is  not  actually  opened,  but  is  completed 
through  the  filament  battery  and  buzzer  winding  to  ground.  Due  to  the 
high  impedance  and  resistance  of  the  latter  to  the  flow  of  high-frequency 
currents,  oscillations  are  prevented  as  effectively  as  though  an  actual 
break  has  occiured  in  the  antenna  circuit. 

Use  of  Radiophone  Transmitting  Set  for  Undanqied-wave  Teleg- 
raphy.— A  novel  and  effective  scheme  for  transmitting  undamped  wave 
signals  is  shown  in  Fig.  50. 

The  operation  and  action  of  the  radiophone  set  shown  is  discussed  in 
detail  in  a  later  chapter  (see  Chapter  VIII),  and  it  is  there  shown  that  when 
no  soimd  waves  strike  the  transmitter  diaphragm,  a  high-frequency  cur- 
rent of  constant  amplitude  flows  in  the  antenna,  and  constant  p)Ower 
is  radiated.  When  the  transmitter  is  spoken  into,  the  amplitude  of  the 
antenna  current  (and  radiated  p)Ower)  varies  in  prop)ortion  to  the  intensity 
and  frequency  of  the  sound  waves  set  up  by  the  speaker. 
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Similarly,  a  buzzer,  placed  in  front  of  the  transmitter,  would  set  up 
sound  waves  of  constant  frequency  and  intensity,  and  cause  the  radiated 
power  to  vary  in  accordance  with  the  pitch  of  the  buzzer  note.    By  usiDg 

a  high  pitch  buzzer  of 
proper  construction,  a  very 
clear  transmission,  poasefls- 
ing  a  high  degree  of  selecti- 
vity, may  be  easily  obtained. 
The  form  of  the  an- 
tenna current  while  the 
buzzer  is  in  operatioo 
(key  closed)  would  be  as 
shown  in  Fig.  12,  p.  657, 
the  amplitude  varsring  peri- 
odically at  buzzer  frequen- 
cy, above  and  below  the 
constant  amplitude  main- 
tained when  the  key  is 
open.  The  reception  of 
such  signals  is  similar  in 
every  way  to  that  of  ra- 
diophone messages  or  tele- 


m^ 


Microphone 
^^       ,  Transmitter 

Key 


Fio.  50.-^A  scheme  for  using  a  radiophone  set  to  send 
continuous-wave  telegraph  signals.  Of  course, 
the  buszer  and  switcn  may  be  inserted  directly 
in  the  pircuit,  in  place  of  the  microphone,  if  more 
complete  modulation  of  signals  is  oesired. 


graphic  transmission  by  the  "  modulated  "  method,  no  "  beat  '^  recepticm 
or  special  receiving  devices  being  required. 

Advantages  and  Disadvantages  of  the  Cut-in,  Compensated,  and 
Modulated  Methods  of  Signal  Transmission. — The  advantages  and  dis- 
advantages of  the  several  methods  of  sending  described  above  may  be 
summarized  as  follows: 

"  Cut-in  "  Method.  Advantage. — Only  one  wave-length  is  radi- 
ated after  the  antenna  current  has  risen  to  its  normal  effective 
value,  and  energy  is  radiated  only  when  signal  is  being  sent. 
Signal  is  easily  received,  and  permits  of  a  high  degree  of 
selectivity. 

Disadvantage. — Not  suitable  for  such  generators  as  the  Poulsen 
arc,  which  do  not  operate  well  until  the  "  steady  state  "  has 
been  reached. 

**  Compensated  "  Method.  Advantage. — ^The  oscillations  are 
continuous.  This  method  must  be  employed  for  the  Poulsen 
arc  (neglecting  the  dummy  antenna  as  an  alternative).  Trans- 
mission is  reliable,  as  the  change  in  wave-length,  as  the  key 
is  operated,  is  positive  and  certain. 

Disadvantage. — The  power  efficiency  is  comparatively  low  because 
the  set  requires  full  power  all  the  time,  whether  radiating  a 
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"  signal "  or  not.  A  more  serious  disadvantage  arises  from 
the  fact  that  each  sending  set  "  uses  up  "  two  different  wave- 
lengths. This  latter  feature  is  especially  undesirable  when 
long  wave-lengths  are  employed;  the  difference  in  frequency 
of  the  signal  wave  and  compensation  wave  should  be  about 
1000  cycles  per  second,  and  thus  the  number  of  arcs  which 
can  be  used  in  one  district,  in  the  long  wave-length  range  may 
be  seriously  limited. 

**  Modulated  "  MirrHOD.  Advantage. — The  primary  advantage 
of  the  modulated  method  is  that  the  signals  can  be  received 
by  means  of  an  ordinary  crystal  or  non-oscillating  vacuum- 
tube  receiving  set.  Thus,  if  the  special  continuous-wave 
receiver  is  out  of  service  for  any  reason,  the  ordinary  receiver 
may  be  used  for  reading  the  message.  Radiation  occurs  only 
while  key  is  closed,  thus  increasing  efficiency. 

Disadvantage, — Less  energy  is  radiated  since  the  energy  is  broken 
or  chopped  into  groups.  A  continuous  stream  of  energy,  with 
given  maximum  potential  on  the  antenna,  sends  off  more 
power  than  a  series  of  **  trains  "  and  when  utilized  in  a  proper 
receiving  set,  permits  communication  over  a  greater  distance  * 
than  the  modulated  signal.  With  the  modulated  signal  the 
selectivity  is  poorer  than  that  obtainable  by  means  of  the 
cut-in  method  under  similar  conditions;  thus  the  number  of 
neighboring  stations,  operating  in  a  given  wasre-length  range, 
without  serious  interference,  is  less. 

Reception  of  Continuous-wave  Signal.  Necessity  for  Special  Receiv- 
ing Sets. — That  some  special  means  must  be  provided  for  the  reception 
of  continuous  wave  signals,  in  addition  to  the  simple  rectifying  device, 
i.e.,  a  crystal  or  vacuum  tube,  will  be  evident  from  the  following:  if  we 
consider  an  xmdamped  wave-generator  transmitting  on  the  "  cut-in " 
method,  and  this  energy  being  received  by  a  simple  crystal  or  vacuum- 
tube  receiver,  the  potential  across  the  receiver  circuit  will  have  the  form 
indicated  in  Fig.  51,  curve  A. 

The  rectifying  action  of  the  cr3rstal  or  tube  produces  an  asymmetrical 
change  in  current  through  the  phones,  the  mean  current  being  indicated 
by  the  dotted  line,  Fig.  515.  Since  the  diaphragm  is  only  actuated  to 
give  a  click  when  a  sudden  variation  of  the  mean  current  through  the 
phone  is  produced,  the  result  is  a  slight  cUck  at  the  beginning  and  end 
of  each  signal.    Evidently,  the  message  received  would  be  uninteUigible. 

If  we  consider  signal  transmission  by  the  "  compensated  "  method, 
the  results  are  similar  and  may  be  even  worse,  depending  on  the  sharp- 
ness of  tuning  at  the  receiving  station.  Conditions  would  be  as  shown 
in  Fig.  52. 
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It  is  evident  that  if  the  signal  and  compensation  waves  are  practically 
equal  in  amplitude  (as  they  may  be  under  broad  tuning  conditions),  no 
clicks  at  all  will  be  heard  in  the  phones* 
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FiQ.  51. — ^Action  of  cr3rstal  detector  receiver  on  continuous-wave  signal  betng 

the  "cut-in"  scheme. 
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Fio.  52. — Action  of  crystal  detector  for  compensated  continuous-wave  signaL 
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Fig.  53. — ^Action  of  crystal  detector  on  a  modulated  continuous-wave  signaL 

If  the  set  is  sending  on  the  ''  modulated  "  method,  the  signal  is  received 
exactly  as  in  the  case  of  a  spark  signal.  The  action  is  indicated  in  Fig. 
53.  This  shows  the  mean  current  through  the  phones  to  vary  at  audio 
frequency  (chopper  or  buzzer  frequency)  when  the  key  is  held  dosed, 
and  the  signal  is  thus  made  audible  to  the  observer. 
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Action  of  Continuous-wave  Receivers. — The  above  curves  and  dis- 
cussion indicate  that  in  order  to  receive  continuous-wave  signals,  some 
device  must  be  used,  which,  when  interacting  with  the  incoming  signal, 
will  give  an  audio  frequency  component.  This  component,  in  turn,  after 
rectification,  causes  pulses  of  audio  frequency  to  occur  in  the  phones,  the 
corresponding  note  being  heard  »«.^ 
by  the  observer  as  long  as  the  — I 
incoming  signal  energy  continues. 
With  the  compensated  method  of 
sending  the  space  and  signal  note 
may  also  be  differentiated  by  their 
difference  in  pitch,  as  described 
later. 

Continuous  Wave  Receivers. 
Tikker. — The  connections  for  this 

device  are  mdicated  in  Fig.  54.  j^^   64.-Method  of  receiving  continuous- 
C2  is  an  ordinary  variable  tumng       ^yg  signal  uaing  a  tikker  as  detector, 
condenser  while  C  is  fixed  and 

comparatively  large  in  value  (about  1  fif.).  The  tikker  T  consists  of 
a  revolving  brass  disk  upon  which  a  fine  steel  wire  is  placed  in  light 
contact.  Due  to  slight  irregularities  in  the  surface  of  the  disk  the 
contact  closes  and  opens  intermittently  at  an  audio  frequency  determined 
by  the  condition  and  characteristics  of  the  tikker.  While  the  contact  is  off, 
the  antenna  is  supplying  energy  to  the  closed  circuit.  La— C2,  and  a  com- 
paratively large  amphtude  of  current  builds  up  in  this  circuit.  The  action 
is  similar  to  the  action  of  the  resonance  transformer  of  a  spark  transmitter 
(see  p.  307).  When  the  tikker  makes  contact,  the  energy  acciunulated 
in  condenser  C2  discharges  over  into  C,  which,  due  to  its  large  capacity, 
takes  a  long  time  to  charge,  and  the  contact  has  already  opened  before 
it  can  discharge  back  into  C2— L2.  Therefore  it  discharges  through  the 
phones,  producing  a  cUck.  A  click  will  be  produced  in  the  phones  for  each 
opening  of  the  tikker  and  the  note  heard  will  thus  depend  on  the  tikker 
constants,  and  is  therefore  controllable  by  the  speed  of  the  tikker  disk. 
It  should  be  noted  that  no  separate  rectifier  is  needed.  The  tone  obtained 
is  not  musical,  since  contact  may  occur  with  Ci  charged  to  varying  poten- 
tial differences  due  to  irregular  and  varying  contact. 

Chopper, — Instead  of  breaking  up  the  energy  at  the  transmitting  end 
as  in  the  "modulated"  method,  the  interrupter  element  may  be  connected 
at  the  receiver,  as  shown  in  Fig.  56. 

This  differs  from  the  tikker  in  that  a  detector  element  is  required 
while  the  large  condenser  across  the  phones  is  omitted.  Normally,  the 
chopper  consists  of  a  rotating  toothed  wheel  making  contact  with  a  brush 
element,  or  a  buzzer  may  be  used.     The  action  is  simply  to  "chop  up" 
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the  stream  of  received  energy  into  audio  frequency  groups  of  oecilliUinrs 

which  are  then  rectified  to  prodaoe 
zd         I  an  audible  note  in  the  phone. 

c»>onpet^  The  Goldschmidi  Tone   Whed  m 

essentially   an  interrupter   dement, 

but   due   to   its   comparative  faigb 

speed  of  rotation  (near  synchronism, 

no  detector  element  is  required,    h 

consists  of  a  toothed  wheel,  makiDg 

contact  with  a  brush,  and  deagned 

to  run  at   S3rnchronous   speed  at  % 

Fio.  55.-^cheme  using  chopper  and  reasonable  r.p.m.      If  we  aasumea 

rectifier   to   receive    continuous-wave  wheel  with  800  teeth  and  slots  (of 

signals.  equal  width),  the  S3mchronous  speed 

for  a  frequency  of  50,000,  would  be 
3750  r.p.m.,  which  is  within  safe  limits.  If  we  consider  a  signal  of  50,000 
cycles /sec.  frequency  (6000  meters)  being  received,  and  the  wheel  travel- 
ing at  synchronous  speed,  the  result  may  be  as  shown  in  Fig.  56,  fi  or  C\ 
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Fig.  56. — ^Use  of  tone  wheel  for  receiving  continuous-wave  signals;  at  syntbioacn 

speed  it  will  give  no  signal. 

depending  on  the  phase  of  the  interruptions  referred  to  the  hi^i^requeDcy 
ciurent. 

The  form  of  the  phone  ciurent  will  be  different  for  different  pointB 
of  interruption,  but  in  any  case,  constant  amplitudes  will  be  obtained 
if  the  wheel  is  run  at  synchronous  speed  and  no  signal  will  be  obtained 
If  the  wheel  is  run  above  or  below  synchronous  speed,  then  the  sucoessve 
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cycles  are  not  interrupted  at  the  same  point,  but  the  point  of  interruption 
wiU  shift  as  shown  in  Fig.  57. 

The  telephone  will  thus  be  periodically  impulsed  by  the  audio  frequency 
component  of  the  resultant  current  flowing  through  the  phones  as  indi- 
cated by  the  dotted  curves  in  Fig.  57.  The  frequency  of  this  current 
is  the  difference  between  the  frequency  of  the  wheel  and  the  incoming 
signal.    Thus,  for  the  machine  considered  above,  and  an  incoming  fre- 
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Fig.  57. — ^The  tone  wheel  run  either  higher  or  lower  than  synchronous  speed  will  act  to 
give  a  musical  note  signal,  the  pitch  being  fixed  by  the  difference  between  the 
actual  speed  of  the  tone  wheel  and  synchronous  speed. 

quency  of  50,000,  the  speed  would  be  as  shown  below  for  a  desired  audio 
frequency  of  1000  cycles  per  second. 

/=/i  -h  =  1000 =50,000-49,000  running  below  synchronism 

/=/2—/i  =1000  «  51,000— 50,000  running  above  synchronism 

where  /i  -frequency  of  incoming  energy; 

/2  =  frequency  of  interruptions  caused  by  the  tone  wheel 


also 
thus 


/2=^^^^'XNo.  of  teeth  =49,000,  or  51,000  =r.p.m.X 800 


synchronous  speed  =3750  r.p.m. 
and 

tone  wheel  speed  for/2  =49,000  =3680 r.p.m.  =70r.p.m.below83mchronism 

tone  wheel  speed  for/2  =51,000=  3820 r.p.m.  =  70 r.p.m.above synchronism 
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The  note  may  thus  be  easily  adjusted  to  give  maximuin  audibility  by  alter- 
ing the  speed  of  the  tone  wheel. 

This  device  operates  in  some  respects  similarly  to  the  heterodj-De 
receivers  discussed  below,  although  no  local  frequency  is  generated.  The 
pitch  of  the  note  received  does,  however,  depend  on  the  speed  of  the  tODe 
wheel,  which  permits  its  adjustment  to  give  a  musical  note  which  cmn 
easily  be  heard  through  static  and  minimizes  interference  to  some  extern. 
This  is  evident  when  it  is  considered  that  the  interfering  station  must 
radiate  practically  the  same  wave-length  as  the  station  whose  messaf^ 
it  is  desired  to  receive  if  much  interference  is  to  occur.  A  very  slight 
difference  in  the  wave-length  causes  a  relatively  large  difference  in  pitcfa 
of  the  resultant  note,  and  the  interference  is  thus  easily  identified  and 
may  be  eliminated  by  properly  altering  the  speed  of  the  tone  wheel. 

This  receiver  was  specially  developed  for  use  in  connection  with  the 
Goldschmidt  system  of  undamped  wave-transmission,  and  was  used  to 
some  extent  in  the  stations  utilizing  this  system,  notably  those  at  Hanover, 
Germany,  and  Tuckerton,  N.  J.,  U.  S.  A. 

Rotating  Plate  Condenser, — Another  scheme  for  the  reception  of 
undamped  wave  signals  is  shown  in  Fig.  58. 

The  movable  plates  of  condenser  C2  are  rapidly  rotated,  by  a  small 

motor  or  similar  means  so  as 

to  cause  the  circuit  L2— Cj  to 
be  in  tune  for  a  small  inter\7d 
of  time  during  each  revolution. 
While  in  tune  the  current  id 
the  detector-phone  circuit  wiD 
be  much  greater  than  at  other 
times  and  a  series  of  impulses, 
one  for  each  revolution,  is  thus 
exerted  on  the  telephone  dia- 
phragm. Th^  action  is  some- 
Fig.  58.-By  routing  the  pUt«.  of  the  tuning  ^^^   ^y^   ^    ^^^^^    ^   ^ 

condenser,  the  use  of  a  crystal  detector  makes  i_   j.    j-i*        •      ^u 

a  continuous-wave  signal  audible,  the  pitch  of  chopper,  but  differs  m  that  no 

the  note  being  fixed  by  the  rotational  speed  circuits  are  interrupted. 

of  the  condenser.  Heterodyne     Receirer    or 

"  Beat "  Receiver.— The  reeeiY- 
ers  described  above  have  all  been  appUed  to  the  reception  of  undamped 
wave  signals  in  the  past,  but  at  the  present  time  have  been  superseded 
by  receivers  involving  the  generation  of  local  high-frequency  currenta 
l^  means  of  oscillating  vacuiun  tubes.  The  advantage  of  this  type  of 
receiver  over  the  earlier  schemes  are: 

1.  Ease  of  operation. 

2.  Simplicity. 
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3.  Greater  selectivity  and  sensitiveness. 

4.  Lower  cost. 

5.  Small  space  requirements  and  portability. 

Its  operation  is  based  on  the  idea  of  combining  two  currents  of  different 
frequencies  to  produce  a  resultant  current  the  amplitude  of  which  varies 
p>eriodically  (first  used  by  R.  A.  Fessenden),  the  frequency  of  thid  ampli- 
tude variation  being  the  difference  between  the  two  component  frequen- 
cies.^ This  method  is  known  as  the  heterodyne  or  "  beat "  method,  of 
which  two  schemes  may  be  used,  known  as  the  separate  heterodyne  and 
self  heterodyne  (autodyne),  depending  on  whether  the  detecting  device 
is  distinct  from  the  local  high-frequency  generator,  or  whether  the  two 
functions  are  performed  by  the  same  piece  of  equipment,  i.e.,  a  vacuum 
tube.    The  former  is  sometimes  simply  called  the  "  heterodyne  "  method, 


Fig.  50. — ^The  oscillating  tube  as  receiver;  it  uses  the  beat  note  ictea  and  is  used  to-day 

universally. 

while  the  latter  may  be  called  the  "  self-heterodyne  "  or  "  autodyne '' 
method  of  reception. 

Self-heterodyne  Receiver  or  Autodjrne. — The  self-heterodyne  receiver, 
utilizing  an  oscillating  vacumn  tube  as  a  generator  and  detector,  is 
undoubtedly  the  most  important  of  recent  developments  in  the  field  of 
radio,  and  will  be  described  somewhat  in  detail.  A  possible  connection 
for  the  receiving  set  is  indicated  in  Fig.  59. 

U  the  various  oscillation  requirements  of  the  tube  have  been  satisfied, 
the  tube  will  oscillate  at  a  frequency  determined  by  the  constants  of  the 
local  circuit,  L2,  Li,  C,  and  a  current  of  this  frequency  will  flow  in  the  local 
fcircuit.2    This  is  known  as  the  local  high-frequency  current,  and  is  indi- 

^  See  Chapter  VI,  p.  483,  for  mathematical  analysis. 

*  For  analysis  of  conditions  required  for  oscillation  see  Chapter  VI,  p.  510. 
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cated  by  curve  a,  Fig.  60.  Assume  its  frequency  to  be  1,000,000  cydes; 
Now  consider  that  the  transmitter  is  operated  on  the  "  cut-in  "  method 
and  is  radiating  at  a  frequency  of  999,000  cycles/sec.  A  porti<Hi  of  Xtk 
energy  strikes  the  receiving  antenna,  which  is  timed  to  it,  and  a  maxi- 
m\un  current  is  caused  to  flow  in  the  antenna.  This,  in  tiu-n,  induces 
an  cmj.  in  the  coil  L2  and  causes  a  current  whose  frequency  is  999,000 
to  flow  in  the  local  oscillating  circuit.  This  current  is  called  the  incoming 
high-frequency  current  and  is  shown  in  curve  b.  (It  should  be  noted 
that  the  antenna  and  local  oscillating  circuits  are  slightly  detuned.) 

The  two  high-frequency  currents,  flowing  in  the  same  circuit,  com- 
bine to  give  the  resultant  ciurent  indicated  in  curve  c,  which  shows  the 
periodic  variation  in  amplitude  produced.  These  periodic  variatioDs  in 
ampUtude  are  called  ''  beats/'  and  the  beat  frequency  is  always  the  cfif- 
ference  between  the  component  frequencies.  (A  "  beat  cycle  "  consistB 
of  one  complete  rise  and  fall  in  amplitude).  For  the  values  assumed  tixnt 
the  beat  frequency  would  thus  be  1,000,000-999,000  =  1000  cycles /sec 
It  is  to  be  particularly  noted  that  the  frequency  of  alternation  of  tim 
resultant  current  ^  is  the  mean  of  the  two  component  frequencies,  namely, 
999,500  for  the  values  assumed.  The  resultant  current  is  therefore  a 
radio  frequency  current. 

The  drop  across  condenser  C  will  have  the  same  form  as  tt^  cuncst 

curve  iEe-^-f^J  and  is  identical  with  the  variation  in  grid  voltage  Eg. 

The  effect  of  this  variation  in  grid  voltage  upon  the  plate  current 
depends  on  the  point  of  the  characteristic  curve  at  which  the  tube  is  being 
operated.  If  it  is  assumed  that  operation  is  on  the  lower  bend,  the  plate 
current  will  vary  as  shown  on  curve  d.  This  variation  may  be  resolved 
into  two  components  as  shown  in  curves  e  and  /,  e  flowing  throu^  the 
bridging  condenser,  while  /  flows  through  the  phones.  The  latter  com- 
ponent varies  at  beat  frequency,  and  if  this  frequency  is  hi|^  enou^  a 
musical  note  is  produced  in  the  phones,  which  is  maintained  as  long  as 
the  key  is  held  closed  at  the  transmitter.  Opening  the  key  leaves  only 
the  local  high-frequency  current  flowing  and  no  variation  of  plate  current 
at  beat  frequency  is  produced,  hence  no  note  is  heard  in  the  phones. 
If  the  tube  stops  oscillating  and  the  incoming  signal  is  maintained,  the 
same  result  is  obtained. 

If  it  is  assumed  that  the  tube  is  oscillating  S3rmmetrically  with  respect  to 
the  upper  and  lower  bends  of  its  characteristic  curve,  the  mean  plate  cur- 
rent remains  imchanged  (giving  no  current  of  audible  frequency)  although 
a  beat  frequency  variation  in  amplitude  is  produced.    This  means  that 

1  On  the  basis  of  measuring  frequency  by  the  time  between  sucoeflshre  lero  vahie0L 
At  the  points  of  TninimiiTn  amplitude  the  phase  reverses  as  explained  in  Chiqiter  IV, 
p.  241. 
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the  tube  must  be  operated  on  a  rectifying  part  of  the  curve  if  a  signal  is  to 
be  heard.  Of  course  if  a  condenser  is  used  in  series  with  the  grid,  a  signal 
'will  be  heard,  no  matter  what  part  of  the  curve  the  tube  is  operating  on, 
as  pointed  out  in  Chapter  VI,  p.  451. 
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Fia.  60. — Action  of  the  tube  u  a  beat  reoetver. 

The  above  discussion  indicates  that  the  receiving  tube  must  perforin 
simultaneously  the  functions  of  oscillation  and  rectification.  Failure 
of  either  would  result  in  no  signals  being  received.  These  functions, 
which  are  performed  I^  the  one  piece  of  apparatus  in  the  self-heterodyne 
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receiver  described  above,  may  evidently  be  performed  by  two  different 
tubes  or  a  tube  and  high-frequency  alternator.  Connections  for  a  "  sepa- 
rate heterodyne  "  receiver  utilizing  two  vacumn  tubes  is  indicated  in 
Fig.  61.1 

Control  of  the  Beat  Frequency  or  Pitch  of  the  Signal  Note* — It  is 
evident  that  the  local  high  frequency  may  readily  be  controlled  by  the 
variable  condenser  C.    If  the  incoming  high  frequency  is  1,000,000,  and 

condenser  C  is  of  too 
large  a  value,  the  local  fre- 
quency may  below,  for  in- 
stance 900,000  cycles /sec 
The  beat  frequency  is  tlms 
100,000  cycles /sec.  wfaicfa 
is  above  the  audiUe  limit. 
As  the  value  of  C  is  de- 
creased, the  local  frequen- 
cy increases,  the  beat  fre- 
quency decreases,  and  as 
the  audible  values  are 
reached,  the  pitch  of  the 
note  heard  in  the  phooes 
(i.e.,  the  beat  note)  wiD 
change  from  a  very  high 
pitch  to  lower  and  lower 
values,  until,  when  the 
two  frequencies   ccHncide, 

Fio.  61. — ^Instead  of  using  the  detector  tube  to  produce  the  beat  frequency  is  lero 
the  local  oscillations  for  beat  reception,  a  separate  and  no  sound  is  heard  in 
oscillating  tube  may  be  coupled  to  the  antenna.        ^^  phones.     (In  this  case 

we  have  theadditionof  two 
currents  of  the  same  frequency,  producing  a  resultant  current  of  constant 
ampUtude.  The  mean  plate  current  thus  has  no  periodic  variation  in 
ampUtude;  i.e.,  the  beat  effect  is  absent.)  As  the  capacity  continueB 
to  be  decreased,  the  local  frequency  increases,  and  the  difference  between 
the  local  and  incoming  frequencies  again  increases;  i.e.,  the  pitch  of  the 
beat  note  in  the  phones  again  rises  until  it  disappears  at  the  limit  of  audi- 
bihty.    The  above  phenomenon  is  illustrated  by  Fig.  62.     (Ciu-ve  A.) 

In  connection  with  the  forgoing  discussion  it  may  be  noted  that  in 
the  practical  installation  or  assembly  of  a  heterodyne  receiving  set,  the 
handle  of  the  variable  condenser  C  should  be  on  the  groimd  side,  thus 
grounding  the  moving  plates.    If  the  apparatus  is  assembled  in  a  contain- 

^  For  more  detailed  study  of  the  action  of  this  type  of  receiving  drcuit  see  Chi^itcr 
VI,  p.  516. 
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in^  case,  a  metal  plate  should  be  placed  in  front  of  the  condenser  and 
electrically  connected  to  the  moving  plates.  See  Fig.  59 A.  This  pre- 
caution prevents  any  change  in  frequency  due  to  the  proximity  of  the 
observer's  hand  or  body  near  the  condenser  and  is  extremely  important 
on  short  wave-length  receivers.^ 

E£Fect  of  Upper  Harmonics. — Since  the  vacuum  tube  does  not  generate 
a  piu^  sine  ciurent  of  fundamental  frequency,  but  also  produces  upper 
harmonics,  a  imique  phenomenon  is  observed  when  the  heterodyne  receiver 
is  close  to  an  oscillating  tube  transmitter,  as  may  be  the  case  in  the  labo- 
ratory. 


RlEtnnoDic 


Harmonic 


-A  diagram  for  analyzing  the  peculiar  noises  heard  when  an  oscillating  tube 
receiver  is  close  to  a  continuous-wave  transmitter. 


Referring  to  Fig.  62  the  combination  of  the  fundamentals  will  pro- 
duce the  pitch  curve  designed  as  Ay  this  note  being  assumed  as  becoming 
audible  ^  when  the  condenser  is  set  to  the  100®  graduation  on  the  condenser 
scale.  As  the  condenser  value  is  decreased  from  100**,  a  value  is  reached 
(at  80**)  when  the  combination  of  the  second  harmonics  produce  a  just 
audible  beat  note,  this  note  as  well  as  the  fundamental  beat  note  being 
heard  simultaneously  as  the  condenser  value  is  further  decreased.  At 
certain  smaller  values  (73.3**  and  70°  on  the  scale)  of  condenser  capacity, 
the  interaction  of  still  higher  harmonics  (third  and  fourth)  produces  addi- 
tional beat  notes.    Thus,  in  the  figure,  four  beat  notes  will  be  heard  simul- 

'  Of  course  a  much  better  scheme  is  to  moimt  all  the  parts  of  the  receiving  circuit 
inside  of  a  thick  copper  box,  groimded. 

*  The  upper  limit  of  audibility  here  assumed,  is  much  higher  than  that  of  the  ordinary 
person;  generally  an  adult  cannot  hear  a  note  higher  than  14,000-15,000  complete 
vibrations  per  second. 
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taneonsly  in  the  phones  at  condenser  adjustments  between  70^  and 
60^.  At  60^  the  fundamental  beat  note  and  the  upper  harmonic  beat 
notes  all  pass  through  zero  frequency  simultaneously,  and  as  the  condenaer 
value  is  further  decreased,  the  beat  notes  increase  in  pitch  and  succeasiveij 
become  inaudible  again  as  shown.  These  effects  are  summarised  in  the 
following  tabulation: 


Harmonio. 

Tnnsmitter. 

ReoeiTer. 

Best  Note. 

C-65* 

Fundamental 
2d  Harmonic 
3d  Harmonic 
4th  Harmonic 

1,000,000 
2,000,000 
3,000,000 
4,000,000 

997,500 
1,995,000 
2,992,500 
3,990,000 

2500 
5000 

7500 
lOOOO 

C-60* 

Fundamental 
2d  Harmonic 
3d  Harmonic 
4th  Harmonic 

1,000,000 

2,000,000 

3,000,000 

.  4,000,000 

1,000,000 
2,000,000 
3,000,000 
4,000,000 

* 

C-65* 

Fundamental 
2d  Harmonic 
3d  Harmonic 
4th  Harmonic 

1,000,000 
2,000,000 
3,000,000 
4,000,000 

1,002,500 
2,005,000 
3,007,500 
4,010,000 

2500 

5000 

7500 

10000 

In  actual  reception  the  upper  harmonics  generated  by  the  receiver 
are  always  considerably  weaker  than  the  fundamental,  and  when  adjust- 
ments are  made  so  that  the  beat  frequency  heard  is  one  resulting  from 
the  combination  of  an  upper  harmonic  of  the  local  oscillation  and  the 
incoming  signal,  the  signal  strength  and  clearness  are  very  greatly  reduced 
Thus,  in  adjusting  to  receive  a  1,000,000-cycle  wave,  the  operator  may 
adjust  his  receiving  circuit  to  a  fundamental  frequency  of  500,500,  tuning 
to  the  second  harmonic  (frequency « 1,001,000)  for  a  1000-cyde  beat 
note,  or  he  may  adjust  his  set  to  a  fundamental  frequency  of  300,333, 
timing  to  the  third  harmonic.  Similarly  he  may  tune  to  the  fourth  or 
higher  harmonics,  if  present,  reception  becoming  increasin^y  inefficient 
and  difficult,  due  to  the  smaller  and  smaller  amplitudes  of  these  hi^ier 
harmonic  components.  This  may  be  seen  from  inspection  of  the  curves 
of  Fig.  60;  if  the  local  high-frequency  amphtude  is  small,  little  chan^ 
in  amplitude  occiu^  in  the  resultant  current,  which  in  turn  determines 
the  strength  of  signal. 

Upper  harmonics  may  also  be  produced  by  the  transmitting  set  as 
already  noted.  In  this  case  the  receiving  set  may  have  its  fundamental 
frequency  adjusted  to  these  upper  harmonics,  and  again  weakness  of 
signal  and  inefficiency  result.  This  possibiUty,  however,  is  relatively 
small,  since: 
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1st.  The  upper  harmonics  radiated  by  the  tranfitnitter  are  weak 
and  ineffective  unless  the  transmitter  is  close  to  the  receiver 
as  assumed  in  the  detailed  description  above. 

2d.  The  receiving  antenna  is  not  tuned  to  these  upper  harmonica, 
still  further  decreasing  their  effect  on  the  receiving  circuit. 


Fia.  S3. — Front  view  of  a  nnall  continuous- wave  transmitter;    the  bigh-frequent^ 
power  is  generated  by  four  Gve-watt  tubes. 

For  illustration,  assume  the  iundamentai  transmitter  frequency  as 
1,000,000,  with  a  second  and  third  harmonic  also  being  radiated.  The 
receiver  in  this  case  may  be  adjusted  to  a  fundamental  frequency  of 
2,000,000  or  3,000,000,  but  the  beat  note  in  either  case  will  be  very  much 
weaker  than  if  the  fundamental  incoming  frequency  bad  been  utilised. 


i 
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The  operator,  when  in  doubt,  should  vary  his  local  frequency  over  wide 
limits,  and  select  that  adjustment  giving  maximum  audibility. 

Po6sibiUt7  of  Receiving  Undamped-waTe  Signals  mth  an  OrdiuT 
CiTstal. — An  ordinary  damped-wave  receiver,  using  a  crystal  or  aimple 


Fro.  64, — Back  view  of  the  set  shown  in  Fig.  63;  toroidal  tnuianutting  coib  were  wd 
to  eliminate  local  interference.    The  magnetically  operated  key  ia  seen  in  the  opto"' 


vacuum-tube  circuit,  may,  under  certain  conditions,  receive  an  undamped- 
wave  signal.  The  possibility  arises  when  two  undamped-wave  tiBBfr 
mitters  are  operating  simultaneously  at  practically  the  same  wave-lengtli. 
Thus,  if  station  A  sends  at  6000  meters  (50,000  cycles),  while  B  9eiKl> 
at  6060  meters  (49,500  cycles),  currents  of  these  frequencies  will  aimul- 
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taneousiy  flow  in  the  receiving  antenna,  giving  a  resultant  current  having  a 
frequency  oi  500  cycles,  which  wilt  cauae  a  note  of  similar  frequency  to  beat 
be  heard  in  the  phones.  It  is  evident  that  for  the  signds  of  either  station 
to  be  correcUy  received  the  second  transmittii^  station  must  be  radiating 
continuously,  acting  simply  as  a  high-frequency  generator.  Thus,  if  B 
is  sending  while  A  is  tuning  his  eet,  with  key  down,  operators  with  crystal 


PiQ.  65. — ContiDUou»-wave  transmitter  using  tour  Type  P  pliotroiia;    ammeteia  are 
supplied  for  plates  and  grids,  and  voltmeter  for  filament  control. 

detector  sets  adjusted  for  receiving  a  frequency  close  to  that  used  by  A 
and  B  will  be  able  to  read  A'a  signal. 

Use  of  Grid  Condenser. — It  will  be  recalled  that  the  tube  (in  the  setf- 
heterodyne  circuit)  must  perform  the  functions  of  oscillation  and  detection. 
In  Chapter  VI  it  was  shown  that  the  best  point  for  oscillating  is  on  the 
straight  part  of  the  characteristic  curve,  while  the  best  point  for  detection 
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is  on  the  bend.  It  has  also  been  noted  that  the  use  of  a  grid  c 
improves  the  detecting  action  and  does  not  require  that  the  tube  be  oper- 
ated on  the  bend  of  the  curve.  In  fact,  the  detection  is  best  when  tk 
tube  is  operated  on  the  straj^ht  portion.  For  these  reasons  the  grid 
condenser  is  also  used  in  connection  with  the  heterodyne  r 


Fia.  66.— Back  view  of  the  aet  shown  in  Pig.  65;  with  1500  votta  supplied  toihtfU* 
circuit  this  set  generates  1  kw.  of  high-frequency  power. 

The  one  disadvantage  of  using  a  grid  condenser  is  the  possibility  of 
the  tube  "  squealing  "  or  "  clicking  "  and  thus  obscuring  or  preveDting 
entirely  the  reception  of  signals.  This  action  has  been  described  id  > 
previous  chapter  ^  and  means  employed  for  ite  prevention  were  con- 
sidered.    These  means  are  not  uniformly  successful  in  getting  rid  of  tlK 

'  For  analyetB  see  Ch&pter  VI,  p,  486. 
>  See  Chapter  VI,  p.  533- 
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trouble,  however,  and  it  is  doubtful  if  the  use  of  a  grid  condenser  would 
always  be  desirable. 

Arrangement  of  Apparatus  in  Tube  Transmitting  Sets. — The  exact 
arrangement  of  apparatus  on  a  vacuum-tube  transmitting  set  depends  of 
course  in  general  upon  the  use  to  which  the  set  is  to  be  put.  In  so  far 
as  possible  all  the  apparatus  should  be  assembled  on  one  board,  with  suit- 
able instruments,  rheostats,  etc.  Figs.  63  and  64  show  front  and  rear 
views  of  a  set  having  an  output  of  about  15  watts;  it  is  intended  for 
laboratory  use,  so  that  extreme  compactness  was  not  necessary.  To 
eliminate  as  far  as  possible  disturbances  to  and  from  other  circuits  the 
coils  of  the  set  are  made  toroidal.  An  electrically  operated  key  is  shown 
in  the  rear  view,  this  serving  to  connect  the  receiving  amplifier  and  tele- 
phones whenever  the  sending  key  (which  operates  the  relay)  is  not 
depressed.  For  convenience  the  filaments  of  the  tubes  are  arranged  for 
power  from  the  110-volt  c.c.  laboratory  supply.  As  the  antenna  load 
coil  is  not  adjustable  (being  toroidal)  the  frequency  of  the  output  is 
regulated  by  an  adjustable  condenser,  in  parallel  with  the  antenna.  A 
Meissner  circuit  was  used  in  this  set,  the  plate  and  grid  coupling  being 
adjustable  so  that  maximum  output  might  be  obtained,  no  matter  what 
the  resistance  of  the  load  might  be. 

In  Figs.  65  and  66  are  shown  two  views  of  a  higher  power  set,  this 
using  four  Type  P  pUotrons  in  parallel,  and  having  an  output  of  one 
kilowatt  at  6000  meters. 


CHAPTER  VIII 
RADIO-TELEPHONY 

Field  of  Use. — ^The  radio-telephone  supplements  the  radio-telegrapi 
in  the  same  manner  that  the  wire  telephone  supplements  the  wire  tde 
graph.  The  advantages  of  the  radio-telephone  over  the  radio-telegrapl 
are  that,  while  the  latter  requires  an  experienced  operator  who  is  familk 
with  the  code,  the  former  does  not,  and,  therefore,  the  conversation  maj 
be  carried  on  directly  between  the  interested  parties.  In  other  wonfe. 
the  same  factors  operate  in  favor  of  the  radio-telephone  over  the  radio- 
telegraph as  operate  in  favor  of  the  wire-telephone  over  the  wire-tde- 
graph. 

A  comparison  between  the  radio-telephone  and  the  wire-telephooe 
is  exactly  similar  to  that  between  the  radio-telegraph  and  the  wire-tele- 
graph.   The  radio-telephone's  accepted  field  of  use  is  from  ship  to  ship, 
ship  to  shore,  also  from  airship  to  airship  and  from  airship  to  grouiKL 
from  one  moving  train  to  another  and  from  train  to  station,  and,  again* 
in  places  over  land  and  over  water  where  it  would  be  either  impossible 
or  extremely  uneconomical  to  use  wires.    An  example  of  this  last  applica- 
tion would  be  the  speech  transmission  by  radio-phone  over  the  ocean. 
in  which  case  the  length  of  the  cable  and  the  impossibiHty  of  using  Pupin 
coils  and  repeating  amplifiers  make  wire  telephony  entirely  out  of  the 
question;   the  same  is  true  over  a  desert  or  other  imdeveloped  regioo 
where  it  would  be  far  more  economical  to  use  the  radio-telephone  than 
the  wire  telephone.    The  above  does  not,  however,  mean  that  these  twO| 
systems  of  telephony  are  antagonistic;    on  the  contrary,  it  is  expected 
that  in  the  future  a  subscriber  to  a  wire-telephone  system  will  be  ahta 
to  communicate  with  passengers  on  board  ships  equipped  with  radio* 
phone,  the  transmission  of  speech  being  accomplished  by  wire  overiani 
to  a  central  radio  station  and  therefrom  by  radio  to  the  ship;  it  is  expected 
that  the  same  will  apply  to  airships.    Thus,  the  two  divisions  of  tb« 
telephone  art  will  work  hand  in  hand  rather  than  in  any  way  conflict 
with  each  other. 

Outline  of  Principle  of  Operation. — The  two  elements  necessary  for 
radio-telephony  are,  of  coiurse,  the  transmitter  and  the  receiver.  Wa 
will  consider  the  transmitter  and  the  receiver  separately  and  in  their 
simplest  forms. 
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The  Transmitter. — Consider  Fig.  1,  in  which  the  high-frequency  alter- 
nator, such  as  an  Alexanderson,  or  Fessenden,  alternator,  is  connected 
in  series  with  the  loading  inductance  L,  the  antenna,  and  the  microphone 
transmitter  ^.    The  microphone  transmitter  may  be  one  of  the  ordinary 
carbon  granule  type,  the  construction  of  which  is  fully  explained  on 
p.  655;   without  going  into  details,  it  will  suffice  to  state  here  that  such 
a  microphone  consists  simply  of  an  elastic  diaphragm  bearing  against 
a  mass  of  carbon  granules  enclosed  in  a  suitable  chamber;   the  carbon 
granules  form  part  of  an  electrical  circuit  (in  the 
case  of  Fig.  1  the  circuit  of   the    alternator). 
When  the  microphone  is  not  being  spoken  into 
the  diaphragm  remains  stationary  and  exerts  a 
constant  pressure  upon  the  carbon  granules,  the 
resistance  of  which  remains,  therefore,  constant. 
On  the  other  hand,  when  the  diaphragm  is  set 
vibrating,  as  is  done  by  speaking  into  the  mi- 
crophone or  through  a  noise  or  sound  reaching 
it,  the  pressiure  exerted  by  the  diaphragm  against 
the  carbon  granules  changes,  and  this  change  of 
pressiu^  causes  the  resistance   of  the    carbon 
granules  to  increase  or  decrease  in  accordance 
with  the  displacement  of  the  diaphragm  from 
its  position  of  rest. 

In  the  case  of  Fig.  1,  when  the  microphone 
is  not  being  spoken  into,  the  alternator  produces 
a  high-frequency  current  of  constant  amplitude,  =• 

i.e.,  an  undamped  current;  theampUtude  of  this  Fio.    1.  —  The    simplest 
current  is  adjusted  to  the  maximiun  by  adjusting     scheme  for  radlo-teleph- 
the  inductance  L  so  as  to  make  the  natural 
frequency  of  the  circuit  equal  to  the  frequency 
of  the  alternator.    The  current  flowing  through 
the  antenna  under  these  conditions  may  be  repre- 
sented by  Fig.  2,  which  simply  shows  an  alternating  cmrent  of  constant 
amplitude,  h. 

Now,  assume,  for  the  sake  of  simplicity,  that  a  vibrating  timing  fork 
is  placed  in  front  of  the  microphone.  The  harmonic  vibrations  of  the 
tuning  fork  will  cause  harmonic  vibrations  of  the  microphone  diaphragm, 
and  these  will  produce  variations  in  the  resistance  of  the  microphone. 
Since  no  other  part  of  the  circuit  of  Fig.  1  is  undergoing  any  change,  it 
is  plain  that  a  variation  of  the  microphone  resistance  will  produce  a  cor- 
responding variation  in  the  ampliivde  of  the  high-frequency  antenna 
current.  Thus,  when  the  diaphragm  is  displaced  inwardly  the  resistance 
of  the  microphone  and,  therefore,  of  the  entire  alternator  circuit,  decreases, 


ony  utilises  a  source 
of  high  frequency  A,  and 
a  microphone,  T  in  series 
with  the  antenna. 
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imd  the  amplitude  of  the  current  supplied  1:^  the  altem&tor  must  aeees- 
sarily  increase;  the  reverse  takes  place  when  the  diaphragm  is  diqilaco. 
outwardly. 


Fia.  2. — When  no  aound  impingeB  on  the  micTDphone  the  amplitude  of  the  hi^i-fi 
current  supplied  to  the  antenna  is  constant. 

The  antenna  current  under  these  conditions  would  be  as  shown  in 
Fig.  3,  where  the  curve  of  the  displacement  of  the  microphooe  diaphn^n 
is  also  given. 

It  will  be  noted  that  the  frequency  of  the  antenna  current  (as  detef- 
mined  by  time  between  successive  zero  values)  must  remain  the  same 


F^G.  3. — If  B  sound  wave  actuates  the  microphone,  its  inward  and  outward  di 

varying  the  resistance  in  the  antenna  circuit,  resulli  in  a  hi^y-ficqiuocy  liuicuI 
in  the  antenna  of  variabU  ampHtude,  called  a  modtitnud  hi^-frequeney  cumnt 

whether  the  microphone  diaphragm  is  operating  or  not,  since  it  is  solely 
determined  by  the  frequency  of  the  alternator;  but  the  ampUtude  of  this 
high-frequency  current  is  made  to  vary  in  accordance  with  the  tuning- 
fork  vibrations,  in  so  far  as  this  amphtude  changes  fnnn  the  maTinrnni 
of  AiF\,  corresponding  to  the  mftTiTniim  inward  diaphragm  dis|daoeineiit 
of  BiHi,  to  the  minimum  of  Cid,  corresponding  to  the  maximum  out- 
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ward  diaphragm  displacement  of  Z>iLi.  The  time  between  the  maxi- 
mum current  amplitudes  at  Ai  and  A2  or  between  the  minimum  ampli- 
tudes at  Ci  and  C2  is  the  same  as  that  between  the  maximum  positive 
diaphragm  displacements  at  Bi  and  B2  or  between  the  maximum  negative 
diaphragm  displacements  at  Di  and  D2.  Or,  in  other  words,  the  frequency, 
with  which  the  antenna  current  amplitude  changes  from  maximum  to 
minimnTTi  and  back  to  maximum,  is  the  same  as  the  frequ^icy  of  the  micro- 
phone diaphragm  and  of  the  tuning-fork  vibrations.  When  the  displace- 
ment of  the  microphone  diaphragm  is  zero,  as  after  the  point  Ky  the 
antenna  current  becomes  the  same  as  in  Fig.  2,  i.e.,  of  unvarying  amplitude. 

The  antenna  ciurent  represented  by  Fig.  3  is  said  to  be  "  modulated  J* 
The  high  frequency  is  known  in  this  case  as  the  ''  carrier  frequency/*  and 
the  frequency  of  the  __.__^ 
microphone      diaphragm,  i" 

which  is  impressed  upon 
the  antenna  current,  is 
known  as  the  ^'modulating 
frequency.** 

It  now  remains  to 
show  how  the  modulated 
antenna  current  .repre- 
sented by  Fig.  3,  when 
received  by  the  receiving 
antenna,  may  be  made  to 
so  affect  the  diaphragm  of 
a  telephone  receiver  as  to 
reproduce  the  note  emit- 
ted by  the  timing  fork. 

The  Receiver,  —  The 
receiver    is    exactly    the 

same  as    used    for  spark   ^^'  ^' — ^^^  receiving  a  radio-telephone  signal  an  ordi- 
.  ,  V  1   •  nary  receiving  set  using  crystal  detector  is  sufficient. 

telegraphy,  and  is  repro-  •      ''  *         *-»    ^ 

duced  below  (Fig.  4)  for 

the  sake  of  convenience.      A  crjrstal  detector  has  been  shown  as  the 

rectif3ring  element,  but  a  vacuum  tube,  or  any  other  rectifying  device, 

may  be  used  instead. 

The  manipulations  necessary  for  the  operation  of  this  receiver  are  the 
same  as  for  any  spark  receiver;  the  antenna  circuit  and  the  closed  circuit 
must  be  tuned  to  the  incoming  high  frequency,  and  the  coupling  between 
the  antenna  circuit  and  the  closed  circuit  should  ordinarily  be  made  loose. 

It  is  plain  that  the  e.m.f .  impressed  upon  the  receiving  antenna,  due 
to  the  electromagnetic  waves  emanating  from  the  transmitter,  will  be 
an  exact  reproduction  of  the  current  in  the  transmitting  antenna;  let  it 
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be  represented  by  the  cqrve  below,  Fig.  5,  wherein  the  part  between 
iS  and  K  corresponds  to  a  period  of  action  of  the  distant  microi^kaop 
diaphragm  and  the  rest  of  the  curve  corresponds  to  a  position  of  rest  al 
a  the  microphone  diaphragm.  Assume. 
^  ,  for  the  sake  of  simplicity,  that  the 
-9  '3  rectifier  used  in  the  receiving  circuit 
J  1  has  the  characteristic  represented  I7 
'i  u  ^^-  ^'1  ''^'>  ^  characteristic  such  that 
-g  a  a  negative  e.m.f.  impressed  upcm  the 
I  ^  circuit  of  the  rectifier  produces  no 
^  ;5  current  whatsoever  and  a  positive 
I  J  e.m.f.  produces  a  current  which  varies 
i-g  directly  with  the  e.m-f,' 
T  --  It  is  then  plain  that  the  ejn.f. 
%  .0  impressed  upon  the  receiving  antenna 
-a  I  and  transferred  to  the  rectifier  cinniit 
^  8  by  suitable  coupling  coils  will  pro- 
-|  I  duce  a  current  in  the  rectifier  circuit 
S  6  of  the  form  shown  in  Fig.  7.  The 
.a  ^  current  of  Fig.  7,  though  unidirectioD- 
I  ii  al,  ia  yet  one  which  changes  at  high 
%  g  frequency,  and  as  such  it  cannot  flow 
■  "-^  through  the  high-impedance  winding 
-S  I  of  the  telephone  receiver;  therefore, 
■g  g  the  current  in  the  receiver  will  he 
^  m  the  average  current  shown  by  tlw 
%  a  dotted  curve  entered  in  F^.  7. 
.9  I  It  will  be  noted  that  the  currrat 

.^  I  in  the  telephone  receiver  between  F 
%  »  and  H,  Fig.  7,  which  correspmidB 
w  _  to  a  period  of  activity  of  the  micro- 
g  -^  phone  at  the  distant  transmitting 
i  I  station,  is  one  which  changes  period- 
^  ^  ically,  between  a  maximum  and 
I  J  a  minimum,  at  the  "  modulating 
-a-ifa  Moitviv  "^  S    frequency  ";    on  the  other  hand  the 

^       current  between  H  and  M  correspiHid- 

■  Rectifiers  used  in  radio  work  (such  aa  crystal  detectors  and  tubes  with  or  without 
grid  condenser)  have  a  characteristic  each  that  the  current  varies  with  the  tpunt  of  tfaa 
e.m.f.;  the  action  of  these  rectifiere  in  connection  with  spark  telegraph  reception  iafuDy 
discussed  on  pp.  343-349.  The  assumption  of  a  rectifier  with  linear  charactertBtic,  la 
in  Fig.  6,  does  not  involve  any  change  in  the  fundamental  principle  of  radio-phooe 
reception,  and  is  here  made  purely  for  the  sake  of  presenting  this  matter  in  the  nimpfani 
possible  manner. 
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ing  to  a  period  during  which  the  microphone  transmitter  is  idle,  is  con- 
stant. The  result  is  that  during  this  latter  period  the  receiver  diaphragm 
will  suffer  a  constant  displacement  represented  by  Do  in  Fig.  8;  while 
during  ihe  period  of  activity  of  the  transmitting  microphone  the  dis- 
placement of  the  receiver  diaphragm  will  change  somewhat  as  shown 
by  Bi — Di — B2 — D2  on  Fig.  8,  or,  in  other  words,  the  receiver  diaphragm 
will  be  caused  to  vibrate  at  the  modulating  frequency,  i.e.,  the  frequency 
of  the  tuning  fork  at  the  transmitting  station.  Thus,  the  vibrations  of 
the  timing  fork  and  the  sound 
produced  thereby  will  be  dupli- 
cated by  the  vibrations  of  the 
receiver  diaphragm  at  the  re- 
ceiving station.  It  will,  of 
course,  be  understood  that  the 
ampUtude  of  the  vibrations  of 
the  receiver  diaphragm,  and 
hence  the  volume  of  sound 
emitted   thereby,   will    depend 

up>on  the  strength  of  the  elec  _ 

tromagnetic  field  on  reaching 
the  receiving  antenna  and  upon 
the  receiver  and  detector  sensi- 
tiveness, etc. 

It  now  remains  to  show  that 
such  a  radio-phone  S3rstem  as 

was  discussed  above  will  trans-  Fiq.  e.— To  make  the  discuasion  of  the  received 
mit  speech.  That  is,  it  is  neces-  signal  simple  a  rectifier  with  this  simple  recti- 
sary  to  show  that,  if  we  speak      fication  characteristic  is  assumed. 

into    the    transmitting    micro- 
phone and  thereby  cause  its  diaphragm  to  vibrate  in  accordance  with  the 
complex  air  vibrations  produced  by  speaking,  the  diaphragm  of  the  tele- 
phone  receiver  at  the  distant  receiving  station  will  vibrate  in  such  a 
manner  as  to  reproduce  speech. 

To  begin  with,  the  very  complex  vibrations  of  the  microphone  dia- 
phragm, due  to  speech,  may  be  resolved  into  an  infinite  number  of  har- 
monic components  of  different  frequencies,  different  amplitudes,  and 
bearing  certain  phase  relations  to  one  another.  Experimental  investi- 
gation has  shown,  however,  that,  while  the  number  of  these  components 
is  theoretically  infinite,  yet,  practically,  only  the  components  having 
frequencies  between  about  300  and  2000  cycles  per  second  need  be  con- 
sidered, since  the  amplitude  of  the  others  is  so  small  as  to  be  negligible. 

It  has  been  proved  ^  that,  as  long  as  the  amplitudes  of  the  harmonic 
>  See  Bureau  of  Standards  Scientific  Paper  N04 127,  by  Lloyd  and  Agnew. 
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components  of  the  microphone  diaphragm  vibrations  are  r^roduced  k 
the  vibrations  of  the  receiver  diaphragm  in  the  same  ratios  as  they  ban 
for  the  transmitter  diaphragm,  withovi  any  reference  whenever  to  pham 
relations,  then  the  speech  which  caused  the  vibrations  of  the  micropbaoe 
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diaphragm  will  be  faithfully  reproduced,  without  any  distortion,  by  the 
receiver  diaphragm.  In  other  words,  without  pa3ang  any  attentkni  to 
phase  relations,  it  is  sufficient  for  transmitting  speech  that  if ,  as  is  fgsaa- 
ally  the  case,  the  simple  components  of  the  vibrations  of  the  micrqjhoDe 
diaphragm  are  reproduced  by  the  receiver  diaphragm  with  changed  omfh" 
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tudes,  the  percentage  change  be  alike  for  the  amplUudes  of  all  the  comportent 
frequencies.  This  principle  id  of  very  great  practical  importance  not  only 
in  radio-telephony,  but  in  wire-telephony  as  well. 

We  have  already  shown  how  harmonic  vibrations  of  the  microphone 
diaphragm  having  a  sin^e  frequency,  such  as  those  caused  by  a  tuning 
fork,  may  be  reproduced  in  the  receiver  diaphragm.    It  is  plain  that  the 
amplitude  of  the  displacement  of  the  receiver  diaphragm  depends  upon  the 
intensity  of  the  electromagnetic  field  on  reaching  the  receiving  antenna 
and  upon  the  constants  of  the  receiving  circuit,  including  the  sensitiveness 
of  the  rectifier  and  of  the  telephone  receiver,  as  well  as  the  amount  of 
coupling  between  the  open  and  closed  circuits,  the  damping  thereof,  and 
also  whether  the  rectified  ciurent  is  ampUfied  by  a  suitable  amplifier  or 
not.     Of  course  the  intensity  of  the  electromagnetic  field  at  the  receiving 
antenna  is  a  function  of  the  distance  between  the  transmitting  and  receiving 
antennas,  the  wave-length  corresponding  to  the  carrier  frequency,  the 
height  of  the  two  antennas  and  the  absorption  of  energy  due  to  the  inter- 
vening medium,  which  is  in  tm*n  a  function  of  the  wave-length;  hence, 
no  matter  what  the  value  of  the  modulating  frequency  or  the  frequency 
of  the  transmitter  diaphragm,  the  per  cent  change  in  ampUtude  as  related 
to  the  displacement  of  the  receiver  diaphragm  must  be  the  same  for  all 
values  of  modulating  frequency,  because  the  percentage  of  radiated  energy 
which  reaches  the  receiving  antenna  is  dependent  upon  the  carrier  fre- 
quency and  n>oi  upon  the  modiilating  frequency.    Again,  as  regards  the 
effect  of  the  constants  of  the  receiving  circuit  upon  the  ampUtude  of  the 
receiver  diaphragm  displacement  the  receiving  circuit  may  be  so  chosen 
and  adjusted  that  it  will  affect  all  modulating  frequencies  within  the  speech 
range  to  the  same  extent. 

It  follows  from  the  above  that,  if  the  transmitting  diaphragm  be 
spoken  into,  the  displacement  of  the  diaphragm  corresponding  to  each 
of  the  possible  harmonic  components  of  its  vibrations  will  be  reproduced 
in  the  receiver  diaphragm  with  practically  the  same  percentage  change  in 
amplitude,  and  hence  speech  will  be  correctly  reproduced. 

The  carrier  frequency  should  be  much  higher  than  the  highest  important 
speech  frequency,  which  is  in  the  neighborhood  of  5000  cycles  per  second; 
therefore,  the  carrier  frequency  should  be  at  least  above,  say,  15,000 
cycles  per  sec.  and,  as  a  matter  of  fact,  in  actual  practice  it  is  seldom  lower 
than  100,000  cycles  per  sec.,  and  a  frequency  as  high  as  6,000,000  cycles 
per  sec.  has  been  used. 

It  mi^t  be  thought  that  this  carrier  frequency  may  be  dispensed 
with  and  the  vibrations  of  the  telephone  diaphragm  may  be  caused  to 
produce  antenna  ciurents  of  audio  frequency,  by  means  of  a  circuit  arrange- 
ment somewhat  as  shown  in  Fig.  9,  where  the  microphone  M  would,  on 
being  spoken  into,  produce  audio  frequency  currents  in  the  antenna, 
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through  the  means  of  the  transformer  T.    This  system  would  fail, 
it  would  require  a  prohibitively  large  antenna  in  order  that  the 
^____^  frequency  currents  mi^t 


cause    by 


sufficient  energy  to  be 
for  successful  transmiaaion  over  a 
reasonable  distance;  benoethe  ose 
of  the  "high-frequency  carrier  J*  ^ 

It  is  hardly  necessary  to 
phasize  the  fact  that  the 
tor  of  the  high-frequency 
must  be  such  as  to 
itself  no  change  in  the  amplitude 
of  the  high-frequency 
otherwise  this  would  be 
in  the  receiver,  together  with  the 
speech,  and  would  interfere  with 
the  latter.  In  other  words,  the 
high-frequency  generator     must 

FiQ.  9. — Such  a  scheme  as  this,  dispensing  with     ^x  •  x  _r  -xl  ^u  j    i   a_= 

the  carrier  frequency,  cannot  be  u«^bLu^  notmt^ere  With  the  modulatlOti 
practicaUy  no  power  can  be  radiated  from  ^^  ^^^  high-frequency  current 
an  antenna  with  currents  of  voice  frequency,  brought  about  by  the  micro; 

transmitter. 
Sources  of  Power. — The  sources  of  power  which  may  be  used  are 
those  which  will  produce  undamped  high-frequency  currents.     (See  p.  580, 
Chapter  VII.)    Of  these  various  sources  the  following  have  been  most 
generally  used  for  radio-telephony: 
The  Poulsen  Arc. 

The  Alexanderson  or  Fessenden  Alternator. 
The  Oscillating  Vacuum  Tube. 
All  of  the  above  have  been  fully  described  in  Chapters  VI  and  VII,  axKl  we 
shall,  in  this  chapter,  study  the  manner  only  in  which  eadi  of  them  may 
be  connected  for  successful  radio  transmission  of  speech. 

Before  going  any  further  we  will  first  briefly  describe  various  ^srpes 
of  telephone  transmitters  and  will  later  discuss  the  manner  of  using  than 
in  radio-telephone  circuits. 

Transmitters. — The  transmitters  used  for  radio-telephone  are  broacOy 
divided  into  two  general  classes  on  the  basis  of  their  current  carrying 
capacity,  i.e. : 

(a)  Low-current  or  low-capacity  transmitters. 

(b)  High-current  or  high-capacity  transmitters. 
The  low-current  transmitter  for  radio-telephony  does  not  differ  from 

>  It  is  shown  in  Chapter  IX,  that  the  power  radiated  from  a  ample  antenna  « 
with  the  square  of  the  frequency. 
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the  transmitter  used  in  wire  telephony,  and  its  most  oonunon  type  will 
here  be  described.    This  type  is  known  as  the  solid-back  carbon  tnms- 
mitter.  The  simple  acfaematic  diagram  of  Fig.  10  illustrates  ito  construction 
when  stripped  of  details.    It  consists  of  an  elastic  diapbragni  A  mounted 
upon  the  rubber  ring  FF,  whieh  is  in  turn  held  against  E,  the  diaphragm 
being  meehanically  connected  to  the  carbon  block  ff.  ffis  placed  oppodta 
another  carbon  Uock  £  in  a  chamber  filled  with  small  carbon  granules  C; 
this  chamber  is  cloeed  by  metms  of  the  mica 
washer  0  and  the  insulating  nut  H.    The 
two  carbon  blocks  B  and  B"  form  the  two 
electrical  terminals  of  the  transmitter;  the 
wall  of  the  chamber  containing  the  granules 
is  covered  with  a  strip  of  paper  designated 
by  D;  if  a  source  of  e.m.f.  be  connected 
to  B  and  B'  it  will  send  a  current  from  B 
through  the  carbon  granules  and  to  B',  or 
vice  versa.    On  speaking  into   the  trans- 
mitter the  diaphragm  is  caused  to  vibrate, 
and  these  vibrations  are  mechanically  trans- 
ferred to  the  block  B"  so  that  the  latter's 
pressure  upon  the  carbon  granules  is  m^de 
to  vary;  this  varies  the  resistance  between 
B  and  f,  and  hence  it  varies  also  the  cur- 
rent in  the  circuit  wherein  the  transmitter 
is  connected. 

Such  an  arrangement  is  very  sensitive  to  r"^- 10. — Int«niaJ  oonetruction  of 
chMiges  in  pressure  on  the  diaphragm  and  is     *•",  ordinaiy  inicrophoiie;  the 
kn»™,».mi»<,ph«„.t™»«n.te,.    The     7^  T^^,^'^  S"^ 
current  carried  by  such  a  transmitter  is  very      variable  resistanoe. 
small  because  of  the  fact  that  a  limit  is  soon 

reached  b^ond  which  "  ana "  are  developed  between  granules,  the 
contact  points  of  which  become  red  hot,  and  the  transmitter  becomes 
useless.  The  current-carrying  capacity  of  an  ordinary  transmitter  is 
about  0. 1  ampere,  and  its  average  resistance  when  not  spoken  into  is  50 
to  100  cdims,  so  that  the  power  capacity  is  a  maximum  of  0.1'XIOO  or 
1  watt.  Some  special  microphone  transmitters  "  low  resistance,"  may  be 
obtained  which  have  a  resistance  of  10  to  20  ohms  and  a  current-carryii^ 
capacity  of  0.5  ampere,  or  a  maximum  power  capacity  equal  to  0.5^X20 
or  5  watts. 

The  high-current  or  high-capacity  transmitter  has  received  a  good 
deal  of  attention  at  the  hands  of  radio  engineers  and  inventors,  and  many 
types  have  been  developed,  the  most  important  of  which  will  be  very 
tffiefly  described.    The  reader  is  referred  for  more  information  upon 
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this  subject  to  a  more  detailed  treatise  on  radio  telephony.^    These 
mitters  might  be  grouped  into  two  general  classes: 

(1)  Those  using  carbon  granules. 

(2)  Those  using  liquid  jets. 

In  the  first  class  belong  several  ty^pes  of  transmitters  whemn  the 
carbon  granules  of  the  microphone  transmitter  previoudy  described -are 
kept  from  overheating  by  an  air  fan,  or  by  the  circulation  of  water  or  by 
using  a  slowly  flowing  stream  of  carbon  granules.  Again,  in  one  type, 
a  number  of  microphones  are  connected  in  series — multiple,  thus  pitxfaiciBg 
a  transmitter  of  much  larger  current  and  power  capacity  than  the  individual 
microphones;  such  transmitters  may  be  constructed  to  carry  from  3  or  5 
amperes  without  overheating. 

T3rpical  of  the  second  class  is  Chambers'  liquid  microphone,  illustrated 

in  Fig.  11.    This  consists  briefly  of  a  metallic  diaphragm  A,  against  ^diich 

/^^.^^^  there  is  made  to  flow  a  stream  of  dectro- 

I         I   i^fps    '    ^^  ^y*®  ^  coming   from   the  pipe   C.      The 

I  |b terminals  of  the  transmitter  are  attached 

I ^     to  A  and  C.    The  vibrations  of  the   dia- 

FiG.  ll.-A  simple  type  of  Uquid  P^^^^NSm  vary  the  area  of  contact  between 
jet  microphone,  designed  to  give  itself  and  the  jet  and  thus  vary  the  resist' 
low  resistance  and  high  power*  ance  between  C  and  A.  The  capacity  of 
absorbing  capacity.  guch  a  transmitter  is  quite  high,  in  so  far 

as  the  only  limitation  is  the  eventual  bofl- 
ing  of  the  liquid;  it  has  been  constructed  to  take  care  of  400  watts. 

Thus,  low-capacity  transmitters  may  be  constructed  of  1  to  5  watt 
capacity  and  100  to  10  ohms  resistance  respectively,  while  high-e^>acity 
transmitters  have  been  constructed  of  50-  to  500-watt  capacity  and  of 
about  8  to  4  ohms  resistance,  respectively. 

Conditions  for  Best  Modulation. — We  will  again  note  that  the  speech 
transmission  is  brought  about  simply  by  changing  the  amplitude  of  the 
transmitting  antenna  current  (modulation  of  antenna  current) ;  in  other 
words,  if  the  amplitude  of  the  antenna  current  should  be  changed  bat 
Uttle  by  the  operation  of  the  telephone  transmitter,  speech  would  be 
transmitted  but  poorly  and  to  a  short  distance,  while  the  opposite  is  tnie. 
In  other  words,  the  range  and  quality  of  transmission  does  not  quite 
depend  upon  the  amount  of  current  in  the  transmitting  antenna,  bat 
upon  the  change  in  this  current  or  the  extent  of  the  modulation.  Heoce, 
a  radio-phone  s3rBtem  should  be  so  designed  as  to  enable  the  telephone 
transmitter,  when  spoken  into,  to  produce  the  maximum  poemble  rhange 
in  the  antenna  current.  This  corresponds  to  a  condition  where  the  antenna 
current  amplitude  is  caused  to  reach  a  miminum  of  zero,  and  a  maximom 
which  is  dependent  upon  the  characteristic  of  the  rectifier  in  the  reoeiviDi: 

>See  "Radio-Telephony,"  by  A.  N.  GoWamith. 
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cireuit.  It  is  therefore  necesaary  to  investigate  at  this  point  the  effect 
of  the  rectifier  characteristic  upon  the  best  conditions  for  modulation. 

Analysis  of  Modulation. — Assume,  as  before,  the  simple  transmitting 
circuit  represented  by  Fig.  1  and  th^  simple  receiving  circuit  represented 
by  Fig.  4;  and  let  ua  again  suppose  that  a  harmonically  varying  sound 
prassure  is  impressed  upon  the  microphone  diaphragm  by  means  of,  say, 
a.  tuning  fork  placed  in  front  of  it.  We  then  desire  that  the  telephone 
receiver  in  the  receiving  circuit  shall  give  off  a  pure  sine  wave  tone  of  the 
frequency  of  the  tuning  fork. 

We  will  first  investigate  the  case  where  the  amplitude  of  the  trans- 
xnittii^  antenna  current  is  made  to  change  by  the  action  of  the  micro- 
phone from  a  maximum  of  hrice  that  corresponding  to  ike  microphone  idle 
to  a  minimum  of  zero,  this  being  what  is  known  as  a  "  completely  modu- 
l&ted  current."     Fig.  12  shows  the  curve  of  the  e.m.f.  produced  in  the 


Fia.  12. — A  complebJy  modulated  antenna  cun«nt,  having  a  aine-wsTe  envelope. 

receiving  antenna  circuit  by  the  flow  of  the  completely  modulated  current 
in  the  transmitting  antenna;  the  e.m.f.  across  the  rectifier  in  the  receiving 
circuit  of  Fig.  4  will  be  of  the  same  form  as  Fig.  12,  though,  of  course, 
reduced  in  amplitude. 

If  we  assume,  as  we  did  before,  a  rectifier  giving  a  rectified  current 
proportional  to  the  first  power  of  the  impressed  voltage  than  the  har- 
monically modulated  e.m.f.  of  Fig.  12  would  produce  a  rectified  current 
the  amplitude  of  which  would  vary  hannonically,  as  shown  by  the  points 
marked  A  in  Fig.  13,  and  the  result  would  be  that  the  average  current 
in  Uie  telephone  receiver  would  also  vary  harmonically  and  cause  this 
to  give  off  a  pure  harmonic  note  of  the  same  pitch  as  that  of  the  tuning 
fork. 

But,  as  already  pointed  out  in  the  footnote  on  p.  650,  practically  ^1 
rectifiers  give  a  rectified  current  proportional  to  the  square  of  the  impressed 
voltage;  hence  the  harmonically  modulated  e.m.f.  of  Fig.  12  would  pro- 
duce the  rectified  current  represented  by  curve  B  in  Fig.  13,  and  the  curve 
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of  the  average  current  in  the  telephone  receiver  would  be  aa  represented 
by  the  dotted  curve  C  of  Fig.  13,  and  would,  evidently,  not  vary  hannon- 
icaUy.    So  that,  in  this  case,  the  receiving  circuit  telephone  would  pwt 


.•;iiiljiif; 


A*cnceCnn«Bt  fl 


Fio.  IS.^The  current  of  Fig.  12,  in  combination  with  such  a  rectifier  as  that  aaunied  ia 
Fig.  6,  would  give  a  rectified  current  aa  shown  by  the  points  A ;  its  averace  vahae 
would  be  a  aine-wave  curreat.  If  an  ordinaty  rectifier  is  used  the  rectified  cumnt 
is  aa  shown  by  the  solid  line  curves,  the  average  value  of  which  is  shown  bj  ttc 
dotted  curve  which  is  not  a  simple  harmonic  current  but  is  more  complex  in  fom. 

off  a  note,  which,  though  of  the  same  pitch  as  that  impinging  upon  the 
transmitting  microphone,  would  be  of  a  more  complex  quality. 

To  remedy  the  objectionable  condition  brought  about  by  the  comlMiia- 
tion  of  a  hannonically  modulated  transmitting  antenna  current  and  a 
rectifier  pving  a  current  proportional  U>  the  square  of  the  impressed 


Fia.  14. — A  type  of  modulated  current  in  which  the  square  of  the  ampUtude  tbtmb  ■■  a 

voltage  it  is  necessary  that  the  transmitting  antenna  current  be  diffemt^ 
modulated.  Thus,  assume  that  the  transmitting  antenna  current  ia 
modulated  in  such  a  manner  that  the  difference  between  the  square  d 
its  amplitude  when  modulated  and  that  when  not  modulated  varia 
with  the  sine  of  a  uniformly  varying  an^e,  so  that,  if   /o~  amplitude 
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>f  antenna  current  with  microphone  idle,  the  maximum  amplitude 
vill  be  V2  Jo  and  the  mininnim  zero.  Then,  the  curve  of  the  e.m.f. 
kcting  upon  the  receiving  antenna  will  be  as  represented  by  Kg. 
L4,  the  rectified  current  will  be  as  represented  by  curve  A,  Fig.  15,  and 
vill  have  amplitudes  which  will  vary  harmonically,  and,  therefore,  the 
iverage  current  through  the  telephone  receiver,  represented  by  curve  B, 
Fig.  15,  will  vary  harmonically.  The  result  will  be  the  reproduction  in 
;he  telephone  receiver  of  the  tuning  fork  note  without  any  change  in  the 
quality  of  the  sound. 

From  this  analysis  it  follows  that,  if  the  sound  at  the  receiver  is  to 
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PiQ.  15. — Such  a  ctirrent  (as  that  shown  in  Fig.  14)  in  the  transmitting  antenna,  with  an 
ordinary  type  of  detector  will  give  in  the  receiving  circuit  a  rectified  current  as  shown 
by  curves  A^  the  average  value  of  which  is  curve  B,  a  sine-wave  current. 

be  similar  in  quality  to  that  acting  at  the  transmitter,  either  of  the  two 
following  conditions  must  be  satisfied : 

(a)  If  the  receiver  circuit  rectifies  proportionally  to  the  first  power  of 
the  voUage  impressed  upon  it,  then  the  difference  between  the  amplitude 
of  the  antenna  current  with  the  microphone  in  operation  and  that  with 
the  microphone  idle  should  vary  in  direct  proportion  to  the  pressure  of 
the  sound  waves  on  the  microphone,  or,  in  symbols 


I  —  Io-kp 


(1) 


where 


/«ampUtude  of  the  antenna  current  with  the  trans- 
mitter in  operation ; 

Jo » amplitude  of  the  antenna  current  with  the  trans- 
mitter idle; 

k  =*a  constant  of  proportionality; 

p  =the  pressure  of  the  sound  waves  upon  the  microphone. 

(5)  If  the  receiver  circuit  rectifi£S  proportionally  to  the  square  of  the 
voUage  impressed  upon  it  then  the  difference  between  the  square  of  the  ampli- 
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tude  of  the  antenna  current  with  the  microphone  in  operation  and  that 
with  the  microphone  idle  should  vary  in  direct  proportion  to  the  pressoic 
of  the  soimd  waves  on  the  microphonei  or,  in  symbols: 

P-V-i'p, (2) 

where  J,  Jo,  p  have  the  same  significance  as  in  Eq.  (1)  and  k* «  anotber 
constant  of  proportionality. 

Of  course,  in  practice,  neither  of  the  two  conditions  set  forth  above 
is  fully  and  entirely  satisfied  throughout  the  entire  range  of  pressures 
impressed  upon  the  microphone  diaphragm,  and  the  speech  transmiaBioii 
is,  therefore,  never  ideal. 

Percentage  of  Modulation. — The  percentage  of  modulation  is  expressed 
by  means  of  the  following  equation : 

M-^XIOO, (3; 

where  Jo  »ampUtude  of  antenna  current  with  microphone  idle; 

Di  -difference  between  /o  and  minimum  antenna  current 

ampUtude; 
M  =  percentage  of  modulation. 

In  the  ideal  case  of  a  *^  completely  modulated  "  antenna  current  Di «/« 
and  M  =  100  per  cent. 

Of  course,  in  designing  a  radio-phone  transmitter,  the  aim  is  to  make 
the  percentage  of  modulation  as  large  as  possible  without,  at  the  same 
time,  interfering  with  the  quaUty  of  the  transmission. 

In  view  of  this  the  idle  resistance  of  the  telephone  transmitter  and 
the  change  in  the  resistance  must  be  carefully  chosen  with  respect 
to  the  resistance  of  the  rest  of  the  system.  Thus,  considering  the  simple 
circuit  represented  by  Fig.  1,  p.  647,  it  is  plain  that  if  the  idle  resistanoe 
of  the  telephone  transmitter  were  much  lower  than  that  of  the  balance 
of  the  circuit,  then  any  change  in  the  former  could  not  appreciably  affect 
the  total  resistance  and,  hence,  could  not  effectively  modulate;  cm  the 
other  hand,  if  the  reverse  were  the  case  the  antenna  power  radiatkxi 
would  be  very  small,  since  the  largest  percentage  of  the  alternator  pom 
output  would  be  absorbed  by  the  transmitter.  Thus,  there  must  be  s 
best  telephone  transmitter  resistance  and  this  was  shown  by  Seibt  to 
be  equal  to  that  of  the  rest  of  the  antenna  circuit. 

In  many  of  the  systems  of  radio-telephony  the  telephone  transmitter 
is  not  placed  directly  in  the  antenna  circuit,  but,  in  practically  everr 
case,  it  is  so  connected  that,  by  speaking  into  it,  an  effect  is  produced 
which  is  equivalent  to  changing  the  resistance  of  the  antenna  circuit; 
the  telephone  transmitter  resistance  may,  in  these  cases,  be  transferred 
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in  the  form  of  an  equivalent  resistance,  to  the  antenna  circuit.  Hence 
in  practically  every  case,  whether  the  telephone  transmitter  is  directly 
in  the  antenna  circuit  or  not,  it  should  be  observed  that  the  optimum 
idle  resistance  of  the  telephone  transmitter  is  such  that,  when  trans- 
ferred to  the  antenna  circuit,  it  should  be  equal  to  the  rest  of  the  antenna- 
circuit  resistance. 

As  regards  the  variation  in  the  telephone  transmitter  resistance  it 
will  be  noted  that,  considering  the  simple  system  of  Fig.  1,  and  assuming 
the  idle  resistance  equal  to  the  balance  of  the  antenna  circuit,  then  in 
order  to  obtain  100  per  cent  modulation  with  a  harmonic  sound  wave 
and  with  a  receiver  rectifying  proportionally  to  the  square  of  the  impressed 
voltage  the  resistance  of  the  telephone  transmitter  should  change  from 
41  per  cent  of  its  idle  resistance  to  infinity.  For,  when  it'  is  41  per  cent 
of  the  idle  resistance  the  antenna  current  ampUtude  would  be  V2  lo, 
and  when  it  is  infinity  the  ampUtude  of  the  antenna  current  would  be  zero. 
Of  course,  it  will  be  easily  reaUzed  that  such  extreme  variation  of  resistance 
is  almost  impossible  of  practical  accomplishment  by  means  of  a  micro- 
phone; hence  100  per  cent  modulation  by  this  scheme  is  impossible. 

In  practice  50  to  60  per  cent  modulation  is  striven  for;  higher  values 
may  be  obtained,  but  are  not  desirable  with  the  circuit  arranged  as  in 
Fig.  1,  because  with  such  wide  variations  of  microphone  resistance  the 
current  variations  do  not  truly  represent  the  voice,  and  the  received 
signal  under  these  conditions  is  indistinct  and  blurred. 

Various  Schemes  for  Modulation. — These  depend  very  much  upon 
the  source  used  for  producing  undamped  high-frequency  ciu'rents,  although 
they  vary  even  for  the  same  t3rpe  of  source.  The  most  important  ones 
will  be  considered  in  connection  with  the  high-frequency  alternator  and 
the  Poulsen  arc,  and  a  special  paragraph  will  be  devoted  to  the  case  of 
tube  oscillators. 

Referring  to  Fig.  16,  in  which  various  schemes  are  shown  (a)  is  the 
same  as  Fig.  1  of  p.  647,  and  has  already  been  discussed,  (b)  shows  the 
telephone  transmitter  connected  in  series  with  the  exciting  field  of  the 
alternator;  as  the  resistance  of  the  telephone  transmitter  is  changed  the 
alternator  e.m.f .  is  changed  and  so  is  the  amplitude  of  the  antenna  current, 
(c)  is  similar  to  (a)  except  that  the  high-frequency  current  is  supplied  to 
the  antenna  by  a  Poulsen  arc  and  not  by  an  alternator,  (d)  has  the  tele- 
phone transmitter  in  the  oscillating  circuit  of  the  Poulsen  arc,  thus  chang- 
ing the  amplitude  of  the  current  in  this  circuit  and  hence  in  the  antenna 
circuit.  Many  other  ways  of  connecting  the  telephone  transmitter,  espe- 
cially for  the  Poulsen  arc,  have  been  tried  and  found  more  or  less 
successful. 

As  regards  the  four  types  illustrated  above  it  is  plain  that  in  every 
one  except  (b)  the  transmitter  should  be  of  large  capacity — low  resistance, 
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since  it  carries  either  the  antenna  current  or  the  current  in  the 
circuit  of  the  Poulsen  arc.  In  case  (6)  the  transmitter  need  only  be  d 
low  capacity — high  resistance,  since  it  only  carries  the  iSeld  current  erf 
the  alternator.  However,  in  this  case  a  certain  change  in  the  reasUnce 
of  the  transmitter  may  not  produce  a  proportional  change  in  the  ampli- 
tude of  the  antenna  current  (a  requirement  for  good  modulation)  unkss 
the  magnetic  field  of  the  alternator  is  far  from  saturated  and  the  sdf- 
induction  of  the  field  circuit  is  sufficiently  low. 


^ 


C«) 


(c) 


Fig.  16. — Various  simple  schemes  for  oomiecting  the  microphone  to  the  source  of  power 
to  produce  modulation;  none  of  these  is  used  in  the  better  types  of  radk>4etephooe 
transmitters,  however. 


The  Vacuum  Tube  in  Radio-Telephony. — ^Fig.  17  shows  an  dementary 

type  of  circuit  which  has  been  very  seldom  used  but  which  illustrates 
the  principle  very  well.  It  consists  of  the  oscillating  circuit  illustrated 
by  Fig.  126,  p.  513,  with  the  telephone  transmitter  connected  directly 
in  series  with  the  antenna.  Its  principle  of  operation  is  exactly  the  same 
as  that  of  the  simple  system  illustrated  by  Fig.  1  except  that  the  tube 
oscillator  has  replaced  the  alternator.  This  particidar  tube  oscillator 
circuit  is  known  as  the  Meissner  circuit.  ' 
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Fig.  17. — Simple  circuit  for  telephone  transmitters 
using  a  vacuum  tube  for  power:  this  has  been 
sometimes  used  in  low  power  sets. 


P%.  18  fllnstrates  a  method  of  connecting  the  telephone  transmitter 
in  the  grid  circuit  of  the  oscillator.  In  this  case  if  the  telephone  trans- 
mitter is  idle  the  amplitude 
of  the  antenna  current  will 
be  constant,  but  if  the 
transmitter  is  excited  by 
sound  waves  a  changing 
current  will  be  produced 
in  the  circuit  of  (1),  which 
will  produce  an  e.m.f .  across 
the  terminals  of  the  coil  S, 
this  e.m.f .  being  a  function 
of  the  vibrations  of  the 
telephone  diaphragm.  Thus 
the  grid  of  the  oscillator 
will  have  impressed  upon 
it  not  only  the  high-fre- 
quency e.m.f.  due  to  the 
interactions  of  the  coils  A-B,  but  also  the  low-frequency  e.m.f .  due  to  the 
speech;  the  effect  of  this  low-frequency  e.m.f.  is  to  increase  or  decrease 
the  grid  potential  above  or  below  what  it  would  otherwise  be  if  the  trans- 
mitter were  idle; 
and  since  the  grid 
potential  reacts 
upon  the  antenna 
current  by  means 
of  the  tube  and 
the  coils  C-Aj  it 
is  plain  that  the 
amplitude  of  the 
antenna  ciurent 
will,  instead  of 
being  constant,  be 
changed  in  accord- 
ance    with     the 

Pig.  18. — ^In  this  scheme  of  modulation  (frequently  used  in  low-  e  m  f  of  S   or    of 
power  transmitters)  the  current  from  the  transmitter  circuit  ,1    '  ",      .!  t 

operates  to  change  the  average  potential  of  the  grid  of  the  oecfl-  ^^^  Vibrations  Ot 
lating  tube,  thus  effectively  modulating  the  antenna  current.  ^"®  telephone  dia- 
phragm. In  this 
type  of  connection  it  is  plain  that  the  telephone  transmitter  may  be  of  very 
low-power  capacity;  this  is  such  an  evident  advantage  that,  as  a  matter  of 
fact,  practically  all  of  the  modem  radiophone  tube  syEtems  have  their 
telephone  transmitters  connected  in  some  such  way  to  the  grid  of  a  tube. 
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The  above  two  methods  of  telephone  transmitter  and  tube  oedDaliQr 
are  typical,  in  so  far  as,  while  they  havie  been  shown  for  a  certain  type 
of  oscillator  circuit,  they  may  be  applied  in  an  exactly  similar  maoBcr 
to  any  type  of  tube  oscillator. 

We  will  now  discuss*  another  type  of  radiophone  tube  connectiai 
due  to  Heising,  wherein  two  tubes,  or  two  sets  of  tubes,  must  be  used; 
it  is  illustrated  in  Fig.  19.  In  this  system  the  part  to  the  left  of  the  dotted 
line  r^resents  the  oscillator  circuit,  which  has  been  discussed  on  p.  56L 
Chapter  VI.  When  the  telephone  transmitter  is  not  operative  the  poleo- 
tial  difference  across  the  points  Q  and  0  is  constant,  and  hence  the  ampfi- 
tude  of  the  high-frequency  antenna  current,  as  well  as  the  plate  current  far 


Fig.  19. — ^A  scheme  of  modulation  due  to  Heising  in  which  a  separate  tube  ii 
accomplish  modulation;  the  scheme  has  been  extensively  used  in  small  tranamitiea 


the  modulator  tube,  is  constant.  However,  if  the  telephone  transmitter 
is  spoken  into  e.m.f  .'s  are  induced  in  the  coil  S,  which  change  the  potential 
of  the  modulator  grid  in  accordance  with  the  vibrations  of  the  transmitter; 
this  changes  the  plate  current  of  the  modulator  or  the  current  between  the 
points  Q  and  Pm,  this  change  taking  place  at  speech  frequency,  or  audio 
frequency.  In  virtue  of  this  the  battery  B  will  be  called  upon  to  supply 
a  current  var3ring  at  audio  frequency,  which  current  must  flow  through 
the  iron-core  inductance  D;  since  the  impedance  of  this  is  veiy  high 
at  audio  frequency,  it  follows  that  it  will  cause  a  large  audio-frequency 
drop  of  potential  over  itself,  and  thus  the  potential  difference  between 
the  points  Q  and  0  will  be  varied  at  audio  frequency  and  in  aecordaiMe 
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with  the  vibrations  of  the  telephone  transmitter.  Again,  since  the  poten- 
tiid  difference  impressed  upon  the  plate  of  the  oscillator  (i.e.,  that  across 
Q  and  0)  is  being  varied,  it  finally  follows  that  the  amplitude  of  the  antenna 
current  will  thereby  be  varied,  since  the  amplitude  of  the  antenna  current 
increases  with  increase  of  the  plate  voltage.  Thus,  the  vibrations  of  the 
telephone  transmitter  are  finally  reproduced  in  the  antenna  as  variations 
in  the  amplitude  of  the  antenna  current  or,  in  other  words,  the  antenna 
current  is  thereby  modulated. 

The  fxmction  of  the  coil  D  may  be  more  clearly  seen  if  the  coil  were 
assumed  to  be  short-circuited.  Under  these  conditions,  no  matter  how 
much  the  modulator  plate  current  were  caused  to  vary  by  the  action  of 
the  transmitter,  the  potential  difference  across  the  points  Q  and  0  would 
remain  constant,  and  no  change  would  be  effected  in  the  amplitude  of 
antenna  current. 

The  fimction  of  the  choke  coil  A,  which  should  be  an  air  core  coil, 
is  to  prevent  the  plate  circuit  of  the  modulator  tube  from  taking  from  the 
antenna  circuit  any  of  the  high-frequency  power  which  the  oscillator  tube 
is  supplying  to  it;  the  proper  amoxmt  of  inductance  for  coil  A  depends 
upon  the  types  of  tubes  used,  but,  in  general,  its  reactance  should  be  con- 
siderably greater  than  the  plate-circuit  resistance  of  the  modulator  tube. 

Analysis  of  Heising  Scheme  of  Modulation. — This  scheme  of  modu- 
lation is  probably  better  than  any  other  so  far  suggested,  and  we  are 
theitfore  giving  a  more  complete  analysis  of  its  operation. 

Let  us  first  suppose  that  the  coil  D,  Fig.  19,  has  so  much  reactance 
that  no  appreciable  change  of  current  through  it  occurs  due  to  the  action 
of  the  microphone.  We  will  assume,  as  has  been  done  before,  that  the 
microphone  is  actuated  by  a  sine  wave  of  soimd,  and  furthermore,  that  the 
sine  wave  of  soimd  gives  a  sine  wave  of  e.m.f.  across  the  secondary  termi- 
nals of  the  transformer  S.  (In  order  that  the  possible  variation  in  the 
impedance  of  the  grid-filament  circuit  of  the  modulating  tube  may  not  pro- 
duce distortion  of  the  terminal  voltage  of  the  transformer  secondary,  a 
high  resistance  R  of  constant  value  is  permanently  connected  across  the 
secondary  to  give  the  load  circuit  of  the  transformer  an  essentially  constant 
impedance.)  The  potential  variations  of  the  modulator  grid  wiU  cause 
its  plate  current  to  pass  through  sinusoidal  variations,  and  will  thus 
mikke  the  plate  circuit  of  the  modulator  behave  like  a  variable  resistance 
connected  across  the  points  Q  and  0  in  multiple  with  the  plate  circuit 
of  the  oscillator  tube.  This  is  schematically  indicated  in  Fig.  20,  where 
RuoA  represents  the  variable  resistance  of  the  oscillator  plate  circuit  and 
iBots  represents  the  resistance  of  the  oscillator  plate  circuit.    Let 

/mod = current  in  plate  circuit  of  modulator; 
/o« = current  in  plate  circuit  of  oscillator; 
/*= current  supplied  by  the  plate  battery. 
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If  we  now  suppose  that  /mod  is,  due  to  the  vibrations  of  the  micrc^ibott 
diaphragm,  caused  to  change  from  zero  to  twice  its  average  value,  then. 

since  we  have  assumed  that  the  ood  I 
has  such  reactance  as  to  keep  /»  esaen- 
tially  constant,  it  follows  that  the  em^ 
rent  /ow  must  increase  and 
about  its  averi^  value  to  the 
extent  as  does  /mod.  Of  course,  as  the 
value  of  /ow  is  changed  in  response  to  the 
vibrations  of  the  microphone  diaphragm, 

FiG.20.^iinplerepr««ntationofthe   *^  P^^®^.  ^^^^'^  ^  ^^  fmi^UDB,   in  the 

Heiaing  scheme  of  modulation.       f^^™  ^^  high-frequency  current  must  he 

changed  and  so  must  the  amfditude  of 
the  antenna  cmrent;  in  other  words,  modulation  of  the  antenna  current 
is  made  to  take  place. 

The  variations  of  some  of  the  quantities  involved  in  this  scheme  of 
modulation  are  represented  in  Fig.  21,  where  the  various  curves  are  sdf- 
explanatory;  the  ciurent  /ow  for  any  instant  is  obtained  by  subtracting 
from  the  essentially  constant  h  the  value  of  /mod  at  that  instant. 

Now,  if  we  investigate  the  variation  in  the  power  supplied  to  the  oedl- 
lator,  it  will  be  noted,  by  referring  to  Fig.  20,  that,  since  i2ow  is  a  constaot 
resistance  the  current  through  which  is  changing  from  zero  to  twice  its 
average  value,  then  the  power  expended  in  i2ow  must  vary  from  le^  to 
four  times  its  average  value.  But  since  the  power  expended  in  Rm^  m 
equal  to  the  current  multiplied  by  the  voltage  across  it,  it  follows  that 
not  only  must  the  current,  /ow,  vary  from  zero  to  twice  its  average  vahie, 
but  the  voltage  across  it  must  also  do  the  same;  that  is,  the  volta^  acron 
the  points  Q-O,  Fig.  19,  must  vary  from  zero  to  twice  its  average  vahie. 

This  result  would  seem  to  be  contradictory  to  our  assumption  pre- 
viously made  that  the  current  /» is  constant;  for  if  /» is  constant  there 
can  be  no  change  whatever  in  the  voltage  across  Q  and  0.  But,  as  a  matter 
of  fact,  lb  does  vary,  though  the  amount  of  this  variation  may  be  small 
if  the  inductance  of  the  coil  D  (Fig.  19)  is  lai^;  thus  it  might  easily  be 
that  a  variation  in  /»  of  only  20  per  cent  at  the  modulating  frequency 
would  cause  the  voltage  across  Q  and  0  to  change  from  zero  to  double 
its  average  value.  In  some  actual  radiophone  sets  employing  this  circuit 
we  have  the  following: 

Average  value  of  h  =0.08  ampere 
Inductance  of  coil  D  =2  henries. 
Voltage  of  plate  battery  ^300 

If,  then,  a  maximum  variation  in  /»  of  20  per  cent  should  take  place  at 
a  modulating  frequency  of  1000  cycles  per  sec.  we  would  have: 

Maximum  voltage  drop  over  D  =2tX  1000X2X0.2X0.08  -200 
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3enoe  the  voltage  across  Q  and  0  would 
rary  from  300-200  to  300+200  or  from 
LOG  to  500. 

The  circuit  shown  in  Fig.  20  is  not 
exactly  equivalent  to  the  actual  tube  cir- 
niity  because  in  this  the  value  of  Rom  does 
lot  remain  constant,  but  decreases  as  the 
voltage  impressed  on  the  tube  is  increased. 
(See  p.  425,  Chapter  VI.)  The  result  of 
this  is  that  the  variation  of  the  power  given 
to  the  oscillator  is  less  than  from  zero  to 
four  times  the  average;  but  in  all  cases, 
however,  the  power  variation  is  greater 
than  from  zero  to  twice  the  average. 

If  the  power  input  to  the  antenna  in  the 
form  of  high-frequency  current  is  a  constant 
fraction  of  the  power  given  to  the  oscillator 
plate,  i.e.,  if  the  efficiency  of  the  tube  as  a 
d.c.-a.c.  converter  is  assumed  constant,  the 
power  supplied  to  the  antenna  would  vary 
about  as  i^own  in  curve  (A)  of  Fig.  21  and 
the  amplitude  of  antenna  current  would 
vBif  as  the  square  root  of  the  amplitude  of 
this  power  curve. 

The  radiophone  circuits  using  tubes,  and 
discussed  above,  are  only  a  few  of  the  very 
large  niunber  of  tube  systems  used  in 
radiotelephony,  but  they  are  tjrpical  of  such 
&f3rstems,  and  if  the  reader  fully  xmderstands 
these  three  he  will  have  no  difficulty  in 
grasping  any  other  S3rstem.  It  must  be 
remembered  that  every  such  system  must, 
to  begin  with,  have  an  oscillator  to  pro- 
duce high-frequency  currents  in  the  an- 
tenna, and,  in  addition,  it  must  have  some 
means  of  changing  the  amplitude  of  the 
antenna  current  in  accordance  with  soimd 
waves  of  the  voice;  this  may  be  done,  as 
has  already  been  shown,  by  placing  the 
telephone  transmitter  directly  in  series 
with  the  antenna  or  in  the  grid  circuit 
of  the  oscillator  tube,  or,  again,  in  the 
grid  circuit  of  an  additional  tube,  known 
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Fig.  21. — Analysis  of  the  action 
of  the  Heising  scheme  of  modu- 
lation. 
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as  modulator,  and  which  amplifies  the  effects  of  the  telephone 
mitter. 

Requirements  for  Good  Modulation. — The  fundamental  requirenms 
for  good  modulation  has  been  shown  on  p.  660  to  be  that  /*— /o^  aihould 
be  proportional  to  the  pressing  of  the  soimd  waves  acting  upon  the  micro- 
phone diaphragm,  assuming  the  receiving  circuit  uses  an  ordinary  detector. 
It  has  been  stated  that  it  is  difficult  and  even  tmdesirable  to  obtain  lufe 
percentages  of  modulation  when  the  transmitter  is  placed  directly  in  the 
antenna,  because  of  the  extreme  variation  required  in  the  resbtanoe  d 
the  telephone  transmitter.  However,  in  the  case  of  tube  S3r8tein8,  where 
the  transmitter  is  placed  in  the  grid  of  either  the  oscillator  or  modulator. 
the  change  in  the  resistance  of  the  microphone  does  not  need  to  be  so 
extreme;  but,  unfortimately,  the  introduction  of  so  much  other  s^^iaratiK 
makes  it  more  difficult  to  fulfill  the  fimdamental  requirement  for  good 
modulation.  Thus,  in  the  case  of  Fig.  19,  which  represents  one  of  the 
more  complex  systems,  the  following  conditions  would  need  to  be  wdE- 
fied: 

■ 

(1)  When  the  transmitter  is  spoken  into,  the  amplitude  of  the 
displacement  of  the  diaphragm  must  be  proportional  to  the 
amplitude  of  the  sound  waves.  This  is  obtained  by  suitahie 
construction  of  transmitter. 

(2)  The  variation  of  the  direct  current  in  the  circuit  of  (l)-^ee 
Fig.  19)  must  be  directly  proportional  to  the  displacement  of 
the  diaphragm.  Fulfilled  within  certain  limits  by  suitablj 
choosing  the  resistance  of  transmitter  and  impedance  of  pri- 
mary of  transformer. 

(3)  The  variation  in  the  plate  current  of  the  modulator  tube  must 
be  directly  proportional  to  the  variation  in  the  grid  potential 
of  this  tube;  this  is  brought  about  by  using  the  tube  on  the 
straight  portion  of  its  characteristic,  hence  the  necessity  for 
the  use  of  the  grid  battery  K  (see  Fig.  19),  another  use  of  which 
is  to  keep  the  plate  cm-rent  low,  thus  preventing  the  poesibjlity 
of  ionization  (shown  by  blue  glow),  and  to  prevent  the  grid 
from  taking  appreciable  current  from  the  secondary  of  the 
transformer;  this  condition  being  fulfilled  by  having  K  of 
sufficient  voltage  that  even  with  the  loudest  sounds  impreased 
op  the  microphone,  the  grid  potential  does  not  become  positive. 

(4)  The  action  of  the  c.c.  power  supply  circuit  (battery  B  and  cofl 
D)  should  be  such  that  the  power  supply  to  the  plate  drcuit 
of  the  oscillator  tube  should  be  directly  proportional  to  the 
variation  in  plate  ciurent  of  the  modulator  tube. 

(5)  The  action  of  the  oscillator  tube  itself  should  be  such  that  the 
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power  it  supplies  to  the  antenna  is  a  constant  fraction  of  the 
c.c.  power  input  to  its  plate  circuit. 
(6)  Even  though  the  modulator  and  power  generator  are  acting 
perfectly  the  speech  at  the  receiving  station  will  be  poor  xmless 
the  decrements  of  the  three  tuned  circuits,  transmitting  an- 
tenna, receiving  antenna,  and  closed  tuned  circuit  at  receiving 
station  are  all  rather  high,  as  explained  on  p.  678. 

In  view  of  the  many  conditions  to  be  fulfilled  for  correct  modulation 
it  is  plain  that  very  great  care  must  be  exercised  in  the  use  of  such  a  cir- 
cuit or  similar  circuits,  since  the  non-fulfillment  of  one  or  more  of  the 
above  conditions  would  seriously  affect  transmission,  making  the  received 
speech  drummy  and  indistinct. 

High-power  Telephone  Sets  Using  Tube  Generators. — In  case  a  tube 
outfit  is  used  for  a  radiophone  transmitter  of  more  than  perhaps  200  watts 
it  is  necessary  to  use  a  battery  of  oscillators,  instead  of  one  only  as  shown 
in  Fig.  19.  For  such  an  installation  two  tubes  are  arranged  as  modulator 
and  oscillator  (as  shown  in  Fig.  19)  but  the  oscillator  feeds  a  closed  circuit 
instead  of  the  antenna.  The  battery  of  high-power  tubes  are  all  connected 
in  parallel,  their  plate  circuits  feeding  into  the  antenna  and  their  grids, 
all  in  parallel,  are  excited  from  the  closed  circuit  of  the  "  pilot ''  oscillator 
which  is  of  course  modulated.  These  high-power,  separately  excited, 
tubes  are  generally  called  amplifiers,  it  being  their  function  to  amplify 
the  modulated,  high-frequency  oscillations  of  the  pilot  oscillator. 

In  recent  attempts  to  keep  the  U.  S.  S.  George  Washington  in  radio 
telephonic  conmiunication  with  the  United  States  during  the  passage 
across  the  Atlantic,  a  combination  of  two  tubes,  modulator  and  oscillator, 
served  to  excite  a  battery  of  twelve  large  power  tubes,  the  high-frequency 
output  being  in  the  neighborhood  of  3  kw. 

It  is  generally  not  feasible  suitably  to  modulate  the  plate  current  of 
a  high-ppwer  tube  directly  from  the  secondary  of  the  transmitter-operated 
transformer.  If  the  modulator  is  a  250-watt  tube  it  is  likely  that  the 
transmitter  transformer  will  connect  to  the  grid  circuit  of  a  small  tube, 
say  5-watt  capacity,  and  the  plate  circuit  of  the  5-watt  tube  will  furnish 
the  excitation  for  the  grid  of  the  high-power  modulator. 

Alezanderson's  Scheme  of  Modulation. — Alexanderson  has  devised 
a  scheme  whereby  the  output  of  very  large  alternators  may  be  modulated 
by  the  use  of  low-capacity  telephone  transmitter*  The  method  used 
is  mainly  based  upon  the  following  idea.  Consider  the  coils  A  and 
B,  woimd  upon  an  iron  core  as  shown  in  Fig.  22;  if  a  direct  current 
be  sent  through  coil  B  then  the  impedance  of  A  will  vary  according 
to  each  value  of  direct  cm^rent.  This  is  due  to  the  fact  that,  as  the  direct 
current  in  B  changes,  the  permeability  of  the  iron  changes  and  hence 
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the  impedance  of  the  coil  A.    This  principle  is  applied  in  Alexanderaoc's 
scheme  in  the  manner  illustrated  by  the  diagram  Fig.  23. 

Lz  in  this  diagram  corresponds  to  coil  B  of  Fig.  22,  wherein  a  direct 
current  is  caused  to  flow  by  the  battery  F.    Li  and  L2  correspond  to  edi 

A  of  Fig.  22  and  their  impedance  is  caused  to  wy 
by  the  change  in  the  direct  current  of  coil  L3.  The 
magnetic  circuit  and  the  coils  are  arranged  tod 
connected  as  shown,  because  in  so  doing  an  alter- 
nating current  flowing  through  Li  and  Ls  can 
induce  but  small  e.m.f.'s  in  coil  Lz,  as  may  be 
Fig.  22.  —  If  continuous  easily  seen.  The  coils  Li  and  Lj  are  coniiected 
current  is  sent  through  across  the  high-frequency  alternator  A,  wfaidi  is,  in 
coil  A  the  alternating  turn,  connected  to  the  antenna  in  the  tisual  way. 
^^liU^^^^the  I*  will  be  noted  that  liie  circuit  of  the  antenna  and 
^ount  orc!li^t*i^  ^^*  ^^  ^^  ^^  ^"^  ^  ^  multiple  with  reapect 
ooiiA.  to  the  alternator;  since  the  alternator  armatwe 

has  impedance  it  is  plain  that  by  changing  the 
current  in  the  circuit  of  Li-I^  the  voltage  across  the  alternator  terminali 
is  thereby  changed,  and  hence  the  current  in  the  antenna  is  changed. 
Thus,  if  the  impedance  of  L1-L2  is  made  very  low  a  large  current  will 
flow  therein  and  the  alternator  voltage  will  fall,  and  so  will  the  antoma 
current;  the  opposite  takes  place  when  the  impedance  of  L1-L2  is  made 
high.    Hence,  if  the  transmitter  is  spoken  into,  and  the  direct  current  in 
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Fig.  23. — Current  through  coil  Ls   charges  the  permeability  of  both  the  iDside 

thus  changing  the  effective  inductance  of  Li  and  Li,  both  of  which  are  ooonected 
in  parallel  with  the  generator. 

coil  Lz  is  thereby  changed,  the  impedance  of  the  coils  LvLt  will  be 
changed,  and  the  antenna  current  will  thus  be  modulated. 

The  adjustment  of  the  value  of  the  direct  current  in  La,  with  the  trans- 
mitter inoperative,  has  an  extremely  important  bearing  upon  the  o^et- 
ation.  To  begin  with,  it  must  be  noted  that  this  ciurrent  may  be  adjusted 
so  that: 
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IsL  On  increasing  the  current  in  Ls  the  inductance  of  la-I^ 

increases,  and  vice  versa. 
2d.  On  increasing  the  ciurent  in  Ls  the  inductance  of  L1-L2 

decreases,  and  vice  versa. 
3d.  The  inductance  of  L1-L2  decreases  both  when  the  current 
in  Ls  is  increased  and  when  decreased. 
The  above  statements  are  illustrated  by  means  of  curve  Fig.  24.    The 
first  condition  would  be  realized  by  adjusting  the  direct  current  to  h, 
the  second  condition  by  adjusting  to  I2,  and  the  third  condition  by  adjust- 
ing to  Js.  * 

Of  course,  the  third  condition  is  one  which  cannot  be  used  at  all,  and 
it  has  been  found  in  practice  that  the  second  is  the  best.  In  this  case, 
if  the  telephone  diaphragm  is 
inwardly  displaced,  and  the  direct 
current  is  thereby  increased,  the 
inductance  of  Lfla  will  decrease 
and  the  current  in  the  antenna 
will  decrease;  so  that  an  inward 
displacement  of  the  transmitter 
diaphragm  produces  a  decrease  of 
antenna  current. 

Again  it  must  be  noted  that  the 
coils  Lz  and  L1-L12  must  be  so  de- 
sign^, and  the  direct  cmrent  in 
L3  must  be  so  adjusted  that  a 
change  in  the  high-frequency  cur-  ^^'^^  Current  in  l, 

rent   flowing  through   lnrL2  wiD  Fio.  24. — ^Variation  in  effective  self-induotion 
not  produce  a  change  in  its  in-     of  Li  and  Lias  the  current  in  Li  is  changed, 
ductance;    in    other    words    the 

change  in  the  inductance  of  L1-L2  must  take  place  only  because  of  the 
change  of  the  direct  current  in  L3,  and  not  because  of  the  change  in  the 
high-frequency  current  in  Li-Z^. 

The  S3rstem  as  actually  used  in  practice  introduces  a  number  of  con- 
densers in  the  circuit  of  L1-L2  as  shown  in  the  diagram.  Fig.  25.  The 
condensers  C\  and  C2  are  used  in  order  to  prevent  the  variations  of  current 
in  Ls  from  producing  currents  in  the  closed  circuit  of  L1-L2;  for,  it  wiU 
be  found  that,  when  the  current  in  L3  is  changed,  e.m.f.'s  are  induced 
in  Li  and  L2  in  such  a  direction  as  to  be  additive  in  the  circuit  of  Li  and 
L2'y  these  e.m.f.'s  would  produce  currents,  which,  by  Lenz's  law,  would 
tend  to  hinder  the  change  of  flux  being  produced  by  L3.  The  condensers 
Ci  and  C2  are  chosen  so  that  they  will  offer  a  very  large  impedance  to  the 
flow  of  audio-frequency  currents  and  very  small  impedance  to  radio- 
frequency  currents;  hence  very  Uttle  cmrent  will  flow  in  L1-Z/2,  due  to 
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the  audio-frequency  changes  in  the  current  of  Lz,  while  little  or  no  oppo- 
sition will  be  offered  by  these  condensers  to  the  flow  of  radio  frequency 
ciurents  from  the  alternator.  The  condensers  C  and  Cz  are  used  in  cntler 
to  make  the  relation  between  the  changes  in  the  direct  current  of  Za  and 


Fig.  25, — ^The  circuit  of  Fig.  23  is  found  to  fu4ction  better  if  proper  ooodenaefB  are 

titilued  as  indicated  in  this  diagram. 

the  antenna  cmrent  a  linear  one  through  a  large  range  of  direct- 
current  values. 

It  will  be  noted  that  if  the  condensers  C  and  Cz  are  left  out,  and,  con- 
sidering Ci  and  C2  as  having  an  extremely  low  impedance  to  radio  fre- 
quency cmrents,  the  circuit  of  the  alternator,  antenna  and  InrLiy  may 
be  fundamentally  represented  as  in  Fig.  26,  where 

La  represents  inductance  of  alternator  armature; 
Ca  represents  capacity  of  antenna; 
L1-L2  represents  inductance  of  coils  Li-L^, 

while  if  condenser  C  is  inserted  in  series  with  L1-L2   the  schematic  dia- 
gram would  be  as  in  Fig.  27.    It  is  found  on  varying  L1-L2  of  Fig.  26 

that  the  cmrent  in  Ca  (antenna  current)  varies 
but  little  and,  for  certain  values  of  LvLi,  does 
not  vary  at  all;  while  the  reverse  is  true  of 
Fig.  27.  This  is  graphically  represented  in 
the  conventional  curves  of  Fig.  28,  where 
curve  {A)  has  a  very  much  smaller  slope  than 
ciuve  (S). 

In  the  case  of  curve  (£),  the  working  part 

would  be  between  the  points  K  and  D.    The 

condenser    Cz    is   shown    diagrammatically  in 

Fig.  29.     This  condenser  seems  to  fiulher  increase  the  sensitiveness  of 

the  arrangement,  since  it  forms  with  L1-L2  a  multiple-resonant  circuit 


Fia.    26.— Detail  circuit  of 
Fig.  23. 
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whose  impedance  is  more  susceptible  to  variations  of  L1-L2  than  if  this 
alone  were  used. 

It  has  already  been  stated  that  in  this  system,  as  used  in  practice,  the 
antenna  current  is  made  to  decrease  as  the  direct  current  increases;  there- 
fore an  inward  movement  of  the  transmitter 
diaphragm  may  produce  an  ovJtward  movement 
of  the  receiver  diaphragm,  or,  in  other  words, 
the  displacements  of  the  two  diaphragms  may 
be  180**  apart. 

The  ability  of  Alexanderson's  apparatus 
to  modulate  may  be  best  gathered  from  the 
statement  that  a  change  in  the  current  of  the 
transmitter  of  0.2  ampere  has  been  made  to 
produce  a  change  of  37  kilowatts  in  the  anten- 
na power  output;  a  three  electrode  tube  was 
in  this  case  suitably  used  to  change  the  cur- 
rent in  Iq,  the  transmitter  '^  talking  ''  to  the  grid  of  this  tube. 

Receiving  Sjrstem. — The  receiving  system  for  radio-telephony  is 
exactly  the  same  as  that  used  in  receiving  damped-wave  telegraphic  signals. 
It  must  be  understood  that,  as  pointed  out  on  p.  649,  the  incoming  modu- 


FiG.  27. — Detafl  drouit  of 
Fig.  23  with  a  condenser 
introduced  in  the  common 
lead  of  Lv-Li. 
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(A)  No  Condenser  In  Series  with  L|-Ls 

(B)  Condenser  in  Series  with  L^-Lt 


lated  waves  must  be  rectified  and, 
for  this  purpose,  either  a  crystal 
detector  or  a  vacuum-tube  detector, 
suitably  adjusted  to  act  as  a  recti- 
fier, may  be  used.  The  connections 
are  the  same  as  those  used  for  re- 
ceiving damped  waves,  and,  in  fact, 
a  station  fitted  to  receive  damped 
waves  will  also  receive  radiotele- 
phonic  messages.  One  difference 
between  the  reception  of  damped 
waves  and  radiotelephonic  messages 
lies  in  the  fact  that  in  the  case  of  the 
latter,  the  incoming  waves  are 
Fig.  28.'-£ffect  of  the  condenser  in  series  undamped  (in  the  ordinary  meaning 
with  Li-Li  on  the  amplitude  of  antenna  of  the  word),  though  modidated;  but 
^'''"™°*-  it  must  be  borne  in  mind  that  in 

such  a  receiving  system  no  local 
oscillations  are  needed,  as  in  receiving  undamped  waves  for  telegraphic 
purposes,  for,  while  in  the  latter  case  tl^  amplitude  of  the  incoming 
waves  is  constant,  in  radio-telephony  the  amplitude  of  the  incoming 
waves  is  continually  changing  and  it  is  this  change  in  amplitude  which 
must  be,  and  is,  detected  by  suitable  rectifying  devices. 


Inductance  of  Li~L< 
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Analysis  of  Modulated  Wave. — It  is  important  at  this  point  to  note 

^____^  that,  though  the  alternator,  or  any  other  source 

J  ^,  that  might  be  used  at  the  transmitting  statki, 

^        '        — * produces,  when  no  modulation  is  taking  plaoe. 


t 


^^        an  imdamped  ciurent  of  constant  amplitude  and 

sin^e  frequency,  except  for  any  harmonics  that 

f  I    '         might  be  present,  yet,  when   modulation 


t  tj-Li  place,     the     current      flowing     through     the 


Pia.29.-Theoi>ndeiiflerC,  transmitting  antenna   may    be    shown    to    be 

makes  with  Li-L,  a  parat  equivalent    to  a    number    of  component    har- 

lel  resonant  circuit  the  monic     currents    of   different    amplitudes    and 

impedanceof  which  varies  frequencies.      Thus,   consider   the   simple    case 

much  more  rapidly  with  iUustrated   by  Fig.   3  of  p.  648,  which  repie- 

change  in  Li~Li  than  does         .  ,  .  .     «  .     •«  ^, 

thT^pedance  of  L,-U  ^""^  *  harmomc  current,  harmomcaUy  modu- 
itself.  lated. 

Let  7o  -  amplitude  of  immodulated  antenna  current ; 

CO « angular  velocity  of  unmodulated  antenna  current  in  radians 
per  second; 

a  « instantaneous  value  of  unmodulated  antenna  current. 
Let  the  equation  of  this  current  be 

a  B  Jo  sin  <at, (3) 

when  modulation  takes  place  the  amplitude  of  the  current  is  vaiyiog 
between  the  maximum  of  (/q  +/'o)  and  the  minimum  of  (/o-'/'o)»  and 
this  variation  takes  place  harmonically. 

Let  091=  angular  velocity  in  radians  per  second  of  modulating  dis- 

turbance, or  angular  velocity  corresponding  to  the  cyde 
represented  by  Ai-'A2in  Fig.  3; 
i  =  instantaneous  value  of  modulated  antenna  current. 

Then,  the  equation  of  i  will  be: 

t  =  (/o+/ocos  wiO  sin  «< (4) 

Eq.  (2)  is  similar  to  Eq.  (1)  except  that  the  amplitude  of  the  current  is 
now  (/o+/'o  cos  wit)  J  instead  of  just  /o. 
Eq.  (2)  may  be  changed  as  follows: 

i  «  Iq  sin  (U-^-ro  wi  (U  cos  ooit » 

J/  T/ 

=  /o  sin  (jd+-^  sin  cd  cos  «it+-7r5  eimUeoetnt 
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Andy  adding  and  subtracting  -^  cos  (d  sin  (aii,  we  have: 

J/  T/ 

i=IoWiid  +-^  sin  (d  cos  wi<+-^  cos  cot  sin  wit+ 


+-2-  sin  fd  cos  «i/  — ^  cos  fd  sin  Ant, 

or: 

f-7o  sin  «<+-2"  sin  (w+wi)<+-^  sin  (w— wi)<    .    •    .    (6) 

Or,  letting 

/"frequency  corresponding  to  o); 

/i  -frequency  corresponding  to  «i, 

i-/osin2ii/i+^sin2T(/+/i)<+Y8in2Ta-/i)<,     .    .    (6) 

which  last  equation  shows  that  the  harmonically  ofiodulated  current  of 
Fig.  3  is  made  up  of  three  component  harmonic  currents  of  the  following 
amplitudes  and  frequencies: 

Amplitude.    FVequency. 

Component  No.  1 /o  / 

Component  No.  2 ^        Cf+A) 

Component  No.  3 -^        (/— /i) 

Thus,  if  /-300,000 

and  /i  - 1,000, 

then  the  three  frequencies  will  be: 

300,000,  301,000,  299,000, 

which  means  a  difference  between  the  smallest  and  lai^est  frequencies 
of  2000  cycles  or  about  two-thirds  of  1  per  cent  of  the  frequency  of  the 
immodulated  wave  (carrier  wave).    On  the  other  hand  if: 

/»  20,000  (X  « 15,000  meters) 

and  /i  =  1,000 

then  the  three  frequencies  would  be: 

20,000,  21,000  19,000 

which  means  a  difference  between  the  smallest  and  largest  frequencies 
of  about  10  per  cent  of  the  frequency  of  unmodulated  wave. 
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Of  course,  a  speech-modulated  current  is  made  up  of  curr^its  of  a  veiy 
lai^  number  of  frequencies,  one  of  which  is  the  frequency  (tf  the  carrier 
wave,  /,  and  the  others  are 

(/+/i),  a-/i),  (/+/2),  a-/2),  (/+/3),  a-/3) (/+/-),  a-zo. 


whdre         fi,f2tfz, /««  frequencies  included  in  the  human 

The  larger  the  frequencies  /i  or  /2  or  /s  .  .  .  .  or  /»  and  the 
the  frequency  /,  the  larger  becomes  the  difference  between  the  smaUesi 
and  largest  frequency  expressed  as  a  percenter  of  the  carrier  frequ^icy. 

This  analysis  leads  us  to  liie  following  conclusions: 

Since  the  current  in  the  receiving  antenna  is  to  be  a  reproductkHi  of 
that  in  the  transmitting  antenna,  it  follows  that  the  receiving  antemiA 
ciurent  must  have  the  same  frequencies  as  the  transmitting  antefina 
current.  Thus,  we  at  once  conclude  that  the  receiving  antenna  circuit 
must  not  be  sharply  timed  to  any  one  frequency,  to  liie  partial  or  entire 
exclusion  of  all  the  others,  but  must  be  so  designed  as  to  be  able  to  pick 
up  all  these  various  frequencies  equally  well.  This  means  that,  if  the 
difference  between  the  maximum  and  minimum  frequencies,  expressed 
as  a  percentage  of  the  carrier  frequency,  is  very  large,  the  tuning  of  the 
receiving  circuit  must  be  brofid,  in  order  for  it  to  reqx>nd  equally  well  u> 
a  wide  range  of  frequencies. 

Again,  in  order  for  it  to  be  possible  to  use  a  sharply  timed  reoeivuig 
circuit,  such  as  may  be  obtained  by  the  circuit  discussed  on  p.  518,  Chapter 
VI,  the  frequency  of  the  carrier  wave  must  be  very  hi^,  that  is,  of  the 
order  of  500,000  or  more,  corresponding  to  a  wave-length  of  600  meteiB 
or  less. 

Furthermore,  it  would  seem  as  if,  for  a  receiving  circuit  having  a  certain 
degree  of  sharpness  of  timing,  a  high-pitched  voice  would  be  less  distinct 
than  a  low-pitched  one;  this  effect  is  very  noticeable  if  the  proper  adjust- 
ment of  the  receiver  circuit  is  made. 

The  effect  noted  above  is  well  illustrated  when  listening  to  radio- 
telephone transmission  on  long  wave- lengths,  say  20,000  meters;  using 
an  amplifying  circuit  such  as  shown  in  Fig.  127,  p.  514,the  timing  character- 
istics of  which  are  given  in  Fig.  130,  p.  518,  the  speech  is  very  drummy,  only 
the  low  vowel  soimds  coming  through.  It  is  quite  possible  to  adjust  the 
receiving  circuit  to  such  sharp  resonance  that  the  speech  is  uninteUi^ble, 
although  very  loud;  decreasing  the  coupling  of  the  tickler  coil  will  decrease 
the  sharpness  of  resonance  of  the  receiving  circuit,  making  the  resistance 
of  the  circuit  higher.  This  will,  of  course,  decrease  the  strength  of  the 
recdved  signal,  but  at  the  same  time  will  improve  the  quality. 

In  a  radio-telephone  outfit,  both  the  receiving  and  transmitting  sets 
of  which  have  been  properly  adjusted,  the  speech  transmission  is  much 
better  than  that  over  the  average  wire  line;  due  to  the  fact  that  all  fre- 
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^uencies  are  attenuated  alike  (whereas  in  wire  speech  the  high-frequency 
currents  attenuate  much  more  ihsai  the  lower)  the  enimciation  of  the 
received  signal  is  so  distinct  that  the  voice  of  the  operator  talking  at  the 
transmitting  station  may  be  easily  recognized. 

The  Use  of  an  OsciUatmg  Receiving  Set  for  Radio-telephony. — It 
is  possible  to  receive  speech  by  radio-telephony  even  if  the  receiving  set 
Ls  adjusted  to  oscillate^  by  suitable  setting  of  the  tickler  coil  (Fig.  127, 
p.  514).  Such  an  oscillating  receiving  set  requires  more  skill  in  handling 
and  a  much  better  transmitting  set  than  for  reception  by  crystal  or  non- 
oscillating  tube,  but  to  offset  these  difficulties  it  has  the  advantage  of 
being  by  far  the  most  sensitive  arrangement  possible.  The  loc^  oscil- 
lations are  adjusted  to  give  "  zero-beat  frequency  "  with  the  earner  fre- 
quency of  the  transmitting  set;  it  will  be  reaUzed  at  once  that  the 
maintenance  of  this  condition  is  not  easy,  especially  if  the  carrier  frequency 
is  high. 

The  slightest  variation  of  frequency  in  either  the  transmitter  or 
receiver  would  produce  a  musical  beat-note  which  would  make  the  speech 
tones  unintelligible.  Even  with  a  carefuUy  designed  receiver  set  main- 
taining a  constant  local  frequency,  it  will  be  foimd  that  the  average  radio- 
telephone transmitter  has  sufficient  variation  in  the  carrier  frequency  to 
make  this  scheme  unfeasible.  With  the  lower-frequency,  high-powered 
transmitters,  having  accurate  frequency  control,  it  will  be  foimd  that  the 
zero-beat  reception  scheme  exceeds  any  other  for  sensitiveness*  The 
tickler  coil  should  be  set  with  a  coupling  somewhat  greater  than  the  critical, 
otherwise  the  tuning  of  the  receiving  circuit  is  too  sharp,  and  the  higher 
voice  frequencies  encoimter  considerably  more  impedance  than  the  lower 
ones,  and  hence  the  speech  is  distorted.  The  lower  voice  frequencies, 
which,  combined  with  a  carrier  frequency,  give  frequencies  quite  close 
to  the  carrier  frequency,  come  in  much  louder  than  the  higher  ones,  mak- 
ing the  speech  a  series  of  low-pitched  vowel  soimds. 

With  an  oscillating  tube  for  detector  the  rectified  current  is  directly 
proportional  to  the  impressed  voltage  instead  of  to  the  voltage  squared, 
which  is  the  case  for  the  non-oscillating  rectifier.  (See  p.  483.)  For 
this  type  of  receiver,  therefore,  the  modulation  at  the  transmitter  should 
be  such  that  the  difference  between  the  ampUtude  of  the  antenna  current 
with  the  microphone  in  operation  and  that  with  the  microphone  idle 
should  vary  in  direct  proportion  to  the  pressure  of  the  soimd  waves  on 
the  microphone  in  accordance  with  Eq.  (1),  p.  659. 

The  oscillating  receiver  serves  as  a  convenient  check  upon  the  degree 
of  modulation  at  the  transmitter.  If  the  local  oscillations  are  made  to 
differ  from  the  carrier  frequency  by  several  himdred  cycles  per  second, 
the  received  beat  signal  should  be  of  about  the  same  intensity  as  the  speech 
tones  when  the  receiver  is  set  for  zero  beat  frequency;  if  the  beat  signal 
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is  much  louder    than    the    speech    it    shows    that    tlie    modolatka 
is    poor,    namely,   the  antenna  current  is  not    being    varied    moca 
by  the  action  of   the  mi- 
crophone. 

Effect  ot  DecremeoS 

upon     ttie     Qoalitr     d 

Received     Speech.  —  Aj 

mentioned  on  p.  669,  the 

radio-telephone  speech  is 

indistinct    and    drununT 

if  the   decrement   of   the 

truismitting  antenna    or 

that  of  either  of  the  t«o 

Fro.  30— Form  of  voltage  acting  on  8  recdriiiganteniui  tuned  chcuita    at    the  n- 

for  perh^M  one  thousandth  of  a  awond.  ceiving   Station    is     made 

low.     This  conditioa,  it 

will  be  noted,  is  etactly  opposite  to  that  required  for  good  tdegr^ihic 

communication  by  radio,  and  is  therefore  worth  being  analyzed. 

It  is  presumed  that  the  modulator  and  g^ierator  are  functioning  fwop- 
erly  at  the  transmitting  station,  which  means  that  the  oscillator  is  impres- 
ing  upon  the  antenna  a  high-fre- 
quency e.m.f.,  the  amplitude  of  ^  impr— ta  k.hj.  rf 
which  faithfully  foUows  the  sound- 
wave fluctuations  of  the  voice. 
This  is  indicated  by  Fig.  30,  show- 
ing the  e.m.f.  impressed  upon  the 
antenna  for  a  small  part  of  the 
voice  soxmd.  Now  the  question 
arises,  if  such  an  e.m.f.  is  impressed 
upon  the  receivii^  antenna  what  ^ 
kind  of  a  current  wiU  flow?  The  |q 
elements  of  this  problem  were  taken  ' 
up  in  Chapter  IV,  p.  288,  wherein 
it  was  shown  that  the  current 
produced  by  a  damped  wave  of 
e.m.f.  impreaaed  upon  a  resonant  Pio-  31.— A  highly  damped  waw  of  cjal. 
circuit  depends  upon  two  faotore,  «»P««»d  "P""  »  receiving  dimit  cl  km 
.,  ■  I  ,t_  I  t  decrement  will  produce  a  cunmt  hatiof 
VIZ.,  the  ratio  of  the  frequency  of      ^^^^^^^  ^  ^  ^^^  ^  ^ 

the  unpressed  e.ni.f .  to  the  natural      y^jy  jijierent  form. 

frequency  of  the  circuit,  and  the 

relative  value  of  the  decrement  of  the  impressed  e.mi.  to  that  of  the 

circuit  itself. 

If  the  decrement  of  the  circuit  is  lower  than  that  of  the  impressed 
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e.m.f.  the  current  will  be  more  sustained  than  the  impressed  e.m.f.  itself. 
If y  for  example,  a  highly  damped  pulse  of  e.m.f.  is  impressed  upon  a  cir- 
cuit of  low  decrement  and  the  same  natural  frequency  as  the'Cm.f.,  the 
ciirrent  will  be  about  as  shown  in  Fig.  31;  the  current  builds  up  slowly 
and  dies  down  slowly.  We  can  conclude  that  any  changes  in  the  ampli- 
tude of  the  e.m.f.  impressed  on  such  a  circuit  will  be  followed  but  slowly 
by  corresponding  changes  in  ciurent.  It  follows  that  if  a  modulated 
high  frequency  e.m.f.  similar  to  that  shown  in  Fig.  30  is  impressed  on  a 
low-decrement  circuit,  of  the  same  natural  frequency  as  that  of  the 
impressed  e.m.f.,  Ifumgh  a  large  amplitude  current  wiU  flow  in  the  circuit, 
the  changes  in  the  amplitude  of  this  current  caused  by  the  changes  in  the 
impressed  e.m.f,  amplitude  will  he  comparatively  small.  If,  on  the  other 
hand,  the  decrement  of  the  circuit  is  very  materially  increased,  by  adding 
resistance,  (he  current  produced  by  the  action  of  the  modvlaied  e.m.f,  will  he 
rrvuch  smaller  in  amplitude  than  hefore,  hut  the  fluctuations  in  amplitude  of 
ihe  current  will  follow  very  closely  those  of  the  modidated  e.mj. 

An  extreme  case  of  this  effect  is  iUustrated  in  Fig.  32,  wherein  the 
impressed  e.m.f.  (curve  a)  is  assumed  to  be  made  up  of  two  distinct  damped- 
wave  trains.  In  curve  (6)  is  shown  the  current  set  up  by  this  e.m.f.  in 
a  low-decrement  circuit,  and  in  curve  (c)  is  shown  the  current  set  up  in 
a  high-decrement  circuit.  Quite  evidently,  the  current  in  the  latter  case 
very  closely  resembles  the  e.m.f.  acting  on  the  circuit,  whereas  the  much 
lai^r  current  in  the  case  of  the  low-decrement  circuit  is  very  far  from  being 
similar  in  form  to  the  e.m.f . 

The  modulated  e.m.f.  involved  in  radio-telephony  circuits  would  act 
on  high-  and  low-decrement  circuits  in  a  manner  similar  to  that  indicated 
for  the  damped  e.m.f.  of  Fig.  32;  the  low-decrement  circuit  would  have 
large  currents  set  up  in  it,  but  the  variations  in  amplitude  of  these  currents 
would  not  follow  the  variations  in  the  impressed  e.m.f.  ampUtude,  whereas 
the  high-decrement  circuit  would  have  much  smaller  currents  (same  L 
and  C  supposed  as  for  low-decrement  circuit)  but  the  variations  in  ampU- 
tude would  more  accurately  follow  those  of  the  impressed  modulated 
e.m.f .  Since  the  voice  soimds  are  conveyed  by  the  variations  in  the  ampli- 
tude  of  the  ciurent  and  not  by  the  magnitude  of  the  current  itself  it  is 
evident  that  the  high-resistance  circuit  would  be  the  one  to  use  for  suc- 
cessful radio-telephony. 

Appl3dng  this  general  idea  to  an  actual  case  of  speech  transmission, 
we  come  to  the  conclusion  that  the  decrements  of  the  transmitting  antenna, 
the  recdving  antenna,  and  closed-tuned  circuit  at  the  receiver  must  all 
be  higher  than  the  highest  decrement  occurring  in  the  modulated  e.m.f. 
Thus  in  Fig.  30  the  e.m.f.  (which  is  supposed  accurately  to  represent  the 
voice  soimds)  has  its  more  rapid  change  in  ampUtude  from  A  to  B;  in 
ten  cycles  its  ampUtude  decreases  in  the  ratio  of  1  :  10,  which  corresponds 
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to  a  decrement  of  0.11.  The  decrement  of  none  of  the  three  circoili 
taking  part  in  the  transmission  and  reception  should  be  as  low  as  this  vafaie, 
if  clear  well-enimciated  speech  is  expected  at  the  receiving  end. 

For  short  wave  work  this  idea  is  not  of  so  much  importance,  beeaoBe 
the  permissible  value  of  the  decrement,  from  this  standpoint,  is  kmcr 
than  that  generally  attained  in  the  construction  of  sets.  Thus,  if  the 
time  between  A  and  £,  Fig.  30,  is  taken  as  0.0001  second  and  the 


FiQ.  32. — ^A  series  of  damped  waves  of  e.mi.  acting  on  a  low  resistance  reoeiriDg  dreuft 
produce  a  current  as  indicated  in  (&),  evidently  not  of  the  same  form  as  the  e.mf. 
a  high-resistance  circuit  will  have  currents  as  shown  in  (c)  which  correot  oki^f 
resembles  the  e.m.f.  causing  it. 


length  used  is  300  meters,  the  number  of  cycles  from  il  to  B  would  be  100; 
a  decrease  in  ampUtude  to  one-tenth  of  its  initial  value  in  100  cycles  cor 
responds  to  a  decrement  of  0.023,  which  would  be  practically  nev^  obtaiDed 
in  either  of  the  antenna  circuits  and  could  only  be  obtained  in  the  dosed- 
timed  circuit  of  the  receiving  set  by  having  a  tickler  coupling  to  the  phte 
circuit. 

Multiplex  Radio-telephony. — It  is  possible  to  carry  on,  by  means  of 
a  scheme  of  "  double  modulation,"  several  radio-phone  conversataoitf 
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in  the  same  area  and  using  exactly  the  same  high-frequency  carrier  wave 
for  all  stations;  the  extra  compUcations  of  the  scheme  are  worth  while 
only  in  regions  of  congested  conmumication. 

The  general  idea  of  the  scheme  is  conventionally  indicated  in  Fig.  33, 
wherein  il  is  a  modulator  and  £  is  a  long  wave-oscillator;  C  is  a  modu- 
lator  and  jD  is  a  short  wave-oscillator;  the 
connections  of  a  tube-transmitting  set  utiliz- 
ing this  idea  are  shown   in   Fig.  34.     From 
these   two  diagrams  it  is  evident  that  the 
antenna  sends  out  a   "  doubly  modulated " 
high-frequency  wave,  that  is,  the  ampUtude 
of  the  high-frequency  wave  follows   a   curve 
which  is  a  voice-modulated  long-wave  radio- 
frequency.    Thus  generator  B,  Fig.  33,  might 
generate  oscillations  of  25,000,  and  the  ampli- 
tude of  this  25,000-cycle  ciurent   is   voice- 
modulated  by  the  action  of  A.     This  vari- 
able amplitude,  26,000-cycle  wave,  controls, 
through  the  action  of  modulator  C,  the  am- 
plitude of  the  high-frequency  current  generated 
by  D  and  sent  out  from  the  antenna. 

Fig.  34  shows  how  the  Heising  modulation 
scheme  may  be  made  to  fimction  for  multi- 
plex transmission,  and  Fig.  35  shows  the  general 
reception  scheme  for  multiplex  telephony.  The 
antenna  circuit  and  the  closed  circuit,  Li-Ci, 
are  timed  to  the  high  frequency  generated  by 
the  osciUator  exciting  the  transmitting  anten- 
na. The  action  of  the  grid  condenser  and 
leak  is  to  produce  in  the  plate  circuit  a  pul- 
sating current,  the  form  of  which  is  the  same 
as  the  envelope  of  the  high-frequency  wave 
received  by  Li-C\,  This  envelope  is  itself  of 
inaudible  frequency,  it  being  perhaps  a  voice- 
frequency  modulated,  25,000-cycle  current. 
This  26,000-cycle  current  acts  on  the  timed  cir- 
cuit Z/2-C2Coupled  to  the  plate  circuit  of  the  first 
tube.  The  grid  condenser  and  leak  of  this  second  detecting  tube  act  to 
produce  in  the  plate  circuit  of  this  tube  (in  which  the  telephones  are  con- 
nected) a  pulsating  current  of  the  form  of  the  envelope  of  the  25,000- 
cycle  current.  This  envelope  is,  however,  of  voice  frequency,  and  there- 
fore makes  audible  the  speech  carried  by  the  doubly  modulated  high- 
frequency  wave. 
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Several  stations  in  the  same  area  might  transmit  on  a  carrier  frequeocr 
of  3,000,000  cycles;  one  of  the  stations  would  send  out  this  wave. 
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lated  by  a  voice-modulated  26,000-cycle  wave,  another  would  use  a  voice- 
modulated  35,000-cycle  wave,  another  a  voice-modulated  45,000H7de 
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wave,  etc.  The  selecting  of  the  proper  message  at  the  receiving  station 
is  done  by  the  timing  of  the  L2-C2  circuit  (Fig.  35) ;  as  this  is  timed  to 
the  various  long-wave  frequencies  being  used^  the  conversations  from  the 
several  transmitting  stations  become  audible.  All  receiving  stations  tune 
their  respective  antennas  and 
L\—Ci  circuits  to  the  same  high 
frequency  carrier  current. 

By  using  several  high-fre- 
quency carrier  waves,  far  enough 
apart  in  frequency  so  that  no 
interference  is  encountered,  and 
using  several  long  wave-modula- 
tions of  each  of  these,  it  might 
be  possible  to  carry  on,  in  the 
same  'area,  without  serious  inter- 
ference, perhaps  fifty  different 
conversations. 

Another  scheme  for  canying 
on  multiplex  telephony  uses  an 
antenna  tuned  to  several  differ- 
ent frequencies  and  coupled  to 
this  antenna  the  same  number 
of  ordinary  singly-modulated 
transmitting  sets;  it  seems  that 
this  scheme  may  be  made  to 
work  satisfactorily.^ 

Amounts  of  Power  Required 
to  Cover  Distances. — As  regards 
the  distance  range  of  radio- 
telephonic  transmission  it  must 
be  remembered  that  the  re- 
sponse at  the  receiving  end  is 
due  not  to  the  total  power  in  the 
transmitting  antenna,  but  to 
the  variation  of  this  power; 
therefore,  it  might,  as  a  general 
.statement,  be  said  that  those 
formulse  would  apply  to  radio- 
telephonic  transmission  which  apply  to  undamped-wave  telegraph 
transmission  as  given  on  p.  738,  with  the  proviso  that,  in  these  formu- 

*  See  Proc.  I.R.E.,  Vol.  VIII,  No.  6,  for  report  on  the  feasibility  of  such  a  scheme, 
article  by  Ryan,  Tolmie,  and  Bach,  entitled  '^  Multiplex  Radio  Telegraphy  and  Teleph- 
ony." 
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IsB,  the  change  in  antenna  current  must  be  substituted  for  ihe 
current  itself.  Furthermore,  while  in  the  case  of  telegraphic  tranamiaBioo 
the  signals  may  be  very  faint  and  yet  be  understood  by  an  expenenoed 
operator,  in  the  case  of  radio-telephone  transmission,  the  sigmJa  must 
be  several  times  more  audible,  in  order  that  speech  may  be  fully  under- 
stood, especially  by  an  inexperienced  operator. 

Practically,  the  following  have  been  foirnd  to  be  the  dependable 
mission  ranges  for  a  fair  modulation,  i.e.,  not  less  than  50  per  cent: 

Antenn*  power.  Rabcb  of  nISmJtim 


5  watt8 10 

0.1  kw 50 

1.0  kw 200 

10.0  kw 600 

As  pointed  out  in  previous  discussions  on  the  amount  of  power  required 
to  cover  a  certain  distance,  only  veiy  approximate  values  can  be  given. 
The  amoimt  of  atmospheric  disturbance  present,  the  conditions  of  lefnc- 
tion,  reflection  and  absorption,  and  above  all  the  manipulative  skill  of 
the  receiving  operator  in  adjusting  his  receiver  may  change  the  above 
figures  as  much  as  10  to  1.  Thus  it  was  possible  for  an  antenna  power  of 
perhaps  20  kw.  to  transmit  a  radio-telephone  message  from  Arlingtoo, 
U.  S.  A.,  to  Hawaii,  a  distance  of  5000  miles,  and  more  recently  a  small 
100-watt  set  has  been  heard  3000  miles. 

The  Radio-phone  Set. — We  have  so  far  considered  the  radio^diODe 
transmitter  and  the  radio-phone  receiver  as  two  separate,  distinct  parts. 
It  remains  to  show  how  the  transmitter  and  receiver  are  oomUned  into 
a  single  unit  constituting  what  may  be  called  the  '' radio^lunie  set" 
The  manner  in  which  this  is  done  depends  on  whether  one  or  two  antennas 
are  used  at  each  station. 

If  one  antenna  is  used  at  each  station  the  cireuits  are  generally  arranged 
so  that  the  operator  cannot  send  and  receive  simultaneously.  A  douUe- 
throw  switch  is  then  placed  within  easy  reach  of  the  operator  so  that  he 
may,  while  carrying  on  the  conversation,  throw  the  antenna  either  over 
to  the  transmitting  circuit,  when  he  wishes  to  speak,  or  over  to  the  receiving 
circuit,  when  he  wishes  to  receive. 

A  conventional  diagram  for  such  an  arrangement,  as  applied  to  t 
Heising  transmitter  and  a  vacuum-tube  receiver,  is  shown  in  F%.  36. 
The  switch  S  connects  the  antenna  either  to  the  receiving  circuit  bj 
means  of  contact  a  or  to  the  transmitting  circuit  by  means  of  contact  h; 
the  switch  may  normally  be  held  in  the  receiving  position  by  means  of  the 
spring  c,  and  the  operator  would  change  over  to  the  transmitting  poeitioo 
by  pressing  down  on  the  insulated  handle  of  the  switch. 
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It  is  apparent  that  in  a  set  of  this  kind  it  may  often  happen  that 
operator  changes  from  receiving  to  sending  before  the  distant  operator  k 
through  talking;  thus  it  may  well  be  that  both  operators  may  be  1i8t4giing 
or  talking  at  the  same  time.  In  spite  of  this  fault  the  sin^e  antenna 
arrangement  is  stiU  in  use  because  of  the  simpUcity  and  low  first  cost  and 
also  because  a  system  of  simultaneous  sending  and  receiving  cannot  be 
said  to  have  been  as  yet  conrniercially  developed. 

Simultaneous  Radiophone  Transmission  and  Reception. — In  order  to 
overcome  the  diflSculty  encountered  in  the  single  antenna  radiophone  set 
two  antennas  are  used  at  each  station,  one  for  tranamiUing  only  and  the 
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FiQ.  37. — Scheme  for  simultaneous  transmission  and  reception  using   two  antemuB, 
spaced  a  considerable  distance  from  one  another  and  tuned  to  different  wave-lengths. 

other  for  receiving;  each  operator  can  then  talk  and  listen  at  the  same 
time,  as  is  done  in  ordinary  wire  telephony.  Attempts  have  been  made 
to  use  a  single  antenna  for  simultaneous  transmission  and  reception,  but 
the  results  are  not  reported  to  have  been  very  satisfactory.  One  possible 
scheme  uses  in  the  transmitting  circuit  two  antennse  of  identical  char- 
acteristics, one  a  real  antenna  and  one  a  dunmiy;  adjustments  are  so 
carried  out  that  half  the  power  from  the  transmitter  goes  through  each 
antenna.  The  receiving  coil  of  the  receiving  circuit  is  coupled  to  both 
antennse  equally  so  that  when  transmitting  practically  no  voltage  is 
induced  in  the  receiving  circuit.  When  the  distant  station  is  transmitting 
only  the  real  antenna  is  excited  so  that  the  signal  is  received  all  right.  A 
brief  description  of  such  a  set  is  given  in  the  Radio  Review,  Vol.  I,  No.  15, 
by  M.  B.  Sleeper. 
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An  arrangement  wherein  two  antennsB  are  used  is  conventionally 
shown  in  Fig.  37.  The  two  antennsB  are  put  up  at  some  distance  from 
jach  other  and  the  wave-lengths  of  the  two  transmitters  are  made  veiy 
lifferent  from  each  other.  The  reader  will  at  once  note  that  in  such  a 
scheme  the  receiving  antenna  has  impressed  upon  it  not  only  the  feeble 
3.ni.f.'8  due  to  the  distant  transmitting  antenna,  but  also  the  far  greater 
3.m.f .'s  due  to  the  local  transmitting  antenna;  the  latter  e.m.f.'s  are  not 
wanted,  in  so  far  as  they  "  swamp  "  the  smaller  e.m.f.'s  due  to  the 
distant  transmitting  antenna  and  make  reception  therefrom  impossible  or, 
at  least,  very  difficult. 
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Fia.  38.—' 


■The  scheme  for  balancing  out  of  the  receiving  antenna  the  strong  ftigrni^la 
induced  by  the  local  transmitting  antenna. 


Hence,  in  a  system  of  this  kind  some  scheme  must  be  applied  whereby 
the  e.m.f.'s  induced  in  the  receiving  antenna  by  the  local  transmitting 
antenna  shall  be  prevented  from  interfering  with  the  signal  e.m.f.'s  from 
the  distant  transmitter.  Such  a  scheme  is  known  as  a  "  balancing  out  " 
or  "  neutralization  "  device.  A  great  many  neutralization  devices  have 
been  invented  and  used  with  more  or  less  success.  These  devices  may  be 
divided  into  three  classes: 

(a)  Those  in  which  the  receiving  and  transmitting  circuits  are  inter- 
connected (either  magnetically  or  statically  or  both)  in  such  a  manner 
that  the  e.m.f.'s  induced  into  the  receiving  antenna  by  the  local  trans- 
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mitting  antenna  are  opposed  and  balanced  out  by  means  of  e.iiLi.'8  indoctd 
directly  by  the  transmitting  into  the  receiving  circuit. 

(Jb)  Those  wherein  filters  are  used  to  minimize  the  effect  of  the  e.m.f.'s 
produced  by  the  local  transmitter. 

(c)  The  "  Barrage  Receiver  "  invented  by  E.  F.  W.  AlexandenQo. 

To  clasis  (a)  belongs  the  simple  magnetic  balancing-out  scheme^ 
illustrated  by  Fig.  38,  where  the  e.m.f.'s  induced  from  antenna  Ai  into 
the  antenna  A2  are  opposed  by  the  e.m.f  .'s  induced  in  coil  D  by  the  cuirente 
in  B.    Of  course  the  phases  of  these  two  sets  of  e.m.f  .'s  may  not  be  exactly 
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Fig.  39. — ^A  scheme  whereby  the  action  of  condensers  Ci  and  Ct  is  utiliied  to  ^"^^** 
&om  the  receiving  antenna  the  strong  signals  from  the  local  transmitting  antenna. 


the  same,  in  which  case  it  is  more  difficult  completely  to  nullify  the 
action  of  Ai  on  A2. 

A  second  scheme  which  may  be  included  imder  class  (a)  is  Alexandei^ 
son's  static  balance  iUustrated  in  Fig.  39.  In  this  case,  it  is  endeavored 
to  so  adjust  the  condenser  Ci  as  to  make  the  potential  of  the  point  B  and 
that  of  top  of  the  receiving  antenna  (A2)  due  to  the  action  of  the  local 
transmitting  antenna  Ai  equal  to  each  other;  if  this  is  accinnplished 
no  currents  can  flow  in  A2CZB  due  to  the  local  transmitter.    This  scheme 

1  See  ''Simultaneous  Sending  and  Receiving/'  by  E.  F.  W.  Alexanderaon,  Prooee(fimoi 
I  Jl£.,  Aug.,  1919,  and  discusdon. 
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is  better  understood  by  referring  to  the  diagrammatic  sketch  of  Fig.  40, 
wherein  the  two  antennse  and  the  mutual  capacity  between  them  have 
been  replaced  by  the  condensers  C<,  Cr,  Cm- 
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FiQ.  40. — Conventional  diagram  of  the  circuit  of  Fig.  39. 
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Fig.  41. — ^Another  scheme  for  balancing  at  the  local  signal,  by  suitable  coupling  of  the 

detector  circuit. 


In  this  diagram 

Ct  represents  the  equivalent  capacity  to  the  ground  of  the  trans- 
mitting antenna; 

Cr  represents  the  equivalent  capacity  to  the  ground  of  the  receiving 
antenna; 

Cm  represents  the  mutual  capacity  between  the  two  antennas. 

It  win  now  be  noted  that  starting  at  the  point  D  we  have  the  following 
two  multiple  circuits  to  ground:   DCiBC^  and  DFCmHCrG.    It,  there- 
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RfioelTing 
antenna 


fore,  follows  that  if  the  capacity  Ci  is  made  equal  to  Cm  and  C2  equal  u 
Cr  the  difference  of  potential  between  H  and  B  will  be  zero  and  no 
will  flow  through  the  receiving  circuit. 

A  third  scheme  belonging  to  class  (a)  is  the  so-called  detector 
circuit  shown  in  Fig.  41,  wherein  the  e.m.f.'s  induced  into  A2  by  Ai  nn 
caused  to  produce  a  current  in  the  circuit  of  A2  which  in  turn  is  made  to 
induce  e.m.f.'s  in  the  receiving  circuit  (1)  through  the  action  of  ^  on  H: 

at  the  same  time  e.m.f.'s  are  induced  directly 
by  the  transmitter  into  the  receiving  dicuh 
by  means  of  the  coils  B-D;  these  tii^o  sets 
of  e.m.f.'s  should  of  course  be  made  equsi 
and  opposite. 

In  all  of  the  above  schemes  the  n^itriB- 
zation  is  generally  incomplete  in  view  of  the 
different  phases  of  the  opposing  dectromodTT 
forces. 

To  class  (6)  belong  the  Infinite  Impiedaiice 
and  the  Zero  Impedance  circuits  iUustrsted 
by  Figs.  42  and  43.  In  the  case  of  fig.  42 
the  multiple  circuit  of  I^H^2  and  R  may  be 
so  adjusted  that  the  impedance  between  F 
and  Y  at  the  frequency  of  the  local  trans- 
mitter is  very  lai^  and  hence  the  local  trans- 
mitter e.m.f  .'s  will  produce  but  little  current 
"^^  in  the  receiving  circuit.^ 

Fig.  42. — In  this  circuit  the  reso-  On  the  other  hand  in  the  case  of  Fig.  43 
nant  circuit  consisting  of  L,  the  circuit  of  C2R2L2,  which  is  tuned  to  the 
andC»  in  parallel  is  adjusted  ,^^^  transmitter  frequency,  presents  a  very 

to  give  veiy  high  unpedanoe  ,        .  ,  ^    %        ^ 

for  the  frequency  of  the  local  '^^  mpedance  to  currents  of  that  frequency. 

signal,  thus  much  decreasing  and,  therefore,  the  e.m.f.'s  due  to  the  local 
its  effect.  transmitter  produce  currents  in  the  cireah 

C2R2L2  rather  than  in   C3L3,  which  latter 
circuit  is  timed  to  the  frequency  of  the  distant  transmitter. 

The  "  barrage  receiver  "  invented  by  E.  F.  W.  Alexanderson  represents 
a  departure  from  other  neutralization  schemes,  which  is  claimed  to  be 
very  effective.  In  this  scheme  the  receiving  antenna  consists  of  two 
horizontal  antennas  stretching  out  in  opposite  directions  and  connected 
to  the  receiving  circuit  in  the  manner  illustrated  in  Fig.  44.  Each  hori- 
zontal antenna  consists  of  a  single  long  wire  (Alexanderson  has  used  a 
wire  2  miles  long  laid  on  the  ground  and  insulated  therefrom).  The  cir- 
cuits between  Pi  and  Oi  and  P2  and  O2  constitute  two  phase  changers; 
these  phase  changers  are  built  in  the  same  manner  as  a  spUt-phase  indue^ 
1  For  analysis  of  this  point  see  Chapter  I,  p.  68,  and  Chapter  IV,  p.  260. 


ToreceiTinc 
circuit 


SIMULTANEOUS  RECEPTION  AND  TRANSMISSION 


691 


Receirinff 
antenna 


tion  motor  and  consist  in  each  case  of  two  coils  such  as  B  and  D^  the  cur- 
rents through  which  are  not  in  time 
phase  due  to  the  different  power 
factors  of  the  circuit  of  B  and  that  of 
D;  furthermore  the  coils  B  and  D  are 
fixed  in  space  quadrature  with  respect 
to  each  other.  Thus,  if  an  alternat- 
ing potential  difference  be  impressed 
across  the  points  0\Pi  or  O2P2  a  re- 
volving magnetic  field  will  be  produced 
by  the  coils  BD  or  FK,  By  turning 
the  coils  Lfi  or  I/e  within  the  field  of 
the  respective  phase  changer  the  phase 
of  the  e.m.f.  induced  in  Ls  or  Le  is 
changed,  though  the  magnitude  of  this 
e.m.f.  remains  nearly  the  same.  If, 
then,  it  is  desired  that  the  cm.f.'s  in- 
duced in  the  two  receiving  antennas 
by  the  action  of  the  local  transmitting  p,^  43  ^j^  ^  r\^  ^^^^ 
antenna  be  neutralized,  so  as  to  pre-  oflfere  a  low  impedance  to  ground 
vent  them  from  affecting  the  receiving  for  the  local  signal,  thus  minimii- 
circuit  we  manipulate  the  phase  changers  ing  this  signal  in  circuit  Lt-Ct 
and  the  d^ree  of  coupling  between  Li 
ai^d  L3  and  L2  and  L4  in  such  a  manner  that  the  e.m.f.  induced  in 
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Fia.  44. — ^Alexanderson's  so-called  "Barrage  receiver,"  it  is  an  attempt  to  use  rotating 
fields  as  phase  changers  to  neutralize  the  local  signals. 
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Li  is  exactly  equa]  and  oppo^te  to  that  induced  in  Lo.  It  is  ap- 
parent that  this  may  be  done  no  matter  what  the  phases  or  vtbaes 
of  the  e.m.f.'s  induced  in  each  antenna  by  the  local  transmitter  may  be; 
again,  if  the  e.m.f.'s  due  to  the  local  traziamitter  are  neutralized  those  due 
to  the  distant  transmitter  are  not  neutralized  because  of  the  diffeteBt 
phases  and  values  for  each  antenna  and  also  because  of  the  different  Ab> 


Fia.  45.— View  of  the  constructkni  of  the  set  showo  in  Fig.  46;  the  aet  ums  the  Etmag 
scheme  of  modulation,  and  has  beaidee  the  receiving  detector  tube,  two  lo* 
frequency  amplifying  tubes,  coupled  by  iron  core  inductancea. 

quency.  In  the  words  of  the  inventor  such  an  arrai^ment  is  veiy  efFect- 
ive,  not  only  for  the  purpose  of  making  simultaneous  radiophone  traos- 
miseion  and  reception  possible,  but  also  for  the  purpose  of  eliminating 
interference  from  other  stations. 

Constructioa  of  Radio-telephone  Sets. — At  present  radio-telei^Knc 
seta  are  made  in  comparatively  small  powers  only;  about  100  watts  out- 


TYPICAL  RADIOPHONE  SET  603 

nit  represents  ihe  largest  present  commercial  set.  An  ides  of  the  arrange- 
nent  of  apparatus  in  a  small  set  (output  about' 4  watts),  may  be  had  from 
^igs.  45  and  46,  which  show  an  outfit  deseed  for  communication  over 


Pio.  46. — Panel  view  of  a  amall  radiophone  set. 

about  10  miles  distance.  A  300-voH  dynamotor  run  from  a  12-volt  storage 
battery  fumiahee  power  for  the  plate  circuit;  the  various  parts  are  suf- 
Sciently  well  indicated  to  make  the  cuts  aelf-explanatory. 
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CHAPTER  IX 

ANTENNA  AND  RADIATION 

Simple  Antennae — ^Mechanism  of  Radiation. — As  already  undentood 
an  antenna  consists  of  one  or  more  wires,  suitably  arranged,  by  meane 
of  which  electromagnetic  waves  are  radiated  when  hi^^requency  cur- 
rents are  sent  into  the  wires. 

The  simplest  type  of  antenna  is  the  one  shown  in  Fig.  1,  eoTwifrting  d 
two  wires,  BC  and  DF  with  an  alternator,  -4,  or  some 
other  source  of  high-frequency  power,  connected  in  the 
middle.  In  this  arrangement  one  of  the  two  wires  maj 
be  considered  as  the  "  aerial,"  while  the  other  perfonns 
the  function  of  a ''  coimterpoise."  Both  wires,  in  this  case. 
however  radiate  electromagnetic  waves,  whereas  in  moEt 
arrangements  the  coimterpoise  is  so  arranged  that  it 
radiates  but  poorly  compared  to  the  aerial  proper. 

The  fimdamental  action  of  the  alternator,  as  its 
^^  electromotive  force  varies  from  positive  to  negative  and 
vice  versa,  is  to  charge  the  wire  BC  positively,  while,  at 
the  same  time,  wire  DF  is  charged  n^atively,  and,  later, 
to  reverse  the  charges  on  the  two  wires.  It  is  plain  that 
if,  say,  BC  is  to  be  charged  positively,  electrons  must  be 
taken  from  it  by  the  alternator  and  transferred  to  some 
other  conductor,  which,  in  this  case,  is  DF.  Again,  when 
BC  is  charged  negatively,  electrons  must  be  takai  away 
from  DF  and  transfeired  to  BC.  Hence  the  obvioos 
necessity  of  having  electric  conductors  capable  of  storiDg 
Fig  1  -Theoret-  electricity,  or  conductors  with  a  reasonable  amount  of 
ically  the  aim-  ' 'capacitance,'^  connected  on  both  sides  of  the  ahemator. 
plesttypeof  an-  Thus,  it  would  not  be  advisable  to  use  the  arrangement 
tenna,  the  two  ghown  in  Fig.  2,  for,  in  this  case,  the  storage  capadty  of 
S^fom  thi  ^^  ^^^^  ^  relatively  small.  As  pointed  out  in  Oiapter 
twoplatee  of  an  ^'»  *^®  capacity  of  such  a  combination  {BC  and  DF) 
opcncondenser.  depends  upon  the  surface  of  each  conductor;  if  either  rf 

them  is  made  very  small  the  capacity  of  the  combinaticHi 
(which  determines  how  many  electrons  may  be  transferred  by  the  actkn 
of  alternator  A)  approaches  zero  and  the  amount  of  radiation  poaaUe 
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the  lower  wire 
the  capacity  of 
the  condenser  is 
80  small  that  the 
alternator  could 
not  force  an  ap- 
preciable cur- 
rent to  flow  in 
the  upper  wire. 


Bdso  approaches  zero.  On  the  other  hand,  it  is  common  practice  to  con- 
nect as  shown  in  Fig.  3,  where  the  ground  G  forms  a 
very  good  second  plate  of  the  condenser,  since  its  surface 
is  very  large,  giving  a  reasonable  capacity  to  the  con- 
denser made  up  of  BC  for  one  plate  and  the  earth  for  the 
other. 

In  order  to  more  fully  understand  how  energy  may 
be  radiated  in  the  form  of  electromagnetic  waves  by 
means  of  an  antenna,  we  will  first  go  over  some  funda- 
mental principles  in  connection  with  magnetic  and  elec- 
tric fields. 

An  electric  field  is  the  region  wherein  electric  forces 
are  manifested,  and  the  intensity  of  such  a  field  at  atiy  ^f»;_^;71^i^^!!* 
point  is  measured  by  the  force  acting  upon  a  unit  charge 
of  electricity  placed  at  the  point  in  question. 

Similarly,  a  magnetic  field  is  the  region  wherein 
magnetic  forces  are  manifested,  and  the  intensity  of 
such  a  field  at  any  point  is  measured  by  the  force  acting 
upon  a  unit  magnetic  pole  placed  at  the  point  in  ques- 
tion. The  lines  of  action  of  the.  electric  or  magnetic 
forces  are  called  electric  or  magnetic  lines  of  force  and 
represent,  at  any  point,  the  direction  of  the  force.  It  is  also  conveni- 
ent to  represent  graphically  the  intensity  of  the  electric  or  magnetic 

field  by  drawing  more  or  less  lines  per  unit 
area  corresponding  to  a  stronger  or  weaker 
field  respectively;    but  it   must    be  kept 
in  mind  that  the  force  exists  everywhere 
throughout  the  space  in  which  the  lines 
are   drawn  and  not  only  at  the  "  lines  " 
themselves;  thus  the  number  of  lines  of 
force  per  unit  area  (electric  or  magnetic) 
which  might  be  drawn  at  any  point  is,  no 
matter  what  the   intensity   of    the  field, 
infinite.    In  other  words,  while  it  is  well 
to  visuahze  a  field  by  means  of  lines,  the 
Pig.  3.-By  connecting  the  lower  significance  of  these  Unes  should  always  be 
end  of  the  alternator  to  earth  kept  m  mmd,  and  it  should  never  be  for- 
the  semi-oonducting  surface  of  gotten  that   an  electric    field   or   a   mag- 
•  the  earth  takes  the  place  of  wire  netic  field  is  characterized  by  the  existence 
DF  of  Fig.  1  and  enables  the  ^j  j^^.^^  ^^^:^^    ^p^n    ^    electric   chaise 
generator  to  send  appreciable  ,.         ,  a*     i  j       '-j. 

^nt  up  the  wire  BC  ^^  »  magnetic  pole  respectively,  and  exists 

between  the  "  lines  of  force  "  as  much  as 
it  does  at  the  point  through  which  one  of  the  lines  passes. 
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Without  attempting  to  go  into  the  nature  of  a  magnetic  or  an  ekctrii 
field  we  may  say,  however,  that  either  field  is  accompanied  by  a  strau. 
in  the  material  (ether  or  otherwise)  present  in  the  field,  and  that  the  foreef 
manifested  in  the  field  may  be  considered  as  due  to  the  elasticity  of  the 
material  imder  stress,  in  much  the  same  way  that  a  stretched  spring  viE 
exert  a  force  because  of  the  elasticity  of  the  material  tending  to  retan 
the  spring  to  its  unstressed  condition.  Whatever  the  nature  of  the 
stresses  and  strains  in  an  electric  or  a  magnetic  field,  we  may  lay 
certain  well-known  facts  regarding  them. 

1st.  An  electric  field  or  a  magnetic  field  represents  a  definite 
of  energy  per  unit  volume  of  the  field.  It  may  be  shown  that  thi 
is,  for  the  case  of  air,  given  by:  ^ 

Wm  — oi  ergs  per  cu.  cm (b 

W4  =  Vf-  ergs  per  cu.  cm. 

ergs  per  cu.  cm (2; 


2.26  X10<* 


where         TTm* energy  in  ergs  per  cubic  centimeter  of  a  magnetic  field; 
W4  -  energy  in  ergs  per  cubic  centimeter  of  an  electric  field ; 
H  =  intensity  of  the  magnetic  field  in  gilberts  per  centhnet^, 

or  in  gausses; 
i'  =  intensity  of  the  electric  field,  in  e.s.u.  per  centimeter; 
i  =  intensity  of  the  electric  field  in  volts  per  centimeter. 

2d.  A  magnetic  field  in  motion  produces  an  electric  field.  Hub  m 
nothing  but  the  phenomenon  of  electromagnetic  induction,  for,  the  niotioo 
of  the  magnetic  field  induces  an  electromotive  force,  which  must  neoe»- 
sanly  produce  an  electric  stress  or  field.    From  Faraday's  law,  if: 

H  » intensity  of  magnetic  field  in  gausses; 
t  =  intensity  of  electric  field  in  volts  per  centimeter; 
F»  velocity  of  magnetic  field  in  centimeters  per  second; 

i^VHXlO-^ (3) 

3d.  An  electric  field  in  motion  produces  a  magnetic  field. 

H^aVi, (4) 

where  a  =a  constant  of  proportionality. 


>  See  J.  J.  Thomson,  "ElementB  of  Electricity  and  Magnetnm,''  1904,  p.  72  and 
p.  268. 
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Fia.  4. — ^The  poles  of  the  revolving  field  induce 
an  e.m.f.  in  the  armature  conductor  M;  it  is 
important  to  note  th&t  the  moving  magnetic 
field  will  produce  a  difference  of  potential 
(hence  an  electric  field)  between  points  a  and 
b  whether  the  conductor  M  is  there  or  not. 


This  action  of  the  moving  electric  field  is  not  as  easily  realized  as  is 
that  action  by  which  a  moving  magnetic  field  generates  an  electric  field. 
Every  revolving  field  alterna- 
tor furnishes  evidence  of  the 
latter  effect.  A  revolving  field 
(depicted  in  Fig.  4)  generates 
an  e.m.f.  in  one  of  the  arma- 
ture conductors,  shown  at  Af ; 
one  end  of  the  conductor,  a, 
becomes  +  and  the  other  be- 
comes — ,  this  polarity  revers- 
ing when  a  south  pole  takes 
the  place  of  the  north  pole 
active  in  Fig.  4. 

The  point  to  be  empha- 
sized here  is  this — between 
the  two  points  a  and  6  (in 
the  diagram  located  at  the 
temoinals   of    conductor    M) 

the  moving  magnetic  field  produces  a  difference  of  electric  potential  or 
e.m.f.  whether  the  conductor  M  is  there  or  not. 

The  reciprocal  relation, — a  moving  electric  field  producing  a  magnetic 

field — is  not  so  well 
brought  out  in  the  action 
of  ordinary  electric  ma- 
chinery even  through  it 
is  really  the  basis  of 
every  electromagnetic 
field.  To  illustrate  the 
action  let  us  imagine  a 
gun  shooting  electrons 
at  high  speed,  one  fol- 
lowing another  rapidly 
in  the  same  path,  indi- 
cated in  Fig.  5.  Each 
Fig.  6  -a  stoeam  of  electrons  shot  from  a  pm  is  ^^  ^^  electrons  wiU 
equivalent  to  an  electnc  current  and  hence  will  pro-  i     .   • 

duce  a  magnetic  field  at  any  points!;  this  magnetic  carry  with  it  its  electnc 
field  is  really  caused  by  the  numng  electric  fields  of  the  field  and  SO  at  any  point 
electrons.  Arrow  heads  pointing  away  from  the  elec-  m  space  near  the  stream 
trons  indicate  direction  of  motion.  qJ  moving  electrons  (A — 

Fig.  5)  there  will  exist 
a  moving  electrostatic  field.  But  we  know  that  there  will  be  at  il  a 
magnetic  field  (at  right  angles  to  the  stream  of  electrons  and  also  to  the 


Gun  Bhooting 
negative  charges 


698 


ANTENNA  AND  RADIATION 


[Cbap.  IX 


direction  of  the  electric  field)  because  this  stream  of  dedrans  is  really 
electric  currerUy  the  magnitude  of  current  depending  upon  the  number 
of  electrons  passing  a  given  point  per  second.    Thus  if  there  were  6.29  X  lO^ 

electrons 


-.  ^r 


yf  — 


:s 


Compaa 
^         needle 

Arrows  indicate  tendency 
for  needle  to  turn  as  field 
moves  by 


Motion 


CUT 


given  point  in  cxie 
second,  the  streaiEi 
of  electrons  would 
be  equivalent  to 
one  ampere  of  cur- 
rent. 

Upon  exact  anal- 
ysis it  will  be  found 

that  the    magnetic 

Fia.  6. — ^A  compass  needle,  pivoted  so  that  it  is  free  to  swing  g^  j    x   j    whether 
in  the  horizontal  plane,  will  tend  to  set  itself  at  right  angles       .     .   ,^ ^  .. 

to  the  motion  of  the  electric  field  as  long  as  the  electric  field  calculated  tram  ttie 
is  moving  past  it,  thus  demonstrating  the  fact  that  a  moving  well-known  law  of 
electric  field  generates  a  magnetic  field,  at  right  angles  to  magnetic  field  sur^ 
itself  and  to  its  motion.  rounding  a  conduc- 

tor   carrying 

rent,  or  from  the  relation  given  in  Eq.  (4),  has  the  same  value. 
To  illustrate  this  point  by  another  simple  experiment  (easier  to 

ceive  than  to  carry  out,  however),  we  suppose  two  metal  plates,  A  and 

B,  Fig.  6,  charged  so  that  there 

is  an  electrostatic  field  between 

them  as  indicated.    Suppose  a 

compass  needle,  oriented  in  the 

same  direction  as  the  motion  of 

the  plates,  is  so  placed  that  it 

is  situated  in  the  electric  field 

as    the    plates  move   by.     A 

magnetic  force  will  act  on  the 

compass  needle  tending  to  make 

it  place  itself  at  right  angles  to 

the  position  shown  in  the  dia- 
gram, so  long  as  the  electric 

field   is  moving  past,  thus  de-  Fig.  7.— A  toroidal  coil  is  a  good  Olustntioii  <d 

monstrating  the  presence  of  a  ^  ^^  magnetic  field. 

magnetic  field  as  long  as  the  electric  field  is  moving  past. 

If,  now,  we  consider  a  toroid  such  as  that  represented  by  Fig.  7  the 

magnetic  field  produced  by  it,  when  carrying  a  current,  will  be  practically 

limited  to  the  space  within  the  toroid,^  which  space  is  not  far  removed 

» This  statement  is  not  strictly  true,  because  there  is  actually  some  magDeCie  field 
outside  of  the  toroid  as  long  as  the  current  is  changing.    As  this  is  an  extremely 


©nnniii 


HttHtttHTj) 


CLOSED  AND  OPEN  FIELDS  669 

from  the  conductors  of  the  toroid.  It  is  plain  that  if  the  current  is  reduced 
to  zero  the  field  collapses  and  in  so  doing  it  moves  with  respect  to  the 
conductors  on  the  toroid  and  induces  an  electromotive  force  therein, 
thus    producing    an    electric  y 

&eld.    In  this  case,  since  the  ' 

magnetic  field  is  very  near 
to  the  conductors,  the  mo- 
tion of  oU  of  the  magnetic 
field  with  respect  to  the  con- 
ductors takes  place  at  the  Fiq.  8.— Two  closely  adiaoent  oha^Bd  plates  ilh». 
same  time,  all  of  the  energy  trate  well  b  efcwerf  eleetrio  Bold, 

given  to  the  field  ia  returned 

to  the  circuit,  and  no  phenomena  take  place  other  than  the  well-known 
one  of  electromagnetic  induction. 

Similarly  Fig.  8  represents  the  two  plates  Pt  and  Pa  of  a  condenser. 
The  charging  of  the  condenser  produces  an  electric  field,  which  is  limited 
practically  to  the  space  between  the  plates.     If  the  condenser  plates  are 

short  -  circuited, 

the  electric  field 

will  collapse  and 

here,   as  in   the 

/  ^\        case   of  the   to- 

/  \|    roid,    since    the 

/  J    electric   field    is 

I  Ip  very  close  to  the 

I  /     plates,  pracftcojfj/ 

*  / 1     oUoi  the  enei^ 

^  H/       in  the  field  will 

■•^  /be  returned    to 

the  circuit. 

If,     on     the 
other  hand,  we 

Fio,  9. — A  pair  of  wires  disposed  ae  ehowD  here,  excited  by  a  high     ,  , 
&«quency  alternator,  illustratea  what  arecalled  open  magnetic  and  *"  ™"iB"lg  mag- 
electric  fields;  these  fields  reach  out  (with  appreciable  strength)  netlC    and    elec- 
to  distances  p«ater  than  the  dimensions  of  the  circuit  itself.        "trie  fidds  which 

are  distributed 
to  comparatively  great  distances  away  from  the  seat  of  these  fields, 
we  meet  with  a  new  phenomenon,  i.e.,  radiation  of  electromagnetic 
waves.  Thus,  consider  the  case  of  the  two  conductors  of  Fig.  9,  to 
which  there  is  connected  the  high-frequency  alternator  A.  The  voltage 
part  of  the  total  magnetic  field,  however,  it  may  generally  be  n^ected  without  much 
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of  the  alternator  is  rapidly  changing,  and  hence  the  chai^ges  on  ikt 
conductors  BC  and  DF  are  changing  both  in  value  and  in  s%n;  the 
result  is  that  a  rapidly  changing  current  is  flowing  through  the  wires,  and 
the  potential  difference  between  the  wires  is  also  rapidly  changing.  Id 
view  of  the  above  the  conductors  are  producing  a  rapidty  r^angmg 
magnetic  field,  the  lines  of  force  of  which  are  circles  concentric 
with  the  wires  and  having  planes  perpendicular  to  the  wireSy  and,  ic 
addition,  a  rapidly  varying  electric  field,  the  lines  of  force  of  which  we 
somewhat  as  shown  in  the  figure. 

It  is  evident  at  first  sight  that  this  case  is  altogether  different  from 
that  of  either  the  toroid  or  the  two-plate  condenser,  for,  while  in  the  latter 
the  field  (either  magnetic  or  electric)  was  existent  only  (at  least  practieaDr, 
in  a  small  space  near  the  seat  of  the  fields  and  all  of  it  could  qnicUr 
return  its  energy  to  the  electric  circuit,  in  the  case  of  the  antenna  both 
the  electric  and  magnetic  fields  extend  outward  in  all  directions  and  to 
distances  as  great,  or  greater,  than  the  dimensions  of  the  oscillating  system. 
It  is  plain,  then,  that  here  we  must  consider  the  time  necessary  for  the 
field  to  reach  a  certain  point. 

It  is  a  matter  of  common  knowledge  that  a  disturbance  or  change  of 
either  an  electric  or  a  magnetic  field  travels  through  air  or  vacuum  with 
the  velocity  of  light.  Consider  then  a  point  such  as  P  at  a  distance  d 
from  the  antenna,  and,  for  the  sake  of  simpUcity,  in  the  equatorial  plane. 

Let  f= frequency  of  alternator  in  cycles  per  second; 

X  =  wave-length  in  cms. 

We  will  first  confine  oiur  attention  to  the  electric  field.  Assume  that 
the  potential  difference  between  the  wires  is  on  the  point  of  starting  from 
zero  towards  a  maximum  positive  value  and,  therefore,  the  electric  field 
is  on  the  point  of  doing  the  same.  The  electric  field  at  P  will  follow  the 
variations  of  the  potential  difference  between  the  wires,  except  that 
the  variations  at  P  will  take  place  later,  on  accoimt  of  the  appredabie 
time  necessary  for  the  strain  in  the  mediiun  to  travel  the  distance  d  The 
line  of  action  of  the  field  at  P  will  be  vertical  and  represented  by  the  line 
t  in  Fig.  9.  We  must  not  fail  to  remember  at  this  point  that  an  electric 
field  means  energy  and  therefore  a  certain  amount  of  energy  per  cubic 
centimeter  is  present  at  the  point  P  (due  to  the  electric  field)  and  the 
value  of  this  energy  is  growing. 

At  some  time,  depending  upon  the  frequency,  the  potential  difference 
across  the  wires  will  reach  a  maximum  and  begin  to  diminish;  and  this 
will  be  followed,  though  at  a  definite  time  interval,  by  corresponding 
changes  in  the  electric  field  at  the  point  P,  which  will  reach  a  maximum 
and  then  diminish.  Since  the  electric  field  about  the  conductors  is 
now  decreasing  it  follows  that  the  energy  present  in  this  fidd  must  be 
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given  back  to  the  conductors,  where  it  will  appear  as  energy  associated 
with  the  magnetic  field  set  up  by  the  current  caused  by  the  collapsing 
electric  field.  It  is  evident  then,  that  the  enei^  which  had  at  first  moved 
from  the  oscillator  out  towards  P  must  now  return  towards  the  con- 
ductors. However,  not  all  of  the  energy  given  to  the  electric  field  at 
the  point  P  and  beyond  will  reach  the  conductors  before  the  potential 
difTerence  across  them  begins  to  build  up  in  the  opposite  direction,  thus 
again  sending  out  energy,  in  the  form  of  an  electric  field,  in  the  opposite 
direction.  There  is  then  left  ^  at  the  point  P  a  certain  amount  of  energy 
in  the  form  of  an  electric  field  in  the  direction  indicated  by  (^  Fig.  9,  and 
this  eneigy  is  unable  to  return  to  the  conductors  since  they  are  already 
sending  oiU  more  eneigy  in  the  form  of  an  electric  field  in  the  opposite 
direction  to  that  of  t,  Fig.  9. 

The  eneigy  left  at  P  or  at  any  other  point  in  the  field  cannot  remain 
stationary,  but  must  travel  outward.  This,  however,  could  not  happen 
were  it  not  that,  at  the  same  time  and  for  the  same  reason  that  a  certain 
amount  of  eneigy  is  left  detached  at  any  point  in  the  form  of  an  electric 
field,  an  equal  amoimt  of  energy  in  the  form  of  a  magnetic  field,  acting 
in  a  horizontal  direction  as  shown  by  H,  Fig.  9,  also  remains  at  each  point. 
These  two  energies,  moving  outward  with  the  velocity  of  light,  can  now 
sustain  each  other  and  are  completely  independent  of  the  conductors 
wherefrom  they  issued.  For,  it  must  be  here  remembered  that,  as  pointed 
out  on  p.  697,  a  moving  electric  field  produces  a  magnetic  field  and  vice 
versa.  That  the  energies  of  the  two  fields  must  be  equal  at  all  points 
and  times  follows  from  the  fact  that,  if  one  were  larger  than  the  other, 
the  diflference  could  not  exist  by  itself  while  moving  in  space;  ^  for,  in  so 
doing,  it  would  produce  the  other  type  of  energy,  hence  it  would  either 
have  one-half  of  itself  transformed  into  the  other  type  of  energy,  both 
of  which  would  continue  to  move  together,  or  else  it  would  be  absorbed 
by  the  medium  or  some  conductor  in  the  path. 

In  the  brief  discussion  given  above  we  have  considered  energy  in  the 
form  of  a  var3dng  electric  field  acting  in  a  certain  direction  to  be  detached 
from  the  antenna;  but,  of  course,  in  a  similar  manner  energy  is  also 
detached  in  the  form  of  an  electric  field  acting  in  the  opposite  direction, 
so  that  the  electric  field,  equivalent  to  the  energy  which  is  detached  from 
the  antenna,  is,  at  any  point,  varying  continually  in  value  and  direction 
similarly  to  the  antenna  current.  If  this  is  harmonic  the  variation  of 
the  detached  field  will  at  any  point  be  harmonic.    Furthermore,  since 

>  In  trying  to  picture  radiation  in  this  elementary  fashion,  statements  are  neces- 
sarily made  which  will  appear,  to  the  mathematical  physicist,  rather  crude  and  arti- 
ficial. 

*  This  same  idea  holds  good  for  water  waves  also;  when  the  two  types  of  energy 
associated  with  the  wave  become  unequal  the  wave  '^  breaks." 
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it  takes  time  for  the  field  to  travel  any  distance,  it  follows  that  the 
of  the  field  will  be  different  at  each  point;  in  other  words  we  shaQ,  » 
already  outlined  in  Chapter  III,  have  a  wave  constituting  ^i  dectro- 
magnetic  disturbance  in  the  medium,  so  that  while  at  a  certain  insUot 
of  time  the  electric  field  in  a  certain  portion  of  the  space  may  be  repre- 
sented by  (a)  Fig.  10,  the  maximum  intensities  occurring  at  1,  2,  3,  a  littie 
later  the  electric  field  will  appear  as  at  (b),  the  maximum  intensity  now 
occurring  at  1',  2',  3',  and  the  wave  of  electric  disturbance  having  travckd 
the  distance  from  1  to  1'.    The  above  also  appUes  to  the  magnetic  field. 

12  8 
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Fig.  10. — EHectric  and  magnetic  fields  associated  with  a  wave  of  radiation  at  two  sue^ 
oessive  instants  of  time;  magnetic  field  c  occurs  with  electric  field  a,  dense 
field  occurring  where  dense  electric  field  is  and  vice  versa — The  magnetic  and 
fields  are  in  Hme  phase  and  apace  quadrature. 

the  latter  acting  in  a  direction  perpendicular  to  the  electric  fidd,  and 
both  moving  together  in  a  direction  perpendicular  to  both.  Tlius,  at  a 
certain  instant  the  magnetic  field  in  the  portion  of  the  space  for  which  the 
electric  field  is  given  in  Fig.  10  (a)  and  (6)  will  be  represented  by  (c)  and 
(d)  Fig.  10,  which  will  correspond  to  (a)  and  (6)  respectively.  Since, 
as  already  stated,  a  moving  electric  field  produces  a  magnetic  field  propcM^ 
tional  to  its  own  intensity,  and  vice  versa,  it  follows  that  the  intennHes 
of  the  two  fields  are  in  time  phases  though  in  space  quadrature. 
From  p.  696  we  have 

t  =FffX10-« (3) 


H=aVt 


(4) 
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Since  in  the  case  under  discussion  the  electric  field  is  produced  by  the 
motion  of  the  magnetic  field  and  the  latter  is  produced  by  the  motion 
of  the  electric  field,  it  follows  that  the  H  and  i  of  Eq.  (3)  are  the  same 
SLS  the  H  and  t  of  Eq.  (4),  and  may  be  substituted  therein.    Thus,  from  (3) 


108x4- -aV^' 


and  substituting  in  (4) 

i 
V 

108 

or  «*y2' 

and  of  course  the  second  equation  becomes  the  same  as  the  first,  i.e., 

10® 

or  e.«  7^X10-8. 

In  our  case  V,  the  velocity  of  magnetic  field  and  of  the  electric  field,  is 
the  velocity  of  Ught;  since  the  velocity  of  Ught  is  3X10^®  cms.  per  sec. 
we  may  substitute  this  in  Eq.  (3)  and  thus  obtain 

e.=300fl (5) 

From  this  relation  we  conclude  that  a  magnetic  field,  of  intensity 
represented  by  one  gauss,  when  moving  with  the  velocity  of  light,  gener- 
ates an  electric  field,  at  right  angles  to  itself  and  to  the  motion,  of  the 
intensity  of  300  volts  per  centimeter. 

From  our  brief  qualitative  consideration  of  the  phenomena  aroimd 
an  antenna  carrying  an  alternating  current  it  follows  that  we  may  consider 
the  space  about  an  antenna  as  occupied  by  two  components  of  electric 
and  magnetic  fields.  One  of  these  is  continually  moving  backwards  and 
forwards  from  the  antenna,  so  that  energy  is  alternately  given  to  it  by 
the  antenna  and  returned  by  it  to  the  antenna.  Because  of  this  back- 
wards and  forwards  motion  the  average  displacement  of  this  component 
of  either  field  is  zero,  and  may  therefore  be  known  as  the  **  stationary  " 
component,  also  known  as  the  "induction  "  field;  it  is  this  component 
with  which  students  of  electrical  engineering  are  more  familiar,  in  so  far 
as  it  is  this  which  produces  the  well-known  phenomena  of  induction 
(either  magnetic  or  electrostatic). 

The  other  component  of  either  field  is  the  one  which,  once  having 
left  the  antenna,  is  prevented  from  returning  to  it  and  is  thereafter  urged 
away  from  the  antenna  and  continually  travels  outward  from  this  with 
the  velocity  of  light.  This  component,  while  fundamentally  of  the  same 
nature  as  the  stationary  component,  it  is  yet  very  different  in  so  far  as 
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it  is  completely  detached  from  the  antemia.  It  is  known  as  the  '^ 
tion  "  field  and  represents  energy  which  is  transferred  by  the  anteniui 
to  the  medimn  aroimd  it,  which  energy  is  never  again  returned  to  the 
antenna.  At  any  given  point  in  space  the  induction  fields  (msLgDetic 
and  electric)  are  out  of  time  phase  by  90"^;  at  the  instant  one  of  them  n 
a  maximum  the  other  is  zero.  The  two  components  of  the  radiatum 
field,  on  the  other  hand,  are  in  time  phase  with  one  another;  at  a  giren 
point  in  space  the  two  components  rise  and  fall  simultaneously. 

Both  of  the  above  types  of  the  fields,  i.e.,  induction  and  radiatkm 
exist  at  any  point  at  any  distance  from  the  antenna;  but  at  points  near 
it  the  induction  field  is  much  greater  than  the  radiation  field,  while  mt 
points  far  away  from  the  antenna  the  radiation  field  is  so  much  greater  than 
the  induction  field  that  the  latter  may  be  said  not  to  exist.  The  reason 
for  this  is  that  the  amplitude  of  the  induction  field  at  any  point  varies 
inversely  as  the  square  of  the  distance  while  that  of  the  radiation  field 
varies  inversely  as  the  first  power  of  the  distance.^  Thus  any  effects 
of  the  field  near  the  antenna  are  mostly  due  to  the  induction  field,  while 
at  great  distances  from  the  antenna  they  are  mostly,  and  practical^' 
wholly,  due  to  the  radiated  field.  Hereafter  when  speaking  of  the  field 
about  an  antenna  we  will,  imless  otherwise  specified,  mean  to  refer  to 
the  radiation  field,  since  this  is  the  one  by  means  of  which  intelligenoe 
is  transmitted  to  great  distances  without  wires. 

The  radiation  component  of  the  field  is  most  important  when  the 
currents  in  the  antenna  are  of  high  frequency;  but  it  must  not  be  under- 
stood that  no  radiation  component  exists  at  low  frequencies;  for  a  radi- 
ation component  exists  at  any  and  all  frequencies.  Since,  however,  the 
very  reason  for  the  existence  of  such  a  component  is  to  be  found  in  the 
inability  of  the  energy  given  to  a  rapidly  changing  field  to  return  in  its 
entirety  to  the  circuit  giving  out  the  energy,  it  follows  that,  for  slowly 
changing  fields,  this  effect  is  n^ligible,  and  hence  the  radiation  field  is 
practically  non-existent  and  is  never  considered  in  low-frequency  circuits 

It  must  not  be  concluded,  as  a  result  of  the  foregoing  elementary 
analysis,  that  there  are  actually  two  different  fields  to  be  considered,  one 
induction  and  one  radiation.  At  any  point  in  space  in  the  neighborhood 
of  a  radiating  syistem,  the  magnetic  and  electric  fields  both  go  throu^ 
harmonic  variations.  Close  to  the  radiator  these  two  fields  are  both  of 
intense  amplitude  (comparatively)  and  they  are  very  nearly  90°  out 
of  time  phase;  as  the  distance  from  the  oscillator  increases  both  of  these 
fields  fall  off  in  intensity  and  with  increasing  distance  the  phase  difference 
is  diminished  imtil  at  very  great  distances  (perhaps  a  wave-length  from 
the  radiator)  the  electric  and  magnetic  field  are  in  phase. 

^See  "Principles  of  Radio  Transmission  and  Reception  with  Antenna  and  Coil 
Aerials,"  by  J.  H.  Dellinger.     Proceedings  A.  I.  E.  E.,  October,  1919. 
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This  point  is  illustrated  in  Fig.  11;  in  (a)  are  shown  the  magnitudes 
of  the  actual  electric  and  magnetic  fields  at  various  distances  from  the 
r&diator  (points  supposed  in  the  equatorial  plane)  and  in  (b)  and  (c)  are 
ahown  the  induction  and  radiation  components  of  the  actual  field.  The 
electric  and  magnetic  fields  are,  for  all  condition^,  in  space  quadrcUure  (i.e., 
SL-t  right  angles  with  one  another)  but  the  time  phase  between  the  two 
fields  varies  as  indicated  in  the  diagram. 


I< 


Ca) 


"H 


¥8 


W 


Actual  fleldt,at  flrtt  decreasing  rapidly  with  dittaDce,and 
then  more  slowljr,  time  phase  between  E.  and^H  decreases 
firom  nearly  M'^at  (1)  to  o'^at  (S) 


^ 


/• 


Induction  fields  decreasing  rapidly  with  distance,  time 
phase  between  E  and  H  for  all  pofnts'90** 


(c) 


^' 


J' 


4 


H 


Radiation  fields  decreasing  slowly  with  distance,  Unm 
phase  between  E  and  H  fbr  all  points  «0^ 


■>  Increasing  distance  ttom  antenna 


Fig.  11. — ^Actual  electric  and  magnetic  fields  at  different  points  in  the  vicinity  of  an 
antenna  shown  in  a;  these  actual  fields  decrease  in  magnitude  with  distance  from 
the  antenna  and  at  the  same  time  come  more  nearly  into  time  phase.  The  compo- 
nents of  the  fields  which  are  90°  out  of  phase  (in  time)  are  caUed  the  induction 
fields,  shown  at  h  while  the  components  which  are  in  time  phase  with  each  other 
constitute  the  radiation  fields,  the  latter  decrease  with  the  first  power  of  the  dis- 
tance while  the  former  decrease  with  the  second  power  of  the  distance. 


The  above  discussion  has  been  given  on  the  basis  of  the  antenna  and 
coimterpoise  represented  by  Fig.  1,  but  it  applies  equally  well  no  matter 
what  the  counterpoise  and  no  matter  what  the  nattire  of  the  source  which 
produces  alternating  currents  in  the  antenna. 

Radiated  Field  at  any  Distance  from  Antenna* — Before  taking  this 
up  we  will  discuss  very  briefly  the  distribution  of  the  current  in  an  aerial. 
In  the  case  of  the  aerial  shown  in  Fig.  12  it  is  plain  that,  since  the  current 
in  the  wire  CD  flows  only  to  charge  the  capacity  of  the  wire,  the  eflfective 
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value  of  the  current  at  C  will  be  a  inaximum  and  at  D  it  will  be 
for  the  current  at  C  represents  the  electricity  flowing  throng  that  point 

which  goes  to  charge  the  rest  of  the  wire,  while  at  the 
point  D  no  electricity  whatever  flows,  since  there  b 
nothing  to  which  it  can  flow. 

On  the  other  hand,  if  a  metaUic  plate  or  a  system 
of  conductors  be  arranged  at  the  end  of  the  wire  CD. 
as  at  FGy  Fig.  13,  and  if  FG  has  a  very  large  capacity 
as  compared  with  that  of  CDf  it  is  plain  that  the  effect- 
ive value  of  the  current  at  D  will  then  be  only  ali^itly 
^^^^^^^^  smaller  than  that  at  C,  since  the  current  at  D  must  be 
Fig.  12.— a  simple  ^^^^  ^  ^  charge  the  large  capacity  PG.    Under  such 
vertical   wire-  conditions  the  effective  values  of  the  current  in  aD  parts 
grounded  antenna,  of  the  vertical  wire  of  the  antenna  will  be  sensiUy  equal 

and  will  be  considered  as  such  in  the  following  dis- 
cussion. Consider  then,  the  aerial  as  represented  in  Fig.  14  where  the 
counterpoise  is  represented  by  a  horizontal  system  of  conductors,  F'C, 
laid  near  the  groimd  but  insulated  therefrom,  being  in  every  way  similar 
to  the  S3n3tem  of  conductors  at  the 
top  of  aerial  FO.  The  current  in 
the  vertical  part  of  the  aerial  CD 
will  be  assumed  to  have  the  same 
effective  value  throughout,  so  that  at 
every  point  of  CD  we  will  have  for 
the  equation  of  the  current : 

i  ^  Im  sin  (at, 
where 

i  B  instantaneous  value  of  aerial 

current  in  amperes; 

Im  -maximum  value  of  aerial  cur-  Fio.  13. — ^If  the  antenna  has  a  oonsider- 

rent  in  amperes;  able  network  of  wires  above  the  current 

angular    velocity  of  current       in  wire  CD  will  be  nearly  the  same  ia 


Z 


2 


z 


W 


^ 


%r 


(a 


vector  in  radians /sec.; 
t  «time  in  seconds. 


amplitude  at  aU  points  of  the 


Under  these  conditions  it  may  be  shown  that  the  radiation  component 
of  the  magnetic  field,  at  any  point  in  the  equatorial  plane  of  the  aerial, 
is  given  by:  ^ 

t  Uiflm 


lOVd 


cos 


<>4} 


(6) 


'  The  normal  development  of  the  equation  of  radiation  fidd  requires  more  mathe* 
matical  background  than  the  average  radio  engineer  pooocaooo  and  it  is  not  thought  weD 
to  introduce  it  here;  a  short   analysis  of  the  problem  is  given  in  Berg's  "Efectrial 
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where  h  » instantaneous  value  of  magnetic  field  in  gausses; 

I = height  of  antenna  in  centimeters; 
V  =  velocity  of  light  in  centimeters  per  second; 
d  s  distance  of  point  in  question  from  antenna  in  centi- 
meters. 
The  above  equation  shows  that  the  radiation  magnetic  field  is  a  fimction 
gjtnilAr  to  the  antenna  current  (in  this  case  a  harmonic  function),  and  that 


.  ^  i^Jm  ^^  <tf  t 


Bcivartorial  pUme- 


^ 


— 7^ 


Q' 


^.ii^^i^mmim^.ii^,^i^Miii 


Fig.  14. — With  unifonn  current  in  wire  CD  the  magnetic  field  due  to  this  current,  is 

given  as  above. 


the  phase  angle  is  different  for  points  at  different  distances  since  this  angle 

d 
is  equal  Uxa^.    Substituting  w  =2ir/  and  7  =  V  we  have: 

phase  angle  — —  (X  being  measured  in  cm.), 

A 


whence,  Eq.  (6)  becomes: 


{"-^ 


(7) 


Since  the  "  radiation  "  component  of  the  electric  fields  bears  a  fixed  rela^ 
to  the  "  radiation  "  component  of  the  magnetic  field  as  given  by  Eq.  (5), 
we  may  write: 

cos  [U — r-  I. (8) 


300ft 


lOXd 


(-^O' 


where 


€  » instantaneous  value  of  electric  field  in  volts  per  centi- 
meter. 


From  Eqs.  (7)  and  (8)  we  obtain  the  effective  values  of  the  radiation  com- 
ponents of  the  two  fields.    Thus,  if: 

Engineering,  Advanced  CJourse,"  p.  278  et  seq.  Eq.  (20),  p.  289,  of  that  volume  is 
the  same  as  the  Eq.  (6)  given  above,  it  being  noted  that  Berg  has  used  h  to  signify 
one-half  the  length  of  the  oscillator. 
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H  =  effective  value  of  magnetic  field  in  gausses; 
i.  =  effective  value  of  electric  field  in  volts  per  centimeter^ 

2^11 


H  = 


1  = 


lOXd  • 


(9; 


lOXd 


(10) 


where 


/  =  effective  value  of  the  current  in  aerial,  in  amperes. 


Egs^O)  andjClQl,8howjthat  the  effective  value  of  eitl^ftr  fipld  varies 
^rectly^with  the  effective. value  of  ourrent  in  the  aeri^.Mdjrith  the  height 
nf  jliA  fi/>p5i.1  RTiri  mvpjgfllj^^j^th^^wAVf.  Im^.h  And  distance  from  the  aerial 

Now  consider  the  case  xepresented  by  a  loop  of  wire  as  shown  in  Fig. 
15.    Assume,  similarly  to  the  previous  case,  that  the  capacity  of  the  con- 


■d^ 


-^p 


tlie 


Fio.  15. — In  the  case  of  a  coil  antenna  the  magnetic  field  at  P  is  calculated  by 

two  fields  due  to  CD  and  FG,  it  being  noted  that  the  currents  are  opposite  in 
tion. 


denser,  P1-P2,  is  so  large  as  compared  with  the  distributed  capacity 
of  the  loop  CDGF  that  the  latter  has  the  same  effective  value  of  cuireot 
throughout  its  length. 

Consider  the  magnetic  field  at  a  point  P  at  a  distance  d  from  vertical 
wire  CD  and  a  distance  8+d  from  vertical  wire  GF,  Assume  the  poeitive 
direction  of  current  to  be  as  shown  by  the  arrows.  Then  the  fidd  at  P 
must  be  equal  to  the  difference  of  the  field  due  to  CD  and  that  due  to  FG. 


Let 


hi  =  instantaneous  value  of  magnetic  field  at  P  due  to  CD; 
h2  =  instantaneous  value  of  magnetic  field  at  P  due  to  FG, 


Then,  from  Eq.  (7)  we  have 


fti  = 


2irll 


m 


ft2  =  + 


lOXd 
2tII„, 


cos 


10X(d+s) 


C08(  arf— 


Md+8)\ 


(11) 


(12) 
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It  \¥ill  be  noted  that  the  amplitude  of  these  two  fields  is  practically  the 
samey  since,  for  great  distances,  d  is  practically  equal  to  d+«,  but  the 
phases  of  the  fields  are  different  by  the  amount 


'2ir5      ,. 
T — r-  radians. 


The  resultant  field  (A)  is  given  by: 

2irllm. 


lOXd 


lOd 
COS  I  (at 


{■ 


2ird\  /  ,    2T(d+8) 


2T(d+«) 


) 


-  (S-  ^  x)  -  (-K^+l)) (") 

From  which  the  effective  values  of  the  resultant  magnetic  and  electric 
fields  are  given  by 

i/«^sin^ (14) 


lOXd 

1200?r?7   .    TS 
lOXd     ^^  X  • 


(15) 


CO -2x0  0-2  OA  •in^-«7~:7  itn  ^ 

X        lOXd  X 


_4irfl 
"lOXd 


•Inli 


OA'-fleld  at  P  due  to  CO 
OBf—    ••      ••  *•     ••     •*     FQ 
DC"  resultant  field,  obtained 
by  adding  (vectorially)  OB' 
toOA 


Fig.  16. — ^The  field  due  to  wire  CD  is  shown  by  vector  OA ;  that  due  to  FG  is  shown  by 
OB'  nearly  180^  out  of  phase  with  0^.    The  actual  field  is  obtained  by  adding 

vectorially  OB'  and  0^  it  being  noted  that  they  differ  in  phase  by  ir ^) . 

The  vector  addition  of  Hx  and  II2  by  which  Eq.  (14)  is  obtained  is 
shown  in  Fig.  16.  These  equations  show  that  the  effective  value  of  the 
resultant  field  is  equal  to  twice  that  due  to  either  wire  multiplied  by  the 
sine  of  an  angle  which  varies  with  the  distance  between  the  two  wires. 

Thusif  «  =  X 


sm  — =smT=0 


and  if  «  =x, 


sm  Y=sms  =  l. 
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It  may  then  be  seen  that  if  the  distence  betweealhfiJiHO-wipes  of  the 
loop  is  exactly  equal  to  one  wave-length;  the  resultant  field  at^  fXMDte  io 
the  plane  of  the  loop  is  zero,  while  if  the  distance  between  the  two  wires  i? 

one-half  a  wave-length  the  resuhant 
field  in  the  plane  of  the  loop  is  equal 
to  twice  that  of  one  wire.     In  other 
words  the  resultant^  at  any  cme  pomt 
is  due  to  fields  of  the  same  amplitude 
but  different  phase^  the  latter  depend- 
ing  upon   the  distance  betweoi  the 
wires,  since  in  one  case  the  field  has  to 
travel  a  greater  distance  than  in  the 
case  of  the  other  wire.    Thus^  if  the 
twix  wires  were  close  together  the  resultsmt. field  at  any  point  would  be 
zero. 

Again,  if  a  point  be  chosen  such  as  F,  Fig.  17,  in  a  plane  perpendicultf 


WIdbM 

o 

Fig.  17. — At  a  point  Y  in  the  equatorial 
plane  of  the  coil,  equidistant  from 
both  wires  C-D  and  FG  the  radiation 
field  is  zero. 


Jl 


Fio.  18. — The  distribution  of  radiation  field  in  the  equatorial  plane  of  a  ooO  anteoDi. 

to  the  plane  of  the  loop  and  equidistant  from  both  wires,  it  is  plain  that 
the  fields  at  Y  due  to  either  CD  or  FG  must  be  180®  out  of  phase,  ainoe 
they  have  to  travel  the  same  distance,  and  the  result  is  that  the  resultant 
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^y'My/M!i!my/ 


Fio.  19. — ^Excitation  of  antenna  by  magnetic 
coupling  to  generator. 


field  at  F  is  zero.  For  points  other  than  those  such  as  point  Y  of  Fig. 
17  and  point  P  of  Fig.  15  the 
maximum  value  of  the  field  for 
a  certain  distance  from  the  aerial 
varies  from  zero  at  F  to  a  maxi- 
mum at  P. 

If  a  curve  were  plotted  to 
polar  coordinates,  showing  the 
efifective  values  of  the  magnetic 
field  intensity  at  all  the  points 
around  the  circumference  of  a 
circle  having  the  loop  as  a  center, 
we   would  obtain  a  diagram  as 

shown  in  Fig.  18,  the  intensity  of  the  field  at  any  point  P  along  the  cir- 
cumference PQR  being  represented  by  the  line  Oa,    It  may  be  easily 

^hown  that  the  intensity  of  the  field 
varies  harmonicaUy  from  zero  at  points 
R  and  R'  to  maxima  at  points  T  and  T'y 
and,  therefore,  the  curves  OBC  and  ODF 
should  be  circles  with  a  diameter  equal 
"X   Audio      ^  ^®  intensity  of  the  field  in  the  direc- 

OiUtemtor    *^^^  ^^'-     S^^^  *  l^P  ^^'  *^®"'  ^'^- 

ate  most  enei^  in  the  direction  TV  in 

^,,,,^^,wz,<^^  ^g  pl^g  ^j  ^j^^  ^^y  ^^j  practicaUy 

Fig.  20.— Simplest  schemes  for  spark  none  in  the  direction  RR\ 

telegraphy  excitation.  Methods  of  Producing  Current  in 

the   Antenna. — So    far   we  have    dis- 
cussed simple  antennfiB  energized  by  means  of  an  alternator  placed  directly 
in  series  with  the  aerial;  but  it  has  already  been  stated  that  an  antenna 
may  be  energized  by  means 
other  than  this  one.     Thus      " 
the  diagrams  of  Figs.  19,  20, 
and  21  give  various  methods 
of   energizing  the    antenna, 
all  of  which  methods  have 
already  been  studied.     Fig. 
19  shows  the  alternator  in- 
ductively  coupled    to    the        ^^^^^^r^^^^;?^ 

antenna   circuit,    inst^    of  Y\q.  21.— Ordinary  scheme  of  excitation  for  spark 
having  the  alternator  directly  telegraphy, 

in  the  antenna  circuit.    This 

has  the  advantage  of  eliminating  some  of  the  harmonics  of  the  alter- 
nator, so  that  the  current  in  the  antenna  is  now  nearly  harmonic.     It 


o 
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is  to  be  noted  that  instead  of  a  high-frequency  alternator,  a  tube  get- 
erator  or  a  Poulsen  arc  may  be  used,  and,  in  every  case  the  antenu 
current  will  be  nearly  harmonic  and  imdamped. 

On  the  other  hand,  the  arrangements  of  Figs.  20  and  21  are  mact 
to  produce  trains  of  damped  currents  in  the  antenna.    In  Fig.  20  the 


Umtirella  type 
FiQ.  22. — ^Umbrella  antenna. 


spark  gap  is  directly  in  the  antenna,  while  in  Fig.  21  the  spark  gap  b 
placed  in  the  so-called  closed  oscillating  circuit.  The  disadvantage  of 
placing  the  spark  gap  directly  in  the  antenna  is  due  to  the  fact  that  such 
a  gap  has  considerable  resistance,  especially  in  the  case  of  high^xmcr. 
high-voltage  sets  where  the  gap  distance  must  be  large,  and  when  so  teed 
will  make  the  decrement  of  the  antenna  proper  very  high,  whidi  is 


■    I 
» 


**T"  type 


FiQ.  23.— Antenna  of  the  T  type. 


objectionable.  Hence,  with  very  few  exceptions,  i.e.,  low-powa-  sets, 
all  modern  sets  place  the  spark  gap  in  the  closed  oscillating  circuit,  instend 
of  in  the  antenna. 

The  methods  outlined  above  are  only  typical,  and  there  are  sevwai 
other  ways  of  enei^zing  the  antenna,  which  have  already  been  taken  up 
in  Chapters  III,  VI  and  VIII. 
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Various  Types  of  Antennae. — It  was  stated  on  p.  706  that  if  a  single 
vertical  wire  be  used  for  antenna  the  eflfective  value  of  current  at  the  base 
of  the  wire  will  be  maximum,  while  at  the  top  it  will  be  zero.  Since,  the 
intensity  of  the  field  radiated  by  an  antenna  is  directly  proportional  to 
the  current  therein  (on  the  basis  of  a  constant  current  throughout  the 


INVERTED    L  TYPE 


^//////////M 


Fig.  24. — ^Antenna  of  the  inverted  L  type. 


TYPE 


antenna)  it  is  plain  that  a  single  vertical  wire  with  non-uniform  current 
will  not  radiate  as  well  as  if  it  had  a  capacity  at  the  top  end,  when  the  cur- 
rent would  be  more  nearly  uniform,  and  also  larger,  for  a  given  voltage 
impressed  by  the  power  source.  Such  a  capacity  is  used  at  the  top  end 
of  an  antenna  in  actual  practice,  the  capacity  being  in  the  form  of  wires 
stretching  outward  from  the  antenna  proper.  Depending  on  how  these 
wires  are  arranged  we  have  sev- 
eral types  of  antennas,  known  as: 
umbrella,  T-type,  inverted  L- 
type,  "  Fan  or  Harp "  type, 
"  Multiple-tuned  "  type,  "  Coil '' 
type. 

These  various  types  are  shown 
in  the  conventional  diagrams  of 
Figs.  22-27,  respectively. 

The  characteristics  of  these 
various  types  of  antennas  will 
now  be  discussed. 

UmbreUa  Type. — Since  the  top 
wires  are  symmetrically  arranged 

all  aroimd  the  central  radiator  it  is  easily  inferred  that  at  a  given  distance 
from  the  aerial  the  intensity  of  the  field  all  aroimd  the  radiator  is  the 
same,  that  is,  the  curve  of  distribution  of  field  intensity  around  the  radiator 
should  be  a  circle.  It  must  be  noted  that,  while  in  the  case  of  a  single 
wire  or  of  a  Hertzian  double  for  a  radiator,  vertical  wires  only  are  used 
to  radiate  enei^,  in  the  umbrella  type  aerial  the  inclined  top  wires  radiate 


Fig.  25. — Fan  or  harp  antenna. 
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COIL  TYPE 


FiQ.  26, — Coil  antenna. 


a  certain  amount  of  energy  in  the  direction  perpendicnlar  to  the  wires 
themselves.  Thus,  while  in  the  former  case  we  would  likely  find  the 
intensity  of  the  field  directly  over  the  top  of  the  antenna  practically  iwZ, 

in  the  latter  case  (the  umbrella  ai>- 
tenna)  the  field  directly  over  the 
top  would  be  of  considerable  strength 
and  is  successfully  used  to  signal  to 
aeroplanes,  even  thou^  they  be  <fi- 
rectly  over  the  antenna. 

On  the  other  hand,  the  top  spread- 
ers subtract,  to  a  certain  extent 
from  the  radiating  ability  of  the 
central  vertical  wire,  for  the  follow- 
ing reason.  We  have  already  stated 
that  the  ability  of  the  vertical  wire 
or  wires  as  a  radiator  of  energy 
depends  upon  the  fact  that  in  view 
of  its  very  configuration  it  k 
capable  of  setting  up  a  field,  mag- 
netic and  electric,  which  extoids 
to  very  great  distances  from  the  wire  and  is  not  mainly  confined  to 
a  space  near  the  wire;  thus  we  have  seen  that  in  the  case  of  the 
two-plate  condenser  of  Fig.  8  the  energy  stored  in  the  electric  field 
is  mainly  in  the  space  between  the  plates,  which  constitute  a  "  closed 
electric  circuit."  If 
we  were  to  imagine 
an  lunbreUa  aerial 
with  a  very  large 
number  of  spreaders 
reaching  nearly  to 
ground,  as  shown  in 
Fig.  28,  it  is  plain 
that  these  spreaders 
would  act  like  one 
plate,  and  the  ground 
like  the  other  plate, 
of  a  closed  electric 
circuit,  and  practi- 
cally no  energy  could 

then  be  radiated  because  the  electric  field  of  the  antenna  would,  for 
the  most  part,  be  confined  in  the  space  under  the  spreaders,  and 
there  would  be  Uttle  likelihood  of  any  energy  being  detached  from  the 
antenna.    The  radiation   from   such   an   arrangement  would   of  course 
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MulUple  tuned  antenna 
Fig.  27. — Multiple-tuned  antenna. 
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Fig.  28. — Umbrella  aoteiuiA  of  Uua  form  ia  a  poor  radiator;  the  Bpreaders  come  to  low. 

be  very  Bmall.     Id  an  actual   umbrella-type  antenna  the  spreaders  do 
not  reach  to  anywhere  near  ground,  hence  they  do  not  seriously  interfere 
with  the  radiation  though  they  do  bo  to  a  certain 
extent. 

Another  reason  for  the  spreaders  interfering 
with  radiation  is  to  be  found  in  the  fact  that,  at 
ttny  time,  the  direction  of  the  current  flowing 
through  the  vertical  wire  is  opposite  to  that  flow- 
ing in  the  spreaders;  that  is,  if  the  current  in  the 
vertical  wire  is  upward  that  in  the  spreaders  ia 
downward.  In  the  extreme  case  where  the  spread- 
ers might  be  considered  as  being  cloee  to  the  ver- 
tical wire,  as  in  Pig.  29,  the  portion  of  the  vertical 
wire  AB  would  be  seriously  hmited  in  ita  radiating 
action,  since  the  action  of  the  current  in  the  vertical 
wire  is  opposed  hy  that  of  the  spreaders. 

However,  the  total  interference  of  the  spreaders 
with  radiation  from  the  vertical  wire  is  less  than 
what  they  contribute  towards  increasing  the  radia-  Fio.29.— If  the  spread- 
tion  through   causii^  a  more  uniform  current  and,      "  ""^  "*  brought 
for  the  same  voltage,  a  larger  current,  to  flow  through      t"™  "^'^  '''**  ** 
^i_  _.-     1       ■  D,  11  ,  (    .r^       *"^  antenna  proper 

the  vertical  wire.     Several    laige  antennae  of   thia      tj,g  radiation  ia  prac- 
l^pe  have  been  used  for  long  distance  transmission,      tically  zero. 
In    the    smaller   sizes    they    are    very    convenient 
for  portable   sets    where   the    spreaders,    anchored   through   insulating 
clampe  to   the   ground,  serve    the   purpose  of  holding  the  central  sup- 
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port,  in   addition   to  increasing  the   capacity  at  the   top  end  of  tfae 
vertical  wire. 

The  effect  of  the  spreaders  may  be  looked  upon  as  if  the  height  of  the 
vertical  wire  had  been  diminished  and  it  may  be  shown  that  the  "  effecthe 
height  "  of  an  umbrella  antenna  is  aproximately  given  by 

ft  «*!+■«-, 

where  ft  -  effective  height ; 

fti  and  ft2  -the  heights  as  represented  in  Fig.  22. 

Fig.  30  shows  the  arrangement  of  spreaders,  vertical  wire  and  vertical 
support,  insulation,  etc.,  for  a  small  umbrella  aerial,  where  aaabbb  repre- 
sent insulators  and  cd  the  vertical  radiating  wire.  The  spreaders  are 
generally  made  long  enough  to  extend  about  two-thirds  the  lenglii  of  the 
mast.  A  large  piece  of  wire  netting  (called  a  groimd  mat)  may  aenne 
as  a  coimterpoise  for  the  oscillating  system. 

*'r"  Type. — Since  the  top  wires  are  on  this  type  uns3naunetrically 
arranged,  i.e.,  extending  outward  from  the  vertical  wire  in  two  direetioDs 
only,  it  would  seem  at  first  as  if  the  field  produced  by  such  an  aerial  would 
not  be  quite  the  same  all  aroimd  the  antenna.  This  is  probably  the  case 
at  comparatively  short  distances  from  the  aerial,  but  it  is  not  found  to 
be  so  at  large  distances  away,  in  view  of  the  tendency  of  the  field  to  become 
uniform  as  it  spreads  out  in  all  directions  away  from  the  aerial. 

Here,  as  in  the  case  of  the  umbrella  type,  some  eneigy  is  also  radiated 
in  a  direction  directly  above  the  antenna.  Antenns  of  this  type  are  very 
widely  used  on  shipboard  where  the  flat  top  is  easily  suspended  between 
two  masts;  also  for  portable  sets  an  aerial  of  this  type  is  easUy  suspended 
between  two  trees. 

Inverted  "L"  Type. — The  main  difference  between  this  type  and  the 
"  T  "  type  is  that  the  "L"  type  has  a  more  pronoimced  directional  effect, 
that  is,  it  is  capable  of  producing  a  greater  intensity  of  radiation  in  ooe 
direction  than  in  any  other.    Tliis  action,  in  the  case  of  the  ''L"  antenna, 
is  not  yet  very  fully  imderstood  and  it  is  by  some  stated  to  be  too  small 
to  actually  claim  for  this  type  of  antenna  directional  ability.    Howevs', 
this  type  of  antenna  is  used  by  the  Marconi  Co.  for  the  large  transatlantic 
stations  and  has  actually  been  foimd  to  develop,  even  at  considerable 
distance  from  it,  a  field  stronger  in  the  direction  of  the  arrow  Fig.  31  than 
in  any  other.    This  effect  depends  especially  upon  the  length  of  the  flat 
top,  BC,  as  compared  with  the  vertical  wire  AB.    The  longer  BC  is  made 
relative  to  A  £  the  greater  seems  to  be  the  directional  effect  of  the  antenna. 
It  is  probable  that  this  is  due  to  an  interfering  action  of  some  sort,  between 
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the  currents  in  the  vertical  and  horizontal  portions  of  the  antenna,  which 
occurs  on  one  side  of  the  antenna  to  a  much  greater  extent  than  on  the 
oth^.     This  would,  of  course,  take  place  to  a  greater  extent  the  lai^er 


8.  I 


the  horizontal  portion  of  the  aerial  relative  to  the  vertical  portion.  The 
Clifden  station  of  the  Marconi  Co.  has  a  vertical  portion  about  60  meters 
high  and  a  horizontal  portion  about  2000  meters  long;  it  is  said  to  have 
a  large  directional  effect.  In  "  L"  type  aerials  as  used  on  board  ships, 
however,  the  horizontal  portion  is  never  very  much  longer  than  the  verti- 
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cal  portion  and  it  is  doubtful  if  in  this  case  any  appreciable  directiooai 
effect  is  present,  even  at  short  distances  from  the  aerial. 

A  directional  effect  is  noted  in  the  case  of  aeroplanes  canying  a  long 
vertical  wire  weighted  at  one  end  and  dangling  beneath  the  aeroplaDe 

c _  proper;  this  wire, 

when  the 
plane  is  in 
bends  somewhat 
as  shown  in  Fig. 
32  and  very  much 
in  the  form  d 
an  inverted  "  L" 
aerial.      The 
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Fig.  31.— An  inverted  L  antenna  is  somewhat  directional  giving  gr^test  fidd  in- 
maximum  radiation  in  the  direction  shown  above.  tensity  IS  m  the 

direction  of  flight 
or  away  from  the  horizontal  portion  of  the  aerial;  in  this  case  the 
framework  of  the  plane  is  the  counterpoise. 

Not  only  are  '^  inverted  L"  aerials  used  in  large  transatlantic  stations 
but  they  are  also  favorites  on  board  ships,  where  they  are  as  easily  installed 
as  the  "  T  "  type.  They  are  also  widely  used  for  small  stations  and  by 
amateurs.  As 
regards  their  use 
on  board  ships 
it  is  customary 
to  instaU  them 
where  the  dis- 
tance between 
the  masts  does 
not  exceed  about 
30  meters;  for 
over  30  meters 
the  "  T  "  type  is 
used. 

"  Fan  Type '' 
Aerial, — In  this 
case  a  large  num- 
ber of  vertical  or 

nearly  vertical  wires  in  multiple  are  used,  the  top  ends  of  these  wires 
being  perhaps  free,  that  is  not  connected  electrically  to  any  other  wires. 
In  such  an  arrangement  the  effective  value  of  the  current  at  the  base  of 
each  vrire  is  a  maximum  while  it  is  zero  at  the  top,  or,  in  other  words  the 
current  distribution  is  very  far  from  uniform,  and  in  this  respect  the 


Weight 


Fig.  32. — ^An  aeroplane  antenna  is  directional,  sending  out  moit 

power  in  the  direction  of  fli^t. 
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arrangement  is  objectionable.  On  the  other  hand,  the  capacitance  of 
the  aerial  is  very  large,  in  view  of  the  capacitance  of  so  many  wires  con- 
nected in  multiple;  in  fact  the  whole  arrangement  may  be  thought  of  as 
a  single  wire  having  a  capacity  equal  to  that  of  all  the  wires.  The  current 
through  the  combination  of  all  the  wires  may,  because  of  the  lai^  capacity, 
be  made  very  large  without  excessively  high  voltages.  Another  advantage 
of  this  type  of  aerial  as  compared  with  the  others  previously  discussed 
is  that  there  are  no  horizontal  or  inclined  wires  to  interfere  with  the  radi- 
ation from  the  vertical  wire.  As  a  matter  of  fact  such  an  arrangement 
is  considered  one  of  the  best  and  most  efficient  radiators.  In  spite  of 
this,  however,  the  fan  type  is  not  very  widely  used  because  of  the  dif- 
ficulty of  insfealling  it,  especially  in  the  case  of  ships  where  such  a  multi- 
tude of  vertical  wires  would  be  in  the  way  of  some  of  the  projecting  parts 
of  the  ship. 

"Aftifttpfe  Tuned  "  Type. — This  type  is  of  recent  conception  and  has 
been  used  for  the  New  Brunswick,  N.  J.,  station.  It  consists,  as  shown 
in  the  diagram  Fig.  27,  of  a  horizontal  top  similar  to  the  top  of  "  T  " 
antenna,  fed  at  one  end  by  means  of  the  alternator  A  connected  in  series 
with  the  timing  inductance  Li,  and  the  vertical  wire  BiCi,  and  in  addition 
of  a  number  of  vertical  wires  attached  to  the  horizontal  top  at  suitable 
points  and  each  separately  connected  to  groimd  throu^  a  tuning  induc- 
tance. The  result  of  this  is  that  each  of  the  vertical  wires  acts  as  a  vertical 
antenna,  the  whole  arrrangement  constituting  a  number  of  vertical  anten- 
nae connected  in  multiple,  and  hence  radiating  as  if  they  were  a  single 
antenna.  The  advantage  lies  in  the  fact  that,  since  each  vertical  wire 
is  independently  connected  to  groimd,  it  follows  that  all  the  ground  resist- 
ances are  connected  in  multiple,  and  hence  the  total  ground  resistance  is 
very  much  less  than  would  be  found  to  be  the  case  with  any  other  type 
of  antenna  of  the  same  power  capacity,  thus  giving  a  very  high  efficiency.^ 
Of  com^e  it  is  hardly  necessary  to  mention  that  the  phases  of  the 
currents  must  be  adjusted  so  that  all  the  vertical  wires  will  be  radiating 
in  phase  with  one  another  in  order  to  obtain  maximum  radiation;  the 
tuning  coils  Li,L2,  .  .  .  L5  are  used  for  the  purpose  of  making  this  adjust- 
ment. 

On  the  other  hand,  if  the  vertical  wires  be  suitably  spaced  and  if,  in 
addition,  the  phases  of  their  currents  be  suitably  adjusted  it  is  said  to  be 
possible  by  means  of  this  type  of  antenna  to  obtain  greater  radiation  in 
one  direction  than  in  another  thus  producing  directional  transmission. 

^  It  must  be  pointed  out  here  that  the  radiation  resistance  of  each  vertical  wire  of 
die  multiple-tuned  antenna  cannot  be  calculated  as  though  the  wire  stood  alone,  using 
e.g.  Eq.  (21),  p.  737.  The  presence  of  the  other  vertical  wires,  also  carrying  current, 
will  affect  this  radiation  resistance,  the  amount  of  this  effect  depending  upon  the  prox- 
imity of  the  various  vertical  wires,  and  upon  the  relative  phases  of  their  currents. 
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Thus,  in  the  case  of  the  multiple-tuned  antenna  the  intensity  of  the  radiated 
field  at  any  point  is  the  resultant  of  the  fields  due  to  each  of  the  vertical 
wires  and,  if  suitably  designed  and  adjusted,  the  resultant  fidd  in  certain 
directions  may  be  made  a  minimum  and  in  others  a  maximum,  tJius  pro- 
ducing a  directional  effect.^ 

An  el^nentary  analysis  shows  the  normal  operation  of  this  antenitt  to 
be  but  sUghtly  directive,  the  ma.Yimum  radiation  taking  place  at  right 
angles  to  the  length  of  the  antenna.  If  directive  radiation  is  obtained  bj 
phase  shifting  in  the  different  vertical  wires,  the  radiation  resistance  of 
the  antenna  as  a  whole  falls  to  a  small  fraction  of  its  normal  value. 

"  Coil  Antenna.'^ — This  has  already  been  discussed  on  p.  708,  where 
it  was  shown  that  such  an  aerial  has  a  very  decided  directional  effect, 
and  that  the  intensity  of  the  field  in  the  plane  of  the  coil,  where  it  is  a 
maximum,  is  a  function  of  the  distance  between  the  two  vertical  sides 
of  the  coil  and  is  greatest  when  this  distance  is  equal  to  one-half  a  wave- 
length. A  comparison  may  here  be  made  of  the  single  vertical  wire 
with  imiform  ciurent  throughout  and  of  the  coil  antenna  with  unifonn 
current  throughout.  Thus,  from  Eqs.  (9)  and  (14)  on  pp.  708-709  for 
the  effective  values  of  the  intensity  of  the  magnetic  field  at  any  distance 
from  antenna  we  have: 


for  single  wire 


ff  =  ^  (9) 


for  coil  of  one  turn.    Of  course,  if  the  coil  aerial  has  more  turns  than 
one  the  intensity  of  the  field  is  directly  proportional  to  the  number  of  turns, 
provided  that  the  current  is  imiform  throughout. 
If  N  =nmnber  of  turns 


„     ArNlI   .ITS  ,^.  . 


for  coil  of  N  turns. 


If  /,  J,  X,  and  d  are  the  same  for  the  two  types  of  antennas  we  may 
obtain  the  ratio  of  the  magnetic  fields  due  to  the  coil  and  to  the  single 
wire  by  dividing  (14a)  by  (9).    Thus, 

^See  paper  by  E.  F.  W.  Alexanderson,  "Transatlantic  Radio  Communicatioii," 
A.  I.  £.  E.,  Proceedings,  Oct.,  1919.  In  reading  this  paper  the  student  should  bctf 
in  mind  that  the  quantitative  results  predicted  (magnitudes  of  currents,  etc )  do  not 
hold  good  for  the  transient  state  which,  in  an  antenna  of  this  kind,  may  be  a  larige  int- 
tion  of  the  duration  of  a  "dot." 
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Ratio  of  fi^ld  of  coU  to  that  of  single  wire 

=2N  sin  ^, 

A 

In  order  to  make  the  two  fields  the  same  we  must  have 

.      ITS         1 

sm-r- 


X     2N' 


or 


X   .       ,1 


Below  is  given  a  table  showing  the  value  of  8  for  different  values  of  N, 

TABLE  I 

Distance  between  sides  of  a  coil  aerial  of  the  same  height  as  a 
corresponding  single  vertical  wire  aerial  necessary  to  make  the 
fields  from  the  two  aerials  alike. 


N 

8 

1 

0.17  X 

2 

0.08  X 

3 

0.053  X 

5 

0.032  X 

10 

0.016  X 

100 

0.0016  X 

It  is  understood  that  the  coil  aerial  field  has,  in  the  above  discussion, 
been  considered  which  exists  in  the  plane  of  the  coil,  i.e.,  the  plane  of 
maximum  field  intensity.  The  above  table  shows  that  for  a  single  turn 
coil  aerial  the  width  must  be  as  large  as  0.17X  in  order  for  it  to  have  an 
effect  equivalent  to  that  of  a  single  wire  of  the  same  height.  But  with 
a  larger  N.  the  width  may  be  made  much  smaller,  so  that  with  a  100 
turns  the  width  need  only  be  a  few  meters,  even  with  large  wave-lengths. 
However,  with  a  large  number  of  turns  the  question  of  the  capacity 
between  turns  and  the  effective  resistance  of  the  coil  plays  an  important 
part. 

If  the  capacity  from  turn  to  turn  is  large  (i.e.,  the  turns  close  together) 
the  current  will  not  be  uniform  throughout,  and,  furthermore,  the  phase 
of  the  current  at  every  point  will  be  different,  a  condition  which  is  not 
conducive  to  best  results  as  regards  radiation.  Hence  the  turns  should 
be  separated  by  a  considerable  distance  from  one  another.  This  may  be 
stated  by  saying  that  the  capacity  of  the  coil  itself  should  be  such 
as  to  make  the  fundamental  wave-length  of  the  coil  no  larger  than 
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about  one-third  of  the  wave-length  to  be  used.    The  effective 
of  the  coil  antenna  is  taken  up  on  page  737  of  this  chapter. 

As  examples  of  coil  antennae  which  seem  satisfactory  for  reoehrioe 
purposes  it  may  be  noted  that  for  a  600-meter  wave  a  square  cofl,  121' 
cm.  on  a  side,  of  10  turns,  spaced  about  0.5  cm.  from  each  other,  requires 
a  tuning  condenser  somewhat  less  than  .001  yif. 

By  installing  the  coil  (or  "  loop  "  as  it  is  more  frequently  called)  as 
indicated  in  Fig.  33,  it  may  be  used  with  the  Z).  P.  D,  T.  switch  cknm. 


For  600  meten 
10  turns  120  cm.  square 


About  JOfMfif 


/ 


MOK/tf 


OOOOinf 


a 


L 


(^ 


-Todetectir 
■and  ampiiiff 


^^■^^^^•^^^^■^^^^ 
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FiQ.  33. — Use  of  a  coil  receiving  antenna;  by  throwing  the  switch  down  the  cofl  tctp 
as  a  simple  antenna,  the  coil  L  being  used  for  tuning.  When  it  is  desired  to  p^ 
the  directional  effect  of  the  coil  the  switch  is  thrown  up. 

for  general  reception,  the  loop  merely  acting  as  a  low  antenna,  tuniog 
being  accompUshed  by  the  variometer,  L.  When  the  desired  signal  b 
received  the  switch  may  be  thrown  upwards  and  the  directive  ^ect  of 
the  coil  thus  be  obtained. 

P'or  wave-lengths  from  10,000-20,000  meters  a  square  coil  about 
6  meters  on  a  side  with  50  turns  spaced  4  cm.  apart  is  suitable. 

Because  of  the  comparatively  low  receptive  power  of  loop  anteniup 
the  receiver  (detector)  used  must  l)e  the  most  sensitive  available;  the 
use  of  such  a  detector  with  a  good  amplifier  is  possible  because  of  the  com- 
paratively low  intensity  of  the  "  strays  "  picked  up  by  a  loop. 
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Aeroplane  and  Airshq>  Antennse. — The  aerial  system  of  aircraft  comes 
nearest  to  approximating  the  conditions  represented  by  the  simple  aerial 
syTstem  of  the  Hertzian  double  (see  Fig.  1),  in  so  far  as  the  counterpoise 
is  not  the  groimd,  and  furthermore  the  antenna  and  counterpoise  are 
at  considerable  distance  from  the  ground,  so  that  the  electromagnetic 
waves  generated  by  such  a  radiating  system  travel  outward  in  space 
without  coming  in  contact  with  the  groimd  except  at  considerable  distance 
from  the  radiating  system. 

The  various  types  of  radiating  systems  used  may  be  classified  into 
tw^o  general  headings: 

(1)  Those  which  may  be  used  only  when  the  ship  is  m  flight. 

(2)  Those  which  may  be  used  at  any  time  whether  the  ship  is 
in  flight  or  not. 


AU  metal  work 
t>f  ship,  carefully 

connected  to- 

fether 


Receiving  or 
traniroittinff  set 


Trailinf 
wire 


The  first  class  includes  by  far  the  most  effective  type  of  aircraft  aerial; 
in  this  case  the  aerial  is  a  traihng  wire  dangling  from  the  aircraft  while 
the  counterpoise  consists 
of  all  the  metal  parts  of 
the  craft  electrically  con- 
nected together.  The  trail- 
ing wire  is  made  up  of  a 
length  of  phosphor  bronze 
or  silver  bronze  wire  rang- 
ing between  150  and  300 
feet  with  a  weight  attached 
at  its  free  end  and  dang- 
ling from  the  aircraftsome- 
what  as  shown  in  Fig.  32. 
The  transmitting  or  receiv- 
ing apparatus  is  connected 
between  the  trailing  an- 
tenna wire  and  the  metal 

parts  of  the  craft  which,  as  already  stated,  form  the  counterpoise;  this  is 
schematically  shown  in  Fig.  34;  when  the  aircraft  approaches  ground 
the  aerial  wire  is  reeled  in,  the  reeling-in  apparatus  being  operated  either 
by  hand  or  by  a  small  electric  motor. 

Such  an  arrangement  as  the  one  above  described  has  been  used  with 
success  on  practically  all  types  of  aircraft,  including  lighter  than  air 
ships.  Its  only  disadvantage  seems  to  lie  in  the  fact  that  in  the  case 
of  a  forced  landing,  and,  more  especially,  in  the  case  of  an  aeroplane 
being  compelled  to  dive  or  to  "  loop-the-loop  ''  the  presence  of  the  trailing 
antenna  wire  might  prove  disastrous  imless  it  were  reeled  in  very  quickly. 


Weight 


Fig.  34. — Arrangement  of  apparatus  on  aeroplane 

antennffi. 
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Again,  it  may  be  easily  understood  that  such  an  arrangement  caimcc 
be  used  unless  the  aeroplane  is  in  flight. 

It  is  reported  that  transmitting  ranges  up  to  600  nautical  miles  hxn 
been  obtained  with  trailing  antenna  wires  on  the  large  U.  S.  Navy  N.  C, 
flying  boats  of  the  type  which  crossed  the  Atlantic;  although  one  must 
judge  from  the  results  of  that  test  that  operation  over  even  one^endi 
of  this  distance  is  problematical;  signals  may  be  received  by  means  of 
such  antennse  at  almost  any  distance  from  high-power  transmittiiis 
stations. 

The  second  class  of  aircraft  aerials  comprises  various  types  wbki 
enable  signals  to  be  sent  out  or  received  even  while  the  craft  is  on  the 
groimd.    The  foUowing  types  have  been  used : 

(a)  Skid-fin  aerials  for  aeroplanes. 
(6)  Coil  aerials  fdr  aeroplanes. 
(c)  T-antenna  for  airships. 


wire  net  work 
A  B  C  D  luflably 
iniulated  ftrom 
rest  of  aeroplane 


(a)  The  skid-fin  antenna  is  nothing  more  than  an  inverted  "  h^x^ 
tenna  "  the  top  of  which  is  mounted  a  few  feet  above  the  uppennoa 

plane  and  covers  in  length 
and  width  practically  the 
entire  wing,  somewhat  as 
shown  by  A  BCD  in  Rg. 
35,  where  the  wire  DF  is 
the  leading-in  wire  and 
connects  directly  to  the 
transmitter  or  receiver: 
the  counter-poise  consists 
as  usual  of  all  the  metal 
parts  electrically  connect- 
ed  together.  Such  an 
antenna  has  been  exten- 
sively used  by  U.  S. 
Navy  aeroplanes.  It  must 
be  imderstood  that  because  neither  the  length  of  the  leading-jn  wire 
nor  that  of  the  top  wires  can  be  made  very  large,  and  also  because 
of  the  smaU  separation  between  the  antenna  proper  and  the  counterpofae 
the  aerial  is  not  a  very  good  radiator,  and,  in  general,  aircraft  carryini; 
a  skid-fin  antenna  also  carry  a  traiUng  wire  antenna.  It  may  be  said 
in  a  general  way,  that  the  transmitting  range  of  a  skid^n  antenna  b 
about  one-half  that  of  a  dangling  wire  antenna  for  the  same  aircraft  and 
transmitting  apparatus. 

When  the  metal  work  of  a  ship  is  used  for  coimterpoise  it  must  be 


Fig.  35. — ^Aeroplane  antenna  of  the  skid-fin  type. 
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all  veiy  carefully  bonded  together,  otherwise  sparks  may  occur,  when 
transmitting,  which  are,  of  course,  an  unnecessary  fire  risk. 

(6)  Coil  aerials  have  been  used  more  especially  for  receiving  purposes, 
in  view  of  their  ability  to  detect  the  direction  from  which  the  waves  may 
be  coming.  They  are  made  up  of  several  turns  and  of  such  dimensions 
as  will  enable  them  to  fit  in  between  the  two  wings  of  a  biplane,  some- 
what as  shown  diagrammatically  by  B,  Fig.  36.  In  this  case  no  counter- 
poise is  necessary.  When  the  coil  is  used  as  a  transmitter  the  greatest 
radiated  field  will  be  in  the  plane  of  the  coil,  similarly  if  the  coil  is  used 
for  receiving  it  will  respond  most  vigorously  to  signals  coming  from  the 
direction  of  A  or  C.  In  order  to  either  send  or  receive  in  certain  direc- 
tions the  coil  may  be  rotated  or  eke  the  aeroplane  itself  may  be  veered 
around  imtil  the  plane  of  the  coil  points  in  the  desired  direction.  In 
order  to  avoid  either  one  or  the  other  of  these  operations  another  coil 
may  be  used  with  its  plane  at  right  angles  to  the  first,  in  which  case  the 


upper  wing 


Lower  wtng 


Fio.  36. — Con  t3rpe  antenna  installed  between  the  wings  of  an  aeroplane:  the  ooil  sides 

are  placed  behind  the  struts  between  the  wings. 


operator  need  do  no  more  than  move  small  coils  within  his  easy  reach; 
this  will  be  more  fully  explained  later,  in  the  section  on  direction  finders, 
p.  766. 

The  range  of  transmission  of  coil  antennse  is  small,  but  they  are  used 
for  receiving  from  very  great  distances.  Some  aeroplanes  carry  a  trailing 
wire  for  long-distance  transmission  while  in  flight,  a  skid-fin  antenna 
while  stationary,  and  a  coil  aerial  for  directional  reception. 

(c)  The  T-aerial  for  airships  is  schematically  illustrated  in  Fig.  37, 
where  AB  \a  the  leading-in  wire  and  CD  the  top  of  the  "  T.''  The 
counterpoise  consists  of  the  metal  parts  of  the  suspended  car,  including 
engine,  etc.  Such  an  antenna  has  practically  the  same  transmitting 
characteristics  as  a  "  T ''  antenna  of  the  same  dimensions  used  on  the 
groimd;  and  because  the  wire  AB  m  quite  long  and  the  wires  CD  may 
be  made  very  long  as  weU,  the  range  of  the  antenna  is  comparatively 
large.  It  need  hardly  be  stated  that  the  construction  of  such  an  aerial 
is  such  as  to  permit  it  to  be  used  with  equal  effectiveness  whether  the  air- 
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ship  is  in  flight  or  not,  and  is  a  great  improvement  over  the  trailinfr  vi 
antenna  at  first  used  on  such  ships.  Care  must,  of  course,  be  obeem 
regarding  the  fire  risk  of  the  installation. 

Underwater  Antennas. — The  problem  of  underwater  anteniue 
especially  important  in  connection  with  submarines.  Up  to  a  few  yea: 
ago  commimication  by  radio  with  a  submarine,  while  submer;ged,  va 
considered  very  imsatisfactory,  because  use  was  being  made  of  antenrj 
similar  to  groimd  antennse  such  as  the  "  T  "  type  or  inverted  "L 
These  antennae,  even  if  made  of  heavily  insulated  wire,  are  more  or  Iti 
likely  to  be  short-circuited  by  the  water  (particularly  salt  water)  nwn 
especiaUy  because,  as  will  be  made  fully  discussed  on  p.  752,  the  highfi^ 
potential  is,  when  transmitting  with -such  antennse,  present  at  the  ver 
end  of  the  wires,  where  it  is  most  difficult  to  guard  against  the  shon- 


Fig.  37. — In  a  dirigible  balloon  a  T  type  antenna  is  used,  the  counterpoise  consisting  U 

all  the  metal  work  around  the  engines,  etc. 


circuiting  effect  of  the  water.  Aside  from  these  considerations  which 
are  not,  however,  so  very  serious  when  using  the  antenna  for  recerrini: 
purposes,  the  more  serious  handicap  was  the  fact  that  such  an  antenna 
projects  too  far  above  the  topmost  part  of  a  submarine,  even  above  the 
periscope  and  made  it  necessary  for  the  submarine  to  submerge  more 
deeply  than  would  otherwise  have  been  the  case  or  else  to  use  a  short 
ineflfective  antenna. 

Real  progress  was  made  in  submarine  radio  transmission  by  the  intro- 
duction of  the  loop  antenna;  in  the  application  to  submarine  work  the 
loop  is  made  up  somewhat  as  shown  in  Fig.  38.  The  wires  A  BCD  and 
QNML  are  grounded  at  A  and  Q,  and  insulated  from  the  boat  eveiywhere 
else.  Thus  the  loop  may  be  diagranunatically  represented  as  in  Fig.  39, 
which  should  be  compared  with  the  diagram  of  the  simple  loop  discussed 
on  p.  708,  and  reproduced  in  Fig.  40  for  the  sake  of  convenience. 

In  the  simple  loop  the  wires  FG  and  FV  radiate  most  effectrvehr 
when  the  distance  between  them  is  one-half  a  wave-length  and  the  strongert 
field  is  produced  by  the  loop  in  its  own  plane.    Siniilarly  in  the  cage  of 
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the  submarine  loop  the  wires  AB  and  A'B'  are  the  radiators  while  CD 
and  CD'  radiate  very  httle  enei^  since  they  are  very  close  together  and 
the  fields  created  by  them  practically  neutralize  each  other;   of  course 


Fig.  38. — ^Arrangement  of  loop  antenna  in  a  submarine. 

the  best  distance  between  AB  and  A'ff  is  one-half  a  wave-length,  and, 
again,  as  in  the  simple  loop,  the  submarine  loop  will  radiate  best  in  its 
own  plane. 

c'  c t__ 


B 


^'    n 


A' 


0' 


B 


^-^v-^ 


Fio.  89. 


WM^. 


■<&-# 


FiQ.  40. 


Fig.  39. — ^Electrical  circuit  of  the  installation  of  Fig.  38. 

Fig.  40. — ^As  wires  CD  and  CD'  of  Fig.  39  radiate  no  appreciable  power  this  arrangement 
is  equivalent  to  the  single  turn  coil  here  shown  in  wires  AB  corresponding  to  FO 
and  A'B'  to  FV\ 

Another  arrangement  used  for  submarines  is  a  coil  antenna  consisting 
of  a  lai^  nimiber  of  turns  and  enclosed  in  a  water-tight  container  which 
is  supported  above  the  deck  of  the  submarine.  The  dimensions  of  such 
a  coil  are  necessarily  small  (perhaps  one  meter  square),  and  its  effective- 
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ness  as  a  transmitter  is  consequently  low,  but  it  has  been  used  to 
from  veiy  great  distances  with  considerable  success. 

A  word  should  here  be  said  regarding  the  transmission  of  electro- 
magnetic waves  in  water.  It  was  already  pointed  out  in  Chapter  11 
that  electromagnetic  waves  may  be  transmitted  through  any  mediiiBi 
to  more  or  less  extent  depending  more  especially  upon  the  electrical  con- 
ductivity of  the  mediiun.  An  electromagnetic  wave  will  on  striking  a 
wall  of  ordinary  conducting  material  be  partly  reflected  and  panlr 
absorbed  in  the  production  of  currents  in  the  material,  so  that  practicsDr 
no  electromagnetic  field  wouM  be  found  at  even  a  small  depth  below  the 
surface  of  the  material.  On  the  other  hand  if  the  material  is,  as  in  the 
case  of  salt  water,  only  a  partial  conductor  the  electromagnetic  wava 
are  able  to  penetrate  into  it  for  considerable  distance  before  the  energy 
represented  by  them  is  completely  absorbed  by  ciurents  produced  in  the 
water.  It  is  a  well-known  fact  that  the  greater  the  frequ^icy  (the  smaller 
the  wave-length)  of  a  magnetic  or  electric  field  the  smaller  is  the  depth 
to  which  it  will  penetrate  into  a  conducting  or  semi-oonducting  medium: 
therefore  in  the  case  of  electromagnetic  waves  in  water  the  extent  to  which 
they  penetrate  below  the  surface  is  very  much  dependent  upon  the  wave- 
length. 

The  equation  for  penetration  of  an  electromagnetic  wave  into  a  coo- 
ducting  mediimi  was  given  on  p.  115.  Although  there  given  as  the  pene- 
tration of  a  current  the  same  formula  holds  if  written  to  express  either 
electric  or  magnetic  fields.    Thus  we  may  write 

H,=Ho€'W"f^*', (15) 

in  which  Ho = intensity  of  magnetic  field,  of  the  electromagnetic 

wave,  just  at  the  surface  of  the  ocean; 
Hx  =s intensity  of  magnetic  field  z  cm.  below  surface; 
«= 2ir  X  frequency ; 

M = permeabiUty  of  jsea  water  =  imity ; 
p  =  resistivity  of  sea  water  in  abohm  sper  cm.^  «i4)proxh 
mately  10^^ 

If  we  assmne  a  signal  detectable  if  Hx  is  only  1  per  cent  of  Ho,  then 
the  depth  at  which  the  signal  should  be  detectable  is  obtained  from 


.-w?)-..,,. 


For  a  wave-length  of  10,000  meters  the  value  of  x  calculated  from 
this  relation  is  about  1500  cm.  or  15  meters. 

As  an  example  of  the  effect  of  wave-length  it  has  been  stated  that 
signals  have  been  received  by  submarines  with  loop  antenme  with  the 
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top  of  the  loop  16  feet  below  the  surface  of  the  water  at  a  wave-length 
of  6000  meters  and  200  miles  from  the  transmitting  station,  while  for 
a  wave-length  of  2500  meters  and  the  same  distance  signals  could  only 
be  heard  with  the  top  of  the  loop  8  feet  below  the  surface  of  water. 

If  we  assmne  that  the  loop  was  such  that  the  '^  mean  depth ''  was 
5  feet  lower  than  the  top  of  the  loop,  so  that  in  one  case  the  effective 
depth  was  21  feet  in  the  first  case  and  13  feet  in  the  other  the  experimental 
results  agree  very  well  with  those  predicted  from  Eq.  (15).    Thus  we  have 


/6000 
\2500 


6000     13 
2500^21     •^* 


Again,  in  case  the  submarine  is  transmitting  while  submerged,  the 
transmitting  range  is  very  small  because  the  electromagnetic  waves  are 
practically  entirely  absorbed  in  their  passage  through  the  water  and  issue 
therefrom  with  very  feeble  strength.  Thus,  it  has  been  found  that  a 
submarine  when  submerged  so  that  its  loop  antenna  was  only  a  few  inches 
below  the  surface  could  only  transmit  to  a  distance  of  about  9  miles  with 
a  wave-length  of  about  1000  feet  and  an  antenna  current  of  6  amperes; 
while  it  could  transmit  50  miles  or  more  when  on  the  smface.  Probably 
better  transmission  through  the  water  would  be  expected  if  the  wave- 
length were  much  laiger  (10,000  or  more  meters);  but  a  large  wave- 
length implies  an  antenna  of  dimensions  too  large  to  be  carried  by  a  sub- 
marine. 

It  is  to  be  remembered  that  the  question  of  reflection  at  the  surface 
of  the  water  is  to  be  considered  when  analyzing  commimication  possi- 
bilities from  a  surface  station  to  a  submerged  boat  or  vice  versa;  this 
has  not  been  attempted  here. 

It  may  generally  be  stated  that  the  present  state  of  the  art  does  not 
permit  a  submerged  submarine  to  transmit  to  any  greater  distances 
than  about  10  to  20  miles,  while,  on  the  other  hand,  enabling  it  to  receive 
from  almost  any  distance  provided  it  is  not  too  deeply  submerged. 

Ground  Antennas. — This  is  the  name  given  to  an  antenna  consisting 
of  an  insulated  wire  laid  on  the  ground  but  insulated  therefrom  as  shown 
by  Fig.  41.    In  the  ., 

figure  the  transmit-  /^ ^ 

ter   or    receiver    is 

shown  connected  to   ''^^WM^^M^^WM^^W/. 

the  middle    of    the   Fio.  41. — Use  of  a  wire  laid  on  the  ground  (but  insulated 

wire,  but   it  may  be  from  it)  for  an  antenna. 

connected  at  either 

end.  In  the  former  case  such  an  arrangement  will  resemble  a  "  T  " 
antenna  and  in  the  latter  an  inverted  "  L"  with  a  very  short  "  lead-in  " 
wire,    Since  it  is  the  height  of  the  lead-in  wire  which  determines  the 


To  receiver 
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intensity  of  the  field  radiated  it  is  plain  that  an  antenna  of  this  type  » 
a  very  poor  radiator.    It  has,  however,  been  used  as  a  receiver  very 

successfuUy  ^  in  connecticD 
With  vacuum-tube  detectmg 
devices. 

As  a  matter  of  fact,  as  far 
as  receiving  is  concerned,  use 
has  been  made  of  a  wire  on  a 
wire  fence,  in  which  case  one  cf 

Fig.  42.— Even  a  fence  wire  serves  as  a  fairly^od  ^^^  wires  has  been  opened  at  a 
antenna;  it  is  opened  and  the  receiving  appara-  point  such  as  A  (Fig.  42)  aod 
tus  put  in  the  break.  the  receiver  inserted  thoein. 

Again,  a  living  tree  has  been  used  as  an  antenna  for  receiving.  TTie 
receiver  is,  in  this  case,  shown  connected  as  in  Fig.  43,  where  -4  is  a  nail 
driven  into  the  trunk  of  the  tree  as  high  up  as  possible.  It  seems  as  if. 
here,  the  actual  receiving  of  the  waves  was  mostly  effected  by  the  leading- 
in  wire  AB,  while  the  upper- 
most parts  of  the  tree  serve 
to  increase  the  capacity  of  the 
antenna  and  also  to  intercept, 
to  a  certain  extent,  electro- 
magnetic waves  which  induce 
currents  in  the  electrically 
conducting  juicesof  the  treeas 
well  as  in  the  leading-in  wire. 
In  general  it  may  be 
stated  that  almost  any  sys- 
tem of  electrical  conductors 
more  or  less  removed  from 
ground  and  insulated  there- 
from   is     capable     of    ab- 


^^'jwmwmm^. 


sorbmg     energy     from     an        ^//^^//^^/^^//^/^^/-^//'^/^^^^^^ 

electromagnetic   wave    pass-  Fig.  43.— A  tree  has  been  recommended  for  an 
ing  by  it    and,    when    used       tenna;  experiments  seem  to  show,  however,  that 
in  connection  with  the  mod-      the  tree  is  practically  nothing  but  a  support  for 

ern  highly  sensitive  vacuum-      ^^^  "PP®^  ^"^  ^^  ^"^  ^^'  ^"^  "^  receiving  being 
,    ,       ,  ^     ,  ,  .,  done  by  wire  A-B, 

tube  detectors,  may  be  easily 

made  to  detect  the  presence  of  waves. 

Law  of  Radiation  of  Power  from  an  Antenna.^ — Upon  copsuhing  the 

Uterature  there  will  be  found  many  formulae  which  are  supposed  to  give 

'  See  articles  by  A.  H.  Taylor,  I.  R.  E.,  Vol.  7,  Nos.  4  and  6. 
*For  a  thorough  mathematical  discussion,  see  Pierce,  "E3ectric  OsdllatioDS  and 
Electric  Waves." 
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the  power  radiated  from  an  antenna,  in  terms  of  the  height,  wave-length, 
etc.,  but  in  general  they  do  not  agree,  and  it  is  difficult  to  appreciate  the 
derivation  of  some  of  them.  The  derivation  given  below  yields  a  result 
different  from  those  given  by  accepted  authorities,  but  it  undoubtedly 
represents  the  true  state  of  affairs  as  well  as  any  of  them. 

Practically  all  analyses  start  from  the  theory  of  the  Hertzian  doublet, 
supposedly  modifying  it  properly  to  make  it  apply  to  the  groundeu  antenna. 
In  some  derivations  the  amplitude  of  the  ciurent  in  the  antenna  is  supposed 
constant  (i.e.,  the  effective  value  of  the  current  the  same  at  the  top  of 
the  antenna  as  at  the  grounded  end),  and  in  others  the  amplitude  is  sup- 
p>08ed  to  vary  in  some  prescribed  manner.  Some  formulae  use  as  the 
height  of  the  antenna  the  actual  height  and  others  use  a  certain  ''  effective 
height,"  measured  to  the  "  center  of  gravity  "  of  the  capacity  of  the 
antenna. 

We  shall  consider  the  energy  per  cu.  cm.  at  a  point  P  (Fig.  44),  in  the 
equatorial  plane  of  the  oscillator  and  distant  from  it  several  wave-lengths, 


Tod  w  jret  of  antenna 

Bquatorial  ptane 


'^y^y^^f^^. 


-d >- 


Barth 


Fig.  44. — The  energy  radiated  from  an  antenna  is  to  be  calculated  from  the  law  given 
the  strength  of  magnetic  field  at  P,  in  terms  of  the  antenna  constants. 


SO  far  that  the  induction  field  is  negligible.  Our  first  assumption  is  that 
the  effective  value  of  the  amplitude  of  the  current  in  the  vertical  part 
of  the  antenna  is  at  all  points  the  same;  this  is  nearly  true  for  the  ordinary 
antenna,  in  which  the  capacity  of  the  vertical  wire  is  small  compared  to 
the  capacity  of  the  network  of  wires  generally  used  for  the  top  of  the 
antenna.  This  assimiption  will  give  us  a  radiation  somewhat  greater 
than  the  true  value.  The  next  assumption  we  make  is  that  the  actual 
height  of  the  antenna,  i,  represents  the  distance  between  the  positive 
and  negative  charges  of  the  antenna,  the  flow  of  which  causes  the  antenna 
current  /.  In  case  of  a  ship  antenna  the  height  I  is  from  the  water  to 
the  top  of  the  antenna.  In  case  of  a  land  antenna,  with  possibly  a  poor 
ground,  it  is  likely  that  the  average  distance  between  the  chaiges  of  the 
antenna  is  greater  than  the  distance  from  the  top  of  the  antenna  to  the 
groimd,  so  that  it  might  seem  that  in  this  case  we  should  take  a  distance 
greater  than  the  actual  height,  if  the  theory  of  the  doublet  is  to  be  appli- 
cable. 
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Sarfftce  of  earth 


This  is  indicated  in  Fig.  45;  it  may  be,  for  such  a  ground 
that  the  distance  V  (average  distance  between  chaiges)  is  considenhiT 

greater  than  I.  Wt 
shall  ne^ect  this  fSL- 
tra  height  (I'— 0, 1»»- 
ever,  as  it  is  not  odjr 
indetenninaUe,  but  it 
contributes  but  little 
to  the  radiation  radfe- 
ing  the  distant  point, 
P;  the  dectromag- 
netic  eneiigy  sent  off 
from  thissubterraneiiii 

part  of  \h%   antenna 
Fig.  46. — ^In  an  actual  antenna  there  is  undoubtedly  a  verti-  ^q^j    only    reach    P 
cal  motion  of  the  charges  in  the  earth  under  the  antenna;  ,      fravelinir    thranch 
this  subterranean  current  will  contribute  practically  no     ^  tsuiig    uuvus» 

radiation  at  distant  points  because  of  absorption  in  the  ^^   earth  s    crust,   m 
earth's  surface.  which  case  the  atten- 

uation is  so  ra{Hd  that 
the  amount  of  energy  arriving  at  P  by  this  path  will  be  negligible  compared 
to  that  reaching  P  from  that  part  of  the  antenna  specified  by  the  heii^t  I 
We  shall  therefore  assiune  that  Eq.  (9)  represents  accurately  the  radi- 
ation field  at  point  P,  the  symbols  having  the  definite  meaning  given 

below. 

2irt/« 


+    + 
+    +   + 


H«  = 


lOXd 


in  which 


H»»  maximum  value  of  magnetic  field  at  P,  in  gflberts 
per  cm.; 
I  =  actual  height  of  antenna,  in  cm.,  from  ground  to  top* 
for  flat-topped  antenna; 
/»« maximum  value  of  current  (in  amperes)  in  antenna, 
this  value  being  assumed  the  same  throughout  the 
height  of  the  antenna; 
X=  wave-length  radiated,  in  cm.; 
d = distance  from  antenna  to  point  P,  in  cm. 

Now  the  energy  per  cu.  cm.  at  P,  due  to  this  magnetic  field,  is  equal 
to  Hm^/^f  and  as  the  electric  field  set  up  at  P  by  this  moving  magnetic 
field  must  be  of  such  magnitude  that  it  represents  the  same  eneiigy  per 
cu.  cm.  as  that  possessed  by  the  magnetic  field,  the  total  energy  per  cu. 
cm.  (maximimi  value)  must  be  Hm^/4ir,  As  the  electromagnetic  wave 
travels  past  point  P  with  the  velocity  of  light,  the  electric  and  magnetic 
fields  at  this  point  both  go  through  sinusoidal  variations,  so  that  the 
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average  value  of  the  energy  per  cu.  cm.,  in  terms  of  the  masdmum  value 
of  magnetic  intensity,  must  be  equal  to  one-half  of  the  maximum  energy, 
or  Hm^/Sw. 

If  we  now  consider  the  effective  value  of  the  magnetic  field  at  the  point 
P,  we  have  (as  Hm^=2H^f  H  being  the  effective  value)  the  average 
energy  of  the  radiation  field  at  P  equal  to  ff^/4T,  the  energy  being  in 
ergs  per  cu.  cm. 

This  energy  of  radiation  travels  past  point  P  with  the  velocity  of 
li^t,  V,  so  that  the  energy  streaming  past  P  per  sq.  cm.  (plane  of  the 
sq.  cm.  being  perpendicular  to  distance  d)  per  second  is  equal  to  HW/4^. 
Using  now  Eq.  (9)  to  express  H  and  substituting  /  (effective  current)  for 
/m,  we  get 

(2wH\^V      2irPlV 
md)  4i  °  lO^X^cP '      ^^^^ 

In  calculating  the  total  radiation  from  the  antenna  we  must  assimie 
some  law  of  variation  in  the  value  of  H,  as  the  point  P  is  moved  over 
the  surface  of  a  sphere  of 
radius,  d.     In  the  ideal 
case  the  distribution  of 
H  over  the  surface  fol- 
lows a  sine  law  as  indi- 
cated in  Fig.  46;  it  has 
a  maximima  value  in  the 
equatorial planeof  the  os- 
cillator and  zero  directly 
above  or  below  the  an- 
tenna.^    As   the  power 
per  sq.  cm.  varies  with 
the  second  power  of  H, 
and  as  H  has  a  sinusoidal 
variation  with  respect  to 
By  Fig,  46,  it  is  evident 
that  the  average  power  ^^*  ^* — ^  calculating  the  total  energy  sent  off  from 
^,.^«    4.u«       an  antenna  we  assume  a  sinusoidal  distribution  of  H. 

per   sq.    cm.   over    the      •   xi  j.       , 

.    .    ,         .  ,        .         in  the  meridian  plane. 

whole  unagmarysphereis 

ir/6  times  as  great  as  at  the  equatorial  plane,  or  putting  ir/6  =  i  we  have 

02\2/72  ) ' 

*  This  statement  neglects  the  radiation  from  the  horizontal  currents  in  the  upper 
wires  of  the  antenna  and  in  the  earth.  The  amoimt  of  this  radiation  may  be  consider- 
able and  should  be  calculated  in  getting  the  total  radiation  from  the  antenna.  As 
the  problem  lends  itself  at  best  to  approximate  treatment  only,  due  to  earth  conditions, 
etc.,  it  is  not  thought  worth  while  to  include  the  calculation  of  this  up-and-down  radi- 
ation. 
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The  area  of  the  sphere  is  4ird^  so  we  have,  for  the  total  radiatioD  from 
the  oscillator 

Total  radiation,  in  ergs  per  second 


Or  we  have,  watts 


102X2  • 


120^. 


{IT: 


Absorbing  surfaoe 


In  this  formula  /  is  measured  in  amperes  (effective)  and  I  and  X  aie 
measured  in  any  convenient  imit,  providing  it  is  the  same  for  bolii. 

It  will  be  noticed  that  in  this  derivation  the  treatment  does  not  agree 
with  that  ordinarily  given  ^  in  that  the  radiation  is  considered  as  occurrtni: 

over  a  whole  sphere  instead 
of  only  a  hemisphere. 
It  will  be  appreciated 
that  this  way  of  look- 
ing at  the  question  is 
correct  if  any  analogous 
problem  in  radiation  is 
considered.  Thus  imagine 
an  upright  incandescent 
filament  sending  out  light 
as  indicated  in  Fig.  47. 
^\  The  filament  is  supposed 

Fig.  47.— The  radiation  of  light  from  an  incandescent  tO  have  its  lowcr  end 
filament  standing  in  a  partially  reflecting  surface  is  resting  on  a  surface  which 
exactly  analogous  to  the  radiation  of  radio  waves  absorbs  part  of  the  inci- 

from  an  antenna.  jent  Ught  and  reflects  the 

rest. 
Let  Ufl  suppose  that,  by  use  of  accepted  formulae,  we  have  obtained 
the  intensity  of  illumination  at  P,  due  to  light  traveling  from  the 
filament  directly  to  P,  (This  excludes  light  arriving  at  P  after  bdng 
reflected  from  surface  A,)  Suppose  further  that  we  know  the  law  for  the 
distribution  of  radiation,  with  respect  to  the  angle,  6,  this  law  represent- 
ing the  distribution  in  a  homogeneous  medium,  i.e.,  exclusive  of  any  such 
reflecting  surface  as  we  have  at  A,  From  this  law  we  can  obtain  the 
average  limiens  per  sq.  cm.  which  would  exist  over  the  surface  of  a  sphere 
through  P  if  the  reflecting  surface  A  were  not  present.  To  get  the  total 
radiation  it  is  evident  that  we  must  multiply  this  average  illuminatioD 

*  See  Berg,  "Electrical  Engineering,"  advanced  course,  p.  292 
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by  the  whole  surface  of  the  supposed  sphere  if  we  are  to  get  the  total 
radiation  from  the  filament.  To  be  sure,  the  lower  half  of  the  sphere 
(below  the  surface  A)  actually  gets  inappreciable  illumination;  due  to 
reflection  at  the  surface  and  to  absorption  in  the  material  below  Aj  but 
this  fact  in  no  way  alters  the  radiation  from  the  filament,  it  merely  redis- 
tributes the  lumens  after  they  have  left  the  filament  j  and  increases  to  some 
extent  the  illumination  in  the  upper  hemisphere.    The  surface  of  the  earth 


Distribatioa  of  H 
H*H  \coa  $  ^  meridian  piano 


Diitribution  of  H 
in  equatorial  plane 


Fig.  48. — In  calculating  the  power  radiated  from  a  coil  we  assume  a  sinusoidal  distribu- 
tion of  ^  in  both  equatorial  and  meridian  planes. 

acts  in  the  same  way  towards  the  radio  waves  as  does  the  surface  A  to 
the  Ught  rays  striking  upon  it. 

In  the  case  of  a  coil  the  formula  for  radiation  may  be  at  once  obtained 
by  using  the  proper  value  for  H  in  the  previous  deduction  for  the  ordi- 
nary antenna.  We  suppose  a  coil  of  one  turn  the  length  of  whose  vertical 
sides  is  I,  and  the  width  between  these  sides  is  s;  the  value  of  H  in  the 

equatorial  plane  is 

(4tII  \    .    TS 

If  the  coil  has  N  turns  of  course  this  value  of  H  must  be  multiplied  by  N. 


/ 

; 
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The  formulation  of  the  total  radiation  for  the  coil  requires  the  knowl- 
edge of  the  distribution  in  the  meridian  plane  as  well  as  the  equatorial 
plane.  Assuming  both  these  distributions  sinusoidal,^  as  indicated  in 
Fig.  48,  we  find  the  average  value  of  H^  and  thus  we  get  the  total  radiation 
from  the  coil 

72/2  rst 

Watts  =240ir2i^sin2p (18) 

ITS       ITS 

In  the  case  the  coil  is  so  narrow  that  sin  -r-  =—  we  have 

A        A 

Watts  =240jr'*^^^, (19) 

and  if  the  coil  is  square  so  that  8  «{  we  have 

Watts  =24Oir*/2/^0 (20) 

It  was  mentioned  when  calculating  the  radiation  from  an  ordinaiy  antenna 
that  the  horizontal  parts  of  the  antenna  give  off  considerable  radiation, 
which  was  neglected  in  getting  the  total  radiation.  It  must  be  noticed 
that  in  the  case  of  the  coil  antenna  this  omission  causes  a  very  large 
error,  because  by  its  very  form,  the  coil  radiates  as  much  from  its  hori- 
zontal sides  as  it  does  from  its  vertical  sides,  if  the  coil  is  a  square.  lo 
case  the  coil  is  not  square  its  radiation  due  to  the  horizontal  sides  may 
be  obtained  at  once  by  interchanging  the  s3anbols  8  and  I  in  Eq.  (14). 
Taking  this  extra  radiation  into  account  it  would  seem  that  the  total 
power  radiated  from  a  square  coil  is  twice  the  value  given  by  Eq.  (20). 

All  of  the  foregoing  formulae  for  radiation  have  been  obtained  on  the 
assumption  that  the  ciurent  was  uniform  in  ampUtude  throughout  the 
length  of  the  radiating  portion  of  the  antenna.  If  it  is  evident  that  when 
such  is  not  the  case  (as,  for  example,  a  straight  vertical  grounded  wire)  the 
average  value  of  the  ciurent  must  be  approximated  and  this  value  used 
in  the  proper  formula.  Thus,  for  the  single  wire  just  referred  to,  if  con- 
siderable loading  is  used,  the  average  ciurent  is  one-half  the  value  of  cur- 
rent at  the  ground  end  of  the  antenna  and  the  radiated  pow^  would 
be  one-quarter  of  the  value  given  by  Eq.  (17).  If,  on  the  other  hand, 
the  wire  was  oscillating  at  its  fundamental  (I  =  X/4)  the  average  current 
would  be  2/ir  of  the  current  at  the  base  and  the  power  would  be  (2/r)* 
or  41  per  cent  of  the  value  given  by  Eq.  (17). 

Both  Eqs.  (17)  and  (18)  show  that  the  power  radiated  by  eitiier  a 
coil  or  a  simple  antenna  is  a  direct  function  of  the  square  of  the  height 

1  As  noted  before,  the  treatment  of  radiation  given  here  is  elementary  and  af^rox- 
imatc  only;  the  student  is  referred  to  Chapter  IX  of  Pierce's  "  Electric  OaciUatioos 
and  Electric  Waves  **  for  a  full  treatment  of  the  subject. 
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f^nd  the  square  of  the  current,  and  an  inverse  function  of  the  square  of 
"the  wavelength. 

We  will  illustrate  the  influence  of  the  wave-length  upon  the  power 
x-adiated  by  means  of  an  example.    Assume  a  simple  antenna  for  which 

/  =  10,000  cms.  =  100  meters 

/«20  amperes 
then  if  X  =«  1000  meters  (/  -  300,000  cycles  per  sec.) 

Power  -  120jr3  X  ^^^^  ^  4800  watts, 

while,  if  X  » 100,000  meters  (/ = 3000  cycles  per  sec.) 

Power- 120t2x  ^^^^^^ -0.48  watt 

Thus  it  may  be  seen  that  it  is  impossible  to  radiate  power  to  any  great 
extent  at  low  frequencies  and  it  must  also  be  remembered  that  this 
hypothetical  case  of  20  amperes  supplied  to  an  antenna  at  3000  cycles  is 
impossible  of  realization. 

Radiation  Resistance. — Radiation  resistance  is  a  fictitious  resistance 
the  value  of  which  is  such  as  will  absorb  the  same  power  as  is  radiated 
for  the  same  current  as  flows  in  the  antenna. 

From  the  definition  the  radiation  resistance  may  be  found  by  divid- 
ing the  power  radiated  by  the  square  of  the  antenna  current.  Thus, 
from  Eqs.  (17)  and  (19)  we  find 

Radiation  Resistance  for  simple  antenna 

-120^2^2 (21) 

Radiation  Resistance  for  single  turn  coil  having  a  width  equal  to  s, 
small  compared  to  one-half  a  wave-length 

=240jr^-^ (22) 

The  radiation  resistance  is  used  as  a  measure  of  the  abiUty  of  an  antenna 
to  radiate  power.  An  antenna  with  a  high  radiation  resistance  is  a  good 
radiator,  and  vice  versa. 

As  previously  pointed  out  the  values  of  resistance  obtained  from  Eqs. 
(17)  and  (19)  may  be  far  from  correct  for  an  actual  antenna.^    A  single 

^  The  fact  that  a  few  experimental  results  give  values  of  resistance  equal  to  that 
calculated  from  certain  formuke  does  not  substantiate  the  formulse  by  any  means;  the 
conditions  obtaining  in  the  experimental  work  are  far  different  from  those  assumed 
in  the  theory. 
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vertical  wire  (no  top  wires)  will  have  a  resistance  on]y41  per  cent  of  tbe  valae 
given  by  Eq.  (17)  when  oscillating  at  its  natural  period  and  if  much  lead- 
ing is  used,  so  that  the  amplitude  of  current  decreases  uniformly  frcxn  baee 
to  top  of  antenna  the  radiation  resistance  will  be  but  26  per  cent  of  the 
value  calculated  from  Eq.  (17). 

In  the  case  of  the  coil  antenna,  radiating  up  and  down,  as  well  as 
horizontally,  the  radiation  resistance  is  probably  much  greater  ihaa  the 
value  given  by  Eq.  (IS),  for  a  sqimre  coil  perhaps  twice  as  much. 

Cuirent  in  Receiving  Antenna. — It  is  important  to  be  able  to  cal- 
culate the  current  in  the  receiving  antenna,  because  the  value  of  this 
current  determines  whether  or  not  it  is  possible  to  hear  the  Bignals  whid 
cause  such  a  current  to  flow  in  tbe  receiving  antenna.  It  must  be  here 
stated  that  were  it  not  for  the  interference  of  the  so-called  "  strays  " 
(see  p.  193)  it  would  be  possible,  due  to  the  extreme  refinement  and  sensi- 
tiveness  of  modem  detectii^  apparatus,  to  hear  signals,  no  matter  bow 


FiQ.  49. — Wave  with  electric  gradient,  i^  approaching  a  receiving  antenna. 

small  the  currents  in  the  receiving  antenna.  In  view  of  the  "  strays," 
however,  which  also  produce  currents  in  the  receivii^  antenna,  the  signal 
currents  must  be  laiger  than  wcnild  otherwise  be  necessary,  so  that  the 
"  strays  "  may  interfere  with  the  signals  as  little  as  possible;  since  the 
"  strays  "  currents  have  considerable  magnitude  it  follows  that  attentioa 
must  be  paid  to  makii^  the  signal  currents  large.  Hence  tbe  importaDce 
of  knowing  the  factors  affecting  the  signal  current  in  the  receiving  antoina. 
We  will  determine  this  for  a  simple  antenna  and  for  a  coil  antenna. 

Received  Cmrent  in  Single  Antenna.' — Consider  the  antenna  repre- 
sented  by   Fig.  49  in   the  path  of  electromagnetic   waves  moving,  as 

1  In  an  article  by  Bennett,  in  the  Journal  of  the  A.  I.  E.  E,,  for  Nov.  and  Dec.,  1920. 
various  properties  of  antennie  are  analyzed  and  enact  expressions  for  them  derived 
Among  other  things,  he  shows  that  an  antenna  having  negligible  resistance  (otbo' 
than  radiation),  the  amount  of  power  which  can  be  abstracted  by  a  receiving  antenna  ii 
equal  to  about  6%  of  the  amount  flowing  through  an  area  (parallel  to  tbe  wave  front  i 
equal  to  (X)'  square  meters,  X  being  in  meters. 
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sho\CTa  in  a  direction  perpendicular  to  the  antenna  lead-in  wire  A-B, 
The  electric  field  will  act  in  a  direction  parallel  to  i45,  hence  there  will 
exist  a  difference  of  potential  across  AB  which  will  be  equal  to  its  length 
multiplied  by  the  inteit&ity  of  the  electric  field.    Thus,  if: 

?.=  effective  value  of  intensity  of  electric  field  at  ilB,  in 

volts  per  cm.; 
{r=  height  of  receiving  antenna,  in  centimeters; 
/r=  effective  value  of  current  in  receiving  antenna,  in 

amperes; 
i2=  effective  resistance  of  the  antenna,   this  of  course 

depending  among  other  things  upon  the  coupling 

and   adjustments  in   the  closed  receiving  circuit, 

type  of  detector  used,  etc. 

Then,  since  the  receiving  circuit  is  always  adjusted  to  resonate  to  the 
frequency  of  the  incoming  waves,  it  follows  that  the  reactance  will  be 
zero  and  current  in  this  circuit  will  be  given  by:  ^ 

/r--^ (23) 

It  now  becomes  necessary  to  substitute  for  i,  its  value  in  terms  of  the  trans- 
mitting antenna  constants. 

From  Eqs.  (10)  and  (15)  we  have: 

volts  per  cm.  for  a  simple  antenna; 

,      120wmi   .    T8 


for  a  coil  of  N  turns  and  width  «. 
Substituting  in  Eq.  (23),  we  have: 

GChrHr/ 


for  a  simple  transmitting  antenna; 

.       UOrNllrl    .     T8  ,^^, 

^'=-Xd«-^"^X (26) 

for  a  coil  transmitter  of  N  turns  and  a  width  s  with  the  receiving  antenna 
in  the  plane  of  the  coil. 

*  These  solutions  hold  only  for  the  steady  state;  they  are  not  good  until  the  transient 
condition  is  past. 
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Received  Cuirent  in  a  Coil  Antenna. — Assume  the  sin^e  turn  eA 
of  Fig.  50  placed  in  the  path  of  incomii^  electromagnetic  waves,  the  iok 
froQt  and  plane  of  the  coil  being  perpendicular  to  each  otlier  and  the 
electric  field  of  the  wave  being  parallel  to  conddctora  AB  and  A'ff. 


Fid.  so. — Wave  approaching  a  coil  antenna. 

Then,  if  D  and  D"  represent  the  assumed  positive  direction  of  tbe  poten- 
tial difference  established  across  AB  and  A'B'  and,  if: 

t=  effective  value  of  intensity   of  electric  field   at   AB,  in 

volts /cm.;  ' 

li  =effective  value  of  intensity  of  electric  field  at  A'B",  io 

volts /cm.;  | 

8,  =width  of  coil  in  cms., 


ILr  =  effective  value  of  potential  difference  across  AB; 
Uri  =  effective  value  of  potential  difference  across  A'B", 

—r-^  -  phase  difference  between  l^  and  tti  in  radians. 


The  total  electromotive  force  within  the  entire  coil  is  equal  to  tlie  vector 
difference  of  It  and  IXi-  Since  AB  and  A'B'  are  at  practically  the  aaw 
distance  from  the  radiating  antenna,  the  values  of  l^  and  ^.i  will  be  \k 
same,  but  their  phases  will  differ.  Hence,  total  electromotive  force  withia 
the  coil  is  obtained  by  taking  the  vector  difference  of  the  e.m.f.'8  io  the 
two  sides  of  the  coil,  as  shown  in  Fig  51. 
We  then  have 

21^  sin  -^  =  elect  romotivc  force  in  coil 
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and   effective  value  of  current  on  the  assumption  of  a  tuned  receiving 
circuit  is  given  by: 

Ir'-^sin"^ (26) 

for  a  single  turn  coil. 

In  case  the  receiving  coil  has  Nr  turns  Eq.  (26)  becomes 

I^^^^^i^"^ (27) 

for  a  coil  of  Nr  turns. 

And  substituting  for  t  the  expressions  obtained  from  Eqs.  (10)  and 
(15)  we  finally  have  the  following: 

•        l20irNrllrI  ^.      TSr  ,^x 


AOse.m.f.  Induced  In  A-B«  I,.' 

DC- vector  difference  of 
OB  and  DA  =  e.m.f. 
acting  in  the  coil. 

«52  ir«   »ln  ^ 


Fig.  51. — ^The  eflFective  induced  e.m.f.  of  a  receiving  coil  antenna  is  obtained  by  subtract- 
ing vectorically  the  e.m.f. 's.  induced  in  the  two  sides. 

for  current  received  in  a  coil  antenna  from  a  simple  transmitting  antenna 
l3di)g  in  the  plane  of  the  receiving  coil; 


J         240irNNrllrI      .      ITS      .      T8r 


(29) 


for  a  transmitter  coil  of  width  8  and  placed  with  its  plane  in  that  of  the 
receiving  coil. 

For  the  sake  of  convenience  all  receiving  formulas  are  collected  below; 
it  is  assiuned  that:  the  vertical  wires  of  the  receiving  antenna  are  paraUel 
to  the  electric  field  of  the  oncoming  wave,  that  the  transmitting  antenna 
current  is  undamped  and  of  uniform  ampUtude  throughout,  that  there 
is  no  enei^  absorption  by  the  medium,  that  the  receiving  circuits  are 
tuned  to  the  transmitting  frequency,  and  that  the  planes  of  the  coUs 
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(either  transmitterB  or  receivers)  are  directed  towards  the  other  <"H<*»* 
or  coil. 

Antenna  to  antenna 

''-i:dR <30) 

-  Ck>il  to  antenna 

-     376J\rHr/   .    « 

^'—UR-^T .    .    CJlj 

Antenna  to  coil 

Coil  to  coil 

^' UR-^T^\ ^^ 

In  case  the  angle  y  ^  sufficiently  small  that  the  angle  may  be  sub- 
stituted for  its  sine  these  formulsB  become  somewhat  simpler  in  form. 
We  have 

Coil  to  antenna  or  antenna  to  coil 

Coil  to  coil 

^' \^dR~' ^^^ 

In  every  one  of  the  preceding  formulae  it  is  to  be  noted  that  the  received 
current  is: 

A  direct  function  of  receiving  and  transmitting  antenna  heigbts, 

and  the  transmitting  antenna  current. 
An  inverse  function  of  the  wave-length,  to  the  first,  second,  or  third 

power  the  distance  and  the  resistance  of  the  receiving  anteom 

circuit. 

Returning  to  the  matter  of  the  effect  of  "  strays  "  it  is  apparent  that 
if  the  received  signal  current  is  made  large  by'  suitably  arranging  the 
receiving  antenna  constants,  then  the  '*  strays  "  current  will  at  the  same 
time  be  made  laige,  and  thus  reception  may  be  poor.  On  the  other  hand 
if  the  receiving  antenna  constants  are  poor  and  the  transmitting  antenna 
constants  very  good,  then  the  received  signal  current  will  be  huge  whik 
the  *'  strays ''  current  will  be  small,  with  consequent  improvement  in 

*  It  is  to  be  pointed  out  that  whereas  the  constants  in  these  formulae  are  given  to 
the  third  significant  figure,  the  actual  received  current  may  differ  from  the  predicted 
value  greatly;  refraction  and  reflection  of  the  waves  play  an  important  role  in 
mission. 
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reception.  This  explains  the  modem  tendency  towards  radiating  systems 
of  very  large  dimensions  and  receiving  S3rstems  of  small  dimensions. 

In  using  a  coil  antenna  for  reception  of  signals,  a  regenerative,  or 
'^  feed-back  "  connection  of  some  sort  should  be  used,  to  reduce  the 
resistance  of  the  coil  as  much  as  possible.  Such  a  scheme  involves  a 
connection  similiar  to  the  connection  of  the  closed  circuit  of  Fig.  127,  p.  514, 
where  it  must  be  supposed  that  the  coil  L2  of  the  diagram  represents 
the  coil  antenna  used  for  receiving. 

The  reception  Equations  (30)  to  (35)  should  be  modified  by  multi- 
plying by  suitable  factors  when  the  transmitting  antenna  current  is 
damped,  when  there  is  absorption  of  energy  by  the  medium  and  when 
the  plane  of  the  coil  is  not  parallel  to  the  direction  in  which  the  waves 
are  being  propagated.    The  factors  are  as  follows: 

When  the  transmitting  antenna  current  is  damped  ^ 


Factor  is  \  rrr?* 
When  there  is  absorption  ^ 

-0.000047-~r 

Factor  is  €  vx ^ 

When  the  plane  of  coil  is  not  parallel  to  the  direction  in  which 
the  waves  are  being  propagated 

Factor  is  cos  a, 

where      h  «  decrement  of  receiving  antenna  circuit ; 
h'  -decrement  of  transmitting  current; 
d» distance  between  station  in  meters; 
X  » wave-length  in  meters; 
a  » angle  made  by  plane  of  coil  with  the  direction  of  propagation 

of  the  waves; 
e  »base  of  natural  logarithms. 

Comparative  Merits  of  Different  Types  of  Antennae. — At  the  trans- 
mitting station  it  will  probably  always  be  necessary  to  use  a  high  antenna, 
directive  or  not  as  desired,  but  for  receiving  a  signal  it  is  scarcely  ever 
advantageous  to  use  the  same  high  antenna  as  used  for  transmitting. 

The  readabiUty  of  a  signal  depends  not  upon  the  actual  strength  of 
the  signal,  but  upon  the  ratio  of  signal  strength  to  that  of  the  disturbing 
noises  also  present.    As  static  interference  comes  from  all  directions 

> See  Dellinger's  paper  on  "Radio  Transmission,"  Proc.  A.  I.  E.  E.,  Oct.,  1919. 

« See  Scientific  Paper  No .  226  of  the  Bureau  of  Standardfl .  This  absorption  coefficient 
holds  good  only  over  the  ocean,  in  daylight.  Over  land,  and  over  either  land  or  ocean 
at  night  time  the  transmission  is  too  erratic  to  make  a  formula  worth  while. 
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the  ratio  of  signal  to  static  may  evidently  be  increased  by  using  a  diier- 
tional  receiving  antenna;  also,  as  it  seems  probable  that  moet  of  the 
energy  of  stra}^  may  be  considered  to  exist  in  the  form  of  hi^y  damped, 
long-wave  signals,  the  best  antenna  will  be  one  that  absorbs  but  little 
energy  from  waves  greater  than  that  for  which  it  is  tuned.  A  coil  antenna 
satisfies  both  of  these  requirements  better  than  the  ordinary  high  anteona, 
it  being  directional  and  having  induced  in  it  a  voltage  inversely  propor- 
tional to  the  wave-length,  for  an  oncoming  wave  of  fixed  value  of  electric 
field,  t;  the  induced  voltage  in  the  ordinaiy  antenna  \mder  the  same  con- 
ditions is  independent  of  wave-length.  (The  statement  regardiiig  the 
coil  antenna  presupposes  a  coil  width  8,  small  compared  to  the  wave- 
length, practically  always  the  case.) 

It  is,  of  course;  true  that  the  intensity  of  s^al  received  by  the  coil 
antenna  will  be  only  a  small  fraction  of  what  it  would  be  with  the  other 
antenna  but  the  static  interference  will  be  even  a  smaller  fraction.  Hence 
by  a  good  amplifier  the  signal  may  be  brougjht  up  to  readable  int^uitj 
and  (if  the  amplifier  increases  static  and  signal  equ^y)  the  amplified 
weak  signal  from  the  coil  will  be  more  easily  read  than  an  equally  loud, 
unamplified,  signal  from  the  high  antenna. 

The  vaUdity  of  the  above  argument  depends  to  some  extent  upon 
the  actual  ratio  of  radiation  resistances  of  the  two  antennas;  if  e^.. 
the  coil  has  an  induced  signal  current  only  0.0001  as  much  as  thai  of 
the  high  antenna,  then  it  will  be  necessaiy  to  use  an  amplification  of 
10,000  times  (in  volts)  to  make  the  coil  signal  as  loud  as  that  from  the 
other  antenna.  In  the  present  state  of  the  art  it  is  likely  that  sudi  an 
amplifier  would  generate  in  itself  sufficient  noises  (due  to  microf^cmic 
resistances,  "  dirt "  on  hot  filament,  etc.,  see  Chapter  XI)  to  make  the 
signal  unreadable. 

Limitation  of  Transmission  Formula. — It  is  important  at  this  point 
to  make  certain  qualifications  as  to  the  expressions  previously  given 
regarding  the  intensity  of  the  field  at  a  distance  from  the  antenna,  the 
power  radiated  by  a  transmitting  antenna,  and  the  current  recdved  fay 
a  receiving  antenna.  Since  the  expressions  for  the  power  transmitted 
and  for  the  current  received  are,  in  turn,  directly  based  upon  that  for  the 
intensity  of  the  field  at  a  distance  from  the  radiating  S3r8tem  we  wiU  dis- 
cuss this  latter  expression  first,  and  the  results  of  the  discussion  wiD  be 
appUcable  to  the  expressions  for  power  transmitted  and  for  current 
received.  The  intensity  of  the  field  radiated  by  an  antenna  as  givea 
on  p.  706  is  derived  from  the  theory  of  a  doublet,  the  application  of  this 
theory  requiring  for  the  actual  grounded  antenna  the  assumptionp 

(a)  That  there  is  no  absorption  between  the  two  stations-, 
(6)  That  the  effective  value  of  the  antenna  current  is  the  same 
throughout  the  entire  antenna  height; 
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(c)  That  the  receivuig  antenna  is  in  the  equatorial  plane  of  the 

transmitting  antenna; 

(d)  Refraction  and  reflection  effects  are  n^ligible. 

None  of  these  assumptions  is  fully  warranted.  Hence,  since,  in  most 
cases,  there  is  some  absorption,  and  the  current  is  not  imiformly  distritn 
uted,  and  the  two  stations  are  far  from  being  on  each  other's  equatorial 
plane  it  is  evident  that  Formulae  (30)-(35)  must  be  considered  as  rough 
approximations  only,  giving  as  close  a  solution  of  the  problem,  however, 
as  is  possible  to  obtain  imder  the  circumstances. 

Elxperiments  have  been  made  to  determine  experimentally  the  value 
of  the  received  current  and  the  results  check,  roughly,  the  values  cal- 
culated by  means  of  the  formula  on  p.  742;^  keeping  in  mind  the  large 
number  of  uncertain  factors  entering  in  both  the  transmission  and  recep- 
tion, and  that  in  the  present  stage  of  the  art  it  is  not  necessary  to  prede- 
tennine  results  any  closer  than  even  50  per  cent,  it  is  safe  to  consider 
the  accuracy  of  the  formulae  for  power  transmitted,  current  received  and 
field  radiated  within  the  limits  of  present-day  practice. 

Counterpoises. — It  has  already  been  stated  that  an  antenna,  other 
than  a  loop  or  coil  aerial,  must  necessarily  consist  of  a  so-called  aerial, 
which  radiates,  and  a  coimterpoise,  which  may  or  may  not  radiate.  In 
the  simple  Hertzian  double  the  coimterpoise  radiates,  and  this  is  also 
true  to  a  certain  extent  of  the  counterpoise  used  in  aircraft,  made  up, 
as  it  is,  of  the  metal  parts  of  the  craft.  In  most  cases,  however,  the  coimter- 
poise is  the  groimd  itself. 

Sometimes  when  the  ground  is  diy  and  therefore  a  poor  conductor 
the  coimterpoise  consists  of  a  network  of  wires  laid  on  the  ground  (in 
some  cases  insulated  from  it)  directly  underneath  the  top  of  the  antenna 
proper.  In  every  case  it  must  be  understood  that  the  purpose  of  the 
counterpoise  is  to  enable  charges  of  electricity  to  be  transferred  to  and  fro 
between  itself  and  the  aerial  with  as  Uttle  loss  (due  to  heat  development) 
as  possible,  and  for  this  reason  it  must  have  low  resistance  and  it  must 
also  have  sufficient  capacity.  The  metallic  surface  of  the  counterpoise 
should  be  at  least  equal  to  that  of  the  antenna  and  is  in  most  cases  larger. 

A  counterpoise  having  a  small  surface  has  the  same  effect  as  a  small 
capacity  connected  in  series  with  the  aerial;  that  is,  it  makes  the  anteima 
capacity  very  small.  In  order  to  make  such  a  low  capacity  aerial  resonate 
at  desirable  frequencies  it  will  probably  be  necessary  to  use  a  large  loading 
inductance,  which  is  generally  accompanied  by  a  lai^  resistance;  hence 
the  power  lost  and  the  decrement  of  such  an  aerial  are  very  large.  As 
a  matter  of  fact  it  is  generally  attempted  to  make  the  counterpoise  of  as 
large  a  surface  and  as  low  a  resistance  as  possible.    As  a  rule,  when  the 

^  See  note  on  p.  196,  for  later  experimental  evidence  regarding  transmission  formula. 
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ground  underneath  the  antenna  is  a  good  conductor  (wet,  soft  eaitli) 
the  ground  itself  is  used  as  a  counterpoise  and  connection  is  made  with  it 
by  means  of  copper  plates  or  network  of  wires  sunk  into  the  ground  at 
various  places  within  the  area  underneath  the  antenna.  These  buned 
conductors  should  be  put  deep  enough  so  that  the  earth  around  them 
is  permanently  moist. 

Antenna  Resistance. — An  antenna  or  coil  transmitter  absorbs  pover 
when  supplied  with  high-frequency  currents  by  an  alternator  or  aome 
other  generator  of  such  currents.  Some  of  this  power  is,  as  has  abeadj 
been  pointed  out,  radiated  in  the  form  of  an  electromagnetic  fidd, 
and  represents  useful  power,  while  the  rest  is  consumed  in  varioos 
wa3rs  and  represents  a  complete  loss,  in  so  far  as  it  contributes  notfaiDs 
towards  radiation. 

In  dealing  with  the  power  absorbed  by  a  circuit  such  power  is,  for 
the  sake  of  simplicity,  looked  upon  as  if  it  were  expended. in  a  reststanee 
of  such  a  value  as  would  consume  the  actual  power  expended  in  the  cir- 
cuit for  the  same  current  as  flows  therein.  This  fictitious  resistance  k 
known  as  *'  effective  resistance."  ^ 

Since  the  total  power  expended  in  an  antenna  is  partly  radiated  and 
partly  "  lost "  due  to  various  causes  we  may  divide  the  **  effective  resiBi- 
ance  "  of  an  antenna  in  two  parts,  i.e. : 

(a)  Radiation  resistance. 

(b)  Loss  resistance. 

The  radiation  resistance  has  already  been  defined  on  p.  737,  and  the 
expressions  therefor  have  been  derived  for  a  simple  antenna  and  for  a 
coil  transmitter;  these  expressions  are,  for  convenience,  rewritten  bekm: 

i2=120ir2^       (19) 

for  simple  antenna 

B=240t*'-^ (30) 

for  sin^e  turn  coil  having  a  width  s  small  compared  to  X. 

The  loss  resistance  is  due  to  a  number  of  losses  which  are  enumerated 
and  discussed  below : 

(1)  Loss  in  poor  dielectrics  in  the  neighborhood  of  the  aerial. 

(2)  Loss  in  the  resistance  of  the  aerial. 

(3)  Loss  in  the  resistance  of  the  counterpoise,  generally  the  ground. 

(4)  Loss  due  to  eddy  currents  in  neighboring  conductors. 

(5)  Loss  due  to  leakage  over  insulators,  etc. 

(6)  Loss  due  to  corona. 

>  See  pp.  112  et  seq. 
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(1)  The  loss  in  poor  dielectrics  is  due  to  the  hysteresis  ^  phenomenon 

•f'pf^lring  place  in  all  dielectrics,  and  most  especially  in  poor  dielectrics  such 

as  wood,  concrete,  masonry,  trees,  etc.,  which  may  happen  to  be  in  the 

^vicinity  of  the  aerial  and  hence  acted  upon  by  the  electrostatic  field  about 

-the  aerial.    This  loss  resistance  is  analogous  to  that  due  to  magnetic 

Ixysteresis  in  iron  and  is  an  inverse  fimction  of  the  frequency  or  a  direct 

function  of  the  wave-length  as  discussed  on  p.  169.    The  ^ective  resist- 

SLUce  due  to  dielectric  loss  must,  therefore,  increase  as  the  wave-length 

increases  or  as  the  frequency  diminishes.    This  loss  is  one  of  the  most 

ixnportant  ^  taking  place  in  a  radiating  S3rstem  and  should  be  reduced 

to  a  minimum  by  keeping  the  field  of  the  antenna  free  from  unnecessary 

obstructions  wherein  a  dielectric  loss  is  likely  to  take  place.    As  the  highest 

electric  gradient  occurs  near  the  end  of  an  "I  or  T  antenna,  especial  care 

must  be  taken  to  keep  poor  dielectrics  away  from  this  part  of  the  antenna. 

In  the  case  of  a  ship's  antenna  much  loss  may  occur  in  the  '^lead-in'' 
insulator  where  it  enters  the  radio  room;  in  case  the  radio  room  is  wood, 
no  metal  (except  the  wire  itself)  should  be  used  in  this  insulator.  When  the 
radio  room  is  metal  or  where  the  '*lead-in"  wire  has  to  go  through  metallic 
bulkheads,  a  considerable  power  loss  occurs  in  the  insulator. 

(2)  The  loss  in  the  ohmic  resistance  of  the  aerial  wire  should  be  kept 
low  by  making  the  wire  of  laige  cross-section  and  good  conducting  material. 
The  large  useftll  crossHsection  may  be  obtained  by  using  a  laige  number 
of  very  fine  wires  which  are  insulated  from  one  another  in  order  to  pre- 
vent the  skin  effect  increasing  the  resistance.'  The  material  is  generally 
some  bronze  (phosphor  or  silicon  bronze),  since  this  combines  fair  con- 
ductivity with  great  tensile  strength;  mechanical  considerations  generally 
determine  the  kind  of  cable  to  use,  in  that  many  times  a  seven-strand 
cable  is  used  which  has  practicaUy  as  much  skin  effect  as  solid  wiro. 

(3)  The  loss  in  the  resistance  of  the  counterpoise  necessarily  occurs 
because  there  aro  currents  flowing  therein  which  must  produce  a  Joulean 
loss  of  power  as  they  encounter  a  resistance.  A  counterpoise  should  be 
made  of  the  smallest  possible  resistance.  Where  the  groimd  is  the  counter- 
poise it  is  important  that  connection  be  made  thereto  by  means  of  a  large 
number  of  copper  plates  buried  all  around  the  antenna  in  soft,  moist  soil. 
It  was  already  pointed  out  how  the  multiple  tuned  antenna  may  be 
employed  in  order  to  diminish  as  much  as  possible  the  groimd  resistance. 

(4)  Loss  due  to  eddy  currents  in  neighboring  conductors  may  be  di- 
minished by  eliminating  as  much  as  possible  all  metal  masses  from  the 
neighborhood  of  the  antenna.  Of  coiuTse  this  is  quite  impossible  in  so  far 
as  metallic  masts  are  generally  used  to  support  the  antenna,  and,  besides, 

^  See  pp.  166  et  seq. 

'  See  Bureau  of  Standards  Scientific  paper  No.  260,  by  J.  M.  Miller. 

'  See  pp.  122  et  seq. 
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if  these  masts  were  replaced  by  wooden  or  concrete  masts  the  latter  mi^ 
sufifer  considerable  dielectric  loss. 

Since  eddy  currents  and  the  loss  due  thereto  increases  with  an  increaae 
of  the  frequency  it  follows  that  the  effective  resistance  representms  ^^ 
loss  increases  with  the  frequency  or  decreases  with  an  increase  of  the 
length. 

(5)  The  loss  due  to  the  leakage  currents  flowing  between  the 
and  the  counterpoise  should  be  kept  down  by  using  suitable  insulatora 
between  the  antenna  wires  and  the  supports  and  also  between  the  lead-in 
wire  and  any  walls  through  which  it  passes  so  that  the  resistance  of  the 
leakage  paths  may  be  made  as  high  as  possible.  The  resistance  of  the 
leakage  paths  is,  of  course,  very  much  diminished  in  wet  weatiier  and, 
especially,  where  spra3rs  from  a  rough  sea  reach  the  aerial.  It  has  already 
been  pointed  out  that  in  the  case  of  submarines  the  ordinaiy  antenna  is 
very  inefficient,  except  on  a  smooth  sea,  because  of  the  salt-water  sprays 
producing  lai^  leakage  currents  to  ground  and  thus  absorbing  the  laiigest 
part  of  the  energy  given  to  the  antenna. 

Since  the  loss  due  to  leakage  is  a  direct  function  of  the  (voltagie)^ 
and  the  latter  is  inversely  proportional  to  the  frequency  (for  a  given 
current)  it  foUows  that  the  effective  resistance  correponding  to  leakagie 
loss  varies  inversely  as  the  square  of  the  frequency  and  directly  as  the 
square  of  the  wave-length. 

(6)  The  loss  due  to  corona  takes  place  at  high  voltages  and  is  due 
to  the  partial  ionization  of  the  air  about  the  antenna  wires,  which  causes 
the  air  to  become  a  partial  conductor  and  carry  a  current.    At  night  the 
corona  effect  is  visible  through  the  glow  which  accompanies  it.     The 
corona  does  not  begin  to  take  place  except  at  a  certain  definite  voltage, 
which,  however,  varies  with  the  shape  and  size  of  the  conductors;   this 
critical  voltage  is  smallest  where  the  conductors  are  small  and  at  pointB 
and  comers.    Once  the  critical  voltage  has  passed,  a  lai^  amount  of 
energy  loss  may  take  place  due  to  corona.    As  a  matter  of  fact  this  phenom- 
enon is  to  a  certain  extent  a  limitation  upon  the  amount  of  power  which 
may  be  radiated  by  an  antenna  in  so  far  as,  for  an  antenna  of  certain 
dimensions,  the  greater  the  power  given  thereto  the  greater  must  be  the 
voltage  and  hence  the  greater  the  corona  loss;  thus,  for  a  certain  antaina 
there  is  a  limit  to  the  power  input,  beyond  which  it  is  inadvisable  to  go 
because  a  large  amount  of  power  is  wasted  due  to  corona  loss,  and  little 
is  gained  as  far  as  power  radiated  is  concerned. 

This  limit  is  reached  when  the  voltage  at  the  ends  of  the  ant^uia  is 
in  the  neighboriiood  of  150,000  volts.^  This  is  one  reason  why  the  use 
of  very  large  radiating  systems  for  large  stations  is  imperative  in  order 

^  As  mentioned  before  this  limit  depends  upon  how  well  the  antenna  oonducton  are 
kept  free  from  sharp  points  and  edges. 
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"tliat  the  large  capacity  resulting  therefrom  may  keep  the  voltage  below 
trlie  limit  of  corona  loss  even  for  large  amounts  of  power  input.  The 
effective  resistance  representing  this  loss  is  for  a  fixed  current  an  inverse 
function  of  the  frequency  and  a  direct  function  of  the  wave-length,  for 
AToltages  above  the  critical  value. 

From  the  above  we  have,  then,  that  for  a  certain  antenna  and  for  a 
fixed  current  therein: 

Radiation  resistance  is  an  inverse  function  of  (X)^; 

Resistance  corresponding  to  (2)  ,(3)  and  (4)  (eddy  currents  and 

skin  effect)  decreases  as  X  increases; 
Resistance  corresponding  to  (1),  (5)  and  (6)  (dielectric  loss,  leakage, 

corona)  increase  with  increase  in  X. 

The  above  relations  are  roughly  indicated  in  Fig.  52,  where  the  various 
components  of  the  antenna  resistance  have  been  plotted,  together  with 


Total  antenn^Mwtance 
^oUl  lofls 


Dielectric  Iom  etc 


Fia.  52.— 


Conductor 

«ady  currenti  e 

Radiation 

Wave  lenfTth 

-Various  components  of  antenna  resistance,  showing  approximately  how  they 

vary  with  wave-length. 


curves  showing  the  total  loss  resistance  and  the  total  antenna  resistance. 
From  the  component  curves  Ay  B,  and  C,  we  have  obtained  the  total  loss 
resistance  curve,  by  adding  the  ordinates  of  curves  B  and  C,  and, 
finally,  the  total  antenna  resistance,  curve  H,  by  adding  the  ordinates 
of  the  ciuves  -A,  S,  and  C.  The  important  point  brought  out  by  the 
ciurves  is  that,  because  some  of  the  loss  resistance  components  are  a  direct 
function,  and  others  an  inverse  function,  of  the  wave-length,  it  follows 
that  the  total  loss  resistance  has  a  minimum  value,  as  represented  by  the 
point  K  on  curve  F,    It  would  seem,  then,  as  if  from  the  point  of  view 
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of  the  losses  the  best  wave-length  at  which  to  use  an  antenna  should  be 
that  corresponding  to  point  Kj  and  in  practice  this  is  approximately 

the  most  efficient 
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Fig.  53. — ^Total  resistance  curve  for  a  ship's  antenna. 


length  at  which  to  op- 
erate an  antemiA. 

The    curves    sives 
above  are   purely  of  a 
theoretical  nature,  be- 
cause the    compoDents 
of  the  antenna    resist- 
ance cannot  be  satisCac- 
torily  measured  by  the 
methods     at     present 
available.  However,  to- 
tal   resistance    curves 
of       actual    antenns, 
which    are   easily   ob- 
tainedy  are  all  found  to 
have  the  8hi^)e  of  curve 
H,  and    the   point   of 
mimimum  resistance  is  always  found  to  be  at  wave-lengths  consideraUj 
greater  than  the  fundamental  wave-length,  perhaps  twice  as  great. 

Some  typical  resistance  ciures  of  actual  antennse  are  given  herewith; 
Fig.  53  shows  the  resist- 
ance for  a  ship's  antenna 
for  which  the  minimum 
resistance  takes  place  at 
a  wave-length  of  3.5 
times  the  fundamental. 
The  ordinary  land  sta- 
tion antenna  resistance 
resembles  this  curve  in 
form,  but  generally  the 
resistance  increases  with 
the  longer  wave-lengths 
more  rapidly  than  does 
that  given   in   Fig.  53. 

Fig.  54  gives  the  total  Fi^-  54. — Resistance  curves  for  two  types  of  aerofdaoe 
resistance    for  an  aero-  antenna, 

plane    antenna    of    the 

trailing-wire  type  and  one  of  the  skid-fin  type;  both  of  these  antenns  have 
about  the  same  fundamental  wave-length.  It  is  to  be  noted  that  the  trailing- 
wire  antenna  curve  shows  large  resistance  to  the  left  of  the  minimum  value, 
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^liile  the  other  curve  shows  large  resistance  to  the  right  of  the  Tninimum 
.ralue .  This  is  accounted  for  as  follows :  a  trailing-wireantenna  is  a  much  bet- 
^r  r&diator  than  a  skid-fin  antenna,  hence  the  radiation  resistance  should 
>e  lai^er  in  the  former  and  therefore  that  part  of  the  ciurve  to  the  left 
>f  tlie  minimum,  which  is  very  much  affected  by  the  radiation  resistance, 
should  have  the  lai^r  ordinates  in  the  trailing  antenna  than  in  the  skid- 
in  &iitenna  curve.  On  the  other  hand,  since  the  skid-fin  antenna  is  veiy 
3lose  to  the  aeroplane  structure,  the  dielectric  and  leakage-loss  resistance 
should  be  very  much  greater  than  in  the  traUing-wire  antenna,  and  hence 
the  ordinates  of  the  resistance  curve  to  the  right  of  the  minimum  value 
should  be  much  larger.  The  minimum  resistance  for  the  skid-fin  antenna 
is  seen  to  be  less  than  for  the  other  in  view  of  the  shorter  length  of  wire 
vised  and  hence  less  ohmic  resistance.^ 

The  very  large  land  stations  have  a  minimum  antenna  resistance 
betiveen  1  and  2  ohms;  the  minimum  resistance  for  the  antenna  of  a 
5-kw.  set  is  generally  between  5  and  10  ohms.  Portable  field  antenn® 
sometimes  have  a  resistance  as  high  as  50  ohms. 

What  has  been  said  of  the  resistance  of  an  ordinary  antenna  applies 
to  a  c(m1  radiator  as  well,  except,  of  course,  that  the  components  of  the 
total  resistance  are  related  to  one  another  in  a  somewhat  different  way; 
and  this  is  true,  to  a  certain  extent,  of  any  one  type  of  antenna  relative 
to  any  other.  The  most  important  thing  about  a  coil  radiator  is  that 
its  counterpoise  or  ground  resistance  is  practically  eliminated,  and  hence 
a  much  less  total  resistance  is  obtained.  Therefore,  a  certain  voltage 
will,  when  impressed  upon  a  coil  radiator,  produce  a  much  larger  current 
than  in  a  simple  antenna  having  the  same  radiation  resistance  as  the  coil; 
hence  it  is  possible  to  radiate  larger  amounts  of  power  by  means  of  the 
cofl  than  one  might  at  first  think;  for  ordinary-sized  coils,  however,  the 
frequency  must  be  very  high  if  appreciable  power  is  to  be  radiated. 

Natural  Wave-lengfh  of  Antenna. — Consider  an  antenna  in  its  simplest 
form,  i.e.,  a  long  vertical  wire  connected  to  the  alternator  as  shown  in 
Fig.  55.    The  antenna  wire  has: 

(1)  Distributed  inductance. 

(2)  Distributed  capacity. 

(3)  Distributed  resistance. 

(1)  The  distributed  inductance  is  due  to  the  ability  of  every  part  of 
the  antenna  to  develop  magnetic  lines  of  force.  Assuming  the  absence 
of  magnetic  material  near  the  antenna,  its  inductance  per  imit  length 
should  be  practically  imiform  throughout  its  height. 

^  For  a  number  of  curves  of  aircraft  antenna  resistance  see  Johnson's  paper  in  I.  R.  £., 
Vol.  8,  Nos.  1  and  2. 

Also  see  Scientific  paper  No.  341  of  Bureau  of  Standards,  by  J.  M.  Cork. 
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(2)  The  distributed  capacity  consists  of  the  capaci^  between  ibr 
wire  and  the  counterpoise,  or  earth,  and  is  in  general  different  for  difieRast 
.parts  of  the  antenna. 

(3)  The  distributed  resistance  of  the  antenna  is  due  to  radiatjon  and 
aU  the  losses  taking  place.    This  total  resistance  per  unit  length  of  wiic 

maybe  considered  to  be  about  imifonn  tfaroq^ 
out  the  entire  antenna  hei^t. 

The  antenna  as  a  whole  has  a  certain  value 
of  effective  inductance,  effective  capacity  and 
effective  resistance,  all  of  which,  when  defined 
in  terms  of  current  at  the  base  of  the  antenm 
change  with  the  f requenoy  of  the  currenta  flov- 
ing  through  the  wire.  It  has  alreac^  been 
shown  how  the  effective  resistance  changes  witli 
the  frequency  or  wave4ength.  The  eflfecthne 
inductance  and  capacity  change  with  the  fre- 
quency because,  as  will  be  presently  demoD- 
strated,  the  distribution  of  the  voltage  and 
current  over  the  antenna  changes  with  the 
wave-length  or  frequenqy.  Thus,  if  the  aa- 
tenna  inductance,  say,  is  measured  for  a  cer- 
tain value  of  X  and  some  effective  vahie  of 
current,  /•,  at  the  alternator,  and  if,  thea 
the  wave-length  is  chang^  while  the  ^ectire 
value  of  the  current  lo  is  maintained  the  same, 

Fig.  65. — ^In  an  actual  antenna  xi.     a  x  i         x*     a  -^       x-        r ai^ 

.,  x    •  ^    X  A  the  total  magnetic  flux  emanating  from  the 

the  capacity  inductance  and  _  ^  ®  . 

resistance  are  distribute  and  antenna  will  be  different  on  account  of  the 
must  be  so  considered  when  different  distribution  of  current,  and  the  in- 
accurate equations  for  cur-  ductance  will  necessarily  be  different.  If,  for 
rent  and  voltage  are  desired,  instance,  the  effective  value  of  the  current 

over  the  antenna  were  as  in  a,  Fig.  56  (an 
impossible  condition)  eveiy  part  of  the  antenna  would  be  neariy  so^ect- 
ive  in  producing  magnetic  flux,  while  if  the  current  distribution  were 
as  in  b,  with  the  same  current,  /«,  at  the  alternator,  the  parts  of  the  aoteniia 
farthest  removed  from  the  alternator  would  not  be  very  effective  in  pro- 
ducing magnetic  flux,  thus  making  the  inductance  smaller  as  compared 
with  a. 

A  similar  thing  happens  in  the  case  of  the  capiadly,  because  the  volt- 
age distribution  along  the  antenna  varies  with  the  wave-length,  and  henoe 
the  ability  of  the  different  parts  of  the  antenna  to  produce  electrosUtic 
lines  of  force  varies  with  the  wave-length. 

Distributiim  of  Current  and  Voltage  along  the  Antenna  W]re.~It 
has  already  been  pointed  out  that  the  current  and  voltage  cannot  be  tk 
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£tiiie  throughout  the  antenna  wire  of  Fig.  55.  The  current  in  such  a 
irire  exists  because  electrons  are  being  made  to  flow  alternately  into  and 
fzU  of  a  capacity ;  at  the  very  end  of  the  wire  past  which  there  is  no  capacity 
lie  current  must  be  zero  and  will  grow  in  value  for  points  farther  away 
Tom  the  end.  The  flow  of  this  rapidly  alternating  capacity  current 
leading  current)  through  the  inductance  of  the  antenna  wire  produces 
ud  increasing  voltage  as  we  proceed  towards  the  end  of  the  wire,  a  phenom- 
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Fig.  66. 
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Fig.  67. 


FiQ.  56. — ^If  the  current  at  the  base  of  an  antenna  is  held  constant  whfle  frequency  is 
changed  the  distribution  of  current  along  the  antenna  will  change;  this  will  chajige 
the  amount  of  magnetic  energy  associated  with  the  antenna  and  hence  will  change 
its  effective  self-induction. 

Fig.  67. — By  considering  the  leakage,  capacitance,  inductance,  and  resistance  of  a 
small  element  d,  the  equations  for  current  and  voltage  may  be  obtained.  Even  if 
the  resistance  and  leakage  are  neglected  fairly  accurate  expressions  will  be  obtained. 

enon  which  is  well  known  to  the  electrical  engineer  in  the  case  of  long- 
distance transmission  lines.  In  order  more  fully  to  imderstand  the  dis- 
tribution of  current  and  voltage  we  are  giving  below  the  expressions  for 
the  current  and  voltage  in  a  simplified  antenna  or,  more  definitely,  an 
antenna  having  unijorrrtiy  distribxded  inductance  and  capacity  and  no 
resistance  whatever.    Thus,  let  AB,  Fig.  57,  represent  such  an  antenna. 

Let  ^ =e.m.f.  vector  at  any  point  P,  the  eflfective  value  of  the  e.m.f. 

being  E; 
/=  current  vector  at  any  point  P,  the  eflfective  value  of  the 
current  being  /; 
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8  ^distance  from  il  to  P,  in  centimeters; 

Z« length  of  antenna  in  centimeters; 
Li » inductance  of  antenna  in  henries  per  centimeter; 
Ci » capacity  of  antenna  in  farads  per  centimeter; 

(a  » angular  velocity  of  alternator  e.m.f.  in  radians  per  sec.; 

X  » inductive  reactance  in  ohms  per  centimeter  «  wLi ; 

b  ^capacity  susceptance  in  mhos  per  centimeter  » ojCi ; 
Eo  "e.m.f .  vector  at  alternator  end  of  antenna; 
/o  ^ciurent  vector  at  alternator  end  of  antenna. 

By  suitable  mathematical  analysis  ^  it  may  be  shown  that,  if  tiie 
antenna  resistance  is  neglected, 

lo=j-i=^otanVteZ (36] 

g=^_^°       c08Vte(t-«) (37) 

cos  v  61 1 

I :^sin\/te(I-«) (38) 

sin  VkrZ 

If  we  let  d  » distance  from  the  upper  end  of  the  antenna  in  centimeters, 
then 

d-I-« (39) 

call 

a-Vbi. (40) 

Substitute  (39)  and  (40)  in  Eqs.  (36),  (37),  (38)  and  we  have  the  ample 
equations: 

io  =i --feo  tan  oZ (41) 

E — ^,  cos  ad. (42) 

COS(U 

7  =  -=^  sin  od (43) 

sm  al 

From  Eqs.  (42)  and  (43)  we  note  that  both  E  and  7  are  trigonometric 
fimctions  of  the  distance  from  the  upper  end  of  the  antenna  d.    E  varies 

•  •  • 

with  cos  ad  and  7  varies  with  —  sin  od,  therefore  E  and  7  must  differ  uf 
90°  in  "  space  phase."  In  Fig.  58  the  absciss®  of  curves  E  and  7  repre- 
sent the  values  of  the  e.m.f.  vector  and  ciurent  vector  respectivdy,  «t 
various  points  along  the  antenna,  obtained  by  the  application  of  Eqs. 

^  See  John  M.  Miller,  "  Electrical  Oscillations  in  Antennas  and  Inductance  GoOb," 
Proc.  I.  R.  E.,  Vol.  7,  No.  3. 
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[42)  and  (43).  At  the  end  of  the  antenna  the  current  vector  is  zero 
nrhile  the  voltage  vector  is  a  maximum.  At  the  alternator  end  E  and  / 
Doay  bave  any  value,  depending  upon  the  value  of  Vbx  and  the  height 
[>f  antenna.  The  example  represented  by  the  curves  is  not  one  which 
IS  ever  purposely  reahzed  in  practice,  since  the  antenna  would,  in  this 
case,  produce  a  comparatively  weak  electromagnetic  field,  in  view  of  the 
fact  that  the  current  and  voltage  are  positive  over  certain  portions  of  the 

antenna  and  negative  over  others;  hence 
the  effect  of  certain  parts  of  the  antenna 
would  be  partly  or  fully  neutraUzed  by 
other  parts.  The  curves,  however,  show 
a  more  or  less  extreme  possibility.    The 


t 


Fig.  68. 


Fig.  50. 


.    Fig.  58. — ^A  possible  form  of  excitation  of  an  antenna,  at  a  frequency  much  higher  than 

its  natural  frequency. 

Fig.  50. — ^The  ordinary  form  of  voltage  and  current  distribution  on  an  unloaded  antenna, 

excited  at  its  natural  wave-length. 


more  usual  case  is  that  represented  by  Fig.  59;   this  case  will  be  dis- 
cussed more  fully  a  Uttle  later. 

Again,  we  note  from  Eqs.  (42)  and  (43)  that,  since  E  and  /  are  trigono- 
metric fimctions  of  ad^  this  quantity  must  represent  a  %ip(ice  rate  of  change 
of  angle,  as  distinguished  from  «,  which  represents  a  time  rate  of  change 
of  angle.    Now,  looking  at  the  curves  of  Fig.  58,  which  represent  nothing 
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but  so-called  stationary  waves  of  e.m.f.  and  current,  the  distance 
such  points  as  B  and  D  must  be  the  length  of  the  stationary  wave 
the  antenna,  and  this  distance  must  be  such  as  to  make 

aXi=2T, 
where 

Xi « wave-length  of  stationary  waves  in  eentimeten, 
or 

X,«| (44) 

a 

Since 

a  =  Vte  and  6  =  a>Ci,  x=«Li, 

a^<aVWi (45) 

if 

/= frequency  of  alternator  in  cycles  per  second, 

/=r;-  and  substituting  in  (45), 

a=2T/vT^ (46; 

The  quantity     .         is  shown  in  electrical  engineering  texts  to  be  vcfr 

VLiCi 

nearly  equal  to  the  velocity  of  light  or  to  the  velocity  of  propagation  of 

electromagnetic  waves  emanating  from  an  antenna  through  the  air. 

If  F=  velocity  of  propagation  of  electromagnetic  waves  in 

cm./s6c., 

-J— =  F 

and  substituting  in  (46) 

2t/ 

and  finally  substituting  this  expression  for  a  in  Eq.  (44)  we  have: 

Xi=^.    .........    (47) 

Thus,  the  length  of  the  antenna  stationary  waves,  Xi,  is  equal  to  the 
velocity  of  propagation  of  the  waves  divided  by  the  frequency;  but  this 
quotient  represents  the  length  of  the  electromagnetic  waves,  therefore, 
the  vxw€4ength  of  the  stationary  antenna  waves  is  equal  to  the  wave4en(fA 
of  the  dectro-^magnetic  wooes  in  free  space. 

Now,  going  back  to  Eq.  (41)  on  p.  754  we  may  solve  for  the  value 

. 

of  -:— ,  thus: 
/o 

■:— =  — irCOtaZ ~    (48) 

/o  b 
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Sinee  Eo  and  /o  are  the  e.m.f.  and  current  at  the  alternator  their  ratio 
must  be  the  effective  impedance  of  the  antenna  at  the  point  where  the 
alternator  is  connected.  In  our  case  the  expression  for  this  impedance 
is  always  imaginaiy,  and  therefore,  represents  the  value  of  the  reactance. 
This  result  was  to  be  expected,  since  the  resistance  has  been  omitted  in 
our  simplified  discussion. 

Let  Xo  "antenna  reactance  at  the  alternator  in  ohms. 


Then 


Substituting  for 


we  have 


Xo^  —  cotal (49) 


a-^^=.Vi;icr,6=2x/C.=^. 


or 


eot2rLl, (50) 


cot?^ (61) 


where  X= wave-length  of  electromagnetic  waves,  in 

centimeters. 

The  value  of  this  reactance  will  apparently  vary,  for  a  fixed  X,  as  we 

2iri 
vary  the  antenna  height  {.    When  I  is  such  as  to  make  cot  —  *0,  then 

the  reactance  is  zero  and  the  antenna  wiU  resonate  to  the  alternator  fre- 
quency.   This  wiU  happen  when: 


^^=|or|or(2n+l)| (52) 


or  when 


u|ori  =  }XorJ  =  (?^)x. 


And  since  X  is  also  equal  to  the  wave-length  of  the  stationary  antenna 
waves,  it  follows  that  the  antenna  will  resonate  to  the  frequency  of  the 
alternator  when  the  antenna  height  is  such  that  there  will  result  a  dis- 
tribution of  e.m.f.  and  current  vectors  which  will  produce  either  1  or  f 
or  i,  etc.,  of  a  stationary  wave. 

If  the  expression  for  Xo  as  given  by  Eq.  (50)  be  plotted  against  values 
of  alternator  frequency,^  everything  else  remaining  the  same,  we  would 
have  the  curve  shown  in  Fig.  60.  At  the  points  1,  3,  5  the  antenna  react- 
ance is  zero,  and  the  frequencies  at  1,  3,  5,  etc.,  are  in  ratios  1:3:5:7^ 

*  For  experimental  curves  showing  this  effect  see  Pig.  109,  p.  109. 
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etc.  Hence  the  antenna  can  be  made  to  resonate  at  the  frequency  /]  la 
at  frequencies  three  times,  five  times,  seven  times,  etc.,  /i.  On  the  dhc 
hand,  a  little  to  either  side  of  the  points  2,  4,  6,  etc.,  the  reactajice  i 
infinite  and  directly  at  the  points  2, 4,  6,  etc.,  the  resistance  of  the  antenu 
as  measured  at  the  base,  becomes  infinite  so  that  practically  no  currea 
can  be  caused  to  pass  into  the  antenna  at  the  frequencies  /z,  /4v-it»  e^ 
which  are  two  times,  four  times,  six  times,  etc.,  the  first  reflonating  &« 
quency  /i.  It  is  not  out  of  place  to  point  out  here  that  the  first  resonatfof 
frequency  /i  is  such  as  to  produce  one-quarter  of  a  stationaiy  wave  cmi 
the  antenna,  as  may  be  easily  seen  from  the  discussion  of  p.  757.    Tins 


Fig.  60. — ^As  the  frequency  impressed  on  an  antenna  is  varied  the  reactance  (as  metfored 
at  the  base)  goes  through  the  changes  indicated  here;  in  case  an  antenna  with  appre- 
ciable resistance  had  been  considered  the  reactance  changes  from  its  high  positin 
value  to  high  negative  value  by  going  through  lero  values  at  2,  4  and  6. 


frequency  and  the  wave-length  corresponding  to  it  are  known  as  the 
fundamental  or  natural  frequency  and  wavelength  of  antenna  re^)ectively. 

An  antenna  if  excited  by  means  of  a  spark  gap  will  naturally  have  €U^ 
rents  produced  in  it  of  the  frequency  corresponding  to  sero  reactance, 
and  therefore  of  the  fundamental  frequency  and  wave-length ;  it  is  posflibk 
by  putting  proper  discontinuities  in  the  antenna,  to  cause  this  frequoMy 
to  be  three  times  and  even  fivQ  times  the  fundamental.  In  genenJ,  it 
may  be  said  that,  whenever  the  simple  antenna  oscillates  freely,  no  matter 
how  excited,  it  does  so  at  the  natural  or  fundamental  wave-length. 

The  curves  of  Fig.  60  also  show  that  the  reactance  of  the  antenna  maj 
be  negative  (condensive)  or  positive  (inductive),  depending  entirety  upon 
the  frequency  at  which  it  is  used. 

In  the  above  discussion  we  have  assumed  an  antenna  coDasting  of 
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a  vertical  wire  and  having  distributed  inductance  and  capacity,  and  no 
resistance.  The  presence  of  the  resistance  makes  the  results  only  slightly 
different,  and  so  does  the  fact  that  the  capacity  is  not  quite  uniformly 
distributed. 

Consider  now  an  actual  antenna  with  a  flat  top.  If  the  top  consists 
of  a  single  horizontal  wire  of  the  same  size  as  the  vertical  wire,  then  it 
ma^  be  shown  in  the  manner  already  IQustrated  for  the  simplest  antenna 
that,  assuming  uniformly  distributed  capacity  and  inductance  throughout, 
tiie  total  length  ABC,  Fig.  61,  represents  one-quarter  of  the  fundamental 
wave-length  of  the  antenna. 

If,  on  the  other  hand,  the  top  consists  of  a  number  of  horizontal  wires, 
as  in  Fig.  62,  then  the  problem  is  somewhat  complicated,  because  the 
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Fig.  61.  Fig.  62. 

Fig.  61. — In  the  case  of  an  inverted  L  antenna  the  natural  wave-length  is  slightly  more 

than  four  times  the  extreme  length  A-B-C, 

Fig.  62. — ^An  antenna  with  a  wide  top  has  a  natural  wave-length  considerably  greater  than 
four  times  the  extreme  length  A-B-C;  by  spreading  out  the  wire  A-B  (separating 
the  different  strands  sufficiently  and  bringing  them  down  in  a  cylindrical  form)  the 
natural  wave-length  may  be  brought  down  to  very  nearly  four  times  the  length  A-B-C. 

capacity  and  inductance  per  unit  length  of  the  part  BC  are  different  from 
those  for  part  AB.  However,  in  view  of  the  fact  that  for  the  part  BC 
the  capacity  per  unit  length  is  kn  times  ^  that  of  a  single  wire,  while  the 

inductance  per  unit  length  is  r-  times  that  of  a  single  wire,  the  product 

of  these  two  quantities  remains  the  same,  and  it  is  safe  to  take  the  di&- 
tanoe  ABC  as  again  being  approximately  one-quarter  of  the  fundamental 
wave-length  of  the  antenna. 

The  inaccuracy  of  this  simple  rule  increases  as  the  form  of  the  aerial 
depjais  from  the  simple  one  given  in  Fig.  6^.  It  has  been  found  experi- 
mentally that  the  natural  wave-length  is  connected  to  the  extreme  length 

^  ib  18  a  constant  less  than  unity;  it  approaches  unity  as  the  different  wires  of  the 
antenna  are  spaced  farther  apart. 


B 
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of  the  antenna  (from  ground,  up  lead  wire  to  farthest  point  of  aeml; 
about  as  given  here 

Vertical  wire 4-4.  IZ 

T  aerial  with  small  tops 4.3-    51 

T  aerial  with  broad  tops 5-    61 

Umbrella  aerial 6-  101 

Horizontal  wire,  1  meter  from  ground 51 

The  capacities  of  antennse  vary  from  periiaps  0.4X10~^  farads  to 
20X10''^  farads;  the  lower  value  being  for  small  portable  field  antennc 
and  the  higher  value  for  large  high  power  stations.    The  ordinary  ship 

antenna  has  a  capacity  between   1  and 
2X10-^  farads. 

In  the  case  of  a  coil  radiator  the  capac- 
ity of  the  condenser  C,  Fig.  63,  is  gener- 
ally very  large  as  compared  with  the 
distributed  capacity  over  the  conductor 
ABCDy  hence  the  latter  may  be  n^ected 
and  the  fundamental  wavelength  of  the 
circuit  may  be  obtained  from  the  induc- 
tance of  the  coil  and  the  capacity  C. 
^    a^    rn.       *     1  1    -*u       •Current  and  Voltage  Distrflmtkm  in 

Fig.  63. — ^The  natural  wave-length  ^      tt  ^  r      ^i^  on. 

of  a  cofl  antenna  is  seldom  used;  Antenna  for  Various  Loadings.— Tbe  ex- 
the  wave-length  is  calculated  from  pression  '' Loading  of  an  antenna '' Implies 
the  value  of  L  of  the  coil  and  the  to  the  insertion  of  an  inductance  or  a 
amount  of  capacity  in  C.  condenser    m    series    therewith    for  the 

purpose  of  changing  the  fimdamental 
wave-length  of  the  antenna  circuit.  This  is  best  understood  by 
referring  to  the  curves  of  Fig.  64,  which  give  the  reactance,  at  diffa^ 
ent  frequencies,  for  an  antenna,  for  a  coil,  and  for  a  condenser.  The 
antenna  reactance  curve  A  is  the  same  as  the  first  section  of  the  curve 
of  Fig.  60,  the  curve  for  the  inductance  is  a  straight  line,  since  inductive 
reactance  varies  directly  with  the  frequency,  and  the  curve  for  the  con- 
denser is  an  equilateral  h3rperbola,  since  condensive  reactance  varies 
inversely  as  the  frequency. 

If  the  anteima  and  the  coil  are  connected  in  series  it  is  plain  that  the 
total  reactance  will,  for  any  frequency,  be  the  algebraic  siun  of  the  two 
individual  reactances;  a  similar  thing  applies  to  the  case  where  a  oomt- 
denser  is  connected  in  series  with  the  antenna.  The  resultant  reactance 
curves  are  shown  as  F  and  G,  Now,  considering  the  three  curves  i, 
F,  Gf  it  will  be  seen  that  the  antenna  alone  has  a  natural  frequency  ctfh 
the  antenna  with  the  coil  in  series  has  a  natural  frequency  of  /l,  and  the 
antenna  with  the  condenser  in  series  has  a  natural  frequency  of  /c.  TluSr 
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the  e£Fect  of  the  series  inductance  is  to  make  the  natural  frequency  of  the 
entire  antenna  circuit  smaller  (l^^rger  wave-length)  than  that  of  the  antenna 
alone,  and  vice  versa  for  the  case  of  the  series  condenser. 

It  will  be  noted  that  by  making  the  slope  of  the  curve  B  very  great 
(large  inductance)  the  antenna  circuit  may  be  caused  to  have  a  very 
much  lower  fundamental  frequency  than  that  of  the  antenna  alone,  the 


Frequency 


A ^  Antenna  alone 

B-Coil 

D-Condenaer 

F —Antenna -f  leriei  oofl 

Q  -Antenna  +  series  condenaer 


Fig.  64. — ^The  diagram  of  reactances  of  an  antenna  (i4),  a  coil  (B),  and  a  condenser 
(D)f  shows  how  the  natural  wave-length  of  an  antenna  circuit  is  changed  by  adding 
loading  coil  or  shortening  condenser  in  the  base  of  the  antenna. 

limit  being  zero.  In  the  case  of  the  series  condenser  it  will  be  observed 
that  no  matter  how  lai^e  we  make  its  reactance  (how  small  its  capacity) 
the  maximum  frequency  obtainable  is  twice  that  of  the  fundamental 
frequency  of  the- antenna  proper.  Thus,  if  an  antenna  has  a  natural 
wave-length  of,  say,  500  meters,  it  is  impossible  to  change  this  to  any- 
thing less  than  250  meters  by  placing  a  condenser  in  series  with  the 
antenna. 

The  changes  which  take  place  in  the  natural  wave-length  of  an  antenna, 
as  various  coils  or  condensers  are  used  in  series  with  it,  are  shown  in  Figs. 
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Fig.  65. — Effect  of  loading  coil  on  the  wave  length  of  a  single-wire  antenna. 
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Fig.  66. — Effect  of  shunting  the  loading  coil  of  Fig.  65  by  a  variable  condenser. 
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35y  66,  and  67.  A  single-wire  antenna  was  usied  in  the  test,  about  175 
[neters  long,  having  (unloaded)  a  natural  wave-length  of  700  meters. 
AlS  a  variable  inductance,  in  series  with  the  ground  connection  of  the 
Guiteiiiia  was  changed,  the  natural  wave-length  of  the  loaded  antenna 
increased  as  shown  in  Fig.  65.  Then  keeping  the  value  of  the  loading 
inductance  fixed  at  1140  nh  a  variable  condenser  shimted  around  this 
load  coil  brought  about  the  changes  in  wave-length  shown  in  Fig.  66. 

The  eflfect  of  putting  a  "  short-wave  "  condenser  in  series  with  the 
base  of  the  antenna  is  shown  in  Fig.  67;  it  will  be  seen  that  with  no  capacity 
in  series  with  the  base  of  the  antenna  (that  is,  the  lower  end  of  the  antenna 
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merely  left  free,  connected  to  nothing)  the  natural  wave-length  decreased 
(by  extrapolation  of  the  curve)  to  half  the  natural  wave-length  of  the 
grounded  antenna. 

It  has  already  been  stated  that  an  antenna  is  generally  used  at 
frequencies  lower  than  its  fundamental,  and  therefore  antennas  have 
generally  a  loading  inductance  inserted  in  series.  The  series  condenser  is 
sometimes  used  in  the  case  of  receiving  antennas,  but  very  seldom  for 
tranmitting  antenna 

Current  and  Potential  Distribution  over  Antenna. — We  will  eonsider 
the  following  cases: 

(1)  Simple  antenna  (single  vertical  wire)  with  no  loading  induc- 
tance or  series  condenser. 

(2)  Simple  antenna  with  loading  inductance  in  series. 
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(3)  Simple  antenna  with  condenser  in  series. 

(4)  Commercial  antenna  with  large  top  and  no  loading  inductanee 
or  series  condenser. 

(5)  Conmiercial  antenna  with  loading  inductance. 

(6)  Commercial  antenna  with  condenser  in  series. 

It  is  understood  that  in  every  case  the  antenna  circuit  is  operated  st 
the  fundamental  frequency  of  the  circuit,  for  at  this  frequency  the 
ance  is  zero,  the  resistance  is  a  minimum,  and  the  current  a  maxinmin, 

Case  (1).  Eqs.  (42)  and  (43)  of  page  754,  give 


E^         ,cosad 


and 


cos  al 
/o    _. 


7  =  -^ 


sin  oZ 


sin  ad 


and  indicate  that,  since  the  antenna  height  (0  is  equal  to  one-qjuarter 
of  a  wave-length,  the  voltage  and  current  curves  will  be  as  shown  in 

Fig.  59,  the  curves  being  sinusoidal;  the 
current  curve  will  be  one-quarter  of  a 
complete  sine  wave. 

Case  (2),  Fig.  68.  Here  the  X  of  the 
entire  circuit  will  be  laiger  than  that  of 
the  antenna  alone,  therefore  the  antenna 
height  will  represent  less  than  one^quarter 
of  the  wave-length.  Furthermore  the  cur- 
rent through  the  inductance  will  be  con- 
stant, but  the  voltage  over  it  will  vary 
from  DK  to  AH.  Hence  the  voltage  E'q 
at  the  beginning  of  the  antenna  wire  wiD 
be  much  larger  than  in  case  (1),  and  the 
insulators  at  the  point  A  wiU  need  to  be 
such  as  to  stand  a  larger  voltage. 

Case  (3),  Fig.  69.    Here  the  X  of  the 
entire  circuit  is  less  than  that  of  the  an- 
tenna alone;   hence  the   antenna  hei^t 
wiU  represent  more  than  one-quarter  of 
Pig.  68.— Voltage  and  current  di»-  the    wave-length.      The    current    curve, 
tribuiion  in  simple  antenna  with  therefore,  has  its  zero  at  B,  its  maximum 
**»^^  ^"^^  at  Hand  decreases  to  /oat  F;  it  has  the 

same  value  on  both  sides  of  the  condenser. 
The  voltage  curve  is  a  maximum  at  B,  zero  at  K  and  becomes  negative 
thereafter;  however,  it  again  changes  sign  over  the  condenser. 
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Cases  (4),  (5)  and  (6),  illustrated  in  Figs.  70, 71,  and  72,  are  analogous 
to  cases  (1),  (2)  and  (3),  respectively,  except  that  the  distribution  of 
voltage  and  current  takes  place  over 
the  entire  antenna  length  and  not 
over  the  vertical  part  alone.  The 
result  of  this  is  that  the  vertical  part 
has  a  current  of  more  nearly  con- 
stant effective  value  over  the  entire 
height;  of  course  this  result  is  especi- 
ally desirable  in  view  of  the  better 
radiation  produced  by  a  uniform  cur- 
rent over  the  vertical  wire. 

Experimental  curves    of   voltage 
and  current  distribution  for  a  low- 
frequency  circuit,  representing  at  low 
frequency  what  an  antenna  does  at 
high  frequency,  bear  out  the  theo- 
retical predictions  already  discussed,    '^^-mf/M^^       -^^^r^^^^^?^ 
except  that,  whereas  in  the  theoreti-  Fia.  69.— Voltage  and  current  distribu- 
cal  curves  of  Figs.  69  and  72  we  have      tion  in  simple  antenna  with  shortening 
shown  the  effective  value  of  the  volt-      condenser, 
age  to  actually  become  zero  at  points 

marked  K,  this  does  not  happen  in  the  experimental  curves.*    The  reason 
for  this  lies  in  the  fact  that  the  theoretical  ciurves  have  been  plotted 

on  the  basis  of  Eq.  (37), 
which  takes  no  accoimt 
of  the  resistance  of  cir^ 
cuit,  while  actually  there  is 
resistance.  The  effect  of 
the  resistance  upon  the 
effective  value  of  the  volt- 
age along  the  antenna  is, 
generally,  to  make  it  im- 
possible for  it  to  become 
zero  for,  at  the  nodal  point, 
///////////////////////,  where   the  voltage  should 

Fia.  70. — ^Voltage  and  current  in  unloaded  inverted  be  zero,  there  is  power  flow- 

L  antenna.  ing  past  the  nodal  point  to 

supply  the  losses  for  the 
rest  of  the  antenna,  and  in  order  for  this  to  take  place  the  voltage 
must  be  greater  than  zero.     In  the  case  of  no  resistance  the  voltage  along 

*  See  Morecroft,  ''Experiments  with  long  electrical  conductors,"  Proc.  I.  R.  E.,  Vol. 
6,  No.  6,  Dec.,  1917. 
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the  antenna  has  different  effective  values,  but  the  same  phase  for  thf 
same  half-wave  and  changes  in  phase  through  180°  at  the  point  where  h 
passes   through   its  zero  value.    On  the  other  hand,  in  the  actual  case 

the  voltagQ  all  along  the 
antenna  has  not  onlj 
different  effective  vahies, 
but  different  phases  ae 
well,  as  may  be  shown  by 
the  vector  diagram  of  Fig. 
73  where  the  vectors  rep- 
resent voltages  at  differ- 
ent points  of  the  ant^mji 
of  Fig.  72,  the  numbered 
vectors  corresponding 
with  the  numbered  posi- 
tions on  the  antenna.     At 

Fig.  71.— Current  and  voltage  in  inverted  L  antenna  ^^^   points  the  VcJUge 

having  a  loading  coil.  would  be  very  small   a5 

shown  at  Ez]  its  magni- 
tude (for  a  given  impressed  voltage)  becomes  smaller  as  the  lesistanoe 
of  the  upper  part  of  the  antenna  is  decreased. 

Direction  Finders. — This  is  the  name  given  to  receiving  Mit^^irw 
so  constructed  as  to  indi- 
cate the  direction  from 
which  the  signals  are  com- 
ing. The  simplest  direction 
finder  is  a  receiving  coil 
antenna;  it  has  already 
been  pointed  out  on  p.  708, 
that  such  a  coil  when  used 
as  a  transmitter  will  produce 
the  maximum  intensity  of 
field  in  its  plane  and  the 
minimimi  at  right  angles 
thereto;  in  a  similar  manner 
the  coil  will,  when  receiving, 
have   the  greatest  current 

produced  in  its  circuit  when  Fig.  72, — Current  and  voltage  in  inverted  L  anteniMi 
its  plane  is  in  the   plane  of  ^^^"^8  shortening  condenser. 

propagation  of  the  waves 

and  the  minimiun  when  its  plane  is  perpendicular  to  the  plane  of  propa- 
gation of  the  waves.  Thus,  if  the  coil  be  arranged  so  that  it  may  be 
made  to  rotate  with  respect  to  its  vertical  axis  while  signals  are  being 
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received,  then  when  the  coil  is  placed  into  a  position 
of  minimnm  or  zero  strength  of  signals  the  normal  to 
its  plane  indicates  the  direction  from  which  the  waves 
are  coming. 

It  has  already  been  stated  that  in  the  case  of  aero- 
planes a  coil  antenna  is  sometimes  used  for  receiving, 
which  is  kept  fixed  in  position  with  repect  to  the  aero- 
plane while  the  aeroplane  is  maneuvered  until  mini- 
mum strength  of  signals  is  obtained. 

In  order  to  obviate  the  necessity  of  moving  the 
coil  "while  obtaining  bearings  Bellini  and  Tod  invented 
the  so-called  goniometer  which  bears  their  name.  It 
consists  of  two  similar  coil  antennas,  Fig.  74,  at  right 
an^es  to  each  other,  the  antennae  being  kept  station- 
ary. Each  of  the  antennse  is  connected  in  series  with 
similar  coils  Di  and  D2  and  variable  condensers  Fi,  F2, 
such  as  to  enable  the  operator  to  time  to  the  incoming 
waves.  The  condensers  are  constructed  so  that  they 
may  both  be  varied  at  the  same  time   and  by  the 


Fig.  78. —  Voltage 
magnitudee  and 
phaseeof  theanten- 
nashown  in  Fig.  72 ; 
at  the  nodal  points 
such  an  antenna  of 
the  voltage  is  not 
sero  as  the  curves 
of  Figs.  60  and  72 
would  indicate, 
but  a  certain  small 
value  depending 
upon  t^e  resistance 
of  the  antenna. 


Fia.74.-Pdrof  sim- 
ilar coil  antennsB 
placedatri^tan- 
gles  to  each  other 
constitute  the 
BeUini-Tosi  direc- 
tion findar. 


same  amount,  m  order  for  both 

antennae  to  be  simultaneously  tmied 

to  the  incoming  waves.    The  coils 

Di  and  D2  are  constructed  in  two 

parts  as  shown  in  Fig.  76,  leaving  a 

space  in  the  middle  for  a  coil  K 

which  maybe  rotated  with  respect 

to  a  line  through  0  as  an  axis.    The 

coil  K  is  connected  to  a   timing 

condenser  to  which   there  is  attached  the  detecting 

circuit. 

The  signal  strength  will  vary  as  the  coil  K  is  rotated. 
This  may  be  shown  as  follows:  Let  in  Fig.  76  Di,  D2 
and  K  represent  the  planes  of  the  stationary  coils  Z>i 
and  D2  and  of  the  movable  coil  K  respectively;  also 
assume,  for  the  sake  of  simplicity,  that  the  coil  antennae 
ill  and  A2  are  placed  so  that  the  plane  of  Ai  is  parallel 
to  that  of  Di  and  the  plane  of  A2  parallel  to  that  of 
Z>2.  It  is  understood  that  the  coils  Di  and  D2  together 
with  the  respective  antennas  Ai  and  A2  and  the  con- 
densers Fi  and  F2  (see  Fig.  74)  are  so  adjusted  that 
each  circuit  has  a  natural  wave-length  equal  to  that  of 
the  incoming  waves  and  the  same  value  of  resistance 
as  the  other  circuit;  this  means  that  the  circuits  of  the 
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To  \aninff  condenter* 
and  detector 


ITo  Antenna  1    I 


To  Antenna  t 


Fig.  75. — ^Arrangement  of  coils  in  the  base  of  the  two  antenns;  coil  K  may  be  rotau 
and  by  the  magnitude  of  the  signal  strength  induced  in  it  the  direction  of  the  seed- 
ing station  (d:180^)  can  be  obtained. 


/   Dlrectioii  of 
oncoming 


Pig.  76. — ^Diagram  for  analypis  of  the  action  of  the  direction  finder. 
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tAvo  antennae  must  be  exactly  similar.  Assume  that  the  incoming 
electromagnetic  waves  are  harmonic  and  that,  therefore,  harmonic  e.m.f.'s 
will  be  induced  in  Ai  and  A2  which  will,  in  turn,  produce  harmonic  currents 
in  th.eir  respective  circuits. 

Let  a=the  angle  made  by  the  direction  of  incoming  waves 

with  the  plane  of  the  Ai  antenna; 
fi  =  angle  made  by  the  normal  to  the  plane  of  the  revolving 

coil  K  with  the  plane  of  the  Ai  antenna; 
ii=  instantaneous  value  of  current  in  circuit  Ai-Di-Fi 

(Fig.  74) ; 
t2=  instantaneous  value  of  current  in  circuit  A2rD2-F2 

(Fig.  74) ; 
ei » instantaneous  value  of  e.m.f.  induced  in  X  by  current 

in  Di; 
€2  =  instantaneous  value  of  e.m.f.  induced  in  K  by  current 

in  1)2; 
e=  instantaneous  value  of  total  e.m.f.  induced  in  K  by 

the  simultaneous  action  of  Di  and  Ih] 
/m= maximum  value  of  the  current  which  would  flow  in 

Ai-Di-Fi  or  A2-D2-F2  if  either  were  placed  with 

its  plane  parallel  to  the  direction  of  the  incoming 

waves; 
a>» angular  velocity  of  currents  flowing  in  Ai-Di-Fi  and 

Ar-D2-F2; 
Jlf= coefficient  of  mutual  induction  between  K  and  either 

Di  or  I>2  when  the  plane  of  if  is  parallel  to  either 

Di  or  D2. 

It  was  stated  on  p.  743  that  the  effective  value  (the  same  applies  to 
the  maximum  value)  of  the  current  flowing  in  a  receiving  coil  antenna, 
whose  plane  is  inclined  to  the  direction  of  the  incoming  waves,  is  equal 
to  that  which  would  flow,  were  its  plane  parallel  to  the  direction  of  the 
waves,  multipUed  by  the  cosine  of  the  angle  which  the  direction  of  the 
waves  makes  with  the  plane  of  the  coil.    In  our  case,  therefore,  we  have: 

ii  =  /m  cos  a  sin  w^ (63) 

By  imagining  that  Di  is  rotated  (counter-clockwise)  until  it  coincides 

with  position  shown  for  D2,  we  see  that  the  equation  for  current  in  coil 

D2  must  be 

t2  =  Itn  COS  (a+90)  sin  0)/  =  —  /»  sin  a  sin  wi.        .     .     .     (64) 

From  the  well-known  law  of  electromagnetic  induction 

ei^-Msinfi^,       .     , (66) 

C2  =  -M  cos  18-^ (56) 
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Substituting  in  (66)  and  (56)  the  values  of  n  and  12  of  (53)  and  (54)  «c 
have: 

ei  =  —coMIm  cos  a  ein  p  cos  u)t^ (57, 

e2^coMIm  sin  Of  cos  /3  cos  wf,     .     . (56; 

e=6i+e2*--«Af/a»cos  a><(cosa8in/3— sinacoB/8).     .     (59) 

The  maximum  value  of  e  for  a  given  value  of  a  and  p  evidently  oeeun 

when  cos  w<  =  1  or 

Max.  value  of  e  =  caMI^  (cos  a  sin  /3— sin  a  cos  /3).     .     .     (Gff, 

Since  the  maximum  value  of  the  current  flowing  in  the  cofl  iTis  di] 
proportional  to  the  maximiun  value  of  e,  and  since  this  latter 
as  the  angle  P  is  changed,  i.e.,  as  the  position  of  K  changes,  it  foDows 
that  the  signal  strength  will  vary  as  IT  is  rotated  about  its  axis. 

We  may  now  find  the  values  of  P  which  will  make  the  signal  strei^ 
zero  or  a  maximum  respectively;  this  will  occur  when  the  value  of  the 
parenthesis  of  Eq.  (60)  is  zero  or  a  maximum. 

We  can  put     cos  a  sin  /3  —sin  acosp  =sin  (fi—a)  and  then  get 

sin  (p-a)  =0  when  /S-a-O**  or  180** 

from  which /3«a  or  « 180** +a (61) 

sin  03— Of)  =  maximum  when  /3— a  =90**  or  270** 

from  which  /3  « 90**+a  or  -  270**+a.     .     .     (62) 

We  may  therefore  state  that  extinction  of  the  signals  will  take  place 
when  the  normal  to  the  plane  of  the  coil  K  is  parallel  to  the  direction  of 
the  incoming  waves,  and  that  maximmn  strength  of  signals  will  result 
when  the  normal  to  the  plane  of  X  is  at  right  angles  to  the  direction  of 
the  incoming  waves.  It  will  be  noted  that,  in  this  particular  case,  where 
Di  and  D2  are  parallel  to  Ai  and  A2  respectively,  the  results  are  the  same 
as  if  the  whole  system  of  coils  were  reduced  to  the  coil  K  alone  used  as  a 
coil  antenna;  for,  when  the  plane  of  IT  is  perpendicular  to  the  direction 
of  the  waves,  the  strength  of  signals  is  a  minimum,  and  when  the  plane 
of  K  points  towards  the  direction  of  the  waves,  the  strength  of  signals 
is  a  maximum. 

A  discussion  similar  to  the  one  given  above  may  be  applied  in  a  similar 
manner  and  with  similar  results  to  the  case  of  damped  waves.  Of  course 
it  is  plain  that  the  results  expressed  by  Eqs.  (61)  and  (62)  are  vitiated 
by  the  existence  of  any  dissimilarity  between  the  circuits  Ai-Di-Fi  and 
A2-D2-F2-  In  order  to  avoid  any  dissimilarity  as  much  as  possible,  even 
at  the  expense  of  sensitiveness,  the  condensers  Fi  and  F2  are  often  dis- 
pensed with,  and  the  circuits  are  thus  made  aperiodic. 

By  fil^ting  coil .  K  with  a  suitably  calibrated  dial  and  rotating  the  cfA 
imtil  weakest  signals  are  obtained,  the  direction  of  the  incoming  waves 
may  be  determined  with  a  comparatively  small  percentage  of  error.    Use 
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has  been  made  of  the  direction  finders  for  determining  the  position  of  a 
ship  or  aircraft  of  some  kind.  Thus,  in  the  case  of  a  ship  S  which  is 
neuring  the  port,  the  ship  may  get  her  bearings  quite  accurately  in  one  of 
two  wa3rs,  as  indicated  below  :^ 

(a)  The  ship  may  be  fitted  with  a  directional  receiver^  and  the  stations 
A,  By  Cy  D  may  be  fitted  with  non-directional  transmitters  continually 
sending  out  different 
identifying  letters^  The 
operator  on  board  the 
ship  is  assumed  to  know 
the  positions  of  the  sta- 
tions A,  B,  C  and  D  on 
his  chart;  He  would 
obtain  the  angles  a,  Py  y 
(see  Kg.  77)  by  mani- 
pulating his  directional 
receiver.  By  plotting 
the  points  A,  By  C,  D 
and  the  angles  a,  fiy  y 
the  position  of  the  ship 
may  be  obtained. 

(5)  The  ship  may 
be  fitted  with  a  non- 
directional  transmitter 
continually  sending  out 
some  identifying  letter, 
and  the  stations  A,  B, 
C,  D  may  be  fitted  with 
directional  receivers. 
The  operators  ^t  A,  By 
C,  D  would,  by  manip- 
ulating their  direc- 
tional receivers,  obtain  Yiq.  77 —Arrangement  of  shore  station  around  a  port  to 
the   angles   which    the  furnish  radio:  compass  service  to  incoming  ships. 

lines  SAy  SB,  SC,  SD 

make  with  the  north  and  south  line  and  report  these  angles  by  telephone 
to  a  central  station  F,  where  the  angles  are  plotted  and  the  position 
of  the  ship  is  determined.  Station  F  will  then  transmit  the  position  of 
the  ship  by  radio  to  the  operator  on  board  the  ship. 

1  ShipB  demring  radio  compass  service  must  be  fitted  to  receive  on  450  meters  in 
American  ports  and  800  meters  in  European  ports;  thus  a  ship  sailing  from  American 
ports  should  now  have  receiving  equipment  calibrated  at  300  and  600  meters  (man- 
datory) as  well  as  450  and  800  meters. 
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This  latter  method  is  the  one  used  in  the  port  of  New  York  and 
to  be  preferable  to  the  former,  in  so  far  as  this  requires  the  presence  of  m 
skillful  operator,  capable  of  plotting  the  ship's  position,  on  boaid 
ship,  whereas  in  the  other  case  all  the  plotting  is  done  in  one  sid^ 
tral  station,  where  much  greater  accuracy  may  be  obtained. 

So  far  we  have  shown  how,  by  means  of  the  single  coil  aatenna  or  fay 
means  of  a  goniometer,  we  may  be  able  to  determine  the  plane 

to  which  the  electromagnetic 
acting;  but  we  have  not  yet  del 
the  exact  direction  of  the  incominf^ 
Thus,  we  have  been  able  to  find  that  titf 
waves  may  be  acting  along  the  line  AB, 
but  not  whether  they  are  coining  fraoi  A 
or  from  B;  this  determination  is  tedtt* 
cally  known  as  the  ''  elimination  of  tk 
180^  uncertainty."  .  In  most  infitAncpg  tfe 
direction  from  which  the  waves  are  coaaoig 
is  known,  especially  in  communieatiiii 
between  ship  and  -shore  and  vice 
but  sometimes  this  is  not  the  case. 
In  order  to  eliminate  the  180** 
tainty  the  single-coil  antenna  or  the  douUe- 
coil  antenna  of  a  goniometer  is  acoom- 
panied  by  a  vertical-wire  antenna  located 
in  the  axis  of  the  coil  or  coils,  as  ^mwd 
for  the  case  of  the  single  coil  ant^ina  at 
Fig.  78,  where  A  BCD  is  the  coil  ant^'jiTBt 
FG  the  vertical-wire  antenna,  connected 
to  ground  in  series  with  the  tuning  in- 
ductance H  and  the  key  K.  The  in- 
ductance H  is  loosely  coupled  to  the  cofl 
N  inserted  in  series  with  the  coil  ant4?tnna 
The  operation  of  obtaining  the  directioo  of 
the  incoming  waves  would  be  as  fofloms: 
(1)  With   key  K  open  and  the  coil 

uncertainty  it  is  necessary  to  use        .  x  j  •   x       •  "i.*  i. 

1       .  '^     ..      antenna  tinned  mto  some  position  where 

a  simple  antenna  in  connection  .  .,     i         i 

with  the  coQ  antenna.  ^^e  signals  may  be  easily  heard,  tune  the 

coil  antenna  circuit  to  the  incoming  wave- 
frequency  by  means  of  condenser  P. 

(2)  Close  K,  and,  without  changing  condenser  P,  adjust  H  until  the 
circuit  of  the  vertical  wire  antenna  is  tuned  to  the  frequency  of  the  incom- 
ing waves,  which  will  be  denoted  by  maximum  noise  in  the  receivers  con- 
nected in  the  detecting  apparatus. 


To  detecting 
apporatui 

Fig.  78.— To   eliminate   the    180* 
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(3)  Again  open  key  K.  Turn  the  coil  antenna  until  the  signals  dis- 
appear or  become  a  minimum.  The  normal  to  the  plane  of  the  coil  when 
in  this  position  represents  a  line  parallel  to  the  direction  of  the  incoming 
waves. 

(4)  With  key  K  still  open  timi  .the  coil  antenna  90°  from  position  of 
(3).      Maximum   signal   strength  will 
then  be  obtained. 

(5)  With  the  coil  antenna  in  the 
I>0£dtion  of  (4)  depress  key  K,  The 
signal  strength  will  either  increase  or 
decrease  relative  to  that  of  (4),  de- 
p>ending  upon  the  exact  direction  from 
which  the  waves  are  coming.  If  the 
signal  strength  decreases  upon  closing 

K  the  waves  are  coming  from  a  cer- 
tain direction,  and  if  it  increases  the 

waves  are  coming  from   the  opposite 

direction.    Whether  it  is  one  direction 

or  the  other  may  be  told  by  previously 

calibrating     the     entire     apparatus. 

Waves  are  used  for  this  cahbration 

which  are   known   to    come    from  a 

definite  direction.' 

The  reason  for  the  behavior  of  the 
vertical-wire    antenna  together  with 
the  coil  antenna  is  as  follows:   Con-  Fig.  79.— Direction  of  assumed  positive 
sider  Fig.  79  and  let  the  arrows  repre-      enaf-  induced  in  the  conductors  of 
sent  the   assumed  positive  directions      ^^^  *^^  antenna  of  Fig.  78. 
of  the    electromotive    forces   in   the 

wires  AB,  FG,  CD.  Let  the  direction  of  the  incoming  waves  be  as  repre- 
sented by  Wj  and  let  the  plane  of  the  coil  be  parallel  to  the  direction 
of  the  waves. 


CaU 


JEfi  =  effective  value  of  e.m.f.  produced  in  wire  AB  due  to 

waves  W] 
^=  effective  value  of  e.m.f.  produced  in  wire  FG  due  to 

waves  W\ 
Ez  =eflfective  value  of  e.m.f.  produced  in  wire  CD  due  to 

waves  W] 
a  » angle  equivalent  to  distance  Si  between  AB  and  FGy 

and  between  FG  and  CD] 
£?=  effective  value  of  total  e.m.f.  in  coil  antenna  due  to 

waves  W\ 
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Vector, 
tatioD 


/2  ""effective  value  of  current  produced  h 

the  vertical  wire  antenna; 
J?s —effective  value  of  e.m.f.  induced  into  .> 

by  the  current  in  H. 


OA>OE-OE» 

Fia.  80.— The  e.mi.  act- 


Since  the  waves  strike  wire  AB  first  it  is  pbui 
that  the  e.m.f.  produced  therein  will  be  ahead  ci 
that  of  FG  and  CD  and,  therefore,  the 
e.m.f.'s  will  be  as  shown  in  Fig.  80  below, 

It  is  plain  that  no  matter  what  the  angle  a 
the  vector  E  will  alwa3rB  be  at  right  angles  to  E^. 
mg  in  thVwfl^i^te^  Th«  current  h  will,  since  the  wire  ant«ina  b 
(Fig.  79)  is  the  vector  timed  to  the  incoming  waves,  be  in  jphaae  with  the 
difference  of  the  ejn.f .  e.m.f.  E2.  The  e.m.f.  En  induced  in  N  will  be  W 
in  its  two  sid^  and  is  behind  the  current  h  or  180**  from  the  e-m^.  J. 

own  at  O  ;  current  gj^j^  ^^  ^^  e.m.f .  producing  the  current  in  the 
flowing    in  the  simple  '^ 

antenna  is  shown  at  Oh  ^^^  antenna  is  £?-  JS?„  this  e.m.f .  will,  m  this  case, 

and  this  induces  a  volt-  be  OA,  less  than  if  the  coil  antenna  alone  were 
age  in  the  coil  antenna  acting,  when  the  total  e.m.f.  would  be  E. 
equal  to  OE^.  jf  q^  consider  the  case  when  the  waves  are 

coming  from  the  opposite  directicm  to  W.  Let 
the  symbols:  E^i,  ^'2,  E%  E\  1'%,  EJ  represent  quantities  correspond- 
ing to  £1,  £21  Ezf  E,  I2,  En,  with  the  waves  from  the  direction  oppodie 
to  TT.  In  this  case  the  waves  will 
strike  conductor  CD  first,  and  hence 
the  e.m.f.  produced  therein  will  lead 
the  e.m.f.'s  of  PG  and  AB.  The 
vector  diagram  will  then  be  as  shown 
in  Fig.  81.  As  before  E'^^ti-E'z 
and  will  be  alwayB  perpendicular  to 
E'2'  The  e.m.f.  E\  will  now  be  in 
phase  with  E'  and  the  total  e.m.f. 
(Bf+Efn)  producing  the  current  in 

the  coil  antenna  will  in  this  case,  ^^  ^^_^  ^^^^  shows  bow  tbe 
be  OA,  larger  than  if  the  coil  anten-  pj^^^  relations  of  the  various  ejnX  d 
na  alone  were  acting,  when  the  total  pig.  go  change  if  H  is  assumed  that  tk 
e.m.f.  would  be  E\  signal  waves  are  coming  from  the  oppo- 

Thus  it  has  been  shown  that  if  the      "te  direcUon  to  that  assumed  in  F%.  81. 
waves  are  coming  from  TT,  Fig.  80,  the 

action  of  the  current  in  the  vertical-wire  antenna  is  to  dimmish  the  current 
in  the  coil  antenna  (and  hence  the  strength  of  signala),  while  if  the  waves 


^ 
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are  coining  from  the  opposite  direction  the  action  of  the  vertical-wire 

antenna  is  to  increase  the  strength  of  the  signals.     It  will  be  understood 

tJiat  whether  the  signal  strength  is  increased  or  decreased  by  the  action 

of  the  vertical-wire  antenna  will  depend  not  only  upon  the  direction  of 

increasing  waves,  but  also  upon  the  direction  of  the  winding  on  the  coils 

H  and  N  and  the  position  of  these  coils  relative  to  each  other.    This  is 

the  reason  why  the  entire  apparatus  has  to  be  caUbrated  beforehand. 

In  the  case  of  a  goniometer  the  vertical  wire  antenna  is  coupled  to  both 

of  the  coil  antennse,  and  the  manipulation  of  the  apparatus  is  similar  to 

that  for  the  single-coil  antenna. 

Incomplete  Extinction  of  Signals. — Unless  special  precautions  have 
been  taken  coil  antennse  do  not  give  zero  signal,  in  any  position;  the 
signal  goes  to  a  minimum,  but  is  not  extinguished.  This  eflfect  is  pro- 
duced by  the  coil  acting  to  some  extent  like  a  simple  antenna.  The 
two  wires  leading  from  the  coil  to  the  detecting  apparatus  imbalance  the 
coil  electrically,  one  of  them  going  directly  to  groimd  (filament  circuit 
of  detecting  tube)  and  the  other  connecting  to  ground  only  through  a 
very  high  impedance.  This  asymmetry  is  suiBScient  to  prevent  a  "  silent  " 
setting  to  be  made  with  the  coil,  because  the  antenna  effect  gives  an 
e.m.f.  90°  out  of  phase  with  the  coil  effect.  By  a  suitable  auxiliary  cir- 
cuit it  is  possible  to  eliminate  this  antenna  effect,  thus  getting  a  more 
accurate  setting,  if  necessary. 

Reliability  of  Direction  Finders. — The  precision  with  which  a  direction- 
finding  receiving  coil  can  be  set  (under  laboratory  conditions)  is  probably 
less  than  1°;  in  general  an  operator  can  set  more  precisely  for  minimum 
signal  strength  than  for  maximum  unless  two  coils,  at  right  angles  to 
each  other,  are  used  and  one  of  them  arranged  for  commutation.  In 
this  scheme  the  combination  of  coils  is  so  placed  that  one  coil  (the  one 
without  the  commutator)  Ues  approximately  in  the  direction  of  the 
signal,  thus  being  set  for  maximum  reception.  The  other  coil  (evidently 
set  for  minimum  signal)  is  connected  in  series  with  the  first  by  means  of 
the  commutator.  The  operator  then  orients  the  apparatus  until  the 
commutation  of  the  one  coil  makes  no  difference  in  the  signal  strength. 
The  precision  of  setting  with  this  apparatus  is  probably  much  better 
thanr. 

It  would  seem  that  it  is  not  worth  while  to  increase  the  precision  of 
direction  finders  beyond  that  now  attainable,  because  of  the  non-linear 
propagation  of  radio  waves.  With  short  waves  there  is  not  much  devia- 
tion from  straight  line  propagation,  under  ordinary  conditions;  with  the 
long-wave-signals,  however,  the  propagation  seems  to  be  rather  erratic.^ 
With  signals  from    10,000-20,000   meters  long,  an  apparent  change  in 

^See  Bureau  of  Standards  Scientific  Paper  No.  353,  reporting  experiments  by 
A.  H.  Taylor. 
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direction  of  a  transmitting  station  of  as  much  as  90^  may  occiir,  the  change 
occmring  quite  rapidly  (as  much  as  several  degrees  per  minute).  This 
variation  occurred  when  the  two  stations  were  less  than  200  miles  apart 
and  might,  of  course,  been  greater  if  the  distance  had  been  greater.  The 
change  in  direction  is  undoubtedly  due  to  refractions  caused  by  conditions 
of  conductivity  in  the  atmosphere,  and  surface  conditions;  one  might 
expect,  for  example,  lai^  deviations  when  transmitting  along  a  shore 
line. 

In  view  of  Taylor's  experiments  it  seems  hardly  advisable  to  use  highly 
directional  receiving  antennse  for  communication  between  long-wave- 
stations.  It  would  seem  as  though  many  experiments  on  attenuation 
measurement  with  long  waves  must  be  of  extremely  doubtful  value,  if 
the  receiving  antenna  was  at  all  directional. 

Setting  up  the  Steady  State  in  an  Antenna. — It  has  been  noted 
previously  that  after  the  sending  key  is  depressed  it  may  be  an  appreciable 
time  before  the  current  reaches  the  value  predicted  by  the  steady  state 
equations;  some  of  the  effects  obtained  are  shown  in  Figs.  82,  83,  and  84. 
In  getting  the  film  shown  in  Fig.  82  the  impressed  frequency  was  such  as 
to  set  the  artificial  antenna  into  quarter  wave-length  oscillation;  the 
three  curves  on  the  film  show  the  voltage  impressed,  voltage  half  way 
along  the  antenna,  and  voltage  at  the  open  end.  They  are  not  shown  in 
the  film  to  the  same  scale  as  the  voltage  at  the  open  end  measured  345 
volts,  that  at  the  middle  212  volts  while  the  voltage  impressed  was  only 
20  volts. 

It  took  this  artificial  antenna  about  20  cycles  to  obtain  its  steady 
state  values;  in  an  actual  antenna  it  may  take  100  cycles  or  more 
before  the  steady  state  is  reached,  i.e.,  before  normal  radiation  is 
estabUshed. 

By  examination  of  the  film  it  may  be  seen  that  the  voltage  at  the  base 
(a  nodal  point)  is  90°  out  of  phase  with  the  voltage  at  the  end  of  the 
antenna;  this  is  in  accordance  with  the  ideas  brought  out  in  discussing 
Fig.  73. 

In  getting  the  film  of  Fig.  83  the  frequency  was  increased  to  three 
times  the  value  for  quarter  wave-length  oscillation.  It  may  be  found 
from  measurement  of  the  film  that  it  took  the  first  pulse  three-quarters  of 
a  cycle  to  travel  from  the  beginning  of  the  antenna  to  the  end.  Further- 
more, it  may  be  noted  that  in  the  steady  state  the  voltage  at  C  (end  of 
antenna)  is  180°  out  of  phase  with  the  voltage  at  -B,  as  predicted  in  Fig. 
73,  and  voltage  at  A  is  90°  out  of  phase  with  the  voltage  at  B. 

In  establishing  the  steady  state  it  may  happen  that  one  section  of  the 
antenna  builds  up  to  a  voltage  higher  than  it  has  in  the  steady  state; 
this  is  indicated  in  Fig.  84  in  which  the  impressed  frequency  had  no  partic- 
ular relation  to  the  fimdamental  frequency  of  the  antenna. 
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Fig.  83. — Here  the  artificial  aatenna  was  forced  to  vibrate  at  three  timee  its  fundsmenul 
frequency;  it  will  dow  be  noted  that  the  voltages  at  B  and  C  are  in  opposite  pbwe 
in  the  steady  state.  From  the  film  it  can  be  seen  that  the  original  puke  urim 
at  C  one-balf  a  cycle  after  passing  point  B. 


Fio.  84.— While  the  steady  «f ate  is  heinn  set  up  some  sections  of  the  antenna  nuty  m«T 
ciirrciils  urealcr  (hftn  (he  steady  state  values. 
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Efiect  of  Pulse  Excitation  of  an  Antenna. — In  Fig.  85  is  shown 
the  effect  of  putting  a  square  pulse  of  current  into  the  antenna  and  then 
disconnecting  the  antenna  from  earth;  an  oscillatory  current  is  set  up  in 
the  antenna  (as  shown  by  the  middle  curve)  the  frequency  of  which  for 
the  conditions  used  is  that  of  the  half  wave-length  oscillation  of  the  antenna. 
Thus  pulses  of  '  Wtic''  always  excite  an  antenna  to  oscillate  at  its  natural 
period. 


CHAPTER  X 


WAVE-METERS  AND  THEIR  USE 


Relation  between  Frequency  and  Wave-length. — It  has  already  been 
shown  (see  p.  183)  that  a  definite  relationship  exists  between  the  wave- 
length of  the  energy  radiated,  the  frequency  of  oscillation;  and  the  velocity 
of  propagation,  which  may  be  expressed  as  follows 


where 


^  /' 

X= wave-length  in  meters; 
V  =  velocity  of  propagation  in  meters  per  second; 
/=frequency  of  oscillations  in  cycles  per  second. 


Since  the  velocity  of  propagation  V  is  the  same  for  all  caseS;  i.e., 
3  X 10*  meters  per  second,  corresponding  to  the  speed  of  Ught,  the  wave- 
length may  thus  be  immediately  determined,  if  the  frequency  is  known, 
and  vice  versa. 

Principle  of  the  Wave-meter. — Therefore,  an  instriunent  by  means 
of  which  the  frequency  may  be  determined  may  also  be  used  to  measure 
the  wave-length,  and  instead  of  having  its  indicating  scales  graduated 
in  frequencies,  may  have  them  caUbrated  directly  to  read  the  wave-length. 
Such  an  instrument  is  called  a  wave-meter,  and  represents  the  most  use- 
ful and  important  measuring  device  employed 
in  radio-engineering.  The  instrument  consists 
fundamentally  of  a  circuit,  thenatm^l  frequency 
of  which  is  adjustable  and  known  at  all  set- 
tings. This  circuit  is  brought  into  resonance 
with  the  frequency  to  be  measured,  which  yiq,  1.— The  simplest  wave- 
may  then  be  read  at  once  from  the  setting  meter  consists  of  a  fixed 
of  the  wave-meter  (indicated  in  wave-length). 

In  its  usual  form,  it  consists  of  a  simple 
series  circuit,  containing  an  inductance  and 
capacity  and  an  indicating  device,  e.g.,  a  hot- 
wire ammeter,  to  show  the  resonant  condition. 
This  circuit  is  shown  in  Fig.  1. 

For  varying  the  natural  frequency  of  the  circuit,  the  capacity  is  usually 
made  variable,  as  being  the  more  practical  and  convenient,  while  the 

781 


coil,  L,  of  as  low  resistance 
as  feasible,  in  series  with  a 
continuously  variable  con- 
denser C,  and  a  hot-wire  am- 
meter, A  J  for  indicating 
resonance. 
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inductance  is  fixed  in  value.  The  relation  between  natural  frequency, 
wave-length;  and  the  circuit  constants  has  already  been  derived  (see  page 
212)  as 

/= -7=  cycles  per  second 

where  L  and  C  are  measured  in  henries  and  farads, 
and  X  =  1885  VLC  meters 

in  which  L  and  C  are  measured  in  microhenries  and  microfarads. 

As  the  condenser  capacity  is  varied,  a  pointer  attached  to  the  nKyving 
element,  moves  over  a  graduated  scale,  which  may  be  calibrated  to  indicate 
the  natural  frequency  of  the  circuit  at  the  different  settings.  Usually, 
the  scale  is  calibrated  in  wave-lengths,  as  already  mentioned,  due  to  the 
custom  of  expressing  frequencies  in  terms  of  wave-length. 

Extending  the  Wave-length  Range. — Assuming  a  coil  of  constant 
inductance  L,  the  wave-length  range  which  may  be  covered  by  the  mets 
is  limited  by  the  maximmn  and  minimum  values  of  the  variable  condexiser, 
and  the  internal  capacity  of  the  coil  being  used.  The  wave^neter  may 
be  required  to  measure  wave-lengths  from  very  small  values,  for  example, 
50  meters,  up  to  wave-lengths  of  10,000  nieters  and  above,  and  to  attempt 
to  cover  this  range  with  one  value  of  inductance  would  require  a  very 
large  variable  condenser,  with  a  correspondingly  crowded  scale,  and  deter- 
minations would  be  difficult  and  inaccurate.  It  is  therefore  usual  to  supply 
several  coUs  of  different  inductance  with  the  instrument,  the  larger  vahies 
of  inductance  being  inserted  in  the  circuit,  when  higher  wave-lengths  are 
to  be  determined.  Similarly,  the  smaller  inductances  would  be  used  in 
small  wave-length  measurements. 

To  increase  the  range  beyond  the  maximum  and  minimum  wave- 
lengths, which  can  be  measured  with  the  inductances  supplied  with  the 
instrument,  the  procedure  would  be  as  follows,  assuming  that  the  induc- 
tance of  the  coils  supplied  is  not  known. 

For  Wave-lengths  below  the  Minimum  Range. — Assiune  the  maiimkm 
wave-length  which  can  be  measured  with  the  lowest  wave-length  coil 
in  circuit  as  100  meters.  Adjust  some  exciting  source  to  radiate  at  50 
meters,  the  wave-meter  being  loosely  coupled  to  the  radiating  circuit, 
which  may  be  a  transmitting  set  or  a  simple  buzzer-excited  circuit.  Esti- 
mate the  coil  inductance  as  accurately  as  possible  from  the  dimensiofM 
and  turns  of  the  coil  in  circuit,  and  construct  a  coil  with  approximatdy 
one-quarter  (or  somewhat  greater)  of  this  inductance.  Insert  this  new 
coil  in  circuit  in  place  of  the  standard  coil,  and  again  couple  loosely  to 
the  radiating  circuit,  which  is  still  adjusted  to  radiate  at  50  meters.  It 
should  be  found  that  the  wave-meter  is  now  in  resonance  with  the  vaiiahle 
condenser  adjusted  to  about  the  100-meter  graduation. 
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If  it  is  desired  to  have  a  definite  proportionality  between  the  readings 
obtained  with  the  new  and  old  coil  (for  example  2  to  1),  remove  turnp 
from  the  improvised  coil  imtil  resonance  occurs  when  the  capacity  is  set 
at  100  meters.  The  true  wave-length  being  60  meters,  a  multiplying 
factor  of  I  miist  thus  be  appUed  to  all  readings  obtained  when  using  the 
new  coil.  The  maximum  wave-length  of  the  new  minimum  wave-length 
coil  has  therefore  been  cut  in  half,  and  low  wave-length  determinations 
may  now  be  more  easily  and  accurately  made.  Of  course  it  is  not  neces- 
sary to  make  the  new  coil  have  such  an  inductance  as  to  cut  the  wave- 
length scale  in  two.  Suppose  that  the  new  coil  gives  resonance  with  the 
^w^ave-meter  set  at  97  meters;  then  the  proper  wave-length  reading  for 
the  new  coil  will  be  60/97  that  for  the  smallest  wavo-meter  coil. 

For  Wave-lengths  above  the  MaTimiim  Range. — ^For  this  case  the 
procedure  is  exactly  as  outlined  above,  with  the  exception  that  the  induc- 
tance would  be  increased  instead  of  decreased.  Thus  if  the  range  is  to 
be  doubled;  and  the  maximum  wave-length  with  the  maximimi  induc- 
tance L  in  circuit  was  2000  meters,  the  inductance  to  be  added  to  the  cir- 
cuit would  be  3  L  (the  total  inductance  thus  being  4  L),  and  the  maximimi 
\¥ave-length  which  could  be  measured,  thus  doubled  to  4000  meters. 
Calibration  would  be  carried  out  by  adjusting  a  sending  set  to  radiate  at 
2000  meters,  and  then  adjusting  the  added  inductance  until  resonance 
is  indicated  at  the  1000-meter  mark.  A  multiplying  factor  of  2  must 
then  be  applied,  to  obtain  the  true  wave-length  from  that  indicated  on 
the  condenser  scale,  and  the  wave-length  range  has  therefore  been  doubled. 

If  the  inductances  of  the  coils  furnished  with  the  instrument  are 
acciuately  known  (this  is  iisually  the  case),  and  means  are  available  to 
construct  accurately  the  desired  additional  inductances,  the  laboratory 
csdibration  described  above  would  not  be  required.  It  would  be  desirable, 
however,  to  make  a  check  measurement  in  all  cases  when  possible. 

Schemes  for  Indicating  Resonance. — The  wave  meter  circuit  will  be 
in  resonance  when  its  natural  frequency  coincides  with  the  frequency  of 
the  induced  e.m.f.,  or  when 

Under  this  condition,  the  impedance  of  the  wave-meter  circuit,  will 
be  a  minimum  (loose  coupling  assumed)  and  will  be  equal  to  the  effective 
resistance  R  of  the  circuit.    Thus  the  current  will  be  a  maximiun  and  any 
device  whose  indications,  whether  audible  or  visible,  vary  with  the  current 
value,  may  be  used  as  a  means  of  indil^ating  the  resonant  condition. 
The  following  devices  are  appUoable  for  this  purpose: 
a.  Hot-wire  ammeter. 
6.  Crystal  detector  and  phones. 
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c.  Thenno-couple  and  galvanometer. 

d.  Crystal  detector  and  galvanometer. 
6.  Tube  filled  with  rarefied  gas  (neon). 
/.  Small  incandescent  lamp. 

a.  Hot-wire  Ammeter, — This  instrument  may  be  connected  directly  in 
series  in  the  circuit  as  shown  in  Fig.  1,  or  may  be  shunted  across  one  or 

more  turns  of  the  inductance,  as  shown  in 
Fig.  2. 

The  latter  scheme  is  more  usually  employed, 
due  to  the  high  resistance  of  the  ammeter. 
The    instruments    used  in   wave-meters 


Fig.  2.-^metimes  the  sensi-  never  called  on  to  measure  very  lai^  currents, 
live,  high-resistanoe,  am-  as  the  current  may  always  be  limited  by  the 
meter  used  in  a  wave-meter  coupling  between  the  wave-meter  and  the 
is  shunted  across  a  few  turns  exciting  circuit.  The  current  carrying  element 
of  the  mductance  as  this  may    ,        i_i\'xi_r  r      ±\.      n  •  j 

introduce  less  resistance  in  (see  below)  IS  therefore  of  rather  fine  wire,  and 
the  wave-meter  circuit  than  possesses    considerable    resistance,  which,    if 
if  the  meter  were  connected  placed  directly  in  series  in  the  circuit,  would 
directly  in  series,  as  in  Fig.  1.  geriously  increase  the  meter  decrement,  as  dis- 
cussed later. 
The  anmieter  should  be  made  as  sensitive  as  possible  so  that  large 
deflections  may  be  obtained  without  coupling  the  meter  too  cloeely  to 
the  circuit  being  tested.     It  consists  essentially  of  a  very  thin  wire  or 
strip,  through  which  the  circuit  current,  or  portion  thereof,  passes.    The 
wire  is  under  tension  and  as  it  expands,  due  to  the  heatii^  effect  (rf  the 
current  flowing  through  it,  it  causes 
a  shaft  to  rotate.     The   pointer  of 
the  instrument  is   rigidly   attached 
to  this  shaft.    This  arrangement  is 
indicated  in  Fig.  3. 

The  heat  loss  in  the  wire,  and 
therefore  its  elongation  and  the 
meter  indication  is  evidently  pro- 
portional to  P.  In  order  that 
the  pointer  deflections  be  truly 
proportional  to  P,  it  is  necessary 
that  R  should  be  constant  over 
the  frequency  range  at  which  the 
instrurhent  will  be  used.    For  this 

reason  very  thin  wire  is  employed,  having  negUgible  skin  effect.  The 
resistance,  however,  is  correspondingly  high,  and  it  is  for  this  reason 
directly,  as  already  mentioned.  A  typical  sensitive  instrum^it,  e.g.,  has 
a  resistance  of  8  ohms  and  gives  full  scale  deflection  with  30  milliampCTes. 
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Thin  wtre  of 
high  expansion 
soeiBclent 


Fine  thread 
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Zero  adjustment 
attached  here 


Fig.  3. — Sketch  showing  how  the  aven^ 
hot-wire  meter  is  constructed ;  sometimes 
the  expansion  of  the  wire  is  still  further 
magnified  by  one  more  strong  attach- 
ment. 
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It  should  be  noted  that  in  the  various  measurements  used  with  wave- 
meters  it  is  not  necessary  that  the  absolute  value  of  current  b^  known, 
but  only  relative  values  are  required,  therefore  there  is  no  objection  to 
connecting  the  meter  in  shuiU,  since  the  variations  in  frequency  are  so 
small  during  any  one' measurement  that  the  acciu'acy  of  the  result  is  not 
arff acted  (due  to  change  in  the  shunt  impedance). 

When  the  current  to  be  measm^  exceeds  3  amperes,  as  for  insti^noe 
tlie  antenna  current  of  a  transmitting  set,  the  size  of  the  wire  required, 
-were  it  attempted  to  use  but  one  conductor,  would  be  so  large  that  its  ' 
resistance  would  no  longer  be  independent  of  frequency.  For  this  case 
a  squirrel-cage  element,  consisting  of  a  nimiber  of  fine  wires  or  strips  con- 
nected in  parallel,  is  used.    See  Fig.  12,  page  123. 

For  currents  larger  than  20  amperes  a  current  transformer  may  profit- 
ably be  employed.  This  transformer  may  be  air-  or  iron-cored,  the  latter 
being  used  to  the  greatest  extent,  as  it  insures  close  coupling  between  the 
primary  and  secondary  turns.  The  core  is  of  toroidal  form,  made  of  very 
thin  iron  plates,  and  at  radio  frequencies  the  current  ratio  is  given  approxi- 
mately by  the  turn  ratio,  i.e., 

where,  wa  =  number  of  secondary  turns  in  series; 

ni  =  number  of  primary  turns  in  series; 
h  —secondary  current; 
/i  -primary  current. 

It  has  already  been  noted  that  the  deflections  of  the  hot-wire  ammeter 
are  proportional  to  P,  or  to  the  watts  (PR)  lost  in  the  instrument  itself. 
For  this  reason  it  has  been  erroneously  called  a  watt-meter,  when  the  scale 
is  graduated  in  (amperes)^  and  not  in  amperes.  The  ammeters  used  in 
modem  wave-meters  are  graduated  in  either  of  these  ways,  in  fact,  the 
(ampere)^  graduation  is  the  more  convenient  for  certain  measurements. 
It  should,  however,  be  clearly  kept  in  mind  that  the  instrument  is  not 
really  a  watt-meter  in  the  ordinary  sense;  the  scale  caUbration  generally 
gives  the  watts  used  in  the  instrument  itself. 

6.  Crystal  Detector  and  Phones, — The  hot-wire  ammeter  is  appU(Jable 
only  when  the  wave-meter  is  to  be  coupled  to  a  circuit  of  considerable 
power,  so  that  appreciable  currents  are  caused  to  flow  in  the  wave-meter 
circuit.  When  the  induced  currents  are  exceedingly  small,  as  when  the 
wavjB-meter  is  coupled  to  a  receiving  antenna,  or  a  buzzer-excited  wave 
generator,  only  the  most  sensitive  of  current  indicating  devices  may  be 
used.  The  crystal  detector  and  phones,  which  have  already  been  de- 
scribed in  connection  with  the  reception  of  spark  signals  (see  page  339) 
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are  eminently  suited  for  this  purpose,  and  various  schemes  for  connecting 
these  into  the  wave-meter  circuit  have  been  tried.  These  schemes  are 
shown  in  Fig.  4,  which  also  shows  the  relative  sensibiUty  of  the  different 
arrangements.^ 

Scheme  No.  1  is  probably  the  most  generally  used,  and  its  operatioB 
and  action  is  exactly  similar  to  that  involved  in  the  reception  of  spBA 
signals  (see  pag^  339).  It  illustrates  what  is  known  as  the  ''  direct  ^ 
connection  of  the  detector  and  phones.  Circuit  No.  4  represents  what  ie 
called  the  ''  unilateral "  connection,  the  phones  and  detector  being  com- 
nected  in  a  closed  loop,  which  is  connected  to  the  wave-meter  circuit  at 
one  point  only.  This  scheme  is  not  used  to  any  great  extent,  due  to  ite 
poor  sensibiUty,  but  possesses  an  advantage  in  that  the  calibration  of  the 
wave-meter  is  not  affected  appreciably,  by  the  character  of  the  detector- 
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Fig.  4. — ^Various  schemes  of  connecting  crystal  fectifier  and  telephones  for  indkatinc 
resonance  in  a  wave-meter  excited  by  a  veiy  low-powered  source. 


phone  circuit.  Thus  in  circuit  No.  1,  the  leads  going  to  detector  and 
phones  may  possess  considerable  capacity  (as  indicated  diagrammatically 
by  the  dotted  condenser),  which  capacity  is  in  parallel  with  the  wave- 
meter  condenser.  The  wave-meter  caUbration  will  thus  no  longer  apply, 
since  the  circuit  capacity  has  been  augmented  by  an  uncertain  amount, 
and  the  determinations  are  therefore  inaccurate.  The  amount  of  emji 
produced  evidently  depends  on  the  relative  value  of  the  variable  wave- 
meter  capacity,  and  the  external  fixed  capacity.  This  error  will  be  a 
maximum  when  the  variable  condenser  is  set  at  the  minimum  value, 
the  meter  reading  being  less  than  the  true  wave-length  which  is  being 
measured.  As  the  variable  capacity  is  increased,  the  error  decreases, 
and  may  become  negligible  at  the  larger  wave-lengths. 

With  the  "  unilateral "  connection,  however,  the  wave-meter  circuit 
constants  are  unaltered,  regardless  of  the  characteristics  of  the  detect4H^ 

*  Circular  of  the  Bureau  of  Standards,  No.  74,  p.  105. 
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phone  circuit,  and  any  pair  of  phones  with  associated  leads,  etc.,  may  be 
employed.  The  action  of  this  connection  is  essentially  one  of  electro- 
magnetic  induction.  The  high-frequency  magnetic  field  linking  L  links 
also  the  closed  loop  of  the  phone  detector  circuit  (the  coupling  is  very 
small,  however,  and  this  probably  accounts  for  the  low  sensibiUty),  and 
Laduces  in  it  a  radio  frequency  e.m.f.,  which  will  cause  rectified  radio 
frequency  wave-trains  of  current  to  flow  in  the  loop.  Electrostatic  effects 
also  play  a  considerable  r61e  in  the  operation  of  this  detecting  scheme. 

The  connection  has  an  important  application  to  portable  or  field-type 
wave-meters,  which  may  thus  be  used  with  phones  whose  leads  vary  in 
length  and  other  .characteristics,  i.e.,  size,  insulation,  and  configuration. 
Since  the  wave-meter  is  independent  of  these  variations,  accm^te  determi- 
nations can  be  made,  if  the  audibility  requirements  do  not  necessitate 
coupling  the  wave-meter  too  closely  to  the  exciting  circuit,  while  varying 
degrees  of  error  would  occur  with  connection  No.  1,  which  requires  the 
wave-meter  to  be  used  with  the  phone-detector  circuit  with  which  it  was 
calibrated,  if  accuracy  is  to  be  obtained. 

Circuit  Nos.  2,  3,  and  5  all  operate  through  the  trapping  of  a  charge 
on  one  condenser  plate  (by  means  of  the  rectifier)  during  the  passage 
of  the  wave-train,  the  condenser  then  discharging  through  the  phones, 
giving  an  audiUe  click.  Thus  in  circuit  No.  2,  if  we  assume  that  the 
detector  will  permit  current  to  flow  downward,  but  not  upward,  it  is  evident 
that  a  positive  charge  will  accumulate  on  the  lower  condenser  plate  during 
the  passage  of  a  wave-train.  After  the  group  has  passed,  the  condenser 
discharges  downward  through  the  phones  (it  caimot  discharge  up  through 
the  detector)  and  up  through  the  inductance  of  the  wave-meter  circuit 
until  the  charges  on  its  plates  are  neutralized. 

The  action  of  circuit  No.  3  is  similar  to  that  of  circuit  No.  1. 
In  circuit  No.  5  the  charge  is  trapped  on  one  plate  of  the  condenser 
C  in  the  phone-detector  circuit.  If  we  again  assume  the  detector  to  be 
conducting  for  downward-flowing  current,  then  the  right-hand  plate  of 
the  condenser  will  accumulate  a  positive  charge.  Current  will  also  flow 
through  it  in  the  opposite  direction  through  the  phones,  but  with  difficulty 
due  to  greater  impedance  of  the  phones.  The  condenser  charge,  caused 
by  the  asymmetrical  flow  of  current,  is  discharged  upward  through  the 
phones  (it  caimot  pass  through  the  detector)  and  causes  the  phones  to  click 
once  per  wave-train  as  in  previous  circuits. 

Circuit  No  6  is  better  suited  to  large  currents,  the  telephone  and 
detector  being  replaced  with  a  small  hot-wire  anmieter,  when  particularly 
large  currents  are  to  be  indicated.  If  a  small  power  exciting  source  is 
coupled  to  the  wave-meter,  the  energy  transferred  from  the  wave-meter 
circuit  to  the  aperiodic  detector  circuit  is  too  small  to  give  clearly  audible 
indications,  unless  the  coupling  between  the  exciting  circuit  and  the  wave- 


788  WAVE-METERS  AND  THEIR  USE  [Chaf.  X 

meter  is  increased  to  an  excessive  value,  which  would  be  undesiraUe,  doe 
to  obscurity  in  the  resonance  point,  and  consequent  inaccuracy.  It 
possesses  the  same  advanta^  as  circuit  4,  in  that  the  wave-meter  eal^ 
bration  is  nearly  independent  of  the  detecting  circuit  characteristics.  Tlieee 
two  schemes  (No.  4  and  No.  6)  also  possess  the  advantage  that  the  decre- 
ment of  the  wave-meter,  upon  which  the  sharpness  of  tuning  depends, 
is  but  Uttle  affected  by  the  detector  circuit.  In  the  other  four  arran^ 
ments,  the  decrement  is  appreciably  increased,  scheme  No.  3  produciBf 
the  greatest  increase  (about  300  per  cent  on  the  average)  while  No.  5  pro- 
duced the  least  (about  100  per  cent  on  the  average). 

c.  Thermo-couple  and  Galvanometer, — Very  small  cun'ents  may  be 
indicated  by  a  thermo-couple  and  sensitive  galvanometer.  The  hot- 
wire ammeter  may  also  be  used,  but  a  limit  is  reached  in  this  type,  how- 
ever, when  the  wire  becomes  so  fine  as  to  make  the  instrument  too  delicate 
for  practical  piuposes,  and  for  currents  beyond  this  hmit  the  thermo- 
couple and  galvanometer  are  generally  used. 


.,,  >^  ■  lliKh  rreqaener 

Hifffi^  frequency  p  i^cuneot 

cmrent 


Welded  or 
soldered 

To  galvonometer 


Fig.  5. — ^Two  tjrpes  of  thermo-couples  for  use  with  comparatively  large  currents;  the 
most  sensitive  couples  use  an  extremely  fine  welded  joint  at  the  contact,  and  are 
mounted  in  a  small  evacuated  glass  bulb. 

The  thermo-couple  consists  of  two  crossed  wires  of  dissimilar  metaK 
the  two  wires  being  lightly  soldered  or  welded  together  at  the  junction 
point.  This  jxmction  is  connected  into  the  circuit  in  which  the  high- 
frequency  current,  whose  value  is  to  be  determined,  is  flowing,  the  con- 
nection being  made  as  shown  in  Fig.  5,  which  illustrates  two  t3rpes  of. 
couple  in  use. 

The  high-frequency  current  flowing  through  the  junction  raises  its 
temperature,  which  causes  a  unidirectional  e.m.f.  to  be  generated,  whidi 
in  turn  causes  a  direct  current  to  flow  in  the  galvanometer  circuit.  This 
current,  and  therefore  the  galvanometer  indication,  is  proportional  to 
the  voltage  produced,  which  in  turn  is  proportional  to  the  temperature 
rise  of  the  junction.  The  galvanometer  deflections  are  therefore  pro- 
portional to  the  square  of  the  high-frequency  current. 

The  sensitivity  of  the  thermo-couple  depends  on  the  thermo-electric 
properties  of  the  wires  used  and  resistance  of  the  junction;  if  the  wiies 
are  short,  their  length  has  some  effect  on  the  sensitivity.     The  air  pressure 
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also  affects  the  sensitivity  as  this  determines  the  rise  in  temperature;  the 
best  couples  are  enclosed  in  an  evacuated  glass  bulb. 

The  metals  usually  used  in  the  couple  are  constantan  and  steel,  or 
constantan  and  maganin,  the  former  metal  being  a  copper-nickel  alloy 
while  manganin  represents  an  alloy  of  copper,  manganese,  and  nickel. 
The  materials  are  not  expensive  and  their  combination  possesses  perfectly 
satisfactory  thermoelectric  properties.  A  typical  constantan-steel  thermo 
element  would  have  wires  of  about  0.02  mm.  in  diameter  and  4  nun.  long. 
Such  an  element  has  a  resistance  of  about  1  ohm  and  with  15  milliamperes 
of  high-frequency  current  flowing  through,  it  will  generate  about  40 
micro-volts.  The  resistance  of  the  galvanometer  used  with  the  couple 
shoiild  be  approximately  the  same  as  that  of  the  couple  itself;  with  such 
a  combination  a  deflection  of  100  mm.  would  thus  be  produced  on  a  galvan- 


FiG.  6. — ^The  thermo-couple  may  be  comiected  directly  in  the  wave-meter  circuit  or  may 
be  connected  in  the  secondary  of  a  transformer  having  suitable  ratio. 

ometer  with  a  sensitivity  of  0.25  mm.  per  microvolt,  by  15  milUamperes 
of  the  high-frequency  current. 

The  sensibility  of  galvanometers  used  with  wave-meters  is  not  as  high 
.  as  this  and  is  not  really  required,  as  the  high-frequency  currents  flowing 
in  the  circuit  may  be  readily  increased  by  increasing  the  coupling  of  the 
wave-meter  to  the  exciting  circuit.  Also,  the  construction  of  such  a  sen- 
sitive galvanometer  would  be  very  delicate,  and  not  applicable  for  use 
in  connection  with  the  wave-meter,  for  which  it  must  be  of  portable  con- 
struction. The  coupling  for  the  thermo-couple  and  portable  galvanom- 
eter will  in  any  case  be  very  much  less  than  that  required  by  the  direct- 
reading  hot-wire  ammeter,  and  the  sharpness  of  tuning  and  accuracy 
thus  increased. 

Fig  6A  illustrates  a  wave-meter  circuit,  equipped  with  thermo-couple 
and  galvanometer'.  The  sensitivity  may  possibly  be  increased  by  using 
a  current  transformer,  as  shown  in  Fig.  6J5.  This  also  increases  the 
effective  resistance  of  the  radio  frequency  circuit,  but  has  the  possible 
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advantage  that  the  galvanometer  is  not  metallically  connected  to  tk 
main  circuit.  This  arrangement  has  had  little  appUcation  to  wave-oieier 
circuits. 

d.  Crystal  Detector  and  Galvanometer, — This  scheme  is  similar  to  that 
indicated  in  Fig.  4,  diagram  No.  1,  except  that  a  sensitive  galvanometer 

has  been  substituted  for  the  phooet, 
the    resonant    condition    thus    beini 
visibly  indicated.      The    ccnmeelaoDe 
are  shown  in  Fig.  7.    This  amn^ 
ment  is  equivident    to  the    Uienno- 
couple-galvanometer      scheoie       dis- 
Fig.  7. — ^In  case  the  reeonance  curve  of  cussed  above,  and    possesses    the  ad- 
the  wave-meter  is  to  be  plotted  the  vantage  that  the  increase  in  eSeetm 
phones  of  Fig.  4  may  be  replaced  by  a        .  ,  -   . ,  ^         - 

galvanometer;  this  should  be  of  about  f^tance  of  the  wave-meter,  due  to 
the  same  resistance  as  the  detector,  it>  is  less  than  in  the  former  scheme 
generally  several  thousand  ohms.  For  and  the  sharpness  of  tuning  k 
suitably  low  voltages  (say  less  than  therefore  better.  It  possesses  the 
one  volt)  the  readings  of  the  galva^-  disadvantage,  however,  of  inquiring 
oineter  will   be   proportional  to  the  ■    .         i     i_      x  j.-        \     \^ 

square  of  the  current  in  the  wave  ^  «^"^^  ^"^^  connection  to  be 
meter  circuit.  made  2LCTOea  the  variable  ocmdeoser, 

decreasing  the  accuracy  of  the  instm- 
ment,  as  has  already  been  discussed  for  the  similar  circuit  using  phones. 
The  galvanometer  indications  will  be  proportional  to  the  mean  current 
(or  d.c.  component)  flowing  through  it.  For  large  a.c.  voltages  the  cur- 
rents may  be  proportional  to  the  voltage,  while  they  are  proportional 
to  higher  powers  of  the  voltage  at  very  low  voltages  in  fact,  proportional 
to  the  square  of  the  voltage  when  it  is 
sufficiently  low.  This  is  indicated  by 
the  curves  in  Fig.  60,  page  347. 

e.  Neon  Tube, — This  indicator   de- 
pends on  the  luminous  effect  which  oc- 
curs,when  theelectricpotentialimpressed 
on  a  gas  at  low  pressure  is  increased  to  a  Fig.  8.— When  the  wave-meter  is  xaed 
value  where  cumulative  ionization  (by      ^  *«^^«  *  high-powered  circuit  and 

^v  rr«i_         ^       X'  t      ^  resonance  indicaiar  (as  oontruted 

mipact)  occurs.  The  connections  of  ^  ^  ,„easuring  device)  only  is  «. 
the  tube  are  indicated  in  Fig.  8.  quired,  a  small  glass  tube  filled  with  a 

As     the     wave-meter    circuit     ap-      rarefiedgasysuchasneonyisapplicable. 
proaches  resonance,  the  drop  across  the 

condenser  and  tube  increases,  and  at  resonance  become  a  maximum,  under 
which  condition  the  tube  glows  at  maximvun  brilliancy.  This  scheme  is 
simple  and  determinations  are  quickly  and  easily  made.  The  accuracy 
obtainable,  however,  is  not  so  good  as  with  the  previous  circuits,  as  it  is 
difficult  to   judge  exactly  the  point  of  maximum  brightness,  especially  H 
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small  powers  are  involved,  in  which  case  close  coupling  may  be  required 
to  cause  the  tube  to  glow,  still  further  decreasing  the  accuracy  of  the 
measurement.  Actually  this  scheme  is  good  only  for  testing  on  high- 
|x>w^er  sets;  a  buzzer-excited  circuit  would  not  produce  suflBcient  current 
in  the  wave-meter  to  make  the  tube  glow,  no  matter  how  tight  the  coupling. 
/.  Incandescent  Lamp, — This  device,  in  its  manner  of  indicating  reso- 
nance, is  similar  to  the  neon  tube  discussed  above.  It  is,  however,  con- 
nected directly  in  series  in  the  wave-4neter  circuit,  as  indicated  in  the 
dia^am  of  connections  (Fig.  9).  The  lamp  is  a  low  voltage  lamp  (2- 
or  4-volt  battery  lamp)  and  is  usually  con- 
nected into  the  circuit  by  means  of  an  ordinary 
small  lamp  socket,  which  is  short-circuited 
when  the  lamp  is  not  in  use. 

This  scheme  possesses  the  same  advantages 
and  disadvantages  which  were  mentioned  in 
connection  with  the  neon  tube.    It  abo  pos-  yiq.  9.— In  some  wave-meters 
sesses  the  disadvantages  of  inserting  a  con-      a  small,  low  resistance,  in- 
siderable  additional  resistance  in  the  wave-      candescent  lamp  has  been 
meter  circuit,  while  the  neon  tube  arrangement      ^»«^  ^  resonance  indicator. 
has  the  disadvantage  of  connecting  a  leakage 

of  uncertain  value  across  the  wave-meter  condenser,  as  discussed  before 
in  connection  with  previous  circuits.  The  effect  of  the  parallel  connec- 
tion of  the  neon  tube  is  of  course  to  raise  the  effective  series  resistwice 
of  the  wave-meter  circuit  somewhat,  the  amount  of  increase  dependiug 
ui>on  the  intensity  of  glow  in  the  tube.  There  is  Uttle  to  choose  betweein 
the  lamp  and  tube. 

Classification  of  Resonance  Indicators. — The  above  schemes  for  indi- 
cating resonance  of  the  wave-meter  circuit  may  be  classified  as  to  whether 
the  results  obtained  are  quantitative  or  quaUtative,  and  the  power  of  the 
circuit  to  which  the  wave-meter  is  coupled.  Those  schemes  which  permit 
a  curve  of  high-frequency  current  (or  indication  proportional  thereto)  to 
be  plotted  against  the  wave-length  readings  on  the  wave-meter  condenser, 
are  considered  as  quantitative,  while  those  which  permit  only  the  resonant 
wave-length  adjustment  to  be  obtained,  are  considered  qualitative. 

Those  schemes  which  indicate  visibly  are,  in  general,  in  the  quantitative 
class.  The  neon  tube  and  incandescent  lamp  are  exceptions  to  this  rule, 
and  are  in  the  qualitative  class.  The  hot-wire  ammeter,  the  thermo- 
couple and  d.c.  galvanometer,  and  crystal  and  galvanometer,  are  arrange- 
ments which  will  give  quantitative  results.  Audible  schemes  are  usually 
qualitative,  as  illustrated  by  the  cr3rstal  and  phones.  It  should  be  noted 
that  this  device  may  be  made  quantitative  by  shunting  the  phones  with 
a  variable  resistance,  as  in  the  audibility  meter,  but  the  results  obtained 
are  not  accurate.     It  is  also  possible  to. obtain  quantitative  measurements 
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by  varying  the  coupling  between  the  wave-meter  and  exciting  drcub,  m 
as  to  keep  the  note  heard  in  the  phones  at  a  fixed  loudness  as  the  wsvc- 
meter  condenser  is  varied.  This  method  is  also  inaccurate  and  is  seUoni 
used. 

The  hot-wire  anuneter,  thermo-couple  and  galvanometer,  neon  tube 
and  incandescent  lamp  are  employed  where  the  current  in  the  «[citi&g 
circuit  is  of  considerable  magnitude,  as  in  the  case  of  a  transmitting  wet 
For  measurements  of  low  power  circuits,  i.e.,  receiving  circuits,  the  detector 
and  phone  arrangement  is  the  most  important,  and  is  used  exchiovdj 
when  quantitative  residts  are  not  required.  The  detecUH*  and  senotht 
galvanometer  are  used  when  quantitative  data  are  to  be  obtained. 

Use  of  Special  Condenser  to  Blake  Wave-^neter  Scale  UmfQcm.— 
Since, 

the  subscripts  indicating  micro  units,  where  L  is  usually  fixed  in  vahe 
(or  variable  in  fixed  steps  only)  this  equation  may  be  re-written  as  foDows: 


<meun 


1886  VoC, 


or 


Xmeun = KVc,  whcrc  K - 1885 Va. 


Fia.  10. — ^With  circular  plates  the 
capacity  of  the  condenser  is  nearly 
proportional  to  the  angle  through 
which  the  movable  plates  are  rotated. 


In  the  usual  type  of  variable 
condenser  the  movable  element  cod- 
sists  of  semicircular  plates  which 
may  be  rotated,  so  that  ukore  or 
less  of  their  area  intersects  the  area 
of  the  fixed  element,  as  shown  in 
Fig.  10. 

Since  the  capacity  is  propor- 
tional to  the  amount  of  superim- 
posed areas,  which  in  turn  vaiy 
directly  with  the  angle  of  rotatko, 
the  capacity  varies  with  the  an^  of 
rotation,  i.e., 


and  since 
it  follows 


(1) 


Thus  if  the  condenser  scale  were  graduated  to  read  directly  in  wave- 
lengths instead  of  the  capacity  value,  such  scale  would  be  crowded  at  the 
smaller  wave-lengths  and  opened  up  at  the  higher  values,  which  would 
tend  to  make  the  readings  difi&cult  and  increasingly  inaccurate  at  the 
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loiver  wave-length  values.    These  conditions  are  graphically  illustrated 
in  Fig.  11. 

Xlie  wave-length  curve  indicates  the  rapid  variation  of  wave-length 
"with,  capacity  (C)  at 
the  smaller  capacity 
values    (necessitat- 
ing a  crowded  scale) , 
and  the  very  grad- 
ual change  at  the 
larger  values   (ne- 
cessitating an  open 
scale) .    This  varia- 
tion is  uneconomi- 
cal   of    space   and 
undesirable  because 

m 

of  theprobableerror 
it  may  introduce. 

It  may  be  desir- 
able to  design  the 
shape  of  the  mova- 
ble condenser  element  so  that  the  wave-length  shall  vary  directly  with 
the  angle  of  rotation,  i.e., 

and  the  wave-length  scale  be  uniform  throughout  its  length.  The  required 
form  of  the  moving  condenser  plates  to  produce  this  relationship  may  be 
readily  derived  as  follows: 

Since 

x-i£:Vc -Jk^, 
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Fio.  11. — ^A  condenser  such  as  that  pictured  in  Fig.  10  wiU,  if 
used  in  a  wave-meter,  give  a  wave-length  calibration  scale 

•  crowded  at  the  shorter  wave-lengths  and  opening  out  at  the 
longer  wave-lengths. 


or. 


VC-ii:'^  where  X'--^, 
C=a^2  where  a  =  (i£:')2. 


The  capacity  is  also  proportional  to  the  area  intersected  by  the  movable 
and  fixed  elements;  this  area  is  expressed  by: 


Now  since 
we  have, 


\J 


r^dB  (in  polar  coordinates). 


(2) 


C-K"A=a0^, 


(3) 
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where 


6  = 


a 


Differentiating  expressions  (2)  ud 
(3)  with  respect  to  B  and  equadii^ 
we  obtain 


or, 
and 


'4-1^-^' 


r2=4W, 
r  =  V4W=:2VW. 


(4) 


Fig.  12  illustrates  the  form  (rf  the 

movable  plates  when  designed  acoord- 

FiG.  12.— By  suitably  forming  the  rotat-  j^g  to  this  expression,  the  fixed  efe- 

ing  plates  and  locating  the  shaft  eccen-  .  i.  *  n  a  •  •      i^ 

tricaUy  the  capacity  of  the  condenser  °^«°*  being  USuaUy  made  semiciPCuhr 

may  be  made  to  vary  as  the  square  of  *^^  convenience. 

the  angle  of  rotation.  It  will  be  seen  from  the  figure  that 

the  capacity  variation  per  degree 
rotation  is  relatively  small  at  the  smaller  values  of  capacity,  thus  tendiof 
to  spread  the  wave-length  scale.  At  the  higher  values  of  capacity,  the 
capacity  variation  per 
degree  rotation,  is 
large,  and  tends  to 
make  the  scale  close 
up.  Actually,  the  ca- 
pacity varies  as  the 
square  of  the  deflec- 
tion and  the  wave- 
length scale  is  uniform 
over  the  entire  range. 
These  conditions  are 
indicated  in  Fig.  13. 

To  provide  clear- 
ance for  the  shaft  of 
this  moving-plate  sys- 
tem a  circular  area  must  be  cut  from  the  fixed  plates.     If  this  is  to  be 
taken  into  accoimt,  the  equation  of  the  boundary  curve  of  the  movabk 
plates  must  be  corrected    as  follows  (assuming   the   radius  of   drctihr 
area  cut  from  stationary  plates  equal  to  r2) : 
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Fig.  .13. — ^With  a  condenser  of  the  form  shown  in  Pig.  12, 
the  capacity  varying  as  the  square  of  the  an^  of  rota- 
tion, the  wavelength  calibration  scale  is  uniform. 
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Fig.  14. — A  simple  form  of  condenser  in  which 
the  capacity  varies  as  the  square  of  the 
setting  of  the  movable  plates. 


This  is  the  form  of  condenser  used  in  modern  wave-meters,  having 
practically  superseded  the  semicir- 
cular form,  due  to  its  greater  con- 
venience  and  accuracy  of  reading. 
A  simpler  form,  utilizing  rect- 
angular plates,  but  not  having 
commercial  appUcation,  due  to 
sp>ace  requirements,  is  shown  in 
Fig.  14. 

It  is  readily  seen  that  the  in- 
tersected area  of  the  fixed  and 
movable  elements   (and   thus  the 

capacity)  varies  as  the  square  of  the  distance  of  movement.    Thus  the 
wave-length   scale,  placed  as   shown,  would  have   a  uniform  marking, 

as  in  the  case  of  the  rotating 
plate  condenser  previously  de- 
scribed. 

Autodyne  Wave-meter. — It 
has  been  previously  shown,  in 
the  description  of  the  "  beat  " 
method  of  receiving  imdamped 
waves  (see  page  514),  that  the 
beat  frequency  reduces  to  zero 
when  the  incoming  and  local 
high-frequencies  are  made  equal. 
Therefore  if  the  local  high  fre- 

FiG.  15.— If  an  oscillating  tubTcircuit  (caUbrat-  Quency  is  known,  the  incoming 
ed  for  frequency  or  wave-length  of  the  closed  frequency  is  at  once  determined, 
oscillating  circuit)  is  available  it  may  be  used  This  principle  is  utiUzed  in  the 
as  a  autodyne  wave-meter;  when  the  beat  gQ^called  autodyne  wave-meter 
note  (heard  in  the  phones)  is  reduced  to  zero,    .,|     ,      .    i  •     tv      ^  - 

"      \  ,      .,  .   ..  ..   I  illustrated  m  Fig.  15. 

the  unknown  wave-length  is  the  same  as  that  ^ 

given  by  the  calibration  curve  of  the  oscU-         The    wave-meter    must    be 
lating  tube.  completely  caUbrated  by  means 

of  known  high  frequencies,  and 
this  caUbration  must  be  frequently  checked  as  the  constants  of  the  tube 
change  with  time.     It  will  be  noted  that  the  capacity  of  the  tube  from 


Circuit  in  whidx  oecniatlons 
of  unknown  wavelength 
are  flowtUff. 
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grid  to  ground  (assuming  Cg  omitted)  is  in  parallel  with  C,  and  tla 
capacity  will  therefore  effect  the  wave-length  of  the  local  O6cillatiao& 
It  has  been  shown  (see  page,  432)  that 

C7grld  to  ground  =  ^srtd  to  flbuneiit  i  KM"*  ly^grld  to  plate 

.  also  that  m  is  changed  somewhat  when  the  filament  current  or  plate  voltap 
is  changed.  Indirectly,  therefore,  a  change  in  filament  current  or  pbt« 
voltage  causes  a  change  in  the  frequency  (or  wave-length)  of  the  oscBb- 
tions. 

To  limit  this  change  of  frequency  with  filament  current  or  plate  voltap 
the  grid  condenser  Cg  is  inserted  in  the  circuit.  Cg  being  small  eom- 
pared  to  Cg-g  (the  capacity  from  grid  to  ground),  and  fixed  in  vahie,  the 
capacity  in  shunt  across  C  is  practically  constant.  The  total  capadtr 
of  the  oscillating  circuit  is  thus  made  more  nearly  independent  of  Cg~^ 
and  the  generated  frequency  thus  also  made  constant  and  independent 
of  variations  in  filamenf  current  or  plate  voltage.  It  is  also  desiraUe  that 
the  moving  element  of  condenser  C  shoxild  be  on  the  ground  side.  (See 
page  635.) 

If  this  wave-meter  is  used  to  measure  the  frequency  <rf  an  osdDatiDg 
tube  generator,  producing  upper  harmonics  in  addition  to- its  fundamental, 
there  exists  the  possibility  of  an  upper  harmonic  frequency,  instead  of 
the  fundamental  frequency,  being  measured.  This  shoxild  be  avoided 
by  making  careful  determinations  over  the  entire  range  of  possible  values, 
particularly  at  the  low  wave-lengths.  The  note  obtained  when  the  wave- 
meter  is  set  to  the  fundamental  is  much  stronger  than  that  obtained  with 
the  upper  harmonics,  which  are  relatively  weak.  In  fact,  they  are  so  weak 
that  this  error  can  only  be  made  when  the  wave-meter  is  close  to  the 
source  of  power.  At  greater  distances,  only  the  fundamental  will  have 
suflScient  power  to  give  an  audible  note  in  the  wave-meter  phones. 

Actual  Metiiod  for  Measuring  the  Wave-length  of  a  TransmittiBg 
Set. — The  set  is  first  carefully  adjusted  as  for  normal  operation  aiKl  the 
wave-meter  then  very  loosely  coupled  to  the  antenna  circuit.  It  is  very 
important  that  the  meter  be  coupled  to  a  portion  of  the  antenna  circaii, 
where  the  fluxes  set  up  are  truly  representative  of  the  high-frequency 
current  flowing.  As  has  already  been  mentioned  in  Chapter  V,  pa^ 
330,  the  complex  resultant  flux  which  links  the  oscillation  transfonner 
does  not  fulfill  this  requirement  and  the  wave-meter  is  therefore  always 
coupled  to  a  portion  c^  the  circuit  remote  from  the  oscillation  transformer. 
It  may  be  coupled  to  the  loading  inductance  if  this  is  connected  in  the 
circuit.  It  is  customary,  however,  since  this  loading  inductance  nay 
not  be  in  service,  to  insert  in  the  circuit  a  small  inductance  of  one  or  two 
turns  only,  to  which  the  wave-meter  may  be  conveniently  coupled.  Thk 
coil  has  an  inductance  which  is  negligible  in  value  compared  to  the  total 
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Ldductance  of  the  drouit,  and  hence  will  not  appreciably  affect  the  char- 
a-oteristios  of  the  set.  This  coil  may  be  arrai^ged  for  mounting  directly 
on.  the  wave-meter,  one  terminal  being  connected  to  groimd,  while  the 
otlier  is  connected  to  the  antenna  through  the  osdUation  transformer. 

The  coupling  between  the  small  inserted  inductance,  called  a  search 
ooily  and  the  wave-meter  itself,  must  always  be  as  loose  as  possible  and 
permit  definite  indications  to  be  obtained.    This  is  so  that  the  current 

the  wave-meter  may  not  produce  an  appreciable  reaction  back  on  the 
eix-cuit  whose  wave-length  is  being  measured,  which  would  cause  its  own 
indications  to  be  in  error.  This  is  similar  to  the  case  of  instruments  which 
used  to  measure  pressure:   a  voltmeter  must  draw  so  little  current 

to  alter  inappreciably  the  electrical  pressure  at  the  points  to  which 
i^  is  connected,  or  a  gauge,  inserted  in  a  gas  tank,  must  not  have  so  much 
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Fig.  16. — In  measuring  the  wave-length  of  a  transmitting  set,  a  search  coil  (gene^aUy 
one  turn)  is  inserted  in  the  base  of  the  antenna,  and  the  wave  meter  coupled  very 
loosely t  to  the  search  coil.  The  Marconi  Co.  has  used  an  additional  "link"  circuit 
to  permit  etusy  adjustment  of  coupling. 

space  within  itself,  as  to  decrease  materially  the  pressure  of  the  gas  which 
it  is  supposed  to  measure. 

The  simplest  manner  of  var3dng  the  coupling  is  to  vary  the  distance 
between  the  wave-meter  and  the  search  coil.  An  intermediate  circuit 
whose  coupling  to  the  wave-meter  and  search  coil  may  be  conveniently 
varied  is  also  largely  employed.  This  arrangement  is  shown  in  Fig.  16, 
and  is  used  by  the  Marconi  Company  in  their  station  type  wave-meter. 

It  is  very  important  that  very  loose  coupling  be  employed  when  making 
the  initial  adjustment  of  the  wave-meter,  as  otherwise  the  delicate  hot- 
wire ammeter  may  be  burned  out  when  the  resonant  adjustment  is  attained. 
The  coupling  may  easily  be  increased  when  it  is  foimd  that  the  value  used 
gives  deflections  which  are  too  small  for  accuracy.  The  best  adjustment 
is  that  which  results  in  definite,  readable  indication  with  minimum  coupling. 

When  the  preliminary  adjusting  of  the  wave-meter  indicates  this  con- 
dition, the  adjustment  of  the  set  should  be  carefully  repeated,  and  wave- 
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length  readings  taken  at  each  position  of  maximum  cmrent.  If  the  coupiiK 
between  the  antenna  and  closed  circuits  is  smiEtU,  but  one  sudi  point  mL 
be  obtained,  indicating  that  the  eneigy  is  concentrated  more  or  leas  into 
the  one  wave-length.  If  the  coupling  were  increased,  two  sudi  pciots 
would  be  obtained,  the  corresponding  wave-length  readings  indkatsif 
the  length  of  the  ''  coupling  waves  "  which  now  exist  simiiltaiieoufllj  in 
the  circuits.  Where  a  partial  quenching  action  is  obtained,  three  soA 
points  may  appear,  the  corresponding  wave-lei^h  readings  reprcseotxnf 
the  fimdamental  wave-length,  at  which  most  energy  is  radiated,  alter 
the  quenching  action  hias  occurred,  and  the  two  coupling  waves,  at  whkk 
most  energy  is  radiated  before  the  quenching  action  takes  place. 

The  above  covers  specifically  a  spark  transmitter,  but  the  prooedoR 
with  an  undamped  wave  set  is  exactly  similar.  In  this  case  only  one 
point  of  maximum  current  will  be  obtained,  and  this  point  will  be  verj 
sharp  and  clearly  defined,  as  the  energy  is  radiated  at  one  wave-tengtii 
only  (neglecting  upper  harmonics),  which  is  fixed  by  the  speed  of  the 
generator  (Alexanderson,  Goldschmidt),  or  the  circuit  constants  (Poulses 
arc  and  vacuum  tube). 

If,  however,  the  wave-meter  be  coupled  too  tightly  to  a  low-powered 
circuit  pf  the  latter  typ)e,  e.g.,  an  oscillating-tube  generator,  the  leactkx 
of  tiie  wave-meter  circuit  current  on  the  tube  circuit  will  cause  the  fre- 
quency of  the  tube  circuit  to  change.  It  may  raise  or  lower  the  frequency 
of  the  tube  circuit,  depending  upon  its  setting.  This  condition  is  evidoitlj 
imdesirable,  and  the  coupling  should  be  reduced  imtil  the  reaction  of  the 
wave-meter  on  the  tube  circuit  becomes  negligible.  If  the  hot-wire 
ammeter  is  not  sufficiently  sensitive  to  indicate  accurately  imder  this 
condition,  it  should  be  replaced  by  one  of  the  more  sensitive  type  of  visible 
indicators,  e.g.,  thermo-couple  and  galvanometer. 

The  antenna  anmieter  may  also  be  used  as  the  wave-meter  indicating 
device  when  measuring  the  wave-lengths  of  a  tube  set.  Thus  assuming 
the  connections  shown  in  Fig.  16  (spark  transmitter  replaced  with  & 
tube  generator),  as  the  wave-meter  adjustment  reaches  the  rescmant  value 
the  wave-meter  ciurent  increases  suddenly  (although  this  increase  may 
be  too  small  to  deflect  the  wave-meter  hot-wire  anmieter),  and  the  losBes 
in  the  wave-meter  become  a  maximum.  Since  these  losses  are  supplied 
from  the  antenna,  this  amounts  to  a  sudden  increase  in  the  antenna  resist- 
ance, and  the  antenna  cxurent  will  therefore  suddenly  decrease,  this 
decrease  being  indicated  by  the  antenna  ammeter.  Thus,  this  dip  in 
antnnea  current  is  an  indication  that  the  wave-meter  is  in  resonant  adjust- 
ment and  the  wave-length  of  the  set  is  therefore  determined. 

Energy  Distribution  of  a  Set  from  a  Wave-meter. — In  addition  to 
determining  the  wave-length  of  the  set,  i.e.,  the  wavelength  at  which 
maximum  energy  is  radiated,  the  wave-meter  may  also  be  used  to  dete^ 
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mine  the  distribution  of  oH  the  ener^  radiated  hy  the  set.  The  procedure 
ia  exactly  similar  to  the  foregoing,  with  the  exception  that  instead  of 
Doting  only  the  wave-lei^th  readings  at  points  of  maximum  current, 
readings  are  taken,  at  a  number  of  condenser  settings,  of  both  the  wave- 
length and  the  wave-meter  current  or  "  current  squared  "  if  the  hot-wire 
ammeter  scale  baa  been  calibrated  in  this  way. 

Referring  to  Fig.  16,  as  the  variable  condenser  is  adjusted  to  the  several 
wave-lengths  in  succession,  the  current  in  the  ammeter  will  successively 
increase  as  the  resonant  adjustment  is  approached,  and  then  decrease  as 
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Fiu.  17. — Energy  distribution  curves  of  a  spark  transmitter,  with  three  different  coup- 
ling values  used  in  the  oscillation  transformer. 

the  adjustment  again  departs  farther  and  farther  from  that  of  resonance. 
If  the  coupling  M  between  the  antenna  and  cloaed  circuita  is  loose  the 
curve  plotted  between  the  ammeter  and  condenser  scale  (X)  readings  will 
have  the  form  shown  in  Fig.  17  {^4)'. 

As  the  coupling  M  is  tightened,  the  energy  radiated  at  Xo,  the  wave- 
length for  which  the  set  has  been  adjusted  increases,  as  shown  in  curve 
B,  but  further  increase  of  coupling  causes  the  formation  of  the  coupling 
waves  and  a  spreading  of  the  eneigy  as  shown  in  curve  C.    These  curves 

1  These  curves  are  the  some  as  those  shown  in  Fig.  46,  p.  332,  and  are  here  repro- 
duced for  convenience. 
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have  already  been  briefly  discussed  in  Chapter  V  (see  page  326),  and  are 
called  the  ''  energy-distribution  "  curves,  sinc^  they  show  the  amount 
of  energy  radiated  at  the  different  wave-lengtha}' 

Significance  of  Energy  Distribution  Curve.^;-<]pn8idering  the  wave- 
meter  simply  as  a  calibrated  receiving  circuit  having  a  veiy  smaU  deae- 
ment>  the  curves  indicate  proportionately  the  amount  of  ^energy  whicfa 
would  be  received  (and  therefore  the  strength  of  signal),  by  each  one  of 
a  number  of  such  receiving  circuits  assumed  equidistant  from  the  traiw- 
mitting  station,  and  each  tuned  to  a  different  wav^^el^^.  .^IJiii&^thAt 
circuit  which  is  tuned  to  Xo  (assuming  M  to  be  loqe^  or  mediinn  coi^ling} 
would  receive  a  maximum  amoimt  of  enei^  kncf'tye  -  Btrongtot  signal. 
This  would  be  the  station  for  which  the  signal  is  intended.  The  other 
receiving  stations  would  also  receive  some  energy;  this  energy  would 
decrease,  as  the  adjustment  from  Xo  becomes  greater  and  greater,  and 
signals  so  received,  represent  interference  to  the  receiving  station.  If 
we  consider  /o^  as  the  energy  required  for  audibility  at  the  several  statioDs, 
then  Xi  to  X2  represents  the  range  of  tuning  over  which  interference  wiD 
occm*  if  the  transmitter  coupling  M  is  loose.  Similarly,  X'l  to  X's,  and 
X^'i  to  X''2  represent  the  range  of  wave-lengths  over  which  interferenee 
occurs  as  the  coupling  is  tightened.  It  is  therefore  evident  that  ti^t 
coupling  should  be  avoided  except  under  emei^ncy  conditions  (SOS  call), 
so  that  interference  to  other  receiving  stations,  which  may  be  tuned  to 
wave-lengths  in  the  neighborhood  of  Xo,  l^  minimized. 

It  should  be  kept  clearly  in  mind  that  the  set  is  radiating  energy  at 
all  the  different  wave-4engths,  and  each  receiving  station  is  in  tune  wiA 
the  energy  which  is  causing  the  signal  to  be  heard.  That  is,  each  recoving 
circuit  picks  out  .its  own  particular  wave-length  to  which  it  is  tuned, 
and  its  received  signal  is  proportional  to  the  amoimt  of  energy  wfaidi  the 
transmitter  is  sending  out  at  that  wave-length. 

Wave-meter  Coupling. — When  determining  the  energy  distribution 
curves  for  the  set,  the  coupling  between  the  wave-meter  and  search  oci 
should  first  be  adjusted  so  that  a  full  scale  deflection  is  obtained  on  the 
hot-wire  ammeter  when  the  resonant  condition  is  obtained  with  the  trana- 
mitter  coupling  (M,  Fig.  16)  adjusted  to  its  proper  value.  This  coupling 
between  the  wave-meter  and  search  coil  should  remain  undisturbed 
throughout  the  determination  of  the  several  energy  distribution  curves. 
The  curves  obtained  will  thus  have  maximum  pennissible  ordinate  values, 
making  any  error  in  their  determination  a  minimum,  and  the  eneigy 
radiation  imder  the  different  coupling  adjustments  will  be  comparative 
in  a  quantitative  as  well  as  a  quaUtative  sense. 

Energy  Distribution  f(^  Undamped  Wave-transmitter. — ^For  an 
undamped  wave-transmitter,  the  energy  is  all  radiated  at  the  fundamental 
wave-length,  neglecting  the  small  amount  radiated  by  the  upper  harmonics, 
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hich  are  relatively  weak.  If  the  wave-meter  circuit  had  zero  decre- 
ment, that  is,  no  resistance,  the  signal  would  be  received  by  that  wave- 
meter  only,  which  is  tuned  to  Xo.  The  energy  distribution  curve  in  this 
ideal  case  would  be  a  straight  line  ordinate  at  Xo  (Fig.  18). 

Since  the  wave  meter  always  possesses  a  decrement,  however  small, 
tlie  distribution  curve  will  appear  as  shown  by  the  curve  4,  Fig.  18. 
The  greatly  decreased  interference  is  indicated  by  the  small  diflference 
between  Xi  and  X2.  Assuming  receiving  circuits  with  a  decrement  equal 
to  that  of  the  wave-meter  only  those  timed  within  this  range  would  receive 
interference,  while  the  set  for  which  the  signal  is  intended  receives  a  stronger 
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Fig.  18. — ^The  energy  distribution  curve  obtained  from  an  undamped  wave  trans- 
mitter is  very  narrow,  being  determined  entirely  by  the  decrement  of  the  wave-meter 
itself;  if  the  wave-meter  had  sero  decrement  the  energy  distribution  curve  obtained 
would  be  a  straight  vertical  line. 

signal,  due  to  all  the  energy  being  radiated  by  the  transmitter  at  the  wave- 
length (Xo)  for  which  the  wave-meter  is  timed.  The  greater  selectivity 
and  eflSciency  of  the  imdamped  wave-set,  as  indicated  by  the  above 
characteristics,  are  rapidly  causing  its  increasing  use  in  the  art,  and  it 
may  eventually  supersede  the  damped  wave-set  altogether. 

Determination  of  Decrement  of  a  Spark  Transmitter  from  Energy 
Distribution  Curve  and  Known  Decrement  of  the  Wave-meter. — If  we 
consider  a  wave-meter  circuit  coupled  loosely  to  an  undamped  wave- 
generator  as  shown  in  Fig.  19,  then,  when  the  wave-meter  circuit  is  timed 

to  resonance,  its  reactance  (Lia^-jy—j  is  equal  to  zero  and  the  cmrent 

is  limited  only  by  the  resistance  in  the  circuit,  or 

^'    R' 
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where  E  is  the  voltage  induced  in  the  wave-meter  circuit.  Now,  if  the 
condenser  adjustment  be  altered  from  its  resonant  value  C,y  the  react- 
ance in  the  circuit  is  no  longer  equal  to  zero,  that  is, 

Co) 
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Fig.  19. — Connection  of  wave-meter  to  a  source  of  continuous  waves  for  determmatina 
of  the  decrement  of  the  wave-meter  itself.  Conditions  must  be  so  adjusted  that  as 
the  wave-meter  setting  is  changed  the  current  in  the  power  circuit  shows  no  change. 

Since  L<a  —p^t  this  reactance  may  be  expressed  as, 
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and  the  current  is 
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It  may  be  shown^  that  the  decrement  is  expressed  by, 
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^  From  Formula  (20),  page  214,  we  have  6 


smoe 


^    2x' 


2fL* 
R     tR_ 

27 


also 


ci>L"-— ,  therefore  ^^vRCfi* 


DETERMINATION  OF  DECREMENT  803 

Substituting  this  expression  in  the  above  expression  for  current,  we 
have 

I-    ,  .f  .,      , (7) 


>K^m 


and 


^  ^24»^«VC,-C\2 


p  £2  R' 


1+ 


S^\    C    )  ' 


•^+^(^} 


Solving  this  expression,  we  obtain 

.          Cr-C 
0  =T 7^ 


\7?^rf5-' ^^^ 


The  value  of  d  so  obtained  is  the  decrement  of  the  wave-meter  itself . 
This  will  be  referred  to  again  later  in  the  discussion  of  wave-meter  decre- 
ment and  its  measurement. 

For  an  exciting  source,  the  oscillations  of  which  are  damped,  e.g.,  a 
spark  transmitter,  it  has  been  shown  ^  that  a  derivation  such  as  that 
given  above  yields  an  expression  which  gives  the  sum  of  the  decrements 
of  the  impressed  voltage  and  of  the  wave-meter  itself;  that  is,  we  have 


^1  +  52  =^ 


C       \Ir^-P' 


where  5i=the  decrement  of  the  circuit   imder 

measurement; 
52=  the    drecrement    of    the    wave-meter 

circuit. 
This  formula  is  sufficiently  accurate  for  all  practical  purposes,  if 

1.  5i  +  «2  is  small  compared  to  2t. 

C  — C 

2.  -^ —  is  small  compared  to  unity. 

3.  If  the  wave-meter  is  loosely  coupled  to  the  wave-meter  circuit. 
The  procedure  for  determining  5i,  assuming  62  known,  may  be  out- 
lined as  follows: 

1  An  energy  distribution  curve  is  obtained  as  shown  in  Fig.  20. 
(Coupling  between  the  closed  circuit  and  the  antenna  circuit  of  the  trans- 
mitting set  assumed  to  be  loose.) 

2,  The  value  of  Cr  is  then  determined  from  this  curve.    The  value  of 

1  See  Chapter  IV,  page  272. 
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/2 

C  is  preferably  obtained  for  that  point  of  the  curve  where  J^'^'-k'j  since 
then 


ll  7,2-/2       ^' 


and  the  calculation  becomes  sunpler. 

3.  Knowing  Cr  and  Ci,  as  obtained  from  the  curve,  and  substituting 
in  the  equation 

Cr-Ci 


6i  +  52=T 


Ci 


(Ba- 


the value  of  5i+52  ia  readily  obtained,  from  which  the  known  decrement 

fe  of  the  wave-meter  is  subtracted  to  determine  the  unknown  decremeat. 

It  is  evident  that  two  values  of  capacity,  one  greater  and  one  less  than 

the  resonant  value,  will  cause  P  to  become  equal  to  -^,  as  indicated  in 


Fig.  20.     Therefore,  the  following  expression  may  also  be  used: 


5l  +  52=T 


C2  —  C, 
C2 


(85) 


Since  the  energy  distribution  curve  is  never  quite  symmetrical,  the 
value  of  61  as  determined  by  the  two  expressions  using  Ci  or  Cz,  will  be 
slightly  diflferent.  It  is  therefore  desirable  to  average  the  results  direcdy, 
using  the  expression 

C2-C 


5l  +  52  "IT 


C2+C 


lV/,2- 


/2 


(9) 


Fio.  20. — In  getting  decrement  from 
the  energy  distribution  curve  the 
values  of  capacity  are  determined 
for  those  two  points  (above  and 
below  resonance)  which  reduced  the 
wave-meter  (current)*  to  one-half 
its  maximum  value  as  well  as  the 
capacity  required  for  resonance. 


This  expression  does  not  invdve  a 
measurement  of  Cr,  which  is  usually 
more  difficult  to  determine  accuratel}^ 
due  to  the  resonance  curve  being  flat  at 
that  point,  than  either  C2  or  Ci,  whidi 
are  read  at  a  point  where  P  is  vaiying 
rapidly  with  capacity.  This  expreasioD 
is  therefore  usually  employed  in  prefer- 
ence to  those  involving  Cr>  (Equations 
(8),  (8a),  and  (86).) 

As  an  illustration,  referring  to  Fig. 
20,  assume  that  the  coupling  between 
the  wave-meter  and  the  search  cdl  has 
been  adjusted,  so  the  wave-meter  air- 
meter  reads  .40  (Ir^)  at  resonance.  The 
capacity  is  then  decreased  imtil  the  am- 
meter reads  .20  (P)  and  the  value  of  G 
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noted  as  96.0.  It  is  immaterial  what  units  the  condenser  scale  reads — 
whether  actual  capacity  or  simply  degrees  rotation,^  if  the  ordinary  semi- 
circular plate  condenser  is  used,  as  has  been  assiuned  in  this  problem. 

The  condenser  value  is  then  increased  through  the  resonant  value 
to  C2f  at  which  point  the  ammeter  again  reads  P  « .20  and  C2  is  noted 
as  104. 

Substituting  in  Eq.  (9)  we  have, 

104-96.0    7rX8 


5i+fe=T 


200 


200"  "-^^^ 


Assuming  52  =  .040  (this  may  be  obtained  from  the  calibration  curves 
of  the  instrument  or  determined  as  described  below), 
we  obtain  5i « .085. 

If  the  scale  is  graduated  in  wave-lengths  and  wave-length  values  are 
eady  the  following  expression  should  be  used, 

X22-X12 


^i  +  fe  =^ 


X22  +  X,2 


\7?^ 


P' 


(10) 


since  X = KVc  and  X^  =  K'C. 


JiO 


9 


J2 


I 


JOS 
^.04 


500 


550 


600 
Waye-Longth  in  Meters 

Fig.  21. — If  the  coupling  of  the  osoillation  transformer  is  too  tight  a  double-humped 

resonance  curve  is  obtained  from  the  wave-meter  reading;  the  resonance  curve  for 

each  of  the  component  frequencies  of  the  curves  may  be  obtained  by  the  scheme 

shown  in  Fig.  22. 

If  the  coupling  of  the  set  is  increased  to  some  considerably  higher  value, 
a  double-peaked  energy  distribution  curve  is  obtained,  due  to  the  separate 
points  of  resonance  for  the  two  coupling  waves.    If  this  curve  has  well 

^  This  statement  assumes  that  the  condenser  capacity  is  zero  at  zero  scale  setting. 
In  case  the  amount  of  capacity  with  zero  setting  is  appreciable,  compared  to  the  actual 
capacity  used,  a  suitable  correction  must  be  made,  if  the  setting  of  the  condenser,  instead 
of  actual  capacity,  is  used  in  the  calculation.' 
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separated  peaks,  as  shown  in  Fig.  17,  curve  C,  the  decrement  of  each 
oscillation  may  be  determined  from  the  two  peaks  by  the  method  outlined 
above  for  the  one-peaked  curve.  The  curve  may,  however,  have  the 
appearance  illustrated  in  Fig.  21,  in  which  case  this  procedure  cannot  be 
followed,  since  both  oscillations  are  simultaneously  effective  in  the  wave- 
meter. 

The  decremelit  of  each  oscillation  may  then  be  determined  by  cou|ding 

the  wave-meter  to  the  prhnaiy 
and  secondary  circuits  of  the  set. 
as  shown  in  Fig.  22. 

The  higher-frequency currentg 
in  the  primary  and  secondazy 
circuits  are  out  of  phase  approxi- 
mately 180**  and  by  proper  ad- 
justments of  the  coupling  Af  and 
M',  these  oscillations  may  be 
neutralized  in  the  wave-meter 
circuit.  The  decrement  oi  the 
lower-frequency  oscillations  may 
then  be  determined  as  previously 
described,  after  which,  one  of  the 
coupling  coils  may  be  reversed, 

_     „     -.      .^  , ,         ,.     ^,  .      and  the  lower-frequency  osdlla- 

FiQ.  22. — By  suitably  coupling  the  wave-meter  ^ .         /    i  .  i  .       »         -      i 

to  both  cloeed  circuit  and  antenna  of  the  ^^^^^  ^"^^^  ^  "»  phase  m  the 

transmitting  set,  a  resonance  curve  may  be  pnmary  and  secondary  circuits 

obtained  for  each  of  the  two  frequencies  of   the  set)   be  thus  neutralijed 

generated  by  the  set.  and  the  decrement  of  the  high- 

frequency  oscillations  similaiiy 
determined.  The  energy  distribution  curves  determined  for  each  osdllatioD 
will  appear  somewhat  as  indicated  by  the  dotted  curves  in  Fig.  21. 

Determination  of  Wave-meter  Decrement  Usfaig  an  Undamped 
Wave  Source.— It  has  already  been  indicated  how  the  decrement  h  ol 
the  wave-meter  may  be  obtained  by  exciting  the  instrument  from  an 
undamped  wave-source.    In  this  case, 


5l  +  &=T 


becomes. 


since, 


C2^Cl 

C2+Ci' 


&  =^  ^^  .  ^^  =  decrement  of  wave-meter 


C2+C1 


di-0. 


This  measurement  may  conveniently  be  made  by  any  one  of  the 
several  generators  of  high-frequency  continuous  oscillations  described  id 
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Cha.pt«r  VII.  The  higb-powered  tube  circuit  is  preferable  for  this  purpose, 
due  to  the  frequency  being  fixed,  and  the  exciting  circuit  being  of  sufficient 
power  to  be  unaffected  by  the  proximity  of  the  wave-meter  circuit.  How- 
ever, in  case  the  tube  is  not  oscillating  powerfully,  the  oscillations  may 
be  affected  when  the  wave-meter  is  coupled  to  the  circuit.  To  prevent 
this,  it  is  desirable  to  use  very  weak  coupling  and  have  an  ammeter  in 
the  circuit  supplying  power  to  the  wave-meter  circuit.  The  indicati<H) 
of  this  meter  should  re- 
main constant  through- 
out the  decrement  de- 
termination showing 
that  the  power  gener- 
ated by  the  tube  was 
not  appreciably  affect- 
ed by  the  wave-meter 
tuning. 

"The  wave  -  meter 
coupling,  if  made  too 
great,  may  also  affect 
the  frequency  of  the 
tube  oscillations  as  well 
aa  their  amplitude.  The 
effect  of  this  frequency 
variation  on  the  de- 
crement determination 
may  be  analyzed  with 
the  help  of  1=%.  23. 
If   the   capacity  of 

the    wave-meter     con-         ^-^ — &or~ 

denser  is  less  than  that  w?veiiwt«r  Capacity 

required  for  resonance    p,^  ^a-If  the  wave-meter  is  coupled  too  tightly  (to  a 
then     a     current     will       low-powered  set)  the  energy  diatributioo  curve  wiU  bo 
flow  in  the  wave-meter       unrehable  because  of  the  reactiona  of  the  wave-meter 
circuit  which  is  leading       on  tie  power  circuit, 
with    respect     to    the 

induced  e.m.f.  The  effect  of  this  leading  current  on  the  tube  cir- 
cuit is  to  increase  the  apparent  inductance,  causing  the  wave-meter 
indication  to  correspond  to  a  point  on  the  resonance  curve  of  a  circuit 
whose  resonant  frequency  ia  below  that  given  by  C,.  Similarly,  a 
lagging  oiUTent  in  the  wave-meter  circuit  (wave-meter  capacity  greater 
than  resonance  value)  decreases  the  apparent  inductance,  the  wave- 
meter  indication  corresponding  to  a  point  on  a  resonance  curve,  the  reso- 
nant frequency  of  which  is  above  that  given  t^  C,.    These  effects  have 


Diitdbnttn 

ibtetned 
wltb  iDterlHlDC 
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been  mathematicaUy  derived  in  Chapter  I,  as  expressed  by  Eq.  (85  > 
page  91. 

The  result  of  this  action,  as  indicated  in  Fig.  23,  is  to  squeeae  the 
apparent  energy  distribution  curve  together.  The  observed  decrement 
may  therefore  be  quite  inacexu'ate,  and  will  always  be  less  than  the  true 
value.  This  effect  should  be  guarded  against  by  decreasing  the  oouplinc 
to  as  small  a  value  as  possible. 

Determination  of  Wave-meter  Decrement  Using  hnpulse  ExcitatJon.— 
Although  the  above  method  represents  the  most  direct  and  simple  means 
for  determining  h,  undamped  wave-generators  may  not  always  be  avail- 
able, in  which  case  impulse  excitation  may  be  employed.  In  its  ideal 
application,  .the  condenser  of  the  instrument  would  first  be  chargied  to 
a  given  potential,  and  allowed  to  discharge  throu^  the  circuit.  A  known 
resistance  is  then  inserted  in  the  wave-meter  circuit  and  the  condenser 
again  chained  to  the  same  potential  as  before  and  permitted  to  dischai]^ 
In  both  cases  the  energy  dissipated  in  the  circuit  is 

from  which 

'^"^^i^h?' ^" 

where  R  is  the  resistance  of  the  wave-meter  circuit  and  AR  the  inserted 
resistance.  I^^  and  /i^  represent,  respectively,  the  reading  of  the  wave- 
meter  ammeter,  with  and  without  inserted  resistance,  these  readings  bein^ 
proportional  to  the  square  of  the  wave-meter  current.  Knowing  thf 
capacity  C  and  inductance  L  of  the  wave-meter,  the  decrement  is  readily 
obtained  from  the  relations: 

62  ^irRCu)  —T  J— =tjBa/j-, 

for  any  wave-length. 

The  above  ideal  case  is  approximated  closely  by  some  form  €l  impact 
excitation,  for  which  a  spark  transmitting  set,  equipped  with  a  suitable 
quenched  gap  (such  as  is  used  in  spark  transmitters  operating  on  impact 
excitation)  and  with  the  antenna  circuit  open,  may  be  convenientlj 
utilized  as  an  impulse  generator.  The  procedure  is  similar  to  that  de- 
scribed above,  but  the  energy  is  not  exactly  equal  for  the  two  conditkus 
of  different  resistance,  and  a  constant  K  is  therefore  introduced  in  the 
energy  expression  as  follows: 

h^R^KhHR+^R) 
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It  has  been  shown  ^  that 


K^l-\- 


A8 


where 


8i  is  the  decrement  of  the  exciting  circuit; 

52  is  the  decrement  of  the  instrument  circuit; 

A6  is  the  additional  decrement  due  to  inserting  AR  in  the 
wave-meter  circuit. 
For  impulse  excitation  5i  is  very  large  compared  to  &  and  K  is  essentially 
equal  to  unity;  therefore 


R=AR 


h^-h^ 


as  before. 


If  resistance  is  inserted  in  the  circuit  until  h^  =  J/i^,  then 

R^AR 

and  is  thus  directly  and  conveniently  determined. 

The  Decremeter. — To  facilitate  the  rapid  and  accurate  measurement 
of  decrement,  without  necessitating  the  acc\u*ate  determination  of  an 
energy  distribution  cmve,  an  instrument  called  a  decremeter  has  been 
developed  by  the  Bureau  of  Standards  ^  which  directly  measures  the  decre- 

3— 
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Fig.  24. — ^Arrangement  of  circuits  in  the  decremeter. 

ment  of  radio  frequency  oscillations.  This  instrument  is  similar  to  the 
wave-meter,  but  is  equipped  with  a  variable  condenser  of  special  design, 
permitting  a  direct-reading  decrement  scale  to  be  attached  to  the  rotating 
element.  The  connections  of  the  instrument  are  shown  in  Fig.  24,  which 
illustrates  the  similarity  to  the  wave-meter,  difiFering  only  in  that  a  fixed 

*  Lehrbuch  der  Drahtlosen  Telegraphic,  Zenneck,  1913,  page  142. 
» The  instrument  is  generally  called  a  Kolster  decremeter,  as  Dr.  F.  A.  Kolster  was 
responsible  for  its  development. 
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capacity  is  shunted  across  the  special  variable  condenser.    The  functioo 
of  this  fixed  condenser  is  described  later. 
It  will  be  recalled  that 

«i+52=Tg^J,forP  =  i/A 

The  fundamental  requirement  of  a  variable  condenser  which  is  to 
be  used  in  the  decremeter  is  that  the  fractional  change  in  its  capacity 
must  be  directly  proportional  to  the  angular  movement  of  the  rotating 
element  and  independent  of  the  final  value  of  capacity,  or^ 

/.  log,C=w^+A, 

and 

C  =  €««+*=a€^, (13) 

where 

If  ^=0, 

Co=a€^=a=initial  value  of  capacity.  This  is  the  fixed  condenser 
connected  across  the  variable  condenser  as  indicated  in  Fig.  24  and  pre- 
viously referred  to. 

The  maximum  capacity  is  also, 

Ci8o  =  ae^"^, 
and  the  ratio  of  maximimi  to  minimum  capacity  is  therefore, 

Ci8o    ae^' 


Co        a 


^e^^^K (14) 


The  capacity  of  the  fixed  condenser  Co  is  determined  experimentally, 
and  is  made  of  such  value  as  to  make  K  of  the  most  suitable  value  for 
the  particular  requirements  of  the  decremeter.  Since  K  is  thus  detei^ 
mined,  m  will  be  obtained  by  means  of  Eq.  (14)  given  above. 

A  rotary  condenser  constructed  in  accordance  with  the  above  reqime- 
ments,  with  a  fixed  capacity  Co  connected  in  parallel,  so  chosen  as  to  give 
the  desired  ratio  between  the  maximmn  (Ciso)  and  minimum  capacity 
(Co)  of  the  combined  condensers,  has  been  found  to  give  a  calibration 
Q\MVQ  in  exact  agreement  with  the  theoretical  value. 

The  derivation  of  the  equation  for  the  boundary  curve  of  the  moving 
element  is  as  follows: 

From  Eq.  (13) 

C=ac"*. 

Therefore 
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-where 
and 

Also 


A  is  the  active  area  of  the  moving  plate, 
6  is  the  angular  displacement. 


dA 


mde, 


or. 


But,  referring  to  Fig.  25, 


dA  =bme'^^de. 
dA^^{p^-r^)dd, 


Fixed  Platee 


Movable  Platot 


where 


and 


Fio.  25. — Form  of  plates  used  in  the  decremeter  condenser. 

p  is  the  radius  vector  from  the  axis  to  the  enveloping 
curve, 


r  is  the  radius  of  the  circular  space  occupied  by  the 
separating  washers  between  the  plates. 
Equating  the  above  expressions  for  dAy  we  have. 


or 


h(p^-r^)dd=bm^^dd 
p  =  V26?n€~*+r2, 


(15) 


where  b  and  m  are  design  constants,  which  determine  the  minimum  and 
maximum  values  of  the  capacity  to  be  used  (b  =K'a  while  m  is  the  same 
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as  in  previous  expressions).     These   are   arbitrarily  chosen    to  miit  the 
particular  requirements  of  the  special  instrument. 

Fig.  25  illustrates  the  form  of  the  movable  plate  when  designed  is 
accordance  with  the  above  expression.  The  stationary  plate  is  made 
semicircular  for  convenience.  In  Fig.  26  is  shown  a  view  of  the  inside 
of  a  decremeter,  showing  the  peculiarly  shaped  plates  of  the  condenaer. 
This  cut  is  taken  from  Circular  74  of  the  Bureau  of  Standards,  a  boiA 


Fia.  26. — AnungemeDt  of  the  difFerent  parts  of  a  Kolater  decremeter, 

the  wave-meter.  The  instrument  is  loosely  coupled  to  the  exciting  m- 
cuit  as  shown  in  Fig.  24  and  tuned  to  resonance,  as  indicated  by  a  maximum 
reading  on  the  ho1>-wire  ammeter,  this  instnmient  usually  being  gradu- 
ated to  read  I^.    The  condenser  value  is  then  decreased  to  Ci,  the  ho(- 

ra 
wire  ammeter  then  reading  -^.    The  decrement  scale  is  then  set  to  sera 

and  clamped  to  the  condenser  shaft,  after  which  the  condenser  is  rotated 
until  the  value  C2  is  reached,  at  which  point  the  anmieter  indication  is 
again  one-half  of  that  obtained  at  resonance.  Tlie  reading  of  the  decre- 
ment scale  then  gives  the  sum  of  the  two  circuit  decrements  Si  and  h 
directly.     It  has  been  found  that  the  angular  deflection  of  the  condenaer 
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element  for  commercial  decrements  is  very  small,  and  the  decrement  scale, 
if  connected  directly  to  the  condenser  shaft,  would  be  crowded  and  difficult 
to  read  accurately.  Therefore  it  is  usual  to  gear  the  scale  to  the  con- 
denser shaft,  the  relative  angular  motion  of  the  decrement  scale  and 
capacity  element  being  about  6  :  1. 

The  decrement  of  the  meter  for  all  values  of  C  and  for  each  of  three 
fixed  inductance  coils  which  may  be  used  is  known  from  curves  supplied 
with  the  instruments.  These  decrements  vary  from  about  .07  to  .02,  the 
larger  value  corresponding  to  a  large  value  of  C  and  smallest  value  of  L. 
The  smaller  value  is  obtained  with  C  at  its  minimum  value  and  the  largest 
inductance  inserted  in  the  circuit. 

Measurement  of  Resistance. — Knowrog  h,  the  decrement  of  the 
circuit,  the  resistance  is  at  once  known  at  the  frequency  of  oscillation  from 
the  following  relations,  which  have  previously  been  deduced: 

hi  »BTrR(aC  ^j —  ^tR^y* 

The  capacity  C  and  inductance  L  of  the  circuit,  if  unknown,  are  simply 
determined  by  means  of  a  wave-meter  as  outlined  on  page  814.  The 
decremeter  is  thus  valuable  as  a  means  of  determining  high-frequency 
resistance. 

Measurements  of  Wave-length. — The  Kolster  decremeter  described 
above  is  evidently  also  applicable  to  the  measiu^ment  of  wave-lengths, 
and  the  variable  condenser  is  therefore  equipped  with  a  scale  indicating 
directly  the  wave-lengths  in  meters  corresponding  to  the  condenser  adjust- 
ment. The  instrument  as  usually  furnished,  is  equipped  with  three 
inductances  to  cover  the  range  of  wave-lengths  required,  this  being  about 
300  to  2500  meters. 

Measurement  of  Phase  Difference  of  a  Condenser.^ — The  decremeter 
may  also  be  used  to  measure  the  phase  difference  of  a  condenser,  since 

A  X 

phase  difference  \l/  =  R<aC^ —  (in  radians),    ....     (16) 

or, 

^  =  18.24  A5  (in  degrees),      ....     (16') 

where  Ad  is  the  increase  in  total  decrement  due  to  inserting  the  condenser 
in  the  circuit. 

The  condenser  is  inserted  in  the  decremeter  circuit,  which  is  then 
tuned  to  an  undamped  wave-exciting  soiu*ce.  The  decrement  measm^ 
under  these  conditions  is  the  sum  of  h  and  A  5,  where  &  may  be  obtained 
from  the  caUbration  curves  furnished  with  the  instrument.  Substituting 
A5  ia  the  above  expressions,  the  phase  difference  ^  is  readily  obtained. 

1  See  Chapter  II,  page  171. 


814 


WAVE-METERS  AND  THEIR  USE 


[Chap.  X 


Use  <rf  Wave-meter  to  Measure  L  and  C. — A  wave-meter  may  be  used 
to  measure  an  unknown  inductance  or  capacity,  provided  a  known  capacity 
or  inductance  respectively  are  available.  The  procedure  then  is  simply 
to  connect  the  unknown  inductance  and  known  condenser  (or  known 
inductance  and  unknown  condenser),  into  an  oscillatory  circuit,  as  shown 
in  Fig.  27,  excited  by  means  of  a  buzzer.  Loosely  coupled  to  this  primary 
circuit  is  the  wave-meter,  by  means  of  which  the  wave-length  of  the  t^ 
circuit  oscillations  may  be  obtained. 

When  making  this  determination,  it  is  important  that  the  coupling 
between  the  two  circuits  be  very  loose,  if  accurate  results  are  to  be  obtained. 
Also  the  leads  used  in  making  up  the  test  circuit  should  be  as  short  a« 
possible,  to  minimize  the  error  due  to  the  distributed  capacity  (shown  in 
figures  in  dotted  lines),  and  inductance  of  the  leads  which  would  tend 
to  increase  the  measured  wave-length.    It  may  be  found  impossiUe  to 


.JOBT^ 


Test  Cimuit  Wave-ineter 

Fig  27. — ^Use  of  wave-meter  to  measure  L  or  C, 


tune  out  the  signal,  in  which  case  the  coupling  should  be  decreased,  and 
all  direct  induction  effects  from  the  buzzer  circuit  (to  which  this  con- 
tinuous note  is  due)  minimized  or  eliminated  by  making  the  buzzer  cir- 
cuit as  compact  as  possible.  If  no  point  of  maximum  note  occurs  as  the 
wave-meter  condenser  is  varied,  it  is  probable  that  the  wave-length  of 
the  test  circuit  is  beyond  the  range  of  the  instrument.  The  remedy  is 
evidently  to  change  the  known  value  of  inductance  (or  cap)acity)  in  the 
test  circuit,  or  to  try  others  of  the  various  coils  with  which  the  wave- 
meter  is  equipped. 

After  the  wave-length  has  been  determined,  the  unknown  value  of 
inductance  (or  capacity)  is  given  at  once  by  the  formula, 

Xme(«  =  1886  VLC, 

L  and  C  being  measured  in  micro  units. 

Equivalent  results  are  obtained  if  the  wave-meter  is  emplojred  as  the 
exciting  circuit.  The  connections  are  then  as  shown  in  Fig.  28.  The 
wave-length  of  the  wave-meter  oscillations  is  varied  until  a  maximum 
note  is  heard  in  the  phones  across  the  test  circuit,  imder  which  condition 
the  natural  frequency  of  both  circuits  is  in  agreement. 
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The  same  precautions  are  to  be  observed  in  this  case  as  for  the  preced- 
g  naethod,  with  especial  reference  to  the  phone  circuit  connected  across 


1         ; 

^k 

I  A.. 

1 

c. 

V     ! 

Test  Circulb 


Wave-meter 


Fio.  28. — ^Another  method  of  measuring  L  or  Cy  using  the  wave-meter  as  a  buzzer  excited 
wave  generator,  of  known  calibration.  Note  that  the  calibration  of  a  given 
wave-meter  will  generally  be  different  when  used  as  here  shown  than  when  used  as 
in  Fig.  27. 


Search 
CoU 


To  Vacuum  Tx^lmt 
Qeneratarof 

undamped 
OflciriatioQi 


the  test  circuit.  Long,  twisted  leads  must  especially  be  avoided  as  these 
will  cause  large  error,,  due  to  their  distributed  capacity  (conventionally 
shown  in  dotted 
lines,  Fig.  29)  par- 
ticularly if  the  test 
circuit  capacity  is 
small.  It  is  to  be 
noted  that  a  wave- 
meter  will  have  a 
different  calibration 
when  used  with  a 
hot-wire  meter  for 
indicator,  and  when 
detector  and  phones, 
or  buzzer,  is  connect- 
ed in  parallel  with 
its  condenser.  The 
amount  of  correction 
required  is  greatest 
for  the  lowest  set- 
tings of  the  wave- 
meter  condenser. 

Use  of  Wave- 
meter  to  Measure 
the  Constants  of  an 
Antenna.  —  Another 

important  measurement  involving  the  use  of  the  wave-meter  is  that 
of  the  constants  of  an  antenna.  The  loading  coils,  short-wave  con- 
denser and  oscillation  transformer  are  first  removed  from  the  antenna 


Fig.  29. — ^To  measure  the  natural  wave-length  of  an  antenna 
the  antenna  is  coupled  (by  a  small  search  coil)  to  a  source 
of  continuous  wave  power  of  variable  frequency.  When  the 
antenna  ammeter  reads  a  maximum,  the  wave-meter  is  used 
to  read  wave-length  of  power.  If  a  d.c.  generator  is  used  in 
the  plate  circuit  of  the  tube  generator  the  phones  and  detec- 
tor may  be  used  for  getting  resonance,  the  conmiutation 
ripples  being  audible;  otherwise  an  ammeter  will  be  used  in 
the  wave-meter  circuit. 
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circuit  and  a  search  coil  of  negligible  inductance  inserted  in  the  ciicmt 
as  shown  in  Fig.  29. 

The  antenna  is  then  excited  by  imdamped  wave-oscillations^  usng 
a  vacuum-tube  generator  of  sufficient  power  and  with  the  coupling  made 
loose  enough  to  prevent  any  appreciable  variation  of  plate  current  doe 
to  reactive  effects  of  the  antenna  circuit.  The  generator  frequency  is 
varied  imtil  the  antenna  ammeter  A  indicates  a  maximtun  and  the  wave- 
length of  the  tube  circuit  for  this  adjustment  is  then  determined  by  means 
of  the  wave-meter.  This  value  represents  the  naturcd  wave-len^;th  of 
the  antenna,  and  is  expressed  by, 

Xo  =  1886VT^, 

when  Lo  and  Co  are  the  effective  inductance  and  capacity  of  the  antoma 
for  the  quarter  wave-length  oscillation.  In  the  figure  the  antenna  ammeter 
represents  a  sensitive  current  meter,  involving  a  thermo-couple  and  gal- 
vanometer, or  similar  device. 

*  To  determine  Lo,  an  additional  known  inductance  Li  is  inserted  in 
the  antenna  circuit  and  the  new  wave-length  Xi  determined  for  this  oon- 
dition.    Thus:  ^  

Xi  =  1885V(Lo+Li)Co. 
Therefore, 

(1885)^  =(A)+Li)Co— l4)Co 

=  LqCo + LiCo — LoCo 

=  LiCo 
or« 

^^"(ifespLi f^^ 

Substituting  this  value  for  Co  in  the  above  expression  for  Xo,  Lo  is 

obtained  as  follows: 

Xo2         J  ^      Lo(Xi2-Xo2) 


^==x  2^\-2 (18) 


(1885)2    ^^"       (1885)2Li 

Xo^Li 
Xi2-Xo^ 

The  following  alternative  method  may  also  be  employed.    The  known 
inductance  inserted  in  the  circuit  is  assumed  to  be  the  only  inductance 

^  In  the  equations  given,  the  wave-length  is  expressed  in  meters,  while 
and  capacity  are  expessed  in  microhenries  and  microfarads  respectively. 

'  This  deduction  is  a  very  simple  one  and  suffices  for  ordinary  purposes.  It 
be  noted,  however,  that  actually  Co,  the  same  as  Lo,  is  not  a  constant,  but  varies  as  dif- 
ferent values  of  loading  are  used.  For  an  analysis  of  this  point  see  Morecroft,  "Some 
Experiments  with  Long  Electrical  Ck>nductor8,"  Proc.  I.  R.  E.,  Dec.,  1917,  and  Miller 
"Electrical  Oscillations  in  Antennae  and  Inductance  Coils,  Ptoc.  I.  R.E.  (June,  1919), 
also  discussion  of  Miller's  paper  in  Proc.  I.  R.  E.,  Dec.,  1919. 
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pivsent,  i.e.,  Lo  is  negligible  compared  to  Li.  This  requires  that  Li  be 
lai^  enough  to  give  the  antenna  a  wave-length  about  five  times  as  great 
as  its  natural  wave-length. 

Then  we  may  put  

Xi  =  1886  Vli^, 
and 

X,2 


Co  = 


1885^Za 


The  known  ioductaace  is  now  removed  from  the  circuit  and  the 

natural  wave-length  of  the  antenna  is  accurately  measured. 

Then, 

X2  =  1885\/L^, 
and 


1885' 


=  LoCo-f^ 


Li  1885*' 


or 


Xr 


Lo=^— 2  Li. 


Induction 
^Coll 


Ua/w\I^ 


If  the  value  of  Lo  obtained 
from  this  equation  shows  it  to 
be  negligible  compared  to  Za,  as 
assumed,  then  the  determina- 
tions for  Lo  and  Co  may  be 
accepted.  If  this  is  not  the 
case,  the  obtained  value  for  Lo 
must  be  added  to  Li  and  the 
Spark  Gaa  calculation  for  Co  repeated. 


Fig.  30. — In  case  a  veiy  short  spark  gap,  a  low-powered  induction  coil,  and  very  weak 
coupling  are  used  the  phones  and  crystal  detector  may  be  used  for  getting  resonance 
in  the  wave-meter,  otherwise  the  ammeter  will  be  used  to  indicate  resonance. 

Where  xmdamped  oscillations  are  not  available  an  induction  coil  or 
low-powered  transformer  may  be  used  to  excite  the  circuit  as  shown  in 
Rg.  30. 

In  this  case  the  gap  resistance  has  been  inserted  in  the  circuit  and  the 
observed  wave-length  may  therefore  be  slightly  greater  than  with  the 
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previous  method.    An  alternative  method  is  shown  in  Fig.  31,  with  whkh 
arrangement  the  antenna  is  charged  to  battery  voltage  when  the  burarr 

contact  is  open  and  then  dischar^ 
through  the  buzzer  contact  when  thk 
closes. 

The   methods  described   above  mav 
also  be  used  for  determining  the  wave- 
length   of     the    antenna    circuit    witt 
various  loading  coils,  oscillation   trans- 
former or   abon 


^"High  yoltage   -^=- 
battery 


5 


High 
resistance 


<P 


wave  -  oondenaer 
connected  into 
the  circuit.  In 
all      cases     the 

Fig.  31. — ^Use  of  buzzer  for  determining  the  natural  wave-length  of  closed   circuit  of 

an  antenna.  ^^        transmit- 

ting  set  should  be  open  to  prevent  interference  effects. 

When  the  inductance  of  the  search  coil  required  for  coupling  to  the 
generator  circuit  (Fig.  28),  is  not  negUgible,  the  natural  wave-length 
Xo  cannot  be  determined  directly,  but  is  determined  from  two  measure- 
ments as  follows:  

Xi  -  1885V(Lo+L,)Co,  (a) 


where  L,*=  inductance  of  search  coil, 

X2  =  1885V(Lo+L.+L',)Co, 


(h) 


where  L',= additional  known  inductance  inserted  which  is  made  equal 
to  Lg. 

•*•    /iQQK\2  ~ J^C'o + 2L',Co  —  ZioCo — L  tPo 


or 


Co 


-CoL'g 
X22-X12 


Substituting  in  (a). 


(1885)2LV      '     • 

Xi2         (Lo+L',)(X22-Xi2) 


(18) 


18852  18852L', 

LWi^  =  Lo(X22  -  Xi2) + L',(X22  -  Xi2) 


or 


Lo 


L'.(2Xi2-X22) 


X22-X1' 


(19) 


Knowing  Co  and  Lo,  the  natural  wave-length  Xo  is  obtained  frcMn  the 
relation: 

Xo  =  1885VX^. 
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In  the  above  it  has  been  assumed  that  Ug^Lg,  This  is  a  purely 
arbitrary  relationship  and  it  is  usually  preferable  to  make  L'9  larger  than 
tbis,  say  five  or  ten  times  L,,  so  that  the  difiference  between  Xi  and  X2  is 
increased  and  the  experimental  errors  involved  in  the  measurement  thus 
decreased. 

Determination  of  Mutual  Inductance  and  Coefficient  of  Coupling. — ^The 
"w^ave-meter  also  forms  a  convenient  instrument  for  readily  determining 
the  mutual  inductance  existing  between  the  closed  and  open  circuits  of 
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Fig.  32. — From  an  energy  distribution  curve,  obtained  with  non-quenching  gap,  the 
coefQcient  of  oouphng  may  be  obtained  from  the  spacing  of  the  two  resonance 
peaks. 


a  transmitting  set.  If  we  know  the  coefficient  of  coupling  X,  the  mutual 
inductance  M  (Af  =jKVLiL2,  where  Li  and  L2  are  the  total  inductance 
of  the  closed  and  open  circuits,  respectively)  is  readily  obtained,  La  and 
Z/2  being  determined  as  described  on  page  814. 

The  following  two  methods  may  be  used: 

(a)  An  energy  distribution  curve  is  determined  for  the  set  as  shown 
in  Fig.  32,  from  which  Xi  and  X2,  corresponding  to  the  peaks  in  the  curve, 
are  readily  determined. 
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Since 
and 
we  have, 


X2  =  XoVl+X. 
Xt^     l-g 

(V+Xi2)ii:  =  X22-Xi2 

Xa^-Xi* 


K  = 


X22  +  Xl2- 


(2o; 


Since 


Xr  is  approximately  equal  to 


and 


we  have, 


or 


Xr^  is  approximately  equal  to 


X2+X1 
2    ' 

X22+X,2 


K" 


(X2-Xi)(X2+Xi)     (X2-Xi)(2X,) 


2X,2 


2\r' 


p- _  ^^_Xi  _  2  X2  —  Xi 


X, 


X2+X1 


(21) 


The  latter  forms  are  somewhat  simpler  than  the  more  accurate  expres- 
sion, as  no  squared  terms  are  involved.  They  are,  however,  accurate 
enough  for  most  commercial  determinations.  The  last  form  is  perhaps 
the  most  desirable,  as  it  eliminates  all  measurement  of  Xr. 

(b)  The  second  method  is  as  follows:  The  oscillation  transformer  pri- 
mary  and  secondary  are  connected  in  series  in  the  closed  circuit  as  shown 
in  Fig.  33. 


Step-up  power 
transformer 


To  600*^ 
alternator 


OwtiUation 
traniformer 


Fig.  33. — ^Unless  a  very  short  spark  gap  (hence  low  power)  is  used  the  hot-wire  ammeter 
(or  similar  indicator)  would  be  used  in  place  of  the  phones  and  detector. 

To  get  greater  accuracy  the  loading  coils  should  be  disconnected  and 
removed  from  the  secondary  circuit,  so  that  only  those  inductances  are 
involved  which  are  coupled  during  the  operation  of  the  set,  i.e.,  the  pri- 
mary and  secondary  of  the  oscillation  transformer.    Damped  oscillations 
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then  set  up  in  this  circuit  as  in  the  normal  operation  of  the  transmitter 
and  the  wave-length  noted.  Calling  this  wave-length  Xi,  L',  the  total 
ixiductance  in  the  circuit,  is  obtained  from 

L'^-2^     «Li=F2M+L2. 

The  connections  to  one  coil  are  then  reversed  and  the  readings  repeated. 
In  this  case, 

Therefore 

L'-L"~4M 

mJ^^      (22) 

or 


according  as  L^  is  greater  than  L"  or  vice  versa. 

Then  when  the  set  is  in  normal  operation,  using  loading  coils,  etc., 
we  find  the  coupling  coefficient  from  the  relation 

"-^ <^' 

where  Li  is  the  total  inductance  in  the  primary  circuit  imder 

normal  operation; 
Z/21  is  the  total  inductance  in  the  secondary  circuit  imder 
normal  operation,  i.e.,  the  inductance  of  the  oscil- 
lation transformer  secondary  +  the  effective  induc- 
tance of  the  antenna+the  inductance  of  the  loading 
coil  (if  inserted). 

The  above  methods  are  exactly  equivalent  in  result  and  may  be  used 
indiscriminately.  Method  (&)  is  perhaps  the  better,  since  the  consider- 
able amoxmt  of  data  needed  to  plot  accurately  an  energy  distributicm 
ciurve  is  not  required.  Sometimes,  however,  this  curve  is  required  as  illus- 
trating an  operating  characteristic  of  the  set,  and  the  coupling  is  then 
most  simply  determined  by  the  relationships  developed  in  Method  (a). 

How  to  Improvise  a  Wave-meter. — The  varied  and  important  uses 
of  the  wave-meter  as  described  on  the  preceding  pages  have  made  it  a 
fundamental  and  essential  part  of  any  radio  laboratory  or  station  equip- 
ment. Now  and  then  occasions  may  arise  where  this  instrument  may 
not  be  available,  through  loss,  damage,  etc.,  and  in  this  case,  a  ''  home- 
made "  instnmient  must  be  devised.  Also,  a  large  majority  of  amateur 
operators  prefer  to  construct  their  own  meters  for  the  enjojnnent  and 
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experience  which  such  constructive  work  brings  to  them.  For  these  rea- 
sons it  has  been  considered  desirable  to  give  a  brief  outline  of  the  pro- 
cedure to  be  followed. 

One  of  the  first  points  to  be  decided  is:  What  shall  be  the  maximiKfi 
wave-length  which  the  wave-meter  to  be  designed  is  to  measure?  We 
will  assume  this  to  be  2000  meters.  A  suitable  veriable  condenser  mu^ 
next  be  chosen,  and  as  one  or  more  variable  condenseis  are  normaflr 
available  in  even  the  simplest  installations  we  will  consider  that  such  con- 
densers are  available  in  this  case.  The  maximum  capacity  of  the  several 
condensers  should  be  measured,  either  electrically,  or  from  their  dimcfi- 
sions,  by  means  of  the  expression  given  on  page  165,  Eq.  (30). 

The  wave-meter  condenser  should  have  about  .001  microfarad  ci^)AcitT 
per  1000  meters  maximum  wave-length  to  be  measured.  Thus,  for  this 
problem,  the  capacity  should  be  .002  microfarad  and  that  condenser  should 
be  chosen  which  possesses  at  least  this  capacity. 

The  maximum  wave-length  and  capacity  thus  being  detemuned,  the 
required  inductance  is  readily  obtained  from 


=  1885\/IIC 


tth^H/ 


or 


2000  =  1885\/L^X. 002 
1.125  =  L^X.002 

L  =563  microhenries. 

This  inductance  should  then  be  designed  (generally  in  the  form  of  a 
single  layer  solenoid)  in  accordance  with  the  formula  given  on  page  145, 
Eq.  (11).  The  coil  should  be  woimd  with  finely  stranded  wire,  the  indi- 
vidual strands  being  insulated  to  minimize  the  resistance  of  the  wave- 
meter. 

A  small  hot-wire  ammeter  (0—100  milliamperes  preferaWe)  diould 

then   be   obtained   and   a^ 


]  Telepbonei 
j  Bauer 


sembled  with  the  condenser 
and  coil,  the  c(HmectioDs 
being  made  as  shown  in 
Fig.  34. 

All  connections  should 
be  well  made  and  the  cir- 
cuit made  as  compactly  as 

Fig.  34. — A  convenient  arrangement  of  terminals  poggJble    SO    as    to  minjmw 

for  a  wave-meter.  .i  .  ,  *   .v 

the  resistance  of  the  waye- 

meter.    This  equipment  mftv 

then  be  enclosed  in  any  wooden  box  of  convenient  size,  with  only  the 

ammeter  and  condenser  index  and  associated  scale  visiUe.     Additiona] 
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^tffiTig  posts  may  be  added  for  phones,  detector,  and  buzzer  circuit  as 


Tlie  wave-meter  is  then  ready  lor  calibration^  which  may  be  accom- 
iKshed  by  coupling  the  instrument  to  a  transmitter  which  may  be  adjusted 
o  radiate  at  several  known  wave-lengths.  A  few  points  on  the  scale  may 
>e  approximately  determined  by  using  the  wave-meter  (with  detector 
knd  phones  as  indicating  devices),  as  the  closed  circuit  of  a  receiving  set, 
KMipled  very  loosely  to  the  antenna.  A  few  stations  of  known  wave- 
ength  may  generally  be  heard  in  this  way,  and  so  a  few  points  of  caUbra- 
ion  obtained.  A  curve  should  then  be  plotted  between  the  known  wave- 
engths  and  corresponding  positions  of  the  condenser  index  (the  condenser 
scale  is  usually  graduated  in  degrees  or  in  100  divisions  to  the  semicircle). 
This  curve  will  have  an  appearance  similar  to  the  wave-length  curve  in 
Pig.  11.  The  decrement  of  the  meter  may  also  be  measured  by  one  of  the 
methods  described  above,  and  should  not  exceed  .10  for  an  average  value 
of  the  condenser. 


CHAPTER  XI 
AMPLIFIERS 

Amplifiers  in  GeneraL — An  amplifier  is,  as  the  nan^  imfdieB, 
apparatus  for  increasing  the  strength  of  incoming  signals.  It  perfc 
in  modem  radio  communication,  and  also  in  ordinary  wire  communicatka. 
a  very  important  fimction,  in  so  far  as  it  makes  possible  the  detectioii  <d 
very  feeble  signals  and  thus  increases  the  practical  range  of  traosmiBBkBL 

The  reader  is  already  familiar  with  the  fact  that  the  signals  received 
in  radio  transmission  consist  of  very  high-frequency  currents  and  voltages, 
which  may  be  of  constant  or  varying  amplitude,  depending  upon  the  syskiD 
used.  These  signals  are  generally  "  heard  "  in  telephone  receives  by 
first  reducing  the  frequency  of  the  incoming  currents  and  voltages  frtxD 
a  very  high  value  to  an  ''  audible  value/'  and  thereafter  causing  the 
''  audio-frequency  "  currents  to  flow  through  the  receivers.  In  using  u 
amplifier  either  of  the  following  two  schemes  may  be  resorted  to: 

(a)  The  amplifier  may  be  so  connected  that  the  incoming  bigih 
frequency  currents  and  voltages  are  first  strengthened  and  thereafter 
reduced  in  frequency. 

(&)  The  amplifier  may  be  so  connected  as  to  strengthen  the  correnti 
and  voltages  after  they  have  been  reduced  in  frequency. 

The  above  forms  the  basis  of  the  division  of  amplifiers  into  two  gsieral 
classes,  i.e.,  "  high-frequency  "  and  "  low-frequency." 

While  these  two  general  t3rpes  of  amplifiers  are  fundamentally  the 
same,  yet  the  constants  of  the  apparatus  used  in  their  constructioci  are 
often  so  different  that  the  two  t3rpes  cannot,  in  general,  be  used  inter- 
changeably. 

The  amplifiers  used  in  radio  communication  consist  invaiiabfy  o^ 
one  or  more  three-electrode  vacuum-tubes  with  other  suitable  apparatus. 
As  a  matter  of  fact,  it  was  not  until  the  advent  of  the  vacuum-tube  that 
suitable  amplifiers  could  be  constructed  and  operated.  The  diaracter 
istics  of  a  good  amplifier  should  be  such  that  the  signal  currents  are 
strengthened  without  any  distortion;  the  vacuum-tube  can  be  mack  to 
fulfill  these  two  conditions  admirably,  and  it  is  practically  the  ceij 
apparatus  which  can.  It  will  be  noted  from  this  brief  outline  that  ao 
amplifier  must  be  a  kind  of  trigger  which,  actuated  by  the  very  weak 
voltages  impressed  by  the  antenna,  releases  from  a  local  energy  supply  as 
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amount  of  energy  much  greater  than  that  actuating  the  antenna.  The 
suitability  of  the  three-electrode  tube  for  this  purpose  is  at  once  evident 
from  the  analysis  of  its  action  given  in  Character  VI. 

The  General  Characteristics  of  Triodes. — These  have  been  quite 
thoroughly  discussed  in  Chapter  VI;  on  pages  570  et  seq.  the  possibility 
of  using  a  tube  as  an  amplifier  was  pointed  out  and  an  elementary  analysis 
given. 

The  "  static  "  relation  between  the  plate  current  and  grid  and  plate 
potentials  was  shown  to  be  expressible  by 

h^AiEt+noEe)', (1) 

and  it  was  also  pointed  out  that,  for  small  variations  in  the  tube  poten- 
tials, the  exponent  might  be  treated  as  unity. 

It  was  further  shown  that,  if  a  sufficiently  small  sine  wave  e.m.f  was 
impressed  on  the  grid,  the  pulsations  in  the  plate  current  would  be  sinu- 
soidal in  form,  and  the  constant  (1/^1)  acquires  the  significance  of  "  alter- 
nating cuirent  plate  circuit  resistance." 

We  then  have  the  equation  which  was  used  throughout  Chapter 
VI  in  analyzing  tube  action,  i.e. : 

/,«l(J5p+MoJ5#),       (2) 

where  /,=  effective  value  of  alternating  component  of  plate  cur- 

rent; 

Rp  » alternating  current  plate  circuit  resistance; 

J5#=  effective  value  of  alternating  component  of  grid 
voltage; 

£,=  effective  value  of  alternating  component  of  plate 
voltage. 

We  must  point  out  again  the  limitations  of  the  appUcations  of  this 
relation.  The  steady  values  (c.c.  components)  of  grid  and  plate  poten- 
tials must  be  so  chosen  that,  for  the  value  of  Eg  impressec^  the  linear 
relation  of  Eq.  (2)  holds  good.  This  requires  in  general  that  Ee  and  £» 
of  Eq.  (1)  above  be  properly  related. 

As  pointed  out  on  page  577  and  iQustrated  by  the  curves  of  Fig.  184, 
page  676,  when  there  is  considerable  outside  impedance  in  the  plate  circuit 
the  plate  ciurent  changes  linearly  with  respect  to  Eg  over  much  wider  ranges 
than  might  be  judged  from  the  static  characteristic.  This  is  conventionally 
illustrated  in  Fig.  1.  With  no  external  resistance  in  the  plate  circuit 
the  static  characteristic  of  a  tube  might  be  as  shown  by  ciu*ve  A,  whereas 
if  a  resistance  is  put  in  series  with  the  plate  (about  iequal  to  Rp)  and  the 
plate  voltage  Ei,  be  increased  sufficiently  to  make  7^  (for  Eg  ^0)  the  same 
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as  for  curve  A,  then  curve  B  wiD  be  obtained,  which  is  evidently  of 

a  shape  as  to  satisfy  Eq.  (2)  over  a  change  in  Eg  from  peihape— 4  yofa 

to  zero. 

Hence  if  the  value  of  Ee  is  chosen  as  —2  volts  the  tube  having  char* 
acteristics  shown  in  Fig.  1  would  operate  satisfactorily  with  an  impfeoM 
alternating  grid  signal  of  2  volts  maximum  value. 

It  will  be  noticed  that,  even  with  the  grid  potential  positive,  corrc 
B  is  still  nearly  straight  so  that  it  might  seem  possible  to  operate  the  tube 


8 


2 


10  1 

Grid  Voltage 


2 


8 


Fio.  1. — Showing  the  effect  on  the  plate  current — grid  potential  curve  of  a  tube  of 
putting  external  resistance  in  the  plate  circuit;  a  tube  which  by  itself  gives  char- 
acteristic Af  will  give  characteristic  B  if  sufficient  ejctemal  resistanoe  is  put  in  the 
plate  circuit  and  the  voltage  in  this  circuit  suitably  increased. 


satisfactorily  with  signals  sufficiently  intense  to  make  the  grid  swing 
positive.  Such  is  not  the  case,  however;  if  the  grid  is  allowed  to  become 
positive  it  takes  current  (it  takes  negUgible  current  as  long  as  it  is  neg- 
ative), and,  as  will  be  explained  later,  this  seriously  interferes  with  proper 
amplification. 

In  order  to  keep  the  grid  of  an  amplifier  suitably  negative  either  a 
small  dry  battery  may  be  inserted  in  the  grid  leak  resistance,  drciiit,  or 
the  leak  resistance  may  be  attached  to  a  point  in  the  filament  circuit 
which  is  sufficiently  negative  with  respect  to  the  filament.  Hiese  tw9 
schemes  are  indicated  in  Fig.  2,  a  and  b;  in  scheme  b  an  extra  resist- 
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(a)  (6) 

Fig.  2. — ^To  keep  the  grid  of  an  amplifier  tube  negative 
either  a  small  battery  of  dry  cells  may  be  used  (a) 
or  a  resistance  inserted  in  the  negative  leg  of  the 
filament  may  be  employed  (b). 


ance  R  is  put  in  series  with  the  filament  having  such  a  resistance  that 
\^hen  normal  filament  flows  throu^  it  the  IR  drop  is  the  required  amoimt. 
In  some  multi-stage  amplifiers  (several  tubes  repeating  one  into  the  other) 
the  filaments  are  all  connected  in  series  to  the  A  battery,  the  filament 
of  the  preceding  tube  may  serve  as  the  resistance  R,  as  indicated  in  Fig. 
3.  In  the  operation  of 
tubes  as  amplifiers  the 
following  quantities  play 
a  very  important  part: 

(a)  A.C.  resistance  of 
plate  to  filament  or  out- 
put circuit  of  tube. 

(6)  A.C.  resistance  of 
grid  to  filament  or  input 
circuit  of  tube. 

(c)  Capacity  of  grid  to 
filament  under  static  con- 
ditions and  under  actual 
operating  conditions. 

All  of  the  above  quantities  have  been  fully  discussed  in  Chapter  VI,  and 
the  reader  will  do  well,  before  proceeding  with  the  study  of  this  chapter, 
to  go  over  the  fimdamental  principles  of  three-electrode  tubes  as  outlined 
in  the  beginning  of  Chapter  VI.  The  fact  should  here  be  emphasized 
that  the  capacity  of  the  grid  to  filament,  while  small  under  static  con- 
ditions, may  attain  com- 
paratively large  values 
under  actual  operating 
conditions.  Again  the 
circuit  from  plate  to  fila- 
ment or  grid  to  filament 
is  made  up  of  a  resist- 

,     ,  ,  ,    .    .    ance  in  multiple  with  a 

Fia.  3. — In  case  several  tubes  are  used  in  cascade  it  is  . .  ,      ,  .,         ,. 

possible  to  connect  all  filaments  in  series  and  connect       *\J^  i/     •    '     j 
the  leak  resistances  behind  the  filament  of  the  preced-  l^anly  the  impedance  of 
ing  tube.    This  makes  the  grid  of  each  tube  negative  either  circuit    is   practi- 
with  respect  to  its  filament  by  an  amount  equal  to  the  cally  equal  to  its  resist- 
/«  drop  of  the  filaments.  ^^^    there    are     cases 

when  the  .  frequency  is 
high  enough  to  make  the  impedance  much  less  than  the  resistance.  That  is, 
the  capacity  reactance  of  the  circuits,  shimting  the  resistance,  may  be 
low  enough  to  determine  the  impedance  of  the  path. 

Effect  of  External  Resistance  in  the  Plate  Circuit. — As  pointed  out 
in  Chapter  VI  the  function  of  a  triode  when  used  as  amplifier  is  to  make 
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available  in  the  external  plate  circuit  a  voltage  similar  to  that  impresRC 

on  the  grid;  and  as  much  larger  as  feasible.    The  amomit  of  iDcretmt 

depends  upon  the  mo  of  the  tube  used,  and  on  the  impedance  introdtMed 

in  the  plate  circuit. 

If  a  resistance  R  is  put  in  the  external  plate  circuit  the  total  impedaziee 

of  the  plate  circuit  is  Rp+R.    The  magnitude  of  alternating  current  set 

up  in  the  plate  circuit  by  a  sine  voltage  Eg  acting  between  grid  and  fib- 

ment  is  given  by 

fioEg 


Ip 


Rp+R' 


(31 


and  this  alternating  current  flowing  through  the  resistance  R  gives  an 
available  voltage  in  the  plate  circuit  of 

R 


IpR^E^ 


Rp+R' 


(4) 


This  is  indicated  in  Fig.  4  and  experimental  curves  showing  how  the 

amplifying  power  of  a  tube  varies  with  the  value  of  R  used  are  given  in 

Rg.  181  of  Chapter  VI. 

It  is  evident  that  if  resistance  is  used  in  the  plate  circuit,  more  voltage 

must  be  suppUed  by  the  B  battery  to  maintfdn  the  plaie  voUage  at  its 

R 
proper  value.    Unless  this  is  done  the  expected  amplification  juo 

iip-ra 

does  not  increase  with  R  as  rapidly  as  might  be  expected  because  as  R 

is  increased  the  plate  voltage  (which 
is  equal  to  E^—hR)  decreases  and, 
as  pointed  out  on  page  425,  this  gi9e» 
an  increase  in  Rp,  Hence  if  resist- 
ance is  used  in  the  plate  circuit  of  an 
amplifying*  tube  the  B  battery  e.mi. 
must  be  considerably  greater  than  rated 
plate  voltage  of  the  tube,  ordinarily 
two  or  three  times   as  much.     If  the 

Fig.  4. — Amount  of  amplified  voltage  external    resistance    R    is   taken  equal 
with  resistance  in  plate  circuit.      ^  ^^^  ^^^e  resistance  ft,  the  B  battery 

must   have   a   voltage    twice   as  great 
as  the  rated   plate  voltage  of  the  tube,  and  the   amount   of  volta^ 

amplification  obtainable  is  ^. 

The  amplifying  power  of  a  tube  of  having  the  grid  at  different  poten- 
tials, Ecy  is  well  brought  out  by  the  curves  of  Fig.  183,  page  575.  It  is 
there  seen  that  not  only  must  a  proper  plate  resistance  be  used,  but  also 
the  grid  must  be  at  a  proper  potential  if  the  maximum  possible  ampli- 
fication is  to  be  obtained. 


V=EgMo 
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Effect  of  Reactance  in  the  Plate  Circuit. — If  we  use  in  the  plate  circuit, 
low-resistance  reactance,  instead  of  a  resistance,  the  ampUfying  quaUties 
the  tube  are  much  better^    Thus  if  we  put  in  series  with  the  plate, 
Z  =5=  R+j<aL,  we  shall  then  have  the  relation  shown  in  Fig.  6.    We  must 
from  Eq.  (2) 

T      tM)Eg 


hence  the  available  drop  in  the  external  circuit  is 

Z 


EgPLO 


>/(/J,+/J)2+a)L- 


(5) 


R+/«L 


It  is  to  be  pointed  out  here  that  R  and  L  are  the  alternating  current 

constants  of  coil  Z,  measured  imder  the  conditions  which  obtain  in  the 

ctctual    use  of  the  coil;  i.e.,  R  and 

L    must   be    measured   in    an    a.c. 

bridge  (or  similar  scheme)  with  the 

frequency  and  magnitude  of  voltage 

to  which  the  coil  is  subjected  when 

used  in  the  tube  circuit.    Also  when 

these  measurements  are  made^  there 

must   be   flowing   through   the   coil 

a  continuous  current   equal   to   the  '  'V(r]^r)*T(«l? 

average    plate    current,    h^     These  Fig.  6.— Amount  of  amplified  voltage  with 
precautions    in    determining   Z    are  inductance  in  plate  circuit, 

not  necessary  if  an  air  core  coil  is 

used,  but  this  is  seldom  the  case;  generally  an  iron  core  coil  is  used. 
If  now  the  resistance  R  is  small  compared  to  Rp  and  a)L  we  can  write 


V-E^/»o 


the  voltage  amplification  of  the  tube  and  circuit  as 

coL 


Ip<jjL  =  EgflO 


The  voltage  amplification, 


^Rp^+i^L^' 


(6) 


AtO 


a)j 


=;;> 


Vfl7+^ 


may  be  made  nearly  equal  to  /lo,  by  making  coL  sufficiently  large  and  at 
the  same  time  the  B  battery  need  have  a  voltage  only  equal  to  the  actual 
voltage  of  the  tube  (on  the  assiunption  that  the  resistance  of  the  coil  is 
negligible  compared  to  Rp). 

Classification  of  Amplifiers. — An  amplifier  generally  consists  of  two 
or  more  vacuum  tubes  so  arranged  that  the  varying  signal  voltage  is 
impressed  upon  the  grid  of  the  first  tube,  thus  producing  a  variation  of 
the  plate  current  in  this  tube;  this  varying  plate  current  is,  then,  made 
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to  produce  a  varying  voltage  between  the  grid  and  filament  of  the 
tube,  and,  singularly,  the  varying  voltage  is  relayed  from  the  second  to  the 
third  tube,  etc.,  imtil  the  plate  circuit  of  the  last  tube  is  readied,  wfaernn 
are  placed  the  telephone  receivers  or  any  other  device  used  for  making 
the  signals  readable.  From  this  brief  description  it  is  plain  Uiat  the  sigDak 
must  be  ''  repeated  "  from  one  tube  into  the  next.  Amplifiers,  eitber 
for  low-frequency  or  for  high-frequency,  are  divided  into  the  foOomng 
classes,  according  to  the  arrangement  used  for  "  repeating." 

(1)  Transformer-repeating  amplifiers. 

(2)  Resistance-repeating  amplifiers. 

(3)  Inductance-repeating  amplifiers. 


Tabef 


Tube  2 


Tabet 


Fig.  6.— a  transformer  repeating  amplifier  for  audio-frequencies. 


A  tube,  together  with  all  co-acting  apparatus,  is  known  in  amplifier 
work  as  a  '^  stage  of  amplification  ";  and  ain  amplifier  consisting  of  n 
tubes  is  known  as  an  n^tage  amplifier. 

The  two  terminals  of  the  ami^er  upon  which  the  incoming  signal 
voltages  are  impressed  are  known  as  the  ''  input "  terminals,  while  the  tvo 
terminals  across  which  exist  the  amplified  signal  voltages  are  known  as 
the  "  output  "  terminals. 

Transformer-repeating  Amplifiers. — ^These  are  generally  used  for 
amplifying  audio-frequency  signals  and  we  will  discuss  their  prindpie  of 
operation  by  referring  to  Fig.  6,  which  is  intended  to  represent  an  audio- 
frequency transformer-repeating,  three-stage  amplifier. 

The  audio-frequency  varying  voltage  is  connected  at  D  and  stepped 
up  by  means  of  the  transformer  T,  after  which  it  is  applied  between  the 
grid  and  filament  of  the  first  tube;  this  produces  a  corresponding  vari- 
ation of  the  plate  current  of  Tube  1.  The  varying  cmrent  fiowing  throuf^ 
the  primary  Pi  of  the  transformer  T\  induces  an  e.m.f .  in  the  secondaiy 
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£»!..  This  e.m.f.  is  applied  to  the  grid  and  filament  of  the  second  tube, 
axkd  th\is  the  yar3dng  signal  voltage  is  ''  repeated  ''  from  the  first  into  the 
second  tube  and  finaUy  from  the  second  into  the  third  tube,  the  varying 
^  I>late  current  of  which  is  caused  to  affect  the  telephone  receivers. 

It  will  be  at  once  apparent  that  in  an  arrangement  of  this  kind,  while 

e&ch  tube  itself  is  always  amplifying,  the  advantage  of  this  may  be  lost 

by  a  poor  repeating  device.    The  object  to  be  gained  is,  of  course,  to  make 

the  varying  voltage  between  the  grid  and  filament  of  each  tube  greater 

tlian  for  the  preceding  tube.    This  requires  correct  proportioning  of  the 

primary  and  secondary  of  the  repeating  transformers  Ti,  T2;  otherwise 

tJie  grid-filament  voltage  of  the  second  tube  may  be  but  slightly  larger, 

or  even  smaller,  than  for  the  first  tube.    This  is  not  an  unusual  occurrence 

in  poorly  designed  "  amplifiers." 

We  will  study  the  repeating  action  from  the  first  into  the  second  tube. 
For  the  sake  of  simplicity  we  may  assume  that  the  repeating  transformer 
has  neither  leakage  inductance  nor  resistance  and  also  that  the  mag- 
netizing current  is  zero;  this  is  equivalent  to  saying  that  the  transformer 
is  ideal.  In  so  far  as  the  alternating  ciurent  relations  of  the  circuit  are 
concerned,  such  a  transformer  may,  if  the  secondary  is  loaded  by  means 
of  a  non-inductive  resistance,  be  replaced  by  a  fictitious  resistance  placed 
in  the  primary  and  equal  to  the  secondary  circuit  resistance  divided  by 
the  square  of  the  ratio  of  transformation.    Let: 

£?ffi « effective  value  of  alternating  voltage  between  grid 

and  filament  of  Tube  1; 
£?f2=  effective  value  of  alternating  voltage  between  grid 

and  filament  of  Tube  2; 
Rpi  =  plate-filament  a.c.  resistance  of  Tube  1; 
Rff2  =  grid-filament  a.c.  resistance  of  Tube  2; 
juo=^  amplifying  constant  of  Tube  1; 
y*=  effective  value  of  alternating  voltage  across  primary 

of  repeating  transformer,  Ti; 
n=  repeating  transformer  ratio  expressed  as  the  ratio  of 
secondary  to  primary  voltage. 

The  above  quantities  are  illustrated  in  Fig.  7.  The  iaction  of  Egi  upon 
the  plate  current  of  Tube  1  is  the  same  as  if  an  alternating  voltage  equal 
to  noEci  had  been  impressed  upon  the  plate  circuit,  in  addition  to  the 
battery  e.m.f.  This  alternating  voltage  iMyEgi  is  impressed  upon  a  circuit 
which  may  be  simplified  as  shown  in  Fig.  8  and  consisting  of  the  plate 
resistance  of  the  first  tube  in  series  with  the  equivalent  resistance  of  the 
.  repeating  transformer  transferred  to  the  primary.  This  is  probably  the 
simplest  way  to  treat  the  problem  when  the  coupling  between  the  primary 
and  secondary  of  the  transformer  is  tight  and  the  load  circuit  of  the  trans- 
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former  is  resistive  only.  For  the  more  general  case,  i.e.,  leaky  traos- 
former  and  reactive  secondary  load,  the  action  of  the  tube  is  best  analysed 
by  using  for  the  external  impedance  in  the  plate  circuit  the  resistance  and 
reactance  of  the  primary  of  the  transformer  as  calculated  from  the  geo^aJ 
equations  given  on  pages  86-87. 

From  Fig.  8  the  following  equation  is  easily  derived: 


R 


n 


9t 
2* 


Rpi 


Rgt 


fM)Ef 


fjtoRi 


n^Rm+Rc 


E. 


(7) 


n2 


K  *^PI         H  *^  P 

<■ V -► 


Fig.  7.  Fio.  8. 

Fig.  7. — Circuit  detail  of  the  amplifier  shown  in  Fig.  6. 

Fig.  8. — Under  ideal  conditions  (transformer  requiring  no  magnetizing  current,  having 
zero  internal  impedance,  and  secondary  load  resistive  only)  the  circuit  of  Fig.  7 
may  be  replaced  by  the  one  above. 

The  voltage  between  grid  and  filament  of  the  second  tube  is  equal  to  the 
voltage  across  the  transformer  primary  multiplied  by  the  ratio  of  trans- 
formation; thus: 

and 

E^       iimRpt  /Q. 

E^'^n^R^+Rg, ^^^ 

Eq.  (9)  may  be  written  as: 

1^=-^, (10) 

Eg,    n^+a'  ^ 

where 

a  =  — 
Rpi 

E 

It  will  be  noted  from  Eq.  (10)  that  the  ratio  -^  varies  directly  with 

the  amplifying  constant  of  the  first  tube  and  it  also  varies  in  a  complex 
manner  with  Rgt/Rpt  and  with  n.    It  will  further  be  noted  that: 

R 

1st.  If  /lo  and  n  are  kept  constant  and  the  ratio  -^  increased  from 
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a  low  value,  then  ^  will  constantly  increase  towards  the  limiting  value 

R 
/ion  which  will  be  theoretically  reached  when  -^  =  00. 


R 
2d.  If  Ato  and  -gr  &i^  kept  constant  and  the  value  of  n  changed  then 

iCpi 

E 

•=r'  may  be  shown  to  have  a  maximiun  when: 

n»-^ (11) 

It  foUows  that  the  resistance  Rg^  should  be  made  as  high  as  possible, 
and  that,  once  this  has  been  done,  a  transformer  should  be  chosen  with 

a  transformation  ratio  about  equal  to  ^^'    It  is  not  always  possible 

adequately  to  satisfy  this  latter  condition,  as  will  be  more  fully  explained 
later.  The  resistance  R,,  is  made  high  by  preventing  the  potential  of 
the  grid  of  Tube  2  from  ever  becoming  positive,  for,  in  this  case,  the  grid- 
filament  resistance  is  theoretically  infinite;  this  is  accomplished  by  keep- 
ing the  grid  at  a  negative  potential  by  a  suitably  connected  battery,  or 
by  any  of  the  circuit  arrangements  already  explained  on  page  827.  Prac- 
tically, on  accoimt  of  gas  in  the  tube  and  the  leakage  from  grid  to  filament 
outside  of  the  tube,  the  grid-filament  resistance,  while  very  large,  is  at 
the  most  of  the  order  of  one  miUion  to  10  miUion  ohms,  and  may  in  some 
cases  be  as  low  as  a  few  hundred  thousand  ohms.    For  the  ideal  value 

E 
of  n^  the  ratio  ^r  would  be  foimd  by  substituting  (11)  in  (10);  thus: 

'E'^^2 ^  ^ 

If  the  tubes  used  for  the  various  stages  of  amplification  are  similar,  which 
is  almost  always  the  case,  the  transformers  may  have  the  same  ratio 
throughout. 

The  results  indicated  by  Eqs.  (11)  and  (12)  have  been  obtained  on  the 
basis  of  ideal  transformers  having  neither  leakage  inductance  nor  coil 
resistance  and  requiring  no  magnetizing  current.  The  effect  of  all  of 
these  in  an  actual  transformer  would  be  such  as  to  alter  the  best  value 
of  the  transformation  ratio,  and,  more  than  this,  to  diminish  the  ideal 
ratio  Eg^/Eg^  as  given  by  Eq.  (12).  The  leakage  inductance  and  coil 
resistance  of  the  transformer  can  be  made  quite  small  and  negligible  as 
compared  with  the  resistance  Ro^  and  their  effect  will,  therefore,  be  but 
small.  On  the  other  hand,  it  is  very  important  to  make  the  magnetizing 
current  very  small,  or,  in  other  words,  to  make  the  no-load  reactance  of 
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the  transformer  primary  very  high.  This  will  be  made  clearer  by  a  stodj 
of  the  diagram  Fig.  9,  which  is  similar  to  Fig.  8,  with  the  exception  of  the 
introduction  of  Xo  in  multiple  with \Bp^/n^,  where:  Xo=  reactance  of 
transformer  primary  at  no  load. 

A  resistance  should,  in  the  above  diagram,  be  inserted  in  series  with 
Xo  to  represent  the  core  losses,  but  we  have  omitted  it  for  the  sake  of 

simplicity  and  also  because  in  such 
transformers  the  core  losses  are  made 
negligibly  small. 

The  diagram  shows  that  Xo  is  in 
multiple  with  Rgjn^  and  therefore 
diminishes  the  equivalent  impedance 
of  the  circuit  H-P]  if,  then,  Xq  were 
very  low  the  voltage  drop  across  H-P 

,  ^    and,  therefore  the  secondary  voltage 
Fig.  9. — In  order  to  take  care  of  the  ,„  v  ,,  ,  n      tx  •    •         _a     * 

magnetizing  current  of  the  trans-  (f  ^  ^^^^  ^e  smaU.  It  IS  maportant, 
former  the  diagram  of  Fig.  8  must  be  ^^^^y  ^  make  ^o  as  high  as  possible, 
changed  as  above,  the  yalue  of  Xo  or,  in  other  words  the  primary  must 
being  equal  to  the  primary  reactance  have  a  very  large  number  of  tuiDS. 
with  secondary  open.  Th^,^   i3    ^    point,    however,    beyond 

which  it  is  uneconomical  to  increase 
the  value  of  Xo,  since  the  gain  in  amplification  is  too  small  to  make  it 
worth  while.  To  show  this  we  have  worked  out  the  theoretical  curves 
of  Fig.  10,  after  having  assumed  the  following: 

MO  =6, 

Rp  =  10,000. 

For  Rt^  two  different  values  were  chosen,  i.e. : 

ft^ =250,000  ohms  and  Rg,  =  1,000,000  ohms. 

For  Rf^  of  250,000  ohms  the  best  transformer  ratio  for  an  ideal  trans- 

/250  000 
former  is  found,  from  Formula  (11),  to  be:  \/ iaqqq  ^^y  *"^d,  similarily 

/l  000  000 
for  Rgn  of  1,000,000  the  best  transformer  ratio  would  be  \  lonno    ^^^' 


From  Formula  (12)  we  have: 


E 


Maximum  possible  value  of  -^  for  R^  of  250,000  =6Xt  =  15. 


:E 


Maximum  possible  value  of  -^  for  R^  of  1,000,000  =:6X ^ =30. 
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The  points  on  the  curves  have  been  plotted  by  assuming  different 
values  of  Xo  and  then  obtaining  the  voltage  across  H-P  and  also  the* 
secondary  voltage  £^,  after  which  -EgJE^^  was  computed.    The   assump- 
tion was  made  that  the  transformer  had  no  leakage  inductance,  no  coil 
resistances,  and  no  core  losses.    Curves  were  drawn  for  two  different 
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No*load  reactance  of  repeating  transformer  primary  in  ICohms 

Fig.  10. — Calculated  values  of  voltage  amplification  using  transformers  of  different 
ratios  and  two  different  values  of  input  circuit  resistance  of  the  second  tube.  The 
curves  show  the  effect  of  varying  the  no-load  reactance  of  the  primary  of  the  trans- 
former abcissffi  being  no-load  reactance  in  thousand  ohms. 


ratios  of  transformation,  i.e.,  4  and  5  for  Rg^  of  250,000  and  3  and  4  for 
Rg^  of  1,000,000  ohms.    They  show: 

1st.  That  for  low  values  of  Xq  the  ratio  EgjEg^  may  be  very  small, 
even  smaller  than  the  amplifjdng  factor  of  the  tube,  which  is  in  this  case 
6.  Thus,  a  transformer  with  low  no-load  reactance  might  make  the  result 
of  two  tubes  no  better,  or  even  worse,  than  for  one  tube  alone. 
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2d.  That  for  Rg^  of  10^  ohms  the  ratio  of  Eg,/Eg^  is  lai^er  than  for 
Rff,  of  250,000  ohms,  for  the  same  transformer  ratio,  even  thou^  the  vatue 
of  n  used  for  Rg^  of  250,000  ohms  is  much  nearer  the  ideal  value  than  for 
Rg,  of  10®  ohms. 

3d.  Beyond  certain  values  of  Xo  the  ratio  EgJE^^  does  not  inereaae 
much  with  increase  of  Xo.  Not  only  is  it  of  no  advantage  to  increut 
the  reactance  Xo  above  a  certain  amount,  but  it  is  actually  cEsadvan- 
tageous.  The  Xo  is,  of  course,  increased  by  increasing  the  cross-eectioa 
of  the  core  or  the  number  of  turns  in  the  primary  winding.  The  fonner 
of  these  expedients  is  objectionable  because  it  increases  the  space  require- 
ments. As  regards  increasing  the  number  of  primary  turns,  it  must  be 
noted  that,  if  this  is  done,  the  secondary  tiu'ns  must  be  proportioDateiy 
increased  if  the  ratio  of  transformation,  n,  is  to  be  constant.  Now,  the 
higher  the  number  of  transformer  turns  the  higher  become  the  internal 
resistance  and  leakage  reactance  of  the  transformer,  which  have  so  iar 
been,  neglected  in  our  discussion. 

A  high  internal  transformer  impedance  may  produce  a  large  intonal 
drop  due  to  the  "  load  "  attached  to  secondary,  i.e.,  the  grid*filament 
resistance  and  reactance  of  the  tube  into  which  the  transformer  is  repeat- 
ing, and  also  the  internal  distribiUed  capacity  of  the  secondary  vrinding 
itself;  the  final  result  would  be  that  the  voltage  applied  to  the  grid-fihuneiit 
might  be  far  less  than  that  calculated  on  the  basb  of  n^igible  internal 
transformer  drop.  This  may  be  summed  up  by  stating  that,  for  a  givea 
frequency,  the  higher  the  niunber  of  turns  used  the  more  does  the  ratio 
of  terminal  voltages  (secondary  to  primary)  depart  from  the  turn  ratio 
n,  being  only  a  fractional  part  of  n.  In  fact,  it  is  possible  to  increase  the 
transformer  tmns  to  such  an  extent  (more  especially  if  the  ratio  be  hi|^ 
say:  10  to  1),  that  the  terminal  voltage  of  the  secondary  (when  used  in 
the  tube  circuit)  is  less  than  the  voltage  impressed  upon  the  primary  winding. 
The  above  phenomenon  may  take  place  if  the  number  of  turns  is  kept 
constant  and  the  frequency  raised.  In  practice  the  value  of  Xo  for  an 
amplifier  to  be  used  at  constant  audio-frequency  is  made  equal  to  about 
once  or  twice  the  value  of  the  plate-filament  a.c.  resistance. 

4th.  The  higher  the  ratio  of  transformation  the  greater  the  ampli- 
fication. In  connection  with  this  it  will  be  noted,  however,  that  a  point 
may  be  reached  beyond  which  it  is  uneconomical  to  increase  the  ratio, 
since  the  gain  in  amplification  is  too  small,  as  for  example  in  the  case  of 
curves  A  and  B  for  transformer  ratios  of  4  and  5  respectively.  As  a  matter 
of  fact  if  we  consider  that,  for  a  constant  number  of  primary  turns,  the 
increase  in  ratio  is  obtained  by  increasing  the  number  of  secondary  tiinv 
and  that  simultaneously  the  internal  impedance  of  the  transformer  and 
effect  of  the  distributed  capacity  of  the  secondary  are  increased,  it  wiD  be 
apparent  that,  due  to  the  large  internal  drop,  the  voltage  across  the  sec- 


TRANSFORMERrREPEATING  AMPLIFIER 


837 


ondaiy  may  be  smaller  for  a  high  than  for  a  low  ratio  of  transformation. 
This  effect  has  already  been  pointed  out  in  connection  with  the  value 
of  Xo  and  plays  such  an  important  part  in  connection  with  the  trans- 
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formation  ratio  that  it  has  been  found  advisable,  in  practice,  to  keep 
the  value  of  this  ratio  below  about  4  or  5. 

By  means  of  the  curves  of  Fig.  10  we  have  plotted  another  set  of  curves 
which  is  given  as  Fig.  11,  and  which  shows  how  the  frequency  affects  the 
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ratio  of  E^/Egi  for  diflferent  values  of  no-load  inductance  of  the  primary 
of  the  repeating  transformer.  The  values  chosen  for  this  inductance  are 
2,  5,  10  henries.    The  curves  bring  out  the  following  very  important  factg: 

1st.  For  every  value  of  inductance  there  is  a  frequency,  below  which 
the  amplifying  action  of  the  tube  and  transfonner  varies  very  widely, 
and  above  which  the  amplifying  action  varies  but  Uttle. 

2d.  If  the  frequency  is  too  low  the  amplifying  action  may  be  very 
poor;  hence  an  amplifier  may  work  very  well  on  comparatively  h^ 
audio-frequency  and  fail  to  work  on  lower  frequencies. 

3d.  If  the  amplifier  is  to  be  used  over  a  wide  range  of  frequencies. 
as  in  the  case  of  amplification  of  telephone  or  radiophone  cturentSy  IbeD 
it  is  extremely  important  to  choose  a  value  of  transformer  inductance 
such  that  the  amplifying  action  will  be  nearly  the  same  over  the  entbc 
range  of  frequencies,  otherwise  the  low-frequency  components  would  suf- 
fer, and  speech  would  thereby  be  distorted.  Thus,  assuming,  as  is  senef- 
ally  done,  that  the  speech  frequencies  vary  over  an  average  range  of  300 
to  2000  or  more  cycles  per  second,  an  inductance  of  10  henries  would, 
in  our  case,  be  sufficiently  high  to  amplify  all  frequencies  equally  well 
provided  that  the  internal  leakage  reactance  and  capacity  do  not  cooie 
into  the  question;  any  higher  inductance  than  this  would  not  produce 
sufficient  gain  either  in  amplification  or  in  equality  of  amplification  for 
different  frequencies  to  warrant  its  use,  in  fact  due  to  its  high  internal  drop 
it  would  probably  make  the  amplification  of  the  higher  frequencies 
poorer. 

4th.  Much  greater  amplification  is  obtained  at  neaiiy  all  frequencies 
and  nearly  all  values  of  no-load  primary  inductance  for  R^  dt  1^000,000 
ohms  than  for  Rg^  of  250,000  ohms. 

Our  anal}^  shows  that,  while  theoretically,  the  ratio  dt  transfor- 
mation should  be  equal  to  Vfi^/fi^  and  the  value  of  Xo  should  be  vwy 
large,  yet,  practically,  the  transformation  ratio  should  not  be  made  much 
larger  than  4  or  5  and  Xo  should  not  be  much  larger  than  once  or  twice 
the  plate-filament  resistance.  Where  the  amplifier  is  to  be  used  for  tele- 
phone ciurents  it  is  important  that  the  primary  no4oad  inductance  of 
the  repeating  transformer  be  chosen  high.  In  every  case  a  large  grid- 
filament  resistance  is  effective  in  producing  large  amplifications,  and 
this  condition  should  alwa3rs  be  striven  for  by  preventing  the  grid  &om 
assuming  a  positive  potential. 

In  the  case  of  the  first  transformer  T  (see  Pig.  6)  it  may  be  shown  by 
a  method  similar  to  that  used  for  the  other  transformers  that  the  ideal 
ratio  of  transformation  is  given  by: 


(13) 
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where  S  =  ratio  of  secondary  to  primary  voltage  for  transformer  T; 

/2=:  Resistance  connected  in  series  with  the  primary  of 
transformer  T. 

The  resistance  R  may  be  that  of  the  plate-filament  circuit  of  some  other 
tube  or  of  a  telephone  line  or  anything  else  which  may  be  in  series  with 
the  transformer  primary. 

Again,  as  in  the  case  of  the  other  transformers,  the  no-load  inductance 
of  the  primary  should  be  high,  and  the  ratio  S  should  not  be  made  so  high 
as  to  permit  the  internal  capacity  of  the  transformer  to  have  much 
eflfect. 

Coiistruction  of  Transformers  for  Low-frequency  Amph'fiers. — In 
order  to  make  the  no-load  reactance  of  the  primary  of  the  transformer 
high  it  should  be  constructed  with  a  good  (]piality  of  iron  suffering  but 
small  losses  and  having  high  permeability.  The  flux  leakage  of  the 
primary  and  secondary  coils  shoidd  be  very  low. 

The  main  difficidty  in  connection  with  a  transformer  of  this  tjrpe 
is  to  so  arrange  the  windings  that  they  will  have  as  little  distributed 
cai>acity  as  possible.  In  view  of  the  necessity  of  saving  space  the  large 
reactances  of  the  coils  are  obtained  by  the  use  of  a  very  large  number  of 
layers  of  fine  wire  placed  on  a  comparatively  small  core;  hence  the  dif- 
ficulty of  making  the  capacity  between  layers  small.  Ordinarily  sheets 
of  insulation  are  placed  between  adjacent  layers  so  as  to  make  the  distance 
lai^r  than  would  otherwise  be  the  case,  and  thus  diminishing  the 
capacity. 

It  will  be  readily  understood  that  a  lai^e  capacity  connected  either 
across  the  secondary  or  across  the  primary  or  both  lowers  the  no-load 
impedance  of  the  transformer  and  reduces  amplification.  As  long  as  the 
internal  capacity  of  the  transformer  is  small  compared  to  the  capacity  of 
the  input  circuit  to  which  the  secondary  is  connected,  it  will  be  of  little 
importance  in  determining  the  behavior  of  the  amplifier. 

Impedance  of  Telephone  Receivers. — The  receivers  used  in  the  plate 
circuit  of  the  last  tube  of  the  amplifier  should  be  suitably  chosen.  The 
impedance  of  a  telephone  receiver  is  made  up  of  the  following  four  com- 
ponents: 

1st.  The  static  reactance. 
2d.  The  static  effective  resistance. 
3d.  The  motional  reactance. 
4th   The  motional  resistance. 

The  first  two  components  are  due  to  the  constants  of  the  electric  and 
magnetic  circuits  of  the  receiver  and  the  losses  taking  place  therein  and 
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are  the  effective  reactance  and  resistance  measured  with  the  diaphragia 
"  locked." 

The  motionid  reactance  and  resistance  are  produced  by  the  motiao 
of  the  diaphragm  and  are  to  be  added  to  the  static  reactance  and  resist' 
ance  respectively.    It  is  plain  Uiat  the  motional  resistance  is  the  resK- 
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Fia.  12. — Reaifltance  and  re&ct&nce  of  such  a  receiver  aa  is  used  in-  radio  wofk  m  * 
function  of  the  frequency;  one  set  of  curves  gives  the  characteristics  with  disr 
phragm  free  to  move  and  the  other  with  it  olaroped  tight. 

ance  equivalent  of  the  power  expended  in  moving  the  diaphragm  to  and 
fro  part  of  which  ia  uBeful  in  producing  sound;  in  other  worda,  for  a  cer- 
t^n  receiver,  the  greater  the  motional  resistance  the  greater  will  be  the 
receiver  response  to  a  certain  value  of  incoming  alternating  current.  Tlie 
value  of  this  resistance  varies  with  the  frequency  and  is  a  maximum  at 
about  900  to  1000  cycles  per  second.  Curves  are  given  in  Fig.  12,  showing 
the  relation  between  frequency  and  resistance  and  reactance  of  a  recei^-er 
with  the  diaphragm  locked  and  with  the  diaphragm  vibrating.'    Ii^  view 

>  It  must  be  pointed  out  that  where  the  motional  Teaiatanoe  is  negative,  tlie  d» 
I^iiagm  is  not  acting  like  a  generator,  giving  off  electric  power  due  to. its  matiDo;  tk 


IMPEDANCE  OF  TELEPHONE  RECEIVER  841 

of  the  many  components  of  the  impedance  of  a  receiver  and  their  variation 
with  the  frequency  it  is  difficult  to  lay  down  any  set  rules  for  the  choice 
of  a  receiver.  We  may,  however,  simplify  matters  by  first  assuming  that 
we  are  dealing  with  a  receiver  having  nothing  but  motional  resistance. 

Let  Rm  =  motional  resistance  of  receiver; 

Ap- plate-filament  a.c.  resistance  of  last  tube; 
/lo^ff^  effective  value  of  alternating  voltage  impressed  upon 
the  plate  circuit  of  the  last  tube; 
/p=  effective  value  of  the  alternating  current  component 

in  the  plate  circuit  of  the  last  tube; 
P»»  power  expended  in  Rm> 


Then 


and 


Rm+Rp^ 


^-°^''^°(^F^^ (14) 


For  maximum  response  in  the  receivers  the  power  (Pm)  expended  in  the 
motional  resistance  should  be  a  maximmn,  and  since  the  expression  of 
Ekj.  (14)  is  a  maximmn  when  Rm-Rp,  we  conclude  that  if  the  receiver 
had  nothing  but  motional  resistance  then  maximum  response  would  be 
obtained  by  making  the  motional  resistance  equal  to  the  plate-filament 
a.c.  resistance  of  the  last  tube. 

In  the  case  of  a  practical  receiver  containing  motional  and  static  resist- 
ance and  reactance  it  is  apparent  that  the  larger  we  make  the  number 
of  turns  of  copper  wire  the  more  we  increase  all  the  components  of  the 
impedance,  including  the  motional  resistance,  and  the  greater  is  likely 
to  be  the  receiver  response.  It  is,  however,  difficxilt  to  determine  theo- 
retically how  far  we  should  go  on  increasing  the  number  of  turns  and  the 
total  impedance.  In  practice,  a  receiver  is  generally  chosen  whose 
total  impedance  is  about  equal  to  the  a.c.  resistance  from  plate  to 
filament. 

Connections  of  Transformer-repeating  Low-frequency  Amplifiers 
for  tiie  Reception  of  Damped  and  of  Undamped  Waved. — The  diagram 
of  Fig.  6,  page  830,  shows  in  a  schematic  manner  a  low  frequency  trans- 
former repeating  amplifier  without  any  connections  to  any  receiving 
apparatus.  Kg.  13  shows  how  such  an  amplifier  would  be  connected 
to  another  tube  for  the  reception  of  damped  waves  or  of  radiophone 

negative  motional  resistance  merely  signifies  that  the  diaphragm  in  motion  (in  the  right 
motional  phase)  absorbs  less  power  as  eddy  currents  and  hysteresis  than  if  it  is  locked 
and  00  unable  to  move. 


842 


AMPLIFIERS 


JPOAF.  33 


messages.    Pig.  14  shows  a  crystal  detector  receiver  for  damped  wsrw 
and  the  maimer  in  which  it  would  be  attached  to  the  amplifier,  wtdk 
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Pig.  15  shows  an  autodyne  tube  receiver  for  undamped  waves  and  the 
manner  in  which  it  would  be  connected  to  the  amplifier.    Considering 
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fl^.  13  it  will  be  noted  that  the  rectifying  tube  is  connected  in  the  standard 
manner  already  discussed  in  Chapter  VI,  page  451,  with  a  grid  condenser 
&nd  leak  resistance,  and  that, 
in  this  case,  the  telephone  re- 
ceivers, which  would  ordinarily 
l>e  connected  to  the  points  Q 
and  S,  have  been  replaced  by 
the  amplifier.    The  condenser 
C  is. of  a  fairly  large  capacity 
(5000  fifif  or  more)  and  is  used 
for  the  purpose  of  carrying 
-whatever  high-frequency  cur- 
rents flow  in  the  plate  circuit 
of  the  rectifying   tube;   these 
high-frequency   currents  flow 
readily  through  the  low  im-       _ 
pedance  which  the  condenser  yiq.  14.— How  a  crystal  detector  set  would  be 
C  has  at  high-frequency,  while,  connected  to  the  amplifier. 

on  the  other  hand,  the  audio- 
frequency currents  which  are  to  be  amplified  take  the  path  of  the  primary 
of  the  transformer  T.    As  a  matter  of  fact  the  repeating  transformers 
such  as  r,  Ti,  72,  have  such  a  high  distributed  capacity,  cm  account  of 


.  To  Point!  Q.  Ac  S 
^      oCABipliAer 


To  Point!  Q  Ac  S 
of  Amplifier 


Fig.  15. — How  an  autodyne  tube  receiving  continuous  wave  signals  would  be  connected 

to  the  amplifier. 

the  very  lai^  nmnber  of  layers  of  wire  enclosed  in  a  small  space,  that 
the  by-pass  capacity  C  may  often  be  dispensed  with,  in  which  case  the 
distributed  capacity  of  transformer  T  carries  the  high-frequency  currents. 
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The  amplifier  shown  in  Fig.  13  has  batteries  Ki,  K2,  Kz  in  aeries  wiit 
the  grids  for  the  purpose  of  keeping  them  at  an  average  negative  pates- 
tial;  it  will  also  be  noted  that  a  single  battery  (A2)  is  being  used  for  tbe 
filaments  of  all  the  amplifying  tubes,  and  that  the  battery  B2  feeds  the 
plates  of  all  the  amplifying  tubes.  Instead  of  using  the  grid  batteries 
Ki,  K2,  Kb  the  lower  ends  of  the  secondaries  of  the  repeating  tni»- 
formers  may  be  connected  to  the  filament  battery  circuit  at  a  point  ol 
suitable  negative  potential.  This  has  been  discussed  on  page  827  and 
is  exemplified  in  the  amplifier  circuit  of  Fig.  16,  page  845.  Figs.  14  and  15 
hardly  need  any  explanation  and  show  in  every  case  that  the  ajr^plHi^ 
is  cormected  in  place  of  the  telephone  receivers. 

Transformer-repeating  Amplifiers  for  Hig^  Frequencies. — These  ape 
similar  to  the  amplifiers  for  audio  frequency  with  the  exception  of  different 
electrical  constants  for  the  transformers,  made  necessary  by  the  use  of 
radio  frequencies.  A  diagram  is  given  in  Fig.  16  showing  a  three-«tage 
high-frequency  transformer-amplifier  connected  for  the  reception  d 
undamped  waves.  It  will  be  noted  that  the  grid  of  the  first  amplifyiBg 
tube  is  connected  directly  across  the  receiving  tuning  condenser.  Q  and 
S  are  the  input  terminals  of  the  amplifier  while  Qi  and  Si  are  the  output 
terminals;  the  latter  are  shown  connected  to  an  autodine  recti^ring  tube, 
and  the  telephone  receivers  are  placed  in  the  plate  circuit  of  the  rectify- 
ing tube.  The  grids  are  maintained  at  an  average  n^ative  potential 
by  making  use  of  proper  resistances  in  series  with  the  negative  sides 
of  the  filaments.  If  grid  batteries  should  be  used  instead  they  sbould 
be  connected  on  the  lower  side  of  the  secondaries  of  the  repeating  trans- 
formers; if  connected  next  to  the  grid  they  will  increase  the  free  capadtj 
of  the  grid  connection  and  thus  reduce  to  some  extent  the  voltage  impressed 
on  the  grid  itself. 

This  type  of  amplifier  is  not  a  very  efficient  one,  and,  in  fact,  we  migjit 
say  that  it  is  almost  impossible  to  construct  an  efficient  am^difier  for  very 
high  frequencies.  We  will  discuss  the  main  features  and  difficulties 
encountered  in  this  amplifier,  and  will  find  later  that  these  difficulties 
exist  in  all  t3rpes  of  high-frequency  amplifiers. 

The  repeating  transformers  Ti,  72,  Ts  are  generally  constructed  with- 
out any  iron,  in  order  to  prevent  the  excessive  eddy  ciui:ent  and  hysteresis 
losses  which  would  take  place  at  radio  frequencies. 

The  optimum  electrical  constants  of  the  transformers  caimot  be  derived 
on  the  same  basis  as  for  the  repeating  transformers  of  the  low-frequencj 
amplifiers  for  the  reason  that  the  high-frequency  transformers  do  not 
approach,  even  to  a  small  extent,  the  ideal  transformer  without  leakage. 
Consider  the  plate  and  grid  circuits  of  two  adjacent  amplifying  tubes  as 
represented  in  Fig.  17.  Assume,  for  the  sake  of  simplicity,  that  the  grid 
takes  no  current,  or,  in  other  words  that  its  resistance  is  infinite.    We  wiD 
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&rst  discuss  the  action  of  the  transformer  without  considering  either  the  dis- 
tributed capacity  of  the  coils  Li  and  L2  or  the  capacity  of  the  grid-filament 


circuit  of  the  second  tube;  all  these  capacities  play  a  very  important  part 
in  the  operation  of  the  amplifier  and  will  be  taken  into  consideration  later. 
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/lo^ amplifying  constant  of  first  tube; 
Effi  ==  alternating  grid  voltage  of  1st  tube; 
Egt  -alternating  grid  voltage  of  2d  tube; 

/p  -alternating  component  of  plate  current  of  1st  tube; 

0)  =  angular  velocity  of  radio  frequency  currents; 

Jlf=  mutual  inductance  between  Li  and  L2; 

M 

k  » coefficient  of  coupling  between  Li  and  La  «    , 

VL1L2 


Tubel 


Tubes 


Fig.  17. — Circuit  detail  of  the  high-frequency  transformer. 

Since  the  circuit  of  L2  is  assumed  of  infinite  impedance  it  fdlows  that 
E^  is  equal  to  the  e.m.f .  induced  in  L2,  or 

Eg, = o)MIp = o)Ipk\/LiL2 
but 


P 


therefore 


E^^ 


fjio(f)EfJcy/  L1L2 


and 


Egt       MowfcVLiLj 


The  ratio  Eg^/E^^  varies  directly  with  k  and  VL2  but  it  varies  in  a  com- 
plex manner  with  la.  If  all  other  quantities  are  kept  constant  and  L\ 
only  varied^  it  may  be  shown  that  Eg^/E^  is  a  maximum  when 

«Li  =  Rp (16) 

If 

R^  B  10,000  ohms  (previously  assumed  value) 

and 

«  -3X 10®  (about  600  meters  wave-length) 

then,  for  maximum  value  of  J^^/J?^, 

10,000  X10« 


Li- 


3X10« 


=3300  microhenries. 


Tubel 


Tube  2 
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An  inductance  of  3300  microhenries  cannot  be  constructed  to  have  an 

# 

interoaJ  capacity  which  is  negUgible  at  a  frequency  of  600,000  cycles  per 
second,  especially  if  the  space  requirements  prohibit  much  space  between 
layers.  Even  if  such  internal  capacity  is  very  small,  say,  20  MMf>  ^^ 
natural  wave-length  of  the  coil  would  be  given  by: 

natural  wave-length  of  coil  Li  =  1.885 xVsSOOx 20  =485  meters. 

In  other  words,  the  coil  whose  inductance  is  Li  may  have  a  natural  wave- 
len^h  within  the  range  of  wave-lengths  of  the  signals  received  by  the 
amplifier.      It   follows   that  when 
the    -wave-length  of  the  incoming 
signal  is  equal  to  the  natimd  wave- 
length of  the  coil  La  J  then  the  coil 
will  act  like  a  high  resistance:  this 
eqtiivalent  high   resistance  of  the 
coil,   connected  in    series  with  the 
smaller   plate  resistance,    Rp,   will 
cause    the   changing    fioEo^  to  be 
impressed  practically  wholly  upon 
the  coil  Li,  and  hence  the  repeat- 
ing  action  from   Li   into   J^  will  /:  ^         ,    ^u 
1                         J      X    xi.               1     ^i.   FiQ'  18. — When  receiving  fixed  wave-lengths 
be  veiy   good   at   the  wave-length      t^e  uae  of  a  condenser  C.  in  paraUel  ^h 
under    consideration.      For    other 

wave-lengths  than  that  equal  to 
the  natural  wave-length  of  Li  the 
repeating  action  will  not  be  so 
good  and  may  be  very  poor.    This  is,  of  course,  objectionable. 

The  remedy  to  the  above  may  be  foimd  in  making  Li  small  and  placing 
a  tuning  condenser  in  multiple  with  it,  as  shown  in  Fig.  18.  The  timing 
condenser  Ci  would  be  adjusted  so  that  Li-Ci  are  tuned  to  the  incoming 
frequency.  When  this  is  done  the  resistance  between  the  points  H  and 
J  would  be  so  large  that  the  resistance  of  the  plate  to  filament  of  the  first 
tube  may  be  neglected.  The  results  will  be  the  same  as  if  the  voltage 
noEff^  were  applied  directly  across  H-J  without  any  drop  in  the  plate  circuit. 
Assume  this  to  be  the  case  and  let: 


a  low-inductance  primary,  is  preferable 
to  a  primary  which  by  itself  has  suitably 
high  reactance. 


h 


alternating  component  of  current  in  Li; 
iwEf, 
uLi' 


0,3/71  =  u,hkVUL2  ^'^^wg.VI^ 
HokEffi^/T2 


v^ 
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and 


Ef^    fjokVl^ 


This  last  equation  shows  that  when  Li-Ci  is  tuned  to  the  incomiDig 
frequency  the  ratio  EgjEg^  varies  inversely  as  VZ7;  hence  it  is  advisaUe 
to  make  Li  very  small,  a  condition  which  is  very  desirable,  since  then 
the  distributed  capacity  is  negligible.  There  is,  however,  a  limit  to  decreas- 
ing Li,  in  view  of  the  fact  that  the  resistance  of  a  multiple  resofnating 
circuit  such  as  Li-Ci  will,  after  decreasing  Li  below  a  certain  Talue, 
decrease  and  will  thus  cause  a  much  lower  voltage  to  be  applied  acroas 
the  points  H-J  of  Fig,  18.  This  effect  can  be  calculated  from  Eq.  (50), 
page  72,  from  which  it  may  be  seen  that  the  effective  resistance  of  the 
parallel  circuit,  at  resonance,  depends  upon  the  ratio  of  L  to  ii;  the 
smaller  L  is  made  the  lower  in  the  ratio  L/R  imless  large  well-«traiKled 
conductors  are  used.    * 

As  regards  1/2}  it  should  be  made  large,  yet  if  it  be  so  made  its  di»- 
tributed  capacity  may  be  such  as  to  practically  short-circuit  the  grid- 
filament  of  the  second  tube  and  make  the  ratio  EgJEo^  practically  «io. 
Hence,  it  is  advisable  to  keep  L2  as  small  as  is  consistent  with  reasonable 
amplification.    We  will  illustrate  by  means  of  the  foUowiog  example: 

Take  /io=6; 

A;  =0.3; 

Li  =36iLiA; 
L2*256mH. 


Then  

4.8, 


Eg,    6X0.3XV256 


Eg,  V36 

which  is  a  small  value  as  compared  with  8.5  to  9.5  for  audio-frequency 
amplifier. 

Of  course  we  could  increase  L2  above  256,  but,  in  so  doing,  its  distrib- 
uted capacity  would  begin  to  affect  the  grid  voltage  adversely  and  nothing 
would  be  gained  by  the  increase  in  L2. 

The  effect  of  the  grid-filament  capacity  must  now  be  considered. 
This  capacity  is  comparatively  small  tmder  static  conditions  but,  as  shown 
on  page  432,  Chapter  VT,  it  increases  very  much  imder  the  conditions 
present  in  amplifiers;  of  course  the  reactance  of  this  capacity  is  in  parallel 
with  the  grid-filament  circuit  and  causes  the  voltage  across  the  grid  to 
fall  to  a  small  value,  in  spite  of  all  the  precautions  which  we  may  have 
been  taken  in  designing  the  repeating  transformer.  As  a  matter  of  fact 
it  is  shown  in  Chapter  VT  that  the  higher  the  alternating  voltage  produced 
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stt  the  output  terminals  of  the  tube  the  lower  becomes  the  capacity  react- 
^uace  of  the  input  circuit,  or,  in  other  words,  the  better  the  repeating 
t^ransformer  the  poorer  may  the  amplification  be.  Thus  the  capacity 
of  the  input  circuit  of  an  amplifying  tube,  may  be  50  to  75  MMf«  Assuming 
ci  value  of  50  MMf  the  reactance  of  this  capacity  at  600  meters  would  be 
only  6400  ohms! 

This  is  the  most  important  difficulty  encountered  in  the  design  and 
construction  of  all  high-frequency  amplifiers,  a  difficulty  which  makes 
such  amplifiers,  especially  for  short  wave-lengths,  very  difficult  to  con- 
struct. The  only  remedy  is  to  reduce  the  capacity  of  the  input  circuit 
or,  in  other  words,  to  make  the  area  of  the  grid  as  small  as  feasible,  and 
keep  the  wires  connecting  to  the  grid  as  far  from  the  other  wires  of  the 
tube  as  possible  and  use  a  tube  having  a  low  /lo.  Some  very  small  tubes 
have  been  built  for  high-frequency  amplifiers  with  these  ideas  incorpo- 
rated.^ The /io  of  such  tubes  is  generally  low,  probably  not  more 
than  3. 

In  case  tuned  plate  circuits  are  used  for  a  high-frequency  amplifier 
it  is  evident  that  unless  all  the  tuning  condensers  are  controlled  by  one 
handle  the  adjustment  of  the  amplifier  for  signals  of  various  frequencies 
would  be  tedious  and  difficult. 

Resistance-repeating  Amplifiers. — We  will  first  discuss  this  type  of 
amplifier  relative  to  audio-frequency  amplification.  The  diagram  of  Fig. 
19  shows  such  an  amplifier  for  three  stages.  The  incoming  signal  voltage 
is  appUed  to  the  points  QS  and  is  caused  to  affect  the  grid  of  Tube  1 
through  the  means  of  the  high  resistance  R,  The  grid  and  filament  of 
Tube  1  are  connected  across  the  resistance  R  through  the  comparatively 
large  condenser  Ci;  a  leak  resistance  n  is  connected  from  the  grid  to  the 
filament.  The  purpose  of  the  leak  resistance  and  of  the  condenser  Ci 
wiQ  be  explained  later,  but  it  will  be  presently  understood  that  any  vari- 
ations of  potential  difference  across  R  will  be  impressed  upon  the  input 
circuit  of  Tube  1  with  the  exception  of  any  drop  of  potential  which  may 
take  place  in  the  condenser  Ci. 

The  variations  of  the  grid  potential  of  Tube  1  will  cause  a  correspond- 
ing variation  of  the  plate  current  in  this  tube,  and  hence  a  varying  differ- 
ence of  potential  will  exist  across  the  high  resistance  Ri.  Since  the  point 
0  is  at  constant  potential  it  is  plain  that  the  potential  difference  between 
the  points  A;  and  o  will  be  varied  and,  as  the  battery  resistance  is  com- 
paratively low,  the  variation  of  this  potential  difference  must  necessarily 
be  very  nearly  the  same  as  that  across  Ri. 

The  grid  and  filament  of  Tube  2  are  connected  across  k  and  o  through 
the  comparatively  large  condenser  C2,  and,  therefore,  any  variation  in 
the  potential  difference  across  k  and  0  will  be  impressed  upon  the  grid 
*  Such  a  tube  is  shown  at  0  in  Fig.  21  of  Chapter  VI,  page  389. 
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of  Tube  2,  or,  in  other  words  the  signal  will  be  repeated  into  the  aeccmd 
tube  by  means  of  the  repeating  resistance  Ri. 

In  a  similar  manner  the  signal  will  be  repeated  from  Tube  2  to  3. 
where  it  will  be  picked  up  on  the  receivers.    The  purpose  of  the  grid 

condensers  Cs  and  C% 
is  to  insulate  the  grids 
of  Tubes  2  and  3  re- 
spectively   from    the 
batteries  Bi   and  B», 
Thus,  if  condenser  Ct 
were    removed    it    is 
plain  that  the  grid  of 
Tube  2  would  then  be 
connected  to  battery 
Bi  through  the  resist^ 
ance     Ru    and     the 
battery  would  impiesB 
such  a   high  positive 
potential     upon     the 
grid   as   to   probably 
spoil    the    tube.      A 
similar  reasoning  ap- 
plies to   the   case  of 
grid  condenser  Ci  in 
so  far  as  it  insulates 
the  grid  of  tube  1  from 
any  hi^  direct  electro- 
motive   force    which 
may  be  to  the  left  of 
the  points  QS;  some- 
times, as  will  be  shown 
later,  it  is  possible  to 
dispense  with  the  grid 
condenser  Ci  and  the 
resistanoes  n  and  R 
for  the  first  tube. 

As  regards  the  leak 
resistances  n,  rs,  ri 
they  are  made  neces- 
sary by  the  use  of  the  insulating  grid  condensers  Ci,  C?,  and  C3.  It  has 
already  been  found  in  Chapter  VI,  page  410,  that,  when  a  condenser  is 
connected  in  series  with  the  grid,  if  the  grid  is  very  highly  insulated,  the 
operation  of  the  tube  is  very  uncertain.    The  accmnulation  of  electrons 
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the  grid  generally  forces  it  to  assume  a  negative  potential  of  one  or  two 
ATolts,  this  amount  depending  upon  filament  current,  etc.  If  a  sudden  pulse 
of  e.mi.  (such  as  given  by  a  "stray")  is  impressed  on  the  grid  it  probably 
^wUJ  accumulate  sufficient  electrons  to  force  the  plate  current  to  zero  and 
this  dccumidaied  charge  of  electrons  in  the  grid  has  no  way  of  escaping. 

Of  course  as  long  as  the  plate  current  of  one  tube  is  zero  the  amplifier 
is  "dead";  it  is  said  to  be  "paralyzed,"  or  "blocked."  The  grid  of 
£t  triode  should  never  be  left  "  free  "  or  "  floating,"  as  the  behavior  of 
the  tube  will  then  always  be  erratic.  As  to  just  how  much  leak  resistance 
is  required  from  grid  to  ground  to  make  the  tube  stable  depends  upon  the 
size  of  the  tube  and  degree  to  which  it  has  been  pimiped;  it  may  be  any- 
tliing  between  10*  and  10^  ohms  for  the  small  tubes  used  for  amplifiers. 

Suitable  Values  of  Repeating  Resistances. — Confining  our  attention 
to  the  repeating  resistance  from  tube  1  to  tube  2,  i.e.  fii  (Fig.  19)  let: 

E^=  effective  value  of  alternating  voltage  impressed  upon 

the  grid  of  first  tube; 
i5ji,»"  effective  value  of  alternating  voltage  impressed  upon 

the  grid  of  second  tube; 
Jp=  effective   value   of   alternating   component   of   plate 

current  of  Tube  1; 
/L(o«  amplifying  constant  of  Tube  1; 
i2p =a.c.  resistance  of  plate-filament  for  first  tube. 

If  we  assiune  that  the  impedance  of  the  circuit  k-C^h-^y-o  is  very 
high  as  compared  with  the  resistance  Ri,  then  the  impedance  between 
the  points  k  and  o  will  be  made  up  practically  entirely  of  the  resistance 
fii,  hence  we  may  write: 

Iv-f^ (18) 

Again,  assuming  that  the  reactance  C2  is  very  low  as  compared  with  that 
of  the  grid-filament  of  tube  2,  there  will  be  a  negligible  drop  of  potential 
over  C2  and  the  voltage  of  the  grid  to  filament  for  Tube  2  will  be  given  by: 

•Ep»  =  /p/2i  =  p   ,  p (19) 


and 


Egi        Rp+Rl 


(20) 


Eq.  (19)  shows  that  the  ratio  EgJEg^  increases  continously  with  increase 
of  R\  and  it  approaches  a  maximmn  which  will  be  reached  when  /2i  is  so 
large  that  Rp  may  be  neglected;  this  maximum  will  be  given  by: 

Maximum  possible  value  of -^=/io (21) 

^9i 
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This  result  is  to  be  compared  with  that  given  by  Eq.  (12)  and  applyizii: 
to  the  case  of  a  repeating  transformer  amplifier,  for  which: 

Maximum  p)OSsible -Er^=/io^ (21c 


20  30  40 

teaJstanoe  io  Thouaand  Ohms 

FiQ.  20. — ^Variation  in  the  amplifying  power  of  a  resistance-repeating  tube  as  the  vafaie 

of  the  external  resistance  used  in  the  plate  circuit  is  varied. 

In  order  to  study  more  fully  the  relation  expressed  by  Eq.  (20)  we  have 
plotted  curve,  Fig.  20,  for  which: 

Mo=6 

Rp  =  10,000. 

The  curve  shows  that  it  is  hardly  worth  while  to  increase  Ri  beyond 
about  30,000  ohms  for  this  particular  tube,  for  the  gain  in    £,^£,,  is 
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• 

thereafter  too  small  for  even  very  large  increases  of  Ri,  Futhennore, 
it  must  not  be  forgotten  that  the  insertion  of  a  resistance  in  series  with 
the  plate  requires  a  corresponding  increase  in  the  voltage  of  the  B  battery 
as  previously  p)ointed  out.  As  a  matter  of  fact  such  a  tube  would  prob- 
ably not  be  used  with  more  than  20,000  ohms  in  the  plate  circuit.  This 
would  require  a  B  battery  of  twice  the  voltage  required  if  there  was  no 
IR  drop  in  the  external  plate  circuit  and  will  give  a  voltage  amplification 
of  2/3  of  no  (in  the  above  case,  4). 

As  regards  the  first  repeating  resistance  R  it  may  be  shown  that  it 
should  be  very  high  as  compared  with  the  resistance  in  series  with  it;  the 
latter  may  be  the  plate-filament  resistance  of  another  tube  or  the  resist- 
ance of  a  telephone  line,  etc. 

The  repeating  resistances  used  are  made  up  in  units  of  small  dimen- 
sions, approximately  §  inch  in  diameter  and  2  to  3  inches  in  length.  There 
are  three  general  types  in  use:  Type  1  consists  of  a  tube  of  insulating 
material  woimd  with  high  resistance  wire  and  coated  with  enamel;  it 
is  made  up  in  xmits  up  to  about  6000  ohms.  Type  2  consists  of  a  tube 
of  insulating  material  woimd  with  a  few  turns  of  carbon  filament  contain- 
ing a  large  percentage  of  clay  and  thus  having  a  very  high  resistance;  it 
is  made  up  in  units  up  to  50,000  ohms.  Type  3  consists  of  an  evacuated 
glass  tube  upon  the  inside  walls  of  which  there  is  "  sputtered  "  a  film  of 
tungsten  which  is  very  thin  and  therefore  of  very  high  resistance;  it  is 
made  up  in  units  up  to  2,000,000  ohms. 

In  every  case  it  must  be  kept  in  mind  that  no  matter  what  type  of 
resistance  is  used  for  repeating  purposes  it  must  have  a  current-carrying 
capacity  such  as  will  enable  it  to  carry  the  average  current  flowing  in  the 
plate  circuit  of  the  tube  wherein  it  is  to  be  connected  without  overheating. 
Thus,[in  the  case  of  a  tube  whose  average  plate  current  is  4  milliamperes 
a  repeating  resistance  of  50,000  ohms  should  be  able  to  dissipate  0.8  watt 
without  overheating. 

The  repeating  resistance  should  have  negligible  distributed  capacity, 
for,  this  would  lower  the  value  of  its  impedance  and  cause  a  reduction 
in  the  amplification. 

Another  important  point  regarding  the  resistances  used  for  repeating 
comes  up  in  connection  with  internal  noises  in  an  amplifier.  It  seems 
that  some  of  the  high  resistance  units  are  "  microphonic,"  that  is,  their 
resistance  continually  varies  by  a  very  small  amount.  It  will  be  at  once 
evident  that  such  a  resistance  will  give  rise  to  noises  in  the  amplifier, 
especially  if  the  microphonic  resistance  is  in  one  of  the  first  stages  of  the 
amplifier.  In  general  the  higher  the  resistance  the  more  likely  is  it  to 
be  microphonic. 

Suitable  Value  of  Grid  Condenser. — The  grid  condenser  must  have  a 
small  reactance  as  compared  with  the  circuit  from  grid  to  filament,  which 


864  AMPLIFIERS  [Chaf.  XI 

circuit  consists  of  the  leak  resistance  and  the  capacity  and  resistanoe  of 
grid  to  filament;  the  point  to  keep  in  mind  is  that  the  variation  of  potezi- 
tial  difference  existing  between  the  points  A;  and  o  (see  Fig.  19)  sbook 
be  made  to  suffer  but  a  negligible  drop  over  the  reactance  of  the  grid 
condenser,  so  that  it  may  be  appUed  very  nearly  in  its  entirety  to  the 
grid-filament  circuit.  For  audio-frequencies  the  reactance  of  the  capacitj 
of  the  grid  to  filament  is  very  high,  i.e.,  one  to  two  miUion  ohms  and  does 
not  appreciably  affect  the  impedance  between  the  grid  and  filament. 
which  is  almost  entirely  made  up  of  the  leak  resistance  and  the  intenol 
grid  to  filament  resistance  in  multiple,  which  make  up  a  resistance  of  the 
order  of  200,000  ohms.  In  this  case  the  grid  condenser  may  be  allowed 
to  have  a  reactance  of  50,000  ohms  without  seriously  affecting  the  grid 
voltage,  or,  in  other  words,  for,  say,  1000  cycles  per  sec.  the  capadtj 

of  the  grid  condenser  may  be  about  ,^^^^^X6280  or,  roughly,  3000  fiftf. 

50,000 

If,  however,  the  amplifier  is  used  for  high  frequencies,^  say  X  =600 

meters,  then  the  impedance  of  grid  to  filament  is  made  up  sdmoet  whoDr 

of  the  grid-filament  capacity  reactance,  which,  for  the  amplifying  tubes 

generally  used,  is  of  the  order  of  about  6000  ohms,  hence  the  grid  condenser 

reactance  should  be  of  the  ord^r  of  about  1500  ohms  or  less;  its  capacity 

may  then  be  as  low  as  200  mm^  without  decreasing  the  value  of  E^  more 

than  20  per  cent.     It  is  then  apparent  that  smaller  values  of  grid  condenser 

capacity  may  be  used  at  high  than  at  low  frequencies.     In  any  caae  it 

is  not  advisable  to  use  any  larger  capacity  than  just  necessary,  for  in 

doing  so,  the  amplifier  is  too  likely  to  block  for  longer  periods  of  time  than 

necessary.    If  a  pulse  of  e.m.f.  is  impressed  on  the  amplifier  all  of  these 

repeating  condensers  will  become  charged  and  so  cut  the  various  plate 

currents  to  probably  zero.    Before  the  amplifier  can  function  the  plate 

currents  must  come  back  to  normal  value  and  this  requires  that  all  these 

condensers  (Ci,  C2,  C3,  etc.)  discharge  themselves.    The  time  required  for 

discharge  is  fixed  by  the  time  constants,  RC,  of  these  condensers.     Mc^e- 

over  if  C3  and  C2  discharge  themselves  before  Ci  does  they  will  charge  up 

again  when  Ci  discharges,  due  to  this  discharge  sending  another  pulse  of 

e.m.f.  through  the  amplifier.    It  is  then  evident  that  the  time  constant 

RC  should  be  only  a  small  fraction  of  the  time  between  two  "  dots  "  of  a 

signal,  for  example,  if  the  blocking  is  not  to  interfere  with  reading  the  signal 

Hence  RC  must  be  made  small  and  this  must  be  accomplished  by  making 

C  as  small  as  permissible  because  if  the  leak  resistance  R  is  made  smaD  it 

would  decre-ase  the  impedance  of  the  grid-filament  circuit  so  much  that 

too  large  a  proportion  of  the  voltage  IpRi  would  be  used  up  across  the  grid 

^  It  must  be  pointed  out  that  the  amplifier  as  arranged  in  Fig.  19  will  not  ampfify 
hi^-frequency  spark  signals;  the  condensers  in  series  with  the  grids  rectify  the  ware- 
trains  so  that  in  the  later  stages  of  the  amplifier,  only  low-frequency  signab  occur. 
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condenser,  thus  cutting  down  the  voltage  impressed  on  the  grid.  The 
proper  relative  values  of  R  and  C  to  keep  RC  small  must  therefore  be  a 
compromise. 

Suitable  Value  of  Leak  Resistance. — ^The  leak  resistance  should  be 
as  high  as  possible  without  causing  any  of  the  tubes  to  "  block."  The 
blocking  would  occur  in  case  the  grid  became  so  negative  as  to  make  the 
plate  current  zero;  the  signal  would,  then,  not  go  through  imtil  some  of 
the  electrons  had  escaped  off  the  grid. 

It  is  very  difficult  to  lay  down  any  exact  rules  or  formuke  as  to  the 
best  value  of  the  leak  resistance  since  some  of  the  quantities  which  affect 
it,  such  as  the  mmiber  of  electrons  collected  on  the  grid  are  somewhat 
indeterminate.  It  should  be  kept  in  mind,  however, .  that  a  low  leak 
resistance  reduces  the  total  impedance  between  points  k  and  o  on  Fig. 
19  and  hence  makes  the  drop  over  the  repeating  resistance  very  small, 
thus  diminishing  the  amplification,  and  that  a  high  leak  resistance  may 
cause  the  tube  to  "  block.''  In  most  ampUfiers  the  leak  resistance  is  in 
the  neighborhood  of  1  to  5  million  ohms. 

The  resistances  commonly  used  for  "  leaks  "  are  made  up  of  a  thin 
strip  of  carboard,  clamped  between  two  terminals,  over  which  there  is 
a  coating  of  dried  ink  extending  between  the  two  terminals.  The  whole 
is  enclosed  in  a  glass  tube.  India  ink  is  a  poor  conductor,  and  such  a 
type  of  resistance  as  here  described  may  be  made,  up  in  tmits  ranging 
from  1  to  5  million  ohms,  depending  upon  the  thickness  and  length  of 
the  ink  line.  Of  course  the  power  capacity  of  such  resistances  is  extremely 
limited,  and  care  should  be  taken  not  to  overload  them;  they  are  meant 
to  be  used  on  low-voltage  tubes  only. 

Another  type  of  resistance  used  for  "  leaks  "  is  the  glass  tube  with 
the  tungsten  film  deposited  thereon  already  described  on  page  853. 

As  regards  the  connections  of  the  low-frequency  resistance-repeating 
amplifier  to  the  rectifying  devices  for  damped  or  imdamped  waves  they 
are  exactly  similar  to  the  connections  for  the  low-frequency  transformer- 
repeating  ampUfier  shown  in  Figs  13,  14,  15. 

In  every  case  the  rectifying  device,  be  it  for  damped  or  undamped 
waves,  is  to  be  connected  to  the  input  points  Q  and  S  (Fig.  19)  of  the 
resistance-repeating  ampUfier. 

Resistance-repeating  Amplifier  for  High  Frequency. — The  connec- 
tions of  this  type  of  amplifier  for  the  purpose  of  receiving  xmdamped 
waves  are  shown  in  Fig.  21,  where  the  last  tube  is  an  autodyne  rectifying 
tube.  The  input  terminals  of  the  amplifier  are  shown  at  QS  and  the  out- 
put terminals  at  QiSu  The  varying  signal  voltage  existing  across  the 
terminals  of  the  receiving  condenser  C  is  applied  to  the  grid  of  the  first 
tube  and  repeated  from  tube  to  tube,  and  it  is  finally  made  to  affect  the 
grid  of  the  rectifying  or  autodyne  tube  after  several  stages  of  amplifica- 
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tion.    It  will  be  noted  that  the  grid-filament  of  the  autodyne  tube  is 
nected  not  only  across  the  output  terminals  of  the  amplifier  but  alao 


the  condenser  Ci  of  the  local  oscillating  circuit;  hence  it  will  have  impressed 
upon  it  both  the  local  oscillations  and  the  incoming  antenna  oecillatioDs. 
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In  the  case  of  the  incoming  wi^ves  being  damped  the  same  arrange- 

mexit  may  be  used  as  shown  in  Fig.  21,  after  reducing  the  coupling  between 

the  grid  and  plate  coils  of  the  rectifying  tube  to  the  point  where  no  oscillations 

ajne   generated  by  it.    The  rectifying  tube  may,  in  the  case  of  damped 

waves,  be  connected  in  the  simpler  manner  shown  by  Fig.  22.    The  high 

frequency  resistance-repeating  amplifier  is  in  no  way  different  from  the 

lo"w-frequency  amplifier  of  the  same  type  and  the  two  may  be  used  inter- 

cliAngeably.    The  only  point  thai  must  be  noted  in  this  respect  is  that 

the  grid  condenser  may. be  made  much  smaller  for  the  high-frequency 

thaJi  for  the  low-frequency  amplifier,  as  already  discussed  on  page  854, 

and,  furthermore,  it  is  very  important 

that  in  the  high-frequency  amplifier 

the    repeating-resistances    be    made 

with  the  least  amoimt  of  distributed 

capacity,  otherwise  their  impedance 

^U  be  lowered  and  the  amplification 

diminished. 

As  in  the  case  of  the  transformer- 
repeating  high-frequency  amplifier 
the  resistance-repeating  ampUfier  suf-  j,,^_  j^.-In  case  the  reeurtance-repeating 


amplifier  is  used  to  amplify  spark  signals 
it  will  be  found  imnecessary  to  use  a 
rectifying  tube  with  condenser  in  series 
with  grid  for  detector;  the  high-frequen- 
cy signal  will  be  changed  to  radio-fre- 
quency before  going  through  the  ampli- 
fier very  far. 


fers  from  the  fact  that  at  high  radio 
frequencies  the  condensive  reactance 
of  the  grid-filament  circuit  becomes 
so  low  as  practically  to  short-circuit 
the  repeating  resistance,  and  con- 
sequently reduces  the  amplifying 
action.  Thus  a  resistance-repeating 
amplifier  which  operates  very  successfully  at  audio-frequency  may  fail 
to  amplify  at  all  at  radio  frequency,  not  because  of  any  fault  of  the 
amplifier,  but  because  of  the  capacity  of  the  grid  to  filament  of  each 
tube. 

Inductance-repeating  Amplifiers. — This  type  is  similar  to  the  resist- 
ance-repeating amplifier,  except  that  instead  of  a  resistance  in  the  plate 
circuit  of  each  amplifying  tube  an  inductance  is  used  whose  reactance  at 
the  frequency  for  which  the  amplifier  is  designed,  is  high.  The  theory 
upon  which  the  repeating  action  from  tube  to  tube  is  based  is  exactly 
the  same  as  for  the  resistance-repeating  amplifier  and  will  not  be  gone 
into  here  again.  This  method  of  repeating  has  an  advantage  over  resist- 
ance repeating  in  so  far  as  the  repeating  inductance  offers  but  little 
opposition  to  the  flow  of  the  direct  current  through  the  plate  circuit  and 
hence  the  B  battery  may  be  of  lower  voltage  than  if  resistance  repeating 
is  used.  For  this  reason  the  inductance-repeating  amplifier  is  to  be  pre- 
ferred to  the  resistance  repeater  for  low  frequencies;    but  for  high  fre- 
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quencies  the  distributed  capacity  of  the  inductance  introduces  difficultia 
which  make  it  less  desirable  than  the  resistance  repeater. 

Suitable  Value  of  Repeating  Inductance. — Let  Xi  ^  reactance  of  tbe 
repeating  inductance  at  the  given  frequency.  Then,  using  the  same 
sjrmbols  and  making  the  same  assimiptions  as  in  the  similar 
on  the  repeating  resistance  given  on  page  851,  we  have: 

E^         fioXi 


En    y/R^+X? 


(22; 


The  value  of  the  ratio  EgJEg^  increases  continuously  with  increase  of 
X\  and  has  a  maximum  of  mo  which  will  take  place  when  Xi  =  oo  .  The 
relation  between  E^jEg^  and  Xi  for  a  typical  case  is  shown  by  the  curve 
of  Fig.  23,  for  which  mo =6  and  Rp  =  10,000  ohms.  Comparing  this  curve 
with  the  similar  one  for  the  resistance  repeater  (Fig.  20),  it  will  be  noled 
that  the  value  of  EgJEg^  rises  much  more  sharply  for  the  inductance 
repeater  than  for  the  other,  and,  as  a  matter  of  fact,  for  the  same  value 
of  repeating  impedance  the  resistance  amplifier  gives  a  smaller  ratio 
EgJEg^  than  the  inductance  amplifier. 

The  curve  shows  that  there  is  very  little  to  be  gained  by  using  a  repeat- 
ing reactance  larger  than  about  20,000  ohms,  or  twice  the  resistance  of 
the  plate  to  filament.  On  the  basis  of  20,000  ohms  for  the  repeating 
reactance  the  inductance  would  need  be  about  3  henries  for  1000  cycles 
per  second  and  0.006  henry  for  600  meters. 

Of  course  the  repeating  inductance  for  audio-frequency  is  built  oo  an 
iron  core  in  view  of  its  very  large  value.  The  construction  of  this  induc- 
tance is  regulated  by  the  same  principles  as  the  construction  of  the  repeat- 
ing transformers  for  audio-frequency  amplifiers,  i.e.,  low  iron  losses  and 
small  distributed  capacity  together  with  small  dimensions. 

In  the  case  of  the  inductance  for  600  meters,  as  given  above,  it  wiD 
be  noted  that  it  is  almost  impossible  to  build  an  ironless  inductance  of 
0.006  henry  to  fit  in  a  comparatively  small  space  and  with  little  distributed 
capacity.  The  effect  of  the  distributed  capacity  is  to  cause  best  repeating 
action  to  take  place  at  a  wave-length  equal  to  the  natural  wave-length 
of  the  repeating  coil;  for  other  wave-lengths  the  repeating  action  wiD 
not  be  so  good  and  may  be  very  poor.  A  similar  difficulty  was  noted  in 
connection  with  the  radio-frequency  repeating-transformer  amplifier,  as 
discussed  on  page  848.  A  straight  inductance-repeating  amplifier  b 
very  poor  for  short  wave-amplification.  It  may  be  improved,  however, 
by  connecting  a  variable  condenser  across  the  repeating  inductance  and 
adjusting  it  so  that  the  condenser  and  inductance  are  tuned  to  the  incoming 
frequency;  the  equivalent  impedance  of  the  comHnation  will  then  be 
very  high,  while  the  value  of  the  inductance  may  be  made  quite  low 
and  the  condenser  may  be  relied  upon  to  tune  up  to  the  required  frequency. 
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^  similar  tuned  plate-circuit  impedance  has  already  been  discussed  for 
the  case  of  transformer  amplifiers. 

Fields  of  Use  of  Radio-frequency  and  Audio-frequency  Amplifiers. — 
For  amplifying  wire  telephone  or  wire  telegraph  currents  the  audio- 
frequency amplifier  is,  of  coiu^e,  to  be  used.    For  receiving  radio-tele- 


10  20  ^0 

Repeating  rettctanoe  in  Thousand  Ohms 

Fig.  23. — ^Amplifying  characteristics  of  a  tube  using  an  inductance  in  the  plate  circuit; 
the  amplification  obtainable  is  much  greater  than  with  the  same  nimiber  of  ohms  of 
resistance. 


graph  or  radio-telephone  currents  it  is  a  question  as  to  whether  to  amplify 
the  received  high-frequency  currents  first  and  then  rectify  them  or  to 
rectify  them  first  and  then  amplify  them.  The  former  of  these  two 
methods  requires  the  use  of  a  radio-frequency  amplifier  and  the  latter 
of  an  audio-frequency  amplifier.  The  advantage  of  using  a  radio-fre- 
quency amplifier   lies   in   the  fact  that  atmospheric  disturbances  and 
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other  so-called  "  static  interferences,"  which  are  always  more  or 
seriously  affecting  the  reception  of  signals,  produce  audio-frequency  current 
which  are  amplified  but  Uttle,  or  not  at  all  by  the  radio-frequency  aznpli- 
fier;  therefore,  in  this  case,  the  final  effect  upon  the  telephone  reoetveis, 
or  any  other  device  used  for  detecting  the  signals,  is  due  more  to  the  ampfi- 
fied  radio-frequency  signal  currents  than  to  the  unamplified  low-frequency 
interfering  currents.  On  the  other  hand,  in  the  case  of  the  audio-fre- 
quency amplifier,  this  will  amplify  not  only  the  rectified  radio-frequency 
signal  currents,  but  the  atmospheric  disturbances  as  well,  so  that  the 
telephone  receivers  will  be  subjected  to  both  the  signal  and  the  inter- 
fering currents  which  have  been  equally  well  amplified.  It  would  seem, 
then,  as  if  the  radio-frequency  amplifier  would  have  the  field  entirely  to 
itself,  but,  imfortimately,  the  radio^requency  amplifier  is,  as  has  already 
been  pointed  out,  very  difficult  of  construction  for  low,  or  even  moderate, 
wave-lengths,  on  accoimt  of  the  effect  of  the  grid-filament  capacity  of 
the  tubes  upon  amplification.  Tubes  have  been  built  where  the  grid- 
filament  capacity  has  been  reduced  to  a  very  low  value  and  they  ha\iB 
been  employed  with  some  success  in  the  construction  of  high-frequency 
amplifiers,  but  they  are  still  in  the  experimental  stage.  An  amidifier 
quite  extensively  used  during  the  war  had  three  high-frequency  air  core, 
transformer-repeating  stages  feeding  into  a  detecting  tube  which  in  turn 
fed  into  a  three-stage  low-frequency  amplifier.  (The  advantage  of 
amplifying  the  high-frequency  signal  as  much  as  possible  before  putting 
it  into  the  detector  tube  will  be  realized  at  once  when  it  is  remembered 
that  the  detectimg  efficiency  of  a  three-electrode  tube  increases  with  the 
square  of  the  signal  voltage.)  The  overall  voltage  amplification  oi  this 
set  was  probably  of  the  order  of  10,000. 

With  the  tubes  at  present  available  a  good  amplifier  may  be  con- 
structed for  frequencies  of  the  order  of  50,000  cycles  per  second,  and  since 
this  frequency  is  very  much,  higher  than  that  of  most  atmospheric  dis- 
turbances, the  latter  will  not  be  amplified,  as  much  as  the  signal  currents 
of  50,000  cycles  will  be.  In  an  amplifier  originated  by  E.  H.  Armstrong 
the  difficulty  of  amplifying  a  high-frequency  signal  has  been  ingenioushr 
overcome;  in  it  the  incoming  high-frequency  currents  are  first  reduced 
by  the  heterodyne  or  autodyne  method  to  about  50,000  cycles  per  second, 
then  amplified  through  a  niunber  of  stages  and  finally  reduced  again  by 
another  and  last  autodyne  process  to  audio-frequency  and  transferred  to 
the  receivers.  The  arrangement  is  shown  in  a  simple  form  in  the  schematic 
diagram  of  Fig.  24.  It  might  seem  that  such  an  arrangement  is  veiy 
complicated  to  handle,  but,  as  a  matter  of  fact,  it  is  no  more  so  than  the 
ordinary  single  tube  autodyne  set  for  receiving  imdamped  waves.  For, 
it  will  be  noted  that  the  inductances  and  capacities  in  the  second  autod3me 
tube  are  fixed,  and  their  values  are   originally  adjusted  so  that,  when 
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electromotive  forces  of  50,000  cycles  are  induced  in  the  circuit  of 
by  the  amplifier,  the  telephone  receivers  will  be  subjected  to  a  rectified 
current  of  1000  cycles;  in  other  words,  the  last  autodyne  tube  is  defiziiteh 
adjusted  to  oscillate  at  a  frequency  of  either  49,000  or  51,000  cycles  per 
second.  The  only  operation  that  the  operator  needs  to  perform,  tliau 
is  to  adjust  the  receiving  inductance  Li  and  receiving  capacity  Ci  so  tha: 
the  signal  may  be  heard  in  the  phones;  when  this  is  the  case  the  frequeocj 
of  the  currents  passing  through  the  amplifier  is  either  50,000  or  48,000 
cycles  (assuming  that  the  last  autodyne  tube  is  adjusted  to  oscillaie  &t 
49,000  cycles  per  second). 

As  abready  pointed  out  in  the  discussion  of  the  transformer-repeatinf 
amplifier  for  radio-frequencies  given  on  page  845,  the  plate  circuits  of 
the  various  amplifier  tubes  may  be  tuned  to  the  frequency  to  be  amplified, 
by  means  of  condensers  placed  across  the  primaries  of  the  repeating  trans- 
formers.  This  may  be  very  easily  done  in  the  case  of  the  Armstrong 
amplifier  without  subtracting  from  the  fiexibility  of  the  apparatus,  since 
the  condensers  C,  C,  C  shown  in  Fig.  24  need  not  be  variable,  but  adjusted 
once  for  all  to  resonate,  together  with  the  primaries  of  the  traDsfonners, 
to  50,000  cycles. 

Instead  of  a  transformer-^repeating  amplifier  one  may  use  a  resistanoe- 
repeating  or  else  an  inductance-repeating  amplifier  whose  plate  circuits 
have  preferably  been  tuned  to  50,000  cycles  by  means  of  fixed  condensers 
connected  across  the  repeating  inductances. 

If  the  amplifier  be  either  a  transformer-repeating  or  an  inductance- 
repeating  one  the  transformers  or  the  inductances  may,  for  this  com- 
paratively low  radio  frequency,  be  constructed  with  iron  cores  provided 
the  laminations  be  made  very  thin  Qaminations  of  the  tliickness  of  1.5 
mils  have  been  used)  or  still  better,  iron  dust;  ^  in  this  case  the  number 
of  turns  necessary  to  give  the  required  reactance  at  50,000  cycles  for  a 
tube  of  Rp  =  10,000  ohms  need  be  comparatively  small  and  they  can  easily 
be  constructed.  If  transformers  or  inductances  with  iron  are  used  it  is 
not  necessary  to  tune  the  plate  circuits  by  means  of  condensers,  for  the 
required  reactance  may  be  obtained  without  them.  But  if  no  irwi  is 
used  the  number  of  txuns  of  the  repeating  transformers  or  inductances 
would  have  to  be  made  so  large  as  to  require  the  use  of  shimting  condensers 
around  the  coils  to  bring  the  impedance  up  to  the  required  value. 

The  effect  of  the  grid-filament  capacity  in  a  50,000-cycle  amplifier  is, 
of  course,  not  negligible,  as  in  the  audio-frequency  amplifier,  but  it  is  not 
such  as  to  aflfect  seriously  the  amplifying  action.  Thus,  assuming,  as 
we  did  previously,  the  grid-filament  capacity  to  be  50  fifif,  we  have: 

Reactance  of  grid-filament  capacity  at  50,000  cycles  per  sec.  =64,000 
ohms,  which  reactance,  while  not  as  high  as  might  be  desired,  is  3ret  suf- 

'  See  page  138. 
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Lciently   high  to  prevent  serious  interference  with   the  action   of  the 
^peating  devices,  provided  the  tube  itself  has  a  sufficiently  low  plate 
x-esistance,  say  Rp  =  10,000  ohms. 

Desirabilily  of  Different  Characteristics  for  Various  Stages  of  Anqili- 
fication. — It  has  already  been  shown  that  the  manner  in  which  aii  amplifier 
ox)erate8  is  to  cause  an  increase  of  voltage  to  be  applied  across  the  grid 
and  the  filament  of  any  one  tube  over  that  for  the  preceding  tube,  so  that 
finally  the  variations  of  the  grid  potential  of  the  very  last  tube  are  many 
iiines  larger  than  for  the  first  tube.  Thus,  assuming  a  low-frequency 
transformer  amplifier  in  which  the  ratio  of  grid  voltages  of  two  succeeding 
tubes  is,  say,  7  and,  assimiing,  in  addition,  that  the  same  ratio  is  main- 
tained from  the  first  to  the  last  tube,  then,  we  have: 

Ratio  of  grid  voltage  of  last  tube  of  an  n  tube  amplifier  to  grid 
voltage  of  first  tube  «7""\ 
We  give  below  the  values  of  7**"^  for  various  values  of  n. 

Number  of  tubes  T**"* 

3 *         49 

5 2,400 

7 118,000 

It  is  apparent,  therefore,  that,  as  the  nmnber  of  tubes  increases,  the  grid 
voltage  applied  to  the  end  tubes  increases  enormously.  It  might  seem, 
therefore,  that  different  types  of  tubes  should  be  used  for  succeeding  stages, 
but  such  is  not  the  case  unless  some  loud-speaking  apparatus  is  to  be 
operated  from  the  amplifier.  In  that  case  it  is  quite  likely  that  the  last 
tube  of  the  amplifier  will  feed  into  a  group  of  low-resistance  tubes  con- 
nected in  parallel. 

In  one  successful  amplifier  there  were  two  tubes  in  cascade,  each  giving 
with  its  associated  circuit  a  voltage  amplification  of  32,  the  two  thus 
amplifying  the  impressed  voltage  about  1000  times.  This  amplified 
signal  was  supplied  to  the  grids  of  three  other  tubes  all  connected  in  par- 
allel. The  juo  of  these  tubes  was  about  4  and  their  a.c.  plate  resistance 
1500  ohms.  Thus  the  three  plate  circuits  in  parallel  had  a  resistance 
of  only  600  ohms.  In  the  common  plate  circuit  was  the  primary  of  a 
step-up  transformer  having  a  ratio  of  30  to  1,  this  voltage  being  supplied 
to  a  very  high  impedance  load.  The  overall  voltage  amplification  of  this 
outfit  was  about  30,000. 

For  ordinary  amplifiers  of  radio  signals,  however,  it  is  not  necessary 
to  change  the  type  of  tube  used  in  the  various  stages  because,  for  the 
loudest  signal  an  operator  could  stand  the  grid  of  the  last  tube  of  the 
amplifier  need  have  an  impressed  e.m.f.  of  j)erhaps  1  volt;  a  comfortably 
loud  signal  is  obtained  with  a  fraction  of  this  value.  As  practically  any 
but  the  very  highest  impedance  tubes  operate  very  satisfactorily  with 
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an  impressed  grid  voltage  even  greater  than  this  it  is  evident  that  H  is 
entirely  needless  to  change  the  type  of  tube. 

Filters.^ — By  the  term  "  filter  "  is  understood  a  network,  or  combi- 
nation of  resistances,  inductances,  and  condensers  (or  merely  two  of  these 
kinds  of  circuits)  which  "  passes  through ''  signals  of  one  frequency  better 
than  it  does  others;  in  other  wordid  it  is  a  selective  conductor  of  same 
sort.  If  filters  have  resistances  and  inductances,  or  resistances  and  ogd- 
densers,  they  are  aperiodic,  having  no  natural  period  of  their  own.  If 
they  contain  inductances  and  condensers  they  may  be  periodic    (L^ 
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Fig.  25. — Characteristics  of  different  types  of  filters  a  and  &  having  either 
and  capacity  or  resistance  and  inductance  while  c  and  d  must  have 
inductance,  and  capacity  properly  combined. 


having  one  or  more  natural  periods  of  oscillation)  depending  upon  how 
much  resistance  is  associated  with  the  network. 

The  characteristic  of  a  filter  is  generally  given  by  supposing  a  signal 
of  fixed  ampUtude  and  variable  frequency  to  be  impressed  on  the  input 
terminals  and  plotting  against  frequency,  the  voltage  at  the  output 
terminals.  For  (Bfferent  types  of  filters  we  may  get  characteristics  such 
as  indicated  in  Fig.  25,  (a),  (6),  (c),  and  (d).  TTie  first  two  (a  and  6) 
have  only  resistance  and  inductance  or  resistance  and  capacity  used  in 

*  For  an  excellent  mathematical  discussion  of  the  properties  of  various  types  of 
filters  the  reader  is  referred  to  Chapter  XVI  of  Pierce's  "Electric  Oscillations  and  Elec^ 
trie  Waves." 
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structure,  while  the  other  two  have  inductance,  resistance  and 
o£kpacity. 

A  filter  is  generally  applied  to  high-frequency  amplifiers  and  may  be 
oonstructed  to  serve  either  one  or  both  of  two  diflFerent  purposes,  i.e. : 

(1)  To  prevent  signals  from  all  transmitting  stations,  except  one, 
from  being  amplified,  and  hence  to  keep  interfering  signals  from  reaching 
ttie  operator's  ear. 

(2)  To  prevent  currents  due  to  "  strays,'"  "  static,"  etc.,  from  being 
sunplified  as  much  as  they  would  otherwise  be  and  hence  to  keep  static 
interference  from  reaching  the  operator's  ear. 

These  two  purposes  of  the  filter  might  be  carried  out  as  shown  in 
Fig.  26.  This  figure  represents  a  high-frequency  resistance-repeating 
fiunplifier.  It  will  be  noted  that  all  incoming  cxurents  which  go  past  the 
tuned  receiving  circuit  (a),  will  produce  varying  voltages  across  the  grid- 
filament  of  the  first  tube  and  be  thereby  amplified  into  the  plate  circuit 
of  this  tube.  Across  the  points  Y  and  0  there  is  connected  the  circuit 
C^-Hi-Ki-O;  the  circuit  from  Hi  to  Ki  consists  of  Li-Ci  in  multiple 
with  the  grid  condenser  C4,  the  leak  resistance  n  and  the  grid-filament 
of  the  second  tube.  For  the  sake  of  convenience  this  part  of  the  amplifier 
circuit  is  reproduced  in  Fig.  27.  The  condenser  C3  serves  the  piu'pose 
of  keeping  the  battery  Bi  from  sending  any  direct  current  into  the  circuit 
from  Hi  to  0,  and  may  be  made  quite  large,  so  as  to  have  a  low  reactance 
at  as  low  a  frequency  as  1000  cycles  per  second  or  less.  The  circuit  Li-Ci 
is  one  that  is  tuned  to  the  frequency  which  it  is  desired  to  amplify,  and, 
of  course,  at  this  frequency  it  has  a  very  high  impedance,  while  at  all 
other  frequencies,  higher  or  lower,  it  offers  a  lower  impedance. 

The  characteristic  of  this  filter  is  given  by  curve  (c)  of  Fig.  25.  The 
result  is  that  the  circuit  of  C3,  Hi,  Li-Ci,  Ki  will  practically  short-circuit 
the  resistance  from  7  to  0  at  all  frequencies  except  the  one  to  which  Li 
and  Ci  are  timed,  and,  therefore,  the  repeating  resistance  Ri  will  repeat 
but  poorly  all  frequencies  except  the  desired  one.  Of  cotirse  the  fre- 
quencies nearest  the  desired  one  will  be  repeated,  though  not  strongly, 
into  the  second  tube  and  these  frequencies  are  still  further  weakened 
in  the  process  of  repeating  from  the  second  into  the  third  tube,  so  that, 
finally,  the  output  currents  will  contain  the  component  of  the  original 
input  currents  of  the  desired  frequency  strongly  amplified  and  components 
of  other  frequencies  very  much  weakened  or  totally  suppressed. 

It  will  be  noted  that  this  type  of  filter  acts  as  a  barrier  not  only  to  high- 
frequency  interfering  currents,  but  also  to  low-frequency  static  inter- 
ference. It  has  the  objection  of  requiring  the  filtering  circuits  Li-Ci, 
L2-C2,  etc.,  to  be  timed  to  the  incoming  signal  frequency,  and,  if  this  is 
a  variable  one,  the  tuning  complicates  the  operation  of  receiving.  The 
steady  state  impedance  from  Hi  to  Ki  of  the  parallel  circuit  Li-Ci,  is 


866 


AMPLIFIERS 


[Chap.  XI 


about  as  shown  in  ctirve  c  of  Fig.  28,  where  /o  is  the  frequency  of  the 
which  it  is  desired  to  amplify.    The  exact  expression   from  which  the 
curve  can  be  plotted  is  given  on  the  bottom  of  p.  71.    It  must  be  notol 


that  this  impedance  curve  holds  only  for  the  steady  state,  and  henee 
gives  no  idea  as  to  how  the  circuit  will  react  to  pulses  or  hi^^y  damped 
signals.  In  fact  just  because  of  the  behavior  of  this  circiiit  to  pulses  it 
is  really  a  very  poor  filter  to  use  with  an  amplifier  for  reasons  now  to 
be  given. 


FILTERS 


867 


Tube  2 


circuits  any  frequency  except  that  for  which  it 
is  tuned. 


It  was  shown  on  pages  268  et  seq.  that  when  a  damped  wave  of  e.m.f. 
is  used  for  exciting  a  tuned  circuit  two  distinct  effects  are  produced.  A 
forced  current,  of  the  same  fre- 

,  Tube  1 

qxiency  as  the  impressed  e.m.f.,  x  c«         C4 

flo^w^  in  the  circuit,  and  another 

cvurrent  of  the  same  frequency 

as    the  natural  frequency  of  the 

circuit  is  also  set  up.  The  rela- 
tive   amplitudes  of  these  two 

currents  are  discussed  in  Chap- 
ter IV,  page  270.  It  is  there- 
fore evident  that  any  impulsive 
e.m.f.  will  start  the  circuit  Li-Ci 
oscillating  at  its  natural  fre- 
cjuency  which  is  practically  the 
same    frequency    as    that    for 

'which    the    amplifier    is    best 

J-     X  J      xi_'  1         r  r    Fig.  27. — Circuit  detail  to  show  action  of  filter; 

adjusted;    this  pulse  of  e.m.f       ^^^  ^^^^ ^^^^^  ^^  ^^  ^^  practically  short 

(atmosphenc  disturbance)   will 

therefore  be  sent  through  tube 

1  of  the  amplifier  as  a  pulse 

but  after  passing  the  filter  Li-Ci  it  will  be  propagated  through  the  rest 

of  the  amplifier  as  a  damped  tvavesignal  of  practically  the  same  fre- 
quency as  that  for  which 
the  amplifier  is  adjusted, 
the  damping  of  this  spuri- 
ous signal  being  fixed  by 
the  damping  constant  of 
circuit  L\-C\, 

This  is  an  effect  which 
must  be  carefully  guarded 
against  in  the  design  of 
amplifiers.  With  suitable 
filtering  circuits  the  pulse 
—  A,  Fig.  29,  can  be  so 
affected    that    it    comes 

Fig.  28.-^  impedance  between  H,  and  K,  varies  with  through  the  amplifier  with 
impressed  frequency  as  shown  here;  the  lower  the  ,      i  !•/;.• 

resistance  in  the  U-<^,  circuit  the  sharper  is  this  °^"^*^     *^.  amphfication 
resonance  curve.  t^^^'Ji  ^h®   signal  B.      But 

if  timed  filter  circuits  are 
used  it  may  be  that  the  pulse  will  be  changed  to  a  damped  signal  and  be 
amplified  to  practically  the  same  extent  as  the  signal  B, 

This  tuned  type  of  filter  is  excellent  for  differentiating  between  two 
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continuous  wave-signals  of  nearly  the  same  frequency.  For  a  contiiiQoai 
wave-signal  (the  "  dot  "of  which  lasts  for  several  hundred  cycles  of  the 
signaling  frequency)  curves  like  those  of  Fig.  25  give  a  correct  idea  of  the 
relative  selectivity  of  the  filter,  and,  as  the  selection  takes  pla4!e  pro- 
gressively as  it  goes  from  one  section  of  the  filter  (Li-Ci)  to  the  otfaen 
(L2-C2,  etc.),  the  disturbing  signal  is  completely  nullified.  If  for  exampfe 
the  desired  signal  is  /o  and  the  interfering  signal  is  /,  it  may  be  tlai 

one  section  of  the  filter  will 
cut  down  the  interference  to 
.2  of  its  initial  value  and  the 
desired  signal  to  .98  of  iu 
impressed  value.  After  going 
Time  through  three  sections  of  such 

a  filter  the  signal  will   be  cut 
down  to  .98^  or   about  .94  of 
its    impressed   value,   whems 
the   interfering  signal  will  be 
reduced    to    .23=.008    of    its 
impressed   value.     If  the  am- 
plifying  power    of   the    tubes 
(apart  from  the    filtering   ar- 
rangement)   is    100    times    in 
voltage,  the  signal  will    come 
through   the   amplifier  with  a 
voltage  amplitude  94  times  as 
Fia.  29.— In  a  well-designed  amplifier  the  pulse  great  as  its    input  amplitude, 
A  win  come  through  much  less  amplified  than  whereas  the  interference  would 

the  signal  B  for  which  the  amplifier  is  designed:  1  1.   j.     o     f  ^x     •        ^ 

1.    ^cTT  •  J  -X  J        ^r^       have  but  .8  of  its  mput  am- 

when  filters  usmg  mductance  and  capacity  are       /  *^     ^^ 

used,  however,  tuned  to  the  signal  B,  it  is  likely  putuae. 

that  the  pulse  A  will  be  changed  into  a  damped  For  differentiating  between 
wave  signal,  of  same  frequency  as  B,  and  will  spark  stations  the  relative 
be  amplified  as  much.  selectivity  is  not  as  good,  be- 

cause of  the  natural  oscillatioiis 
set  up  in  the  Sltei  Actions  by  the  interfering  signal;  in  fact  for  sepa- 
rating highly  damped  spairk  signals  this  filter  is  of  practically  no  value. 

Non-resonant  Filters. — A  simpler  filter  which  acts  to  weed  out  low- 
frequency  interference  much  more  than  it  does  h^-frequency  signals 
is  the  one  shown  m  Fig.  30. 

This  diagram  is  similar  to  the  one  of  Fig.  26  except  that  the  resistance 
fi'i  is  here  substituted  for  the  tuned  circuit  Li-Ci  of  Fig.  26.  The  genend 
characteristic  of  this  type  of  filter  is  shown  in  Fig.  25,  curve  (a).  If  a 
given  amplitude  of  voltage  of  variable  frequency,  is  impressed  acrosB 
the  points  QS  (of  Fig.  30)  and  the  resultant  voltage  across  M-N  be 
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measured  it  will  be  found  to  have  somewhat  the  form  of  the  curve  (a) 
of  Fig.  26. 

Wliile  no  definite  design  of  such  a  filter  can  be  given  here  (it  depend- 
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ing  upon  the  tubes  used,  etc.)  it  has  proved  satisfactory  to  make  the  react- 
ance of  Cz  and  C4  for  the  signal  frequency  about  one-fifth  of  the  resist- 
ance ^1.    In  addition  to  this  consideration  the  reactance  of  C3  and  C4  in 
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series  must  be  small  compared  to  the  impedance  between  points  M-N^  and, 
furthermore,  the  impedance  of  the  network  Cs-fl'i-Ci-ri,  etc.,  as  measured 
between  the  points  Y-0  must  be  high  compared  to  the  resistance  fii; 
and  this  resistance  Ri  should  be  about  equal  to  the  resistance  of  the  pli^ 
circuit  of  the  tube.  With  this  design  of  filter  and  amplifier  circuit  the 
voltage  ampUfication  per  stage  is  about  mo/3. 

As  an  example  of  how  a  filter  of  this  kind  differentiates  between  signab 
of  different  frequencies  a  case  has  been  worked  out  in  Fig.  31.  P<Hnt8 
O-F  on  the  figure  would  normally  connect  across  the  plate  circuit  remt- 

ance  of  one  tube,  and  points  MS 
would  connect  to  the  input  circuit 
of  the  next  tube  of  the  amplifier. 

Power  from  Generators  for 
Amplifiers. — ^By  using  a  suitable 
filter  it  is  possible  to  use  a  smaO 
generator  for  lighting  the  fila- 
ments or  for  furnishing  the  plate 
current  of  an  amplifier.  Such  an 
arrangement  is  indicated  in  Fig. 
32.    The  amount  of  filter  required 

^    ^  .       ^  will  depend   upon  the  quality  of 

Fig.  31. — ^A  section  of  a  resistance  capacity  _  ±^x*^    ^t  au^  ^-.^u* 4 

isi*     *u       u    u-  u  er^/vv^      i    •  commutatiou  of  the  machme.    As 

filter,  through  which  50,000  cycles  IS  propa-     ,  ,.  ^ 

gated  with  but  Uttle  attenuation,  whereas  ^^^  ordmary  commutation  fre- 
6000  cycles  is  cut  down  to  one-tenth  of  its  quency  is  about  1000  per  second 
incoming  amplitude.  the  reactance  of  each  condensar 

used  in  shimting  the  line  should 
be  small,  at  this  frequency,  compared  to  the  inductive  reactance  of  the 
coUs  (perhaps  one-tenth  as  much).  Iron  core  coils  may  be  used,  the 
dimensions  of  Li,  Li,  etc.,  being  necessarily  much  larger  than  Ls,  Lst 
etc.,  because  of  the  greater  current  they  have  to  carry. 

Stabilily  of  Amplifiers — "  Squealing." — ^An  amplifier,  especially  if  of 
the  inductance  or  transformer-repeating  type,  is  very  likely  to  produce 
in  the  telephone  receivers  audio-frequency  sustained  notes  which  are 
entirely  independent  of  the  incoming  signals;  this  action  is  known  as 
"squealing,"  and  is  extremely  objectionable  and  very  difiScult  to  over- 
come. The  squealing  of  an  amplifier  is  generally  due  to  the  fact  that 
the  circuits  of  the  various  tubes  are  capable  of  oscillating,  and  may  oscil- 
late if  the  conditions  are  favorable;  this  appUes  to  both  h^-frequency 
and  low-frequency  amplifiers.  Thus  assume,  for  the  sake  of  clearness, 
that  a  single  tube  is  connected  by  itself  as  it  would  be  connected  wane 
it  used  in  the  low-frequency  transformer-repeating  amplifier  of  Fig.  13, 
page  842,  and  let  Fig.  33  represent  it.  The  coils  of  the  repeating  trans- 
formers Ti  and  T2  have  a  large  amount  of  distributed  capacity,  and  hence 
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"fche  circuit  may  be  roughly  represented  by  its  equivalent  of  Fig.  34.  It 
^^«rill  be  noted  that  LiCi  is  an  oscillating  circuit  and  the  grid  is  connected 
across  it;  furthermore  the  circuit  L2-C2  may  have  a  high  impedance 
"to  currents  of  the  nat\u*al  frequency  of  the  circuit  Li-Ci.  Any  oscillations 
started  in  Li-Ci  will  produce  a  change  in  grid  poteijtial  which  will  pro- 
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duce  a  change  in  plate  current;  the  latter  will  cause  a  variation  of  plate 
potential  to  take  place,  in  view  of  the  impedance  of  I/2-C2  being  connected 
in  series  with  the  plate  battery,  and  finally  the  variation  of  plate  poten- 
tial may,  through  the  capacity  of  plate  to  filament  and  grid  to  filament, 
react  back  upon  the  grid,  and  may  impress  a  higher  voltage  across  the 
circuit  Ly-Ci  than  at  first  existed.    Such  a  condition  would,  of  course. 
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be  favorable  to  the  maintenance  of  currents  of  the  natural  frequency  of 
Li-Ci. 

The  tube  may  also  oscillate  at  the  natural  frequency  of  L2-C2 ;  wbether 
it  oscillates  at  the  frequency  of  Li-Ci  or  of  I/2-C2  depends  entirely  upoL 
which  of  these  frequencies  gives  correct  phases  of  e.m.f.'s  and  the  HnmHer 

losses  in  the  entire   circuit. 
If  the   frequency   at    which 
the  tube  oscillates  is  audible, 
the  currents  produced  there- 
by will  be  heard  in  the  tele- 
phones connected  in  the  plate 
circuit  of   the  last    tube  of 
the  amplifier,  and  will   that 
produce  squealing.      If    the 
Fig.  33. — Circuit  detail  of  a  transformer  repeating  frequency    is    inaudible   the 
amplifier;   it  may  well  be  that,  due  to  internal  telephone  wiU  give   no  indi- 
capacities  of  the  coils  (givmg  the  circuit  a  natural        . .         - . ,  *>      _l 

period)  and  the  coupling  between  plate  and  grid  '^^^'^  °^  ^^^  presence  of  such 
circuit  inside  the  tube,  self-sustained  oscillations  currents,  but  they  will  sen- 
are  set  up  in  the  circuit.  ously  interfere  with  the  am- 
plifying action  of  the  tubes. 
In  the  case  of  a  high-frequency  transformer-repeating  amplifier  the  tube 
circuits  may  also  oscillate,  but  they  will  do  so  at  radio  frequencies  and  wiD 
not  be  heard,  but  the  efficiency  of  the  amplifier  as  a  whole  may  be  seriously 
impaired  by  the  presence  of  these  interfering  currents. 

On  the  other  hand  inductance  repeating  high-frequency  amplifiers, 
oscillating  at  radio  frequency,  sometimes  produce  an  audible  tone  in  the 
telephones  due  to  the  fact  that  the 
grid  condensers  may,  as  a  result  of 
the  osciUations,  become  so  highly  nega- 
tive as  to  cause  the  plate  current  to 
become  zero  and  thus  stop  the  oscil- 
lations; after  a  time  the  electrons 
collected  on  the  grid  will  leak  oflF  and 
the  plate  current  will  start  flowing; 
but  the  osciUations  will  again  start 
in  and  again  make  the  plate  current 
zero,  etc.  This  starting  and  stopping 
of   the   oscillations,    with  consequent 

pulsations  in  plate  ciurent,  may  take  place  at  audio-frequency,  in  wiiidi 
jase  the  amplifier  will  "  squeal."  This  phenomenon  is  similar  to  the 
one  fully  discussed  on  page  523  in  connection  with  oscillating  receiviDg 
tubes  equipped  with  grid  condensers. 

In  the  discussion  given  above  we  have,  for  the  sake  of  sim];dicity. 


Fig.  34. — ^The  transformer  coils  of  F%. 
33,  with  their  internal  capadties  give 
a  circuit  as  shown  here. 


STABILITY  OF  AMPLIFIERS  873 

considered  the  action  taking  place  in  each  individual  tube,  which  may 
be  caused  to  oscillate  due  to  the  varying  currents  in  the  plate  circuit  of 
trhat  one  tube  reacting  back  upon  the  oscillating  circuit  to  which  the  grid 
and  filam^it  of  the  same  tube  are  connected.  Of  course  each  tube  may 
be  caused  to  oscillate  in  the  same  manner  at  the  same  or  a  slightly  different 
frequency  from  every  other.  What  does  happen,  however,  is  that  all 
tubes  are  subjected  to  one  single  frequency  and  the  value  of  this  frequency 
is  the  one  at  which  it  is  "  easiest "  for  the  entire  amplifier  to  oscillate, 
that  is,  the  one  frequency  at  which  the  losses  in  the  whole  amplifier  (for 
a  given  strength  of  oscillation)  are  a  minimum;  of  course  if  these  losses 
are  greater  than  can  be  supplied  by  the  plate  battery  through  the  reactions 
of  each  plate  upon  each  grid  circuit  the  amplifier  will  fail  to  oscillate  at 
that  frequency  or  at  any  other  frequency  for  which  this  condition  prevails. 

It  may  happen,  however,  that  the  output  circuit  of  the  -amplifier  is 
coupled,  either  magnetically  or  electrostatically,  or  both,  to  the  input 
circuit,  in  which  case  the  amplifier  may  oscillate,  even  if  it  would  not 
otherwise  do  so.  Thus,  consider  the  three-stage  transformer-repeating 
amplifier  of  Fig.  6,  which  is  similar  to  that  of  Fig.  13.  Assume  that  oscil- 
latory currents  start  in  the  secondary  of  transformer  T;  these  currents 
will  be  repeated  and  amplified  from  tube  to  tube;  if  now  the  plate  circuit 
of  the  last  tube  is  so  related  to  the  grid  circuit  of  the  first  that  the  varying 
currents  in  the  former  can  produce  varying  voltages  in  the  latter,  which 
are  sufficiently  large  and  in  the  right  phase  to  increase  and  sustain  the 
currents  started  in  the  secondary  of  transformer  T,  then  the  amplifier 
will  oscillate.  It  will  be  easily  understood  that  if  there  is  coupling  between 
the  output  and  input  circuit  it  is  not  a  necessary  condition,  in  order  for 
the  amplifier  to  oscillate,  that  the  osciUations  shall  start  in  the  grid  cir- 
cuit of  the  first  tube,  for,  they  may  start  in  the  grid  circuit  or  even  the 
plate  circuit  of  any  one  of  the  tubes,  including  the  last,  and,  in  every  case, 
the  amplifying  action  of  the  apparatus  may  make  it  likely  that  oscillations 
be  sustained,  even  if  the  coupling  between  the  output  and  input  circuits 
is  feeble. 

Again,  while  in  the  preceding  paragraphs  we  have  assumed  that  the 
plate  circuit  of  the  last  tube  is  coupled  to  the  grid  circuit  of  the  first  tube 
the  amplifier  may  osciUate  even  if  the  plate  circuit  of  an  intermediate 
tube  is  coupled  to  the  grid  circuit  of  the  first  tube  or,  in  general,  it  may 
oscillate  if  the  plate  circuit  of  any  one  tube  is  coupled  to  the  grid  circuit 
of  any  of  the  preceding  tubes.  For,  as  long  as  any  currents  started  in 
the  oscillatory  circuit  of  any  one  tube  are  sustained  by  the  reactions  of 
the  other  tubes  the  amplifier  as  a  whole  may  oscillate. 

Remedies  for  Amplifier  Squealing. — It  must  be  stated  at  the  outset 
that  the  more  an  amplifier  amplifies  the  more  likely  it  is  to  squeal;  in 
other  words,  a  silent  amplifier  is  not  necessarily  better  than  one  which 
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shows  tendency  to  self  oscillation;  in  fact  if  a  series  of  tubes  connectfd 
in  cascade  show  no  tendency  to  squeal  it  is  likely  that  the  combinatiiit 
is  so  adjusted  that  the  overall  amplification  is  much  lower  than  it  shooli 
be.  Even  when  all  precautions  against  squealing  have  been  takesi  h 
may  be  foimd  upon  testing  the  amplifier  that  it  squeals  most  objectkir 
ably.    In  general  the  following  points  should  be  observed: 

(a)  An  amplifier  without  any  oscillatory  circuits  is  not  very  apt  ta 
squeal.  A  resistance-repeating  amplifier  may  be  constructed  practical]^ 
without  any  oscillatory  circuits,  although  it  must  be  imderstood  that 
even  a  short  pair  of  wires  from  an  oscillatory  circuit,  with  a  very  high 
nat\u*al  frequency  to  be  sure,  but  nevertheless  an  oscillatory  cinniit. 
Hence  even  a  resistance  amplifier  may  osciUate  at  very  high  frequoio- 
and  yet  be  "  heard  "  if  the  grid  condensers  intermittently  "  block  "  the 
plate  current.  Resistance-repeating  amplifiers  (with  an  overall  v<dta^ 
amplification  of  about  25,000)  have  been  constructed  which  do  not  squeftL 

(6)  Under  no  circmnstances  should  the  output  and  input  circuits  of 
an  amplifier  be  coupled  together  even  in  the  feeblest  manner.  It  is  best 
to  use  for  both  of  these  circuits  short  twisted  leads  and  the  output  and 
input  circuits  should  be  kept  as  far  apart  as  possible.  The  twisted  leads 
should  be  "  shielded  "  by  enclosing  them  in  a  grounded  flexible  metallic 
casing.  As  a  matter  of  fact  it  is  advisable  that  all  plate  circuit  leads  be 
kept  from  being  coupled  to  grid  circuit  leads  of  previous  tubes;  hence 
the  leads  inside  of  the  amplifier  box  should  be  nm  with  this  very  important 
point  in  view. 

(c)  Each  tube  and  its  holder  should  be  placed  in  a  shielded  chamber, 
the  surfaces  of  which  are  covered  with  copper  connected  to  ground;  this 
prevents  any  electrostatic  or  magnetic  field  from  one  tube  from  appre- 
ciably afifecting  the  adjacent  tubes  or,  in  other  words,  it  prevents  coupling 
between  adjacent  tubes,  since  the  energy  contained  in  any  varying  fidds 
produced  by  one  tube  is  absorbed  by  the  currents  created  in  the  surround- 
ing copper.  This  precaution  should  alwayB  be  taken  in  the  ease  of 
high-frequency  amplifiers  especially. 

(d)  Wherever  possible,  separate  plate  batteries  and  filament  batteries 
should  be  used  for  each  tube,  for  in  this  manner  a  means  of  coupling 
between  the  tubes  is  done  away  with.  Unfortimately,  separate  batteries 
for  all  tubes  add  so  much  to  the  weight,  size,  and  cost  of  an  amplifier  as 
to  make  the  arrangement  impossible  for  any  but  special  laboratory  work. 
In  any  case  both  of  these  batteries  should  be  of  as  low  a  resistance  as 
feasible. 

(e)  All  leads  should  be  rigidly  held  in  their  proper  places  and  all  con- 
nections be  well  soldered. 

Even  when  all  these  precautions  have  been  taken  it  may  be  that  an 
amplifier  known  to  be  correctly  built,  and  of  previous  good  behavior 
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gives  loud  "  sputtering  "  noises  in  the  telephones,  even  when  the  input 
sircioit  is  short-circuited.  This  may  be  due  to  a  "  bad  "  tube  somewhere 
in  the  amplifier  (to  be  discussed  in  the  next  section)  or  it  may  be  due 
to  either  the  A  or  J5  batteries.  A  storage  battery  is  practically  always 
used  for  filament  heating,  so  it  is  evident  that  this  battery  has  a  low 
resistance,  but  it  will  be  foimd  that  if  a  good  amplifier  (high  amplification) 
is  used  with  an  A  battery  nearly  discharged  (say  lower  than  1.8  volts 
for  a  lead  cell)  all  &OTts  of  odd  noises  may  be  heard  in  the  amplifier, 
TV-liereas  if  a  normally  charged  A  battery  is  substituted  the  amplifier  is 
quiet. 

The  same  remark  holds  true  regarding  the.  B  battery  to  an  even 
greater  degree;  the  small  dry  cells  generally  used  for  the  plate  battery 
develop  a  very  high  variable  resistance  towards  the  end  of  their  life,  and 
if  there  is  one  such  "  worn-out "  cell  in  the  battery  it  will  result  in  very 
bad  noises  in  the  amplifier.  A  test  of  the  cells  with  a  low  resistance  volt- 
meter will  at  once  show  of  the  defective  cell. 

*   Tube  Noises. — Another  feature  which  causes  considerable  difficulty 

in  the  operation  of  an  amplifier  is  the  "  noise  "  produced  by  the  tubes. 

Xhe  reader  wiQ  realize  that  any  slight  change  in  the  currents  flowing  in 

the  plate  or  filament  circuit  of  an  amplifier  tube,  especially  if  it  be  one 

of  the  first  tubes,  may  be  so  amplified  as  to  finally  produce  a  very  large 

change  in  the  plate  current  of  the  last  tube,  and  hence  a  loud  click  in  the 

phones.    Sometimes  these  clicks  are  frequent  and  almost  deafening  as 

compared  with  the  signals,  hence  very  objectionable.    As  a  matter  of 

fact  these  noises  form  one  of  the  limitations  of  amplifiers  in  so  far  as  the 

number  of  stages  is  concerned,  since  it  is  almost  impossible  to  prevent 

minute  changes  of   currents  in  the  first   tubes,  which,  if  repeated  and 

amplified  through  a  large  number  of  stages,  may  finally  "  swamp  "  the 

legitimate  signals.    These  minute  changes  of  current  in  the  tube  circuits 

may  take  place  due  to  several  causes,  the  most  conunon  of  which  are: 

(1)  Sudden  slight  changes  in  the  electromotive  forces  of  the  vari- 
ous batteries  (discussed  in  previous  section). 

(2)  Mechanical  vibration  of  the  elements  of  the  tubes. 

(3)  A  slight  amount  of  gas  causing  ionization,  or,  what  is  more 
difficult  to  overcome,  actual  irregularities  in  the  rate  of  emis- 
sion of  electrons  from  the  filaments.  This  is  probably  due 
to  surface  impurities  of  the  hot  filament. 

It  is  evident  that  mechanical  vibrations  of  the  tube  elements  will 
vary  the  distance  between  the  grid  and  filament  and,  of  course,  the  plate 
current  will  change  accordingly;  the  same  is  true  of  any  changes  in  the 
distance  between  plate  and  filament  and  plate  and  grid.  Hence  the 
elements  should  be  firmly  supported.    Of  course,  no  matter  how  firmly 
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supported;  they  may  alwa3rs  be  made  to  vibrate,  thoiigh  imperceptildy, 
and  yet  enough  to  be  detected  by  the  amplifier;  hence  the  care  must 
be  exercised  in  supporting  the  elements.  The  importance  of  this  potnt 
was  not  at  first  fully  realized,  and  tubes  were  used  for  aeroplane  ytoA 
the  elements  of  which  were  not  sufficiently  well  supported,  with  the  result 
that  an  amplifier  consisting  of  these  tubes  became  practically  usefes. 
The  matter  of  supporting  the  tubes  themselves  is  extremely  important 
in  this  connection  and  should  be  given  the  greatest  attention.  Amidifier 
tubes  are  generally  supported  on  thick  pieces  of  soft  spongy  rubber  or 
else  on  light  springs;  the  point  to  strive  after  is  to  obtain  a  support  such 
that  if  the  tube  as  a  whole  is  caused  to  vibrate  it  will  do  so  at  a  very  lev, 
inaudible,  frequency,  and,  furthermore,  it  will  not  be  able  to  conuaunicate 
the  vibrations  to  the  elements  of  the  tubes,  the  nat\u*al  frequency  of  which 
is  very  high  in  view  of  the  rigid  suspension  of  the  elements. 

It  will  be  realized  that  the  behavior  of  the  first  tube  of  a  mtilti-staee 
amplifier  must  be  extremely  regular  if  it  is  to  produce  inappreciable  noiae6 
in  the  telephones  at  the  output  end.  Assmning  an  amplifier  which  multi- 
plies the  input  voltage  by  10^  having  a  resistance  (or  reactance)  in  tite 
first  plate  circuit  of  50,000  ohms  and  assmning  that  a  voltage  of  .02  on 
the  grid  of  the  last  tube  will  give  an  audible  signal  in  the  telephones,  it 
may  be  seen  that  a  change  in  current  in  the  plate  circuit  of  the  first  tube 
of  only  10""^®  ampere  will  produce  an  audible  noise.  This  mi^t  be  a 
variation  in  the  plate  current  of  the  first  tube  of  only  one  part  in  ten 
miUion!  But  if  we  try  to  conceive  of  the  smface  conditions  of  the  hot 
metal  from  which  the  electrons  are  being  boiled  out,  it  seems  impossiUe 
that  the  emission  of  electrons  should  be  steady  enough  to  eliminate  sudi 
a  slight  irregularity.  In  fact  it  seems  that  with  present  tubes  a  much 
larger  variation  of  the  plate  current  is  continually  occmring. 

Again  any  outside  disturbances  impressed  on  the  input  terminal 
even  as  small  as  lO"*^  volt  will  produce  an  audible  noise  in  the  telephone. 

We  may  therefore  conclude  that  if  the  input  circuit  of  an  amplifio' 
is  not  subject  to  interfering  signals  as  great  as  lO"*^  volt  an  amplifier  may 
usefully  be  employed  with  a  voltage  amplification  of  between  10*  and 
10^,  if  quiet  tubes  are  used  in  the  first  slages;  with  present  tubes  more 
than  this  (or  as  much  as  this  in  most  cases)  is  not  worth  while;  the  sigoal 
may  be  made  louder  by  using  perhaps  one  or  two  more  tubes,  but  in 
general  it  is  no  more  readable. 

Arrangement  of  Apparatus  in  Amplifiers. — In  Fig.  35  is  shown  a  three- 
stage  audio-frequency  amplifier  using  transformer  repeating.  The  tubes 
used  have  /xo=7  and  the  transformer  ratio  is  about  3.5;  in  series  with 
the  negative  lead  from  each  filament  is  a  small  piece  of  resistance  wire, 
so  that  the  grids  are  held  at  a  negative  potential,  with  respect  to  eadi 
filament.    The  filaments  are  in  parallel  the  currents  being  controlled  by 
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a.  common  rheostat;  the  battery  used  in  the  plate  circuit  (the  same  battery 
aervefl  all  tubes)  should  be  about  40  volts.  An  over-aC  voltage  ampli- 
fication of  about  3000  is  obtained,  but  there  is  generally  an  audible  tube 
noise  present,  making  it  useless  for  reading  very  weak  signals. 

In  Figs.  36  and  37  is  shown  a  very  carefully  designed  amplifier  having 
its  beat  performance  for  a  signal  of  6000  meters  wave-length.  Induc- 
'tance  repeating  is  used,  the  coils  being  toroids  with  iron-dust  cores;  they 
liave  a  reactance  of  about  50,000  ohms.  The  tubes  used  have  >io  equal 
to  35  and  use  a  plate  potential  of  130  volts.    The  total  voltage  ampU- 


Fig.  36. — A  compact  transformer-repeating  audio-frequencjr  amplifier;  the  tubes  are  in 
spring  Huapensions,  each  in  its  separate  metallic  compartment.  It  has  a  voltage 
amplification  of  about  3000. 

gcation  possible,  without  squealing,  is  about  50,000,  but  its  useful  ampli- 
fication for  very  weak  signals,  is  only  about  5000. 

This  question  of  useful  amplification  is  seldom  mentioned  in  texts, 
but  is  really  very  important.  It  may  be  that  two  amplifiers  are  com- 
pared in  the  laboratory  and  it  is  found  that  one  gives  a  voltc^e  ampU- 
fication  ten  times  as  much  as  the  other.  It  may  be  that  this  comparative 
figure  checks  when  different  tests  are  made  so  that  there  is  no  doubt 
regarding  its  accuracy.  It  might  be  then  assumed  that  if  a  signal  giving 
a  certain  current  m  the  antenna  is  just  readable  with  amplifier  A  (the 
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Fia.  36. — ^Ext^nal  appearance  ot  a  very  weH-dedgoed  ampliBo'  for  &  (requenqr  d 
60,000  cycles;  the  input  circuit  can  be  connected  to  various  stagee  by  means  of  tic 
plug  and  flexible  cord.    The  total  amplification  of  this  instnuuent  is  about  50,0(0 
but  it  can  seldom  be  used  efficiently  with  an  amplification  greater  thso  iboal   , 
6000  because  of  tube  noises. 


FiQj  37. — ^Arrangement  of  the  apparatus  of  the  amplifier  shown  in  Fig.  36. 
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poorer  one)  that  when  amplifier  B  is  used  the  signal  would  be  readable 
if  the  antenna  ciurent  were  decreased  to  one-tenth  its  former  value.  It 
-will  probably  be  found,  however,  that  when  amplifier  B  is  used  an  antenna 
current  about  one-half  that  used  with  amplifier  A  is  the  least  audible 
signal,  instead  of  one-tenth,  as  is  naturally  assiuned.  The  reason  for  this 
is  the  "  background  "  of  noise  (from  tubes  and  other  sources)  present 
to  a  greater  extent  with  B  than  with  A,  And  the  presence  of  the  noisy 
background  requires  a  much  stronger  signal  in  the  phones  when  using 
amplifier  B  than  is  required  when  A  is  used. 


CHAPTER  XII 
EXPERIMENTS  WITH  RADIO  CIRCniTS 

In  this  chapter  is  indicated  a  brief  course  of  selected  experiments  to  be 
performed  in  the  radio  laboratory.  As  in  any  branch  of  en^^eering,  a 
laboratory  course,  to  paraUel  the  theoretical  studies,  is  essential  if  the 
principles  and  actions  of  the  apparatus  investigated  are  to  be  fully  under- 
stood and  the  greatest  good  obtained. 

The  experiments  have  been  selected  primarily  to  give  the  student 
training  in  the  manipulation  and  operation  of  vacinun  tubes  in  their 
several  applications  of  detection,  amplification,  generation,  and  modu- 
lation; the  first  few  experiments,  however,  are  designed  to  investigate 
the  action  of  coupled  circuits,  receiving  circuits  and  spark  transmitters. 
The  apparatus  requirements  have  been  made  as  simple  as  possible  con- 
sistent with  satisfactory  results,  and  most  of  the  equipment  specified 
should  be  foimd  readily  available  in  any  laboratory  intended  for  investi- 
gation of  radio  engineering  problems. 

EXPERIMENT  NO.  1 

Object 

To  investigate  the  phenomena  of  resonance  in  a  simple  series  circuit 
and  in  two  circuits  coupled  together  by  mutual  inductance.  To  find  the 
effect  of  coupling  upon  the  form  of  the  resonance  curve  and  to  study 
the  effect  of  mistiming  the  secondary  circuit. 

Apparatus^ 

Two  fixed  condensers  Ci  and  C2.  (These  should  be  of  suitable  vahie 
and  may  be  equal  in  value,  although  not  necessarily  so.) 

Two  fixed  inductances  Li  and  L2.  (These  inductances  should  have 
such  value  that,  when  combined  with  Ci  and  C2  respectively,  the  oscil- 
lation frequencies  are  at  the  middle  of  the  range  of  frequencies  obtain- 
able with  the  alternator  available.) 

^  In  this  experiment,  as  well  as  those  which  follow,  suitable  values  of  apparatoi 
constants  have  been  suggested  wherever  considered  desirable,  and  in  the  specific  dire^ 
tions  for  each  test,  such  suggested  apparatus  has  been  considered  as  available. 
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Alternator.  (The  speed  shoiild  be  widely  variable  so  that  a  wide 
range  of  frequencies  may  be  covered.) 

One  alternating  current  voltmeter. 

Two  alternating  current  ammeters  (to  measure  primary  and  secondary 
current). 

Frequency  indicator.  (Tachometer  or  speed  counter  will  probably 
be  foimd  convenient  as  the  voltage  may  be  too  low  for  the  commercial 
frequency  meter.) 

One  variable  non-inductive  resistance. 

Operation 

Note:  In  each  test  the  terminal  voltage  of  the  alternator  should  be 
held  constant  throughout.  A  preliminary  run  should  be  made  to  insure 
all  meters  reading  on  scale  at  the  resonant  frequency  and  to  prevent 
damage  to  meters  and  apparatus. 

Test  No.  1. — (a)  Obtain  the  resonance  curve  for  the  circuit  connected 
as  shown  in  Fig.  1,  using  as  low  resistance  in  the  circuit  as  possible. 

(b)  Repeat  test  1  (a)  with  same  alternator  voltage,  using  a  high  resist- 
ance in  the  circuit. 


Fig.  1. 


Fia.  2. 


Readings  of  current  and  frequency  should  be  taken,  about  ten  or 
twelve  readings  at  least  being  taken  over  the  range  of  available  frequencies. 
The  readings  may  be  spread  out  where  the  current  changes  but  little 
with  frequency  and  should  be  concentrated  on  the  more  rapidly  curving 
portions  of  the  resonance  curve. 

Test  No.  2. — (a)  Determine  the  resonance  curves  for  coupled  circuits 
connected  as  shown  in  Fig.  2,  the  primary  and  secondary  circuits  being 
timed.  A  suitable  alternator  voltage  will  be  about  twice  the  value  used 
in  test  1.    Use  a  coefl&cient  of  coupling  K  of  approximately  0.05.    If 

necessary,  measure  Af,  Li  and  L2,  in  order  to  determine  KlK- ). 

\       VL1L2/ 
Read  the  ciurent  in  each  circuit  and  frequency,  as  the  frequency  is  varied, 
following  the  procedure  indicated  for  Test  No.  1. 
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(b)  Repeat  Test  No.  2  (a),  using  a  coefficient  of  coupling  of  approxi- 
mately 0.15. 

(c)  Repeat  Test  No.  2  (a),  using  a  coefficient  of  coupling  of  approxi- 
mately 0.40. 

Test  No.  3. — Using  a  high  value  of  coupling  (say  0.40),  detenmne 
the  resonance  curves  for  coupled  circuits,  with  the  secondary  circtdt 
mistuned  about  50  per  cent.  (Increase  or  decrease  C2  so  that  =  VTjCi 
=  1.6 VLiCi  or  .5VL1C1,  choosing  that  variation  which  may  be  most 
convenient  to  make  with  the  apparatus  at  hand.) 

Curves 

Plot  resonance  curves  for  each  of  the  six  nms  specified  above.  lUufltra- 
tive  ciuves  are  shown  in  Chapter  I,  Figs.  53,  54  and  95.  For  tests  Nos. 
2  and  3,  calculate  «'  and  «",  using  formulae  (101),  (102),  (103)  and  (101), 
Chapter  I.  It  is  suggested  that  the  student  review  that  part  of  Chapter 
I  dealing  with  coupled  circuits  before  attempting  to  carry  out  the  fore- 
going tests. 

EXPERDiENT  NO.  2 

Object 

Use  of  a  buzzer-wave  generator;  setting  up  and  adjusting  a  receiving 
circuit  using  a  crystal  detector;  characteristic  curves  of  a  crystal  rectifier 
by  continuous  current  test;  operation  of  a  crystal  rectifier  on  alternating 
current. 

Apparatus 

Two  dry  cells. 

Fixed  inductance  U  (about  150  microhenries). 
Fixed  capacity  C  (about  .005  microfarad). 
Buzzer  rheostat. 
Buzzer. 

Variable  inductance  L  (0-5000  microhenries). 
Variable  capacity  C  (O-.OOIO  microfarad). 
Phones. 

Crystal  rectifier. 

Micro-ammeter  (0-1000  micro-amperes). 
Potentiometer. 
Low-reading  d.c.  voltmeter. 

Source  of  low  potential  alternating  ciurent.     (May  be  conveniently 
obtained  from  an  alternator  operated  with  its  field  circuit  open.) 
Low-reading  a.c.  voltmeter. 
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•  Oporatioii 

Test  1. — CJonnect  the  buzzer  wave-generator  in  accordance  with 
Fig.  3.  Vary  the  buzzer  adjustment  and  series  resistance  until  a  pure 
musical  note  is  obtained. 

Test  2. — Connect  the  receiver  circuit  in  accordance  with  Fig.  4. 
CJouple  this  circuit  closely  to  the  buzzer  generator,  and  adjust  the  recti- 
fying crystal  until  a  loud  signal  is  heard  in  the  phones.  Jar  the  crystal 
and  note  how  easUy  its  adjustment  is  spoiled.  Note  how  easy  or  difficult 
it  is  to  find  another  good  rectifying  point  on  the  crystal.  -  , 

Test  3. — With  tight  coupling,  and  holding  the  inductance  constant, 
vary  the  capacity  until  resonance  is  obtained  (maximum  signal  in  phones). 
Note  the  range  of  condenser  adjustment  over  which  the  signal  is  heard. 
This  is  a  measure  of  the  selectivity.  (See  Note.)  Repeat  this  test  with 
various  values  of  coupling,  and  note  the  relation  between  selectivity  and 
coupling. 

Im/wva 


c 


jWi 


c_ 


Fig.  3. 


Fig.  4. 


Note:  A  circuit  is  said  to  be  selective  when  it  is  necessary  (in  order 
to  get  a  maximum  strength  of  signal)  to  adjust  closely  the  value  of  induc- 
tance or  capacity  being  used  for  tuning  the  circuit.  If  the  signal  is  of 
about  the  same  strength  for  widely  different  values  of  the  timing  con- 
denser or  inductance,  the  circuit  is  said  to  be  non-selective;  or  it  may 
be  said  that  the  tuning  is  broad  for  such  a  circuit,  while  a  selective  circuit 
is  said  to  have  sharp  tuning.  A  circuit  which  has  no  natural  period  is 
said  to  be  "  aperiodic." 

Test  4, — With  loose  coupling  make  the  inductance  as  low  as  possible, 
obtain  resonance  by  varying  the  condenser,  and  note  the  strength  of 
signals  and  selectivity.  Repeat,  using  a  very  high  inductance.  Com- 
pare the  strength  of  signals  and  selectivity  in  the  two  cases. 

Test  6. — Obtain  the  continuous  current  characteristic  of  the  rectifier 
(in  this  case  a  crystal),  making  the  connections  as  indicated  in  Fig.  5. 
Vary  the  voltage  impressed  on  the  crystal  from  plus  one  volt  to  minus 
one  volt.  Get  a  reading  of  the  current  for  each  0.1  volt  between  the 
limits  named.  The  above  test  should  be  made  for  a  point  on  the  crystal 
which  shows  good  rectification  in  the  receiving  circuit  of  Fig.  4.  Obtain 
another  curve  for  a  second  point  on  the  crjrstal  which  shows  poor  detection 
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when  tried  with  the  buzzer.    Make  a  note  of  which  side  of  the  detector 
is  positive  when  the  larger  current  flowa 

Test  6. — Replace  the  battery  shown  in  Fig.  5  by  a  low  potential  altei^ 

nating  current  source  and  connect  the  a.c.  vok- 

II"  f     meter  directly  across  this  source.    Starting  with  a 

potentiometer  setting  which  gives  the  lowest  volt- 

V      /r\     ^  age,  get  a  series  of  readings  of  the  micro-animetef 

^       \  and  of  the  impressed  voltage,   and  note  how  the 

—/Xy^j ^  rectification  *  varies   with    the    impressed    voltage. 

^^  The    voltage   impressed   across    the    crystal    and 

Fig.  6.  galvanometer  is  to  be   calculated   from  the   meas- 

ured voltage  of  the  a.c.  generator  and  the  podtioQ 
of  the  potentiometer  contact;  the  resistance  used  in  the  potentiom^er 
must,  of  course,  be  low  compared  to  that  of  the  crystal. 

Questions 

1.  If  in  a  buzzer  circuit  L  =  100  microhenries  and  C«.00O4  micro- 
farad, what  is  the  wave-length?  If  C=.0002  microfarad,  what  value 
must  L  have  to  generate  a  wave-length  of  600  meters? 

2.  Judging  from  your  experimental  results  is  tight  coupling  or  loose 
coupling  generaUy  desirable  under  actual  field  conditions  where  much 
interference  is  likely  to  occur? 

3.  A  circuit  is  timed  for  an  incoming  signal  with  certain  values  of 
L  and  C.  If  L  is  increased  four  times  what  change  must  be  made  in  C 
to  maintain  the  timing? 

4.  What  three  characteristics  should  a  good  crystal  rectifier  possess? 

EXPERIMENT  NO.  8 

Object 

Study  of  the  wave-meter;  use  of  the  meter  for  measuring  the  wave- 
length of  low-  and  high-powered  circuits,  i.e.,  receiving  and  transmitting 
circuits;  measurement  of  inductance  and  capacity  by  means  of  the  wave- 
meter,  using  the  meter  as  a  detecting  circuit  or  as  a  calibrated  wave- 
generator. 

^iparatus 

Two  dry  cells. 

Coil  A — standard  fixed  inductance  (about  50  microhenries). 

Coil  B — ^unknown  fixed  inductance  (one  designed  for  low  voltage 
service). 

Coil  C — unknown  fixed  inductance  (antenna  loading  coil  or  one  coil 
of  an  oscillation  transformer). 
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Condenser  D — ^unknown  fixed  condenser.  (Small  capacity  intended 
for  low  voltage  service.) 

Condenser  E — ^unknown  fixed  condenser.  (Condenser  used  for  high 
voltage  service,  e.g.,  in  the  closed  circuit  of  a  spark  transmitter,  2  or  3 
Leydeh  jars  in  parallel  would  be  suitable.) 

Condenser  F — unknown  variable  condenser  (such  as  used  in  receiving 
circuit — ^is  to  be  adjusted  only  for  maximum  capacity). 

Wave-meter  (range  to  at  least  1000  meters). 

Buzzer. 

Buzzer  rheostat. 

Crjrstal  rectifier. 

Source  of  power  for  high  power  test  (Test  No.  7).  This  is  most  con- 
veniently obtained  by  disconnecting  the  normal  closed  circuit  capacity 
and  inductance  from  an  ordinary  spark  transmitter,  no  change  being 
made  in  the  low-tension  circuit,  stepnip  transformer  or  spark  gap  cod- 
nections.    (See  Fig.  7.) 


J    /kAA/>A- 
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Test  1*  Ihq>ection  of  Wave-meter* — Open  and  inspect  in  detail 
whatever  wave-meter  may  be  available.  Draw  a  diagram  of  the  con- 
nections, and  study  carefully  the  various  parts.  Note  how  the  unHaieral 
connection  of  the  detector  and  phones  may  be  obtained. 

Test  2.  Measurement  of  Capacity.— -Set  up  a  buzzer-excited  circuit 
as  indicated  in  Fig.  Q  and  consisting  of  A  and  D.  (See  Note.)  Measure 
by  means  of  the  wave-meter,  the  wave- 
length of  the  oscillations  generated,  using 
no  tighter  coupling  than  necessary  (weak 
coupling  is  necessary  if  an  accurate 
setting  of  the  wave-meter  is  to  be 
obtained).  From  the  measured  wave- 
length and  the  known  value  of  the 
inductance  calculate  the  capacity  of  the 
condenser. 

Note:  In  this  and  in  subsequent  tests  make  connections  with  short 
leads.  Use  particularly  short  leads  in  the  oscillating  circuits.  The 
capacity  of  the  leads  connecting  the  condenser  to  the  inductance  or  to 
the  detector  circuit  or  to  the  buzzer  acts  as  part  of  the  capacity  of  the 
oscillating  circuit,  thus  making  the  capacity  of  the  circuit  greater  than 
that  of  the  condenser  and  giving  an  error  proportional  to  the  capacity 
of  the  leads.  The  error  depends  upon  the  value  of  the  capacity  of  the 
condenser;  for  large  condensers  the  effect  is  small,  but  for  condensers 
of  100  micro-microfarads  or  less  an  error  of  25  per  cent  may  easily  be  made. 
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Fig.  6. 
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A  similar  error  occurs  due  to  the  inductance  of  the  leads  in  the  oscillatiDi: 
circuit. 

Test  3.  Measurement  ci  Capacity. — Repeat  Test  2,  substitatiDf 
condenser  E  for  condenser  D. 

Test  4.  Measurement  of  Capacity;  Confutation  ot  Capadtj  froa 
Dimensions. — Repeat  Test  2,  substituting  condenser  F  (set  for  maximum 
capacity)  for  condenser  D.  Before  performing  this  test  take  apart  cqd- 
denser  F,  obtain  the  dimensions  and  number  of  plates,  and  compote 
capacity.    Compare  the  computed  with  the  measured  capacity. 

Test  6.  Measurement  ci  Inductance;  Computation  of  Ihductiiice 
from  Dimensions. — Calculate  the  value  of  inductance  of  Coil  B  from 
its  dimensions,  and  then  measiu^  it,  using  for  a  standard  capacity  soch 
a  combination  of  condensers  D,  E,  and  F  as  will  produce  a  wave4^igth 
within  the  range  of  the  wave-meter.  This  value  of  wave4ength  is  to  be 
calculated  from  the  known  values  of  the  capacities  and  the  computed 
value  of  the  inductance. 

Test  6.  Wave-lengtii  of  an  Oscillating  Circuit  Excited  by  a  Buzzer.— 
Measure  the  wave-length  produced  by  the  combination  of  Coil  C  and 

condenser  Ey  iising  a  buzzer  circuit 
as  in  previous  tests. 

Test  7.    Wave-lengtii  of  an  Os- 
cillating Circuit  Ezdted  by  a 
set — Transfer  C  and  E  to  the 
power  circuit  shown  in   Fig.  7,  and 
again  measure,  the  wave4ength.    It 
should  be  foxmd  that  the  wave4»igfh 
for  tests  6  and  7  is  the  same. 
Test  8.    The  Wave-meter  as  a  Wave-generator.— Connect  the  wave- 
meter  as  a  wave-generator  as  indicated  in  Fig.  8  and  couple  to  it  the  oscil- 
lating circuit  consisting  of  coil  A  and  condenser  D,  with  detector  and 
phones  as  shown  in  the  fig- 
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xire.  Vary  the  wave-length 
generated  by  the  wave-meter 
until  the  test  circuit  indi- 
cates resonance;  the  wave- 
length of  the  test  circuit  is 

then   read   from  the  wave- 

« 

meter.    From  this  and  the 

known  inductance  compute  the  capacity.  It  should  be  foimd  that  the 
capacity  thus  obtained  agrees  with  that  found  in  Test  2,  when  the  wave- 
meter  was  used  as  the  detecting  circuit.  What  small  difference  occurs 
is  due  to  the  capacity  and  inductance  of  leads,  personal  error,  etc. 
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Questions 

1.  If  the  wave-length  of  a  circuit  is  to  be  increased  from  600  meters 
to  2500  meters  how  much  must  the  L  of  the  circuit  be  increased,  the  C 
of  the  circuit  remaining  the  same? 

2.  The  maximimi  capacity  of  the  condenser  of  a  certain  wave-meter 
is  5500  micro-micro-farads.  Its  maximum  wave-length  is  6200  meters. 
What  is  the  inductance  of  the  coil  used?  If  the  range  of  the  meter  is 
to  be  increased  to  12,000  meters  how  much  inductance  must  be  added 
to  that  of  the  meter? 

3.  A  solenoidal  coil  has  a  winding  5  inches  long,  26  turns  to  the  inch, 
and  is  4  inches  in  diameter.  What  is  L  in  cm.  and  in  microhenries  and 
in  millihenries? 

4.  A  sliding  plate  condenser  has  eleven  fixed  plates  and  ten  movable 
plates.  The  plates  are  3  inches  by  4^  inches  and  the  separation  of  adjacent 
plates  is  tSr  u^ch.    What  is  the  capacity  in  cm.  and  in  microfarads? 

« 

SXFBRIMBNT  NO.  4 

Object 

« 

To  set  up  and  adjust  a  transmitting  set,  using  inductive  coupling; 
to  investigate  the  effect  on  antenna  ciu'rent  of  tuning  the  antenna  circuit 
to  the  closed  circuit;  effect  of  coupling  on  the  amount  of  antenna  current 
and  wave-lengths  radiated;  energy  distribution  cxure;  determination 
of  the  decrement  of  the  set;  conductive  coupling. 

Apparatus 

Source  of  alternating  ciurent  supply  (500^^  or  60^)  and  stepmp 
power  transformer  designed  for  radio  service  (about  1  kw.  riating).  Spark 
gap  (plain  open  gap).  Oscillation  transformer  (the  inductances  used 
may  be  of  the  flat  spiral  t3rpe,  should  be  insulated  for  high  voltages,  and 
have  a  maximum  inductance  of  about  40-50  microhenries). 

High-voltage  condensers  for  primary  and  secondary  circuits.  (These 
may  conveniently  consist  of  Leyden  jars,  properly  connected.  The 
amount  of  capacity  will  depend  on  the  wave-length  for  which  it  is  decided 
to  adjust  the  set,  but  will  probably  not  exceed  .005  to  .010  microfarad 
for  either  circuit.) 

Hot-wire  ammeter  for  antenna  circuit. 

Wave-meter. 

Loading  inductance  (may  or  may  not  be  needed,  depending  on  relative 
values  of  closed  and  open  circuit  inductance  and  capacity). 
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Loading  resiBtance  (may  be  fouad  necessary  to  limit  currrait  in  twitwifn 
circuit  to  a  safe  value  and  will  probably  not  be  more  than  6  or  10  ohms 

Switch  for  controlling  the  low-voltage  supply  to  the  «t>ep-up  trinfr 
former  (usually  a  S.  P.  S.  T.  switch).  : 

Operatioii.    Inductively  Coupled  Transmitter  | 

Test  1.  Connectioiis. — Make  connections  as  shown  in  Fig,  9  with  ! 
the  exception  of  the  antenna  circuit,  which  is  to  be  left  open;  use  ahor  ■ 
wires  arranged  in  direct  and  orderly  fashion.  The  high-voltage  wiring 
between  the  power  transformer  and  the  primary  winding  of  the  oecillatKn 
transformer  is  dangerous,  and  must  be  so  arranged  that  accidental  contact 
with  it  is  not  likely.  Before  turning  power  on  the  set  ask  the  instructor 
to  look  over  the  connections  and  to  set  the  spark  gap  to  a  suitable  l^igth. 


Fia.  9. 

Test  2.    Adjustment  of  Closed  Circuit. — When  the  gap  is  spiarldiv 

properly,  place  the  wave-meter  in  proximity  to  the  primary  of  the  oscil- 
lation transformer  and  read  the  wavelength  which  is  being  generated. 
Change  the  amount  of  inductance  used  until  the  set  is  generating  the 
wave-length  for  which  the  set  is  to  be  adjusted.  Keep  the  antenna  cir> 
cuit  open. 

Test  3.  Tuning  oi  Antenna  Circuit  to  Closed  Circuit — Close  the 
antenna  circuit  or  secondary  oscillating  circuit.  In  one  of  the  iwnneet- 
ing  wires  take  two  or  three  turns,  making  a  loose  coil  about  3  inches  in 
diameter.  Tiiia  coil  is  for  exciting  the  wave-^neter;  it  must  be  left  fixed 
and  treated  as  part  of  the  inductance  of  the  secondary  circuit;  althou^ 
its  inductance  is  small  it  will  generally  be  large  enough  to  effect  the  wave- 
length of  the  set  and  so  must  not  be  altered  when  investigating  the  effect 
of  other  changes  in  the  circuit.  It  might  seem  that  the  wave-meter 
should  be  coupled  to  the  secondary  of  the  oscUlation  transfonner  to  read 
the  wave-length  of  this  cirouit,  but  this  must  not  be  done;  the  wave- 
meter  indication  when  excited  by  the  magnetic  field  of  the  oecillatioii 
transformer  may  lead  to  entirely  incorrect  conclusions.  The  «h1  used 
for  exciting  the  wave-meter  will  be  known  aa  the  "  aearch-coil." 
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Tune  the  secondary  to  the  primary  circuit  in  the  following  manner 
\¥ith  loose  coupling:  Vary  the  nmnber  of  tiuns  used  in  the  secondary 
until  the  ammeter  shows  maximum  current;  at  this  point  the  secondary 
and  primary  circuits  are  timed.  Check  this  by  adjusting  the  secondary 
turns  so  as  to  give  maximiun  secondary  current  and  reading  the  wave^ 
length;  it  wiU  be  found  to  be  the  same  as  that  to  which  the  primary  has 
been  adjusted.  Hence  if  the  primary  circuit  of  a  set  is  caUbrated  it  is 
not  necessary  to  have  a  wave-meter  to  time  the  secondary  circuit;  an 
ammeter  in  this  circuit  is  all  that  is  necessary. 

Test  C  Relation  of  Antenna  Current  to  Turns  of  Secondary  of  Osdl- 
lation  Transformer. — ^To  show  more  exactly  the  effect  of  tuning  on  the 
antenna  current  obtain  a  series  of  readings  between  antenna  current  and 
number  of  secondary  timis,  and  plot  a  curve.  Before  getting  this  series 
of  readings  adjust  the  coupling  of  the  oscillation  transformer  so  that 
^th  tuned  circuits  the  ammeter  reads  well  up  on  its  scale.  This  is  to  make 
certain  that  the  maximum  deflection  wiU  not  exceed  the  range  of  the 
instrument. 

Test  6.  Energy  Distribution  Curves* — With  the  two  circuits  properly 
tuned,  and  tight  coupling  in  the  oscillation  transformer,  couple  the  wave- 
meter  loosely  to  the  search  coil.  Vary  the  setting  of  the  wave-meter 
until  a  maximum  reading  of  the  wave-meter  ammeter  is  obtained;  increase 
the  coupling  of  the  meter  to  search  coil  until  the  wave-meter  ammeter 
reads  about  one-half  full  scale  value.  Keep  the  adjustment  of  the  wave- 
ineter  coupling  constant  while  getting  the  three  runs  indicated  in  the  next 
paragraph. 

Take  a  series  of  readings  of  the  wave-meter  ammeter  for  various  set- 
tings of  the  wave-meter  condenser;  get  enough  points  to  plot  an  accurate 
curve  between  wave-meter  settings  and  ammeter  readings.  This  curve 
shows  the  energy  distribution  of  the  oscillations  in  the  secondary  circuit. 
The  wave-meter  corresponds  to  a  tuned  receiving  set  and  its  indica- 
tions show  how  strong  a  signal  (relatively)  variously  tuned  receiving 
stations  would  receive  from  this  transmitting  set.  Get  similar  energy 
distribution  curves  for  medium  coupling  and  for  loose  coupling. 

It  will  be  found  that  for  tight  coupling  two  distinct  waves  are  gener- 
ated, neither  of  them  being  that  for  which  the  set  is  tuned.  One  of  them 
is  higher  than  the  proper  wave-length  and  one  of  them  is  lower.  The 
amount  by  which  the  two  waves  differ  depends  upon  the  coupling,  the 
difference  diminishing  as  the  coupling  is  weakened;  for  very  weak  coupling 
they  merge  together. 

Test  6.  Effect  of  Coupling  upon  Antenna  Current  and  upon  Energy 
Radiated  at  Tuned  Wave-length. — Set  the  wave-meter  to  the  tuned  wave- 
length, vary  the  coupling  between  the  primary  and  secondary  of  the 
oscillation  transformer,  and  read  the  antenna  ammeter  and  the  wave- 
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meter  ammeter  for  various  values  of  coupling.  It  will  generally  be  found 
that  the  antenna  current  continually  rises  as  the  coupling  is  increased, 
but  the  amount  of  energy  radiated  at  the  true  wave4ength  of  the  set  (indicated 
by  the  reading  of  the  wave-meter  anmieter,  the  wave-meter  being  a  tuned 
receiving  set)  will  be  a  maximimi  at  some  value  of  coupling  considerabhr 
lesd  than  the  maximmn  obtainable  with  the  set.  This  is  a  very  impor- 
tant point;  a  set  should  not  be  adjusted  for  maximum  antenna  current, 
but  to  radiate  a  maximum  power  ai  that  wave-lengih  for  which  the  set  i9  tund 
(and  hence  that  for  which  the  listening  stations  are  timed.) 

Test  7.  Conductively  Coupled  Transmitter. — Carry  out  the  tuning 
test  for  a  conductively  coupled  oscillation  transformer,  using  the  primary 
of  the  transformer  for  the  coupler,  and  making  connections  as  in  Fig.  1ft 
Adjust  the  primary  to  the  same  wave-lengih  for  which  the  set  was  adjustai 
in  Test  2,  with  the  antenna  circuit  open.   "^Slose  the  antenna  circuit  and 


Fig.  10. 


adjust  the  turns  included  in  this  circuit  \mtil  the  antenna  ammet(  ff^ 
a  maximum  indication.  With  this  adjustment  take  an  energy  dis**'^ 
tion  curve  by  means  of  the  wave-meter. 

Test  8,  Adjustment  of  the  Spark  Gap.— Carry  out  the  follov\« 
tests  on  spark  gap  adjustment  with  the  antenna  circuit  open.  Place^ 
suitable  hot-wire,  ammeter  in  the  primary  of  the  oscillation  transformei 
Set  the  gap  to  ^  inch,  and  note  current  and  character  of  sparking;  repeat 
the  gap  settings  of  i,  A,  i,  A,  I  inch.  It  wiU  be  noted  that  if  the  gap 
is  made  too  short  for  the  voltage  the  set  is  generating  the  spark  wm 
change  from  a  white  snappy  spark  to  a  more  or  less  transparent  arc. 
This  is  especially  true  if  the  gap  surfaces  are  rough  and  dirty. 

The  arcing  type  of  spark  makes  a  transmitting  set  practically  inopem- 
tive  because  of  the  very  small  amount  of  high-frequency  power  ^^^ 
with  such  a  spark.    If  the  gap  of  a  set  acts  in  this  manner  it  shouJa 
be  cleaned  thoroughly  and  then  the  voltage  of  the  set  reduced  or  ^^^^ 
of  the  gap  increased.    It  will  be  noted  in  support  of  this  ^*^^^^ 
when  the  gap  has  the  arcing  character  the  reading  of  the  ^^^^^^^^^i^ 
showing  the  amoimt  of  high-frequency  current,  is  small  comparea 
reading  when  the  spark  has  the  snappy,  noisy,  and  white  appear*" 
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Questions 


1.  A  spark  gap  is  set  to  break  down  at  5000  volts;  the  closed. ciroiiit 
condenser  has  a  capacity  of  .0009  microfarad;  there  are  360  sparks  per 
second.  How  many  watts  of  high-frequency  power  are  generated  in  the 
closed  circuit?  If  60  per  cent  of  this  power  is  transferred  to  the  antenna 
circuit  and  the  effective  resistance  of  the  antenna  is  8  ohms,  what  will 
the  antenna  ammeter  read? 

2.  An  open  spark  set  is  timed  for  410  meters;  the  coupling  is  30  per 
cent.  What  wave-lengths  are  radiated?  If  the  coupling  is  decreased 
to  8  per  cent  what  two  waves  would  be  radiated?  Would  they  appear 
as  two  waves  with  an  ordinary  receivmg  set? 

3.  Calculate  the  decrement  of  your  transmitting  set  for  one  of  the 
adjustments  for  which  an  energy  distribution  curve  was  obtained,  using 
that  curve  showing  the  purest  radiation.  Assume  the  wave-meter  decre- 
ment is  .03,  if  it  is  not  known. 

4.  From  the  energy  distribution  curve  for  the  tighest  coupling  used 
in  your  experiment  calculate  the  percent  coupling  for  that  adjustment? 

SXPBRIMENT  NO.  6 

Object 

To  measure  the  natural  wave-length,  iaductance  and  capacity  of  an 
antenna  and  its  variation  with  loading,  etc.  If  time  permits,  to  measure 
antenna  resistance. 

Apparatus 

Large  and  small  antenna,  variable  known  inductance  of  about  4000 
microhenries.  Receiving  coupler,  phones,  and  detectors  to  set  up  aperi- 
odic detecting  circuit,  wave-meter  for  wave-generator.  Variable  known 
condenser  from  about  .001  microforad  to  zero. 

Operation 

Test  1.  To  measure  the  natural  wave-length  of  an  ant-enna  we  use  two 
other  circuits  coupled  loosely  to  the  antenna  and  so  arranged  that  no  energy 
can  get  directly  from  one  into  the  other. 

The  wave-meter,  used  as  a  wave-generator,  is  coupled  to  the  antenna, 
using  only  one  or  two  small  turns  in  the  antenna  for  the  coupling.  The 
detecting  circuit  made  up  of  one  or  two  turns  of  the  primary  of  a  coupler 
in  the  antenna  and  all  of  the  secondary  coil,  used  with  crystal  detector 
and  phone,  forms  the  detecting  circuit. 
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This  detecting  circuit  responds  equally  well  to  all  frequencies, 
aperiodic.  The  antenna  will  absorb  most  energy  from  the  wave-m^er 
driver  when  the  natural  period  of  the  antenna  and  that  being  generated 
by  the  wave-meter  are  the  same. 

The  aperiodic  circuit  wiU,  therefore,  give  a  maximum  of  noise  in  the 
phones  when  the  wave  meter  is  impressing  on  the  antenna  a  wave  of  ite 
own  natural  frequency.    This  is  then  read  directly  from  the  wave-meter. 

Carry  out  this  test  for  both  antennse,  using  as  small  an  amount  of 
added  inductance  (for  coupling)  as  is  possible. 

Test  2.  To  measure  the  capacity  of  the  antenna,  measure  its  wave- 
length (by  method  just  described)  when  enqu^  known  inductance  has  been 
added  in  the  base  of  the  antenna  and  increase  its  wave-length  at  least  four 
times.  Knowing  the  value  of  this  added  inductance  (and  neglecting  the 
inductance  of  the  antenna  itself)  the  capacity  of  the  antenna  is  calculated. 

Knowing  the  capacity  of  the  antenna  and  also  the  natural  wave- 
length (no  added  inductance)  the  inductance  of  the  antenna  may  be  cal- 
culated. 

The  capacity  of  the  antenna  may  then  be  more  accurately  calcuUted 
by  using  the  total  inductance  (the  known  inductance  added  in  the  base 
plus  the  antenna  inductance).  This  corrected  value  will  generally  check 
the  approximate  value,  obtained  by  neglecting  the  antenna  inductance, 
within  1  or  2  per  cent. 

Test  3.  The  wave-length  of  the  antenna  is  to  be  measured  for  various 
values  of  loading  inductance  and  for  various  values  of  series  condenser, 
exactly  as  was  described  above. 

About  ten  points  should  be  obtained  for  each  curve,  so  selecting  the 
values  of  inductance  and  condenser  that  the  points  obtained  are  uniformly 
distributed  with  respect  to  wave-length. 

If  time  permits  make  the  third  run  by  putting  a  maximum  loading 
in  the  antenna  and  shunt  the  condenser  across  the  loading  coil.  Find 
the  wave-length  of  the  antenna  for  a  very  low  value  of  capacity  shunted 
around  the  inductance  and  take  several  more  readings  of  antenna  wave- 
length as  the  amount  of  shimted  capacity  is  gradually  increased. 

Test  4. — ^The  resistance  of  an  antenna  is  obtained  (for  any  given 
wave-length)  by  exciting  from  a  sending  set,  having  a  hot-wire  ammeter  in 
the  base  of  the  antenna.  Use  no  more  power  than  is  necessary  to  give  a 
good  deflection  on  the  lowest  range  hot-wire  meter  available.  Now  add  in 
series  with  the  antenna  (at  its  base)  a  non-inductive  resistance  of  sufficient 
value  to  cut  down  the  current  in  the  antenna  to  60  per  cent  its  formw 
value,  leaving  the  exciting  circuit  exactly  the  same. 

Neglecting  a  certain  small  correction,  the  value  of  which  dep^ids 
upon  the  ratio  of  the  decrements  of  the  antenna  circuit  and  driving  circuit, 
the  value  of  the  added  resistance  is  just  equal  to  the  antenna  resistance. 
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In  case  a  quenched  gap  is  used  in  the  exciting  circuit,  the  value  of  resist- 
ance obtained  should  be  increased  by  about  20  per  cent. 

Another  method  for  getting  the  resistance  is  by  getting  the  decrement 
of  the  antenna  at  various  wave-lengths,  using  quenched  spark  excitation. 
The  resistance  is  then  obtained  by  the  relation 

a»T/eVc7L 

If  C  and  L  are  not  known  the  decrement  may  be  obtained  after  a  small 
non-inductive  resistance  has  been  added  in  the  base  of  the  antenna.  This 
combined  with  the  decrement  obtained  before  the  addition  of  resistance, 
will  give  the  antenna  resistance  even  if  L  and  C  are  not  known. 

The  tests  outlined  above  are  for  damped  wave  excitation;  the  results 
of  the  test  should  be  checked  by  measurements  with  continuous  wave 
excitation  after  Ex.  11  has  been  carried  out. 

Questions 

1.  Why  is  it  necessary  to  use  few  tiu*ns  in  the  coupling  coils,  when 
measuring  natiural  wave-length?  How  could  you  tell  (approximately) 
the  natural  wave-length  of  a  ship's  antenna?  About  how  much  is  the 
capacity  of  a  ship's  antenna? 

2.  How  many  microhenries  of  inductance  would  you  add  in  the  base 
of  such  an  antenna  to  increase  the  wave-length  to  1000  meters?  to  2500 
meters? 

3.  Using  the  same  width  spreader,  how  much  might  the  capacity  of 
a  4-wire  aerial  be  increased  by  increasing  the  number  of  wires  to  eight? 
Explain. 

4.  Would  the  capacity  of  a  ship's  aerial  change  as  coal  is  taken  on 
board?  Why?  How  much?  How  much  would  such  a  change,  alter  the 
natural  length  of  the  aerial? 

5.  Why  are  aerials  always  operated  at  a  wave-length  greater  than 
the  natural  wave-length? 

6.  Of  what  two  general  components  is  the  total  resistance  of  antenna 
composed? 

7.  How  do  these  vary  with  the  wave-length  radiated  from  the  antenna? 

8.  Explain  the  difference  between  the  shape  of  resistance  curves  of 
a  land  station  and  a  ship  station? 

9.  If  a  land  station  shows  a  high  groimd  resistance,  how  would  you 
attempt  to  remedy  it?    Why  is  a  high  ground  resistance  objectionable? 

10.  Show  by  sketches  the  distribution  of  current  and  voltage  in  an 
antenna  for  the  three  cases,  first,  antenna  by  itself;  second,  antenna  with 
loading  coil  in  base;  third,  antenna  with  series  condenser  in  base. 


894  EXPERIMENTS  WITH  RADIO  CIRCUITS  [Chap.  XH 

11.  Explain  bow  the  series  condenser  cuts  down  the  natural  wave- 
length of  an  antenna. 

12.  What  is  the  effect  on  the  antenna  resistance  of  adding  loading 
coil  in  base  of  antenna  and  also  of  adding  series  condenser? 

13.  How  wiU  the  decrement  of  an  antenna  v^ry  as  the  amount  of 
loading  inductance  is  increased? 

14.  What  is  likely  to  happen  to  a  series  condenser  in  the  base  of  an 
antenna?    Why?    How  may  it  be  prevented? 

16.  In  what  part  of  a  ship's  antenna  is  the  current  a  maximum? 

EXPERDiENT  NO.  6 

Object 

To  determine  the  continuous  current  characteristics  of  a  thrc^e-^ectrode 
tube,  using  a  tube  suitable  for  receiving  and  amplifying  radio  signah. 
Free  grid  potential.  Effect  of  low  plate  voltage  or  low  filament  current 
on  the  characteristics  of  the  tube.  Effect  of  reversed  plate  battezy  or 
reversed  filament  battery. 

Apparatus 

One  vacuum  tube  (receiving  type,  as  for  instance,  the  Western  Electrie 
Co.'s  VT-l,  or  General  Electric  Co.'s  VT-11). 

Vacuiun  tube  receptacle. 

Two  dry  cells  (to  be  used  for  grid  potential).. 

Ammeter  (for  filament  current). 

Milliameter  (for  plate  current). 

Micro-ammeter  (for  grid  current). 

Potentiometer  (should  be  of  high  resistance). 

Voltmeter  (for  reading  plate  voltage). 

Low  range  voltmeter.  (For  reading  grid  voltage.  If  voltmeter  for 
measuring  plate  voltage  is  equipped  with  low-range  scale,  this  instrument 
will  not  be  required.) 

Rheostat  for  filament  circuit. 

Dry  battery  for  plate  circuit  (about  40  volts). 

Storage  battery  (for  filament  circuit). 

Operation 

Test  1.  Tube  Characteristic  under  Normal  Conditions  of  Plate 
Voltage  and  Filament  Current. — Grid  voltage  vs.  plate  current  and  Grid 
voltage  vs.  Grid  current  curves  should  be  plotted  for  each  of  the  tests 
indicated,  plotting  current  on  the  Y  axis. 
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Fig.  11. 


CJoimect  the  tube  in  accordance  with  Fig.  11  with  the  negative  side 
of  the  filament  as  the  conunon  junction.  With  plate  voltage  about  20 
volts,  filament  current « 1.1  ampere, 
vary  grid  potential  from  +2  to  —2 
volts  in  steps  of  0.2  volt,  and  read 
plate  current  and  grid  current  for 
each  adjustment  of  grid  voltage. 

Test  2.  Free  Grid  Potential 
tinder  Normal  Conditions  ot  Plate 
Current. — Determine  the  free  grid 
p)otential  by  reading  the  plate  cur- 
rent with  grid  entirely  disconnected  from  the  rest  of.  the  circuit.  From 
this  reading  of  the  plate  current  and  the  tube  characteristic  curve 
obtained  in  Test  1,  the  free  grid  potential  may  be  obtained. 

Test  3.  Tube  Characteristic  with  Reduced  Plate  Voltage. — Repeat 
Tests  1  and  2,  using  about  half  plate  voltage,  filament  ciurent  =  1.1  ampere. 

Test  4.  Tube  Characteristic  with  Reduced  Filament  Current. — 
Repeat  Tests  1  and  2,  using  normal  plate  voltage,  filament  current* 0.8 
ampere. 

Test  6.  Tube  Charact^stic  under  Normal  Conditions  of  Plate  Volt- 
age and  Filament  Current  with  Plate  Battery  Reversed. — ^Repeat  Tests 
1  and  2  with  plate  battery  reversed. 

Test  6.  Tube  Characteristic  under  Normal  Conditions  of  Plate  Voltage 
and  Filament  Current  with  Filament  Battery  Reversed. — Repeat  Tests 
1  and  2  with  filament  battery  reversed,  the  positive  side  of  filament  now 
being  the  conmion  junction. 

Questions 

1.  What  is  the  normal  resistance  of  the  plate  circuit  of  the  type  of  tube 
used  in  this  experiment? 

2.  What  is  meant  by  the  space  charge  in  a  vacuum  tube  and  what 
is  the  effect  of  the  grid  potential  upon  its  action? 

3.  What  effect  does  a  low  plate  voltage  have  upon  the  characteristic 
curves  of  a  tube?    What  effect  does  a  low  filament  ciu*rent  have? 

4.  What  is  the  effect  upon  the  characteristic  curves  of  a  tube  of  using  as 
the  conunon  junction  the  positive  side  of  the  filament  instead  of  the  n^ative? 

EXPERIMENT  NO.  7 

Object 

Study  of  the  connections  and  use  of  the  three-electrode  vacuum  tube  as 
a  detector  of  high-frequency  damped  waves  with  and  without  suitable 
grid  condenser.    Effect  of  the  grid  condenser  leak.    Effect  of  using  too 
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large  or  too  small  a  grid  condenser.  Effect  of  filament  current  and  plate 
voltage  upon  the  detector  action  of  the  tube.  Effect  of  reversed  plate 
battery  or  reversed  filament  battery.  Comparison  of  the  vacuimi  tube 
and  rectifying  crystal  m  detectors. 

Apparatus 

Vacuum  tube  (similar  to  that  used  in  Experiment  No.  6). 

Vacuum  tube  receptacle. 

Storage  battery  for  filament  circuit. 

Dry  battery  for  plate  circuit  (about  40  volts). 

Two  dry  cells  for  buzzer  circuit. 

Anmieter  for  filament  circuit. 

Voltmeter  for  measming  plate  voltage. 

Phones, 

Buzzer  and  rheostat. 

Two  fixed  inductances  (about  50  and  150  microhenries). 

One  fixed  condenser  for  buzzer  circuit  (about  .002  microfarad). 

One  fixed  condenser  for  shunting  phones  (about  .005  microfarad). 

Three  fixed  condensers  for  grid  circuit  (about  .005,  .0001  and  1  micro- 
farad). 

Three  leak  resistances  for  grid  circuit  (about  2  megohms,  50,000  ohms 
apd  10,000  ohms). 

One  variable  condenser  (about  .001  microfarad  maximum  capacity). 
.    One  crystal  rectifier. 

One  filament  circuit  rheostat. 

Two  D.  P.  D.  T.  switches  (one  to  be  a  reversing  switch). 

One  S.  P.  S.  T.  switch. 

Operation 

Cautkm. — In  making  the  tests  indicated  below,  it  is  important  that 
the  receiving  circuit  be  excited  only  by  the  high-frequency  osciUaHons  gen- 
erated by  the  buzzer-wave  generator.  If  the  receiving  circuit  is  placed 
near  to  the  buzzer  leads,  which  are  canying  pulsating  current  of  audible 
frequency,  current  of  this  frequency  will  be  induced  directly  into  the 
receiving  circuit,  and  so  heard  in  the  phones.  The  signal  thus  received 
cannot  be  timed  out  and  may  result  in  wrong  conclusions.  It  is,  there- 
fore, important  that  the  buzzer  leads  be  short  and  kept  remote  from  the 
receiving  circuit. 

If  an  audibility  meter  is  available  it  may  be  used  in  connection  with  the 
phones,  'and  its  indications  may  be  used  instead  of  varying  the  coupling 
between  receiving  circuit  and  buzzer  generator.  The  audibility  meter 
must  be  of  the  constant  impedance  type. 
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Test  1.  Connectioiis  and  Adjustment  of  Ciystal  Rectifier. — Connect 
up  the  apparatus  as  indicated  in  Fig.  12,  and  adjust  the  buzzer  to  give 
a  clear  musical  note.  With  close  coupUng  adjust  crystal  xrntil  a  clear 
signal  is  heard  in  the  phones.  Loosen  coupling  imtil  signal  is  just  audible 
and  yet  distinct,  and  note  distance  between  the  secondary  and  primary 
coils. 

Test  2.  Detector  Action  of  Tube;  All  Conditions  Normal.— The 
positive  side  of  the  filament  battery  should  be  connected  to  the  common 
junction.  With  plate  voltage  and  filament  current  adjusted  to  normal 
value,  and  grid  condenser  =  100  micro-microfarads,  grid  leak  of  two 
megohms,  connect  tube  to  receiving  circuit  and  again  vary  distance 
between  the  primary  and  secondary  until  a  signal  of  same  strength  as  in 
Test  1  is  obtained.    Note  the  greater  sensitiveness  of  the  tube  as  compared 


(Bujuer  generator  mounted 
on  board 


Fia.  12. 


to  the  crystal  detector,  as  indicated  by  the  greater  separation  between 
the  primary  and  secondary  coils. 

Test  3.  Detector  Action  of  Tube;  All  Conditions  Normal,  Plate 
Battery  Reversed. — Repeat  Test  2  with  plate  battery  reversed. 

Test  4.  Detector  Action  of  Tube;  All  Conditions  Normaly  Filament 
Battery  Reversed. — Repeat  Test  2  with  filament  battery  reversed.  Neg- 
ative side  of  battery  now  connected  to  common  junction. 

Test  6.  Detector  Action  of  Tube;  Plate  Battery  Voltage  Reduced, 
all  Other  Conditions  Normal. — Repeat  Test  2  with  plate  voltage  reduced 
to  about  50  per  cent  of  normal  value. 

Test  6.  Detector  Action  of  Tube;  Filament  Current  Reduced^  All 
Other  Conditions  Normal. — Repeat  Test  2  with  filament  current  reduced 
to  about  75  per  cent  of  normal  value.  • 

Test  7.  Detector  Action  of  Tube  with  Different  Grid  Condenser 
Capacities  and  All  Other  Conditions  Normal. — Repeat  Test  2  using 
grid  condenser  capacities  of  1  microfarad,  5000  micro-microfarads,  100 
micro-microfarads,  0,  and  short-circuit  across  grid  leak. 
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Test  8.  Detector  Action  of  Tube  with  Different  Grid  Leak  Resigl- 
anceSy  All  Other  Conditions  Normal. — Repeat  Test  2  using  grid  leak 
resistances  equal  to  2  m^ohms,  50,000  ohms,  12,000  ohms,  0  ohm,  and 
infinite  resistance  (open  circuit). 

Test  9.  Detector  Action  of  the  Tube  without  a  Grid  Condenser  under 
Different  Conditions  of  Plate  Voltage  and  Filament  Current. — Try  dif- 
ferent values  of  plate  voltage  and  filament  current  to  see  if  good  recti- 
fication may  be  obtained  without  the  grid  condenser.  When  best  adjust- 
ment has  been  found  note  sensitiveness  as  compared  with  that  of  Test  2. 

Questions 

1.  When  no  grid  condenser  is  used,  why  is  it  difficult  to  filnd  a  good 
rectifying  adjustment  of  the  tube? 

2.  Why  would  the  tube  detect  poorly  when  a  grid  condenser  is  used 
without  a  leak  resistance,  assuming  no  leak  in  the  tube? 

3.  Why  does  a  grid  condenser  with  suitable  leak  make  the  rectifying 
action  of  the  tube  certaiQ  for  a  wide  range  of  values  of  plate  voltage  and 
filament  current? 

4.  A  certain  tube  with  grid  condenser  and  leak  rectifies  weD  whai  the 
group  frequency  of  the  incoming  waves  is  120;  it  rectifies  very  poorly 
when  the  group  frequency  is  1000?    Explain. 

iBXPERIMBNT  NO.  S 

Object 

To  determine  (a)  the  geometric  amplifying  factor  (/lo)  of  the  tube  and 
its  variation  with  filament  current  and  plate  voltage;  (5)  the  amplifying 
factor  (ji),  which  represents  the  true  amplification  obtained  when  the 
output  circuit  of  the  tube  is  loaded,  and  its  variation  with  external  resist- 
ance in  the  plate  circuit;  (c)  the  internal  plate  circuit  resistance  (£,)  of 
a  three-electrode  vacuxun  tube  and  its  variation  with  filament  current 
and  plate  voltage* 

Apparatus 

Vacuum  tube  (similar  to  that  suggested  for  experiment  No.  6). 

Vacumn  tube  receptacle. 

Storage  battery  for  filament. 

Source  of  high-frequency  current.  (About  1000^^.  Source  should 
be  ungrounded.  An  oscillating  tube  generator  may  be  conveniently 
used  or  a  small  alternator.) 

Plate  battery  (40-volt  dry  battery). 

Phones. 
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Variable  resistance  R  (from  0  to  20,000  ohms).    A  plug  box  resistance 
suitable. 

Grid  circuit  battery  (five  or  six  dry  cells  in  series). 
Potentiometer  (to  consist  of  two  plug  resistance  boxes  connected  in 
series — ri  and  r2). 

Hot-wire  milliammeter  (to  be  connected  in  series  with  potentiometer). 


Operation 


Throughout  the  following  tests  (with  exception  of  test  No.  1 
the  grid  voltage  should  be  .|lll# 

mimf} 


m 


1000  ~ 
Source 


adjusted  to  a  certain  value 
and  held  constant  at  this 
value.  This  value  may  be 
arbitrarily  chosen,  although 
it  is  desirable  to  make  Ec 
of  that  value  which  has 
been  found  to  give  the  best 
performance  with  the  tube, 
e.g.,  for  reception  or  ampli- 
fication. 

Test  1. — Determination 

of  MO. 

(a)  With    normal    fila- 
ment ciurent  and  plate  voltage,  open  switch  S,  close  switch  S\  and  adjust 
ri,  and  r2  until  no  sound  is  heard  in  the  phones.     Under  these  conditions: 


Fig.  13. 


fAQtTi  =zr2 

^ 

where  i  =the  audio-frequency  current  through  ri  and  r2,  therefore, 

ir2    T2 

Since  r2  and  n  are  known,  ak)  is  thus  readily  determined. 

(6)  Repeat  the  above  determination  holding  the  filament  current  con- 
stant at  normal  value  and  varying  the  plate  voltage  in  fixed  steps. 

(c)  Repeat  the  above  determination,  holding  the  plate  voltage  con- 
stant at  normal  value  and  varjdng  the  filament  current  in  fixed  steps. 

(cJ)  Repeat,  holding  plate  voltage  and  filament  current  normal  and 
varying  Ec,  the  grid  voltage  through  as  wide  range  as  convenient. 

Plot  the  readings  taken  iij  runs  6,  c,  and  d, 

>  The  student  should  refer  to  Chapter  VI  for  detailed  definitions  oi  fxof  ii  and  fp 
and  explanation  of  their  variation  and  significance. 
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Test  2. — Determination  of  /*• 

(a)  With  switch  S  closed  and  S'open  and  R  set  at  the  value  at  which 

/i  is  to  be  measured,  vary  r2  or  n  until  when  <S'  is  closed  no  note  is  beard 

in  the  phones.    Under  this  condition  the  alternating  voltagje  drop  acroes 

R  is  equal  to  the  alternating  voltage  drop  across  r2 

or 

ipR=ir2=fiiri, 

and 

r2 

(6)  Repeat  test  (a)  with  various  values  of  R  and  plot  resulte  obtained 

Note:  As  i2  is  increased  Eb  must  be  increased  to  keep  Ej,  at  its  rated 
value  (Ep  represents  the  voltage  impressed  between  plate  and  filament). 
To  do  this,  note  what  plate  current  flows  when  R  is  made  equal  to  0  and 
Eb  is  at  rated  value  for  the  tube.  Then  keep  Ip  at  this  value  by  increasing 
£ft  as  i2  is  increased. 

Eg  must  be  kept  small  and  should  not  exceed  0.1  volt.  To  make  sure 
of  this,  the  milliammeter  A  is  connected  in  series  with  the  potentio- 
meter. From  its  indications  and  the  known  value  of  n,  the  value  of  E, 
( =tri)  is  readily  obtained. 

Test  3. — Determination  of  the  internal  resistance  (Rp)  of  the  tube. 

(a)  With  normal  values  of  filament  current  and  plate  voltage  doee 
switches  S  and  S\  Adjust  potentiometer  resistance  so  that  n  =r2  and 
vary  R  until  no  note  is  heard  in  the  phones.     Under  this  condition 

Rp  =  (jio—l)R 

where  /lo  is  known  from  the  results  obtained  in  Test  1. 

(b)  Repeat  test  (a)  using  various  values  of  plate  voltage,  holding  the 
filament  ciu-rent  constant  at  normal  value. 

(c)  Repeat  test  (a)  using  various  values  of  filament  current,  holding 
the  plate  voltage  constant  at  normal  value. 

In  case  it  is  not  feasible  to  get  a  balance  with  ri  =r2  then  a  suitable 
ratio  of  n— r2  may  be  chosen,  in  which  case  we  have: 

The  results  of  tests  6  and  c  should  be  plotted. 

EXPERIMENT  NO.  9 

Object 

To  measure  the  power  output  of  an  oscillating  tube  generator  (wifli 
separate  excitation)  and  its  variation  with  plate  voltage,  filament  current, 
excitation  and  plate  circuit  external  resistance. 
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This  test  may  be  carried  out  at  radio  frequencies  or  at  audio-frequencies 
(in  fact  60-cycle  excitation  may  be  used).  The  values  given  for  the  supply 
voltage,  resistances,  etc.,  are  made  suitable  for  one  of  the  smaller  tubes 
mentioned  below. 


Apparatus 

Vacuum  tube.  (For  these  tests  a  power  tube  should  preferably  be 
used.  The  Western  Electric  Company,  VT-2  or  General  Electric  Com- 
pany, VT-12  or  14  would  be  suitable.  Still  better  is  a  larger  tube,  such 
as  the  G.  E.  type  P.  or  type  U  pliotron.) 

Vacumn  tube  receptacle. 

Dry  battery  for  grid  circuit  (about  20  volts). 

Soiu-ce  of  alternating  voltage  for  exciting  grid  circuit.  (This  may  be 
conveniently  obtained  by  means  of  another  oscillating  tube  circuit.) 

Ammeter  for  filament  circuit. 

Rheostat  for  filament  circuit. 

D.c.  milliammeter  for  grid  circuit  (E). 

D.c.  millianmieter  for  plate  circuit  (A). 

Hot-wire  milliammeter  for  plate  circuit  {A'), 

Plate  battery  or  d.c.  generator  (since  the  normal  plate  voltage  will 
be  about  300  volts,  the  generator  would  probably  be  most  convenient). 

Shimting  condenser  for  plate  battery  and  anuneter  (about  1  micro- 
farad). 

High  value  fixed  inductance  for  plate  circuit.    This  must  be  sulEciently 

large  to  give,  at  the  fre-  c=3 1 

quency  used,  an  impe-  i (D w^^  I    ^ 

dance  several  times  as  *  ^  STVaH 

large  as  the  Rp  of  the 
tube  used. 

Condenser  for  load 
circuit  (should  have  such 
capacity  as  will  make 
its  reactance  small  com- 
pared to  the  tube  re- 
sistance at  the  frequency 

used). 

Variable  non-inductive  resistance  for  load  circuit.  This  should  be 
adjustable  in  steps  and  should  have  a  maximum  value  two  or  three  times 
as  large  as  the  a.c.  resistance  of  the  plate  circuit  (output  circuit)  of  the 
tilbd  used. 


8<rafee  of 
tftcmatiDff  yoltage 
for  excitetion 

4 


Fig.  14. 
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Operation 

In  all  of  the  tests  outlined  below  care  must  be  exercised  that  the 
amount  of  power  expended  on  the  plate  or  grid  is  not  greater  than  the 
safe  rating  for  the  tube  used. 

Part  L — The  action  of  the  tube  will  first  be  investigated  with  the  plate 
circuit  untuned  since  this  is  the  easier  circuit  to  manipulate.  The  lar^ge 
value  of  inductance  should  be  inserted  in  the  plate  circuit  during  the 
following  tests. 

Test  !• — ^With  suitable  values  of  Eg,  Ee^  and  -B,  and  with  E^  normal 
note  the  output  of  the  tube  and  its  variation  as  the  filament  current  is 
varied,  plotting  your  results  in  the  form  of  a  curve.  A  proper  vahie  for 
B  makes  it  equal  to  the  normal  value  of  Rp, 

Test  2.  Repeat  Test  1,  varying  the  plate  voltage  instead  of  the  fila- 
ment current. 

Test  3. — Repeat  Test  1,  varying  Eg  instead  of  the  filament  current. 
(In  this  test  Ec  must  be  varied  so  as  to  get  maximum  output  at  each 
setting  of  Eg,  without,  however,  exceeding  the  safe  rating  of  the 
tube.) 

Test  4, — ^With  all  conditions  normal,  determine  the  variation  in  oiut- 
put  of  the  tube,  as  the  resistance  {R)  in  the  output  circuit  is  varied. 

In  all  of  the  foregoing  tests  the  high-frequency  power  in  the  ou^t 
circuit  is  given  by 

P^v^R 

where  i  is  the  current  measured  by  the  ammeter  A\  Due  to  the  high 
impedance  of  L  to  high-frequency  ciurents,  it  may  be  reasonable 
assumed  that  practically  no  high-frequency  current  passes  through  this 
branch. 

Part  11. — The  characteristics  of  the  generator  when  using  a  tuned- 
plate  circuit  will  next  be  investigated.  The  high  inductance  should  there- 
fore be  replaced  by  the  low  inductance  to  permit  tuning  the  parallel  cir- 
cuit LC  to  radio  frequencies.  A  suitable  low  inductance,  such  that  the 
capacity  used  in  parallel  with  it  will  permit  tuning  (parallel  resonance) 
to  the  frequency  used  for  grid  excitation. 

Test  1. — With  aJl  conditions  normal,  e.g.,  Ep,  //,  Ec  of  proper  vahie, 
and  Eg  held  fixed  at  a  certain  value,  find  the  effect  on  the  output  of  the 
tube  of  tuning  or  of  not  timing  the  output  circuit  to  the  input  frequency, 
using  a  low  value  of  R. 

^  Ec  should  be  held  constant  at  some  value  which  has  previously  been  found  to  be 
most  suitable  for  the  tube  when  acting  as  a  generator  with  all  conditions  normal.  This 
will  generally  be  about  80  per  cent  of  the  maximum  value  of  the  excitation  voltage. 
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Test  2. — ^With  the  plate  circuit  tuned  and  all  conditions  normal, 
determine  the  variation  in  output  with  variation  in  R\  calculating  for 
each  value  of  R'  the  load  circuit  resistance  as  follows: 


R'xiMA  otrooit  =77  D  (8^  page  72), 


LI 
CR 

where  L  » inductance  in  henries ; 

C* capacity  in  farads; 
i2s  actual  resistance  in  the  oscillating  circuit. 

Test  3. — With  the  load  circuit  adjusted  for  maximum  output,  find 
the  eflfect  of  varying  Eey  both  above  and  below  its  normal  value. 
Plot  curves  showing  the  results  obtained. 

EXPERIMENT  NO.  10 

Object 

Study  of  the  power  tube  as  appUed  to  a  typical  oscillating  circuit,^ 
such  as  might  be  applicable  to  a  radio  telephone  set.  Effect  of  the  plate 
inductance,  the  condenser  in  series  with  the  antenna,  the  resistance  in 
the  oscillating  circuit,  the  degree  of  coupling  of  the  plate  to  the  oscillating 
circuit,  the  plate  voltage,  the  filament  current,  the  grid  condenser,  the  grid 
leak,  and  the  grid  potential. 

Apparatus 

Vacuum  tube  (similar  to  that  used  in  Elxperiment  No.  9). 

Vacuum-tube  receptacle. 

Anmieter  for  filament  circuit. 

Rheostat  for  filament  circuit. 

Plate  battery  or  d.c.  generator  (about  300  volts). 

Ammeter  for  plate  circuit. 

Condenser  for  shunting  plate  battery  and  ammeter  (about  1  micro- 
farad).. 

Hot-wire  ammeter  for  antenna  circuit  (may  conveniently  be  a  galvanom- 
eter and  thermo-couple  with  a  maximum  range  of  about  0.5  ampere). 

Wave-meter  of  suitable  range. 

Dummy  antenna.  (The  constants  of  this  antenna  are  arbitrarily 
chosen.    A  representative  one  would  be: 

L  =40  microhenries 

C  =400  micro-microfarads  (mica) 

/?=8  ohms.) 

*  The  circuit  which  is  investigated  in  this  experiment  is  discussed  on  page  561  et  seq. 
and  the  student  should  thoroughly  review  the  theory  and  principles  of  operation  as 
given  there,  before  attempting  to  perform  the  tests  specified. 
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Special  low  resistance  inductance  (L),  variable  in  about  12  eqpal 
steps,  for  oscillating  circuit  (total  inductance  may  be  about  2000  mioo- 
henries). 

Special  condenser  (Ci),  variable  in  twelve  equal  steps,  for  oscillatiitg 
circuit.  (Maximum  capacity  may  be  approximately  3000  or  4000  micro- 
microfarads.)  This  condenser,  the  same  as  C  above,  should  have  n^iigiUe 
losses,  preferably  made  with  mica, , 

Variable  plate  circuit  inductance  (maximimi  value  about  5000  or 
10,000  microhenries). 

Grid  circuit  battery  (about  20  volts,  with  grid  to  be  made  negative). 

Various  grid  condensers  (from  100  micro-microfarads  to  1  niicrofaradj. 

Various  grid  leak  resistances  (from  12,000  to  2,000,000  ohms). 

Resistance  for  insertion  into  oscillating  circuit  (about  50  ohms). 

All  of  above  values  are  suitable  for  a  VT-2  or  VT-14  tube  and  the 
result  obtained  indicate  the  behavior  of  one  of  these  tubes  when  used  for 
signaling  between  aeroplanes  and  similar  service. 

Operation 

Test  1.  Adjustment  of  Plate  Inductance. — Make  connecticms  as  in 
Fig.  15,  place  the  coupling  contact  M  at  D  and  the  wave-length  contact 

— jgmi- 


lA/: 


aboni  It  tteps 


Fig.  15. 


H  at  the  third  step  away  from  D,  use  C^=500  tn^j  /J^  =  12,000  chins, 
Ci  =  1200  /x/x/.  Vary  the  plate  inductance  Lp,  from  its  minimum  to  its 
maYiTTnim  value  and  read  A  and  Ap  for  each  point  on  the  inductance  I^ 
Note  that  the  circuit  can  be  made  to  oscillate  for  a  limited  range  of  values 
of  Lp,  and  that  when  it  starts  to  oscillate  the  plate  current  decreases. 
Note  the  value  of  Lp,  giving  maximum  current  in  the  oscillating  circuit, 
and  use  it  in  the  following  tests. 

Test  2.  Effect  of  the  Condenser  in  Series  with  the  Antenna. — ^With 
all  other  adjustments  as  in  Test  1  vary  the  <;apacity  C\  in  series  with  the 
antenna  from  50  mm/  to  3200  mm/  in  the  following  steps :  60,  100,  200, 
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400,  800,  1200,  1600,  2000,  2400,  2800,  3200,  and  read  A,  also  measure 
the  wave-length.  Do  not  increase  Ci  beyond  the  point  where  the  circuit 
refuses  to  oscillate.  Note  that  the  circuit  cannot  be  made  to  oscillate 
for  certain  values  of  Ci,  also  that  the  value  of  C\  affects  the  wave-length. 
Note  the  value  of  C\  which  gives  the  maximum  current  in  the  oscillating 
circuit  and  use  it  in  the  following  tests. 

Test  3.  Effect  of  High  Resistance  in  the  Oscillating  Circuit.— With 
all  other  adjustments  as  in  Test  2  introduce  a  resistance  of  50  ohms  in 
the  oscillating  circuit  and  note  A,  Compare  this  reading  of  A  with  that 
obtained  in  Test  2  for  best  adjustment  of  C\. 

Test  4.  Effect  of  Shifting  the  Wave-length  Contact  ^.— With  all 
other  adjustments  as  in  Test  2  shift  the  wave-length  contact  H  from 
point  D  towards  K  in  steps,  and  note  the  step  number,  the  reading  of  A, 
and  also  measure  the  wave-length.  Note  that,  although  this  is  primarily 
a  wave-length  adjustment,  yet  the  coupling  of  the  plate  circuit  to  the 
oscillating  circuit  is  also  varied  and  hence  the  current  in  the  oscillating 
circuit  is  varied. 

Test  6.  Effect  of  Shifting  the  Coupling  Contact  JIf .— With  all  other 
adjustments  as  in  Test  2  shift  the  coupling  contact  M  from  D  towards 
K  in  steps  and  note  the  step  number,  the  reading  of  A  and  also  the  wave- 
length. Note  that  when  the  coupling  contact  is  moved  about  half  way 
down,  the  tube  stops  oscillating.  The  adjustment  for  this  test  is  primarily 
a  coupling  adjustment,  and  should  only  affect  the  current  in  the  oscillating 
circuit,  the  wave-length  being  but  slightly  affected. 

Test  6.  Effect  of  Plate  Voltage. — With  all  other  adjustments  as  in 
Test  2  vary  the  plate  voltage  from  its  normal  value  both  up  and  down 
and  note  A,    Be  careful  not  to  exceed  the  safe  plate  voltage  and  watts. 

Test  7.  Effect  of  Filament  Current. — With  all  other  adjustments 
as  in  Test  2  decrease  the  filament  ciu-rent  in  steps  from  its  normal  value 
to  1.0  ampere  and  note  A,  Note  that  A  decreases  with  decreasing  fila- 
ment current. 

Test  8.  Effect  of  Value  of  Grid  Condenser. — With  all  other  adjust- 
ments as  in  Test  2  make  the  grid  condenser  Cq  100  ynify  500  /x/x/,  5000 
/x/x/,  1.0  m/,  and  note  A  and  Ap,    Note  the  best  value  of  Cg. 

Test  9.  Effect  of  Value  of  Leak  Resistance. — ^With  all  other  adjust- 
ments as  in  Test  2  make  the  value  of  the  leak  resistance  Rg  infinite  (open 
circuit),  2  megohms,  50,000  ohms,  10,000  ohms,  and  zero  and  read  A  and 
Ap,    Note  the  best  value  of  Rg, 

Test  10.  Effect  of  Holding  the  Grid  at  Different  Negative  Potential.— 
With  all  other  adjustments  as  in  Test  2  vary  the  e.m.f.  in  series  with  the 
leak  resistance  from  zero  to  30  volts  in  several  steps  and  read  A  and  Ap, 
Note  that  as  this  e.m.f.  is  increased  the  reading  of  A  may  decrease  some- 
what, but  the  reading  oi  Ap  decreases  much  more. 
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1.  Why  is  it  that  in  Test  1  too  low  an  inductance  in  the  plate  circuit 
will  prevent  the  tube  from  oscillating? 

2.  Why  is  it  in  Test  2  either  too  low  or  too  high  a  value  of  Ci  wifl 
prevent  the  tube  from  oscillating? 

3.  From  your  results  of  Experiments  9  and  10  what  is  the  effect  of 
holding  the  grid  at  various  negative  potentials  upon  the  output  and  effi- 
ciency of  the  tube? 

EXPERIMENT  NO.  11 

Object 

To  measure  the  high-frequency  resistance  of  a  simple  radio  circuit 
and  to  determine  the  variation  of  this  resistance  with  change  in  frequency.^ 

Apparatus 

Standard  inductance  whose  inductance  is  practically  independent 
of  frequency  (about  500  microhenries). 

Standard  variable  condenser  whose  capacity  is  practically  independ- 
ent of  frequency  (about  0— .005  microfarad).  (An  oil-filled  condenser 
is  most  desirable  due  to  the  large  capacities  obtainable  and  decreased 
losses.) 

Hot-wire  ammeter,  of  low  range. 

Known  resistance  /?,.  which  does  not  vary  with  frequency;  radio 
cable  of  German  silver  strands  is  most  suitable  for  this. 

Source  of  undamped  high-frequency  current  whose  frequency  may 
be  varied  from  perhaps  50,000  to  300,000  cycles  per  second.  (The  oscil- 
lating tube  circuit  considered  in  Experiment  No.  10,  or  its  equivalent, 
may  be  conveniently  used  for  this  purpose.) 

Wave-meter. 

Operation 

Note:  When  making  the  following  tests,  it  is  important  to  have 
suflScient  power  generated  by  the  tube  and  transferred  to  the  test  circuit 
so  that  the  currents  will  be  reasonably  large  and  easily  read  on  the  hot- 
wire ammeter.  This  will  aid  in  minimizing  the  errors  involved  in  the 
measurement,  the  accuracy  of  which  depends  largely  on  the  precision 
with  which  the  current  is  measured.  It  is  also  necessary  to  keep  E, 
the  e.m.f.  induced  in  the  test  circuit,  constant  in  value  throughout  the 
measurements. 

»  The  student  is  referred  to  Bulletin  No.  74,  published  by  the  Bureau  of  Standards, 
pages  180-187,  for  a  complete  treatment  and  discussion  of  these  measurements. 
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Where  tuned'  circuits  are  specified,  particular  care  should  be  taken  to 
insure  the  resonant  condition  being  actually  obtained;  otherwise  con- 
siderable error  will  be  introduced  into  the  results. 

Test  1. — Determine  the  resistance  of  the  circuit  containing  L,  C,  and 
the  ammeter  by  means  of 
the  "  resistance  substitu- 
tion "  method,  connections 
to  be  made  a^  shown  in 
Fig.  16. 

Set  the  variable  con- 
denser Cto  some  certain 
value  and  with  the  known 
resistance  R  omitted  from 

the  circuit  vary  the  constants  of  the  exciting  tube  circxiit  until  resonance 
is  obtained  as  indicated  by  a  maximum  reading  on  the  hot-wire  anmieter. 
Under  this  condition: 

^ (1) 


■>M^w^■ 


To  Soareeof 
^*      UndMDp«d 
/High  Effldenof 
(  P^wtr 


Fig.  16. 


/  = 


R^ 


where  E  is  the  e.m.f .  introduced  into  the  circuit  by  induction  in  the  coil  L. 
Then  insert  the  known  resistance  R  into  the  circuit  as  shown,  and 
slightly  re-tune  the  circuit,  if  necessary;   again  note  the  current,  which 
now  equals: 

'^'^ (2) 

(The  reading  of  ili,  and  relative  positions  of  L  and  L\  must  be  the  same 
as  when  making  the  previous  measurement.) 

Combining  this  expression  with  Eq.  (1)  we  obtain  the  value  of  cir- 
cuit resistance  (i2i)  as: 

R 


12.  = 


^' 


Measiu*e  the  wave-length  of  the  set  to  get. the  frequency. 

Test  2. — Determine  the  resistance  of  the  circuit  for  the  same  frequency 
as  in  Test  1,  using  the  "  reactance  substitution  "  method,  using  the  same 
connections  as  above,  without  the  extra  resistance. 

Carry  out  the  first  step  specified  in  Test  1,  setting  the  variable  con- 
denser to  the  same  value  of  capacity  and  carefully  adjiisting  the  exciting 
source  until  timed  conditions  are  obtained.    As  before: 


7_^  12^^ 

Lf—j^     OX  It    —  r>2' 


(!'). 


Then  insert  reactance  in  the  circuit  by  changing  the  setting  of  the 
variable  condenser  until  a  considerable  change  in  the  current  has  taken 
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place.     (Be  sure  that  the  current  through  the  primary  excitiii^  coil  5 
not  changed  during  this  adjustment;   if  it  does  vary,  as  indicated  by  * 
hot-wire  anmieter  in  the  tube  circuit,  the  proper  adjustment  should  be 
made  to  hold  it  constant.) 
Under  the  new  condition: 

^^  ^Rs^+Xi^ ^  ' 

Combining  (!')  and  (3)  we  obtain: 


In  this  case: 


ff-Y  /-iii- 


L  being  known,  Cr  and  Ci  can  both  be  readily  determined  by  noting  tbt 
resonant  frequency  of  the  circuit  and  then  determining  this  frequency 
by  wave-meter. 

The  resistance  of  the  circuit  (Rz)  as  obtained  by  this  test  should 
check  the  result  of  the  previous  measurement  since  all  circuit  apparatus 
and  the  frequency  has  remained  the  same. 

Test  3, — ^Determine  the  resistance  at  eight  or  ten  different  frequendeB 
from  50,000  up  to  300,000  cycles  per  second,  using  either  of  the  two  methods 
just  outlined. 

Plot  the  results  in  the  form  of  a  curve,  using  frequencies  as  abecisss 
and  the  corresponding  resistance  as  ordinates. 

EXPERIMENT  NO.  12 

Object 

Study  of  the  oscillating  tube  receiviog  circuit;  methods  of  detecting 
when  a  tube  circuit  is  oscillating  by  indication  of  the  plate  current  anuneter 
and  by  phone  indication;  effect  of  the  degree  of  coupling,  the  oscillating 
circuit  capacity,  the  oscillating  circuit  resistance,  the  plate  voltage  and 
filament  current,  upon  the  oscillations;  periodic  phone  clicks  produced 
in  the  oscillating  tube  circuit  with  grid  condenser  with  improper  adjtjffit- 
ments;  use  of  the  oscillating  tube  circuit  for  the  reception  of  continuous- 
wave  signals;  use  of  the  regenerative  action  of  the  tickler  coil  for  the 
'  amplification  of  damped-wave  signals. 

Apparatus 

Vacuum  tube  (similar  to  that  used  in  Experiment  No.  6). 
Vacuum-tube  receptacle. 
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Storage  battery,  ammeter;  and  rheostat  for  filament  circuit. 

Dry  battery  for  plate  circuit  (about  40  volts). 

Galvanometer  or  sensitive  milliammeter  for  plate  current. 

Voltmeter  for  plate  voltage. 

Phones. 

Variable  condenser  (C)  for  oscillating  circuit  (one  with  a  maximum 
capacity  of  about  1000  micro-microfarads  would  be  suitable). 

Coupler  (an  ordinary  receiving  coupler  may  be  conveniently  used,  the 
prinaary  or  "tickler"  coil  having  about  500  microhenries  while  the 
secondary  may  have  about  4000  microhenries). 

Resistance  to  introduce  into  oscillating  circuit  (about  50  ohms). 

Shunting  condenser  for  phones,  plate,  battery  and  anmieter  (about 
.006  microfarad). 

Grid  condensers,  similar  to  those  specified  in  Experiment  No.  7  (about 
.005,  .0001  and  1  microfarad  in  capacity). 

Grid  leak  resistances,  similar  to  those  specified  in  Experiment  No.  7 
(about  2  megohms,  50,000  and  10,000  ohms). 

Source  of  continuous  high-frequency  oscillations  (see  Experiment  No. 
10  for  tube  circuit  which  may  be  used  for  this  piu-pose). 

Source  of  damped .  high-frequency  oscillations  (use  buzzer  wave  gen- 
erator). 


Operation 

Test  1. — ^Effect  of  the  beginning  of  oscillations  upon  the  plate  current 
and  upon  the  phones  when  no  grid  condenser  is  used. 

Make  connections  as  in  Fig.  17.  Make  the  plate  voltage  and  filament 
current  normal.  Set  for  the  weakest  coupUng  possible  between  the  tickler 
and  the  oscillating-circuit  induct-  -^.,  _ 

ance.  This  is  done  by  using  very 
few  turns  for  the  tickler  coil  and 
having  the  two  coils  of  the  coupler 
as  far  apart  as  possible.  In  case 
one  of  the  coils  of  the  coupler  re- 
volves, weakest  coupling  is  had 
when  the  two  coils  are  at  right 
angles.  Set  the  condenser  in  the 
oscillating  circuit  at  10  per  cent  of 
its  maximum  value;  now  increase 
the    coupling    by    bringing    the 

movable  coil  more  and  more  within  the  field  of  the  fixed  coil,  and 
note  any  change  in  the  plate  current  and  noise  in  the  phones.  When 
the  coupling  reaches   a  certain   critical   value,  oscillations  will  start, 


Fia.  17. 
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providing  the  two  coils  of  the  coupler  have  the  proper  relative  fxdAri- 
ties.  The  starting  of  the  oscillations  produces  a  sudden  change  in 
the  plate  current  and  a  resultant  noise  in  the  phones;  this  noise  hu 
a  peculiar  quality,  something  like  the  plucking  of  a  rubber  band,  and  is 
sometimes  difficult  to  detect. 

In  case  no  indication  of  oscillation  occurs,  even  when  the  coils  of  the 
coupler  are  close  together,  increase  the  number  of  turns  in  the  tickler 
coil.  If  the  circuit  still  refuses  to  oscillate,  it  is  almost  certain  that  the 
relative  polarity  of  the  two  coils  of  the  coupler  is  incorrect,  in  which  case 
reverse  the  connections  to  either  coil  and  repeat  the  test,  noting  the  phone 
click  at  the  beginning  of  the  oscillations,  also  the  plate  current  befcH^ 
and  after  the  oscillations  have  started. 

Repeat  the  test  with  normal  plate  voltage  and  a  filament  ciurent  of 
about  75  per  cent  of  normal,  and  again  with  normal  filament  euirent 
and  a  plate  voltage  of  about  75  per  cent  normal. 

Test  2. — Effect  of  the  beginning  of  oscillations  upon  the  plate  current 
and  upon  the  phones  when  a  grid  condenser  and  suitable  leak  resastance 
are  used. 

In  the  circuit  of  Fig.  17  introduce  a  grid  condenser  of  100  fA$if  and 
a  grid  leak  resistance  of  2  megohms  and  repeat  Test  1  with  normal  plate 
voltage  and  filament  current;  also  with  normal  plate  voltage  and  reduced 
filament  current,  and  with  reduced  plate  voltage  and  normal  filament 
current. 

Test  3. — Oscillating  condition  as  indicated  by  the  "  finger  test  "  when 
no  grid  condenser  is  used. 

With  all  adjustments  as  in  Test  1  increase  the  coupling  until  oscil- 
lations start.  After  the  oscillating  condition  has  been  reached  the  phones 
are  quiet;  they  do  not  indicate  the  presence  of  the  oscillations.  The 
oscillating  condition  may,  however,  be  tested  for  as  follows:  With  the 
thimib  on  the  common  jimction  of  filament  and  grid  circuits  touch  the  grid 
with  one  finger;  this  should  give  a  click  in  the  phones.  Take  the  finger 
off  from  the  grid,  and  the  phones  should  give  a  click.  Now  reverse  the 
connections  to  the  tickler  so  that  the  circxiit  does  not  oscillate,  and  try 
the  "  finger  test  "  as  before;  it  will  be  noted  that  no  click  is  heard  in  the 
phones  either  when  the  finger  is  placed  on  the  grid  or  when  removed 
from  it. 

Test  4. — Oscillating  condition  as  indicated  by  the  "  finger  test "  when 
a  grid  condenser  and  leak  are  used. 

Repeat  Test  3  after  introducing  a  grid  condenser  of  100  mm/  and  leak 
resistance  of  2  megohms.  Note  that  when  the  circuit  is  oscillating  a  click 
is  heard  in  the  phones  both  when  the  finger  is  placed  on  the  grid  and  when 
removed  therefrom. 

On  the  other  hand,  when  the  circuit  is  not  oscillating,  although  a 
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olick  is  heard  when  the  finger  touches  the  grid,  it  will  be  found  that  there 
is  little  or  no  click  when  the  finger  is  removed;  this,  however,  may  not 
a^lways  be  the  case,  and  the  finger  test  in  this  case  is  not  reliable. 

Repeat  the  "  finger  test "  both  with  and  without  grid  condenser  suf- 
ficiently to  become  convinced  of  the  following  siunmary  of  facts: 


Condition  of  Circtiit. 

Finger  Placed  on  Grid. 

Finger  Removed. 

No  grid  condenser  and  no  oscillations . . . 
No  grid  condenser  and  with  oscillations. . 
With  grid  condenser  and  no  oscillations. . 
With  grid  condenser  and  oscillations. . . . 

No  click 
CUck 
Click 
CUck 

No  cUck 
CUck 
Very   likely  to   cUck 
CUck 

Check  up  the  points  listed  in  the  above  table  which  are  borne  out 
by  experiment. 

Test  6, — EflFect  of  a  high  resistance  in  the  oscillating  circuit  upon  the 
coupling  necessary  to  produce  oscillations. 

With  all  other  conditions  as  in  Test  1,  find  the  position  of  the  movable 
coil  of  the  coupler  necessary  to  start  oscillations  and  note  it.  Introduce 
60  ohms  in  the  oscillating  circuit  and  repeat  the  test. 

Test  6, — Effect  of  the  value  of  the  capacity  in  the  oscillating  circuit 
upon  the  coupling  necessary  to  produce  oscillations. 

With  all  other  adjustments  as  in  Test  1,  note  and  record  the  position 
of  the  movable  coil  of  the  coupler  necessary  to  start  oscillations  with 
oscillating  circxiit  condenser  set  at  100  per  cent,  60  per  cent,  and  10  per 
cent  of  its  maximum  value.  Note  that  the  smaller  the  capacity  of  the 
oscillating  circuit  the  easier  it  is  to  start  oscillations  as  indicated  by  the 
weaker  coupling  needed. 

Test  7. — Effect  of  low  plate  voltage  or  low  filament  current  upon  the 
coupling  necessary  to  produce  oscillations. 

With  all  other  adjustments  as  in  Test  1,  note  and  record  the  position 
of  the  movable  coil  of  the  coupler  necessary  to  start  oscillations  for  the 
following  conditions: 

Plate  voltage  =normal  value.     Filament  current  =normal  value. 
Plate  voltage  =  normal  value.    Filament  current  =75%  normal  value. 
Plate  voltage  =75%  normal  value.    Filament  current  =  normal  value. 

Test  8.  Periodic  Phone  Clicks  when  Grid  Condenser  is  Used. — With 
normal  plate  voltage  and  filament  current,  grid  condenser  =  100  /i/x/, 
leak  resistance  =2  megohms  and  tight  coupling,  start  with  the  condenser 
in  the  oscillating  circuit  set  at  its  maximum  value,  decrease  it  slowly,  and 
note  the  reading  of  condenser  when  periodic  clicks  start.  If  the  periodic- 
ity of  the  clicks  is  high  enough,  a  musical  note  residts  ahd  gives  what  is 
known  as  "squealing"  or  "singing"  of  the  tube.    Without  changing 
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the  leak  resistance,  determine  the  setting  of  the  oscillating  circuit  con- 
denser necessary  to  start  periodic  clicks  with  tight  coupling  for  the  fdlow- 
ing  values  of  grid  condenser:  1/x/,  5,000  finf,  100  fifjif.  Also  note  the 
frequency  of  the  clicks.  Repeat  the  test  with  constant  grid  cond^isa' 
of  100  fifjf  and  grid  leak  resistance  of:  infinity  (open  circuit),  2  megohms, 
50,000  ohms,  10,000  ohms  and  zero.' 

Test  9.  Reception  of  Undamped  Wave-telegnqihy  by  Means  of  tbe 
Oscillating  Tubie. — Set  the  circuit  oscillating  with  conditions  as  in  Test  1 
and  receive  the  imdamped  wave-signal  sent  out  by  an  oscillating  tube 
generator  set  up  as  in  Experiment  10.  (A  small  antenna  should  be  ccm- 
nected  to  the  point  H  on  the  transmitter  and  on  the  receiving  circoit 
as  shown  to  increase  the  energy  received.)  This  is  done  by  adjusting 
the  oscillating  circuit  condenser  imtil  nearly  in  time  with  the  transmitter, 
when  a  "  whistle  "  will  be  heard  in  the  phones. 

By  interrupting  the  oscillations  of  the  transmitter,  signals  may  easily 
be  transmitted. 

Test  10.  Regenerative  Action  of  the  Tickler  Coil. — ^Reception  of 
Damped  Waves. — ^With  all  other  adjustments  as  in  Test  9,  make  the 
coupling  much  below  that  which  will  start  oscillations,  and  tune  by  means 
of  the  condenser  to  receive  the  damped  wave-signals  sent  out  by  the  source 
of  damped  high-frequency  oscillations.  Note  that  the  reception  takes 
place  when  the  tube  is  not  oscillating.  Gradually  increase  the  coupling, 
continually  retiming  the  receiving  circuit  for  the  incoming  signal  and 
note  the  great  increase  in  the  signal  strength  due  to  the  regenerative 
action  of  the  tickler  coil  as  the  coupling  is  increased.  Too  great  a  coupling 
results  in  oscillations  and  the  musical  quality  of  the  signal  is  spoiled;  it  is 
therefore  best  to  receive  with  the  circuit  just  out  of  the  oscillating  con- 
dition, when  the  regenerative  action  of  the  tickler  in  amplifying  the 
received  signals  will  be  a  maximum. 

Note:  If  poor  signals  are  received  due  to  the  poor  rectification  of  the 
tube,  introduce  normal  grid  condenser  and  grid  leak. 

QUESTIOKS 

1.  From  the  results  of  Tests  1  and  2  what  may  the  plate  ciurent  do 
when  oscillations  start  if  no  grid  condenser  is  used,  and  if  a  grid  condenser 
is  used? 

2.  From  the  results  of  your  tests  what  is  the  effect  upon  the  strength 
of  oscillations  of:  loose  coupling,  large  resistance  and  large  capacity  in 
oscillating  circuit,  low  plate  voltage,  and  low  filament  current? 

3.  What  is  the  reason  for  the  singing  of  the  tube  when  a  grid  con- 
denser is  used,  and  how  may  it  be  avoided? 

4.  An  incoming  undamped  wave  signal  of  a  wave4ength  of  1000 
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meters  is  being  received;  the  inductance  in  the  receiving  oscillating  cir- 
cuit is  400  microhenries;  what  miist  the  capacity  be  in  order  to  receive 
a  beat  note  of  2000  beats  per  second? 

EXPERIMENT  NO.  18 

Object 

(a)  Study  of  the  low-frequency  amplifier  equipped  with  inductance 
''repeater."  Investigation  of  the  effect  of  the  value  of  the  inductance 
in  the  plate  circuit  upon  amplifying  power;  effect  of  the  value  of  grid 
condenser  and  grid  leak  resistance  upon  amplifying  power:  and  effect  of 
plate  voltage  and  filament  current. 

(fe)  Study  of  the  low-frequency  amplifier  equipped  with  transformer 
**  repeater." 

Apparatus 

Two  vacuum  tubes  (similar  to  the  tube  investigated  in  Experiment 
No.  6). 

Two  vacuum-tube  receptacles. 

Storage  battery,  ammeters  and  rheostat  for  filament  circuit. 

Dry  battery  for  plate  circuit  (about  40  volts). 

Voltmeter  for  measm*ing  plate  voltage. 

Phones. 

Buzzer  wave  generator.  (This  is  exactly  similar  to  the  equipment 
described  in  Experiment  No.  7,  to  be  moimted  on  a  small  board  to  permit 
the  whole  circuit  to  be  readily  moved.) 

Variable  timing  condenser  C  (about  .001  microfarad  maximum  value). 

Fixed  inductance  L  (about  160  microhenries). 

Fixed  inductance  for  Test  4.  (Secondary  of  receiving  coupler  having 
about  4  millihenries  inductance  would  be  suitable.) 

Grid  condensers  (Test  6).  (.0001,  .0005,  .005  and  1.0  microfarad 
would  be  suitable.  These  condensers  have  already  been  used  in  previous 
experiments.) 

Grid  leak  resistances  (Test  7).  (50,000  ohms  and  2  megohms  resist- 
ances may  be  used.) 

D.  P.  D.  T.  switch. 

Crystal  detector  (for  use  in  Tests  9  and  10). 

Shunting  condenser  for  plate  circuit  (about  .01  microfarad). 

Grid  condenser  and  leak  resistance  for  receiving  tube  grid  circuit  (to 
be  normal  value  for  the  tube:  .0001  microfarad  and  2  megohms  would 
probably  be  satisfactory). 

Grid  condenser  and  leak  resistance  for  amplifying  tube  grid  circuit 
(.0005  microfarad  and  1  megohm  respectively). 
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Low  air-core  inductance  (about  3000-5000  microhenries). 

Iron  core  inductance  for  "  repeating."  (An  inductance  of  10  to  15 
henries  is  required.  This  may  be  obtained  in  the  form  of  an  iron-comi 
and  iron-shielded  inductance  woimd  with  very  fine  wire,  the  whole  ben^ 
about  4  inches  long  and  1^  inches  in  diameter.  The  d.c.  resistance  wiD 
be  about  2000  ohms.) 

Two  iron-cored  transformers  for  "  repeating "  (Tests  9  and  10). 
(Suitable  transformers  may  be  obtained  which  are  contained  in  a  caee 
about  3X3X2  inches.  The  inductance  of  the  primary  and  secondary 
windings  is  about  3  and  30  henries  respectively,  and  the  turn  ratio  3J2, 


Operation 

Test  1.  Connection  of  a  Tube  Detector  and  Single-stage  Low-fre- 
quency Amplifier  with  Inductance  Repeater. — Make  connections  as  per 
Fig.  18.    Use  for  G  a  high-inductance  coil  of  about  15   henries,  for  K 


Tube  No.  1 


Busier  circuit 
lecored  on  a 


Fig.  18. 


a  500-MMf  condenser,  and  for  M  a  1-megohm  resistance.  Note  that 
tube  No.  1  is  being  used  as  a  detector  of  high-frequency  damped  waves, 
while  tube  No.  2  is  being  used  as  an  amplifier  of  the  low-frequency  ciirrenta 
flowing  in  the  plate  circuit  of  tube  No.  1.  The  double-throw  switch 
permits  the  phones  to  he  connected  in  the  plate  circuit  of  the  first  tube 
or  of  the  second  tube.  Make  the  grid  condenser  of  the  first  tube  100  ^ 
and  the  grid  leak  2  megohms. 

Test  2.  Measurement  of  the  Sensitiveness  of  the  First  Tube  as  t 
Detector. — Connect  the  phones  into  the  plate  circuit  of  the  first  tube, 
make  the  filament  current  and  plate  voltage  normal,  and  by  means  of  the 
variable  condenser  tune  to  the  buzzer  signal.  Move  the  entire  buxxer 
circuit  until  the  distance  between  the  buzzer  circuit  inductance  and  the 
receiving  circuit  inductance  (denoted  by  P  and  S  in  Pig.  18)  is  such  that 
the  phones  give  a  "  just  audible  "  signal  when  the  two  circuits  are  in  tune; 
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note  and  record  the  distance  between  the  two  inductances.  This  dis- 
t^ance  is,  to  a  certain  degree,  a  measure  of  the  sensitiveness  of  the  tube. 

Test  3.  Sensitiveness  of  the  Two  Tubes  with  Normal  Repeating 
Inductance. — Place  phones  into  the  plate  circuit  of  the  second  tube. 
Use  for  G,  K  and  M  (see  Fig.  18)  the  values  specified  in  Test  1.  With 
all  other  conditions  normal,  measure  the  distance  PS  necessary  to  make 
the  signal  just  audible. 

Test  4.  Sensitiveness  of  the  Two  Tubes  with  Low  Repeating  Induc- 
tance.— Use  for  G  the  low  air  core  inductance,  and  repeat  Test  3  with  all 
other  conditions  the  same  as  in  Test  3. 

Test  6.  Sensitiveness  of  the  Two  Tubes  with  Resistance  Repeater. — 
Use  for  G  a  50,00(>-ohm  resistance  and  repeat  Test  3  with  all  other  con- 
ditions the  same  as  in  Test  3. 

Test  6.  Effect  of  the  Grid  Condenser  of  the  Second  Tube  npcfn 
Amplification. — ^With  all  other  conditions  as  in  Test  3,  measure  the  sen- 
sitiveness of  the  two  tubes  for  values  of  the  capacity  in  the  grid  of  the 
second  tube  of  100  mmT,  500  mm/,  5000  nfjif,  and  1.0  fjj. 

Test  7.  Effect  of  the  Grid  Leak  Resistance  of  the  Second  Tube  on 
Amplification. — With  all  other  conditions  as  in  Test  3,  measure  the  sen- 
sitiveness of  the  two  tubes  for  values  of  the  leak  resistance  M  (see  Fig.  19) 
of  infinity,  2  megohms,  60,000  ohms,  and  zero. 

Test  8.  Effect  of  Low  Plate  Voltage  or  Low  Filament  Current  upon 
Amplification. — With  all  other  conditions  as  in  Test  3,  measiu*e  the  sen- 
sitiveness of  the  two  tubes  with  plate  voltage  about  75  per  cent  of  normal 
and  normal  filament  current;  also  with  normal  plate  voltage  and  reduced 
filament  current. 

Test  9.  Connections  of  a  Low-frequency  Amplifier  with  Transformer 
Repeater. — Make  connections  as  in  Fig.  19.    Note  that  the  rectifying 


Fig.  10. 


will,  in  this  case,  be  done  by  the  crystal  and  the  amplif3ang  by  the 
step-up  transformers  and  by  the  tubes. 
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Test  10.  Sensitiveness  of  the  Low-frequency  Amfdifier  witii  Tnms- 
former  Repeater. — Use  normal  filament  current  and  plate  voltage.  Dii- 
connect  the  primary  of  transformer  1,  and  in  its  place  connect  the  phones: 
measure  the  sensitiveness  of  the  crystal  detector  alone.  Beconnect  the 
primary  of  transformer  1,  and  connect  the  phones  in  place  of  the  primaiy 
of  transformer  2;  measure  the  sensitiveness  of  the  combination  of  crystal 
detector,  transformer  1,  tube  1.  Again  reconnect  the  primary  of  trans- 
former 2,  and  connect  the  phones  in  the  plate  circuit  of  the  second  tube; 
measure  the  sensitiveness  of  the  combination  of  crystal  detector  and  two- 
stage  amplifier. 

Note:  In  the  foregoiog  tests  the  relative  sensitiveness  of  the  various 
arrangements  may  be  obtained  by  shimting  the  telephones,  instead  of  br 
separating  P  and  S;  the  shunt  used  should  be  of  the  ^*  constant  impe- 
dance "  type. 

Questions 

•1.  In  the  diagram  of  Fig.  1,  what  is  the  object  of  the  following? 

(a)  The  condenser  and  leak  resistance  in  the  grid  circuit  of  the 

first  tube. 
(6)  The  inductance  (G)  in  the  plate  circuit  of  the  first  tube. 

(c)  The  condenser  (C)  in  the  plate  of  the  first  tube. 

(d)  The  condenser  (K)  and  leak  resistance  (M)  in  the  grid  of  the 
second  tube. 

2.  From  your  results  of  Test  4,  what  is  the  effect  upon  amplification 
of  a  low  repeating  inductance?  From  the  results  of  Tests  3  and  5,  how 
does  resistance  repeating  compare  with  inductance  repeating? 

3.  From  the  results  of  Tests  6  and  7,  what  are  the  best  values  of  the 
grid  condenser  and  grid  leak  resistance  for  the  second  tube? 

4.  From  your  results,  how  does  the  two-tube  low-frequency  amplifier 
with  transformer  repeater  (Test  10)  compare  with  the  two-tube  detector 
and  low-frequency  amplifier  with  inductance  repeater? 

BXPERIMEIVT  NO.  14 

Object 

Study  of  the  radio-telephone  transmitter  and  receiver,  utilizing  equip- 
ment giving  a  range  of  transmission  of  20  to  30  miles.  The  apparatus  is 
small,  of  light  weight,  and  readily  portable,  and  has  found  a  wide  applica- 
tion for  establishing  commimication  in  military  aeronautics.  Investi- 
gation of  the  effect  of  improper  adjustment  of  the  voltage  of  the  grid 
of  the  modulating  tube  and  of  the  modulating  inductance. 


RADIO  TELEPHONE  SET  917 

^paratus 

1.  The  Receiver. — The  receiver  consists  of  a  detecting  and  amplifying 
tube  connected  as  shown  iii  Fig.  20.  This  circuit  is  identical  to  that 
illustrated  in  Fig.  18,  Experiment  13,  and  the  apparatus  required  is  as 
previously  specified.  The  D.  P.  D.  T.  switch  is  omitted,  or  may  be  con- 
sidered permanently  thrown  to  the  right  (for  amplifying  action)  in  Fig.  18. 
Hie  several  capacities  and  grid  leaks  should  have  approximately  the  values 
indicated  in  the  diagram. 

2.  The  Transmitter. — The  oscillating  tube  generator  and  its  associated 
circuit  is  identical  to  that  studied  in  Experiment  10,  and  much  of  the 
equipment  specified  in  that  experiment  may  be  utilized.  For  the  modu- 
lator element  the  following  additional  apparatus  is  required  and  used 
as  indicated  in  Fig.  21. 

Yacuiun  tube  and  receptacle  (similar  to  the  oscillator,  as  specified  in 
Experiment  10). 

Ordinary  telephone  transmitter. 

Dry  cells  for  telephone  transmitter  local  circuit  (five  No  6  dry  cells 
should  give  satisfactory  results). 

S.  P.  S.  T.  switch  for  transmitter  circuit. 

Step-up  audio-frequency  transformer  for  coupling  transmitter  circuit 
to  modulator  grid  circuit.  (This  transformer  measures  about  3X3X2J 
inches  and  is  of  the  closed  iron  core  type.  The  inductance  of  the  primary 
and  secondary  windings  would  be  about  .04  and  160  henries  respectively, 
the  resistance  of  the  primary  is  2  ohms  while  the  turn  ratio  is  approxi- 
mately 60.) 

Grid  battery  for  modulator  tube  (about  40  volts). 

"  Modulating  "  inductance.  (This  is  a  high  inductance  having  between 
1  and  2  henries.  The  coil  is  about  2^  inches  high  and  1^  inches  in  diam- 
eter, has  an  iron  core  and  is  assembled  within  a  surroimding  soft  iron 
shield.    The  d.c.  resistance  will  be  about  90  ohms.) 

Low  inductance.  (The  inductance  may  be  any  value  which  may  be 
available  as  long  as  it  is  considerably  less  than  the  preceding  inductance 
which  represents  the  "  normal  "  value.) 

Antennse  for  transmitter  and  receiver.  (These  are  easily  made,  each 
consisting  of  20  or  30  feet  of  wire  well  insulated  and  supported  from  the 
ceiling  of  the  laboratory,  above  the  apparatus.  The  "  lead  in  "  wire  may 
consist  simply  of  a  voltmeter  lead  clipped  onto  this  horizontal  wire  and 
properly  connected  to  the  circuit  beneath.) 

Operation 

Before  proceeding  with  the  tests  indicated  below,  the  student  should 
review  thoroughly  the  theory  of  action  of  the  above  circuits,  as  described 
in  Chapters  VIII  and  XI. 
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Test  1.  Connections  of  the  Transmitting  and  Receiving  Radio- 
phone Circuits. — Connect  the  transmitting  circuit  according  to  Fig.  21 
and  the  receiving  circuit  according  to  Fig.  20.  Note  that  the  trans- 
mitting circuit  consists  of  the  oscillating  tube  circuit  studied  in  Experi- 


Tube  No.  2 
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Fig.  20. 

ment  10  and  in  addition  a  modulating-tube  circuit.  The  receiving  circuit 
consists  of  a  three-electrode  tube  detector  and  a  single-stage  amplifio- 
with  inductance  repeater. 

Test  2.    Transmission  of  Speech  tmder  Normal  Conditions  of  Modo- 
Inductance  and  of  Potential  of  the  Modulating  Tube  Grid« — Use 
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for  the  modulating  inductance  an  iron  cored  inductance  of  about  1.3 
henries.  Make  the  grid  potential  of  the  modulating  tube  about  22  vdts 
(negative)  and  adjust  the  filament  current  and  plate  voltage  of  all  tubes 
to  the  normal  values.  Start  the  oscillating  circuit  of  the  transmitter 
working,  and  adjust  the  wave-length  to  a  suitable  value  by  adjustment 
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of  the  wave-length  contact  and  of  the  condenser  in  multiple  with  the 
antenna  (Ci).  Now  talk  into  the  telephone  transmitter  with  your  lips 
about  1  inch  from  the  mouth  of  the  transmitter,  while  the  receiving  oper- 
ator endeavors  to  receive  the  speech  by  adjusting  the  variable  condenser 
so  as  to  "  tune  in ''  with  the  transmitting  set.  The  manipulation  of  the 
two  circuits  to  secure  best  results  is  not  simple,  but  the  adjustments 
should  be  persevered  in  until  the  best  transmission  of  speech  of  which 
th^se  circuits  are  capable  is  obtained.  Be  sure  that  the  circuit  constants 
permit  the  two  circuits  to  be  "  timed." 

Test  3.  Transmission  of  Speech  under  Abnormal  Conditions  of 
Potential  of  the  Modulating  Tube  Grid. — Repeat  Test  2  after  adjusting 
the  potential  of  the  grid  of  the  modulating  tube  to  —4  volts.  Note  the 
quality  of  the  transmission. 

Test  4.  Transmission  of  Speech  with  Too  Low  a  Modulating  Induc- 
tance.— Repeat  Test  2  after  substituting  for  the  modulating  inductance 
an  inductance  of  very  low  value.    Note  the  quaUty  of  the  transmission. 

Questions 

1.  In  the  diagram  of  Fig.  21  what  is  the  purpose  of  the  iron-cored 
inductance  in  series  with  the  plate  battery? 

2.  Why  must  the  potential  oiF  the  grid  of  the  modulating  tube  be 
adjusted  to  a  certain  value  for  correct  transmission  of  speech? 

3.  What  was  the  quality  of  the  transmission  in  Test  3,  and  why? 

4.  What  was  the  quality  of  the  transmission  in  Test  4,  and  why? 
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two  flat  circular  paraUel  plates  in  air 162 

single  vertical  wire  in  space 162 

horizontal  wire,  earth  as  other  plate 162 
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Capacity  of  two  horizontal  overhead  wires  with  respect  to  each  other 164 

wire  antenna 164 

a  multi-plat^  condenser 165 

internal,  of  a  two-layer  solenoid 171 

multiple-layer  coil 175 

'         mutual,  of  two  horizontal  wires 163 

required  in  closed  circuit  of  spark  transmitter,  calculation  of 299 

specific  inductive 31 

Carrier  frequency  for  radio-telephony 649 

values  of,  for  radio-telephony 653 

Chaffee,  E.  L.,  quenched  spark  gap  of 317 

Charged  body 2 

Charges,  bound  and  free 6 

induced 6,  7 

positive  and  negative,  difference  between 8 

Child's  formula  for  plate  current  in  a  two-electrode  vacuum  tube 377 

Circuits  having  resistance  and  iron-core  inductance , 53 

with  distributed  capacity  and  inductance,  characteristics  of 107 

Coil  antenna 714,  720,  725 

as  directional  radiator  and  receiver 711,  722 

for  submarines 727 

Condenser,  bridging,  application"  of 349 

charge  and  discharge  of ' 37 

charging  of 29 

discharge,  oscillatory,  frequency  of 212 

through  R  and  L;  criterion  for  oscillations 211 

effect  of  condenser  leakage  on 210 

theory  of : 202 

equivalent  series  or  shunt  resistance  of 168 

grid,  in  connection  with  use  of  vacumn  tube  in  self-heterodyne  circuit .  643 

losses  occurring  in 166 

phase  difference  of 171 

special  form  of,  for  wave-meter 792 

variable,  forms  of 165 

Condensers,  construction  of,  for  use  in  spark  transmitters 297 

power,  characteristics  of 169 

Conductor,  constitution  of 364 

Conductors 11 

Consequent  poles,  use  of,  in  radio  alternator 290 

Continuous-wave  generators,  efficiency  of 619 

forms  of 580 

receivers,  action  of 631 

chopper 631 

Goldschmidt  tone  wheel 632 

oscillating  vacuum  tube 634 

rotating  plate  condenser -634 

tikker 634 

signals,  reception  of 629 

telegraphy,  advantages  of 188,  578 

use  of  radiophone  transmitting  set  for 627 

transmitters,  methods  of  signaling  with 620 
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Counterpoise 694,  745 

Coupled  circuits,  amplitude  relations  in  (Chafifee,  E.  L.) 230 

analysis  of  oscillations  in 226 

determination  of  the  two  frequencies  of  oscillation 227 

form  of  current  in,  if  primary  circuit  is  opened  at  the  right  time. .  247 

formula  for  damping  factors  and  decrements  of  current  in 237 

wave-length  of  oscillations 231 

frequency  of  beats  in 246 

general  case  of  three 229 

oscillatory  discharge  in  one  circuit  and  non-oscillatory  discharge 

in  the  other -249 

possibility  of  no  beats  without  quenching  gap 248 

shape  and  frequency  of  actual  current  in 238 

vector  representation  of  current  in 242 

oscillatory  circuits,  mechanical  analogue  of 223 

pendulums,  analysis  of  motion  of 225 

Coupling,  capacitive 80,  84,  279 

coefficient  of : 27,  79 

conductive 279 

direct 81 

inductive 80 

effect  of  variation  of,  in  tuned  circuits 103 

of  grid  and  plate  circuits  of  an  oscillating  tube  by  capacity 503 

a  vacuum  tube  by  capacity,  critical  value  of, 

for  oscillations 506 

input  and  output  circuits  of  a  vacuum  tube,  critical  value  of,  for 

oscillations 492 

test  for  detecting  oscillating  condition  of  tubes 520,  522 

various  kinds  of 79 

Critical  coupling  of  oscillating  tube  as  affected  by  condenser  in  series  with  grid . .  .  518 

Crystal  rectifiers,  characteristics  of 343 

laboratory  investigation  of ^ 882 

Current,  continuous  and  alternating ^ 14 

direction  of  flow  of 11 

distribution  in  conductor  carrying  high-frequency  current 113 

electric,  natilre  of 8 

in  a  circuit  containing  resistance  and  a  condenser  in  series 57 

inductance  and  capacity  in  series 58 

with  resistance  only 32,  42 

an  inductive  circuit 32,  45 

a  condenser 55 

coil  receiving  antenna 740 

parallel  circuits 66 

simple  receiving  antenna 738 

tw.  frequency  in  an  inductive  circuit 49 

inductively-coupled  circuits 89 

Currents,  deca3ring,  effect  of,  on  neighboring  circuits 35 

in  a  parallel  resonant  circuit,  oscillogram  of 75 
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Damped  wave,  current',  voltage  and  energy  in 215 

train,  efifective  value  of  current  in 221 

IDamping  coefficient,  definition  of 214 

Decrement 62 

effect  of,  on  quality  of  received  speech  in  radio-telephony 678 

measurement  of,  with  wavemeter 801 

Decremeter,  construction  and  uses  of  (Kolster) 809 

Detecting  efficiency  of  three-electrode  tube,  measiu'ement  of 465 

tube  requirements 465 

Detection  of  damped  waves  by  means  of  regenerative  tube  circuit 525,  526 

radio  signals,  visual,  audible 396 

undamped  waves  by  means  of  oscillating  vacuum  tube  with  no  grid 

condenser 483,  514 

undamped  waves  by  means  of  oscillating  vacuum  tube  with  grid  con- 
denser    486 

undamped  waves  by  means  of  an  oscillating  tube,  anal3rsis  of 514 

Detector  action  of  three-electrode  tube  with  grid  condenser,  analysis  of 455 

illustrated^  by  oscillo- 
grams   462 

of  three-electrode  tube  with  grid  condenser  as  affected  by  fre- 
quency and  decrement  of  signal 461 

vacuum  tube  type 350 

Detectors,  action  of 338 

Direction  finders 766 

elimination  of  "180**  uncertainty"  m 772 

incomplete  extinction  of  signals  in 775 

reliabHity  of 775 

Distance,  transmission  of  radio  telegraphic  signals 357 

Dynatron 534 
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E 

Effect  of  high  and  low  grid  excitation  upon  the  form  of  Ep  and  Ip  of  a  separately 

excited  power  tube 541 

high  and  low  load  resistance  upon  the  form  of  Ep  and  Ip  of  a  separately 

excited  power  tube 543 

the  local  oscillations  of  a  tube  detector  of  undamped  waves  upon  strength 

of  signals 516 

Efficiency,  calculated,  of  a  separately  excited  power  tube  for  various  forms  of 

plate  current 552 

calculated,  of  a  separately  excited  power  tube  for  various  plate  voltages.  552 

measured,  of  a  separately  excited  power  tube 554 

of  a  three-electrode  tube  as  a  detector,  analysis  of 446 

Electric  fields • 3 

represented  by  lines 4 

Electricity,  nature  of 1 

Electro-magnetic  waves,  discussion  of 181,  702 

Electro-motive  force 10 

induced 23 
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Electron  bombardment  in  vacuum  tubes 390 

emission  affected  by  condition  of  hot  surface 367 

from  a  conductor 364 

filament  vs.  filament  current 379 

power  required  for 371 

stream  as  constituting  an  electric  current 698 

Electrons 1 

current  due  to  velocity  of 369 

distribution  of,  near  surface  of  a  hot  metal 368 

emitted  from  a  hot  body,  theoretical  prediction  of  number  of 364 

number  of,  removable  from  an  atom t 3 

velocity  of  emission  of,  from  a  hot  metal 368 

Elimination  of  undesired  frequencies  in  oscillating  tube  circuits 512 

Energy  distribution  curve  of  spark  transmitter 325,  331,  799 

undamped  wave  transmitter 800 

of  radiated  electric  and  magnetic  fields 182,  696 

water  particles  in  water  waves 181 

stored  in  a  charged  condenser 31 

magnetic  field 26 

supply  of  spark  transmitter,  forms  of 281 

Evacuation  of  a  vacuum  tube 393 

Excitation  of  spark  transmitter,  forms  of 280 

separate,  for  a  group  of  vacuum  tubes 532 

F 

Fan  antenna 713,  718 

Fence  wire  as  receiving  antenna V 730 

Field,  electric,  due  to  an  antenna,  intensity  of 703,  707 

electric,  in  motion 696 

electric,  open  and  closed 5,  699 

magnetic 18 

magnetic,  due  to  an  antenna,  intensity  of 703,  707 

magnetic,  in  motion 696 

magnetic,  open  and  closed 698,  699 

energy  stored  in 26 

.      induction , 182,  703 

radiation 182,  704 

radiated,  at  any  distance  from  an  antenna  consisting  of  a  vertical  wire. . . .  705 

a  coil  antenna 708 

Fields,  electric 3 

represented  by  lines 4 

Filament  of  a  vacuum  tube,  unequal  currents  in ; 379,  403 

resistance  of 404 

Filaments  for  vacuum  tubes,  tungsten  and  oxide  coated 400 

Filters,  use  of,  in  amplifiers .* 864 

"Fleming"  valve 372 

Fluorescence  in  vacuum  tubes  with  oxide  coated  filaments 392 

"Freak "  transmission 200 

Frequency  changers,  application  of  rectifier  elements  to 616 

types  of 608 
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frequency  changers,  types  of,  for  tripling  frequency  (Joly) 608 

(Taylor) 611 

for  doubling  frequency  (Epstein- Vallouri) 609 

(Plohl) 610 

losses  of 613 

audio 186 

effect  of  upon  input  capacity  and  conductance  of  a  tube 439 

of  oscillating  tube  current  for  capacity  coupling  of  grid  and  plate  circuits.  506 

an  oscillating  tube,  constancy  of 614 

radio 186 

transf onnation 607 

tripling,  use  of  wabbling  neutral  for  obtaining 613 

Finger  test  for  detecting  oscillating  condition  of  tubes 520,  522 

G 

Gas  in  tungsten  filament  tubes,  tendency  of,  to  disappear 396 

a  vacuum  tube,  effect  of 390 

detection  of 394 

Generator,  electric 16 

Generators  of  high  frequency,  undamped  waves,  types  of 580 

use  of,  for  power  supply  to  amplifiers 870 

Goldschmidt  alternator,  construction  of 606 

theory  of  action  of 599 

Goniometer,  Bellini  and  Tosi 767 

Grid : 381 

action  of,  in  three-electrode  tubes, 382 

condenser  for  three-electrode  tube  when  used  as  detector  of  damped  waves. .  451 

value  of,  for  tubes  used  as  detectors 455,  461 

current  in  well-evacuated  three-electrode  vacuum  tube 399 

normal  potential  of 454 

potential  of  a  three-electrode  tube  when  acting  as  detector  with  grid  condenser  464 

free 402,  410 

•Ground  antennae 729 


H 

Harmonics,  upper,  effect  of,  in  reception  of  continuous-wave  signals,  using  hetero- 
dyne receiver 639 

Harp  antenna 713 

Heating  of  the  plate  of  a  three-electrode  tube 473 

Heising's  scheme  of  modulation 664,  665 

Heterodyne  reception  of  undamped  waves 483,  517,  635 

"Hysteresis"  in  vacuum  tubes 397 

I 

Impedance,  definition 47 

of  a  branched  circuit  containing  L  and  R  in  one  branch  and  C  and  R 

in  the  other 68 

circuit  containing  L,  R  and  C  in  series 68 
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Impulse  excitatioii  of  a  parallel  resonant  circuit 26r 

oscillating  circuit » 2S& 

Inductance,  in  grid  and  plate  circuits  of  an  oscillating  tube,  effect  of,  upon  the 

operation  of  tube 5?G 

mutual,  of  two  single  tinns,  coaxial 136 

coaxial,  circular  coils  of  rectangular  cross-section ....     1S( 

solenoids IST 

of  two  overhead  parallel  wires,  groimded,  at  same  height  from  ground .  ir 

between  two  concentric  coils,  as  one  rotates 15^ 

coaxial  spirals 10 

self-,  discussion  of 113 

of  a  single  straight  vertical  wire  distant  from  all  other  oonductors.  144 

circular  turn  of  roimd  wire 145 

-layer  solenoid  closely  wound 145 

flat  spiral 147 

flat  square  coil 151 

toroidal  coil  of  rectangular  cross-section 14S 

circular  cross-section 15D 

single-layer  square  coil 150 

multi-layer  coils  of  rectangular  cross-section. 152 

two-wire  antennae 157 

variable,  design  of 153 

Induction  coil,  action  of 282 

Inductor  alternator,  action  of 2S7 

Input  circuit  of  a  tube 421 

capacity  and  conductance  of,  vs.  plate  circuit  resistance. . .  435 

conductance  of,  m.  filament  current 429 

plate  voltage 430 

grid  potential 431 

effective  capacity  of 434 

geometrical  capacity  of 432 

negative  conductance  of 437 

resistance  of 428 

used  as  a  detector,  equivalent  of 454 

Insulators 11 

disruptive  strength  of 13 

effect  of  temperature  on  disruptive  strength  of 13 

Interference,  discussion  of 191, 193 

Interrupter  action,  requirements  of 282 

"hammer  break"  type 282 

Interrupters  for  primary  circuit  of  induction  coils,  types  of 287 

Ionization,  danger  of,  to  vacuum  tubes 392 

in  vacuum  tubes 390 

Iron-core  coils,  resistance  of « 134 

K 

Kenotron 373 

Kenotrons  used  for  rectifying  alternating  current  for  supply  to  plate  of  a  vacuum 

tube. . .' 529 

Kolster,  F.  A.,  decremeter,  construction  and  uses 809 
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"L,"  inverted,  type  of  antenna 713,  716,  718 

Ijeak  resistance  for  three-electrode  tube  when  used  as  detector  of  damped  waves. . .  451 

value  of,  for  tube  used  as  a  detector 455 

Lieyden  jar,  use  of,  in  bpark  transmitter 298, 299 

limitations  of  transmission  formuls 744 

'^Loading"  an  antenna 760 

Logarithmic  decrement,  definition  of 214 

formula  for 214,  215 

graphs  for  three-electrode  tubes 421 

Loop  antenna  for  submarine 727 

M 

Magnetic  field 18 

effect  of  iron  in 19 

Marconi,  multi-gap  generator  of  continuous  waves 616 

Mercury  rectifier ,. 372 

Meters  in  alternating  current  circuits 44 

Microphone,  liquid 666 

transmitter 665 

Miller,  J.  M.,  method  for  measuring  po  of  a  tube * 417 

A.C.  output  resistance  of  a  tube 426 

Modulated  ciurent 649 

wave,  analysis  of 674 

Modulating  frequency 649 

Modulation,  analysis  of 657 

percentage  of 660 

requirements  for 666,  668 

sch  mes  for 661 

Motor,  speed  of,  for  driving  radio  alternator 334 

types  of,  for  driving  radio  alternator 290 

Multiple-tuned  antenna 714,  719 

Multiplex  radio-telephony - 680 

Mutual  induction 26 


N 

Natural  period  of  multi-layer  coils 177 

Neutralization  schemes  for  simultaneous  transmission  and  reception 687 

Noises  in  oscillating  tube  detector  circuit 623 


# 


O 

Oscillating  conditions  of  a  tube,  criterions  for 520 

power  tube  circuit,  laboratory  study  of  characteristics  of 903 

tubes  in  multiple 527 

receiving  set  for  radio-telephony 677 

tube  circuits  of  very  high  frequency 511 

receiving  circuit,  laboratory  investigation  of 908 
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Oscillating  tube  under  conditions  of  oscillating  current  comparable  in  value  with 

plate  current 503 

tube,  use  as  a  continuous  wave  generator 617 

Oscillation  transformer,  construction  of 318 

experimental  investigation  of  power  output 900 

with  oscillating  circuit  in  grid  circuit 510 

vacuum  tube,  adjustment  for  maximum  output 501 

as  a  detector  of  undamped  waves 483 

circuits,  anal3rsis  of 487 

conditions  for  maximum  output  of 471,  497 

efl&ciency  of 468,  471 

elementary  analysis  of 469 

excitation  of 469 

output  of 471 

uses  of 468 

current  and  power  of,  vs.  exciting  grid  voltage. . .  480 

conditions  necessary  for  self-excitation 478 

Oscillations  of  a  vacuum  tube,  effect  of,  on  grid  and  plate  currents 500 

tube,  effect  of,  upon  plate  current 519 

vacuum  tube  at  other  than  desired  frequency 502,  512 

stability  of 498 

starting  and  stopping 499 

tjrpes  of  (of  arc  generators) 586 

Oscillograph 33 

Oscillatory  circuit,  current  and  voltage  relations  in 213 

excited  by  a  damped  sine  wave,  analysis  of 268 

being   connected  to  a  line  of  alternating  e.m.f., 

theory  of 252 

continuous  voltage,  theory  of 249 

damped  sine  waves,  resonance  curve  of 227 

energy  stored  in  inductance,  theory  of 250 

pulse,  analysis  of 259 

condition  of  a  vacuum  tube,  prediction  of,  by  placing  total  resistance 

equal  to  zero 492 

currents  of  a  spark  transmitter,  discussion  of 321 

discharge,  frequency  and  damping  of,  as  affected  by  neighboring  cir- 
cuits  222 

through  a  spark  gap 218 

Output  circuit  of  a  tube 421 

impedance  of  a  tube » 423 

resistance  of  a  tube 423 

A.C.,  measurement  of 424 


P 

Phase 42 

of  the  grid  voltage  of  a  self-excited  tube,  possibility  of  variation  of 562 

relation  of  electric  and  magnetic  fields  in  electro-magnetic  radiation 702,  705 

relations,  effect  of,  on  the  possible  power  output  of  vacuum  tube  generator..  476 
of  voltages  and  current  in  a  vacuiun-tube  generator 474,  493 

Pliodynatron 534 
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Potential  difference 11 

gradient  between  plate  and  filament  of  a  two-electrode  vacuum  tube  —  377 

Poulsen  arc,  theory  and  action  of 580 

Power,  amount  sent  out  and  received 198 

factor r. 48 

in  a  circuit  excited  by  pulsating  current 40 

continuous  current  circuit 38 

an  inductive  circuit * 47 

a  resistance  circuit 43 

transmitted  and  received 198 

used  in  the  plate  of  a  three-electrode  tube r: 473 

Production  of  current  in  antenna,  methods  for .• 711 

Protective  equipment  of  spark  transmitter 278 

Pulse  excitation  of  oscillating  circuit 259 

Q 

Quality  of  speech  received  by  radio-telephony  as  affected  by  decrement 678 

Quenched  gap,  construction  of 314 

theory  of  action  of 247 

R 

Radiation 182 

mechanism  of,  by  means  of  simple  antenna 694 

of  light  from  a  hot  filament  compared  to  radiation  from  an  antenna 734 

power  from  an  antenna,  law  of 730 

a  coil  antenna,  law  of 735 

resistance 737 

Radio-compass  service  or  ships 771 

Radiophone  sets 684,  692 

Radiophone  transmitting  set,  use  of,  for  imdamped  wave  tfelegraphy 627 

Radio-telephony,  fundamental  idea 189 

Radio-telephone  transmitter  and  receiver,  experimental  study  of 916 

Reactance,  definition 47 

Receiving  circuits 190 

adjustment  of,  for  damped  wave  signals 350,  882 

for  damped  wave  signals 340 

station,  essential  elements  of  a 189,  336 

Reception  of  undamped  waves  by  means  of  oscillating  tubes 483,  514 

Rectification  by  three-electrode  tube  without  grid  condenser,  as  shown  by  oscillo- 
grams . . . .' 445 

Rectifying  detectors,  action  of 338 

Resistance 14,  21,  111 

and  reactance  of  the  primary  of  an  inductively-coupled  circuit  as  affected 

by  secondary 93 

effective 40 

high  frequency,  general  concept  of Ill 

laboratory  measurement  of 906 

of  antenna 746 

coils,  effect  of  neighboring  circuits  on 133 
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Resistance  of  iron-oore  coils 134 

sparic  and  arc 136 

the  circuits  of  a  three-electrode  tube  and  its  vanaticm 421 

Resonance 60 

curves  for  coupled  circuits 99 

form  of 101 

curve  of  an  oscillatory  circuit  excited  by  damped  sine  waves 273 

in  a  circuit  to  which  another  is  magnetically  coupled 85 

simple  series  circuit,  laboratory  investigation  of 880 

circuits  with  capacitive  coupling 105 

series,  with  varying  capacity 63 

transformer,  definition  of 296 

Resonant  adjustment  of  the  audio  circuit  of  a  spark  transmitter 295 

circuit,  efifect  of  periodic  disturbances  in  a 2Sm 

frequencies  in  coupled  circuits 94 

frequency  of  parallel  circuits 78 

multiple  circuit 73 

curves  of  reactances  and  resistance  for 76 

Richardson's  formula  for  electron  emission 365 


S 

Saturation  current 367,  373 

Selectivity,  general  discussion  of 191 

Self-heterodyne  .method  of  reception  of  continuous-wave  signals 635 

Self-induction,  coefficient  of 25 

of  a  coil  as  affected  by  presence  of  a  short-circuited  neighboring  coil    28 

Short-wave  condenser,  function  of ^. 278 

Shunting  condenser  used  with  induction  coil,  action  of 283 

Signal,  day  and  night  variation  in  strength  of 197 

seasonal  variation  in  strength  of 198 

selection  of 360 

Signaling  with  high  frequ^icy,  continuous- wave  generators,  methods  of 690 

Simultaneous  radiophone  transmission  and  reception 686 

sending  and  receiving,  essential  elements  required  for 192 

Skid-fin  antenna  for  aeroplanes 724 

Skin  effect,  analysis  of 117 

discussion  of 113 

elimination  of 122 

in  coils 126 

Space  charge  in  vacuum  tubes 376,  380 

Spark  gap,  care  of 333 

Chaffee  type 317 

classification  of,  for  spark  transmitter 309 

non-synchronous  type SIB 

open  type,  operating  conditions  of 309 

quenched 247-314 

synchronous  rotating  type,  description  and  operation  of 311 

resistance  of 138 

telegraphy,  definition  of 187 

transmitter,  adjustment  of 328 
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Spark  transmitter,  capacity  and  inductance  required  in  dosed  and  open  circuits 334 

description  of. 276 

experimental  investigation  of 887 

Specific  inductive  capacity,  table  of  values 167 

Static 193 

Steady  state  in  an  antenna,  setting  up  of 776 

Stone,  J.  S.,  equation  for  spark-gap  resistance 219 

Stra3r8,  classification  of 193 

elimination  of 194 

T 

"T"  antenna • 713,  716,  725 

Time  constant  of  an  inductive  circuit 33 

a  condenser  circuit 38 

Telephone  receivers,  construction  and  action  of 340 

impedance  of 839 

Telephony,  radio  multiplex 680 

current  in  transmitting  antenna 648 

receiver 662 

receiving  antenna 660 

field  of  use 646 

principle  of  operation  of  transmitter 647 

receiver 649 

power  required  to  cover  distances 683 

receiving  S3rstem  for 673 

sources  of  power  for 654 

transmission  of  speech 661 

Temp  rature,  m^  m  m  safe,  for  tungsten  filaments 371 

Transformer,  "open  core,"  description  of 296 

power  for  spark  transmitter 292 

Transformers,  construction  of,  for  low-frequency  amplifiers 839 

Transmission,  distance  of  radio  signal 367 

formulae,  limitations  of 744 

Transient  conditions  in  a  circuit  consisting  of  L,  R  and  C  in  series,  analysis  of 262 

current  in  an  inductive  circuit 49 

a  circuit  consisting  of  resistance  and  a  condenser  in  series 68 

on  switching  a  resistance  circuit  to  an  A.C.  line 46 

phenomena  in  audio  circuit  of  spark  transmitter,  analysis  of 304 

Transmitter  for  radio-telephony,  best  resistance  for 660 

Transmitters  for  radio-telephony 664 

Tree  as  receiving  antenna 730 

Tube,  three-electrode 381 

as  detector  of  damped  waves 440 

a  source  of  alternating  current 467 

power  converter,  detailed  study  of,  when  self -excited . .  661 
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